BILL OF QUANTITIES/ SCHEDULE-B

NAME OF WORK:-  CONSTRUCTION OF SPECIAL COURTS  3 NOS: ( REVISED 10 NOS: )
@ CENTRAL PRISON  KARACHI (  03 NOS: COURTS  ON FIRST FLOOR)
FIRST  FLOOR  
	S.NO:
	DESCRITION OF TEMS
	QUANTITY
	RATE
	UNIT
	AMOUNT

	01
	Fabrication of rinf: for C.C. i/c cutting bending laying in position making joints  and fastening i/c cost of binding wire also i/cs removal of rust from bars. 
 (S.I.NO: 5  -f P/16  )
	871.81Cwt:
	5001/70
	P.Cwt:
	4360532/-

	02-A
	R.C.C. Work i/c all labour and material except the cost of steel reinforcement and its labour for bending and binding which will be paid separately this rate also i/c all kinds of forms moulds lifting shuttering curing rendering and finishing the exposed surface i/c screening and finishing the exposed surface i/c screening and washing of shingle R.C. work in roof slab, beams cols, rafts, lintels and other structural members laid in position complete in all respect ratio 1:1:1/2:3 (90 lbs) cement 2 cft. Sand 4 cft. Shingle 1/8” to ¼” gauge.
(S.I. No.6-a/19)
	12473.00Cft
	337/-
	P.Cft:
	4203401/-

	02-B
	Ratio: 1:1:1/2:3
	1476.00Cft:
	349/-
	P.Cft:
	515124/-

	03
	Providing & Laying 1:3:6 Cement Concrete Solid Block Masonry Wall above 6” in thickness set in 1:6 Cement Mortr in G.F. superstructure i/c raking out joints and curing etc. complete. (S.I.No.24/P-19)
	497.00Cft:
	14621/44
	%Cft:
	72669/-

	4
	Providing & Laying 1:3:6 Cement Concrete Solid Block Masonry Wall  6” or Below in thickness set in 1:6 Cement Mortr in G.F. superstructure i/c raking out joints and curing etc. complete. (S.I.No.25/P-19)
	5413.00Cft:
	15771/01
	%Cft:
	853685/-

	05









	Providing Fixing G.I.Frames/Chowkhats of size 7”x2” or 41/2” x 3” for Doors using 20 guage G.I. Sheet i/c welded hinges and fixing at site with necessary hold fasts filling with cement sand slurry of ratio 1:6 and repairing the jambs. The cost also i/c all carriage tools and plants used in making and fixing. (S.I.No.29/P-93)
	816.00Rft:
	228/90
	P.Rft:
	186782/-

	06
	Providing and fixing in position Doors, Windows and ventilators of first class deodar wood frames and 1 ¾” thick commercial ply veneer shutters of first class deodar skeleton ( Hollow ) and commercial ply wood ( 3 ply ) on both sides.(S.I.NO: 9 P/58)
	777.00Sft:
	856/53
	P.Sft:
	665524/-

	07
	First Class Deodar wood wrought, joinery in doors and windows etc, fixed in position i/c chowkats hold fasts hinges, iron tower bolts chocks handles and cords with hooks etc. (b) 1 ¾”thick. (S.I.NO: 7-b  P/58  )
(1273/76 (- ) 370/83  = 902/93 )
	167.00Sft:
	902/93
	P.Sft:
	150789/-

	08
	S/F in position Aluminum channels channels framing for slidding windows and vendti lators of Alcop made with 5 mm thick tinted glass glazing  ( Belgium ) & Aluminum  fly screen i/c handles stoppers & locking arrangement etc: complete
 ( Deluxe model ( Bronze).
( S.I.No.84-/b /P-108)
	800.00Sft:
	1647/69
	P.Sft:
	1318152/-

	09
	Providing and fixing iron steel grill using solid square bars of size ½”x1/2” placed at 4” i/c and frame of flat iron patti of ¾”x3/4” i/c circle shape at 1-0 aprt equivalent fitted with screws are pins i/c painting 3 coats with Ist: coat of red oxide paint etc :(S.I.NO:30 P/ 94 )

	800.00Sft:
	194/16
	P.Sft:
	155328/-

	10
	Cement plaster (1:4) ¾”thick upto 12”height (S.I.NO: 11-c  P/52)
	38698.00Sft:
	3015/76

	%Sft:
	1167039/-

	11
	Laying floors of approved coloured  glazed tile ¼”thick laid in white cement and pigment on a bed of ¾” thick cement mortar 1:2: (S.I.No.25/P-43)

	451.00Sft:
	27747/06
	%Sft:
	125139/-

	12
	Glazed tiles dado ¼” thick laid in pigment over 1:2 cement sand mortar ¾”thick  i/c finishing (S.I.No.38/P-45)
	1648.00Sft:
	28299/30
	%Sft:
	466372/-

	13
	P/F with sunk iron screws wooden architrave approved design/shape having width not less than 2-1/2”inches as directed by Engineer Icharge
(S.I.NO: 60 P/73 )
	1446.00Rft:
	49/97
	P.Rft:
	72257/-

	14
	P/F Aluminum sheet on doors pasted with glue as per requirement. (S.I.NO:61 P/73  )
	90.00Sft:
	63/77
	P.Sft:
	5739/-


	15
	P/F Collapsible gate with channel framing of section ¾”x5/16” at 4”i/c revitted with ¾”x1/8” flat iron patti placed diagonally and provided with top and bottomT-Section 1”x1”-1/8 alongwith roller also i/c locking arrangement and fixing in floor ceiling or wall etc complete.
 (S.I.NO:321 P/99  )
	51.00Sft:
	387/04
	P.Sft:
	19739/-

	16
	Providing and laying 1”thick topping cement concrete 1:2:4 i/c surface finishing and dividing into panels. 2”thick 
(S.I.NO:    16-b  P/35  )
	11500.00Sft:
	3275/50
	%Sft:
	376683/-

	17
	Two coats of bitumen laid hot using 34 Lbs for % Sft. Ober roof and blineded with sand at one Cft: per % Sft: (S.I.NO: 13  P/35  )
	11500.00Sft:
	1887/40
	%Sft:
	217051/-

	18
	Providing and placing in position chip Board ¾”thick for filling space between expansion joints of Building . (S.I.NO: 93 P/109  ) 
	1173.00Sft:
	43/26
	P.Sft:
	50744/-

	19
	Providing and Fixing Aluminum sheet 6” to 9”with V-Notch for expansion joints i/c fixing with nails /Screws.(S.I.NO: 88 P/109  )
	30.00Rft:
	207/51
	P.Rft:
	6225/-

	20
	Distempering in 3 coats primary coat of chalk. ( S.I.No:       )

	9831.00Sft:

	1079/65
	%Sft
	106140/-


	21
	Preparing the surface and painting with matt finish  i/c rubbing the surface with Bathy( Silicon carbide rubbing brick filling the voids with zink /chalk plaster of pairs mixture, applying first coat premix making the surface smooth and then  painting 3 coats with matt finish of approved make etc complete ( New surface ) (S.I.No.36+a+b+b/P-56 )
	27852.00Sft:
	3444/38
	%Sft:
	959329/-

	22



	Preparing the surface and painting with weather coat i/c rubbing the surface with rubbing brick / sand paper, filling the voids with chalk / plaster of paris and then painting with weather coat of approved make. (S.I.No.36+a+b+b/P-56)
	10846.00Sft:
	2567/95
	%Sft:
	278520/-

	23

	Preparing Surface and Painting of Doors and Windows any type (i/c edges in three coats) (S.I.No.5-c(i-ii-iii/P-77)

	 1887.00Sft:
	2116/41
	%Sft:
	39937/-

	24
	Preparing Surface and Painting guard bars, gates of iron bars, gratings railings ) i/c standards braces, etc) and simnilr open work. in three coats) (S.I.No.5-d(i-ii-/P-77)

	102.00Sft:
	1270/83
	%Sft:
	1296/-

	25
	Extra labour for R.C.C. in 2nd  and subsequent storeys (S.I.No.6-d/P-17)
	13949.00Cft:
	12/10
	P.Cft:
	168783/-

	26
	Extra labour for Block masonry  in first floor 
(S.I.No.30  /P-19)
	5910.00Cft:
	328/97
	%Cft:
	19442/-

	27
	Extra for lime mud or  cement plaster and pointing from 12’ and above for each additional 10’ height. (S.I.No.29  /P-54
	38698.00Sft:
	140/97
	%Sft:
	54553/-

	28
	Extra labour for each storey above ground for mosaic conglomerate or tiles stone and wooden floor. (S.I.No.18  /P-42)
	11951.00Sft:
	226/88
	%Sft:
	27114/-

	
	
	                                TOTAL Rs:-
	16644088/-








PART-E- NON-SCHEDULE  ITEMS
	01
	 P/F Special heavy type steel grill for Windows and ventilators with angle iron frame of 2-1/2” to 2-1/2” x3/8” with 1” diameter M.S. bars placed @ centre to centre  as per approved design according to jail Manual i/c cost of errection of steel  Gate and fixing in stone masonarhy wall in cement concrete 1:1:1/2:3  etc compelte as per instruction of Engineer Incharge 
(R.A. Sanctioned )  
	594.00Sft:
	
	P.Sft:
	

	02
	P/F Special Heavy type steel Doors with angle iron frame of 2-1/2” to 2-1/2” 3/8”  size and shutter 2”x 2” 3/8” with 1” diameter M.S. bars placed @ centre to centre  separete locking box having size 12”x12” of Mild steel sheet embedded in masonary  with for locking arrangement as per approved Design according to Jail Manual i/c cost of Errection  of Stel work and fixing  in stone masonary wall  in cement concrete 1-1/2 x3 etc  complete as per instruction of Engineer incharge  (R.A. Sanctioned )  
	102.00Sft:
	-
	P.Sft:
	

	03








	P/L GRANNITTO PORCELAIN TILES 24”x24”
( Imported Quality )Masafi Scrics Normal Lights Color) matt:  & Glazed or double glazed of approved Quality design & colour on wall or floors as Well as facing jointed in white  cement & pigment over a base of 1:L2 grey cement Mortar ¾”thick i/c washing  & filling of joints with slaurry of white cement & Pigment in desired shape with finishing cleaping i/c cutting tiles to proper profile upto 20 ft: tiles to procper profile upto 20ft: tiles to procper profile upto 20 ft: height as per instructions of the Engineer Incharge includes all costs of labour material etc complete 
	10207.00Sft:
	
	P.Sft:
	

	
	
	TOTAL RS:-
	








Genera Abstract







1. FIRST  FLOOR 		 				Rs.  16,644,088/




Add:/Deducted ………………%Above/Below Premium 		Rs…………………..



Non-Schedule Item/Market Rate Based Items.
Non-Schedule Items 							Rs…………………….





Total Bid Amount 		Rs.








Signature of Contractor / Bidder				Project Director
							       Police & Prison Works
							                Hyderabad








