WORKS, SERVICES & GOODS

SINDH BANK LIMITED/ADMINISTRATION
1} NAME OF THE ORGANIZATION / DEPTT,
2) PROVINCIAL/LOCAL GOVT/OTHER  SCHEDULED BANK
3) TITLE OF CONTRACT Renovation of Danyore Gilgit Branch
4) TENDER NUMB ER sNDB:‘CQK/ADMINH’DIMQJﬁO!B
5) BRIEF BESCRIPTION OF CONTRAET Same a5 Abgve
6) FORUM THAT APPROVED THE SCHEME  Gompetant Authority
7} TENDER ESTIMATED YALUE —

8) ENGINEER’S ESTIMATE Rs. 3,481,450/
(Far civil works only) oSS

(AS PER CONTRACT) 45 Days

12) NUMBER OF RIDS RECEIVED
13) NUMBER OF BIDDERS PRESENT AT

14) BID EVALUATION REPQRT - A
(Enclose a gapy) PN : e, Rlecle -0,

1) NAME AND ADDRESS OF THE SUCCESSFU L0 - Brea s Eriaele.

16) CONTRACT AWARD PRICE

17) RANKING OF SUCCESSFUL BIDDER IN EVALUATIONE
(i.e. 1% 2" 3% EVALUATION BID). 1) Ms. Arci

18) METHQOD QF PROCUREMENT USED : - (Tick one)

a) SINGLE STAGE - ONE ENVELOPE PROCEDURE / Domestis/ L pcal

b) SINGLE STAGE - TWO ENVELOPE BROCEBURE

¢ TWO STAGE BIDDING PROCEBURE

d) TWO STAGE - TWo ENVELOPE BIDDING PROCEDURE

PLEASE SPECIFY IF ANY OTHER METHOD QF PROCUREMENT WaAS ADOPTED e,
EMERGENCY, DIRECT CONTRACTING ETC. WITH BRIEF REASONS:
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COMPETENT AUTHORITY
19) APPROVING AUTHORITY FOR AWARD OF CONTRACT
—————

20) WHETHER THE PROCUREMENT WAS INCLUDED IN ANNUAL PROCUREMENT PLAN?
Yes || v ] No

21} ADVERTISEMENT :

Yes | SPPRA 5. No:26428/2016 & 34861/2017

i) SPPRA Website SPPRA 8, No:3781 212018 (23rd Jun 2018)
{If yes, give date and SPPRA Identification No.)
No
i) News P apers Yes | Express Tripune, Daily Express, Daily Ibrat
(If yes, give na f newspapers and dates) {18th Oct 2017}
No
22) NATURE OF CQ ool | I8 | NS
23) WHETHER QUALIFICA N CR _
WAS INCLUDED IN BIDDING / TENDE ENTS?
(If yes, enclose 3 copy) Yes {1v 1 |No

24) WHETHER BID EVALUATION CRITERIA
WAS INCLUDED IN BIDDING / TENDER DOCU
(If yes, enclose a capy) -

FOR USING A
Yes No v

25) WHETHER APPROVAL OF COMPETENT AUTHORIiE
METHOD OTHER THAN OPEN COMPETITIVE BIDH

26) WAS BID SECURITY OBTAINED FROM ALL THE BIDDERS? [ Yes |1 v ] Ino

27) WHETHER THE SUCCESSFUL BID WAS LOWEST EVALUATED Ues v | [No
BID/BEST EVAL UATED BID (in case of Consuitancies)

28) WHETHER THE SUCCESSFUL BIDDER WA TECHNICALLY | ves [[VTTno 1]
COMPLIANT?

29) WHETHER NAMES OF THE BIDDERS AND THEIR QUOTED PRICES WERE READ OUT AT

THE TIME OF OPENING F BIDS?
E OF OPE OF BID [Yes v 1{No ,

30) WHETHER EVALUATION REPORT GIVEN TO BIDDERS BEFORE THE AWARD oOF
CONTRACT?
(Attach copy of the bid evaluation report)

Yes | [v 1Ine |
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31) ANY COMPLAINTS RECEIVED ' Yes
(If yes, result thereof)
Ao | No
32y ANY DEVIATION FROM SPECIFICATIONS GIVEN IN THE TENDER NOTICE / DOCUMENTS
(If yes, give details) ;
Yes
Mo | Wo
33) WAS THE EXTENSION MADE IN RESPONSE TIME?
(If yes, give reasons) Yes
| No | Ne
Yes
: Ne | No
35) WAS IT ASSURED BY THE PROCTR NCY THAT THE SELECTE FIRM IS NOT
BLACK LISTED? Yes | [ 7 1INo

36) WAS A VISIT MADE BY ANY OFFICER/Q W WRE PROCURING AGENCY TO THE

. Yes No v

37) WERE PROPER SAFEGUARDS PROVIDED ON M@
THE CONTRACT (BANK GUARANTEE ETC.)?

VANCE PAYMENT |
Yes No v

z

38) SPECIAL CONDITIONS, IF ANY
(If yes, give Brief Des Fiption)

' No | N
39)Date of Awxfd of Cont;}:i) M 231!5);(; o

Signature & Officia Stamp of (
Authorized Officer WSL - ,
hahzad Begy
FORQFFICEUSE ONLY™  sinpHBani (e,

. / Lt Cof
SPPRA, Block. No. 8. Sindh Secretariar No. 4-A, Court Road, Karachi
Tele: 021 ~2205356; 021-9205369 & Fax: 021-920629]
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luati £t

Exvatuation Report — Benovatjon of Danyove Glgit Brangh
Nume of Procuring Apeney Sindir Bank Lid.

Tender Reference Na, SNDB/COR/ALMIN/TDA49/20 18
Tender Description Renovation of Danyore Gilgit Branch

Method of Procurement Single Stage Oae Envelop Bidding Procedure

S.No: 26428 (10/02/2016) & 33975(1%:07/3017 & 20:07/2017)
— . - . Express Tribune, Daily Express, Daily bra

Tender Published / SPPRA $.No SPPRA No: 37813/2018

(23077201 8)

Totai 3id Dﬂcmncms Sold {2

Tutal Bids Received 02

Teghnical/Financiyl

Bid Opening Date & dime _ OS/U}S;?QIH al 1230 Hes _

Ne. Of Bid qualitied _ a2

Detail an the above is as fotlows:-

. Cast affered by the Runking in Canmqumn with Reasous far
Name of Firm ) Engineering
Bldder terms of o i acceplynce/ Rernarks
or Bldder (Area =1,7305 Sq. i ) a5t Estimatad cost rejectio
_ Are ' 'y /A Y. (Rs. 3,431, 450/-) fection
1 _ 2 3 4 5 L
Arcika 33,442,700/ Rs, 38,750/ '}f,“l'f;:f:;s Accepted for
L Traders & Rs.1 !'!9'0,,_ l;cr sqlt I Lowest elow the Qualificd Contract
Contractors | o estimated cost Evaluated Bid Awnrd
- . 53,213,650/~
Mani & Rs.6,695,100:- G . R
4 '+ + Rad L o U] '
- Associates Rs.3.870/ Per sy i I Lowest Abmb the High Bid )
- eslimated cost ]

Accordingly going by the ¢ligibility criteria offered in the tendar dosument M/s. Arcika Traders & Contraclurs stands
48 1" Lowest Qualified Evaluated Ridder.

-~
/N

k. Col. (R} Shahzad Begg . ) .
Head of Administration e
Snend Jamal Tarig :
Chief Elnancial Officer '
Syed Muhammad Agea! ] ] J«-\j\/
Chiel Manager, i0BL Karachi ' ?

Syed Assad All Shan P ,C;B’éz ~
Graup Business Head Sindh (") szﬁ’v = /Z/L/

€o-apted Member




ESTIMATED BOQ FOR DANYORE BRANCH GILGIT

Measuring: 1730 SFT

Dismanting of un wanted existing '
! structure, removal of Dabris kY = D
2 [RCCworks 2204 600 [ 132,000, .
3 _|CC raised flooring 150} 601 o AP00T s it
4 _|Brick masonary works 850 150 | 77 127,500 f i
5 |Plaster 1850 60 117,000 i’)fwm.
6 _ [Porcelain tiles & skirting 1720 275 373,004 -
7 _{PCCFigoring 1720 60 103,200
8 [Bath rooms & kitchen ceramic tiles 500 200 100,000
9 {False céilijg_ 1720 150 258,000
10 Column Cladding 0 300 X
11 |Kitchen cabinets 60 650 39,000
12 IStore room full height Almiras 72 650 46,800
- 13 {lnternal Paints 2300 50 115,000
14 |Baths and kitchen door with frames 4 28,000 112,000
15 |Alluminum windows / Ventilator 40 600 24,000
16 Fixed glazzing, front and managers room 130 600 90,000
17 [instaliation Strong room door 1 10,000 10,600
18 fAluminum compaosite panef 0 550 .
19 [Vertical blinds 80 120 9,600
20 lWindow gritls and entrancce door grill 200 350 70,000
21_|Rolling shutters 200 350 70,000
22 |security door / E mergency exit door 2 20,000 40,000
23 IStair & other granites & Spiral stair 80 800 64,000
24 [Roof treatment / water proofing 0 20 -
25 linterlock pavers 150 160 24,000
26 [External paint 750 50 37,500
_. 27 [ATM Room, main door Glass Door 21 1,350 28,350
% | 28 |ATM Branch side dogy 1 25,000 25,000 |
29 [Morcha with door 1 40,000 40,000
30 |ATM / Branch access ramp 1 15,000 15,000
31 {Front elevation, tiles Ajrak & other 1 40,000 40,000
32 |Two Bath reoms Porta Fixtures 2 40,000 80,000
33 [Two baths drainage lines / fittings 2 25,000 50,000
34 Kitc.h_en sink, fittings 1 25,000 25,000
35 Drainage line / water lines 1 35,000 35,000
36 Ba_th roo.ms accessories 2 25,000 50,000
37 |Points wiring 70 950 66,500
3: Sockets wiring 15 950 14,250
39_[circuit wiring T -
|40 |split Ac wiring = 1‘45?1 M
{41 ISign Board wiring
42
Complate technology boyx with al| wiring
43 |Light fixture / fittings




Main BB with AC

.44 1 80.000 80,000
45 |ups DB 1 60,000 60,000
46 lEmergency DB 1 75,000 75,000
47 Qutside main switch 1 55,000 §5,000
48 Teiephpne wiring, 30 pairs, tag block 1 18,000 18,000
49 Netwarking_,_?atch cords , Racks, PP 1 €5,000 65,000
S0 _[Earth pits 1 65,000 65,000
51 [AC copper pipe Installation. drain 5 20,000 100,000
52 [Certification 1 5,000 5,000
53_|Other misc / remaining works 1 25,000 25,000

Total ' 3,481,450
Area of branch in 5FT 1,730
__Rate per SFT 2012
<
L Py {‘{
Mofarfrhed Saleemn Farasz
VP / Chief Engineer avp 1t Hatmaer




Lomparalicn Stadined

Renovation of Gilgit Branch

— - . _
$.No Bidders Area Rate per sq.ft Total Amount
Arcika Traders &
1 Contractors 1730 1,990 3,442,700/-
2 Mani & Associates 1730 3,870 6,695,100/-




- Sindh Bank Limited
Teader Ducument - RENOV.A TI;()JV ();f;(’iiLGlT }R.»i;\ig’ilh -
i - ; 5 o A
SIGNATURE MEVRFES AL
Head - F
, . £
4  FINANCIAL PROPOSAL Head - A4 ’ f”)/ .
PRICE SCHEDULE Member-10et {
Applicable for the vear 201K -
P E s
FRR I v S,
Name of Bidiier I e S R
. e ﬁ_ﬁ___ - H_W ,__H_.._-w - _,_uﬁ;‘_t_é_):l, ,ﬁ_.._' _m -
Deseription Unit | S l!'t . “Total Amount |
e e _" S — .A,,,;;,_é.__.___il._,ﬁ,m...,;,ﬁ__“_ _1
- Ren ition, Interior, specified | 1730 sq.ft(Approx.) | g :
; CNOVE . ror, specihic . A TR I - f
i i . As per specilication L ?{D} = = O/ -~
i outer Works & Construction of | ( zlnentifmcd ” r-3 | "éé/qs;z :
; .C NCH I i
i GILGIT BRANCI i scope of work) | J(/ ‘ i
ttered ™ HTrvs e cppred that the sieckis Sl aideter will e the wme

|-

Mt
Hhus aaneunt will be considered as vmiy tie "B
whose “Evaluted Bl i the ISt thor taridter wlirifi

sativnt refer Note 10 belgng

hY I
Qw_;_' The branch has 10 be hunded over withan 43 days of issue date of award letter. In cuse of debay, a penalty 59 0.13% of toial
vcontract amount, far each day of delay wil be impased.

2. The cost must include ll applivable tases, stanp duty {as applivable under Stwnp Act 1989) duly stamped on the contract
agreentent. instaltation. labor and any other clirges.

3. Noadsanee payment will be made, bills will vedy be processed for HOCVESIEY Payiient on receipt of certificale ol satisfuction
trom the Brageh Manager Projegt Minager,

4. Calealation ol big securify 1%, of the *Totw) Amount will be subinitted with the tender docuient ag bid seCurly.

3 Inease s iy reviked a1 any stage alter the compdeton ol work hat the asked spucrtication of e teader have ot been met, the
amount of that spevific nem will be fined to the contractor with appropriate action as decnied necessary by the procurement
vamantiee.

& In case of any obseryation AESHYE I respect of quality of the item. the vompany wall be isble 1o address it a his owa cust,
foa-complinnes of the same will result HILO mitialion of 3 case against the company [or non-commitment or cancetation of
tender as will be degided by the Procurement Comunitlee.

7. The per square 1. e wven above by the canteetor will be for inside area of e premuses. However fur any outside
prenuses work, jts changes will be covered in premises per sguare . ares, No charges for any necessary owrside work will be
entertained separately.

8. All terms and condition ol Agreement (Annesure 7| 1) dre purt of Tender Dacumen,

9. In case tinancial bids are e same, the suceessful bidder will be the ene who has acqguired more marks in the technical
evaluation.

1. Lowest evaluated bid iy going 1o be the entena for award of coniract rather thun considering the lowest offered bid,
encompassing *he lowest whobe sum vost which the procuring ageney bas ta pay [or the servicesditems duration tie Conirac!
perrod. SPRRA Rule 4u may please be referred, The suceesstul bidder will be the one wioge taal sum ol cost 5 the lowest,
As s pavkage temder. o o partial lowest vost will be considered for awand of any wiork.

PR Fayment widl be onagde s per the seheduled atichied as Arexure "R

P20 The successtul bidder. has L edepuonit 2% reteniion maney a the ime of award ul contract aned 325 wili be withheld at the time

[

of finat paviient. The tol) 89 sthheld aimonnt un aceount of retention ROy periormames security will be released after 6
months of conpletion of tender assigned jub and after dae receipd of letter of sitistaction from converned Branch Manager
(performa anached us Anneare “LUh

-Dhinng final inspection, pertorma (specinen atlached s Amexure L will be Jifled by the representative of engineering
depirtment where be will award mrks gong by the Yuatity of job exceul i ditterent categorics. Any contraciar swurded
marks below 70 mirks will be ssued with warning fewter aged will not be ¢ligible to ke partan any future wender.

-Deviation from spees of Design Book will alse by taken as penalty, where the contractor will be asked 1o provide the maierial
or supphies as per the Book Specification. U the same is not followed within given time, the amount eqvadent to the cost of
the jub will be deducted from the final payient of the cantructor and the joh will he pertormed by Bank's owg TESTUTTES,
kere contractor will alse e lable of penahy of 3 niarks m ﬁmrking performa for cach deviation cottniited.




H ;
X/ Nadh Buok Liwited

Fender Dacumant - RENOVYATION GF GH.GIY BRANCH

Head - Fin Djy,
4 FINANCIAL PROPQSAL Head - Admin(piv,,
PRICE 8CHEDULE Member'IDB
(Applicable for the year 2018)
Name of Bidder 7 Date:
| te per N
Pescription Unit - R:qig *Tntfl_—Amuunt
Renovation, Interior, spesified ggi:g’sg’g;%ggg Qe. quof‘ 3 4 42 w‘
outer Works & Construction of foned i
GILOIT BRANCH  hentoned in
g ' . 'scape of wark) L

S R e S Nemm b o F o T S S I
*Thix amoun! will be considerad o anly the ~Bid Offered ", Whareas be Gpprized ihal the uccesgful bidder will he th ane
whose “Evaiugied Bid" i5 1hé lowest. (For further clarification refer Note 10. below)

.

b En.}; The branch has to be handed over within 45 days of issue date of award letter. In case of delry, @ penslty @ 0.15% of total
contract amount, for cach day of delay will be imposed.
2. The cost myst inglude all applicable taxes, stamp duty (as applicable under Stamp Act 1989) duly staraped on the contract
agreement, instaliation, labor and any other charges. )
3. No advance payment will be made, bilis will only be procassed for necessary payment on receipt of certificate of satisfaglion
from the Branch Marager/Project Manager.
: i ity.2% of the *Tota] Amount will be submitted with the tender decument as bid security.

. In case it iz reviled at any stage aftor the completion of work that the asked specification of the fender have nat been e, the

emmount of that specific item will be fined lo the comtractor with appropriste aclion o5 decitied awvessiey =y 4w

commitiee,

6. In oase of any abservation arising in respect of quality of the item, the company will be liable 10 wltress it at his vwn vosy.
nopcoraphiance of the same will result into inilistion of a case against the company for non-commitnent er vancellation ol
tender a5 will be decided by the Proourement Committee,

7. The per square f. rate given above by the contractor will be for inside area of the premises. However for any outside
premises work, its changes will be covered in premises per square i, area. No charges for any necessary outside work will be
entertained scparately,

8. All terma and condition of Agreement (Annexure "H") afe part of Tander Document,

9. Iu case finnacial bids are the samg, the successful bidder will be the one who has acquirad more marks in the technica)
evalyation,

10.Lowest evalvated bid is going to be the criteria for award of contract rather than considering the lowest offered bid,
sncompassing the lowest whele sum cost which the procuring agency has to pay for the services/items duration the contract

\-x period. SPPRA Rule 49 may please be referred. The sucoessful bidder will be the ang whose total sum of ost is the lowest.
Ag it is package tender, so no partial lowest cost will be considered for award of any wark,

1 I.Pnymmt‘\g_i_u_p: made 48 per the scheduled attached as Annoxure K.

T Y 12THe sucesssful Bidder hawtd deposie2@astention moncy at the time-of apard of contract and 3% will be withheld at the tme
of {inal payment. The total 5% withheld amount on account of retcntion money/performances security will be reloused afer 6
months of completion of tender assigned job and after due receipt of lstter of gatisfaction from concerned Branch Manuger
(performa attached as Annexure “L."),

13.During final ingpegtion, a performa (specimen sttached 83 Annexure “L) will be filled by the representative of engineering
department where ho will award marks going by the guality of job executed in difforent categorics. Any contrastor awnsded
marks below 70 marks will-be issued with waming lettsr and will not be eligible to take part in say Runeee wider

14, Deviation from specs of Design Book will also be taken as pannlty. whare the contraetor wilk be ashed 10 roned, ¢
or supplies &s per the Book 8pscification. If the same is not followed within given time, the aineunt squivalenl tu the cost ol
the job will be deducted from the final prprrETead the contractor and the job will be performed hy Bank's uwn resourees,
here contractor will also be liabl2-of pegftpRfsdmike in marking performa for each deviation committed,

Signature & Stamp of Bidder _ /h. :

©wa
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NUTES OF TH ENING OF THE TENDER (TEC AL /FI CIAL PHA

| S
TYPE OF PROCUREMENT ADMIN / IT / CONSULTANT / MEDIA L,
. , P ~yonChh
TENDER NAME E&OUC'-G-\"L" gg MH\{IDWG Q_. l\% K- &23 t
TYPE OF TENDER SINGLE STAGE-ONE ENVELOPE / SINGLE STAGE-TWO ENVELOPE / TWO STAGE /TWO STAGE-TWO ENVELDPE

OPENING DATE & (08] 1%
OPENING TIME M" )

ATTENDANCE {(MEMBER PC)

NAME
ATTENDANCE (REPS. OF BIDDERS) 0‘ " A '/L‘bq MV} '

# T
TOTAL BIDS ACCEPTED FOR EVALUATION e

——

TCMwit. BIDS REJECTED

REMARKS




LT TR O T T R R PR T T Y

.
SAIOEX R, 3k

ATTENDANCE SHEET
_ BID OPENING -
£OR SELECTION OF Q@;@@L&»fa@ @1 C@ﬂf‘f acErs %}01’ fon. & Cﬂﬂfmﬁgé\ Wov
4 7 !
Date: 05(03 {Q@‘Yé‘\
S.No Company Name Mame of Contact Company Signature
Cempany Na. Address

Representative

Nanl @ Pt ocecbe .-»-«\)
0)| e bman (OHEMHQE‘-* / o - [ 4

C ' sz::I-‘ng}('/ ews
07 qurg(wf)td' 7
U gbf'cfons}(hocr& /)

\\

N

N

N

s Mambers Signatyre. ¥rocurement Cc‘n::n’?tt‘e?s
L. Col. (R} shahzad 8 | > © ] 4L
zad Bepg AR ;{i’?{

Head of Administration / M

Mr. S3eed lamal
Chief Financial Officer T
/
Mr. Syed Muhammad Agee! ]
T ——— .
T

Chief Manager, ID8), Karachi




ING QF THE TEND TECHNICAL /FINANCIAL PHAS

Efr Conbraclors ﬁ/ﬂequ@ g (lonshuks wok

INUTESOF T
! PROCUREMENT ADMJN / l/ CONSULTANY/ MEDIA
% NAME
JF TENDER smm: STAGE-ONE ENVELOPE / SInGLE STAGE-TWO ENVELOPE / TWO STAGE /TwO STAGE-TWD ENVELDPE
NG DATE EEM
HDANCE [MEMBER PL)
NAME £

4 -Mant & Psoc ﬁc.{EJ
3 - Behman Conglalige
g- MNurte (o) Ll
- Star Lons k”t.\ﬂdl-‘.l-

rTENDANCE (REPS. OF BIDDERS}

10TAL BIDS ACCEPTED FOR EVALUATION

-
© TOTAL B1DS REECTED
i REMARKS
PROCUREMENTY COMMITTEE \,,r )

' O
Lt. Col. {R) Shahzad Begg / C Ll

Head of Administration /\‘/ M

Mr, Sased Jamal

Chief Financial Officer

Mr, Syed Muhammad Ageel lﬂ%/

Chief Manager, 1DBL Karachi ¥
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AL M e Anterl S e e i kA Babi 43 g__, e o WA Py g sl

SINDI—I

g A0S

20/09/2017

b Exalyation Sogen)

1 Name of Procuring Agency Sindh Bank Ltd.
2 Prequalification Reference Na. SNOB/COK/ADMIN/TR/794/2017

Pregualification far Civil Contractars far Renavation, interior Wark &
3 Prequalification Description Construction, Eiectrical Work in Khyber Pukhtun Khwa, Gilgit Balistan and Azadf
gashmir including Capital Teeritory.

4 ) Method af Pracurement Preqyahfication Method

5 Prequalification 5.Na: 33975. Espress Tribune, Daily Express, Sindhl Expross{18/07/2617)
Published B SPPRA §.No. Corrigendum {20/07/2017)

§ Total Bid Documaents Sold 04 R -

7 Total Bids Received 04 %

8 Technical Bld Opening Date & Time 08/08/2017 at 1500 Hrs.

106 No. of bld qualified a2

11 Bld(s) Rejected .

Firm's Name o _ Status Qualified/Disqualified

#/s. Mani & Associates GUALIFIED

M/s. Rehman Construction & Interiors DISQUALIFIED

M/s. Star Construction Company QUALIFIED

IEIED
M/s. Muraa (Pyt.) Lid DISQUAL 0

e Head of Administration,
{L1. Col {R). Shahzad Begg)

e

chrief financial Officer
(Mr. Saged jamall

chief Manager, 108L
{341, Syed Muhammad Ageel)



Sindk Bapk Limited
Tender Document ~ RENQVATION OF GILGIT BRANCH

3 SCOPE OF WORK

Sindh Bank Limited (SNDB) requires proposal from the Prequalified Contractors (SPPRA
5.No. 26428 & 34861) for RENOVATION OF GILGIT BRANCH. (RURAL AREA)

For establishment of its new Branches, throughout the country and for renovation of Branches /
offices, Sindh bank Ltd advised to pre-qualified contractors to submit their offer / bid, against
tender, with following terms and conditions.

The complete set of tender consists of following,
1.Bank’s Tender
2. Your site visit details
3.Lay out Plan, / Site plan, approved by Head Office
4. Special site requirement
5.Detail of specifications of items

After thorough visit of desired premises, the contractor will submit per square feet rate of said
work, complete in all respect, as per given tender, lay out plan, specification and brand / make.

However as per actual site condition and market availability, equivalent item can be provided
with prior written approval from Bank, failing which the payment of such items will be
deducted accordingly from the final biil.

The salient works which are the part of requirement will by as under;

1. All execution of job will be according to Design Book CD of the same is attached with
the tender document. If not available, please do get it from tender department
mentioning the email address.

2. Your given per sq. feet rates will be based only for area, inside the developed branch.
However provision for entire works, given follows and mentioned in specification will
be included in internal area’s PSFT charges and no additional payment for any work,
executed outside will be given. We will multiply your given PSFT rates with internal
developed area (Only between the internal walls) and will get entire internal and outer
works with in that cost.

3. The cost of various works, which will be executed at outside of covered premises, such
as entire outer paint, tough pavers at parking area, front elevation tiles with approved
pattern, veranda works, terrace works, ATM and branch Steps, etc, will be calculated
by the vender after visit of site and will be included in PSFT rate of developed area.

4.The given PSFT rates will also include charges for approval of proposed lay out /
construction, from respective town / Municipal Corporation, if any.

5.Comprehensive visit of site and submission of proposed lay out plan. The number of
required counters, staff strength and requirement of lockers will be given by the bank.

6.Complete demolition of existing structure, necessary for establishment of new branch,
including brick walls, RCC, slab, bean, floor, etc. and removal of debris.

10



Sindh Bank Liplted
Tander Document ~ RENQVATION OF GILGIT BRANCH

7.New Bleck masenry / Brick masonry walls/ RCC slab / lintel for bath, stores, guard post,
ATM reom, and other works as per plan. |

8.Floor tiling, approved design tiles, matching skirting, false ceiling complete in a]l respeet.

9.Wash rooms and kitchen tiles, approved fixtures, approved pipes, fittings, ventilators,
exhaust fans, complete in all respect.

10. All internal and external plaster works

11. All RCC works for Strong Room and lockers, and other, as per lay out and
specifications

12. All internal and external paint and polishing warks with approved quality paint.

13. Approved false ceiling with approved hanging system/ lights/ down lighters

14. Solid and skin pasted flush doors for baths, kitchen, store, and other place with best
quality locks, handle, hinges, tower bolt, stoppers, complete in all respeet, including 16
SWG, GI frames for baths , kitchen and stores and solid beach wood frame for
remaining door, if any.beadings, approved polighing .

18, Two full height 3X7 feet woonden Almirah in store, kitehen cabinets, column cladding,
complete in all respect,

16. Complete Electrical wiring for light points, power points, Air Conditioning units, ATM,
sign Board, with / Fast / AGE / Pieneer copper wires or equivalent of approved size, in
approved PVC pipes, Boxes, switches, main lines, three DBs, one for UPS, other for AC
and 3" for lighting & power as per plan. Two standard earth pits, as per approved
specifications and lay out plans, along with all approved light fixture and fittings.

17. Technology box for each users with two Flat pins, one round pins, one RJ-45 for Data,
ane RI-12 , /O sockets for telephones, cat 6 cables from /o to patch panel, telephone
cat-6 cables from [/O to tag block, supply of 24 ports approved 3M or equivalent patch
panel, one 15 u Cabinet, termination, necessary line cords and patch cords, with
certification, 4 additienal data points for fax machine & time attendance machire, and
also for manager & ops Manager, tagging / numbering, testing report, at both ends,
complete Electrical wiring, data and telephone works, in all respect.

18. Approved glass partitions for Manager room, ATM room, Entrance, fixed glazing, with
approved glass, aluminium section, gasket, locks, D locks, handles, necessary frosting,
Ajrak tiles film, Korean or equivalent floor deor closer machines, necessary windows,
doors, as per lay out plan,

19. Approved design grills for Entrance, all front and sides external windows, ATM
internal doer, Exit deor, and Rolling shutters at all external glass doors, fixed glazing,
ATM Entrance, MS approved Exit door, approved vertical blinds on all external glasses,
windows, fixing of vault and lockers doors.

20. All elevation works, elevation tiles, full tiles steps for Entrance and ATM entranee, 15
degree Ramps, ATM , front landseaping, ce floering, all front tough pavers, complete in
all respect, as per lay out drawing & Design Book.

21. Islamic colour theme will be followed in Islamic branches
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22. Approved copper piping for conventional AC, wiring, control wiring, breakers, drain
lines, complete in all respect

CIVIL & INTERIOR WORKS

DESCRIPTION

DISMANTLING

e i rk will be executed fter approval f; H
Dismantling / removing of existing constructed structures, RCC, walls, slab, floor fixtures,
tiles, ceiling, windows, doors, grills, shutters, wiring, piping, partition, with proper tools &
equipment's with all nccessary precautionary measures, to make surface ready to receive
finishes, stacking useable dismantled materials at designated place, as per new plan, as
directed by bank., and disposal of surplus stuff / debtis etc, away from site,

COMPACTION QF FLOOR

Checking of floar compaction, by removing of 18 inches to 24 inches deep from existing floor and
if loose soil is found / not properly compacted soil, then proper earth filling, with sand and stone
after excavation up to 2’ will be provided and afterward 3 inches thick PCC having cement ratiol:3:6
will be laid, complete in all respect.

JERMITE PROOFING

Providing and carrying out termite proofing using FIPROKILL,/ BIFLEX / DURSBANE or
equivalent with a solution of 1 gallon of chemical to 50 gallons of water, sparing this solution @ 2
litres per 3q. meter area (or liters per 10.76 sft. Area) with a pressure ensuring at least 3" penetration in
the soil of the area to be treated. The contractor will provide a guarantee for a period of five years
against infestation of termite in the shape and mode approved by the Engineer, stating that in case of
infestation, additional treatment will by provided by the contractor at no extra cost to the Client
{horizontal & Vertical).

F E () cguire

Providing and laying, compacting finishing & curing etc. straight or curved cast- in place
designed mix 1:2:4 Reinforced Cement Concrete using 1 Part of Ordinary Portland Cement
or equivalent, 2 Parts of silt free local sand and 4 Parts of 3/4" thick downgraded crushed
stone; mixed in a manner to achieve a cube strength of 3000 psi in 28 days, using 3/4" down
crush stone & fine sand (free from silt & dust), including mechanical mixing, transporting,
hoisting, lifting & placing at any height / depth, vibrating and curing etc. Complete in all
respect including cost of Steel Reinforcement (3/8" dia deformed steel bars G-60 @ 6" C/C
both ways, staggered double jaal in a manner that the alternate spacing b/w bars should not
increase 3" C/C) & form work for Cement Conerete including cutting, bending, laying in
position, making joint and fastening, removal of rust from bars, cost of binding wire and
labor charges for binding of steel reinforcement: also includes cost of water tight form work

and .its removal. Complete in all respects, at 6” or 9" walls, column or as pet direction of
Engineer.

12
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MASONRY WORK

| Brick or Block Masonry

Providing and Jaying Brick or block masonry walls, 47 or 6 or 9" thick as per site |
requitement, with first class solid burnt brick ser in (1:4) cement sand mortar in super
structure including scaffolding, curing, drilling for wall ties where brick work joins R.C.C
columns, walls etc. Complete in all respects as per deawings and specifications to complete
satisfaction of the consultant.

PLASTER WORK

Providing and laying ¥2” or %" thick plaster as per site requirement with cement sand (C8)
mortar on masonty and concrete surfaces, with G.1. expanded metal mesh at the interfaces /
joints of structures of different materials, staging and curing, plaster stopper, corner beads,
channels for making grooves and deip coutse etc., where requited and/or as disected by the
Architect / Engineer complete in all respect.

CC / RCC Cash counters, as per banks approved design

Providing & making of two persons Brick Masonty+RCC | cash counters, with black jet
maeble approved color top at only customer & officer work top, 8 mm glass at front, sides
made of brick masonry 4-1/2”/plaster complete in all respeet, 4 feet long, 3"-9” feet wide, 48
inches high. Further as per bank standard, wooden drawer box with lack and key will be
provided with each counter. The sides of counter will be made with 4 -1/2’ bricks with both
side plaster or RCC. The side walls will be up to the glass level over the counter as per
drawing. The front portion of side walls will be covered byl”x1” tiles upto 4 ft height. The
calour of counter will be nearest to our furniture color. The drawer box contain three
drawers with best quality locks with imported channels, handles & Key Board tray, complete
in all respect.

] {

Providing and laying glazed full body Porcelain tiles 24” X 24” at floor, of approved design,
colour and pattern, china or bone colour Master full body poreelain or equivalent , setting
in 8tle dry hond (with cement), with matching color imported Grout. Complete in all
respect, including curing, cleaning, finishing & hacking/chipping of existing surface for
bonding where necessary, and 4 inches wide skirting at walls of the same tiles as above
mentioned, with 1:2:4 PCC 50 mm thick, etc. as per specifications and/or as directed by the
Architect / Engineer (at any elevation)

13
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Provide and lay 8"X13” or 12°X12" Ceramic Tiles (Matt ar Glazed) of approved quality,
heige / ivory colour Master tile, 9117 base calor white with grey pigmentation Salt and
pepper style for bathroom flooring and walls (Master ‘File 12" x 12" LPF 28-108 for bath
walls in light Beige color and Flooring Datk Beige LPF 14-106) for flooriag / walls and in
slope, if required, with 1:4 cement sand mortar of required thickness to achieve 2 minimum
overall finished floor thickness of 2", setting the tiles with neat cement mortar, grouting the
joints 1/4" with matching grout of approved supplicr, curing, cleaning, finishing &
hacking/chipping of existing sutface for bonding where necessary, etc. complete in all
respect,

4" my

Providing & laying 8 mm thick gypsum board False Ceiling, 24" 5 24" Elephant Brand or
approved equivalent in straight, curved, tiles or multiple profiles, as shown on drawing
section, fixed with imported powder coated , with groove, aluminum, " T" & "L1." section
with ceiling suspension system having provisions fer light and AC grill. Complete in all
respect 45 per drawing and instruction of Bank’s Engineer,

10

MIND CLAaDD

| Rrovidi

ng & making oak wood Cladding with 1/2" MDF board over Solignum treated partal
wood framing hotizental and vertically over columa from +2'-6" clevation up to false ceiling
level as per drawing. Including all fitings polishing etc., camplete in all respects. From (' - 0"
to 2'-6" Porcelain tile Spanish cladding or equivalent.

11 | .

| Broviding and installing in position woaden panery cabinets, 18” desp wall cabinet and 24

deep base, consisting of PARTAL wood battens / framing, 3/4" thiek chipboard 600 density
shelf, partition and shutier, with beach wood lipping, MDF drawers with imported roller
runnets, hinges imported Japanese grpsor equivalent to show 1/4" groove in betwoen,
approved Fomite Formica finish on both sides of shutter, including all kind of best quality
hardware’s, spring hinges, S8 handles, locks ete. Complete in all respects,

12

Fuyll Height Cabin or Record Roor Store

Providing and fabrication in position TWO full height cabinets in record room (3' wide 7°
high & 18" deep), consisting of 3/4" thick BEACH laminated board boxing with 3/4" thick
begch wood Formiea finished leaves, 1/4"x 3/4" solid Beech wood lipping with 1/2"x1"
thick beeeh wood

frame would be provided in front of baxes with clear lacquer polish. All fittings i.c. screws,
bolts imported lealian hingesor equivalent, catchers, loeks, handles and all other accessosies

azc part of the job including polishing, and anti-termite treatment etc. Complete in all
espects, |

13
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Providing and applying with Roller, Ash white, Matt finish water based paint (IC1/Berger or
equivalent) minimum three coats of approved shade over a coat of primer to internal
plastered surfaces, base preparation consisting of rubbing with sand stone, filling the uneven
surface with putty, rubbing with sand paper and preparation of smooth surface perfect in all
respects. Complete in all respect as per specifications and/or as directed by the Architect/
Engineer.

racding

DOOR FRAME: Providing and fixing of required width, 16 SWG, Gl door frames for
bath, kitchen, stores, with polishing, including Lintels, hold fasts, where ever required,
complete in all respect including painting / polish with proper beach / diyar woed
beading.

SKIN DOORS D1-2'-6"x7'-0": , 1-1/4 inches thick (for Toilet/Kitchen) Provide and install
doors consisting of best quality Malaysian skin, pressed over best quality treated partial
wood framing, with approved quality of door locks, handle, tower bolt, hold fast,
stopper, hardware and paint /polish, complete in all respect,

ALUMINUM WINDOWS / VENTILATOR

Providing, fabricating and fixing in position heavy duty deluxe section approved color
anodized aluminum local extruded Pak cable or equivalent (thickness of section 2mm
minimum) or size using 4" wide section, 6 mm distortion free approved glass with gasket
neoprenc channels. Aluminum surfaces shall be anodized in approved color finish and shop
protected including all accessories, fittings, rubber, locks, seals, neoprene weather strips
between frame and wall and frame edge trimming, gasket, screws, fly screen ete. and approval
of the Consultants, complete in all respect, as per drawing / required size,

SS ager Cabin in Entran T

Providing, fabrication & fixing 12 mm thick glass door with top & bottom locking system, 4"
Aluminum D-48 by Lucky or equivalent Pak Cable section, with 12mm thick Middle East /
Saudi Arabia or cquivalent clear glass with frost film and Bank’s monogram, Approved Ajrak
film, with gasket size and shape as shown on drawing, including bolts, D lock, nuts, screws
aluminum channel, handle, floor machine (New Star Japan or Koreanor equivalent), locks
etc. Complete in all respects as directed by Engineer.

INST. TION OF VAULT / LO R ROOM DOOR

Lifting & Fixing chatges of Bank's supplied Vault / Locker Doors, welding of door frame
with RCC MS bars, and to facilitate the Vendors. Complete in all respects.

I S N IN
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Broviding and installation 4" Deluse section D 48 of LUCKY or equivalent fixed aluminum
glazing for elevadon with hinged panels ineluding latches, rollers, rubber gaskets all
necessary hard ware and fittings, with frost film and Bank’s monogram application of
silicone for joints including approved 8 mm thick imported clear glass(KSA OR GHANI or
equivalent) glass with complete as per drawing and as  directed by the
Aschitect, (Recommended Manufacturer: Pakistan cables OR Lucky)

Complete in all respects (at_front)

Providing and installation 12mm thick glass KSA/UAEor equivalent polished glass with
100mm top & bottom rails, brush finish $8-304, lucky or equivalent Pak Cable section with
frosted film surface as per approved design. Contractor is required to provide joints berween
the panels with minimum 5mm thick elear silicon from Dow coning or other approved by

the Engineer. Complete in all respects. (in Manager room )

1Y DO 3]

Pro 'iding and installation of imported VERTICAL Blinds, in imported synthetic fabric (3"
wide) with suspension mechanism, approved shade &colour (Light grey). Complete in all
respect at all outside glasses only,

U GR

Wrought Iron Grills for external windows, AC outers (If necessary)

This security grills will be provided at all external windows, ventilators., inside the fixed
entrance glazing,, Providing and Fixing M.S Security Grills to windows, AC auters,
camprising of 1/2" square bars @ 6" ¢/c 1"x1-1/2" M8 pipe 16 gauge, welding, grinding,
finishing, rubbing 3 coat of enamel paint (ICI,NIPPON,BERGER or equivalent) red oxide
before paint. Complete in all respects, as per standardized design and /or as shown in
drawing. as per approved design, attached herewith. Further proper lockable grills with
abieve specification will also be provided for Generator and all AC outdoor units.

D I™ F . -
RITY ROLLI? H

Providing and fixing Mild Stee! Rolling Security Shutter at front main entrance daor » before
glass doors, ATM Room's door, outside windows, made of 20 s.w.guage GI sheet, guide
channels 10 gauge MS sheet and Roll-up durable mechanism (Spring & MS Bar etc.). with
2.5" Dia box, consisting of steel frame of M.S. channel 2"x1.25"x1" (50x30x3 mm) angle iton
1.5"x1.5"x1" (40x30x3mm)M.S plare 1"x1"xa" (300x300x3 mm) G.I. pipe 1.5" (37mm) O,
springs 2'(600mm) c/c, Rollers 24 8.W.G G.1. Covering 1'x1' (300x300 mm) with S. Steel
sheet 18 5.W.G, handles, holdfast, etc. center of the roller sheet ta he in chicken foldahle
type window / mesh (6" X 12" can be covered with sliding panel, from inside ) for laoking
outside, vertical removable channel. Complete with sliding boles handles including 3 coats of
enamel paint (ICI or equivalent) including base coat of anti-rust prmer, Complete in all
respects, ingluding all types of hardware ete. as per satisfaction of the consultant and enginger
incharge. as per attached layout .

16
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SECURITY DOORS

Security Grill Dog

shutter will be outside.

Providing and fixing the MS enamel painted security grill door panel of 3/4" MS square solid |
bars @ 6"x8” ¢/c both ways welded with 1-1/2"x3/16" M$ flat Frame and covered with M$
Sheet 14 gauge, with all locks, including all necessary fittings. Complete in all respect at main
entrance. Thus at entrance, inside will be security grill, the glass will be in center and rolling

24

ITMSD

Fabricating, providing and fixing fire exit door with 16 S.W.G M.S 3/4" square pipe, 16
SWG MS sheet pressed over this frame, at both sides, sheet frame painted with approved
enamel colour including 2" x 5" eye level opening with proper MS shutter of 16 swg sheet to
look outside , including best quality hinges, locks, handles, hold fasts and other necessary
hardware ete. size as per site. Complete in all respects as per drawing attached herewith, |
specifications and as directed by the Bank.

25

Provide and apply with Roller / brush  paint WEATHER SHEILD (IC1/Berger or
equivalent) minimum three coats of approved shade over a coat of primer to internal
plastered surfaces, base preparation, primer, smooth filling etc. complete in all respect as
shown en the drawings specifications and/or as directed by the Architect/ Engineer.

26

ATM INTERNAL DOOR

This consists of MS, 16 SWG, 3/4"x3/4" square pipe grill, 8" center to center distance,
both ways, inside ATM room, 16 SWG GI sheet fitted over grill from atm room side and
3mm ply fixed from branch side. with lock, handles, polishing & finishing and making peep
window 8" x 2" at a height of 5'-0 from floor level,, this also include 16 SWG sheet made
door frame, sujtable to cater the weight of door, with hinges, holdfast, Complete in all
respects or as directed by the Engineer

27

MORCHA

Providing of block/brick Masonry 3 X 4 feet minimum inside, morcha in proper shape,
totally covered from all four sides with 2 feet door & Exit door Sp), inside lock, 5X12 inches
inspection opening at 5 Feet 6 inches height , 18 inches raised floor, stole, fan, paing,
complete in all respect., where possible only

28

ATM ACCESS RAMP FOR DISABLE PERSON

A three feet wide CC ramp, at 30 degree, will be provided for disable person. Wherever
possible. The ramp tiles will be grooved tiles and at one side, $§ railing will be provide

29

Front Elevation

17
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The front elevation of the Branch will coasist of proper CC steps, fixed on it approved
matble of 1” thick with nozing on steps & riser while 24"x24” flaor tiles at platform. 'The
pogtion other than window and door will consist of Bank's approved elevation of
combination of grey Rorcelain tiles with approved AJRAK tiles pattern above 247x24” black
tiles which will be installed up to 2’ from ground level, as per attached design, as directed by
the Bank's Engineer, If branch front/platform level is higher than 2’ from ground level, S8
railing, 2" dia will be provided at both sides of main entance & ATM steps.

PLUMBING WORKS

8.

DESCRIPTION
No _

General Specification

Providing and fixing / making of complete one kitchen fittings, two bath rooms fittings with
all necessaty best quality and proper sized upve water pipes, best quality fitting, 4 inches and
ofr 6 inches best quality Dadex or equivalent UPVC pipes, gasket type fittings, trap, joints,
waist best pipes with best 88 trap covers, All pipes and pvc fittings will be Dadex or
equivalent, all other / fittings/ fixtures will be MASTER / SONEX/ GROHE CHINA
or equivalent, plastic coated. (In one wash room Indian WC & other will have European
type commaode as specified below).

Providing and fixing European type ceramics ware coupled water closet, (ICL-IFQ) or
equivalent, white / light colour, including 3 gallons cistern, P/8 trap, C.P tee stap cock with
wall cups, connection pipes, “SONEX”, “MASTER { Royal)”, hinged double bacolite seat
and cover of best quality, all joints to services and drains, plugging and screwing as necessary
to the structure and make good the same, complete in all respect as per specifications and
drawings.

Providing and fitting Glazed earthen ware water closet (ICL-IFQ) or equivalent, combined

with foot test, Best Quality including Plastic made Flushing tank, SONEX tee stop cock for
2 | cistern water inlet and C.P connector with nuts and fitting, approved other ancillary material
complete in all respect.

Providing and fixing Wash hand Basin with pedestal, ICL-IFO or equivalent, Ivary colour
/white colour “SONEX" waste coupling, plug with C.P brass chain, 1.5” dia. P.V.C (D type)
waste pipe connections to water lines, tee stop cock for cold and hot water inlet connector
3 | with nuts and fitting, waste pipe waste coupling , plugs with chain other aneillary material C.P
grating including C.P bottle trap, testing ete. complete in all respect and as directed by the
Engineer,
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Providing & fixing best quality Statnless Steel imparted Kitchen Sink, Balraco or equivalent
make (40" x 20") 1000mm x 500mm sink with CI or W1 brackets 150mm (6" built in wall,
40mm(1 1/2") rubber plug & chrome plated brass chain, 40mm (1 1/2") C.P brass waste,
4 | pillar tap 2 way deluxe, 40 mm (1 1/2") dial malleable iron or C.P. brass trap, Bottle trap and
unions. Make requisite holes in walls & floor for pipe connections & make good with
approved material, (with SONEX or equivalent fittings).

Providing & fixing PVC floor drains of 4" dia of make Nikkassi, Pak Arab or approved
equivalent, having minimum guaranteed 2" water seal with sctew dowa C.P cover, peripheral
5 | drains with or without a vent arm. Make requisite holes in walls, floor for pipe connections
& make good with approved material, including S8 drain / grating with side perforagon.

Provide & fix approved quality chromium plated towel fails 750mm x 20mm (30"x3/4") with

brackets and C.P screws. (Taiwan makeor equivalent)

. Provide and fix approved quality C.P toilet paper holders and coat hook. (Taiwan make or
equivalent)

g Provide & fix chromium plated soap dish or master plastic, of approved quality with C.P

screws, (Master /Sonex or equivalent)

9 | Provide and fix Muslim Showers manufactured by Master/Sonex or equivalent, plastic
(3) | €oated, complete with stop cock and controlled spray head.

Providing and fixing 15 mm dia C.P. plastic coated mixer with C.P pipe 15 mm dia, of
(b) | Master, Sonex or approved eq complete including pipe conneetions, all fittings, testing etc.

i | Por Wash basin

ii) | Kitchen Siak Mixer, Master/Sonex or equivalent Grohe China, Plastic coated,

Kitchen Sink Mixer (Plastic Coated) . Master, Sonex or equivalent

Providing, fixing, joinung and testing Polypropylene Random (PPR) pipes make Dadex /|
AGM or approved equivalent pressure pipe for cold/hot water as per DIN 8077-8078,PN-20

far pipes and DIN 16962,PN-25 for fitings (poly fusion welded joints) inside building

including fittings and specials (sockets, tees, elbows, bends, crosses, reducers, adaptor, plugs

10 | and union etc) supported on walls or suspended from roof slab or run in chases including

pipe hangers, suppores, cutting and making good the chases and holes, its painting and

insulation against sun light complete in all respects. Conforming to BSS, Cut and make good

with Test and Commission for cold and hot water system. with appropriate dia and sizes.

Provide and fix of Gate valve, Threaded ends, bronze body with union bonnet, non-rising
11 | stem and wedge disc. Suitable for 8.5 bars SWP and 250 deg. F., manufactured by KITZ
(Japan) or approved equivalent.

19
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| Providing approved / appropriate dia , size, and fix cast UPVC pipes( AGM/dadex Jvebro
turkey Brand or equivalent) including fietings such as tees, elbows, sockets, wyc,
hangers/supports ete. conforming to BSS for soil waste and vent pipes as embedded in floor
12 | and walls or suspended from slab or clamped te wall including plaugsm hangars, beds, Tees,
Yees. Include for making requisite number of holes in walls and floors where required and
making good the same as necessary to the structure labeling, testing to 6.5 feet water height
complete.

Provide and construct gully trap with 12"x12" cast iron frame and cover, including
13 | excavation, backfilling, masonry, plaster internally and externally vitreous China trap etc.
complete and approved by the Engineer.

Provide and construct manholes for sewer with 24"x24" C.I frame and cover including 8"
Masonty, puddlo plaster internally and externally up to depths; shown on drawings and

14 approved by the Engincer. PCC 1:2:4 base slabs, benching with 1:3 cement sand mortar
including 24" dia manhole cover, frame and rungs, complete in all respect.
Construction of Septic Tank one no size 6'x4'x5' avg depth at per site conditions in all respects as per
15 drawings.
Make Sewer Connection to existing Sewerage disposal system with existing main line,
16 Complete in all respect including all material, With 6 inches dia UPVC pipes with fittings.
17 Make Water Connection to existing Water supply system using pprc pipe fitting of Dadex or

equivalent,

Providing, installing & testing of Over Head Fiber Glass Water Tank make Dura or
18 | approved equivalent, with 500 Gallons storage capacity, including electric pump, motor and
all necessary fittings etc. Complete in all respects as per instruction of Architect.

ELECTRICAL WORKS:

No DESCRIPTION

A _INTERNAL WIRING

1| Supply, installadon and commissioning of Light Circuit wiring, from MCB in DB to Switch Board
to be wired with 3x2.5mm sq. (P+N+PE) PVC insulated 300/500 V grade wire, manufactured by
M/s. .,AGE, Pioneer, FASTor equivalent , pioneer or as specified in Annexure A, in and including
cost of 17 dia. heavy duty PVC conduit make Popular, Beta, installed on roof slab, above false ceiling,
or concealed in walls, or as required as per site conditions, all PVC conduit accessoties, pull boxes,
steel pull wites , Complete in all respects. Each circuit shall have independent CPC. Maximum wiring

of 2 light circuits can be pulled through 1" dia. PVC conduit. Note:-Supply Certificare jssued by

£
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Providing, [nstallatian, testing and commissioning of wiring of One light point cantrolled by one
switch and wired with 3x1.5 mm sq. PVC insulated wires 300/500 V grade, in and including cost of
3/4" dia. heavy duty PVC conduit recessed in wall, columns slabs or above light carsier all PVC
conduit accessories, 3" high PVC juncion bosxes, pull boxes, steel pull wires, PVC flexible conduit
from ceiling junction box to light fixture with brass chuck nut including cost of 3x1.5mm s from
Ceiling Junction Box to Light Fixture , M.S. shect stecl switch box 16 SWG with earth terminal and 2
coats of enameled paint, M.S. box shall be of the same size as that of 1, 2 or 3 gang flush type plate
switches, including cost of gang type light switches 10 amps.

Providing, Installation, testing and commissioning of wiring of Two or three or four light points
controlled by one switch and wired with 3x1.5 mm sq. PVC insulated wires 300/500 V grade, in and
ineluding cost of 3/4" dia. heavy duty PVC conduit recessed in wall, columns slabs or above light
carrier all PVC conduit accessories, 3" high PVC juaction boxes, pull boxes, steel pull wites, PVC
flexible conduit from ceiling junction box to light fixture with brass chuck nut including cost of
3x1.5mm sq from Ceiling Junction Box to Light Fixture , M.S. sheet steel switch box 16 SWG with
eatth terminal and 2 coats of enameled paint, M., kox shall be of the same size as that of 1, 2 or 3
gang flush type plate switches, including cost of gang type light switches 10 amps.

Providing & wiring of 1-3 pin 18 Amps power socket outlets (for General Use) wired with
2xdmm2+1x2.5mm? CU/PVC insuluted cable 300/500 Volt grade, make, Fast, Pioneer, AGE, in
25mm dia PVC conduit make Beta, Popular, recessed in wall/floor, above faise ceiling or a5 required
as per site conditions, all PVC conduit make Beta accessaries, pull boxes, steel pull wites, Complete
with all conduits & wirinyg accessories ineluding 15 Amps, 3 pin combined switch soeket make Clipsal
(Austeia), Panduit, MK (UK), Legrand (Prance) or approved equivalent. Wiring shall be done directly
from the MCB installed in the respective DB without any claim of circuit. Complate with suitable size
L.5mm thick sheet steel back box recessed in wall.

Providing & wiring of 1-3 pin 10 Amps power switch sacket outlets (for RAW supply / WAPRDA)
wited with 3x2,5mm2 1 core CU/PVC insulated cable in 23mm dia PVC conduit make Beta, Bopular,
recessed in wall/floor, above false ceiling or as required as per site conditions, all PVC conduit make
Bet accessories, pull boxes, steel pull wireseic, Complete will all conduit & wiging accessories
including 10 Amps, 3 pin combined switch socket make Clipsal (Austria), ME{UK), Legrand
(France) or approved equivaleat. Wiring shall be done directly from the MCB installed in the
respective DB without any claim of circuit. Complete with sujtable size 1,5mm thick sheet steel hack
box recessed in wall,

Confirming to same specification as mentioned above in item A-08, but outlet to outlet wirng,
Complete in all respect.
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7 | Providing & wiring of 2-3 pin 13 Amps power switch socket outlets (for UPS) wired with 3x2.5mm2
1 cote CU/PVC insulated cable in 25mm dia PVC conduit make Beta , Popular, recessed in
wall/floor, above false ceiling or as required as per site conditions, all PVC conduit make Beta
accessories, pull boxes, steel pull wires. Complete will all conduit & wiring accessories including 13
Amps, 2/3 pins combined switch socket (duplex) make Clipsal (Austria), MK(UK), Legrand (France)
or approved equivalent. Witing shall be done directly from the MCB installed in the respective DB
without any claim of circuit. Complete with suitable size 1.5mm thick sheet steel back box recessed in
wall.

7 | Providing installing & wiring for Split A/C's unit from distribution board t© respective AC in 1-3
pin 16 Amps switch socket, for outer unit or indoor unit, as the case may be, wired with approved
brand 2x4mm? + Ixdmm?® 1 core CU/PVC cable, from DB to Indoor unit and indoor unit to
outdoor unit, in 2%mm dia PYC conduit make Beta, Popular, recessed in wall/floor, above false
ceiling or as required as per site conditions, all PVC conduit make Beta accessories, pull boxes, steel
pull wiresece. Complete will all conduit & witing accessories including 16 Amps, 3 pin combined
switch socket make Clipsal (Austria), MK(UK), Legrand (France) or apptoved equivalent. Wiring
shall be done direetly from the MCB installed in the respective DB without any claim of circuit.
Complete with suitable size 1.5mm thick sheet steel back box recessed in wall. Complete with all
accessories including teemination.

TECHNOLOGY BOXES for 7 users + Time attendance, UPS room, photo state machine

8 Pxoviding, Installation, wiring from respective breaker in respective DB, of CLIPSAL make Floor /
wall Technology Box with cover, 1.5mm thick sheet, steel fabricated floor mounted water tight
weather proof, fitted with two 13 Amps, UPS power flat pins and one 13Amps raw power round pin
sockets, one dual face plate with RJ-45 out let for Data point and one R]-12 I/0 sock. for telephone ,
with power socket wired with approved 2.5 mm wires with carth wire of same size, from respective
UPS and or normal DBs, data point and telephone points with cat-6e Clipsal /3M wire and Oudlets.
Complete in all respects from patch panel to Technology box, and same cables from Telephone Tag
block to telephone 1/0, win suitable PVC pipes, termination at both ends, tagging, numbering,
including floor / wall cutting. Include termination of clectrical wires at sockets, and DB, Data wires at
1/O of face plate and ac patch panel on other end, with telephone points at RJ-12 I/0 at Box and 10
pairs Tag Block with M8 box, at other end with complete termination, testing and submission of test
report and 20 years termination warranty.. This work also include all fespective cabling, proper
tagging / numbering at both ends of all Dara and telephone cables. This work is complete in all
tespect.

- TOTAL

B._FITTING & FIXTURES

9

) | Philips Down light FBH with 24 W, Philips PLC Lamp energy savers or equivalent

i) [ Mirror Light Fixture Philips GMP-115-84 or Equivalent

i) | Recessed Ceiling Down light fixture (6” dia) circular shape equivalent to Philips Model Lunar with
Optogan Emotion Series PLC lamp installed vertically and aluminum reflector as approved by
architect./Engineer.

2
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10 | Supply, installation and commissioning of 12 inches dia Exhaust / Bracket Fans of following sizes,
plastic body, louvers, all necessary fixing accessories, make Pak Fan, Asia, Climax, National or as
magufactured by any one of the manufacturess or equivalent including its complete wiring, Wash
rogims, Kitchen & Guard Post.

11 | MAIN 8WITCHES AND DBs ( Genaral Specifications )

| All congealed with 16 SWG MS powdered coated box for DBs and 18 SWG MS sheet box for
outside 100 Amps, TP breaker, with door, hinges, lock, Amps meter, Volt metess, selector switches,
LED indicating lamps, earth strips with 10 boles, neutzal steips with 12 holes, backed powdered
coating, water proof gasket, The work include all internal wiring with / 99.995 capper busbars,
proper sized above mentioned approved PVC wires, at all DBs from TP breakers / Switches with
standard copper termination of each breakers at all phases., wiring for volts /Amps meters, selectors,
indicators etc., thus complete DB in all respect with DB body eatthing with earth wire.. All breakers
in all DBs will be Japanese Brand, Terasaki, Clipsal; MG, Schneider, Legrand. or equivalent

11a | Out Side Breaker / Switch at incoming line

One 100 Amps TP , approved Brand main breaker will be installed outside for KESC 7 WAPDA,
incoming power supply, including connection to breaker, outgoing three phase four wires approved
brand 25mm2 PVC cable from breaker to inside main DB breaker, with earthing of its above
referred M$S hox.

MAIN DP ower, d power sgcke

i1b | Main DB will be above referred specification but will have one 100 Amps Main Breaker, one TP 60 A
breaker fot ATS supply, 18, 15/20 A breakers of Terasaki / Legrand/ Clipsal, or equivalent at KE /
Wapda side, 9, 20 A breakers for generator side, One three phase selector switch for UPS supply,,
one double pole 32 A breaker for UPS, 9, 20 A breakers for AC, at bellow with provision of
generator wiring, volt meter, selector, three indicators, complete with all respect, Earth and neutral
terminal, as per attached drawing
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Tender Document —~ RENQVATION OF GILGIT BRANCH

1OCXARLE COVERA FOR AL BREAKERS ]

11lc | UPSDB
This DB will also be same specification but consist of one SP, two pole incoming breaker and 6, 10
Amps and 3, 15 Amps breakers and one two pole 15 Amps breaker for ATM. With 3x4mm wires till
ATM power socket.
12 Tele e Syst

25



Sindh Bank Limited
Tender Document — RENOVATION OF GILCIT BRANCH

1| Providing & wiring of cach Telephone sacket outlet in preinstalled outlet technology boxes, wired
with 4 Pair Cat-6 (UTP)Cable, make 3M / BPANDUTT USA / Clipsal or equivalent in 25mm dia
PVC conduit recessed in slabs, floors, walls, columns or on slab above false ceiling ar as gequired as
pet site conditions,, complete with all conduit & wiring accessories including RJ-12 10s & Face
Plates. Complete in all respect with suitable size 1.5mm thick sheet steel back box recessed in wal} for
ather than technology box,

2 | Providing & fixing 10 Pairs Telephone Tag Block (MDIF) enclosed in 1.5mm thick shect steal box
with all fixing accessories and termination ..

NEtWOrking 'll.l'

g 1oL t¢ [OI0ZY DOXES g11a other

1| Providing, laying & testing of Data Cable 4 Pair Cat -6 e, , make 3M / PANDUIT USA/ Clipsal or
equivalent in 25 mm dia PVC conduit including Data Outlet (3M make) Face place (2port) w/o
shutter R]-45 (Panduit USAJKG Jack fixed, on 1.5 mm thick steel back box complete in all respect
and as per darwing. and providing of Fluke Test Report & 3M's 20 Years Certificate (Complete as per
Client's requirement ). This work also includes tagging / numbering at both end.

2 | Supply of machine made 3M Cat-6 Patch Cable (Im) with both end connectors

3 | Supply of machine made 3M Cat-6 Drop Cable (3m) with both end connectors

4 | Providing / Fixing termination of 15 U, standard Data Cabinet. With 24 ports 3M patch panel,

3 | Providing of 15 A, power points for Photostat machine and Fridge.

6 | Providing of 5A, power point with universal socket, far Time Attendance machine and also its cat-6
data cables from bank's network switch to time attendance maching, with Rj-45 jacks at both ends.

4 Earthing

1| Providing, installation, commissioning and testing of one carthing pits (40 to 50 ft deep or up to
water level ), back filling, ramming etc. complete with copper earth clectrode 25mm dia and 1.5
meter long, as indicated in specification and drawings. 16 mm copper wire from electrode to ECP and
to all DBs. Complere with cable clamps 38mm dia G.L pipe till electrod from ECP, with “T”, plug,
for water refilling, and all accessories as per drawings. Each earth pit is to be provided with a
concrte manhole 300 x 300 x 450(mm) deep with 225mm thick wall including cement mostar,
internal plaster 1:4, with heavy duty C.I cover including test clamp. Complete in all respece. Earthing
bores shall be made at 6 to 8 feet away from foundation and distance between earth pits shall not be
less than 10 feet. Further connection of earth pit to all DBs with proper earth wire. In case where
earth bore is not possible, due o hilly area, copper plate carth , having size 2'X2'¥1/4", with two 10
SWG 16 mm copper wires, tight on plates with brass nut / bolt, plate buried in 6 to 8 foet deep in
carth will be provided with UPVC pipe for water refilling fro ground level 6l casth plate,

AIRCONDITIONING / HVAC WORKS :

I%Sf;:) DESCRIPTION

26
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Installation of Bank’s Supplied Split ACs, the job also includes supply & installation of
requited dia copper piping USA or equivalent with installation & testing complete in all
tespects; including control wiring from outdoor unit to indoor with 4 x 4 mm. sq. + 1 x4
mm. sq ECC wire drawn in PVC 'D’ class conduit clipped to wall or ceiling (wiring make
Pakistan Cable, AGE or Pioncer or equivalent) & Ms angle. The return and supply copper
tubing to be sized as per manufacturer's recommendation and to be drawn in scparate Aero
flex insulators or equivalent.

16

Provide & fix UPVC, 1-1/4” dia and 1” dia _pipe, Beta or popular , for AC drain system,
(medium) conforming to BSS 1307 of 1957, along with GI fittings such as tees, elbows,
unions, reducers, sockets, Teflon tape for jointing, hangers, supports, sleeves, including
testing and commissioning and insulation with Aero flex insulation.

17

Sign Board Wiring -3X4mm sq, wires ( P+N+E) from breaker of main DB to Timer Box
and from there to outside of branch, at sign board’ location.

CERTIFICATION / DRAWINGS

Following certification will be provided by the contractor, after completion of work/
1, Earth Pits Test Report ( Pit will be prepared in front of bank's representative)

2, Photos of steel of strong room, before casting required.

3, Electrical, networking as built drawing

4, Networking points test repoert with nod number

5, Exact Internal measurement sheet of area,

Special Site requirements

Provision for Emergency Exit to be made.
Brick masonry of 4-1/2 in thick at external wall side will have to be done with plaster
(almost 700 sft.)

NOTE

* It is a tentative planning. The contractor will construct the branch, keeping in view
location of pillars, availability of drainage line, etc.

* Paint or wooden works at newly plastered R.C.C/brick walls will only be executed
once they are completely dried & have no dampness at all.

27
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“o % fracoweb pgreement for Renovation of Danyore Gilgit Branch

THIS AGREEMENT is entered into at Karachi

on thisthe 2§ dayof -2 { , 2018

BETWEEN

M/S. Arcika Trader & Contractor, a soie proprietorship concern, having its principal place of business ai
Office: B-12, Block # 10, 2nd Floor, F.B Area Karachi (hereinafter referred to as “Contractor”, which
expression shall be deemed to mean and include its successors-in-interest and assigns} of the First Part;

AND

SINDH BANK LIMITED, a banking company incorporated under the laws of Pakistan and having its Head
office at 3" Floor, Federation House, Abdullah Shah Ghazi Road, Clifton, Karachi-75500, Pakistan.
{Hereinafter referred to as “THE BANK”, which expression shall be deemed to mean and include its
succassurs-in-interest and assigns) of the Second Part.

WHEREAS: , )
“THEBANK” intends to acquire the services of “Contractor” for Renovation, Interigr, Eiectrical Work and
Construction, for its Danyore Gilgit Branch and Contractor agrees to provide the following services tc

the bank, as per the tender opened on 08/08/2018.




valic intermr and Electrical work as per detanled BOQ submatfed m the Baif
per Flnancnaif Technical Proposal_ TR o

,..AWi:hange/alteratlon in the original plan, if required, due to site’ hmdrance or any other reasd
“shall be made after written- approval of the Bank. Electricity & Water for renovation activrties

\mll be provided free of charge to the Contractor, by the Bank.

) o _
: Payment Schedule:
No! %ofPayment Completionof Work | - Salient Works
B ‘Demolition / Removal of
debris
, : _ Block Masonry of bath A
1 30% Running On completion of 35% | kitchen
Payment - work | Strong Room Cas;t'iﬁg
Plastér, Dranage lines,
.cutting for wiring

Wire piping, condt.iitingi'

: ' - fioor Tiles
Y 30% Runniing - On completion of 70% | Bath tiles
Payment work Paint first coat
S | ~ | Ceiling framming
ATM and g!ass work

Electr‘i]c:al,_ networ,king'Wiring E
Electrical switch, fittings, DB’

e Bath Kitchen fittings
_ 3,'* : 35%Running _anomplétibh_of'loo Doors and wooden cabmet& -
S o Pt N v ka . | Elevation works . : :
BT | T L L | Steps, Ramp, Ra:lmg _
' £ Y A o Land escaping, Eartning R i
”‘f" R | Final pamt/ polrshmg %5
. TN sleSelory
R +.>. 7 bl AfterSat;sfactrycamp!etnon
‘ . o 1 three of 3 months fr
§ rnonth%‘ of 3 months mnactual
g actual comphk - Completion .




Date of Handing over site 22 la! K .
Branch Completion date: i !" 12 ‘I { z_ _

e Jawill be cafimenced i vthe date of acceptance of Awardﬂé‘tterby the: Cor

.« Penaity

e Thé%ﬂ%leteon period of the awarded work will be 45 déys from the date_—-;f :ha'n:d"
 site. , 7 _ I

Wi case afilietdy in completion, a penalty @ 0.15% of total contract amount, fo
delay witk be imposed. a - - g

#'rates quoted by the Contractor will iriclude all works, necessary for establishment
nch, ‘complete in all respect strictly in accordance with our specifications ‘given: in desig
Boek. In-case of any deviation in design/ specification, without written’ permission of |
" Engineer, the payment of such item will not'be paid and the contractor will be lable to plae’

the objected item as per the design book at his own cost. S BT

Notice: B : :

- Any notice, request -or consent required or permitted to be given-or made pursuant to this;
agreernent shall be in writing. Any such notice; request or consent’ shall be deemed ta hay
been given or made when detivered in person to an authorized representative of the Party to
whom the communication is addressed, or when sent to such Party at the givervaddress.

- Aparty may change its address for notice by giving a notice to the other Party in writing of such
change, ' ' ' : -

- Taxes and Dutigs: _ : S T

- The Contractor and its Personnel shall pay such direct or indirect taxes, duties, fees, and othe

~ impositions levied under the Applicable Law, the amount of which is deemed to Have bes
included in the Contract Price. R

Termination of Agreement by the Bank: . o _ o S
_ « - Ifthe performance of the Contractor is not satisfactory this agreement can be terminated by the -
... Bank-upon giving a 30 day’s advance notice in ‘writing to the Contractor. In such event the
" Contractor shall refund all advance money to the Bank after adjustifig the cost of work done by-
" that date. ' : L "
.= ifthe Cont;acfor becomes insolvent or bankrupt. _ _ . JEREE
- Ifthe Contractor, in the judgment of the Bank has engaged in corrupt or fraudulent practicesin -
competing for or in executing the Agreement. S
- If,as the result of Force Majeure, the Contractor is unable to perform a material portion of the =~~~
Services for a period of riot less than sixty (60) days; and - S o p—

- i the Bank, in its solé-discretion and for any reasan whatsoever, decided to terminget thisi@
Agreement. : -

ng letter/email by the bank for unsatisfactory curr.er'nt perforgyenl

o wmut Contractors fault” Y-
= I, as'the resilt of Force Naju}

Fparties to perform their obligation
if such failure is the resuft of -natuNg
seyond the control-of the parties. .

- Any period within wh
- - shaitbe extendéd




“- . The- Parties undertake to act in-good faith with ‘respect to :"”h:.:'bi_h’_eﬁ tights ‘unde
agreement and to adopt all reasonable meastres to ensuréfthg-'_‘te'alization“aflthé obje

Pﬁﬁf&ﬁfau to amicably settle any dispute a

'appoiht'eq*by each party, in accordance with the Arbitration At_‘:t,'194(_}_{ Vehue of ar'bitfétbn-sha!!
be Karachi, Pakistan and proceedings of arbitration shall be conducted in English. -~

Obligation of the-Contractor: o - y IR
- The Contractor shall perform the Services and carry out their obligations hereunder with all due

diligence, efficiency and economy, in accordance with generally accepted professional standards

and practices, and shall cbserve sound ‘management practices, and employ -appropriate

technology and safe and ‘effective equipment, machinery, materials ‘and- methods.  The

Contractor shall always act, in respect of any matter reliting to- this Agreement or to the.
Services, as faithful advisers to the Bank, and shall at ali times st pport and safeguard the Bank
legitimate interests in any dealing with Sub-Suppliers or third Parties. - ' S

- If the obligation of warranty period are not met or delayed, the repair etc. requirement onthis T

INDEMNIFICATION,

DR - .The Contractor (the “Indemnifier”) the contractor herein agrees that it shajl inderhnify;
ﬂefeﬁd, and_;f&bldharrﬂ'ex the Ban_k and its parent, subsidiaries,".afﬁl'iates, successors, and
assigns and their respectivg: directors,, officers, employees and : /, - th
“Indemnities"} ‘from ang Heainst amis '
settlements, losses, jwdgments cofiel G hag
reasonable attor_ge?v‘s‘, accountg,nfé' anedber

at arraities e ovenants contained in this Agresmiant {incl
F faifure of Indemnifier to comply with applicable local, states
WEONCErning Indemnifiers performance under this Agreemeds

u




Des:gnatron
Company Name
Address i

Withess:

Signature_
Name VLA
“Deslignation -
-Address
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Dated: 2_5{ (D{ R

M/S. Arcika Traders & Contractors
Office: B-12, Block # 10, 2" Fioor,
F.B Area Karachi

: Letter of Award

Renovation, Interior Work, Construction and Electrical Work at Sindh Bank Limited

“Danyore Gilgit Branch”,

This is with reference of your Tender dated 08/08/2018 pertaining io captioned work. We dp

pleased to inform you that based on your quotation the above work has been assigned to you
contract price basis, on item wise rates, with a total of Rs. 3,442,700/

Other terms & conditions would be as follows:

1. Description of Work:

W
a) Civil/Interior work covering total area of 1,730/- sq.ft. as per the detailed dl'aw\ii\g

submitted to the bank.
b) Electrical Works

Any change / alteration in the original plan. if required. due
reason shall be made after written approval of the bank, Elgl et
activitics will be provided free of charge to the contractor, ¥ the hian

2. Payment Schedule: {’

a} No advance payment will be made.

ON

rance or any other
ater for construction



b 30% amount of tota.l contract ll be released on completlon of mobilizal
- “civil works, ay reimbursement and on verification by Bank’s rep. '

) After completmn of balance of civil works 30%. payment of total amount of : con'__
b&releascd also on verifi cation. - - '
%-payment will be made’ onhandmg over ofthc site to the’ bank, ;

ni; sion anid. scrutiny of the bills. ’

of the total amount of Contract Amount wﬂl be submatted

complctmﬂ pcrlod of the entire work will not exceed N (2HE
handling over SITE to the Contractor i.e._45045. In case ¢ failure to

. within supuiated penod ICM penalty @ @ 0.15% per day wzil be

" The JOb WIHE be - commenced nnmedlately from the date - gf ;
';"-Awardeetter. : e
acceptance ﬂnmedlatcly

Agreed & Accepted
For & on behaifof







