
BD-3
Appendix-D to Bid
BILL OF QUANTITIES (SAMPLE)
Bill No. 1 Road Work
NAME OF WORK:- Construction of road from Mirpurkhas to Nawabshah along old alignment road mile 13/6-24/2+330 (17.00 KM) 
	S.NO:
	Item of work.
	Qty.
	Rate.
	Unit.
	Amount.


1.
FORMATION

Earth work for road embankment by bulldozers including ploughing mixing clod breaking dressing and compacting with optimum moisture contents lead upto 100’ and lift upto5’ in ordinary soil etc complete.

(a)
85-100% density W.E.L

2274000 Cft
@ RS: 9448.05 P % oCft




RS: 21484866/-




(Rs. Nine thousand four hundred forty eight & paisa zero five )only


(b)
85-100% density W.O.L

3667600 Cft
@ RS: 3656.23 P % oCft




RS: 13409589/-



(Rs. Three thousand six hundred fifty six & paisa twenty three )only


(a)
95-100% density W.E.L

686938 Cft
@ RS: 11977.82 P % oCft




RS: 8228020/-



(Rs. Eleven thousand nine hundred seventy seven & paisa eight two)only


(b)

95-100% density W.O.L

1144900 Cft
@ RS: 6190.17 P % oCft




RS: 7087126/-



(Rs. Six thousand one hundred ninety & paisa one seven) only


2.
Sand Cushion
Providing sand cushion i/c supplying and spreading pit canal sand of approved quality from approved source of supply to site of work i/c watering and rolling etc complete Rate i/cs all cost of materials and T&P labour and carriage of 3 miles (average).


389700 Cft
@ RS: 1479.41   % Cft




RS: 5765261/-



(Rs. One thousand four hundred seventy nine & paisa forty one) only
3.
SUB BASE COURSE
Preparing sub base course by supplying and spreading stone metal 1-1/2”-2” gauge of approved quality from approved quarry in required thickness to proper camber and grade including hand packing, filling voids with 20 Cft pit/canal sand and having plasticity index not more than 6% suitable quality watering and compacting to achieve 98-100% density as per modified AASHO specification Rate includes all cost of materials, T&P and carriage upto 3 chain.


526200 Cft
@ RS:8994.14   % Cft




RS: 47327165/-



(Rs. Eight thousand nine hundred ninety four & paisa one four) only
	S.NO:
	Item of work.
	Qty.
	Rate.
	Unit.
	Amount.


4.
BRICK ON END EDGING.

Laying on bricks on end edging including supply of 
9”x4½”x3” 1st class burnt bricks excavation for laying 
edging with small size parallel to the road Rate includes all cost of materials labour and carriage the site of work. 


77900 Rft
@ RS: 2875.85 P % Rft




RS: 2240287/-



(Rs. Two thousand eight hundred seventy five & paisa eight five) only

5.
BASE COURSE

Preparing base course by supplying and spreading stone metal of approved quality properly graded to maximum size 1-1½” in 
required thickness to proper camber and grade including supplying and spreading 15 Cft screening & non plastic quarry fines filling depressions with stone metal after initial rolling including watering
andcompacting the same as to achieve 100% density asper modified AASHO specification (Rate includes providing & using templates, screen, forms as directed) Rate includes all cost of materials T&P and carriage upto 3 chain.. 


350800 Cft
@ RS: 10256.03 P % Cft




RS: 35978153/-



(Rs. Ten thousand two hundred fifty six & paisa zero three) only

6.
TRIPPLE SURFACE TREATMENT
Providing three coats of the surface dressing on new of existing surface with (40+25+14)=79 lbs of bitumen per % Sft of 80/100 penetration from NOR Karachi and (5.5+2.75+1.50)=9.75 Cft crush bajri size ¾”-1/2,1/2-3/8 & 3/8-1/8 inches respectively per % Sft from Jamshoro qurry to site of work including cleaning the road surface including rolling with power roller etc complete.


701500 Sft
@ RS: 4218.95 P %Rft




RS: 29595934/-



(Rs. Four thousand two hundred fifty four & paisa fifty) only












____________

Total for Bill No. 1.





Grand Total 

Rs. 171116401/-
(Carried forwarded to Summary Page
Add/Deduct __________% above/below





Rs: 

Deduct Difference cost bitumen 247.40 Tons


          (-) 
Rs. 1711164/-
@ Rs. 18748 Per ton Rupees Thirteen Thousands thirteen only)

Note: No premium is allowed on difference cost of bitumen and Bricks.












____________









Grand Total 

Rs. 
CONTRACTOR 




         Executive Engineer








Provincial Highways Division








                   Sanghar

BD-3
Appendix-D to Bid
BILL OF QUANTITIES (SAMPLE)
Bill No. 2 Reconstruction.
NAME OF WORK:- Construction of road from Mirpurkhas to Nawabshah along old alignment road mile 13/6-24/2+330 (17.00 KM) 

	S.NO:
	Item of work.
	Qty.
	Rate.
	Unit.
	Amount.


1.
SUB BASE COURSE
Preparing sub base course by supplying and spreading stone metal 1-1/2”-2” gauge of approved quality from approved quarry in required thickness to proper camber and grade including hand packing, filling voids with 20 Cft pit/canal sand and having plasticity index not more than 6% suitable quality watering and compacting to achieve 98-100% density as per modified AASHO specification Rate includes all cost of materials, T&P and carriage upto 3 chain.


246000 Cft
@ RS:8994.14   % Cft




RS: 22125584/-




(Rs. Eight thousand nine hundred ninety four & paisa one four) only
2.
BRICK ON END EDGING.

Laying on bricks on end edging including supply of 
9”x4½”x3” 1st class burnt bricks excavation for laying 
edging with small size parallel to the road Rate includes all cost of materials labour and carriage the site of work. 


36400 Rft
@ RS: 2875.85 P % Rft




RS: 1046809/-




(Rs. Two thousand eight hundred seventy five & paisa eight five) only

3.
BASE COURSE

Preparing base course by supplying and spreading stone metal of approved quality properly graded to maximum size 1-1½” in 
required thickness to proper camber and grade including supplying and spreading 15 Cft screening & non plastic quarry fines filling depressions with stone metal after initial rolling including watering
andcompacting the same as to achieve 100% density asper modified AASHO specification (Rate includes providing & using templates, screen, forms as directed) Rate includes all cost of materials T&P and carriage upto 3 chain.. 


164000 Cft
@ RS: 10256.03 P % Cft




RS: 16819889/-




(Rs. Ten thousand two hundred fifty six & paisa zero three) only

4.
TRIPPLE SURFACE TREATMENT
Providing three coats of the surface dressing on new of existing surface with (40+25+14)=79 lbs of bitumen per % Sft of 80/100 penetration from NOR Karachi and (5.5+2.75+1.50)=9.75 Cft crush bajri size ¾”-1/2,1/2-3/8 & 3/8-1/8 inches respectively per % Sft from Jamshoro qurry to site of work including cleaning the road surface including rolling with power roller etc complete.


327936 Sft
@ RS: 4218.95 P %Rft




RS: 13835456/-




(Rs. Four thousand two hundred fifty four & paisa fifty) only

	S.NO:
	Item of work.
	Qty.
	Rate.
	Unit.
	Amount.


5.
FORMATION

Earth work for road embankment by bulldozers including ploughing mixing clod breaking dressing and compacting with optimum moisture contents lead upto 100’ and lift upto5’ in ordinary soil etc complete.

(a)
85-100% density W.O.L

1378300 Cft
@ RS: 3656.23 P % oCft




RS: 5039382/-




(Rs. Three thousand six hundred fifty six & paisa twenty three )only


(a)
85-100% density W.E.L

325100 Cft
@ RS: 9448.05 P % oCft




RS: 3071561/-




(Rs. Nine thousand four hundred forty eight & paisa zero five )only













____________

Total for Bill 2 





Grand Total 

Rs. 61938681/-

(carried forwarded to summary Page
Add/Deduct __________% above/below





Rs: 

Deduct Difference cost bitumen 115.66 Tons


          (-) 
Rs. 2168394/-

@ Rs. 18748 Per ton Rupees Thirteen Thousands thirteen only)

Note: No premium is allowed on difference cost of bitumen and Bricks.












____________









Grand Total 

Rs.59770287
CONTRACTOR 




         Executive Engineer








Provincial Highways Division








                   Sanghar

BD-3
Appendix-D to Bid
BILL OF QUANTITIES (SAMPLE)
Bill No. 3 Culverts and Bridges/First and subsequent Floors.
SCHEDULE-B

PART-B (3’ SPAN RCC CULVERT 30 Nos.)
NAME OF WORK:- Construction of road from Mirpurkhas to Nawabshah along old alignment 



 road mile 13/6-24/2+330 (17.00 KM) 
(Part B Culvert)
	S. No
	Item of work
	Quantity
	Cft
	Rs:
	Rate
	Units
	Rs:
	Amount


1.
Excavation in foundation of building/bridge and otherstructure i/c degbilling refilling around the structure with excavated earth watering and ramming lead upto one chainand life upto  5 feet (in ordinary soil) 


1380 Cft      
@ RS: 3176.25 P 0%oCft




RS: 4383/-



(Rupees: Three thousand one hundred seventy six & paisa twenty five) only

2.     
Cement Concrete bricks or stone ballast 1½”-2” gauge ratio 1:4:8

307 Cft
@ RS: 9416.28 P %oCft




RS: 28908/-


(Rupees: Nine thousand four hundred sixteen & paisa twenty eight) only

3.
Pucca brick work in foundation and plinth in cement   sand mortar ration 1:4


594 Cft   
@ RS: 12501.41P.%oCft




RS: 74258/-



(Rs. Twelve thousand five hundred one &paisa forty one) only
4.
Brick on edge flooring laid in 1:6 cement sand mortar over of ½” thick.


91 Sft

@ RS: 5256.63 P.%Sft




RS:4784/-




(Rs. Five thousand two hundred fifty six & paisa sixty three) only

5.
Cement plaster 1:3 upto 20’ height 1/2" thick 

326 Sft
 
@ RS: 2344.59 % Sft





RS: 7643/-




(Rs. Two thousand three hundred forty four &paisa fifty nine)only 

6.
Erection and removal of centering for RCC or CC plain (b) vertical wood 


105 Sft
 
@ RS: 3127.41 % Sft





RS: 3284/-




(Rs. Three thousand one hundred twenty seven & paisa forty one) only

7.      
Fabrication of mailed steel rein four cement for cement concrete including cutting bending and laying in position making joints and fastening removal of rust from bars.


6.74 Cwt      
@ RS: 4820.20 P. Cwt




RS: 32488/-



(Rs. Four thousand eight hundred twenty & paisa twenty) only
4.
Cement Concrete plain i/c placing compacting finishing and currying etc complete 

screening  and washing of stone aggregate w/o shuttering ratio 1:3:4.

91 Cft      
@ RS: 14429.25 P % Cft




RS: 13131/-




(Rs. Fourteen thousand four hundred twenty nine &paisa twenty five) only
	S. No
	Item of work
	Quantity
	Cft
	Rs:
	Rate
	Units
	Rs:
	Amount


6.    
RCC work i/c all labour and material except the cost of steel reinforcement & its labour for bending and bindings which will be paid separately. This rates also i/cs all kind forms, moulds lifting shuttering curing rendering and insisting the exposed surface (including screening and 
washing of shingle) RCC work in roof, slab beams columns, rafts lintels & other structural members laid in situ precut in position ratio 1:2:4 


108 Cft
@ RS: 337.00 P Cft





RS: 36396/-




(Rs. Three hundred thirty seven)only

























___________

Grand Total of 1 No culvert   
RS: 205275/-

Total for Bill 3



Grand Total of 30 Nos culvert  
RS: 6158250/-
Add/Deduct __________% above/below





Rs: 












____________









Grand Total 

Rs.
CONTRACTOR





  EXECUTIVE ENGINEER







PROVINCIAL HIGHWAY DIVISION

        SANGHAR

BD-3
Appendix-D to Bid
BILL OF QUANTITIES (SAMPLE)
Bill No. 3 Culverts and Bridges/First and subsequent Floors.
SCHEDULE-B

PART-B (10 Rft RCC slab Bridge.)
NAME OF WORK:- Construction of road from Mirpurkhas to Nawabshah along old alignment 



 road mile 13/6-24/2+330 (17.00 KM) 
(Part C Culvert)
	S. No
	Item of work
	Quantity
	Cft
	Rs:
	Rate
	Units
	Rs:
	Amount


1.
Excavation in foundation of building/bridge and otherstructure i/c degbilling refilling around the structure with excavated earth watering and ramming lead upto one chainand life upto  5 feet (in ordinary soil) 


6350 Cft      
@ RS: 3176.25 P 0%oCft




RS: 20169/-



(Rupees: Three thousand one hundred seventy six & paisa twenty five) only

2.     
Cement Concrete bricks or stone ballast 1½”-2” gauge ratio 1:4:8

1266 Cft
@ RS: 9416.28 P %oCft




RS: 119210/-


(Rupees: Nine thousand four hundred sixteen & paisa twenty eight) only

3.
Pucca brick work in foundation and plinth in cement   sand mortar ration 1:4


2851 Cft   
@ RS: 12501.41P.%oCft




RS: 356415/-



(Rs. Twelve thousand five hundred one &paisa forty one) only
4.
Cement plaster 1:3 upto 20’ height 1/2" thick 

504 Sft
 
@ RS: 2344.59 % Sft





RS: 11817/-



(Rs. Two thousand three hundred forty four &paisa fifty nine)only 

5.
Erection and removal of centering for RCC or CC plain (b) vertical wood 


239 Sft
 
@ RS: 3127.41 % Sft





RS: 7475/-



(Rs. Three thousand one hundred twenty seven & paisa forty one) only

6.      
Fabrication of mailed steel rein four cement for cement concrete including cutting bending and laying in position making joints and fastening removal of rust from bars.


44.22 Cwt      
@ RS: 4820.20 P. Cwt




RS: 213149/-



(Rs. Four thousand eight hundred twenty & paisa twenty) only
7.
Cement Concrete plain i/c placing compacting finishing and currying etc complete 

screening  and washing of stone aggregate w/o shuttering ratio 1:3:4.

481 Cft      
@ RS: 14429.25 P % Cft




RS: 69404/-



(Rs. Fourteen thousand four hundred twenty nine &paisa twenty five) only
	S. No
	Item of work
	Quantity
	Cft
	Rs:
	Rate
	Units
	Rs:
	Amount


8.    
RCC work i/c all labour and material except the cost of steel reinforcement & its labour for bending and bindings which will be paid separately. This rates also i/cs all kind forms, moulds lifting shuttering curing rendering and insisting the exposed surface (including screening and 
washing of shingle) RCC work in roof, slab beams columns, rafts lintels & other structural members laid in situ precut in position ratio 1:2:4 


562 Cft
@ RS: 337.00 P Cft





RS: 189394/-



(Rs. Three hundred thirty seven)only












___________

Total for Bill 3



Grand Total of 1 No Bridge  
RS: 987033/-
Add/Deduct __________% above/below





Rs: 












____________









Grand Total 

Rs.
Note: Premium is not allowed on difference cost of cement and Fabrication.

CONTRACTOR





  EXECUTIVE ENGINEER







PROVINCIAL HIGHWAY DIVISION

        SANGHAR

