	NAME OF WORK:
	CONSTRUCTION OF BAKSHI KHANA / JUDICIAL LOCKUP AT CIT COURT BUILDINGS, KARACHI (SUPPLY & INSTALLATION OF LIFT) (ADP NO. 510- 2015-16) 








SCHEDULE “B” 

	S/NO
	DESCRIPTION
	QTY
	RATE
	UNIT
	AMOUNT

	
	PART-A SCHEDULE ITEM
	
	
	
	

	1.
	Providing and laying (Main or Sub main) pvc insulated and pvc sheeted with 4 core copper conductor 600/1000 volts size 25mm2 (103/12). 
	33.0 meter.
	1909/-
	P.Meter.
	62997/-

	2.
	Providing and fixing circuit breaker 400 amp TP setting 250-400 amp (xs-400 CJ ) on prepared board as required(210/31). 
	2-Nos
	39401/-
	P.No.
	78802/-

	
	
	Total A Rs. 
	141799/-



	
	PART-B NON SCHEDULE ITEM
	
	

	1.
	Supply & Installation of completely imported passenger  lift 1000 KG (12 to 14 Persons)  with 4/4 stops drive with variable frequency, Simplex control fully selective collective operator, Auto by-pass control, speed 1.0 M/Sec, Auto landing power device (Auto rescue device), AC-220 V,three phase  50 HZ lighting, Central opening stainless steel doors 800mm opening, stainless steel hair line finish, car size  as per hoist-way, Automatic 2-pannel  central opening, operating  panel board and necessary safety devices.

Brand SIGMA/LG-OTIS (Korea), Schindlier (Switzerland),   Mitsubishi (Japan),   Fuji (Malaysia), Thysen (Germany), sideron (Italy), Hyundai (Korea) or equivalent in/c the cost of all types of civil works, scaffolding required at site, i/c 1½ ton Split unit, as per requirement of lift etc complete.   


	1-No
	
	Each
	

	2
	Supply of Centralized type stabilizer 100% imported (stabimatic  make or equivalent) with following technical specification .i. Three phase input voltage range (263-497VAC) 20 KVA (Model GLTR). 

ii) High speed servo motor control system and soft start . 

iii. Ultra High response speed controlled response from high torque, low inertia 

high out put accuracy better than+/-0 to 1% 

High frequency (Approximately 98% at full load) negligible wave from distortion. 

Under voltage, over voltage and phase failure protection 

Phase sequence protection auto reset system 

Input voltage. Three phase four wires (263-497+/- to 30%)

Out put voltage : 220v/380v(+/-2 to 4% ) 

Frequency : 50/60HZ)

Efficiency: Better than 90 on full load.

Quality Certification’s/UL 

Safety Certification :ISO 9002 certified. 


	1-No
	
	Each
	

	3.
	Supplying and fixing search arrester (Model 40-KA, German make or equivalent) for resist High voltage and double phase. 


	1-No 
	
	Each. 
	

	
	
	
	Total (B)  Rs. 
	

	
	
	G.Total (A+B) Rs. 
	


TERMS AND CONDITION

1. 
50% of  total cost be paid  after award of contract as advance.

2. 
10%  of  total cost will be paid  at the  time of arrival  of lift at karachi  port i.e  on presentation of shipping  
documents.

3. 
10% of  total  cost will be  paid  after completion  of Mechanical work/ installation of lift. 

4. 
30% of  total  cost  will be  paid after  making  lift  operational  and  in smooth  running condition. 

5. .
10% Security deposit will be  deducted  from all the running  bills  and 50% of deducted amount will be refunded after 
6 months  and balance  50% of deducted  security deposit  will be refunded after 01 year of commissioning of lift. 

	Contractor. 


	--s/d--
ASSISTANT ENGINEER

Provincial Building Sub Division-XI,

Karachi
	--s/d--
EXECUTIVE  ENGINEER

Provincial Building Division-No.III

Karachi


