
Sindh Employees' Social Security Institution
RENOVATOIN OF WEAR HOUSE AT KVSS HOSPITAL

SECTION 'A'I ..

S.No. Description of Work Quantity Unit E AMOUNT Ii,.
Providing and laying 1:3:6 cement concrete solid ;:
block masonary more than 6 inches (152mm) It
thick using graded screened bajri 3/4 inch (19 I38/34/76 mm) and down guage set in lime cement mortar 60.00 Cft% 13,810.25 8,286.15
1:1:6 including scaffolding, raking out joints and !'.

\
curing etc. complete in gound floor

,
Iisuperstructure.

I Providing and laying 1:3:6 cement concrete solid !
block masonary more than 6 inches (152mm) .'I
thick using graded screened bajri 3/4 inch (19

'I
I

38/34/76 mm) and down guage set in lime cement mortar 200.00 Cft% 13,810.25 27,620.50 i
1:1:6 including scaffolding, raking out joints and
curing etc. complete in gound floor

I
(
i

superstructure. I

I ,

3/4" (19 mm) thick cement plaster 1:4 on walls II
148/8/320 and columns etc. in basement, plinth, mezzanine 1,900.00 Sft% 2,367.12 44,975.28

I and ground floor including making edges, corners,
~ ,

and curing etc., complete.

I I I
Distempering with vinyle distemper (ICI) DULUX )

i

Paintex of approved make and shade in two coats I

159/151/333 over and incluing the cost of one priming coat of 18,000.00 Sft% 1,053.54 189,637.20 I
lime wash including sand papering, dusting, and ,

I
,

filling the holes, cracks, and inequalities, if any, at • I

Iany height in any floor.

Painting with (ICI) Dulux Plastic emulsion paint VIP J
163-162/334

of approved shade two coats over and including
22,000.00 Sft% 2,742.08 603,257.60

the cost of one priming coat over and including

I the cost of one priming coat complete over \
plastered surface at any height in any floor

106-49-218 1/4" thick colored glazed tiles 544.00 Sft% 18,359.60 99,876.22
I

191-130-357 Almunium sheet on wooden surface 22 guage 160.00 Sft 225.13 36,020.80

138-207-282 3/4" imported teak panelling 100.00 Sft 624.84 62,484.00

139-224-283 Expanded Metal (Fly proof Jali) 24 guage 85.00 Sft 65.74 5,587.90
140-224-284 Expanded Metal (Fly proof Jali) 12 guage 85.00 Sft 24.97 2,122.45
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Repair Tile/Mosaic floor or dado with white

5,690.00 Sft 15.00 85,3f

1- cement & polishing
- 127-120-254 Glass panes 5mm thick 265.00 Sft 106.11 28,1:

127-120-254 Glass panes 8mm thick 180.00 Sft 220.00 39,6C

\ 134-63/265

Providing and fixing 1-1/2 inches (38 mm) thick pressed veneered
door shutters fully flushed with commercial plywood veneering on all
faces and sides fixed over deodar wood cavitied core and frame work
of not less than 4 inches (102 mm) wide strip best quality deodar 140.00 Sft 655.18 91,72
wood shutters partly panelled and party glazed with plain glass panes
24 oz (7.3 kg/SM), approved iron hinges and tower bolts, deodar r
wood beading and putty packing to glasses etc, as required.

Plastering 3/4" (19 mm) thick in patches in r

I,
214-29/366

cement sand mortar 1:4 including curing and
1,080.00 Sft% 2,328.14 25,14

1-, scraping old damaged portion in regular shape
and removal of rubbish from the site etc.

,

Providing and fixing Gypsum board 2' x 2' X 3/4"
198-182/361 tiles ceiling including Aluminium T&L angle 1" x 1" 140.00 Sft 71.69 10,03

i.e. hanger clips joints clips and G.I Wire etc
complete as required in any floor "

Ii TOTAL 1,359,841
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SECTION'E
S.No. Description of Work Quantity Unit Rate Amou~

1 Wiring of Light or Fan Pointt switch 3/029 18.00 Per Point 1,900.00 34,2

3 10 Amp Plug Point 5.00 Per Point 2,200.00 11,00

10 Circuit braker 10.00 Each 1,800.00 18,0

50 PanelDBChange Over Switch 1.00 Job 15,000.00 15,0
BRACKETFan - 4.00 Nos. 6,000.00 24,0
Blinds Roller 2.00 Nos. 12,500.00 25,Oi

I
TOTAL 127,2~
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