—
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Butt fusion joint (SMI H P-20)

600.00

Each

19,200

CI Sluice valve heavy pattern test pressure 21. Kg/ Sq :Cm or
300 Lbs /Sq inch (PHS (M) 1No 16 -P-11) 3"dia

4290.00

Each

17,160

Reflex Valve e valve heavy pattern test pressure 21. Kg/ Sq
:Cm or 300 Lbs /Sq inch (PHS (M) 1No 16 -P-11) 3"dia

1543.75

Each

6,175

CI foot valve heavey pattern with cone type gate ( PHSS ( M) 1
No: 16 P-11) 3" dia

731.25

Each

2,928

40

jointing CI M.S flanged and specials pipes ,pipes and inside a
trenches i/c - acking of the required thickness nuts bolts er
tools required for Ointing and testing the joints in the specifed
pressue etc complete ( PHSI 1 No: P-40)

499.00

P.Joint

19,960

Non Scheduled Itmes

Total

143,397
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Flanged Adopter 3" dia ( NSI) 3" dia

Each

Total

Part-III  Delivery Main

Scheduled Items

S.#

Quantity

Description of item to be executed as site

Rate

Unit

Amount

1

4500.0

Dismantling and removing road mentling (CSL.No:51
P.No:14)

605.00

P%cft

27,228

29025.0

Excavation for pipe lines trenches and pits in soft soi
i/c trimming and dressing to true alignment and shaps
liveling of beds of trenches to level and grade cutting
and disposal of surplus earth with in one chain as directed

by engineer Incharge, providing fence guards lights flags
and temporary crossing for non vehicular traffic where
ever required lift up to 5’ ft and lead up one chain
(PHSI No: 1 P.No: 60)

3600.00

P%0cft

104,490

4200.0

Providing laying and fixing in trenches i/c cutting fitting and
jointing i/c testing etc compelte in all respect the high desnity
polyethylene (Black -80) fo W/S 1SO 4427 DIN 8074/8075
B..S 3505 & PS13051_( PHSI No: 1 P-25)

860.00

P.rft

3,612,000

P.E Elbow 8" dia 90' (SMI No: IX P-18) (
outer dia 225 mm) S.item P-10

8593.00

P.rft

17,186

PE Elobw 8" dia 45' (SMI No: IX P-18)( outer dia 225
mm) ‘

6874.00

P.rft

13,784

Supplying and fixing CI Sluice valve heavy pattern test

test pressure 21. Kg/ Sq c¢.m or 300 ft /sq inch )
imported ( PHSI No 5 P-9)

17940.00

Each

17940.00

Jointing CIMS flanged pipe to special flanged and
inside threaded i/c supplying rubber packing the
required thick ness nuts and bolts with wisher and
other required for jointing and testing the joint to the
specified pressure etc complete. (PHSI No.1 P- 40).

8" dia for Sluice valve

940.00

P.joint

1,880

3



