	
NAME OF WORK:

	CONSTRUCTION OF  SPECIAL  COURTS (4-NOS), GROUND FLOOR 2-NOS & FIRST FLOOR 2-NOS COURTS  AT CENTRAL PRISON, KARACHI (CIVIL,SANITARY & WATER SUPPLY WORKS). 


SCHEDULE”B” 
	S/No
	Description
	Qty
	Rate
	Unit
	Amount

	
	PART-A-(FOUNDATION)(S.I) 
	
	
	
	

	1.
	Excavation in foundation of building bridges and other structures in/c dagbelling dressing, refilling  around structure with excavated earth watering and  curing lead upto 5 ft. © In hard  soil  or soft soil (18-c/4)
	50387.50 Cft. 
	3554/38
	%oCft.
	179096/- 

	2. 
	Stone Pitching  hand packed  with surface  leveled to correct section with hammer dressed  stone and void filled in 1:8 cement  mortar in floor. (24/32). 
	3760.85 Cft. 
	7708/47
	%Cft.
	289904/- 

	3. 
	Cement concrete plain i/c placing compacting finishing  and curing complete i/c  screening  and washing  at stone aggregate without shuttering  Ratio 1:3:6 (5-h/16). 
	3760.85 Cft. 
	12595/-
	%Cft.
	473679/- 

	4. 
	Errection and removal  of centering  for RCC or plain  cement concrete  works for partal  wood ) 2nd  class  vertical (5-f/15). 
	1175.11 Sft. 
	3127/41
	%Cft.
	36750/- 

	5. 
	Filling watering  ramming earth under floor  with new earth (Excavated  from outside lead upto one chain and lift upt 5 feet  (2/1) extra  lead upto 20 miles). 
	36012.20 Cft. 
	1590/80
	%Cft.
	572882/- 

	6. 
	Filling watering  ramming earth in floors  with surplus  earth from foundation  lead upto  one chain and lift upto 5ft. ( 21/4). 
	12596.87 Cft. 
	1512/50
	%oCft.
	19052/- 

	7. 
	Cement concrete  brick  or stone ballast 101/2”  to 2” guage ratio  1:4:8 (4-c/15). 
	4681.59  Cft. 
	9416/28
	%Cft.
	440832/- 

	8. 
	Fabrication of mild steel  reinforcement in/c  cutting  bending laying in position making joints  and fastening i/c  cost of binding  wire also i/cs removal of rust from bars  (8-b/17 ) 
	698.44 Cwt 
	5001/70
	P.Cwt.
	3493387/- 

	9. 
	R.C.C work including all labour and material except the cost of steel reinforcement and its labour for bending and binding  which will be paid separately. This rate also includes all kinds of forms moulds lifting shuttering curing rendering and finishing the exposed surface(including screening and washing of shingle).(b) Precast reinforced cement concrete in columns beams lintels stair cases , shelves etc.
	
	
	
	

	a)
	  Ratio 1: 1 ½:3 ( 6-b-ii/17).  
	376.25 Cft. 
	349/-
	P.Cft.
	131311/-



	b). 
	 Ratio 1:2:4 (6-b-i/17). 
	9231.81 Cft. 
	337/-
	P.Cft.
	3111119/- 

	
	
	
	Rs.
	8748012

	
	
	
	
	

	
	A- Total  
	

	
	PART-B-I, GROUND FLOOR (S.I) 
	
	
	

	1.
	Fabrication of mild steel  reinforcement in/c  cutting  bending laying in position making joints  and fastening i/c  cost of binding  wire also i/cs removal of rust from bars  (8-b/17).   
	696.42 Cwt 
	5001/70
	P.Cwt.
	3483284/- 

	2.
	R.C.C work including all labour and material except the cost of steel reinforcement and its labour for bending and binding  which will be paid separately. This rate also includes all kinds of forms moulds lifting shuttering curing rendering and finishing the exposed surface(including screening and washing of shingle).(b) Precast reinforced cement concrete in columns beams lintels stair cases , shelves etc. Ratio 1: 1 ½:3 ( 6-b-ii/17).
	1470.50 Cft.
	349/-
	P.Cft.
	513204/-

	3.
	Ratio 1:2:4 (6-b-i/17). 
	8248.70 Cft.
	337/-
	P.Cft.
	2779811/-

	4. 
	Providing and laying  1:3:6  cement concrete  solid block masonary  wall above 6” in thickness  set in 1:6  cement  mortar in G/F  superstructure  i/c raking out  joints and curring etc complete  (24/19). 
	3353.35 Cft.
	14621/44
	%Cft.
	490308/-

	5. 
	Providing and fixing G.I frames / chowkats  of size 7”x2” or ½” x3” for door using 20 guage G.I sheet i/c welded  hinges and fixing at site with necessary hold fasts, filling with cement sand slurry of ration 1:6 and repairing the jambs . The cost of also i/c all carriage tools and plants used in making and fixing(29/93). 
	524.0 Sft.
	228/90
	P.Rft.
	119943/-

	6. 
	Providing and fixing  in position doors, windows  and ventilators  of first class deodar wood frames and 1 ¾” thick commercial  ply veneer shutter  of first class deodar  skeleton (Hollow) and commercial ply wood (3 ply)  on both sides i/c hold  fasts, hinges  iron tower bolts handles  and cleats with cord and one mortice  lock and hook (9/58). 
	427.0 Sft. 
	856/53
	P.Sft.
	365738/- 

	7. 
	First class deodar wood  wrought  joinery in doors and windows etc fixed in position i/c  chowkats hold fasts hinges, iron  tower bolts chocks  handles and cords  with hooks etc deodar  panelled or pannelled  and glazed or fully glazed (b)  1 ¾”  thick (7-b/58). 
	697.0 Sft. 
	902/93
	P.Sft.
	629342/- 

	8. 
	Supplying  in position aluminum channels framing  for  slidding windows and ventilators  of alcop made with 5mm  thick tinted glass glazing (Belgium) and  aluminum  fly screen i/c  handles stoppers and locking arrangement  etc complete. ( 84-b/108). 
	577.0 Sft. 
	1647/69
	P.Sft,
	950717/- 

	9. 
	Cement plaster  (1:4) ¾” thick upto  12’ height  (11-c/52).  
	10010.0 Sft. 
	3015/76
	%Sft.
	301877/- 

	10. 
	Cement plaster  1:4 upto  12’ height (a) 3/8” thick ( 11-a/52). 
	10010.0 Sft. 
	2197/52
	%Sft. 
	219971/- 

	11. 
	Cement concrete plain i/c  placing compacting finishing and curing  complete  i/c  screening and washing  at stone aggregate without  shuttering. (5-h/16). 
	2946.93 Cft. 
	12595/-
	%Cft.
	371165/- 

	12. 
	Providing and fixing  iron steel grill using  solid square bars of size ½”x ½”  place at 4” in/c  and frame of flat iron patti  of ¾” x3/4”  i/c  circle shape at 1-0  a equivalent  fitted with screws  are pins  i/c  painting  3 coats with 1st coat of red oxide paint etc (30/94). 
	1897.0 Sft. 
	194/16
	P.Sft.
	368321/- 

	13. 
	Providing and laying  tiles glazed 6”x6”x1/4”  on floor or wall  facing in required color  and pattern of stile specification  jointed in white cement and pigment  over a base of 1:2 grey  cement mortar ¾”  thick including  washing and filling of joints  with slaurry of white cement and pigment in  desired shape with finishing  clearing and cost of wax polish  etc complete  including cutting  tiles to proper profile. (47/60 ). 
	288.54 Sft. 
	30509/77 
	%Sft.
	88032/- 

	14. 
	Providing and laying  tiles glazed 6”x6”x1/4”  on floor or wall  facing in required color  and pattern of stile specification  jointed in white cement and pigment  over a base of 1:2 grey  cement mortar ¾”  thick including  washing and filling of joints  with slaurry of white cement and pigment in  desired shape with finishing  clearing and cost of wax polish  etc complete  including cutting  tiles to proper profile. (47/60 ). 
	2088.20 sft. 
	30509/77
	%Sft.
	637105/- 

	15. 
	Providing and fixing  sink iron screws  wooden architrave approved design / shape having width not less than 2-1/2” inches as directed by the Engineer Incharge. (60/73). 
	1048.0 Sft. 
	49/97
	P.Rft.
	52368/- 

	16. 
	Providing and fixing aluminum  sheet on doors  pasted  with glue as per requirement  ( 61/73). 
	60.0 Sft. 
	63/77
	P.Rft.
	3826/- 

	17. 
	Providing and fixing  collapsible  gate with channel  framing  of section ¾” x5/16”  at 4” i/c  revitted with ¾” x1/8”  flat iron patti  placed diagonally and provided  with top and bottom  T-section 1” x1” 1/8”  alongwith  roller also i/c  locking arrangement and fixing in floor ceiling or wall  etc complete. ( 32/94). 
	243.0 Sft. 
	387/04
	P.Sft.
	94050/- 

	18. 
	Providing and placing  in position chip board ¾” thick for filling  space between expansion joints  of building (93/109). 
	2070.50  Sft.
	43/26
	P.Sft.
	89569/-

	19. 
	Providing and fixing aluminum  sheet 6”  to 9”  with V- Notch for expansion joints i/c  fixing with nails/ screws (88/109). 
	68.0 Rft.
	207/51
	P.Rft.
	14110/-

	20. 
	Laying  white marble  flooring fine dressed  on the surface without winding  set in lime mortar 1:2  including  rubbing  and polishing of the joints. (b) 1 “ thick flooring. ( 28-b/43). 
	521.76 Sft. 
	628/93
	P.Sft.
	328150/- 

	21. 
	Providing and fixing 3/8”  thick marble  tiles of approved  quality and  colour  and shade size  8”x4”x 6”x 4”  in dado skirting and facing removal / tucking  of existing  plaster  surface etc over ½”  thick base of cement mortar  1:3  setting of tiles in slurry  of white cement over mortar  base  including  filling  the joints  and washing  the tiles with white  cement over mortar base including  filling the joints and washing the tiles with white  cement slurry current  finishing, cleaning  and polishing  etc complete. (i) For new works(68-i/49). 
	2224.0 Sft. 
	186/04
	P.sft.
	413752/- 

	22. 
	Distempering three coats  (24-c/54). 
	7199.81 Sft. 
	1079/65
	%Sft.
	77732/- 

	23. 
	Preparing the surface and painting with matt finish  i/c rubbing  the surface with bathy (Silicon  carbide rubbing  brick filling  the voids with zink / chalk  plaster of pairs mixture, applying  first coat  premix  making the surface  smooth  and then painting  3 coats with matt finish  of approved  make etc complete  (new surface)  in three coats (36-a+b+b/55). 


	29531.68 Sft. 
	3444/38
	%Sft.
	1017183/- 

	24. 
	Painting new surface I preparing  surface and painting  of doors and windows  any type  (including edges ) (i) Priming coat. (ii) Each subsequent coat. ( 5-c-i+ii+ii/70). 


	1394.0 Sft. 
	2116/41 
	% Sft. 
	29502/- 

	25. 
	Preparing the surface  and painting guard bars gates  of iron bars,  gratings railing i/c  standards  braces, etc  and similar open  work in three coats ( 5-d-i+ii/77). 
	1154.0 Sft. 
	1270/83 
	%Sft. 
	14665/- 

	
	
	
	 Rs. 
	13453725/- 

	
	
	

	
	
	
	Total(B-i) Rs. 
	

	
	PART-B-ii Ground floor ) NON SCHEDULE ITEM). 
	
	
	

	1. 
	P/F Iron Steel Grill 2”x2”x3/8” frame with1”dia solid round bar 4”c/c i/c P/F G.I expended  metal 1/8” mesh 20 guage fixing with welding ¾”x3/8” flat Pattie i/c  fixing  hold fast embedded in wall Ratio C.C 1:4 etc complete
	516.0 Sft. 
	
	P.Sft. 
	

	2. 
	Providing and fixing   heavy type  steel doors with  angle iron frame of 201/2”  to 2-1/2”  3/8”  size and  shutter  2”x2” 3/8”  with 1” diameter M.S  bars placed @  centre  to centre separate locking box having  size 12”x12”  of mild steel  sheet  embedded  in masonary  with for locking  arrangement as per approved  design according to jail manual i/c  cost of Errection  of steel work  and fixing in stone masonary  wall  in cement concrete  1-1/2x3” etc complete  as per instruction of Engineer Incharge. . 
	56.0 Sft. 
	
	P.Sft. 
	

	3. 
	Providing and laying  porcelain tiles 24”x24” imported quality  massif scrims normal  light color matt and glazed or double glazed of approved quality  design and color on wall or floors as well as  facing  jointed in white cement and pigment  over a base of 1:12  grey cement mortar ¾” thick  i/c washing and filling of joints with slurry  of white cement and  pigment  in desired  shape with finishing cleaning i/c cutting  tiles to proper profile upto 20 ft tiles to proper profile upto 20 ft height  as per instruction of the Engineer Incharge  includes  all cost of labour  material etc complete.  
	11787.75 Sft. 
	
	P.Sft. 
	

	
	
	Total  B-ii Rs. 
	

	
	PART-C-IFIRST FLOOR (SCHEDULE ITEM). 
	
	
	

	1.
	Fabrication of mild steel  reinforcement in/c  cutting  bending laying in position making joints  and fastening i/c  cost of binding  wire also i/cs removal of rust from bars  (8-b/17).   
	747.48 Cwt 
	5001/70 
	P.Cwt. 
	3736270/- 

	2. 
	R.C.C work including all labour and material except the cost of steel reinforcement and its labour for bending and binding  which will be paid separately. This rate also includes all kinds of forms moulds lifting shuttering curing rendering and finishing the exposed surface(including screening and washing of shingle).(b) Precast reinforced cement concrete in columns beams lintels stair cases , shelves etc Ratio 1: 1 ½:3 (6-b-ii/17).
	1053.50 Cft. 
	349/- 
	P.Cft. 
	367671/- 

	3) . 
	Ratio 1:2:4 (6-b-i/17). 
	9009.82 Cft. 
	337/- 
	P.Cft. 
	3036309/- 

	4. 
	Providing and laying  1:3:6  cement concrete  solid block masonary  wall above 6” in thickness  set in 1:6  cement  mortar in G/F  superstructure  i/c raking out  joints and curing etc complete  (24/19). 
	4216.64 Cft. 
	14621/44 
	%Cft. 
	616533/- 

	5. 
	Providing and fixing G.I frames / chowkats  of size 7”x2” or ½” x3” for door using 20 guage G.I sheet i/c welded  hinges and fixing at site with necessary hold fasts, filling with cement sand slurry of ration 1:6 and repairing the jambs . The cost of also i/c all carriage tools and plants used in making and fixing(29/93). 
	524.0 Sft. 
	228/90 
	P.Rft. 
	119943/- 

	6. 
	Providing and fixing  in position doors, windows  and ventilators  of first class deodar wood frames and 1 ¾” thick commercial  ply veneer shutter  of first class deodar  skeleton (Hollow) and commercial ply wood (3 ply)  on both sides i/c hold  fasts, hinges  iron tower bolts handles  and cleats with cord and one mortice  lock and hook (9/58 (-) 25-b/58). ). 
	697.0 Sft. 
	856/53 
	P.Sft. 
	597001/- 

	7. 
	First class deodar wood  wrought  joinery in doors and windows etc fixed in position i/c  chowkats hold fasts hinges, iron  tower bolts chocks  handles and cords  with hooks etc deodar  panelled or pannelled  and glazed or fully glazed (b)  1 ¾”  thick (7-b/58). 
	697.0 Sft. 
	902/93 
	P.Sft. 
	629342/- 

	8. 
	Supplying  in position aluminum channels framing  for  slidding windows and ventilators  of alcop made with 5mm  thick tinted glass glazing (Belguim ) and  aluminum  fly screen i/c  handles stoppers and locking arrangement  etc complete. ( 84-b/108). 
	577.0 Sft. 
	1647/69 
	P.Sft, 
	950717/- 

	9. 
	Cement plaster  (1:4) ¾” thick upto  12’ height  (11-c/52).  
	15135.0 Sft. 
	3015/76 
	%Sft. 
	456435/- 

	10. 
	Cement plaster  1:4 upto  12’ height (a) 3/8” thick ( 11-a/52). 
	15135.0 Sft. 
	2197/52
	%Sft. 
	332594/- 

	11. 
	Cement concrete  plain i/c  placing compacting  finishing and curing  complete  i/c  screening and washing  at stone aggregate without  shuttering. (5-h/16). 
	2812.72 Cft. 
	12595/- 
	%Cft. 
	354262/- 

	12. 
	Providing and fixing  iron steel grill using  solid square bars of size ½”x ½”  place at 4” in/c  and frame of flat iron patti  of ¾” x3/4”  i/c  circle shape at 1-0  a equivalent  fitted with screws  are pins  i/c  painting  3 coats with 1st coat of red oxide paint etc (30/94). 
	1897.0 Sft. 
	194/16 
	P.Sft. 
	368321/- 

	13. 
	Providing and laying  tiles glazed 6”x6”x1/4”  on floor or wall  facing in required color  and patteren of stile specification  jointed in white cement and pigment  over a base of 1:2 grey  cement mortar ¾”  thick including  washing and filling of joints  with slaurry of white cement and pigment in  desired shape with finishing  clearing and cost of wax polish  etc complete  including cutting  tiles to proper profile. (47/60 ). 
	288.54 Sft. 
	30509/77 
	%Sft. 
	88032/- 

	14. 
	Providing and laying  tiles glazed 6”x6”x1/4”  on floor or wall  facing in required color  and patteren of stile specification  jointed in white cement and pigment  over a base of 1:2 grey  cement mortar ¾”  thick including  washing and filling of joints  with slaurry of white cement and pigment in  desired shape with finishing  clearing and cost of wax polish  etc complete  including cutting  tiles to proper profile. (47/60 ). 
	2088.20 Sft. 
	30509/77 
	%Sft. 
	637105/- 

	15. 
	Providing and fixing  sink iron screws  wooden architrave approved design / shape having width not less than 2-1/2” inches as directed by the Engineer Incharge. (60/73). 
	1048.0 Sft. 
	49/97 
	P.Rft. 
	52368/- 

	16. 
	Providing and fixing aluminum  sheet on doors  pasted  with glue as per requirement  ( 61/73). 
	60.0 Sft. 
	63/77 
	P.Rft. 
	3826/- 

	17. 
	Providing and fixing  collapsible  gate with channel  framing  of section ¾” x5/16”  at 4” i/c  revitted with ¾” x1/8”  flat iron patti  placed diagonally and provided  with top and bottom  T-section 1” x1” 1/8”  alongwith  roller also i/c  locking arrangement and fixing in floor ceiling or wall  etc complete. ( 32/94). 
	243.0 Sft. 
	387/04
	P.Sft. 
	94050/- 

	18. 
	Providing and placing  in position chip board ¾” thick for filling  space between expansion joints  of building (93/109). 
	2070.50  Sft. 
	43/26
	P.Sft. 
	89569/- 

	19. 
	Providing and fixing aluminum  sheet 6”  to 9”  with V- Notch for expansion joints i/c  fixing with nails/ screws (88/109). 
	68.0 Rft. 
	207/51 
	P.Rft. 
	14110/- 

	20. 
	Laying  white marble  flooring fine dressed  on the surface without winding  set in lime mortar 1:2  including  rubbing  and polishing of the joints. (b) 1 “ thick flooring. ( 28-b/43). 
	353.28 Sft. 
	628/93 
	P.Sft. 
	222188/- 

	21. 
	Providing and fixing 3/8”  thick marble  tiles of approved  quality and  colour  and shade size  8”x4”x 6”x 4”  in dado skirting and facing removal / tucking  of existing  plaster  surface etc over ½”  thick base of cement mortar  1:3  setting of tiles in slurry  of white cement over mortar  base  including  filling  the joints  and washing  the tiles with white  cement over mortar base including  filling the joints and washing the tiles with white  cement slurry current  finishing, cleaning  and polishing  etc complete. (i) For new works(68-i/49). 
	2200.0 Sft. 
	186/04 
	P.sft. 
	409288/- 

	22. 
	Distempering three coats  (24-c/54). 
	7200.49 Sft 
	1079/65 
	%Sft. 
	77740/- 

	23. 
	Preparing the surface and painting with matt finish  i/c rubbing  the surface with bathy (Silicon  carbige rubbing  brick filling  the voids with zink / chalk  plaster of pairs mixture, applying  first coat  premix  making the surface  smooth  and then painting  3 coats with matt finish  of approved  make etc complete  (new surface)  in three coats (36-a+b+b/55). 
	29532.62 Sft. 
	3444/38 
	%Sft. 
	1017216/- 

	24. 
	Painting new surface I preparing  surface and painting  of doors and windows  any type  (including edges ) (i) Priming coat. (ii) Each subsequent coat. ( 5-c-i+ii+ii/70). 
	1394.0 Sft. 
	2116/41 
	% Sft. 
	29502/- 

	25. 
	Preparing the surface  and painting guard bars gates  of iron bars,  gratings railing i/c  standards  braces, etc  and similar open  work in three coats ( 5-d-i+ii/77). 


	1154.0 Sft. 
	1270/83 
	%Sft. 
	14665/- 

	26. 
	Providing and laying 3”  thick topping  cement concrete  1:2:4 including  surface  finishing  and dividing  into panels(d) 3” thick .  ( 16-d/42). 


	10113.75 Sft. 
	4411/82 
	%Sft. 
	446200/-  

	27. 
	Providing and fixing jute felt paper of 60 lbs  over roof  i/c  cleaning  of roof  with wire  brush  an removing  dust,  applying  bitumen  coat  at the  rate of 34 lbs  per% sft as premix  inter  coats and then  laying felt paper  with 10%  over laps  than applying  and spreading  hill sand at rate of 1 cft  for 100 sft. The  cost  also  i/c  necessary  fire material kerosene  oil,  wood etc. ( 42/39).  


	10113.75 Sft. 
	106/73
	P/Sft. 
	1079440/- 

	
	
	
	Rs. 
	15840697/- 

	
	
	

	
	Total(C-I ) Rs. 
	

	
	PART-C-II FIRST FLOOR ( NON SCHEDULE ITEM. 
	
	
	

	1. 
	P/F Iron Steel Grill 2”x2”x3/8” frame with1”dia solid round bar 4”c/c i/c P/F G.I expended  metal 1/8” mesh 20 guage fixing with welding ¾”x3/8” flat Pattie i/c  fixing  hold fast embedded in wall Ratio C.C 1:4 etc complete
	516.0 Sft. 
	
	P.Sft. 
	

	2. 
	Providing and fixing   heavy type  steel doors with  angle iron frame of 201/2”  to 2-1/2”  3/8”  size and  shutter  2”x2” 3/8”  with 1” diameter M.S  bars placed @  centre  to centre separate locking box having  size 12”x12”  of mild steel  sheet  embedded  in masonary  with for locking  arrangement as per approved  design according to jail manual i/c  cost of Errection  of steel work  and fixing in stone masonary  wall  in cement concrete  1-1/2x3” etc complete  as per instruction of Engineer Incharge. . 
	104.0 Sft. 
	
	P.Sft. 
	

	3. 
	Providing and laying  porcelain tiles 24”x24” imported quality  massif scrims normal  light color matt and glazed or double glazed of approved quality  design and color on wall or floors as well as  facing  jointed in white cement and pigment  over a base of 1:12  grey cement mortar ¾” thick  i/c washing and filling of joints with slurry  of white cement and  pigment  in desired  shape with finishing cleaning i/c cutting  tiles to proper profile upto 20 ft tiles to proper profile upto 20 ft height  as per instruction of the Engineer Incharge  includes  all cost of labour  material etc complete.  


	11250.89 Sft. 
	
	P.Sft. 
	

	4. 
	Preparing the surface and applying wall texture/ shield  as approved  design  & shade using acrylic  copolymer emulsion, adhesive  and bactericides, water resistance, fire, termite resistance i/c the  charges of scaffolding upto 40’-0 height. 
	14603.0 Sft. 
	
	P/Sft. 
	

	
	
	
	Total C-II  Rs. 
	

	
	
	
	


PART-D

PROVIDING INTERNAL  &  EXTERNAL  WATER SUPPLY &  DRAINAGE)

	  
1
	Supply and fixing of UPVC soil & vent pipe  AGM make of approved  quality  on walls  & in C.C flooring  working  upto  90’  ft height  jointing  with UPVC  fitting by  using approved  paste / solution making  good etc complete  as per instruction  of the Engineer Incharge  rate in/c  all cost of labour  material, cartage, scaffolding jhoola etc complete. 
	
	
	
	

	a).
	4” dia UPVC pipe (AGM) (Schedule 80).  
	272.0 Rft.
	
	P.Rft
	

	b).
	2”  dia UPVC pipe (AGM) (Schedule 80).

  
	240.0 Rft.
	
	P.Rft
	

	c).
	1-1/2” dia UPVC pipe (AGM) (Schedule 80).  
	180.0 Rft.
	
	P.Rft
	

	d).
	1” dia UPVC pipe (AGM) with complete fittings (Schedule 80). 
	495.0 Rft.
	
	P.Rft.
	

	2.
	P/F C.PVC line schedule 40 AGM make ½” dia i/c cutting, the walls, floor etc complete.
	468.0 Rft.
	
	P.Rft.
	

	3.
	P/F CPVC fitting with brass thread such as L-bow, socket, union etc complete.
	80-Nos
	
	Each
	

	4).
	Providing and fixing UPVC  fitting of schedule 40(E) AGM or Pak Arab) make in/c  jointing with PVC  solvent / JTG solution  and fixing  at any height/ floor using  jhoola or long ladder  in Horizontal or vertical  pipe  as directed by the Engineer Incharge. 
	
	
	
	

	a).
	4” dia Plug Tee 
	12-Nos
	
	Each.
	

	b).
	4” dia Y-Tee. 


	24-Nos
	
	Each.
	

	c).
	4” dia Y-Tee Double
	40-Nos `
	
	Each.
	

	d).
	4” dia Plain elbow
	36-Nos
	
	Each.
	

	e).
	4” dia Jubliee Clip. 
	96-Nos
	
	Each.
	

	5. 
	Supplying and fixing  Gate  valve (Brass) wheel threaded  type  of approved  quality fitted   on existing  line with  thread safeda  as directed by the Engineer Incharge. 
	
	
	
	

	a).
	½” dia. 
	12-Nos
	
	Each.
	

	b).
	1” dia. 
	12-Nos
	
	Each.
	

	c).
	1 ½” dia. 
	6-Nos
	
	Each.
	

	d)
	2” dia.
	16-Nos
	
	Each.
	

	6. 
	Supplying and fixing earthen ware European commode set (Porta make)   coupled with flush  tank and  seat  cover  complete  with internal  fittings fixtures clamps necessary  lead connection  and making good in C.C 1:2:4  as directed by the Engineer Incharge. 
	18-Nos
	
	Each.
	

	7. 
	Providing and fixing  white/ coloured  glazed  earthen  ware squatting/ Indian type W.C  pan  of not less  than 23” (Porta  make) with  low level flush  tank(Push button type ) having  capacity of 3.0 gallon  in/c  necessary  lead connection  with pipe  bend etc  making  requisite  number  of holes  in wall plinth and floor for pipe  connection  and making  good in C.C 1:2:4  as per instruction of the Engineer Incharge. (ACL or equivalent). 
	8-Nos 
	
	Each. 
	

	8. 
	Providing and fixing  glazed earthen  ware wash basin  (Porta make) fix on marble top in/c necessary  lead connection C.P  waste,  waste pipe  side other  cock of plastic head (coated  stop cock in/c  making requisite  number  of holes  in wall plinth  or floor  for pipe  connection and making  good in c.c 1:2:4  as per instruction of Engineer Incharge. 


	12-Nos 
	
	Each. 
	

	9. 
	Supplying and fixing imported glass  (Saudia) approved  quality  and thickness  size upto (6.0x3.50) etc complete  in/c  fixing clips and silicon  jelly and making edges  of mirror  and carriage  from shop to site of work as directed by the Engineer Incharge. 


	60.0 Sft.
	
	P.Sft.
	

	10. 
	Providing and fixing side basin piller   cock ½” dia plastic / powder  coated/  ornamental crome “A”  class  (Master  make) directed by the  Engineer Incharge. 


	16-Nos
	
	Each.
	

	11. 
	Providing and fixing  double bib cock  ½” dia plastic / powder coated/ ornamental  crome “A”  class (Master make) as directed  by the Engineer Incharge. 


	16-Nos
	
	Each.
	

	12.. 
	Providing and fixing bib cock Tee cock/stop cock ½” dia  plastic / powder coated/ ornamental  crome “A”  class (Master make) as directed  by the Engineer Incharge. 


	36-Nos
	
	Each.
	

	13. 
	Providing and fixing  Muslim shower  with ring  pipe  plastic/ powder coated  of approved  quality and make as directed by the Engineer incharge. 


	16-Nos
	
	Each.
	

	14. 
	Providing and fixing  floor trap jali (UPVC type) size 6”x6”  of approved  color and  design  (Master  “a” class)  equivalent  as directed by the Engineer Incharge.  


	24-Nos
	
	Each.
	

	15. 
	Supply  and fixing  bath room  accessories set (5-pieces ) set with towel, rod, soap tray , shelf , tissue paper holder  etc oc  approved design  quality as directed  by the Engineer Incharge (Master of sammad “A” class)(Without mirror).

. 
	12-Nos
	
	Each.
	

	16. 
	Providing and fixing stainless steel sink 36”x20” i/c  waste & waste pipe  etc complete. 


	4-Nos
	
	Each.
	

	17. 
	Providing and laying  sewerage line upvc  schedule 40-E in/c  excavation  up to 23” -0 depth  laying  the line  with proper  shape  & jointing  with pvc solvent solution AGM  make and refilling  compacting  leveling  dressing  etc complete.  


	
	
	
	

	a).
	12” dia. 


	600.0 Rft.
	
	P.Rft.
	

	b).
	6” dia. 


	146.66 Rft.
	
	P.Rft.
	

	18). 
	Making C.C main hole 24”x24” upto required depth in/c  c.c block  masonary  1:3:6 c.c plaster  1:4 inside outside ¾” dia thick in/c  fitting G.I frame  18”x18”  etc complete. 


	20-Nos
	
	Each.
	

	19). 
	Providing and fixing C.I Main hole cover  heavy quality  18”x18” etc complete. 


	20-Nos
	
	Each.
	

	20. 
	Providing and fixing S.S bottle trap (Master make)  in/c waste & waste pipe 1 ¼” dia 


	16-Nos
	
	Each.
	

	21 
	Providing and fixing  Marble top Botiee Sina  chaina veranoa, tuppy make 1” & 22” depth with cutting of basin  space i/c jointing with silicon etc complete. 


	127.84 Sft.
	
	P. Sft.
	

	
	
	
	Part(D) Rs. 
	

	
	
	G.Total (A+B+C+D)
	


TERMS AND CONDITION
1. 
Any typographical  errors in the schedule ‘B’ are subjected to any correction with the 
reference to the schedule of Rates General item 2012 in force from 12-07-2012 as 
approved by the standing rates committee Sindh Karachi.

2.
100% well graded crushed bajri shall be used in item of RCC 1:2:4.

3.
No Premium shall be paid on Non schedule items.

4.
The work will be carried out as per PWD Specifications.

	Contractor. 


	Sd/-

ASSISTANT ENGINEER

Provincial Building Sub Division-XI,

Karachi
	Sd/-

EXECUTIVE  ENGINEER

Provincial Building Division-No.III

Karachi


