Category C. Equipment / Instruments/ Appliances for Newly Established Institute of Ophthalmology, LUMHS, Jamshoro. 
	S#
	Description
	Quantity
	@ Rate
	Amount

	Items for Department of Ophthamology, LUMHS Jamshoro.  

	01.
	A.  Slit lamp with motorized table      (2)
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)

Microscope type	: 	Stereoscopic converging binocular microscope
Objective lens	:	              1.0X, 1.6X 
Eye piece	:	              10X, 16X
Field of view	:	              18mm (Objective 1x, Eyepiece 10x)
				14.25mm (Objective 1x, Eyepiece 16x)
				11.25mm (Objective 1.6x, Eyepiece 10x)
				9.00mm (Objective 1.6x, Eyepiece 16x).
Pupillary adjustment :	55mm – 82mm (Eyepiece10X).
				51mm – 78mm (Eyepiece16X).  
Diopter adjustment:	± 8D.
Light source	:	6V 20W Halogen lamp
Aperture diameter:	9, 8, 5, 3, 2, 1, 0.2mm
Slit width	:	Continuous from 0 to 9mm (Circle at 9mm).
Slit length	:	Continuous from 1 to 8mm.
Slit inclination	:	5°, 10°, 15°, 20°
Filters		:	Cobalt blue, Red-free, 13% ND, Heat absorbing, UV Cut, IR Cut.
Primary input	:	AC 120/220.

B. Digital Photo Slit Lamp with Teaching System                                                                                   ( 2 )
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
Microscope type	: Galilean magnification converging binocular tubes
Magnification Selection:	5 step by drum rotation
Total magnification: 	6X, 10X, 16X, 25X, 40X
Eye piece	: 	12.5X
Magnification ratio
Field of view	:  6X (35.1mm), 10X (22.5mm), 16X (14.1mm), 25X (8.8mm),  				40X (5.6mm)
	

Light source	: 	12V 30W Halogen lamp
Slit width	: 	Continuous from 0 to 14mm (Circle at 14mm)
Slit length	: 	Continuous from 1 to 14mm (Circle at 14mm)
Slit angle	: 	0 to 180 degree with horizontal scanning capability
Slit direction	:	Inclination 5°/10°/15°/20°
Filters		: 	Blue, Red-free, Amber, UV Cut, IR Cut, Heat insulation.                
Primary input		: 	AC 120/220 50/60Hz.
Digital Camera Specification:

System		:		Light Path Diverted by beam splitter
Beam Splitter Distribution Ratio	50% Light to Operator, 50% light to Camera
Working Distance			45.50mm
Image Capturing Device		1/1.8 type CCD
Effective Pixel Number		8.13 million Pixels
Power				Input DC 12V ± 0.5V 1A 
	02 nos.
	
	

	02
	Hand held Slit lamp                            (1)
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
Magnification: 10× &16×
Slit width: 0-11mm
PD adjustment: 50-70mm
Filters: cobalt blue, red free, color temperature conversion
Light source: high luminance white LED
Battery: 2 hours operation at maximum illumination
Accessories: forehead support (1), dioptre adjustment bar (1) carrying case, battery(2), battery charge (1), adjustment bar (1).  
	01 no.
	
	

	03
	Applanation tonometer                               (4)
     (Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
· Measuring force generated by leverage weight.
· Measuring uncertainty of the force impingement on the measuring prism.
· Measuring range 0 – 80 mm Hg.
· Measurement of a sitting patient.
· Accuracy of approx. ± 0.5 mm Hg.
· Direct reading of the IOP in mm Hg.
  
	02 nos.
	
	

	04.
	Schiotz tonometer
	02 nos.
	
	

	05.
	Trial Sets with Trial Frame                             (3)
           (Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)              Sphere	 :	± 0.12D to ± 20D
-	Cyl.	 :	± 0.12D to ±6D
-	Prisms	 :	1º to 10º
-	Accessories:	2-Crossed lenses, maddox, hole,    fissure,eye shield, neutral, opaque, red filter and green filter
	along with:     Universal Trial Frame 
	03 nos.
	
	

	06.
	Snellen Drums for visual acuity                      (4)
Good quality
 Wall mounted  
Fulfil all requirements of visual acuity 
	04 nos.
	
	

	07.
	Wall mount Ophthalmoscope with Retinoscope
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)    (2)
Wall Mount 

· Permits simultaneous use of two  instruments.
· 
· Automatic ON / OFF switching when instruments are removed / replaced.
· High-quality spiral cords.
· Brightness control built in handle.

Ophthalmoscope:

· Gullstrand principle with unique aspherical optical system. 
· Corneal and iris reflex elimination, Dust proof.  
· Bright Halogen illumination.
· Recessed multi-coated viewing window.
· Suitable for large or small pupils.
· Lens range	:	+ 1 – 10 / 15 / 20 / 40 D
				 - 1 – 10 / 15 / 20 / 25 / 35 D
· Apertures			:	Slit, fixation star with polar co-ordinates, 
				Cobalt blue filter, large spot, small spot, hemispot.
· Filter			:	Red-free filter for all apertures.


Retinoscope:

· Integral Polarisation filter which eliminates stray light & internal reflexes.
· Shape matches the orbita, avoids stray light.
· ParaStop for instant, precise selection of a parallel beam.
· Can be used as Streak  or  Spot  by simply changing bulb.
· Dust-Proof, needs no servicing.


  
	02 no.
	
	

	08.
	Hand held Ophthalmoscope with Retinoscope 
With desk charging                (2)

(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)   
Ophthalmoscope:

· Gullstrand principle with unique aspherical optical system. 
· Corneal and iris reflex elimination, Dust proof.  
· Bright Halogen illumination.
· Recessed multi-coated viewing window.
· Suitable for large or small pupils.
· Lens range		:	+ 1 – 10 / 15 / 20 / 40 D
· 				 - 1 – 10 / 15 / 20 / 25 / 35 D
· Apertures		:	Slit, fixation star with polar co-ordinates, 
· 				Cobalt blue filter, large spot, small spot, hemispot.
· Filter		:	Red-free filter for all apertures.

Retinoscope:

· Integral Polarisation filter which eliminates stray light & internal reflexes.
· Shape matches the orbita, avoids stray light.
· ParaStop for instant, precise selection of a parallel beam.
· Can be used as Streak  or  Spot  by simply changing bulb.
· Dust-Proof, needs no servicing.
      Desk Charger & Rechargeable Battery
  
	02 nos.
	
	

	09.
	Autorefractometer with keratometer with  motorized table                                    (2)
  (Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
Refractometer 

Sphere range			:	-25D   to  +22D (0.12D / 0.25D)
Cylinder range			:  	0D  to  ±10D (0.12 / 0.25)
Axis range			:	0°  to  180°  ( 1°  or  5° steps)
Minimum measurable		
Pupil diameter			:	2.0mm
 
  Keratometer

Corneal curvature radius	:	5.00 to 10.00mm (0.01mm)
Refraction index		:	 1.3375
Corneal refraction		:	67.5D to 33.75D (0.12D/0.25D)
Corneal astigmatism		:	0D to ± 10D (0.12D/0.25D)
Corneal astigmatism axial angle:	0° to 180° (1° and 5° steps)

  General

PD measurement		:	20    85mm (0.5mm step)
Output				:	RS-232C / USB (Import) / LAN (Export)
Power input			:	100  240V AC, 50/60Hz
Power consumption		:	30-70 VA	    
	02 nos.
	
	

	10.
	Hand held Autorefractometer with keratometer (1)
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
AUTOREFRACTOMETER:
Measurement range -20 to+ 20 spherical and cyl 0-12.00 D
Minimal pupil diameter 2mm
AUTO KERATOMETER
Curvature radius 5 to 13mm
Pupil size measurement range 1.oo to 10mm
Display 3.5inch color LCD
USB PORT, Wireless lan
POWER:
Lithium ion battery 7.2 V
 Easy load Thermal line printer with auto cutter and USB 1 port, 
LAN 1port 
	01 no.
	
	

	11.
	90 D condensing lens                                     (3)
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
90D Lens for Slit Lamp Evaluations. lighter ring. Both with new colored rim colors: Blue, Red, Purple or Green. 


	03 nos.
	
	

	12.
	78D  Lens                                                         (3)
    (Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)  
Aspheric Condensing Lens for slit lamp exams. lighter ring new colored rim lens in colors: Blue, Red, Purple or Green 
	03 nos.
	
	

	13.
	Goldman Three Mirror Lens                        (1)
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
3 mirror glass lenses; incorporating 3 mirrors angled at 60°, 66° and 78°. Magnification and laser spot factor is an exacting 1.0x. The flanged contact element requires a coupling agent. The flange feature provides more stability. “flanged” diameter provides a 14.5mm contact surface that is ideal for laser treatment. Details Viewing Range: 60°/66°/76° Image Mag.: 1.0x Laser Spot Mag.: 1.0x 
 
	01 no.
	
	

	14.
	Gonio Lens                                                    (1)
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
 One Mirror Flanged-All Glass 
 single element all glass lens has an offset top convex surface that places the image and laser application precisely over the viewing mirror and application area. “Flanged” 14.5mm contact surface is ideal for laser treatment. Exacting 1.0x Mirror Magnification and Laser Spot with 1.5x High Magnification Central Viewing. Requires a coupling agent. 
  
	01 no.
	
	

	15.
	Lensometer                                               (1)
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
Target			:	Original Cross Line Target.
				AO Type Target.
Scale Reading		:	Internal
Vertex Power Scale	:	0 to ±  25 Diopters.
Vertex Power Scale
Graduation		:	0.125D up to ± 5D / 0.25D above  ± 5D
Prism Diopter Scale	:	0 to 6 Prism Diopters 1gradations
Eyepiece Adjustment	:	+3 to -5 Diopters.
Lens Diameter		:	24mm to 90mm in Diameter.
Tilt Angle		:	0 to 90 Degree, freely adjustable.
Light Source		:	LED 570nm.
Dimensions		:	160 (W) x 420 (D) x 310 (H)mm.
Weight			:	Approx. 4.0 Kg.
Power Source		:	Battery Operated (105V size Dx2)
				Auto Shut Off 5 min.
	01 no.
	
	

	16.
	Indirect Ophthalmoscope with 20 D lens    (2)
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
Illumination		:	LED technology 
Aperture size		:	Large spot, medium spot, small spot, diffuse spot.
Filter			:	Red-free, cobalt blue and yellow filters.
PD range		:	46 – 74mm
	02 nos.
	
	

	17.
	Catfort drum                                       (1)
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
Light weight drum with standard black and white striped drum for use24” to 30” from patient 
	01 no.
	
	

	18.
	Titmus fly test                                  (1)
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
 ( made in  USA or equivalent)
Fine  steriopsis (4800-20 sec)
Both adult and child polarized
	01 no.
	
	

	19.
	Pediatric trial frame                     (6)
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
(good quality imported)
Light weight
For the optimum in function and ergonomics with an attractive design.
Space for 5 pairs of trial lenses 28mm diameter
PD-range 40 - 72mm
 nose rest, made from soft skin-friendly material
Easy insertion and removal of lenses
New lockable height adjustment
Adjustable angle and length of sides
Flexible and anatomically optimized temples
 PD-adjustment
Made of light metal and plastic 
	06 nos.
	
	

	20.
	Sets of 22 loose prisms                 (1)
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
 ( made in  france or equivalent)

Set of 22 loose prisms+ filters and carrying case  
	01 no.
	
	

	21.
	                     OPERATION THEATER
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)

Surgical Microscope         (2)
           
· Microscope body with motorized five step magnification changer.
· Motorized fine focusing.
· Motorized XY coupling.
· LED illumination system with red reflex.
· Built in blue barrier filter, retinal protection device.
· Inclined binocular tube.
· Paired eyepieces with dioptric adjustment: 10X.
· Floor stand with power supply and counterbalanced suspension arm.
· Asepsis set				 
· Foot control panel.

	02 nos.
	
	

	22.
	Phaco   
 (Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)  (2)
1- Hexadisq (Six Piezos or six crystal) Ultrasound Phaco Handpiece titanium
2- Easy tips 2.8mm with sleeve
3- Easy tip 2.2mm with sleeve
4- Vacuum up to 600mmHg,flow up to 50 ml/min
5- I/A tubing Reusabel/autoclavable 
6- Tubing System with Integrated Closed Sensor
7- Auto venting and restrictable reflux
8- Bimanual I/A set Titano
9- Control Panel with glass covering
10-3 program memories with “Direct Acess”
11-Easy Phaco function for 1.6, 2.2 and 2.8mm incision
12-Anterior Vitrectomy up to 1200 cuts per minute
13-Electrically Driven SUS Guillotine cutter
14-Titano Diathermy hand piece for Bipolar diathermy 
15-Two years System Warranty
  
	02 no.
	
	

	23.
	Cryotherapy
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND) 
	01 no.
	
	

	24.
	Autoclave
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
  • Inner Chamber Made Of Thick S.S. 
  • Outer Chamber Made Of M.S.  / S. S. Immersion Type Heater,. Lid S. S. and Die Pressed.
  •  Equipped With Pressure Guage, Steam Release Valve And Safety Valves.
  • Pressure Controls By Spring Valves.
  •  Used For Sterilization Under Working Steam Pressure Up to 15 Psi
  • Fitted With Silicon Rubber Gasket Joint less, To Work On 230 Volts A. / C. Only.
  • Foot Liffting Arrangement. 
  Digital Temperature Indicator Cum Controller With Timer
  Water Level Indicator.
   Pressure cut off switch.
 
	02 nos.
	
	

	25.
	Hot air oven                                                                           (2)
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
applicable for temperatures upto 250°C 
The external Body / Frame are made of stainless steel with strong seamless welding and covered with a thick layer of stoved epoxy polyester paint.
 Internal surfaces (including the doors) are manufactured from either aluminum or stainless steel, 
ventilators are provided on both sides of the Hot air oven's wall 
A Digital Microprocessor based PID Temperature Controller come display unit is provided on the top 
The control panel houses a main ON/OFF switch, LOAD ON/OFF Indicator lamps and A Digital Microprocessor based PID Temperature Controller come display unit.
 
	02 nos.
	
	

	26.
	Tono-pen                          (1)
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
Small and light weight
Microstrain guage transducer
Range of measurement of 5-55mmhg
Double sided LCD
1box of ocu film tip covers, carry case, manual dvd.
 
	01 no.
	
	

	27.
	Ceiling  OT Light                               (1)
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
Excellent Shadowless Effect and Focusing Depth
* Stable Electric Performance 
* Adjustable Intensity Adjustment 
* Back-up Bulb changeover system in case of main bulb failure
* High quality Spring Suspension Arm System for effortless adjustment
	01 no.
	
	

	28
	General Anaesthesia Machine    (2)
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
High quality iron frame 
Adult and paediatric application
HD LCD display
Highly precise durable anaesthesia vaporizer
Pneumatically driven electronically controlled
Semi open, semi closef or closed system anaesthetic vaporizer
Having independent anaesthesia ventilator, with IPPV and manual mode
Monitring and alarm function
 
	02 nos.
	
	

	29.
	Oxygen Cylinder
	04 nos.
	
	

	30
	Nitrosoxide cylinder
	04 nos.
	
	

	31
	Fiberoptic Laryngo Scope                       (2)
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
  Single-piece, stainless steel blade
  Bright, white Halogen HPX™ illumination
  Knurled finish 
  Fiber Optic Halogen HPX handles available in both "C" and "AA" sizes 
  Rechargeable handles utilize 2.5 V and 3.5 V nickel-cadmium 
  Batteries guaranteed for two years or more
 
	02 nos.
	
	

	32
	Pulse oxy meter                                  (2)
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
Compact, non-invasive oxygen saturation monitoring unit.  portable pulse oximeter includes a pulse rate monitor and trend data.  It is able to be utilized as a stand-alone unit or as a handheld device. It is a user-friendly compact bedside configuration, large LCD and LED combo display. An audible and a visual alarm are included,  Nellcor-compatible sensor and has a RS-232 output 
	02 nos.
	
	

	33.
	YAG LASER WITH TABLE AND TEACHING AID
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
	Treatment Laser Type
Wavelength
Mode of Operation
Energy
Spot Size
Burst Mode
Pulse Width
Repetition Rate
Yag Laser Offset Shift
Focal Length
Cone Angle
Magnification
Slit Lamp
Aiming Beam Laser
Cooling System
	Nd: YAG
1064nm
Fundamental Q-Switched
Continuously adjustable from 0.2 to 10 mJ
8 microns
1,2 , 3 pulse each burst. 
4 Nano seconds ( Typical )
2.5Hz
Continuously adjustable off upto 500µm, both anterior & posterior around aiming focal plane
107mm
16 °
8.5x, 15x, 25x (3 step)
CSO SL-980
Dual beam 635nm diode continuously variable intensity to 200µm
Air Convection


 
	01 no
	
	

	34.
	Drums for instruments
	06 nos.
	
	

	35
	Instruments Tray 
	10 Nos
	
	

	36
	Cutting instrument for Cataract Surgergy
Titanums, complete set of cataract surgery
	07 nos.
	
	

	37
	Cutting instruments for Retinal surgery
complete set of retinal surgery
	01 no.
	
	

	38
	cutting instrument dcr set
good quality, complete set of DCR surgery
	01 no.
	
	

	39
	Cutting instrument Lid surgery
Good quality instruments for Various  lid surgerys 
	02 nos.
	
	

	40
	Miscleneous cutting instrument
	01 nos.
	
	

	41
	Argon Laser with motorize table and laser lenses
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
LASER SYSTEM				DPSS TRUE CW & SP-MODE
SAFETY CLASSIFICATION			CLASS 4
WAVELENGTH				GREEN (532NM)
POWER OUTPUT			50MW - 2.0W & 50MW - 4.0W (ENT OPTIONAL)
MAX POWER AT CORNEA		2.0W (ENDO, LIO & SLA @ ALL SPOT SIZES)
PULSE DURATION			0.01 - 3.0S
PULSE INTERVAL			0.01 - 3.0S, & CONTINUOUS
SP-MODE SETTINGS	DURATION: 150ΜS-600ΜS (50ΜS INCREMENTS) 
DUTY CYCLE: 7.5%-30% (2.5% INCREMENTS)
PERIOD: 1400ΜS-18500ΜS (50ΜS INCREMENTS)
COOLING				AUTO FAN & TECS FOR LASER & CRYSTAL
TREATMENT SPOT SIZE	50 - 500ΜM CONTINUOUSLY VARIABLE OR STEPPED 
50 - 1000ΜM CONTINUOUSLY VARIABLE (INTEGRATED VERSION)
AIMING BEAM				LASER DIODE 635-650NM, RED 0.1 - < MW
SAFETY CLASSIFICATION			CLASS 2
SLIT LAMP DELIVERY	INTEGRATED TO CSO SL980, SL950, SPOT SIZE ADJUSTABLE FROM 50 TO 1000 MICRONS
SPECIFICATION	5 STEP MAGNIFICATION 6X, 10X, 16X, 25X, 40X FOCAL LENGTH 107MM WITH MICROMANIPULATOR	
ENDO PROBES	STRAIGHT, 30° ANGLED AND ASPIRATING VERSIONS AVAILABLE	
DIMENSIONS (CONSOLE ONLY)	13CM (H) X 36CM (W) X 33CM (D)  5.1" X 14.5" X 12.9"
WEIGHT (CONSOLE ONLY)		12KG , 26.4 LBS
POWER REQUIREMENTS		100‐230 VAC, 50/60 HZ AUTO RANGING
 
	01 no.
	
	

	42
	Laser Lenses 

(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
A. YAG laser Capsulotomy Lens                   (1)
B. Iridotomy/Iridectomy Laser Lens      (1)
C. 135° Indirect Laser Lens                          (1)
135° Indirect Laser Lens. Mid Field Magnification .6x-.7x, Laser Spot Factor 1.4-1.5x, Field of View 118°-137° 

D. OmniView 85 Indirect Laser Lens       (1)
E. Suture Lysis Lens for Anterior Segment   (1)
	05 nos.
	
	

	43
	Keratometer                                  (1)
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
Measurements scale		:	Internal scale.
Corneal radius of curvature	: 	5.5 to 12mm.
Corneal refractive power	: 	28.00 to 60.00 dptr.
Axis of corneal astigmatism	: 	0 to 180.
Primary voltage		: 	110V , 220 V
Power consumption		: 	30W
Power frequency		:   	50/60Hz.  

 
	01 no.
	
	

	44
	Perimetery                           (1)
(Country of origin USA/AUTRALIA/JAPAN/GERMANY/SWITZERLAND)

STIMULATOR SCREEN:
Part hemispherical bowl, radius 30cm, 
TEST FIELDS:
Central 30°: 			100 points
Full 50°: 				164 points
Peripheral 30° – 50°: 		72 points
Macula 10°: 			49 points
Glaucoma 22°/50°: 		104 points
Neurological 50°: 		164 points
Central 22A: 22°/30°: 		45 to 96 points
Flicker 15°/22°: 			74 points
Driving 50°/80°: 			107 points
Binocular 30°/40°: 		21 to 128 points
Binocular Driving Test 160°: 	120 points
STIMULUS SOURCE:
Rear projection light emitting diode
STIMULUS COLOUR:
Pale green - wavelength 565nm, half bandwidth 28nm
STIMULUS SIZE:
Goldmann Size III (0.43°)
STIMULUS INTENSITY:
0.03 –1000 asb in 15 x 3dB steps /
45 x 1dB steps (0.01–383cd/m2)
STIMULUS DURATION:
Adjustable: 0.1 to 9.9 sec. (nom. 0.2 sec)
PATIENT RESPONSE TIME:
· Adaptive to patient speed
· Operator selection of normal or slow ranges
· Adjustable: 0.1 to 9.9 sec (nom. 1.1 sec)
MINIMUM INTER-STIMULUS DELAY:
Adjustable 0.1 to 9.9 sec (nom. 0.4 sec)
BACKGROUND ILLUMINATION:
· 10 asb (3.2cd/m2), automatic level control
· 31.5 asb (10cd/m2) – German driving test

FIXATION METHOD:
‘Heijl-Krakau’ blind spot method. Automatic tracking during test with visual and audible  warning of fixation errors. Video monitoring camera.
STIMULATOR UNIT POWER:
110/220/240 VAC    65VA 50/60Hz
PC MIN REQUIREMENTS:
Compliant to IEC 60950 and powered via medical isolation transformer. Pentium IV, 1GHz, 512 MB RAM, 80GB HD,
2 x USB2 ports*, Windows 2000 /XP. CD or DVD. 17” monitor.
PRINTER:Compliant to IEC 60950, Bubblejet/Laser, Colour/Black & White
BACKUP:Choice of CD ROM/DVD/External HD etc.
	01 nos
	
	

	45
	Ishihara Color Chart                          (1)
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
Ishihara 38 plates 
	01 no.
	
	

	46
	BP Appartus                                     2
Mercury , with moveable stand
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)

	03
	
	

	47
	Ophthalmic Ultrasound for A-Scan Biometry & B-Scan                                                       (1)
(Country of origin USA/FRANCE/JAPAN/GERMANY/SWITZERLAND)

Model compact
B-mode:
· Gain adjustable: from 20 to 110dB
· Dynamic range: adjustable from 25 to 90 dB
· Frequency: 10 MHz
· Focus: 24 to 26 m – 0.09" to 0.1"
· Axialresolution:200 um   
· Lateral resolution: 600 um
Probe:
· Frequency: 11 MHz
· Method: Contact, immersion
· Electronic resolution: 0.03 mm (0.002")
· Depth: 50 mm (2.36")
· Types of measurement: Anterior chamber, lens, vitreous, total length, automatic calculation of the standard deviation, and average, results analysis
· Number of measurements: 10
· Frozen image: auto, auto + save, manual 
Formulas Includes:
· 6 formulas for implant calculation: SRK-T, SRK II, HOLLDAY, BINKHORST-II, HOFFER-Q, HAIGIS
· Post-Op refractive calculation: 
· 6 different methods for keratometry correction and implant calculation: history derived, refraction derived, contact lens method, ROSA regression, SHAMMAS regression, double K / SRK-T (Dr ARAMBERRI’s formula)
· 9 different implant powers for desired ametropia value
With:         Compatible Printer
 
	01 no.
	
	

	48
	Gulco meter
	03 nos.
	
	

	49
	PATHOLOGICAL LABORATORY
Hepatitis B and C Kits 
	01 no.
	
	

	50
	Microscope:                 1
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
binocular microscope with built in light source, halogen bulb, good resolution, mould free lenses.
	01 no.
	
	

	51
	Centrifuge Machine:                    1
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
Speed 3000RPM 
	01 no.
	
	

	52
	ESR Stand , ESR Pipet, Test tube, Slides, Strips, Gram Stainings, Giemsa Stainings etc 
	01 no.
	
	

	53
	Chemistry Analyzer:
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)

Semi automatic, six filter 
	01 no.
	
	

	54
	Oven
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND)
	01 NO.
	
	

	55
	Incubator
(Country of origin USA/UK/JAPAN/GERMANY/SWITZERLAND) 
	01 NO.
	
	

	56
	Culture Plates 
	20 nos.
	
	

	57
	Agar (Blood Agar, Nutrient Agar, Mconki Agar
	01 no.
	
	

	58
	INDOOR
Movable oxygen cylinders with masks and amboo bag
10 LITERS OXYGEN TANK WITH REGULATOR
Capacity: 10L
Use time: up to 6 hrs
Weight: 14kg
Working Pressure: 15Mpa Testing…
Cylinder size: 152x780mm
 
	01 no.
	
	




 






