SCHEDULE – A TO BID

SCHEDULE OF PRICES

	(12’ ft Span Bridge)

	Name of Work:-
	Construction of road from Quba Stop to Dhingano Bozdar to Hadoo Kolhi in Tando Allahyar mile 0/0-2/6 (4.43Km)

	Item No. 
	Description 
	Quantity 
	Unit Rates (Rs)
	Total amount (Rs)

	1
	DISMANTLING 
Dismantling Cement Concrete plain 1:2:4.

	270.0Cft
	3327.50%per cft
	8984.00

	2
	DISMANTLING 

Dismantling brick work in line Cement mortar
	710.0Cft
	1285.63%per cft
	9122.00

	3
	Excavation in foundation of building bridges and other structure i/c dag belling dressing refilling around structure with excavated stuff watering ramming lead upto 100” and lift upto 5 feet (in ordinary soil).


	5571 Cft
	3176.28per %0 cft
	17695.00


	4
	Cement Plaster 1:4:8 brick or stone ballast  1 ½ “ to 2” gauge ratio 1:4:8. 
	1532 Cft
	8694.95per % Sft.
	133207.00

	5
	Pacca brick work ratio 1:4 work in foundation and plinth in cement sand mortar Ratio 1:4.
	3571 Cft
	12501.41per % Cft
	446399.00

	6
	Cement concrete plain including placing, compacting, finishing and curing, complete (including screening and washing of stone aggregate without shuttering ( Ratio 1:2:4)
	659 Cft
	14429.25per % Cft
	95089.00

	7
	Fabrication of mild steel reinforcement for cement concrete including cutting, bending, laying in position, making joints and fastenings including cost of binding wire (also includes removal of rust from bars.)
	
	
	

	8
	R.C.C Work Ratio 1:2:4 Reinforced cement concrete work including all labour and materials except the cost of steel reinforcement and its labour for bending and binding which will be paid separately. This rate also includes all kinds of forms moulds: lifting shuttering curing rendering and finishing the exposed surface (including screening and washing of shingle).R.C.work in roof slab, beams, columns rafts, lintels and other structural members laid in situ or precast laid in position complete in all respects. Ratio (1:2:4) 90 Ibs cement 2 Cft. sand 4 Cft. Shingle 1/8" to 1/4" gauge.
	
	
	

	9
	Erection and removal of centering for R.C.C. or plain cement concrete works of Partal wood ( 2nd class) (a) Vertical
	
	
	

	10
	Cement Plaster 1:3 upto 20.0' height. 1/2" thick.
	
	
	

	
	TOTAL 
	
	
	24267.00


	NOTE: 
	Item/ Quantities/ Rates and amount are estimated provisional and will be corrected 
	

	
	
	
	
	in accordance to the detail working estimate sanctioned by competent authority.
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