CONSTRUCTION OF LINK ROAD FROM VILLAGE MEVALKOT TO WARIS DINO MACHIT ROAL

MILE: 1/4-3/0 (I/C M.STRUCTURE).
BILL OF QUANTITIES

PART-A ROAD WORK

(47 02

Item , Description of Item . Amount
No. iy to be executed at site Rate Unit in Rs.
1 2 3 4 5 6
~|Earth work for road embankment by bulldozers i/c
/ plugging and mixing clod breaking dressing and /

1 oELOG0 Ok compacting with optimum moisture content lead upto 7793.95 P.\()‘“’(, 44§00 /""
100" and lift upto 5.0 in all types of soil except rock Cht ;
compacting upto 85% density as per modified AASHO “
density ;

o Earth work for road embankment by bulldozers i/c /’7 ”"E
/ plugging and mixing clod breaking dressing and /

5 ISR compacting with optimum moisture content lead upto 1= l).U“/f» L3383 /
100" and lift upto 5.0" in all types of soil except rock Cit I
compacting upto 95-100% density as per modified !
AASHO density - 77;

// ]

3 48,946  Cft:

Providing sand cushion i/c supplying & spreading
pit/canal sand of approved quality from approved source
of supply to site of work i/c watering & rolling etc:
complete. Rate includes all costs of materials T&P labour

and carriage upto site of work.

1479.41

P.%

Clt:

Preparing sub-base by supplying and spreading stone metal 1-

// 1/27-2" gauge of approved quality from approved quarry in ‘
/ required thickness to proper camber and grade including hand / / d
A 48946 Cft: packl'n‘g, f‘ﬂlmg void with 20 cft: plt/c‘anal sand .and hn\'%ng A P.“f/k. {041 941 /
plasticity index not more than 6 % suitable quality watering Cft
and compacting to achieve 98-100% density as per modified
AASHO specification. (Rate i/c all cost of materials T&P and '
carriage upto site of work). o /
/ Laying brick on end edging including supply of 9”x 4 12"x3"” // .
~ |1st: class burnt bricks excavation for laying edging with small P.% o /
5 16315 Rit: side parallel to the road.Rate includes all costs of materials &l 2792.48 Cit 155,593

and carriage upto site of work.

Contd:

Pr2



