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Item ‘ Description of Item Amount
Qty's ) Rate Unit o
No. to be executed at site in Rs.
1 2 3 4 5 6

Preparing base course supplying and spreading stone metal of
approved quality of 6” in 2 layers  from approved quarry
properly grade to maximum size of 14" in required thickness i
// of proper camber & grade i/c §/S 15 Cft: screening & non plastic / ,/ g

7

quarry fines filling & depressions with stone metal after initial

< G
6 48,946  Cftrolling including watering & compacting the same so as to| 9436.83 I(tf’ 4,614‘%,:@5.?
achieve 100% density as per modified AASHO specifications
(This i/cs providing and using templates camber plates screen
from as directed).Rate includes all costs of materials T&P and |
carri.age upto site of work. |
" |Providing 1st: coat of surface dressing on or new existing / e
/ surface with 30 Ibs: bitumen 80/1 OQ penetration and 4.0 P %/
7 97,891 Sft:|cft: cursh bajri of 8” to %4~ guage including cleaning the| 1664.23 Sf’t: 1,629,131
road surface rolling etc: complete.Rate includes all costs of
materials T&P labour & carriage upto site of work.
|Providing 1" thick consolidated premixed carpet in proper
/" |lcamber and grade i/c supplying of 10 cft: Bajri 4.0 cft: Hill
/ sand of approve quality and garde and Bitumen 67 Ibs: of / Pfi/m/ /
8 97,891  Sft:|80/100 penetration i/c mixing in mechanical mixture in| 4629.14 - 4,531,511
required proportion i/c heating the materials and cleaning
the road surface. (Rate i/cs all cost of material T&P and :
carriage upto site of work). :
TOTAL 24,754,567 /
% Above / Below on the rates of CSR. ’
Amount to be added / deducted on the
Total Rs. -
Diff: Cost of Bitumen (1st: Coat) -) Rs. /
Ditf: Cost of Bitumen (1" Asphalt) () Rs. 794,728
G.Total ‘ Rs.

Total Amount in words.

Note:- No premium shall be allowed on different cost of Bitumen.
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