CONSTRUCTION OF ROAD FROM LARKANA RASHEED WAGGAN ROAD @ NAZAR MUHATL A
ALONGWITH SIM NALA (BOTH SIDES) TO MURAD SHAH MILE: 1/2-3/4

(I/C M.STRUCTURE)
BILL OF QUANTITIES

PART-A ROAD WORK
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1,050,000 Cft:

Earth work for road embankment by bulldozers i/c

plugging
compacting with optimum moisture content lead upto

and mixing clod breaking dressing and

100" and lift upto 5.0" in all types of soil except rock
compacting upto 85% density as per modified AASHO

density
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538,402 Cft:

Harth work for road embankment by bulldozers i/c

plugging

compacting with optimum moisture content lead upto

and mixing clod breaking dressing and

100" and lift upto 5.0" in all types of soil except rock
compacting upto 95-100% density as per modified
AASHO density
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110,128 Cft:

Providing sand cushion i/¢c supplying & spreading
pit/canal sand of approved quality from approved source
of supply to site of work i/c watering & rolling etc:
complete. Rate includes all costs of materials T&P labour

and carriage upto site of work.
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182,812 Cft:

/
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TPreparing sub-base by supplying and spreading stone metal 1-
122"

required thickness to proper camber and grade including hand

gauge of approved quality from approved quarry in

packing, filling void with 20 cft: pit/canal sand and having
plasticity index not more than 6 % suitable quality watering
and compacting to achieve 98-100% density as per modified
AASHO specification. (Rate i/c all cost of materials T&I” and

carriage upto site of work).

7435.17

€3]

(

24,473 iﬂ:

Laying brick on end edging including supply of 97x 4 15"x3”
Ist: class burnt bricks excavation for laying edging with small

side parallel to the road.Rate includes all costs of materials T&P

and carriage upto site of work.
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2729.96
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Rn:
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