BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance of the
Bidding Documents).

-ﬁq.

(a). Name of Procuring Agency: Executive Engineer (Edu:Works) N.Feroze

(b)..Brief Description of Works: CONSTRUCTION OF ONE _ADDITIONAL CLASS ROOM FOR
EXISTING PRIMARY SCHOOL AT GPS ALLAH WASAYO UNAR
TALUKA MEHRABPUR.

(c).Procuring Agency’s address: Near DC House N.Feroze.
(d). Estimated Cost:- 800000/-

(e). Amount of Bid Security:- 2% (Fill in lump sum amount or in % age of bid
amount /estimated cost, but not exceeding 5%)
(f).Period of Bid Validity (days):- 30 Days (Not more than sixty days).

(g).SecurityDeposit :-( including bid security): 10% (in % age of bid amount

/ estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bilis:- 10.50%.
(i). Deadline for Submission of Bids along with time:- 23-02-2017 (2:00PM)

(i)- Venue, Time, and Date of Bid Opening:- XEN Office dated: 23-02-2017
on 3:00 PM )

(k). Time for Completion from written order of commence: - 12 Months

(L).Liquidity damages:- (0.05 of Estimated Cost or Bid

cost per day of delay, but total not exceeding 10%).

(m). Deposit Receipt No: Date: Amount: (in words and figures)

(Executive Engineer/Authority issuing bidding document)

EXECUTI
EDUCATIO ORKS DIVISION
HAHRO FEROZE




SCHEDULE “B”

ME OF SCHEME:-CONSTRUCTION OF ONE ADDITIONAL CLASS ROOM FOR EXISTING
FRIMARY SCHOOL AT GFS ALLAH WASAYO UNER TALUKA MEHRABPUR DISTRICT
NAUSHAHRO FEROZE

sNO ITEM OF WORK oTY RATE UNIT AMOUNT

Excavation in foundation of building bridges and other structures i/c dag belling

dressing refilling around the structure with excavated earth watering and ramming
Lead upto 5 feet

720.0 3176/25 Yooclt RS:-2287/-

Cement concrete brick or stone ballast 12 to 2”guage ratio 1.5.10.

361.0 8694/95 Yosft RS:-31389/-
Damp prouf course with cement sand shingle concrete 1.2.4. including two coats
Of asphaltic mixture :

3”Thick

127.0 4982/18 Yosft RS:-6327/-
Pacca brick work in foundation and plinth in cement sand mortar ratio 1.6.

749.0 11948/36 Yocft RS:-89493/-
R.C.C.Work in all labour and material except the cost of steel reinforcement and its
labour for bending and binding which will be paid separately .This rate also includes all
Kinds of forms moulds lifting shuttering curring rendering and finishing the exposed
Surface including screening and washing of shingle (a) R.c.c. work in roof slabs,beams,
Coloumns rafts lintels and other structurel members laid in situ or pre cost laid in position
completed in all respects ratio 1.2.4.

14.0 337/- P:cft RS:-4718/

h

Fabrication of Milled Steel reinforcement for cement concrete i/c cutting bending And
binding laying in position making joints and fastenings i/c also removal of rust from Bars

0.625 5001/70 P:cwt RE&:-3013/-

Filling Watering and ramming earth in floors with surplus earth frem foundation lead
upto one chain and lift upto 5 feet

480.0 1512/50 Yoocft RS:-726/-

Filling watering and ramming carth under floor with new earth excavated from out
Side lead upto one chain and lift upto 5 ft

9031.0 3630/- Yeocft RS:-32782/-

Pacca Brick wotk in Ground floor in cement sand mortar ratio 1.6.

679.0 12674/36 Yosft RS:-86059/-




19.

Page NO:02/-
Providing and fixing G:I: frames/chowkats of size 7°x2”or 4 %2 x3” door using 20 guage
G.Lsheet i/c welded hinges and fixing at site with necessary hold fasts filling with cement
Sand slurry of ratio 1.6. and repairing the jambs .The cost also i/c all carriage of tools and
Plants used in making and fixing

18.0 228/90 P:Rft RS:-4120/-
(B)Windows

51.0 240/50 P:Rft RS:-12266/-
Ist Class deodar wood wrought joinery in doors and windows etc fixes in position
Including chowkats hold fasts hinges iron tower bolts chocks cleats handles and cords
with hocks etc deodar paneled and glazed or fully glazed (b)1-3/4”thick

53.0 902/93 P:Sft RS:-47855/-
Supplying and fixing Girder at site

1212.0 3850/- P:Cwt RS:-41661/-
Supplying and fixing T.Iron at site of work

1016.0 3575/- P:Cwt RS:-32429/-

Providing and fixing Deodar Almirah 9”x 12” Depth including boxing with back
Shelves shutters brass fittings complete

17.0 1778/50 P:Sft RS:-30235/-
Second Class Tile roofing consisting of 4” earth and 1 “mud Plaster with gobri
Leeping over 2” thick cement plaster 1.6 with 341bs hot bitumen coating sand blinded
Over one layer of 12”x6”x2” tiles laid in 1.6. cement mortar including 1.2 cement pointing
Under neath of tiles complete including curring ete

543.0 7607/25 Yosft RS:41307/
Cement plaster 1,6 upto 20” height '2” thick

1479.0° 2206/60 Yosft RS:-32635/-
Cement plaster 1.4. upto 20” height 3/8” Thick

1447.0 2197/52 %SFT RS:-32501/-
Notice Board Made with cement sand

32.0 58/11 % Sft RS:-1863/-
Extra Labour rate for making cement Plaster pattas /band around straight of carved
Openings and around edges of roof slabs the width not less than 6” with fine finshing

As directed by Engineer Incharge (S..NO:35 Page NO:54)

128.0 19/36 P:Rft RS:-1440/-




Page NO:03/-
Preparing and painting Doors and windows any type three coats

106.0 2116/41 %Sft RS:-2243/-
Cement Pointing stricking of joints on walls ratio 1.2.

500.0 1287/44 = %Ysft RS:-6437/-

Providing and laying 1”Thick topping cement concrete 1.24 i/c surface finishing and
Dividing into panels

2”Thick

460.0 - 3275/50 Yo Sft RS:-15067/-
Cement Plaster 1.4 upto 20”height %”Thick

44.0 3015/- Yosft RS:-1327/-
Supplying and fixing in position iron/steel grill % x1/4”size flat iron of approved
Design including painting three coats etc complete weight not to be less than 3/7 1bs sq
Foot of finished grill

28.0 180/50 P:Sft RS:-5054/-
White washing of three coats

28.0 829/95 Yosft RS:-3818/-
Colour Washing of two coats

2075.0 859/90 Yosft RS:-17843/-

TOTAL RS:-5,52,670/-

CONTRACTOR EXECUTIVE ENGINEER
EDUCATION WORKS DIVISION
NAUSHATIRO FEROZE




