
Description     Unit

01.

No. Each Rs. 3000000.00

Rs. 0.00

Rs. 3000000.00

Rs. 3000000.00

_____________________________________________________________________________________

CONTRACTOR DEPUTY CONSERVATOR WILDLIFE

HYDERABAD DIVISION 

basis of premium quoted Total (b)

Total a + b Rs. (a) ____________________ Rs. (b) _______________ = Rs. ________________________

Fabrication ____________________     % Above Rs _______________ Total Amount Rs ______________

Marble / Tile _____________________ % Below Rs _______________ Total Amount Rs ______________

Total  Rs. _________________

Total (A) = a+b In words & fiqure __________________________________________________________

G.Total

Total N.S.I

2.0 Rs. 1500000.00

__________________ % Above / Below on the Rates of CSR Amount to be added / deducted on 

Quantity Rate

Total S.I

Schedule B (Civil)

Amount

Providing floating room as per following specification (M.R)                                                                                                      

• Erection of Polyester Glass Fiber Portable Cabin for mounting on Water Mounds

• Size: 1828mm x 1828mm x 2133mm (L x W x H)

• Prime Quality Polyester Thalic Resin of GP grade to be used

• Color of room to be built-in pigmented of German Quality

• Glass Fiber to be used of imported quality

• Finishes Coat to be applied on the rough side of Glass Fiber

• Roof to be made of Glass Fiber Conical Design using the prime quality Raw-Material

• Roof to be cantilevered 150mm on each side

• Aluminum Sliding Glass windows of 915mm x 610mm (L x H)  to be made on all three sides

• Glass Fiber door with prime Quality hinges of 230mm and Lock on both inner and outer side

• Glass fiber will be fixed on MS frame pipe of 38mm x 38mm x 16G with Aluminum Blind Rivets

• Corners of Glass fiber room to be finished with Glass Fiber Angles

• Room will be mounted on a Floating Mounds Made of Glass Fiber

• Size of Floating Mound 3660mm x 3660mm (L x W)

• Floor of Mound to be in checkered design non-slippery

• Safety Grills to be erected on all sides of 762mm H of circular pipe 38mm dia

• Base of mound to be injected with Anti-sinking material

• All MS Material used in the base of mound to be coated with Polyester glass fiber

Providing and fixing of Solar Panel along with frame 150x2=300 watt (German Make or equivalent) complete with dry 

battary 150 Amp, 12 volts, internal & external wiring etc complete as per directions of Engineer Incharge.

Providing and fixing of wall bracket fan.

Providing and fixing of LED lights 12 -18 watt including all accessories as required.

Construction of floating room (2 Nos) @ Haleji Lake District ThattaName Of Work


