. "
Phohie No: 0726-9201806
Office of the Executive Engineer Education
Works Division
Shikarpur

Ve O (434 f/g of M7,
Shikarpu, Dated 7 3 2017

Sealed Tenders on standard Indding documents are invited from interested contractors
firms / parties required as per SPPRA Rules 2010, for the following works

S.No: Name of Work Estimated Cost Earnest Money | Tender Fee | Time Allowed |
| ! | | |
Separate list Attached
| The Blank Tender forms can be obtained from the office of the undersigned on payment ol tender
fee shown agamnst each work |

) I'he bank tender forms will be issued from the date ol publication of this N_I_'i L}[)t-\ﬁ_-ﬂz'.é.ml?'al
2:00 pm and will be received back on 28:3:200% &1 3.00 pm and opened on same day al 3:00 pm

in presence ol all intending contractors and tendering committee

llarnest Monev as shown agaimnst each work should be deposited in favour of undersigned from any

scheduled bank & call deposit must be attached with tender in envelop as SPPRA Rules —
1 The undersigned or the authonty competent to accept the tenders reserve the right to reject any or

all tenders as per SPPRA rules 2010

) Contract documents, estimates, drawings and design and specification etc can be seen in the office
ol the undersigned on any working day during office hours, - -
6 | The contractor will have to produce the following Documents while submitting the tender

documenis

ineering Council ending upto December 2017
rtificate 1s required as per amount of(Category)mentioned

|. Registration certificate with Pakistan
2. The Pakistan kkngineering

in the N.1.T
3. The bidders should produce registration with Sindh Revenue lloard in light of SPPRA

Rule 2010 amended rule 16 (1) (in) of 2014, |
I Registration with Income Tax Department (NTN Certificate) copy of N.1.C at the time

of submission bids,

. N.T.N Certificate

3. Undertaking on athdavit thar
1

r Council Ce

n s not involved in any lingation or abandoned any

work in the Departmen

No conditional tender will by

Al be

5 If any hohiday 1s announced by the Government on the dates stated above, the tenders
issued, receved back and opened on next working day,

e issued
3:00 pm,

9 In  case any ol the works remains  un-responded,  the tenders  will
upto_10.4.2017 at 2:00 pm and will be receved back and opened on_11.4.2017
Note:- Thus N.L'T. can be seen on SPPPRA Web site at www_.p_pra.sind_h.go

y EER
JON WORKS DIVISION
Copy FWC's to the: SHIKARPUR
Copy with Seven copies to Director Intormationt Advertisement jPublic RelatiotMepartiment. Govi:of Sindh

Karachi.for Publish only Three Leading Newspapers

Directon( A& F)Sindh Public Procurenment Repulatons. Authority.Government ol Sindh Karachi.
Deputy Commissioner Officer Shikarpun

Chiel Engineer Education Works Sukkur for lavour ol information,

Superintending ngineer ducation Works Circle Larkana for favour of information.
Superntending Engineer Education Works Circle Larkana for favour of information.

Executive Engmeer Buildings/Highwavs Division arpur, for wide pubhacity

Assistant Engineer Kducation Works Sub Division Shikarpur, Lakhi Khan ", Gargh Yasin,

I'he Notice Board / Drawing Branch

NECUTINE ENGINEER

207D
/0~03 -/

(| A LION WORKS DIVISION
SHIKARPUR




Sr:No:/
ADP:No:

1/184

21213

31223

4/245

5/330

LIST OF LOCATION
Estimated
Costin
Million

Name of Scheme/Location Taluka

PROVINCIAL ADP SCHEME
REHABILITATION,IMPROVEMENT,RENOVATION
AND PROVISION FOR MISSING FACILITIES IN
EXISTING PRIMARY/ELEMENTARY SCHOOLS OF
DISTT:SHIKARPUR(2016-17-PROG)(11 UNITS)

1. GBPS Walisabad Bado Garhi Yasin 4.500
2. GCMPS Panhwar Bhutta) Garhi Yasin  4.800
(M.Build.& C/Wall)
3. GBPS Ujan(M.Build:& C/Wall) Garhi Yasin  3.900
4. GBPS Abdul Sattar Thaheem Garhi Yasi 2.500
5. GBPS Shah Qulipur Lakhi 2.600
6. GBPS Ruk Lakhi 3.000
7. GBPS Garhi Dakho Khanpur 3.200
8. GBPS Sher Ali Jatoi Khanpur 3.000
9. GGPS Booja Napar Shikarpur 2.800
10. GBPS Nawab Khan Pathan Shikarpur 3.000
11. GBPS Khuda Bux Mastoi Shikarpur 3.000

CONSTRUCTION OF BUILDING FOR SHELTERLESS
PRIMARY SCHOOLS DISTRICT SHIKARPUR
(2016-17-PROGRAMM)(04 UNITS)

1. GBPS Sahib Khan Dakhan Shikarpur 3.300
@ Pir Bux Lehi

2. GBPS Mir Khan Rind Garhi Yasin  3.300

3. GBPS Waryam Khan Shar Lakhi 3.300

4. GBPS Malhi Soomra @ Khanpur 3.000

Mehboob Khuharo

UP-GRADATION OF PRIMARY SCHOOL TO MIDDLE
SCHOOLS AT LARKANA DIVISION (2016-17-PROGM)
(04 UNITS)

1. GBPS Mugheem Khan Jaferi
2. GBPS K.B Allah Bux Soomro

8.000
8.000

Shikarpur
Khanpur

REMAINING WORK,CONSTRUCTION/RE-CONTT:
OF ELEMENTARY COLLEGE AT SHIKARPUR
(2016-17-PROGRAMM)(01 UNITS)

1. Elementary College Shikarpur Shikarpur 24.600
REHABILITATION,IMPROVEMENT,RENOVATION

AND PROVISION FOR MISSING FACILIITES IN
EXISTING SECONDARY/HIGHER SECONDARY
SCHOOLS OF DISTRICT SHIKARPUR
(2016-17-PROGRAMM)(05 UNITS)

1. GBHSS Madeji Garhi Yasin 6.000
2. GBHS Mirzapur Garhi Yasin 7.800
3. GBHS Lakhi Lakhi 4.200
4. GGHS Siddique Mari Shikarpur

5. GBHS Jhali Kalwari Lakhi 2.800

Earnest

0.225
0.240

0.195
0.125
0.130

0.150
0.160

0.150

0.140
0.150
0.150

0.165
0.165

0.165
0.165

0.400
0.400

1.230

0.300
0.390
0.210

0.140

' Tender
Feein
Rupees

3,000
3,000

3,000
3,000
3,000
3,000
3,000
3,000
3,000
3,000
3,000

3,000
3,000

3,000
3,000

3,000
3,000

3,000

3,000
3,000
3,000

3,000

' Time

15 Months
15 Months

15 Months
15 Months
15 Months
15 Months
15 Months
15 Months
15 Months
15 Months
15 Months

15 Months
15 Months

15 Months
15 Months

15 Months
15 Months

15 Months

15 Months
15 Months
15 Months

15 Months




' ~ LIST OF LOCATION

St:No:/ - Estimated | Earnest | Temder | Time
ADP-No:  Name of Scheme/Location Taluka  Costin  Moneyin | Feein Allowed
Million Miillion  Rupees

REHABILITATION & PROVISION OF MISSING

6/432
FACILITIES IN EXISTING COLLEGES OF LARKANA
DIVISION(2016-17-PROGM)(02 UNITS)

1. CA&S(B) Degree College Shikarpur Shikarpur 7.700 0.385 3,000 15 Months
Shikarpur 9.400 0.470 3,000 15 Month

2. Girls Degree College Shikarpur

DISTRICT ADP SCHEME
7/2316 REHABILITATION OF BUILDING FOR EXISTING

GIRLS SECONDARY SCHOOL OF TAL:& DISTT:

SHIKARPUR(2010-11-PROGMM)(01 UNIT)

1. GGHS Shikarpur(R/Work) Shikarpur 7.500

XECUTIVE ENGINEER
E TION WORKS DIVISION
\ SHIKARPUR
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GOVERNMENT OF SINDH'
EDUCATION & LITERACY DEPARTMENT
Karachi, date the 27-10-2015

NOTIFICATION

N( .SO(G) EDU/E&A/PRO-EW(SHP)/14-15: In pursuance of Rule — 7 of the Sindh Public Procurement
Rules, 2010, a Departmental Procurement Committee comprising of following Officers for procurement
of works for Education Works Division Shikarpur working under Administrative Control of Education &
Li: racy Department to be procured under ADP / Regular Budget / SNE of Education Departimnent is

i . corstituted as under:-

S -

N

% |
L, Executive Engineer (Education Works) Chairman
Education Works Division, Shikarpur
Education & Literacy Department

. Assistant Engineer Member
Provincial Highway Shikarpur
Works & Services Department
3. Assistant Engineer Member
Education Works sub Division Shikarpur
Education & l.iteracy Department
ToRs
s Preparing bidding documents;
@ Carrying out technical as well as financial evaluation of the bids;
¢ Preparing evaluation report as provided in Rule 45 of SPPRA 2010;
o Making recommendations for the award of contract to the competent authority; and
- Perform any other function ancillary and incidental to the above.
- DR. FAZLULLAH PECEUHO -
SECRETARY TO GOVT. OF SINDH
NO.50(G) EDU/E&A/PRO-EW(SHP)/14-15: Karachi, date the 27" October, 2015

A copy 1s forwarded for information & necessary action to:-

All Members of the Committee.
The P.S. to Senior Minister, Education & thcrdcy Department, Govt. of Sindh, Karachi.
5. The P.S to Secretary, Education & Literacy Department.
4 - The P.S to Secretary, Works & Services Department, Karachi.
& Office Order File

Y DEPUTY
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it EDU/E&APRO-ENICRCY 1415

FENNMIICN T OF SINDT

EDUCATION B LITESAL ‘."’.31 PARTMENT |

Karzchi, date th- 28 0a-2025

AT

Departmentsl Complainr Redressal Commuttee Comprising
vor fiiated g5 wnder to resolve complaint’s of aggrieved biddors:-

Superintendent Engineer (Education Works)
of carcerned Education Works Circle
Education & Literaey Department

Representative  of District  Account Officer

Accountant General, Sindh

Representative of Head of procuring Agency
Jrolessional from relevant Aeld conceming)

o pertorm according to Rule - 31 of SPPRA,

In pursuance of Ruie — 31 of tha Sindh Publ

o]

ocurement

of .'f-(‘“-')“""r’.t-: Oificers i3

i
A - -
Membpe

Member

0

204

srform any other function ane tlary an c‘mcmcnt;ﬂ tey the shove.

EAPRO-EW(CRCY14-75:

forwarded for nfomatan & necessary action
f the Comunitltee

Secretary. Edwation & [ teracy Dezartment.

ECRETARY EDTIC 2
1O GOVY, OF 81N

<arach, dalo the 28

LI
shd,

ATION




& ; ANNUAL PROCUREMENT PLAN FOR THE YEAR 2016-1

L

IN RESPECT OF EDUCATION WORKS DIVISION SHIKARPUR

FUNDS
QUANTITY SOURCE
S.No:/ ALLOCATION PROCURING TIME OF
DESCRIPTION OF PROCUREMENT WHERE OF REMARKS
ADP No: APPLICABLE FOR THE YEAR FUNDING METHOD |PROCUREMENT]
2016-17
1 2 3 4 5 6 7 8
PROVINCIAL ADP SCHEME
1/184 REHABILITATION IMPROVEMENT RENOVATION AND PROVISION 5e00(M) S.E Edu National

FOR MISSING FACILITIES IN EXISTING PRIMARY/ELEMENTARY E ducation Compitative
SCHOOLS OF DISTT.SHP:(2016-17-PROGMM)(11 UNITS) Works bidding single
1. GBPS Walisabad Bado Tal:Garhi Yasin As per BCQ Circle stage one 15 Months Tender invited
2. GCMPS Panhwar Bhutta Tal:Garhi Yasin As per BOQ Larkana envelope 15 Months Tender invited
3. GBPS Ujan Taluka Garhi Yasin As per BCQ 15 Months Tender invited
4 GBPS Abdul Sattar Thaheem Tal G Yasin As per BOQ 15 Months Tender invited
5 GBPS Shah Qulipur Tal Garh: Yasin As per BOQ 15 Months Tender invited
6. GBPS Ruk Taluka Lakhi As per BOQ 15 Months Tender invited
7. GBPS Garhi Dakho Taluka Khanpur As per BCQ 15 Months Tender invited
8 GBPS Nawab Khan Pathan Tal Shikarpur As per BOQ 15 Manths Tender invited
9. GGPS Booja Napar Taluka Shikarpur As per BOQ 15 Months  Tender invited
10. GBPS Sher Ali Jator Taluka Khanpur As per BOQ 15 Months Tender invited
11 GBPS Khuda Bux Mastoi Taluka Shikarpur As per BOQ 15 Months Tender invited

Page 10of 1
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~ ANNUAL PROCUREMENT PLAN FOR THE YEAR 2016-17

IN RESPECT OF EDUCATION WORKS DIVISION SHIKARP

o

—— — .,

s

FUNDS
QUANTITY SOURCE
S.No:/ ALLOCATION PROCURING TIME OF
ADP No: DESCRIPTION OF PROCUREMENT WHERE FOR THE YEAR OF METHOD |PROCUREMENT REMARKS
APPLICABLE FUNDING
2016-17
1 2 3 4 S 6 7 8
2/213 CONSTRUCTION OF BUILDING FOR SHELTERLESS PRIMARY 5¢00(M) S.E Edu: National
SCHOOLS DISTT:SHIKARPUR(2016-17-PROGM){4 UNITS) E ducation Compitative
1. GBPS Sahib Khan Dakhan @ Pir Bux Lehi Tal:Shikarpur As per BOQ Works bidding 15 Months  Tender invited
2. GBPS Mir Khan Rid Taluka Garhi Yasin As per BOQ Circle single stage 15 Months  Tender invited
3. GBPS Waryam Khan Shar Taluka Lakhi As per BOQ Larkana oneenvelope 15Months Tender invited
4. GBPS Malhi Soomra @ Mehboob Khuharo Tal:Khanpur As per BOQ 15 Months  Tender invited
3/223 UP-GRADATION OF PRIMARY SCHOOL TO MIDDLE SCHOOL 5e00(M)
AT LARKANA DIVISION(2016-17-PROGMM)(04 UNITS) i
1. GBPS Mugheem Khan Jaferi Tal:Shikarpur As per BOQ 15 Months  Tender invited
2. GBPS K.B.Allah Bux Soomro Tal:Shikarpur As per BOQ 15 Months  Tender invited
4/245 REMAINING WORK,CONSTRUCTION/RE-CONSTRUCTION 8.00( M
OF ELEMENTARY COLLEGE AT SHIKARPUR(2016-17-PROG) 8400(M)
1. Elementary College Shikarpur As per BOQ 15 Months  Tender invited
5/330 REHABILITATION,IMPROVEMENT,RENOVATION & PROVISION
FOR MISSING FACILITIES IN EXISTING SECONDARY /HIGHER 0e750(M)
SECONDARY SCHOOLS OF DISTRICT SHIKARPUR
(2016-17-PROGRAMME)(05 UNITS)
1. GBHSS Madeji Taluka Garhi Yasin As per BOQ 15 Months  Tender invited
2. GBHS Mirzapur Taluka Garhi Yasin As per BOQ 15 Months Tender invited
Page 1 of 1
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oA ’ ___IN RESPECT OF EDUCATION WORKS DIVISION SHIKARPUR |
FUNDS
QUANTITY SOURCE
S.No:/ ALLOCATION PROCURING TIME OF
DESCRIPTION OF PROCUREMENT WHERE OF REMARKS
ADP No: APPLICABLE FOR THE YEAR FUNDING METHOD [PROCUREMENT]
2016-17
1 2 3 4 5 6 7 8
5/330 3. GBHS Lakhi As per BOQ 0750 S.E Edu: National 15 Months  Tender invited
4. GGHS Siddique Mari Taluka Shikarpur As per BOQ E ducation Compitative 15 Months  Tender invited
5. GBHS Jhali Kalwari Taluka Lakhi As per BOQ Works bidding 15 Months  Tender invited
6/432 REHABILITATION & PROVISION OF MISSING FACILITIIN EXISTING 5+00(M) Circle single stage
COLLEGES OF LARKANA DIVISION(2016-17-PROGM)(2 UNITS) Larkana one envelope
1. Govt:(B)C&S Degree College Shikarpur As per BOQ 15 Months  Tender invited
2. Govt:(G)Degree College Shikarpur As per BOQ 15 Months  Tender invited
7/12316 DISTRICT ADP SCHEME DC
REHABILITATION OF BUILDING FOR EXISTING GIRLS Shikarpur 15 Months Tender invited

SECONDARY SCHOOL OF TALUKA & DISTT:SHIKARPUR
(2010-11-PROGRAMME)(01 UNIT)
1. GGHS Shikarpur(R/Work) As per BOQ

15 Months Tender invited

15 Months Tender invited

XECUTIVE ENGINEER
E TION WORKS DIVISION
SHIKARPUR

Page 1 of 1




INSTRUCTIONS TO BIDDERS

(Note: These Instructions to Bidders along with bidding data will not be part of the Contract
and will cease to have effect once the contract is signed.)

A. GENERAL
IB.1  Scope of Bid

1.1 Procuring agency as defined in the bidding data hereinafter called “the procuring
agency” wishes to receive bids for the construction and completion of works as
described in these bidding documents, and summarized in the bidding data hereinafter
referred to as the “Works™,

1.2 The successful bidder will be expected to complete the works within the time
specified in Appendix-A to Bid.

IB.2 Source of Funds

2.1 Procuring agency has received/allocated/] applied for loan/grant/ Federal/
Provincial/Local Government funds from the source(s! indicated in the bidding data
in various currencies towards the cost of the project /scheme specified in the bidding
data, and it is intended that part of the proceeds of this loan/grant/funds will be
applied to eligible pavments under the contract for which these bidding documents are

issued.

IB.3 Eligible Bidders

s

This Invitation for Bids is open to all interested bidders who are eligible under
provisions of Sindh Public Procurement Rules as mentioned below and the criteria
given in the Notice Inviting Tender (NIT)/ Bidding Document.

Firms and individuals, national or international. may be allowed to bid for any project
where international competitive bidding is feasible. Any conditions for participation
shall be limited to those that are essential to ensure the bidder’s capability to fulfill the
contract in question.

(a) Bidders may be excluded if;

(1) as a matter of law or official regulations, commercial relations are
prohibited with the bidder’'s country by the federal
government in case of ICB, or

(i1) a firm is blacklisted/ debarred by the procuring agency and the matter
has been reported to the Authority, subject to Rule 30 of Sindh Public
Procurement Rules 2010.

(7)
EXECUTIVE ENGINEER

CATION WORKS Divis;
MSHIKAR UR. -




(b) Government-owned enterprises or institutions may participate only if they can
establish that they are;

(1) legally and financially autonomous, and

(i1) operate under commercial law.

Provided that where government-owned universities or research centers in the
country are of a unique and exceptional nature, and their participation is
critical to project implementation, they may be allowed to participate; and

Bidders shall include all those contractors who are registered or incorporated
in Pakistan, irrespective of the nationality of their owners and professional
staff, or

(c) Bidders are:-

(i) pre-qualified with procuring agency for particular project/scheme:

(ii) registered with Pakistan Engineering Council in particular category
and discipline.

(11i)  registered with relevant tax authorities (income/sales tax, wherever
applicable)

IB.4 One Bid per Bidder

4.1 Lach bidder shall submit only one bid either by himself, or as a partner in a joint
venture. A bidder who submits or participates in more than one bid (other than
alternatives pursuant to Clause IB.16) will be disqualified.

IB.5 Cost of Bidding
The bidders shall bear all costs associated with the preparation and submission of

their respective bids, and the procuring agency will in no case be responsible or liable
for those costs, regardless of the conduct or outcome of the bidding process.

thn

IB.6 Site Visit

6.1 I'he bidders are advised to visit and examine the site of works and its surroundings
and obtain all information that may be necessary for preparing the bid and entering
into a contract for construction of the works. All cost in this respect shall be at the
bidder’s own expense.

J

6.2 The bidders and any of their personnel or agents will be granted permission by the
procuring agency to enter upon his premises and lands for the purpose of such
inspection, but only upon the express condition that the bidders, their personnel and
agents, will release and indemnify the procuring agency, his personnel and agents
from and against all liability in respect thereof and will be responsible for death ¢
personal injury. loss of or damage to property and any other loss. damage, costs

(8)

EXECUTIVE ENGINZER

CATION WORKS DIVISION

\\}__?(HIKARPUR.




expenses incurred as a result of such inspection.

B. BIDDING DOCUMENTS
IB.7 Contents of Bidding Documents (SSP RULE 21)
7.1 I'he bidding documents, in addition to invitation for bids, are those stated below and

should be read in conjunction with any addenda issued in accordance with
Clause IB.9.

a. Instructions to Bidders.

b Bidding Data.

¢ General Conditions of Contract, Part-1 (GCC).
d. Special Conditions of Contract, Part-11 (SCC)
€ Specifications.

f Form of Bid and Appendices to Bid.

Bill of Quantities (Appendix-D to Bid).

i

h. Form of Bid Security.
I Form of Contract Agreement.
] Forms of Performance Security, Mobilization Advance Guarantee, Integrity
Pact and Indenture bond for secured advance.
ks Drawings.
1.2 l'he bidders are expected to examine carefully the contents of all the above

documents. Failure to comply with the requirements of bid submission will be at the
bidder's own risk. Pursuant to Clause IB.26, bids which are not substantially
responsive to the requirements of the BD will be rejected.

IB.8 Clarification of Bidding Documents (SSP RULE 23(1)):

Any interested bidder requiring any clarification(s) in respect of the bidding
documents may notify the procuring agency in writing at the procuring agency’s
address indicated in the Invitation for Bids/NIT. Procuring agency will respond to any
request for clarification provided they are received at least five calendar days prior to
the date of opening of bid.

Provided that any clarification in response to query by any bidder: shall be
communicated to all parties who have obtained bidding documents.

IB.9 Addendum/Modification of Bidding Documents:

9.1 At any time prior to the deadline for submission of bids, the procuring agency may,
for any reason. whether at his own initiative or in response to a clarification requested
by a interested bidder, modify the bidding documents by issuing addendum.

9.2 Any addendum thus issued shall be part of the biddine documents pursuant to sub-
clause IB 7.1 hereof and shall be communicated in writing to all bidders. Interested
bidders shall acknowledge receipt of each addendum in writing to the procuring

agency.

9.3 l'o afford bidders reasonable time in which to take an addendum into account A4
(9)
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preparing their bids. the procuring agency may extend the deadline for submission of
bids in accordance with 1B.20

C. PREPARATION OF BIDS

IB.10 Language of Bid

10.1  The bid and all correspondence and documents related to the bid exchanged by a
bidder and the procuring agency shall be in the language stipulated in the bidding data
and Special Conditions of the Contract. Supporting documents and printed literature
furnished by the bidders may be in any other language provided the same are
accompanied by an accurate translation of the relevant parts in the bid language, in
which case, for purposes of evaluation of the bid, the translation in bid language shall
prevail.

IB.11 Documents Accompanying the Bid
1.1 Each bidder shall:

(a) submit a written authorization on the letterhead of the bidding firm,
authorizing the signatory of the bid to act for and on behalf of the bidder;

(b)  update the information indicated and listed in the bidding data and previously
submitted with the application for prequalification, and continue to meet the
minimum criteria set out in the prequalification documents, which as a
minimum, would include the following :

(1) [vidence of access to financial resources along with average annual
construction turnover;

(1) Financial predictions for the current year and the following two years,
including the effect of known commitments;

(1) Work commitments since prequalification;
(iv)  Current litigation information; and

(v) Availability of critical equipment.

A rld

(c) furnish a technical proposal taking into account the various Appendices to Bid
specially the following:

Appendix-E to Bid Proposed Construction Schedule
Appendix-I to Bid Method of Performing the Work
Appendix-G to Bid List of Major Equipment

Appendix-K to Bid Organization Chart for Supervisory Staff

and other pertinent information such as mobilization programme etc;

1.2 Bids submitted by a joint venture of two (2) or more firms shall comply with the
following requirements:

(a) one of the joint venture partners shall be nominated as being in charge;
(10)

EXECUTIVE ENGINZER ™
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this authorization shall be evidenced by submitting a power of attorney signed
by legally authorized signatories of all the joint venture partners;

(b)  the bid. and in case of a successful bid, the Form of Contract Agreement shall
be signed by the authorized partner so as to be legally binding on all partners;

(¢) the partner-in-charge shall always be duly authorized to deal with the
procuring agency regarding all matters related with and/or incidental to the
execution of works as per the terms and Conditions of Contract and in this
regard to incur any and all liabilities, receive instructions, give binding
undertakings and receive payments on behalf of the joint venture;

(d) all partners of the joint venture shall at all times and under all circumstances
be liable jointly and severally for the execution of the contract in accordance
with the contract terms and a statement to this effect shall be included in the
authorization mentioned under Sub-Para (a) above as well as in the Form of
Bid and in the Form of Contract Agreement (in « 1se of a successful bid):

(e) a copy of the agreement entered into by the joint venture partners shall be
submitted with the bid stating the conditions under which it will function, its
period of duration, the persons authorized to represent and obligate it and
which persons will be directly responsible for due performance of the contract
and can give valid receipts on behalf of the joint venture, the proportionate
participation of the several firms forming the joint venture, and any other
information necessary to permit a full appraisal of its functioning. No
amendments / modifications whatsoever in the joint venture agreement shall
be agreed to between the joint venture partners without prior written consent
of the procuring agency;

(N submission of an alternative Letter of Intent to execute a Joint Venture
Agreement shall be mandatory.

1.3 Bidders shall also submit proposals of work methods and schedule, in sufficient detail
to demonstrate the adequacy of the bidders’ prop sals to meet the technical
specifications and the completion time referred to sub- clause IB 1.2 hereof.

IB.12 Bid Prices

12.1  Unless stated otherwise in the bidding documents, the contract shall be for the whole
of the works as described in IB 1.1 hereof, based on the unit rates or prices submitted
by the bidder or percentage quoted above or below on the rates of Composite
Schedule of Rates (CSR), as the case may be.

4
J

2.2 The bidders shall fill in rates and prices for all items of the works described in the Bill
of Quantities. Items against which no rate or price is entered by a bidder will not be
paid for by the procuring agency when executed and shall be deemed to be covered by
rates and prices for other items in the Bill of Quantities. In case of Composite
Schedule of Rates, if the bidder fails to mention the percentage above or below, it
shall be deemed to be at par with the rates of Composite Schedule of Rates.

4
-

2.3 The bid price submitted by the contractor shall include all rates and prices includi

(1)
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IB.14

4.1

the taxes. All duties, taxes and other levies payable by the contractor under the
contract, or for any other cause during the currency of the execution of the work or
otherwise specified in the contract as on the date seven days prior to the deadline for
submission of bids.

Additional / reduced duties, taxes and levies due to subsequent additions or changes in
legislation shall be reimbursed / deducted as per Sub-Clause 13.7 of the General
Conditions of Contract Part-1.

I'he rates and prices quoted by the bidders are subject to adjustment during the
performance of the contract in accordance with the provisions of Clause 13.70f GCC.
I'he bidders shall furnish the prescribed information for the price adjustment formulae
in Appendix-C to Bid, and shall submit with their bids such other supporting
information as required under the said Clause. Adjustment in prices quoted by bidders
shall be allowed as per Sub-Para 4(ii) of Section C of Instructions to bidders and
bidding data.

Currencies of Bid and Payment

The unit rates and the prices shall be quoted by the bi.der entirely in Pak rupees. A
bidder expecting to incur expenditures in other currencies for inputs to the works
supplied from outside the procuring agency’s country (referred to as the “Foreign
Currency Requirements”™) shall indicate the same in Appendix-B to Bid. The
proportion of the bid price (excluding Provisional Sums) needed by him for the
pavment of such Foreign Currency Requirements either (i) entirely in the currency of
the bidder’s home country or, (ii) at the bidder's option, entirely in Pak rupees
provided always that a bidder expecting to incur expenditures in a currency or
currencies other than those stated in (i) and (ii) above for a portion of the foreign
currency requirements, and wishing to be paid accordingly, shall indicate the
respective portions in the bid.

The rates of exchange to be used by the bidder for currency conversion shall be the
selling rates published and authorized by the State Bank of Pakistan prevailing on the
date. 07 (seven) days prior to the deadline for submission of bids. For the purpose of
payments, the exchange rates used in bid preparation shall apply for the duration of
the contract,

Bid Validity

Bids shall remain valid for the period stipulated in the bidding data from the date of
opening of bid specified in clause 1B.23.

In exceptional circumstances, prior to expiry of the original, the procuring agency
may request the bidders to extend the period of validity for a specified additional
period, which shall not be for more than one third of the original period of bid
validity. The request and the responses thereto, shall be made in writing. A bidder
may refuse the request without the forfeiture of the bid security. In case, a bidder
agreed 1o the request, shall not be required or permitted to modify the bid, but will be
required to extend the validity of the bid security for the period of the extension, an
in compliance with Clause IB.15 in all respects.
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IB.16

16.1

162

16.3

Bid Security

Each bidder shall furnish, as part of the bid, a bid security in the amount stipulated in
the bidding data in Pak Rupees or an equivalent amount in a freely convertible
currency.

The bid security shall be at the option of the bidder, in the form of deposit at call, Pay
order or a bank guarantee issued by a Scheduled Bank in Pakistan or from a foreign
bank duly counter guaranteed by a Scheduled Bank in Pakistan in favour of the
procuring agency, which should commensurate with the bid validity period. The bank
guarantee for bid security shall be acceptable in the manner as provided at Annexure
BS-1

Any bid not accompanied by an acceptable bid security shall be rejected by the
procuring agency as non-responsive.

Bid security shall be released to the unsuccessful bidders once the contract has been
signed with the successful bidder or the validity period has expired.

I'he bid security of the successful bidder shall be returned when the bidder has
furnished the required Performance Security and signed the Contract Agreement.
I'he bid security may be forfeited:

(a) il the bidder withdraws his bid except as provided in sub- clause IB 22.1:

(b) il the bidder does not accept the correction of his bid price pursuant to sub-
clause IB 27.2 hereof; or

(¢) In the case of successful bidder, if he fails within the specified time limit to:

(1) furnish the required Performance Security: or
(i) sign the Contract Agreement.

Alternate Proposals/Bids

Each bidder shall submit only one bid either by himself, or as a member of a joint
venture, until and unless they have been requested or permitted for alternative bid,
then he has to purchase separate bidding documents and alternate bid shall be treated
as separate bid,

Alternate proposals are allowed only for procurement of works where technical
complexity is involved and more than one designs or technical solutions are being
offered. Two stage two envelope bidding procedure will be appropriate when alternate
proposal is required.

Alternate bid(s) shall contain (a) relevant design calculations; (b) technical
specifications: (¢) proposed construction methodology; and (d) any other relevan
details / conditions, provided that the total sum entered on the Form of Bid shal
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IB.17

IB.18

18.1

18.6

18.7

that which represents complete compliance with the bidding documents.

Pre-Bid Meeting

Procuring agency may, on his own motion or at the request of any bidder. hold a pre-
bid meeting to clarify issues and to answer any questions on matters related to the
bidding documents. The date, time and venue of pre-bid meeting, if convened, shall
be communicated to all bidders. All bidders or their arthorized representatives shall
be invited to attend such a pre-bid meeting at their own expense.

I'he bidders are requested to submit questions, if any, in writing so as to reach the
Procuring agency not later than seven (7) days before the proposed pre-bid meeting.

Minutes of the pre-bid meeting, including the text of the questions raised and the
replies given, will be transmitted without delay to all bidders. Any modification of the
bidding documents listed in sub- clause IB 7.1 hereof, which may become necessary
as a result of the pre-bid meeting shall be made by the procuring agency exclusively
through the issue of an Addendum pursuant to Clause IB.9 and not through the
minutes of the pre-bid meeting.

Absence at the pre-bid meeting will not be a cause for disqualification of a bidder.

Format and Signing of Bid

Bidders are particularly directed that the amount entered on the Form of Bid shall be
for performing the contract strictly in accordance with the bidding documents.

All appendices to bid are to be properly completed and signed.

Alteration is not to be made neither in the form of bid nor in the Appendices thereto
except in filling up the blanks as directed. If any such alterations be made or if these
instructions be not fully complied with, the bid may be rejected.

Each bidder shall prepare by filling out the forms without alterations and shall provide
an original copy along with photocopies as per the requirement of the procuring
agency specified in the bidding data. The original as well as copies of the document
shall be clearly marked as “ORIGINAL" and *COPY™, as the case may be. If there is
any discrepancy between original and copy (ies) then the original shall prevail.

The original and all copies of the bid shall be typed or written in indelible ink (in the
case of copies, Photostats are also acceptable) and shal! be signed by a person(s) duly
authorized to sign on behalf of the bidder pursuant to sub- clause IB 11.1(a) hereof.
All pages of the bid shall be initialed and stamped by the person(s) signing the bid.

I'he bid shall contain no alterations, omissions or additions, except to comply with
instructions issued by the procuring agency, or as are necessary to correct errors made
by the bidder. Such corrections shall be initialed by the person(s) signing the bid.

Bidders shall indicate in the space provided in the Form of Bid their full and py
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postal addresses at which notices may be legally served on them and to which all
correspondence in connection with their bids and the contract is to be sent.

. 188 Bidders should retain a copy of the bidding documents as their file copy.
D. SUBMISSION OF BIDS
1B.19 Sealing and Marking of Bids
19.1  Each bidder shall submit his bid as under:

() ORIGINAL and COPIES of the bid shall be separately sealed and put in

separate envelopes and marked as such.

(b) The envelopes containing the ORIGINAL and COPIES shall be put in one
sealed envelope and addressed as given in sub — clause IB 19.2 hereof.

19.2  The inner and outer envelopes shall:

(a) be addressed to the procuring agency at the address provided in the bidding
data;

(b) bear the name and identification number of the contract as defined in the
bidding data: and

(¢) provide a warning not to open before the time and date for bid opening, as
specified in the bidding data.

. 193 In addition to the identification required in sub- clause IB 19.2 hereof, the inner
envelope shall indicate the name and postal address of the bidder to enable the bid to
be returned unopened in case it is declared “late™ pursuant to Clause 1B.21

19,4 If the outer envelope is not sealed and marked as above, the procuring agency will
assume no responsibility for the misplacement or premature opening of the Bid.

IB.20 Deadline for Submission of Bids

20.1  (a) Bids must be received by the procuring agency at the address specified not
later than the time and date stipulated in the bidding data,

(b) Bids with charges payable will not be accepted, nor will arrangements be
undertaken to collect the bids from any delivery point other than that specified
above. Bidders shall bear all expenses incurred in the preparation and delivery
of bids. No claims shall be entertained for refund of such expenses,

(¢) Where delivery of a bid is by mail and the bidder wishes to receive an
acknowledgment of receipt of such bid. he shall make a request for such
acknowledgment in a separate letter attached to but not included in the seale
bid package,
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(d) Upon request, acknowledgment of receipt of bids will be provided to those
making delivery in person or by messenger.

. 20.2  The Procuring Agency may, at its discretion, extend the deadline for submission of
bids by issuing an amendment in accordance with IB 09. In such case, all rights and
obligations of the procuring agency and the bidders shall remain the same as

mentioned in the original deadline.

IB.21 Late Bids

(a) any bid received by the procuring agency after the deadline for submission of
bids prescribed in to clause IB 20 shall be returned unopened to such bidder.

(b)  delays in the mail, person in transit, or delivery of a bid to the wrong office
shall not be accepted as an excuse for failure to deliver a bid at the proper
place and time. It shall be the bidder’s responsibility to submit the bid in time.

IB.22 Mouodification, Substitution and Withdrawal of Bids

9 1o |

Any bidder may modify, substitute or withdraw his bid after bid submission provided
that the modification, substitution or written notice of withdrawal is received by the
procuring agency prior to the deadline for submission of bids.

22.2  The modification, substitution, or notice for withdrawal of any bid shall be prepared,
sealed. marked and delivered in accordance with the provisions of Clause IB.19 with
the outer and inner envelopes additionally marked “MODIFICATION",
“SUBSTITUTION™ or “WITHDRAWAL as appropriate.

. 22.3  No bid may be modified by a bidder after the deadline for submission of bids except
in accordance with to sub - clauses IB 22.1 and IB 27.2.

224 Withdrawal of a bid during the interval between the deadlines for submission of bids
and the expiration of the period of bid validity specified in the Form of Bid may result
in forfeiture of the bid security in pursuance to clause IB 15.

E. BID OPENING AND EVALUATION.

IB.23 Bid Opening

23.1  Procuring agency will open the bids, including withdrawals, substitution and
modifications made pursuant to Clause IB.22, in the presence of bidders’
representatives who choose to attend, at the time, date and location stipulated in the
bidding data. The bidders or their representatives who are in attendance shall sign an
attendance sheelt.

23.2  Envelopes marked “"MODIFICATION”, “SUBSTITUTION” or “WITHDRAWAL"

shall be opened and read out first. Bids for which an ac :eptable notice of withdrawa
has been submitted pursuant to clause 1B.22 shall not be opened.

23.3 Procuring agency shall read aloud the name of the bidder, total bid price andg/frice of
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234

1B.24

24.1

IB.25

IB.26

26.1

26.2

any Alternate Proposal(s), if any, discounts, bid modifications, substitution and
withdrawals, the presence or absence of bid security, and such other details as the
procuring agency may consider appropriate, and total amount of each bid, and of any
alternative bids if they have been requested or permitted, shall be read aloud and
recorded when opened.

Procuring Agency shall prepare minutes of the bid opening, including the information
disclosed to those present in accordance with the sub-clause 1B.23.3.

Process to be Confidential. (SPP Rule 53)

Information relating to the examination, clarification, evaluation and comparison of
bid and recommendations for the award of a contract shall not be disclosed to bidders
or any other person not officially concerned with such process before the
announcement of bid evaluation report in accordance with the requirements of Rule
45, which states that Procuring agencies shall announc the results of bid evaluation
in the form of a report giving reasons for acceptance or rejection of bids. The report
shall be hoisted on website of authority and that of procuring agency if it website
exists and intimated to all bidders at least seven (7) days prior to the award of contract
The announcement to all bidders will include table(s) comprising read out prices,
discounted  prices, price adjustments made, final evaluated prices and
recommendations against all the bids evaluated. Any effort by a bidder to influence
the procuring agency’s processing of bids or award decisions may result in the
rejection of such bidder’s bid. Whereas, any bidder feeling aggrieved, may lodge a
written complaint as per Rule 31; however mere fact of lodging a complaint shall not
warrant suspension of the procurement process.

Clarification of Bid (SPP Rule 43)

To assist in the examination, evaluation and comparison of bids, the procuring agency
may. at its discretion, ask any bidder for clarification of the bid, including breakdowns
of unit rates. The request for clarification and the response shall be in writing but no
change in the price or substance of the bid shall be soug ., offered or permitted except
as required to confirm the correction of arithmetic errors discovered by the procuring
agency in the evaluation of the bids in accordance with clause IB 28.

Examination of Bids and Determination of Responsiveness

Prior to the detailed evaluation of bids, the procuring agency will determine whether
the bidder fulfills all codal requirements of eligibility criteria given in the tender
notice such as registration with tax authorities, registration with PEC (where
applicable). turnover statement, experience statement, and any other condition
mentioned in the NIT and bidding document. If the bidder does not fulfill any of these
conditions, it shall not be evaluated further.

Once found to be fulfilling the eligibility criteria, as mentioned in sub- clause 26.1,
th b1d~. u! Llll_lh[l.. blddnrs mll be cvaluatt.d for tcchmca[ responmveness as per
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depending on the selection procedure adopted by the pre curing agency.

26.3 A bid will be considered technically responsive if it (i) has been properly signed: (ii)
15 accompanied by the required bid security: and (iii) conforms to all the terms,
conditions and specifications of the bidding documents, without material deviation or
reservation. A material deviation or reservation is one (i) which affect in any
substantial way the scope, quality or performance of the works; (ii) which limits in
any substantial way, inconsistent with the bidding documents, the procuring agency’s
rights or the bidder’s obligations under the contract; or (iii) adoption/rectification
whereof would affect unfairly the competitive position of other bidders presenting
substantially responsive bids.

26.4 If a bid has major deviations to the commercial requirements and technical
specifications will be considered technically non responsive. As a general rule, major
deviations are those that if accepted, would not fulfill the purposes for which the bid
is requested, or would prevent a fair comparison or affect the ranking of the bids that
are compliant with the bidding documents.

(A). Major (material) Deviations include:-
(1) has been not properly signed;
(i1) is not accompanied by the bid security of required amount and manner:
(1) stipulating price adjustment when fixed price bids were called for;
(iv)  failing to respond to specifications;
(v) failing to comply with Mile-stones/Critical dates provided in Bidding
Documents;
(vi)  sub-contracting contrary to the Conditions of Contract specified in Bidding
Documents;
(vit)  refusing to bear important responsibilities and liabilities allocated in the
Bidding Documents, such as performance guarantees and insurance coverage;
(viii) taking exception to critical provisions such as applicable law, taxes and duties
and dispute resolution procedures;
(ix)  a material deviation or reservation is one :
(a) which affect in any substantial way the scope, quality or performance of
the works;
(b) adoption/rectification whereof would affect infairly the competitive
position of other bidders presenting substantially responsive bids.

(B) Minor Deviations
Bids that offer deviations acceptable to the Procuring Agency and
which can be assigned a monetary value may be considered substantially
responsive at least as to the issue of fairness. This value would however be added
as an adjustment for evaluation purposes only during the detailed evaluation
process.

26.5  If'a bid is not substantially responsive, it will be rejected by the procuring agency, and
may not subsequently be made responsive by correction or withdrawal of the non-
conforming deviation or reservation.
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I1B.27 Correction of Errors before Financial Evaluation

27.1 Bids determined to be substantially responsive will be checked by the procuring
E agency for any arithmetic errors. Errors will be correct d by the procuring agency as

follows:

(a) where there is a discrepancy between the amounts in figures and in words, the
amount in words will govern; and

(b) where there is a discrepancy between the unit rate and the line item total
resulting from multiplying the unit rate by the quantity, the unit rate as quoted
will govern, unless in the opinion of the procuring agency there is an
obviously gross misplacement of the decimal point in the unit rate, in which
case the line item total as quoted will govern and the unit rate will be
corrected.

27.2  The amount stated in the Form of Bid will be adjusted by the procuring agency in
accordance with the above procedure for the correction of errors and with the
concurrence of the bidders. The amount thus corrected shall be considered as binding
upon the bidder. If the bidder does not accept the corrected bid price, his bid will be
rejected. and the bid security shall be forfeited in ac ordance with sub- clause IB
15.6(b) hereof.

IB.28 Financial Evaluation and Comparison of Bids

28.1  The procuring agency will evaluate and compare only the Bids determined to be
substantially responsive in accordance with clause IB 26.

. 28.2  In evaluating the Bids, the procuring agency will determine for each bid the evaluated
bid price by adjusting the bid price as follows:

(a) making any correction for errors pursuant to clause IB 27;

(b) excluding provisional sums (if any), for contingencies in the Summary Bill of
Quantities, but including competitively priced Day work: and

(c) making an appropriate adjustment for any other acceptable variation or
deviation.

28,3  The estimated effect of the price adjustment provisions of the conditions of contract,
applied over the period of execution of the contract, shall not be taken into account in
bid evaluation.

284 Il the bid of the successful bidder is seriously unbalanced in relation to the procuring
agency’s estimate of the cost of work to be performed under the contract. the
procuring agency may require the bidder to produce detailed price analyses for any or
all items of the Bill of Quantities to demonstrate the internal consistency of those
prices with the construction methods and schedule proposed. After evaluation of the
price analyses, the procuring agency may require that the amount of the Performance
Security set forth in clause IB.32 be increased at the expense of the successful bidder
to a level sufficient to protect the procuring agency against financial loss in the even
of default of the successful bidder under the contract.
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28.5 Bidders may be excluded if involved in “Corrupt and Fraudulent Practices”
means either one or any combination of the practices given below SPP Rule2(q):

(1) “Coercive Practice” means any impairing or harming, or threatening to impair or
harm. directly or indirectly, any party or the propertv of the party to influence the
actions of a party to achieve a wrongful gain or to cause a wrongful loss to another
party:

(ii) “Collusive Practice” means any arrangement between two or more parties to the
procurement process or contract execution, designed to achieve with or without
the knowledge of the procuring agency to establish prices at artificial,
noncompetitive levels for any wrongful gain;

(ii1) “Corrupt Practice” means the offering, giving, receiving or soliciting, directly
or indirectly, of anything of value to influence the acts of another party for
wrongful gain;

(iv) “Fraudulent Practice” means any act or omission, including a
misrepresentation, that knowingly or recklessly misleads, or attempts to mislead, a
party to obtain a financial or other benefit or to avoid an obligation;

(v) “Obstructive Practice” means harming or threatening to harm, directly or
indirectly, persons or their property to influence their participation in a
procurement process, or affect the execution of a contract or deliberately
destroying, falsifying, altering or concealing of evidence material to the
investigation or making false statements before investigators in order to materially
impede an investigation into allegations of a corrupt, fraudulent, coercive or
collusive practice; or threatening, harassing or intimidating any party to prevent it
from disclosing its knowledge of matters relevant to the investigation or from
pursuing the investigation, or acts intended to materially impede the exercise of
inspection and audit rights provided for under the Rules.

28.6  Evaluation Report (SPP Rule 45)

After the completion of evaluation process, as described in clauses IB 27 and IB 28,
the procuring agency shall announce the results of bid evaluation in the form of report
(available on the website of the authority) giving reasons for acceptance and rejection
of bid. The report shall be hoisted on website of the authority and that of procuring
agencies if its website exists and intimated to all bidders at least seven (7) days prior
to the award of contract.

F. AWARD OF CONTRACT
IB.29 Award (SPP Rule 49)

29.1 Subject to clauses IB 30 and IB 34 and provision of the rule: The procuring agency
shall award the contract to the bidder whose bid has been determined to be
substantially responsive to the bidding documents, and who has offered the lowest
evaluated bid, but not necessarily the lowest submitted price. within the original or
extended period of bid validity. Provided that such bidder has been determined to be
cligible in accordance with the provisions of clause IB 03 and qualify pursuant to sub-

= clause IB 29.2.
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29.2  Procuring agency. at any stage of the bid evaluation, having credible reasons for or
having prima facie evidence of any deficiency(ies) in contractor’s capacities, may
require the contractor to provide information concerning their professional, technical,

- financial, legal or managerial competence whether already pre-qualified or not for the
said project.

Provided. that such qualification shall only be laid down after recording reasons
thereof, in writing. They shall form part of the records of that bid evaluation report.

IB.30 Procuring Agency's Right to reject all Bids or Annul/Cancellation the Bidding
Process (SPP Rule 25)

Notwithstanding clause IB 29 and provision of the rule: (1) A procuring agency
reserves may cancel the bidding process at any time prior to the acceptance of a bid or
proposal: (2) The procuring agency shall incur no liability towards bidders solely by
virtue of its invoking sub —rule (1); (3) Intimation of the cancellation of bidding
process shall be given promptly to all bidders and bid security shall be returned along
with such intimation; (4) The procuring agency shall, upon request by any of the
bidders, communicate to such bidder, grounds for cancellation of the bidding process,
but is not required to justify such grounds.

IB.31. Notification/Publication of the Award of Contract (SPP Rule 25).

31.1 Prior to expiry of the period of bid validity, including extension, prescribed by the
procuring agency. the procuring agency shall notify the successful bidder in writing
- (“Letter of Acceptance™) that his bid has been accepted. This letter shall mention the
sum which the procuring agency will pay to the contractor in consideration of the
execution and completion of the works by the contractor as prescribed by the contract
(hereinafter and in the conditions of contract called the “Contract Price™).

3.

rJ

No negotiation with the bidder having evaluated as lowest responsive or any other
bidder shall be permitted, however, procuring agency may hold meetings to clarify
any item in the bid evaluation report.

31.3  The notification of award and its acceptance by the bidder will constitute the
formation of the contract, binding the procuring agency and the bidder till signing of
the formal Contract Agreement.

314 Upon furnishing by the successful bidder of a Performance Security and signing of
the contract. the procuring agency will promptly noti. s the name of the successful
bidder to all bidders and return their bid securities accordingly.

iS5 Within seven days of the award of contract, procuring agency shall publish on the
website of the Authority and on its own website, if such a website exists, the results of
the bidding process, identify the bid through procurement identifying numbers,
the following information:
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(1) Evaluation Report;
(2) Form of Contract and letter of Award;
(3) Bill of Quantities or Schedule of Requirement.

31.6 Debriefing (SPP Rule 51).

(a) A bidder may ask the procuring agency for reasons for non acceptance of his
bid and may request for a debriefing meeting and procuring agency shall give
him the reasons for such non acceptance, either in writing or by holding a
debriefing meeting with such a bidder,

(b)  The requesting bidder shall bear all the costs of i tending such a debriefing.
1B.32 Performance Security (SPP Rule 39)
321 The successful bidder shall furnish to the procuring agency a Performance Security in
the form of pay order or demand draft or bank guarantee, and the amount stipulated in

the bidding data and the Conditions of Contract within a period of 28 days after the
receipt of Letter of Acceptance.

-
rJ
(%]

Failure of the successful bidder to comply with the requirements of Sub-clause
IB.32.1 or clauses IB 33 or IB 35 shall constitute sufficient grounds for the annulment
of the award and forfeiture of the bid security.

323 Validity of performance security shall extend at least ninety says beyond the date of
completion of contract, or as mentioned in the bidding data to cover defects liability
period or maintenance period subject to final acceptance by the procuring agency.

1B.33 Signing of Contract Agreement (SPP Rule 39)

33,1 Within 14 days from the date of furnishing of acceptable Performance Security under
the Conditions of Contract, the procuring agency will send the successful bidder the
Contract Agreement in the form provided in the bidding documents, incorporating all
agreements between the parties.

t2

The formal Agreement between the procuring agency and the successful bidder shall
be executed within 14 days of the receipt of the Contract Agreement by the successful
bidder from the procuring agency.

-
Tad

33.3 A procurement contract shall come into force when the procuring agency requires signs
contract, the date on which the signatures of both the procuring agency and the
successful bidder are affixed to the written contract. Such affixing of signatures shall
take place within the time prescribed in the bidding documents.

Provided that the procuring agency may reduce the maximum time limit for signing of
contract, as and when required, and shall be mentioned in the bidding documents.

334 Stamp Duty.

I'he formal Agreement between the Procuring Agency and the successful bid
. be duly stamped at rate of ----% of bid price (updated from time im
Letter of Acceptance

stated in
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1B.34 General Performance of the Bidders

- Procuring agency may in case of consistent poor performance of the contractor and
his failure to remedy the underperforming contract may take such action as may be
deemed appropriate under the circumstances of the case including the rescinding the
contract and/or black listing of such contractor and debarring him from participation
in future bidding process.

IB.35 Integrity Pact (SPP Rule 89)
The bidder shall sign and stamp the Integrity Pact provided at Appendix-L to the
bidding documents for all Provincial/Local Government procurement contracts

exceeding Rupees ten million. Failure to provide such Integrity Pact shall make the
bidder non-responsive.

IB.36 Instructions not Part of Contract
Bids shall be prepared and submitted in accordance with these Instructions which are

provided to assist bidders in preparing their bids, and do not constitute part of the
bid or the Contract Documents.

IB.37 Arbitration (SPP Rule 34)

Any dispute that is not amicably resolved shall be finally settled, unless otherwise
. specified in the Contract, under the Arbitration Act 1940 updated from time to time
and would be held anywhere in the Province of Sindh at the discretion of procurin
agency.
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NOTES ON BIDDING DATA

[his Section is intended to assist the procuring agency in providing the specific information
in relation to corresponding clauses in Instructions to Bidders and should be prepared to suit
each individual contract.

The procuring agency should provide in the bidding data information and requirements
specific 1o the circumstances of the procuring agency, the processing of the bid, the
applicable rules regarding bid price and currency, and the bid evaluation criteria that will
apply to the bids. In preparing this section, the following aspects should be checked:

(1) Information that specifies and complements the provisions of section; Instruction to
Bidders must be incorporated.

(2) Amendments and/or supplements, if any, to the provisions of Instructions to Bidders,
necessitated by the circumstances of each individual contract, can be introduced only
in this section since Instructions to Bidders will remain unchanged.
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NIT. No:TC/ G55/
Dated:

BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance
of the Bidding Documents)

(a). Name of Procuring Agency - Executive Engineer (Education Works)
Division Shikarpur

PROVINCIAL ADP SCHEMES

(b). Brief Description of Works:- ADP 432 REHABILITATION & PROVISION OF MISSING
FACILITIES IN EXISTING COLLEGE OF LARKANA
DIVISION(2016-17-PROGRAMME)(02 UNITS)
1 Gowvt (G)Degree College Shikarpur

(c).Procuring Agency’s address:-Executive Engineer (Education Works) Division Shikarpur
Near GBHS No Il Shikarpur

(d). Estimated Cost:- 9400 ( Millions)

(e). Amount of Bid Security:- 5% (Fill in lump sum
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 60 Days (Not more than sixty days)

(g)-Security Deposit:-(including bid security) - 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :- As Per NIT

(j)- Venue, Time, and Date of Bid Opening:- Near GBHS Il (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 15 Months

(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost
per day of delay, but total not exceeding 10%)

(m). Deposit Receipt No: - Date: Amount:Rs:
Bank
(n). D.R.NO: ~ DATED: ~ Amount 3000/-(Rupees: Three Thetisand only)

(0). Tender issued to Mr. / M/s ntractor

EXECUTIVE ENGINEER
EDHEATION WORKS DIVISION
SHIKARPUR




BOQ-1 (i)
NAME OF WORK:- REHABILATION EXISTING BUILDING @G G DEGREE
COLLEGE SHIKARPUR TALUKA SHIKARPUR

[ s.NO: ] DESCRIPTION [ oNTY | RATE | UNIT [ AMOUNT |
A PART-A (CIVIL WORK)

1 Dismantiing Cement Concrete Plain 1:2:4 (S.|.No:19€-P/10) 2664 33275 %.Sft 88,645

Dismantling Reinforcement for cement concrete sperating reinforcement from)
1 5.00 %.Sft 10,346

. concrete cleaning (S.1.No:20-P/10) % SA4

3  |Dismantiing brick work in lime or cement mortor (S.1.No:13-P/10) 1510 1285.63 %.Sft 19,413
Dismantling 2nd class tiles roofing. (S.1.No;22(b)-P/11) 378.13 %.Sft 0
Dismentling rolled steel beam (S | No:41 P No:13) 0 126.04 P Cwt 0

4  |Removing Cement or lime plaster (S.I.No:53-P/13) 25383 121.00 %.5ft 30,713
Removing door with chowkhat 5 14218 P.No: 711
Removing window with chowkhat 0 102.85 P.No: 0
Scraping (b) Ordinary distemper oil bound or paint on wall (S | No:54 b P No:13) 22264 226.88 %sft 50513

. |Excavation in foundation of building bridges & other structure with excavated

5 . . . . 243 3176.25 %0cft 772
lead upto one chain and lift upto 5'feet. In ordinary Soil. (S.I.No:18(b)-P/14) :
EETTnt Concrete brick or stone ballast 11/2° to 2" guage Ratio 1:5:10. (S.1.No:4@©- 1014 860495 % Ch 88,167

6 2320513 brick work in Foundatien and plinth in cement sand mortor 1:6 (S.I.No:4- 115 1194836 % Sh 13741

Reinforcement for cement concrete including labour and material except the cost off
B  |steel reinforcement and its labour for bending binding which will be paid seperately| 600 337 p.Ct 202,200
This reate also includes all kind of forms moulds lifting shuttering curring etc compl

Fabrication of Tar steel reinforcement for cement concrete including cutting bending
9  |and laying in position making joints and fastening including the cost of binding wire] 32.14 5001.7 P.Cwt 160,755
also includes removal of rust from bars. (S.|.No:8(b)-P/16)

Earth filling from excavation 0 15125 %e0ctt 0
Earth filling from out side 0 3630 %0cft
| Add extra lead two mile 0 502.2 %cft 0
i 10 |Pacca brick work in Ground floor and plugging into walls (S.1.No:5@-P/20) 1766 12674.36 % Cft 223,829
B |F.Floor 69 1311200 | %.Cft 9,047
11 |Supplying & Fixing Girder at site of work 0 3850.00 P.Cwt 0
12 |Supplying&fixing T-Iron at site of work 0.00 3575.00 P.Cwt 0
13 |Emection of rolled beam 0 186.34 P.Cwt 0

Second Class Tiles Roofing consisting of 4" earth and 1"mud plaster with gobri
leeping over 1/2" thick cement plaster 1.6 with 34 Lbs of hot bitumen coating sand
14 |blinded provided over 2 layer of tiles 12°x6°x11/4" laid in 1.6 cement mortar with 0 7607.25 Yosft 0
1/2° thick sand wiched layer of 1:2 cement pointing underside of tiles complete
including curing efc. (S.1.No:1-P/32)

15 |1"Thick mud plaster 0 555.00 Yosft 0
16  |Applying floating coat 25383 660.00 %.Cft 167,528




Pacca brick work other than building i/c stricking of joints on Wall Ratio 1:6 (S.|.No:7

12346, %.Cft
17 pI21) 0 2346.65 o 0
1€  |Cement Plaster 1:6 upto 20" height Ratio 1/2" thick (S.I.No:13(b)-P/51) 10768 2206.6 %.5ft 237,607
B |F.Floor 16477 2308.84 %.Sft 380,428
19  |Cement Plaster 1:4 upto 20" height Ratio 3/8" thick (S.1.No:13(b)-P/51) 10768 2197.52 %.Sft 236,629
B |F.Floor j 16477 229977 %.Sft 378,933
Cement Concrete Plain compacting finishing curring etc and washing aggregate 187 144 % Sit 49 1
without shuttering (S.1.No:5-P/15) iy = 'S o
20 |Making Notice board made with cement. (S.I.No:1-P/89) 0 58.11 P.Sft 0
First class deodar wood wrought joinery in doors & windows etc complete fixed in 237, p p
4l position including chowkats holds fastes hinges (S.I.No:7-P/57) % i SR 802469
22  |S/F M S bars for window 0.111 3700 P.Cwt 411
23 |Cutting &fixing M S bars 4 28.23 P.No: 113
24  |PIF deodar almirah 9-12" depth 0 1748.00 P.Sft 0
- |P/L Cement Concrete topping i/c surface finishing and dividing into panells Ratio 3" 5
& ik (S No:16@-P/41) 829 4411.82 0.5t 36,574
B) |Ratio 2" thick 5888 32755 %.Sft 192,861
26  |P/L Single layer of polythen sheet 0.13mm fixing in position tiles etc complete 0 107 P.Stt 0
97 Pro_\nding and fixing cement paving block flooring of 197x97x60(mm)(S | No:71 P 0 19977 P Sh 0
No:49)
Supplying & Fixing broken glasses on courtyard wall including 1:3:6 cement] 0 70 44 PSH 0
concrete cooping (S | No:61 P No:105) ' '
Laying floor of approved white glazed tiles 1/4" thick dado jointed in
28 |white cement and laid over 1:2 cement sand morter 3/4 thick 389 27678.86 Tostt 107,671
including finishing (S | No: 24 P No: 43)
White glazed tiles 1/4" thick dado jointed in white cement and laid
29 lover 1.2 cement sand morter 3/4 thick including finishing (S | No: 37 1266 2825361 Y%osht 357 691
P No: 45)
Halla tile 0 34520.31 %osft 0
Laying floor of approved Verona Morbling tiles 3/4" thick jointed in
white cement and laid over 1:2 cement sand morter 3/4 thick 10112 307 pPSit | 3,104,384
including finishing (R A Approved)
C C Jalli 2" thick
68 226.02 P.Sh 15,369
SIF iron steel grill 1/4"x3/4" size flate iron of approved design including painting 3
30 |coats etc complete (S.1.N0:26-P/92) ¢ e B ¢
& Making and fixing steel grill 1-{4 x3/4 flat rion of approve design including paiting
31 lirree coats et let not to be less than (SIN 26 p/92) 1o 2 RoR i
PIF collapsible door (S | No:32 P No:94) 48 387.04 P.Sft 18,578
F steel ith 1-1/16" thick wi -
2 Mr' steel grated door with 1-1/16" thick with locking arrangement (S | No:24 P 0 72672 P Sit 0
No:92)
33  [White wash Three coats (S.1.No:26@-P/53) 5428 829.95 %.Sft 45,050
B |Two coat (Old surface) 13696 42584 %.Sft 58,323
34 |Pnmary coat of chalk under distempering (S.|.No:23-P/57) 22264 44275 %.Sft 98,574
35 |Distempering Three coats (S.1.No:24©-P/53) 22264 1079.65 %.Sft 240,373




B [Two coat (Old surface) 20595 1043.9 %.Sft 214,991
Preparing surface painting weather coat. (S..No:38 a-P/56) 11356 2567.95 %.5ft 291616
36 |Painting doors and windows any type (S.|, No:5€-P/69) 105 2116.61 %.Sft 2,222
B |Two coat (Old surface) 4754 1160.06 % .St 55,149
37 Er-;gp)amg surface painting Garder bars gates of iron bars grating railing. (S.I.No:5- 720 1270.82 % St 9.150
"B |Two coat (Old surface) 0 6746 | %St 0
{ 38  |Colour wash three coats 0 859.9 %.Sft 0
TOTAL 8,230,260




Bidding 1 a

WATER SUPPLY & SANITARY WORK
GOVT. GIRLS COLLEGE SHIKARPUR
PART-B : PLUMBING WORKS
Providing and fixing squarting type white glazed flushine cistern with
internal fittings and flush pipe with bend and making requisile
numbers of holes in wall plinth and floor for pipe connection and
making good in cement concrete 124

B. WC pan of not less than 19" clear opening between flusing rims
o[and 3 gallons fiushing tank with 4° dia Cl trap and Cl thumble

o
B
oo
(=1
co

=]

Each 32920 8

o
=

Providing R.C.C pipe with collars slass "B" and digging the trenches
to required depth & fixing inposition including cutting , fitting &
jointing with maxphalt composition & cement mortor 1: 1 and testing
with water pressure jto a head of 4 feet a bove the top of the heghest
pipe & refilling'with excavated staff.

i). 4' dia pipe 146.57| P/R#t
i), 6" dia pipe 199.25| PIRf
Providing & fixing flat back lipped from urinal basin (of not less than
17" in height) of white glazed earthen ware complete with & i/c the;
cost of 1 gallon C.| automatic flushing cistern standard flush pipe with
fitting standard waste pipe (Enamelled iron) connection compiete and
3.0|making requisite number of holes in walls plinth and floor for pipe 444070 Each 13322
connection and making good in cement concrete 1:2:4 (foreign of
equivalant), S.f No. 7 P.No. 3

Proaviding and fixing European white glazed earthen ware wash down
w.c pan complete with and ifc the cost of white / black plastic seat
(Best quality) and lid with C.P brass hineges and buffers, 3 gallons
white glazed earthen earthen ware low level foushing cistern with
siphon fitting 1-1/2" dia white porcelain enamelled flush bend 3/4" dia

2.0[white porcelaip enamelled flush bend 3/4” dia and making requisitel 11 477.40| Each 20055
number of holés in walls, plinth and fioor for pipe connections and
making good in cement concerete 1:2:4 (foreign quality). S.I.No. §
P.No. 2
Providing Laying UPVC pipes of Class "B" fixing in trench ilc cutting,
fitting and jointing with solvent cement i/c testing with water to a head
of 61 meter or 200 ft. S..No. 2 P.No. 23P.H.D
80 mm (3"dia)* 90.00| PIR#t
100 mm (4'dla) 136.00| P/Rf
125 mm (5"dia) 185,001 P/Rft
200.0{150 mm (6"dia) 259.00| PRt 51800
Providing Gl pipes specials and clamps elc including fixing cutting
and fittings complete with and i/c the cost of breaking through walls
and roof making good etc painting two coals after cleaning the pipe|
efc with white zink paint with pigment to match t
'i-.
30.0i). 1/2" dia pipe 73.21 PIRA 2196
40.0]ii). 3/4" dia pipe 85.79 PIRft 3832
10.0(ii). 1* dia pipe 128.55 PIRft 1286

- [ii). 1-1/4" dia pipe 153.19 PIRft




Bidding 1 a

Providing Laying UPVC pipes of Class "D" fixing in trench i/c cutting,
fitting and jointing with solvent cement i/c testing with water 1o a head
of 122 meter or 400 ft. S.I. No. 8 P.No. 24 P.H.D

40.0

13 mm (1/2* dia)

12.00

PIRft

480

50.0

19 mm (3/4° dia)

19.00

PIRft

850

10.0

25 mm (1° dia)

27.00

P/Rft

270

26 mm (1 144" dia)

33.00

PR

Providing and fixing handle volve (china)

i). 1/2° dia

200.42

20

ii). 3/4" dia

27192

6.0

Supplying and fixing in position stop bib cocks with ¢.p head

889.46

1.0

Supplying andifixing in position long bib cocks with ¢.p head

1109.46

30

Supplying and fixing in position brass bib cocks 3/4" dia standard
patiern 5.1.No. 1 P.No. 16

348.92

Each

1047

B

o

Providing and fixing baal valve (with unsoldered copper ball ) made
10 BBS 1212 (S.].No. 6 P.No. 18 11 3/4" dia

290.84

Each

1‘.53

20

Supplying & fixing Bath room accessories set (7 pieces l/c lowel rod,
brush hloder, soap tray, shelf of approved quality and design etc
complete. =

81224

Each

16245

40

- |dia, brass stop cock with pair of brass nuls and lining joints to nyloon

Providing & fixing in position nyloon connections complete with 1/2°

connection,

44715

Each

1789

40

Providing & fixing 22° x 16° lavatory basin in white glazed earthen
ware complete with & l/c the cost of W.I or C.| cantilever brackets &
inches built into walls, painted white in two coats after a primary coal|
of red lead paint a pair of 1/2° dia rubber plug & chrome plated brass
chain 1-1/4" dia, malloable iron or brass unions and making requisite
number of holes in walls , plinth & floor for Pipe connections and
making good in cement concrete 1: 2: 4 (Foreign or Equivalant).

4.0

46948

18779

Add extra for labour for providing & fixing of earthen ware pedestal
white or coloured glazed (standard pattern..) S..No. 9 P.No. 3

938.47

Each

3754

20

Providing & TXing 6 X 2 Of 6 X 3 C.ITioor \rap of Ihe approved sel
cleaning design with a C.I scrrewed down gratting with or without a‘L
vent arm complete with & lic making requisite number of holes in
walls, plinth & floor for Pipe connections & making good cement
concrele 1:2:4

2,024.43

Each

4049

20

|plinth and floor for pipe connection and making good cement

Providing and fixing C.| trap with 4" dia inlet and 4" dia outle! of the|
approved self cleaning design with a C.| grating with or without a vent
amm including caste of making requiste number of holes in walls

concrete 1:2:4

on
~4
ks
o
L=<}

Ll
ad
=
Cad

40

Providing and fixing 4'x4"x4" dia C.| branch of the required degree
with access doors rubber washer 1/8" thick and builts and nuts and
exira painting to match the colour of the building.

27060

Each

20

20

Providing & fixing chrome plaled brass towel rail complele with
brackets fixing on wooden cleats with 1* long c.p brass screws

"~y
o
7=}
w
on

Each




Bidding 1 a

Providing installing hand pump machine c boaring with wooden
sheo and C.C plate form.

10.0

a). Filter

76.05

400

b) Boaring

38.95

1.0

¢) Hand Machine

2,500

Providing and fixing electric molor 1/2* horse power ilc pumping set
made 1 H.P elc

18470

23

S/F Jet shower with rod of superior quality with ¢.p head

1142.24

24

=]

Providing & fixing24" x 18" bavelled edge mirror of belgium glass
complete with 1/8" thick hard board and c.p screws fixed to wooden
pleat

17116

1712

25

40

(8) Supplying & Fixing swan type piller cock of Superior quality single
c.p. head 1/2" dia.

795.3

26

3.0

Providing chambers 9' x6" (inside diBmensions) x24" teep for house
meters with 6" thick C.C.1:3: 6 blocks set -on 1: 6 cament mortor 6
thick C.C 1:4: 8 in foundation, 1/2" thick cement plaster 1:3 to all
inside wall surface and lo top 1" thick C.C.1:2:4 flooring complete
with hinged cast iron cover and frame 9* x6" (inside ) clear opening
(Wi-Qr) etc. fixied in cement concerete 1:2: 4 including curing
excavation back filling & disposal of surplus earth elc. complete.
S.I.No, 3 P,N% 20

2233.02

Each

66399

27

5,

(=]

Construcalion mainhole or inspection chmber for the required of
diameler of circuler sewer and 3'-6 (1067 mm) depth with walls or]
B.B in cement martor 1:3 cement plaster 1:3 1/2thick inside of walls
and 1" (250mm) thick over benching channels fixing (P /P.No:46)
PHSR)

14748

Each

28

250.0

Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified i/c cost of nuts bolts and fixing in
plateform of cgment concrete 1:3:6 and making connection for in-let
oul-let and over flow in-let out-let flow pipes

8795 Per Gallon

21988

Total :

321400




NIT. No:TC/ G55/
Dated:

BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance
of the Bidding Documents)

(a). Name of Procuring Agency - Executive Engineer (Education Works)
Division Shikarpur

DISTRICT ADP SCHEMES

(b). Brief Description of Works:- ADP NO 2316-REHABILITATION OF BUILDING FOR
EXISTING GIRLS SECONDARY SCHOOL OF TALUKA
& DISTRICT SHIKARPUR(2010-11-PROGMM)(1 UNIT)

1. GGHS Shikarpur(R/MWWork)

(c).Procuring Agency’s address:-Executive Engineer (Education Works) Division Shikarpur
Near GBHS No Il Shikarpur

(d). Estimated Cost:- 7.500 ( Millions)

(e). Amount of Bid Security:- 5% (Fill in lump sum
amount or in % age of bid amount /estimated cost

(f).Period of Bid Validity (days):- 60 Days (Not more than sixty days).

(g).Security Deposit:-(including bid security) - 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :- As Per NIT

(). Venue, Time, and Date of Bid Opening:- Near GBHS || (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 15 Months

(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost
per day of delay, but total not exceeding 10%)

(m). Deposit Receipt No: o Date: Amount:Rs:
Bank
(n). D.RINO: DATED:  Amount 3000/-(Rupees: Three ¥

(o). Tender issued to Mr. / M/s_

XECUTIVE ENGINEER
E TION WORKS DIVISION

SHIKARPUR




o

BOQ-1 (i

NAME OF WORK:- REHABILATION EXISTING BUILDING @GGHS SHIKARPUR

TALUKA SHIKARPUR  (&/Work,).
S.NO:| QNTY DESCRIPTION RATE | UNIT | AMOUNT
A PART-A (CIVIL WORK)
Dismantling Reinforcement for cement concrete sperating "
| T reinforcement from concrete cleaning (S.1.No:20-P/10) i el MR
2 951 [Dismantling brick work in lime or cement mortor (S.I.No:13-P/10) 1285.63 | %.Sft 12,226
3 820 |Removing Cement or lime plaster (S.1.No:53-P/13) 121.00 | %.Sft 992
4 2 Removing door with chowkhat 142.18 | P.No: 284
5 6 Removing window with chowkhat 102.85 | P.No: 617
Excavation in foundation of building bridges & other structure with
6 2830 |excavated lead upto one chain and lift upto 5'feet. In ordinary Soil.| 3176.25 | %0cft 8,989
(S.1.No:18(b)-P/14)
Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10. ;
7 2461 (S.LNo:4@-P121) 8694.95 | %.Cft | 213,983
8 1446 Pacca brick work in Foundation and plinth in cement sand mortor 1:6 11948.36 | %.stt 172,773
(S.I.No:4-P/20)
Reinforcement for cement concrete including labour and material
except the cost of steel reinforcement and its labour for bending
. 211 binding which will be paid seperately. This reate also includes all kind i PR 479,307
of forms moulds lifting shuttering curring etc compl
Fabrication of Tar steel reinforcement for cement concrete including
10 | 126.840 T:.umng bending and ie.zylr?g in ‘posmon.makmg joints and fastening 50017 | Powt| 634416
including the cost of binding wire also includes removal of rust from
bars. (S.|.No:8(b)-P/16)
1" 923 |Earth filling from excavation 15125 | %0cft 1,396
12 410 |Earth filling from out side 3630 %0cft 1,488
13 643 |S/F Sand under plugging in floor 114125 | Y%cft 7,338
14 1053 |Add extra lead two mile 502.2 %cft 5,288
/5 1228 E?zcc():)a brick work in Ground floor and plugging into walls (S.1.No:5@- 1267436 | %.ct | 155641
Pacca brick work other than building i/c stricking of joints on Wall Ratio
) %. 4
16 1572 16 (S..No:-7-P/21) 12346.65 | %.Cft | 194,089
17 820 |Applying floating coat 660.00 | %.Cft 5412
18 13302 |Cement Plaster 1:6 upto 20' height Ratio 1/2" thick (S.I.No:13(b)-P/51)| 2206.6 | %.Sft | 293,622
19 12482 |Cement Plaster 1:4 upto 20" height Ratio 3/8" thick (S.I.No:13(b)-P/51)| 2197.52 | %.Sft | 274,294
20 217 Cement Concrete Plain compacting finishing curring etc and washing 14429.25 | % st 31311

aggregate without shuttering (S.1.No:5-P/15)




First class deodar wood wrought joinery in doors & windows etc

21 189 [complete fixed in position including chowkats holds fastes hinges| 1273.76 | P.Sft | 240,741
(S.1.No:7-P/57)

22 0.167 |[S/F M S bars for window 3700 P.Cwt 618

23 6  [Cutting &fixing M S bars 28.23 | P.No: 169

24 135 |P/F deodar almirah 9-12" depth 1748.00 | P.Sft 235,980
First class deodar wood wrought joinery workin wire guaze doors and

25 56  [window with 22 S W G galvanized 144meshper sq inch iron fitting| 454.19 | P.Sft 25,435
complete (S.I.No:14(i)-P/59)

B 100 [Window 190.72 | P.Sht 19,072
P/L Cement Concrete topping ilc surface finishing and dividing into "

% 15 panells Ratio 3" thick (S.I.No:16©-P/41) L 929

B) 1686 |[Ratio 2" thick 32755 | %.Sft 55,225
Laying floor of approved white glazed tiles 1/4" thick dado

27 1326 |jointed in white cement and laid over 1:2 cement sand morter 2767886 | %sft | 367,022
3/4 thick including finishing (S | No: 24 P No: 43)
White glazed tiles 1/4" thick dado jointed in white cement

28 990 |and laid over 1:2 cement sand morter 3/4 thick including | 28253.61 | %sft 279,711
finishing (S | No: 37 P No: 45)
S/F iron steel grill 1/4"x3/4" size flate iron of approved design including

& o painting 3 coats etc complete (S.|.No:26-P/92) 1803 Pt 10
Making and fixing steel grill 1 /4 x3/4 flat rion of approve design including

30 o paiting three coats etc let not to be less than (SIN 26 p/92) 231,60 P.Sft 18,528
M/F steel grated door with 1-1/16" thick with locking arrangement (S |

4

K} 2 No:24 P No:92) 726.72 | P.Sft 30,522
Providing and fixing cement paving block flooring off

321 1520 1497,97x60(mm)(S | No:71 P No:49) il | ] et
Supplying & Fixing false ceiling of plaster , in panels including

33 900 [making frame , work of deodar wood including painting with 25293.4| %sft 227,641
soligia paint.(S.NO:52 P.NO:64).
Providing & Fixing plaster of pairs ceiling border of 8" -10”

34 174  |with of specified design & thickness i/c fixing besides ceiling] 104.22 | P.Rft 18,134
with nails/screws with jetties.(S.| No:44 P.NO:39)
Preparing the surface & painting with matt finish i/c .

s 2579 rubbing the surface with Bathy (51 No:36 P No:61) At al 98,521

36 1609 |White wash Three coats (S.1.No:26©-P/53) 829.95 | %.Sft 13,354

37 9612 |Primary coat of chalk under distempering (S.|.No:23-P/57) 44275 | %.Sft 42 557

38 9612 |Distempering Three coats (S.|.No:24©-P/53) 1079.65 | %.Sft | 103,776

39 648 |Painting doors and windows any type (S.1.No:5@-P/69) 2116.61 | %.Sft 13,716

40 462 |Colour wash three coats 859.9 %.Sft 3,973

41 84 Preparing surface painting Garder bars gates of iron bars grating 127082 | % st 1067

railing. (S..No:5-P/69)

TOTAL

7,033,723




PART (B) WATER SUPPLY & SANITARY FITTINGS

‘ SiNo:| Qty: : Descnptmn R:te ‘| unit Amount
i l Provi Umg & fixing squating type white glazed of flushine tistern |
: fitting & flush pipe with bend and making fequiste numbers of | |
| | ne wall m ¥ lima r ions & makin - .
- :;.,Jes in wall plinth & -r”.,r tor pipe .onlrl‘re!r:n aking goad in [ 4802.50 Each 96‘.;‘3/-
| e jcement 1:2:4 B (i) W.C of not less 19" ciear opening between
'f'usmng' fims and 3 gauon flushing tank with “4 C.| trape & C.| _
+ ) Prav|Hirg and ﬁmn 4 dla C: | sdil|& ven p:pes including umng _ 33337
2 0.0 and fitting 2nd axtr?a painting to match the cdlour of building.( 33328 Eagh 2 : 22,
S.I.NO.1 . P.NO.B)
Providing & ﬁxmg 4"x4"x4" dia C.| pranch of the required uegrse
’ Za §) with access aucrs, rubber washer 1/8" thick and builts & nut_s and 270.60 Each 54 1 /"
ll N {extra painting to match the colour of the building.( i
. | S..ND.5.F.NO.8 ;
| Prcu-dlnb asnesms pipe with collar (Dadex or squwatan;) ile kit
20 ::nggmg the tnanc'na to required dgath and I’uung 1 positign and 188.44 RA )769/-
. A jeining with rubber rings mcludmg msung to water presgure head '
of 200 feet 5.1 No:3 P.NoiZ1 (o] 4° dia Asbastos pipe . “ et
! ProvIEing G.1 Rifes SpBgials & damps etc Iﬂﬁlns fixing dnﬂu K -
anq tting cdmp!bta with and Ug the cost of dking through w s
df maklng gobd ete . Paihu twh codls after eipan me
pme pt whﬂ.? zitk paint wﬂ[\ Ppigmierit 1o Match the caioL:r of
thé b Iqmq and lesting with watef {o a pressure fiead of gmo fer L
5 " ndharnatmmslr«ltwi’mntz}.u i i) BRIVt K W X [P P
1 U (i) 1" dia G.il Pipe : 123-.55 &f’ 12 86 /.-
| ' | 1 L . e P WA -
T ™ .I l l. 'y b "! ! 1 z 3 -
l 15 | te G Pipe faz1 ,;FH 1982
ol ! : . - " R EEE ey - =
1P @ e dia G Pipe 8579 %ﬂ: f_g'l o/
™= PIC JPVG plpe.s ofTCIass B" ﬁxlng in trangh Uc cytting, ﬁmn and !
]mhhri with solvent cement i/c testing with water lo5ead af 51
p .metanr?Oth CSINMY ‘?(jl) (b)le) Fard. 23 P/‘/J‘-_), P ey
_ 10 (32 dia 90,00 || PR | 7YY/ =
| 30 [15) 3 pie 23 758 | prn | 12804,
<V R UPVC pipes of "Class B fixing in traneh ifc cutung, fitting and |\ AR
jointing with solvent cement i/c testing with water to head ot 1'22
| | metars or 400 ft i
* | 1V @) 170 2706 | PgR [TV
' [ 20 |(b)3/4" Dia | 19.00. ﬁFitt JBO/ =
27 |(e) 172" Dig "1 200 [ PR | 300/-
2.0 Supplylhg & fixing in position brass bib cotk b. 3/4” tia brass b E i
- * cock dSlar"u:!z-:rt) pattern | S.1.NO.1 P.NO.16 ) 348-"92 e 1398/
2 Providing & fixing bal valve (with uhsoldered copper ball ) made to| | ; o i
9 & g ? | P i 4 Lt ] ?90.%_ Each 582/
Upplying & Fixing Fiber Glass Tahk of approved quality and Tar
00 design gnd wall thickness as soecified /e cost of puts bolts ang 87 ,?) 97_/@' 759 O/—
10 P fixing Ih plate rqrm of cement congretg 1:3: é a dmdkia —
connettigns for indlét out & over flew init , u nm !pas e A,
_|complet&’( S, I:N 3,_9N0183{a}2508;l|n§h ﬁ ma | AR S Lk
Sppplym‘h and hxing'hpp?dv:u Quality Electnc AG. “molor pump‘hg i i Rl el o 2
1 O|set'(Javed Enginkering made) 1:1/4"1" sectitin and defievery with il
1 bask pldte 2 and compiling orje Horde power single pﬂasp motor P.Na 18470/~
(sleméns make] 80 feet head of 2800 RPM mdlddmg the cos\ of “1 201
_ npg and bolts ¢.¢. (1:214) Elect| Motor ,[': W NP
Providing and Ins Ifhhnr‘l of Hdhd pump 1-1/4" G.I p;l:;o pnq t: ']r T T3 wida
syainer with woo! jeh 'shap includ ﬁ L4t 4" teet above 4 l.md ‘
leval ambdeun C. d 1i2:4) with i andla and fequired same {
Pleri "_".W‘Pa Bndﬂmngekm - i M Ly ...1,,, E_, it UBIL| N T
12 10.0' *_a? Filter pipe . ’ il 12d " ,'/{: T200f="""
i (6) Gl Bips o nme | re | ¥¥VTE
1e 0](!'3] H.P Machine 25(’50 F’IJD 1 2500/=




1.0

F’l‘cwdmg and ﬁxmg 22°18" lavelory basin i whjlte glazed eanhen
whre complete with & il the cost bf W.1 ar C.| cantilever brackets
B inch built inte wall. Painted while in two ccate after a primary
caat pf red lead paint a pair of 1/2 dia chrome plated piller traps 1-
12" dia rubber plug chrome brass waste of approved pattern 1-
14" &ia malioable iron cp union making and traps, mdlloable iron
df brass requisite number of holgs in wall plinth & floor for pipe
qpnngctian and making good in cement concrete 1,2:4 (standard

Eﬁai’n}smo 13 P.No:2

4594.8

Each

595/~

d éxtra for labouf for oroviding & fixing of earth ware pedestai
White' or coloured dlazed (standard pattern) S| No:@
B.NQ;3

p38.47

Each

939/~

1§,

8dpplying & fixing swan type piller cod of supefior quality s.ngle
¢.p baad 142" did 5.1 No:18 P.No:1§

796.30

E?én

795/~

ﬁunp fylng & fixing bath room assessoeies (7 pieces) i/t lowdl rog,
g;usn nejder.soap "ray shelf of apnroved quality and design eic
dmplete S.LNoi24 PNo:16

8122.4

Each

1475/~

Gorisfru;:npn manﬂdiq or Inspaction chamber for the required dia
p‘ circutar sewer dnd "'xﬁ' (1067mm) dept with walls of B.B in!
aement mortar 1! 3 cement g!asteréa 1:3,1/2" thick inside of walls
and 1" f25mm; thick over benching and channel V¢ fixing c.

mal;nmp Epvit with frame of pledr opening 1-1/2"x1-1/2"

(457 x457m of 1750w, (B8.9 kg.) embedded in plain C.C 1 2: 4
ang fixing 1" {ZEmnﬂ diaM.S§ steps 6" (150mm) wide pru]el:tmg 4
(1G2mm) tram the fage of wail al 12"(305mm) CIC duly paihted ett
cuénp'\auz as per speficication and drawing No.D/I of Public Heaith
)| Cireyle Southern zode S.! No:1 P.No:38

14748

Each

'|Praviding R.C.C.pige with collars class"B" and digging the irenche
10 required depth and fixing in position including cutting fitting ar4
jolhing with maxphalf compasition & cement mortor 1:1 and tesiing
wilh water pressyre le a head of 4 feet above the lop of the
hiihest pipe & refiling with exeavated staff.(S,1.NO .2 P.NO.21) (c)
3‘{ gia R,C.C pipe aldss "B"

199.25

Rh:

i ] atcn the colour of the building S.1 No: 10 P.Np:9

Pfd ldlng &ifixing 4" dia C.I Ten‘nlnal guardincluding extra painting '

389.70

Each

779/~

Ptoviding & fixing in position hyloon connactions compiete with
1{2" dia brass stop cock with pair of prass nuts and lining joints to
nyloon copnections, S.1 No:23 P.No:6

44715

Each

894/~

Froviding & fixing 15"x12" beveled edgk ri"urr::rI of belgium glass
cpmplete with 1/8" thick hard board and C.P serews fixed 1o
wooden pleat S.0 No:3 P.Np:7 a) standard patlern

T
1161.6

Each

:161/-

'

-

a,Total Rs: 106371/00




NIT. No:TC/ G55/
Dated:

BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance
of the Bidding Documents)

(a). Name of Procuring Agency - Executive Engineer (Education Works)
Division Shikarpur

PROVINCIAL ADP SCHEME(2016-17)
(b). Brief Description of Works:- ADP 184-REHABILITATION IMPROVEMENT RENOVT:
AND PROVISION FOR MISSING FACILITIES IN
EXISTING PRIMARY/ELEMENTARY SCHOOLS OF
_DISTRICT SHIKARPUR(2016-17-PROGMM)(11 UNITS)
1. GBPS Walisabad Bado

(c).Procuring Agency’s address:-Executive Engineer (Education Works) Division Shikarpur
Near GBHS No.ll Shikarpur.

(d). Estimated Cost:- 4 500( Millions)

(e). Amount of Bid Security:-_ 5% (Fill in lump sum
amount or in % age of bid amount /estimated cost.but not exceeding 5%)

(f).Period of Bid Validity (days):- 60 Days (Not more than sixty days).

(g).Security Deposit:-(including bid security)- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :- As Per NIT

(). Venue, Time, and Date of Bid Opening:- Near GBHS || (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 15 Months

(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost
per day of delay, but total not exceeding 10%)

(m). Deposit Receipt No: ~ Date: _ Amount:Rs:
Bank

(n). D.R.NO: ~DATED:
(o). Tender issued to Mr. / M/s

XECUTIVE ENGINEER
E TION WORKS DIVISION
SHIKARPUR




'B.0.Q OF CIVIL WORK

T REHABILITATICN OF EXISTING BUILDING IN PRIMARY SCHOQ
IN DISIRICT SHIKARPUR TALUKA GARHI YASIN (2016 -17 )

PROGRAMME ( PROV: A

A.D.P.NC:

184 )

AT G.BeFPeSe WALISABAD ( BADO )

LS

' - ' AMOUNT
Sr.No: ‘ QANTY: DESCRIPTION ‘ RATE | UNIT IN Rs:
1 27 Dismentling brick work in lime | @ Rs:1285.63 | % Cft 69771/~
| 54 | or cement mortar | | |
P i . ‘ Dismentling brick or flagged flooring without } @ ns:257.13 ’ % St s
| concrete foundation. S.1 No.30 P.No.12 I |
3 600 ‘ Dismentling cement concrete | @Rs:3327.50 | % Cft 19965/~ |
£ Plain (1:2:4) | | ]
| Dismentling Cement concrete | ! 87937/
Reinforced separating reinforcement 544 °, Cft 3 -
% 1615 from concrete cleaning & straightening L Je
The same
5 - Dismentling second class tiles roofing @ Rs:378.13 % Sft =
. > : P.No: —
6. - Removing doors with chowkats i ole ]
5 i i Removing windows and sky light @ Rs:102.85 P.Na: -
with chowkats -
8. __ :ltimoving ventilators and wooden sun shade @ Rs:51.43 P.No. | i
9. e Dismentling rolled steel beams, iron @ Rs:126.04 P.Cwt S
] Rails ete. i
10 e Removing cement or lime plaster @ Ps:121.00 %Sft ‘. s
d 8 | p—
11. — Dismantling cement concrete plain 1:3:6 K Ha:1308.80 % C i
| Excavation in foundation of building bridges |
[ and other structure I/C degbelling dressing | [ | |
12 154 refilling around the structure with excavated | @ Rs:3176.25 |  %0Cft | 489/~ |
earth watering and ramming lead upto 5 ft. in | |
ordinary soil. | Ul
Cement concrete brick or stone ballast 1- 1/2 " {
to 2" guage ‘
3. 852 i. Cement concrete (ratio 1: 5: 10: ) @ Rs:8694.95 | % CHht 74081/~
-— ii. Cement concrete 1: 4: 8: | @ Rs:9416.28 | % Cft i Gtz )
— | Dry rammed brick or stone ballast - | 8 ———
b 1/2* thick to 2" quage @ Rs:3327.50 % Cft |
Pacca brick work in foundation and plinth X =
_15. 1627 {emant sand mortar 1) @ Rs:11948.36 % Cft 194400/ |
Fabrication of miled steel reim force ment for |
cement concrit I/C cutting, banding and lying in ] |
16 position i/c cost of steel binding wire also i/e [ |
’ removal of rust from bars i '
42.544 | (a) Tor Steel @ Rs:5001.70 P: Cwt 212792/~
———— (b) Miled Steel @ Rs:4820.20 P: Cwt i i m
R:C:C: work in roof slab beams columns rafts
lintels and other structural members laid in s 4 -
L 953 sittu or precost laid in position complete in all @ Rs:337.00 P: Cft. 321161/ !
respects C:C ratio (1: 2: 4:) S. No.6A P.No.16 |
Filling watering ramming earth in floor with 1
18. ) surplus earth excavated from foundation lead | @ Rs:1512.50 %0 Cft. s |
upto one chain and lift upto 5ft.
Filling watering ramming earth under floor with
W || new earth (excavated from outside) lead upto | @ Rs:3530/+ %0 C.ft ‘ =
. one chain and lift upto five ft. | |
5 | Supplying and filling sand under floor and | o e e
2?‘ 5427 plugging in wells. @Rs:11-.1/25 %CAt 687838/~

Contd.....P2



.*E\.

-

’ P2
.'r A
Errection and removal of centering for R.C.C .
;o i or plain cement concrete work of deodar wood (@ Rs:7000.0 % S.ft ‘ -
| (2nd: class)
| Pacca brick work on ground floor with '
1:6 ratio '
22. 5427 { : GF  @Rs:2674.36 | %Cft | 687838/+
! FIF @ Rs:13112 % Cft |
' Pacca brick work on other than building with 1:6 @ Rs:12346.65 % Cft -
za- -
(ratio)
H i .Cwt
|24, 69,625 | SHfixing iron girder at site of work G@Re:90:0 [ T 268056/-
e 13575. P.Cwt &7/
| 28 74 .866 | SIFixing iron t-iron at site of work @ Re:3578.0 | 267646/
- :186. .Cwt
| 26. | 186 . 34 | Errection of rolled steel beams or iron rails etc. €@ Rs:186.34 Pe l 26924/~
[ Second class tiles roofing consisting of 4" earth
1" mud plaster with gobri leeping over 1/2" thick
LT g7 cement plaster (1:6 cement mortar including 1:2 @ Rs:7607.25 | % S.ft | 272035/=
< cement pointing under neath of tiles complete i
[ including curing etc. complete
! Providing and laying single per layer of polythin
sheet 0.13 mm thick for Water proofing as per 0.7 P.Sft -~
|| ** 3576 specification and instruction of Engineer 1010 ' 38263/
s Incharge
Providing and laying 1" thick topping cement |
concrete (1:2:4) i/c surface finishing and dividing |
29. into panels . o Sft | 106943/=
| 2424 (A) 3" thick @ Rs:4411.82 % S.
, - (B) 2" thick @ Rs:32756.50 | % S.ft i
|30 [ == Mud plaster on floor or roof 1" thick @Rs:555.0 | %S.At | -
' " : . | ——
n, I Applying floating coat of cement 1/32" Thick @ Rs: 660.0 %S.ft |
[~ '32 8231 "C"ime‘n;plaster (1:6) upto 20' ft: height G/F @ Rs: 2206.60 | % S.ft 181625/ -
l 3 Elis Al - @Rs: 2308.84 | % S.ft =
i ement plaster 1:4 upto 20' ft; heig s ! : .
8046 [ t plaster 1:4 20' ft; height G/F @Rs: 219752 | % S.ft 76812
| 33 3/8" thick. . % S.ft
( —_ FIF. @ Rs:2299.77 | %4 S. -
34, Cement plaster 1:4 upto 20' ft; height 1/2" thick @ Rs: 301576 | % S.ft | -
- i
! Cement pointing and stricking of joints on e
| % 212° Walls ra:.’i’o. 1: 29 . @ Re:1287.44 %Sf | 274 10/'
= Line Neru Plaster (1:2) Lime and Surkhi 3 . i
i’cﬁ. — 12" thick. @ Rs:1026.75 % S.ft | J—
| First Class deodar wood wrought joinery in doors |
33 and windows etc: fixed in position ilc |
477 :[I:E:-O::Ir p.::mnuetltl::; and glazed 1-3/4 thicks. @Rs:1273.76 | P.Sft | 607584 /-
: * @ Rs: 902.93 | P.Sh -
Providing and fixing deodar wood Almirah 9-12" =]
38. | - depth i/c boxing with back shalves shutter brass @ Rs: 1748.0 P.Sft =
e fitting etc complete (without box) |
{39, - Fixing doors Including chowkats @ Rs: 279.51 Each ! — 1
40 N Fixing windows including chowkats @ Rs: 139.76 Each -
PIF G:l frames / chowkats of size 7" x 2" or
! 4-1/2"x3" for doors and window using 20 guage
G.l sheet i/c welded hinges and fixing at site with
necessary hold fasts, filling with cement sand |
41, slurry of ratio 1:6 and repairing the jambs. The [
cost also i/c all carriage , tools and plants used in
making and fixing
i (a) for doors @ Rs: 228.90 P.Rft —
[ (b) for windows @Rs: 24050 | pRrp e

Contd.....P/3
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Supplying and fixing M:S round bars for barried
windows

@ Rs: 3700.0

P.Cwift I

——

Cutting and fixing M:S round bars for barried
windows.

w Rs: 28.23

P.No.

Making of fixing steel grated door with 1/16" thick
sheeting I/C angle iron frame 2"x2"x3/8" and 3/4"
square bars at 4” center to center with locking
arrangements

@ Rs: 726.72

P Sft.

Supplying and fixing in position iron/steel grill of
3/4"x1/4" size flat iron of approved design
including painting three coats etc complete

@ Rs: 180.50

P.Sft

46.

Providing and fixing collapsible gate with channel
framing of section 3/4"x5/16" at 4" ilc
revitted with 3/4"x1/8" flat iron patti placed
diagonally and provided with top and bottum T-
section 1" x1" 1/8" alongwith rollers also
e locking arrangement and fixing in
flooriceilling or walls etc complete

@ Rs: 387.04

P.Sft

47.

PIF iron steel grill door with angle iron

frame of 1-1/2"x1-1/2"x1/4" and flat iron of
3"4"x1/4" with approved design and locking
arrangement embedded in masonary as per
instructions of engineer incharge.

@ Rs: 231.60

48,

Replacing kallar eaten bricks

@ Rs:36/613

48,

Cement concrete plain i/lc placing compacting,
finishing and curring complete i/c screening and
washing of stone aggregate without shuttering
(1:2:4)

(b) 1:3:6 ration)

@Rs: 14429.25

@Rs: 12595.0

% Cft. ‘

50.

51.

Making Notice board made with Cement

@ Rs: 58.11

P.Sft

| Laying white marble flooring fine dressed in the

surface without winging set in lime mortar
1:2 including rubbing and polishing of the joints.
(a) 3/4" thick Flooring

|
@ Rs:567/4|8 P.Sft ‘

§2.

P/F 3/8" thick marble tiles of approved quality and
colour shade size 8" x 4/6" x4" in dado skirting
and facing removal / tucking of existing plaster
surface etc. over 1/2 thick base of cement mortar
1:3 setting mortar base including filling the joints
and washing the tiles with white cement slurry ,

| current, finishing

cleaning and polishing etc. complete.
(i) For new works.

@ Rs: 186.04

P.Sft |

53.

117

White glazed tiles 1/4" thick jointed
in white cement(1:2) over 3/4" thick
cement mortar (1:2) complete

@ Rs: 28253.61

% Sft

33057/~

216

Lying floor of white glazed tiles 1/4" thick
jointed in white cement laid over %" thick
bed (1:2) ratio

@ Rs: 27678.86

% Sft

53786/~

Providing and lying hala or pattern tiles glazed
8"x8"x/4 floor or wall facing in required pattern
specification jointed in white cement and pigment
over a base of 1:2 grey cement motor 3/4" thick
i/c washing in filling of joints with salary of white
cement and pigment desired shape with finishing/
cleaning and cost of wax police etc complete i/c
cutting tile to proper profile. S.1 No.62 P.No.48

@ Rs: 34520.31

% Sft

PIF cement paving blocks flooring having size of
1987 x 97 x 60 (MM) of city / Quddra/Cobble shape
with natural colours having strength b/w 5000 psi
to 8500 psi l/C filling the joints with hillsand

laying in specified manner / pattern and design
etc complete.

@ Rs: 199.77

P:SH

|
|
|

Contd..




0" P4

S/F Steelllron Grill of 3/8" Sq: bars Diagonally |
57. fixed both way at 3" C.C on 3 /4" x 3 /4"x1/8" etc @ Rs:329.64 P.Sft

' complete as per instructions given by Engineer
Incharge (R..A).

, % S.ft | -
ss. | 3050 White wash Three coats | @ 5:829.95 | 25313/
i - (b) two coats | @Rs:425.84 | % S.ft -
59 . 2129 ; Colour wash three Coats @ Rs:859.90 % S.it 18307/~
. e | (b) Two Coats @ Rs:443.27 | % S.I N
60. i 8046 Primary Coat of chalk under distempering I @ Rs:442.75 | % S.ft | 35624/-
e ——————— 1079.65 | % S. { eG /e |
61 8046 Distempering Three coats BT es R 86869/ '
_ : S (b) Two Coats | @Rs:1043.90 | % S.ft ]' -
-
! - — Painting doors and windows any type @ Rs: 1160.06 | % S.ft [ —_— '
62. ‘a} Old Surface Two coats o S.ft ! 20 19 1/_
. | 954 (b) New Surface Three coats @ Rs: 2116.41 L |
_Ir Painting guard bars, gates iron bars [
| gratings, railling including standard | | |
63. ‘ . braces etc and similar open work | @ Rs: 674.60 %Sft | S
R - arums | usn | 43933/
64, l R Fixing water spouts or parmals © Rs: 211.75 Each | —
B Preparing surface and painting with mett finish ilc .[ 1
rubbing bathy (silicon carbide rubbing |
| brick) filling the whites with zinck chalk plaster | '
! of paris mixture |/ applying first coat premix
85 | making the surface smooth and than painting 3
’ coats with matt finish of approved make etc
complete new surface. S.| No.36A P.No.55 {
L (a) Two Coat @ Rs: 270017 | % Sft | —
L (b) Three Coat | @ Rs: 3444.38 | % Sft -——
Preparing the surface and painting with weather i
coat i/c rubbing the surface with rubbing brick / j
sand papar, filling the whites with chalk/ plaster |
66. | of Paris and than painting with weather coat of
i approved make. S.1 No.38A P.No.56 |
i E— (a) TwoCoat | @Rs:1948/ 10% st ——
[ e (b) Three Coat | @ Rs: 2567.95 | %Sft. ——
Providing and fixing ornmental
67. C.CeJdalll "2nthick(1.2.4)ratjo _
iz wWithout steel(s.l.11 P:18 ) |@ 226/02 |P:isSfts -
68. | 6738 Extra lead of (03) miles etc: @ 579/41 (% Cft: 39041/00
e D— B |
| —— =l —
- | supplying and fixing in !
| 189 | position iron/steel grill T@ 194/36 Pisft: 36734/00
— + of 3/4"x1/4" size flate iron| '
70 of approved deign including | ‘ |
' painting (03)coats etc. . ,
71. i e = | =2 e
| - |
i .._.J_._ E

|
| |
‘ TOTAL ' 41,30,261/00




B | PART (B) WATER SUPPLY & SANITARY FITTINGS

S.No: | Qty: Descrigtion Rate Unit Amount
o Providing & fixing squating type white giazed of flushine cislern
) q 2 fitting & flush pipe with bend and making requiste numbers of 480260 | Each 9605..

holes in wall plinth & floor for pipe connetions & making good in

cement 1:2:4 B.(i) W.C of not less 18" clear opening between

Providing and fixing 4" dia C.| soil & vent pipes including Cutting i

2 | 12 |and fitting and extra painting to match the colour of building.( 33329 | Each 3999

S..LNO.1 .P.NOB)

Providing & fixing 4"x4"x4" dia C.1 branch of the required degree

with access doors, rubber washer 1/8" thick and builts & nuts and

extra painting to match the colour of the building.(

S..NO.5P.NO B )

Providing asbestos pipe with collar (Dadex or equivalent) i/c

4 06 glgging u_me trenche Fo requnred. deoth gnd fixing to position and 188.44 Rt 1131
joining with rubber rings including tesling to water pressure head

of 200 feet S.1 No:3 P.No:21 (b) 4" dia Asbestos pipe

Providing G.I Pipes specials & clamps etc including fixing cutting

and fitting complete with and Vc the cost of breaking through walls

and roof .making good etc . Painting two coats after cleaning the

pipe etc. with white zink paint with pigment to matc

270.60 | Each 541

b}

3 140 |Gi) 1" dia G.I Pipe 12855 | Rt 1286
140 |()  1/2"dia G.I Pipe 73.21 Rit 13z
15 (i) 3/4" dia G.I Pipe §5.79 Rft: 1437

P/L UPVC pipes of "Class B” fixing in tranch vc cutting. fiting and
jointing with solvent cement i/c tesung with water to head of 61 .

6 meters or 200 ft )
Q6 |(a)3'Dia 90.00 P.Rit 240
0e |(b)4"Dia 136.00 | P.Rft <6

P/L UPVC pipes of "Class B" fixing in tranch i/c cutting, fitting and
- jointing with solvent cement i/c testing with water to head of 122
meters or 400 ft

z 10 |(a) 1" Dia 27.00 | P.RR 299
15 |(b) 3/4" Dia 19.00 [ PRf 255
10 |(c) 1/2" Dia 12.00 P.Rft 120
Supplying & fixing in position brass bib cock b. 3/4" dia brass bib
8 2 cock. Standard pattern ( S.I.NO.1 P.NO.16 ) 892 s o8
9 2 Providing & fixing bal valve (with unfoldered copper ball ) made o 290.84 Each 582

BBS 1212 (SINOGS PNO 18)(ii) 3/4"dia
Supplying & Fixing Fiber Glass Tank of approved quality and

N design and wall thickness as soecified i/c cost of nuts bolts and
10 1 fixing in plate form of cement concrete 1:3:6 and making 21989.6 | Each 21990
connections for in-let out & over flow inlet .outlet flow pipes elc
comp

Supplying and fixing approved quality Electric A.C. molor pumping

set (Javed Engineering made) 1-1/4"x1" section and delievery with

1 1 = ) 12500 P.No 12500
base plate and compiling one horse power single phase motor

(siemens make) 60 feet head of 2800 RPM including the cost of
Providing and Instaliation of Hand pump 1-1/4" G.| pipe and colr
syainer with wooden shap including cost of 4" feet above groun’
level embded in C.C (1:2:4) with iron handle and required same

shape with acc and fixing etc complete

12 10 |(a) Filter pipe 120 Rft 1200
45 |((b) G.I pipe | 110 Rft 4790
1 |(c) H.P Machine 2500 P.NO 2500

Providing and fixing 22"16" lavetory basin in white glazed earthen
13 - ware complete with & i/c the cost of W.I or C.1 canlilever brackets
6 inch built into wall. Painted while in two coatc after a primary
coat of red lead paint a pair of 1/2 dia chrome plate

TCPAL R8s 65,182/~




NIT. No:TC/ G55/
Dated:

BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance
of the Bidding Documents)

(a). Name of Procuring Agency - Executive Engineer (Education Works)
Division Shikarpur.

PROVINCIAL ADP SCHEME(2016-17)

(b). Brief Description of Works:- ADP.NO:184-REHABILITATION,IMPROVEMENT,
RENOVATION, & PROVISION FOR MISSING FACILITIES
IN EXISTING PRIMARY/ELEMENTARY SCHOOLS OF
DISTT SHIKARPUR(2016-17-PROGMM)(11 UNITS)
2 GCMPS Panhwar Bhutta(M.Build:& C.Wall)

(c).Procuring Agency’s address:-Executive Engineer (Education Works) Division Shikarpur
Near GBHS No.ll Shikarpur.

(d). Estimated Cost:- 4 800 (Million)

(e). Amount of Bid Security:- 5% (Fill in lump sum
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 60 Days (Not more than sixty days).

(g).Security Deposit:-(including bid security) - 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :- As Per NIT

(j). Venue, Time, and Date of Bid Opening:- Near GBHS Il (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - bs-_wlonths
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost
per day of delay, but total not exceeding 10%).
(m). Deposit Receipt No: Date: Amount:Rs:
Bank o

e 3°0ﬂ 2 ﬂ‘l’cg
(n). D.R.INO: DATED: Amount 2800/-(Rupees: FwoThous y)

(o). Tender issued to Mr. / M/s

XECUTIVE ENGINEER
ED TION WORKS DIVISION

SHIKARPUR




B.0.Q OF CIVIL WORK :

NAME OF WORK: BEAABILITATION OF EXISTING BUILDING AT GOVTI{GIRLS) ‘
COMMUNITY MODEL PRIMARY SCHOOL "PANHWAR BHUTT#

TALUKA GAPHI YASIN DISTRICT SHIRKARPUR(2016 —ITJPRC)G?]

- (PROVIA. D P NO3184) ( MAIN BUILDING + C/WALL)— “‘
Ml
AMOUNT
Sr.No; QNTY: DESCRIPTION RATE UNIT IN Rs:
. 341 Dismentling brick work in lime | @Rs:128563 | % Ch 4384/~ . |
; ¢ | or cement mortar { L |
2. . Dismentling brick or flagged flooring without ' @ ~s:257.13 % Sht | -
i concrete foundation. S.I No.30 P.No.12 i . | ]
| |
5 1613 Dismentling cement concrete @ Rs:3327.50 % Cht i 53673/-
N Plain (1:2:4) | d
| Dismentling Cement concrete
| Reinforced separating reinforcement > i 127141/-
. ; 2335 from concrete cleaning & straightening G Rs:5445.0 %GR
B The same =
5 | - Dismentling second class tiles roofing @ Rs:378.13 % Sft ——
6_;__'|__-' Removing doors with chowkats QRy:S142.78 e L _
7. |. - Removing windows and sky light @ Rs:102.85 P.No: e
L with chowkats 1
8 | - l;ltecmoving ventilators and wooden sun shade @Rs:51.43 P.No. | s |
—_— | |
[ .
9, — Dismentling rolled steel beams, iron @ Rs:126.04 P.Cwt i .
| Rails etc. ! =
10. 7132 Removing cement or lime plaster @ Ps:121.00 %St ‘ 8630/~- <‘
11. = Dismantling cement concrete plain 1:3:6 @ Rs:1306.80 WGt ‘ B
; Excavation in foundation of building bridges | |
' and other structure /C degbelling dressing | i 563
2 | A9 refilling around the structure with excavated | @ Rs:3176.25 %0 Cft | f=
| . earth watering and ramming lead upto 5 ft in | | f
S ordinary soil. S U [ il |
| Cement concrete brick or stone ballast 1- 1/2 * [
to 2" guage -
Lo i 23 I.  Cement concrete (ratio 1: 5: 10: ) @ Rs:8694.85 % Cft ‘ 2000/ ‘
| - ii. _Cement concrete 1: 4: 8: _@ Rs:9416.28 % Cft s i
Dry rammed brick or stone ballast p ' . | =
?‘. | _— 1/2 “ thick to 2" guage @ Rs:3327.50 %o Cft ! |
15. | 1654 &:ﬁg:n"t’;‘;‘;g:mf;?g}d“°" and @Rremisasss | %ok | 197626/= |
Fabrication of miled steel reim force ment for
cement concrit UC cutting, banding and lying in |
16 position i/c cost of steel binding wire also ilc l
¥ removal of rust from bars 95172/~ .
19.028 | (a) Tor Steel @ Rs:5001.70 P:Cwt | 172/
- (b) Miled Steel | @ Rs:4820.20 P:Cwt | e 3
R:C:C: work in roof slab beams columns rafts | |
lintels and other structural members laid in ’ : =
W 426.25 sittu or precost laid in position complete in all @ Rs:337.00 P: R | 143646/
respects C:C ratio (1: 2: 4:) S.| No.6A P.No.16 I
Filling watering ramming earth in floor with ' |
18. . surplus earth excavated from foundation lead | @ Rs:1512.50 %0 Cft. =y
upto one chain and lift upto 5ft. ‘
Filling watering ramming earth under floor with i
18. e new earth (excavated from outside) lead upto | @ Rs:3530/+ %0 C.ft e
one chain and lift upto five ft.
Supplying and filling sand under floor and AT N P
Z‘i‘_g.__"' skiGinireg s weils, @Rs:1151/25 % C.h

Contd.....P/2




P2

| | Errection and removal of centering for R.C.C i |
| 2. - or plain cement concrete work of deodar wood @ Rs:7000.0 % S.n | b
== (2nd: class) |
Pacca brick work on ground floor with ‘
1:6 ratio -
2 | 824 l ) GF  @Rs:1267436 | %Cf | 104437/
o FIF @ Rs:13112 o Cft ‘ ——
Pacca brick work on other than building with 1:6 @ Rs:12346.65 % Cft | 82376/~
| 2| 3097 |3 | 382376/
| 24. | 94,142 | Sifixing iron girder at site of work BReIND | S0 | 362447/~
I—3 o :3676.0 | P.Cwt | -
| 26 115915 | S/Fixing iron t-iron at site of work DRsINS ‘ 414396/
4 SPp—
| ¥ b .Cwt |
1 26 207 « 936 | Errection of rolled steel beams or iron rails etc. @ Ra188.34 ? [ 38747/~
Second class tiles roofing consisting of 4" earth
; 1" mud plaster with gobri leeping over 1/2" thick i 2769/=
[ 27 5426 cement plaster (1:6 cement mortar including 1:2 @ Rs:7607.25 % S.ft 41
| cement pointing under neath of tiles complete
- including curing etc. complete | =
Providing and laying single per layer of polythin | 8058/
sheet 0.13 mm thick for Water proofing as per ; 5 -
28. 5426 specification and instruction of Engineer @ Rs:10.70 Pat
_ Incharge S
I Providing and laying 1" thick topping cement |
concrete (1:2:4) i/c surface finishing and dividing i
29, into panels . o ' 2
3610 (A) 3" thick @Rs:4411.82 | % S.ft ‘ 159267/
1 67 (B) 2" thick @ Rs:3275.50 | % S.ft 2195/~
| 30. - Mud plaster on floor or roof 1" thick @ Rs:555.0 % S.ft } = )
. 7132 Applying floating coat of cement 1/32" Thick @ Rs: 660.0 % S.ft 47071/~
ot 14986 5:3m:.n; plaster (1:6) upto 20' ft: height G/F @ Rs: 2206.60 | % S.ft 330681/~ |
| = e FIF @ Rs: 2308.84 | % S.ft -
' = 14236 Cer:lent plaster 1:4 upto 20' ft; height G/F @ Rs: 2197.52 | % S.ft | 3328 35/-'—
&1 SET 0K - @Rs:2299.77 | %S.ft -
i 34, . Cement plaster 1:4 upto 20' ft; height 1/2" thick @Rs:3015.76 | % S.ft
s |
Cement pointing and stricking of joints on i A | o
3. | 4030 e o g @Rs:1287.44 | %St | 51884/
= = ! -1
36. e :.:2: :?::-Plastar (1:2) Lime and Surkhi @Rs:1036.75 | %S.ft | -
First Class deodar wood wrought joinery in doors I
a7, and windows etc: fixed in position ilc "
238 d:odar panelled and glazed 1-3/4 thicks. @ Rs:1273.76 | P.Sft | 303155/
onl
| - L,ﬁ (b) only shutters @Rs: 90293 | P.Sft | 4 ‘lsjf/ -
| Providing and fixing deodar wood Almirah 9-12" -
| 38. . depth Uc boxing with back shalves shutter brass @ Rs: 1748.0 P.Sft | -
_|I_ . fitting etc complete (without box)
| 39. o Fixing doors including chowkats @ Rs: 279.51 | Each = |
‘_40. —_— Fixing windows including chowkats @ Rs: 139.76 Each -
P/IF G:l frames / chowkats of size 7" x 2" or '
4-1/2"x3" for doors and window using 20 guage 5
G.l sheet i/c welded hinges and fixing at site with
: | necessary hold fasts, filling with cement sand I
41, | slurry of ratio 1:6 and repairing the jambs. The |
cost also i/c all carriage , tools and plants used in | |
making and fixing | '
e (a) for doors @Rs: 22890 | pRit -
_ o | (b) for windows @Rs: 240.50 | pRra ——

Contd.....P/3
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Supplying and fixing M:S round bars for barried
windows

@ Rs: 3700.0

P.Cwit

Cutting and fixing M:S round bars for barried
windows.

(w Rs: 28.23

P.No.

Making of fixing steel grated door with 1/16" thick
sheeting I/C angle iron frame 2"x2"x3/8" and 3/4"
square bars at 4" center tu center with locking
arrangements

@ Rs: 726.72

P Sft.

45.

Supplying and fixing in position iron/steel grill of
3/4"x1/4" size flat iron of approved design
including painting three coats etc complete

@ Rs: 180.50

P.Sft

46.

Providing and fixing collapsible gate with channel
framing of section 3/4"x5/16" at 4" ilc
revitted with 3/4"x1/8" flat liron patti placed
diagonally and provided with top and bottum T-
section 1" x1" 1/8" alongwith rollers also
llc locking arrangement and fixing in
floor/ceilling or walls etc complete

@ Rs: 387.04

P.Sft

47.

PIF iron steel grill door with angle iron

frame of 1-1/2"x1-1/2"x1/4" and flat iron of
3"4"x1/4" with approved design and locking
arrangement embedded in masonary as per
instructions of engineer incharge.

@ Rs: 231.60

P.Sft

- 48,

Replacing kallar eaten bricks

@Rs:36/673

Each

——

49,

Cement concrete plain i/c placing compacting,
finishing and curring complete i/c screening and
washing of stone aggregate without shuttering
(1:2:4)

(b) 1:3:6 ration)

@Rs: 14429.25

@Rs: 12595.0

% Cft.

% CHt.

9523/=-

50.

Making Notice board made with Cement

@ Rs: 58.11

P.Sft

51.

Laying white marble flooring fine dressed in the
surface without winging set in lime mortar
1:2 including rubbing and polishing of the joints.
(a) 3/4" thick Flooring

@ Rs:567 /&

B P.Sft

PIF 3/8" thick marble tiles of approved quality and
colour shade size 8" x 4/6" x4" in dado skirting
and facing removal / tucking of existing plaster
surface etc. over 1/2 thick base of cement mortar
1:3 setting mortar base including filling the joints
and washing the tiles with white cement slurry ,
current, finishing

cleaning and polishing etc. complete.

(i) For new works.

@ Rs: 186.04

P.Sft

678

White glazed tiles 1/4" thick jointed
in white cement(1:2) over 3/4" thick
cement mortar (1:2) complete

@ Rs: 28253.61

% Sft

191559/~

386

Lying floor of white glazed tiles 1/4" thick
jointed in white cement laid over %" thick
bed (1:2) ratio

@ Rs: 27678.86

% Sf

106840/~

55.

Providing and lying hala or pattern tiles glazed
8"x8"x/4 floor or wall facing in required pattern
specification jointed in white cement and pigment
over a base of 1:2 grey cement motor 3/4" thick
ilc washing in filling of joints with salary of white
cement and pigment desired shape with finishing/
cleaning and cost of wax police etc complete ilc
cutting tile to proper profile. S.1 No.62 P.No.48

@ Rs: 34520.31

% Sft

56.

PIF cement paving blocks flooring having size of
197 x 97 x 60 (MM) of city / Quddra/Cobble shape
with natural colours having strength b/w 5000 psi
to 8500 psi UC filling the joints with hillsand

laying in specified manner / pattern and design
etc complete.

@ Rs: 189.77

P:Sft

Contd.......P/4




[ SIF Steellron Grill of 38" Sq: bars Diagonally |
| fixed both way at 3" C.C on J /4" x 3 /4"x1/8" etc

"4

57 i , @ Rs:329.64 P.Sh -
| complete as per instructions given by Engineer
_| Incharge (R..A). { .
_ %St | 7846 |
&8 4560 White wash Three coats @ Rs:829.95 g 37846/~
y a—— (b) two coats @Rs:425.84 | % S.ft | - l
T . i i | 4
se. | 2809 Colour wash three Coats . @Rs:869.90 | Sl 24155/-
3 v (b) Two Coats | @ Rs:443.27 % S.N L '
60. - Primary Coat of chalk under distempering @ Rs:442.75 % S.ft e
i = ¥ ° L | o -
61. | —— Distempering Three coats @ Ra:1079.85 ASst |
iy 14061 (b) Two Coats | @Rs:1043.90 % S.ft 146783/~
[ 720 Painting doors and windows any type @ Rs: 1160.06 | % S.ft | 8352/~ i
62. (a) Old Surface Two coats o
| a7 (b) New Surface Three coats @Rs: 2116.41 |~ SH ‘ 10074/~
Painting guard bars, gates iron bars | '
gratings, railling including standard
63. e braces etc and similar open work @ Rs: 674.60 %St S g
Two Coats (Old Surface) i & i
| 447 (b) Three Coats @ Rs: 1270.83 %St | 56895/ |
64. — Fixing water spouts or parmals @ Rs: 211.75 Each | -——as
B Preparing surface and painting with mett finish i/c : |
rubbing bathy (silicon carbide rubbing
brick) filling the whites with zinck chalk plaster | |
of paris mixture / applying first coat premix [ [
65 making the surface smooth and than painting 3 |
= coats with matt finish of approved make etc | | |
complete new surface. S.I No.36A P.No.55 ‘ [
i (a) Two Coat @ Rs: 2700.17 % Sft St ‘
— (b) Three Coat @ Rs: 3444.38 % Sft i -=anen .
B o Preparing the surface and painting with weather N
| coat i/c rubbing the surface with rubbing brick / | _
sand papar, filling the whites with chalk/ plaster | | ;
66 ’ of Paris and than painting with weather coat of | |
’ approved make. S.1 No.38A P.No.56 i
10546 (a) Two Coat @Rs:1348/ 10% sft | 205447/~ |
(b) Three Coat | @ Rs: 2567.95 | %Sft. | ‘
Providing and fixing ornmental
67. —— CaCsdalll "Z"t.".ick(l-;’.ﬂi)fatio e
| Wwithout steel(S.I.11 P:18 ) |@ 226/02 PiSft:l
— — zl.2 ey — — ! .
68, __ L = | - i i
| |
69 —— - - - -
|
! |
[ |
TOTAL 44,55,097/-




PART (B) WATER SUPPLY & SANITARY FITTINGS

S.No:

Qty:'

Description

Rate

Unit

Amount

Providing & fixing squating type wh;:e_c_ilazed of fiushine cistern
fitting & flush pipe with bend and making requiste numbers of
holes in wall plinth & floor for pipe connetions & making good in
cement 1:2:4 B.(i) W.C of not less 15" clear opening between

4802.60

Each

9605..

12

Providing and fixing 4" dia C.| soil & vent pipes including Cutting
and fitting and extra painting to match the colour of building.(
S I.NO.1 P,NO.B)

333.29

Each

3999

Providing & fixing 4"x4"x4" dia C.1 branch of the required degree
with access doors, rubber washer 1/8" thick and builts & nuts and
extra painting to match the colour of the building.(

S.1.NO 5P.NOB)

270.60

Each

541

Providing asbestos pipe with collar (Dadex or equivalent) i'c
digging the trenche to required deoth and fixing to position and
joining with rubber rings including testing to water pressure head
of 200 feet S.1 No:3 P.No:21 (b) 4" dia Asbestos pipe

188.44

Rft:

1131

Providing G.| Pipes specials & clamps etc including fixing cutting
and fiting complete with and Uc the cost of breaking through walls
and roof .making good etc . Painting two coats alter cleaning the
pipe etc. with white zink paint with pigment to matc

(iiy 1" dia G.I Pipe

128.85

Rft:

1286

()  1/2"dia G.| Pipe

73.21

RIt:

732

o3|

() 3/4" dia G.| Pipe

95.79

Rit;

1437

P/L UPVC pipes of "Class B" fixing in tranch /¢ cutting, fitting and
jointing with solvent cement i/c testing with water to head of 61
meters or 200 f

(a) 3" Dia

90.00

P.RR

540

(D) 4" Dia

136.00

P.Rft

816

PiL UPVC pipes of "Class B” fixing in tranch i/c cutting, fitting and
jointing with solvent cement i/c testing with water to head of 122
meters or 400 ft

(a) 1" Dia

27.00

P.RIt

(b) 3/4" Dia

15.00

P.Rft

(c) 172" Dia

12.00

P.Rfit

Supplying & fixing in position brass bib cock b. 3/4" dia brass bib
cock. Standard pattern ( S.I.NO.1 P.NO.16 )

348.92

Each

Providing & fixing bal valve (with unsoldered copper ball ) made to
BBS 1212(SINOB PNO 18) (i) 3/4"dig

250.84

Each

10

Supplying & Fixing Fiber Glass Tank of approved quality and
design and wall thickness as soecified i/c cost of nuts bolts and
fixing in plate form of cement concrete 1:3:6 and making
connections for in-let out & over flow inlet .outlet flow pipes etc
comp

21989.6

Each

21980

1

Supplying and fixing approved quality Electric A.C. motor pumping
set (Javed Engineering made) 1-1/4"x1" section and delievery with
base plate and compiling one horse power single phase moter
(siemens make) 60’ feet head of 2800 RPM including the cost of

12500

P.No

12500

12

Providing and Installation of Hand pump 1-1/4" G.1 pipe and colr
syainer with wooden shap including cost of 4" feet above grouns’
level embded in C.C (1:2:4) with iron handle and required same
shape with acc and fixing etc complete

(a) Filter pipe

120

Rft

1200

(b) G.I pipe

110

Rft

(c) H.P Machine

2500

P.NO

2500

13

Providing and fixing 22"16" lavetory basin in while glazed earthen
ware complete with & V/c the cost of Wl or C.I cantilever brackets
6 inch built into wall. Painted while in two coatc after a pnmary
coat of red lead paint a pair of 1/2 dia chrome plate

4694.8

Each

TOAL

-n

&

L1

65,182/~




NIT. No:TC/ G55/
Dated:

BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance
of the Bidding Documents)

(a). Name of Procuring Agency - Executive Engineer (Education Works)
Division Shikarpur.

PROVINCIAL ADP SCHEME(2016-17)

(b). Brief Description of Works:- ADP NO 184-REHABILITATION IMPROVEMENT,
RENOVATION.& PROVISION FOR MISSING FACILITIES
IN EXISTING PRIMARY/ELEMENTARY SCHOOLS OF
DISTT SHIKARPUR(2016-17-PROGMM)(11 UNITS)
3 GBPS Ujan(M.Build:& C.Wall)

(c).Procuring Agency’s address:-Executive Engineer (Education Works) Division Shikarpur
Near GBHS No Il Shikarpur

(d). Estimated Cost:- 3900 (Million)

(e). Amount of Bid Security:- 5% (Fill in lump sum
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 60 Days (Not more than sixty days).

(g).Security Deposit:-(including bid security) - 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :- As Per NIT

(j)- Venue, Time, and Date of Bid Opening:- Near GBHS || (Shikarpur As Per NIT).

s

(k). Time for Completion from written order of commence: - -84-Months
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost
per day of delay, but total not exceeding 10%).
(m). Deposit Receipt No: - ~ Date: Amount:Rs:
Bank

_— _?Doa 72{8:
(n). D.R.NO: DATED: Amount 20680/~(Rupees: TwoThousga( )
(o). Tender issued to Mr. / M/s_ Govt: C

ECUTIVE ENGINEER
ED ION WORKS DIVISION

SHIKARPUR




B.0.Q OF CIViL. WORK

' 'NAME OF WORK:

REHABILITATION OF EXISTING BUILDING AT3GeBeFeos

TALUKA GARHI YASIN DISTRICT SHIRARFUKR (2016 =17)

(PROV:iA.D.P.NO:184) (MAIN BUILDING + COMPOUND WALL)T

""°§JL

AMOUNT
Sr.No: | QNTY: DESCRIPTION RATE UNIT IN Rs:
. | 12240 Dismentling brick work in lime @ Rs:1285.63 % Cft ] 416564/~
'1 _ or _g__ement monrtar e ||
r 1 = Dismentling brick or flagged flooring without @ hs:257.13 % Sft -
- concrete foundation. S.| No.30 P.No.12 1|
A f— Dismentling cement concrete | @ Rs:3327.50 ~ % Cft -
1 B | Plain (1:2:4) : =
Dismentling Cement concrete _ [ '
I Reinforced separating reinforcement . o Cft =
4 | - from concrete cleaning & straightening ‘ @ Ru:3445.0 ¥
| The same ]
s | 420 Dismentling second class tiles roofing | @Rs:378.13 % Sft [ 1588/~ _{'
g i = ) Removing doors with chowkats o i ol " - . J-
7 = Removing windows and sky light @ Rs:102.85 P.No: -
B L with chowkats ‘
8 : Removing ventilators and wooden sun shade @ Rs:51.43 P.No | -
N | etec. e s
9, e Dismentling rolled steel beams, iron ] @ Rs:126.04 P.Cwt | == |
_ Rails etc. : -
10. _l - Removing cement or lime plaster @ Ps:121.00 %Sft o
! s )
1. | o Dismantling cement concrete plain 1:3:6 @ Rs:1306.80 % Ct =
Excavation in foundation of building bridges | .
and other structure I/C degbelling dressing |
2. | 3505 refilling around the structure with excavated | @ Rs:3176.25 %0 Cft 11183/~ |
| earth watering and ramming lead upto § ft in |
| ordinary soil. |
1 Cement concrete brick or stone ballast 1- 1/2 * \
to 2" guage o
s 1521 i. Cement concrete (ratio 1: 5: 10:) @ Rs:8694.95 % Cft 32250/
__*_ - ii. Cement concrete 1: 4: 8: _([@ Rs:9416.28 % Cft <l
) Dry rammed brick or stone ballast ) &
14, ! - 112" thick to 2" quage @ Rs:3327.50 % Cft
Pacca brick work in foundation and plinth . e : |
15. 1| 3508 Gommatit Sa0H northr 18 @ Rs:11948.36 hCR | 419148/ [
| Fabrication of miled steel reim force ment for |
cement concrit UC cutting, banding and lying in | I
. | position i/c cost of steel binding wire also i/c ’ '
’ removal of rust from bars | ' |
| 44.374 | (a) Tor Steel @ Rs:5001.70 P: Cwt ‘ 221945/ = |
— — (b) Miled Steel - | @ Rs:4820.20 P: Cwt | e |
I R:C:C: work in roof slab beams columns rafts |
lintels and other structural members laid in :
17. . :
¥ | 994 sittu or precost laid in position complete in all | ‘@Ra:a37.00 P=Cit. ! 334978/~
| respects C:C ratio (1: 2: 4:) S.| No.6A P.No.16 |
i | Filling watering ramming earth in floor with 1
18. \ 1419 surplus aartt] excavated from foundation lead | @ Rs:1512.50 %0 Cft. | 2146/-
upto one chain and lift upto 5ft. |
! Filling watering ramming earth under floor with '
19. ’ 2085 new earth (excavated from outside) lead upto | @ Rs:2230/+ %0 C.ft 7569/ -
o . one chain and lift upto five ft.
| Supplying and filling sand under floor and ' " e = -
2.0__ 634 plugging in wells. o o @Rs:17 0y 35 % C.ft 7236/

Contd.....P/2
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Errection and removal of centering for R.C.C

21, | - or plain cement concrete work of deodar wood @ Rs:7000.0 % St -
- ___| {2nd: class) o o e ey
‘ Pacca brick work on ground floor with |
| (1:6 ratio) 2 !
| 22 | 3292 GIF @Rs:1267436 | %Cft | 417240/~
[' FIF @ Rs:13112 % Cft | -y
s |
' Pacca brick work on other than building with 1:6 @ Rs:12346.65 | % Cft | g
2. 1639 (ratio) | 202362/
| 1 . .0 P.Cwt |
24. | 34.696 S/fixing iron girder at site of work @Rs:3850 | 133580/~
————t - - o :3575.0 P.Cwt
25. | 38.446 | SFixing iron t-ron at site of work @ Re:3676 | 137444/~
g e a — T @Rs:186,34 | PCwt | b =
| 2. | 73.142 | Errection of rolled steel beams or iron rails etc. B AR » | 13629/=-
B 1 Second class tiles roofing consisting of 4" earth ]|
| 1" mud plaster with gobri leeping over 1/2" thick
21. | cement plaster (1:6 cement mortar including 1:2 @ Rs:7607.25 | % S.ft | 153590/=
| 2019 cement pointing under neath of tiles complete l
including curing etc. complete
| Providing and laying single per layer of polythin
sheet 0.13 mm thick for Water proofing as per X =
28. 2019 specification and instruction of Engineer @ Rs:10.70 P.Sft 2160 3/
| Incharge i
- ] Providing and laying 1" thick topping cement ||
' concrete (1:2:4) i/c surface finishing and dividing |
29. into panels :
1334 (A) 3" thick @ Rs:4411.82 | % S.ft | 58854/~
26 (B) 2" thick @Rs:3275.50 | % S.ft 852/=
30. = Mud plaster on floor or roof 1" thick @ Rs:555.0 % S.ft -
3. _ Applying floating coat of cement 1/32" Thick @ Rs: 660.0 % S.ft -
72135 Cement plaster (1:6) upto 20' ft: height G/F @ Rs:2206.60 | % S.ft 164061/ =
7o R i @ Rs: 2308.84 | % S.ft -
Cement plaster 1:4 upto 20' ft; height G/F @ Rs: 2197.52 | % S.ft 732 o
0 | 7233 33" thick. Rs:2299.77 | % S.ft paLAas
T, FIF. @ S R o . ——
|34, o Cement plaster 1:4 upto 20’ ft; height 1/2" thick @ Rs:3015.76 | % S.ft -
Cement pointing and stricking of joints on i = -
3438 Walls ratlc. 12 @Rs:1287.44 | %St 44262/
1 SR
Line Neru Plaster (1:2) Lime and Surkhi '
[ 36 B s Rs:1036.75 % S.ft -
| 1/2" thick. e ) | —
! | First Class deodar wood wrought joinery in doors l
37 and windows etc: fixed in position ilc '
¥ 269 deodar panelled and glazed 1-3/4 thicks. @ Rs:1273.76 | P.Sft \ 342641/~
b | i
-. s (b} anty shutisrs @Rs:90293 | PSH | ==
‘! Providing and fixing deodar wood Almirah 9-12" !
[ 38, depth c boxing with back shalves shutter brass @ Rs: 1748.0 P.Sft | 9 -
; 16 fitting etc complete (without box) | 21968/
[ 39 | = Fixing doors including chowkats - @Rs:279.51 | Each | -
40 - Fixing windows including chowkats @ Rs: 139.76 Each | -
| e
‘ P/F G:l frames / chowkats of size 7" x 2" or
_ 4-1/2"x3" for doors and window using 20 guage |
! G.I sheet i/c welded hinges and fixing at site with '
| necessary hold fasts, filling with cement sand |
41. : slurry of ratio 1:6 and repairing the jambs. The
cost also i/c all carriage , tools and plants used in |
‘ making and fixing |
| s (a) for doors @ Rs: 228.90 P.Rft | b
. ' - (b) for windows @ Rs: 240.50 PRt | -

Contd.....P/3
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| gﬂ'ﬁp_lying and !i;i'n-gul\;ﬁsﬁuBm{:.i"ba‘r_s_td-r_t_:-ir}ied

e
o 5.3, 5 @Rs: 37000 | POwit | =

Cutting and fixing M:S round bars for barried
windows. g ] .

Making of fixing steei grated coor with 1/16" thick
sheeting U/C angle iron frame 2"x2"x3/8" and 3/4"
64 square bars at 4" center to center with locking
arrangements

(w Rs: 28.23 P.No.

@Rs: 726.72 | P Sft 46510/~

Supplying and fixing in position iron/steel grill of
- 3/4"x1/4" size flat iron of approved design @ Rs: 180.50 P.Sft -
including painting three coats etc complete

Providing and fixing collapsible gate with channel

| framing of section 3/4"x5/16" at 4" ilc
: revitted with 23/4"x1/8" flat lron patti placed | -
46. - diagonally and provided with top and bottum T- @ Rs: 387.04 P.Sft |

section 1" x1" 1/8" alongwith rollers also
lc locking arrangement and fixing in
floor/ceilling or walls etc complete

PIF iron steel grill door with angle iron

frame of 1-1/2"x1-1/2"x1/4" and flat iron of
47. 3"4"x1/4" with approved design and locking @ Rs: 231.60 P.Sft -
arrangement embedded in masonary as per
instructions of engineer incharge.

daa. | _ Replacing kallar eaten bricks @Rs:36/63 Each -
7 finlehing and curring compiets U screaning and | @Fs: 1442925 | %O | 1010/~
49, washing of stone aggregate without shuttering ]
s ::::]21:?:::6 ration) @Rs: 12595.0 % Cft. | =
50. 96 Making Notice board made with Cement @ Rs: 58.11 P.Sft ! 5579/- ‘
I i ' i Laying whi_te marble_ llc_mring ﬁne_ dre_ssed in the | || |-_ i __1
|- 32 Including rubbing and polishing of the joints, | @ Rs: 567748 psn | =

| _{a) 3/4" thick Flooring - ! N | |
PIF /8" thick marble tiles of approved quality and | f
colour shade size 8" x 4/6" x4" in dado skirting I

and facing removal / tucking of existing plaster

surface etc. over 1/2 thick base of cement mortar -

_ 1:3 setting mortar base including filling the joints | @ Rs: 186.04 P.Sft | -

and washing the tiles with white cement slurry , |

current, finishing

cleaning and polishing etc. complete.

L . | (i) For new works.

. . White glazed tiles 1/4" thick jointed

| 53. i 108 in white cement(1:2) over 3/4" thick @ Rs: 28253.61 ‘

. cement mortar (1:2) complete o

Lying floor of white glazed tiles 1/4" thick [
|
|
|

52.

30514/~

% Sft

|
|
5. | 40 jointed in white cement laid over %" thick @Rs:27678.86 | %Sh | 11072/=

bed (1:2) ratio

L Providing and lying hala or pattern tiles glazed
8"x8"x/4 floor or wall facing in required pattern
| specification jointed in white cement and pigment
over a base of 1:2 grey cement motor 3/4" thick . . }
.1 144 i/c washing in filling of joints with salary of white @ F* 3452031 | %sft | 49709/k
cement and pigment desired shape with finishing/
cleaning and cost of wax police etc complete i/c ‘

cutting tile to proper profile. S.1 No.62 P.No.48

P/F cement paving blocks flooring having size of - o
19"?1"1: 97 x 60 (MM) of city / Quddra/Cobble shape
with natural colours having strength b/w 5000 psi }

" - to 8500 psi UC filling the joints with hillsand @ RS:19877 | PiStt | -

laying in specified manner / pattern and design l
e etc complete.

1
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" |'SIF Steelilron Grill of 3/8" Su: bars Diagonally |

fixed both way at 3" C.C on 3 /4" x 3 /4"x1/8" elc

e -

] P.Sft

57. - 3 @ Rs:329.64 | -
complete as per instructions given by Engineer | ‘
o Incharge (R..A). b
[ inctiiite | *OR 4034/~
&s 1691 White wash Three coats @ s:829. ‘ 1
Wl W (b) two coats @Rs:425.84 | % SAt -
| ;i 3 0, =
= Colour wash three Coats | @Ru568.90 AR - ‘
i e (b) Two Coats | @ Rs:443.27 % S.it | i
60. | 5034 Primary Coat of chalk under distempering @ Rs:442.75 i % S.ft _1 22 288/-
| | S — e e e PSP
| & | 5034 Distempering Three coats @ %3:1073.65 1/ A S 54350/-
| ’ fi e (b) Two Coats @ Rs:1043.90 % S.ft -
| T Painting doors and windows any type @ Rs: 1160.06 | % S.ft —
| 62, (a) Old Surface Two coats . o =
| 590 (b) New Surface Three coats | @Rs: 2116.41 e S 12487/ |
| || Painting guard bars, gates iron bars | |
gratings, railling including standard | | | |
63. - braces etc and similar open work ! @ Rs: §74.60 | %Sft | e i
Two Coats (Old Surface) ) [ o ' U/ = '
. 2100 (b) Three Coats N @Rs: 127083 | %Sft 26687/ ]
| |
| €4, i Fixing water spouts or parmals @ Rs: 211.75 Each : el l
! 5 e y S 1 !
Preparing surface and painting with mett finish ilc | 1
rubbing bathy (silicon carbide rubbing , '
| brick) filling the whites with zinck chalk plaster ;
of paris mixture / applying first coat premix | . b
65 making the surface smooth and than painting 3 -
! g coats with matt finish of approved make etc |
'| complete new surface. S.I No.36A P.No.55 !
. - (a) Two Coat @ Rs: 2700.17 | % Sft | - |
' | —— (b) Three Coat @ Rs: 3444.38 % Sft : - |
| ;_" o Preparing the surface and painting with weather | | | |
; coal ilc rubbing the surface with rubbing brick / | : |
] sand papar, filling the whites with chalk/ plaster | |
I 6. | of Paris and than painting with weather coat of | |
' : approved make. S.1 No.38A P.No.56 '
! 5686 (a) Two Coat | @Rs:1948/ 1 0% st ’ 110769/~ |
| <
I — {b) Three Coat @ Rs: 2567.95 | %Sft | == l
I ! |
[ Providing and fixing ornmentpl '
{ 67 J— C.C,Jalli "2nthick(1.2.4)ratlo .
. without steel(S.l.11 P:18 ) (@ 226/02 |P:sSft: —r |
i supplying and fixing in | .
| 68 95 ition 1ron/?teel grill B 194/36 |P:sft: 18464/~ i
| %/Z"xl/qﬂsize lat iron ete I |
i !
i 6. | 2719 Extra lead of (03) miles etc: @ 579/41 %Cfts ‘ 15754/~ :
|
|70 _ _ - - | -
71. - - - - | -
| I |
| | I
L | |

TOTAL | 43, 91492/00 |




PART (B) WATER SUPPLY & SANMITARY FITTINGS

S.No:

Description

Rate

Unit

Amount

Providing & fixing squating type white glazed of flushine cistern
fitting & fiush pipe with bend and makiny requiste numbers of
holes in wall plinth & floor for pipe connetions & making good in
cement 1°'2:4 B (i) W.C of nol Inss 19" clear opening between

4802.60

Each

9605..

~n

112

Providing and fiing 4" dia C.1 suil & vent pipes including Cutlng
and fitting and extra pairnting to match the colour of building.(
S.NO.71 P.NOS8)

333.29

Eacn

Providing & fixing 4"x4'x4" dia C | branch of the required degree
with access doors, rubber washer 1/8" thick and builts & nuts and
extra painting to match the colour of the buiiging.(
SINO5PNOB)

270.60

Each

541

F

06

Providing asbestos plpe with collar (Dadex of eau];ﬂz_.uj Ve
digging the trenche to required deoth and fixing to posilion and
joining with rubber rings including lesting o water pressure nead
of 200 feet S.1 No:3 P.Na:21 (b) 4" dia Asbeslos pipe

1868.44

Rft

Providing G.| Pipes specials & clamps etc including fixing cutling
and fiting complete with and vc the cost of treaking through walls
and roof .making good etc . Painting two coats after cleaning the
pipe etc. with white zink paint with piament to matc

10

(hi) 1* dia G.I Pipe

Rft

1] 112" dia G.| Pipe

Rt

15

() 3/4" dia G | Pipe

Rft

P/L UPVC pipes of “Class B" fixing in tranch ilc cutting, fitting and
jointing with sclvent cement i/c testing with water o head of 61
meters or 200 ft

(a) 3" Dia

80.00

P.Rft

(b) 4" Dia

136.00

P.Rft

PIL UPVC pipes of "Class B" lixing in tranch i/c culling, fitting and
jointing with solvent cement i/c testing with water to head of 122
meters or 400 ft

(a) 1" Dia

27.00

P.Rit

(b) 3/4" Dia

19 00

P.Rft

(c) 1/2" Dia

12.00

P.Rft

Supplying & fixing in position brass bib cock b. 3/4" dia brass bib
cock. Standard pattern ( S.IL.NO.1 P.NO.16 )

348.92

Each

Providing & fixing bal valve (with unsoldered copper ball ) made to
8BS 1212(SINOG6 PNO. 18) (i) 3/4"dia

290.84

Each

Supplying & Fixing Fiber Glass Tank of approved quality and
design and wall thickness as soecified i/c cost of nuts bolts and
fixing in plate form of cement concrete 1:3:6 and making
connections for in-let out & over flow inlet .outlet flow pipes elc
comp

219898

Each

21890

1

Supplying and fixing approved quality Electric A.C. motor pumping
set (Javed Engineering made) 1-1/4"x1" section and delievery with
base plate and compiling one horse power single phase motor
(siemens make) 60' feet head of 2800 RPM including the cost of

12500

P.No

Providing and Installation of Hand pump 1-1/4" G.| pipe and colr
syainer with wooden shap including cost of 4* feet above grounc
ievel embded in C.C (1:2:4) with iron handle and required same
shape with acc and fixing etc complete

10

(a) Filter pipe

]
120

Rft:

1200

45

(b) G.I pipe

110

Rit:

.
]

(c) H.P Machine

P.NO

2300

13

Providing and fixing 22716 lavetory basin in white giazed earnhen
ware complele with & vc the cost of W.| or C.I cantilever brackets
6 inch built into wall. Painted while in two coate after a primary

coat of red lead paint a pair of 1/2 dia chrome plate

Each




NIT. No:TC/ G55/
Dated:

BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance
of the Bidding Documents)

(a). Name of Procuring Agency - Executive Engineer (Education Works)
Division Shikarpur

PROVINCIAL ADP SCHEME(2016-17)

(b). Brief Description of Works:- ADP NO 184-REHABILITATION IMPROVEMENT,
RENOVATION, & PROVISION FOR MISSING FACILITIES
IN EXISTING PRIMARY/ELEMENTARY SCHOOLS OF
DISTT:SHIKARPUR(2016-17-PROGMM)(11 UNITS)
4 GBPS Abdul Sattar Thaheem

(c).Procuring Agency’s address:-Executive Engineer (Education Works) Division Shikarpur
Near GBHS No Il Shikarpur

(d). Estimated Cost:- 2500 (Million)

(e). Amount of Bid Security:- 5% (Fill in lump sum
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 60 Days (Not more than sixty days).

(g).Security Deposit:-(including bid security).- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :- As Per NIT

(j)- Venue, Time, and Date of Bid Opening:- Near GBHS Il (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - -84 Months
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost
per day of delay, but total not exceeding 10%)

(m). Deposit Receipt No: ~ Date: Amount:Rs:

Bank ) |

(n). D.R.NO: ~ DATED: __s\mmmi:;oon (Ru,wes:z’fl-—';ﬁ?hm.sa

(o). Tender issued to Mr. / M/s Govt: Confractor.

EXECUTIVE ENGINEER
E ATION WORKS DIVISION
SHIKARPUR




B.0.Q OF CIVIL WORK

REHABILITATION OF BUILD ING FOR PRIMARY SCHOOL IN R.A4
B IN DISTRICT SHIKARPUR TALUWA GARHI YASIN (2016 =17 )
AT GoBoF.S. ABDUL SATTAR [HAHEEM ( PROV:ADP: NO:184)
= AMOUNT
' Sr.No: | QNTY DESCRIPTION RATE UNIT IN Rs:
1. | 5853 /S /{| Dismentling brick work in lime @ Rs:1285.63 % Cft 19426/~
: | Orcementmortar S -
Zi. | wew Dismentling brick or flagged flooring without @ s:257.13 % Sft -
b concrete foundation. S.1 No.30 P.No.12 =
3. 142 Dismentling cement concrete @ Rs:3327.50 % CHt 4725/~
. Plain (1:2:4) |
l Dismentling Cement concrete ' |
, Reinforced separating reinforcement .24 o C ,
e | 165 from concrete cleaning & straightening B RE:54460 | non 8984/~ |
! The same | ; _JI
5 | 1204 Dismentling second class tiles roofing @Rs:378.13 | % Sft | 4553/ =
1 , P.No: -
6. | 04 Removing doors with chowkats @RAZDIeAS 2 569/ .
1. 06 Removing windows and sky light ‘ @ Rs:102.85 P.No: 617/-
. with chowkats : _
8 06 z‘imoving ventilators and wooden sun shade @ Rs:51.43 P.No. 309/~ 1
9. 35.313 Dismentling rolled steel beams, iron @ Rs:126.04 P.Cwt 4451/ -
: Rails etc. ]
10. - Removing cement or lime plaster @ Ps:121.00 4 Sft I
b |- Dismantling cement concrete plain 1:3:6 @ #51206:80 hicht = N
Excavation in foundation of building bridges [
and other structure UC degbelling dressing |
12, — refilling around the structure with excavated | @ Rs:3176.25 %0 Cft - .
earth watering and ramming lead upto § ft in |
ordinary soil.
| Cement concrete brick or stone ballast 1- 1/2 " ;1
| to 2" guage
| Thes ] 310 i. Cement concrete (ratio 1: 5: 10: ) @ Rs:8694.95 % Cft 26954/
I | - il. Cement concrete 1: 4: 8: @ Rs:9416.28 % Cft e _‘
Dry rammed brick or stone ballast . . | —
Ll 112" thick to 2° quage @ Rs:3327.50 % Cft | |
5 Pacca brick work in foundation and plinth . . | 3
15. | 1591 (cament 3t methr i8] @ Rs:11948.36 % Cft 120098/
| Fabrication of miled steel reim force ment for |
' cement concrit I/C cutting, banding and lying in |
16 position i/c cost of steel binding wire also i/c !
’ removal of rust from bars
28.526 | (a) Tor Steel @ Rs:5001.70 P: Cwt 142678/~ |
| | - (b) Miled Steel | @ Rs:4820.20 P:Cwt | == .
! R:C:C: work in roof slab beams columns rafts | '
lintels and other structural members laid in . .
7. 1639 sittu or precost laid in position complete in all 8 Ra:337.00 p.Cit. | 215343/~-
respects C:C ratio_(1: 2: 4:) S.| No.6A P.N0.16 ] !
Filling watering ramming earth in floor with
| 18. - surplus earth excavated from foundation lead | @ Rs:1512.50 %0 Cft. = ‘
— upto one chain and lift upto 5ft.
Filling watering ramming earth under floor with
| % | 6808 new earth (excavated from outside) lead upto | @ Rs:2630/4 %0 C.ft 24713/~ ‘
one chain and lift upto five f1. N =
20. 290 Supplying and filling sand under floor and @Rs:114 1/,?5 % C.ft ‘ 3310

plugging in wells.
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rn

Errection and removal of centering for R.C.C

i
21 - or plain cement concrete work of deodar wood (@ Rs:7000.0 % S.ft ‘ -
B 1 (2nd: class)
| Pacca brick work on ground floor with
(1:6 ratio) A ;
| 22| 618 GIF @Rs:12674.36 | % Cft | 278456/ -
| - FIF @ Rs:13112 %Cft | o
ildi ith 1: :12346. %Cft |
23. 267 :‘-‘;ct:]::; brick work on other lh.an building with 1:6 @ Rs:12346.65 o | 94699/-
¢ 3 P.Cwt
24, 16.254 S/fixing iron girder at site of work @Re:3080.0 ‘ 62578/~
- - N . ! Cwt ‘
2. | 26,720 |S/Fixing iron t-iron at site of work QRe0 W | 95524/-
26. 52.B893 Errection of rolled steel beams or iron rails etc. @ RE100:34 e ! 9856/~
Second class tiles roofing consisting of 4" earth
1" mud plaster with gobri leeping over 1/2" thick .
21, |* 1270 cement plaster (1:6 cement mortar including 1:2 @ Rs:7607.25 | % S.ft ‘ 96612/-
cement pointing under neath of tiles complete
including curing etc. complete |
Providing and laying single per layer of polythin
sheet 0.13 mm thick for Water proofing as per ’
: 1270 specification and instruction of Engineer @ Re:10.79 Pan 13589/~
Incharge
Providing and laying 1" thick topping cement
concrete (1:2:4) i/c surface finishing and dividing
2. | ag2 P e @Rs:4411.82 | %St 38907/~
v ) ck s: . s S. -
(B) 2" thi Rs:32756.50 % S.ft | 1146
30. e Mud plaster on floor or roof 1" thick @ Rs:555.0 % S.ft f—
3. i Applying floating coat of cement 1/32" Thick @ Rs: 660.0 % S.ft =
o 2 6566 ?ﬁrnmeln:‘piaslar (1:6) upto 20 ft: height G/F @ Rs: 2206.60 | % S.ft 144885/ =
- 3 ONe = @ Rs: 2308.84 | % S.ft I
3 . | 6372 gesmr:t kplamr 1:4 upto 20 ft; height G/F @ Rs: 2197.52 | % S.ft | 140026/~
5 i ke i @Rs:2299.77 | %St | i
. N [— Cement plaster 1:4 upto 20' ft; height 1/2" thick ~ @Rs: 3015.76 | % S.ft ! w——
Cement pointing and stricking of joints on :
3. | 2060 Walls ratio. 1: 2 @Rs:1287.44 | % S.A | 26521/~
36. — I“.;;et:ie;: Plaster (1:2) Lime and Surkhi @ Rs:1036.75 % S.ft |. _—
First Class deodar wood wrought joinery in doors
37 and windows etc: fixed in position ile
| 3% deodar panelled and glazed 1-3/4 thicks. @ Rs: 1273.76 | P.Sft 44582/~
46 (el only sivstners @Rs: 90293 | P.Sh | 41535/-
Providing and fixing deodar wood Almirah 9-12" ’
8. | 32 depth i/c boxing with back shalves shutter brass (@ Rs: 1748.0 P.SHt 55936/~
| ) fitting etc complete (without box) !
| 3. 1 02 Fixing doors including chowkats @ Rs: 279.51 | Each | 559/-
40 | 06 Fixing windows including chowkats @ Rs:139.76 | Each | 839/=
PIF G:l frames / chowkats of size 7" x 2" or i
4-1/2"x3" for doors and window using 20 guage |
G.l sheet i/c welded hinges and fixing at site with
necessary hold fasts, filling with cement sand
41. slurry of ratio 1:6 and repairing the jambs. The
cost also i/c all carriage , tools and plants used in
making and fixing
' - (a) for doors @ Rs: 228.90 PRIt | —_—
j ey (b) for windows @Rs: 24050 | pRrp | -




P/3

Supplying and fixing M:S round bars for barried
windows

@ Rs: 3700.0

P.Cwift

Cutting and fixing M:S round bars for barried
windows.

(w Rs: 28.23

P.No.

Making of fixing steel grated door with 1/18" thick
sheeting I/C angle iron frame 2"x2"x3/8" and 3/4"
square bars at 4" center to center with locking
arrangements

@ Rs: 726.72

P Sft

34883/~

207

Supplying and fixing in position iron/steel grill of
3/4"x1/4" size flat iron of approved design
including painting three coats etc complete

@ Rs: 180.50

P.Sft

37364/~

46,

Providing and fixing collapsible gate with channel
framing of section 3/4"x5/16" at 4" ile
revitted with 3/4"x1/8" flat Iron pattl placed
diagonally and provided with top and bottum T-
section 1" x1" 1/8" alongwith rollers also
llc locking arrangement and fixing in
flooricellling or walls etc complete

@ Rs: 387.04

P.Sft

2 47.

PIF iron steel grill door with angle iron

frame of 1-1/2"x1-1/2"x1/4" and flat iron of
3"4"x1/4" with approved design and locking
arrangement embedded in masonary as per
instructions of engineer incharge.

@ Rs: 231.60

P.Sft

15054/~

Replacing kallar eaten bricks

@Rs:36/63

Each

48,

Cement concrete plain i/c placing compacting,
finishing and curring complete i/c screening and
washing of stone aggregate without shuttering
(1:2:4)

(b) 1:3:6 ration)

@Rs: 14429.25

@Rs: 12595.0

% Cft.

% Cft.

50.

Making Notice board made with Cement

@ Rs: 58.11 |

P.S5ft

51.

Laying white marble flooring fine dressed in the
surface without winging set in lime mortar
1:2 including rubbing and polishing of the joints.
(a) 3/4" thick Flooring

@Rs567 ,4% P.Sft

§2.

PIF 3/8" thick marble tiles of approved quality and
colour shade size 8" x 4/6" x4" in dado skirting
and facing removal / tucking of existing plaster
surface etc. over 1/2 thick base of cement mortar
1:3 setting mortar base including filling the joints
and washing the tiles with white cement slurry ,
current, finishing

cleaning and polishing etc. complete.

(i) For new works.

@ Rs: 186.04

P.Sft

83.

| 130

White glazed tiles 1/4" thick jointed
in white cement(1:2) over 3/4" thick
cement mortar (1:2) complete

1
|
@ Rs: 28253.61 |

% Sft

36730/--4\

40

Lying floor of white glazed tiles 1/4" thick
jointed in white cement laid over %" thick
bed (1:2) ratio

@ Rs: 27678.86

% Sft

——

11072/~

55.

Providing and lying hala or pattern tiles glazed
8"x8"x/4 floor or wall facing in required pattern
specification jointed in white cement and pigment
over a base of 1:2 grey cement motor 3/4" thick
I/c washing in filling of joints with salary of white
cement and pigment desired shape with finishing/
cleaning and cost of wax police etc complete i/c
cutting tile to proper profile. S.1 No.62 P.No.48

@ Rs: 34520.31

% Sft

P/F cement paving blocks flooring having size of
197 x 97 x 60 (MM) of city / Quddra/Cobble shape
with natural colours having strength b/w 5000 psi
to 8500 psi UC filling the joints with hillsand
laying in specified manner / pattern and design
etc complete.

@ Rs: 199.77

P:Sft
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| &7 1175 White wash Three coats @ Rs:829.95 % S.ft 9752/ =
| S By (b) two coats @ Rs:425.84 % S.ft s
o . o
| 58 2060 Colour wash three Coats @ Rs:853.90 % 8.t 17714/~
} ? (b) Two Coats @ Rs:443.27 % S.ft ——
59. | 6186 Primary Coat of chalk under distempering @Rs:442.75 | % S.ft T27385 /-
| @ Rs:1079.65 | % S.ft 66787/ =
- 6186 Distempering Three coats /
- | (b) Two Coats @Rs:1043.90 | %S.ft i
I 184 Painting doors and windows any type @ Rs: 1160.06 % S.ft 1485/ -
61. (a) Old Surface Two coats ; °
- 226 (b) New Surface Three coats @ Rs: 2116.41 % S.ft 4783/~
| | Painting guard bars, gates iron bars
gratings, railling including standard
: 62. 253 braces etc and similar open work @ Rs: 674.60 %Sft 1707/-
Two Coats (Old Surface) ) g o
| 1175 (b) Three Coats @ Rs: 1270.83 %Sft 1493/
.83 | 04 Fixing water spouts or parmals @ Rs: 211.75 | Each 847/-
’ Preparing surface and painting with mett finish ilc
| rubbing bathy ( silicon carbide rubbing
| brick ) filling the whites with zinck chalk plaster
| | | of paris mixture / applying first coat premix
| 64 | making the surface smooth and than painting 3
: coats with matt finish of approved make etc
complete new surface. S.| No.36A P.No.55
—— (a) Two Coat @ Rs: 2700.17 | % Sft -
. (b) Three Coat @ Rs: 3444.38 | % Sft -
. '* | Preparing the surface and painting with weather
i | coat i/c rubbing the surface with rubbing brick /
| _| sand papar, filling the whites with chalk/ plaster
| &5 | of Paris and than painting with weather coat of
| g | approved make. 5.1 No.38A P.No.56
i (a) Two Coat @ Rs: 1858.10 % Sft —_—
Ji= (b) Three Coat @ Rs: 2567.95 %Sft. -
- Digmentling of stone
| eoe missonary etc. ® 907/50 |xcft 7333/-
| Extra lead to two milesg etc
| et 70358 @ 502/65 |[¥Cft 35678/=-
68.
l ————
69. — o - — -
| 70, | = - - -
| ! -
[ m. _ _ _ _
I —
[
] 72 - - - - -
|
TOTAL

s20,?9,226/—J




PART (B) WATER SUPPLY & SANITARY FITTINGS

S.No:| Qty: Description Rate Unit Amount

Providing & fixing squating type white glazed of flushine cistern
1 2 fitting & flush pipe with bend and making requiste numbers of
holes in wall plinth & floor for pipe connetions & making good In
cement 1:2:4 B.(i) W.C of not less 19" clear opening between

4802.60 | Each 9605.2

Providing and fixing 4" dia C.1 soil & ven! pipes including Cutting
2 0 and fitling and extra painting to match the colour of building.( 333,29 Each 0
S.INO.1 PNOSB)

Providing & fixing 4"x4"x4" dia C | branch of the required degree
3 5 with access doors, rubber washer 1/8" thick a.nd builts & nuts and 27060 | Each 541
extra painting to match the colour of the building.(

S.IL.NO.5.P NO.B )

Providing asbestos pipe with collar (Dadex or equivalent) vc

4 18 digging the trenche to required deoth and fixing to pesition and
joining with rubber rings including testing to water pressure head
of 200 feet S.1 No:3 P.No:21 (b) 4" dia Asbestos pipe

188.44 RIt: 32892

Providing G.| Pipes specials & clamps etc including fixing cutting
and fitting complete with and i/c the cost of breaking through walls
and roof .making good elc . Painting two coats after cleaning the
pipe etc. with white zink paint with pigment to malc

5 |20 |Gy 1"diaG.iPipe 12855 | Rit 2571

33 |()  1/2"dia G.I Pipe 73.21 Rit: 2196

5Q (i)  3/4" dia G.l Pipe 95.79 Rft: 4790

P/L UPVC pipes of "Class B" fixing in tranch i/c cutting, fitting and
jointing with solvent cement V/c testing with water to head of 61
6 meters or 200 ft

- [|(a)3"Dia $0.00 P.Rft 1E e

- (b) 4" Dia 136.00 | P.Rft z

PIL UPVC pipes of "Class B" fixing in tranch i/c cutting, fitting and
- jointing with solvent cement i/c testing with water to head of 122 -
meters or 400 ft

= (a) 1" Dia 27.00 P.Rft -

- |(b)3/4" Dia 19.00 | P.Rft -
« |(c) 1/2" Dia 1200 | P.R#t -

Supplying & fixing in position brass bib cock b. 3/4" dia brass bib 48.92 h 698
2 2 |cock. Standard pattern ( S.LNO.1 P.NO.16) 3%.52. | 'E8o

g 2 Providing & fixing bal valve (with unsoldered copper ball ) made to

BB S 1212(S.INOS P.NO. 18) (i) 3/4"dia 280.88. | Each 582

Supplying & Fixing Fiber Glass Tank of approved quality and
design and wall thickness as soecified i/c cost of nuts bolts and
10 1 fixing in plate form of cement cancrete 1:3:6 and making 219896 | Each 21990
connections for in-let out & over flow inlet .outiet flow pipes etc
comp

Supplying and fixing approved quality Eiectric A.C. motor pumping

sel (Javed Engineering made) 1-1/4"x1" section and delievery with

1" 1 12500 P.No 12500

base plate and compiling one horse power single phase mator

(siemens make) 60' feet head of 2800 RPM including the cost of
Providing and Installation of Hand pump 1-1/4" G.| pipe and colr
syainer with wooden shap including cost of 4" feet above ground
level embded in C.C (1:2:4) with iron handle and required same )
shape with acc and fixing etc complete

12 10 |(a) Filter pipe ¢ 120 Rit; 1200

=0 |(b) G.I pipe 110 Rit: 5500

1 (c) H.P Machine 2500 P.NO 2500

Providing and fixing 22"16" lavetory basin in white glazed earthen
13 - |ware complete with & i/c the cost of W.I or C.| cantilever brackets
6 inch built into wall. Painted while in two coatc after a primary
coat of red lead paint a pair of 1/2 dia chrome plate

4694 8 Each s




Add extra for labour for oroviding & fixing of earth ware pedestal

- white or coloured glazed (standard pattern) S.I No:8 P.No:3 o it -
Supplying & fixing swan type piller cock of superior quality single

= lc.phead 1/2" dia S.I No:18 P.No:16 78580 | Eech o’
Supplying & fixing bath room assessoeies (7 pieces) ilc towel rod,

-- brush holder soap tray shelf of approved quality and design etc 8122.4 Each -
complete S.1 No:24 P.No:16
Construction manhole or inspection chamber for the required dia
of circular sewer and 3"x6" (1067mm) dept with walls of B.B in

14748 Each -

cement mortor 1:3 cement plastered 1:3,1/2" thick inside of walls

and 1" (25mm) thick over benching and channel i/c fixing C.1 m

Providing R.C.C pipe with collars class"B" and digging the trenche

60 _IO_ rgqmrgd depth and fixing in_ posiljon including cutting fitting arjd 199.25 Rft 119554
joining with maxphalt composition & cement mortor 1:1 and testing

with water pressure 1o a head of 4 feet above the 1

Providing & fixing 4" dia C.| Terminal guardincluding extra painting
to match the colour of the building S.1 No:10 P.No:9

Providing & fixing in position nyloon connections complete with
1/2" dia brass stop cock with pair of brass nuts and lining joints to | 447.15 Each -
nyloon coonections S.| No:23 P.No:6

Providing & fixing 15"x12" beveled edge mirror of belgium glass
- complete with 1/8" thick hard board and C.P serews fixed to 11616 | Each -
wooden pleat S.1 No:3 P.No:7 a) standard pattern

388.70 Each -

TOTALRS:| 80,000/~

EXECUTIVE ENGINEER
Amount Total (CSR) DUCATION WORKS DIVISION
Part "A" % Above / Below SHIKARPUR
Part "B" % Above / Below
CONTRACTOR




NIT. No:TC/ G55/
Dated:

BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance
of the Bidding Documents)

(a). Name of Procuring Agency - Executive Engineer (Education Works)
Division Shikarpur

PROVINCIAL ADP SCHEME(2016-17)

(b). Brief Description of Works:- ADP NO 184-REHABILITATION, IMPROVEMENT,
RENOVATION,& PROVISION FOR MISSING FACILITIES
IN EXISTING PRIMARY/ELEMENTARY SCHOOLS OF
DISTT:SHIKARPUR(2016-17-PROGMM)(11 UNITS)
5 GBPS Shah Qulipur

(c).Procuring Agency’s address:-Executive Engineer (Education Works) Division Shikarpur
Near GBHS No Il Shikarpur

(d). Estimated Cost:- - 2.600 (Million)

(e). Amount of Bid Security:- 5% (Fill in lump sum
amount or in % age of bid amount /estimated cost

(f).Period of Bid Validity (days):- 60 Days (Not more than sixty days).

(g).Security Deposit:-(including bid security) - 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :- As Per NIT

(j)- Venue, Time, and Date of Bid Opening:- Near GBHS || (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - -84 Months

(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost
per day of delay, but total not exceeding 10%)

(m). Deposit Receipt No: _ Date: Amount:Rs:
Bank

3&1:9 =
(n). D.R.NO: DATED: " Amount 2008 /-mupces:7£’$§f*h

sand only)

(0). Tender issued to Mr. / M/s

ontractor

EXECUTIVE ENGINEER

E ATION WORKS DIVISION
SHIKARPUR




N el
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jr A CERORE .
(MAMEOFWORK:  RgABILITATION OF EXISTING BUILIENG AT GsB:PsSs

o

-4

12,

13

14,

16

19

20

B.0.Q OF CIVIL WORK

184
SHAH QULIPUR TALUKA LAKHI DISTRIOCT SHIKARPUR.
(AsDsPsNOs
anT: [ DESCRIPTION RATE UNIT vl
4 a Dismentling brick work in lime @ Rs:1285.63 % Cft 55 15/_
or cement martar B
o Dismentling brick or flagged flooring without @ Rs:257.13 % Sft -
. __|_concrete foundation. S.I No.30 P.No.12
- .
Dismentling cement concrete @ Rs:3327.50 % Cft
»5 12145/~
* | Plain (1:2:4) R
Dismentling Cement concrete
Reinforced separating reinforcement 5
442 from concrete cleaning & straightening @he:sssh noR 240‘7/“
- The same
- smentling second class tiles roofing s:378. o -
Di li dcl il fi @R 378.13 % Sft
0 _3__ Removing doors with chowkats s i ¢ e 421/~
- | Rfr:oring:vindows and sky light @ Rs:102.85 P.No: -
| with chowkats
1_2 eRtl‘e:lm:n.'lm_; ventilators and wooden sun shade @ Rs:51.43 P.No. | 6 17/.
| . S === o memm—
- .
- | Dismentling rolled steel beams, iron ! @ Rs:126.04 P.Cwit -
| Railsetc.
Removing cement or lime plaster o 8
732 @ Rs:121.00 /.Sﬂ 8/~
o,
-_ | Dismantling cement concrete plain 1:3:6 i Lo s 3 % Cﬂ il
| Excavation in foundation of building bridges
| and other structure I/C degbelling dressing .
35' refilling around the structure with excavated | @ Rs:3176.25 %0 Cft 27 2’/—
earth watering and ramming lead upto 5 ft. in
| ordinary soil.
Cement concrete brick or stone ballast 1- 1/2 *
to 2" guage A8
231 i. Cement concrete (ratio 1: 5: 10: ) @ Rs:86984.95 % Ctt mgas/
= _lii. Cementconcrete 1: 4: 8: @ Rs:9416.28 % Cft
L ey @rezrso | won | -
s | Pacca brick work in foundation and plinth ¢ & 6 A
131 | (ement cand tocter 283 @ Rs:11848.36 % Cft 164529/,
Fabrication of miled steel reim force ment for
cement concrit I/C cutting, banding and lying in
‘ position i/c cost of steel binding wire also i/lc 8
removal of rust from bars 140 =
2e - 16, (a) Tor Steel @ P~:5001.70 P: Cwt -9 y
- | (b) Miled Steel @ Rs:4820.20 P: Cwt
"T'R:C:C: work in roof slab beams columns rafts
557 lintels and other structural members laid in @ Rs:337.00 P- Cft 1"70’/"
7‘ sittu or precost laid in position complete in all ; : W= 253 3y_
b, respects C:C ratio (1: 2: 4:) S.INo.6AP.No.16 _@Rss 349, .10 P 0wt .
Filling watering ramming earth in floor with
154 surplus earth excavated from foundation lead | @ Rs:1612.50 %0 Cft., 23V-
| upto one chain and lift upto 5Mt. _
Filling watering ramminu earth under floor with
5452 new earth (excavated from outside) lead upto | @ Rs:! 36 30 JO %0 C.tt 1979 V..
___| onechain and lift upto fiveft. = |
w0 | YHiing eong wmic Aeox [aminings non | 1/
" Contd.....P/2
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21

22
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24,

26

27

28

30.

L

32,

33,

34

35

36

37.

8.

19

a1

P2

| Errection and removal of centering for RC.C | ’ _
& or plain cement concrele work of deodar wood | @ Rs:7000.0 % S.ft - |
(2nd:class) 0 S-S (-
Pacca brick work on ground floor with
267 (1:6 ratio) 33841/~ .'
GIF @ Rs:12674.36 % Cft |
8’ . . FIF @ Ry:13112 % Cft 111“/-
: | Pacca brick work on other than building with 1:6 | @ Rs:12346.65 | % Cft
1269 |(atio) 156679/~ |
S/fixing iron girder at site of work ’ 2 > P
.984 o on g @ Rs:3850.0 | P.Cwt 8
2,868 | S/Fixing iron tiron at site of work @RR:I0700 [ .l 8175 Y~ ‘
4 3. 85 2 Errection of rolled steel beams or iron rails etc. L Re:188.34 PG ﬂ 17 1,/- ]
" | Second class tiles roofing consisting of 4" earth ; R
1" mud plaster with gobri leeping over 1/2” thick '
cement plaster (1:6 cement mortar including 1:2 | @ Rs:7607.25 % S.ft 87708/— !
1154 cement pointing under neath of tiles complete X :
_______| including curing etc. complete |
Providing and laying single per layer of polythin d a‘
; sheel 0.13 mm thick for Water proofing as per ; |
1 154 specification and instruction of Engineer @ Re:10.70 P.Sn 12346/"'
— | Incharge 3
Providing and laying 1" thick topping cement
concrete (1:2:4) i/c surface finishing and dividing )
hiape. A i @reurie | wsa | 6441Y-
24 (B) 2" thick _ @ Rs:3275.50 | % S.ft 735/..
« | Mud plaster on floor or roof 1" thick @ Rs:555.0 | % S.ft -
732 | Applying floating coat of cement 1/32" Thick @Rs: 660.0 | % S.ft 483y~
j“ i'— " Cement plaster (1:6) upto 20" ft: height G/F @ Rs: 2206.60 | % S.ft 10431 /=
190 %" thick - @ Rs 249 3 45 %, s 1t _4,49/ -
3210 “|"Cement plaster 1:4 upto 20' ft; height G/F @Rs; 2197.52 | % S.ft 70540/~
: 3/8" thick.
» | fr. | @Rs2483,19%Sh | | 9908/~
732 | Cement plaster 1:4 upto 20' ft; height 1/2" thick @ Rs: 3015.76 | % 5.1t 2207 5/-
| — ——— - - —_— ,——————— - —— —
Cement pointing and stricking of joints on i i -
- | Walls ratio. 1: 2 @ 33.1287.44 AR |
" TLine Neru Plaster (1:2) Lime and Surkhi ) : | = ¥
- ‘ 112" thick. N @Rs.‘!USG.i % S.ft i[ -
First Class deodar wood wrought joinery in doors I
and windows etc: fixed in position ile
6.0 | geodar panelled and glazed 1-3/4 thicks. @Rs:1273.76 | psi | 49167 V=
- (b) only shutters @ Rs: 902.93 P.Sft -
~ | Providing and fixing deodar wood Almirah 9-12"
6 3.0 depth i/c boxing with back shalves shutter brass| @ Rs: 1748.0 P.Sft 110 12“—
| fitting etc complete (without box)
- _ _| Fixing doors including chowkats & Rs: 279.51 Each . et
- Fixing windows including chowkats @ Rs: 139.76 Each -
PIF G:l frames / chowkats of size 7" x 2" or
4-1/12"x3" for doors and window using 20 guage p
| G.I sheet i/c welded hinges and fixing at site with
| necessary hold fasts, filling with cement sand
| slurry of ratio 1:6 and repairing the jambs. The
| cost also i/c all carriage , tools and plants used in
- making and fixing : =
(a) for doors 3 By 2800 P.Rft.
- (b) for windows @ Rs: 240.50 P.Rft -

Contd.....P/3
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54

55
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| Supplying and fixing M:S round bars for barried
| windows

@ Rs: 3700.0

P.Cwit g -

17.0

126.0

254

96

‘Cutting and fixing M:S round bars for barried
windows.

@ Rs: 28.23

P.No. =

‘Making of fixing steel grated door with 1/16" thick
sheeting I/C angle iron frame 2"x2"x3/8" and 3/4"
square bars at 4" center to center with locking

| arrangements

@ Rs: 726.72

P Sft. -

Supplying and fixing in position iron/steel grill of
3/4"x1/4" size flat iron of approved design
including painting three coats etc complete

@ Rs: 180.50

P.Sft

Providing and fixing collapsible gate with channel
framing of section 3/4"x5/16" at 4" ile
revitted with 3/4"x1/8" flat iron patti placed
diagonally and provided with top and bottum T-
section 1" x1" 1/8" alongwith rollers also
llc  locking arrangement and fixing in

| floor/ceilling or walls etc complete

@ Rs: 387.04

P.Sft s -

| PIF iron steel grill door with angle iron

frame of 1-1/2"x1-1/2"x1/4" and flat iron of

|3"4"x1r4" with approved design and locking

arrangement embedded in masonary as per

| instructions of engineer incharge.

@ Rs: 231.60

P.Sft -

| Replacing kallar eaten bricks

@Rs:364

Each | -

——— — —

Cement cofcrete plain i/c placing compacting,

finishing and curring complete i/c screening and
washing of stone aggregate without shuttering
(1:2:4)

(b) 1:3:6 ration)

@Rs: 14429.25

@Rs: 12595.0

Making Notice board made with Cement

@ Rs: 58.11

Laying white marble flooring fine dressed in the
surface without winging set in lime mortar
1:2 including rubbing and polishing of the joints.
{a) 3/4" thick Flooring

@Rs: 567.48 |

P/F 3/8" thick marble tiles of approved quality and
colour shade size 8" x 4/6" x4" in dado skirting
and facing removal / tucking of existing plaster
surface etc. over 1/2 thick base of cement mortar
1:3 setting mortar base including filling the joints
and washing the tiles with white cement slurry ,
current, finishing

cleaning and polishing etc. complete.

(i) For new works. 4

@ Rs: 186.04

P.Sft —

+

| White glazed tiles 1/4" thick jointed
| in white cement{1:2) over 3/4" thick
_cement mortar (1:2) complete

@ Rs: 28253.81

Lying floor of white glazed tiles 1/4" thick
‘ jointed in white cement laid over %" thick
‘bed (1:2) ratio

@ Rs: 27678.86

Providing and lying hala or pattern tiles glazed
‘ 8"x8"x/4 floor or wall facing in required pattern
| specification jointed in white cement and pigment
over a base of 1:2 grey cement motor 3/4” thick
ile washing in filling of joints with salary of white

cement and pigment desired shape with finishing/

| cutting tile to proper profile. S.1 No.62 P.No.48

@ Rs: 34520.31

% Sft | -

cleaning and cost of wax police etc complete i/c
E

/F cement paving blocks flooring having size of
197 x 97 x 60 (MM) of city / Quddra/Cobble shape
with natural colours having strength b/w §000 psi
to B500 psi U/C filling the joints with hilisand
laying in specified manner / pattern and design

| etc complete.

@ Rs: 199.77

P:Sft e

Contd.......P/4




{37 P4
' | SIF Steelliron Grill of 3/8" Sq: bars Diagonally
Y. = fixed both way at 3" C.C on 3 /4" x 3 /4"x1/8" etc @ Rs:329.64 P.S1t =
(" I3 complete as per instructions given by Engineer a
{ | Incharge (R..A). X ' E
' - % S.ft g ﬂ
. V58 I 8 ’ White wash Three coats . @ Rs:829.95 € /“'
'l . 588 (b) two coats @ Rs:425.84 | % S.ft 2504/~
| = el e o s - . e
%o ; Colour wash three Coats 53 RRe-E08.50 A0
3 | o (b) Two Coats @ Rs:443.27 % S.ft -
o ; ; - : a2 Y=
| 60 329 Primary Coat of chalk under distempering (@ Rs:442.76 % S.ft
e -4
s P BE— , ; 34657 /=
61 3‘ 0 Distempering Three coats @ Re:1073.68 »80 606
; 5806 | (b) Two Coats - | @Rs:1043.90 | %St 0609/~
! e s i i ——— -
! 1 - Painting doors and windows any type @ Rs: 1160.06 | % S.ft
| (a) Old Surface Two coats . 1 OR /e
. _89‘ | (b) New Surface Three coats @ Rs: 2116.41 i 20 5/ .
Painting guard bars, gates iron bars
i gratings, railling including standard ]
e, - braces etc and similar open work @ Rs: 674,60 %S ft =
19 | Two Coats (Old Surface) iagow il 15568/~
. 25 | (b) Three Coats § Re: 1270,
sl 04 Fixing water spouts or parmals = € Rs: 211.75 Each 847/- |
i | Preparing surface and painting with mett finish i/c
| | rubbing  bathy (silicon = carbide rubbing
f ‘ brick) filling the whites with- zinck chalk plaster
of paris mixture / applying first coat premix
Ve | making the surface srmooth and than painting 3
|8l coats with matt finish of approved make etc
i ‘ complete new surface. 5.1 No.36A P.No.55 &
! - 2 . (a) Two Coat @ Rs: 270017 % Sft
. ‘ - (b) Three Coat | @ Rs: 3444.38 | % Sft -
" | Preparing the surface and painting with weather " 4
| coat ilc rubbing the surface with rubbing brick /
: sand papar, filling the whites with chalk/ plaster
88 of Paris and than painting with weather coat of
Sl as approved make. S.I No.38A P.No.56 <
e | (a) Two Coat @ Rs: 1858.10 % Sft
} [ - {b) Three Coat @ Rs: 2567.95 %St L
' = - I
o | 007 | paerng of M eh materlal ... c90.65 tortd 4056/
| B from shte of workv2 miles, | 707 7
| e | tiles of ol se 12"x12%x 3/ 4V
Fax &nc dressed on the surface
l without wining set in white
| - ———
- Cement laid over 4% thick
o bed of (132)grey cement glury
| ‘ _|Jointing & “washing the tiles o
| | slurry of white cement |
0. . |and pignent te match the
' 50,0 |colour of tiles i/c cutting @Res-7.00 Ps3fts 15350/~
= grinding, rubbing &chemioal Ml 3=
‘ £4 | pPolighing etec complete.
!(nllnnoo*).
L TOTAL , 2238,955/«
l
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PART (B) WATER SUPPLY & SANITARY FITTINGS

S.No:

Description

Rate

Unit

Amount

02

Providing & fixing squating type white glazed of flushine cistern
fitting & flush pipe with bend and making requiste numbers of
holes in wall plinth & fioor for pipe connetions & making good in
cement 1:2:4 B.(i) W.C of not less 19" clear opening between
flushing rims and 3 gallon flushing tank with "4 C.Itrape & C |
Thumble. (S.I.LNO 1.P.NO.1)

4802.60

Each

9605/~

Providing and fixing 4" dia C.| soil & vent pipes including Cutting
and fitting and extra painting to match the colour of building.(
S.LNO.1 P NOB)

333.29

Each

02

Providing & fixing 4"x4"x4" dia C | branch of the required degree
with access doors, rubber washer 1/8" thick and builts & nuts anu
extra painting to match the colour of the building.(
S.LNO.5.P.NO.B) :

270.6

Each

541/~

18

Providing asbestos pipe with collar (Dadex or equivalent) i/c
digging the trenche to required deoth and fixing to position and
joining with rubber rings including testing to water pressure head
of 200 feet S.1 No:3 P.No:21 (b) 4" dia Asbestos pipe

188.44

Rit:

397/-

Providing G.I Pipes specials & clamps etc including fixing cutting
and fitting complete with and i/c the cost of breaking through walls
and roof .making good etc . Painting two coats after cleaning the
pipe etc. with white zink paint with pigment to match the colour of
the building and testing with water to a pressure head of 200 feet

+and handling. ( S.INO.1 P.NO 12)

(i) 1" dia G.1 Pipe

128.55

Rft:

()  1/2"dia G.I Pipe

73.21

Rft:

2196/~

(D] 3/4" dia G.| Pipe

95.79

Rft:

5748/~

Supplying & fixing in position brass bib cock b. 3/4" dia brass bib
cock. Standard pattern ( S.I.NO.1 P.NO.16 )

348.92

Each

648/-=

Providing & fixing bal valve (with unsoldered copper ball ) made to
BBS 1212 ( SINOG& PNO 18)(ii) 3/4" dia

290.84

Each

58 2/~

U

Supplying & Fixing Fiber Glass Tank of approved quality and
design and wall thickness as soecified i/c cost of nuts bolts and
fixing in plate form of cement concrete 1:3:6 and making
connections for in-let out & over flow inlet .outiet flow pipes etc
complete ( S..NO .3. P.NO.18 ) (a) 250 Gallon thickness 3.5 mm

21989.6

Each

21990/~

01

Supplying and fixing approved quality Electric A.C. motor pumping
set (Javed Engineering made) 1-1/4"x1" section and delievery with
base plate and compiling one horse power single phase motor
(siemens make) 60' feet head of 2800 RPM including the cost of
nuts and bolts c.c. (1:2:4) Elect. Motor

12500

P No

12500/~

10

Providing and Installation of Hand pump 1-1/4" G.1 pipe and colr
syainer with wooden shap including cost of 4" feet above ground
level embded in C.C (1.2:4) with iron handle and required same
shape with acc and fixing etc complete

(a) Filter pipe

120

Rft:

1200/=

(b) G.I pipe

110

Rft:

5500/~

2183

(c) H.P Machine

2500

P.NO




01

Providing and fixing 22"16" lavetory basin in white glazed earthen
ware complete with & i/c the cost of W.| or C.| cantilever brackels
6 inch built into wall. Painted while in two coatc after a primary
coat of red lead paint a pair of 1/2 dia chrome plated piller traps 1-
1/2" dia rubber plug chrome brass waste of approved pattern 1-
1/4" dia malloable iron cp union making and traps, malloable iron
or brass requisite number of holes in wall plinth & floor for pipe
connection and making good in cement concrete 1:2:4 (standard
pattern ) S.1 No:13 P.No:3

4694.8

Each

4695/~

01

Add extra for labour for oroviding & fixing of earth ware pedesta’
white or coloured glazed (standard pattern) S.INo8
P.No:3

938.47

Each

38/~

e1

Supplying & fixing swan type piller cock of superior quality single
c.p head 1/2" dia S.1 No:18 P.No:16

795.30

Each ¢

795/~

Supplying & fixing bath room assessoeies (7 pieces) i/c towel rod,
brush holder.soap tray,shelf of approved quality and design elc
complete S.| No:24 P.No:16

81224

Each

01

Construction manhole or inspection chamber for the required dia
of circular sewer and 3"x6" (1067mm) dept with walls of B.B in
cement mortor 1:3 cement plastered 1:3,1/2" thick inside of walls
and 1" (25mm) thick over benching and channel i/c fixing C.|
manhole cover with frame of clear opening 1-112"::1'—_1!2"
(457x457m of 1.75Cwt. (88.9 kg.) embedded in plain C.C 1,24
and fixing 1" (25mm) dia M.S steps 6" (150mm) wide projecting 4"
(102mm) ffom the face of wall at 12"(305mm) C/C duly painted etc
complete as per speficication and drawing No.D/l of Public Health
Circule Southern zone S.1 No:1 P.No:39

14748

Each

14748/~

16

2

Providing R.C.C pipe with collars class"B" and digging the trenche
to required depth and fixing in position including cutting fitting and
joining with maxphalt compaosition & cement mortor 1:1 and test..g
with water pressure to a head of 4 feet above the top of the
highest pipe & refiling with exeavated staff.(S,|.NO .2 P.NO.21) (c)
6" dia R.C.C pipe class "B"

199.25

Rft

4782/~

01

Providing & fixing 4" dia C.| Terminal guardincluding extra painting
to match the colour of the building S.1 No:10 P.No:9.

389.70

Each

3%0/-

01

Providing & fixing in position nyloon connections complete with
1/2" dia brass stop cock with pair of brass nuts and lining joints to
nyloon coonections S.| No:23 P.No:6

44715

Each

447/=

01

Providing & fixing 15"x12" beveled edge mirror of belgium glass
complete with 1/8” thick hard board and C.P serews fixed to
wooden pleat S.1 No:3 P.No.7 a) standard pattern

11616

Each

TOTAL RS:

1162/-
4,884/~

Amount
Part"A"

Part "B"

Total (CSR)
% Above / Below

% Above / Below

CONTRACTOR

EXECUTIVE ENGINEER
DUCATION WORKS DIVISION

SHIKARPUR




NIT. No:TC/ G55/
Dated:

BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance
of the Bidding Documents)

(a). Name of Procuring Agency - Executive Engineer (Education Works)
Division Shikarpur

PROVINCIAL ADP SCHEME(2016-17)

(b). Brief Description of Works:- ADP NO 184-REHABILITATION IMPROVEMENT,
RENOVATION & PROVISION FOR MISSING FACILITIES
IN EXISTING PRIMARY/ELEMENTARY SCHOOLS OF
DISTT SHIKARPUR(2016-17-PROGMM)(11 UNITS)
6 GBPS Ruk

(c).Procuring Agency’s address:-Executive Engineer (Education Works) Division Shikarpur
Near GBHS No Il Shikarpur

(d). Estimated Cost:- ~3.000 (Million)

(e). Amount of Bid Security:- 5% (Fill in lump sum
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 60 Days (Not more than sixty days).

(g).Security Deposit:-(including bid security).- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :- As Per NIT

(j)- Venue, Time, and Date of Bid Opening:- Near GBHS Il (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - -GUIMonths
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost
per day of delay, but total not exceeding 10%).

(m). Deposit Receipt No: Date: Amount:Rs:

Bank B

(n). D.RNO:  DATED: r\mmmlMRupces: FwoThop@hdbnly)
(o). Tender issued to Mr. / M/s ~_ Govt: Lontractor.

EXECUTIVE ENGINEER

E ATION WORKS DIVISION
. SHIKARPUR




NAME OF WORK:

20

B.0.Q OF CIVIL WORK

nmmunnon OF EXISTING BUILIING AT G.B.P.S. HK

TALUIA L AKHI I STRI CT SHIKARPUR. ( As DsPsNOs

(84

anty: | DESLRIPTION RATE UNIT G vihardd
1170 | Dismentling brick work in lime @ Rs:1285.63 % Cft 15042/~
orcementmortar e -
- Dismentling brick or flagged flooring without @ Rs:257.13 % Sft -
| concrete foundation. S.I No.30 P.No.12
580 Dismentling cement concrete @ Rs:3327.50 % Cft 196 W-
| Plain (1:2:4)
| Dismentling Cement concrete _
| Reinforced separating reinforcement 2 .
14%0 from concrete cleaning & straightening @ Rs:8448.0 ncn e 1" 31/"'
) The same
- Dismentling second class tiles roofing @ Rs:378.13 % St -
= — | - -
P 2 Removing doors with chowkats B An:A12.98 Bone: “V"
i Removing windows and sky light @ Rs:102.85 P.No: =
o= with chowkats -
= [ :;:movlng ventilators and wooden sun shade @ Rs:51.43 P.No. f e
B 1. . —
- Dismentling rolled steel beams, iron @ Rs:126.04 P.Cwt ot
| Railsetc.
196 4 Removing cement or lime plaster @ Rs:121.00 %St 2375/_
: e ——————, —— —0 . &
'_ ! | Dismantling cement concrete plain 1:3:8 @Ra:1300.80 oo - )
Excavation in foundation of building bridges
and other structure I/C degbelling dressing
reﬂlmg around the structure with excavated | @ Rs:3176.25 %0 Cft , -
= ‘ earth watering and ramming lead upto 5 ft. in l
_ordinary soil. !
{ Cement concrete brick or stone ballast 1- 1/2 * | ‘
to 2" guage
Cement concrete (ratio 1: 5: 10: ) @ Rs:8694.95 % Cht a‘ zv-
*II __Cement concrete 1: 4: 8: @ Rs:9416.28 % Cft -
alo |£§plm£ ‘Rubi sl material @Rs:50 2,69 % cn 10455/~
98 HRE RN TomAes B MAkese ) :
| lcement sand mortar 1:6) WA TEN8 % Cht 2246 y-
Fabrication of miled steel reim force ment for
| cement concrit /C cutting, banding and lying in
position i/c cost of steel binding wire also b'c
2,892 | removal of rust from bars ' 04496/«
(a) Tor Steel @ Ps:5001.70 P: Cwt
- | (b) Miled Steel | @ Rs:4820.20 P; Cwt - g
R:C:C: work in roof slab beams columns rafts /
lintels and other structural members laid in . : 1577 16/=
4‘8 sittu or precost laid in position complete in all @ Re:337.00 R Gh.
| respects C:C ratio (1: 2: 4:) S.1 No.6A P.No.16
| Filling watering ramming earth in floor with
= surplus earth excavated from foundalion lead | @ Rs:1512.50 %0 Cft. -
- _uplo one chain and lift upto 5ft. W oW
Filling watlering ramming earth under floor with .
> new earth (excavated from outside) lead upto | @ Rs:! 36 I) «0 "%0C.ft -
og:,chaln and lift upto five It 1
Filline, gand under fléor @Rs1141,25 *
- . ‘rs % C.1t -
- and plugging in wells. e

Contd....PJ2




P2

|' | Errection and removal of centering for R.C.C ||
21. | = or plain cement concrete work of deodar wood | @ Rs:7000.0 % S.H - -
| __|(2nd:class) E_———
Pacca brick work on ground  floor with i
(1:6 ratio) R )
» | 659 GIF @Rs:12674.36 | % Cft 83524/ ‘I
. - | . FIF @ Rs:13112 % Cft - ‘
| — =, - | W — - et - — 4
S Pacca brick work on other than building with 1:6 | @ Rs:12346.65 % Cft 8 = !
2 691 gt . 50185/~ |
24 59, 337 | Sifixing iron girder at site of work . @ Rs:3880.0 P.Cwt 2284‘7/"
. | i -l . o = e T S -y
25 65 212 S/Fixing iron t-iron at site of work @ Rs:3676.0 plwt | 2 331 Jy- |
| . — . == - !
26 124, 549 Errection of rolled steel beams or iron rails etc, € Rs:180.54 R.Gwnt 23”'/- |
‘ T Second class tiles roofing consisting of 4" earth . . g
| 1" mud plaster with gobri leeping over 1/2" thick ' | |
27. | 3291 cement plaster (1:6 cement mortar including 1:2 | @ Rs:7607.25 | % S.ft 250 355/- [
’ cement pointing under neath of tiles complete . li
| ____|including curing etc. complete | e
| Providing and laying single per layer of polythin 1
| sheet 0.13 mm thick for Water proofing as per 5 s |
o 3291 specification and  instruction of Engineer G hsiiR.70 P 352 1V !
| B | Incharge o s i i
| Providing and laying 1" thick topping cement | -
, concrete (1:2:4) i/c surface finishing and dividing . .
29 233’ I into panels @ Rs:4411.82 % S.ft l 102534/-
| (A) 3" thick * Y ’
| 441 (B) 2" thick @ Rs:3276.60 | % S.ft 1444 Y~
30. { - _; __*‘M_Ep;;i;r on floor or roof 1" thick Q_RQ:SEE.IJ % S.ft
31. | 1964 Applying floating coat of cement 1/32" Thick @ Rs: 660.0 % S.ft 1296 ”—
! St e el
I 4426 | Cement plaster (1:6) upto 20" ft: height G/F @ Rs: 2206.60 | % S.ft | m V.-
2. | » o i o @Rs: 2308.84 | % S.ft -
| . e e e i epp—— —
I ‘.4“ Cement plaster 1:4 upto 20' ft; height G/F @Rs: 2197.52 | % S.ft ’, % v -
3 i - i FIF @Rs: 2299.77 | % S.ft -
14 1964 Cement plaster 1:4 upto 20' ft; height 1/2" thick | @ Rs:3016.76 | % S.ft l 592%/=
| -, | PR SN 1
|
Cement pointing and stricking of joints on ; ' -
35. - Walls ratio. 1: 2 @ Rs:1287.44 | % S.ft
o | Line Neru Plaster (1:2) Lime and Surkhi . " -
36, | - II 112" thick. S @ Rs:1036.76 % S.ft =
; First Class deodar wood wrought joinery in doors |
. | and windows etc: fixed in position il
i 35.0 deodar panelled and glazed 1-3/4 thicks. @Rs: 127376 | P.Stt | 44582/~
”.. (b) only shutters @ Rs: 902.93 P.Sft 3‘ 31 V"'
| B | Providing and fixing deodar wood Almirah 9-12" F
B 98,0 depth i/c boxing with back shalves shutter brass| @ Rs: 1748.0 | P.Sft 166060/~
| * | fitting etc complete (without box) - il
3% | - | Fixing doors including chowkats @ Rs: 279.51 | Each - A
40 - Fixing windows including chowkats ' @ Rs: 139.76 Each -
: PIF G:l frames /| chowkats of size 7" x 2" or
4-1/2"x3" for doors and window using 20 guage ;
| G.I sheet i/c welded hinges and fixing at site with |
| necessary hold fasts, filling with cement sand .
41. | | slurry of ratio 1:6 and repairing the jambs. The ‘ |
| cost also i/c all carriage , tools and plants used in |
' = | making and fixing .
! | (a) for doors @ Rs: 228.90 P.Rft I -
! - __' (h_l_fg'_wir!t_iov_vs_ @ Rs: 240.50 P.Rft | & p

Contd.....P/3



44

45,

46

47. |

48,

49,

50.

52.

53.

54. |

55

56

P/3

“Supplying and fixing M:S round bars for barried
windows

@ Rs: 3700.0

P.Cwift

Cutting and ﬂxing M:S round bars for barried
_windows.

@ Rs: 28.23

P.No.

Making of fixing steel grlled door with 1/16" thick
sheeting VC angle iron frame 2"x2"x3/8" and 3/4"
square bars at 4" center to center with locking
arrangements

———

192

@ Rs: 726.72

P Sft.

Supplying and fixing in position iron/steel 3rill of
3/4"x1/4" size flat iron of approved design
including painting three coats etc complete

@ Rs: 180.50

psn | %6137/~

Providing and fixing collapsible gate with channel
framing of section 3/4"x5/16" at 4" ile
‘ revitted with 3/4"x1/8" flat iron patti placed
| diagonally and provided with top and bottum T-
section 1" x1" 1/8" alongwith rollers also
le locking arrangement and fixing in
| floor/ceilling or walls etc complete

@ Rs: 387.04

P.Sft -

PIF iron steel grill door with angle iron
frame of 1-1/2"x1-1/2"x1/4" and flat iron of
3"4"x1/4" with approved design and locking
arrangement embedded in masonary as per
_instructions of engineer incharge.

@ Rs: 231.60

P.Sht -

Replacing kallar eaten bricks

@Rs:364

Each ‘ -

finishing and curring complete i/c screening and
washing of stone agnmgate without shuttering
(1:2:4)

(b) 1:3:6 ration)

- (@Rs: 12595.0

1
@Rs: 14429.25 |

% Cit
4|

% CfL. -

0 0/~

\Cemenl concrete plain i/c placing compacting,
+
|

Making Notice board made with Cement

@ Rs: 58.11

P.Sft 11157/~

___r]_a"y'ihg wﬁﬁ-ma;ﬁ_l;_ﬂot_:ring fine dressed in the

144.0

40.0

040

]
[

surface without winging set in lime mortar
1:2 including rubbing and polishing of the joints.
(a) 3/4" thick Flooring

@ Rs: 567.48 {

P.Sft

PIF 3/8" thick marble tiles of approved quality and
colour shade size 8" x 4/6" x4" in dado skirting
and facing removal / tucking of existing plaster
surface etc. over 1/2 thick base of cement mortar
1:3 setting mortar base including filling the joints
and washing the tiles with white cement slurry ,
current, finishing

cleaning and polishing etc. complete.

1) For new works.

@ Rs: 186.04

P.Sft | -

| White glazed tiles 1/4" thick jointed
| in white cement(1:2) over 3/4" thick
cement mortar (1:2) complete

@ Rs: 28253.61

% Sft

| Lying floor of white glazed tiles 1/4" thick
jointed in white cement laid over %" thick
|_bed (1:2) ratio

@ Rs: 27678.86

% Sft

Providing and lying hala or pattern tiles glazed
8"x8"x/4 floor or wall facing in required pattern
specification jointed in white cement and pigment
| over a base of 1:2 grey cement motor 3/4” thick
ile washing in filling of joints with salary of white
cement and pigment desired shape with finishing/
cleaning and cost of wax police etc complete i/c
| cutting tile to proper profile. S. No.62 P.No.48

@ Rs: 34520.31

% Sft

3
-3
*

PIF cement paving blocks flooring having size of
197 x 97 x 60 (MM) of city / Quddra/Cobble shape
with natural colours having strength b/w 5000 psi
to B500 psi l/C filling the joints with hillsand
laying in specified manner / pattern and design
etc complete.

@ Rs: 199.77

P:Sft |

Contd.......




58
59

60

61,

63.

66

G

69,

70. |

71

P4
| SIF Steelliron Grill of 3/8" Sq: bars Diagonaily
fixed both way at 3" C.C on 3 /4" x 3 14"x1/8" etc | @ Rs:329.64 P.SIt
" complete as per instructions given by Engineer -
" Incharge (R..A). B —
2918 White wash Three coats @ Rs:829.95 % S.ft 24218/~
160 (b) twa coats @Rs:425.84 | % S.ft 68 V-
“87 | Colour wash three Coats @ Rs:8569.90 %S 420 23/-
- (b) Two Coats @ Rs:443.27 % S.ft -
2505 Primary Coat of chalk under distempering @ Rs:442.76 | % S.ft 1109 1/-
| . '
250 5 | Distempering Three coats @ Rs:1079.l|5 %30 1 276 l’; ¥
7050 | (b) Two Coats @Rs:104390 | %Sft | 73505/
1008 | Painting doors and windows any type @Rs: 1160.06 | % S.ft | 11705/=
(a) Old Surface Two coats .
3’ | (b) New Surface Three coats @ Rs: 2116.41 e 711 V- 4 1]
Painting guard bars, gates iron bars
gratings, railling including standard ‘
ﬂ’ braces etc and similar open work @ Rs: 674,60 %Sft 1 ms/.
Two Coats (Old Surface) ; o
3308 .h) Three Coats @ Rs: 1270.83 %St 420 39/~
) '
12 | Fixing water spouts or parmals € Rs: 21175 Each 254 ‘l/-
| |
| Preparing surface and painting with mett finish i/c I
rubbing  bathy (silicon carbide rubbing |
brick) filling the whites with zinck chalk plaster '
| ol paris mixture / applying first coat premix
making the surface smooth and than painting 3
coats with matt finish of approved make etc
complete new surface, S.I No.36A P.No.55 l
= ‘ (a) Two Coat @ Rs: 2700.17 | % St - l
: 1
- | (b) Three Coat | @ Rs: 3444.38 | % Sft | > |
| Preparing the surface and painting with weather L2 [ 1 .
coat ifc rubbing the surface with rubbing brick /
sand papar, filling the whites with chalk/ plaster
of Paris and than painting with weather coat of
e | approved make. S.| No.38A P.No.56 ‘
| (a) Two Coat @ Rs: 1858.10 | % Sft as
= (b) Three Coat | @ Rs: 2667.95 | %Sft. | -
]
| Extra Lead One Mile. * ®Rs3407.00 :ict‘t:]
' ‘ P/L floer ef Verona marble
| tiles of slse 12"x12"xY 4"
_#-__finc dressed on the surfaoce
vithout wining set in white ’s
‘ cement laid over /4" thick |
bed of (132) grey cement slury
— SN |
i |
| vith glurry of white cament ‘
40 | 4nd pigaent to matan the  PROI-XT.q Pisfts 15350/-
i) -‘--oo;ourma—u—if&—e& c e
@rinding rubking & chemio ’
polishing etc complete.
*oe - —
TOTAL | 2566,08 ¥/~




S —

PART (B) WATER SUPPLY & SANITARY FITTINGS

S.No:

Qty:

Description

Rate

Unit

Amount

02

Providing & fixing squating type white glazed of flushine cistern
fitting & flush pipe with bend and making requiste numbers of
hales in wall plinth & floor for pipe connetions & making good in
cement 1:2:4 B.(i) W.C of not less 19" clear opening between
flushing rims and 3 gallon flushing tank with "4 C.Itrape & C.|
Thumble. (S..NO 1.P.NO.1)

4802.60

Each

9605/~

Providing and fixing 4" dia C.| soil & vent pipes including Cutting
and fitting and extra painting to match the colour of building.(
S.I.NO.1 P.NO8)

333.29

Each

02

Providing & fixing 4"x4"x4" dia C.I branch of the required degree
with access doors, rubber washer 1/8" thick and builts & nuts anu
extra painting to match the colour of the building.(
S.LNO.5.P.NO.8 )

270.6

Each

54Y=

18

Providing asbestos pipe with collar (Dadex or equivalent) i/c
digging the trenche to required deoth and fixing to position and

joining with rubber rings including testing to water pressure head

of 200 feet S.| No:3 P.No:21 (b) 4" dia Asbestos pipe

188 44

Rft:

392/

Providing G.| Pipes specials & clamps etc including fixing cutting
and fitting complete with and i/c the cost of breaking through walls
and roof .making good etc . Painting two coats after cleaning the
pipe atc. with white zink paint with pigment to match the colour of
the building and testing with water to a pressure head of 200 feet
and handling. ( S.I.LNO.1 .P.NO.12)

(i) 1" dia G.I Pipe

128.55

Rft:

257 V-

(i) 1/2" dia G.| Pipe

73.21

Rft:

2196/~

(ii) 3/4" dia G.| Pipe

95.79

Rft:

4790/~

Supplying & fixing in position brass bib cock b. 3/4" dia brass bib
cock. Standard pattern ( S.I.NO.1 P.NO.16 )

348.92

Each

698/~

Providing & fixing bal valve (with unsoldered copper ball ) made to
] /4" di

290.84

Each

582/

BB S 1212 (S.INO.6 .P.NO 18) (i) 3/4"dia
Supplying & Fixing Fiber Glass Tank of approved quality and

design and wall thickness as soecified i/c cost of nuts bolts and
fixing in plate form of cement concrete 1:3:6 and making
connections for in-let out & over flow inlet .outlet flow pipes elc

complete ( S.I.NO .3. P.NO.18 ) (a) 250 Gallon thickness 3.5 mm

21989.6

Each

219%/~

01

Supplying and fixing approved quality Electric A.C. motor pumping
set (Javed Engineering made) 1-1/4"x1" section and delievery with
base plate and compiling one horse power single phase motor
(siemens make) 60' feet head of 2800 RPM including the cost of
nuts and bolts ¢.c. (1:2:4) Elect: Motor

12500

10

Providing and Installation of Hand pump 1-1/4" G.I pipe and colr
syainer with wooden shap including cost of 4" feet above ground
level embded in C.C (1:2:4) with iron handle and required same
shape with acc and fixing etc complete.

(a) Filter pipe

120

(b) G.I pipe

110

(c) H.P Machine

2500




Providing and fixing 22"16" lavetory basin in white glazed earthen
ware complete with & i/c the cost of W | or C.I cantilever brackets
6 inch built into wall, Painted while in two coatc after a primary
coat of red lead paint a pair of 1/2 dia chrome plated piller traps 1-
1/2" dia rubber plug chrome brass waste of approved pattern 1-
1/4" dia malloable iron cp union making and traps, malloable iron
or brass requisite number of holes in wall plinth & floor fer pipe
connection and making good in cement concrete 1:2'4 (standard
pattern ) S.1 No:13 P.No:3

4694 8

Each

9 3%0/~

Add extra for labour for oroviding & fixing of earth ware pedesta’
white or coloured glazed (standard pattern) S.INo:9
P No:3

938.47

Each

1877/-

13

Supplying & fixing swan type piller cock of superior quality single
¢.p head 1/2" dia S.| No:18 P,No:16

795.30

Each

14

Supplying & fixing bath room assessoeies (7 pieces') ic towel rod,
brush holder.soap tray,shelf of approved quality and design etc
complete S.1 No:24 P.No: 16

8122.4

Each

15

01

Construction manhole or inspection chamber for the required dia
of circular sewer and 3"x6" (1067mm) dept with walls of B.B in
cement mortor 1:3 cement plastered 1:3,1/2" thick inside of walls
and 1" (25mm) thick over benching and channel i/c fixing C.|
manhole cover with frame of clear opening 1-1/2"x1-1/2"
(457x457m of 1.75CWt. (88.9 kg,) embedded in plain C.C 1;2;4
and fixing 1" (25mm) dia M.S steps 6" (150mm) wide projecting 4"
(102mm) from the face of wall at 12"(305mm) C/C duly painted etc
complete as per speficication and drawing No.D/I of Public Health
Circule Southern zone S.1 No:1 P.No:39

14748

Each

147 48/~

16

24

Providing R.C.C pipe with collars class"B" and digging the trenche
to required depth and fixing in position including cutting fitting and
joining with maxphalt composition & cement mortor 1:1 and test..g
with water pressure to a head of 4 feet above the top of the
highest pipe & refiling with exeavated staff (S,.LNO .2 P.NO.21) (c)
6" dia R.C.C pipe class "B"

198.25

Rft

4182/~

i

01

Providing & fixing 4" dia C.| Terminal guardincluding extra painting
to match the colour of the building S.1 No:10 P.No:9

389.70

Each

390/~

18

Providing & fixing in position nyloon connections complete with
1/2" dia brass stop cock with pair of brass nuts and lining joints to
nyloon coonections S.1 No:23 P.No:6

447 15

Each

894/~

Providing & fixing 15"x12" beveled edge mirror of belgium glass
complete with 1/8" thick hard board and C.P serews fixed to
wooden pleat S.| No:3 P.No:7 a) standard pattern

11616

Each

232y~

TOTAL RS:

93,269/~

Amount
Part "A"

Part "B"

Total (CSR)
% Above / Below

% Above / Below

CONTRACTOR

EXECUTIVE ENGINEER
DUCATION WORKS DIVISION
SHIKARPUR




NIT. No:TC/ G55/
Dated:

BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance
of the Bidding Documents)

(a). Name of Procuring Agency - Executive Engineer (Education Works)
Division Shikarpur

PROVINCIAL ADP SCHEME(2016-17)

(b). Brief Description of Works:- ADP:NO 184-REHABILITATION,IMPROVEMENT,
RENOVATION, & PROVISION FOR MISSING FACILITIES
IN EXISTING PRIMARY/ELEMENTARY SCHOOLS OF
DISTT:SHIKARPUR(2016-17-PROGMM)(11 UNITS)
7. GBPS Garhi Dakho

(c).Procuring Agency’s address:-Executive Engineer (Education Works) Division Shikarpur
Near GBHS No.Il Shikarpur

(d). Estimated Cost:- 3200 (Million) )

(e). Amount of Bid Security:- 5% (Fill in lump sum

amount or in % age of bid amount lestimated cost
(f).Period of Bid Validity (days):- 60 Days (Not more than sixty days).

(g9).Security Deposit:-(including bid security) - 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :- As Per NIT

(j)- Venue, Time, and Date of Bid Opening:- Near GBHS Il (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - -@_Months
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost
per day of delay, but total not exceeding 10%)

(m). Deposit Receipt No: - _ Date: Amount:Rs:

Bank )

(n). D.RNO: DATED: _ :\llllllll‘lli"::(;-/mupees: ‘{"'i'lu Sand dnly)

(o). Tender issued to Mr. / M/s

EXECUTIVE ENGINEER
E ATION WORKS DIVISION
SHIKARPUR




MNAME OF WORK:

| Sr.No: |

~

o

1B

19

20

B.0.Q OF CIVIL WORK

TALUKA KHARP’UR HIJTRlCI SiIKMl!.(AII’lHOS

Rﬂumunnon | OF mmno BUILIING AT GsBsPsS: GARHI nmlc)\
((84)

QNTY | DESLRiPTION RATE UNIT A
18 Dismentling brick work in lime @ Rs:1285.63 % Cft 350
9‘ ‘] or cement mortar 24 /"' i
s | Dismentling brick or flagged flooring without @ Rs:257.13 % Sft e
B l concrete foundation. 8.1 No.30 P.No.12 i
20 l Dismentling cement concrete @ Rs:3327.50 % Cft 66”/-
| Plain(24) _
Dismentling Cement concrete
Reinforced separating reinforcement . %
- | from concrete cleaning & straightening B Fa:5045.9 CR -
_ ] The same Y SRS iR -
135 Dmmentlmg second class tiles roofing @ Rs:378.13 % Sft 4292/=
--1""--" — Loy - ' : =
N _@gpog_g doors with chowkats RN sl
- Rr:movmg windows and sky light @ Rs:102.85 P.No: -
| with chowkats -
- str'cmavlng “ventilators and wooden sun shade @ Rs:51.43 P.No. -
| Dismentling rolled steel beams, iron @ Rs:126.04 P.Cwt o A
” 60’ Rails etc. o 247 ”
130 ‘Removing cement or lime plaster @ Rs:121.00 %Sft 2 1‘/—-
- . 0,
| Dismantling cement concrete plain 1:3:6 i oo i SN b
| Excavation in foundation of building bridges
and other structure VC degbelling dressing
2421 | refilling around the structure with excavated | @ Rs:3176.25 %0 Cft 76,0/-
earth watering and ramming lead upto 5 ft. in
_| ordinary soll.
06 | Cement concrete brick or stone ballast 1- 1/2 *
W0Ce4 to 2" guage 4
- ‘ i. Cement concrete (ratio 1: 5: 10: ) @ Rs:8694.95 % Cft 925 14/
lii.  Cement concrete 1: 4: 8: @ Rs:9416.28 % Cft -
| Dry rammed brick or stone ballast : G -
- | 12 thick to 2 gua @ Rs:3327.50 % Cft s
% Pacca brick work in foundallon and plinth . o
® 67 _| (cement sand mortar 1:6) il I %6457/~
Fabrication of miled strel reim force ment for
| cement concrit I/C cutting, banding and lying in
position ilc cost of steel binding wire also i/c
-~ | removal of rust from bars : -
$.473 | (a) Tor Steel @ P%:5001,70 P: Cwt 182427/
- | (b} Miled Steel | @ Rs:4820.20 P: Cwt e
| R:C:C: work in roof slab beams columns rafts |
lintels and other structural members laid in ‘ . ) v
8 17.0 2 sittu or precost laid in position complete in all | € Re:337.00 P GfL. ﬂS 3*/"
;' respects C:C ratio (1: 2' 4:) S.I Nu.GA P.No.16 -
Filling wawrmq ramming earth in floor with
801 surplus earth excavated from foundation lead | @ Rs:1512.50 %0 Cit. 121?/—
B _Lup lo one chain and lift upto 5it. . i
| Filling watering ramming earth under floor with !
2218 | new earth (excavated from outside) iead upto | @Rs:( 36 30 O %0 C.ft 805 /-
_ [ one chain and lift upto five Tt.
| o B - Teh ol b ) -
441 | -4’“'11}}“-_- ez ¢ under fleor | @Rs1141,25 %cn | 50 3¥/
- ake-plugsing-in wellgey —— L — —_ S
Contd....P/2
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21,

22

23

24.

25,

26.'

27,

28,

32

33.

14

i6.

37.

39
40

41

P2

| Errection and removal of centering for R.C.C fiind
- or plain cement concrete work of deodar wood | @ Rs:7000.0 % S.ft =
___|(2nd:class) . ' aall
Pacca brick work on ground fioor with ’
[
(1:6 ratio) |
2187 GF | @rs:1267438 | % 277188/= |
- . FIF @ Rs:13112 % Cft | - |
~s | Pacca brick work on other than building with 1:6 | @ Rs:12346.65 | % Cft
163 (ratio) 202%2/-
39, 494 S/fixing iron girder at site of work G Rs:3050.0 it 15 205?/-
28, cge SiFixing iron t-iron at site of work @Re:NTH | POm | 10 ¥ 5/- J
bt 25, i - : o
68,48 . W Errfc_lion o_f rolled steel beams or iron rails etc. L Rs:186.34 el 1276 V.. 1
Second class tiles roofing consisting of 4" earth
1" mud plaster with gobri leeping over 1/2" thick
1353 cement plaster (1:6 cement mortar including 1:2 | @ Rs:7607.256 | % S.ft ) =
cement pointing under neath of tiles complete ; 10?’26/
- including curing etc. complete R s
Providing and laying single per layer of polythin
sheet 0.13 mm thick for Water proofing as per "
1 353 specification and instruction of Engineer @Rs:10.70 FLah 14477/.
__| Incharge ' EETpY- 03
i Providing and laying 1" thick topping cement I
ear - > concrete (1:2:4) i/c surface finishing and dividing : T
928 :’A‘}"a‘_’_‘l:‘i‘:: @Rs:4411.82 | %sn | 40943/ e
7 (B) 2" thick @ Rs:3276.50 | % S.ft 3505/«
« | Mud plaster on floor or roof 1" thick @Rs:555.0 | % S.ft | -
180 Applying floating coat of cement 1/32" Thick @ Rs: 660.0 % S.ft 1 1“/-
56 13 52T:ir;lkpluter (1:6) upto 20' ft: height G/F @ Rs: 2206.60 | % S.ft 12.“5‘/-
- ’ FiE @ Rs: 2308.84 | % S.ft -
5% o 'Séﬂieﬁli; plaster 1:4 upto 20' ft; height GIF @Rs: 219752 | %Sft | 117985/=
L @ Rs: 2299.77 | % S.ft -
- - S FIF. Lzhed g ayamgmalie
- Cement plaster 1:4 upto 20' ft; height 1/2" thick | @Rs:3016.76 | % S.ft -
| Cement pointing and stricking of joints on : | 6/=
74 | Wl ato.1:2 @Rs:1287.44 | %sn | 39576/
| 'Line Neru Plaster (1:2) Lime and Surkhi ; > oy
- “ 1 112" thick. @ Rs:1036.75 % S.ft =
| First Class deodar wood wrought joinery in doors
and windows etc: fixed in position ile
152 deodar panelled and glazed 1-3/4 thicks. @Rs: 127376 | P.Sft | 1936 12/"
12 Lronly thowk at s. @Rrs:370.83 psit | 4450/-
| Providing and fixing deodar wood Aimirah 9-12" f =
31450 depth i/c boxing with back shalves shutter brass| @ Rs: 17480 | PSft | 5506 2/«
| fitting etc complete (without box)
- Fixing doors including chowkats @ Re: 27951 | Each | S it
- | Fixing windows including chowkats | @Rs:139.76 | Each | —
| PIF G:l frames / chowkats of size 7" x 2" or |
4-1/2"x3" for doors and window using 20 guage
G.I sheet i/lc welded hinges and fixing at site with
necessary hold fasts, filling with cement sand
slurry of ratio 1:6 and repairing the jambs. The
! cost also i/c all carriage , tools and plants used in
- making and fixing . -
(a) for doors @ Rs: 228.90 P.Rft
- | (b) for windows @ Rs: 240.50 P.Rft -

N —

Contd.....P/3
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52
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L

180

| PIF iron steel grill deor with angle iron

/3

“Supplying and fixing M:S round bars for barried
| windows

@ Rs: 3700.0

P.Cwift

| Luumg and fixing M:S tound bars for barried
| windows. ekl T

Making of fixing sleel ‘grated door with 1/16” thick
| sheeting I/C angle iron frame 2"x2"x3/8" and 3/4"
square bars at 4" center to center with locking

_arrangements

@ Rs: 28.23

P.No.

@ Rs: 726.72

P Sft.

Supplying and fixing in position iron/steel grill of
3/4"x1/4"  size flat iren of approved design
- including painting three coats etc complete

@ Rs: 180.50

P.Sft

| Providing and fixing collapsible gate with channel
| framing of section 3/4"x5/16" at 4" il
revitted with 3/4"x1/8" Hfat iron patti placed
diagonally and provided with top and bottum T-
section 1" x1" 1/8" alongwith rollers also
llc locking arrangement and fixing in
floor/ceilling or walls etc complete

@ Rs: 387.04

P.Sft

| frame of 1-1/2"x1-1/2"x1/4" and flat iron of
3"4"x1/4" with approved design and locking
arrangement embeddad in masonary as per

@ Rs: 231.60

P.Sft

Replacing kallar eaten bricks

@Rs:36, X

Each

Lemenl concrete plain ilc placing compacting,
| finishing and curring complete ilc screening and
washing of stone aggregate without shuttering
(1:2:4)

(b) 1:3:6 ration)

@Rs: 14429.26

@Rs: 12595.0

% Cft.

% Cft.

Making Notice board made with Cement

@ Rs: 58.11

P.Sft

___‘ cement mortar (1:2) complete

| Laying white marble flooring fine dressed in the
surface without winging set in lime mortar
1:2 including rubbing and polishing of the joints.
_(a) 3/4” thick Flooring

@ Rs: 567.48

P.Sft

P/F 3/8" thick marble tiles of approved quality and
colour shade size 8" x 4/6" x4" in dado skirting
and facing removal / tucking of existing plaster
surface etc. over 1/2 thick base of cement mortar
1:3 setting mortar base including filling the joints
and washing the tiles with white cement slurry ,
current, finishing

(i) For new works.

@ Rs: 186.04

P.Sft

l cleaning and polishing etc. complete.

| White glazed tiles 114" thick jointed
in white cement(1:2) over 3/4" thick

@ Rs: 28253.61

% Sft

50856/~

Lying floor of white glazed tiles 1/4" thick
| jointed in white cement laid over %" thick
bed (1:2) ratio

@ Rs: 27678.86

% St

1107 2/-

Providing and lying hala or pattern tiles glazed

| 8"x8"x/4 floor or wall facing in required pattern

specification jointed in white cement and pigment
‘ over a base of 1:2 grey cement motor 3/4” thick
ifc washing in filling of joints with salary of white
cement and pigment desired shape with finishing/
cleaning and cost of wax police etc complete i/c
| cutting tile to proper profile. S.1 No.62 P.No.48

@ Rs: 34520.31

% Sft

P/F cement paving blocks flooring having size of
197 x 97 x 60 (MM) of city / Quddra/Cobble shape
with natural colours having strength b/w 5000 psi
| to 8500 psi I/C filling the joints with hillsand
\ laying in specified manner / pattern and design

_.| etc complete. .

@ Rs: 199.77

P:Sft

Contd.......P/4
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| X9

58

60

61

0,

1’4
| SIF Steeliron Grill of 3/8" Sq: bars Diagonally
= | fixed both way at 3" C.C on 3 /4" x 3 /4"x1/8" etc | @ Rs:329.64 | P.SH | .
complete as per instructions given by Engineer |
146 Incharge (R..A).
1 % S.ft T51V=- |
| White wash Three coats @ Rs:829.95 _
80 (b) two coats @Rs:425.84 | %S M-
— — - . . W
1074 ‘ Colour wash three Coats @ Re:850.90 % SM »
{b) Two Coats @ Rs:443.27 % S.ft e
_I')'! 1 Primary Coal of chalk under distempering @ Rs:442.75 % S.ft 1 35,7/"'
- S S e -~ Ra- o, Tt 3 3'!5‘;?- =
'DT 1 Dlstemperlng Three coats @Fs:1079.66 . ?
- {b) Two Coats @ Rs:1043.90 % S.ft | =
: N : ! 4
80 | Painting doors and windows any type @ Rs: 1160.06 | % S.ft | -
{a) Old Surface Two coals o | (3 -
»7 | (b) New Surface Threecoats = @ Rs: 2116.41 Han 7‘1/ =
antulg guard bars, gates iron bars
| gratings, railling including standard | 22y
33 braces etc and similar open work @ Rs: 674.60 %St =
Two Coats (Old Surface) ) .
17 ﬂ | (b) Three Coats S A \E_R_'-_fz’”’ Han | 21.m/-
, - o Fixing water spouls or parmals € Rs: 211.76 Each i -
' Preparing suri‘é;aﬁd—'p;r;ii_ﬁg with mett finish i/c |
rubbing  bathy (silicon carbide rubbing '
brick) filling the whites with zinck chalk plaster
ol paris mixture / applying first coat premix
making the surface smooth and than painting 3
coals with matt finish of approved make etc
‘ complete new suriace S.I No.36A P.No.55
o (a) Two Coat @ Rs: 2700.17 % St =
& : (b) Three Coat | @ Rs: 3444.38 | % Sft -
| Preparmg the surface and painting with weather o
coat i/c rubbing the surface with rubbing brick /
sand papar, filling the whites with chalk/ plaster
of Paris and than painting with weather coat of
approved make. S. No.38A P.No.56 ce /o
4248 | (a) Two Coat @Rs: 1948,/10 st [ 82755/
P ' (b) Three Coat @ Rs: 2567.95 | %Sft. | -
| = 3
2659 Extra Lead 3 . Mile. ®RE579, 41 15407/~

'P/L floer of Verong marble tiles
tiles of o ze12"x12"xV 4" fine

dressed oen thesurfgace wi thou
' Vd.mnf et in wiite carent
lald over /4" thick bed of
‘ (152) grey cement morter set
) es wtth

‘ Jointing & washing the tiles
with glurxy ef white cement

and pignent to matah th

Iof tiles,i/c outting, grinding,
500 | rubwing #chemieal polishing
| ete ocomplete.(Ressseed)e

@Res=- 307ro Pssfts 15 350/-

—r—t

TOTAL | 2656,297/-




s % PART (B) WATER SUPPLY & SANITARY FITTINGS

S.No:| Qty: Descri;l_)!.ion Rate Unit Amount

Providing & fixing squating type white glazed of flushine cistern

fitting & flush pipe with bend and making requiste numbers of

" 02 holes in wall p}intf_m & fioor for pipe con:xeﬁons & m_aking good in 4802.60 | Each 9695/.,
cement 1:2:4 B.(i) W.C of not less 19" clear opening between

flushing rims alnd 3 gallon flushing tank with "4 C.| trape & C.|

Thumble. (S.1.NO 1.P.NO 1) | _

Providing and fixing 4" dia C.| soil & vent pipes including Cutting

2 12 |and fitting and extra painting to match the colour of building.( 333,29 | Each 3!99/-

S.I.NO.1 ,P.NO,8)

Providing & fixing 4"x4"x4" dia C.| branch of the required degree

& © 2 |with access doors, rubber washer 1/8" thick and buits & nuts and | 70 o0 | Each 541/~

extra painting to match the colour of the building.(

S.|.NO.S.P.NO.B)

Providing asbestos pipe with collar (Dadex or eqqiva!ent) ilc

©6 |digging the trenche to required deoth and fixing to position and

188.44 | Rft: 113v/=

4 joining with rubber rings including testing to water pressure head
of 200 feet S.1 No:3 P.No:21 (b) 4" dia Asbestos pipe
Providing G.| Pipes speclals & ciamps etc including fixing cutling
and fitting complete with and i/c the cost of breaking through walls
and roof .making good etc . Painting two coats after cieaning the
pipe etc. with white zink paint with pigment to match the colour of
the building and testing with water to a pressure head of 200 fec.
5 and handling. ( S..NO.1 P.NO 12 )
0 |6y 1"diaGIPipe 12855 | Rft 1286/«
® |00 12 diaciPipe 7321 | Rft 732/=
1% () 34" dia G.I Pipe 9579 | Rft 1431/~
P/L UPVC pipes of "Class B" fixing in tranch i/c cutting. fitting and
jointing with solvent cement i/c testing with water to head of 61
6 meters or 200 ft |
®e@ [(5) 2" Dia 50.00 | P.Rft 5197.-
640 |(b) 4" Dia 136.00 | P.Rf §16/~
P/L UPVC pipes of "Class B" fixing in tranch i/c cutting, fitting and
jointing with solvent cement /c testing with water to head of 122
meters or 400 ft P
7 I ® |@1oa 27.00 | P.Rf 270/ =
15 |(b) 34" Dia 15.00 | P.RA 285/~
0 () 12" Dia 12.00 | PRft 120/~
Supplying & fixing in position brass bib cock b. 3/4" dia brass b | ' 698/
® 02 cock. Standard pattern ( S.I,NO.1 P.NO.16) 48,85 | Swph ° /
g 02 Providing & fixing bal valve (with unsaldered copper ball ) made to 290.84 Each 53 2/_,

BBS 1212 (S.I.NO6 P NO. 18)(ii) 3/4"dia

Supplying & Fixing Fiber Glass Tank of approved quality and
design and wall thickness as sodcified i/c cost of nuts bolts and
10 © 1 |fixing in plate form of cement concrete 1:3:6 and making 21989.6 | Each 2 199./"
connectiohs for in-lét out & over flow inlet .putlet flow pipes.atc
complete ( 8.1.NO .3. P.NO.18 ) (a) 250 Gallon thickness 3.5 mm
Supplying and fixing approved quality Electric A.C. motor pumping
sel (Javed Engineering made) 1-1/4"x1" section and delievery with
1 © 1 |base plate and compiling one horse power single phase motor 12500 P.No 1590/'
(slemens make) B0’ feet head of 2800 RPM including the cost of
nuts and bolts c.c. (1:2:4) Elect: Motor

Providing and Installation of Hand pump 1-1/4" G.| pipe and colr
syainer with wooden shap including cost of 4" feet above ground
level embded in C.C (1:2:4) with iron handle and required same
shape with acc and fixing etc complete.

12 0 |(a) Filter pipe 120 Rft: 1@9/"‘
45 (b) G| pipe 110 Rft: 4,59/"
© 1 |(c) H P Machine 2500 | P.NO 2500/«

TOTAL RSs~ 65, 182/=




NIT. No:TC/ G55/
Dated:

BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance
of the Bidding Documents)

(a). Name of Procuring Agency - Executive Engineer (Education Works)
Division Shikarpur

PROVINCIAL ADP SCHEME(2016-17)

(b). Brief Description of Works:- ADP:NO 184-REHABILITATION,IMPROVEMENT,
RENOVATION,& PROVISION FOR MISSING FACILITIES
IN EXISTING PRIMARY/ELEMENTARY SCHOOLS OF
DISTT SHIKARPUR(2016-17-PROGMM)(11 UNITS)
8 GBPS Sher Ali Jatol

(c).Procuring Agency’s address:-Executive Engineer (Education Works) Division Shikarpur
Near GBHS No. Il Shikarpur

(d). Estimated Cost:- 3.000 (Million)

(e). Amount of Bid Security:- 5% (Fill in lump sum
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 60 Days (Not more than sixty days).

(g).Security Deposit:-(including bid security):- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :- As Per NIT

(j)- Venue, Time, and Date of Bid Opening:- Near GBHS || (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - -é:Months
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost
per day of delay, but total not exceeding 10%).

(m). Deposit Receipt No: Date: Amount:Rs:

Bank

(n). D.R.NO: DATED:

(0). Tender issued to Mr. / M/s

EXECUTIVE ENGINEER
E%ATION WORKS DIVISION
SHIKARPUR




'B.0.Q OF CIVIL WORK

REHABI ITAEHON CF EXISTING IUILII[HG AT G3BsPsSs .ﬂm ALI

NAME OF° WORK:

.mox :w.un mmn msmcrr SHIKARPUR. C(8Y)
(AsDsP 1INOs
gowo | owr | oesememov | ome [ owwr | AR
{ 17 Dismentling brick work in lime @ Rs:1285.63 ‘ % Cft 452 15/-
1

| or cement mortar

oot Jlam

—————

2 = Dismentling brick or flagged flooring without @ Rs:257.13 % Sft -
| concrete foundation, 5.1 No.30 P.No.12 |

. . |
3 222 Dismentling cement concrete @ Rs:3327.50 | % Cft 7 j?/-
| Plain (1:2:4) |

| ‘Dismentling Cement concrete 1
7 Reinforced separating reinforcement ;
= 5‘ from concrete cleaning & straightening @ Re:8445.0 »on D"/-
‘ | The same ' - __}
g | | 13)7__ N Disiﬁfntjig?cgnfl class tiles roofing @ Rs:378.13 % Sft 43 ‘2/-
B 1 0 1___3_ Removing doors with chowkats WReALS PG 14”" e &
02 | Removing windows and sky light @ Rs:102.85 P.No: 206/=
| with chowkats — b= W
8 = Z!liimowng ventilators and wooden sun shade | @Rs:51.43 ! P.No. ' =
9 25 . 6 33 Dismentling rolled steel beams, iron @ Rs:126.04 P.Cwt 323 V-
_ | Rails etc. o R | = 2a s
|
- fm | Removing cement or lime plaster @ Rs:121.00 | %St | =
~ i = - A e 55 T e \L MR T
11 [ S | Dismantling cement concrete plain 1:3:6 @ Rs.1_305.8|3 % Ct ol IO _-_ ot W,

Excavation in foundation of building bruiges
! ‘and other structure I/C degbelling dresslng\
12 1385 refilling around the structure with excavated | @ Rs:3176.25 %0 Cft j a 1"/-
earth watering and ramming lead upto 5 ft. in |

‘ordinary soil. - l
Cement concrete brick or stone ballast 1- 1/2 *

to 2" guage [ | -
& 740 | i. Cement concrete (ratio 1: 5: 10: ) @ Rs:8694.95 % Cft 64 34”
- Lil. __Cement concrete 1: 4: 8: @ Rs:9416.28 % CHt -

| Dry rammed brick or stone ballast

l 1/2 " thick to 2" guage @ Re:3327.50 % Cft r

"Pacca brick work in foundation and plinth

_(cement sand mortar 1:6) i wan 2597 5'/-

15 21'?4_

Fabrication of miled steel reim force ment for
| cement concrit I/C cutting, banding and lying in
| position i/c cost of steel binding wire also i/c
removal of rust from bars s A
32:_ 146 ‘ (a) Tor Steel @ P%:5001.70 P: Cwt 16°Z'V
- b) Miled Steel _([@ Rs:4820.20 P: Cwt
R:C:C: work in roof slab beams columns rafts
7 | 72 | Ilptels and otllerls[_ructural members laid in
. sittu or precost laid in position complete in all
| respects C:C ratio (1: 2: 4:) S.I No.6A P.No.16
| Filling wnlermg ramming earth in floor with
14 - surplus earth excavated from foundation lead | @ Rs:1512.50 |
) | upto one chain and Jift upto 51t

@ Rs:337.00

%0 Ch.

Filling watermq rammin:] earth under floor with ‘ [ ;
19 1056 new earth (excavated from outside) lead upto | @ Rs:. 36 30 JO %0C.ft 3333/-
| one chain and liftupto five [t R |t

% 2 | Y/FMiling eand under £1607 | greq14dsds oh "—"5"157/-—
and plugging in welle. |@ra141,35 wen | S8




P2

| Errection and removal ol centeting for RC.C | 1 ]
21 - or plain cement conciele wark of Jdeodar wood | @ Rs:7000.0 %S.ft | o
_| (2nd: class) bk ] — _ . WL 8
2431 | Pacca brick work on ground floor with :
(1:6 ratio)
22 | GIF @ Rs:12674.26 ! % Cft | Da 1 1V¢- |
- | FIF @ Rs:13112 | % Cft | e |
& ! Pacca brick work on other llléli_buiiuiné with 1:6 '@_hs?ii.ﬁEEs"? % Cft aanp
= 16 39 {_(r_'a_a_tig_;____ S R R 8 | ' 2 2_5 2/- )
.24 8 2 7 ‘5 | S/fixing iron girder at site of work @Rs:38600 | P.Cwt l 3*6‘/- |
P | I T e I "@Rs;35750 | PCwt | L am g/ |
% | P,.50 2 B ,IEFI_”HQ iron tqrort at site of work ] 1090 45/- I
26 54,702 Errection of rolled steel beams or iron rails etc. C Rs.'.186.34 Fiom : 1019 y— l
| | Second class Tiles roofing consisiing of 4" earth | e I N
1" mud plaster with gobri leeping over 1/2" thick ‘
27 1414 cement plaster (1:6 cement mortar including 1:2 | @ Rs:7607.26 | % S.ft | 975‘7/"'
cement pointing under neath of tiles complete | &
i | including curing etc. complete - 1 I
fa | Providing and laying single per layer of polythin
fs sheet 0,13 mm thick for Water proofing as per .
-f‘ = 1414 specification and instruction of Engineer QAN e | 15 1”/"
B Incharge S | P
? o ‘ Providing and laying 1" thick topping cement |
concrete (1:2:4) i/lc surface finishing and dividing
| 90T |l @restiaz | wsn | 213Y-
i 32 (B) 2" thick @Rs:327560 | % S.ft | 048/~
L 30. | - I__'__’r___ap_ﬁﬁ plaster on floor or roof 1" thick @Rs:565.0 | % S.Mt | -
5 31, = F Applying floating coat of cement 1/32" Thick @ Rs: 660.0 % S.ft =
4 606 1 | Cement plaster (1:6) upto 20° ft: height GIF @ Rs: 2206.60 | % S.ft 1337 Y/
! 32 | 2T @Rs: 2308.84 | % S.ft 5
' - S S V——,. . - - & : o
¥ 5889 Cement plaster 1:4 upto 20' ft; height G/F @Rs: 219782 | %SH | 129412/~
» L _ S thith. - @Rs: 2299.77 | %St | -
'j 4 = A ——— S /i /. S R — S| S — e S 5=
' 14 - | Cement plaster 1:4 upto 20’ ft; height 1/2" thick | @Rs:3016.76 | % S.ft | -
: i Cement pointing and stricking of joints on ; % =
'i a5 322% | walls ratio. 1:2 @ Rs:1287.44 | % S.ft 41469/
i3 "Line Neru Plaster (1:2) Lime and Surkhi | =~ ocanac7e | v <a |
i 5 e e pomasontl  |omsmowzs|wan | o
B |
i | First Class deodar wood wrought joinery in doors I
= and windows etc: fixed in position ile
37 187 «0 | deodar panelled and glazed 1-3/4 thicks. @ Rs: 1273.76 P.Sft ‘ 23 19 3/-
b .
6.0 Only chewkats. @Rs:370.83 Pt 2225/~
¥ | Pf&\?iding and fixing deodar wood Almirah 8-12" i | |
3 34 12.. | depth i/c boxing with back shalves shutter brass| @ Rs: 1748.0 P.Sft | 2397‘/-
_| fitting etc complete (without box) . SECOUEEL s
39 - | Fixing doors including chowkats | @ Rs:279.61 | Bach | e
40 - . Fixing windows including chowkats @ Rs: 139.76 Each | -
| | PIF G:l frames |/ chowkats of size 7" x 2" or
| 4-1/2"x3" for doors and window using 20 guage
G.I sheet i/lc welded hinges and fixing at site with
necessary hold fasts, filling with cement sand | _
at | slurry of ratio 1:6 and repairing the jambs. The : i
! cost also i/c all carriage , tools and plants used in |
— | making and fixing ks -
| {a) for doors @ Rs:228.90 P.Rft
_ - | (b}forwindows @Rs:24050 | pRp | -
; Contd.....P/3
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43

44

47

48

49

50.

51,

52

54

56

64

66

7.0

64

] ‘arrangements

‘ including painting three coats etc complete

| PIF iron steel grill door with anéie iron

PJ"J b

‘ Supplying and fixing M:S round bars for barried
| windows

BB LA Lrbid

@ Rs: 3700.0

P.Cwift

| Cutting and fixmg M:5 round bars for barried
windows.

@ Rs: 28.23

P.No.

sheeting VC angle iron frame 2"x2"x3/8" and 3/4"
| square bars at 4" center to center with locking

Making of fixing steei grated door with 1/16™ thick

@ Rs: 726.72

P Sft.

Supplying and fixing in position iron/steel grill of
3/4"x1/4" size flat iron of approved design

@ Rs: 180.50

P.Sft

Providing and fixing collapsible gate with channel
framing of section 3/4"x5/16" at 4" - e
revitted with 3/4"x1/8" fat iron patti placed
diagonally and provided with top and bottum T-
saction 1" x1" 1/8" alongwith rollers also
Ile  locking arrangement  and  lixing in
flooriceilling or walls etc complete

frame of 1-1/2"x1-1/2"x1/4" and flat iron of
3"4"x1/4" with approved design and locking
arrangement embedded in masonary as per
instructions of engineer incharge.

@ Rs: 387.04

P.Sft

@ Rs: 231.60

Replacing kallar eaten bricks

|

@Rs:36 :D

|
|
|

Cement cum:rele plain ilc placlng corhpactmg.
finishing and curring complete i/c screening and
washing of stone aggregate without shuttering
(1:2:4)

{b) 1:3:6 ration)

R

| Making Notice board made with Cement

@Rs: 14429.25

@Rs: 12595.0

T

@ Rs: 58.11

Laying white marble flooring fine dressed in the
surface without winging set in lime mortar
1:2 including rubbing and polishing ot the joints.
(a) 3/4" thick Flooring

P/F 3/8” thick marble tiles of a approved qualily and
colour shade size 8" x 4/6” x4" in dado skirting
and facing removal / tucking of existing plaster
surface etc. over 1/2 thick base of cement mortar
1:3 setting mortar base including filling the joints
| and washing the tiles with white cement slurry ,
current, finishing

cleaning and polishing etc. complete.

@ Rs: 567.48

@ Rs: 186.04

P.SHt |

| White glazed tiles 1/4" thick jointed

08

in white cement({1:2) over 3/4" thick
_cement mortar {1:2) complete

@ Rs: 28253.61

| Lying floor of white glazed tiles 1/4" thick .

| jointed in white cement laid over %" thick

| _bed (1:2) ratio

F'rowding “and Iymg hala or panem tiles glazed
8"x8"x/4 floor or wall facing in required pattern
specification jointed in white cement and pigment
over a base of 1:2 grey cement motor 3/4" thick
ilc washing in filling of joints with salary of white
cement and pigrment desired shape with finishing/
cleaning and cost of wax police etc complete ilc
_cutting tile to proper profile. S.1 No.62 P.No.48

@ Rs: 27678.86

|
I
i
% Sft ‘
|

% Sft

@ Rs: 34520.31

|
|

% Sft

P/F cement paving blocks flooring having size of
197 x 97 x 60 (MM) of city / Quddra/Cobble shape
with natural colours having strength b/w 5000 psi
to 8500 psi VC filling the joints with hillsand
laying in specified manner / pattern and design
| etc complete.

@ Rs: 199.77

P:Sft ‘

Contd




P4

"SIF Steelliron Grill of 3/8" Sq: bars Diagonally
57 | o fixed both way at 3" C.C on 3 /4" x 3 /4"x1/8" etc @ Rs:329.64 P.SIt -
| complete as per instructions given by Engineer
) | Incharge (R..A).
% S.ft
- 1182 White wash Three coats @ Rs:829.95 98 w/- |
‘ - (b) two coats @ Rs:425.84 % S.ft | - ‘
1 ., N i ) | ——
it - Colour wash three Coats NP FRAER0 gt *
= - (b) Two Coats @ Rs:443.27 % S.ft -
=M. | e —————————— e e it T
50 3534 Primary Coat of chalk under distempering | @ Rs:442.75 % S.ft 156 47/-
el S - — .
P 35 34 Distempering Three coats B REIHT8.80 s 3' 55;
o | (b) Two Coats @ Rs:1043.90 % S.ft
» | Painting tloors and windows any type T | @Rs:1160.06 | % S.ft -
62, | (a) Old Surface Two coats o
338 | (b) New Surface Three coats o | @Rs: 2116.41 RSt ‘ g 84 23/-'
Pamttng guard bars, gates iron bars
gratings, railling including standard
63. | 453 ‘ braces etc and similar open work @ Rs: 674.60 %S ft D’s/“
Two Coats (Old Surface) ) "
052 | (b) Three Coats 1 .@_R:s. 1270.83 %St i 1 35,/_
64 i Fixing water spouts or parmals @ Rs: 21175 | Each
! e - L.
Preparing surface and palntmg with mett finish i/c .
rubbing  bathy (silicon carbide rubbing
brick) filling the whites with zinck chalk plaster
ol paris mixture / applying first coat premix
- making the surface smooth and than painting 3
" | coats with matt finish of approved make etc
- | complete new sudace 5.1 No.36A P.No.56 .
| (a) Two Coat @ Rs: 270017 | % Sft | -
- ‘ (b) Three Coat | @ Rs: 3444,38 | % Sft &
" | Preparing the surface and painting with weather R il
i coat i/c rubbing the surface with rubbing brick /
| | sand papar, filling the whites with chalk/ plaster
= of Paris and than painting with weather coat of
e approved make. S.1 No.38A P.No.56 _
4248 . {a) Two Coat @ Rs: 1858.10 | % Sft | 82755/~
- I (b) Three Coat @ Rs: 2567.95 | %Sft. ‘ b4
a7 150' | Extre Lead 3 Mile. THBS§73.41 ;'(CftSi "j/.
?41. oor of Verons mardle tiles
8 | wl e 12%x12%x3} 4" fine dreesed ‘
. on the surfgee wi thout winin _
| 'set in white verent 1wt [
. | 5040 ‘ ¥ 4% thick wed of (132) grey @Rss B?.@# PiSfts 15350/«
| cement morter eglurry Jointin
& washing the tiles with alu — ;
" of white cement and pignent |
: ‘match the colour of tiles i/ '
cutting, grinting, rubing & chemiegl TR
' ch emi cal ol:l shing ete compl Tt e. ‘
i | ( Revosasn

L TOTAL | 2500, 185/~




PART (B) WATER SUPPLY & SANITARY FITTINGS

Qty:

Descri |:|nti on

Rate

Unit

Amount

02

Providing & fixing squating type white glazed of flushine cistern
fitting & flush pipe with bend and making requiste numbers of
holes in wall plinth & fioor for pipe connetions & making good in
cement 1:2:4 B (i) W.C of not less 18" clear opening between
flushing rims and 3 gallon flushing tank with "4 C.| trape & C.I
Thumble. (S.1.NO 1.P.NO.1)

4802.60

Each

9605/«

12

Providing and fixing 4" dia C.| soil & vent pipes including Cutting
and fitting and extra painting to match the colour of building.(
S.I.NO.1 ,P.NO .8 )

333,29

Each

3999/~

02

Providing & fixing 4"x4"x4" dia C.| branch of the required degree
with access doors. rubber washer 1/8" thick and bullts & nuts and
extra painting fo match the colour of the building

S.INO.5.P NO 8 )

270.60

Each

541/~

06

Providing asbestos pipe with collar (Dadex or equivalent) i/'c
digging the trenche to required deoth and fixing to position and
joining with rubber rings including testing to water pressure head
of 200 feet S.1 No:3 P.No:21 (b) 4" dia Asbestos pipe

188.44

Rt

1131/=

Providing G.| Pipes specials & clamps etc including fixing cutting
and fitting complete with and Uc the cost of breaking through walls
and roof .making good etc . Painting two coats after cleaning the
pipe etc. with white zink paint with pigment to match the colour of
the building and testing with water to a pressure head of 200 fec.
and handling. ( S...NO.1 .P.NO.12)

3

(lii) 1" dia G | Pipe

128.55

Rft;

1286/«

() 172" dia G.| Pipe

73.21

Rft:

732/~

(i) 3/4" dia G.| Pipe

95.79

Rft:

1437/~

P/L UPVC pipes of "Class B" fiing in tranch i/c cutting, fitting and
jointing with solvent cement ic testing with water 1o head of 61
meters or 200 ft

(a) 3" Dia

90.00

P.Rft

(b) 4" Dia

136.00

P.Rf

P/L UPVC pipes of “Class B" fixing in tranch i/c cutting, fitting and
jointing with solvent cement /¢ testing with water to head of 122
meters or 400 ft

(a) 1" Dla

27.00

PR

15

(b) 3/4" Dia

19.00

P.Rft

(c) 1/2" Dia

12.00

P.Rft

02

Supplying & fixing in position brass bib cock b. 3/4" dia brass b
cock. Standard pattern ( S.I.NO.1 P.NO.16 )

348.62

Each

698/=

02

Providing & fixing bal valve (with unsoldered copper ball ) made to
BBS 1212(S. ] 14" di

01

290.84_

Each

582/~

NOB P.NO _18)(ii) 3/4"dia
Supplying & Fixing Fiber Glass Tahk of approved quality and
design and wall thickness as soacified i/c cost of nuts bolts and
fixing in plate form of cement concrete 1:3:6 and making
connections for in-let out & over flow inlet _putiet flow pipes etc
complete ( S.I.NO .3. P.NO.18 ) (a) 250 Galion thickness 3.5 mm

21988.6

Each

21990/~

01

Supplying and fixing approved quality Electric A.C. motor pumping
set (Javed Engineering made) 1-1/4"x1" section and delievery with
base plate and compiling one horse power single phase motor
(siemens make) 60’ feet head of 2800 RPM including the cost of
nuts and bolts c.c. (1:2:4) Elect: Motor

12500

P No

12500/

Providing and Instaliaticn of Hand pump 1-1/4" G| pipe and colir
syainer with wooden shap Including cost of 4" feet above ground
level embded in C,C (1:2:4) with iron handle and required same

shape with acc and fixing etc complete.

(a) Filter pipe

120

Rft:

1200/=

45

(b) G.I pipe

110

Rft:

4950/~

01

(c) H.P Machine

2500

P.NO

2500/«

TOTAL RSs~

65, 182/«




NIT. No:TC/ G55/
Dated:

BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance
of the Bidding Documents)

(a). Name of Procuring Agency - Executive Engineer (Education Works)
Division Shikarpur

PROVINCIAL ADP SCHEME(2016-17)

(b). Brief Description of Works:- ADP NO: 184-REHABILITATION,IMPROVEMENT,
RENOVATION,& PROVISION FOR MISSING FACILITIES
IN EXISTING PRIMARY/ELEMENTARY SCHOOLS OF
DISTT.SHIKARPUR(2016-17-PROGMM)(11 UNITS)
9. GBPS Booja Napar

(c).Procuring Agency’s address:-Executive Engineer (Education Works) Division Shikarpur
Near GBHS No Il Shikarpur

(d). Estimated Cost:- 2.800 (Million)

(e). Amount of Bid Security:- 5% - (Fill in lump sum
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 60 Days (Not more than sixty days)

(g).Security Deposit:-(including bid security) - 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :- As Per NIT

(j). Venue, Time, and Date of Bid Opening:- Near GBHS Il (Shikarpur As Per NIT).

(v

(k). Time for Completion from written order of commence: - 84-Months
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost
per day of delay, but total not exceeding 10%).
(m). Deposit Receipt No: N Date: Amount:Rs:
Bank

) 20.0 Z‘fcc. .
(n). D.R.INO: DATED: - Amount-2888/-(Rupees: FwoLhousand only)

(o). Tender issued to Mr. / M/s_ Gow’ Contractor.

XECUTIVE ENGINEER
E TION WORKS DIVISION

SHIKARPUR




BOQ-1 (i)
VAME OF WORK:- REHABILATION EXISTING BUILDING @GGPS
500JA NAPER TALUKA SHIKARPUR

[ L.NO:] DESCRIPTION | QNTY | RATE [ UNIT [ AMOUNT |
A PART-A (CIVIL WORK)

Dismantling Reinforcement for cement concrete sperating

reinforcement from concrete cleaning (S.1.No:20-P/10) o MDD | NS 48,108

. |Dismantling brick work in-lime or cement mortor (S.|.No:13-

%.Sf ;
PA0) 2683 1285.63 | %.Sft | 34,493

Dismantling 2nd class tiles roofing. (S.1.No;22(b)-P/11) 107 378.13 | %.Sft 405

] Dismentling rolled steel beam (S | No:41 P No:13) 2.678 126.04 | PCw 338
Removing door with chowkhat 4 14218 | P.No: 569
Removing window with chowkhat 6 10285 | P.No 617

Excavation in foundation of building bridges & other,
5 |structure with excavated lead upto one chain and lift upto| 114 3176.25 | %O0cft 362
5'feet. In ordinary Soil. (S.1.No:18(b)-P/14)

Cement Concrete brick or stone ballast 11/2* to 2" guage
Ratio 1:5:10. (S.|.No:4©-P/21)
Pacca brick work in Foundation and plinth in cement sand

548 8694.95 | %.Cft | 47,648

1 11948.36 | %.Sft | 227975
® | mortor 1:6 (.1No4-P/20) i : ' |
Reinforcement for cement:-concrete including labour and
material except the cost of steel reinforcement and its labour,
8 |for bending binding which will be paid seperately. This reate] 538 337 P.Cft | 181,306
also includes all kind of forms moulds lifting shuttering curring
etc compl
Fabrication of Tar steel reinforcement for cement concrete
o [|including cutting bending é’,‘_d laying in position making joints 17 17 | p 120 1
" |and fastening including thécost of binding wire also includes| e S | e
removal of rust from bars. (S.1.No:8(b)-P/16)
Earth filling from excavation 114 16125 | %O0cft 172
Earth filling from out side 4930 3630 %0cft | 17,896
Add extra lead two mile 4930 502.2 %cft | 24,758
Pacca brick work in Ground floor and plugging into walls
1 12674 %.C 414
0 (S 1 No:56-P/20) : 3274 2674.36 | %.Cft ,958
11 |Supplying & Fixing Girder at site of work 31.54 3850.00 | P.Cwt | 121429
12 |Supplying&fixing T-Iron at site of work 36.68 3575.00 [ P.Cwt | 131,124
13 |Errection of rolled beam 68.218 186.34 | P.Cwt | 12712




Second Class Tiles Rooflng consisting of 4" earth and 1"'mud
plaster with gobri leeping over 1/2" thick cement plaster 1:6
with 34 Lbs of hot bitumen coating sand blinded provided

including painting 3 coats etc complete (S.1.No:26-P/92)

14 |over 2 layer of tiles 12°x6"x11/4" laid in 1:6 cement mortar] 1665 7607.25 | %sft | 126,661
with 1/2" thick sand wiched layer of 1:2 cement pointing
underside of tiles complete including curing etc. (S.1.No:1-
Pi32)

- |Pacca brick work other than building i/c stricking of joints on &

7" |wall Ratio 1:6 (S.1.No:7-P/21) Vi it Rl W
Cement Plaster 1:6 upto 20' height Ratio 1/2" thick

18 (S.No:13(b)-P/51) 8556 22066 | %.Sft | 188,797
Cement Plaster 1:4 upto 20" height Ratio 3/8" thick

1 7 197. i 1

9 (S.1.No:13(b)-P/51) 8479 | 2197.52 | %.Sft | 186,328

Cement Concrete Plain compacting finishing curring etc and P
washing aggregate withoutghuttering (S.1.No:5-P/15) W WS Rl | G

20 |Making Notice board made with cement. (S.1.No:1-P/89) 39 58.11 P Sft 2,266
First class deodar wood wrought joinery in doors & windows

21 |eic complete fixed in position including chowkats holds fastes 128 127376 | P.Sft | 163,041
hinges (S.1.No:7-P/57)

22 |S/F M S bars for window 0.075 3700 P.Cwt 278

23 |Cutting &fixing M S bars - * 4 2823 | P.No: 113

24 |PIF deodar almirah 9-12" depth 15.75 174800 | P.Sft 27,531
PIL Cement Concrete topping i/c surface finishing and o

= dividing into panells Ratio 3" thick (S.I.No:16©-P/41) 3 MILR2 | %SR | 92,800

B) |Ratio 2" thick 16656 32755 | %.Sft | 54,537

% F_’fL Single layer of polythen sheet 0.13mm fixing in position 1665 107 P st 17816
tiles etc complete

- Reinforcgment for cementtoncrete spout including fixing in 6 %125 | Psi 1.568
position in all respect
Laying floor of approved white glazed tiles 1/4"
thick dado jointed in white cement and laid over 1:2 .

2 cement sand morter 3/4 thick including finishing (S L LB || e 43
| No: 24 P No: 43)
White glazed tiles 1/4" thick dado jointed in white
cement and laid over 1 2 cement sand morter 3/4 .

& thick including fnlshlng (S 1 No: 37 P No: 45) 2 2525301 | st £2.501

30 S/F iron steel grill 1/4"x3/4" size flate iron of approved design 63 1805 pstt | 1137

o




-

M/F steel grated door with 1-1/16" thick with locking

56 726.72 P.Sft 40,696
2 arrangement (S | No:24 P No:92) ' ?
33 [White wash Three coats (S.1.N0:26©-P/53) 1033 829.95 | %.Sft 8,573
34 |Primary coat of chalk under distempering (S.1.No:23-P/57) 8479 44275 | %.Sft | 37,541
35 |Distempering Three coats (S..N0:240-P/53) 8479 107965 | %.Sft 91,544
36 |Painting doors and windowg any type (8.!.No:50-P/69) 449 2116.61 | %.Sh 9,504
A Preparing surface painting Garder bars gates of iron bars & &
37 |arating railing. (S.No:5-P/69) L T ] B
38 |Colour wash three coats 2324 859.9 %.Sft | 19,984

TOTAL

2,632,313




PART.(B) WATER SUPPLY & SANITARY FITTINGS

T ' ' - =
Descnptaon

Rate

Unit Amount

Providing & fix|ng squating type white g[azeu of rlushme cistern ;
fitting & flush pipe with bend and making requisle numbers of
holes in wall plinth & floor for pipe connetions & making goad in
cement 1'2 4 B.(i) W.C of not less 19" ciear opening between
fluphipg rimg ang 3 galion flushing lank with "4 €.1trape & C 1 ‘
Thiymble: (S..NQ AIRNO.1). 4 AL

4802.60

Esch (96L5/=

| l

Pi'&vjblr{g and fixing 4" dfa G.| sqil|& ven{ plpes mcludlng Bugﬂng '
and fitting and extra painfing to malch the colour of building. (
S, .NO.1 .P.NO.8)

(K

Providing & ﬁxipg 4"xa"x4" dia C. pranch of the required dagree
with access doors, rubber washer 1/8" thick and builts & nuts and
exira painting 1o match the colour of the bullding.{

S.I.ND 5.P.NO.8 )

Eath 541/-

Providing asbestbs pipe with coliar (Dadex or equivalent) e
mggmg ine tranche (o required deoth and fixing to positidn and
jaiping with ruonar pngs in iudmg lesllng o waler preéssure head
of 500 feet 8.1 No:3 P.No'g1 (b) 4 dia Asbesios pipe . |

188.44

13769/~

un

and '?mng complete w:m and t/c tHe cost of jrea‘kung mrough walls
ang r‘no. .making gobd ete . Painnn swh codts after ciganing the
p;pe etc| ith whﬂ? zifk pamt with pngmem lo rfiatch the c:alpur of
the bundmg and lestmg with water 10 a pressure head df ZtDG l,’an.

: andhan.dhng_fSlNo1 PNO12) .

Pruwhma G.| Pipes sphclals & éia}nps etc inglliding fixing cuulrﬁ; T

({ii) 1" dia G,ll Bipe

128, 5§

T

1286/~

(0 'wz" d\a G | Pipe

fa)

§. [1987-

e

(iy 314 dla Gl Plpe

g5.79 _

x ITer=

F‘ilFl UF\.‘G pnpes of rl;;fags B" fbaltg in trangh Ué eurtmg. ﬁtﬂn and
jointing with solyent cement i u tirig with alert aad of
métaTE or 2001t CLZM .- C b)?

A/J 23 Pﬁ

10

(a) 3* Dla

F R [J007=

4y

L2 Wal

thy 4" Dia £78

~3

—

P/L UPVC pipes of "Ciass 87 fiking In wangh e cutiing, fitting

;mnhng with solvﬁm cement ifc tegting with water lo head ot 1 z
meters or 400 ft

TRRELVI9

(t
)\_a, * Dia

oo L

ARR | STYT™=

(b] 3/4" Dia

PR | JB0/ =

(¢} 1/2" Dia

Bah | 300/=

2.0 Supplylhg & fixing in posmon nr;}ss bib cock b, 3/4” d:a brass bi

cock. Standard patiern | S INO.1 P.NO.16 )

Eath 698/

F’mwmn_, & foang bal valve (with ;..r*smcerea copper ball ) mace to

Each | "_)82/-

Supplymg & Fixin Fiber Glass Tanhk of approved quality and
design and wall thickness as soecified i/c cost of puts bolts and
fixlhg In plate rorm of cement congrete 1:3: 6 aqud mékmg

¢onnections for inslét out & over flow inlet puuet fiow pipes eic
complete’ S.LNO .3, P.NO.18

11

4
1o Ofset/(sdved Enginkering made) 1.1/

8| 17590/-

Sypplying and fixing approv ty Eldctric AQ. motof pﬁmnlhg

| , "‘p" sectifin anﬁ delievery with
basé platé #nd comipiling one Horse powar single phase motor
(slemens make) 80" feet head of 2800 RPM mcludmg the cost &f
[nuls anc belts c.c..(1:2i4) Elect} Motar

Providing and Int’taliatmn of Hand pump 1-1/4" G.1 mpe and talr
syainer with woogen'shap |nc1uu|nd cost of 4" feet above ‘drqmrid

level emhded ‘n . (5 {1i2:4§ w1th |rqn Ilwandla and anrad same
shape wth ace and ﬁxmg ele cujnglete

uGl Ol {8) FflIEr pipe

120

= | 12007=

40, 0

b) B.I pips

110

"Rl | Toors

1. Oj{c) H P Machine

S |
2500

F‘ NO 2500/-




Pf‘mvlding and rmng 22"16" lavelory basin in wjite glazed earthén
were camplete with & il the cost bf W1 ar C.I cantiiever hracknls
8 ineh built into wall. Painted wnile in twb coalc after a primary
|coat gf red lead paimt a par of 1/2 dia chrome plated piller traps 1-
|‘u’2 gig rubber plug chrome brass waste of approyed pattern 1-
'r(a dia malloable iron cp union making and traps. malicable iron
of brass requisite number of hotgs in wall plinth & Roar for pipe
qr?nq:eciion and making good in cement concrete 1,2:4 (standard

Batern ) S, No:13 P.No:3

4694 8

4595/ -

Alid Bxlra for labout for oroviding & fixing of earth ware padestal
white or coloured glazed {standard pattern) S| Nog
B.Na;3

B38.47

Each

939/-

15

Sdpplymg & fixing swan type piller tock of superior quality smgle
ead 142" did S.| No:18 P.No: 1§

16

795/=

-
-
£

palying & ﬁxlng ba!ﬁ room gssedsoeies (7 pibces). iic lowel rbd
|h holder.soap iray shelf of apprnved quality and ceslgn el{;
omglete élmoz4PNo1s .

r

B122.4

1475/~

Doflstruttion manndle or inspestion Shambeér for the racmrecl dla
Iat circutar sewer @nd 3"x6" (1067mm) dept with walls of B.B in |
ggment moﬂnr 1:3 cement plasmrud 1:3, 1!2" thick inside of walls

and T {Zﬁmrp) thick pwer Denchmq and chanqel Ve fixing C.1

mahhdig Eover with frame of mLar opening 1-1/2"x1-1/2"

(457x457m of 1.750wt. (BB.9 kg.) mbedded in plain C.C 1;2: 4

ahg fdng 1° [zamn{} dia M.$ steps 6" (150mm) wide projecting 4"

(1 Jamm) from the face of wall a! 12°(305mm) C/C duly painted ett
e as per spefcncahon and dgrawing No.D/I of Public Health

‘; ;imcu!e Seuthern zore S.1 No:1 P.No:38

14748

Each

Ptoviding R.C.C.pige with collars tlass"B" and digging the rrenche
1o required depth and fixing in position including cutting fitting ar
jolning with maxphalt compasition & cement mortor 1:1 and testing
]Wit-"l- waler prassyre to a head of 4 feet above the top of the
highest pipe & refiling with exeavated staff.(S.1.NO .2 P.NO.21) (c)
61{t.‘na R.C.C pipe class "B"

199.25 Rt

Pfé\rldmg & fixing 4" dia C.I Terrninal guardincluding extra painting
ta malch the colour of the building S.1 No:10 P.No:8

388.70 Each

779/ -

. Pl‘ovld:hg & fixing in' position pyloon connzactions compiete with

1/2° dia brass slop cock with pair of prass nuts and fining joints to
nyfoon copneations, S.1 No:23 P No:6

447 .15 Each

894/~

Froviding & fizing 15"x12" beveléd edge mirror of beigium glass
cbmplele with 1/8" thick hard board and C.P sarews fixed to

1181.6 Each

;161/-

wooden pleat S. N6:3 P.NY.7 a) standard pat{ern

G;Totay Re:106374/00.




-

NIT. No:TC/ G55/
Dated:

BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance
of the Bidding Documents)

(a). Name of Procuring Agency - Executive Engineer (Education Works)
Division Shikarpur

PROVINCIAL ADP SCHEME(2016-17)

(b). Brief Description of Works:- ADP NO 184-REHABILITATION IMPROVEMENT,
RENOVATION.& PROVISION FOR MISSING FACILITIES
IN EXISTING PRIMARY/ELEMENTARY SCHOOLS OF
DISTT SHIKARPUR(2016-17-PROGMM)(11 UNITS)
10. GBPS Nawab Khan Pathan

(c).Procuring Agency’s address:-Executive Engineer (Education Works) Division Shikarpur
Near GBHS No.Il Shikarpur.

(d). Estimated Cost:- 3.000 (Million)

(e). Amount of Bid Security:- 5% (Fill in lump sum
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 60 Days (Not more than sixty days)

(g).Security Deposit:-(including bid security) - 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :- As Per NIT

[
(k). Time for Completion from written order of commence: - -Q:Months

(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost
per day of delay, but total not exceeding 10%).

(m). Deposit Receipt No: Date: - Amount:Rs:

Bank

(n). D.R.NO: ~ _DATED: - Amount -(Rupees: Thousand only)

(o). Tender issued to Mr. / M/s

ovt: Contractor.

XECUTIVE ENGINEER
E ATION WORKS DIVISION

SHIKARPUR




)

BOQ-1 (i
NAME OF WORK:- REHABILATION EXISTING BUILDING @GBPS NAWAB

KHAN PATHAN TALUKA SHIKARPUR

<.NO: DESCRIPTION QNTY RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
1 |Dismantiing Cement Concrete Plain 1:2:4 (S.|.No:19©-P/10) 403 3327.5 %. St 13,410
Dismantling Reinforcement for cement concrete sperating reinforcement
? from concrete cleaning (S.1.No:20-P/10) 1o e e B8
3 |Dismantling brick work in lime or cement mortor (S.1.No:13-P/10) 3124 1285.63 %. St 40,163
Dismantling 2nd class tiles roofing. (S.1.No;22(b)-P/11) 1051 378.13 %.Sft 3,974
Dismentling rolled steel beam (S | No:41 P No:13) 31.196 126.04 P Cwt 3.932
4 |Removing Cement or lime plaster (S.|.No:53-P/13) 0 121.00 %.Sft 0
Removing door with chowkhat 5 142.18 P.No: [N
Removing window with chowkhat 6 102.85 P.No: 617
Scraping (b) Ordinary distemper oil bound or paint on wall (S | No:54 b) 0 296,88 st 0
P No:13)
Excavation in foundation of building bridges & other structure with
5 |excavated lead upto one chain and lift upto 5'feet. In ordinary] 368 3176.25 %0cft 1,169
Soil, (S.I.No:18(b)-P/14) =
Cement Concrete brick or stone ballast 11/2" to 2* guage Ratio 1:5:10. a
(S| No:4E-P/21) 780 8694.95 %.CHt 67.821
Pacca brick work in Foundation and plinth in cement sand mortor 1.6 -
6 (S No:4-PI20) 950 11948.36 .St 113,509
Reinforcement for cement concrete including labour and material excep
¢ steal el - b :
i lhle cost q steel rein orcement and its !abcur for bapdmg binding which 1066 337 P Cht 159,242
will be paid seperately. This regte also includes all kind of forms moulds
lifting shuttering curring etc compl
Fabrication of Tar steel reinforcement for cement concrete including
9 Fuﬂrng bending and |;y|r_|g in Iposmon‘ making joints and fastening 47 589 50017 P Cwt 238,026
including the cost of binding wire also includes removal of rust from
bars. (S.1.No:8(b)-P/16)
Earth filling from excavation 245 1512.5 %0cft 3N
Earth filling from out side 2421 3630 %0cft 8,788
Add extra lead two mile 2421 502.2 %cft 12,158
10 E?Zc{;:}a brick work in Ground floor and plugging into walls (S.I.No:5@- 2077 12674.36 % Cit 263,246
B |F Floor 0 | 1311200 | %.ct 0
11 |Supplying & Fixing Girder at site of work 27.919 3850.00 P.Cwt 107,488
12 |Supplying&fixing T-Iron at site of work 32.29 3575.00 P.Cwt 115,451
13  |Errection of rolled beam 60.213 186.34 P.Cwt 11,220
".
Second Class Tiles Roofing consisting of 4" earth and 1"mud plaster
with gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs of hot
14 |bitumen coating sand blinded provided over 2 layer of tiles 12'x6"x11/4"( 1346 7607.25 %ostt 102,394
laid in 1:6 cement mortar with 1/2" thick sand wiched layer of 1:2 cement
pointing underside of tiles complete including curing etc. (S.I.No:1-Pi32)




15 [1"Thick mud plaster 2692 555.00 %sft 14,941
16 |Applying floating coat ; 0 66000 | %.Cft 0
17 Pacca brick work other than building i/c stricking of joints on Wall Ratio 840 1234665 | %.ct 103712
1:6 (S...No:7-P/21)
18  [Cement Plaster 1:6 upto 20" height Ratio 1/2" thick (S.1.No:13(b)-P/51) 8673 2206.6 %.Sft 191,378
B |F.Floor 0 2308.84 %.Sft 0
19 |Cement Plaster 1:4 upto 20" height Ratio 3/8" thick (S.1.No: 13(b)-P/51) 8673 2197.52 %.Sft 190,591
B |F.Floor ) 0 2299.77 %.Sft 0
Cement Concrete Plain compacting finishing curring etc and washing .
aggregate without shuttering (S.1.No:5-P/15) L iR %58 14
20 [Making Notice board made with cement. (S.I.No:1-P/89) 76 58.11 P.Sft 4416
First class deodar wood wrought joinery in doors & windows elc
21 |complete fixed in position including chowkats holds fastes hinges| 227 1273.76 P.Sft 289,144
(S..No:7-P/5T7)
| 22 |SIF M S bars for window ¥ 0.892 3700 P.Cwt 3,300
23  |Cutting &fixing M S bars 16 28.23 P.No: 452
24 |PIF deodar almirah 9-12" depth 315 1748.00 P.Sft 55,062
P/L Cement Concrete topping ilc surface finishing and dividing into B
25 |oanells Ratio 3" thick (S.1.No: 16€-P/41) TRk | WaER2 | NEn a0t
B) |[Ratio 2" thick 1346 32755 %.Sft 44,088
% P/L Single layer of polythen sheet 0.13mm fixing in position tiles etc| 1626 107 P S 17,398
complete
27 Reinforcement for cement concrete spout including fixing in position in 0 26125 P Sh 0
all respect
Supplying & Fixing b_roken glagses on ;0urtyard wall including 1:3:6 0 70.44 P St 0
cement concrete cooping (S | No:61 P No:105)
Laying floor of approved white glazed tiles 1/4" thick dado
jointed in white cement and laid over 1:2 cement sand .
2 | orter 3/4 thick including finishing (S | No: 24 PNo: 43) | & | 2767886 | %st | 215950/
White glazed tiles 1/4" thtbk dado jointed in white cement
29 |and laid over 1:2 cement sand morter 3/4 thick including 292 28253.61 %esft 82,501/~
finishing (S | No: 37 P No: 45)
Halla tile 0 34520.31 %sft 0
0
SIF iron steel grill 1/4"x3/4" size fiate iron of approved design including
= painting 3 coats etc complete (S.1.No:26-P/92) & 1905 P L
Making and fixing steel grill .1 /4 x3/4 flat rion of approve design
21
"~ |including paiting three coats etc let not to be less than (SIN 26 p/92) 20 2% Fan e
M/F steel grated door with 1-1/16" thick with locking arrangement (S |
. 32 No:24 P No:92) 60 726.72 P.Sft 43,603
33 |White wash Three coats (S.1.No:26©-P/53) 1263 829.95 %. St 10,482
B |Twocoat (Old surface) 734 425.84 %.Sft 3,126
34 |Primary coat of chalk under distempering (S.I.No:23-P/57) 8366 44275 %.Sft 37,040
35 |Distempering Three coats (S.1.No:24@-P/53) 8366 1079.65 %.5ft 90,324
B [Twocoat (Old surface) ' 2356 1043.9 %.Sft 24594
Preparing surface painting weather coat. (S.1.No:38 a-P/56) 0 2567.95 %.Sft 0
36 |Painting doors and windows any type (S.1.No:56-P/69) 549 2116.61 %.Sft 11,620




B |Twocoat (Old surface) 0 1160.06 %. Sft 0
Preparing surface painting Garder bars gates of iron bars grating railing. 3
37 (S No:5-P169) 1565 1270.82 %.Sft 19,888
B |Two coat (Old surface) 674.6 %.Sft 0
38  [Colour wash three coats 859.9 %.Sft 0
TOTAL 27,97,602




i oy PART (B] WATER SUPPLY & SANITARY FITTINGS

Qty: | Descrip:ti'cip- / : Rate Unitl Amount

Providing & fixing squating type white giazed of flushine cistern _‘_

, fitting & flush pipe with bend and making reguiste numbers of
cies in wall plinth & floor for ¢onnetions & making goad in 5
cies in wall plinth & floor for pipe onneti aking g 480260 | Each (9605/=

cement 1:2:4 B.(i)) W.C of not iess 19" clear opening between

flushipg rims and 3 galion flushing tank with "4 C.|trape & C.|

e ‘Thyrble: (S.L.NQ 1|RNO.1) . 4 73 EVRT e e
T PR ane g ¥ b TSR vl s e B | o [3333/-

and fitting and extra painting to maich the colour of building. ( 333.28 ‘E:pqh
S..NO.1 .P,NOE )

Prondmg a fuung '4"x4"x4" dia C.| pranch of the required dagrae
240 |with access doors, rubbier washer 1/8" thick and builts & nutp and 27060 | Eagn 541/~
extra painting 10 mateh the colour of the building.( i

L S.I.NOSFENOB)

W

Providing asbasins pipe with collar (Dadéx or nqumalent) e
20 digging the trenche to required deoth and fixing to positign and
joining yvith n.lbugr fings ing 1umnq uatmg to m [ pressure heau

i 4' a2 nod pipe SRS NPPRSN] (e N Jo
Tamgs etc ing! ﬁ|ngﬁmng{ﬁl i S

anq tting ccmpllm wtﬂ'! and IJ’; the costof B ‘kmg thraugh l!s
ang rpot making ggbd ate . Palncngtwoco hﬂeraleanln the

pire gt Wwith whit? Zifk pp{nl with ptgrﬁanl () iatch the coipurl of
lhe pt{l]dln and tasung with watef ;n a pressure head of 200 tm.

'andhannlln_q.(SIth‘iPNBﬂ}_ _ .|,-

(8 1]

| o (i) 1" dia G.{ Ripe .. 12”%" éff .,_.1286’)-
\ 15 \ %;2"u5aé1pipe - | fg_'lg'é | .a.iﬁ: | ??8’}-' N
0 I3;4"d1aG1P|pe ki | esre | ek [0707= T

l 1 PIL UFVO pipes of TGIass B" fixig in tranch Uc cutting, ﬁmng and

1o|}1h with sntvhnt cement i/c testing with water tghead af 61 |
¢ mé!eTE or 200 ft| (SZMY WJL) (h)le) Pard 28 PA D

(3)3" Dia 80,00 lp_';}'ﬂ_ JUU/=""""

10

| 20" ipj & e N 93 | prn | 13800
[ =% |P1 UPVC pipes of “Ciass 8" fting In wrangh ¥c cutting, fitting and |« 23 2

10ml|ng with selvent cement ilc tephr\g with water to head of 112
meters or 400 ft

= . . " — Lz\nn_l_-
f TC |(a) 1~ 0ia : 2700 | RRN STV
28U |(b] 34" Dia _ | 18.00 . _FB HOU/ =
27 |{c)12°Dia | 1200 | pgn | 300/="
| i j i
2, O|Supplying & fixing in positlon brass bib cotk b. 3/4 d:a brass by . .
B ¢ cock. Standard panern t S.I.NO.1 P.NO.16 ) 343-'92 PEach 1398/ =
= . - . : : -
s | 2L roviding & fixing bal valve (with Unfoldereg cfmper ball ) made to 29084 | 'Eaen 582/=

Slpplying & Fixing Fiber Glass Tahk 'of approved quality and ;
" design and wall 1hicknesa as soecified i/e cost of puts bolts ang 87 Mj Qw 17590/ =
10 ROO fixihg In piate form of cement congrete 1:3: 8 aﬁ:d mkin ' -

cqnnem;qnh for in<lét out & over flaw aﬁiel pipés ptc Ir- .
_|complete'( S. LN 3. P.NO. 18) (a} 250 Gallpn thi nass 3.5 mirh | . ;

SuPPlynrlxbland fixing ‘approved qualily Eldctric AG. motor pumpihg 3 I ] R T JUSLA
1e Olset'(Jdved Engingering made) 1:1/4"%1" sectifn ang delievery with ol '

base pigté and compiling one Horse power singie phasp motor PNb 18470/~
(slemens make) B0 feet head of 2800 RPM inclding the cost of 4201
puts and bélts ¢.c..(1:2i4) Elect; Motor _l‘ A- '

Provididg and Installshon hf Hahd pump 1-1/4" G.| pipe pm:l colr '

syajner with oden’ shap mcluqu st af 47 feet above g’round
evél embded |n o) d {1:2:4) with | nniandie and rsqucrad B#l‘nn
1 shape yilh ace “i‘f’ﬁ"mﬁmmh - B LS T L S ) [T
12 10.0 {a) Fllter pipe ! ' ™ dd ! R1:1J: 200 ="
100 (b’_b--‘ ik | e T Rt | AFO07=

1. O](6) H.P Machine | 2500 | Puo | 2500/=




_—

w

Prowcmg and fixing 22 18" lavelory Dasm inwtlte glazed eannen
wire compiete with & i/c the cost bf W.1 or C.I cantilever brachals
Biineh buill into wall. Painted while in twd coatc alter a primary
ceal 'p! red lead pamnt a pair of 1/2 dia chrome plated piller traps 1-
12" {ia rubber plug chrome brass wasle of approved pattern 1-
'Ih" gia malloable iron cp union making and traps, malioable iron
dfi brass requisite numper of holes in wall plinth & floor for pipe
qbnnecuan and makmg good in cement concrete 1:2:4 (standard

4694 8

Each

) 8.1 No:13 P.No:2
ﬁ_"géxtre for labout for oroviding & ﬁxmg of earth ware padesta
White or colpured glazed (sténdard pattern) S.INo:g
P Ng;3

B38.47

15

Edpplymg & fixing swan type piller Eock of supefior quality singlp
p head 1/2" ¢id S.LNo:18 P.Nc: 1§

795 30

16

hpsly'.ng & fixirig bath room Tsu' isoeies (7 pikces) it lowdl rbq,
| rush nelodr.soap {ray!shelf o approved quality and design qtp
gmglete S [ Noi24 P.No:16

8122.4

Bcr‘ldfrur:wn thnHEn; or inspaqﬂdn chamber for the raqmrEd dla
ni circutar sewar 2nd 3"x8" (1067mm) dept with walls of B.B in |
aement mortar 1:3 cement plastergig 1:3, 1!2" thick inside of walls

and 1" LZSmrp) thick over benchmg and chann,e! Ve fixing C.I
manhole ¢pver with framae of plegr ppening 1-1/2"x1-1/2"
{4§7x457m of 1.750wt. (88.5 kg.) embedded in plain C.C 1:2:4
ang fixing 1" (28mn) dia M.S steps 6" (150mm) wide projecting 4"
{1q2 m) fram the face of wall at 12"(305mm) C/C duly painted etc
oqtnp te as per speficication and grawing No.D/I of Public Health
Circule Southern zode S.| No:1 P.No:39

14748

Praviding R.C.C.pipe with collars class™8" and digging the trenche
lo required depth and fixing in position including cutting fitting ar

with water pressure {0 a head of 4 leet ahove the top of the
niﬁnesl pipe & refiling with exeavated stafi.(S,I.NO .2 P.NO.21) (c)
sii dia R,C C pipe alass "B

jolning with maxghalt compaosition & cement rmartor 1:1 and tasting|

199.26

Rt

2.0

Pfdyiding & fixing 4" dia C.I Tarminal guardincluding extra painting
tg mafch the colour of the building S.1 No:10 P.No:2

389.70

Each

779/~

2.0

F'fowamg & fixing in’ position Nyloon connactions compiete with
1/2" dia brass stop cock with pair of prass nuts and lining joints to
n}[loan eopnections, S.1 No:23 P.NG'E

447.15

Each

894/~

21

1.0

CEowd:ng & fixing 15"x12 beyeléd edge mmor of beigium glass
mplete with 1/8" thick hard board and C.P serews fixed 1o
wooden pleat S.1 INO:3 P.Np:7 a) slandard pattern

|
1161.6

Each

:161/-

-

3 Totel Re: 106371/00,
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