
NIT. No:TC/ G55/ 
Dated: 

BIDDING DATA 

(This section should be filled in by the Engineer/Procuring Agency before issuance 
of the Bidding Documents) 

(a). Name of Procuring Agency - Executive Engineer (Education Works)  
Division Shikarpur.  

PROVINCIAL ADP SCHEME(2016-17) 
(b). Brief Description of Works:-_ADP:NO:184-REHABILITATION,IMPROVEMENT, 

RENOVATION,& PROVISION FOR MISSING FACILITIES 
IN EXISTING PRIMARY/ELEMENTARY SCHOOLS OF 
DISTT:SHIKARPUR(2016-17-PROGMM)(11 UNITS)  
11 GBPS Khuda Bux Mastoi 

(c).Procuring Agency's address:-Executive Engineer (Education Works) Division Shikarpur 
Near GBHS No.II Shikarpur. 

(d). Estimated Cost:- 	3 000 (Million)  

(e). Amount of Bid Security:- 	5% 	 (Fill in lump sum 
amount or in % age of bid amount /estimated cost. 

(f).Period of Bid Validity (days):- 60 Days  (Not more than sixty days). 

(g).Security Deposit:-(including bid security):- 	 10%  
(in % age of bid amount /estimated cost equal to 10%) 

(h). Percentage, if any, to be deducted from bills:- 	7.50% Income tax  

(i). Deadline for Submission of Bids along with time :- As Per NIT  

(j). Venue, Time, and Date of Bid Opening:- Near GBHS II (Shikarpur As Per NIT).  

(k). Time for Completion from written order of commence: - 	!-0 Months  

(L).Liquidity damages:- 	-NIL- 	(0.05 of Estimated Cost or Bid cost 
per day of delay, but total not exceeding 10%). 

(rn). Deposit Receipt 	Date: 
	

Amount:12s: 

Bank 	
3000/ 

(n). D.R.NO: 	 DATED: 	 Amount -2411111,-(Rapee 

(o). Tender issued to Mr. / M/s 	  Govt: Contractor. 

ec_ 
Thousand only) 

XECUTIVE ENGINEER 
ION WORKS DIVISION 
SIIIKARPUR 



BOQ-1 (i)  
JAME OF WORK:- REHABILATION EXISTING BUILDING @GBPS 

'4HUDA BUX MASTOI TALUKA SHIKARPUR 
DESCRIPTION 
	

QNTY RATE UNIT AMOUNT 

A PART-A (CIVIL WORK 

2 
Dismantling 	Reinforcement 	for 	cement 	concrete 	sperating 
reinforcement from concrete cleaning (S.I.No:20-P/10) 

578 5445.00 %.Sft 31,472 

3 Dismantling brick work in lime or cement mortor (S.I.No:13-P/10) 2691 1285.63 %.Sft 34,596 

Dismantling 2nd class tiles roofing. (S.I.No;22(b)-P/11) 1049 378.13 %.Sft 3,967 

Dismentling rolled steel beam (S I No:41 P No:13) 35.9 126.04 P Cwt 4,525 

Removing door with chowkhat 2 142.18 P.No: 284 

Removing window with chowkhat 10 102.85 P.No: 1,029 

5 

Excavation in foundation of building bridges & other structure 
with excavated lead upto one chain and lift upto 5'feet. In 

ordinary Soil. (S.I.No:18(b)-P/14) 

145 3176.25 %Ocft 461 

Cement Concrete brick or stone ballast 11/2" to 2' guage Ratio 
1:5:10. (S.I.No:40-P/21) 

346 8694.95 %.Cft 30,085 

6 
• #•,-- 

Pacca brick work in Foundation and plinth in cement sand mortor 
1:6 (S.I.No:4-P/20) 

1480 11948,36 %.Sft 176,836 

8 

Reinforcement for cement concrete including labour and material 
except the cost of steel reinforcement and its labour for bending 
binding which will be paid seperately. This reate also includes all 
kind of forms moulds lifting shuttering curring etc compl 

938 337 P.Cft 316.106 

9 

- * 
Fabrication 	of 	Tar 	steel 	reinforcement 	for 	cement 	concrete 
including cutting bending and laying in position making joints and 
fastening including the cost of binding wire also includes removal of 
rust from bars. (S.I.No:8(b)-P/16) 

41.875 5001.7 P.Cwt 209,446 

Earth filling from excavation 97 1512.5 %Ocft 147 

Earth filling from out side 1855 3630 %Ocft 6,734 

S/F Sand under plugging in floor 435 1141.57 %cft 4,966 
-fs 

Add extra lead two mile 1855 502.2 %cft 9,316 

10 2318 
Pacca brick work in Ground floor and plugging into walls (S.I.No:5© 
P/20) 

12674.36 %.Cft 293,792 

11  Supplying & Fixing Girder at site of work 26.86 3850.00 P.Cwt 103,411 

12 Supplying&fixing T-Iron at site of work 34.13 3575.00 P.Cwt 122,015 

13 Errection of rolled beam 60.984 186.34 P Cwt 11,364 



14 

Second Class Tiles Roofing consisting of 4" earth and 1"mud 
plaster with gobri leeping over 1/2" thick cement plaster 1:6 with 34 
Lbs of hot bitumen coating sand blinded provided over 2 layer of 
tiles 12"x6"x11/4" laid in 16 cement mortar with 1/2" thick sand 
wiched layer of 1:2 cement pointing underside of tiles complete 
including curing etc. (S.I.No:1-P/32) 

1412 7607.25 %sft 107,414 

15 1"Thick mud plaster 2824 555.00 %sft 15,673 

17 
Pacca brick work other than building i/c stricking of joints on Wall 
Ratio 1:6 (S.I.No:7-P/21) 

1198 12346.65 %.Cft 147,913 

i 	18  Cement Plaster 1:6 upto 29' height Ratio 1/2" thick (S.I.No:13(b)-
P/51) 

11080 2206.6 %.Sft 244,491 

19 
Cement Plaster 1:4 upto 20' height Ratio 3/8" thick (S.I.No:13(b)- 
P/51) 

11003 2197.52 %.Sft 241,793 

Cement 	Concrete 	Plain 	compacting 	finishing 	curring 	etc 	and 
washing aggregate without shuttering (S.I.No:5-P/15) 

14 14429.25 %.Sft 2,020 

20 Making Notice board made with cement. (S.I.No:1-P/89) 77 58.11 P.Sft 4,474 

21 
First class deodar wood Akought joinery in doors & windows etc 
complete fixed in position including chowkats holds fastes hinges 
(S.1.No:7-P/57) 

135 1273.76 P.Sft 171,958 

22 S/F M S bars for window 0.149 3700 P.Cwt 551 

23 Cutting &fixing M S bars 8 28.23 P.No: 226 

24 P/F deodar almirah 9-12" depth 31.5 1748.00 P.Sft 55,062 

25 
P/L Cement Concrete topping i/c surface finishing and dividing into 
panells Ratio 3" thick (S.1.4.:16©-P/41) 

914 4411.82 %.Sft 40,324 

B) Ratio 2" thick 1412 3275.5 %.Sft 46,250 

26 
P/L Single layer of polythen sheet 0.13mm fixing in position tiles etc 
complete 

1412 10.7 P.Sft 15,108 

27 
Reinforcement 	for 	cement 	concrete 	spout 	including 	fixing 	in 
position in all respect 

6 261.25 P.Sft 1,568 

28 

Laying floor of approved white glazed tiles 1/4" thick 
dado jointed in white cement and laid over 1:2 cement 
sand morter 3/4 thick including finishing (S I No: 24 P 
No.  43) 
White glazed tiles 1/4" thick dado jointed in white 
cement and laid over 1:2 cement sand morter 3/4 thick 
including finishing (S I No: 37 P No: 45) 

78 27678.86 %sft 21,590 

29 292 28253.61 %sft 82,501 

30 
S/F iron steel grill 	1/4"x3/4" size flate iron of approved design 
including painting 3 coats etc complete (S.I.No:26-P/92) 

63  
180.5 P.Sft 11,372 

32 
M/F steel grated door witiv1-1/16" thick with locking arrangement 
(S I No:24 P No:92) 

48 726.72 P.Sft 34,883 

33 White wash Three coats (S.I.No:26©-P/53) 1178 829.95 %.Sft 9,777 

34 Primary coat of chalk under distempering (S.I.No:23-P/57) 5019 442.75 %.Sft 22,222 



• 

Distempering Three coats (S.I.No:240-P/53) 5019 1079.65 %.Sft 54,188 

Painting doors and windows any type (S.I.No:50-P/69) 333 2116.61 %.Sft 7,048 

Preparing surface painting barder bars gates of iron bars grating 
railing. (S.I.No:5-P/69) 

904 1270.82 0/ Sft 11,488 

Colour wash three coats 5184 859.9 %.Sft 44,577 
TOTAL 2,755,019 

35 

36 

37 

38 



44 
I  1 'tit  .1 	y 

110 

2560 

PART (B) WATER SUPPLY & SANITARY FITTINGS 

Rate 	Unii Amount DoscriptiOn.  • City: 

1 2 . 0 

2  10.0 

3 2.0 

Providing & fixing squating type wnite glazed of flushine cistern 
fitting & flush pipe with bend and making requiste numbers of 

no!et in wall plin(h & floor for pipe Connetions & making good in 
cement 1:2:1 8.(i) W.0 of not less 19" clear opening between 
Rushing rims and 3 gallon flushing tank with "4 C.I trape & 0.1 
Thurrible. (S.I.N0.11 .NO.1)  
P1•674iiig'incfIXing'4. d]a 0.1 shill& vent pipes including cutting 
and fitting and extra painting to motor; the colour of building.( 
Sj.t10.1 .P,N0,8 )  
Providing & fixing '4"x4"x4" dia C.Ibrahch of the required degree 
with access doors, rubber washer 1/8" thick and butts & nuts and 
extra painting to match the colour of the building.( 
S.I.N0,5J4  NO.8, )  

4802.60 Each 

270.60 each 

33.29 s'POI 3333/- 

541/ — 

4 

5 

Providing asbeitos pipe with collar (Dadex or 'eqyivalent) i/c 

2 0 	digging the trircne to required depth and fixing, to 0.5410 and 
joining with rubber rings including testing to watr pressure heed 
9t..9,0 feet SI NO:3 F,NotOt (40'41 dia Asbesto ipe,. 	1  
PiVildirig G.I Pithispgial0 & 4tainps etc ir1O14g fiting Gill I ' tl  

1:  end ding complete With and i/p the cost of brOking through y/ 110 

ahP : 6t •"*Iiiii) g'4 eta ,IPalhtIng Nivb e0414 iiticeplean14 le 
pipe t .; Vilth whit ztrik paint With,bignierit to Match the 'cOlpUri  of 

the tittillihg and testing with water fp a pressure head 0200 fee., 
ind liamdling.. ( t.1,N0,1 .P.N0.12 1 ,, , 	 ,.I 

1 p. 	lii)  1" dia G.t Pipe 
, 	.  

15(.0 	1/2" dia .1 Pipe 
• 

ir0 
	

(ii) 	3/4" dia G.I Pipe 

1 

188.44 Rftt 3769/ — 

I 

	

1a s17t, 	1286 — 
3 	k, 	.  

198/= • , 14.0.  

• 

906 1 9 1 6/ — 

8 

4  ‘1 111j) 4" Dia 
0 ' 

P/1. IJPVO pipes of l'Qla4 6" Wag in trench i/c cutting, fitting and 
joiktirki with 4Pivent cernent 	tatting With Wafer to,tlead of 61 
rr4teii Of 200 ft -r-tiv$ -4(4) 6 6)(c) IAA/6' 7-3' 	P/11-2  

90,00. 99171=-  
;Ow p,Fut' 1 t 6  

ft 

8 

9 

PIL UPVC pipes of 	f3" fixing Ir trench i/c cutting, fitting and 	)"S 7 • 
jointing with solvent cement 	tesiihg with water to head or 122 
Meters or 400 ft,  

1 
20 ..„(b)3/4' bia 
25 '(d) 1/2" Dia  

2 0 Siipplylkg & fixing in position brats bib cock b. 3/4" dia brast b:. 
cock. Standard_pattern t S.I.N0.1' P.NO.18 )  
Prd.vidIng & fixing bat valve (With uhsbidered copper ball ) 'made to 
6,13 	212 f S.I.N0,8 .P-NO 1p1 (iii 3/4" die  
SUPplying & Fixing Fiber Glass Tehk'of approYed quality and 

00 	
design and wail thickness as specified i/c cost of nuts bolts and 

? 	fixing in plate form of cement concrete 1:3:6 and making 
Connections C orin=let out & over flow inlet ,,c4elticW pipes plc 
cornblete"( S.I.NO .3, P.N,0.18.,) (a) 250.GallOn thicknesi 3.5.MM I  
Si40131')%ih4' arid fixing approved rqualltyEI,ectric AG: motor pumping 

• 0 W(.14ved Engineering made) 1-1/4".10" sectiph and delieven/ with 
bate plete and compiling one horse power single 'phase motor 
(siemens make) 80' feet hheadof 2800 RPM indldding the cost of 	RI  
np0 and bdits C.c:,p:214) E4ecti tvidto 	 , 

A 	••• P'roVidirig and installation Of Hain! putn01-1/4" G.I 'pipe end toir 
sYainer with woodenshap inciud6' 	st qf 4' feet above VrONtle! 
level embded r 9.,(12:4) with i n n_ die and iequired same 
Shapn•ilthac antijizing e)e.4E? etp, 	• 	

, kt ), 
1.0..0 p?' '11t0,r pip0 	

I 	. 

40. 0 (b) 
	

eipe 

1.0 (C) H.P Nitachihe 

10 

11 

) 1" Dlo 

348.92 

19.00 . 
12.cxr 

2. 

gr7Of 

270/ — 
t 

u/—••• 

3 00/ 	
t. 

— 
Each 

Pitqb 25 00/ 

PAh  
Fitt 
071fi 

69 8/- 

*,84 Each 5 82 /— 

g? .r 17,:p90/-
, 



• 

13 1• 0  
coat 
+" 

41" 

FiOviding 

were,complete 

6 inchbuilt 

d brass 

4nnection 
'' item) 

and fixing 22"16" lavelOry basin in villte glaiad eartt)en 

with & i/c the cost bf W.t or C.I cantilever brckets 

into wall. Painted while in two coatc after a primary 
of red lead paint a pair of 1/2 dia chrome plated piiler traps 1- 

idia rubber plug chrome brass waste of approved Pattern 1- 

Clia malloeble iron cp union making and traps, malloable iron 

requisite number of holes in wall plinth & floor for pipe 

and makinggood in cement concrete 1:2:4 (standard 

S,I No:13 O.No:3 	 . 

4694.8 Each 4595/- 
. 

, 

14 1  • ° 

d "extra for iabOur for oroviding & fixing of earth Ware 'pedestal 
r Ite' or cciIoured glazed (standard pattern) 	Si No:9 

r?;. iNI ,ddi 3  
938.47 Each 93 9/— 

15 , 1, u 
gdpplying & fixing swan type pillar cock of superior quality single 
ti. , 	•, 	„ 	! 	., 	. 	. 	..• 
4c head 1A2 . eie .s.or.i8P.N9.ip 	. 	. 	. 	 .1 

, _„.I 
79 ..,..SU 

I 	i• 
Eperi 795/- 

16 1 , 0 
'Mii-.41ying & fiiing bath room asselsoeles (7 piades) liC towel rod. 
i
'  

kish hOldet,soap tray,shalf of approved quality and design atC 

irhipletel  S.t NCqii P.No:16 	 . 
8122.4 

1 	• 

• Each 
i 

1475/— 

17 

an 
Ma 
(4 

11  
.q 

ConuCtion 
ef Circular 
clamant 

at fixing Iti  

rh-lahn5iie 'dr Inspection chamber for the required dia 

sewer and 3.x6" (1067rnm) dept with walls of B.8 in 
mortar 1:3 cement plastarOd 1:3,1/2" thick inside of waits 

1" (25mrp) thick over benching and channel ilc fixing pi 
hdle Cov .er with frarne of pIL.ar opening 1.112"x1-1/2" 	: 
x47m of i.75Qwt. (88.9 kg.) embedded in plain C,C 1;2:4 

1" (6mrri) dip M.S stefi 	6" (150n m) 	projecting 4" 

from2t 
.

ri,) 	the face of wall ai 12"(305mm) C/C duly painted etd 

p1 3 te as pet speficication add drawing No.0/I of Public Health 

14748 Each 

18 

t 

to 

with 

61  

igte%otm;oreS.lNo:lP.No;4
9 
 

: jolhing 

rii6rist 

' 
cihAl.ciiemthdolirstiats.

B" and digging  the trenches  

required depth and fixing in position including cutting fitting arl 
with Maxprialt composition & cement mortor 1:1 and tailing 

Water pressure to a head of 4 feet above the top of the 

pipe & raffling with exeavated staff.(S,I.NO .2 P.N0.21) (c) 

dia .9:C.0 pipe cuss "B" 

! 
199.25 Rf1; 

19 2. O' 
P 
tq 

c$yidiing &fiiioa 	dia tST.erfnlaai gUardiricluding extra painting 
match the colour of the buildir,N .

n
S.I No:10 13.No:9 

389.70 .. Each 779/_ 

20 
', 

2. 0 . 
P •oVidihg 
1/2" 
rtkodri 

& fixing in' position nyloo 	connections complete with 
dia brass stopcock with pair of brass nuts and lining joints to 

connection's, S.I No:28 P.NO:5 
447.15 
.. 

Each 89 4/— 

21 
' 

1. 0 ' 
FirgviOlfig & firm q 1.5"),(12'.' beveled edge mirror. of belgiurh glass 
complete with 118" thick hard board and C.P screws fixed to 
Wooden f:•iat S.i NO:3 P.Np:7 al standard riatiern . 

I 

1191.6 Each 

i 

1161/— 

G;Totel  Rs:106371/00. 



NIT. No:TC/ G55/ 
Dated: 

BIDDING DATA 

(This section should be filled in by the Engineer/Procuring Agency before issuance 
of the Bidding Documents). 

(a). Name of Procuring Agency:- Executive Engineer (Education Works)  
Division Shikarpur.  

PROVINCIAL ADP SCHEME(2016-17) 
(b). Brief Description of Works:-_ADP NO 213-CONSTRUCTION OF BUILDING FOR 

SHELTERLESS PRIMARY SCHOOL OF DISTRICT 
SHIKARPUR(2016-17-PROGMM)(4 UNITS)  
1 GBPS Sahib Khan Dakhan @ Pir Bux Lehi 

(c).Procuring Agency's address:-Executive Engineer (Education Works) Division Shikarpur 
Near GBHS No II Shikarpur 

(d). Estimated Cost:- 	3 300 (Million)  

(e). Amount of Bid Security:- 	 5% 	 (Fill in lump sum 
amount or in % age of bid amount /estimated cost. 

(f).Period of Bid Validity (days):- 60 Days  (Not more than sixty days). 

(g).Security Deposit:-(including bid security):- 	 10%  
(in % age of bid amount /estimated cost equal to 10%) 

(h). Percentage, if any, to be deducted from bills:- 	7.50% Income tax  

(i). Deadline for Submission of Bids along with time :- As Per NIT  

(j). Venue, Time, and Date of Bid Opening:- Near GBHS II (Shikarpur As Per NIT).  

(k). Time for Completion from written order of commence: - 	-94 Months  

(L).Liquidity damages:- 	-NIL- 	(0.05 of Estimated Cost or Bid cost 
per day of delay, but total not exceeding 10%). 

(in). Deposit Receipt No: 	 

Bank 

(n). 1).R.NO: 	 DATED: 

 

Date: 	 Amount: Rs: 

    

Amount 3000/-(Rupees: "IhreeThou 

Govt: C. ractor. 

       

(o). Tender issued to Mr / M/s 

    

       

       

EXECUTIVE ENGINEER 
EtcATION WORKS DIVISION 



N. ME OF WORK:- CONSTRUCTION OF BUILDING FOR SHELTERLESS PRIMARY SCHOOLS  

DISTRICT SHIKARPUR 2016 - 2017 PROGRAM ADP NO. 213 
AT GBPS SAHIB KHAN DAKHAN (& PIR BUX LEHI TALUKA & DISTRICT  SHIKARP°2.  

ITEM OF WORK. QUANTITY. RATF t NH :k.N1OUNT. 

Excavation in foundation of building bridges and other structure I/c dagbelling 

dressing around the structure including degbelling dressing refilling around the 
structure with excavated earth watering ramming earth lead upto one chain 
and lift upto 5' feet (S.I.NO: 18"b",P,NO: 4). 

3058 	3176.25 %o cft 	9713/- 

Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio (1:5:10) in cement 
sand mortar.(S.I.NO: 4"c" P.No: 15). 

1242 	8694.95 Voo cft 	107991/- 

Pacca brick work in foundation of building and plinth in ratio( 1.6) in cement 
sand mortar.(S.I.NO:4,P.NO:21). 

2946 	11948.36 % Cft. 	351999/- 

R.C.C. work in roof slab beams rafts lintels and other structural members laid 
in sittu or precast laid in position complete in all respect cemen concrete (1.2.4) 
(S.I.NO: 6(1) P.NO: 17). 

800 	 337 	P.sft. 	269600/- 

5 Fabrication of mild steel reinforcement for cement concrete work I/c cutting 
bending and laying in positionm including the cost of steel binding wire also 
removal from rust from bars. (S.I.NO: 8 P.NO: 17 ). 

33.214 	5001.70 P.cwt. 	178631/- 

Filling watering ramming earth in floor with surplus earth excavated from 
foundation lead upto one chain and lift upto 5' feet.( S.I.N0;21,P.N0;4). 

1035 	1512.50 %0 Cft. 	1565/- 

Filling watering ramming earth under floor with new earth excavated 
from out side lead upto one chain and lift upto 5' feet.(S.I.N0:22.P.NO: 4). 

741 	3630.00 %0 Cft. 	2690 

St.. 
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Suppying and filling sand under floor with plugging in welles (S.I.NO: 29,P.NO: 26). 

465 	1141.25 	%0 Cft. 

Pacca brick work in ground floor with (1:6) ratio in cement sand mortar 

(S.I.NO: 4,P.NO: 21). 
2241 	12674.36 	% Cft. 

5307 

284032 

1 	) Supplying and fixing iron Girders at site of work. 

25.116 3850/- P.cwt. 96697 

11 Supplying and fixing iron tears at site of work. 

30.312 3575/- P.cwt. 108365 

1 Errection rolled steel beams or old rails. 

55.428 186/34 P.cwt. 10328 

1 1  Second class tiles roofing consisting of 4" earth 1" mud plaster with gobri leeping 
over 1/2" thick cement plaster (1: 6 ) with 34 lbs of hot bitumen coating sand blinded 

provided over one layer of 12"x6"x2" tiles laid in 1.6 cement mortar I/C (1.2) cement 
pointing under neath of tiles Completed including curig etc 

(S.I.NO: 2.P.NO: 33). 

1417 	7607/25 	sft. 	107795 

1 " Providing and laying single layer of polythin sheet of 0.13 mm thick for 
water proofing as per instruction given by Engineer incharge. 

1417 	10.70 	P.sft. 

15 Pacca brick work in other than building with ( 1:6 ) ratio in cement sane mortar. 
(S.I.NO: 7,P.NO: 22 ). 

703 	12346/65 %cft. 
1,3 Making and fixing steel grated door with 1/16" thick sheeting including 

angle iron frame 2"x2"x3/8" thick and 3/4" thick square bar at 4" dia 
centre tocentre with locking arrangement. ( S.I.NO: 24,P.NO:92). 

48 	 726/72 P.sft. 

1 " First class deodar wood wrought joinary in doors and windows etc fixed in 
position I/c chowkats, hold fasts, hinges, iorn towers bolts nuts and cleats 
with hocks etc deodar wood 1-3/4" thick.( S.I.NO: P.NO: ). 

187 	309/52 P.sft. 
1 	Providing and fixing Deodai Almirah 9-"12" depth including boxing with 

back shelves shutters fittingis 

15162 

86797 

34883 

238193 

32 	1778/50 P.sft. 	 56912 
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' 	Supplying & fixing mild steel round bar for barred windows. 

1.589 	3700 P.cwt. 	 5879 

Cutting & fixing mild steel round bars for windows. S.I.No. 18 P.No. 92. 
60 	 28/23 P.cwt. 	1694 

2 I Supplyung & fixing in position iron/steel grill of 3/4"x1/4" size flat iron of approved 
designe including Painting 3 coats ect complete (Weight not to be less then 3.7 
lbs/sq.feet of finished Grill S.I No: 26 P.N 93 

72 	180/50 P.sft 
	

12996 

22 Making notice board made with cement ratio ( 1: 2 ).(S.I.N0:1,P.N0.95). 

64 	 58/11 	P.sft. 	 3719 

2 1, Cement plaster ratio ( 1: 6) in cement sand mortar 1/2" thikc. 
(S.I.NO: 13 a,P.NO: 52). 

5732 	2206/60 %sft. 	126482 

24 Cement plaster ( 1:4 ) upto 20' height 3/8 " thick in cement sand mortar. 
I S.i.NO: 11 a,P.NO: 52). 

5668 	2197/52 %Sft. 	124555 

Providing and laying cement concrete topping ratio ( 1: 2: 4 )1/c surface 

and dividing into pannels. ( S.I.NO: 10 d,P.NO: 42). 
( A ) 3" THICK.  

29 	4411/82 % Sft. 	 1279 
( B ) 2" THICK. 

80 	3275/50 %Sft. 	 2620 
2i; Cement pointing ( 1: 2 ) ratio including striking joints on walls.(S.I.NO: 19 a,P.NO: 53). 

2667 	1287/44 %Sft. 	 34336 
Cement pointing on flushing raised ( 1 : 3 ) ratio.(S.I.N0:20,P.N0:53). 

1963 	1758/08 %Sft. 	 34511 

; Providing & Lying floor of Verona marble tiles of size 12"x12"x3/4" fine dressed 
on the surface without winding set in white cement laid over 3/4" thick bed of 
1:2 grey cement mortar setting the tiles with grey cement slurry jointing and 
washing the tiles with slurry of white cement and pigment to match the colour 
of tiles including curing grinding, rubbing and chemeical polishing etc complete 
i.c cutting tiles to proper profile (R 	A) 

1058 	307 	P.Sft. 	324806 
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2') Cement concrete plain including placing compacting finishing and curring 

complete (I/c) screening and washing of stone aggregate without shuttering 

(S.I.N0:5,p.No:16) 

163 	14429/25 % Cft 
	

23520 

3 ,  Laying floor of approved with glazed tile 1/4"thick in white cement 1:2 
over 3/4"thick cement mortar1:2 complete (S.I No: 24 P No:43 

37 	27678/86 %Sft 	10241 

I White glazed tiles 1/4" thick dado jointed in cement and laid over (1:2) 
cement sand mortar 3/4" thick including finishing.(SINO:38,P.NO:45) 

48 	28299/30 %Sft 	13584 

? White wash Three Coats.(S.I.N0:26,"C" P.NO:54) 

960 	829/95 	%Sft 	7968 

33 Priming coat of chalk under distempering.(SINO:23,P.NO:54) 

2731 	442/75 	%Sft 	12092 

Distempering Three coats (S.I.N0:24 , P.NO:54) 

2731 	1079/65 	%Sft 	29485 

; Colour washing Three coats(S.I.N0:25, P.NO:54) 
4660 	859/90 	%Sft 	40071 

3'3 Preparing surface painting to doors and windows any type including edges 
(Three coats) new surface (S.I.N0:5-c P.NO: 70 ) 

438 	2116/41 	%Sft 	9270 

Preparing surface painting to guard bars of iron gates raining 1/c standard 
braces open work three new surface.(S.I.N0:5,d,P.NO. 70). 

839 	1270/83 	%Sft 	10662 
Fixing Water Spouts or Parnal (S.I.No:37 P. No:38) 

6 	 211/75 P.Each 	1271 

G.Total 	2797701 

Page 4 



PART (B) WATER SUPPLY & SANITARY FITTINGS 

S.No: Qty: Description. Rate unit Amount 	1 

1 0 2 

Providing & fixing squating type white glazed of flushine cistern 

fitting & flush pipe with bend and making requiste numbers of 

holes in wall plinth & floor for pipe connetions & making good in 

cement 1:2:4 B.(i) W.0 of not less 19" clear opening between 

flushing rims and 3 gallon flushing tank with "4 C I trape & C.I 

Thumble. (S.I.NO 1.P.N0.1) 

4802.60 Each 9 60 5/... 

2 12 
Providing and fixing 4" dia C I soil & vent pipes including Cutting 

and fitting and extra painting to match the colour of building.( 
S.I.NO_ 1 .P,N0.8 ) 

333.29 Each 35 5 5/— 

3 0 2 
Providing & fixing 4"x4"x4" dia C.I branch of the required degree 
with access doors, rubber washer 118" thick and builts & nuts and 

extra painting to match the colour of the building.( 

S.I.N0.5.P NO.8 ) 

270.60 Each 5 4 1/— 
J 

4 06 

Providing asbestos pipe with collar (Dadex or equivalent) i/c 

digging the trenche to required deoth and fixing to position and 
joining with rubber rings including testing to water pressure head 
of 200 feet S I No:3 P No:21 (b) 4" dia Asbestos pipe 

188.44 Rft: 1 1 3 1/— 

5 

Providing GI Pipes specials & clamps etc including fixing cutting 

and fitting complete with and i/c the cost of breaking through walls 

and roof making good etc 	Painting two coats after cleaning the 
pipe etc 	with white zink paint with pigment to match the colour of 

the building and testing with water to a pressure head of 200 fei_. 

and handling 	( S.I.NO 1 .P.NO 12 ) 

12867*; 10 (iii) 	1" dia al Pipe 128.55 Rft: 

10 (i) 112" dia G.I Pipe 73.21 Rft.  7 32/..- 

15 (ii) 3/4" dia G.1 Pipe 95 79 Rft -  14 37/— 

6 

P/L UPVC pipes of "Class B" fixing in tranch tic cutting, fitting and 
jointing with solvent cement i/c testing with water to head of 61 
meters or 200 ft 540/- 6.0 (a) 3" Dia 90.00 P.Rft 

6 .0 (b) 4" Dia 136.00 P.Rft V 16/1. 

7 

P/L UPVC pipes of "Class B" fixing in tranch i/c cutting, fitting and 
jointing with solvent cement i/c testing with water to head of 122 
meters or 400 ft 

- Z(0/- 10 (aj 1" Dia 27.00 P.Rft 

15 (b) 3/4" Dia 19.00 P.Rft 2a 5/. 
123f" 10 (c) 1/2" Dia 12 00 P.Rft 

8 0 2 Supplying & fixing in position brass bib cock b. 	3/4" dia brass b. 
cock. Standard pattern ( S.I.N0.1 P.N0.16 ) 

348.92 Each 698/0. 

9 0 2 Providing & fixing bal valve (with unsoldered copper ball ) made to 
B.B S. 1212 ( S.I.N0.6 .P.NO 	18) (ii) 	3/4" dia 

290.84 Each 511/ 21/." 

10 0 1 

Supplying & Fixing Fiber Glass Tahk of approved quality and 
design and Wall thickness as soecified i/c cost of nuts bolts and 
fixing in plate form of cement concrete 1:3:6 and making 
connections for in-let out & over flow inlet vutlet flow pipes etc 
complete ( S.1 NO .3. P.NO 18 ) (a) 250 Gallon thickness 3.5 mm 

21989.6 Each 2 1990/4° 

1 1 0 I 

Supplying and fixing approved quality Electric AC. motor pumping 
set (Javed Engineering made) 1-1/4"xl" section and delievery with 
base plate and compiling one horse power single phase motor 
(siemens make) 60' feet head of 2800 RPM including the cost of 
nuts and bolts c.c. (1:2:4) Elect: Motor 

12500 P.No 12500/4- 

12 

Providing and Installation of Hand pump 1-1/4" G.I pipe and colr 
syainer with wooden shap including cost of 4" feet above ground 
level embded in C.0 (1:2:4) with iron handle and required same 
shape with acc and fixing etc complete. 

le (a) Filter pipe 120 Rft 1 a..)0/....  

45 (b) G.I pipe 110 Rft: 49 50/- 
0 1 (C) H.P Machine 2500 P.NO 2500/`• 

TOTAL R3s.. 6 5, 1612/.. 



Govt: ontractor. 

NIT. No:TC/ G55/ 
Dated: 

BIDDING DATA 

(This section should be filled in by the Engineer/Procuring Agency before issuance 
of the Bidding Documents) 

(a). Name of Procuring Agency.- Executive Engineer (Education Works)  
Division Shikarpur  

PROVINCIAL ADP SCHEME(2016-17) 

(b). Brief Description of Works:-_ADP:N0. 213-CONSTRUCTION OF BUILDING FOR 
SHELTERLESS PRIMARY SCHOOL OF DISTRICT 
SHIKARPUR(2016-17-PROGMM)(4 UNITS)  
2 GBPS Mir Khan Rind 

(c).Procuring Agency's address:-Executive Engineer (Education Works) Division Shikarpur 
Near GBHS No.II Shikarpur. 

(d). Estimated Cost:- 	3.300 (Million)  

(e). Amount of Bid Security:- 	 5% 	 (Fill in lump sum 
amount or in )̀/0 age of bid amount /estimated cost 

(f).Period of Bid Validity (days):- 60 Days  (Not more than sixty days). 

(g).Security Deposit:-(including bid security):- 	 10%  
(in % age of bid amount /estimated cost equal to 10%) 

(h). Percentage, if any, to be deducted from bills:- 	7.50% Income tax  

(i). Deadline for Submission of Bids along with time :- As Per NIT  

(j). Venue, Time, and Date of Bid Opening:- Near GBHS II (Shikarpur As Per NIT).  

is 
(k). Time for Completion from written order of commence: - 	-94 Months  

(L).Liquidity damages:- 	-NIL- 	(0 05 of Estimated Cost or Bid cost 
per day of delay, but total not exceeding 10%).  

(m). Deposit Receipt No:_ _ _  

Bank 

(n). D.R.NO: 	 DATED: 

(o). Tender issued to Mr. / M/s 

Date: 	 Amount:Rs: 

Amount 30001-(Rupees: 'I'hree'I sa d only) 

Fttry  XECUTIVE ENGINEER 
ED ATION WORKS DIVISION 

SHIKARPUR 



N/ ME OF WORK:- CONSTRUCTION OF BUILDING FOR SHELTERLESS PRIMARY SCHOOLS  

DISTRICT SHIKARPUR 2016 - 2017 PROGRAM ADP NO. 213 
AT GBPS MIR KHAN RIND TALUKA GARHI YASIN DISTRICT SHIKARPUR  

E
NO: 

ITEM OF WORK. QUANTITY. RATE UNIT AMOUNT. 

Excavation in foundation of building bridges and other structure I/c dagbelling 
dressing around the structure including degbelling dressing refilling around the 
structure with excavated earth watering ramming earth lead upto one chain 
and lift upto 5' feet (S.I.NO: 18"b",P,NO: 4). 

3058 	3176.25 %o cft 	9713/- 

2 Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio (1:5:10) in cement 
sand mortar.(S.I.NO: 4"c" P.No: 15). 

1242 	8694.95 %o cft 	107991/- 

3 Pacca brick work in foundation of building and plinth in ratio( 1.6) in cement 
sand mortar.(S.I.N0:4,P.N0:21). 

2946 	11948.36 % Cft. 	351999/- 

R.C.C. work in roof slab beams rafts lintels and other structural members laid 
in sittu or precast laid in position complete in all respect cemen concrete (1.2.4) 
(S.I.NO: 6(I) P.NO: 17). 

800 	 337 	P.sft. 	269600/- 

Fabrication of mild steel reinforcement for cement concrete work I/c cutting 
bending and laying in positionm including the cost of steel binding wire also 
removal from rust from bars. (S.I.NO: 8 P.NO: 17 ). 

33.214 	5001.70 P.cwt. 	178631/- 

Filling watering ramming earth in floor with surplus earth excavated from 
foundation lead upto one chain and lift upto 5' feet.( S.I.N0;21,P.N0;4). 

1035 	1512.50 °AO Cft. 	1565/- 

Filling watering ramming earth under floor with new earth excavated 
from out side lead upto one chain and lift upto 5' feet.(S.I.NO:22.P.NO: 4). 

741 	3630.00 %0 Cft. 	2690 
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Suppying and filling sand under floor with plugging in welles (S.I.NO: 29,P.NO: 26). 

465 	1141.25 )̀/00 Cft. 	5307 

Pacca brick work in ground floor with (1:6) ratio in cement sand mortar 

(S.I.NO: 4.P.NO: 21). 
2241 	12674.36 0/  Cft. 	284032 

1J Supplying and fixing iron Girders at site of work. 

25.116 	3850/- P.cwt. 	96697 
1 	Supplying and fixing iron tears at site of work. 

30.312 	3575/- P.cwt. 	108365 

12 Errection rolled steel beams or old rails. 

55.428 	186/34 P.cwt. 	10328 

13 Second class tiles roofing consisting of 4" earth 1" mud plaster with gobri leeping 
over 1/2" thick cement plaster (1: 6 ) with 34 lbs of hot bitumen coating sand blinded 

provided over one layer of 12"x6"x2" tiles laid in 1.6 cement mortar I/C (1.2) cement 
pointing under neath of tiles Completed including curig etc 
(S.I.NO: 2,P.NO: 33). 

1417 	7607/25 % sft. 	107795 

14 Providing and laying single layer of polythin sheet of 0.13 mm thick for 
water proofing as per instruction given by Engineer incharge. 

1417 	10.70 	P.sft. 

1.. Pacca brick work in other than building with ( 1:6 ) ratio in cement sane mortar. 
(S.I.NO: 7,P.NO: 22 ). 

703 	12346/65 %cft. 
10 Making and fixing steel grated door with 1/16" thick sheeting including 

angle iron frame 2"x2"x3/8" thick and 3/4" thick square bar at 4" dia 
centre tocentre with locking arrangement. ( S.I.NO: 24,P.NO:92). 

48 	 726/72 P.sft. 

First class deodar wood wrought joinary in doors and windows etc fixed in 
position I/c chowkats, hold fasts, hinges, iorn towers bolts nuts and cleats 
..rith hocks etc deodar wood 1-3/4" thick.( S.I.NO: P.NO: ). 

187 	309/52 P.sft. 
1 	Providing and fixing Deodai Almirah 9-"12" depth including boxing with 

back shelves shutters fittingis 

15162 

86797 

34883 

238193 

32 	1778/50 P.sft. 	 56912 
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Supplying & fixing mild steel round bar for barred windows. 

1.589 	3700 P.cwt. 

2 Cutting & fixing mild steel round bars for windows. S.I.No. 18 P.No. 92. 
60 	 28/23 P.cwt. 

2 	Supplyung & fixing in position iron/steel grill of 3/4"x1/4" size flat iron of approved 
designe including Painting 3 coats ect complete (Weight not to be less then 3.7 
lbs/sq.feet of finished Grill S.I No: 26 P.N 93 

72 	180/50 P.sft 
22 Making notice board made with cement ratio ( 1: 2 ).(S.I.N0:1,P.N0.95). 

5879 

1694 

12996 

64 	 58/11 	P.sft. 	 3719 

Cement plaster ratio ( 1: 6 ) in cement sand mortar 1/2" thikc. 
(S.I.NO: 13 a,P.NO: 52). 

5732 	2206/60 %sft. 	126482 

2.1 Cement plaster ( 1:4 ) upto 20' height 3/8 " thick in cement sand mortar. 
( S.I.NO: 11 a,P.NO: 52). 

5668 	2197/52 %Sft. 	124555 

Providing and laying cement concrete topping ratio ( 1: 2: 4 )1/c surface 
and dividing into pannels. ( S.I.NO: 10 d,P.NO: 42). 
( A ) 3" THICK.  

29 	4411/82 % Sft. 	 1279 
( B ) 2" THICK. 

80 	3275/50 %Sft. 	 2620 
26 Cement pointing ( 1: 2) ratio including striking joints on walls.(S.I.NO: 19 a,P.NO: 53). 

2667 	1287/44 %Sft. 	 34336 
2-  Cement pointing on flushing raised ( 1 : 3 ) ratio.(S.I.N0:20,P.N0:53). 

1963 	1758/08 %Sft. 	 34511 

2 ,; Providing & Lying floor of Verona marble tiles of size 12"x12"x3/4" fine dressed 
on the surface without winding set in white cement laid over 3/4" thick bed of 
1:2 grey cement mortar setting the tiles with grey cement slurry jointing and 
washing the tiles with slurry of white cement and pigment to match the colour 
of tiles including curing grinding, rubbing and chemeical polishing etc complete 
i.c cutting tiles to proper profile (R 	A) 

1058 	307 	P.Sft. 	324806 
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2:i Cement concrete plain including placing compacting finishing and curring 
complete (I/c) screening and washing of stone aggregate without shuttering 

(S.I.N0:5,p.No:16) 

163 	14429/25 % Cft 
	

23520 

30 Laying floor of approved with glazed tile 1/4"thick in white cement 1:2 
over 3/4"thick cement mortar1:2 complete (S.I No: 24 P No:43 

37 	27678/86 %Sft 	10241 

31  White glazed tiles 1/4" thick dado jointed in cement and laid over (1:2) 
cement sand mortar 3/4" thick including finishing.(SINO:38,P.NO:45) 

48 	28299/30 %Sft 	13584 

32 White wash Three Coats.(S.I.N0:26,"C" P.NO:54) 

960 	829/95 	%Sft 	7968 

33 Priming coat of chalk under distempering.(SINO:23,P.NO:54) 

2731 	442/75 	%Sft 	12092 

34 Distempering Three coats (S.I.N0:24 , P.NO:54) 

2731 	1079/65 	%Sft 	29485 

35 Colour washing Three coats(S.I.N0:25, P.NO:54) 

4660 	859/90 	%Sft 	40071 

36 Preparing surface painting to doors and windows any type including edges 
!Three coats) new surface (S.I.N0:5-c P.NO: 70 ) 

438 	2116/41 	%Sft 	9270 

37 Preparing surface painting to guard bars of iron gates railling 1/c standard 
braces open work three new surface.(S.I.NO:5,d,P.NO. 70). 

839 	1270/83 	%Sft 	10662 
38 Fixing Water Spouts or Parnal (S.I.No:37 P. No:38) 

6 	 211/75 P.Each 	1271 

G.Total 	2797701 
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• PART (B) WATER SUPPLY & SANITARY FITTINGS 

S.No: Qty: Description - Rate Unit Amount 

1 0 2 

Providing & fixing squating type white glazed of flushine cistern 
fitting & flush pipe with bend and making requiste numbers of 
holes in wall plinth & floor for pipe connetions & making good in 
cement 1.2 4 B.(i) W C of not less 19" clear opening between 
flushing rims and 3 gallon flushing tank with "4 C.I trape & C.I 
Thumble. (S.I.NO 1.P.N0.1) 

4802.60 Each 9605/. 

2 12 
Providing and fixing 4" dia C.I soil & vent pipes including Cutting 
and fitting and extra painting to match the colour of building.( 

,P,N0,8 )  
3'»V_

S.I.N0.1 

333.29 Each 

3 ©2 
Providing & fixing 4"x4"x4" dia C.I branch of the required degree 
with access doors, rubber washer 1/8" thick and builts & nuts and 
extra painting to match the colour of the building ( 
S.I.N0.5.P NO.8 ) 

270.60 Each 54 1/'• 

4 
06 

Providing asbestos pipe with collar (Dadex or equivalent) i/c 
digging the trenche to required deoth and fixing to position and 
joining with rubber nngs including testing to water pressure head 
of 200 feet S 1 No:3 P No:21 (b) 4" dia Asbestos pipe 

188.44 Rft. 1 1 3 1/4.  

5 

Providing G I Pipes specials & clamps etc including fixing cutting 
and fitting complete with and i/c the cost of breaking through walls 
and roof making good etc 	Painting two coats after cleaning the 
pipe etc. with white zink paint with pigment to match the colour of 
the building and testing with water to a pressure head of 200 fei. 
and handling. ( S I.NO 1 	P.NO 12 ) 

10 (iii) 	1" dia G.I Pipe 128.55 Rft: 1286/... 

10 (i) 1/2" dia G.I Pipe 73.21 Rft 7 32/- 
15 (ii) 3/4" dia G.I Pipe 95.79 Rft: 14 37/'* 

6 

P/L UPVC pipes of "Class B" fixing in tranch i/c cutting, fitting and 
jointing with solvent cement i/c testing with water to head of 61 
meters or 200 ft 

540/— 6.0 (a) 3" Dia 90.00 P.Rft • i 
6.0 (b) 4" Dia 136.00 P.Rft 1 16/.. 

7 

P/L UPVC pipes of "Class B" fixing in tranch i/c cutting, fitting and 
jointing with solvent cement i/c testing with water to head of 122 
meters or 400 ft 

Zl0/1" 10 (a) 1" Dia 27.00 P.f4ft 

15 (b) 3/4" Dia 19.00 P.Fift za 5/. 
io (c) 1/2" Dia 12.00 P.Rft 1 2/3/-. 

a 0 2 Supplying & fixing in position brass bib cock b. 	3/4" dia brass b. 
cock. Standard pattern ( S.I.N0.1 P.N0.16 ) 

348.92 Each . 	, 
698/40 

9 0 2 Providing & fixing bal valve (with unsoldered copper ball ) madd to 
B.B S. 1212 ( Si NO.6 .P.NO 	18) (ii) 	3/4" dia 

290.84 EaCh 582,/" 

10 01 

Supplying & Fixing Fiber Glass Tank of approved quality and 
design and wall thickness as soecified i/c cost of nuts bolts and 
fixing in plate form of cement concrete 1:3:6 and making 
connections for in-let out & over flow inlet .putlet flow pipes etc 
complete (S.1 NO .3. P.N0.18 ) (a) 250 Gallon thickness 3.5 mm 

21989.6 Each 2 19,07.. 

11 0 1 

Supplying and fixing approved quality Electric AC: motor pumping 
set (Javed Engineering made) 1-1/4"x1" section and delievery with 
base plate and compiling one horse power single phase motor 
(siemens make) 60' feet head of 2800 RPM including the cost of 
nuts and bolts c.c. (1:2:4) Elect: Motor 

12500 P No 12500/s. 

12 

Providing and Installation of Hand pump 1-1/4" G.I pipe and colr 
syainer with wooden shap including cost of 4" feet above ground 
level embded in C.0 (1.2:4) with iron handle and required same 
shape with acc and fixing etc complete. 

10 (a) Filter pipe 120 Rft.  1200/.. 
45 (b) G.I pipe 110 Rft: 4, 50/- 
0 1 (C) H.P Machine 2500 P NO 2500/.. 

TOTAL it9s... 65, 182/w 
1 



NIT. No:TC/ G55/ 
Dated: 

BIDDING DATA 

(This section should be filled in by the Engineer/Procuring Agency before issuance 
of the Bidding Documents). 

(a). Name of Procuring Agency:- Executive Engineer (Education Works)  
Division Shikarpur.  

PROVINCIAL ADP SCHEME(2016-17) 

(b). Brief Description of Works:-_ADP NO:213-CONSTRUCTION OF BUILDING FOR 
SHELTERLESS PRIMARY SCHOOL OF DISTRICT 
SHIKARPUR(2016-17-PROGMM)(4 UNITS)  
3 GBPS Waryam Khan Shar 

(c).Procuring Agency's address:-Executive Engineer (Education Works) Division Shikarpur 
Near GBHS No.II Shikarpur. 

(d). Estimated Cost:- 	3.300 (Million) 

(e). Amount of Bid Security:- 	 5% 

amount or in % age of bid amount /estimated cost. 

 

(Fill in lump sum 

 

(f).Period of Bid Validity (days):- 60 Days  (Not more than sixty days). 

(g).Security Deposit:-(including bid security):- 	 10%  

(in % age of bid amount /estimated cost equal to 10%) 

(h). Percentage, if any, to be deducted from bills:- 	7.50% Income tax  

(i). Deadline for Submission of Bids along with time :- As Per NIT  

(j). Venue, Time, and Date of Bid Opening:- Near GBHS II (Shikarpur As Per NIT).  

(k). Time for Completion from written order of commence: - 	44-Months  

(L).Liquidity damages:- 	-NIL- 	(0.05 of Estimated Cost or Bid cost 
per day of delay, but total not exceeding 10%). 

(m). Deposit Receipt No: 

Bank 

(n). D.R.NO: 	 1).ATF.1): 

(o). Tender issued to Mr / M/s 

Date: 	 Amount:Rs: 

	 Amount 3000/-(Rupees: "Three'lousa only) 

Gov Contractor. 

ECUTIVE ENGINEER 
ED 	TION WORKS DIVISION 

SIIIKARPUR 



NAME OF WORK:- CONSTRUCTION OF BUILDING FOR SHELTERLESS PRIMARY SCHOOLS  

DISTRICT SHIKARPUR 2016 - 2017 PROGRAM ADP NO. 213 
AT GBPS WARYAM KHAN SHAR TALUKA LAKHI DISTRICT SHIKARPUR  

F. 
NO: 

ITEM OF WORK. QUANTITY. RATE. I NIT AMOUNT. 

Excavation in foundation of building bridges and other structure I/c dagbelling 
dressing around the structure including dagbelling dressing refilling around the 
structure with excavated earth watering ramming earth lead upto one chain 
and lift upto 5' feet (S.I.NO: 18"b",P,NO: 4). 

3058 	3176.25 %o cft 	9713/- 

Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio (1:5:10) in cement 
sand mortar.(S.I.NO: 4"c" P.No: 15). 

1242 	8694.95 Voo cft 	107991/- 

Pacca brick work in foundation of building and plinth in ratio( 1.6) in cement 
sand mortar.(S.I.NO:4,P.NO:21). 

2946 	11948.36 % Cft. 	351999/- 

4 R.C.C. work in roof slab beams rafts lintels and other structural members laid 
in sittu or precast laid in position complete in all respect cemen concrete (1.2.4) 
(S.I.NO: 6(1) P.NO: 17). 

800 	 337 	P.sft. 	269600/- 

5 Fabrication of mild steel reinforcement for cement concrete work I/c cutting 
bending and laying in positionm including the cost of steel binding wire also 

removal from rust from bars. (S.I.NO: 8 P.NO: 17 ). 

33.214 	5001.70 P.cwt. 	178631/- 

( Filling watering ramming earth in floor with surplus earth excavated from 
foundation lead upto one chain and lift upto 5' feet.( S.I.N0;21,P.N0;4). 

1035 	1512.50 %0 Cft. 	1565/- 

Filling watering ramming earth under floor with new earth excavated 
from out side lead upto one chain and lift upto 5' feet.(S.I.N0:22.P.NO: 4). 

741 	3630.00 %0 Cft. 	2690 
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Suppying and filling sand under floor with plugging in welles (S.I.NO: 29,P.NO: 26). 

465 	1141.25 °AO Cft. 	5307 

9 Pacca brick work in ground floor with (1:6) ratio in cement sand mortar 
(S.I.NO: 4,P.NO: 21). 

2241 	12674.36 °A. Cft. 	284032 

10 Supplying and fixing iron Girders at site of work. 

25.116 	3850/- P.cwt. 	96697 
1 	Supplying and fixing iron tears at site of work. 

30.312 	3575/- P.cwt. 	108365 
12 Errection rolled steel beams or old rails. 

55.428 	186/34 P.cwt. 	10328 

13 Second class tiles roofing consisting of 4" earth 1" mud plaster with gobri leeping 
over 1/2" thick cement plaster (1: 6 ) with 34 lbs of hot bitumen coating sand blinded 

provided over one layer of 12"x6"x2" tiles laid in 1.6 cement mortar I/C (1.2) cement 
pointing under neath of tiles Completed including curig etc 
(S.I.NO: 2,P.NO: 33). 

1417 	7607/25 % sft. 	107795 

14 Providing and laying single layer of polythin sheet of 0.13 mm thick for 
water proofing as per instruction given by Engineer incharge. 

1417 	10.70 	P.sft. 

15 Pacca brick work in other than building with ( 1:6 ) ratio in cement sane mortar. 
(S.I.NO: 7,P.NO: 22 ). 

703 	12346/65 %cft. 
16 Making and fixing steel grated door with 1/16" thick sheeting including 

angle iron frame 2"x2"x3/8" thick and 3/4" thick square bar at 4" dia 
centre tocentre with locking arrangement. ( S.I.NO: 24,P.NO:92). 

48 	726/72 P.sft. 

1/ First class deodar wood wrought joinary in doors and windows etc fixed in 
position 1/c chowkats, hold fasts, hinges, iorn towers bolts nuts and cleats 
with hocks etc deodar wood 1-3/4" thick.( S.I.NO: P.NO: ). 

187 	309/52 P.sft. 
16 Providing and fixing Deo.dai Almirah 9-"12" depth including boxing with 

back shelves shutters fittingis 

15162 

86797 

34883 

238193 

32 	1778/50 P.sft. 	 56912 
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Supplying & fixing mild steel round bar for barred windows. 

1.589 	3700 	P.cwt. 

20 Cutting & fixing mild steel round bars for windows. S.I.No. 18 P.No. 92. 
60 	 28/23 P.cwt. 

21 Supplyung & fixing in position iron/steel grill of 3/4"x1/4" size flat iron of approved 
designe including Painting 3 coats ect complete (Weight not to be less then 3.7 
lbs/sq.feet of finished Grill S.1 No: 26 P.N 93 

72 	180/50 P.sft 
22 Making notice board made with cement ratio ( 1: 2 ).(S.I.N0:1.P.N0.95). 

5879 

1694 

12996 

64 	 58/11 	P.sft. 	 3719 

2 ) Cement plaster ratio ( 1: 6 ) in cement sand mortar 1/2" thikc. 
(S.I.NO: 13 a,P.NO: 52). 

5732 	2206/60 %sft. 	126482 

21 Cement plaster ( 1:4 ) upto 20' height 3/8 " thick in cement sand mortar. 
( S.I.NO: 11 a,P.NO: 52). 

5668 	2197/52 %Sft. 	124555 

25 Providing and laying cement concrete topping ratio ( 1: 2: 4 ) I/c surface 
and dividing into pannels. ( S.I.NO: 10 d,P.NO: 42). 

A ) 3" THICK. 
29 	4411/82 % Sft. 	 1279 

( B ) 2" THICK. 
80 	3275/50 %Sft. 	 2620 

26 Cement pointing ( 1: 2) ratio including striking joints on walls.(S.I.NO: 19 a.P.NO: 53). 

2667 	1287/44 %Sft. 	 34336 

27 Cement pointing on flushing raised ( 1 : 3 ) ratio.(S.I.N0:20,P.N0:53). 

1963 	1758/08 %Sft. 	 34511 

28 Providing & Lying floor of Verona marble tiles of size 12"x12"x3/4" fine dressed 
on the surface without winding set in white cement laid over 3/4" thick bed of 
1:2 grey cement mortar setting the tiles with grey cement slurry jointing and 
washing the tiles with slurry of white cement and pigment to match the colour 
of tiles including curing grinding, rubbing and chemeical polishing etc complete 
i.c cutting tiles to proper profile (R 	A) 

1058 	307 	P.Sft. 	324806 
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• 

2') Cement concrete plain including placing compacting finishing and curring 

complete (I/c) screening and washing of stone aggregate without shuttering 
(S.I.N0:5,p.No:16) 

163 	14429/25 % Cft 
	

23520 

30 Laying floor of approved with glazed tile 1/4"thick in white cement 1:2 
over 3/4"thick cement mortar1:2 complete (S.I No: 24 P No:43 

37 	27678/86 %Sft 	10241 

31  White glazed tiles 1/4" thick dado jointed in cement and laid over (1:2) 
cement sand mortar 3/4" thick including finishing.(SINO:38,P.NO:45) 

48 	28299/30 %Sft 	13584 

32 White wash Three Coats.(S.I.N0:26,"C" P.NO:54) 

960 	829/95 	%Sft 	7968 

.53 Priming coat of chalk under distempering.(SINO:23,P.NO:54) 

2731 	442/75 	%Sft 	12092 

34 Distempering Three coats (S.I.N0:24 P.NO:54) 

2731 	1079/65 	%Sft 	29485 

35 Colour washing Three coats(SINO:25, P.NO:54) 

4660 	859/90 	%Sft 	40071 

31) Preparing surface painting to doors and windows any type including edges 
(Three coats) new surface (S.I.N0:5-c P.NO: 70 ) 

438 	2116/41 	%Sft 	9270 

37 Preparing surface painting to guard bars of iron gates railling I/c standard 
braces open work three new surface.(S.I.N0:5,d,P.NO. 70). 

839 	1270/83 	%Sft 	10662 
3r3 Fixing Water Spouts or Parnal (S.I.No:37 P. No:38) 

6 	 211/75 P.Each 	1271 

G.Total 	2797701 

Page 4 



PART (B) WATER SUPPLY & SANITARY FITTINGS 

S.No: Qty: Description-.  Rate Unit Amount 1  

1 0 2 

Providing & fixing squating type white glazed of flushine cistern 

fitting & flush pipe with bend and making requiste numbers of  

holes in wall plinth & floor for pipe connetions & making good in 

cement 1:2:4 E3.(i) W.0 of not less 19" clear opening between 

flushing rims and 3 gallon flushing tank with "4 C.I trape & C I 

Thumble. (S.I.NO 1.P.N0.1)  

4802.60 Each 9605/4” 

2 12 
Providing and fixing 4" dia C.I soil & vent pipes including Cutting 

and fitting and extra painting to match the colour of building.( 
S.I.NO 1 .P,N0.8 ) 

333.29 Each 3'»/" 

3 0 2 
Providing & fixing 4"x4"x4" dia C.I branch of the required degree 
with access doors, rubber washer 1/8" thick and builts & nuts and 

extra painting to match the colour of the building.( 
S.I.N0.5.P NO 8 ) 

270.60 Each 541/— 

4 
06 

Providing asbestos pipe with collar (Dadex or equivalent) i/c 

digging the trenche to required deoth and fixing to position and 
joining with rubber rings including testing to water pressure head 
of 200 feet S.1 No:3 P No:21 (b) 4" dia Asbestos pipe 

188.44 Rft: 1 1 3 if- 

5 

Providing G.I Pipes specials & clamps etc including fixing cutting 

and fitting complete with and i/c the cost of breaking through walls 
and roof making good etc . Painting two coats after cleaning the 
pipe etc 	with white zink paint with pigment to match the colour of 

the building and testing with water to a pressure head of 200 fec. 

and handling. (S.I.NO 1 .P.NO 12 ) 

1$ (iii) 	1" dia G I Pipe 128.55 Rft: 1286/0. 

le ( ) 	1/2" dia G I Pipe 73.21 Rft: 7 3 2/- 
15 (ii) 	3/4" dia G.1 Pipe 95.79 Rft: 14 37/— 

6 

Pit_ UPVC pipes of "Class B" fixing in tranch i/c cutting, fitting and 
jointing with solvent cement i/c testing with water to head of 61 
meters or 200 ft  6.O (a) 3" Dia 90.00 P.Rft 5 40i- 

116!'" 6.0 (b) 4" Dia 136.00 P.Rft 

7 

P/L UPVC pipes of "Class B" fixing in tranch i/c cutting, fitting and 
jointing with solvent cement i/c testing with water to head of 122 
meters or 400 ft 

10 (a) 1" Dia 27.00 P. Fift Z10/  " 

15 (b) 3/4" Dia 19.00 P.F0t .. 

120/" 10 (c) 1/2" Dia 12.00 P.I4ft 

8 0 2 Supplying & fixing in position brass bib cock b. 	3/4" dia brass b. 
cock. Standard pattern ( S.I.N0.1 P.N0.16 ) 

348.92 Each 698/+ 

9 0 2 Providing & fixing bal valve (with unsoldered copper ball ) madp to 
813 S. 1212 1 S.I.N0,6 .P.NO 	18) (ii) 	3/4" dia 

290.84 Each 502/' 

10 0 1 

Supplying & Fixing Fiber Glass Tank of approved quality and 
design and Wall thickness as soecified i/c cost of nuts bolts and 
fixing in plate form of cement concrete 1:3:6 and making 
connections for in-let out & over flow inlet .9utlet flow pipes etc 
complete ( S.I NO .3. P.N0.18 ) (a) 250 Gallon thickness 3.5 mm 

21989.6 Each 21990/4. 

11 0 1 
Supplying and fixing approved quality Electric A C. motor pumping 
set (Javed Engineering made) 1-1 /4"x1" section and delievery with 
base plate and compiling one horse power single phase motor 
(siemens make) 60' feet head of 2800 RPM including the cost of 
nuts and bolts c c. (1:2:4) Elect Motor 

12500 P.No 12500/°' 

12 

Providing and Installation of Hand pump 1-1/4" G.I pipe and colr 
syainer with wooden shap including cost of 4" feet above ground 
level embded in C,C (1:2:4) with iron handle and required same 
shape with acc and fixing etc complete. 

10 (a) Filter pipe 120 Rft: 1230/4. 
45 (b) G.I pipe 110 Rft: 495O/" 
0 1 (c) H.P Machine 2500 P.NO 2500/16  

TOTAL RS:— 6 5, 18 2/. 



vt: Contractor. 

EXECUTIVE ENGINEER 
CATION WORKS DIVISION 

SHIKARPUR 

NIT. No:TC/ G55/ 
Dated: 

BIDDING DATA 

(This section should be filled in by the Engineer/Procuring Agency before issuance 
of the Bidding Documents) 

(a). Name of Procuring Agency - - Executive Engineer (Education Works)  
Division Shikarpur.  

PROVINCIAL ADP SCHEME(2016-17) 

(b). Brief Description of Works:-_ADP- N0- 213-CONSTRUCTION OF BUILDING FOR 
SHELTERLESS PRIMARY SCHOOL OF DISTRICT 
SHIKARPUR(2016-17-PROGMM)(4 UNITS)  
3. GBPS Malhi Soomra @ Mehboob Khuharo 

(c).Procuring Agency's address:-Executive Engineer (Education Works) Division Shikarpur 
Near GBHS Noll Shikarpur. 

(d). Estimated Cost:- 	3.300 (Million) 

(e). Amount of Bid Security:- 	 5%   (Fill in lump sum 
amount or in % age of bid amount /estimated cost 

(f).Period of Bid Validity (days):- 60  Days (Not more than sixty days). 

(g).Security Deposit:-(including bid security):- 	 10%  

(in % age of bid amount /estimated cost equal to 10%) 

(h). Percentage, if any, to be deducted from bills:- 	7.50% Income tax  

(i). Deadline for Submission of Bids along with time :- As Per NIT  

(j). Venue, Time, and Date of Bid Opening:- Near GBHS II (Shikarpur As Per NIT).  

(k). Time for Completion from written order of commence: - 	-04-Months  

(L).Liquidity damages:- 	-NIL- 	(0.05 of Estimated Cost or Bid cost 
per day of delay, but total not exceeding 10%). 

(m). Deposit Receipt No: 	Date: 	 Amount:Rs: 

Bank 

(n). D.R.NO: 	 DATED: 	 Amount 3000/-(Rupees: Fl 	and only) 

(o). Tender issued to Mr. / M/s 



ME OF WORK:- CONSTRUCTION OF BUILDING FOR SHELTERLESS PRIMARY SCHOOLS  

DISTRICT SHIKARPUR 2016 - 2017 PROGRAM ADP NO. 213 
AT GBPS MALHI SOOMRA MEHBOOB KHUHARO TALUKA KHANPUR  
DISTRICT SHIKARPUR  

• ITEM OF WORK. QUANTITY. RATE UNIT AMOUNT. 

1 Excavation in foundation of building bridges and other structure I/c dagbelling 
dressing around the structure including degbelling dressing refilling around the 
structure with excavated earth watering ramming earth lead upto one chain 
and lift upto 5' feet (S.I.NO: 18"b",P,NO: 4). 

3058 	3176.25 %o cft 	9713/- 

2 Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio (1:5:10) in cement 
sand mortar.(S.I.NO: 4"c" P.No: 15). 

1242 	8694.95 %o cft 	 /- 

3 	brick work in foundation of building and plinth in ratio( 1.6) in cement 
sand mortar.(S.I.NO:4,P.NO:21). 

2946 	11948.36 % Cft. 	351999/- 

4 R.C.C. work in roof slab beams rafts lintels and other structural members laid 
in sittu or precast laid in position complete in all respect cemen concrete (1.2.4) 
(S.I.NO: 6(1) P.NO: 17). 

800 	 337 	P.sft. 	269600/- 

Fabrication of mild steel reinforcement for cement concrete work I/c cutting 
bending and laying in positionm including the cost of steel binding wire also 
removal from rust from bars. (S.I.NO: 8 P.NO: 17 ). 

33.214 	5001.70 P.cwt. 	178631/- 

6 Filling watering ramming earth in floor with surplus earth excavated from 
foundation lead upto one chain and lift upto 5' feet.( S.I.N0:21.P.N0:4). 

1035 	1512.50 0/00 Cft. 	1565/- 

Filling watering ramming earth under floor with new earth excavated 
from out side lead upto one chain and lift upto 5' feet.(S.I.NO:22.P.NO: 4). 

741 	3630.00 0/00 Cft. 	2690 
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Suppying and filling sand under floor with plugging in welles (S.I.NO: 29.P.NO: 26). 

465 	1141.25 %0 Cft. 	5307 

9 Pacca brick work in ground floor with (1:6) ratio in cement sand mortar 

(S.I.NO: 4,P.NO: 21). 
2241 	12674.36 % Cft. 	284032 

10 Supplying and fixing iron Girders at site of work. 

25.116 	3850/- P.cwt. 	96697 

11 Supplying and fixing iron tears at site of work. 

30.312 	3575/- P.cwt. 	108365 

12 Errection rolled steel beams or old rails. 

55.428 	186/34 P.cwt. 	10328 

13 Second class tiles roofing consisting of 4" earth 1" mud plaster with gobri leeping 
over 1/2" thick cement plaster (1: 6 ) with 34 lbs of hot bitumen coating sand blinded 

provided over one layer of 12"x6"x2" tiles laid in 1.6 cement mortar I/C (1.2) cement 
pointing under neath of tiles Completed including curig etc 
(S.I.NO: 2,P.NO: 33). 

1417 	7607/25 % sft. 	107795 

14 Providing and laying single layer of polythin sheet of 0.13 mm thick for 
water proofing as per instruction given by Engineer incharge. 

1417 	10.70 	P.sft. 

15 Pacca brick work in other than building with ( 1:6 ) ratio in cement sane mortar. 
(S.I.NO: 7,P.NO: 22 ). 

703 	12346/65 %cft. 
1 r3 Making and fixing steel grated door with 1/16" thick sheeting including 

angle iron frame 2"x2"x3/8" thick and 3/4" thick square bar at 4" dia 
centre tocentre with locking arrangement. ( S.I.NO: 24,P.NO:92). 

48 	 726/72 P.sft. 

17 First class deodar wood wrought joinary in doors and windows etc fixed in 
position I/c chowkats, hold fasts, hinges, iorn towers bolts nuts and cleats 
with hocks etc deodar wood 1-3/4" thick.( S.I.NO: P.NO: ). 

187 	309/52 P.sft. 
18 Providing and fixing Deodai Almirah 9-"12" depth including boxing with 

back shelves shutters fittingis 

15162 

86797 

34883 

238193 

32 	1778/50 P.sft. 	 56912 
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19 Supplying & fixing mild steel round bar for barred windows. 

1.589 	3700 P.cwt. 	5879 

20 Cutting & fixing mild steel round bars for windows. S.I.No. 18 P.No. 92. 
60 	 28/23 P.cwt. 	1694 

21 Supplyung & fixing in position iron/steel grill of 3/4"x1/4" size flat iron of approved 
designe including Painting 3 coats ect complete (Weight not to be less then 3.7 

lbs/sq.feet of finished Grill S.I No: 26 P.N 93 

72 	180/50 P.sft 
	

12996 

22 Making notice board made with cement ratio ( 1: 2 ).(S.I.N0:1,P.N0.95). 

64 	 58/11 	P.sft. 	 3719 

2 ; Cement plaster ratio ( 1: 6) in cement sand mortar 1/2" thikc. 
(S.I.NO: 13 a,P.NO: 52). 

5732 	2206/60 %sft. 	126482 

24 Cement plaster ( 1:4 ) upto 20' height 3/8 " thick in cement sand mortar. 
( S.1.NO: 11 a,P.NO: 52). 

5668 	2197/52 %Sft. 	124555 

2' Providing and laying cement concrete topping ratio ( 1: 2: 4 ) I/c surface 
and dividing into pannels. ( S.I.NO: 10 d,P.NO: 42). 
(  A ) 3" THICK.  

29 	4411/82 % Sft. 	 1279 
( B ) 2" THICK. 

80 	3275/50 %Sft. 	 2620 
26 Cement pointing ( 1: 2) ratio including striking joints on walls.(S.I.NO: 19 a,P.NO: 53). 

2667 	1287/44 %Sft. 	 34336 
2-  Cement pointing on flushing raised ( 1 : 3 ) ratio.(S.I.N0:20,P.N0:53). 

1963 	1758/08 %Sft. 	 34511 

28 Providing & Lying floor of Verona marble tiles of size 12"x12"x3/4" fine dressed 
on the surface without winding set in white cement laid over 3/4" thick bed of 
1:2 grey cement mortar setting the tiles with grey cement slurry jointing and 
washing the tiles with slurry of white cement and pigment to match the colour 
of tiles including curing grinding, rubbing and chemeical polishing etc complete 
i.c cutting tiles to proper profile (R 	A) 

1058 	307 	P.Sft. 	324806 
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Cement concrete plain including placing compacting finishing and curring 

complete (I/c) screening and washing of stone aggregate without shuttering 

(S.I.N0:5,p.No:16) 

163 	14429/25 % Cft 
	

23520 

30 Laying floor of approved with glazed tile 1/4"thick in white cement 1:2 
over 3/4"thick cement mortar1:2 complete (S.I No: 24 P No:43 

37 	27678/86 %Sft 	10241 

31 Whjte glazed tiles 1/4" thick dado jointed in cement and laid over (1:2) 
cement sand mortar 3/4" thick including finishing.(SINO:38,P.NO:45) 

48 	28299/30 %Sft 	13584 

32 White wash Three Coats.(S.I.N0:26,"C" P.NO:54) 

960 	829/95 	%Sft 	7968 

3 Priming coat of chalk under distempering.(SINO:23,P.NO:54) 

2731 	442/75 	%Sft 	12092 

31 Distempering Three coats (S.I.N0:24 , P.NO:54) 

2731 	1079/65 	%Sft 	29485 

35 Colour washing Three coats(SINO:25, P.NO:54) 
4660 	859/90 	%Sft 	40071 

36 Preparing surface painting to doors and windows any type including edges 
(Three coats) new surface (S.I.NO:5-c P.NO: 70 ) 

438 	2116/41 	%Sft 	9270 

37 Preparing surface painting to guard bars of iron gates railling 1/c standard 
braces open work three new surface.(S.I.N0:5,d,P.NO. 70). 

839 	1270/83 	%Sft 	10662 
38 Fixing Water Spouts or Parnal (S.I.No:37 P. No:38) 

6 	 211/75 P.Each 	1271 

G.Total 	2797701 
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PART (B) WATER SUPPLY & SANITARY FITTINGS 

S.No: Qty: DeScriiitiOry Rate Unit Arno
I

tint 

1 0 2 

Providing & fixing squating type white glazed of flushine cistern 
fitting & flush pipe with bend and making requiste numbers of 
holes in wall plinth & floor for pipe connetions & Making good in 
cement 1:2:4 B.(i) W.0 of not less 19" clear opening between 
flushing rims and 3 gallon flushing tank with "4 C.I trape & C.I 
Thumble. (S.I.NO 1.P.N0.1) 

4802.60 Each 9605/** 

2 12 
Providing and fixing 4" dia C.I soil & vent pipes including Cutting 
and fitting and extra painting to match the colour of building.( 
S.I.N0.1 ,P,N0,8 ) 

333,29 Each 399 9/- 

3 0 2 
Providing & fixing 4"x4"x4" dia C.I branch of the required degree 
with access doors, rubber washer 1/8" thick and builts & nuts and 

painting to match the colour of the building.( 
S.I.N0.5.P.N0.8 ) 

extra 270.60 Each 5 4 1/- 

4 
06 

Providihg asbestos pipe with collar (Dadex or equivalent) i/c 
digging the trenche to required deoth and fixing to position and 
joining with rubber rings including testing to water pressure head 
of 200 feet S.1 No:3 P.No:21 (b) 4" dia Asbestos pipe 

188.44 Rft: 1 1 3 lb•  

5 

Providing G.I Pipes specials & clamps etc including fixing cutting 
and fitting complete with and i/c the cost of breaking through walls 
and roof .making good etc . Painting two coats after cleaning the 
pipe etc. with white zink paint with pigment to match the colour of 
the building and testing with water to a pressure head of 200 fef... 
and handlin,g. ( S.I.N0.1 .P.N0.12 ) 

10 (iii) 	1" dia G.I Pipe 128.55 Rft: 1266Aft 

le (i) 	1/2" dia G.I Pipe 73.21 Rft: 7 32/... 
15 (ii) 	3/4" dia G.1 Pipe 95.79 Rft: 1437/- 

6 

P/L UPVC pipes of "Class B" fixing in tranch i/c cutting, fitting and 
jointing with solvent cement i/c testing with water to head of 61 
meters or 200 ft 

6.0 (a) 3" Dia 90.00 ' 	P.Ilft , 
540/- 

6 .0 (b) 4" Dia 136.00 P.Rft il 16/4* 

P/L UPVC pipes of "Class B" fixing in tranch i/c cutting, fitting and 
jointing with solvent cement i/c testing with water to head of 122 
meters or 400 ft 

vay. 10 7 WO' (a) 1" Dla 27.00 P.Itt 
i• 15 (b) 3/4" Dia 19.00 P.Rft 

10 (C) 1/2" Dia 12.00 P. 	ft 1 20/'' 

0 2  8 348.92 Supplying & fixing in position brass bib cock b. 3/4" dia brass b; 
cock. Standard pattern ( S.I.N0.1 P.N0.16 ) 

Each 
.i 

6911/• 

9  0  2 Providing & fixing bal valve (with unsoldered copper ball ) made to 
B.B S. 1212 ( S.I.N0.6 .P.NO. 18) (iii 	3/4" dia  

290.84 E'aCh 582/' 

10 01 

Supplying & Fixing Fiber Glass Tahk of approved quality and 
design and Wall thickness as soecified i/c cost of nuts bolts and 
fixing in plate form Of cement concrete 1:3:6 and making 
connection's for in-let out & over flow inlet .putiet flow pipes etc 
complete ( S.I.NO .3. P.N0.16 ) (a) 250 Galion thickness 3.5 mm 

21989.6 Each 21»0x• 

11 01 

SupplYing and fixing apprOved qui3lity Electric A.C. Motor pumping 
set (Javed Engineering made) 1-1/4"x1" section and delievery with 
base plate and compiling one horse power single phase motor 
(siemens make) 60' feet head of 2800 RPM including the cost of 
nuts and bolts c.c. (1:2:4) Elect: Motor 

12500 P.No 12500/* 

12 

Providing and Installation of Hand pump 1-1/4" G.I pipe and colr 
syainer with wooden shap including cost of 4" feet above ground 
level embded in C.0 (1:2:4) with iron handle and required same 
shape with acc and fixing etc complete. 

10 (a) Filter pipe 120 Rft: IMO.. 

45 (b) G.I pipe 110 Rft: 49 50/• 
91 (c) H.P Machine 2500 P.NO 2500 kb 

TOTAL Ras- 65,182/.. 



NIT. No:TC/ G55/ 
Dated: 

BIDDING DATA 

(This section should be filled in by the Engineer/Procuring Agency before issuance 
of the Bidding Documents). 

(a). Name of Procuring Agency:- Executive Engineer (Education Works)  
Division Shikarpur.  

PROVINCIAL ADP SCHEMES(2-16-17) 

(b). Brief Description of Works:- ADP NO:223-UP-GRADATION OF PRIMARY SCHOOL 
TO MIDDLE SCHOOL AT LARKANA DIVISION(4-UNITS) 
1 GBPS Mugheem Khan Jafferi 

(c).Procuring Agency's address:-Executive Engineer (Education Works) Division Shikarpur 
Near GBHS No II Shikarpur. 

(d). Estimated Cost:- 	8.00 ( Millions).  

(e). Amount of Bid Security:- 	 5% 	(Fill in lump sum 
amount or in % age of bid amount /estimated cost. 

(f).Period of Bid Validity (days):- 60 Days  (Not more than sixty days). 

(g).Security Deposit:-(including bid security):- 	 10%  
(in % age of bid amount /estimated cost equal to 10%) 

(h). Percentage, if any, to be deducted from bills:- 	7.50% Income tax  

(i). Deadline for Submission of Bids along with time :- As Per NIT  

(j). Venue, Time, and Date of Bid Opening:- Near GBHS II (Shikarpur As Per NIT).  

(k). Time for Completion from written order of commence: - 	15 Months  

(L).Liquidity damages:- 	-NIL- 	(0.05 of Estimated Cost or Bid cost 
per day of delay, but total not exceeding 10%). 

(m). Deposit Receipt No: 

Bank 

(n). D.R.NO: 	  

Date: 
	

Amount:Rs: 

DATED: 	A mount 3000/-(Rupees:Th e l'housand only 

(o). Tender issued to Mr. / M/s vt: Contractor. 

XECUTIVE ENGINEER 

I\  TION WORKS DIVISION 
SHIKAIRITIZ 



N; ME OF WORK:-UPGRADATION OF PRIMARY SCHOOLS TO MIDDLE SCHOOLS  

AT LARKANA DIVISION 2016 - 2017 PROGRAM ADP NO. 223 
AT GBPS MUGHEEM KHAN JAFFERY TALUKA & DISTRICT SHIKARPUR  

FIT \I 01 NNORK. QUANTITY. ItAl I.: UNIT AMOUNT. 

1 Excavation in foundation of building bridges and other structure I/c dagbelling 
dressing around the structure including degbelling dressing refilling around the 
structure with excavated earth watering ramming earth lead upto one chain 
and lift upto 5' feet (S.I.NO: 18"b",P,NO: 4). 

7778 	3176.25 %o cft 	24705 

Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio (1:5:10) in cement 

sand mortar.(S.1.NO: 4"c" P.No: 15). 

2855 	8694.95 %o cft 	248241 

Pacca brick work in foundation of building and plinth in ratio( 1.6) in cement 
sand mortar(S.I.N0:4,P.NO:21). 

6182 	11948.36 % Cft. 	738648 

R.C.C. work in roof slab beams rafts lintels and other structural members laid 
in sittu or precast laid in position complete in all respect cemen concrete (1.2.4) 
(S.I.NO: 6(1) P.NO: 17). 

1635 	337 	P.sft. 	550995 

Fabrication of mild steel reinforcement for cement concrete work I/c cutting 
pending and laying in positionm including the cost of steel binding wire also 
removal from rust from bars. (S.I.NO: 8 P.NO: 17 ). 

72.991 	5001.70 P.cwt. 	365079 

6 Filling watering ramming earth in floor with surplus earth excavated from 
foundation lead upto one chain and lift upto 5' feet.( S.I.N0;21,P.N0;4). 

2464 	1512.50 %0 Cft. 	3727 

Filling watering ramming earth under floor with new earth excavated 
from out side lead upto one chain and lift upto 5' feet.(S.I.N0:22.P.NO: 4). 

3043 	3630.00 %0 Cft. 	11046 
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Suppying and filling sand under floor with plugging in welles (S.I.NO: 29,P.NO: 26). 

1276 	1141.25 %0 Cft. 	14562 

Extra lead 2 Miles. 

4319 	502.65 % Cft. 	21709 

10 Pacca brick work in ground floor with (1:6) ratio in cement sand mortar 
(S.I.NO: 4,P.NO: 21). 

5169 	12674.36 % Cft. 	655138 

11 Supplying and fixing iron Girders at site of work. 

68.821 	3850/- P.cwt. 	264961 

1:' Supplying and fixing iron tears at site of work. 

68.471 	3575/- P.cwt. 	244784 

13 Errection rolled steel beams or old rails. 

137.292 186/34 P.cwt. 	25583 

14 Second class tiles roofing consisting of 4" earth 1" mud plaster with gobri leeping 
over 1/2" thick cement plaster (1: 6 ) with 34 lbs of hot bitumen coating sand blinded 

provided over one layer of 12"x6"x2" tiles laid in 1.6 cement mortar I/C (1.2) cement 
pointing under neath of tiles Completed including curig etc 
(S.I.NO: 2,P.NO: 33). 

3680 	7607/25 % sft. 	279947 

15 Providing and laying single layer of polythin sheet of 0.13 mm thick for 
water proofing as per instruction given by Engineer incharge. 

3680 	10.70 P.sft. 	 39376 

1„ First class deodar wood wrought joinary in doors and windows etc fixed in 
position I/c chowkats, hold fasts, hinges, iorn towers bolts nuts and cleats 
with hocks etc deodar wood 1-3/4" thick.( S.I.NO: 7 P.NO: 58 ). 

583 	1273.76 P.sft. 	742602 

1 ,' Providing and fixing Deodai Almirah 9-"12" depth including boxing with 
back shelves shutters fittingis complete. (S.I.No. 23 P.No. 61) 

94.5 	1748 	P.sft. 	165186 
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18 Supplyung & fixing in position iron/steel grill of 3/4"x1/4" size flat iron of approved 

design including Painting 3 coats ect complete (Weight not to be less then 3.7 
lbs/sq.feet of finished Grill S.I No: 26 P.N 93 

206 	180/50 P.sft 	 37193 

10 Steel Grill Door with angle iron from (S.I 31p). 

101.5 	231.6 	P.sft. 	 23507 

20 Pacca brick work other than Building (1:6) 

2700 	12346.65 %Cft 	 333360 

21  Cement plaster ratio ( 1: 6) in cement sand mortar 1/2" thikc. 

13701 	2206/60 %sft. 	 302326 

22 Cement plaster ( 1:4 ) upto 20' height 3/8 " thick in cement sand mortar. 
( S.I.NO: 11 a,P.NO: 52). 

13701 	2197/52 %Sft. 	301082 

23 Cement pointing ( 1: 2) ratio including striking joints on walls.(S.I.NO: 19 a,P.NO: 53). 

5498 	1287/44 %Sft. 	 70783 

2 t Errection and removal of centering for R.C.0 or plain cement concrete work of deodar wood 
(2nd: class) (S.I No:19 (b) (ii) P.No:18) 

600 	3127.41 %Sft. 	 18764 

25 Making & fixing steel grated doors with 1/16" thick sheeting including angle iron frame 
2"x2"x3/8" and 3/4" square bars at 4" centre to centre with locking arrangement. 
(S.I.N0.24 P. NO.92) 

60 	726.72 P.Sft 
	

43603 

26 Supplying and fixing broken glasses on courtyard walls including 1:3:6 cement 
concrete coping. 

600 	70.44 P.Sft 	 42264 
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27 Providing and laying cement concrete topping ratio ( 1: 2: 4 )1/c surface 

and dividing into pannels. ( S.I.NO: 10 d,P.NO: 42). 

( A ) 3" THICK.  
1216 	4411/82 %Sft. 	53641 

( B ) 2" THICK. 
52 	3275/50 %Sft. 	 1703 

2.; Cement concret plain including placing compecting , finishing & curing, 
complete (I/c screening & washing of stone aggregate without shuttering 
(S.No: 5 (a) P.No: 16) 

477 	14429.25 %Cft. 	 68828 

2q Laying floor of approved with glazed tile 1/4"thick in white cement 1:2 
over 3/4"thick cement mortarl:2 complete (S.I No: 24 P No:43 

123 	27678/86 %Sft 	34045 

30 White glazed tiles 1/4" thick dado jointed in cement and laid over (1:2) 
cement sand mortar 3/4" thick including finishing.(S.I.N0:38.P.N0:45) 

389 	28253.61 %Sft 	109907 

31 Providing & Lying floor of Verona marble tiles of size 12"x12"x3/4" fine dressed 
on the surface without winding set in white cement laid over 3/4" thick bed of 
1:2 grey cement mortar setting the tiles with grey cement slurry jointing and 
washing the tiles with slurry of white cement and pigment to match the colour 
of tiles including curing grinding, rubbing and chemeical polishing etc complete 
i.c cutting tiles to proper profile (R 	A) 

1540 	307 P.Sft. 472780 

32 Making notice board made with cement ratio ( 1: 2 ).(S.I.N0:1,P.N0.95). 

160 	58/11 P.sft. 9298 

3"; Fixing Water Spouts or Parnal (S.I.No:37 P. No:38) 

8 	 211/75 P.Each 1694 

34 White wash Three Coats.(S.I.N0:26,"C" P.NO:54) 

3102 	829/95 %Sft 25745 

35 Priming coat of chalk under distempering.(S.I.N0:23,P.N0:54) 

12811 	442/75 	%Sft 	56721 
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36 Distempering Three coats (S.I.N0:24 , P.NO:54) 

12811 	1079/65 	%Sft 	138314 

37 Colour washing Two coats(S.I.N0:25, P.NO:54) 

5498 	859.90 P.cwt. 	47277 

38 Preparing surface painting to doors and windows any type including edges 
(Three coats) new surface (S.I.NO:5-c P.NO: 70 ) 

1355 	2116/41 	%Sft 	28677 

39 Preparing surface painting to guard bars of iron gates railling I/c standard 
braces open work three new surface.(S.I.N0:5,d,P.NO. 70). 

3618 	1270/83 	%Sft 	45979 

G.Total 	6663780 
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PART (B) WATER SUPPLY & SANITARY FITTINGS  

S.No: Qty: Description Rate Unit Amount 

1  04 

Providing & fixing squating type white glazed of flushine cistern 

fitting & flush pipe with bend and making requiste numbers of 

holes in wall plinth & floor for pipe connetions & making good in 

cement 12.4 	13 (1)1.N.0 of not less 19" clear opening between 

flushing rims and 3 gallon flushing tank with "4 C I trape & C I 

Thumble. (S.I.NO 1.P_NO.1) 

4802.60 Each 19 2 10/.. 

2 40 
Providing and fixing 4" dia C.1 soil & vent pipes including Cutting 

and fitting and extra painting to match the colour of bvilding.( 

S.I.N0.1 .P,N0.8 ) 

333.29 Each 1 3 a32/- 

3  
04 

Providing & fixing 4"x4"x4" dia C.I branch of the required degree 

with access doors, rubber washer 1/8" thick and builts & nuts and 
extra painting to match the colour of the building.( 
S I.N0.5.P.NO 8 ) 

270.60 Each 106 

4  
1  2 

Providing asbestos pipe with collar (Dadex or equivalent) i/c 

digging the trenche to required deoth and fixing to position and 
joining with rubber rings including testing to water pressure head 
of 200 feet S.I No:3 P.No:21 (b) 4" dia Asbestos pipe 

188.44 Rh: 226 1/- 

5 

Providing G.1 Pipes specials & clamps etc including fixing cutting 

and fitting complete with and i/c the cost of breaking through walls 

and roof .making good etc 	Painting two coats after cleaning the 
pipe etc. with white zink paint with pigment to match the colour of 

the building and testing with water to a pressure head of 200 fee.. 

and handling 	( S.I.N0.1 	P NO.12 ) . 

15 (iii) 	1" dia G I Pipe 128.55 Rft. 19 26/- 

m (i) 1/2" dia G.I Pipe 73_21 Rft.  144 4/- 

1) (ii) 3/4" dia G.I Pipe 95.79 Rft: 287 4/- 

6 

P/L UPVC pipes of "Class B" fixing in tranch i/c cutting, fitting and 
jointing with solvent cement i/c testing with water to head of 61 
meters or 200 ft 

900/— 10 (a) 3" Dia 90.00 ..P.Rft 

',I) (b) 4" Dia 136.00 P.Rft n api" 

7 

P/L UPVC pipes of "Class B" fixing in tranch i/c cutting, fitting and 
jointing with solvent cement i/c testing with water to head of 122 
meters or 400 ft 

270/- 10 (a) 1" Dia 27.00 P.Rft 

a) (b) 3/4" Dia 19.00 P.Rft 380/ 
30 (c) 1/2" Dia 12 00 P.Rft 360/- 

8  
0 c  

•• 
Supplying & fixing in position brass bib cock b. 	3/4" dia brass b. 
cock. Standard pattern ( S I NO 1 P.N0.16 ) 

348.92 Each 17 45/ 
9 0 1 Providing & fixing bat valve (with unsoldered copper ball ) made to 

B.B S 	12121 S.I.NO 6 	P NO 	18) fii) 	3/4" dia 	- 
290 84 Each 29 1/ 

10 0 1 

Supplying & Fixing Fiber Glass Tank of approved quality and 
design and wall thickness as soecified i/c cost of nuts bolts and 
fixing in plate form of cement concrete 1:3:6 and making 
connections for in-let out & over flow inlet .putlet flow pipes etc 
complete ( S.I NO 3. P NO.18 ) (a) 250 Gallon thickness 3.5 mm 

21989.6 'Each 21"' 90/-- 

11 0 1 
Supplying and fixing approved quality Electric A C.,motor pumping 
set (Javed Engineering made) 1-1/4"x1" section and delievery with 
base plate and compiling one horse power single phase motor 
(siemens make) 60' feet head of 2800 RPM including the cost of 
nuts and bolts c c. (1:2:4) Elect. Motor 

12500 P.No 
1 250 Ok• 

12 

Providing and Installation of Hand pump 1-1/4" G.1 pipe and colr 
syainer with wooden shap including cost of 4" feet above ground 
level embded in C.0 (1:2:4) with iron handle and required same 
shape with acc and fixing etc complete. 

10 (a) Filter pipe 120 Rft: 1 2C,  0/- 

50 (b) al pipe 110 . 	Rft: 5500/-- 
0 1 (c) H.P Machine 2500 P.NO 2500/— 



13 0 2 

Providing and fixing 22"16" lavetory basin in white glazed earthen 

ware complete with & i/c the cost of VV I or C.I cantilever brackets 

6 inch built into wall. Painted while in two coatc after a primary 

coat of red lead paint a pair of 1/2 dia chrome plated oilier traps 1-

1/2" dia rubber plug chrome brass waste of approved pattern 1- 

1/4" dia malloable iron cp union making and traps, malloable iron 

or brass requisite number of holes in wall plinth & floor for pipe  

connection and making good in cement concrete 1.2:4 (Standard 

Pattern 1S I No 13 P No.3 

4694.8 Each 9 390/- 

14 0 2 
Add extra for labour for oroviding & fixing of earth ware pedestal 
white or coloured glazed (standard pattern) 	 S.1 No:9 
P.No 3 

938.47 

. 

Each 187 7/— 
. . 

15 C 2 Supplying & fixing swan type oilier cock of superior quality single 
c.p head 1/2" dia S.I No:18 P.No:16 

795.30 Each 159 'V 
4...... 

16 0  4  
Supplying & fixing bath room assessoeies (7 pieces) i/c towel rod. 
brush holder,soap tray,shelf of approved quality and design etc 
complete S.1 No:24 P.No:16 

8122.4 Each 16 245/•• 

17  0 3 

Construction manhole or inspection chamber for the required dia 

of circular sewer and 3"x6" (1067mm) dept with walls of B.B in 

cement mortor 1:3 cement plastered 1:3,1/2" thick inside of walls 
and 1" (25mm) thick over benching and channel i/c fixing C.I 

manhole cover with frame of clear opening 1-1/2"x1-1/2" 

(457x457m of 1.75Cwt. (88.9 kg.) embedded in plain C.0 1:2:4 

and fixing 1" (25mm) dia M.S steps 6" (150mm) wide projecting 4" 
(102mm) from the face of yell at 12"(305mm) C/C duly painted etc 

complete as per speficication and drawing No.D/I of Public Health 

Circule„Sou.thern zone S I No. 1 P.No:39 

14748 

.. 	'' 

Each 

, 

,.. 	„ 

44244/ 

18 'too 

Providing R.C.C.pipe with collars class"B" and digging the trenche 

to required depth and fixing in position including cutting fitting ar -1 

joining with maxphart composition & cement mortor 1:1 and testing 

with water pressure to a head of 4 feet above the top of the 

highest pipe & refiling with exeavated staff (S,1 NO .2 P.NO.21) (c) 

6" dia R C C pipe class "B" 

. 
199.25 Rft: 199 25/— 

19 
92 Providing & fixing 4" dia C.1 Terminal guardincludrng extra painting 

to match the colour of the building S.I No:10 P No:9. 
389.70 Each 77q/." 

20 0 2 
Providing & fixing in position nyloon connections complete with 
1/2" dia brass stop cock with pair of brass nuts and lining joints to 
nyloon coonections S.I No:23 P.No:6 

447 15 Each 89 4/— 

21' • 0 2 
Providing & fixing 15"x12" beveled edge mirror of belgium glass 
complete with 1/8" thick hard board and C.P serews fixed to 
wooden pleat S.I No:3 P.No.7 a) standard pattern 

1161.6 Each 232 3/•"' 

TOTAL RS: 189.-775k- 

EXECUTIVE ENGINEER 

Amount Total (CSR) 
	

DUCATION WORKS DIVISION 

Part "A" 	 % Above / Below 	 SHIKARPUR 

Part "B" 	 % Above / Below 	  

CONTRACTOR 



NIT. No:TC/ G55/ 
Dated: 

BIDDING DATA 

(This section should be filled in by the Engineer/Procuring Agency before issuance 
of the Bidding Documents) 

(a). Name of Procuring Agency - Executive Engineer (Education Works) 
Division Shikarpur.  

PROVINCIAL ADP SCHEMES(2-16-17) 
(b). Brief Description of Works:- ADP NO 223-UP-GRADATION OF PRIMARY SCHOOL 

TO MIDDLE SCHOOL AT LARKANA DIVISION(4-UNITS) 
1 GBPS K.B Allah Bux Soomro 

(c).Procuring Agency's address:-Executive Engineer (Education Works) Division Shikarpur 
Near GBHS No II Shikarpur. 

(d). Estimated Cost:-_ 	8 00 ( Millions). 

(e). Amount of Bid Security:- 	5% 	 (Fill in lump sum 
amount or in % age of bid amount /estimated cost. 

(f).Period of Bid Validity (days):- 60 Days (Not more than sixty days). 

(g).Security Deposit:-(including bid security)  -  	 10%  
(in % age of bid amount /estimated cost equal to 10%) 

(h). Percentage, if any, to be deducted from bills:- 	7.50% Income tax  

(i). Deadline for Submission of Bids along with time :- As Per NIT  

(j). Venue, Time, and Date of Bid Opening:- Near GBHS II (Shikarpur As Per NIT).  

(k). Time for Completion from written order of commence: - 	15 Months  

(L).Liquidity damages:- 	-NIL- 	(0.05 of Estimated Cost or Bid cost 
per day of delay. but total not exceeding 10%). 

(n). Deposit Receipt   Date: 	 Anu►unt:Rs: 

Bank 

(n). D.R.NO: 	 DATED:   	Amount 3000/-(Rupees:T ree Thousand only 

(o) Tender issued to Mr. / M/s 	 ovt: Contractor. 

4. 

EXECUTIVE ENGINEER 
ATION WORKS DIVISION 

SIIIKARPUR 



	 IVIE OF WORK:-UPGRADATION OF PRIMARY SCHOOLS TO MIDDLE SCHOOLS  

AT LARKANA DIVISION 2016 - 2017 PROGRAM ADP NO. 223 
AT GBPS K.B ALLAH BUX SOOMRO TALUKA KHANPUR DISTRICT SHIKARPUR  

N 
NO: 

ITEM OF WORK. QEANTITY. RATE UNIT AN1OUNT. 

1 Excavation in foundation of building bridges and other structure I/c dagbelling 
dressing around the structure including degbelling dressing refilling around the 
structure with excavated earth watering ramming earth lead upto one chain 
and lift upto 5' feet (S.I.NO: 18"b",P,NO: 4). 

7778 	3176.25 %o cft 	24705 

Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio (1:5:10) in cement 
sand mortar.(S.I.NO: 4"c" P. No: 15). 

2855 	8694.95 0/00 cft 	248241 

3 Pacca brick work in foundation of building and plinth in ratio( 1.6) in cement 
sand mortar.(S.I.N0:4,P.N0:21). 

6182 	11948.36 % Cft. 	738648 

4 R.C.C. work in roof slab beams rafts lintels and other structural members laid 
in sittu or precast laid in position complete in all respect cemen concrete (1.2.4) 
(S.I.NO: 6(1) P.NO: 17). 

1635 	337 	P.sft. 	550995 

5 Fabrication of mild steel reinforcement for cement concrete work I/c cutting 
bending and laying in positionm including the cost of steel binding wire also 
removal from rust from bars. (S.I.NO: 8 P.NO: 17 ). 

72.991 	5001.70 P.cwt. 	365079 

6 Filling watering ramming earth in floor with surplus earth excavated from 
foundation lead upto one chain and lift upto 5' feet.( S.I.N0;21,P.N0;4). 

2464 	1512.50 %0 Cft. 	3727 

7 Filling watering ramming earth under floor with new earth excavated 

from out side lead upto one chain and lift upto 5' feet.(S.I.N0:22.P.NO: 4). 

3043 	3630.00 %0 Cft. 	11046 
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b Suppying and filling sand under floor with plugging in welles (S.I.NO: 29,P.NO: 26). 

1276 	1141.25 %0 Cft. 	14562 

9 Extra lead 2 Miles. 

4319 	502.65 % Cft. 	21709 

10 Pacca brick work in ground floor with (1:6) ratio in cement sand mortar 
(S.I.NO: 4.P.NO: 21). 

5169 12674.36 % Cft. 655138 

11 Supplying and fixing iron Girders at site of work. 

68.821 3850/- P.cwt. 264961 
12 Supplying and fixing iron tears at site of work. 

68.471 3575/- P.cwt. 244784 

13 Errection rolled steel beams or old rails. 

137.292 186/34 P.cwt. 25583 

14 Second class tiles roofing consisting of 4" earth 1" mud plaster with gobri leeping 
over 1/2" thick cement plaster (1: 6 ) with 34 lbs of hot bitumen coating sand blinded 

provided over one layer Of 12"x6"x2" tiles laid in 1.6 cement mortar I/C (1.2) cement 
pointing under neath of tiles Completed including curig etc 
(S.I.NO: 2,P.NO: 33). 

3680 	7607/25 % sft. 	279947 

15 Providing and laying single layer of polythin sheet of 0.13 mm thick for 
water proofing as per instruction given by Engineer incharge. 

3680 	10.70 P.sft. 	 39376 

16 First class deodar wood wrought joinary in doors and windows etc fixed in 
position I/c chowkats, hold fasts, hinges, iorn towers bolts nuts and cleats 
with hocks etc deodar wood 1-3/4" thick.( S.I.NO: 7 P.NO: 58 ). 

583 	1273.76 P.sft. 	742602 

17 Providing and fixing Deodai Almirah 9-"12" depth including boxing with 
back shelves shutters fittingis complete. (S.I.No. 23 P.No. 61) 

94.5 	1748 	P.sft. 	165186 
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18 Supplyung & fixing in position iron/steel grill of 3/4"x1/4" size flat iron of approved 
design including Painting 3 coats ect complete (Weight not to be less then 3.7 
lbs/sq.feet of finished Grill S.I No: 26 P.N 93 

206 	180/50 P.sft 	 37193 

19 Steel Grill Door with angle iron from (S.I 31p). 

101.5 	231.6 	P.sft. 	 23507 

20 Pacca brick work other than Building (1:6) 

2700 	12346.65 %Cft 	 333360 

21 Cement plaster ratio ( 1: 6 ) in cement sand mortar 1/2" thikc. 

13701 	2206/60 %sft. 	 302326 

22 Cement plaster ( 1:4 ) upto 20' height 3/8 " thick in cement sand mortar. 
( S.I.NO: 11 a,P.NO: 52). 

13701 	2197/52 %Sft. 	301082 

2', Cement pointing ( 1: 2) ratio including striking joints on walls.(S.I.NO: 19 a,P.NO: 53). 

5498 	1287/44 %Sft. 	 70783 

24 Errection and removal of centering for R.C.0 or plain cement concrete work of deodar wood 
(2nd: class) (S.I No:19 (b) (ii) P.No:18) 

600 	3127.41 %Sft. 	 18764 

25 Making & fixing steel grated doors with 1/16" thick sheeting including angle iron frame 
2"x2"x3/8" and 3/4" square bars at 4" centre to centre with locking arrangement. 
(S.I.N0.24 P. NO.92) 

60 	 726.72 P.Sft 
	

43603 

26 Supplying and fixing broken glasses on courtyard walls including 1:3:6 cement 
concrete coping. 

600 	70.44 P.Sft 	 42264 
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27 Providing and laying cement concrete topping ratio ( 1: 2: 4 )1/c surface 
and dividing into pannels. ( S.I.NO: 10 d,P.NO: 42). 
( A ) 3" THICK.  

1216 	4411/82 % Sft. 	53641 
( B ) 2" THICK. 

52 	3275/50 %Sft. 	 1703 

26 Cement concret plain including placing compecting , finishing & curing. 
complete (I/c screening & washing of stone aggregate without shuttering 
(S.No: 5 (a) P.No: 16) 

477 	14429.25 %Cft. 	 68828 

29 Laying floor of approved with glazed tile 1/4"thick in white cement 1:2 
over 3/4"thick cement mortar1:2 complete (S.I No: 24 P No:43 

Pagel,P 	27678/86 %Sft 	34045 

30 White glazed tiles 1/4" thick dado jointed in cement and laid over (1:2) 
cement sand mortar 3/4" thick including finishing.(S.I.N0:38,P.N0:45) 

389 	28253.61 %Sft 	109907 

31 Providing & Lying floor of Verona marble tiles of size 12"x12"x3/4" fine dressed 
on the surface without winding set in white cement laid over 3/4" thick bed of 
1:2 grey cement mortar setting the tiles with grey cement slurry jointing and 
washing the tiles with slurry of white cement and pigment to match the colour 
of tiles including curing grinding, rubbing and chemeical polishing etc complete 
i.c cutting tiles to proper profile (R 	A) 

1540 	307 P.Sft. 472780 

32 Making notice board made with cement ratio ( 1: 2 ).(S.I.N0:1,P.N0.95). 

160 	58/11 P.sft. 9298 

33 Fixing Water Spouts or Parnal (S.I.No:37 P. No:38) 

8 	 211/75 P.Each 1694 

34 White wash Three Coats.(S.I.N0:26,"C" P.NO:54) 

3102 	829/95 %Sft 25745 

35 Priming coat of chalk under distempering.(S.I.N0:23,P.N0:54) 

12811 	442/75 	%Sft 	56721 
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36 Distempering Three coats (S.I.N0:24 , P.NO:54) 

12811 	1079/65 	%Sft 	138314 

37 Colour washing Two coats(SINO:25, P.NO:54) 

5498 	859.90 P.cwt. 	47277 

38 Preparing surface painting to doors and windows any type including edges 
{Three coats) new surface (S.I.N0:5-c P.NO: 70 ) 

1355 	2116/41 	%Sft 	28677 

39 Preparing surface painting to guard bars of iron gates railling 1/c standard 
braces open work three new surface.(SINO:5,d,P.NO. 70). 

3618 	1270/83 	%Sft 	45979 

G.Total 	6663780 



PART (B) WATER SUPPLY & SANITARY FITTINGS  

! 
S.No: Qty: Description Rate Unit Amount 

1 04 

Providing & fixing squating type white glazed of flushine cistern 

fitting & flush pipe with bend and making requiste numbers of 

holes in wall plinth & floor for pipe connetions & making good in 

cement 1:2- 4 	B,(i) VV.0 of not less 19" clear opening between 

flushing rims and 3 gallon flushing tank with "4 	C.I trape & C.I 

Thumble. (S.I.NO 1.P.NO 1) 

4802.60 Each 19 210s. 

2 40 
Providing and fixing 4" dia C.I soil & vent pipes including Cutting 
and fitting and extra painting to match the colour of biilding.( 
SI NO.1 ,P,N0,8 ) 

333.29 Each 1 3 3,32/- 

3 
04  

Providing & fixing 4"x4"x4" dia C.1 branch of the required degree 

with access doors, rubber washer 1/8" thick and builts & nuts and 
extra painting to match the colour of the building.( 
S.I.N0.5.P.NO 8 ) 

270.60 Each 10 8 2,/— 

4 1 2 
Providing asbestos pipe with collar (Dadex or equivalent) i/c 

digging the trenche to required deoth and fixing to position and 
joining  with rubber rings including testing to water pressure head 
of 200 feet S.I No:3 P.No:21 (b) 4" dia Asbestos pipe 

188.44 Rft: 226 1/— 

5 

Providing G.1 Pipes specials & claMps etc including fixing cutting  

and fitting complete with and i/c the cost of breaking through walls 

and roof .making good etc . Painting two coats after cleaning the 
pipe etc. with white zink paint with pigment to match the colour of 

the building and testing with water to a pressure head of 200 fee. 

and handling ( S.I.NO 1 	P NO.12 ) 

15 (iii) 	1" dia G.I Pipe 128.55 Rft 19 28/ 

M (i) 1/2" dia G I Pipe 73.21 Rft 146 4/- 

3) (ii) 3/4" dia GI Pipe 95.79 Rft: 287 4/— 

6 1 

P/L UPVC pipes of "Class 8" fixing in tranch i/c cutting, fitting and 
jointing with solvent cement i/c testing with water to head of 61 
meters or 200 ft 

10 (a) 3" Dia 90.00 ' .. P.Rft 900/- 

3D (b) 4" Dia 136.00 P.Rft 27 23/- 

7 

PIL UPVC pipes of "Class B" fixing in tranch i/c cutting, fitting and 
jointing with solvent cement i/c testing with water to head of 122 
meters or 400 ft 

10 (a) 1" Dia 27.00 P.Rft 270/— 
a) (b) 3/4" Dia 19.00 P.Rft 380/.. 
3) (c) 1/2" Dia  12 00 P Rft 360/•• 

8 
0 c 

0' 
Supplying & fixing in position brass bib cock b. 	3/4" dia brass b. 
cock. Standard pattern 	( S.I.N0.1 P.N0.16 ) 

348.92 Each 17 4 5/— 
9 0 1- 

Providing & fixing bal valve (with unsoldered copper ball ) made to 
B.B S 	1212 ( S.I.N0.6 .P NO 	18) (ii) 	3/4" dia 	' 

290 84 Each 29 1/— 

10 0.1 

Supplying & Fixing Fiber Glass Tank of approved quality and 
design and wall thickness as soecified i/c cost of nuts bolts and 
fixing in plate form of cement concrete 1.3:6 and making 
connections for in-let out & over flow inlet .outlet flow pipes etc 
complete ( S.I.NO .3. P.N0.18 ) (a) 250 Gallon thickness 3.5 mm 

21989.6 Each 2 1'2 90/— 

11 0 1 
Supplying and fixing approved quality Electric A.C..motor pumping 
set (Javed Engineering made) 1-1/4"x1" section and delievery with 
base plate and compiling one horse power single phase motor 
(siemens make) 60' feet head of 2800 RPM including the cost of 
nuts and bolts c.c. (1.2A) Elect. Motor 

12500 P.No 
1 250 o — 

12 

Providing and Installation of Hand pump 1-1/4" G.I pipe and colr 
syainer with wooden shag including cost of 4" feet above ground 
level embded in C.0 (1:2:4) with iron handle and required same 
shape with acc and fixing etc complete. 

10 (a) Filter pipe 120 Rft: 1 2'0/'` 

50 (b) G.I pipe 110 . 	Rfti 5500/-- 

0 1 (c) H.P Machine 2500 P.NO 2500/— 



/3  
. 

0 2 

Providing and fixing 22"16" lavetory basin in white glazed earthen 

ware complete with & i/c the cost of W.I or C.1 cantilever brackets 

6 inch built into wall. Painted while in two coatc after a primary 

coat of red lead paint a pair of 1/2 dia chrome plated oilier traps 1-

1/2" dia rubber plug chrome brass waste of approved pattern 1- 

dia malloable iron cp union making and traps, malloable iron 

or brass requisite number of holes in wall plinth & floor fOr pipe 

connection and making good in cement concrete 1.2:4 (Standard 

pattern ) S.I No:13 P.No:3 	 . 

9 390%
1/4" 

4694.8 Each 

. 	• 

14 ..0 2 
Add extra for labour for oroviding & fixing of earth ware pedestal 
white or coloured glazed (standard pattern) 	S.INo:9 
P.No:3 

938.47 Each 1877/.... 

15 C 2 Supplying & fixing swan type oilier cock of superior quality single 
c.p head 1/2" dia S.I No:18 P No:16  

795.30 Each 159 v — . 	, 

16 0 2 
Supplying & fixing bath room assessoeies (7 pieces) t/c towel rod. 
brush holder,soap tray,shelf of approved quality and design etc 
complete S.I No:24 P.No:16 	 , 

6122.4 Each 16 245/'"' 

17 0 3 

Construction manhole or inspection chamber for the required dia 

of circular sewer and 3"x6" (1067mm) dept with walls of B.B in 

cement mortor 1:3 cement plastered 1:3,1/2" thick inside of walls 
and 1" (25mm) thick over benching and channel i/c fixing C.I  

manhole cover with frame of clear opening 1-1/2"x1-1/2" 

(457x457m of 1.75Cwt. (88.9 kg.) embedded in plain C.0 1:2;4 

and fixing 1" (25mm) dia M.S steps 6" (150mm) wide projecting 4" 

(102mm) from the face of wall at 12"(305mm) C/C duly painted etc 

complete as per speficication and drawing No.D/I of Public Health 

Circule,Southern zone S.I No:1 P.No.39 

'14748 

.. 	- 

. 

Each 

. 

- 

44244/— 

18 
100 

. 

Providing R.C.C.pipe with collars class"B" and digging the trenche 

to required depth and fixing in position including cutting fitting an-1 

joining with maxphalt composition & cement mortor 1:1 and testing 

with water pressure to a head of 4 feet above the top of the  
highest pipe & refiling with exeavated staff.(S.I.NO 2 P.NO 21) (c) 

6" dia R C.0 pipe class "8" 	 . 

199.25 Rft-  199 25/ .  

19 *2 Providing & fixing 4" dia C.I Terminal guardincluding extra painting 
to match the colour of the building S I No 10 P.No:9. 

389.70 Each 771/,* 

20 0 2 
Providing & fixing in position nyloon connections complete with 
1/2" dia brass stop cock with pair of brass nuts and lining joints to 
nyloon coonections S.I No:23 P.No:6 

447.15 Each 89 4/"- 

21 ' ' • 2 
Providing & fixing 15"x12" beveled edge mirror of belgium glass 
complete with 1/8" thick hard board and C.P serews fixed to 
wooden pleat S.I No:3 P.No:7 a) standard pattern 

. 
1161.6 Each 

• 
2323/••. 

TOTAL RS: 189,37 5/— 

Amount Total (CSR) 

Part "A" 	 % Above / Below 

 

EXECUTIVE ENGINEER 

DUCATION WORKS DIVISION 

SHIKARPUR 

   

Part "B" % Above / Below 

 

   

CONTRACTOR 



NIT.No:TC/ G55/ 
Dated: 

BIDDING DATA 

(This section should be filled in by the Engineer/Procuring Agency before issuance 
of the Bidding Documents) 

(a). Name of Procuring Agency:- Executive Engineer (Education Works)  
Division Shikarpur.  

PROVINCIALADPSCHEMES(2016-17) 

(b). Brief Description of Works:-ADRNO 245-REMAINING WORK.CONSTRUCTION 
RECONSTRUCTION OF ELEMENTARY COLLEGE 
AT SHIKARPUR(01 UNIT) 
1. Elementary College Shikarpur 

(c).Procuring Agency's address:-Executive Engineer (Education Works) Division Shikarpur 
Near GBHS No. II Shikarpur 

(d). Estimated Cost:-_ 	24 600(MiIlion) 

(e). Amount of Bid Security:- 	 5% 	 (Fill in lump sum 
amount or in % age of bid amount /estimated cost. 

(f).Period of Bid Validity (days):- 60 Dam (Not more than sixty days).  

(g).Security Deposit:-(including bid security):- 	 10%  
(in % age of bid amount /estimated cost equal to 10%) 

(h). Percentage, if any, to be deducted from bills:- 	7.50% Income tax  

(i). Deadline for Submission of Bids along with time :- As Per NIT  

(j). Venue, Time, and Date of Bid Opening:- Near GBHS II (Shikarpur As Per NIT).  

(k). Time for Completion from written order of commence: - 	15 Months  

(L).Liquidity damages:- 	-NIL- 	(0.05 of Estimated Cost or Bid cost 
per day of delay. but total not exceeding 10%). 

1).1'1111): 

(o) Tender issued to Mr / M/s 

Date: 
	

Amount:Rs: 

	 Amount 3000/-(Rupees:Three Tho 	only) 

Govt: 	ntract• r 

iX*  ECUTIVE ENGINEER 
E 	ATION WORKS DIVISION 

SIIIKARPUR 

(n). Deposit Receipt No: 

Bank 

(n). D.R.NO: 



BOO-1 (i)  

;AME OF WORK:- REMAINING CONSTRUCTION/RECONSTRUTION OF ELEMENTRY 
*OLLEGE SHIKARPUR(PROGRAMME2016-17)ADPNo:TALUKA SHIKARPUR(M BUILDING)  

DESCRIPTION QNTY I RATE I UNIT I AMOUNT 

A PART-A (CIVIL WORK) 

1 
Excavation in foundation of building bridges & other structure 
with excavated lead upto one chain and lift upto 5'feet. In 
ordinary Soil. (S.I.No:18(b)-P/14) 

17529 3176.25 %Ocft 55,676 

2 
Cement Concrete brick or stone ballast 11/2" to 2' guage Ratio 
1:5:10. (S.I.No:40-P/21) 

5543 8694.95 %.Cft 481.961 

3 
Pacca brick work in Foundation and plinth in cement sand mortar 
1:6 (S.I.No:4-P/20) 

16373 11948.36 %.Sft 1,956,305 

4 

Reinforcement for cement concrete including labour and material 
except the cost of steel reinforcement and its labour for bending 
binding which will be paid seperately. This reate also includes all 
kind of forms moulds lifting shuttering curring etc compl 

14275 337 P.Cft 4,810,675 

5 

Fabrication of Tar steel reinforcement for cement concrete including 
cutting bending and laying0 position making joints and fastening 
including the cost of binding wire also includes removal of rust from 
bars. (S.I.No:8(b)-P/16) 

638.345 5001.7 P.Cwt 3.192.810 

6 Earth filling from excavation 9656 1512.5 %Ocft 14,605 

7 Earth filling from out side 5657 3630 %Ocft 20,535 

8 S/F Sand under plugging in floor 2979 1141.25 %cft 33,998 

9 Add extra lead two mile 5657 502.2 %cft 28,409 

10 
Pacca brick work in Ground:floor and plugging into walls (S.I.No:50- 
P/20) 

7796 12674.36 %.Cft 988,093 

B F.Floor 292 13112.00 %.Cft 38,287 

11 
Pacca brick work other than building i/c stricking of joints on Wall 
Ratio 1:6 (S.I.No:7-P/21) 

8909 12346.65 %.Cft 1,099,963 

12 
Cement Plaster 1:6 upto 20' height Ratio 1/2" thick (S.I.No:13(b)- 
P/51) 

58282 2206.6 %.Sft 1,286,051 

B F.Floor 	 , 807 2308.84 %.Sft 18,632 

13 
Cement Plaster 1:4 upto 20' height Ratio 3/8" thick (S.I.No:13(b)- 
P/51) 

58282 2197.52 %.Sft 1.280.759 

B F.Floor 807 2299.77 %.Sft 18,559 

14 
Cement 	Concrete 	Plain 	compacting 	finishing 	curring 	etc 	and 
washing aggregate without shuttering (S.I.No:5-P/15) 

3190 14429.25 %.Sft 460,293 



15 

16 
17 
18 
19 

20 

21 

22 

23 

24 

25 

26 

27 

28 

29 

30 

31 
32 
33 
34 

First class deodar wood wrought joinery in doors & windows etc 
complete fixed in position including chowkats holds fastes hinges 
(S.I.No:7-P/57) 

956 1273.76 P.Sft 1,217.715 

S/F M S bars for window 	',•.,, 0.232 3700 P.Cwt 858 
Cutting &fixing M S bars 10 28.23 P.No: 282 
Making Notice board made with cement. (S.I.No:1-P/89) 116 58.11 P.Sft 6,741 
P/F deodar almirah 9-12' depth 110 1748.00 P.Sft 192,280 
P/L Cement Concrete topping i/c surface finishing and dividing into 
panells Ratio 3' thick (S.I.No:160-P/41) 

32  
4411.82 %.Sft 1,412 

Ratio 2' thick 8079 3275.5 %.Sft 264,628 
Laying floor of approved white glazed tiles 1/4" thick 
dado jointed in white cement and laid over 1:2 cement 
sand morter 3/4 thick including finishing (S I No: 24 P 
No: 43) 

239 27678.86 %sft 66,152 

White glazed tiles 1/4" thick dado jointed in white 
cement and laid over 1:2 cement sand morter 3/4 thick 
including finishing (S I No: 37 P No: 45) 

855 28253.61 %sft 241.568 

Laying floor of approved colour glazed tiles 1/4" thick 
dado jointed in white cement and laid over 1:2 cement 
sand morter 3/4 thick including finishing (S I No: 24 P 
No: 43) 

3088 27747.06 %sft 856,829 

Laying floor of approved Verona Morbling tiles 3/4" thick 
jointed in white cement and laid over 1:2 cement sand 
morter 3/4 thick including finishing (R A Approved) 

3946 307 P.Sft 1,211,422 

C C Jalli 2" thick(S I No: 	P No: 	) 40 226.02 P.Sft 9,041 

S/F iron steel grill 1/4"x3#4" size flate iron of approved design 
including painting 3 coats etc complete (S.I.No:26-P/92) 

528 180.5 P.Sft 95,304 

Making and fixing steel grill 1 /4 x3/4 flat don of approve design 
including paiting three coats etc let not to be less than 	(SIN 26 
p/92) 

207 231.60 P.Sft 47,941 

M/F steel grated door with 1-1/16" thick with locking arrangement 
(R.A) 

83  
942.06 P.Sft 78.191 

P/F collapsible door (S I Nov32 P No:94) 96 387.04 P.Sft 37,156 
Supplying & Fixing broken glasses on courtyard wall including 1:3:6 
cement concrete cooping (S I No:61 P No:105) 

2280 70.44 P.Sft 160,603 

White wash Three coats (S.I.No:260-P/53) 6494 829.95 %.Sft 53,897 
Primary coat of chalk under distempering (S.I.No:23-P/57) 56864 442.75 %.Sft 251,765 
Distempering Three coats (S.I.No:240-P/53) 56864 1079.65 %.Sft 613,932 
Painting doors and windows any type (S.I.No:50-P/69) 2132 2116.61 %.Sft 45,126 
Colour wash three coats 	' 900 859.9 %.Sft 7.739 

cl . 
TOTAL 21,246,195 



Bidding 1 a 

WATER SUPPLY & SANITARY WORK 
GOVT. ELEMENTARY COLLEGE SHIKARPUR 

,. 	PART- B : PLUMBING WORKS 
. 

6.0 

Providing and fixing squarting type white glazed flushine cistern with 
internal 	fittings and flush 	pipe with 	bend 	and 	making 	requisite 
numbers of holes in wall plinth and floor for pipe connection and 
making good in cement concrete 1:2:4 

B. WC pan of not less than 19' clear opening between flusing rims 
and 3 gallons flushing tank with 4' dia CI trap and CI thumble. 5,486.80 Each 32920.8 

2 Providing R.G.0 pipe with collars slass '13" and digging the trenches 
to required 	depth 	& fixing inposition including cutting , 	fitting & 
jointing with maxphalt composition & cement mortor 1: 1 and testing 
with water pressure jto a head of 4 feet a bove the top of the heghest 
pipe & refilling with excavated staff. 

- i). 4" dia pipe 146.57 P/Rft 
. ii). 6' dia pipe 199.25 P/Rft 

3 

3.0 

Providing & fixing flat back lipped from urinal basin (of not less than 
17' in height) of white glazed earthen ware complete with & i/c the 
cost of 1 gallon C.I automatic flushing cistern standard flush pipe with 
fitting standard waste pipe (Enamelled iron) connection complete and 
making requiiite number of holes in walls plinth and floor for pipe 
connection and making good in cement concrete 1:2:4 (foreign or 
equivalant). S.I.No. 7 P.No. 3 

4,440.70 Each 13322 

4 

2.0 

Providing and fixing European white glazed earthen ware wash down 
w.c pan complete with and i/c the cost of white / black plastic seat 
(Best quality)'and lid with C.P brass hineges and buffers, 3 gallons 
white glazed earthen earthen ware low level foushing cistern with 
siphon fitting 1-1/2" dia white porcelain enamelled flush bend 3/4' dia 
white porcelain enamelled flush bend 3/4' dia and making requisite 
number of holes in walls, plinth and floor for pipe connections and 
making good in cement concerete 1:2:4 (foreign quality). S.I.No 	5 
P.No. 2 

11,477.40 Each 22955 

3 Providing Laying UPVC pipes of Class 'El' fixing in trench iic cutting, 
fitting and jointing with solvent cement i/c testing with water to a head 
of 61 meter or 200 ft. S.I.No. 2 P.No. 23 P H.D 

80 mm (3'dia) 90.00 P/Rft 
100 mm (4'dia) 136.00 P/Rft 
125 mm (5'dia) 185.00 P/Rft 

200.0 150 mm (6"dia) 259.00 P/Rft 51800 
6 Providing GI pipes specials and clamps etc including fixing cutting 

and fittings cdtriplete with and i/c the cost of breaking through walls 
and roof making good etc painting two coats after cleaning the pipe 
etc with white"zink paint with pigment to match t 

30.0 i). 1/2' dia pipe 73.21 P/Rft 2196 
40.0 ii). 3/4' dia pipe 95.79 P/Rft 3832 
10,0 ii). 1" dia pipe 128.55 P/Rft 1286 
. ii). 1-1/4' dia pipe 153.19 P/Rft 



Bidding 1 a 

7 Providing Laying UPVC pipes of Class "D" fixing in trench i/c cutting, 
fitting and jointing with solvent cement i/c testing with water to a head 
of 122 meter dr 400 ft. S.I. No. 6 P.No. 24 P.H.D 

40.0 13 mm (1/2" dia) 12.00 P/Rft 480 

50.0 19 mm (3/4°  dia) 19.00 P/Rft 950 

10.0 25 mm (1' dia) 27.00 P/Rft 270 
26 mm (1 1/4" dia) 33.00 PIRft 
Providing and fixing handle valve (china) 

i). 1/2" dia 200.42 Each 
2.0 ii). 3/4' dia 	", 271.92 Each 544 

9 6.0 Supplying and fixing in position stop bib cocks with c.p head 889.46 Each 5337 

10 1.0 Supplying and fixing in position long bib cocks with c.p head 1109.46 Each 1109 

11 
3.0 

Supplying and fixing in position brass bib cocks 3/4" dia standard 
pattern S.I.No. 1 P.No. 16 348.92 Each 1047 

12 
4.0 to 

Providing and fixing baal valve (with unsoldered copper ball ) made 
BBS 1212 (S.I.No. 6 P.No. 18 II 3/4' dia 

13 2.0 Supplying & fixing Bath room accessories set (7 pieces 1/c towel rod, 
brush hloder, soap tray, shelf of approved quality and design etc 
complete. 

8122.4 Each 16245 

14 4.0 

- 
Providing & fixing In position nyloon connections complete with 1/2" 
dia, brass stop cock with pair of brass nuts and lining joints to nyloon 
connection. 

447.15 Each 1789 

15 4.0 Providing & fixing 22° x 16" lavatory basin in white glazed earthen 
ware completravith & 1/c the cost of W.I or C.I cantilever brackets 6 
inches built into walls, painted white in two coats after a primary coat 
of red lead paint a pair of 1/2" dia rubber plug & chrome plated brass 
chain 1-1/4" dia, malloable iron or brass unions and making requisite 
number of holes in walls , plinth & floor for Pipe connections and 
making good in cement concrete 1: 2: 4 (Foreign or Equivalant). 

4694.8 Each 18779 

16 0 
Add extra for labour for providing & fixing of earthen ware pedestal 
white or coloured glazed (standard pattern..) S.I.No. 9 P.No. 3 

938.47 Each 3754 

17 2 o Providing & Wong b x 2' or b 	x .3' C..I floor trap of the approved self
,• 

cleaning deSign with a C.I scrrewed down gratting with or without a 
vent arm complete with & 1/c making requisite number of holes in 
walls, plinth & floor for Pipe connections & making good cement 
concrete 1.2.4 

 2,024.43 Each 4049 

18 

2.0 

Providing and fixing C.I trap with 4" dia inlet and 4" dia outlet of the 
approved self cleaning design with a C.I grating with or without a vent 
arm including caste of making requiste number of holes in walls, 
plinth 	and floor for pipe connection and making good cement 
concrete 1:2:4 '. 

1,671.58 Each 3343 

1 

4.0 
Providing and fixing 4"x4"x4" dia C.I branch of the required degree 
with access doors rubber washer 1/8' thick and builts and nuts and 
extra painting to match the colour of the building. 

270.60 Each 1082 

20 2.0 
Providing & ,king chrome plated brass towel rail complete with 
brackets fixing-on wooden cleats with 1" long c.p brass screws. 

1,269.95 Each 2540 



• Bidding 1 a 

21 Providing installing hand pump machine i/c boaring with wooden 
sheo and C.0 plate form 

10.0 a). Filter 76.05 PiRft 761  

40.0 b) Boaring 38.95 P/Rft 1558 

1.0 c) Hand Machine 2,500 Each 2500 

?2 
1 0 

Providing and fixing electric motor 1/2' horse power i/c pumping set 
made 1 H P etc. 18470 Each 18470 

23 S/F Jet shower with rod of superior quality with c.p head 1142.24 Each 

24 1.0 Providing & ftking24* x 18' bavelled edge mirror of belgium glass 
complete with 1/8' thick hard board and c.p screws fixed to wooden 
pleat 

1711.6 Each 1712 

4.0 (a) Supplying & Fixing swan type piller cock of Superior quality single 
c.p. head 1/2' dia. 

795.3 Each 3181 

1 3 0 
Providing chambers 9' x6' (inside di8mensions) x24' deep for house 
meters with 6' thick C.C.1:3: 6 blocks set -on 1: 6 cement mortor 6' 
thick C.0 1:4: 8 in foundation, 1/2' thick cement plaster 1:3 	to all 
inside wall sistface and to top 1' thick C.C.1:2:4 flooring complete 
with hinged cast iron cover and frame 9' x6' (inside ) clear opening 
(Wt-Qr) 	etc. 	fixied 	in 	cement 	concerete 	1:2: 	4 	including 	curing 
excavation back filling & disposal of surplus earth etc. complete. 
S.I.No. 3 P.No. 20 

2233 02 Each 6699 

_, 5 .0 Construcation mainhole or inspection climber for the required of 
diameter of circuler sewer and 3.-6 (1067 mm) depth with walls or 
B.B in cement martor 1:3 cement plaster 1:3 1/2thick inside of walls 
and 1' (250nuyi) thick over benching channels fixing (P /P.No:46) 
P.H.S.R) 

14748 Each 73740 

ti 

250.0 

Supplyging and fixing fibre glass tank of approved quality and design 
and wall thickness as specified i/c cost of nuts bolts and fixing in 
plateform of cement concrete 1:3:6 and making connection for in-let 
out-let and over flow in-let out-let flow pipes 

87.95 Per Gallon 21988 

Total : 321400 



XECUTIVE ENGINEER 
TION WORKS DIVISION 

Sill KARNIR 

NIT. No:TC/ G55/ 
Dated: 

BIDDING DATA 

(This section should be filled in by the Engineer/Procuring Agency before issuance 
of the Bidding Documents) 

(a). Name of Procuring Agency- Executive Engineer  (Education Works) 
Division Shikarpur  

PROVINCIAL ADP SCHEMES 
(b). Brief Description of Works:- ADP:330-REHABILITATION,IMPROVEMENT,RENOVT: 

& PROVISION FOR MISSING FACILITIES IN EXISTING 
SECONDARY/HIGHER SECONDARY SCHOOLS OF 
DISTRICT SHIKARPUR(2016-17-PROGMM)(5 UNITS)  
1. GBHSS Madeji 

(c).Procuring Agency's address:-Executive Engineer (Education Works) Division Shikarpur 
Near GBHS No.II Shikarpur 

(d). Estimated Cost:- 	6  000 ( Millions).  

(e). Amount of Bid Security:- 	5% 	 (Fill in lump sum 
amount or in % age of bid amount /estimated cost. 

(f).Period of Bid Validity (days):- 60 Days  (Not more than sixty days). 

(g).Security Deposit:-(including bid security):-  	10%  
(in % age of bid amount /estimated cost equal to 10%) 

(h). Percentage, if any, to be deducted from bills:- 	7.50% Income tax  

(i). Deadline for Submission of Bids along with time :- As Per NIT  

(j). Venue, Time, and Date of Bid Opening:- Near GBHS II (Shikarpur As Per NIT).  

(k). Time for Completion from written order of commence: - 	15 Months  

(L).Liquidity damages:- 	 -NIL- 	 (0.05 of Estimated Cost or Bid cost 
per day of delay, but total not exceeding 10%). 
(n). Deposit Receipt No:  	Date: 

	
Amount: Rs: 

Bank 

(n). 	 DATED: 

(o) Tender issued to Mr. / M/s 

,Amount 30001-(Rupees: i'hr 	iousand only). 

vt: Contractor. 



   

B.O.Q OF CIVIL WORK  

           

           

           

    

REHABILITATION OF EXISTING BUILDING FOR VOCONDARY 

9nHOOLs 	 G.B.H;S;S:-IMADWI-TALUKA GARHIYASIN 

DISTRICT sHIKARPUR(2016 -17 )PROMPRVV:AUP: NO: 	3 

NAME OF WORK: 

    

    

N. 

2.  

3.  

ONTY: DESCRIPTION RATE 	 UNIT 
AMOUNT

IN Rs: 

_____. 

161 .  

.... 

Dismentling brick work in lime 
or cement mortar 

Dismentling brick or flagged flooring without 
concrete foundation. S.I No.30 P.No.12 

@ Rs:1285.63 

@ Ks:257.13 

% Cft 

% Sft 

.206/- 

- 

3408 Dismentling cement concrete 
Plain (1:2:4) 

I 

@ Rs:3327.50 

1 

% Cft 113401/ - 

- 

4,  
32 

Dismentling Cement concrete 
Reinforced separating reinforcement 
from concrete cleaning & straightening 
The same 

@ Rs:5445.0 % Cft 1742/ - 

5.  
- Dismentling second class tiles roofing @ Rs:378.13 % S ft 

- 

6.  03 Removing doors with chowkats 
@ Rs:S142.18 P.No: 427/- 

7.  

8.  

03 
Removing windows and sky light 
with chowkats 

@ Rs:102.85 P.No: 309/ - 

_ Removing ventilators and wooden sun shade 
etc. 

@ Rs:51.43 P.No. - 

9.
-  

Dismentling rolled steel beams, iron 
Rails etc. 

@ Rs:126.04 P.Cwt - 

10 . 6857 
Removing cement or lime plaster 

@ Ps:121.00 °aft  8297/- 

11. 
- 

Dismantling cement concrete plain 1:3:6 
@ Rs:1306.80 - 

 
% Cft 

12. 
447 

Excavation in foundation of building bridges 
and 	other structure 	UC 	degbelling 	dressing 
refilling around the structure with excavated 
earth watering and ramming lead upto 5 ft in 
ordinary soil. 

@ Rs:3176.25 °/00 Cft 1420/- 

13. 2301 
--- 

Cement concrete brick or stone ballast 1- 1/2 " 
to 	guage 2" 
i. Cement concrete (ratio 1: 5: 10: ) 
ii. Cement concrete 1: 4: 8: 

@ Rs:8694.95 
@ Rs:9416.28 

% Cft 
% Cft 

200071/- ,  
-.-- 

14. -....- 
Dry rammed brick or stone ballast 
1/2 " thick to 2" guage @ Rs:3327.50 % Cft --- 

15. 187 Pacca brick work in foundation and plinth 
(cement sand mortar 1:6) 

© nsm948.36 % Cft 22 34 3/ - 

16.  

_. 

17.  

_ 

20. 

5.491 
- 

Fabrication of miled steel reim force ment for 
cement concrit UC cutting, banding and lying in 
position i/c cost of steel binding wire also i/c 
removal of rust from bars 
(a) Tor Steel 
(b) Miled Steel 

@ Rs:5001.70 
@ Rs:4820.20 

P: Cwt 
P: Cwt 

27464/ - 
--- 

123 

R:C:C: work in roof slab beams columns rafts 
lintels and other structural members 	laid in 
sittu or precost laid in position complete in all 
respects C:C ratio (1: 2: 4:) S.I No.6A P.No.16 

@ Rs:337.00 P: Cft 41451/ - 

18.--  
_ 

Filling watering ramming earth in floor with 
surplus earth excavated from foundation lead 
upto one chain and lift upto 5ft. 

@ Rs:1512.50 %0 Cft. .... 

19.--  

Filling watering ramming earth under floor with 
new earth (excavated from outside) lead upto 
one chain and lift upto five ft. 

@ Rs:1, 	30/ %0 C.ft -.- 

-- Supplying 	and 	filling 	sand 	under floor and 
plugging in wells. @ Rs:: 	- :./ e 5 	t. C.ft ....... 

Contd.....P/2 



1'/2 
r 

21.  

_ 

_ 
Errection 	and 	removal 	of centering 	for R.C.0 
or plain cement concrete work of deodar wood 	@ Rs:7000.0 
(2nd: class) 

% S.ft -- 

Pacca 	brick 	work 	on 	ground 	floor 	with 
(1:6 ratio) 

G/F 	@ Rs:12674.36 

F/F 	
@ Rs:13t12 -- 

 

% Cft 

% Cft 

59569/- 22.  4 70 
, 

23' 1459 
Pacca brick work on other than building with 1:6 	@ Rs:12346.65 
(ratio) 

V. Cft 180 138/- 

iron girder at site of work 	
@ Rs:3850.0 P.Cwt __ 

24. _- S/fixing 

S/Fixing iron t4 	
@ Rs:3575.0 

at site of work 
P.Cwt

ron -- 25. - 

© Rs:186.4 
Errection of rolled steel beams or Iron rails etc. 

P.Cwt---  
-- 26. 

- • 
-_ 

27. v -- 

Second class tiles roofing consisting of 4" earth 
1" mud plaster with gobri leeping over 1/2" thick 
cement plaster (1:6 cement mortar including 1:2 	@ Rs:7607.25 
cement pointing under neath of tiles complete 
Including curing etc. complete 

% S.ft -.- 

28. 

Providing and laying single per layer of polythin 
sheet 0.13 mm thick for Water proofing as per @ Rs:10.70 
specification 	and 	instruction 	of 	Engineer 
Incharge 

P.Sft „ 

29. 
650 0 
9972 

Providing and laying 1" thick topping cement 
concrete (1:2:4) i/c surface finishing and dividing 
into panels 
(A) 3" thick 
(B) 2" thick 

@ Rs:4411.82 

@ Rs:3275.50 

% S.ft 

% S.ft 
266768/- 

326633/- 

30. -- Mud plaster on floor or roof 1" thick 	 @ Rs:555.0 % S.ft --- 

31' 6857 Applying floating coat of cement 1/32" Thick 	@ Rs: 660.0 % S.ft 45256/- 

32.  10287 
--- 

	

Cement plaster (1:6) upto 20' ft: height G/F 	@ Rs: 2206.60 
1/2" thick 

	

F/F 	
@ Rs: 2308.84 ___ 

 

% S.ft 

% S.ft 
226 794/- 

33.  1028 7 

-- 

Cement plaster 1:4 upto 20' ft; height G/F 	@ Rs: 2197.52 
3/8" thick. 

@ Rs: 2299.77 
F/F. 

T. S.ft 	225851/- 
% S.ft 	__ 

34.-- Cement plaster 1:4 upto 20' ft; height 1/2" thick 	@ Rs: 3015.76 % S.ft __ 

35* 1750 
Cement pointing and stricking of joints on 
Walls ratio. 1: 2 	 @ Rs:1287.44 % sit 22530/- 

36.  Line Neru Plaster (1:2) Lime and Surkhi 
1/2" thick. 	 @ Rs:1036.75 % S.ft --- 

37.  
230 	9 
-- 

First Class deodar wood wrought joinery in doors 
and windows etc: fixed in position 	 i/c 
deodar panelled and glazed 1-3/4 thicks. 	 @ Rs: 1273.76 
(b) only shutters 

@ Rs: 902.93 

P.Sft 

P.Sft 

292965/- 
-- 

38.  -- 
Providing and fixing deodar wood Almirah 9-12" 
depth i/c boxing with back shalves shutter brass 	@ Rs: 1748.0 
fitting etc complete (without box) 

P.Sft - 

39.  - Fixing doors including chowkats 	 @ Rs: 279.51 Each -- 
40. --  Fixing windows including chowkats 	 @ Rs: 139.76 Each -- 

41. 

--(a)  
--(b)  

P/F G:1 frames / chowkats of size 7" x 2" or 
4-1/2"x3" for doors and window using 20 guage 
G.l sheet i/c welded hinges and fixing at site with 
necessary hold fasts, filling with cement sand 
slurry of ratio 1:6 and repairing the jambs. The 
cost also i/c all carriage , tools and plants used in 
making and fixing 

for doors 	 @ Rs: 228.90 

for windows 	 @ Rs: 240.50 
P.Rft 

p.Rft 

__ 

_ 

Contd.....1313 



P/3 
r— 

42. 
Supplying and fixing M:S round bars for barried 
windows 	

@ Rs: 3700.0 P.Cwft -- 

. _— Cutting and fixing M:S round bars for buried 
windows. 	

LI/ Rs: 28.23 P.No. 

• 80 

Making of fixing steel grated door with 1116" thick 
sheeting I/C angle iron frame 2"x2"x3/8" and 3/4" 
square bars at 4" center to center with locking 	

@ Rs: 726.72 

arrangements 

P Sft. 58138/— 

. 286 
Supplying and fixing in position iron/steel grill of 
3/4"x1/4" 	size 	flat 	iron 	of 	approved 	design 	@ Rs: 180.60 
including painting three coats etc complete 

P.Sft 51623/•• 

46.  126 

Providing and fixing collapsible gate with channel 
framing of section 	3/4"x5/16" at 4" 	 i/c 
revitted 	with 	3/4"x1/8" 	flat 	Iron 	patti 	placed 
diagonally and provided with top and bottum T- 	@ Rs: 387.04 
section 	1" 	x1" 	1/8" 	aiongwith 	rollers 	also 
I/c 	locking 	arrangement 	and 	fixing 	in 
floorlceilling or walls etc complete 

P.Sft 48 76 7/— 

P.Sft -- 47.  __ 

P/F iron steel grill door with angle iron 
frame 	of 	1-112"x1-1/2"x114" 	and 	flat 	iron 	of 
3"4"x114" 	with 	approved 	design 	and 	locking 	@ Rs: 231.60 
arrangement embedded 	in 	masonary as 	per 
instructions of engineer incharge. 

• 48. -- Replacing kallar eaten bricks 	 @ Rs:3 6/ 6 3 Each -- 

49. 
562 

-- 

Cement concrete plain i/c placing compacting, 
finishing and curring complete i/c screening and 
washing of stone aggregate without shuttering 
(1:2:4) 
(b) 1:3:6 ration) 

@fts: 14429.25 

@Rs: 12595.0 

% Cft . 

% C ft. 

8 1092/ — 

--- 

60. __ Making Notice board made with Cement @ Rs: 58.11 P.Sft 

51. 2737 

Laying white marble flooring fine dressed in the 
surface 	without 	winging 	set 	in 	lime 	mortar 
1:2 including rubbing and polishing of the joints. 

JO 3/4" thick Flooring 

@ Rs567 / -48P.sn 155193/- 

62- 650 

P/F 3/8" thick marble tiles of approved quality and 
colour shade size 8" x 4/6" x4" in dado skirting 
and facing removal / tucking of existing plaster 
surface etc. over 1/2 thick base of cement mortar 
1:3 setting mortar base including filling the joints 
and washing the tiles with white cement slurry , 
current, finishing 
cleaning and polishing etc. complete. 
(i) For new works. 

@ Rs: 186.04 P.Sft 120926/— 

53. 14 60 
White glazed tiles 1/4" thick jointed 
In white cement(1:2) over 3/4" thick 	 @ Rs: 28253.61 
cement mortar (1:2) complete 

% Sft 413170/— 

64. 5 54 
Lying floor of white glazed tiles 1/4" thick 
jointed in white cement laid over'/." thick 	 @ Rs: 27678.86 
bed (1:2) ratio 

% Sft 154448/— 

. 

56. 98 

Providing and lying hala or pattern tiles glazed 
8"x8"x./4 floor or wall facing in required pattern 
specification jointed in white cement and pigment 
over a base of 1:2 grey cement motor 3/4" thick 	@ Rs: 34520.31 1/c washing in filling of joints with salary of white 
cement and pigment desired shape with finishing/ 
cleaning and cost of wax police etc complete Uc 
cutting tile to proper profile. S.I No.62 P.No.48 

% Sft 33829/- 

-- 

P/F cement paving blocks flooring having size of 
197 x 97 x 60 (MM) of city / Quddra/Cobble shape 
with natural colours having strength b/w 5000 psi 

@ Rs: 199.77 to 8500 psi 	IX filling the joints with hillsand 
laying in specified manner / pattern and design 
etc complete. 

P:Sft --- 

Contd 	P/4 
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V. 11927 	•
White 

• 
wash Three coats 

(b) two coats 

@ Rs:829.96 

@ Rs:426.84 

% S. S.ft 

% S.ft --- 50790/ _ 

58. 

__ 

6528 
Colour wash three Coats 
(b) Two Coats 

@ Rs:859.90 

@Rs:443.27 

% S.ft 

%SA 

--- 
28937/— 

59. -- Primary Coat of chalk under distempering @ Rs:442.75 °/. S.ft -- 

60. 
-- 

9181 

Distempering Three coats 
(b) Two Coats 

ez Rs:1079.65 

@ Rs:1043.90 

% S.ft 

% S.ft 85840/- 

61. 
1844 

460 

Painting doors and windows any type 
(a) Old Surface Two coats 

i  (b) New Surface Three coats 

€ Rs: 1160.06 

€ Rs: 2116.41 

% S.ft 

% S-ft 

213 2/ — 

9735/— 

62. -- 

160 

Painting guard bars, gates iron bars 
gratings, railling including standard 
braces etc and similar open work 
Two Coats (Old Surface) 
(b) Three Coats 

€ Rs: 674.60 

€ Rs: 1270.83 

%Sft 

%sft 

-- 

2033/— 

63. -- Fixing water spouts or parmals @ Rs: 211.75 Each -- 

__ 

-- 

Preparing surface and painting with mett finish i/c 
rubbing 	bathy 	( 	silicon 	carbide 	rubbing 
brick ) filling the whites with zlnck chalk plaster 
of 	paris 	mixture / applying 	first coat premix 
making the surface smooth and than painting 3 
coats with matt finish of approved make etc 
complete new surface. S.I No.36A P.No.55 

(a) Two Coat 

(b) Three Coat 

@ Rs: 2700.17 

@ Rs: 3444.38 

% Sft 

% Sft 

• 

-- 

65. 

-- 

-- 

Preparing the surface and painting with weather 
coat i/c rubbing the surface with rubbing brick I 
sand papar, filling the whites with chalk/ plaster 
of Paris and than painting with weather coat of 
approved make. S.I No.38A P.No.56 

(a) Two Coat 

(b) Three Coat 

@ Rs: 1858.10 

@ Rs: 2567.95 

% Sft 

%Sft. 

— 

--- 

66. 1098 

Supplying and fixing steel 
grill 3/8" sq:bars diagonally 
fixied Both way at 3" c.c.on 
3/4x3/4” x1/8" angle iron frame 
i/c welding etc completed as 
!per instruct ions given by 
oz......---. 	A 	) 

S 329/64 P:Sftt 
- 

361945/ — 
____ 

67 . 
— 

68. .., 
— 

•.• 

69.  — — — 

70.  

71.  

72.  

TOTAL 51,59,503/00 



• I 

PART (B) WATER SUPPLY& SANITARY 

Providing & fixing squating type white glazed of flushing cistern fitting & flush pipe with bend and 
making ret.wiste numbers of holes in wall plinth ..!.. floor for pipe connetions & making good in cement 1 '•71 
::1.(i) VV.0 of not less 19" clear opening between flushing rims and 3 gallon flushing tank with "4 C.1:: pe 

- F.C.I Thurnble ( S I NO 1 P NO.1) 

	

8 Nos' 4802.60 	Each 	Rs: 	384: 

Providing and fixing 4" dia C.I soil & vent pipes including Cutting and fitting and extra painting to rnatc:-

:he colour of building ( S.I.NO 1 ,P,N0,8 ) 
Each 	 16E-1,'_ ._ 50 Rft 	333.29 	 Rs: 

Providing :‘ fixing 4"x4"x4" dia C.I branch of the required degree with access doors, rubber washer 1/r._ 

:nick and builts & nuts and extra painting to match the colour of the building.( S.I.N0.5.P.N0.8 ) 
1 
1 	 *8 Nos. 270.6 	Each 	Rs: 	 21E- :. 
A . ,. - Providing asbestos pipe with collar (Dadex or equivalent) i/c digging the trenche to required deoth and 

fixing to position and joining with rubber rings including testing to water pressure head of 200 feet 
3 I No:3 P No:21 
to) 4" dia Asbestos pipe 	 10 Rft 	188.44 	P.Rft: 	Rs: 	 188.. 

.: -:Providing G.1 Pipes specials & clamps etc inducting fixing cutting and fitting complete with and i/c the 
:ost of breaking through walls and roof .making good etc . Painting two coats after cleaning the pipe e.:. t

1 

• 'citti white zink paint with pigment to match the colour of the building and testing with water to a pressL: se 

Rft 128.55 P.Rft: Rs: 642:: 

Rft 73.21 P.Rft: Rs: 54c: ' 

Rft 95.79 P.Rft: Rs: 142,t 

i: L UPVC ;Jibes of "Class B" fixing in tranch iic t:utting fitting and jo!nting with solvent cement i/c 
gating with water to head of 122 meters or 400 :t. 

1" Dia .15 	Rft 	27.00 P.Rft: Rs: 40f: 
-,.; 314" Dia 25 	Rft 	19.00 P.Rft: Rs: 471' 
• 1/2" Dia 

..oplying 

20 	Rft 	12.00 

fixing in position brass bib cock ( S.I.NO. 1 P NO.16 ) 

P Rft: Rs: 36 

3/4" dia brass bib cock. Standard pattern. 	8 	Nos 	348 92 Each Rs: 27c: 

'uviding & fixing bal valve (with unsoldered copper ball ) made to B.B S. 1212 ( S.I.N0.6 .P.NO. 18) 
3/4" dia 	 8 Nos. 290.84 	Each 	Rs: 	 2327 

...oplying & Fixing Fiber Glass Tank of approved quality and design and wall thickness as soecified 
:cost of nuts bolts and fixing in plate form of cc ment concrete 1:3:6 and making connections for in-le: 

,4:i.ft& over flow inlet .outlet flow pipes etc complete.( S.I.NO .3. P.N0.18 ) 
4•, 250 gallons thickness 3.5 mm 	 1 	No.  21989.6 	Each 	Rs: 	2199:- v 

-4plying and fixing approved quality Electric A.C. motor pumping set (Javed Engineering made) 
:V4"x1" section and delievery with base plate and compiling one horse power single phase motor 
omens make) 60' feet head of 2800 RPM including the cost of nuts and bolts c.c. (1.2:4) 

1
wt• Motor 	 2 No: 	12500 	P No 	Rs. 	:250C* 

cviding and Installation of Hand pump 1-1/4" C.1 pipe and colt syainer with wooden shap includ'ng c: 	cf 
:feet above ground level embded in C.0 (1:2:4 with iron handle and required same shape with i,cc 

fixing e:c complete 
riper pipe 	 1 2 r_ 	 240:. 
G.I pipe 	 1 .0 	I If:: 	 P.s 

	
110: 

iread of 200 feet and handling. ( S.I.N0.1 .P.NO 12 ) 

1..9 	1" dia G.I Pipe 	 50 
1/2" dia G.I Pipe 	 75 

• 3/4-  dia G.I Pipe 	 t 50 

UPVC pipes of "Class B" fixing in tranch i/c cutting, fitting and jointing with solvent cement i/c 
:ing with water to head of 61 meters or 200 ft 

	

3" Dia 	 :30 Rft 	90.00 	P.Rft: Rs: 	 ")7C 

	

:.4" Dia 	 25 Rft 	136.00 	P Rft: 	Rs: 	 34i.. 



and fixing 22"16" lavetory basin in whit.: ejlazeri earthen ware ccmplete with 	:lc the co':.;1. of 

NI or C I cantilever brackets 6 inch built into waif. Painted while in two Ccatc alter a primary cunt of 

F.4 Iead paint a pair of 1/2 dia chrome plated pillar traps 1-1/2" dia rubber plug chromo brns:*. walaie of 
proved pattern 1-1/4" dia malloable iron cp union making and traps, malloable iron or brass requisite 

!,:tuber of holes in wall plinth & floor for pipe connection and making 000d in cement concrete 1:2:4 
ii:andard pattern) Si No:13 P.No:3 	 4 Nos 4694 80 	Each 	Rs 	 18779 

extra for labour for oroviding & fixing of earth ware pedestal white or coloured glazed 

standard pattern) Si No:9 P.No:3 	 4 Nos. 	938.47 	Each 	Rs: 	 3754 

';plying & fixing swan type oilier cock of superior quality single c.p head 1/2" dia S.11\10:18 P.No:16 

	

4 Nos. 795.30 Each 	Rs: 	 3181 

pply:ng & fixing bath room assessoeies (7 pieces) i/c towel rod, brush holder,soap tray,shelf of 
proved quality and design etc complete Si Nd:24 P.No:16 

	

4 Nos. 8122.40 Each 	Rs: 	 32490 

::.7.struction manhole or inspection chamber for the required dia of circi.:Iar sewer and 3"x6" 

• :M7mm) dept with walls of B.B in cement mortor 1:3 cement plastered 1:3,1/2" thick inside of walls 
and 1" (25mm) thick over benching and channel i/c fixing C.1 manhole cover with frame of clear 
Bening 1-1/2"x1-1/2" (457x457m of 1.75Cwt. (58.9 kg.) embedded in plain C.0 1;2;4 and fixing 
r (25mm) dia tvt.S steps 6" (150mm) wide projecting 4" (102mm) from the face of wall at 
121305mm) C/C duly painted etc complete as Per speficication and drawing No.D/I of Public Health 
,..rcule Southern zone S.I No:1 P.No:39 

'-A 

	

	 5 Nos. 14748.00 	Each 	Rs: 	73740 
providing R.C.C.pipe with collars class"B" and digging the trenche to required depth and fixing in 
:osition including cutting fitting and joining with maxphalt composition & cement mortor 1:1 and testing 
wqh water pressure to a head of 4 feet above the top of the highest pipe & refiling with exeavated staff. 
S,I.NO .2 P.NO.21 ) 

,c)6" dia R.C.0 pipe class "B" 	 200 Rft 	199.25 	Rft: 	Rs: 	39850 

I :.: croviding & fixing 4" dia C.I Terminal guardincluding extra painting to match the colour of the building 
' SiNo:10 P.No:9 

I 

Providing & fixing in position nyloon connections complete with 1/2" dia brass stop cock with pair of 
:ran' nuts and lining joints to nyloon coonections S.I No:23 P.No:6 

4 Nos. 447.15 Each 	Rs: 	 1789 

lr•roviding & fixing 15"x12" beveled edge mirror of belgium glass complete with 1/8" thick hard board 
`and C.P serews fixed to wooden pleat S.I 	P.No:7 ti 

standard pattern 4 Nos. 1161.60 Each 	Rs: 	 4640. 

TOTAL RS: 34055. 

4 Nos. 389.70 Each 	Rs: 
	

1559 



XECUTIVE ENGINEER 
TION WORKS DIVISION 

SHIKARPUR 

NIT. No:TC/ G55/ 
Dated: 

BIDDING DATA 

(This section should be filled in by the Engineer/Procuring Agency before issuance 
of the Bidding Documents). 

(a). Name of Procuring Agency.- Executive Engineer (Education Works) 
Division Shikarpur.  

PROVINCIAL ADP SCHEMES 

(b). Brief Description of Works:- ADP 330-REHABILITATION,IMPROVEMENT,RENOVT: 
& PROVISION FOR MISSING FACILITIES IN EXISTING 
SECONDARY/HIGHER SECONDARY SCHOOLS OF 
DISTRICT SHIKARPUR(2016-17-PROGMM)(5 UNITS)  
2 GBHS Mirzapur 

(c).Procuring Agency's address:-Executive Engineer (Education Works) Division Shikarpur 
Near GBHS No.II Shikarpur 

(d). Estimated Cost:- 	7 800 ( Millions)  

(e). Amount of Bid Security:- 	 5% 	 (Fill in lump sum 
amount or in % age of bid amount /estimated cost. 

(f).Period of Bid Validity (days):- 60 Days  (Not more than sixty days).  

(g).Security Deposit:-(including bid security):- 	 10%  
(in % age of bid amount /estimated cost equal to 10%) 

(h). Percentage, if any, to be deducted from bills:- 	7.50% Income tax  

(i). Deadline for Submission of Bids along with time :- As Per NIT  

(j). Venue, Time, and Date of Bid Opening:- Near GBHS II (Shikarpur As Per  NIT).  

(k). Time for Completion from written order of commence: - 	15 Months  

(L).Liquidity damages:- 	-NIL- 	(0.05 of Estimated Cost or Bid cost 
per day of delay, but total not exceeding 10%).  
(n). Deposit Receipt No: 	 Date: Amount:Rs: 

Bank 

(1). D.R.NO: 	 DATED: 

(o) Tender issued to Mr. / M/s 

Amount 3000/.-( u pees: Three Th ~.ani only). 

Govt: • ntractor. 



tt 

"A.  
B.O.Q OF CIVIL WORK 

NANIEOFWORK: 	REHABILITATION CF EXISTING BUILDING AT G.B.H.S.MIRZAPUR 

TALUKA GARHI YASIN DISTRICT sHIKARPUR( 2016 - 17)PROG: 

(Prov:A.D.P.N0:330) 

Sr.No: QNTY: DESCRIPTION RATE UNIT AMOUNT
IN Rs: 

1.  
_... 

8749 
_. 

Dismentling brick work in lime 
or cement mortar 

@ Rs:1285.63 % Cft 112480/- 

2.  ... Dismentling brick or flagged flooring without 
concrete foundation. S.I No.30 P.No.12 

@ hs:257.13 % Sft - 

3.  :1058 Dismentling cement concrete 
Plain (1:2:4) 

@ Rs:3327.50 % Cft 35205/- 

4.  3112 

Dismentling Cement concrete 
Reinforced separating reinforcement 
from concrete cleaning & straightening 
The same 

@ Rs:5445.0 % Cft 169448/- 

5.  - Dismentling second class tiles roofing @ Rs:378.13 % Sft - 

6.  - Removing doors with chowkats @ Rs:S142.18 P.No: -.- 

7.... Removing windows and sky light 
with chowkats 

@ Rs:102.85 P.No: - 

8. - Removing ventilators and wooden sun shade 
etc. @ Rs:51.43 P.No. ....  

9. - Dismentling rolled steel beams, iron 
Rails etc. 

@ Rs:126.04 P.Cwt - 

10. - Removing cement or lime plaster @ Ps:121.00 %Sft - 

11. - Dismantling cement concrete plain 1:3:6 @ Rs:1306.80 ... 
 % Cft 

12. 
73 

Excavation in foundation of building bridges 
and 	other structure 	UC 	degbelling 	dressing 
refilling around the structure with excavated 
earth watering and ramming lead upto 5 ft. in 
ordinary soil. 

@ Rs:3176.25 %0 Cft 232/- 

13. 1488 
- 

Cement concrete brick or stone ballast 1- 1/2 " 
to 2" guage 
i. Cement concrete (ratio 1: 5: 10: ) 
ii. Cement concrete 1: 4: 8: 

@ Rs:8694.95 
@, Rs:9416.28 

% Cft 
% Cft 

129381/ - 
- 

14. - Dry rammed brick or stone ballast 
1/2 " thick to 2" guage @ Rs:3327.50 % Cft ...  

15. 2443 Pacca brick work in foundation and plinth 
(cement sand mortar 1:6) @ Rs:11948.36 % Cft 291898/- 

16. 

221.428 

Fabrication of miled steel reim force ment for 
cement concrit UC cutting, banding and lying in 
position i/c cost of steel binding wire also i/c 
removal of rust from bars 
(a) Tor Steel 
(b) Miled Steel 

@ Rs:5001.70 
@ Rs:4820.20 

P: Cwt 
P: Cwt 

1.107516/.-1 
- 

17' 4960 @Rs:337.00 
R:C:C: work in roof slab beams columns rafts 
lintels and 	other structural members laid 	in 
sittu or precost laid in position complete in all 
respects C:C ratio (1: 2: 4:) S.I No.6A P.No.16 

P: Cft. 

-I 

1671520/ - 

18.  
_____ 

- 
Filling watering ramming earth in floor with 
surplus earth excavated from foundation lead 
upto one chain and lift upto 5ft. 

@ Rs:1512.50 %0 Cft. - 

19.  7372 
Filling watering ramming earth under floor with 
new earth (excavated from outside) lead upto 
one chain and lift upto five ft. 

@ Rs:35.  30/ %0 C.ft 26760/- 

20.  2206 Supplying 	and 	filling 	sand 	under floor and 
plugging in wells. @ Rs:11:: 1/25 % C.ft 25176/- 

Contd.....P/2 
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21. -  

Errection and 	removal of centering for R.C.0 
or plain cement concrete work of deodar wood 	@ Rs:7000.0 
(2nd: class) 

% S.ft - 

22. 
8 749 

- 

Pacca 	brick 	work 	on 	ground 	floor 	with 
(1:6 ratio) 

G/F 	@Rs:12674.36 

@ Rs:13M 
F/F 

% Cft 

°/• Cft 

1108880/ 
... 

23. - 
Pacca brick work on other than building with 1:6 	@ Rs:12346.65 
(ratio) 

% Cft - 

24. 
. * 

... S/fixing iron girder at site of work 	
@ Rs:3850.0 ... P.Cwt 

S/Fixing iron t-iron at site of work 	
@ Rs:3575.0 P.Cwt 

- 25. - 

Errection of rolled steel beams or iron rails etc. 	
@ Rs:186.34 -  P.Cwt -  

26. 	- 

27. 	1 _ 

Second class tiles roofing consisting of 4" earth 
1" mud plaster with gobri leeping over 1/2" thick 
cement plaster (1:6 cement mortar including 1:2 	@ Rs:7607.25 
cement pointing under neath of tiles complete 
including curing etc. complete 

% S.ft - 

28. 	! 6255 

Providing and laying single per layer of polythin 
sheet 0.13 mm thick for Water proofing as per @ Rs:10.70 
specification 	and 	instruction 	of 	Engineer 
Incharge 

P.Sft 66929/- 

29. . 
44 95 
6255 

Providing and laying 1" thick topping cement 
concrete (1:2:4) i/c surface finishing and dividing 
into panels 
(A) 3" thick 
(B) 2" thick 

@ Rs:4411.82 

@ Rs:3275.50 

°/. S.ft 

% S.ft 
198311/ 
204883/ 

30. Mud plaster on floor or roof 1" thick 	 @ Rs:555.0 % S.ft - 

31. - Applying floating coat of cement 1/32" Thick 	@ Rs: 660.0 % S.ft - 

32. 
1 3920 

- 

	

Cement plaster (1:6)upto 20' ft: height G/F 	@ Rs: 2206.60 
1/2" thick 

	

F/F 	 © Rs: 2308.84 

% S.ft 

% S.ft 

307159/ 

- 

33. 
13664 Cement plaster 1:4 upto 20' ft; height G/F 	 @ Rs: 2197.52 

3/8" thick. 
@ Rs: 2299.77 

F/F. 

% S.ft 

% S.ft 
300269/ 

1 	 - 

34. _ Cement plaster 1:4 upto 20' ft; height 1/2" thick 	@ Rs: 3015.76 % S.ft - 

• 3407 
Cement pointing and stricking of joints on 

@ Rs:1287.44 
Walls ratio. 1: 2 

°/. S.ft 43863/ - 

36.  _ Line Neru Plaster (1:2) Lime and Surkhi 
@ Rs:1036.75 

1/2" thick. 
% S.ft 	I 	... 

37.  
665 
- 

First Class deodar wood wrought joinery in doors 
and windows etc: fixed in position 	 i/c 
deodar panelled and glazed 1-3/4 thicks. 	 @ Rs: 1273.76 
(b) only shutters 

@ Rs: 902.93 

P.Sft 	 847050/ 
P.Sft 	 - 

38.  158 
Providing and fixing deodar wood Almirah 9-12" 
depth i/c boxing with back shalves shutter brass 	@ Rs: 1748.0 
fitting etc complete (without box) 

P.Sft 	 276184/ 

39.  - Fixing doors including chowkats 	 @ Rs: 279.51 Each 	i 	-• 
40.  Fixing windows Including chowkats 	 @ Rs: 139.76 Each 	j 	- 

41.  

- 
- 

P/F G:1 frames / chowkats of size 7" x 2" or 
4-1/2"x3" for doors and window using 20 guage 
6.1 sheet I/c welded hinges and fixing at site with 
necessary hold fasts, filling with cement sand 
slurry of ratio 1:6 and repairing the jambs. The 
cost also i/c all carriage , tools and plants used in 
making and fixing 
(a) for doors 	 @ Rs: 228.90 

(b) for windows 	 @ Rs: 240.50 

p.Rft 

p.Rft 1 
 - 

Contd .....P13 



P/3 
r 

42.  — 
Supplying and fixing M:S round bars for barried 
windows @ Rs: 3700.0 P.Cwft — 

43.  . Cutting and fixing M:S round bars for barried 
windows. 

_4 Rs: 28.23 P.No. . 

44. @ 

Making. of fixing steel grated door with 1/16" thick 
sheeting UC angle iron frame 2"x2"x3/8" and 3/4" 
square bars at 4" center to center with locking 
arrangements 

Rs: 726.72 P Sft. 

' 	. 

1 

46.. 
Supplying and fixing in position iron/steel grill of 
3/4"x1/4" 	size 	flat 	iron 	of 	approved 	design 
including painting three coats etc complete 

@ Rs: 180.50 P.Sft . 

46.  — 

Providing and fixing collapsible gate with channel 
framing of section 	3/4"x5/16" at 4" 	 i/c 
revitted 	with 	3/4"x1/8" 	flat 	Iron 	patti 	placed 
diagonally and provided with top and bottum T- 
section 	1" 	x1" 	1/8" 	alongwith 	rollers 	also 
I/c 	locking 	arrangement 	and 	fixing 	in 
floor/ceilling or walls etc complete 

@ Rs: 387.04 P.Sft — 

I 

47.  — 

P/F iron steel grill door with angle iron 
frame 	of 	1-1/2"x1-1/2"x1/4" 	and 	flat 	iron 	of 
3"4"x1/4" 	with 	approved 	design 	and 	locking 
arrangement embedded 	in 	masonary 	as 	per 
instructions of engineer incharge. 

@ Rs: 231.60 P.Sft — 

i 

1 

48.  — Replacing kallar eaten bricks @ Rs:36/ 6  Each — 

49.  
21 

— 

Cement concrete plain i/c placing compacting, 
finishing and curving complete i/c screening and 
washing of stone aggregate without shuttering  
(1:2:4) 
(b) 1:3:6 ration) 

. @Rs: 14429 25 

@Rs: 12595.0 

% C ft 

% Cft 

1 

I 

3030/— 

— 

50.  256 Making Notice board made with Cement @ Rs: 58.11 P.Sft 14876/— 

51.  — 

Laying white marble flooring fine dressed in the 
surface 	without 	winging 	set 	in 	lime 	mortar 
1:2 including rubbing and polishing of the joints. 
(a) 3/4" thick Flooring 

@ Rs5 67/48 • P.Sft — 

52.  — 

' 

P/F 3/8" thick marble tiles of approved quality and 
colour shade size 8" x 4/6" x4" in dado skirting 
and facing removal / tucking of existing plaster 
surface etc. over 1/2 thick base of cement mortar 
1:3 setting mortar base including filling the joints 
and washing the tiles with white cement slurry , 
current, finishing 
cleaning and polishing etc. complete. 
(I) For new works. 

@ Rs: 186.04 P.Sft — ' 

53.  44 
White glazed tiles 1/4" thick jointed 
in white cement(1:2) over 3/4" thick 
cement mortar (1:2) complete 

ea Rs: 28253.61 % Sft 12432/— 

54- 121 
Lying floor of white glazed tiles 1/4" thick 
jointed in white cement laid over W' thick 
bed (1:2) ratio 

@ Rs: 27678.86 % Sft 33491/— 

55. • 
- 

• 

Providing and lying hala or pattern tiles glazed 
8"x8"x/4 floor or wall facing in required pattern 
specification jointed in white cement and pigment 
over a base of 1:2 grey cement motor 3/4" thick 
i/c washing in filling of joints with salary of white 
cement and pigment desired shape with finishing/ 
cleaning and cost of wax police etc complete I/c 
cutting tile to proper profile. S.I No.62 P.No.48 

@ Rs: 34520.31 % Sft - 

. 
— 

P/F cement paving blocks flooring having size of 
197 x 97 x 60 (MM) of city / Quddra/Cobble shape 
with natural colours having strength b/w 5000 psi 
to 8500 psi VC filling the joints with hillsand 
laying in specified manner / pattern and design 
etc complete. 

@ Rs: 199.77 P:Sft — 

Contd 	P/4 
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57. 660 
S/F Steel/Iron Grill of 3/8" Sq: bars Diagonally 
fixed both way at 3" C.0 on 3 /4" x 3 /4"x1/8" etc 
complete as per instructions given by Engineer 
Incharge (R..A). 

@ Rs194/ 36 P.Sft 128278/— 

% S.ft 
518. 5070 White wash Three coats (1., Rs:829.95 42079/ — 

— (b) two coats @ Rs:425.84 %Sit _ 

59.  Colour wash three Coats 
(b) Two Coats 

% S.ft 
 

@ Rs:859.90 

@ Rs:443.27 % S.ft 

60.  13664 Primary Coat of chalk under distempering © Rs:442.75 % S.ft 60497/ — 

61.  13664 Distempering Three coats 
g Rs:1079.65 % S.ft 14 752 3/ — 

(b) Two Coats @ Rs:1043.90 % S.ft — 

Painting doors and windows any type © Rs: 1160.06 % S.ft — 
62.  

1362 	, 
(a) Old Surface Two coats 
(b) New Surface Three coats @ Rs: 2116.41 

% S.ft 28826/- 
Painting guard bars, gates iron bars 
gratings, railling Including standard 

63._ braces etc and similar open work @ Rs: 674.60 %Sft _ 

— 
Two Coats (Old Surface) 
(b) Three Coats @ Rs: 1270.83 %Sft — 

64. — Fixing water spouts or parmals p Rs: 211.75 Each I 	— 

Preparing surface and painting with mett finish i/c 
rubbing 	bathy 	(silicon 	carbide 	rubbing 
brick) filling the whites with zinck chalk plaster 
of 	paris 	mixture 	/ 	applying 	first 	coat 	premix 

65. making the surface smooth and than painting 3 
coats with 	matt finish 	of approved make etc 
complete new surface. S.I No.36A P.No.55 

— (a) Two Coat © Rs: 2700.17 % Sft 	I 	— 

— (b) Three Coat © Rs: 3444.38 % Sft 	i 	— 

Preparing the surface and painting with weather 
coat i/c rubbing the surface with rubbing brick / 
sand papar, filling the whites with chalk/ plaster 

66. of Paris and than painting with weather coat of 
approved make. S.I No.38A P.No.56 

3407 (a) Two Coat @ Rs:'! 948/ 10% Sft 	66 372/ — 
_ (b) Three Coat @ Rs: 25.67.95 %Sft. 	— 

Providing and fixing ornmental 
67. C.C.Jalli 	u2“thick(1.2.4)ratio 

— Without 	steel(s.I.11 P:18 	) @ 226/02 P:Sft; 	— 

68. 9578 Extra 	lead of(03) miles eti 	579/41 %Cft: 	55496/— 

Two coats of bitumen laid ho 
69. using 341bsnfor %Sft over ro f 

6255 and blinded sand one cft: @ 1887/40 %Sft 	118057/- 

_ 70.  — 

71. _ — — t  — 	 — 

TOTAL 	71,01155/00 



EXECUTIVE ENGINEER 
CATION WORKS DIVISION 

Sill KARPUR 

NIT. No:TC/ G55/ 
Dated: 

BIDDING DATA 

(This section should be filled in by the Engineer/Procuring Agency before issuance 
of the Bidding Documents) 

(a). Name of Procuring Agency - Executive Engineer (Education Works) 
Division Shikarpur  

PROVINCIAL ADP SCHEMES 
(b). Brief Description of Works:- ADP 330-REHABILITATION,IMPROVEMENT,RENOVT 

& PROVISION FOR MISSING FACILITIES IN EXISTING 
SECONDARY/HIGHER SECONDARY SCHOOLS OF 
DISTRICT SHIKARPUR(2016-17-PROGMM)(5 UNITS) 
3. GBHS Lakhi 

(c).Procuring Agency's address:-Executive Engineer (Education Works) Division Shikarpur 
Near GBHS No.II Shikarpur. 

(d). Estimated Cost:- 	4.200 ( Millions). 

   

   

(e). Amount of Bid Security:- 	 5% 

amount or in % age of bid amount /estimated cost 

 

(Fill in lump sum 

 

(f).Period of Bid Validity (days):- 60 Days (Not more than sixty days).  

(g).Security Deposit:-(including bid security):- 	 10%  
(in % age of bid amount /estimated cost equal to 10%) 

(h). Percentage, if any, to be deducted from bills:- 	7.50% Income tax  

(i). Deadline for Submission of Bids along with time :- As Per NIT  

(j). Venue, Time, and Date of Bid Opening:- Near GBHS II (Shikarpur As Per NIT).  

(k). Time for Completion from written order of commence: - 	15 Months  

(L).Liquidity damages:- 	-NIL- 	(0.05 of Estimated Cost or Bid cost 
per day of delay, but total not exceeding 10%). 
(m). Deposit Receipt No: 	 •  Date: 

Bank 

   

Amount:Rs: 

    

(n). D.R.N(): 	 DA FED: 

(o) Tender issued to Mr. / M/s 

Amman! 3000/-(Rupees: Three" 	usand t nh). 

Govt: Pontractor. 



ITY: DESCRIPTION RATE ' 	UNIT AMOUNT 
IN Rs: 

rt 

I! 

Dismentling brick work in lime 
or cement mortar 

@ Rs:1285.63 % Cft 
A° 151175 

Dismentling brick or flagged flooring without 
concrete foundation. S.I No.30 P.No.12 

@ Rs:257.13 % Sft .., 	• 

11 

Dismentling cement concrete 
Plain (1:2:4) 

@ Rs:3327.80 °A Cft 20 165k. 
Dismentling Cement concrete 
Reinforced separating reinforcement 
from concrete cleaning & straightening 
The same 

@ Rs:5445.0 % Cft 677 19k. 

• Dismentling second class tiles roofing @ Rs:378.13 'Ye Sft r. 

. 
Removing doors with chowkats 

@ Rs:S142.18 P.No: .0 

6  Removing windows and sky light 
with chowkats 

@ Rs:102.86 P.No: ., 

• 
..._ 

. 

Removing ventilators and wooden sun shade 
etc. 

@ Rs:51.43 P.No. 6. 

Dismentling rolled steel beams, iron 
Rails etc. 

@ Rs:126.04 P.Cwt ow  

12$ 

04 

Removing cement or lime plaster @ Rs:121.00 %Sft 75 3Sk. 

Dismantling cement concrete plain 1:3:6 @ Rs:1308.80 % Cft 5 149/- . 

OS 

• - 

16 3 
4. 

PO 1 
-- 	-- 

19.509 

Excavation in foundation of building bridges 
and 	other structure 	I/C 	degbelling 	dressing 
refilling around the structure with excavated 
earth watering and ramming lead upto 5 ft. in 
ordinary_soil. 

@ Rs:3176.25" °AO Cft 1232k. 

Cement concrete brick or stone ballast 1- 1/2 " 
to 2" guage 
i. Cement concrete (ratio 1: 5: 10:) 
ii. Cement concrete 1: 4: 8: 

@ Rs:8694.95 
@ Rs:9416.28 

% Cft 
% Cft 

1417 3/- 
., 

Dry rammed brick or stone ballast 
1/2 " thick to r_guage 

@ Rs:3327.50 % Cft 

Pacca brick workin foundation and plinth. 
(cement sand mortar 1:6) 

# Rs:11948.36 % Cft  13155 1/.- 
Fabrication of miled steel reim force merit for 
cement concrit I/C cutting, banding and lying in 
position i/c cost of steel binding wire also i/c 
removal of rust from bars 
(a) Tor Steel 
(b) Miled Steel 

@ P1:5001.70 
@ Rs:4820.20 

• 
P: Cwt 
P: Cwt 

5r 7411/... 

17.0 
R:C:C: work in roof slab beams columns rafts 
lintels and 	other structural members laid in 
sittu or precost laid in position complete in all 
respects C:C ratio (1: 2: 4:) S.I No.6A P.No.16 

@ Rs:337.00 P: Cft. 90 2149/- 

61° 
Filling watering 	ramming earth in floor with 
surplus earth excavated from foundation lead 
upto one chain and lift upto 5ft. 

@ Rs:1512.50 %0 Cft. .6 

Filling watering ramming earth under floor with 
new earth (excavated from outside) lead upto 
one chain and lift upto five ft. 

@ Rs: 36 30 • 
• 

o %0 C.ft a. 

_ 	_Lanai 
-Shilling sand- under -flO6r. 

il_i_ e_...1_n__Irucal_ - 
s. 	1, 25 % CM @ R 114 

J. 
.. 

12.  

13.  

1 4 . 

2 

16 4.  

5.  

6.  

7.  

8 

9. 

Sr.No: 

12 

o 6 

16.  
1 

17.  

18.  

19.  

20.  

B 0 Q OF CIVIL WORK 

NAME OF WORK: 
RIZABILITATION  OP  BUSTING it/IL DLNG  ATGOIsns  Ss LAKHI  

. TAME♦ L Ala tZ STRI OT Staxarua.c AIPsNOs 3 3313 

Contd.....I'/2 
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Errection 	and 	removal of centering for R.C.0 
or plain cement concrete work of deodar wood 
2nd: class) 

@ Rs:7000.0 % S.ft • 

Pacca 	brick 	work 	on 	ground 	floor 	with 
(1:6 ratio) 	 , 

G/F 

' 	
F/F 

• Rs:12674.36 

@ Rs:13112 

% Cft 

% Cft 

 • 
66920" 

a 

Pacca brick work on other than building with 1:6 
ratio) 

@ Rs:12346.66 % Cft 174456/. 	. 

_ . 	. 
S/fixing iron girder at site of work 

@ Rs:3850.0 a  
P.Cwt" 

S/Fixing iron t-iron at site of work @ Rs:3575.0 a  
P.Cwt 

- 
Errection of rolled steel beams or Iron rails etc. (L., Rs:186.34 P.Cwt • 

Second class tiles roofing consisting of 4" earth 
1" mud plaster with gobri leeping over 1/2" thick 
cement piaster (1:6 cement mortar including 1:2 
cement pointing under neath of tiles complete 
includig curing etc. complete 

@ Rs:7607.26 % S.ft 

. 

a 

Providing and laying single per layer of polythin 
sheet 0.13 mm thick for Water proofing as per 
specification 	and 	instruction 	of 	Engineer 
inchar- e 

@ Rs:10.70 P.Sft a 

5* 
6 

Providing and laying 	1" thick topping cement 
concrete (1:2:4) i/c surface finishing and dividing 
into panels 
(A) 3" thick 
(B) 2" thick 

@ Rs:4411.82 

@ Rs:3275.60 

• - 	' 
% S.ft 

% S.ft 

• - 1069 87/ 
10$ 35 4/i. 

Mud plaster on floor or roof 1" thick @ Rs:555.0 % S.ft a 

2 

3 

Applying floating coat of cement 1/32" Thick @ Rs: 660.0 % S.ft 44550/- 
Cement plaster (1:6) upto 20' ft: height G/F 
'A" thick 

F/F 	• 

@ Rs: 2206.60 

@ Rs: 2308.84 

% S.ft 

•/.. S.ft 
19 2334. 

a 

37560/4" 

a 

Cement plaster 1:4 upto 20' ft; height G/F 
3/8" thick. 

F/F. 

@ Rs: 2197.62 

@ Rs: 2299.77 

% Sit 

% S.ft 

Cement plaster 1:4 upto 20' ft; height 1/2" thick @ Rs: 3015.76 . % Sit 157 4W 

Cement pointing and stricking of joints on 
Walls ratio. 1: 2 

@ Rs:1287.44 % S.ft 124 lb. 

.0 

a .. 
__.. 

._. _ 

Line Neru Plaster (1:2) Lime and Surkhi 
1/2" thick. 

@ Rs:1036.75 % S.ft a 

First Class deodar wood wrought Joinery in doors 
and windows etc: fixed in position 	 i/c 
deodar panelled and glazed 1-3/4 thicks. 
(b) only shutters 

@ Rs: 1273.76 

@ Rs: 902.93 

P.Sft 

P.Sft 

1311117/•. 
3431 V- 

Providing and fixing deodar wood Almirah 9-12" 
depth i/c boxing with back shelves shutter brass 
fitting etc complete (_without box) 

@ Rs: 1748.0 P.Sft a. 

Fixing doors including chowkats ‘ Rs: 279.61 Each a. 

Fixing windows including chowkats @ Rs: 139.76 Each ... 

P/F G:1 frames / chowkats of size 7" x 2" or 
4-1/2"x3" for doors and window using 20 guage 
G.l sheet i/c welded hinges and fixing at site with 
necessary hold fasts, filling with cement sand 
slurry of ratio 1:6 and repairing the jambs. The 
cost also i/c all carriage , tools and plants used in 
making and fixing 
(a) for doors  
(b) for windows 

. 

@ Rs: 228.90 

@ Rs: 240.50 

P.Rft 
',Aft 

• 

a 

OP 

5 
• 

• p• 	23. 

- 24. 

25. 

2d. 

t 4 
27. 

141 

• 

• 

29.  

30.  

31.  

32.  

33.  

34.  

35.  

36.  

37.  

38.  

39.  
40.  

t. 

24 
33D 
• 

67 

140 1 
• 

140 1 

5 

14 

103

•  

36 

• 

• 

• 

41.  

• 

• 



• 
42.  

43.  

44 

45 

46.  

OP 
47.  

48.  

49: 

dP 

50. 

51. I 

52 

P/3 
Supplying and fixing M:S round bars for berried 
windows 

@ Rs: 3700.0 P.Cwft  

16 .0 

Cutting and fixing M:S round bars for barried 
• windows. 	 . 

@ Rs: 28.23 P.No. ..   

Making of fixing steel grated door with 1116" thick 
sheeting I/C angle iron frame 2"x2"x3/8" and 3/4" 
square bars at 4" center to center with locking 
arrangements 

@ Rs: 726.72 P Sft. 69765/. 

Supplying and fixing in position iron/steel grill of 
3/4"x1 /4" 	size 	flat 	Iron 	of 	approved 	design 
including painting three coats etc complete 

• 
@ Rs: 180.50 

. 	• 

P.Sft ... 

Providing and fixing collapsible gate with channel 
framing of section 	3/4"x5/16" at 4" 	 i/c 
revitted 	with 	3/4"x1/8" 	flat 	iron 	patti 	placed 
diagonally and 	provided with top and bottum T- 
section 	1" 	x1" 	1/8" 	alongwith 	rollers 	also 
lic 	locking 	arrangement 	and 	fixing 	in 
floor/ceilling or walls etc complete 

@ Rs: 387.04 P.Sft ••• 

I. 

. 

P/F iron steel grill door with angle iron 
frame 	of 	1-1/2"x1-1/2"x1/4" 	and 	flat 	iron 	of 
3"4"x1/4" 	with 	approved 	design 	and 	locking 
arrangement embedded 	in 	masonary as 	per 
instructions of engineer incharge. 

4) Rs: 231.60 P.Sft .. 

Replacing kallar eaten bricks @ Rs:36 • 30 Each •• 

. 
V 

Cement concrete plain ilc placing compacting, 
finishing and curring complete i/c screening and 
washing of stone aggregate without shuttering 
(1:2:4) 
(b) 1:3:6 ration) 

@Rs: 14429.25 

@Rs: 12595.0 

sio Cft. 

°/. Cit.  

28 aVe• 

... 

s Making Notice board made with Cement @ Rs: 58.11 P.Sft 7431/40  

Laying white marble flooring fine dressed in the 
surface 	without 	winging 	set 	in 	lime 	mortar • 
1:2 including rubbing and polishing of the joints. 
(a) 3/4" thick Flooring 

@ Rs: 567.48 • P.Sft 
. 

.. 

P/F 3/8" thick marble tiles of approved quality and 
colour shade size 8" x 4/6" x4" in dado skirting 
and facing removal / tucking of existing plaster 
surface etc. over 1/2 thick base of cement mortar  
1:3 setting mortar base including filling the joints 
and washing the tiles with white cement slurry , 
current, finishing 
cleaning and polishing etc. complete. 
(i) For new works. 

. 

@ Rs: 186.04 P.Sft ... 

0 

White glazed tiles 1/4" thick jointed 
in white cement(1:2) over 3/4" thick 
cement mortar (1:2) complete 

CO Rs: 28263.61 % Sft 98884/• 

) 
Lying floor of white glazed tiles 1/4" thick 
jointed in white cement laid over */.." thick 
bed_t_1:2) ratio 

@ Rs: 27678.86 .°/. Sft 33215/... 

Providing and lying hale or pattern tiles glazed 
8"x8"x/4 floor or wall facing in required pattern 
specification jointed In white cement and pigment 
over a base of 1:2 grey cement motor 3/4" thick 
i/c washing in filling of joints with salary of white 
cement and pigment desired shape with finishing/ 
cleaning and cost of wax police etc complete 1/c 
cutting tile to proper profile. S.I No.62 P.No.48 

lip Rs: 34620.31 % Sft ... 

P/F cement paving blocks flooring having size of 
197 x 97 x 60 (MM) of city / Quddra/Cobble shape 
with natural colours having strength b/w 6000 psi 
to 	8600 	psi 	I/C 	filling 	the joints 	with 	hillsand 
laying In specified manner / pattern and design 
etc complete. 

@ Rs: 199.77 P:Sft  

Contd 	P/4 

53 
	

3 

54. 
	1 

55 

56 .  



p4 

-- 

. 
S/F Steel/Iron Grill of 3/8" Sq: bars Diagonally 
fixed both way at 3" C.0 on 3 /4" x 3 /4"x1/8" etc 
complete as per instructions given by Engineer 
InctI.Lik , 

@ Rs:329.64 P.Sft oo 

. 

/ 

White wash Three coats 
(b) two coats 

@ Rs:829.95 

@ Rs:425.84 

% S.ft  

% Sit 

 21595/- 
so 

12699/- Colour wash three Coats 
(b) Two Coats 

@ Rs:859.90 

@ Rs:443.27 

% S.ft 

% Sit 

11 

i 

Primary Coat of chalk under distempering @ Rs:442.75 % S.ft 3570 3/... 
• 

Distempering Three coats 
( b ) Two Coats 

@ Rs:1079.65 

© Rs:1043.90 

% Sit 

% S.ft 

8706 y- 
ow 

Painting doors and windows any type 
(a) Old Surface Two coats 
(b) New Surface Three coats 

@ Rs: 1160.06 

@ Rs: 2116.41 

% S.ft 

% S.ft 
7g19/- 
5968/• 

Painting guard bars, gates iron bars 
gratings, railling including standard 
braces etc and similar open work 
Two Coats (Old Surface) 
b Three Coats 

®Rs: 674.60 

@ Rs: 1270.83 

%Sft 

%Sft 

28 23/44. 
2440/- 

Fixing water spouts or parmals E Rs: 211.75 Each .. 

41 

Preparing surface and painting with melt finish i/c 
rubbing 	bathy 	(silicon 	carbide 	rubbing 
brick) filling the whites with zinck chalk plaster 
of 	paris 	mixture 	/ 	applying 	first 	coat 	premix 
making the surface smooth and than painting 3 
coats with matt finish of approved make etc 
complete new surface. S.I No.36A P.No.55 

(a) Two Coat 
.', 	 (b) Three Coat 

@ Rs: 2700.17 

@ Rs: 3444.38 

% Sft 

% Sft 

.. 

- 

Preparing the surface and painting with weather 
coat i/c rubbing the surface with rubbing brick / 
sand papar, filling the whites with chalk/ plaster 
of Paris and than painting with weather chat of 
approved make.S.I No.38A P.No.56 

(a) Two Coat 

(b) Three Coat 

. 

@ Rs: 1858.10 

@ Rs: 2567.95 

% Sft 

%Sft. 14 380 5/- 

Extra Lead One Mile. Rss407.00 Pfts .. 

* floor if Verona marble 
es of ,  also 12"x12"x3/41,  

fame drooled on the surface 
-."-- 

- 

A " 
-- 	- 

-wilh6t-tt-W.-ang set in lid t e laid over y 4" thick bed •f 
(ls 2) grey cement slurry, and Jointing.washing the tiles %..ith slurry of vhite assent  
and Pigment to match the 	@Res -370.00 Ps Sf s Res-3).3914 - -nolou-r-e- 	

ercr-Cle e? ng  o fiEficre o 	Alp 
( n• • • • • • A 

A TOTAL 3647,448/- 

260: 

6064 

6064 

57. 

58 

59.  

60.  

61.  

62.  

63.  

64.  

65.  

66.  

67.  

68.  

69.  

70.  

71.  

674 
282 

418 
192 

OD 

5 

99 



PART (B) WATER SUPPLY & SANITARY FITTINGS 

S.No: Qty: Description Rate Unit Amount 

05 

Providing & fixing squating type white glazed of flushine cistern 
fitting & flush pipe with bend and making requiste numbers of 
holes in wall plinth & floor for pipe connetions & making good in 
cement 1 2 4 B (1) W C of not less 19" clear opening between 
flushing rims and 3 gallon flushing tank with "4 C I trape & C.I 
Thumble (S I NO 1 P NO 1) 

4802.60 Each 240 1 y. 

2 — 

Providing and fixing 4" dia C I soil & vent pipes including Cutting 
and fitting and extra painting to match the colour of building ( 
S.I.N0.1 ,P N0,8 ) 

333 29 Each 

3 05 
Providing & fixing 4"x4"x4" dia C.I branch of the required degree 
with access doors. rubber washer 1/8" thick and builts & nuts and 
extra painting to match the colour of the building.( 
S.I.N0.5 P NO 8 ) 

270.60 Each 1 35 3/"' 

4 .. 

Providing asbestos pipe with collar (Dadex or equivalent) i/c 
digging the trenche to required deoth and fixing to position and 
joining with rubber rings including testing to water pressure head 
of 200 feet S.I No:3 P.No:21 (b) 4" dia Asbestos pipe 

188.44 Rft: .. . 

5 

.,„,,,,,,,„ 

Providing G I Pipes specials & clamps etc including fixing cutting 
and fitting complete with and i/c the cost of breaking through walls 
and roof making good etc 	Painting two coats after cleaning the 
pipe etc 	with white zink paint with pigment to match the colour of 
the building and testing with water to a pressure head of 200 fet . 
and handling ( S I NO 1 P NO 12 1 

.. .. (iii) 	1" dia G I Pipe 	 , 128 55 Rft: 

is. (i) 1/2" dia G I Pipe 73 21 Rft: .. 

a. (ii) 3/4" dia G I Pipe 95 79 Rh: .. 

6 

P/L UPVC pipes of "Class B" fixing in tranch i/c cutting. fitting and 
jointing with solvent cement irc testing with water to head of 61 
meters or 200 ft ... ... (a) 3" Dia 	 . 90.00 P.Rft 

18  (b) 4" Dia 136.00 P.Rft 
... 

7 ---sr— 

—100—  

P/L UPVC pipes of "Class B" fixing in tranch i/c cutting, fitting and 
jointing with solvent cement i/c testing with water to head of 122 
meters or 400 ft 	 • 

(a) 1" Dia 27 00 P.Rft 5 40/— 
1900/--7-.-  (b) 3/4" Dia 19 00 P.Rft 

50 (c) 1/2" Dia 12 00 P.Rft 600/— 
8 

05 Supplying & fixing in position brass bib cock b.3/4' dia brass b 
cock Standard pattern ( S I NO 1 P.N0.16 ) 

348 92 Each 17 45/— 

9 OS '' 
Providing & fixing bal valve (with unsoldered copper ball ) made to 
B.B 5 	1212 1 S 1.N0.6 P NO 	18) (ii) 	3/4" dia 

290.84 Each 145 V..- 

10 0 1 

Supplying & Fixing Fiber Glass Tank of approved quality and 
design and wall thickness as soecified i/c cost of nuts bolts and 
fixing in plate form of cement concrete 1:3:6 and making 
connections for in-let out & over flow inlet .cutlet flow pipes etc 
complete ( S.I.NO 3. P NO.18 ) (a) 260 Gallon thickness 3.5 mm 

21989 6 Each 2 1,50/— 

11 0 1 

Supplying and fixing approved quality Electric AC motor pumping 
set (Javed Engineering made) 1-1/4"x1" section and delievery with 
base plate and compiling one horse power single phase motor 
(siemens make) 60' feet head of 2800 RPM including the cost of 
nuts and bolts c c. (1:2:4) Elect Motor 

12500 P.No 
1 2500/— 

12 

Providing and Installation of Hand pump 1-1/4" G.I pipe and colr  
syainer with wooden shap including cost of 4" feet above ground 
level embded in C C (1:2:4) with iron handle and required same 
shape with acc and fixing etc complete 

10 (a) Filter pipe 120 Rft: 1 230/- 
50 (b) G.I pipe 110 Rft: 550 0/— 

2500/ • 1 (c) H.P Machine 2500 P.NO 



13 

, 

0 1 

Providing and fixing 22"16" lavetory basin in white glazed earthen 

ware complete with & i/c the cost of Wlor C.1 cantilever brackets 

6 inch built into wall Painted while in two coatc after a primary 

coat of red lead paint a pair of 1/2 dia chrome plated piller traps 1-

1/2" dia rubber plug chrome brass waste of approved pattern 1- 

1/4" dia malloable iron cp union making and traps. malloable iron 

or brass requisite number of holes in wall plinth & floor for pipe 

connection and making good in cement concrete 1:2:4 (standard 

) Si No.13 P.No:3 _pattern 

4694.8 Each 46 9 5/- 

14 0 1 
Add extra for labour for oroviding & fixing of earth ware pedestal 
white or coloured glazed (standard pattern) 	S I No:9 
P No 3 

938 47 Each 9 36/- 

15  
oi Supplying & fixing swan type oilier cock of superior quality single 

c p head 1/2" dia S.I No.18 P.No 16 
795.30 Each 795/-- 

16 
Supplying & fixing bath room assessoeies (7 pieces) iic towel rod, 
brush holder.soap tray,shelf of approved quality and design etc 
complete S.1 No 24 P No:16 

8122.4 Each 
... 

1 I 
.. 

Construction manhole or inspection chamber for the required dia 

of circular sewer and 3"x6" (1067mm) dept with walls of B.B in 

cement mortor 1:3 cement plastered 1:3,1/2" thick inside of walls 

and 1" (25mm) thick over benching and channel i/c fixing C.I 

manhole cover with frame of clear opening 1-1/2"x1-1/2" 

(457x457m of 1.75Cwt (88.9 kg ) embedded in plain C.0 1:2:4 

and fixing 1" (25mm) dia M.S steps 6" (150mm) wide projecting 4" 

(102mm) from the face of wall at 12"(305mm) C/C duly painted etc 
cornplete.as per speficication and drawing No.D/1 of Public Health 

Circule Southern zone S.1 No 1 P.No- 39 

14748 Each 
,.. 

18 as 

Providing R C C pipe with collars class"B" and digging the trenche 

to required depth and fixing in position including cutting fitting ar 1 

joining with maxphalt composition & cement mortor 1:1 and testing 

with water pressure to a head of 4 feet above the top of the 

highest pipe & refiling with exeavated staff.(S.1 NO 2 P NO.21) (c) 

6" dia R.C.0 pipe class "B" 

199.25 Rft I. 

19 4. Providing & fixing 4" dia C.1 Terminal guardincluding extra painting 
to match the colour of the building S 1 No:10 P.No:9 

389.70 Each 

20 01  
F'roviding & fixing in position nyloon connections complete with 
1/2" dia brass stop cock with pair of brass nuts and lining joints to 
nyloon coonections S I No:23 P No 6 

447.15 Each 447/'' 

21 ... 
Providing & fixing 15"x12" beveled edge mirror of belgium glass 
complete with 1/8" thick hard board and C.P serews fixed to 
wooden pleat S 1 No:3 P.No:7 a) standard pattern 

1161.6 Each 
.. 

TOTAL RS: 4406 1S/- 

Amount Total (CSR) 

Part "A" 	 % Above / Below 

 

EXECUTIVE ENGINEER 

DUCATION WORKS DIVISION 

SHIKARPUR 

   

Part ' li -:/u Above I Below 

 

   

CONTRACTOR 



NIT. No:TC/ G55/ 
Dated: 

BIDDING DATA 

(This section should be filled in by the Engineer/Procuring Agency before issuance 
of the Bidding Documents) 

(a). Name of Procuring Agency - Executive Engineer (Education Works) 
Division Shikarpur.  

PROVINCIAL ADP SCHEMES 
(b). Brief Description of Works:- ADP 330-REHABILITATION,IMPROVEMENT,RENOVT: 

& PROVISION FOR MISSING FACILITIES IN EXISTING 
SECONDARY/HIGHER SECONDARY SCHOOLS OF 
DISTRICT SHIKARPUR(2016-17-PROGMM)(5 UNITS)  
4 GGHS Siddique Mari 

(c).Procuring Agency's address:-Executive Engineer (Education Works) Division Shikarpur 
Near GBHS No II Shikarpur 

(d). Estimated Cost:- 	5.800 ( Millions).  

(e). Amount of Bid Security:- 	 5% 	 (Fill in lump sum 
amount or in % age of bid amount /estimated cost. 

(f).Period of Bid Validity (days):- 60 Days  (Not more than sixty days).  

(g).Security Deposit:-(including bid security):- 	 10%  

(in % age of bid amount /estimated cost equal to 10%) 

(h). Percentage, if any, to be deducted from bills:- 	7.50% Income tax  

(i). Deadline for Submission of Bids along with time :- As Per NIT  

(j). Venue, Time, and Date of Bid Opening:- Near GBHS II (Shikarpur As Per NIT).  

(k). Time for Completion from written order of commence: - 	15 Months  

(L).Liquidity damages:- 	-NIL- 	(0.05 of Estimated Cost or Bid cost 
per day of delay, but total not exceeding 10%) 
(m). Deposit Receipt No:   	Date: 

	
Amount:Rs: 

Amount 3000/-(Rupees: Three Tho 

Govt: • ntractor. 

El XECUTIVE ENGINEER 
E 	ATION WORKS DIVISION 

SIIIKARPUR 

Bank 

(n). D.R.NO:   DATED: 

(o) Tender issued to Mr. / M/s_ 



BOQ-1 (i)  
NAME OF WORK:- REHABILATION EXISTING BUILDING  RGGHS  SIDDIQUE 
MART TALUKA SHIKARPUR 

[S.NO: 	 DESCRIPTION 
	

QNTY  RATE UNIT AMOUNT 

A PART-A (CIVIL WORK) 
1 Dismantling Cement Concrete Plain 1:2:4 (S.I.No:190-P/10) 845 3327.5 %.Sft 28,117 

2 
Dismantling Reinforcement for cement concrete sperating reinforcement 
from concrete cleaning (S.I.No:20-P/10) 

1540 5445.00 %.Sft 83,853 

Dismantling brick work in lime or cement mortor (S.I.No:13-P/10) 3024 1285.63 %.Sft 38,877 

Dismantling 2nd class tiles roofing. (S.I.No;22(b)-P/11) 42 378.13 %.Sft 159 

Dismentling rolled steel beam (S I No:41 P No:13) 147 126.04 P Cwt 18,528 

Removing Cement or lime plaster (S.I.No:53-P/13) 2682 121.00 %.Sft 3,245 
Removing door with chowkhat 4 142.18 P.No: 569 
Removing window with chowkhat 3 102.85 P.No: 309 

Scraping (b) Ordinary distemper oil bound or paint on wall (S I No:54 b P 
No:13) 	 A. 4 

7440 226.88 %sft 16,880 

5 
Excavation in foundation of building bridges & other structure with 
excavated lead upto one chain and lift upto 5'feet. In ordinary Soil. 
(S.I.No:18(b)-P/14) 

196 3176.25 %Ocft 6,225 

Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10. 
(S.I.No:40-P/21) 

886 8694.95 0/0.Cft 77,037 

6 
Pacca brick work in Foundation and plinth in cement sand mortor 1:6 
(S.I.No:4-P/20) 

614 11948.36 %.Sft 73,363 

8 

., 
Reinforcement for cement concrete including labour and material except 
the cost of steel reinforcement and its labour for bending binding which 
will be paid seperately. This reate also includes all kind of forms moulds 
lifting shuttering curring etc comp) 

3514 337 P.Cft 1,184,218 

9 

Fabrication of Tar steel reinforcement for cement concrete including 
cutting 	bending 	and 	laying 	in 	position 	making joints 	and 	fastening 
including the cost of binding wire also includes removal of rust from bars. 
(S.I.No:8(b)-P/16)  

188 25 
' 

5001.7 P.Cwt 941,570 

Earth filling from excavation 131 1512.5 °/00cft 198 

Earth filling from out side 993 3630 %Ocft 3,605 

Add extra lead two mile 993 502.2 %cft 4,987 

10 
Pacca brick work in Ground floor and plugging into walls (S.I.No:50- 
P/20) 

823 12674.36 %.Cft 104,310 

B F.Floor 133 13112.00 %.Cft 17,439 
11 Supplying & Fixing Girder at site of work 0 3850.00 P.Cwt 0 
12 Supplying&fixing T-Iron at site of work 0.00 3575.00 P.Cwt 0 
13 Errection of rolled beam 0 186.34 P.Cwt 0 

14 
laid 

Second Class Tiles Roofing consisting of 4" earth and 1"mud plaster with 
gobri leeping over 1/2" thick 'cement plaster 1:6 with 34 Lbs of hot 
bitumen coating sand blinded provided over 2 layer of tiles 12"x6"x11/4" 

in 1:6 cement mortar with 1/2" thick sand wiched layer of 1:2 cement 
pointing underside of files complete including curing etc. (S.I.No:1-P/32) 

0 4820.82 %sft 0 



15 1"Thick mud plaster 0 555.00 %sft 0 

16 Applying floating coat 2682 660.00 %.Cft 17,701 

17 
Pacca bnck work other than building i/c stacking of joints on Wall Ratio 
1:6 (S.I.No:7-P121) 

1206 12346.65 0 0 Oft 148,901 

18 Cement Plaster 1:6 upto 20' height Ratio 1/2" thick (S.I.No:13(b)-P/51) 9009 2206.6 °o. Sft 198,793 

B F Floor 997 2308.84 %.Sft 23.019 

19 Cement Plaster 1:4 upto 20' height Ratio 3/8" thick (S.I.No:13(b)-P/51) 9009 2197.52 %.Sft 197,975 

B F.Floor 997 2299.77 %.Sft 22,929 

Cement Concrete Plain compacting finishing curving etc and washing 
aggregate without shuttering (S.I.No:5-P./15) 

39 14429.25 4'° Sft 5,627 

20 Making Notice board made with cement. (S.I.No.1-P/89) 115 58.11 P.Sft 6.683 

21 
First class deodar wood wrought joinery in doors & windows etc 
complete 	fixed 	in 	position 	including 	chowkats 	holds 	fastes 	hinges 
(S.I.No:7-P/57) 

76 1273 76 P Sft 96.806 

22 S/F M S bars for window 0 3700 P Cwt 0 

23 Cutting &fixing M S bars 0 28.23 P.No: 0 

24 P/F deodar almirah 9-12" depth 47 1748 P.Sft 82,156 

25 
P/L Cement Concrete topping i/c surface finishing and dividing 	into 
panells Ratio 3" thick (S.I.No:160-P/41) 

1996 4411.82 'a Sft 88.060 

B) Ratio 2" thick 5266 3275.5 %.Sft 172,488 

26 
Pt Single layer of polythen sheet 0.13mm fixing in position tiles etc 
complete 

268 10.7 P.Sft 2,868 

27 
Reinforcement for cement concrete spout including fixing in position in all 
respect 

0 
261.25 P.Sft 0 

Supplying & Fixing broken glasses on courtyard wall including 	1:3:6 
cement concrete cooping (S I No:61 P No:105) 

268 70.44 P.Sft 18,878 

28 

29 

Laying floor of approved white glazed tiles 1/4" thick dado 
jointed in white cement and laid over 1 2 cement sand 
morter 3/4 thick including finishing (S I No-  24 P No: 43) 

White glazed tiles 1/4" thick dado jointed in white cement 
and laid over 1.2 cement sand morter 3/4 thick including 
finishing (S I No: 37 	P No-  45) 
Halle tile 

1126 27678.86 casft 311.664 

649 28253.61 'osft 183,366 

270 34520.31 %sft 93,205 

30 
SIF iron steel grill 1/4"x3/4" size flate iron of approved design including 
painting 3 coats etc complete (S.I.No:26-P/92) 

1359 180.5 P.Sft 245,300 

Making and fixing steel grill 1 /4 x3/4 flat rion of approve design including
31  

paiting three coats etc let not to be less than (SIN 26 p192) 
 0 

231.60 P Sft 0 

32 M/F steel grated door with 1-1/16" thick with locking arrangement (R.A) 95 942.06 P.Sft 89,496 

33 White wash Three coats (S.I.No:260-P/53) 2962 829.95 %.Sft 24,583 

B Two coat (Old surface) 1415 425.84 %.Sft 6.026 

34 Pnmary coat of chalk under distempenng (S.I.No:23-P/57) 2452 442.75 %.Sft 10,856 

35 Distempering Three coats (S.I.No:240P/53) 2452 1079.65 %.Sft 26,473 
B Two coat (Old surface) 6026 1043.9 clio.Sft 62,905 

Preparing surface painting weather coat. (S.l No 38 a-P/56) 7690 2567.95 %.Sft I 197,475 	1 
I 

_I 



Painting doors and windows any type (S.I.No:5©-P/69) 446 2116.61 %.Sft 9,440 

Two coat (Old surface) 1212 1160.06 % Sft 14,060 

Preparing surface painting Garder bars gates of iron bars grating railing. 
(S.I.No:5-P/69) 

664 1270.82 %.Sft 8,438 

Two coat (Old surface) 0 674.6 %.Sft 0 

Colour wash three coats 0 859.9 %.Sft 0 
TOTAL 4,969,658 



PART (B) WATER SUPPLY &SANITARY FIT-110S 

rS.No: 	Qty: Descnotibn 
	

Rate 
	

Unit 
	

Amount 

4802.60 Bach 9605/- 1 

2 

4 

5 

1 0 

Providing & fixing situating type white glazed of flushine cistern 
fitting & flush pipe with bend and making requiste numbers of 

hoist in wail plinth & floor for pipe Connetions 8 making good in 
cement 1:2:i 13.(i) W.0 of not less 19" clear opening between 

'flushiri6 rims and 3 gallon flushing tank with "4 C.I trape 

(S.1.(99,44Nal ) 	4 I 	 . 
PhIvildirig'andf#14. dia p•I soul& vet i pipes including Dtittiilig 

'10. 0 and ntiing and extra Painting to 'match". the colour of buiidIng.i 
Sj,NO.1 ,P,NO,8 )  
Providing & fixing '4"x4"x4" dia C.I branch of the required degree 
with access doOrs, rubber washer 1/8" thick and builts & nut's and 
extra painting to match the colour of the building.( 
S.I.N10.5.P.NO.f,ij 	  
Providing asbestos pipe with collar (Dadex or eqUivalen() i/c 

2 0
f . 	. 

dipihg the trenche to required dedth and fixing, to pOsititin ano 
ioirn9 with n.itittolr ri gs in iuding testing to wet' r presSure heed 
çtpô feet 8.1 N9:3MO! 1.:4", 101aASbeitb pipe  
Pr' i 09 G.1  PlOei ,13000 $ Jai* etc iiidlpng filting 60 
anq tting complete with and I/C the cost of b liking through 
and r6f snaking gObd etc . Painting IWO tots after olearilh# tie 
pipe te,; Wlith white zink paint Withi .bignient to Mitch the 'cOlbUi of 
the bifilling and testing with weter fo a pressure he cii $O pit_ 
and hismidling. ( 5.1,1•10,1 .P.N0.12) , 

ii) 	1" dia 6.1 Pipe 

15 
	

( ) 	112" dia p.1 Pipe 

(ii) 	3/4" dia 6.1 Pipe 

'.o 

2.0 

33.29 
	

S'oph 

270.60 kaCh 

188.44 
	

Rftt 3769/ - 

• I 	• 

128.5$ 1286/- 

1 9 8/- 

 

6 
'10 :1(4). 3" Dia.  
30• ( )4 Dia 

LJPV0 pips bfl'Qlaks B" figlig in. tranch i/d Cutting. fitting and 
1Pihtinio.. with solvent ceMeht ii ieeting With Water t4ead of 81 
int4eii or 200 ti! 	 CO( () A/o.' 73 P4I  9 0101.7.7 

0.1* ?,Rft 1  

7 

. 

,..t.., P/1- UPVC. pipes of 4ClaSs 0" fixinij ir tranch iic curorlp, fitting and  
jointing with solvent cement ilc testi'itg with water to head ot 12 
Meters or 400 ft, 

273/- 10 (a)," Die .bo  27-  P .Rft 
20 (b). 3/4" Dia 19.00 , P Aft itiU/ - 
2'7 (c) 1/2" Dia 	 . 12,p0 , 	14..,4tt 300/- 

8 2.  0 Subplylhg & fixing in posit& brOis bib cotk b. 3/4" die brass 0:. 
coo. Standard pattern i, S.I.N0.1 P.N0.18 ) 3413.92 Each 698/- .. 	. . 	, 

9 2. Providing & fixing bat valve (with unsoldered copper ball ) made to 
B.B S. 1212 1 S.I.N9,6 P.N. 1pI oii 

	

	3/4'4118  , 
:. 
A 90,84 Each 582/- 

10 t' 00 

, 	., 

Stiriplying & Fixing Fiber Glass TehX9f ipprokid quality and 
deign and wall thickness as seecified i/e Cost of puts bolts and 
fixihg lh plate 'WM of cement Concrete 1:3:8 a110 rnalcing 
donnectiona•for iiilet out & over now inlet ;d4allet flow 	loos pro 
ctr)ot!tIS: .1:6111,101 .h.P:N\0.01:14 col 250,GelOn thitim si i..6.mr,1 

gt71.K 
- ' 

.,,. 	. 	.. 

Aa7 /o - ."r .., 

"' 	• 

, 	•it, 	., , 

1759 0/- 

I 
1. ,p, 	. 	,, 	L  , 	,.,, 	. 	,. 

11 
1. 0 

SOplytogl "rid futinb'prirO4 , 	oti4 
plt(..tavd EnonEerihg Made) 1-143"Ii14  
Waite plate end COnipilIng ole no* 
(sierrierfs frieffe) 80' feet head of 2800 

1 	Orkd oolts C.H1:2i41 Q eeti Motor .  

tiii Efelcolt A:4: 
section anØ 

power single pasp 
RPM iriclIdding Vt,  

rri to7 purhOi ,d 
delievery with 

motor 
the cost Of 

. 	: 

• rf./2-o 

• • 	t 
i 

PA 

' 

0 

. 

: 	! 	• 	. 	. 

1 847 CV- 

12 

ovidi4b 
 

and iriastathlition o 	and pump 1-1/4" G.Ipipe end 6(30 	. 

	

sylsiber with * odokshep inciuCut 	ct Of 4" feet abOre Virdici 
level embded n C.1(1 2:4) with i' h handi. and iequirld sne 

 	heprri.itti a 	ar.1d ftxinq Mc cpm 	ete. 	, 
'' 	:k 

 . 	̀ 

' 
' 

. 	. 	. 	. 

10.0 4 	. ,4 	. I a 	Filtr pip0 , 
,.. 	i 	NI' ii: 

120 
 , 

 R: 
,t 	I- 	,,.i 	i 	..,' : • : >, 

11 .- VO 

40. 0 (b) a .I  iskpo  
110 • RI-! 

1 • 0 
I, 	1 .. 

(a) H.r:  Machihe 2560 f2:r 0 2500/- 



_____,—, 

13 

5 
C 

1 • ° 	1 

d 
4 

i'k 

, 
P .ovicling end fixing 22"16" lavetoni basin in Wrlite glazed earttlh — 
wire complete with & i/c the cost 6f W.1 or C.I Cantilever brickets 

inth built into wail. Painted while in two matt after a primary 
at pf red lead paint a pair of 1/2 dia chrome plated oilier traps 1- 
" pia rubber plug chrome brass waste of approved Pattern 1- 

dia malloeble iron cp union making and traps, malloable iron 
. brass requisite number of holes in wall plinth & floor for pipe 
nriection and making good in cement concrete 1:2:4 (standard 

) S I No:13 P.N0:3 littin 

. 

4694.8 

• 

Each 

. 

4595/— 

. 

14 
A 	, 

1  • ''' 
d " xtra for labour for °I-evicting & fixing of earth ware pedestal 

tIteor coioured glazed (standard pattern) 	S I No. 6 
.No.,3 

938.47 Each 939/— 

15 
St.1pdiying & fixing swan type oilier bock of superior quality single 

po . ad 1/2" dia Si. 	No.18 13.)10:ip 
79.5.36 Elaeh 795/— 

UpplyIng & fiiirig bath room asseisoeies (7 piedes) i/F towel rod, 
f Li.i A bOIlaiir,Soap traylshelf of approved quality and design etc 

46jVeti Si.t NO.24,,P,N0:16 	 i 	. H 	 , 

' 

8122.4 
; 

, 	, 

Each 
• i 	_I 

• • 	• 	• 
1475/ — 

17 

.e. :to: 
Of 

anc 

and 

oc Ili 
d 

,. 

illernent 

Malhdia 
(4'x4 

(12rt\m) 

tru4tion 'ftlanticiiieOr inspitcOr't chamber for the requirid dia..  
circular sewer and 3"x6" (1067rpm) dept with walls of B.13 in 

mortar 1:3 cement plasterOd 1:3.1/2" thick inside of wallS 
1" (25mM) thick over benching and ctinflei i/c fixing C.i 

0,./r with frame of olar opening 1-1/2"x1-1/2" 
7m of 1.75Cwt. (88.9 kg.) embedded in plain C.0 1;:4 

fixing 1" (26rnrri) dia M.S step5 6" (150rnm) wide prOjecting 4' 
froM the face of wallat 121305mm) C/C duly painted etc 

pieta as per speficication and drawing No.0/I of Public Health 
t

ircyle 	SoLithern zone S.I No:1 P.No:39 	 , 	.  

14748 

• 

8.0ori 

18 
• 
• 

,i 

11'bvidin'g R.C.C..Pirie with Collars ditts"B" and digging the trenchd 

to required depth and fixing in position including cutting fitting ar 1 

'olhing with maxphalt composition & cement mortar 1:1 and testing 

with water pressure to a head of 4 feet above the top of the 

hiriest pipe & raiding with exeavated staff.(S,I.NO .2 P.N0.21) (C) 

81\ dia F,C.c piPe cl4s "B" 	i 

199.25 

.. 

Rh: 

19 • • 	c, 	1  2. u  A' 4' lclirio &fiiina 4" dia C I• Terfninal auardiriCludina extra painting 4 	i 	.- 	••.• 	• 	. 	- 	, 	- 	• 	-• fa 	alch the colour of the buildinq,S.I No:10 P.No:9 
389.70 Each 779/— 

20 
- 

2. 0 . 
P•cilding & fixing in' position pylbon connectiOns complete with 	' 
112" dia brass stop cock with pair of brass nuts and lining joints to 
n. 	a)on coonection's SI No:23 P,No:6 

447.15 Each 894/— 

21 
. 

. 
1. 0' 

fJoviding & fixing 15"x12r beveled edge mirror of beigiuM glass 
M.Plete with 1/8' thick hard board and C.P taws fixed to 

00der121.eat S.I NO:3 P.Np:7 a) standard pa ern ____..... 

i 
11q1.6 Each ' 16 1/— 

G; Total  Rs: 106371/00. 



NIT. No:TC/ G55/ 
Dated: 

BIDDING DATA 

(This section should be filled in by the Engineer/Procuring Agency before issuance 
of the Bidding Documents) 

(a). Name of Procuring Agency:- Executive Engineer (Education Works) 
Division Shikarpur,  

PROVINCIAL ADP SCHEMES 
(b). Brief Description of Works:- ADP 330-REHABILITATION,IMPROVEMENT,RENOVT: 

& PROVISION FOR MISSING FACILITIES IN EXISTING 
SECONDARY/HIGHER SECONDARY SCHOOLS OF 
DISTRICT SHIKARPUR(2016-17-PROGMM)(5 UNITS)  
5 GBHS Jhali Kalwari 

(c).Procuring Agency's address:-Executive Engineer (Education Works) Division Shikarpur 
Near GBHS No.II Shikarpur.  

(d). Estimated Cost:- 	2.800 ( Millions). 

   

   

(e). Amount of Bid Security:- 	 5% 

amount or in % age of bid amount /estimated cost. 

 

(Fill in lump sum 

 

(f).Period of Bid Validity (days):- 60 Days  (Not more than sixty days).  

(g).Security Deposit:-(including bid security):- 	 10%  

(in % age of bid amount /estimated cost equal to 10%) 

(h). Percentage, if any, to be deducted from bills:- 	7.50% Income tax  

(i). Deadline for Submission of Bids along with time :- As Per NIT  

(j). Venue, Time, and Date of Bid Opening:- Near GBHS II (Shikarpur As Per NIT).  

(k). Time for Completion from written order of commence: - 	15 Months  

(L).Liquidity damages:- 	 -NIL- 	(0.05 of Estimated Cost or Bid cost 
per day of delay. but total not exceeding 10%). 
(m). Deposit Receipt No:  	Date: 	 Amount:Rs: 

Bank 

(n). D.R.NO: 	DATED: 

(o) Tender issued to Mr. / M/s 

Amount 3000/-(Rupees: Three Thousand Iv). 

Govt: Con ctor. 

1
T  

ECUTIVE NGINEER 
ED 	ION WORKS DIVISION 

SIIIKARPUR 



2 18. 

19 

21) 95 

B.O.C1 OF CIVIL WORK 

NAME of WoRkt.  
REHABILITATION OP Ea N G BUILDING AT Gs Bats 3s  

Aalitaa Titan A LAM It STK OT =mama. t AlP41/0 s 31 - 

Y: DESCRIPTION RATE UNIT 	• AMOUNT 
IN Rs: 

Dismentling brick work In lime 
or cement mortar 

@ Rs:1285.63 % Cft 746/— 

Dismentling brick or flagged flooring without 
concrete foundation. Si No.30 P.No'.12 

@ Rs:257.13 % Sft ar 

2 
— 

3 

Dismentling cement concrete 
Plain 51:2:4} 

@ Rs:3327.60 % Cft 33674/— 
Dismentling Cement concrete 
Reinforced separating reinforcement 
from concrete cleaning & straightening 
The same 

@ Rs:5445.0 % cft 45 19/•° 

	

Eim 	r W___ 
241. pl aster from 

	

TIDO 	0 	.L S. - 	- 	- 
@R 	

._ 
t60 4 50 2281/- 

 
% Sft 

......... 	. 	 .. 
Removing doors with chowkats 	, @ Rs:3142.18: * P.No: ..r: 

• 
Removing windows and sky light 
with chowkats 

@ Rs:102.85 P.No: .... 

6 

Removing ventilators and wooden sun shade 
etc. 

• 
@ Rs:51.43 P.No. A. 

Disrnentling rolled steel beams, iron 
Rails etc. i  

@ Rs:126.04 P.Cwt ti. 

Removing cement or lime plaster 	..  
• , —•,• 

@, Rs:121.00 %Sft 47 37/- 
. 	i 

Dismantling cement concrete plain 1:3:6 
, 
' 

@ Rs:1306.80 —  % Cft 

Excavation in foundation of building bridges 
and 	other structure I/C 	degbelling dressing 
refilling around the structure with excavated 
earth watering and ramming lead upto. 6 ft. In  

ordinary...! oil.  

@ Rs:3176.25 %0 Cft 3D0 47/- 

13 
Cement concrete brick or stone ballast 1,- 1/2 " 
to 2" guage 	 . 
i. Cement concrete (ratio 1: 5: 10:) 
ii. Cement concrete 1: 4: 8: 

@ Rs:8694.95 
@ Rs:9416.28 

% Cft 
% Cft 

16 6 334/- 
op 

Dry rammed brick or stone ballast 
1/2 " thick to 2" guage 

@ Rs:3327.50 % Cft — 

94 Pacca brick work in foundation and plinth 
(cement sand mortar 1:6) 

@ Rs:11948.3d % Cft 1062 VV. 

23 

II 
_ 

___ 

Fabrication of miled steel reim force ment for 
cement concrit I/C cutting, banding and lying in 
position i/c cost of steel binding wire also i/c 
removal of rust from bars 
(a) Tor Steel 

__(13)Miled Steel 
Cu P3:5001.70 
@ Rs:4820.20 

•
. i ./— 

. 

P: Cwt 
P: Cwt 

3$ 26/— 
..p 

r0  

R:C:C: work in roof slab beams columns rafts 
lintels and other structural members laid in 
siltu or precost laid in position complete in all 
respitcts C:C ratio 11: 2: 4:) S.I No.6A P.No.16 

@ Rs:337.00 P: Cft. 58 30 1/ — 

I Filling watering ramming earth in floor with  
surplus earth excavated from foundation lead 
upto one chain and Hit ukto 6ft. 

@ Rs:1512.50 %0 Cft. MA` 

Filling watering ramming earth under floor with 
new earth (excavated from outside) lead upto 	@ Rs:; 36 33 *., 
one chain and lift upto live ft. 

SiFining sand- unclet -11.15or. s. @R 114 1,  _. 2 11 a _ e1.1.1:rx=i_ ra_rt_i _n_sx.ca_l_ct __ ... 

0 
• 

%0 C.ft 
• 

1045/- 

25 % C.ft 10 86 5/- 

Could 	P12 

1 

3. 10 

5 

0.• 

is IOW 

9 

19 

7.7 

173 



2I 

21 

S. 

26.  

27.  

28.  

32 

34.  

35.  

36.  

38.  

39.  

40.  

41.  

16.0  

  

37. 	91.0 
140.0 

1)/2 

Errection and removal of centering for R.C.0 
or plain cement concrete work of deodar wood 
2ncf; class) 
Pacca brick work on ground floor with 
(1:6 ratio) 

-G/F 

F/F 

Pacca brick work on other than building with 1:6 
kratio)  	 

S/fixing iron girder at site of work 

S/Fixing Iron t-iron at site of work 

Errection of rolled steel beams or iron rails etc. 

Second class tiles roofing consisting of 4" earth 
1" mud plaster with gobri leeping over 1/2" thick 
cement plaster (1:6 cement mortar including 1:2 
cement pointing under neath of tiles complete 
including curingtc. complete  
Providing and laying single per layer of polythin 
sheet 0.13 mm thick for Water proofing as per 
specification and instruction of Engineer 
Inchar e 

% S.ft 

% Cft 

% Cft 

80 10 2/.. 

249"15/". 

OM 

Rs:12346.66 % Cft 

Rs: ,850.0 P.Cwt' 

@ Rs:3575.0 P.Cwt 

L Rs:186.34 P.Cwt a3 Wu- 

@ Rs:7607.25 % S.ft 2356 24/- 

@ Rs:10.70 P.Sft 436561/- 
. • .4 

@ Rs:7000.0 

@ Rs:12674.36 

Rs:13112 

1856 V- 
219007'= 

OP 

632 

190 

4. 8 2 1 

6. 126 

. 9 47 

310 

4060 

% S.ft 

% S.ft 

Providing and laying 1" thick topping cement 
concrete (1:2:4) i/c surface finishing and dividing 
into panels 
(A) 3" thick 
(B) 2" thick 

• 

@ Rs:4411.82 

@ Rs:3275.50 

24697 4/' 
39 96 1/... 

4 18 47/•P @ Rs:555.0 Mud plaster on floor or roof 1" thick 

@ Rs: 660.0 	% S.ft 

@ Rs: 2206.60 % Sit 

@ Rs:249 3.41. S.ft 
Cement plaster (1:6) upto 20' ft: height G/F 
Y." thick 

F/F 
Cement plaster 1:4 upto 20' ft; height G/F 
3/8" thick. 

F/F.  

Applying floating coat of cement 1132" Thick 

S.ft 

25 339/- 
5609 	l/- 
7979/- 

47 	
 

Zs y. 
7 847/.• 

1 1806 7/... 

5 598 
1220 

7540 
39 15 

2542 
3 16 

2142 

316 

39 15 

% S.ft 

1y'/• S.ft 

@ Rs: 2197.52 

@ Rs:24$3•  

Cement plaster 1:4 upto 20' ft; height 1/2" thick S.ft @ Rs: 3015.76 

Cement pointing and stricking of joints on 
Walls ratio. 1: 2 

-• 
3770 	1/8" thi ck geloree 1 eeping en 

-roe fie -e r--flee-rs.---  --- 
First Class deodar wood wrought Joinery in doors 
and windows etc: fixed in position 	 i/c 
deodar panelled and glazed 1-3/4 thicks. 
(b) only shutters 

@ Rs:1287.44 
	

% Sit 

@ Rs:, 1.74 % Sit 

@ Rs: 1273.76 
	

P.Sft 

@ Rs: 902.93 
	

P.Sft 

40 

3459/". 

1159 12/- 
126 4 10/- 

Providing and fixing deodar wood Almirah 9-12" 
depth i/c boxing with hack shelves shutter brass 
fitting etc complete (without box)  
Fixing doors includin_g chowkats 	 

Fixing windows including chowkats 

@ Rs: 1748.0 P.Sft 27969/,• 

1,1„. Rs: 279.51 Each 

@ Rs: 139.76 Each 

@ Rs: 228.90 

@ Rs: 240.50 

P/F G:I frames / chowkats of size 7" x 2" or 
4-1/2"x3" for doors and window using 20 guage 
G.I sheet i/c welded hinges and fixing at site with 
necessary hold fasts, filling with cement sand 
slurry of ratio 1:6 and repairing the jambs. The 
cost also i/c all carriage , tools and plants used in 
making and fixing 
(a) for doors 
(b) for windows 

el 

101 

P.Rft 

P.Rft 

Contd.....P/3 



P/3 - • 	- 
an. P.Cwft 42.  @ Rs: 3700.0 

@ Rs: 28.23 43.  P.No. 

@ Rs: 726.72 00 P Sft. 44.  

. 826.0 14909 3/- P.Sft @ Rs: 180.50 

Supplying and fixing M:S round bars for barried 
windows 
Cutting and fixing M:S round bars for barrled 
windows. 	• 
Making of fixing steel grated door with 1/16" thick 
sheeting I/C angle iron frame 2"x2"x3/8" and 3/4" 
square bars at 4" center to center with locking 
arrasie me nts 

Supplying and fixing in position iron/steel grill of 
3/4"x1/4" size flat iron of approved design 
including painting three coats etc complete 

Providing and fixing collapsible gate with channel 
framing of section 3/4"x5/16" at 4" 	 i/c 
revitted with 3/4"x1/8" flat iron path placed 
diagonally and provided with top and bottum T-
section 1" x1" 1/8" alongwith rollers als,o 
1/c locking arrangement and fixing in 
floor/coining or walls etc complete 

04 P.Sft @ Rs: 387.04 

P/F iron steel grill door with angle iron 
frame of 1.1/2"x1-1/2"x1/4" and flat iron of 
3"4"x114" with approved design and locking 
arrangement embedded In masonary as per 
instructions of esigyieer incharge. 

@ Rs: 231.60 47 i6675/- 7 2.0 

Replacing kallar eaten bricks 

P.Sft 

Each @ Rs:36 . 30 

• . 	a 

Cement concrete plain i/c placing compacting, 
finishing and curring complete i/c screening and 
washing of stone aggregate without shuttering 
(1:2:4) 
(b) 1:3:6 ration) 

@Rs: 14429.25 % Cft 
91 1313V- 

49. 

@Rs: 12595.0 % Cft. 

Making Notice board made with Cement P.Sft @ Rs: 58.11 511. 311 18595A. 
Laying white marble flooring fine dressed in the 
surface without winging set In lime mortar @ Re; 567.48 
1:2 including rubbing and polishing of the joints. 
La) 3/4" thick Flooring 

• P.Sft 5 1 40 

P/F 3/8" thick marble tiles of approved quality and 
colour shade size 8" x 4/6" x4" in dado skirting 
and facing removal / tucking of existing plaster 
surface etc. over 1/2 thick base of cement mortar 
1:3 setting mortar base including filling the joints 	@ Rs: 186.04 
and washing the tiles with white cement slurry , 
current, finishing 
cleaning and polishing etc. complete. 
(i) For new works. 
White glazed tiles 1/4" thick jointed 
in white cement(1:2) over 3/4" thick 
cement mortar (1:2) complete 
Lying floor of white glazed tiles 1/4" thick 
jointed in white cement laid over'/." thick 
bed 11:2) ratio 
Providing and lying hala or pattern tiles glazed 
8"x8"x/4 floor or wall facing in required pattetn 
specification jointed in white cement and pigment 
over a base of 1:2 grey cement motor 3/4" thick @ Rs: 34520.31 
Pc washing in filling of joints with salary of white 
cement and pigment desired shape with finishing/ 
cleaning and cost of wax police etc complete 1/c 
cutting tile to proper profile. S.I No.62 P.No.48 	_ 

P.Sft 

i 3 IT 9 2/- 

.% Sft 

52. 40 

• 53 	470 

5•n 	 5 

Rs: 28253.61 	% Sft 

@ Rs: 27678.86 

so 
55 Sft 

P/F cement paving blocks flooring having size of 
197 x 97 x 60 (MM) of city / Quddra/Cobble shape 
with natural colours having strength b/w 6000 psi 

@ Rs: 199.77 to 8600 psi I/C filling the joints with hillsand 
laying in specified manner / pattern and design 

_etc complete. 

ma P:Sft 

Copt(' 	1)/4 



P4 

S/F Steel/Iron Grill of 3/8" Sq: bars Diagonally 
fixed both way at 3" C.0 on 3 /4" x 3 /4"x118" etc 
complete as per instructions given by Engineer 
Incharge (R..A). 

@ Rs:329.84 P.Sft 
• 

41. 

19 
17 

White wash Three coats 
(b) two coats 

@ Rs:829.96 

@ Rs:425.84 

% S.ft 

% S.ft 

1964/.. 
30 4 35/.. 

14 

Colour wash three Coats 
(b) Two Coats 

% Sit 
 

@ Rs:859.90 

@ Rs:443.27 % S.ft do. 

Primary Coat of chalk under distempering @ Rs:442.76 % S.ft 6 349/. 

34 
a 

Distempering Three coats 
(b) Two Coats 

@ Rs:1079.65 

@ Rs:1043.90 

% S.ft 

% Sit 
15 48 2/.. 

256 45544 
.4 
14 _ 

12 

IS 

Painting doors and windows any type 
(a) Old Surface Two coats 
(b) New Surface Three coats 

@ Rs: 1160.06 

@ Rs: 2116.41 

% S.ft 

% S.ft 
111   s .y. 
ict 45 v.i. 

Painting guard bars, gates iron bars 
gratings, raffling including standard 
braces etc and similar open work 
Two Coats (Old Surface) 
b) Three Coats 

@ Rs: 674.60 

@ Rs: 1270.83 

%Sft 

%Sft 

688/. 
3660/4° 

t 

!40 

9b. 

Fixing water spouts or parmals ( Rs: 211.75 Each 254 
Preparing surface and painting with melt finish 1/c 
rubbing 	bathy 	(silicon 	carbide 	rubbing 
brick) filling the whites with zinck chalk plaster 
of 	paris 	mixture 	/ 	applying 	first 	coat 	premix 
making the surface smooth and than painting 3 
coats 	with 	matt 	finish 	of approved 	make etc 
complete new surface. S.I No.36A P.No.55 

(a) Two Coat 

(b) Three Coat 

@ Rs: 2700.17 

@ Rs: 3444.38 

% Sft 

% Sft 

Preparing the surface and painting with weather 
coat i/c rubbing the surface with rubbing brick / 
sand papar, filling the whites with chalk/ plaster 
of Paris and than painting with weather coat of 
approved make. S.I No.38A P.No.56 

(a) Two Coat 

(b) Three Coat 

@ Rs: 1858.10 

@ Rs: 2567.96 

% Sft 

%Sft. 

Extra Lead I 	Mile. Mites 502,.65 cfC ft s 6231• 

flOSIr OT Verona m 
les or si. se 1201,020x 	9  

fine dressed on the surf ae e 
without wining-set-in-whi-t-e-gesp•--34.00-P-sraft-s--311-39440:---- 

. 

r aid ever 3/4" thi &Is ed • f 
( 1s 2) grey assent slurry and 
jointtng vf•shing thetil es with 
slurry of whit • cement 	and 
1.1 ow ant to match the colour 

f ti 1 es i/o cutting, grinding, 
milling & eh gel la po-HAiiff-rg 
etc °on). et e. ( R. •••••4• 

TOTAL 239 2, 295/.. 

1 

71.  

1S 

51. 

58.  

59.  

60.  

61.  

62.  

63.  

64.  

65.  

66.  

67.  

65. 

• 

2 
71 

all 

14 

14 
2451  

4 

69.  

70.  



PART (B) WATER SUPPLY & SANITARY FITTINGS 

S.No: Qty: Description Rate Unit Amount 

1 0 4 

Providing & fixing squating type white glazed of flushine cistern 
fitting & flush pipe with bend and making requiste numbers of 

holes in wall plinth & floor for pipe connetions & making good in 

cement 1. 2:4 B.(i) W.0 of not less 19" clear opening between 

flushing rims and 3 gallon flushing tank with "4 C.I trape & C I 

Thumble. (S.I.NO 1.P.N0.1) 

4802.60 Each 19 2 10/— 

- 6' 
Providing and fixing 4" dia C.I soil & vent pipes including Cutting 

and fitting and extra painting to match the colour of building ( 

S I NO 1 .P.N0.8 ) 

333 29 Each ..i. 

04 

Providing & fixing 4"x4"x4" dia C I branch of the required degree 

with access doors. rubber washer 1/8" thick and buitts & nuts aria 

extra painting to match the colour of the building.( 

S i NO 5.P NO .8 ) 

270.6 Each log 2/ _ 

4 
48 

Providing asbestos pipe with collar (Dadex or equivalent) i/c 

digging the trenche to required deoth and fixing to position and 
joining with rubber rings including testing to water pressure head 
of 200 feet S I No 3 P No•21.11)) 4" dia Asbestos pipe 

188.44 Rft 90 45/— 

5 

Providing G I Pipes specials & clamps etc including fixing cutting 

and fitting complete with and i/c the cost of breaking through walls 

and roof making good etc 	Painting two coats after cleaning the 
pipe etc 	with white zink paint with pigment to match the colour of 

the buildin;IrTd-testing with water to a pressure nead of 200 feet 

and handling ( S.I.N0.1 	P.NO 12 ) 

32-7147:- 25 (iii) 	1" dia G I Pipe 128.55 Rft: 

7 5 (i) 1/2" dia G I Pipe 73.21 Rft. 549 1 /-:-. 

100 (ii) 3/4" dia G I Pipe 95 79 Rft 9575/- 

6 0 4 Supplying & fixing in position brass bib cock b. 	3/4" dia brass bib 
cock. Standard pattern ( S I.N0.1 P.N0.16 ) 

348.92 Each 553 y- 
1 161r- 7 0 4 

Providing & fixing bal valve (with unsoldered copper ball ) made to 
B,B S. 1212 ( S.I.N0.6 	P.NO, 18) (ii) 	3/4" dia 

290.84 Each 

8 0 1 

Supplying & Fixing Fiber Glass Tank of approved quality and 
design and wall thickness as soecified i/c cost of nuts bolts and 
fixing in plate form of cement concrete 1:3:6 and making 
connections for in-let out & over flow inlet outlet flow pipes etc 
complete ( S_I NO .3. P NO.18 ) (a) 250 Gallon thickness 3.5 mm 

21989.6 Each 21950/— 

9 0 1 

Supplying and fixing approved quality Electric AC. motor pumping 
set (Javed Engineering made) 1-1/4"x1" section and delievery with 
base plate and compiling one horse power single phase motor 
(siemens make) 60' feet head of 2800 RPM including the cost of 
nuts and bolts c.c. (1:2:4) Elect Motor 

12500 P No 12500/— 

10 

Providing and Installation of Hand pump 1-1/4" G I pipe and colr 
syainer with wooden shap including cost of 4" feet above ground 
level embded in C.0 (1 2- 4) with iron handle and required same 
shape with acc and fixing etc complete 

1 MOT- 10  (a) Filter pipe 120 Rif 

50 (b) G.I pipe 110 Rft. 5500/ 

• 1 (c) H.P Machine 2500 P NO 2500/00 

. 	 • 



11 0 2 

Providing and fixing 22"16" lavetory basin in white glazed earthen 

ware complete with & i/c the cost of W I or C.I cantilever brackets 

6 inch built into wall. Painted while in two coatc after a primary 

coat of red lead paint a pair of 1/2 dia chrome plated oilier traps 1-

1/2" dia rubber plug chrome brass waste of approved pattern 1- 

1/4" dia malloable iron cp union making and traps. malloable iron 

or brass requisite number of holes te wall olinth & floor for pipe 

connection and making good in cement concrete 1 2:4 (standard 

pattern) S I No 13 P.No.3 

4694 8 Each 9 Mk' 

12 0 2 
Add extra for labour for oroviding & fixing of earth ware pedesta' 
white or coloured glazed (standard pattern) 	S I No 9 
P No.3 

938.47 Each 167 7/'" 

13 • 2 Supplying & fixing swan type oilier cock of superior quality single 
c p head 1/2" dia S 1 No- 18P No 16 

795 30 Each 159 V- 

14 in.  

Supplying & fixing bath room assessoeies (7 pieces) i/c towel rod. 
brush holder.soap tray,shelf of approved quality and design etc 
complete SI No:24 P No:16 

8122.4 Each ... 

15 .... 

Construction manhole or inspection chamber for the required dia 

of circular sewer and 3"x6" (1067mm) dept with walls of B B in 

cement mortor 1 3 cement plastered 1 3.1/2" thick inside of walls 

and 1" (25mm) thick over benching and channel i/c fixing C.I 

manhole cover with frame of clear opening 1-1/2"x1-1/2" 

(457x457m of 1 75Cwt. (88.9 kg.) embedded in plain C.0 1:2:4 

and fixing 1" (25mm) dia M.S steps 6" (150mm) wide projecting 4" 

(102mm) from the face of wall at 12"(305mm) C/C duly painted etc 

complete as per speficication and drawing No.D/1 of Public Health 

Circule Southern zone S.INo- 1 P No.39 

14748 Each 
. 

16  12 

Providing R.C.C.pipe with collars class"B" and digging the trenche 

to required depth and fixing in position including cutting fitting and 

joining with maxphalt composition & cement mortor 1- 1 and test...g 

with water pressure to a head of 4 feet above the top of the 

high est pipe & refiling with exeavated staff (S.I.NO 2 P NO 21)(c) 

6" dia R.C.0 pipe class "B" 

199 25 Mt 2 39 11- 

17 0 1 
Providing & fixing 4" dia C.I Terminal guardincluding extra painting 
to match the colour of the building S.I No:10 P.No:9 

389.70 Each 390/"' 

18  0 2 
Providing & fixing in position nyloon connections complete with 
1/2" dia brass stop cock with pair of brass nuts and lining joints to 
nyloon coonections S.1 No 23 P No 6 

447 15 Each 89 4/. 

19 • 2 
Providing & fixing 15"x12" beveled edge mirror of belgium glass 
complete with 1/8" thick hard board and C.P serews fixed to 
wooden pleat S I No 3 P.No:7 a) standard pattern 

1161 6 Each 2323/- 
TOTAL RS: 116 • 9 1 Y. 

Amount Total (CSR) 

Part "A" 	 % Above / Below 

Part "B" 	 % Above / Below 

CONTRACTOR 

   

EXECUTIVE ENGINEER 

DUCATION WORKS DIVISION 

SHIKARPUR 

    

    



ontractor. 

NIT. No:TC/ G55/ 
Dated: 

BIDDING DATA 

(This section should be filled in by the Engineer/Procuring Agency before issuance 
of the Bidding Documents) 

(a). Name of Procuring Agency - Executive Engineer (Education Works) 
Division Shikarpur.  

PROVINCIAL ADP SCHEMES 
(b). Brief Description of Works:- ADP 432 REHABILITATION & PROVISION OF MISSING 

FACILITIES IN EXISTING COLLEGE OF LARKANA 
DIVISION(2016-17-PROGRAMME)(02 UNITS)  
1. Govt:(B)C&S Degree College Shikarpur 

(c).Procuring Agency's address:-Executive Engineer (Education Works) Division Shikarpur 
Near GBHS No. II Shikarpur. 

(d). Estimated Cost:- 	7 700 ( Millions).  

(e). Amount of Bid Security:- 	 5% 	 (Fill in lump sum 
amount or in % age of bid amount /estimated cost. 

(f).Period of Bid Validity (days):- 60 Days (Not more than sixty days).  

(g).Security Deposit:-(including bid security):- 	 10%  
(in % age of bid amount /estimated cost equal to 10%) 

(h). Percentage, if any, to be deducted from bills:- 	7.50% Income tax 

(i). Deadline for Submission of Bids along with time :- As Per NIT  

(j). Venue, Time, and Date of Bid Opening:- Near GBHS II (Shikarpur As Per NIT).  

(k). Time for Completion from written order of commence: - 	15 Months  

(L).Liquidity damages:- 	-NIL- 	(0.05 of Estimated Cost or Bid cost 
per day of delay, but total not exceeding 10%). 

(in). Deposit Receipt No: 	 Date: 	 Amount:Rs: 

Rank 

(n). D.R.NO:  	DATED: 	 Amount 3000/-(Rupecs:Three T susand only) 

(o). Tender issued to Mr. / M/s 

5x  XECUTIVE ENGINEER 
ED 

	

	TION WORKS DIVISION 
SHIKARPUR 



BOQ-1 (i)  
NAME OF WORK:- REHABILATION EXISTING BUILDING @G_ C&S DEGREE 
COLLEGE SHIKARPUR TALUKA  SHIKARPUR 

TicTi 	 DESCRIPTION 

A PART-A (CIVIL WORK 
1 Dismantling Cement Concrete Plain 1:2:4 (S.I.No:190-P/10) 0 3327.5 %.Sft 0 

2 
Dismantling Reinforcement for cement concrete sperating reinforcement 
from concrete cleaning (S.I.No:20-P/10) 

0 5445.00 % Sft 0 

3 Dismantling brick work in lime or cement mortor (S.I.No:13-P/10) 0 1285.63 %.Sft 0 

Dismantling 2nd class tiles roofing. (S.I.No;22(b)-P/11) 0 378.13 %.Sft 0 

Dismentling rolled steel beam (S I No:41 P No:13) 0 126.04 P Cwt 0 

4 Removing Cement or lime plaster (S.I.No:53-P/13) 0 121.00 %.Sft 0 

Removing door with chowkhat 0 142.18 P.No: 0 

Removing window with chowkhat 0 102.85 P.No: 0 

Scraping (b) Ordinary distemper oil bound or paint on wall (S I No 54 b P 
No 13)  

0  
226.88 %sft 0 

5 

Excavation in foundation of building bridges & other structure with 

excavated lead upto one chain and lift upto 5'feet. In ordinary Soil. 

(S.I.No:18(b)-P114) 

3737 3176.25 °/00cft 11,870 

Cement Concrete brick or stone ballast 1112" to 2" guage Ratio 1:5:10. 
(S.I.No:40-P/21) 	

'a 3153 8694.95 %.Cft 274,152  

A 
Pacca brick work in Foundation and plinth in cement sand mortor 1:6 
(S.I.No:4-P/20) 

2138 11948.36 %.Sft 255,456 

8 

Reinforcement for cement concrete including labour and material except 
the cost of steel reinforcement and its labour for bending binding which 
will be paid seperately. This reate also includes all kind of forms moulds 
lifting shuttering curnng etc compl 

1188 337 P.Cft 400,356 

9 

Fabrication of Tar steel reinforcement for cement concrete including 
cutting 	bending 	and 	laying 	in 	position 	making 	joints 	and 	fastening 
including the cost of binding wire also includes removal of rust from bars 
(S.I.No:8(b)-P/16) 

54.109 5001.7 P_Cwt 270,637 

Earth filling from excavation 963 1512.5 %Ocft 1.457 

Earth filling from out side 5205 3630 %Ocft 18,894 

Add extra lead two mile 	" 5205 502.2 %cft 26.140 

10 
Pacca brick work in Ground floor and plugging into walls (St No:50- 
P/20) 

1980 12674.36 %.Cft 250,952 

B F.Floor 0 13112.00 %.Cft 0 

11 Supplying & Fixing Girder at site of work 0 3850.00 P.Cwt 0 

12 Supplying&fixing T-Iron at site of work 0.00 3575.00 P.Cwt 0 

13 Errection of rolled beam 0 186.34 P Cwt 0 

'd 

Second Class Tiles Roofing 'consisting of 4" earth and 1"mud plaster with 
gobri leeping over 	1/2" thick cement plaster 	1.6 with 34 Lbs of hot 
bitumen coating sand blinded provided over 2 layer of tiles 12"x6"x11/4" 
laid in 1:6 cement mortar with 1/2" thick sand wiched layer of 1:2 cement 
pointing underside of tiles complete including curing etc. (S.I.No:1-P/32) 

0 7607.25 %sft 0 

GINTY RATE UNIT AMOUNT 



15 1"Thick mud plaster 0 555.00 %sft 0 

)t Applying floating coat 0 660.00 %.Cft 0 

17 
Pacca brick work other than building i/c stricking of joints on Wall Ratio 

1:6 (S.I.No:7-P/21) 

0  
12346.65 %.Cft 0 

18 Cement Plaster 1:6 upto 20' height Ratio 1/2' thick (S.I.No:13(b)-P/51) 13395 2206.6 %.Sft 295.574 

B F_Floor 0 2308.84 %.Sft 0 

19 Cement Plaster 1:4 upto 20' height Ratio 3/8" thick (SIN° 13(b)-P/51) 13395 2197.52 %.Sft 294,358 

B F Floor 0 2299 77 % Sft 0 

Cement Concrete Plain compacting finishing cuffing etc and washing 

aggregate without shuttering (S.I.No:5-P/15) 
591 14429.25 % Sft 85.277 

20 Making Notice board made with cement. (S.I.No:1-P/89) 332 58.11 P.Sft 19,293 

21 
First class deodar wood wrought joinery in doors & windows etc complete 
fixed in position including chowkats holds fastes hinges (S.I.No:7-P/57) 

614 1273.76 P.Sft 782,089 

22 S/F M S bars for window 	• 0.837 3700 P.Cwt 3,097 

23 Cutting &fixing M S bars 36 28.23 P No: 1.016 

24 P/F deodar almirah 9-12" depth 110.25 1748.00 P Sft 192.717 

25 
P/L Cement Concrete topping i/c surface finishing and dividing into 
panells Ratio 3" thick (S.I.No:160-P/41) 

36  
4411.82 %_Sft 1,588 

B) Ratio 2' thick 1407 3275.5 %.Sft 46,086 

26 
P/L Single layer of polythen sheet 0.13mm fixing in position tiles etc 

complete 

0  
10.7 P.Sft 0 

27 
Providing and fixing cement paving block flooring of 197x97x60(mm)(S I 
No:71 P No 49) 

6317 199.77 P Sft 1,261,947 

Supplying & Fixing broken glasses on courtyard wall including 	1:3:6 
cement concrete cooping (S I No:61 P No:105) 

0  
70.44 P Sft 0 

28 

Laying floor of approved white glazed tiles 1/4" thick dado 
jointed in white cement and laid over 1. 2 cement sand 
morter 3/4 thick including finishing (S I No: 24 P No 43) 

White glazed tiles 1/4" thick dado jointed in white cement 
and laid over 1:2 cement sand morter 3/4 thick including 
finishing (S I No: 37 	P No: 45) 
Halle tile 
Laying floor of approved Verona Morblingtiles 3/4" thick Jointed in white cement 
and laid over 1 2 cement sand morter 3/4 thick including finishing (R A Approved) 

935 27678.86 %sft 258 797 

29 2783 28253.61 %sft 786,298 

0 34520.31 %sft 0 

2588 307 P Sft 794.516 

30 
S/F iron steel grill 1/4"x3/4" size flate iron of approved design including 
painting 3 coats etc complete (S.I_No- 26-P/92) 

385 180.5 P Sft 69 493 

31 
Making and fixing steel grill 1 /4 x3/4 flat non of approve design including 
paiting three coats etc let not to be less than 	(SIN 26 p/92) 

721 231.60 P.Sft 166,984 

32 
M/F steel grated door with 1-1/16" thick with locking arrangement (S I 
No- 24 P No- 92) 

0 726.72 P Sft 0 

33 White wash Three coats (S.I.No:26©-P/53) 6586 829.95 %.Sft 54,661 

B Two coat (Old surface) 0 425.84 %.Sft 0 

34 Primary coat of chalk under distempering (S.I.No:23-P/57) 17154 442.75 %.Sft 75,949 



35 Distempering Three coats (S.I.No:240-P/53) 17154 1079.65 %.Sft 185,203 

B Two coat (Old surface) 	' 0 1043.9 %.Sft 0 

Preparing surface painting weather coat. (S.I.No:38 a-P/56) 4121 2567.95 %.Sft 105,825 

36 Painting doors and windows any type (S.I.No:50-P/69) 1620 2116.61 %.Sft 34,289 
B Two coat (Old surface) 0 1160.06 %.Sft 0 

37 Preparing surface painting Garder bars gates of iron bars grating railing. 
(S.I.No:5-P/69) 

0 1270.82 %.Sft 0 

B Two coat (Old surface) 0 674.6 %.Sft 0 
38 Colour wash three coats 552 859.9 %.Sft 4,747 

TOTAL 7,029,716 



Bidding 1 a 

WATER SUPPLY & SANITARY WORK 
GOVT. C&S COLLEGE SHIKARPUR 

PART- B : PLUMBING WORKS 

16.0 

Providing and fixing squatting type white glazed flushine cistern with 
internal 	fittings 	and 	flush 	pipe with 	bend 	and 	making 	requisite 
numbers of holes in wall plinth and floor for pipe connection and 
making good in cement concrete 1. 2:4 

B. WC pan of not less than 19' clear opening between flusing rims 
and 3 gallons flushing tank with 4' dia CI trap and CI thumble. 5,486.80 Each 87788.8 

Providing R CC pipe with collars slass '13' and digging the trenches 
to required 	depth 	& fixing 	inposition 	including 	cutting 	, 	fitting 	& 
jointing with maxphalt composition & cement mortor 1: 1 and testing 
with water pressure jto a head of 4 feet a bove the top of the heghest 
pipe & refilling with excavated staff 

. i). 4' dia pipe ' 146 57 P/Rft 

200.0 ii). 6' dia pipe 199 25 P/Rft 39850 

____ 

6.0 

Providing & fixing flat back lipped from urinal basin (of not less than 
17" in height) of white glazed earthen ware complete with & i/c the 
cost of 1 gallon C.1 automatic flushing cistern standard flush pipe with 
fitting standard waste pipe (Enamelled iron) connection complete and 
making requisite number of holes in walls plinth and floor for pipe 
connection and making good in cement concrete 1:2:4 (foreign or 
equivalent). S,l.No. 7 P.No. 3 

.... 

4,440 70 Each 25644 

1 

3.0 

Providing and fixing European white glazed earthen ware wash down 
w.c pan complete with and i/c the cost of white / black plastic seat 
(Best quality) and lid with C P brass hineges and buffers. 3 gallons 
white glazed earthen earthen ware low level foushing cistern with 
siphon fitting 1-1/2' dia white porcelain enamelled flush bend 3/4' dia 
white porcelain enamelled flush bend 3/4' dia and making requisite 
number of holes in walls, plinth and floor for pipe connections and 
making good in cement concerete 1:2:4 (foreign quality) 	S.1.No. 5 
P.No. 2 

11.477 40 Each 34432 

5 Providing Laying UPVC pipes of Class "B" fixing in trench i/c cutting, 
fitting and jointing with solvent cement i/c testing with water to a head 
of 61 meter or 200 ft. S.I.No. 2 P.No. 23 P.H.D 

150.0 80 mm (3'd a) 90.00 P/Rft 13500 

100.0 100 mm (4"dia) 136.00 P/Rft 13600 

125 mm (5'dia) 185.00 P/Rft 

300.0 150 mm (6'dia) 259.00 P/Rft 77700 
6 Providing GI pipes specials and clamps etc including fixing cutting 

and fittings complete with and i/c the cost of breaking through walls 
and roof making good etc painting two coats after cleaning the pipe 
etc with white zink paint with pigment to match t 

50.0 i). 112' dia pipe, 73 21 P'Rft 3661 

75.0 ii). 3/4' dia pipe 95 79 PiRft 7184 

25.0 ii). 1' dia pipe 128.55 P/Rft 3214 
ii). 1-1/4' dia pipe 153.19 P/Rft 



Bidding 1 a 

7 Providing Laying UPVC pipes of Class 'D" fixing in trench it cutting,,  
fitting and jointing with solvent %Tent i/c testing with water to a head 
of 122 meter or 400 ft. S.I. No. 6-P.No. 2410.H.0 

-.. 

200.0 13 mm (1/2' dia) 12.00 PIRft 2400 

300.0 19 mm (3/4" dia) 19.00 P/Rft 5700 

50.0 25 mm (1' dia) 27.00 P/Rft 1350 

26 mm (1 1/4' dia) 33.00 P/Rft 

8 Providing and fixing handle volve (china) 

i). 1/2" dia 200.42 Each 

2.0 ii). 3/4' dia 271.92 Each 544 

9 16.0 Supplying.  and fixing in position stop bib cocks with c.p head 889.46 Each 14231 

0 2.0 Supplying and fixing in position long bib cocks with c.p head 1109.46 Each 2219 

7--' 
4.0 

Supplying and fixing in position brass bib cocks 314' dia standard 
pattern S.I.No. 1 P.No. 16 348.92 Each 1396 

2 
16.0 290.84 

Providing and fixing baal valve (with unsoldered copper ball ) made 
to BBS 1212 (S.I.No. 6 P.No. 18113/4' dia Each 4653 

3  2.0 Supplying & fixing Bath room accessories set (7 pieces I/c towel rod, 
brush hloCiler,.soap tray, shelf of approved quality and design etc 

-•!..• complete. 	' 	• , 

8122.4  Each 16245 

.4 8.0 Providing & fixing in position nyloon connections complete with 1/2' 
dia, brass stop cock with pair of brass nuts and lining joints to nyloon 
connection. 

447.15 Each 3577 

8.0 Providing & fixing 22' x 16' lavatory basin in white glazed earthen 
ware complete with & I/c the cost of W.I or C.I cantilever brackets 6 
inches built into walls, painted white in two coats after a primary coat 
of red lead paint a pair of 112' dia rubber plug & chrome plated brass 
chain 1-1/4' dia, malloable iron or brass unions and making requisite 
number of holes in walls , plinth & floor for Pipe connections and 
making good in cement concrete 1: 2: 4 (Foreign or Equivalent) 

4694.8 Each 37558 

-- 

, 3 8.0 
Add extra for labour for providing & fixing of earthen ware pedestal 
white or coloured glazed (standard pattern..) S.I.No. 9 P.No. 3 

938.47 Each 7508 

17 3.0  Providing & fixing 6" x 2" or 6' x .3" C.I floor trap of the approved self 
cleaning design with a C.I scrrewed down gratting with or without a 
vent arm. complete with & I/c making requisite number of holes in  

walls, plinth & floor for Pipe connections & making good cement 
concrete 1:2.41:ii 

2,024.43 Each 6073 

18 

3.0 

Providing and fixing C.I trap with 4' dia inlet and 4' dia outlet of the 
approved self cleaning design with a C.I grating with or without a vent 
arm including caste of making requiste number of holes in walls, 
plinth 	and 	floor for 	pipe connection 	and making good cement 
concrete 1:2:4. 

A 

1.671.58 Each 5015 

19 

16.0 
Providing and fixing exCxC dia C.I branch of the required degree 
with access doors rubber washer 1/8' thick and builts and nuts and 
extra painting to match the colour of the building. 

270.60 Each 4330 

3.0 
Providing & fixing chrome plated brass towel rail complete with 
brackets fixing on wooden cleats with 1' long c.p brass screws. 

1,269.95 Each 3810 



I  
• 

Bidding 1 a 

1 
91 Providing installing hand pum5 machia.. i/c boaring with wooden 

sheo and C.0 plate form. 

10.0 a). Filter 	- 76.05 P/Rfl 761 
40.0 b) Boaring 38.95 PIRft 1558 

1.0 c) Hand Machine 2,500 Each 2500 
22 

3.0 
Providing and fixing electric motor 1/2' horse power i/c pumping set 
made 1 H.P etc. 18470 Each 55410 

23 S/F Jet shower with rod of superior quality with c.p head 1142.24 Each 
24 3.0 Providing & fixing24" x 18' bavelled edge mirror of betgium glass 

complete with 1/8' thick hard board and c.p screws fixed to wooden 
pleat. 

1711.6 Each 5135 

25 8.0 (a) Supplying & Fixing swan type piller cock of Superior quality single 
c.p. head 1/2' dia. 

795.3 Each 6362 

26 9.0 
Providing chambers 9' x6" (inside di8mensions) x24' deep for house 
meters with 6' thick C.C.1:3: 6 blocks set -on 1: 6 cement mortor 6' 
thick C.0 1:4: 8 in foundation, 112' thick cement plaster 1:3 	to all 
inside wall surface and to top 1' thick C.C.1:2:4 flooring complete 
with hinged cast iron cover and frame 9' x6" (inside ) clear opening 
(Wt-Or) etc. • fixied in cement concerete 	1:2: 4 including curing 
excavation back filling & disposal of surplus earth etc. complete. 
S.I.No. 3 P.No. 20 

2233.02 Each 20097 

27 8.0 Construcation mainhole or inspection climber for the required of 
diameter of circuler sewer and 3%6 (1067 mm) depth with walls or 
8.8 in cement martor 1:3 cement plaster 1:3 1/21hick inside of walls 
and 1' (250mm) thick over benching channels fixing (P /P.No:46) 
P.H.S.R) 

14748 Each 117984 

'8 

500.0 

Supplyging and fixing fibre glass tank of approved quality and design 
and wall thickness as specified i/c cost of nuts bolts and fixing in 
plateform of cement concrete 1:3:6 and making connection for in-let 
out-let and over flow in-let out-let flow pipes 

87.95 Per Gallon 43975 

Total : 	 677964 
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