BILL OF QUANTITES

(A) Description and rate of item based on composite schedule of rates.
NAME OF SCHEME:- REMAINING WORK OF  SINGLE SECTION HIGH  SCHOOL AT VILLAGE RAHEEM BUX WASSAN ADP.NO. 367 0F 2016-17 PROGRAMME  TALUKA KOTDIJI 
	S.NO
	 NAME OF ITEMS
	QTY
	RATE
	UNIT
	AMOUNT

	
	
	
	
	
	
	

	1
	Excavation in foundation of building bridges and other str:with excavated earth lead unto one chain  and lift upto 5 feet" ft in ordinary soil. (S.I.N-18-b/P-5)   
	

	
	
	
	1702.0
	3176/25
	%ocft
	75406/0

	2
	Cement concrete brick or stone ballast 1 ½” to 2" guage ratio 1:5:10 (S.I.N:4/P-14)
	

	
	
	
	1145.0
	8694/95
	%cft
	99557/0

	3
	Pacca brick work in foundation and plinth in cement sand mortar ratio 1:6 (S.I.No: 4e P-20)
	

	
	
	2175.0
	11948/36
	%cft
	259877/0

	4
	Supplying and filling sand under  floor and %CFT Plugging in walls (S.I.No.29/P-26)
	

	
	
	
	37353.0
	1141/25
	%cft
	425378/0

	5
	Filling, watering and ramming earth under floor with new earth (Excavated from outside)

lead   uo to one chain and lift up to 5 feet. (S.I.No. 22/P-4)
	

	
	
	
	12451.0
	3630/0
	%ocft
	45197/0

	6
	Extra lead from one mile.
	

	
	
	49804.0
	470/0
	%cft
	234079/0

	7
	Reinforced  cement concrecte work i/c all labour and material except the cost of steel reinforcement and its labour for bending and binding which will be paid separately. This rate also includes all kinds of forms moulds: lifting shuttering curing rendering and finishing the exposed surface (including screening and washing of shingle) (a)RCC work in roof slab columns rafts lintel and other structure member laid in situ or precast laid in position complete in all respect ratio 1:2:4 . ( S.I.No:6-A/P-16)
	

	
	
	
	389.0
	337/0
	P.sft
	131093/0

	8
	Fabraction of tor steel reinforcement for cement concrete i/c cutting, bending, and laying in  position  i/c the cost of binding wire also removal of rust from bars.(S.I.N:7-ii/P-19)
	

	
	
	
	17.366
	5001/70
	P.cwt
	86860/0

	9
	S/Fixing G.I frame chowkata steel door frame size 7”x2” of 3”x4” type i/c fixing in position using 20 guage sheet welding fixing (S.I.N.29-P/32) 
	

	
	
	
	117.0
	228/90
	P.rft
	26781/0

	10
	Pacca brick work in G/Floor i/c stricking of joints cement sand mortar ratio1:6.(S.I.N: 51/P-20)
	

	
	
	510.0
	12674/36
	%cft
	64639/0

	11
	Cement plaster 1:6 uotp 20ht 1/2"thick.(S.I.N. 10-A/P-51)
	

	
	
	10743.0
	2206/60
	%sft
	237055/0

	12
	Cement plaster 1:4 uotp 20ht 3/8"thick (S.I.No: 13 a/ P-51)
	

	
	
	
	10743.0
	2197/52
	%sft
	236080/0

	13
	Cement pointing struck joints on walls  (S.I.N: 19 /P-52)
	

	
	
	
	3972.0
	1287/44
	%sft
	51137/0

	14
	P/Laying 2" C C Topping 1.2.4. i/c surface finishing & dividing into panels.(S.I.No: 16 c / P-41)
	

	
	
	
	220.0
	3275/50
	%sft
	7206/0

	15
	Laying white marble flooring fine dressedon the surface without winding set in lime mortor 1:2 i/c cruber and polsihinf of joints (S.I.N.28/P-42)
	

	
	
	
	1150.0
	567/48
	P.sft
	652602/0

	16
	P/F  3/8” thick marbale tiles of approved quality  and color and shade size 8”x4”/6”x4” in dado skirting and facing removal /tucking of existing plaster surface etc  (S.I.No:68/P-48)
	

	
	
	
	92.0
	186/04
	P.sft
	17116/0

	17
	White glazed tiles ¼” thick dado jointed in white cement and laid over 1:2 cement sand mortor ¾” thick including finishing (S.I.N.37/P-44)
	

	
	
	
	1733.0
	28253/61
	%cft
	489635/0

	18
	Cement concrecte plain including placing compacting, finishing and curing, complete  (including screening and washing at stone aggregate, without  Ratio 1:2:4.(S.I.No.5f P/-15)  
	

	
	
	
	422.0
	14429/25
	%cft
	60891/0

	
	
	
	
	
	
	

	19
	Providing & Fixing cement paving blocks flooring having size of 197x97x80(mm) of city /quddra/cobble shape with natural colours.  having strength b/w 5000 psi to 8500 psi i/c filling the jooints with hill sand and laying in specified manner/pattern and design etc complete (S.I.no:73/P-50) 
	

	
	
	
	2480.0
	223/97
	%cft
	555446/0

	20
	Laying Floor of approved with glazed tiles ¼” thick in white cement 1:2 over ¾” thick cement 1:2 complete (S.I.N: 24/P-42)
	

	
	
	
	621.0
	27678/86
	%cft
	171886/0

	21
	Khapriel of cement concrecte 12”x8”1”  of approved design/shape laid flat in 1:2 grey cement mortor over  bed of ¾” thick grey cement 1:2.( S.I.No: 39/ p-37)
	

	
	
	
	2245.0
	8977/90
	%sft
	201554/0

	22
	S/F steel grill 3/4" x1/4" flate of iron approved design i/c 3 coats inting (wt:not less than 3-7) (S.I.N: 26 P-92)
	

	
	
	
	1294.0
	180/50
	P.sft
	233567/0

	23
	P/F  iron steel griil door with angle iron frame of 1 ½”x1 ½”x1/4” and flat iron of ¾”x1/4” with approved design and locking arrangment enbeded in Masonry as per instructions of Engineer in charge. (S.I.No.31/P-93)

	
	
	
	255.0
	231/60
	P.sft
	59058/0

	24
	First class deodar wod wrought joinery in door and windows any type i/c fixing in position (Only shelters) (S.I.N.7b/ P-57)
	

	
	
	
	1788.0
	902/93
	P.sft
	1614439/0

	25
	P/Fixing ornamental cement jalli 2” thick. 1:2:4 without steel .(S.I.N.11/P-17)
	

	
	
	
	200.0
	226/02
	P.sft
	45204/0

	26
	S/Fixing steel grated door with 1/16"thick sheeting angle iron rame 2"x2"x1/8" square bars 4" c.c with locally arrangement.(SI.N.24/P-91)
	

	
	
	
	168.0
	726/72
	P.sft
	122089/0

	27
	Providing and laying HALLA or pattren tiles glazed 6”x6”x1/4” on floor or wall facing in required colour and pattren of STILE specification jointed in white cement cleaning and cost of wax polish etc. complete i/c cutting tiles to proper profile (S.I.No. 61/ P-47)  
	

	
	
	
	987.0
	47651/56
	%cft
	470321/0

	28
	White wash three coats.(S.I.No.26b/P.No.53)
	

	
	
	
	12567.0
	829/95
	%sft
	104299/0

	29
	Painting guarders barse gates iron barse 3 coats. (S.I.No.14d/P-68)

	
	
	
	336.0
	896/39
	%sft
	3012/0

	30
	Preparing surface painting to doors & windows any type three coats.
	

	
	
	
	3818.0
	1506/45
	%sft
	57516/0

	31
	Preparing the surface and painting with weather coat of approved make weather coats. 
	

	
	
	
	5795.0
	1328/25
	%sft
	76839/0

	32
	Primary coats of chalk under distempering. (S.I.No.23/P.No.53)
	

	
	
	28749.0
	442/75
	%sft
	127286/0

	33
	Distempring in three coats
	

	
	
	28749.0
	1079/65
	%sft
	310389/0

	
	
	
	
	
	
	

	
	
	
	
	Total:
	
	7353494/0


PART:B  W/S & FITTING

NAME OF SCHEME:-     REMAINING WORK OF  SINGLE SECTION HIGH  SCHOOL AT VILLAGE RAHEEM BUX WASSAN ADP.NO. 367 0F 2016-17 PROGRAMME  TALUKA KOTDIJI 
___________________________________________________________________________

	1
	   S/F squting type white glazed earth were W.C .Pan with internal fitting and flush papers and making required and making good c.c i/c fixing in position etc.

	
	
	15.No
	4802/60
	P.No
	72391/0

	2
	Providing and fixing 24”x18” Lav:Bsin in white glazed and required depth and

 cost W.I. or C.I vantilever brecking builts and walls painted in white base west

	
	
	4.No
	4253/90
	P.No:
	17016/0

	3
	Providing G.I pipe special and clamps etc fixing cutting  and fitting complete

 with all nuts and builts cutting trench upto 24” feet deep rafling watering ramming 

	
	1”dia
	100
	153/19

	P.Rft
	15318/0

	
	¾”dia
	200.0
	95/79
	P.Rft
	19158/0

	
	½”dia 
	400.0
	73/21
	P.Rft
	29284/0

	4
	S/F Long bib cock ½”dia of superior quality.

	
	G/Lav
	10.Nos
	1109/46
	P.No
	11095/0

	5
	S/F C.P Stop cock ½”dia of superior Quality

	
	G/Lav
	10.No
	889/46
	P.No
	8895/0

	6
	P/F 4”x4”x4” dia C.I branched of the required degree i/c the cost of waishers 1/3” thick and 

	
	Lav.
	5 No
	702/0
	P.No
	3510/0

	7
	P/F 4”dia C.I plain branched of the required degree pipe cutting & fitting and

 extra painting to match the colour of building.

	
	Lav:
	5.Nos
	704/20
	P.No
	3521/0

	8
	P/F Handle Values etc.
	

	
	¾”dia


	5.Nos


	200/42
	P.No


	1002/0

	9
	P/F  Chorome plated brass towel rail complete with breckat bending and cleats with

	
	
	4.No
	270/10
	P.No
	1080/0

	11
	P/F 15”x12” bevelled edge mirror of blegium glass complete with 1/8”thick 

board and c.p sqrew etc fixing. 

	
	
	2Nos
	2047/78
	P.No
	4096/0

	12
	S/F Fiber glass Tank of approved quality and design and wall thickness

 specified i/c nuts and builts and fixing in plate form pf c.c 1:6 and making (400 Galon)

	
	
	2.Nos
	21989/61
	P.No
	43979/0

	13
	Providing and fixing of pistom pump local made single phase 220 Volts A.C

 Motor i/c fixing in position etc

	
	P/Pump
	1.Nos
	5238/0
	P.No
	5238/0

	
	
	
	
	
	

	14
	R.C.C pipe with collars class “B” digging the trench of the required etc and fixing in position i/c cutting and fitting with maxphalate and cement mortor 
	

	
	6”dia
	214.0
	199/25
	P.Rft
	42640/0

	15
	Conseel G.I Pipe (Extra Labour)
	

	
	
	400 rft
	30/0
	P.rft
	12000/0

	
	
	
	
	Total:
	289907/0

	
	
	
	
	
	

	Amount Total (a)
	
	
	

	
	
	
	
	
	

	________________%  Above /Below on the rates  of CSR Rs. ____________/ Amount to be added/deducted on

	
	
	
	
	
	

	the  basis of premium quoted                                         Total (B)

	
	
	
	
	
	

	
	
	
	
	
	

	Total (A) = in Words & Figure  _______________________________________________________________

	
	
	
	
	
	

	_________________________________________________________________________________________

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	CONTRACTOR
	EXECUTIVE ENGINEER

EDUCATION WORKS DIVISION

KHAIRPUR
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