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BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance of
the Bidding Documents. The following specific data for the works to be tendered shall
complement, amend, or supplement the provisions in the Instructions to Bidders.
Wherever there is a conflict, the provisions herein shall prevail over those in the
Instructions to Bidders).

Instructions to Bidders
Clause Reference
1.1Name of Procuring Agency

Executive Engineer Education Works Diviston N.Feroze
(Insert name of the Procuring Agency)

Brief Description of Works: MAINTENANCE & REPAIR OF GBHS BHIRIA CITY
TALUKA BHIRIA.

5.1 (a) Procuring Agency's address:
Near Deputy Commissioner House N.Feroze
(Insert address of the Procuring Agency with telex/fax)

(b) Engineer's address:

Near Deputy Commissioner House N.Feroze

Ph: 0242 - 920027

(Insert name and address of the Engineer, if any, with telex/fax.)

10.3 Bid shall be quoted entirely in Pak. Rupees. The payment shall be made in Pak.
Rupees.

11.2 The bidder has the financial, technical and constructional capability necessary to
perform '

the Contract as follows: (Insert required capabilities and documents)

i. Financial capacity: (must have turnover of Rs. 1.600 Million);

ii. Technical capacity .( mentions the appropriate category of registration with PEC and
qualification and experience of the staff),

iii. Construction Capacity: (mention the names and number of equipments required for the
work). Sindh Public Procurement Regulatory Authority | www.pprasindh.gov.pk

12.1 (a) A detailed description of the Works, essential technical and performance
characteristics.

(b) Complete set of technical information, description data, literature and drawings as
required in accordance with Schedule B to Bid, Specific Works Data. This will include
but not be limited to a sufficient number of drawings, photographs, catalogues,
illustrations and such other information as is necessary to illustrate clearly the
significant characteristics such as general construction dimensions and other relevant
information about the works to be performed.




13.1 Amount of Bid Security 2%
(Fill in lump sum amount or in % age of bid amount /estimated cost, but not below 1%
and not exceeding 5%)

14.1 Period of Bid Validity 60 days
(Fill in “number of days” not exceeding 90)

14 .4 Number of Copies of the Bid to be submitted:
One original plus 01 copies.

14.6 (a) Procuring Agency's Address for the Purpose of Bid Submission
Executive Engineer Education Works Division N.Feroze

Near Deputy Commissioner House N.Feroze

(insert postal address or location of bid box for*delivery by hand)

15.1 Deadline for Submission of Bids

Time: 2:00 PMon />-°0— 26/

16.1 Venue, Time, and Date of Bid Opening

Venue: Executive Engineer Education Works Division Ofice N.Feroze
Time: 3:00 PM Date: (2 — ob—2 0672

16.4 Responsiveness of Bids

(i) Bid is valid till required period, Sindh Public Procurement Regulatory Authority
www.pprasindh.gov.pk.

(i) Bid prices are firm during currency of contract/Price adjustment;

(iii) Completion period offered is within specified limits,

(iv) Bidder is eligible to Bid and possesses the requisite experience, capability and

qualification.

(v) Bid does not deviate from basic technical requirements and

(vi) Bids are generally in order, etc. Procuring agency can adopt either of two options.

(Select either of them).

(a) Fixed Price contract: In these contracts no escalation will be provided during

currency of the contract and normally period of completion of these works is upto

03 months.
(b) Price adjustment contract: In these contracts escalation will be paid only on
those items and in the manner as notified by Finance Department, Government of
Sindh, after bid opening during currency of the contract.
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HANME OF WORK;~ MAINTENNACE AND REPAIR IN PROGRAMME (M&R FOR THE YEAR OF

2016-17 @ GOVT BOYS HIGH SCHOOL BHIRIA CITY TALUKA BHIRIA,
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Dismentling Pacca brick work in cement mortor(S. .N0.13 p-10)
1984 v285/63  wCft Rs,25507/-

Excavation in foundation of building bridges and other structure
i/e degbelling dressing reflling arround the structure with excavateé
earth watering and remming lead upto 5'feet(S.I.NO,18 p-4)

2185 3176/25  %OCft Rs.6940/~-

Cement concrete brick or stone ballast 1/12" to 2" gauge ratio
1:5:10 (S.I.NO.4 c p-14)

558 8694/95  %Cft Rs, 48518/~

ReCeCe Work i/e all labour and material egceipt cost of steel
reinforcement agnd its lgbour for binding and bending whixh will

be paid separtely this rate alsc i/e all kinds of forms moulds
lifting shuttering curring rendering and finishing the exposed
surface i/e screening and washing RCC Work roof slab beem col rafts
lintal and other structure member laid site ratio 1:2:4(S,I.NO.%& p-16

1039 337/= P,Cft Rs,350143/-

Fabrication of mild steel steel reinforcement for cement concrete i/e
cutting bending laying in position making joints and fastering i/e
i/e of rust from bars(S.I.N0,8 p=16)

46,383 5001/70 P.Cwt Rs, 231994/~
Pacca brick work in foundation Cement sanr ratio 1:5(S.I.NO,4c p=20)

1159.0 11948/36 %Cft RS:138481/~

Pacca brick work other than buidding i/c¢ striking of Jjoints
upto 20 feet height in (S,I.NO: 7 P.NO: 22),

2145,0  12346/65 %Cft RS2264836/~

Cement plaster upto 20" height ratic 136 1/2"thick
(SeI.NO: 13 P,NO: 52 ),

2860,0 2206/60 %Sft RS:63109/~

Cement plaster 3/8%thick upto 20' height ratio 1:4

2860,0 2197/52 %sSft RS:62845/~

Cement plaster 4:4 upto 12' Height 3/4"thick,
(SeI,NO: 11 P,NO: 52 ).

2288,0 3015/76 %sft RS:69001/~

Cement pointing struck joints on walls 1:2.
(S.I,NO: 19 P.NO: 53 ).

2574.,0 1287/44  %sft RS:33139/=-

Extra labour rate for making cement plaster pattas band around
straight or carved openings and around the edges of roof slabs
(S.I.NO:35 P-SS). £Rs N acIz£ -~ e - = =
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Distempering Three coats (S.I.NO: 24 P,NU: 54)
3918,0 1079/65 %3ft RS:42300/-

Preparing surface and painting of doors and windows
any tupe i/c sdges (S.I.NO: &4 c P,NO: 70).

256.0 2116/41 %Sft  RS:5418/-
. Total RS: 534544/-
Amount Total (a)
above /below on the Amount to be added / deducted on the
The rates of CSR basis of premium quoted Total (b)

Total (A) at+b in words and figure:

Contractor Executive Engineer / Procuring Agency




