SCHEDULE “B”	CONSTRUCTION OF COMPOUND WALL, REPAIR OF PUMP HOUSE & PVC DISTRIBUTION SYSTEM FOR WATER SUPPLY SCHEME  METAL SAMEJO  DISTRICT SANGHAR

PART-        COMPOUND WALL

	S.NO
	ITEM
	QTY
	RATE
	UNIT
	AMOUNT



1.	Excavation in foundation of building and other structure i/c dag belling dressing 
	refilling around the structure with excavated earth watering and ramming lead 
up to one chain and lift up to 5’ (In ordinary soil) (GSI No: 18(b)P/5).
	
	1440.0 Cft.		Rs.3176/25		P% 0 Cft.		Rs.4574/-

2.	Cement concrete brick or stone ballast ratio 1:4:8..   (GSI No     4      P/ 17        )
				
	360.00 Cft 		Rs.9416/28		P% Cft 			Rs. 33899/-

3.	Erration and removal of centering for RCC or plain cement concrete works of deodar wood (2nd class )  (GSI No 23 p/ 53)
    	2520.0 Sft 		Rs: 3127/41 		P% Sft	 		Rs: 78811/-  
4.	Cement concrete plain i/c placing compacting finishing curing etc complete i/c screening and  washing or stone aggregate without shuttering Ratio 1:3:6  (GSI No:5(i) P-18)    .
	1260.00 Cft.			Rs: 12595/-		P% Cft.		 Rs: 158697/
5.	RCC work i/c all labour and material except the cost of steel reinforcement and its labour for bending and binding which will be paid seperatly. This rate also includes all kinds of  forms mould lifting shuttering curring rendering and finishing the exposed surface (i/c screening and washing of shingle)a RCC work in roofs slabs beams columns rafts lintels and other structural members laid in situ or precast liad in position complete the all respect (I) Ratio 1:2:4 90 lbs cement 2cft sand 4 cft shingle 1/8” to ¼”guage.(GSI No: 6 (a) P-19).

	35.50 Cft.			Rs: 337/-		P/Cft.		Rs: 11964/-

6.	Fabrication of mild steel reinforcement cement concrete i/c cutting bending laying 
	in position and fastening i/c cost of  binding wire etc.(GSI No:7(b)P-19)	

	1.42 Cwt.			Rs: 5001/70		P/Cwt.		Rs: 7102/-

7.	Pucca brick work in other than Building in cement sand mortar ratio 1:6) (GSI No:5 P/24)

	483.96 Cft			Rs: 12346/65		P% Cft		Rs: 59753/-

8.	Cement plaster (1:6) upto 12’ height ½” thick.(GSI No:13(b)P/53).

	1503.28 Sft		Rs.2206/60		P% Sft			Rs.33171/-

9.	Cement plaster (1:4) upto 20’ height ½” thick.(GSI No:13(b)P/53).

	1503.28 Sft		Rs.2197/52		P% Sft			Rs.33035/-


10.	Cement pointing struck joints on walls(1:3)(GSI NO:19(a)p/59

	1376.00 Sft		RS.1213/50		P% Sft			RS.16699/-

11.	 PAINTING NEW SURFACE.
Preparing surface and painting of door and window of any Type i/c edges three coats  (GSI No:5 P/70).

	144.0  Sft			Rs:2116/41	P% Sft 			Rs:3048/-

12.	S/F steel  grated door complete with locking arrangement angle iron frame
	2”x2”x1 1/8” and 3/4:” sq bars 4” centre to centre . (G.S.I.NO:26 P/97)
				
	72.0 Sft 		Rs.726/72		P/ Sft			Rs.52324/-
13.	White washing one coats (GSI No:26,P/54).

	1503.28 Sft		RS.416/63		P% Sft			Rs.6263/-

14.	Color washing two coats (GSI No:25,P/54)

	1503.28 Sft 		Rs:859/90		P% Sft 			Rs:12927/-

										Rs. 512267/-

	PART-II		REPAIR OF PUMP HOUSE

1.	Dismantling cement concrete reinforcement separating reinforcement form concreting cleaning and straightening the same (GSI NO. 20 P/10)	

	100.48 Cft		Rs. 5445/-		P% Cft			Rs. 547/-

2.	RCC work i/c all labour and material except the cost of steel reinforcement and its labour for bending and binding which will be paid seperatly. This rate also includes all kinds of  forms mould lifting shuttering curring rendering and finishing the exposed surface (i/c screening and washing of shingle)a RCC work in roofs slabs beams columns rafts lintels and other structural members laid in situ or precast liad in position complete the all respect (I) Ratio 1:2:4 90 lbs cement 2cft sand 4 cft shingle 1/8” to ¼”guage.(GSI No: 6 (a) P-19).

	100.48 Cft.		Rs: 337/-		P/Cft.			Rs: 33862/-

3.	Fabrication of mild steel reinforcement cement concrete i/c cutting bending laying 
	in position and fastening i/c cost of  binding wire etc.(GSI No:7(b)P-19)	

	4.01 Cwt.		Rs: 5001/70		P/Cwt.			Rs: 20057/-
									Total	Rs. 59390/-
	PART- III	PVC PIPE

1.	Excavation for pipe line and reservoirs in soft soil i/c trimming and dressing sides to alignment design section/profile and shape levelling of beds of trenches to correct level and grade i/c laying of earth in 6” layers of construction of tanks and crossing and disposal of surplus excavated earth with one chain as directed by Engineer  incharge providing fence guards lights flages where-ever required lift upto 5’(1.52m) lead upto one  chain (30.5m)( PHSI No:1 P/60).

22065.0 Cft.			@Rs. 3600/-		P%0 Cft	Rs. 79434/-

2.	Providing laying uPVC pressure pipes of Class B (equivalent made) fixing in Trenchesi/c cutting fitting and jointing with “Z” joint with one rubber ring i/c Testing with water to a head of 61 meteror 200 ft (PHS.I.NO:I(E) P/22).

	3” dia 3640.0 Rft 		@Rs. 90/-		P/Rft		Rs.327600/-

3	Providing PVC /C.I Specials (S.O.M.I.NO:2 P/14).

i)	Bend 90  3” dia  = 10.0 Nos 	@Rs. 650/-		Each 		Rs. 6500/-

ii)	Tee 4”x3”  dia =04 Nos 		@Rs.956/25		Each 		Rs. 3825/-

iii)	P.V.C Sockets.
	3” dia 1x14=14 NOs.		@Rs.405/-		Each		Rs.5670/-

iv)	C.I Tail Piece.

	3” Dia  2x2=4 Nos.		@Rs.375/-		Each		Rs.1500/-

v).	C.I Jibault Joints. (S.O.M.I.NO:14 P/18).
	3” Dia 1x2=2 Nos.		@Rs.568/75		Each		Rs.1138/-

	4” Dia 1x2=2 Nos.		@Rs.731/25		Each		Rs.1463/-

vi)	 C.I Sluice valve. 
	
	3” Dia 1x2=2 No.		@Rs.4290/-		Each		Rs.8580/-

4.	Providing Chamber 3’x2 (915x615 mm ) inside dimension 4 ½ (1372mm) deep as per approved design for sluice valve 3” to 12” dia with 18” (457mm) dia inside cost iron cover and frame fixed in RCC 1:2:4 (102 mm ) thick brick masonry walls set in 1:6 cement mortar 6” (1115 mm) thick cement concrete 1:3:6 in foundation 1” (25 mm) thick cement concrete 1:2:4 flooring ½”   (12.50mm ) thick cement plaster 1:3 to all inside wall surface and to top i/c providing and fixing MS foot rest at every one foot beyond 2 ½ ft depth curing excavation back filling and disposal of surplus earth etc complete (PHSI NO 1 p/49)	

	2.0 Nos 			@Rs: 18820/-		Each 		Rs. 37640/-

5.	Jointing C.I/ MS flanged pipe and specials flanged and inside a trench i/c supplying rubber pecing of the required thickness nuts bolts with washer etc and other tools required for jointing and testing the joint to the specified pressure etc complete (PHSI No 1 P/35)

	3” dia 2x2 = 4 Joints		@Rs. 499/-		P/Joint 		Rs. 1996/-

6.	Making joint to PVC special fitting i/c laying of specials and cost of solvent cement of required diameter and testing the joints along with PVC pipeline “B” “C” and “D” class to the specified pressure and making good to all leaky joints etc complete. (P.H.S.I.NO:1 P/41).
	
	3” Dia	1x14=14 Nos.		@Rs.59/-		P/Joint		Rs.826/-

7.	Refilling the excavated stuff in trenches 6’’thick layer i/c watering ramming to full 
	compaction etc complete(PHS I No:24 p/53).

	19859.0 Cft			@Rs: 2760/-		P%0 Cft	Rs. 54811/-

									Total 	Rs. 530983/-


ABSTRACT

		PART-I	COMPOUND WALL			Rs.512267/-
		PART-II	REPAIR OF PUMP HOUSE		Rs. 59390/-
		PART-III	PVC DISTRIBUTION			Rs. 530983/-
								Total 	Rs. 1102640/-


CONDITIONS. 
1. Any error omission in the specification quantity and unit will be governed by the relevant schedule items. 
2. The rates should be inclusive of all taxes i.e sales tax octori tax etc. 
3. No separate carriage will be paid to the contractor 
4. No premium will be allowed for no-schedule items. 
5. The decision of the Superintending Engineer, Public Health Engineering Circle Mirpurkhas will be final and binding the parties if in any dispute. 
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EXECUTIVE ENGINEER
PUBLIC HEALTH ENGG: DIVISION 
SANGHAR
)
CONTRACTOR



