BILL OF QUANTITIES / SCHEDULE-B

NAME OF WORK:-                     ESTABLISHMENT OF TRAFFIC POLICE HEAD QUARTER AT CHOWKANDI 
					KARACHI ( CONSTRUCTION  OF D.I.G./S.P OFFICE	
		                        
		            				   SCHEDULE ‘B’
PART-A- FOUNDATION

	S.NO:
	DESCRITION OF TEMS
	QUANTITY
	RATE
	UNIT
	AMOUNT

	01
	Excavation in foundation of bldgs bridges and other structure i/c dag belling dressing refilling around structure with excavated earth watering and ramming lead upto one chain and lift upto 5© in hard soil or soft murum. 
 (S.I.NO: 18-c   P/04  )
	52416.00Cft::
	3554/38
	%0Cft:
	186306/-

	02
	Cement concretre brick or stone ballast 1-1/2” to 2” to guage ratio: 1:4:8.  (S.I.NO: 4  -c  P/15  )
	7485.00Cft:
	9416/28
	%Cft:
	704808/-

	04-a
	R.C.C. Work i/c all labour and material except the cost of steel reinforcement and its labour for bending and binding which will be paid separately this rate also i/c all kinds of forms moulds lifting shuttering curing rendering and finishing the exposed surface i/c screening and finishing the exposed surface i/c screening and washing of shingle R.C. work in roof slab, beams cols, rafts, lintels and other structural members laid in position complete in all respect ratio 1:2:4 (90 lbs) cement 2 cft. Sand 4 cft. Shingle 1/8” to ¼” gauge.
(S.I. No.6-a/19)
	11154.00Cft:
	337/-
	P.Cft:
	4266757/-

	04-b
	R.C.C. 1:1:12/2:3
	12661.00Cft:
	349/-
	P.Cft:
	226850/-

	05
	Fabrication of rinf: for C.C. i/c cutting bending laying in position making joints  and fastening i/c cost of binding wire also i/cs removal of rust from bars. 
 (S.I.NO: 5  -f P/16  )
	653.66 Cwt:
	5001/70
	P.Cwt:
	3269411/-

	06
	Cement concrete plain i/c placing compacting finishing and curing complete i/c screening and washing at stone aggregate without shuttering 
 Ratio: 1:3:6   (S.I.NO: 5  -h P/16  )
	954.00Cft:
	12595/-
	%Cft:
	120156/-

	07
	 Errection and removal of centering for R.C.C. or plain cement concrete works of deodar wood (2nd class) for Partal Wood (ii) vertical
  (S.I.NO: 19  -b –ii  P/18  )
	2848.00Sft
	3127/41
	%Sft:
	89068/-

	08




	Filling watering ramming earth in floor with surplus earth from foundation lead upto one chain and lift upto 5’ft:
	15522.00Cft:
	1512/50
	%0Cft:
	23477/-

	09
	Filling Watering & Ramming Earth under Floor with new earth (Excavated from outside) lead upto one chain and lift upto 5 feet. (S.I.No.1/P-1)

	9410.00Cft:
	1590/80/-
	%Cft:
	149694/-

	10
	Providing & Laying 1:3:6 Cement Concrete Solid Block Masonry Wall  set in 1:6 Cement Mortar in plinth and foundation including racking out joints and curing etc. (S.I.No.22/P-19)
	312.00Cft:
	14268/53
	%Cft:
	44518./-

	
	
	TOTAL RS:-
	9081045/-





NON-SCHEDULE ITEMS
	10
	Add:Extra cost of cement between sluphat resistance and ordinary Portland cement

	2695.00Bag 
	40/-
	P.Bag
	107800/-













                                                           

















                      
							SCHEDULE ‘B’
	PART-B- GROUND  FLOOR 
	S.NO:
	DESCRITION OF TEMS
	QUANTITY
	RATE
	UNIT
	AMOUNT

	01-a
	R.C.C. Work i/c all labour and material except the cost of steel reinforcement and its labour for bending and binding which will be paid separately this rate also i/c all kinds of forms moulds lifting shuttering curing rendering and finishing the exposed surface i/c screening and finishing the exposed surface i/c screening and washing of shingle R.C. work in roof slab, beams cols, rafts, lintels and other structural members laid in position complete in all respect ratio 1:2:4 (90 lbs) cement 2 cft. Sand 4 cft. Shingle 1/8” to ¼” gauge.
(S.I. No.6-a/19)
	6046.00Cft:
	337/-
	P.Cft:
	2037502/-

	1-B
	R.C.C. 1:1:1/2:3
	1113.00Cft:
	349/-
	P.Cft:
	388437/-

	02
	Fabrication of rinf: for C.C. i/c cutting bending laying in position making joints  and fastening i/c cost of binding wire also i/cs removal of rust from bars. 
 (S.I.NO: 5  -f P/16  )
	383.51 Cwt:
	5001/70
	P.Cwt:
	1918202/-

	03
	Providing and laying 1:3:6 cement concrete solid block masonary wall  6” and below in thickness set in 1:6 cement mortar in G/floor super structure i/c racking out joints & curing etc: (S.I.NO: 24    P/19  )
	3719.00Cft:
	15771/01
	%Cft:
	586524/-

	04
	Cement Plaster (1:4) upto 12’ height (c)  3/4” thick. (S.I. No.11-c P/52)
	20982.00Sft:
	3015/76
	%Sft:
	632767/-

	05
	Providing Fixing G.I.Frames/Chowkhats of size 7”x2” or 41/2” x 3” for Doors using 20 guage G.I. Sheet i/c welded hinges and fixing at site with necessary hold fasts filling with cement sand slurry of ratio 1:6 and repairing the jambs. The cost also i/c all carriage tools and plants used in making and fixing. (S.I.No.29/P-93)
	390.00Rft:
	228/90
	P.Rft:
	89271/-

	06
	Providing and fixing in position Doors, Windows and ventilators of first class deodar wood frames and 1 ¾” thick commercial ply veneer shutters of first class deodar skeleton ( Hollow ) and commercial ply wood ( 3 ply ) on both sides.(S.I.NO: 9 P/58)
	571.00Sft:
	856/53
	P.Sft:
	489079/-

	07
	S/F in position aluminum channels framing for  slidding windows & ventilators of alcop made with 5 mm thick tinted glass glazing ( Belgium) & Aluminum fly screen i/c handles stoppers & locking arrangement etc complete. S.I.No.84-/b /P-108)
	568.00.0Sft:
	1647/69
	P.Sft:
	935888/-

	08
	Laying Floor of approved white   Glazed Tile ¼” Thick in White Cement 1:2 over ¾” Thick Cement Mortar 1:2 completed. 
(S.I.No.24/P-43)
	430.00Sft:
	27678/86
	%Sft:
	119019/-

	09
	White Glazed Tiles ¼” Thick  dado jointed in  White Cement  and laid over  1:2 cement sand mortor  ¾” Thick i/c finishing.  
(S.I.No.37/P-45)
	1097.00Sft:
	28253/61
	%Sft:
	309942/-

	10
	Providing & Laying White Marble Flooring fine dressed on the surface without winding set in lime mortar 1:2 i/c rubbing and polishing of the joints. (a) ¾” thick flooring. (S.I.No.28-a/P-43)
	478.00Sft:
	567/48
	P.Sft:
	271255/-

	11
	Providing & Fixing 3/8” Thick Marble Tiles of approved uality and colour and shade size 8”x4” / 6”x4” in dodo skirting and facing removal / tucking of existing plaster surface etc. Over ½” thick base of cement mortar 1:3 setting of tiles in slurry of white cement over mortar base i/c filling the joints and washing the tiles with white cement slurry, curring finishing, cleaning and polishing etc. complete.
(S.I.No.68-i/P-49)
	207.00Sft:
	186/04
	P.Sft:
	38510/-

	12
	Providing and fixing ornamental cement Jalli 2”thick (1:2:4) without steel.
(S.I.NO: 11 P/18)
	504.00Sft:
	226/02
	P.Sft:
	113914/-

	13
	Providing & Fixing with sunk iron screws wooden architrave approved design / shape having with not less than 2-1/2 inches as directed by Engineer Incharge.
(S.I.No.60/P-66)
	779.00Rft:
	49/97
	P.Rft:
	38927/-

	14
	Providing & Fixing Aluminum Sheet on Doors pasted with glue as per requirement. (S.I.No.61/P-66 )
	198.00Sft:
	63/77
	P.Sft:
	12626/-

	15
	Distempering in Three Coats .
 (S.I.No.24-c/P-54)
	5813.00Sft:
	1079/65
	%Sft:
	62760/-

	16
	Preparing New Surface Painting to Doors and Windows any type (i/c edges in three coats) (S.I.No.5-c(i-ii-iii/P-77)

	1141.00Sft:
	2116/41
	%.Sft:
	24148/-

	17
	Preparing the surface and painting with matt finish i/c rubbing the surface with bathy (silicon carbide rubbing brick) filling the voids with zink / chalk / plaster of paris mixture, applying firxt coat premix, making the surface smooth and then painting 3 coats with matt finish of approved make etc. complete (New Surface). (S.I.No.36+a+b+c/P-55)
	13332.00Sft:
	3444/38
	%Sft:
	459205/-

	18
	Preparing the surface and painting with weather coat i/c rubbing the surface with rubbing brick / sand paper, filling the voids with chalk / plaster of paris and then painting with weather coat of approved make. (S.I.No.36+a+b+b/P-56)
	7650.00Sft:
	2567/95
	%Sft:
	196448/-

	
	
	TOTAL RS:-
	8724424/-









                                                         







										  















	
		                     
						SCHEDULE ‘B’
   
	PART-C- FIRST   FLOOR 
	S.NO:
	DESCRITION OF TEMS
	QUANTITY
	RATE
	UNIT
	AMOUNT

	01-a
	R.C.C. Work i/c all labour and material except the cost of steel reinforcement and its labour for bending and binding which will be paid separately this rate also i/c all kinds of forms moulds lifting shuttering curing rendering and finishing the exposed surface i/c screening and finishing the exposed surface i/c screening and washing of shingle R.C. work in roof slab, beams cols, rafts, lintels and other structural members laid in position complete in all respect ratio 1:2:4 (90 lbs) cement 2 cft. Sand 4 cft. Shingle 1/8” to ¼” gauge.
(S.I. No.6-a/19)
	6046.00Cft:
	337/-
	P.Cft:
	2037502/-

	1-B
	R.C.C. 1:1:1/2:3
	1113.00Cft:
	349/-
	P.Cft:
	388437/-

	02
	Fabrication of rinf: for C.C. i/c cutting bending laying in position making joints  and fastening i/c cost of binding wire also i/cs removal of rust from bars. 
 (S.I.NO: 5  -f P/16  )
	383.51 Cwt:
	5001/70
	P.Cwt:
	1918202/-

	03
	Providing and laying 1:3:6 cement concrete solid block masonary wall  6” and below in thickness set in 1:6 cement mortar in G/floor super structure i/c racking out joints & curing etc: (S.I.NO: 24    P/19  )
	4084.00Cft:
	15771/01
	%Cft:
	644088/-

	04
	Cement Plaster (1:4) upto 12” height (c)  3/4” thick. (S.I. No.11-c P/52)
	21608.00Sft:
	3015/76
	%Sft:
	651645/-

	05
	Providing and fixing in position Doors, Windows and ventilators of first class deodar wood frames and 1 ¾” thick commercial ply veneer shutters of first class deodar skeleton ( Hollow ) and commercial ply wood ( 3 ply ) on both sides.(S.I.NO: 9 P/58)
	357.00Sft:
	856/53
	P.Sft:
	305781/-

	06






	S/F in position aluminum channels framing for  slidding windows & ventilators of alcop made with 5 mm thick tinted glass glazing ( Belgium) & Aluminum fly screen i/c handles stoppers & locking arrangement etc complete. S.I.No.84-/b /P-108)
	756.00.0Sft:
	1647/69
	P.Sft:
	1245654/-

	07
	Laying Floor of approved white   Glazed Tile ¼” Thick in White Cement 1:2 over ¾” Thick Cement Mortar 1:2 completed. 
(S.I.No.24/P-43)
	975.00Sft:
	27678/86
	%Sft:
	269869/-

	08
	White Glazed Tiles ¼” Thick  dado jointed in  White Cement  and laid over  1:2 cement sand mortor  ¾” Thick i/c finishing.  
(S.I.No.37/P-45)
	1219.00Sft:
	28253/61
	%.Sft:
	344412/-

	09
	Providing & Laying White Marble Flooring fine dressed on the surface without winding set in lime mortar 1:2 i/c rubbing and polishing of the joints. (a) ¾” thick flooring. (S.I.No.28-a/P-43)
	216.00Sft:
	567/48
	P.Sft:
	122576/-

	10
	Providing & Fixing 3/8” Thick Marble Tiles of approved uality and colour and shade size 8”x4” / 6”x4” in dodo skirting and facing removal / tucking of existing plaster surface etc. Over ½” thick base of cement mortar 1:3 setting of tiles in slurry of white cement over mortar base i/c filling the joints and washing the tiles with white cement slurry, curring finishing, cleaning and polishing etc. complete.
(S.I.No.68-i/P-49)
	138.00Sft:
	186/04
	P.Sft:
	25674/-

	11
	Providing and fixing ornamental cement Jalli 2”thick (1:2:4) without steel.
(S.I.NO: 11 P/18)
	192.00Sft:
	226/02
	P.Sft:
	43396/-

	12
	Providing & Fixing with sunk iron screws wooden architrave approved design / shape having with not less than 2-1/2 inches as directed by Engineer Incharge.
(S.I.No.60/P-66)
	556.00Rft:
	49/97
	P.Rft:
	27783/-

	13
	Distempering in Three Coats .
 (S.I.No.24-c/P-54)
	5982.00Sft:
	1079/65
	%Sft:
	64585/-

	14
	Preparing New Surface Painting to Doors and Windows any type (i/c edges in three coats) (S.I.No.5-c(i-ii-iii/P-77)

	707.00Sft:
	2116/41
	%.Sft:
	14963/-

	15
	Preparing the surface and painting with matt finish i/c rubbing the surface with bathy (silicon carbide rubbing brick) filling the voids with zink / chalk / plaster of paris mixture, applying firxt coat premix, making the surface smooth and then painting 3 coats with matt finish of approved make etc. complete (New Surface). (S.I.No.36+a+b+c/P-55)
	12016.00Sft:
	3444/38
	%Sft:
	413877/-

	16
	Preparing the surface and painting with weather coat i/c rubbing the surface with rubbing brick / sand paper, filling the voids with chalk / plaster of paris and then painting with weather coat of approved make. (S.I.No.36+a+b+b/P-56)
	9592.00Sft:
	2567/95
	%Sft:
	246318/-

	17
	Add: extra labour for  R.C.C in 2nd and subsequent storeys. (S.I.No.6-d/P-17)
	7159.00Cft:
	12/10

	P.Cft:

	86624/-

	18
	Add: Extra Labour for Block masonary for First   floor  (S.I.No.30/P-17)
	4084.00Cft:
	328/97
	%Cft:
	13435/-

	19
	Add: Extra labour for cement plaster and pointing from 12’and above  for each additonal 10’ height. (S.I.No.29/P-54)
	21608.00Sft:
	140/97
	%Sft:
	30461/-

	20
	Extra labour for each story above ground for mosaic conglomerate or tiles stone and wooden floor. (S.I.No.18/P-42)
	6371.00Sft:
	226/88
	%Sft:
	14455/-

	21
	Providing and laying 1”thick topping cement concrete 1:2:4 i/c surface finishing and dividing into panels. 2”thick
(S.I.NO: 16-c  P/42  )
	6371.00Sft:
	3275/50
	%Sft:
	208682/-

	22
	Providing Fixing G.I.Frames/Chowkhats of size 7”x2” or 41/2” x 3” for Doors using 20 guage G.I. Sheet i/c welded hinges and fixing at site with necessary hold fasts filling with cement sand slurry of ratio 1:6 and repairing the jambs. The cost also i/c all carriage tools and plants used in making and fixing. (S.I.No.29/P-93)
	278.00Rft:
	228/90
	P.Rft:
	63634/-

	
	
	TOTAL RS:-
	9182053/-









                                                           

