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BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance of
the Bidding Documents. The following specific data for the works to be tendered shall
complement, amend, or supplement the provisions in the Instructions to Bidders.
Wherever there is a conflict, the provisions herein shall prevail over those in the
Instructions to Bidders).

Instructions to Bidders
Clause Reference
1.1Name of Procuring Agency

Executive Engineer Education Works Division N.Feroze
(Insert name of the Procuring Agency)

Brief Description of Works: REHABILITATION OF EXISTING HIGH/HIGHER
SECONDARY SCHOOLS IN SINDH 2008-09 PROGRAMME
AT _GBHS PADIDAN REMAINING WORK) TALUKA
N.FEROZE.

5.1 (a) Procuring Agency's address:
Near Deputy Commissioner House N.Feroze
(Insert address of the Procuring Agency with telex/fax)

(b) Engineer's address:

Near Deputy Commissioner House N.Feroze

Ph: 0242 - 920027

(Insert name and address of the Engineer, if any, with telex/fax.)

10.3 Bid shall be quoted entirely in Pak. Rupees. The payment shall be made in Pak.
Rupees.

11.2 The bidder has the financial, technical and constructional capability necessary to
perform

the Contract as follows: (Insert required capabilities and documents)

i. Financial capacity: (must have turnover of RS. 5.00 Million);

ii. Technical capacity :( mentions the appropriate category of registration with PEC and
qualification and experience of the staff);

iii, Construction Capacity: (mention the names and number of equipments required for the
Wbrk}. Sindh Public Procurement Regulatory Authority | www.pprasindh.gov.pk

12.1 (a) A detailed description of the Works, essential technical and performance
characteristics.

(b) Complete set of technical information, description data, literature and drawings as
required in accordance with Schedule B to Bid, Specific Works Data. This will include
but. not be limited to a sufficient number of drawings, photographs, catalogues,
illustrations and such other information as is necessary to illustrate clearly the
significant characteristics such as general construction dimensions and other relevant
information about the works to be performed.




13.1 Amount of Bid Security 5%
(Fill in lump sum amount or in % age of bid amount /estimated cost, but not below 1%
and not exceeding 5%)

14.1 Period of Bid Validity 90 days
(Fill in “number of days” not exceeding 90)

14.4 Number of Copies of the Bid to be submitted:
One original plus 01 copies.

14.6 (a) Procuring Agency's Address for the Purpose of Bid Submission
Executive Engineer Education Works Division N.Feroze

Near Deputy Commissioner House N.Feroze

(insert postal address or location of bid box for delivery by hand)

15.1 Deadline for Submission of Bids

Time: 2:00 PM on 14-05-2017

16.1 Venue, Time, and Date of Bid Opening

Venue: Executive Engineer Education Works Division Ofice N.Feroze
Time: 3:00 PM Date: 14-05-2017

16.4 Responsiveness of Bids

(i) Bid is valid till required period, Sindh Public Procurement Regulatory Authority
www.pprasindh.gov.pk

(i) Bid prices are firm during currency of contract/Price adjustment;

(i) Completion period offered is within specified limits,

(iv) Bidder is eligible to Bid and possesses the requisite experience, capability and

qualification. : .

(v) Bid does not deviate from basic technical requirements and

(vi) Bids are generally in order, etc. Procuring agency can adopt either of two options.

(Select either of them).

(a) Fixed Price contract: In these contracts no escalation will be provided during

currency of the contract and normally period of completion of these works is upto

24 months.

(b) Price adjustment contract: In these contracts escalation will be paid only on

those items and. in the manner as notified by Finance Department, Government of

Sindh; after bid opening during currency of the contract.

EXECUTIVE ENGINEER
EDUCATIONJWORKS DIVISION
NAUSHAHRO FEROZE




BILL o QU ANT LTY

Name of worksi= rehabilitation of existing High/Higher eecondary
ochool s in eindh 200=09 Programme at GBHS Padidan
(4=C, Rooms) Taluks & District Naushahro geroz e,
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SeNos Item of work nty: mate Unit pmount
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01. T{ésmentlzig cement concrete plain 182 4
j 9 :

(S¢I.K0:19 P=10), :
3239c¢cft 5445/ = %Sft 176364/=
02 Dismentlin brick work in lime or cement mortar
(S.I.80:13 P=10),
1255 1285/63 %CLt 16135/ =

03, emoving xexeErkxerxiimexgkaster door with c howkats
( 8. I.N0333 P-43) .

Wos 142/18 PeNq 1280/ =
04, moving windows and sky 1light
(S. I.N0:33(b)P=12),

35Nos 102/85 P.No 3600/«

05. pemoving cement or lime plaster
(S.I.M0:52 P=13),

1868 121/ = %S ft 23463/ =

06e Pacca bidéck work in foundation and plinth ink
cement s and mortar 1°6 (S, I.NO: 4(c)P=20).

247 ' 11948/ 36  %Cft 29512/ =

07 Pacca brick wogk in ground floor in cement
sand mortar ratio 1 6 (S.I.NOs5 p=20).

1717 12674/ 36 %Cft 217618/ ~

08¢ @illing watering and ramming earth under floor
with new earth excavated from out side (S, I.N0:4 P-20).

6658 3630/~ %0 gLt 24169/ =

09. ~ement goncrete brick or stdne ballast Tz™ to 2%
guage ratio 1°5310 (S.I.NOL4 P=14).

1877 8694/ 95 %CEt 163204/ =



gg..../z

104 RCC work i.c all labour and maeterial except the cost

of steel reinforcement snd its labour for bending and binding
which will be paid sepretaly., mphis rate slso 1l.c all kinds of
formg moulds lifting shuttering curring rendering and other
structures ratio 1 2,4 (8. I.N0s6 p-16).

3582 337/= Pe CLt 1207134/=

11 « Pabrication of mild steel reinforcement £o8d cement
concrete i.c cutting bending laying in position meking joints
and fastening i.c cost of bindingwire also removal of rust

fromb ars (S. L. 1I0:8 P=16).

1594 210 5001/ 70 P, Cwt 799822/~

12 PP Gol Frammes/chowkat of gize T"x2n or 4 %4 "x3wm for
door/ windows Using 20 ‘guage Go I sheet (S, L.N029 P-91),

peor nhowkats

Pe Rt 212 223/ 90 Pe Rft 485 2T/ =

windows mhowkats

514 240/ 50 P. Rft 123617/ -
13¢ S.F in position iron/steel grill of 3/4% x1/4% size flat
iron of approved design i.c painting three coats etc complete
wetilght not to be less than 3,7lbs (S, I.NOs 26 P-92),

88806/ =
452 180/ 50 P.Sft K00 %

14, cement plaster 1/2" thick upto 20' height
ratio 136 (S.I.NO0:13 P=51),

13480 2206/60 %Sft 297450/ =

15, @ement plaster 3/8"™ thick upto 20' height
ratio T 4 (S.I.NO:11 P-51).

‘ 13480 294467/ =

A

16 nement plagter 3/4™ thick upto 20! height ratiol1d4
(S.I,170s 11 P=51

180 3015/76 %S £t 5428/ =
17¢ Ist class deodar wood wrought Jjoinery in doors and

womdpws etc fixed in position i.c chowka®s hold fests hinges iron

tower ebc fixed (S.I.N0:7 P=38).
625 902/ 93 P, Sft 474941/ =

18e L/L topping cement concrete i.c surface finishing
end dividing into pannels (S, I.NO:16 P=17).

La) 3" thick
4858 4411 /82 %3ft 214326/ -



Peos/3

72" thick

7837 258/ 29 %St 199709/ =

19¢ pnement pointing struck Jjoints on walls 1% 2
(SeI.NO:19 P=52),
4043 1287/ 44 %Sft 52051/ =

20e P.L #loor of Verona marble tyles of size 12nx3/4"

fine dressed on the surface withoud wining set in white cement
laid over 3/4"™ thick bed of 1°2 grey cement mortar setting
the tiles with grey cement slurry Jjointing and washing the
tiles with slurry and pigment to match the colour of tiles isc
curring grinding rubbing and chemical polshing etc complete
iec cutting tiles to pwoper pfofile (R A.S)

2687 307/= P, Sft 824909/ =

21. P.L 3/8% thick marble tiles of approved quality and colour
and shade size 8%x4%W 6%x4n in dado skirting and facing/tucking
of existing plaster surface etc fbr new surface (S, I.NO:8 P-48),

414 186/04 Pe 3£t 77020/ =
22¢ MWsaking Notice Board made with cement
(S.I.N0s1 P=11 0.

240 58/ 11 Pe. 81t 13946/ =

23s white washing of three coats
(S.I.NO: 26 P=53).

7315 829 95 %3ft 60710/ =

24, Primary coat os chalk under distempering
(SeI1.N0O:23 P=53),

15348 442/ 75 %St 67593/ =

25, Dis’cgmpering of three cosats
15348 1079/ 65 BSEt 165704/ =

26e P/P with weather coat i.c rubbing the surface with rubbing

brick filling the voids with chalk /plaster of paris md then
painting withweasther coat of approved mie (S.I.NO:38 P-55)

5911 1328/ 85 %St 78548/ =

27¢ P/P to doors and windows any type three coss
new surface (S, IWO3 14 P=69).

1792 2116/ 41 %Sft 37926/ =

Totalse 5787979/ =
Amiymt total (2)

%above/below on mount to be added/deducted on the
the rates of CSR %asis premium quoted total (b)

Cont ractor wxecutive gngineer/Procuring ,gency




