NAME OF WORK:  
  M/R TO CITY COURT JUDGES FLATS  NO.12 (HOSTEL FOR JUDGES)  



  AT CITY  COURT COMPOUND KARACHI (CIVIL WORK).    
SCHEDULE”B” 

	S/No
	Description
	Qty
	Rate
	Unit
	Amount



	    
	PART-A-I(SCHEDULE ITEM). 
	
	
	
	

	1.
	Removing door with chowkats(33-a/12). 


	14-No
	142/18
	P/No.
	1990/-

	2.
	Removing window and sky light with chowkats.(33-b/12). 
	21-Nos
	102/85
	P/No.
	2160/-

	3.
	Removing cement or lime plaster.(53/13). 


	741.03 Sft.
	121/-
	%Sft.
	896/-

	4.
	Dismantling glazed or encaustic tiles (55/13). 
	1746.18 Sft.
	786/50


	%Sft.
	13733/-

	5.
	Dismantling cement block masonry (14/10). 
	130.75 Cft.
	1134/38


	%Cft.
	1483/-

	6.
	Scraping (b) Ordinary distemper, oil bound distemper or paint on walls.(54-b/13). 


	3543.66 Sft.
	226/88
	%Sft.
	8040/-

	7.
	Applying floating  coats of Hi bound (universal) as a bond coat or as an adhesive link between old & fresh concrete or plaster as directed by Engineer Incharge. (13-i /52). 


	741.03 Sft.
	1029/05
	%Sft.
	7625/-

	8.
	Cement plaster  1:4 upto 12’ height. (b) ½” thick  (11-b/52). 


	741.03 Sft.
	2283/93
	%Sft.
	16924/-

	9..
	Cement plaster 1:6 upto 12’ height©3/4” thick(13-c/52).


	741.03 Sft.
	2590/50
	%Sft.
	19196/-

	10.
	Providing and laying 1:3:6 cement concrete solid block masonary wall 6” and below in thickness set in 1:6 cement mortar in ground floor super structure including raking out joints and curing etc complete (24/19). 


	131.91 Cft.
	15771/01
	%Cft.
	20803/-

	11. 
	Distempering (b) Two coat (S.I. 24-b/54).
	1480.20 Sft.
	1043/90
	%Sft.
	15451/-

	12. 
	Preparing the surface and painting  with matt finish  in/c  rubbing  the surface  with bathy (silicon  carbide  rubbing  brick)  filling  the voids  with zink / chalk / plaster  of paris  mixture , applying  first  coat premix,  making the surface  smooth and then painting  3 coats with matt finish of approved make etc complete (b) 2nd & subsequent coat.   (36-a+b+b/55). 


	3543.66 Sft.
	3444/38
	%Sft.
	122057/-

	13. 
	Painting new surface (C ) Preparing surface and painting  of doors and windows any type including edges (i) Priming coat(ii) Each subsequent coat. (5-c-i+ii+ii/69). 


	577.12 Sft.
	2116/41
	%Sft.
	12214/-

	14. 
	Painting new surface (d) preparing surface and painting guard bars, gates of iron bars, gratings, railings (including standards braces, etc ) and similar open work. (i) Priming coat (ii) Each subsequent coat.(5-d(i+ii+ii)/70). 


	472.50 Sft.
	1270/83
	%Sft.
	6004/-

	15. 
	Providing and fixing aluminum sheet on  doors  pasted  with glue as per  requirement (61/66). 


	112.50  Sft.
	63/77
	P.Sft.
	7174/-

	16. 
	Providing and fixing with sunk iron screw  wooden  architrave approved  design/ shape  having  width  not less  than 2-1/2 inches as directed by Engineer Incharge. (60/66). 


	2203.0 Rft.
	49/97
	P.Rft.
	110083/- 

	17. 
	First class deodar wood wrought joinery  work in wire gauze door and windows  with 22 S.W.G galvanized  wire gauze 144 mesh per  square  inch  iron fittings complete. (b) 1 ½” thick deodar  wood framing  including wire gauze with ordinary hinges. (14-b/59). 


	59.66 Sft.
	562/98
	P.Sft.
	33587/- 

	18. 
	Making and fixing deodar  wood shelves including brackets (a) 1” thick(27-a/61). 


	434.62 Sft.
	443/71


	P/Sft.
	192845/-

	19. 
	Providing and laying 1” thick topping C.C 1:2:4 including surface finishing and dividing into panels (16-d/42). 
	1287.0 Sft.
	4411/82
	%Sft.
	56780/-

	
	
	Total A-I Rs.
	649045/- 

	
	PART-A-II 
	
	
	
	

	1. 
	Providing and fixing G.I frames / chowkats  of size 7”x2” or ½” x3” for door using 20 guage G.I sheet i/c welded  hinges and fixing at site with necessary hold fasts, filling with cement sand slurry of ration 1:6 and repairing the jambs . The cost of also i/c all carriage tools and plants used in making and fixing(29/93).


	221.0 Sft.
	228/90
	P.Rft.
	50586/-

	2. 
	Making  and fixing Steel grated door  with 1/16” thick sheeting  including angle iron frame 2”x2” 3/8”  and ¾”  square  bars 4”  centre to centre  with locking arrangement.  ( 24/92). 


	17.50 Sft.
	726/72
	P.Sft.
	12717/-

	
	
	Rs.
	63303/-

	
	
	
	

	
	
	Total A-II Rs.
	

	
	PART-A-III 
	
	
	
	

	1. .
	Providing and fixing in position doors, windows and ventilators  of first class deodar wood frames, and 1 ¾” thick commercial ply veneer shutter of first class deodar skeleton (Hollow) and commercial ply wood (3 ply)  on both sides including hold fasts hinges iron tower  bolts handles and cleats with cord and one mortic lock and hooks(9/58(-) 25-b/61).
	232.43 Sft.
	856/53
	P.Sft.
	199083/-

	2. 
	Supplying and fixing inposition aluminum  channels  framing for  hinged  doors  or alcop  made with  5mm  thick  tinted glass glazing (Belguim)  and alpha  (Japan) locks i/c handles , stoppers etc (b) Deluxe model (Bronze).  (83-b/108).
	21.0 Sft.
	1507/66
	P.Sft.
	31660/-

	
	
	Rs.
	230743/- 

	
	
	
	

	
	
	Total A-III Rs.
	

	
	
	Total (A-i+ii+iii) Rs.
	


TERMS AND CONDITION
1. 
Any typographical  errors in the schedule ‘B’ are subjected to any correction with the 
reference to the schedule of Rates General item 2012 in force from 12-07-2012 as 
approved by the standing rates committee Sindh Karachi.

2.
100% well graded crushed bajri shall be used in item of RCC 1:2:4.

3.
No Premium shall be paid on Non schedule items.

4.
The work will be carried out as per PWD Specifications.

	Contractor. 


	Sd/-

ASSISTANT ENGINEER

Provincial Building Sub Division-XI,

Karachi
	Sd/-

EXECUTIVE  ENGINEER

Provincial Building Division-No.III

Karachi


