SCHEDULE ‘B’







NAME OF WORK:
M/R TO GRAIN GODOWN LANDHI AT KARACHI REPAIR AND IMPROVEMENT OF EXTERNAL RIGHT SIDE OF WALL. 
	S.#
	DESCRIPTION OF ITEMS
	QTY.
	RATE
	UNIT
	AMOUNT

	
	PART-A, (CIVIL WORK) SCH. ITEMS
	
	
	
	

	1
	Excavation in foundation of Building Bridges and other structures in/c dagbelling dressing, refilling around structure with excavated earth watering and ramming lead upto 5 ft.(S.I.No.18-c/p-4)

c) In hard soil or soft murum.




	665.00

Cft
	3554/38
	%0cft
	2363/-

	2
	Cement concrete brick or stone ballast 1-1/2” to 2” gauge. (S.I.No.4-b/p-15)

b)Ratio 1:4:8

	59.0 Cft
	9416/28
	%sft
	5555/-

	3
	Filling, watering and ramming earth in floors with surplus earth from foundation lead upto one chain and lift upto 5 feet.(S.I.No.21/p-4)



	150.00

Cft
	1512/50
	%cft
	2268/-

	4
	Fabrication of mild steel reinforcement for cement concrete i/c cutting, bending, laying in position, making joints and fastenings i/c cost of binding wire (also includes removal of rust from bars) 

(S.I.8-a/p-17)




b) Using Tor bars.




	28.96

Cwt.
	5001/70
	p-cwt
	144849/-

	5
	Reinforced cement concrete work i/c all labor and material except the cost of steel 

reinforcement and its labor for bending and binding which will be paid separately. This rate 

also includes all kinds of forms moulds lifting shuttering curing rendering and finishing the 

exposed surface (i/c screening and washing of shingle) (a) RCC work in roof slab beams 

columns rafts, lintels and other structural members laid in situ or precast laid in position 

complete in all respects (i) Ratio 1:2:4 90 Lbs cement 2 cft sand 4 cft shingle 1/8” to ¼” 

gauge. (S.I.6-a-i/p-16)




	389.22

Cft
	337/-
	p-cft
	131167/-

	6
	P/L 1:3:6 cement concrete solid block masonry set in 1:6 cement sand mortar in plinth and foundation  i/c raking-out joints. (S.I.No.22/p-19)



	24.00

Cft
	14268/53
	%cft
	3424/-

	7
	P/L 1:3:6 cement concrete solid block masonry wall 6” and below in thickness set in 1:6 cement mortar in ground floor super structure i/c rakingout joints & curing etc.(S.I.No24/p-19)



	171.25

Cft
	15771/01
	%cft
	27008/-

	8
	Cement plaster 1:6 up to 12’ height.(S.I.No.13-b/p-52)

b) ½” thick.

	1630.0

Sft
	2206/60
	%sft
	35967/-

	9
	Cement plaster 1:4 up to 12’ height.(S.I.No.11-a/p-52)

a)3/8” thick.



	163.00

Sft
	2197/52
	%sft
	35819/-

	10
	P/L 1” thick topping cc 1:2:4 i/c surface finishing and dividing into panels.

(S.I.16-c/p-42)


c) 2” thick.




	285.00

Sft
	3275/50
	%sft
	9335/-

	11
	Preparing the surface and painting with weather coat i/c rubbing the surface with rubbing brick / sand paper, filling the voids with chalk / plaster of Paris and then painting with weather coat of approved make. (S.I.No. 38-a-b/p-56)



B)2nd & subsequent coat.



	1630.00

Sft
	1948/10
	%sft
	31754/-

	12
	Fixing Expanded metal with 1” deodar wooden strips and screws.(S.I.NO..22-a/p-61)



	501.0 sft
	296/05
	p-sft
	148321/-

	
	Total-A, 
	
	
	
	577830/-

	
	
	
	
	
	

	
	Total-A,
	
	
	
	

	
	PART-B, (ELECT. WORK) SCH. ITEMS
	
	
	
	

	1
	Providing & laying (MAIN OR SUB MAIN) pvc insulated with size 3-7/.064(10mm2) copper conductor in 1” dia pvc conduit on surface. (S.I.No. 21/p-3)



	70-mtr
	892/-
	p-mtr
	62440/-

	2
	P/F of flood light 400 watts (SON) having IP65 classification with 400w lamp. Choke, capacitor, igniter & internal wiring complete in all respect at the height up to 40ft with the help hydraulic crane and manual labor as per site requirement and instruction of E.I. (S.I.No. 166/p-26)



	04-Nos
	17585/-
	P-No
	70340/-

	3
	P/F circuit breaker 6,10,15,20,30,40,50 & 63amp DP (TB-5S) on prepared board as required.(S.I.No.204/p-31)

	01-Nos
	2456/-
	P-No
	2456/-

	4
	P/F circuit breaker 6,10,15,20,30,40,50 & 63amp SP (TB-5S) on prepared board as required.(S.I.No.203/p-31)

	04-Nos
	916/-
	P-No
	3664/-

	5
	P/F Circuit breaker 15,20,30,40,50 & 60amp TP (XE-100CS(CB) on prepared board as required.(S.I.No.206/p-31)

	1-Nos
	5521/-
	P-No
	5521/-

	
	Total-B,
	
	
	
	144421/-

	
	
	
	
	
	

	
	TOTAL-B
	
	
	
	

	
	PART-C, NON SCH:ITEMS.
	
	
	
	

	1
	P/F precast reinforced cement concrete Ratio(1:2:4) in stair case (spiral) 4.0 feet dia upto 30’ feet height in/c all labour and material in/c the cost of steel reinforced and its labour this rate also in/c all kind of form moulds, lifting, shuttering curing etc complete.(LQR)
	29-stps
	
	p-step
	

	2
	P/F fabrication M.S ventilator/windows angular iron frame of size 1”x1”x1/8 upto cross section area with top and bottom horizontal placing with vertical placed at 2’-6” center to center fitted with screw or pins to the cost also i/c all carriage tools and plants used in making and fixing upto 20 fit height i/c painting 3 coats with first coats of red oxide paint etc complete as directed by officer incharge (LQR)  
	501.00 Sft
	
	p-sft
	

	
	Total-C.
	
	
	
	

	
	G-Total Rs. (A+B+C)
	
	
	
	


CONDITION.
1)Any typographical error in the rates are subject to the correction 

according to the schedule of rates part-III, vol-III (General) and for 

Electrical works (Composite) for finished items of work in-forced 

from 12-07-2012 approved by Standing Rates Committee 

Sindh Karachi.

2)No cartage will be paid on any items of work/materials 

either supplied by the department or arranged by the Contractor.

3)Water shall be arranged by the Contractor.

4)No premium shall be paid on Non schedule items.

CONTRACTOR.





      Sd/-
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