SINDH PUBLIC PROCUREMENT REGULATORY AUTHORITY
(SPPRA)
STANDARD BIDDING DOCUMENT

Name of Work:- . Rehabilitation/Construction of Roads of
Larkana City. (Remaining Roads) PSDP
NO:1622 (2017-18).

N.LI.T No. & Date :  N.LT No: TC/G-55/ 2632 DATED 16-11-2017
Date. Of Issue upto. : 04-12-2017, Time 01:00 p.m

Next date of issue 21-12-2017,Time 01:00 p.m

Date of Opening. :  05-12-2017 , Time 02:00 p.m

Next date of Opening 22-12-2017,Time 01:00 p.m

Tender issued to.

D.R No. & Date.

Amount of Tender Fee. . 3,000/-

EXECUTIVE ENGINEER,
ITIGHWAYS DIVISION

LARKANO

This 5BD shall be used for large works costing
more than Rs. 50 Million



CONTRACT/BIDDING DATA

The following specific data for the works to be tendered shall complement, amend or supplement
the provisions in the Instruction to Bidders. Wherever there is a confict, the provisions herein shall prevail
over those in the Instruction to Bidders.

Instruction to Bidders. Clause Reference

1.1 Name & Address of the Procuring Agency - EXECUTIVE ENGINEER HIGHWAY DIVISION
LARKANG NEAR CIRCUIT HOUSE LARKANO.
1.2 Name of the project and Summary of the :- Rehabilitation/Construction of Roads of
work. Larkana City. (Remaining Roads) PSDP
NO:1622 (2017-18).
2.1 Name of the Borrower/Source of Government Of Sindh
Financing/Funding Agency/Funding Source.
2.1 Amount and Type of Financing/Scheme Rs: 766.000 Million/
Cost and Allocation Funds. Government Of Sindh
8.1 Time limit for clarification - Three Days Prior To submission Of Bids
10.1 Bid Language - English
11.1(a) Prequalification Information to be updated :- Company Profile
{where applicable)
11.1 (b) Furnish and Technical Proposal (in case of :- Single Stage
Two envole method) of company Profile in
single stage Single Envelope.
13.1 Bidders to quote entirely in Pak. Rupees but :- Pakistan Rupees
specify the percentage of foreign currency
they require, if applicable
14.1 Period of Bid validity - 90 days
15.1 Amount of Bid Security - 5% Bid price
17.1 Venue, time and date of the Pre-Bid :- N/A
meeting.
18.4 Number of copies of the bid to be :- One
completed and returned
19.2(a) Procuring Agency’s address for the purpose :- Same as above
of bid submission
(b) Name and Identification Number of the : N.JIT No: TC/G-55/ 2632 DATED
contract. 16-11-2017
20.1(a) Deadline for submission of bids - 04-12-2017 , Time 01:00 p.m
Next date 21-12-2017,Time 01:00 p.m
(b) Venue, time and date of bid opening - 05-12-2017, Time 02:00 p.m
Next date 22-12-2017,Time 01:00 p.m
Office of the XEN Highway Division Larkano
near Circuit House Larkano
321 Standard form and amount of performance :- 5% to be deducted from payment
Security acceptable to the procuring agency
323 Stamp duty - 0.3% will Be paid by successful Bidders
as stamp du_ty
&-‘——\—.«;
CONTRACTOR EXECUTIVE ENGINEER

HIGHWAY DIVISION LARKANO



SUMMARY OF BID PRICE

Name of work:-

—

Road Work

Foot I’ath

H

Total Bid Price in words Rs:__

Contractor



PART - A : ROAD WORK

Rehabilitation/Construction of Roads of Larkana City. (Remaining
Roads) PSDP NO:1622 (2017-18).

SCHEDULE "B"

|_ Oty:

| Item of Work

Rate |

Unit | Amount

1

397700 Cft:

2

115600 Cft:

3

220900 Cft:

4

155300 Cft:

Earth work excavation undressed lead
upto a single throw of kassi phawarah or
shoovel (S.I No:1(a) P-1) (With one mile
lead).

Providing sand cushion i/c supplying and
spreading pit/canal sand of approved
quality from approved source of supply
where ever available to site of work.

Preparing sub-base course by supplying
and spreading well graded pit or bed run
gravel having a liquid limit not grater than
25 and plasticity index not grater than 6 in
proper camber and grade including
watering rolling and compacting in layer's,
thickness of each compacted layer not
exceeding 6" compacted upto 98-100%
density as per modified AASHO density
specification (Rate includes all cost of
material T&P and carriage upto site of
work (S.I No:11(d) P-4).

Preparing base course including supplying
and spreading stone metal of approved
quality from approved quarry properly
grade to maximum size of 1" in required
thickness of 6" thick in 2 layers 3"in
consolidated to proper camber & grade ifc
hand packing filling void plesd with 15 Cft
screening & non plastic quarry fines of
approved quality and gauge from approved
source filling de pression with stone metal
after initial rolling including watering &
compacting to achieve 98-100% density as
per modified AASHO specifications. (Rate
includes all costs of materials T&P and
carriage upto site of work).

@ Rs:

@ Rs:

@ Rs:

@ Rs:

5204.38 P.%0 Cft: Rs: 2,069,782 /-

1479.41 P.% Cft: Rs: 1,710,198 /-

6235.94 P.% Cft: Rs: 13,775,191 /-

8473.05 P.% Cft: Rs: 13,158,647 /-

(Cont: P/2)



Page - 2

Oty:

| Item of Work |

Rate | Unit

|

Amount

406500

288200

68

47000

1566

50.18

5

Sft:

6

Sft:

Nos:

RFft:

Nos:

Ton

Making diagonal Grooves of 1-1/2"
centre to centre in surface of road.

@ Rs:

Providing two coats for surface dressing
on or new existing surface with
25+14=39 Lbs of bitumen & 80/100
penetration and 2.75+1.5=4.25 Cift:
crush bajri of required size including
cleaning the road surface rolling etc
complet. Rate ifcs all cost of material
T&P labour and carriage upto site of
winrk

@ Rs:

Providing & fixing 3" dia G.I single post
sign of circular shape 3' dia including
painting marking as directed each (S.I
No:18(b} P-17).

@ Rs:

Thermo Plastic Paint
Pavement making in reflective Thermo
Plastic Paint for line of 6" width.

@ Rs:

Cat Eyes [/ Road Studds
Supplying and fixing of reflectorize Road

Studs Doouble Face, Flash surface type

@ Rs:

% Above/Below on the rates of CSR.
Amount to be added/deducted on the

TOTAL (A)

Ded: Difference cost of Bitumen.

@ Rs:

G.TOTAL (A - B)

Total Amount in words (A - B)

146.41 P.% Sft:

2052.59 P.% Sft:

14600.00 Each

41.24 P. Rit:

596.23 Each

TOTAL

22606.00 P.Ton (-)

Rs: 595,157 /-

Rs: 5,915,564 /-

Rs: 992,800 /-

Rs: 1,938,280 /-

Rs: 933,696 /-

Rs: 41,089,315 /-

Rs: 1,134,369 /-

CONTRACTOR

EXECUTIVE ENGINEER
HIGHWAY DIVISION LARKANO



PART - B: 2" THICK ASPHALT CONCRETE

SCHEDULE "B"

Oty: | Item of Work | Rate | unit | Amount

1 Laying machanically to proper line and
grade plant mixed Asphalt 2" thick
concrete  paver finshed (Hydraulic/
Electronic control) prepared specified
formula according to job mix formula
approved by Engineer incharge including
rolling and finshing to properline, grade
level and camber etc competled. (Rate
including of tack coat with 60/70
bitumen penetration and cost of material
from source of supply of plant and plant
to site of work 2" thick (102.29 Ibs of
bitumen mix plant 15 for prime coat).

932700 Sft: @Rs: 902631 P.% Sft: Rs: 84,188,393 /-

TOTAL Rs: 84,188,393

% Above/Below on the rates of CSR.
Amount to be added/deducted on the

TOTAL (A) {+) Rs:
Tack Coat:
Ded: Difference cost of Bitumen.

62.46 Ton @Rs: 22606.00 P.Ton (-) Rs: 1,411,971 /-
Asphailt:
Ded: Difference cost of Bitumen.

425.92 Ton @ Rs: 34031.00 P.Ton {-) Rs: 14,494,484 /-
G.TOTAL (A - B) Rs:

Total Amount in words (A - B)

&&-‘
CONTRACTOR EXECUTIVE ENGINEER
HIGHWAY DIVISION LARKANO



PART - C

: PAVER BLOCK/FOOT PATH

SCHEDULE "B"

Oty:

| Item of Work |

Rate | Unit

Amount

1

506300 Cft:
2
303500 Cft:

3

763300 Cft:

4

271300 Cft:

5

1566500 Sft:

6

85300 Sft:

Earth work excavation undressed lead
upto a single throw of kassi phawarah or
shoovel (S.I No:1{a) P-1) (With one mile
lead).

@ Rs:

Supplying and filling sand udner floor
and plugging in wall (S.I No.29 P-26).

@ Rs:

Cement Concrete Brick or Stone Ballast 1-
1/2" guage ratio 1:4:8 (S.I No:4(b) P-
15),

@ Rs:

Preparing Hard Murrom/Powderly fine
base, dressing, watering and
levellina/compection etc complete.

@ Rs:

Providing & fixing cement paving blocks
flooring having size of 197x97x80 (mm)
of city/quddra/cobble shape with natural
colours, having strength b/w 5000 psi to
8500 psi i/c filling the joints with hill sand
and laying in specified manner/pattern
and design etc complete (S.I No:73 P-
50).

@ Rs:

Providing & fixing cement paving blocks
flooring having size of 197x97x60 (mm)
of city/quddra/cobble shape with natural
colours, having strength b/w 5000 psi to
8500 psi i/c filling the joints with hill sand
and laying in specified manner/pattern
and design etc complete (S.I No:73 P-
50).

@ Rs:

5204.38 P.%0 Cft:

1141.25 P.% Cft:

9416.28 P.% Cft:

1800.00 P.% Cft:

223.97 P. Sft:

223.97 P. Sft:

Rs:

Rs:

Rs:

Rs:

2,634,977 /-

3,463,694 /-

71,874,465 /-

4,883,400 /-

Rs: 350,849,005 /-

Rs:

19,104,641 /-

(Lo, 19 e )



Ooty: |

Item of Work |

7

2000 Nos:

Kerb Stone

Providing & fixing precast Edge Block
1750 PST industrial Mude size 8" inches
thick x 12" inches long x 12" inhces high
including the cost of cartage, excavation
form work for haunching, 1450 PSI lean
concrete, 2250 PSI Concrete for
hanuching, 1:4 cement send mortor (S.I
No:14 P-16).

% Above/Below an the rates of CSR.
Amount to be added/deducted on the

Total Amount in words

297.01 Each Rs; 594,020 /-

TOTAL Rs: 453,404,202 /-

TOTAL Rs:

CONTRACTOR

%
EXECUTIVE ENGINEER
HIGHWAY DIVISION LARKANO



PART - D : COMPOUND WALL (6000 Rft:)

SCHEDULE "B"

I

Qty:

Item of Work ]

Rate [ Unit |

Amount

1 Excavation in foundation of Building bridges

%00 Cit:

100 Cit:

429 (it

3.83 Cwt

and other structure including dage belling
dressing refilling around structure with
excavated earth watering and remaining lead
upto 5.0’ in ordinary soil (S.I No:18({b) P-4).

@ Rs:

Cement concrete bricks or stone ballast 172" to
2" guage ratio 1:4:8 (S.I No.4(b) P-15).

@ Rs:

Pucca brick work in foundation and piinth in
cement and mortar (ratio 1:6) (S.I No.4(e) P-
21).

@ Rs:

Fabrication of tor steel reinforcement for
cement concrete including cutting bonding
laying in position, making joints and fastenings
including cost of binding wire also includes
removal of rust from bars (S.I No.8(b) P-17).

@ Rs:

5 Reinforcement cement concrete work including all

57 Cft

524 Cft:

7

900  Sft:

labour and material except the cost of steel
reinforcement and its labour for bending and
binding which will be paid separately, this rate
also includes all kind of forms mould lifting
shuttering curing rendering and finishing the
exposed surface (including screening and
washing of shingle).

(a) R.C.C Work in roof slab, beams columns rafts,
lintels and other stuructural member laid in
position complete in all respects.

i) Ratio (1:2:4) 90 |bs Cement 2cft: sand 4 Cft:
Shingle 1/8" to 1/4“guage (5.1 No:6{a)(i) P-16).

@ Rs:

Pucca brick work in other than building (5.1
No.7(c) P-22).

@ Rs:

Cement plaster (1:6) upto 1/2" thick (S.I
No:13(b} P-52).

@ Rs:

3176.25 P.%0 Cft: Rs:

9416.28 P.% Cft:

11948.36 P.% Cft:

5001.70 P. Cwt:

337.00 P. Cft:

12899.7 P.% Cft:

2206.60 P.% Sft:

Rs:

Rs:

Rs:

Rs:

Rs:

Rs:

2,859 /-

9,416 /-

50,661 /-

19,157 /-

19,209 /-

67,594 /-

19,859 /-

(Cont: P/2)



p-2

oty: | Item of Work |

Rate | unit | Amount

|

8 Cement plaster (1:4) upto 20’ height (3/8"
thick) (5.1 No:11(a) P-52),

900  Sft: @ Rs:

9 Cement pointing struck joints on walls (1:3).

450 Sft: @ Rs:

10 Colour washing (S.I No:25 a P-54),
1500 Sft: @ Rs:

Therefore cost of (6000 Rft:) Compound Wall

226,893 x
100

% Above/Below on the rates of CSR.
Amount to be added/deducted on the

Total Amount in words:

2197.52 P.% Sft: Rs: 19,778 /-

1213.58 P.% Sft: Rs: 5,461 /-

859.9 P.% Sft: Rs: 12,899 /-

TOTAL Rs: 226,893 /-

6000

Rs: 13,613,580 /.

TOTAL Rs:
G.TOTAL Rs:

CONTRACTOR

p——

EXECUTIVE ENGINEER
HIGHWAY DIVISION LARKANO



PART - E : C.C DRAIN TYPE - Il (10500 RFT:)
SCHEDULE "B"
Qty: | Item of Work | Rate [ Unit |  Amount |
1 Excavation in foundation of Building bridges
and other structure including dage belling
dressing refilling around structure with
excavated earth watering and remaining lead
upto 5.0" in ordinary soil (S.I No:18(b) P-4).
1000 Cft: @ Rs:  3176.25 P.%0 Cft: Rs: 3,176 /-
2 Cement concrete bricks or stone ballast 12" to
2" guage ratio 1:4:8 (S.I No.4(b) P-15).
200 Cft: @Rs:. 9416.28 P.% Cft: Rs: 18,833 /-
3 Pucca brick work in foundation and plinth in
cement and mortar (ratio 1:6) (5.I No.4 P-22).
560 Cft: @Rs: 11948.36 P.% Cft: Rs: 66,911 /-
4 Cement plaster (1:4) upto 12’ height (1/2"
thick) (S.I No:11(b) P-52).
500  Sft: @ Rs:  2283.93 P.% Sft: Rs: 11,420 /-
5 Construction of standard open drain cunette
Block of cement concrete (1:2:4) in situ to the
design profile i/c cost of mould as per drawing
i/c applying floating coat of cement 1/32" thick
to the exposed face finished smooth curing etc
complete as per detailed drawing Type-II{B)
Drain (S.1.No: D(ii) P-58).
100 Rt @ Rs: 308.00 P. Rft: Rs: 30,900 /-
6 Cement Concrete plain includina placing
compacting finishing and curring complete
including screeing and washing of stone
aggregate without Ratio 1:2:6 (S.I No:5(f) P-
16).
24 Cft: @ Rs:  14429.25 P. % Cft: Rs: 3,463 /-
TOTAL Rs: 134,703 /-
Therefore cost of C.C Drain Type-II (10500 Rft:)
134,703 x 10500 / 100 = TOTAL RS: 14,143,815 /-
% Above/Below on the rates of CSR.
Amount to be added/deducted on the
TOTAL Rs:
G.TOTAL Rs:
Total Amount in words:
&&_:?;
CONTRACTOR EXECUTIVE ENGINEER

HIGHWAY DIVISION LARKANO



b |

PART - F : R.C.C NALA (4620 RFT:)

SCHEDULE "B"

R.C.C NALA (4620 Rft:)

l

Qty:

Item of Work |

Rate [ Unit [ Amount

1 Excavation in foundation of Building bridges

55400 Cit:
2

18500 Crt:

3

1157.9596 Cwt

and other structure including dage belling
dressing refilling around structure with
excavated earth watering and remaining lead
upto 5.0 in ordinary soil (S.I No:18(b) P-4).

@ Rs:

Cement concrete bricks or stone ballast 14" to
2" guage ratio 1:4:8 {S.I No.4(b) P-15).

@ Rs:

Fabrication of tor steel reinforcement for
cement concrete including cutting bonding
laying in position, making joints and fastenings
including cost of binding wire also includes
removal of rust from bars (S.I No.8(b) P-17).

@ Rs:

4 Reinforcement cement concrete work including all

26200 Cft:

labour and material except the cost of steel
reinforcement and its labour for bending and
binding which will be paid separately, this rate
also includes all kind of forms mould lifting
shuttering curing rendering and finishing the
exposed surface (including screening and
washing of shingle).

(a) R.C.C Work in roof slab, beams columns rafts,
lintels and other stuructural member laid in
position complete in all respects.

i} Ratio (1:2:4) 90 Ibs Cement 2cft: sand 4 Cft:
Shingle 1/8" to 1/4"guage (5.1 No:6(a)(i) P-16).

@ Rs:

% Above/Below on the rates of CSR.
Amount to be added/deducted on the

Total Amount in words:

3176.25 P.%0 Cft: Rs: 175,964 /-

9416.28 P.% Cft: Rs: 1,742,012 /-

5001.70 P.Cwt: Rs: 5,791,767 /-

337.00 P. Cft:  Rs: 8,829,400 /-

TOTAL Rs: 16,539,143 (.

TOTAL Rs:
G.TOTAL Rs:

CONTRACTOR

EXECUTIVE ENGINEER
HIGHWAY DIVISION LARKANO



"y

PART - G : R.C.C CROSSES (90 NOS:)

SCHEDULE "B"

R.C.C CROSSES (90 NOS:)

Qty:

| Item of Work |

Rate |

Unit |  Amount

l

640

80

42.88

349

1 Excavation in foundation of Building bridges
and other structure i/c dage belling drowing
refilling around structure with excavated earth
watering and remaining lead upto one chain
and lift upto100ft: and lift upto 5.0" in ordinary
soil (S.I No:18(b) P-4).

CFt: @ Rs:

2 Cement concrete Bricks or Stone Ballast 1-1/2"
to 2" guage ratio 1:4:8 (S.I No:2(b) P-14).

Cf: @ Rs:

3 Fabrication of mild steel reinforcement work ifc
binding and cutting banding wires and laying in
position making joints and fasting i/c cost of
binding wire also removal of rust from bars (S.I
No.7(a) P-20).

Cwit @ Rs:

4 Reinforcement cement concrete work including all
labour and material except the cost of steel
reinforcement and its labour for bending and
binding which will be paid separately. this rate
also includes all kind of forms mould fifting
shuttering curing rendering and finishing the
exposed surface (including screening and
washing of shingle).

{a)} R.C.C Work in roof slab, beams columns rafts,
lintels and other stuructural member laid In
position complete in all respects.

i) Ratio {1:2:4) 90 Ibs Cement 2cft: sand 4 Cft:
Shinale 1/8" tn 1/4%auaae (5.1 Na:A{aYi P-16).

Cft: @ Rs:

Therefore cost of R.C.C Crosses (90 Nos:)
341,652 x 90 =

% Above/Below on the rates of CSR.

Amount to be added/deducted on the

Total Amount in words;

3176.25 P.%0 Cft: Rs: 2,033 /-

9416.28 P.% Cft: Rs: 7,533 /-

5001.70 P.Cwt: Rs: 214,473 /-

337.00 P.Cft:  Rs: 117,613 /-

TOTAL Rs: 341,652 /-

TOTALRS: 30,748,680 /-

TOTAL Rs:
G.TOTAL Rs:

CONTRACTOR

.

EXECUTIVE ENGINEER
HIGHWAY DIVISION LARKANO



