1. SPECIFICATION OF  EXPLOSIVE ORDNANCE DEVICE ROBOT.
	General.
	Brand New.  
State of the Art.        

Latest Version/Technology.  

	Robot Dimension 
	Width 23.75” (60.3 cm)

Height (Stowed Position) 22” (56 cm)

Length 33” (84 cm)

	Feature 
	Capable to keep Ground Clearance 2.25” (5.7 cm) - allows for driving in snow and sand. 

Weather Resistance Environmentally sealed; chem.-bio wash down capability

Stair Climbing Angle 40° - 45°  & Drag Capacity 110-112 Kilograms
Remote Controlled, High gain antenna 1200m LOS, Thermal color camera. 

Thermal black & white camera. Night vision camera. Two isolated firing circuits. 

Universal disrupter mounts. PAN, RE 73, royal arms disrupter. Shotgun mounts. 

Portable X-ray mounts. Wire cutting tool. GPS compasses. Heavy duty tracks and sprockets. 

 Arm Ski (ascending and de ascending tool) Scraper. Loud Hailer: 120 decibels max. 

	Lifting Capacity
	More than 28 Kilogram 

	Environmental.
	Waterproof, capable to meet all climates, capable to bear weather temperature and condition 
 including mountains, ramps, deserts, snow ice, demolition rubble and heavy wet mud

	Operation Control Unit Weight & Dimension  
	Width 40, 6cm height 22,9cm, length 48,3cm weight of (OCU) 15 KG



	Three Degree of Freedom Shoulder
	Gripper grasp - 15, 75cm.  Gripping strength 45Kg. Extended - Reach 210cm  

	Sensors working capability  
	Radiological, chemical warfare, toxic industrial Chemical, toxic industrial material, explosive and temperature

	Weight
	Not more than 185 lbs or (84 kg)

	Twin-Disrupter Turret on Telescoping


	 2 x mounting brackets for recoilless disrupters

 2 x Color Weapon Cameras CCD

 4 x Aiming Green Lasers

 2 x Firing Circuits

 2 x LED Lights

 Turret Rotate: 0-355°

 Turret Tilt: 0-180°

 Motorized Arm Extension: 16” (41cm) travel

 Shoulder Range: 0-100°

	PTZ Cameras 
	 Pan- Tilt-Zoom (PTZ) color camera

 26 X optical zoom 

 2 x LED light

 360º continuous rotation

 Folds down for transportation

Telescopic height adjustment

Front Drive Camera Infrared Color CCD

Back Drive Camera Infrared Color CCD, adjustable

LED Lights 4 sets of LED lights (chassis, arms and PTZ camera)

	Motorized PTZ
	Control for motorized, telescoping mast for Pan-Tilt-Zoom (PTZ) Camera max reach of 55” (140 cm)

	Robot Battery Pack
	2 x 13A/h, 24 VDC, quick-change, rechargeable, lead-acid battery  

	Battery Chargers
	1 x Robot: 24 VDC/110 or 220 VAC

1 x CCU: 12 VDC/110 or 220 VAC

	Extra Battery Charger
	Additional battery charger for either the robot battery or CCU battery

	Mission Time
	More than 4 hours

	Robotic Claw on

Telescoping Arm


	 3 axis, 360° rotating claw, 1 x color camera,  1 x LED light, 10” (25cm) claw opening

 71.5” (181 cm) Vertical Reach; 30” (76 cm), Horizontal Reach from Chassis

 1 x Firing Circuit, Shoulder Range: 0-100° 

	RF System
	 Wireless system (900 MHz data, 2.4 GHz video)


	Command & Control Unit

	 Command and Control Unit to operate robot

 Multi-function control, with simultaneous use of variable speed joysticks

 Dedicated joystick for PTZ camera

 15” (38.1cm) bright daylight readable LCD Screen

 Battery status indicator

 Video jacks output to auxiliary monitor

 Audio output and MP3 audio inputs

 Weather resistant


	Driving System


	 6 x 6 All wheel chain drive with 3-speed transmission

 Pneumatic tires with quick release coupler (tire size: 10.0”/25.0 cm).

 Low Gear: Stair Climbing > 1 mph (1.6 km/h)

 Med. Gear: 0-2 mph (0-3.2 km/h)

 High Gear: 0-5mph (0-8 km/h)

	Digital  Two Way Audio


	Two-way communication (talk/listen) with transmitter, receivers and PTT headset; audio in / out ports to connect to MP3 player or external speakers

	Robot Deck
	Backlit on/off switch; 1 x Firing Circuit

	Digital COFDM

Video System


	Upgrade to a true COFDM digital system.  

Operating in 1.14 GHz and 1.4 GHz ensures transmission of video images free of distortion up to 1 Km non-line of sight. Ideal for mobile and urban environments.

Optional Picture-in-Picture (PIP) allows for simultaneous viewing of any two cameras.

	Digital Video

Recorder
	Hardwired into CCU case. Records up to 120GBof video and audio on an HDD & SD Card memory storage with USB 2.0 PC interface – MPEG-4, JPEG capable. Integrated 3.5” (8.8cm) color LCD screen

	Claw

Attachment Kit
	Set of 10 tools for  claw includes: window breaker, tire deflator, finger extension, cutting hook, utility knife,   multiple effectors and hook & line accessories

	Spare Parts
	Kit Set of basic spare parts for Robot

	X-ray Mountain
	X-ray mounting bracket for Vidisco XR-200 OR XR-300.

	Truck Mount
	External truck brackets for RF system

	Handheld

Controller Unit
	Lightweight HCU connected via tether input providing full motor control of robotic arms, drive system and LED lights

	Handheld Screen
	Secondary portable wireless RF LCD Screen. Ideal for SWAT entry teams.

	Shock Tube Initiator
	2 Channel Shock Tube Initiator with attachment mounts

	Ramps
	Set of lightweight, folding aluminum ramps for truck deployment

	Camera Extension Pole
	Extendable Camera Pole mounts into weapons arm to add up to 74” (188 cm) of vertical surveillance

	RF Extender
	Capable to Increases Video and Data Radio Frequency distance

	Heavy Duty Transit Case
	With Ideal Heavy Duty Transit Case for repeated shipping of robot.

	Motorized Anti-flip
	Control for motorized anti-flip bar to shorten robot chassis in confined spaces

	Fiber Optic Reel
	1000’ (305m) misled fiber-optic tether reel with auto-spooler for use as a backup to RF control of the Robot

	Warranty
	24 months 

	Demonstration 
	Essentially require

	Training 
	Require 

	Service Backup 
	Require 


2. Technical Specification of EOD SUIT.
	 General.
	Brand New, Latest Model & State of the Art. 

	Technical
	Chest plate and jacket front.

Neck,

Jacket front

Jacket rear

Sleeve front

Sleeve rear

Front collar

Front groin plate & groin protector

Rear groin protector

Trousers with thigh inserts

Trousers -shin insert

Knee 

Universal patchcord. 

Integrated Groin Protector 

Trousers with Back Protector 

Detachable Boor Covers 

Grounding Strap 

Carry Bag 

Steel Hanger (for drying only)

	Materials
	Outer Shell – Kevlar/Nomex Blend Fabric, Nomex Threed 

Blast Plate Pouch – 725 Denior Nylon 

Zippers – Brass

Attachment System- Nylon Webbing, Hool & Loop Acetal

Protective Inserts / Soft Components- Layered Aramid Fiber, Contained in Water-Repellant  Nylon 

Protective Inserts / Rigid Components – Polycarbonate. Aluminum, Foam Ultra High Molecular Weight Polyethylene            

	Overpressure  Peak  
	 Better resistance against any kind of high and low Explosive.   

	Operating Temperature. 
	Can work in Pakistan Weather Condition.

	Size 
	Large Size 173-188 cm – 5ft 8” to 6ft 2”

	weight 
	35-45 KG

	Training.
	As Required.

	Warranty.
	(24 Months)

	Service Backup.
	As Required.

	Field Test 
	Required 

	Cooling Kit
	Ice energy bottles with pouch and carrying , Delta Wing pump & power unit having a slim profile for greater mobility


3.
Technical Specification of Robotic Telescopic Manipulator.
	General.
	Brand New.         

Latest Version/Technology.

Portable with Carrying Case.  

	Features 
	Remote Controlled.

Distance of operator to claw: 3 meters.
Maximum length: 5. 1 meters.

Maximum weight can be lifted: 15 KG. 

Maximum griping force: 20 KG.

Claw Maximum Opening: 200 mm.

Claw rotation: 360 degrees continues.

Operating time: manipulator used in typical EOD operation +/- 18 Hrs.

	Weight.
	Manipulator weight, assembled, ready to use: 14 KG.
Manipulator weight, collapsed down, in transit case: 21. 5 KG.

	Power Source.
	220/230 VAC. 50/60 Hz.

	Battery Source.
	12/24 VDC with High efficient Charger, 220/230 VAC. 50/60 Hz

	Battery.
	 Rechargeable battery 12 volt DC. 3Ah Ni- MH.

	Demonstration.
	Demonstration of equipment (Statically & Working Condition)

	Training.
	As Required.

	Warranty.
	(24 Months)

	Service Backup.
	As Require4d.


4. Technical Specification of Explosive Detector.
	 General.
	Brand New.

State of the Art.         

Latest Version.

Reliable.

Light Weight.

Handheld 

Portable with carrying case.

One Button Operation Friendly.  

	Technical  
	Capable to detect all kind of explosives and its components.

Capable to detect Military Explosive, Commercial Explosive & Home Made Explosives (HME)

Capable to detect all kind and all types of Explosives.

Vapors mode and  particulate Tracing Detection Systems.
Warm-up Time/Startup Time just 10 Seconds. 

Less than 15 second response time.

Detect explosive with greater distance.

A Calibration test sample of the manufacture should be along with the equipment.

Indications of errors, faults, Low Battery, Visual & audible alarms indicators on output functions.

High immunity selectivity to potential false alarms.

Water proof and Weather proof. 

	Standard 
	ICAP Standard Explosive, ATAP, HME & Plastic types PETN, HMS, RDX based explosive and (even those that are non-tagged. Meet with International Standard.

	Charging 
	220/230  AC Volt 50/60 Hz

	Battery Source 
	Two rechargeable 12 Volt DC batteries pack, powerful battery backup time more than 14. hours each pack.

	Storing  Temperature 
	- 15 to  + 55 degree centigrade

	Operating Temperature
	Operating temperature 0 to more than 52. Centigrade.

	Storing Temperature 
	- 20 to +  55 Centigrade

	Demonstration
	Demonstration of Detector & Testing analysis.                                                                                                        A Calibration test sample of the manufacture should be attached  with the equipment.

	Warranty
	(24 Months)

	Training 
	Necessary Required.

	Service Backup.
	As Required.


5.
Technical Specification for Portable Broad Band Jammer.

	General.
	Brand New.         

Latest Version/Technology.

Portable with Carrying Case.  

	Features 
	Multi Band Capability.

Remote Controlled.

One Button Operation (User Friendly)

	Frequency Bands, Output Power & Noise Type.
	 LRF 20 - 120 MHz                           20 Watts, Broad Band Noise.

 VHF120 - 240 MHz                         20 Watts, Broad Band Noise.

 UHF 120 - 500 MHz                        20 Watts, Broad Band Noise.

 CDMA 470 - 960MHz                     30 Watts, Broad Band Noise.

 GSM 900 MHz                                 30Watts, Broad Band Noise.

 Thureya/Indium 960 – 1800MHz    50 Watts, Broad Band Noise.

3G/High Band Cellular, GSM,

UMTS, WLAN 80211, Blue tooth,

Lojack: 167-175 (4G)                    50 Watts, Broad Band Noise.

1800- 3000MHz.                            50 Watts, Broad Band Noise.

Wi-Fi 3000-4000MHz.                  30 Watts, Broad Band Noise.

WiMAX/WLAN,81211a,

4000-6000MHz.                              50 Watts, Broad Band Noise.

Note: Equipment Must be capable with Fully Variable/Adjustable Function (Optional) for reducing and enhancing output power as required applications.

	Power & Battery Source.
	220 AC Volts or 12/24 Volt DC.

Lead Acid Re-Chargeable Battery/75 AMPS 

	Demonstration.
	Demonstration of equipment 

	Training.
	As Required.

	Warranty.
	(24 Months)

	Service Backup.
	As Require4d.


6.
Technical Specification of Portable X-Ray Machine.
	General.
	Brand New.         

Latest Version.

State of the Art

	Technical 
	Amorphous Silicon with TFT 
System should be equipped with XR-3 Generator.

Fully battery operated system.

CCD immediate capture image.

Fully wireless link between ICU camera & PC/Laptop.   

	Standard Imager

Pixel Area.
	16.7” X 14.1” 

	Penetration 
	Capable to penetrate against 30mm hard metal sheet for 100 % result 

	Dynamic Range
	16 bits (more than 1000 grey levels).

	Resolution 
	VCU 10 – 1.4lp/mm, 40 AWG

	Operation Temperature
	-10 to 55 degree  Centigrade

	Storage Temperature 
	-10 to 50 degree  Centigrade

	System weight.
	Not more than 30 kilogram (Excluding X-Ray Source)

	Power. 
	Charging  & Power supply:  220/230 V, 50 Hz – 60 Hz.

	PC / Laptop
	Window 9 professional Core i7 processor, 4GB RAM, 500GB hard disk, 17 inch LED display  

	Carrying Case  
	Ruggedized Carry Case on wheels

	Demonstration.
	Demonstration of Equipment.

	Training.
	As Required.

	Warranty.
	(24 Months)

	Service Backup.
	As Required.


7.
Technical Specification of Recoilless Disrupter 

	General.
	Brand New.         

Latest Version.

State of the Art.

	Technical & Feature  
	Parameter Value Cannon with muzzle (unloaded) 3.85 kg 

Cannon with choke (unloaded) 3.5 kg 

Multi-position stand with mounting block 4.6 kg 

Cannon mounted on multi- position stand with laser and telescopic sights 9 kg

Cannon loaded and ready for placement 10 kg Complete kit in transit case including stand 26 kg 

Transit case 620 x 490 x 215 mm Cannon length with  choke fitted 475 mm Cannon length with  muzzle brake 540 mm Overall diameter across compensator 76 mm   
Capable for complete recoilless operation with accuracy and easy deployment.

Capable for deploying either close up to the target Un-xploded Bomb (UXB), Explosive Device (ED) or Improvised Explosive Device (IED) in the conventional way or, with a significant stand off from the target.

Easy assembling and dismantling in field, against EOD/IED for disruption operation.

A complete annular compensator balance system capability for help of Bomb Disposal Technician.

Capable to hit all type of suspect and identified metallic, hard fiber, plastic, cardboard, chipboard and medium weight rubber tubes objects.

Capable to eliminate the danger of collateral damage from recoil to end user.

Capable to fire with Electrical Frangible & Water short slug Cartridges 

(exclusively made for disrupter)  

	Standard.
	Meet with International Standards.   

	Weight.
	Average weight  

	Demonstration.
	Demonstration of Equipment.

	Training.
	As Required.

	Warranty.
	(24 Months)

	Service Backup.
	As Required.


8.
Technical Specification of Conference Room Jammer.

	General.
	Brand New.         

Latest Version. 

Reliable and noiseless.

	Technical. 
	Working Frequency.

	
	CDMA: 851-894MHz

	
	GSM900: 925-960Mhz

	
	GSM1900: 1920-1990MHz

	
	GSM1800: 1805-1880Mhz

	
	3G/UMTS: 2110-2170MHz

	
	1800 MHz LTE 4G

	Standard 
	Meet with International Standard.

	AC/Power 
	220/230 AC Volt 

	Complete Accessories 
	Power adopter, power cables Omni directional antennae optional. 

	Total generating out put power
	3 bands or 4Band optional (47 watts)

	Device Weight 
	Light weight less than 4 KG

	Device Size
	375*180*85mm

	Demonstration.
	Demonstration of Conference Room Jammer .

	Warranty.
	(24 Months)

	Service Backup.
	As Required.


9.
Technical Specification of Bomb Locator.

	General.
	Brand New.         

Latest Version/Technology.

Portable with Carrying Case.

Packing Case: ABS transit case: 820 X 370 X 170 mm. 

	Features 
	Operating time: manipulator used in typical EOD operation +/- 18 Hrs.

Operating time:  40 h to + 20 C approx. 

Sensitivity level: 3000 – 1000 – 300 – 100 – 30 -10 nT approx.

Tested rod indication: 20 parts of scale in range 5.

	Weight.
	Weight: 4. 3 KG approx (in transit case 8 kg approx)

	Temperature Range.
	From 20  - Centigrade to + 50 Centigrade.

	Dimension. 
	 Total:  length 1260 mm, height 760 mm & probe height 600 mm.

	Battery.
	Power supply: 6 batteries rechargeable 1.5 D, size.

	Demonstration.
	Demonstration of equipment (Statically & Working Condition)

	Training.
	As Required.

	Warranty.
	(24 Months)

	Service Backup.
	As Required.


10.
Technical Specification of Walkthrough Gate.
	General.
	· Brand New. 

· Latest Model.

· Light Weight.

· LCD Display.

· Proven Reliability.

· Very High Speed Detection.

· International Standard Security Commands level.

· One Touch Key of inbound, outbound Security Level Data.

· Fully Digital Design.   

· Quick Reset Time.

· Continuous Self Diagnostic System

	Technical
	· Accurate Detection of Magnetic, Non Magnetic and Mixed Alloy Metal Weapons.

· 20 Zone Double Displays.

· Wide Range Threat Detection from Guns to ½ Cutter Blades.

· High Discrimination and Throughput.

· Exceptional Immunity to External Interface.

· Standard Interface.

· Multi Zone Display for “Height of person” localization.

·  2 Lights Bars with selectable Entry/Exist and Pacing Indication.

· Target Pin Points Lights.

· Random/Multi Alarm Feature, Indication of False Alarming.

· Storage Temperature (-30C to + 70C) or International Standard.

· Humidity (95Non Conceding) 

· Remote Control Capability.

· Indication of False Alarming.

· Automatic Synchronization between two or more Metal Detectors with Distance of down to 2” (5 cm) without the use of External Cable.

	Structure.
	· State of the art Robust and Washable panels.

· Protected against aging, weather and wear.

	Power Source.
	· 220/230 Voltage AC- 30 Volt DC Adopter.

· Solid State Switches (Low Voltage AC or DC for Operating Externals Alarms and Control Devices. 

	Operating Temperature. 
	· Can work in Pakistan Weather Condition.

	Dimension.
	· Smart & an Ideal Height, Length and Width 

	Training.
	· As Required.

	Warranty.
	· (24 Months)

	Service Backup.
	· As Required.

	Field Test 
	· Required 


11.
Technical Specification of Metal Detector.

	General.
	Brand New.         

Latest Version.

Reliable.

	Features  
	Green LED indicates detector is on

Ultimate sensitivity not subject to arbitrary adjustment

No tools require to change battery pack

Auto tuning means no adjustment are ever necessary 

Simple and effective one switch operation

Meets or exceeds all regulatory and performance standard including new NIJ  Rugged high impact ABS case with reinforced coil compartment

Sharp audible alarm and bright red LED indicates detection of metal    

Controlling with Power Switch ON/OF
Indicating with LED Lights and Speaker 

	Standard 
	Meet with International Standard. 

	Battery 
	 9 Volt DC Rechargeable Battery with Charger 

	Demonstration.
	Demonstration of Exhaust fan.

	Warranty.
	(24 Months)

	Service Backup.
	As Required.


12.
Technical Specification of Technician Personal Response Kit.
	General.

	Brand New &  Latest Version.

	Qty


	Description of Tools
	Small Torch 4.5” Black without Battery Cell. 

Small Rubbing Files 6.3” along with Cap.

Small Wire Cutter (Force 612140)

(3) Fishing Hook Must packet.

Nylon Cord (Fishing) 6.Meters.

Reading Glass (Magnifying)

Magnet. 

Nose Gripper Pliers

3pc Evidence Small Bag (polythene)

Hard Metal Tin Plate Cutter.

Utility Knife. 

Multi Gage Wire Cutter.

Inspection Mirror Folding & Rectangle

Hemostat. 

Stainless Steel Scissor. 

Stainless Pincer 6.3” 

Stainless Pincer 6”.

Stainless Pincer Pink 5”.

Magnet Torch mini with batteries.

Nose Pliers.

Wood Chisel 18mm 

Steel Wire Gripper Steel 6.5”

Stainless Steel Knife 6.9”

Screwdriver Set. 

Screwdriver Channel Lock Set. ( 5 piece)

Prodder Small (hard fiber)

Measuring Tape 3. 5 meter 

Carrying Pouch.

	01.

(2 piece)

01.

01.

01.

01.

01.

01.

01.

01.

01.

01.

01.

01

01.

01.

01.

01.

01.

01.

01.

01.

01.

(5 piece)

01.

01.

01

01

	Standard 

	Meet International Standard 

	
	Demonstration 

	Demonstration of Tool.

	
	Training 

	As Required.

	
	Warranty 

	(24 Months)

	
	Service Backup 

	As Required.

	

	


13.
Technical Specification of PORTABLE  IED Jammer.

	General.
	Brand New.         

Latest Version.

	Technical.
	315, 433 MHz

851/869 – 894 MHz EIRP: 3 – 32 W

925/936 – 965 MHz EIRP: 3 – 32 W

1800 – 1990 MHz EIRP: 3 – 32 W

2110 – 2170 MHz EIRP: 3 – 32 W

450 – 470 MHz EIRP: 3 – 9 W

	Standard.
	Meet with International Standard.   

	Dimension.
	47 x 11 x 36 cm

	Power. 
	Power supply: 110 V – 250 V, 50 Hz – 60 Hz.

	Weight.
	Weight: up to 6 kg depending on batteries

	Demonstration.
	Demonstration of Equipment.

	Training.
	As Required.

	Warranty.
	(24 Months)

	Service Backup.
	As Required.


14.
Technical Specification of Pocket Jammer.

	General.
	Brand New.         

Latest Version.

	Technical & Frequency Band.
	315,433 MHz

851-960MHz
1800-1990MHz
2100-2170MH
2620-2690MHz (Europe 4G)
1500-1600MHz (GPS) 
Total working bands: 5 bands
Total output power: More than 1 Watt
Jamming Range: 3-20 meters
Support DC 12V, car charger
Each band can work separately
Battery working time: more than 1.5 hours
Smart Cooling System
Specially made for Bomb Disposal Units.

	Standard.
	Meet with International Standard.   

	Dimension.
	 112 X 62 X 32

	Power. 
	Power supply: 110 V – 250 V, 50 Hz – 60 Hz.

	Weight.
	Light weight, can be mount on trouser belt

	Demonstration.
	Demonstration of Equipment.

	Training.
	As Required.

	Warranty.
	(24 Months)

	Service Backup.
	As Required.


15.
Technical Specification of Bullet Proof Rostrum GLASSES.

	General.
	High class Protection Level  
Protection sheet capable to miss pistol / revolver hit  

	Height of front Glass.
	5 feet.

	Length of front Bottom Plate.
	36” x 22.5

	Height of left & Right Glass.
	30 x 22”

	Length of Left & Right bottom Plate.
	2 feet and 6 inch

	BP Glasses Thickness. 
	4.3 cm.

Width 2 feet and 6 inch

	Protection Level  
	B-3

	Warranty.
	(24 Months)

	Service Backup.
	As Required.


16.
Technical Specification of AMMUNITION CARTRIDGES FOR 

DISRUPTOr (ELECTRICALLY OPERATED).

	General.
	Brand New.         
State of the Art.

	Reference   
	SE-203 of SDMS Security catalog, each box contains (20) cartridges 

	Standard 
	Meets International Standard

	Demo.
	Demonstration  and  inspection of eye wear goggles

	Warranty.
	More than 5 years shelf life

	Service Backup & Continuity of supply.
	Service backup & continuity supply of this item is essentially require in future.


17.
Technical Specification of Eye Protection Safety Goggles.

	General.
	Brand New.         
State of the Art.

	Features  
	Safety eyewear must conform to a higher standard of impact resistance than regular eye glass. 

Capable to pro protect 100% against flame/fire, environmental dust and temperature heat.

Capable to cover and meet American National Standard Institute (ANSI)

This higher standard applies to both the lenses and the frames of safety glasses and goggles. 

Capable to provide professionals requirements.

Safety Goggle should qualify as describe by (ANSI) 

 Eye wear safety goggles should be capable to regardless of its size and durability of the frame with lances.   

Crystal plastic lance capability

	Standard 
	Meets International Standard

	Demo.
	Demonstration  and  inspection of eye wear goggles

	Warranty.
	(24 Months)

	Service Backup.
	As Required.


18.
Technical Specification of Binocular hd.

	General.
	Brand New.         

Latest Version.

Reliable and noiseless.

 State of the Art.

	Technical & Features. 
	 8 x 30 telescope
Magnification: 8 times
Caliber: 30mm
Viewing angle: 8.5 degrees
Exit pupil diameter: 3.75 mm
Exit pupil distance: 12 mm
Focus mode: Center focus
Focusing mode capability
Material- hard fiber or metallic 
Coating: light blue & red lavender multi-layer broadband film
Volume: 166x125x50mm
Weight: 650 grams
Accessories: eyepiece cover, strap, leather backpack, brochures and so on
Highly sealed, live waterproof
Hard Fiber or Metal mirror body, strong and dense, durable
BAK4 prism material, multi-layer coating
3X30, large diameter large, wide field of vision

	Standard 
	As per International Standard. 

	Demonstration.
	Demonstration of Exhaust fan.

	Warranty.
	(24 Months)

	Service Backup.
	As Required.


19.
Technical Specification of Search Light HAVY DUTY.

	General.
	Brand New.         

Latest Version.

	Features.
	Exclusive N x T Blue Fusion trade mark technology.

440 M. Lux, 55 watts 4000K high color temperature blue vision Search Light Beam. 

1 W Super bright LED Convenience Beam.

High Performance, High Impact on object.

3 Hours Run time in Searchlight Mode.

Quick and fast Charging.

70 + Hour Run Time in Convenience Mode

	Structure.
	Patented two position Swivel Handle, Lantern or Pistol Grip.

Dual Light Sources, Searchlight Beam or LED Convenience Beam.

Precision Balance & lightweight not more than 4 lbs.

Squeeze/Button, Locking Trigger Switch.

LED Shows Battery Power Level Display/ Battery Level Indicator Gage.

Lithium-ion Rechargeable Searchlight.

Carbon Fiber Reinforced Housing.

Precision Pressure Cast, Aircraft Aluminum parabolic Reflector.

High Performance/High Impact Polycarbonate Lens.

Shockproof Rubber Lens Surround & Cushioned Grip. 

	Standard.
	Meet with International Standard.   

	Life.
	A good average life for better service.  

	Power. 
	12 VDC Docking Station Charging System with removable and rechargeable Lithium-ion Battery Pack and one piece of extra battery.

220-230 Volt AC Charger along with 12 Volt DC Run Cord Port .

	Weight.
	Lightweight not more than 4 lbs.

	Demonstration.
	Demonstration of Tool.

	Training.
	As Required.

	Warranty.
	(24 Months)

	Service Backup.
	As Required.


20.
Technical Specification of EOD/IED DEFUSING tool Kit 

	S #
	Name of tool   
	Qty
	S #
	Name of tool   
	Qty 

	1
	Tool  Chain Nose Pliers with Cutter 
	1
	31
	Mayhew 1/16" PIN PUNCH MAYHEW  
	1

	2
	Tool  Miniature Diagonal Cutters 4-3/8" Long 
	1
	32
	Original Wonder Bar Pry Bar 
	1

	3
	Tool NP 7" Long Groove Joint Pliers with 1-1/8" Capacity 
	1
	33
	 26"/8m Power lock Tape, 1" wide blade 
	1

	4
	 Tool  Miniature Chain Nose Pliers 4-7/8" Long 
	1
	34
	 Fat Max Wallboard Jab Saw, with 6" Blade 
	1

	5
	Tool Vise Grip  6" Long Nose Locking Pliers with Cutter 
	1
	35
	Proto  HEAVY-DUTY PIPE WRENCH 14" PROTO 
	1

	6
	Regular Slotted, 1/4" Tip, 4" Blade, 8-1/8" Overall 
	1
	36
	 Constant Temperature Soldering Iron 30W 
	1

	7
	Regular Slotted, 3/16" Tip, 6" Blade, 9 1/2" Overall 
	1
	37
	 Tool Light-Duty Precision Knife 
	1

	8
	Tool of OFFSET STANDARD TIP SCREWDRIVER  PROTO 
	1
	38
	 PROTO  1/2" WOOD CHISEL  
	1

	9
	Tool  Aviation Snips Straight Cut Tin Snips, 9-3/4" 
	1
	39
	 Tool 13.166 Silver Penlight               (AAA Batteries) 
	1  packet

	10
	Magna lite  5X Magnifier 
	1
	40
	 SCOTCH FILAMENT TAPE 3M 
	1

	11
	LK Fowler Conduct-A-Light Inspection Kit 
	1
	41
	Tool Electrician's Knife/Driver 
	1

	12
	Ullman K2 Inspection Mirror 
	1
	42
	Mayhew 6 Mirror, Plastic, 8-1/2" with 2" Rectangular Head 
	1

	13
	 Tool Smooth Blade Electrician's Scissors 5-1/4" Long 
	1
	43
	 Tools  Slip Joint Pliers, 6-1/2", 1-5/16" Jaw Opening 
	1

	14
	Eklind  Medium Inch Set 
	1/7
	44
	5 PK/5 #11 BLADE  
	1

	15
	Proto 12" HACKSAW HIGH TENSION STANLEY TOOLS 
	1
	45
	Ullman C-2 Mirror, 2-1/4, 10-14" 
	1

	16
	Tool  Swiss Fine Curved Tweezer        7-SA 
	1
	46
	Ullman 17-B/17 4-Prong Retrievers 
	1

	17
	Proto  C-CLAMP 0"-4" STANDARD FULL LENGTH SCREW  
	2
	47
	Tool Stripper/Cutter/Crimper 
	1

	18
	 Cold Chisel Set, 3 pc. 
	1/3
	48
	Tool  1/8" Slotted Screwdriver - Pocket Clip Style 
	1

	19
	 Tool Adjustable Wrench, 6", 1" Jaw Opening 
	1
	49
	 Tool Phillips Screwdriver - Pocket Clip Style 
	1

	20
	 Tool Straight Hemostats 
	1
	50
	 Tool Phillips Screwdriver, #1 Tip, 3" Blade, 6-5/8" Overall, Regular Style 
	1

	21
	Vise Grip  Locking Plier Curved Jaw, 10" w/cutter 
	1
	51
	Tool Phillips Screwdriver, #2 Tip, 4" Blade, 8-1/2" Overall, Regular Style 
	1

	22
	Tool Adjustable Wrench, 10", 1-7/16" Jaw Opening 
	1
	52
	Phillips Screwdriver, #3 Tip, 6" Blade, 10-1/2" Overall, Regular Style 
	1

	23
	 Tool 6" Curved Hemostats 
	1
	53
	Tools  5/16" Slotted Screwdriver - Regular Style 
	1

	24
	Tool Hanson Drill Set, 13 pc. (D) 
	1/3
	54
	Jonard Tools S-389 Orange Stick / Spudger/ Alignment Tool 
	2

	25
	Tool Stanley 16 OZ. JACKETED GRAPHITE CURVE CLAW HAMMER 
	1
	55
	Jonard Tools AT-3112 SPUDGER POINT/FLAT 
	1

	26
	3M 33+ Black Electrical Tape without Dispenser, 3/4" x 66' 
	1
	56
	Pelican 1600 All Weather Foam Filled Case, Black, 21-3/4 x 16-7/8 x 7-7/8" (No wheels) 
	1

	27
	Flambeau Parts Box with 6 Compartments, 7 x 4 x 1-1/16" 
	1
	57
	Packing list
	1

	28
	Tool Diagonal Cutter, 6" 
	1
	58
	220 X15.5 X 1" FOD RP FOR 1600 CASE 
	1

	29
	Tool P120A 1 - 2 PHILLIPS OFFSET DR P120A 
	1
	59
	20 X 15.5 X 2" FOD RP FOR 1600                     CASE 
	1

	30
	Tool Mayhew  1/8"                              PIN PUNCH MAYHEW  
	1
	60
	Small tool box
	1


26. Technical Specification of Conference Room Jammer (for CM House)
	General.
	Brand New.         

Latest Version. 

Reliable and noiseless.

	Technical. 
	Working Frequency.

· CDMA: 851-894MHz.
· GSM900: 925-960Mhz.
· GSM1900: 1920-1990MHz.
· GSM1800: 1805-1880Mhz.
· 3G/UMTS: 2110-2170MHz.

· WiFi Band. 

	Future Enhancement 
	Capable to enhance 5G & 6G in future 

	AC/Power 
	220/230 AC Volt 

	Complete Accessories 
	Power adopter, power cables Omni directional antennae optional. 

	Output power
	(More than 50 watts)

	Device Weight 
	Light weight 

	Device Size
	Smart & Ideal 

	Demonstration.
	Demonstration of Conference Room Jammer .

	Warranty.
	(24 Months)

	Service Backup.
	As Required.


