
OFFICE OF THE EXECUTIVE ENGINEER, 
EDUCATION WORKS DIVISION SHAH EED BENAZIRABAD 

NO. XENIEWITCIG-551 7' DATED /- '3 

To 

The Deputy Director (Enf-I) 
Sindh Public Procurement Regulatory Authority, 
Govern ment of Sindh, 
Karachi. 

SUBJECT:- SUBMISSION OF NIT. 

The NIT containing Sr. 01 to Sr. 48 alongwith work plan, Bidding data etc are submitted 

herewith for favour of kind perusal and necessary action. 

Exec . - Engineer 
ducation orks Division 
-haheed Benazirabad 

ci 



Place, Date & Time of Issuing 
Blank Tender Forms 

Place, Date & time of 
Opening Sealed Tenders 

S.No. 

Blank tender forms will be issued on receipt of 
applications from Office of the Executive 
Engineer, Education Works Division Shaheed 
Benazir Abed situated at Khoja Garden 
Nawabshah from the date of floating tenders 
in newspapers upto 20.03.2018 during office 
hours and will be received back in same office 
on 21.03.2018 upto 12:00 Noon.  

Sealed Tenders will be Opened in the presence of 
Procurement Committee, Bidders or their 
authorized agents who may intend to present at 
Office Of the Executive Engineer, Education Works 
Division, Shaheed Benazir Abad, situated at Khoja 
Garden Nawabshah On 21.03.2018 at 1:00 P.m. 

01 

OFFICE ( THE  EXECUTIVE ENGINEER, EDUCATION WORKS DIVISION, 

DISTRICT SHAHEED BENAZIR ABAD @ KHOJA GARDEN NAWABSHAH  

Telephone No. 0244-9370161, E-Mail ewdsba@igmail.com  

NO. XEN/EWD/TC/G-55/ 77 Q SBA DATED
,3_ 2-i t 

NOTICE INVITING TENDERS 

Sealed tenders are invited from the interested Persons / Supplier /Companies / Firms as per SPPRA Rules 2010 
on Standard Bidding Documents (SBDs) for following works:- 

CONDITIONS 

1. The blank tender forms will be issued on receipt of applications on schedule as given below. In case of 
holiday or Authority is out of head quarter the submission shall be on next working day upto 12:00 Noon and 
will be opened at 1:00 P.M on same day. 

2. All the interested Persons/Suppliers/Companies/Firms are required to submit the earnest money for amount 
shown against each work in the shape of Call Deposit/Pay Order from the Scheduled Bank in the name of 
undersigned at the time of submitting the tenders. 

3. All the interested Persons/Suppliers/Companies/Firms shall not be allowed to withdraw his/their bid/bids or 
ask for return of bid security during the bid validity period, otherwise bid security shall be forfeited. 

4. Tender forms/documents can be had from this office situated at Khoja Garden Nawabshah on payment of 
the cost of tender fee shown against each work in cash (Non-refundable) or can be downloaded from the 
authority website and tender fee will be paid in office through hand cash. 

5. The Competent Authority may reject all or any tender at any time prior to the acceptance of tender/bid 
subject to the relevant provision of SPPRA Rules. 

6. Conditional Tenders will not be entertained. 

7. Contractor must be registered with "Federal Board of Revenue" as well as with "Sindh Revenue Board 
(SRB)" in (i) Income Tax & (ii) Sales Tax and must provide valid copy of certificate & taxes will be deducted 
from their bills if applicable. 

8. Undertaking on stamp paper that firm is not involved in any kind of litigation, departmental rift, abandoned 
or unnecessary delay in completion of any work in the Govt. and as well as in private organizations". 
9. At-least turnover of three years and experience in relevant field. 
10. Pakistan Engineering Council Registration is requires for the works exceeding the estimate cost of Rs. 4.00 
Million. 
11. Bidding documents can also be downloaded from Sindh PPR.A, Govt. of Sindh, Website. 
12. The bid security 5% (Five percent) in the shape of call deposit/pay order issued from any schedule bank of 
Pakistan in favour of the undersigned shall be submitted at the time of submission of bidding documents. 

Note: - In case of un-responded works the next date of issue, received back and opening of tenders shall be 
03.04.2018 and 04.04.2018 respectively. 

Other Terms & Conditions will remain same. 
Executive Engineer 

Education Works Division 
Shaheed Benazirabad 

CODY f.w.cs to;- 

1. The Director (Advt:) Public Relation Department, Govt. Of Sindh, Secretariat Block No. 96 Karachi, for 
Publication in three leading newspapers only viz, one Sindhi, one Urdu and one English in respective 
languages instead of English language only as required under Rule 17(2) of SPPRA 2010. 

2. Secretary to Government of Sindh, School Education & Literacy Department, Karachi. 

The Director (A&F), Govt. Of Sindh, Sindh Public Procurement Regulatory Authority, Planning & 
Development Department, Karachi 

4. The Deputy Commissioner. Shaheed Benazir Abad 

5. The Chief Engineer Education Works Sukkur Region. 
6. The Superintending Engineer, Education Works Circle, Shaheed Benazir. .1 r$nf. ation. 
7. The Assistant Engineer, Education Works Sub-Division Nawabshah/Sakra • !., ' , -d. 

8. Copy to Head Clerk/Draftsman/Notice Board. 
Exec ' - ngineer 

Education Works Division 
haheed Benazirabad 

/ 



NOTICE INVITING TENDERS 

'NO. XEN/EWDITC/G-55/ 77c' Dated - o -2-o r- 

Sr # Name of work Taluka 
Cost in 

Earnest 
Money Tender fee 

Time for 
comp: in 

Million 
(5%) Months 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL BUILDINGS IN TALUKA DAUR  
DISTRICT SHAHEED BENAZIRABAD 

1 Package.1 GBPS Haji Jamal Brohi, GBPS Muhammad Daur 4.190 209500 3000 3 
Khan Chutto. 

2 Package.2 GBPS Lal Muhammad Brohi, GBPS Fazal Daur 4.890 244500 3000 3 

3 

Hussain Shar, 

Packaqe-3 GBPS Haji Khan Shar, GGPS Hussain Bux Daur 4.350 217500 3000 3 
Brohi. 

4 Package-4 GBPS Khamiso Khan Brohi, GBPS Muhammad Daur 4.050 202500 3000 3 
Uris Brohi. 

5 Package.5 GBPS Muhammad Umar Brohi, GGPS Mitho Daur 5.050 252500 3000 3 
Khan Brohi. 

6 GBPS Safar Dahri Daur 2.700 135000 3000 3 

7 GBPS Khamiso Brohi Daur 2.700 135000 3000 3 

8 GBPS Gui Hassan Kerio Daur 2.750 137500 3000 3 

9 GGPS Haji Budho Khan Jamali Daur 2.550 127500 3000 3 

10 GBPS Au Nawaz Vistro Daur 1.350 67500 3000 3 

11 GBPS Kararo Shah Daur 2.600 130000 3000 3 

12 GBFS Datar Dm0 Rajpar Daur 2.790 139500 3000 3 

13 GBPS Mirza Farukh Baig Daur 2.690 134500 3000 3 

14 GBPS Pir Mansoor Daur 2.600 130000 3000 3 

15 GBPS Rawat Khan Daur 2.790 139500 3000 3 

16 GBPS Ranjho Khan Brohi Daur 2.690 134500 3000 3 

17 GBPS GhuUam Rasooi Brohi Daur 2.680 134000 3000 3 

18 GBPSAbdul Majeed Magsi Daur 2.580 129000 3000 3 

19 GBPS Gui Baig Mashori Daur 2.450 122500 3000 3 

20 GBPS Mujahid Abdui Wahid Brohi Daur 0.440 22000 1000 3 

21 GBPS Hussain Bux Bhutto Daur 2.650 132500 3000 3 

22 GBPS Jan Muhammad Jamah Daur 2.200 110000 3000 3 

23 GBPS Kirpa! Das Daur 3.550 177500 3000 3 

24 GBPS Qurban Ah Rind Daur 2.600 130000 3000 3 

25 GBPS Ghuliam Muhammad Brohi Daur 2.600 130000 3000 3 

26 GBPS Moula Bux Zardari Daur 2.800 140000 3000 3 

27 GBPS Khan Muhammad Chutto Daur 1.750 87500 3000 3 

28 GBPS Muhammad Hassan Lund 45-Nasrat Daur 2.800 140000 3000 3 

29 GBPS 98-Nasrat Daur 2.700 135000 3000 3 

30 GBPS Loung Khan Lund Daur 2.850 142500 3000 3 



4 

Sr # 
- 

Name of work Taluka 
Cost in 
Million 

Earnest 
Money 
(5%) 

Tender fee 
Time for 
comp: in 
Months 

31 GBPS Hussain Fakir Lashari @ Shadi Khan Chandio Daur 2.000 100000 3000 3 

32 GBPS Muhammad Juman Solangi Daur 2.450 122500 3000 3 

33 GBPS Ghullam Muhammad Shar Daur 2.850 142500 3000 3 

34 GBPS Abdul Karim Brohi Daur 2.750 137500 3000 3 

35 GBPS Mulla Khawasti Brohi Daur 2.550 127500 3000 3 

36 GBPS Khalilullah Dahri Daur 2.800 140000 3000 3 

37 GBPS Choudhry Nazir Ahmed Daur 2.690 134500 3000 3 

38 GBPS Wasni Bhitt Daur 1.850 92500 3000 3 

39 GBPS Ranjho Khan Rind Daur 3.250 162500 3000 3 

40 GBPS Au Jan Brohi Daur 2.450 122500 3000 3 

UPGRADATION OF PRIMARY SCHOOLS TO 
ELEMENTARY SCHOOLS (5UNlTS) DISTRICT 
SHAHEED BENAZIRABAD ADP.251 OF 2017.18 

41 GBPS Nabi Bux Zardari N.Shah 8.360 418000 3000 15 

42 GBPS Soomar Khan Lashari Daur 8.360 418000 3000 15 

43 GBPS Fram abad Daur 8.360 418000 3000 15 

44 GBPS Usman Jamali Sakrand 8.360 418000 3000 15 

45 GBPS Allah Bux Kubar Q.Ahmed 8.360 418000 3000 15 

REHABILITATIONICONSTRUCTION OF CAMPUS 
SCHOOL. KHAIRSHAH, NIAZI KHAN SIYAL, H.M 

KHOJA, DC HIGH SCHOOL NO.1 AND GGHS SOCIETY 
NAWABSHAH ADP.416 OF 2017.18 

46 GBHS Syed Khairshah N.Shah 5.400 270000 3000 15 
47 GBHS Niazi Khan Siyal N.Shah 8.800 440000 3000 15 

ESTABLISHMENT OF BAKHTAWAR CADET COLLEGE 
FOR GIRLS SHAHEED BENAZIRABAD ADP.525 

48 Category.lI Bungalow for Hostel Warden N,Shah 10.000 500000 3000 3 

EXECUT NGINEER 
EDUCATION WORKS DIVISION 

SHAHEED BENAZIRABAD 



Guideline/Regulations for Procurement of Works 

PROCUREMENT 
fAnnexure-lQ 

(Annexure-Il 

PLAN (Non-Development) 

S.No./ 
ADP 

Fund Head & 
Sub-Head Name of Work and Break up 

Alocated Funds 
& break up for 

different 
locations I sites 

Items to be Executed 
Method of 

Procurement 

Anticipatedl 
Actual date 

of 
Advertiseme 

nt 

Anticipated I 
Actual Date 

of Start 

AnticipatedlA 
ctual date of 
completion 

Remarks 

a b c d e f g h i 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED BENAZIRABAD 

Package-I GBPS Haji Jamal Brohi, GBPS 4.190 
Muhammad Khan Chutto. 

2 Package-2 GBPS Lal Muhammad Brohi, GBPS 4.890 
Fazal Hussain Shar. 

3 Packaqe-3 GBPS Haji Khan Shar, GGPS Hussain 4.350 
Bux Brohi. 

4 Package-4 GBPS Khamiso Khan Brohi, GBPS 4.050 
Muhammad Uris Brohi. 

5 Packaqe-5 GBPS Muhammad Umar Brohi, GGPS 5.050 
Mitho Khan Brohi. 

6 GBPS Safar Dahri 2.700 

7 GBPS Khamiso Brohi 2.700 

8 GBPS GuI Hassan Keno 2.750 

9 GGPS Haji Budho Khan Jamali 2.550 

10 GBPSAIi NawazVistro 1.350 

11 GBPS Kararo Shah 2.600 

12 GBPS Datar Dino Rajpar 2.790 

13 GBPS Mirza Farukh Baig 2.690 

14 GBPS Pir Mansoor 2.600 

Single Stage one 05.03.2018 
Envelope 

03.2018 06.2018 

—do-- 05.03.2018 03.2018 06.2018 

—do--- 05.03.2018 03.2018 06.2018 

—do-- 05.03.2018 03.2018 06.2018 

—do-- 05.03.2018 03.2018 06.2018 

-_- 05.03.2018 03.2018 06.2018 

—do— 05.03.2018 03.2018 06.2018 

--do— 05.03.2018 03.2018 06.2018 

--do— 05.03.2018 03.2018 06.2018 

---do— 05.03.2018 03.2018 06.2018 

---do-- 05.03.2018 03.2018 06.2018 

--do-- 05.03.2018 03.2018 06.2018 

—do-- 05.03.2018 03.2018 06.2018 

—do-- 05.03.2018 03.2018 06.2018 

Dismentling, Replacement of roof, 
plaster, Pacca brick work, flooring, 
wood work, coloring, WIS & 
S/Fittings. 

--do-- 

—do— 

—do-- 

--do-- 

—do-- 

—do— 

—do--- 

—do— 

—do— 

--do-- 

---do— 

--do— 

—do--- 



S.No.I 

ADP 
Fund Head & 

Sub-Head 
Name of Work and Break up 

PJocated Funds 
& break up for 

different 

locations I sites 

Items to be Executed 
Method of 

Procurement 

Anticipated! 

Actual date 

of 

Advertiseme 

nt 

Anticipated I 

Actual Date 

of Start 

Anticipated/A 

ctual date of 

completion 

Remarks 

a b c d e f h I 

15 GBPS Rawat Khan 2.790 

16 GBPS Ranjho Khan Brohi 2.690 

17 GBPS Ghullam Rasool Brohi 2.680 

18 GBPS Abdul Majeed Magsi 2.580 

19 GBPS GuI Baig Mashon 2.450 

20 GBPS Mujahid Abdul Wahid Brohi 0.440 

21 GBPS Hussain Bux Bhutto 2.650 

22 GBPS Jan Muhammad Jamali 2.200 

23 GBPS Kirpal Das 3.550 

24 GBPS Qurban Ali Rind 2.600 

25 GBPS Ghullam Muhammad Brohi 2.600 

26 GBPS Moula Bux Zardari 2.800 

27 GBPS Khan Muhammad Chutto 1.750 

28 GBPS Muhammad Hassan Lund 45-Nasrat 2.800 

29 GBPS 98-Nasrat 2.700 

30 GBPS Loung Khan Lund 2.850 

31 GBPS Hussain Fakir Lashan @ Shadi Khan 2.000 

32 GBPS Muhammad Juman Solangi 2.450 

Single Stage one 05.03.2018 

Envelope 

03.2018 06.2018 

---do-- 05.03.2018 03.2018 06.2018 

---do--- 05.03.2018 03.2018 06.2018 

-do- 05.03.2018 03.2018 06.2018 

-do--- 05.03.2018 03.2018 06.2018 

--do--- 05.03.2018 03.2018 06.2018 

-do--- 05.03.2018 03.2018 06.2018 

---do-- 05.03.2018 03.2018 06.2018 

---do--- 05.03.2018 03.2018 06.2018 

---do--- 05.03.2018 03.2018 06.2018 

--do-- 05.03.2018 03.2018 06.2018 

---do--- 05.03.2018 03.2018 06.2018 

--do-- 05.03.2018 03.2018 06.2018 

---do--- 05.03.2018 03.2018 06.2018 

---do--- 05.03.2018 03.2018 06.2018 

---do--- 05.03.2018 03.2018 06.2018 

---do-- 05.03.2018 03.2018 06.2018 

-do-- 05.03.2018 03.2018 06.2018 

Dismentling, Replacement of roof, 
plaster, Pacca bnck work, flooring, 
wood work, coloring, W/S & 
S/Fittings. 

-do--- 

-do--- 

-do--- 

-do--- 

Dismenthng, Pacca brick work, 
plaster, flooring, wood work, coloring, 
WIS & S/Fittings. 

Dismentling, Replacement of roof, 
plaster, Pacca brick work, flooring, 
wood work, co4onng, W/S & 
S/Fittings, 

-do-- 

-do-- 

---do--- 

-do-- 

-do-- 

-do- 

--do--- 

-do-- 

-do-- 

--do- 

-do- 



S.No./ 
ADP 

Fund Head & 
Sub-Head Name of Work and Breakup 

Alocated Funds 
& break up for 

different 
locations / sites 

Items to be Executed 
Method of 

Procurement 

Anticipated/ 
Actual date 

of 
Advertiseme 

nt 

Anticipated / 
Actual Date 

of Start 

Anticipated/A 
ctual date of 
completion 

Remarks 

a  b d e f g h i 

33 GBPS GhuHam Muhammad Shar 2.850 

34 GBPS Abdul Karim Brohi 2.750 

35 GBPS MuHa Khawasti Brohi 2.550 

36 GBPS Khalilullah Dahn 2.800 

37 GBPS Choudhry Nazir Ahmed 2.690 

38 GBPS Wasni Bhitt 1.850 

39 GBPS Ranjho Khan Rind 3.250 

40 GBPS Au Jan Brohi 2.450 

—do-- 05.03.2018 03.2018 06.2018 

-do- 05.03.2018 03.2018 06.2018 

--do- 05.03.2018 03.2018 06.2018 

-do- 05.03.2018 03.2018 06.2018 

---do- 05.03.2018 03.2018 06.2018 

-do-- 05.03.2018 03.2018 06.2018 

--do- 05.03.2018 03.2018 06.2018 

--do-- 05.03.2018 03.2018 06.2018 

Dismenthng, Replacement of roof, 
plaster, Pacca brick work, flooring, 
wood work, coloring, WIS & 
S/Fittings. 

—do-- 

--do-- 

-do-- 

---do--- 

-do--- 

---do--- 

-do-- 

EXECUTIV .NGINEER 

EDUCATION WORKS DIVISION 

,A3.AHEED BENAZIRABAD 



--do--- 05.03.2018 03.2018 06.2018 

EXEC I ENGIEER 

EDUCATION WORKS DIVISION 

4t8'AHEED BENAZIRABAD 

GuidetinelRegulations for Procurement of Works 

PROCUREMENT 

(Annexure.A) 

PLAN (DeveIopmentICapitaI 

S.No./ 
ADP 

Name of Scheme & EsUmated Cost 

Allocated 
funds (in 
Million) & 
(Block) 

Cost of 
ongoing 
works 

(Expenditure 
already 

incurred) 

Funds 
earrnartced 
for ongoing 

works 

Cost of New 
Works  

(Components)  

Funds 
for New 
Works (C. 

e) 

Nature of Procurement 
Method of 

Procurement 

Anticipated! 
Actual date of 
Advertisement 

Anticipated / 
Actual Date 

of Start 

Anticipated! 
Actual date 

of 
completion 

a b c d e f g h - i j k I 

UPGRADATION OF PRIMARY SCHOOLS TO  
ELEMENTARY SCHOOLS (5-UNITS) DISTRICT  
SHAHEED BENAZIRABAD ADP-251 OF 2017-18 

GBPS Nabi Bux Zardari 8.360 0.000 8.360 8.360 8.360 

GBPS Soomar Khan Lashan 8.360 0.000 8.360 8.360 8.360 

GBPS Fram abad 8.360 0.000 8.360 8.360 8.360 

GBPS Usman Jamali 8.360 0.000 8.360 8.360 8.360 

GBPS Allah Bux Kubar 

REHABILITATIONICONSTRUCTION OF 

8.360 0.000 8.360 8.360 8.360 

CAMPUS SCHOOL, KHAIRSHAH. NIAZI KHAN 
SIYAL, H.M KHOJA, DC HIGH SCHOOL NO.1 
AND GGHS SOCIETY NAWABSHAH ADP-416 

OF 2017-18 

GBHS Syed Khairshah 5.400 0.000 5.400 5.400 5.400 

GBHS Niazi Khan Slyal 

ESTABLISHMENT OF BAKHTAWAR CADET 

8.800 0.000 8.800 8.800 8.800 

COLLEGE FOR GIRLS SHAHEED 
BENAZIRABAD ADP.525 

Category-Il Bungalow for Hostel Warden 10.000 0.000 10.000 10.000 10.000 

National Competative Single Stage one 05.03.2018 03.2018 06.2019 
Bidding Envelope 

-do-- ---do-- 05.03.2018 03.2018 06.2019 

-_o-_ sJo- 05.03.2018 03.2018 06.2019 

---do--- -do-- 05.03.2018 03.2018 06.2019 

jo-. -do--- 05.03.2018 03.2018 06.2019 

--do-. -do--- 05.03.2018 03.2018 06.2019 

---do--- --do-- OS.03.2018 03.2018 06.2019 
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4OVNMENT Q sjtir 
EDUcATIQN 1ITERAcrPARTMNT 

Karachi, date the 2a-o42Q5.• 

• NOTIF1CATJdN -- -. -. 

NO.SO(0) EDU/E&A/PRO-EW/.1415: In pprsuancà of RuI - j of thc 1XIdh Public crcnicnt Rules, 
2010, a Dcpartrnental Procuiement Committee cong of following Officeis foi. procuietuent of 
woiks for various Educaflonai Intitutcs / Offlccs I Line Departrncnts wodug undi Athunustratve 
control Qf E?Juction & Literaøy Dqparfrncnt t6 bc procurod undc AD? / Rcguiai Budct I SNI3 of 
Education Departn1d is constiuiied as wider- 

1. Executivc 1nginceç (Edpcathn Wrks) 
Concerned duifon WOrks Division 
Eduoatlon Lhthey fleparment 

2. Assistant Engijiear 
Local Government Public Heajih Engineering Dcpartxne it 

CIiainntn 

Mcmbcr 

3. A ssitat Enginccr (Education Works) of Hedcjuarter 
Coicerned Eduation Works sub Division 
•Educiion $Litcracy Darfrneit1  

ToJs.
•! 

Prcirin bid dthj .documents; 
Cryinoui tcclmlcal well as cii ey&uation of the.bids; 
fepsrlug evaluaUonróport jroyiUcd h. Rule 45 of S?PRA. 2O1O 
Making rccommndations for the ai,ar4 Qf couract tb the cdAipeten authority; awl 

.Perforn any other functjon illziqnd incidnta1 to the thoc/c. • 

I 
Member 

m FALIJLLAE1COUO- 

NO.SOCG) EDuf&AIPRo-Ew/l4-l5; 

. opyi.9lbrwarded for information nccsstlry acdoiito;- 

Karachi, dat the 2Eth  May, 2015 

• '1. All Mcpibcr of the Conimitte. . 
2. The P.&to SeniorMinister, Educatioii & 1,Steracy Departnicit, Govt, oSindh, Kitrchi, 
3 The P.S to Secretary, Education & Ltcrtcy. D ai-tmeit 
4. The PS to Sccrtary, Local Govcznrncnt Pubi l-1cIth ngine partxt 
. Ofrice Order File • • 

SJNOU EDUCATION & 
LITEMCY DPABT?EWr 

 

V 

 

£0 'o LI 



GOVCT OF SJNDH 
3T!n4CY VPATMT 

• ricJ, thxi the 223-O4-2I5 

NOfIFC1TO  

NO,SO((J) EDU/E&AJPRO-BW(CRcy14-i d: Ii pursuance of Xu1è — 1 o2 t tdb Pub ii txi 
iles, 2010 F1 Dcprtmena1 Cop1.int .Rpdre! Coznthitt cxprisin o fo1]owin Officers 

oiiflthitcI L3 und•er to resolve eornplaint'a ofnggrieved bidders:- 

Sujerintendent Engineer (Education Works) Chairman 
of conc•med Eduoatior Works Cirijc 
Education & Literacy DparLzrienI 

2. 1epresentativc of 94trie . Meotwt Officr / 
•Accouniant QeneraI Sindli 

3. Representative of Head of prccuring Agency Mcnaber 
Pcsskria1 forn re1evn &ld coneerning) 

To1 

To perform aceordingto Rute —3 1ofSPPRA, 2010; 
Perform any othr.function ancillaxy md incidental to th' above. 

4. .. 

I. 

• SECREFA2Y ED'ZJCATON 
TO GOVT O SINDIX. 

• NO.30(0) EDU/E&A/PRO-EW(CRC)/14-15: KaaCtIt, datn.the 28th May; 201S. 

A copy is forwarded for infomation & ncccssaiy wton to- 

1. Alt lcmbcrs of the Committee.. 
2. The z.S to Socretary, Education 4 L1tcray Dcparcmezu. 

3 •flcOrdcrFite 

SU4DI Duc.T)q1 & 



BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 30001= 

a) Name of Procuring Agency Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

b) Brief Description of Work 
REHABILITATION AND M&R OF EXISTING PRIMARY 
SCHOOL BUILDINGS IN TALUKA DAUR 
DISTRICT SHAHEED BENAZIRABAD.  
Packaqe-1  GBPS Haji Jamali Brohi, GBPS Muhammad Khan Chutt 

c) Procuring Agency's Address Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

d) Estimated Cost Rs. 4.190 Million 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

h) Percentage, if any to be deducted from Bills. 

i) Dead Line for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening  

5% Rs, 209500/= 

90 Days 

5% 

3% 

@ 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoj 
Garden Nawabshah 

@ 1:00 P.m 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor! Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated  

Amounting to Rs.  

Rates 

A.  

B.  

CONTRACTOR  

04 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

of the  

EXECUE ENGINEER 
EDUCATION WORKS DIVISION 

SHAHEED BENAZIRABAD 



SCHEDULE "B" 
Nam of Work:- Rehabilitation/Improvement! Renovation of Existing Primary 
School of Taluka Daur Distt: SBA Under Special M&R Programme (2016-17) © 

GBPS Haji Jamal Brohi Tal: Daur 

Is]%101 Description Measurement IQuantityl Rate j Unit 

1 Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI, NO: 20 P.10) 

 

I 
A mount 

     

Dismantling brick work in linae or cement mortar. (SI. NO: 

797.00 
5445.00 @ 

13 P.10) 
1603.00 

1285.63 

Removing cement or lime plaster.(Sl, NO: 53 P.13) 
1397.00 

© 121.00 

Removing oor with chowkat. (SINO: 33-A, P.NO: 12) 
4.0 

© 142.18 

Removing window and sky light with chowkats. (SI NO 33-B, P.NO: 12) 
6.00 

@ 102.85 

%cft 43397 

%cft 20609 

%sft 1690 

P.No 569 

P.No 617 

Excavation: in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering arid ramming lead upto 
51t. in ordinary soil. (SI, NO: 18 (b) P.4) 

672.00 
© 3176.25 %0cft 2134 

Z Cement cocrete brick or stone bllast 1½" to 2" gauge.(SI, NO: 4 (c) P. 15) 
Ratio 1:5:10 

813.00 
© 8694.95 %cft 70690 

Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphitic mixture. (SI, NO: 28 P. 19) 
3" thick 339.00 

© 4982.18 %cft 16890 
l'acca brick work in foundation and plinth in.1:6. (SI,NO: 4(1 )e. P. 21) 

849.00 
© 11948.36 %cft 101442 

10 Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P.21) 
1217.00 

@ 12674.36 %cft 154247 
Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 
height in:i:6. (SI, NO: 7(1 )e P. 22) 

1013.00 
@ 12346.65 %cft 125072 

j.. Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto Sleet. tSi, NO: 22 P.4) 

1020.00 
© 3630.00 it 3703 

CONTRACTOR ExecLt1ciineer 
Education Works Division 

Shahoed Bnazir Abad. 



Page NO: 02 

S.NO Description  I Measurement Quantity Rate Unit Amount 

13 Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms nioulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in tool slab, beams columns rafts. Lintets and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

853.00 
@ 337.00 P.cft 287461 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using br Bars. (SI, NO: 8 (b) P.17) 

38.080 
5001.70 P.cwt 190465 

j Providing and fixing G.l frames! chowkhats of size 7" x 2" or 4½" x 3" for door using! 
20 gauge G.I. sheet i!c  welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(Sl, NO: 29 P. 93) 

69.00 
@ 228.90 P.rft 15794 

Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using! 
20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the janibs. The cost also i/c carriage tools 
and plants used in making and fixing.(Sl, NO: 28 P. 93) 

71.00 
© 240.50 P.rft 17076 

7 1st class deodar wood wrought. Joiner) in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bIts. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. SI, NO: 7(b) P.58) only shuttrs. 

81.00 
902.93 

2206.60 

P.sft 

%sft 

73137 

143981 

© 
Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52) 

6525.00 
© 

c:ernet plaster 1:4 upto 20" height.(a) 3/s"  thick. SI, NO: 11(a) P. 52) 
6525.00 

© 2197.52 %sft 143388 

Q Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 
913.00 

j 

© 
Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 

3015.76 %sft 27534 

2339.00 
© 1287.44 %sft 30113 

22 Providing and laying 1" thick topping cement concrete (1:2:4) including surface 
dividing into panels. (SI, NO: 16 P. 42) 

finishing and 

"A" 2" thick 1921.00 
© 3275.50 %sft 62922 

3" thick 720.00 
© 4411.82 %sft 31765 

23 Notice board made with cement.(SI, NO: I P. 95) 
64.00 

© 58.11 Psft 3719 

CONTRACTOR ExQC. ngneer 
Education works D,v,sto 

Slhf?d ecmazIr Abad. 



Page NO: 03 

S.NO Description Measurement Quantity Rate Unit 

Whit washing three coats.(Sl,NO: 26 P.54) 
1504.00 

@ 829.95 %sft 

Primary coat of chalk under distempering.(Sl,NO: 23 P.54) 
2694.00 

© 442.75 %sft 

7 Distempering Three Coats.. SI,NO: 24 (C) P.54) 
2694.00 

@ 1079.65 %sft 

Colour washing Two Coats..(Sl,NO: 25 P.54) 
6128.00 

@ 859.90 %sft 

Painting doors and windows any type.three coats. (SI,NO: 5(c) P. 70) (NEW SURFACE) 

'A" NEW SURFACE 182.00 
© 2116.41 %sft 

"B" OLD SURFACE 216.00 
@ 1160.06 %sft 

12482 

11928 

29086 

52695 

Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 

similar open work. S1,NO: 5(d) P. 70) (OLD SURFACE) 
96.00 

@ 674.36 %sft 647 

j Extra labour rate for making cement plaster pattas/band around straight or carved opening 

& around the edges of roof slabs the width not less than 6' with fine finshing as directed 

by Engineer Incharge. (SI, NO: 35 P.55) 
300.00 

19.36 P.rft 5808 

32 Supplying & fixing in position iron / steel grill of ~" x ¼" size flat iron of approved 

designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 

finished grill.(Sl, NO: 26 P.93) 

81.00 
@ 180.50 P.sft 14621 

Laying floor of approved with glazed tile ¼' thick cement 1:2 over 3/4"  thick cement 

mortar 1:2 complete. (SI, NO: 24 P. 43) 

75.00 
© 27678.86 %sft 20759 

White glazed tile ¼' thick dado jointed in white cment and laid over 1:2 cement sand 

mortar 3/4'  thick including finishing. (SI, NO: 37 P.45) 

156.00 
© 28253.61 %sft 44076 

35 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 

winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 

with grey.cernent slurry, jointing and washing the tiles with slurry of white cement and pigment 

to match the colour of tiles including curring grinding rubbing and chemical polishing etc 

complete /c cutting tiles to proper profile. (R.A) 

929.00 
© 307.00 1tt 285203 

R Exec~gineer CONTRAC I 0
Education Works Division 

Shaheed Benazir Abad. 

3852 

2506 

Amount 



Page NO: 04  

1Nl l)escri5tion Measurement IQuantit'I Rate Unit 

36 Providing arid fixing ~" thick marble tiles of approved quality & colour shade size 

8" x 4/6 x 4' in dado skirting & lacing removal / tucking of existing plaster surface etc. 

• over ½" thick of cement mortar 1:3 setting mortar base including filling the joins & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(Sl,NO: 68 P.49) 

120.00 

Amount I 

1 186.04 Psft 22325 
7 Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 

CIt per % Sit. (SI, NO: 13 P.35) 

1383.00 
© 1887.40 %sft 26103 

Total:- 2221574 

CONTRACTOR 
Execu tSingineer 

Education %krks Division 
Shaheed Benazir Abad 



I S.NO I Description Unit Quantity Measurement Rate Amount 

CONTRACTOR Executi(Enqmeer 
Education Vfàr(s Divisic 

Shahed Benazir Abad. 

SCHEDULE "B" W S & S F 
Name of Work:- Rehabilitation/Improvement! Renovation of Existing Primary 
School of Taluka Daur Distt: SBA Under Special M&R Programme (2016-17) @ 

GBPS Haji Jamal Brohi Ta!: Daur 

P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor (or pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(Sl,NO: 1 - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 
2	 P/F 6'x2" or 6"x3" C.l.floor trap of the approved self cleaning design with C.l.screw/down 

grating with or without a vent arm complet with and i/c making rquisite number of holes 
in walls plinth & floor for pipe cinnections & making good in CC 1:2:4.(SLNO: 20 P.06) 

1 NO. 1.00 2042.43 Each 2042 

P/F 4' dia bend of the required degree with access door rubber washer 1/8" thick & bolt & 
nuts & extra paiting to match the colour of the building. (Sl,NO: 9, P.10) 

2 NO. 2.00 599.60 Each 1199 

4 Providing G.l.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and hand ling.(Sl,NO: 1 P.14) 

"A" '/z" dia 
30.00 73.21 P.rft 2196 

ItB I  3/4" dia 
50.00 95.79 P.rft 4790 

S/F long BIB - COCK of superior quality with C.P. head ½" dia. (SLNO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 

P/F in position Nyloon connections complete with 1/2'dia brass stop cock with pair of brass 
nuts and lining joints to nyloon connection.SI,NO: 23 P.6)

-- 

2 NO. 2.00 447.15 Each 894 

Z S/F cancealed TEE STOP COCK of sup: quality with crystal head ½' dic.(Sl,NO:12 (h) P.18) 

889.46 Each 2 NO. 2.00 
Providing & fixing handle volves(china) (SI,NO: 5 P.17) 
3/4fl  dia 

271.92 Each 1 NO. 1.00 
/2" dia 

I NO. 1.00 200.42 Each 

9 Providing, laying UPVC pipes of Class "B" fixing in trenches i/c cutting fitting and jointing with "Z" joints 
with one rubber ring i/c testing with water to head of 122  motor 40ft  Sl NO: 6(E/1) - P-22) PHE 

"A" 4dia 1x30 30  
@ 117.00 P.rft 4110 

30 rft 

50 rft 

"A" 

"B•' 

1779 

272 

200 



Total:- 20220 

C 'l'otal:- 60814 

Exe ' ngineer 
Education 'orks Division 

Shaheed Benazir Abad 

Page NO: 02 

S.NO Description J Measurement Quantity Rate Unit 

Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.SLNO: I P.41)(Pl-IE) 

Anouiit 

70 nt 160.00 P.rft 11200 70.00 
Total:- 40594 

Non-Schedule Items 
11 P/F Plastk Pot)' Pipe Complete. (N.S.1) 

1-1/4' dia 70 Rft 70.00 25.00 P.rft 1750 

Providing Fixing water pumping set with Diamond moter and pump 1 HP I400PRM Single Phase 
220 volts 2'xl/1/2" suction and deilevary 401L head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

I NO. 1.00 18470.00 Each 18470 

CNI U 

CTOR 



SCHEDULE "B" 
Name of Work:- Rehabilitation/Improvement! Renovation of Existing Primary School of Taluka Daur 

Distt: SBA Under Special M&R Programme (2016-17) @ GBPS Muhammad Khan Chutto Tal: Daur 
S.NO Description Measurement Quantity Rate 

j, Dismantling 2nd class tile roofing. (Sl,NO: 22 P.11) 
960.00 

© 378.13 
Dismantling rolled steel beams, iron rails etc.(Sl,NO: 42 P.14) 

12.77 
© 126.04 

3 Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10) 
591.00 

@ 1285.63 
Removing door with chowkat. (SINO: 33-A, P.NO: 12) 

2.0 
© 142.18 

Removing window and sky light with chowkats. (B, NO: 34) 
6.00 

© 102.85 

140.00 
© 5445.00 %cft 7623 

Z Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI, NO: 18 (b) P.4) 

1025.00 
@ 3176.25 %0cft 3256 

Pacca brick work in foundation and plinth in.i:6. (Sl,NO: 4(1 )e. P. 21) 
1216.00 

© 11948.36 %cft 145292 
Filling Watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5leet. (SI, NO: 22 P.4) 

1129.00 
© 3630.00 %0cft 4098 

Q Cement concrete brick or stone bllast 1W' to 2" gauge.(SI, NO: 4 (c) P. 15) 
Ratio 1:5:10 

594.00 
© 8694.95 %cft 51648 

Damp prof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphltic mixture. (Si, NO: 28 1'. 19) 
3" thick 

283.00 
© 4982.18 %cft 14100 

2 Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 
height in:i:6. (SI, NO: 7(1 )e P. 22) 

470.00 
© 12346.65 %cft 58029 

Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 
591.00 

@ 12674.36 %cft 74905 

CONTRACTOR 

 

Execu "Engineer 
Education Works Division 

Saheed Bertazir Abaci. 

P.No 617 
Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straighening the same. (SI, NO: 20 P.10) 

Unit Amount 

%cft 3630 

P.cwt 1610 

%cft 7598 

P.No 284 



ge NO: 02 

S.NO Description Measurement IQuantity Rate Unit Amount 

14 Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

710.00 
@ 337.00 P.cIt 239270 

15 Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI. NO: 8(a) P.17) 

31.696 
@.i 5001.70 P.cwt 158534 

Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 
20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with enent sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing. (SI, NO: 29 P. 93) 

53.00 
© 228.90 P.rft 12132 

j Providing and fixing G.l frames / chowkhats of size 7" x 2' or 4½" x 3" for Windows using! 
20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.Sl, NO: 28 P. 93) 

102.00 
© 240.50 P.rft 24531 

j Supplying & fixing in position iron / steel grill of ~" x ¼" size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(Sl, NO: 26 P.93) 

54.00 
© 180.50 P.sft 9747 

Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 
½" and ~" square bars 4" centre to centre with locking arrangement.(SI, NO: 24 P. 97) 

48.00 

@ 726.72 P.sft 34883 

20 Notice board made with cement.(Sl, NO: I P. 95) 
64.00 

© 58.11 Psft 3719 
1st class dèodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58) 
only shuttrs. 

141.00 
© 902.93 P.sft 127313 

22 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 
winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with gre\' cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 224.00  

© 307.00 P.sft 68768 

CONTRACTOR Execu ngineer 
Education orks Division 

Shahod Benazir Abad. 



I'age NO: 03 

S.NO Description Measurement Quantity Rate Unit Amount 

Laying floor 
mortar 1:2 complete. 

White glazed 

mortar ~" thick 

of approved with glazed tile W' thick cement 1:2 over ~' thick cement 
(Si, NO: 24 P. 43) 

11072 

26276 

40.00 

@1 27678.86 %sft 

tile ¼" thick dado jointed in white cment and laid over 1:2 cement sand 

including finishing. (SI, NO: 37 P.45) 

93.00 

@ 28253.61 %sft 
Providing and laying 1" thick topping cement concrete (1:2:4) including surface linishing and 
dividing into panels. (SI, NO: 16 P. 42) 

"A" 2" thick 
1685.00 

@ 3275.50 %sft 55192 
"B" 3" thick 

504.00 
@ 4411.82 %sft 22236 

Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
Cft per % Sit. (SI, NO: 13 P.35) 

1161.00 

© 1887.40 %sft 21913 
Z Cement plater 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52) 

5374.00 
© 2206.60 %sft 118583 

Cement plater 1:4 upto 20" height.(a) /" thick. (SI, NO: 11(a) P. 52) 
5374.00 

© 2197.52 %s(t 118095 

Cement pIster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 
437.00 

@ 3015.76 %sft 13179 
Extra labour rate for making cement plaster pattas/band around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
by Engineer incharge. SI, NO: 35 P.55) 

362.00 

© 19.36 P.rft 7008 
Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 

1792.00 
© 1287.44 %sft 23071 

Whit washing.(Sl,NO: 26 P.54) 
Three Coats. 

1161.00 

© 829.95 %sft 9636 
l'rimary coat of chalk under distempering.(Sl,NO: 23 P.54) 

2526.00 
@ 442.75 %sft 11184 

Distempering Three Coats.. (Sl,NO: 24 (C) P.54) 
2526.00 

@1 1079.65 %sft 27272 

Colour washing Two Coats..(SLNO: 25 P.54) 
2848.00 

© 859.90 %sft 24490 

CONTRACTOR 

 

Executhègifleer 
Education Woks Divisloil 

Shaheed 6enazir Abad 



Page NO: 04 

IS.NOI Description  I Measurement IQuantityl Rate Unit Amount 

Painting doors and windows any type.three coats. (Sl,NO: 4(c/c) P. 70) 
' NEW SURFACE 

326.00 

© 2116.41 %sft 6899 

l'ainting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. Sl,NO: 4(d) P. 69) 
NEW SURFACE 

96.00 
@ 1270.83 %sft 1220 

Total:- 1548911 

CONTR~ACTOR 
'9. Executi Engineer 

Education W'rks Division 
Shaheed Benazir Abad 



Part "B" W S & S F 
Narneof Work:- Rehabilitation! lmprovcmcnt / Rcnovition of Existing Primary School of Taluka I)aur 

Distt: SBA Under Special M&R Programme (2016-17) @ GBPS Muhammad Khan Chutto Ta!: Daur 

S.N0 I Description I Measurement IQuantity I Rate Unit Amount  

1 P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with htnd & making requisite number ci holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(Sl,NO: 1 - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 

P/F 6"x2" or 6"x3" C.l.floor trap of the approved self cleaning design with C.1.screw/down 
grating with or without a vent arm complet with and i/c making rquisite number of holes 
in walls plinth & floor for pipe cinnections & making good in CC 1:2:4.(Sl,NO: 20 P.06) 

I NO. 1.00 2042.43 Each 2042 

3 l'/F 4" dia bend of the required degree with access door rubber washer 1/811  thick & bolt & 

nuts & extra paiting to match the colour of the building. SI,NO: 9, P.10) 

2 NO. 2.00 599.60 Each 1199 

4 Providing G.l.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c th cost of breaking through walls and roof making good etc painting two coats after 

cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.S1,NO: 1 P.12) 

"A" ½" dia 
30.00 73.21 P.rft 2196 

"h1 /" dia 
50.00 95.79 P.rft 4790 

S/F long BIB-COCK of superior quality with C.P. head ½"dia. SI,NO:13(a)P.19) 

2 NO. 2.00 1109.46 Each 2219 

P/F in position Nyloon connections complete with i/2"dia brass stop cock with pair of brass 
nuts and lining joints to nyloon connection.(Sl,NO: 23 P.6) 

2 NO. 2.00 447.15 Each 894 

7 S/F cancealed TEE STOP COCK of sup: quality with crystal head ½" dia.(SI,NO:12 (I,) P.18) 

2 NO. 2.00 889.46 Each 1779 

Providing & fixing handle volves(china) (Sl,NO: 5 P.17) 

"A" 3/4"  dia 
1 NO. 1.00 271.92 Each 272 

"B" /z"  dia 
I NO. 1.00 200.42 Each 200 

9 Providing, laying UPVC pipes of Class "B" fixing in trenches i/c cutting fitting and jointing with "Z" joints 
with one rubber ring i/c testing with water to head of 122  motor 40ft (SI NO: 6 (Eli) - P-22) PHE 

"A" 4"dia 1x30 30 
© 137.00 P.rft 4110 

CONTRACTOR Exec '"e Engineer 
Education Norks Division 

Shaheed Benazir Abad. 

30 rft 

50 nt 



I 

Page NO: 02 

I
S.NO J Description I Measurement Quantity Rate I Unit  I Amount 

p Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.Sl,NO: 1 P.4l)(Pl-IE) 

60 rft 160.00 P.rft 9600 60.00 
Total:- 38994 

Non-Schedule Items 
11 P/F Plastic Poly Pipe Complete. (NSJ) 

i-l/4dia 60R1L 60.00 25.00 P.rft 1500 

Providing Fixing water pumping set with Diamond moter and pump 1HP I400PRM Single Phase 
220 volts 2xl/1/2' suction and deilevary 4Oft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

1 NO. 1.00 18470.00 Each 18470 
Total:- 19970 

58964 

&ACTOR 
Executi - ngineer 

Education Works Division 
Shaheed Benazir Abad 



I 

BIDDING DATA 

Tender Issued to  

Dated Rs. 3000! 

a) Name of Procuring Agency Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY 
b) Brief Description of Work SCHOOL BUILDINGS IN TALUKA DAUR 

DISTRICT SHAHEED BENAZIRABAD.  
Package.2  GBPS Lal Muhammad Brohi, GBPS Fazal Hussain Shar 

c) Procuring Agency's Address Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

d) Estimated Cost Rs. 4.890 Million 

e) Amount of Bid Security (fill in lump sum amount of in %age of 5% Rs. 244500/= 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 90 Days 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 5% 

h) Percentage, if any to be deducted from Bills. 3% 

i) Dead Line for submission of Bids alongwith time @ 12:00 Noon 

j) Venue, Time and Date of Bid Opening Office of the Executive Engineer, Education Works Division situated at Kho a 
Garden Nawabshah 

@ 1:00 P.m 

k) Time for completion from written order of Commerce. 04 Months. 

I) Liquidity damages (0.05 of Estimated cost of Bid cost per day of delay, but total not exceedin. 
10%) 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated of the  

Amounting to Rs.  

Rates 

A.  

B.  

3 

DR No. 

CONTRACTOR  EXECU . i' NGINEER 
EDUCATION •RKS DIVISION 

SHAI-tEED BENAZIRABAD 



SCHEDULE "B" 
Name of Work:- Rehabilitation / Improvement / Renovation of Existing Primary School of Taluka Daur Distt: SBA 

Under Special M&R Programme (201647) @ GBPS Lal Muhammad Brohi 106 Nusrat Tal: Daur 

IS.NO Description I Measurement IQuantityI Rate  Unit Amount 

1 Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI, NO: 20 P.10) 

723.00 

@ 5445.00 %cft 
Removing cement or lime plaster.(SI, NO: 53 P.14) 

959.00 

@ 121.00 %slt 
Removing door with chow kat. (SINO: 33-A, P.NO: 12) 

4.0 
@ 142.18 P.No 

Removing window and sky light with chowkats. (B, NO: 34) 
6.00 

@ 102.85 P.No 

5 Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10) 
1176.00 

© 1285.63 %cft 

Pacca brick work in foundation and plinth in.1:6. SLNO: 4(1 )e. P. 21) 
624.00 

© 11948.36 %cIt 

Z Cement concrete brick or stone bllast 1½" to 2" gauge.SI, NO: 4 (c) P. 15) 
Ratio 1:5:10 

426.00 

© 8694.95 %cft 

Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 

1890.00 

39367 

1160 

569 

617 

15119 

74558 

37040 

© 3630.00 %Octt 6861 

2 Reinforced cement concrete work including all labour and material except the cost of steel 

reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

819.00 
© 337.00 P.cit 276003 

Fabrication o1 mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and Iaswnings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bats. (SI, NO: 8 (a) P.17) 

36.56 
© 5001.70 182862 

CONTRACTOR 

 

Ex:T2 &ng1neer 
Educatjo DIvijo 

SahOGQ £,,azjr Abacj, 



Page NO: 02 

S.NOI Description I Measurement IQuantityl Rate Unit Amount 

11 Providing and fixing C.! frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 
20 gauge G.1. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage toots and plants used in making and fixing.(SI, NO: 29 P. 93) 

69.00 
@ 228.90 P.rft 15794 

Providing and fixing C.! frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using! 
20 gauge C.!. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand sluriy of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.(SI, NO: 28 P. 93) 

71.00 

@ 240.50 P.rft 17076 

Supplying & fixing in position iron / steel grill of ~" x ~" size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(SI, NO: 26 P.93) 

37.00 

© 180.50 P.sft 6679 

14 Making & fixing steel grated doors with 1/16"thick sheeting inchiding angle iron frame 2"x2" 

/8 and ¼' square bars 4' centre to centre with locking arrangement.SI, NO: 24 P. 97) 
18.(() 

@ 726.72 P.sft 13081 

] Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 
941.00 

© 12674.36 %cft 119266 

1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~" iick. (SI, NO: 7(b) P.58) 

only shuttrs. 

© 902.93 P.sft 27088 

j. Pacca brick work in other than building 1/ c strcking of joints on walls upto 20 feet 

height in:1:6. (SI, NO: 7(1 )e P. 22) 
55:; f)() 

© 12346.65 %clt 68524 

18 Notice board made with cement.(SI, NO: 1 P. 95) 

© 58.11 PsIt 3719 

19 Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats ol 

asphltic mixture. (SI, NO: 28 P. 19) 
3" thick  

225.fl() 

© 4982.18 oCtt 11210 

20 Borrow pit excavation undressed lead upto lOOft. (SI, NO: 3 P. 1) 

QjJ_ny soiL 
44() 

© 2117.50 %0c1t 9359 

CONTRACTOR 

 

EngineeT 
Education Works Divisior 

Shahead Benazir I4bad. 



Page NO: 03  

IS.NOI Description  I Measurement IQt1:i1y1 Rate Unit Amount 

Laying Earth work compaction in 6" layer leveling & dressing co le.(SI, NO: 13-A P.3) 

4l '.t)0 

@ 187.00 %0cft 827 

22 Cement concrete plain including placing compcting, finishing and curing, complete (including 

screening and washing of stone aggregate without shuttering.). (T. NO: 5 P.18) 

Ratio 1:3:6  

@ 12595.00 %cft 504 

23 P/  L floor of Verona Marble tiles of Size 12"x1211  and 3/4" fine d . d on the surface without 

winding set in white cement laid over 3/4" thick bed of 1:2 grey nciit mortor setting the tiles 

with grey cement slurry, jointing and washing the tiles with sin white cement and pigment 

to match the colour of tiles including curring grinding rubbing d !:t'mical polishing etc 

complete i/c cutting tiles to proper profile. (RA) 

@ 307.00 P.sft 275993 

4 Providing arid laying 1" thick topping cement concrete (1:2:4) iiwhiding surface finishing and 

dividing iiito panels. (SI, NO: 16 P. 42) 

2" thick 
1850.d() 
-  

? 3275.50 %sft 60597 

25 Laying floor of approved with glazed tile ¼" thick cement 1:2 .ver ~" thick cement 

mortar 1:2 complete. (SI, NO: 24 P. 43) 
.j .U() 

27678.86 %sft 9411 

White glazed tile ¼" thick dado jointed in white cment an i. i. ver 1:2 cement sand 

mortar ~" thick including linishing. (SI, NO: 37 P.45)
- 

84.0J 

@ 28253.61 %sft 23733 

Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) I'. 53) 
. l-l.it) 

-  

5 1287.44 %sft 29791 

Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c)  P. 52) 
(44.0() 

) 3015.76 %sft 19421 

28 Cement plaster 1:6 uplo 20" height.(b) ½" thick. (SI, NO: 13(h)l' 52) 
323.UJ 
-- " 

2206.60 %sft 117457 

Cement plaster 1:4 upto 20" height.(a) s/a" thick. (SI, NO: 11(a)!'. 2) 

323.0 
' 2197.52 '0sft 116974 

r OR 
Etcatjon WThs Divjsj,.• ah9ed I3 erzjr Abad. 



I 

  

I'age NO: 04 

  

S.NO I l)escript ion Measurement E2uantilyI Rate Unit Amount 

   

-
*

Two coats of bitumen laid hot using 34 lbs for ?sft over roof d blinded with sand at one 

CIt per "i. Sit. (SI, NO: 13 P.35) 
267.01 

3 i 1887.40 %sft 23913 
Extra labour rate for making cement plaster pattas/hand around straight or carved opening 
& around the edges of roof slabs the width not hss than 6" with fine I inshing as directed 

by Engineer Incharge. (SI, NO: 35 P.55) 
82.00 

O 19.36 P.rft 11268 
Whit washing.(SLNO: 26 P.54) 
Three Coats.  

1267.00 
") 829.95 %sft 10515 

Primary coat of chalk under distempering.(SI,NO: 23 P.54) 
231.00 

442.75 %slt 14305 

34 Distempering Three CoaLs.. (SI,NO: 24 (C) P.54) 
231.0U 

a) 1079.65 %sft 34883 
Colour washing Two Coats..(SI,NO: 25 P.54) 

697.00 

g 859.90 %sft 40390 

Painting doors and windows any type.three coaLs. (SI,NO: 4(c/t) P. 70 

"A1  NEW SURFACE 
398.00 

'i 2116.41 %sft 8423 

36 Painting Guard bars, gates iron bars gratings, rdilings including standard barces (etc) and 
similar open work. (SI,NO: 4(d) P. 69) 

"A" NEW SURFACE 
36.00 

1270.83 %sft 457 

"B" NEW SURFACE 
120.00 

674.60 %sft 810 

Total:- 1715439 

Executi ngineer 
Education Works Division 

Shaheed Benazir Abad 



• Part"B"WS&SF 
Name of Work:- Rehabilitation / lmprovement/ Renovation of txisting Primary School of Tal uka Daur Distt: 

SBA Under Special M&R Programme (2016-17) @ CBI'S l.al Muhammad Brohi 106 Nusrat Tal: Daur 
S.N0 I Description Measureni eat Quantity 

! P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4' dia white glazed earthen ware trap & plastic thumble.(Sl,NO:  I - B (ii) P.1) 

2 NO. 2.00 4802.60 Each 9605 
S/F long BIB - COCK of superior quality with C.P. head ½' dia. (SLNO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 
Providing & fixing handle volves(china) Sl,N : & P.14) 
¼" dia 

2 NO. 2.00 271.92 Each 544 
l'reviding G.l.pipes specials and clamps etc i/c fixing cuUng and fitting complete with and 
i/c the cost of breaking through walls and jeof making goed etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 1e1 and handling.(SI,NO: I P.11) 

"A" ½' dia 
22 rft 22.00 64.88 P.rft 1427 

"B" /s"  dia 
40 rft 10.00 95.79 P.rft 3832 

l'/F in position Nyloon connections complete with l/2'dii hr;s stop cock with pair of brass 
nuts and lining joints to nyloon connection.Sl.NO: 23 P.6) 

2 NO. 2.00 447.15 Each 894 
Providing R.C.C. pipes with collers class "lY digging the Lrnches to requird and fixing in 
position i/c cutting fitting and jointing with mxphaltk composition and cement mortor 1:1 
and testing with water pressure to a head o14' feet above the top of heighst and refilling 

ith excavated stafI.(Sl,NO.2 ['.21) 
4" dia 

10 nt 10.00 146.57 P.rft 1466 

7 5/F cancealed TEE STOP COCK of sup: qualit with cr stat head ½" dia.(Sl,NO:14(b) P.15) 

2 NO. 2.00 889.46 Each 1779 
8 13oring for tube well in wall bearing nails from ground level upto 100 1L.or 30.5 meter depth 

i/c making and with drawing of casing pipe.(Sl,NO: 1 P.36)(PHE) 

60 nt ôu.00 160.00 P.rIt 9c00 
l'roviding Fixing water pumping set with Diamond moteranu pLilup IHP I400PRNl Single Phase 
220 volts 2'xl/1/2" suction and deilevary 40(1 iead i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing wii nuts & bolts CIt. complete in all respects. 

1 NO. 1.110 18470.00 Each 18470 

10 F/F Plastic Poly Pipe Complete. (N.S.I 
80 rft 

  

t).0() 25.00 P.rft 2000 
Total:- 51836 

COUThACTOR 
Execu'ringineer 

Education %rks Division 
Shaheed Benazir Abad 

Rate I Unit Amount 



SCHEDULE "B" 
Name of Work:- Rehabilitation! Improvement / Renovation of Existing 

Primary School of Taluka Daur Distt: SBA Under Special M&R Programme 
(2016-17) @ GBPS Fazal Hussain Shar Tal: Daur 

S.NO Description Measurement Quantity Rate Unit Amount 

1 Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI. NO: 20 P.10) 

853.00 
5445.00 %cft 46446 

2 Dismantling brick work in lime or cement mortar. SI, NO: 13 P.10)  
2759.00 

© 1285.63 %cft 35471 
Pacca brick work in foundation and plinth in.1:6. SLNO: 4(1 )e. P. 21) 

1176.00 
11948.36 %cft 140513 

Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
Sit. In ordinary soil. (SI, NO: 18 (b) P.4) 

181.00 
@ 3176.25 %Ocft 575 

Cement concrete brick or stone bliast 1' to 2 gauge.(Sl, NO: 4 (c) P. 15) 
Ratio 1:5:10 

521.00 
8694.95 %cfi 45301 

Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 

2366.00 
@ 3630.00 %Ocft 8589 

Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphltic mixture. (SI, NO: 28 I'. 19) 
3'  thick 

314.00 
4982.18 %cft 1544 

Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

1031.00 
@ 337.00 P.cft 347447 

9 Fabrication of mild steel reinforcement for cement concrete including cutting bending. 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. SL NO: 8 (b) P.17) - 

46.026 

 

c 5001.70 P.cwt 230208 

CONTRACTOR Execu Engineer 
Education Works DIvIsioi 

Shaheed Benazjr Abad. 



Page NO: 02 

S.NO Description Measurement IQualitityl Rate Unit 1 Amount 

•10 Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 

20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts 

filling with cement sand slurry of tation I : and repairing the jambs. The cost also i/c 

carriage tools and plants used in making and fixing.(SI, NO: 29 P. 93) 

69.00 
@ 228.90 P.rft 15794 

11 Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½' x 3" for Windows using/ 

20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 

with cement sand slurry of talion 1:6 and repairing the jambs. The cost also i/c carriage tools 

and plants used in making and fixing.(Sl, NO: 28 P. 93) 

141.00 

@ 240.50 P.r(t 33911 

i 1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 

chowkats hold fasts h inges. iron tower bits. Chocks cleats, handles and cords with hooks, 

etc. Deodar panelled oi panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58) only shuttrs. 

171.00 
902.93 P.sft 154401 

Supplying & fixing in position iron / steel grill of ~" x 1/4"  size flat iron of approved 

designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 

finished grill.(Sl, NO: 26 P.93) 

83.00 

180.50 P.sft 14982 

Niaking & fixing steel grated doors with l/16"thick sheeting including angle iron frame 2'x2' 

W' and ~" square bars 4" centre to centre with locking arrangement.SL NO: 24 P. 92) 

18.00 

726.72 P.sft 13081 

Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 

height in:1:6. (SI. NO: 7(1 )e P. 22) 

1030.00 

12346.65 %cft 127170 

Pacca brick work in ground floor in Cement sand mortar 1:6. (SI,  NO:  5(1 )e P. 21) 

2096.00 

@ 12674.36 %cft 265655 

LZ Cement plaster 1: upto 2(Y height.(b) "f thick. (SI, NO: 13(b) 1'.  52) 

6701.00 

2206.60 %sft 147864 

Cement plaster 1:4 upto 20" height.(a) /8"  thick. (SI, NO: 11(a) P.52) 

6701.00 

2197.52 %sft 147256 

9 Cement plaster 1:4 upto 20' height.(c) ~" thick. (SI, NO: 11(c) P. 52) 

326.00 

@ 3015.76 %sft 9S3i 

Ex e Engineer 
thscatjon 'forks DiviSr 

ahed 8enazjr Abad. 



Page NO: 03 

S.NO 1)escription Measurement Quantity Rate Unit Amount 

9 Extra labour rate for making cement plaster pattas/band around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
h Engineer Incharge. (SI, NO: 35 P.55) 

508.00 
19.3 P.rft 9835 

Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 
1968.0() 

4 1287.44 %sft 25337 

Providing and laying I" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into paiils. (SI, NO: 16 P. 42) 

"A" 2" thick 
2392.0(1 

3275.50 %sft 
with sand at one 

1887.40 %sft 

' 
Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded 
Cit per % Sit. (SI, NO: 13 P.35) 

1473.00 

24 Notice board made with cemenL(Sl, NO: 1 P. 95) 
64.00 

@ 58.11 Psct 
Whit washing.(Sl,NO: 2o P.54) 
Three Coats. 

1473.00 
829.95 %sft 

26 Colour washing Two Coats..(Sl,NO: 25 P.54) 
9685.00 

859.90 %sft 

7 Painting doors and windows any type.three coats. SI,NO: 5(c/c) '. 70) 
"A" NEW SURFACE 

398.0(1 
4) 2116.41 %sft 

Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. (Sl,NO: 5(d) P. 70) 

"A" NEW SURFACE 
36.00 

0 1270.83 %sft 457 
"B" OLD SURFACE 

120.00 
4? 674.36 %sft 809 

29 P/ L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine ci ressed on the surface without 
winding set in white cement laid over 3/4" thick bed of 1:2 grey cnent mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

927.00 
@ 307.00 Psft 284589 

CONTRA CTOR Exec :ngineer 
1ciUCatIOt 4 'crks Division 

£,.ahed 8enazirAbacL 

78350 

27801 

3719 

12225 

$328 I 

8423 



Page NO: 04 

Quantity Rate  Unit Amount S.NO Description Measurement 

S 

3 Pioviding and fixing is" thick marble tiles of approved quality & colour shade size 
8' x 4/6 x 4' in dado skirting & facing removal / tucking of existing plaster surface etc. 
over ½" thick of cement mortar 1:3 setting mortar base including filling the joints & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc 
cornpIete(Sl,NO: 68 P.49) 

72.00 
18ô.04 Psft 13395 

Laying floor of approved with glazed tile ¼" thick cement 1:2 over 3/4'  thick cement 
mortar 1:2 complete. (SI, NO: 24 P.43) 

75.00 
27678.86 %sft 20759 

\' Iiit glazed tile ¼" thick dado jointed in white cment and laid over 1:2 cement sand 
thick including finishing. (SI, NO: 37 P.45) 

124.00 
28253.61 %sft 35034 

Total:- 2404123 

CONTRACTOR 
Execu '- ngineer 

Education V.rks Division 
Shaheed Benazirabad 



SCHEDULE "B" W S & S F 
Name of Work:- Rehabilitation! Improvement/ Renovation of Existing Primary School of 

Taluka Daur Distt: SBA Under Special M&R Programme (2016-17) @ GBPS Fazal Hussain Shar 

Tal: Daur 
S.NO I Description I Measurement IQuantity Rate Unit Amount  

1 P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 

with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 

with 4" dia white glazed earthen ware trap & plastic thumble.(SI,NO: I - B (ii) P.1) 
I NO. 1.00 4846.60 Each 4847 

2 S/F long BIB - COCK of superior quality with C.P. head ½ dia. (SI,NO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 
Providing & fixing handle volves(china) (Sl,NO: 8 P.14) 
3/4' dia 

I NO. 1.00 271.92 Each 272 
Providing G.1.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 

i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(SLNO: 1 P.11) 

"A" 1/2"  dia 

20 nt 20.00 73.21 P.rft 1464 

"B" 3/i"  dia 
30 rft 30.00 95.79 P.rft 2874 

Providing R.C.C. pipes with collers class "B" digging the Lrnches to requird and fixing in 

position i/c cutting fitting and jointing with maxphaltic composition and cement mortor 1:1 
and testing with water pressure to a head of 4" feet above the top of heighst and refilling 
with excavated stalf.(Sl,NO.2 P.21) 

6" dia 
6 ru 6.00 199.25 P.rIt 1196 

6 Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 

i/c making and with drawing of casing pipe.(SLNO: I P. 41)(P1-IE) 

30 nt 30.00 160.00 P.rft 4800 

Z Providing Fixing water pumping set with Diamond moter and pump 11-IF I400FRM Single Phase 

220 volts 2'xI/i /2 suction and deilevary 401t head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

I NO. 1.00 18470.00 Each 18470 

Total:- 36142 

COi R 
Exe. ii çv  nineer 

Education ' )rks Division 
Shaheed Benazirabad 



BIDDING DATA 

Tender Issued to  

Dated - Rs. 30001= 

a) Name of Procuring Agency Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

b) Brief Description of Work 
REHABILITATION AND M&R OF EXISTING PRIMARY  
SCHOOL BUILDINGS IN TALUKA DAUR 
DISTRICT SHAHEED BENAZIRABAD.  
Packacie-3  GBPS Haji Khan Shar, GGPS Hussain Bux Brohi 

c) Procuring Agency's Address Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

d) Estimated Cost Rs. 4.350 Million 

e) Amount of Bid Secuiity (fill in lump sum amount of in %age of 5% Rs. 217500/= 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 90 Days 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 5% 

h) Percentage, if any to be deducted from Bills. 3% 

i) Dead Line for submission of Bids atongwith time @ 12:00 Noon 

j) Venue, Time and Date of Bid Opening Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

k) Time for completion from written order of Commerce. 04 Months. 

I) Liquidity damages (0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

m) Name of Contractor I Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated of the  

Amounting to Rs.  

Rates 

A.  

B.  

CONTRACTOR EXECUTI NGINEER 
EDUCATION WIRKS DIVISION 

SHAHEED BENAZIRABAD 

DR No. 



Measurement lQttantity S.NO Description Unit Rate Amount 

5 
© 4982.18 %cft 10263 

Pacca brick work in other than building i/ c strcking ol joints on walls upto 20 feet 
height in:1:6. (SI, NO: 7(1 )e P. 22) 

CONTRACTOR Execgmeer 
Education •)rks Division 

Shaheed Benazir Abad. 

SCHEDULE "B" 

Name Of Work:- Rehabilitation! Improvement! Renovation of Existing Primary School of Taluka 
Daur Distt: SBA Under Special M&R Programme (2016-17) © G8PS Hussain Bux Brohi Tal: Daur 

Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10) 
2458.00 

© 1285.63 %clt 31601 
2	 Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 

and straightening the same. (SI, NO: 20 P.10) 
829.00 

© 5445.00 %cft 45139 

3 l'acca brick work in toundation and plinth in.1:6. Sl,NO: 4(1 )e. P.21) 
630.00 

© 11948.36 %cft 75275 

Damp roof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphitic mixture. (Si, NO: 28 (c) P. 19) 
3" thick  

206.00 

558.00 
© 12346.65 %cft 68894 

Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (51, NO: 61 P. 17) 

913.00 
@ 337.00 P.cft 307681 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using [or Bars. (SI, NO: 8 (b) P.17) 

5001.70 

5(1 )e P. 21) 

P.cwt 
40.760 

@ 

Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 
1406.00 

© 12b74.36 %cIt 
9 Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52) 

5658.00 
© 2206.60 %sft 

1 Cement plaster 1:4 upto 20" height.(a) /8" thick. (Si, NO: 11(a) P. 52) 
5658.00 

© 2197.52 %sft 

203869 

178202 

124849 

124336 



Page NO: 02 

S.NO Description I Measurement Quantityl Rate Unit Amount 

U Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½' x 3" for door using/ 
using 20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold 
fasts filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/C 
carriage tools and plants used in making and fixing.(SI, NO: 29 P. 93) 

69.00 
228.90 P.rft 15794 

i Providing and fixing G.l frames / chowkhats of size 7" x 2" or 41/2"  x 3" for Windows using! 
using 20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold 
fasts filling with cement sand slurry of tation 1:6 and repairing the jambs. 1'he cost also i/c 
carriage tools and plants used in making and 1ixing.S1, NO: 28 P. 93) 

142.00  
© 240.50 P.rft 34151 

Removing door with chowkat. SINO: 33-A, P.NO: 12) 
2.0  

© 142.18 P.No 284 

1 Cement pointing struck joints on walls,Ratio 1:2. (SI, NO: 19(a) P.53)  
1907.00 

© 1287.44 %sft 24551 

Laying floor of approved with glazed tile ¼" thick cement 1:2 over ~" thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 

60.00 

i. White glazed 
mortar 3/4'  

© 27678.86 %sft 

tile ¼" thick dado jointed in white cment and laid over 1:2 cement sand 
thick including finishing. (SI, NO: 37 P.45) 

1hh07 

51139 
181.00 

© 28253.61 %sft 

7 Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI, NO: 18 (b) P. 4) 

256.00 
@ 3176.25 %0c1t 813 

7 Cement concrete brick or stone bllast 1½" to 2" gauge.(Sl, NO: 4 (c) P. 15) 
Ratio 1:5:10 

559.00 
8694.95 %cft 48605 

Cementplaster 1:4 upto 20" height.(c) 3/4"  thick. (SI, NO: 11(c) P. 52) 
264.00 

© 3015.76 %sft 7962 

Extra labour rate for making cement plaster pattas/band around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
by Engineer incharge. (Si, NO: 35 P.55) 

528.00 
© 19.36 P.rft 10222 

20 Notice board made with cement.SI, NO: 1 P. 95) 
68.00 

© 58.11 Psit 3951 

t.J4t, UI 
Exe,. gineer 

Edtjo, otks Divift; 
Shai-4oed Banazjr Abaci. 



Page NO: 03 

IS.No I Description I Measurement Quantity Rate Unit Aniount 

21 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4 line dressed on the surface without 
winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/C cutting tiles to proper profile. (R.A) 

893.00  
t? 307.00 Psft 274151 

Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (SI, NO: 16 P. 42) 

"A" 2" thick 

1798.00 
@ 3275.50 %sft 58893 

ri 3" thick 
444.00 

@ 4411.82 %sft 19588 
Two coats of bitumen laid hot using 34 lbs for %sft over ioof and blinded with sand at one 
Cft per % Sft. (SI, NO: 13 P.35) 

1219.00 
1887.40 %sft 23007 

Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 
/8"  and ~' square bars 4" centre to centre with locking arrangement.(SI, NO: 24 P. 92) 

18.00 

@ 726.72 P.sft 13081 

1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58) 

only shuttrs. 

81.00 
© 902.93 P.sft 73137 

Extra labour rate making grooves of 1" x ~" or 3/4"  x 1/4"  plastered surface with true 

edges both vertically & horizontly with uniform depth & with groove base smoothly finished 

etc. complete as per instruction of Engineer lncharge.(Sl,NO: 34 P.55)  
1101.00 

@ 7.71 P.rft 8489 

Z Supplying & fixing in position iron / steel grill of 3/4"  x ¼" size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finishedgrill.(Sl, NO: 26 P.93) 

95.00 

180.50 P.sft @ 

Whit washing.(SI,NO: 26 P.54) 

Three Coats. 
1252.00 

© 829.95 %sft 

29 Primary coat of chalk under distempering.(Sl,NO: 23 P.54) 
2644.00 

@ 442.75 stt 

ExecL: Engneer 
Ethjcatjoi 'irks DIVjSjOf 1 

Shaheed Benazir Abad. 

17148 

10391 

1170h 



Page NO: 04 

Is.0I Description Measurement QuantityJ Rate Unit \mount 

Distempering Three Coats.. (SI,NO: 24 (C) P.54) 

2644.00 

@ 1079.65 %sft 2854w 

31 Colour washing Two Coats..5l,NO: 25 P.54) 

3493.00 

© 859.90 %cft 3003h 

Painting doors and windows any type.three coa. (Sl,NO: 5 (c) P. 70) 

"A" NEW SURFACE 
398.00 

© 2116.41 %sft 8423 

33 Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 

similar open work. (Sl,NO: 5(d) P. 70) 

"A" OLD SURFACE 
120.00 

@ 674.60 %sft 810 
"B" NEW SURFACE 

36.00 
© 1270.83 %sft 457 

4 Filling watering and ramming earth under floor with new earth excavated from outside lead 

upto one chain and lift upto Sleet. (SI, NO: 22 P.4) 

1313.00 

© 3630.00 %0c1t 4766 

Total:- 1966820 

CU4ACTO R 
Executi . ngineer 

Education Works Division 
Shaheed Benazirabad 



SCHEDULE ,'W' W S & S F 

Name Of Work:- Rehabilitation/ Improvement! Renovation of Existing I'rimary School of Taluka Daur 
Distt: SBA Under Special M&R Programme (2016-17) @ GBPS Hussain Bux Brohi Tal: Daur 

S.NO I Description Measurement IQuantity Rate Unit Amount 

P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(SI,NO: 1  - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 
2 S/F long BIB - COCK of superior quality with C.P. head ½" dia. (SLNO: 13(a) P.19) 

4 NO. 4.00 1109.46 Each 4-138 
Providing & fixing handle volves(china) (SI,NO: 5 P.17) 
3/4" dia 

3 NO. 3.00 271.92 Each 816 
4	 Providing G.Lpipes specials and clamps etc i/c fixing cutting and fitting complete with and 

i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(SI,NO: 1 P.12) 
~" dia 

68 rft 68.00 95.79 P.rft 6514 

5	 Providing R.C.C. pipes with collers class "B" digging the trnches to requird and fixing in 
position i/c cutting fitting and jointing with maxphaltic composition and cement mortor 1:1 
and testing with water pressure to a head of 4" feet above the top of heighst and refilling 
with excavated staff. (SI,NO.2 P.24) 

6" dia 
16 rft 16.00 146.57 P.rft 2345 

6	 Boring for tube well in wall bearing nails from ground level upto 100 ft.oi 30.5 meter depth 

i/c making and with drawing of casing pipe.(SI,NO: I P.41)(Pl-IE) 

60 rft 60.00 160.00 P.rft 9600 

Z Providing Fixing water pumping set with Diamond moter and pump IHP 1400PRM Single Phase 

220 volts 2"xl/1/2" suction and deilevary 40ft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

1 NO. 1.00 18470.00 Each 18470 

Total:- 51876 

coNT CTOR 
Executigineer 

Education Wo'ks Division 
Shaheed Benazirabad 



o3, 
SCHEDULE "B" 

Name of Work:- Rehabilitation/Improvement! Renovation of Existing 
Primary School of Taluka Daur Distt: SBA Under Special M&R Programme 

(2016-17) @ GBPS Haji Khan Shar Tal: Daur 

1 IQuantity Rate Description Measurement S.\O Unit Amount 

CONTRACTOR Execut Engineer 
Education W.rks Division 

Shaheed Benazir Abad. 

I Dismantling 2nd class tile roofing. (SLNO: 22 P.11) 

287.00 
© 378.13 

Dismantling rolled steel beams, iron rails etc.(Sl,NO: 42 P.14) 

8.142 
@ 126.04 

Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10) 

563.00 
© 1285.63 

%cft 1085 

Pcwt 1026 

%cft 7238 

4 Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI, NO: 20 P.10) 

57.00 

© 5445.00 %cft 
Removing cement or lime plaster.SI, NO: 53 P.13) 

1000.00 

© 121.00 %sft 

Dismanting cement concrate palain. 1:3:6 (SI, NO:19 (b) P.10) 
62.00 

© 1306.80 %cft 

z Reinforced cement concrete work including all labour and material except the cost of steel 

reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 

exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 

situ or precast laid in position completed in all respects. 1:2:4. Sl, NO: 6i P. 17) 
397.00 

© 337.00 P.cft 133789 

8 Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

19.495 
© 5001.70 P.cwt 97508 

9 Pacca brick work in t',round  floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 

563.00 
© 12674.36 %cft 71357 

Providing and fixing G.I frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 

20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with c,'ment sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 

carriage tools and plants used in making and fixing.Sl, NO: 29 P. 93) 
36.00 

© 228.90 P.rft 8240 

3104 

1210 

810 



IQttantity1 Rate Unit Amount Measurement 

CONTRACTOR 
Exectk Engineer 

Education Works Division 
Shaheed Benazir Abad. 

Page NO: 02 

NO Description 

U Providing and fixing G.1 frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using! 

20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold lasts filling 

with cement sand slurry of tatton 1:6 and repairing the jamhs. The cost also i/c carriage tools 

and plants used in making and 1ixing.Sl, NO: 28 P. 93) 

140.00 

@ 240.50 P.rft 33670 

j Supplying & fixing in position iron / steel grill of ~" x ¼" size flat iron of approved 

designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 

finished grill.(Sl, NO: 26 P.93) 

81.00 

@ 180.50 P.sft 14621 

3 1st class deodar wood wrought. Joiner)' in doors and windows etc. fixed in position including 

chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 

etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58)only shuttrs. 

68.00 

© 902.93 P.sft 61399 

Cement plaster 1:6 upto 20" height.(b) '/2" thick. (SI, NO: 13(b) P. 52)  

1710.00 

@ 2206.60 %sft 37733 

Cement plaster 1:4 upto 20" height.(a) 3/s"  thick. (SI, NO: 11(a) P. 52) 

1710.00 

@ 2197.52 %sft 37578 

j Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 

300.00 

© 1287.44 %sft 3862 

17 Notice board made with cemenL(SI, NO: I P. 95) 

32.00 

@ 58.11 Psft 1860 

Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 

dividing into panels. (SI, NO: 16 P. 42) 

2" thick 742.00 

© 3275.50 %sft 24304 

19 Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 

Cit per % SIt. (SI, NO: 13 l'.35) 

742.00 

© 1887.40 %sft 14005 

20 P/ L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 

winding set in white cement laid over 3/4' thick bed of 1:2 grey cement mortor setting the tiles 

with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 

to match the colour of tiles including curring grinding rubbing and chemical polishing etc 

complete i/c cutting tiles to proper profile. (R.A) 

549.00 

307.00 Psft © 

21 Applying floating caot of cement 1/32" thick. (S.I NO: 14 P NO: 53) 

1000.00 

© 660.00 %sft 

22 Whit washing.(Sl,NO: 26 P.54) 

Three Coats. 

742.00 

© 829.95 %sit 

168543 

6600 

6158 



CQMTRA C TOR 

jge NO: 03 

IS.N0  I Description Measurement IQttantityI 
Primary coat of chalk under distempering.(SI,NO: 23 P.54) 

1710.00 
© 

24 Distempering Three Coats.. 
1710.00 

Colour washing Two Coats. 
840.00 

© 
Painting doors and windows any type.three coats. (SI,NO: 5(c/c) P. 70) 
NEW SURFACE 

164.00 
@2 

Rate Unit Amount I 

442.75 %sft 7571 

1079.65 %sft 18462 

859.90 %sft 7223 

2116.41 %sft 3471 
Total:- 772427 

Executivk Engineer 
Education Works Division 

Shaheed Benazir Abad 

(Sl,NO: 24 (C) P.54) 

.SI,NO: 25 P.54) 



Rate Unit S.NO Amount Quantity Description Measurement 

CONTRACTOR Exectt Engineer 
Education Works Division 

Shahoed Benazir Abad. 

SCHEDULE "B" 
Name of Work:- Rehabilitation/ Improvement! Renovation of Existing 

Primary School of Taluka Daur Distt: SBA Under Special M&R Programme 
(2016-17) @ GBPS Allah Bux Kaihoro Tal: Daur 

1 Excavation in foundation of building bridges and other structures including dagbeiling 
dressing refilling around structure with excavated earth watering and ramming lead upto 

5fl. In ordinary soil. (Si, NO: 18(b) P.4) 
158.00 

@ 3176.25 %0cIt 502 

Cement concrete brick or stone bllastl½" toT' gauge.(SI, NO: 4(c) P. 15) 
Ratio 1:5:10 

73.00 
© 8694.95 %cft 6347 

Pacca brick work in foundation and plinth ini:6. Sl,NO: 4(1 )e. P. 21) 

183.00 

@ 11948.36 %cft 21865 

4	 Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 

R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI,  NO: 6i P. 17) 

138.00 

337.00 P.cft 46506 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Toi Bars: (Si, NO: 8 (Li) P.17) 

6.776 

@ 5001.70 P.cwt 33892 

Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 

116.00 

@ 3630.00 %0cIt 421 

7 Pacca brick work in ground floor in Cement sand mortar 1:6. (SI,  NO: 5(1 )e P. 21) 

249.00 
12674.36 %cft 3155 

Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 
20 gauge GI. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and lixing.(SI. NO: 29 P. 93) 

33.00 

228.90 1'.rft 7554 

Supplying & fixing in position iron / steel grill of ~" x 'Ii" size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(Sl, NO: 26 P.93) 

6.00 
@1 180.50 P.sft 1083 



Page NO: 02 

IS.NOI Description Measurement IQuantityl Rate Unit Amount 

1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or full)' glazed. 1~' thick. (SI, NO: 7(b) P.58) only shuttrs. 

30.00 
@ 902.93 

Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P.52) 
866.00 

© 2206.60 
Cement plaster 1:4 upto 20" height.(a) s/a" thick. (SI, NO: 11(a) P. 52) 

866.00 
@ 2197.52 

Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 
28.00 

© 3015.76 
Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 

139.00 
@ 1287.44 %sft 1790 

Extra labour rate for making cement plaster pattas/band around straight or carved opening 
& around the edges of roof slabs the width not less than 6' with fine finshing as directed 
by Engineer Incharge. SI, NO: 35 P.55) 

55.00 
19.36 P.rft 

Laying floor of approved with glazed tile ¼' thick cement 1:2 over ~" thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 

72.00 
@ 27678.86 %sft 

White glazed tile ¼" thick dado jointed in white crnent and laid over 1:2 cement sand 
mortar ~" thick including finishing. (SI, NO: 37 P.45) 

36.00 
© 28253.61 %sft 

Providing and laying 1' thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (Si, NO: 16 P. 42) 
2" thick  

107.00 
© 3275.50 %sft 

Whit washing Three coats.SI, 
107.00 

© 829.95 %sft 
Colour washing Three Coats.. 

1033.00 
@ 859.90 %sft 

j Painting doors and windows any type.three coats. Si,NO: 5(c/c) P. 70) 
NEW SURFACE 

70.00 

   

 

@ 2116.41 %sft 1481 

 

Total:- 263513 

CO4ACTO R 
Execd'tngineer 

Education Vorks Division 

Shaheed Benazirabd 

11 

12 

13 

14 

15 

P.sft 27088 

%sft 19109 

%sft 19031 

%sft 844 

NO: 26 P.54) 

(Sl,NO: 25 P.54) 

1065 

19929 

10171 

3505 

888 

8883 



SCHEDULE "B" W S & S F 
Name of Work:- Rehabilitation / Improvement/ Renovation of Existing Primary School of Taluka Daur 

Distt: S13A Under Special M&R Programme (2016-17) @ GBPS 1-laji Khan Shar Tal: Daur 
S.NO I Description I Measurement IQuantity Rate Unit Amount 

A P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic ihumble.(SI,NO: 1 - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 

S/F long BIB - COCK of superior quality with C.P. head ½" dia. (SI,NO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 

Providing & lixiing handle volves(china) (SI,NO: 5 P.17) 

"A" 31i"  dia 

2 NO. 2.00 271.92 Each 

Providing G.I.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 

testing with water to a pressure head of 200 feet and handling.(SI,NO: 1 P.12) 

"A" ½" dia 

15 rft 15.00 73.21 P.rft 1098 

"B" 3/a"  dia 
20 rft 20.00 95.79 P.rft 1916 

Providing R.C.C. pipes with collers class "B" digging the trnches to requird and fixing in 
position i/C cutting fitting and jointing with maxphaltic coniposition and cement mortor 1:1 

and testing with water pressure to a head of 4" feet above the top of heighst and refilling 
with excavated staff.(SI,NO.2 P.21) 

6" dia 
12 rft 12.00 199.25 P.rft 2391 

Boring for Lube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.(SI,NO: I P.41)(PHE) 

60 rft 60.00 160.00 P.rft 9600 

7 Providing, laying UPVC pipes of Class "B" fixing in trenches i/c cutting fitting and jointing with "Z" joints 
with one rubber ring i/c testing with water to head of 122 motor 40ft (SI NO: 6 (E/1) - P-22) PHE 
4" dia 1x20 20.00 

© 137.00 P.rft 2740 

8 Providing Laying UI'VC pipes of Class "D" fixing in trenches i/c cutting fitting and jointing with 
solvent cement i/C testing with water to a head of 122 motor 400ft (PHES 6- P-24) 

"A" 3/4" dia 1x30 30.00 

 

© 19.00 P.rft 570 

CONTRACTOR Executi Lri9neer 
Education Works Diviso 

Shaheed Benazir Abad, 

2219 

544 



Page NC): 02 

S.NO I Description I Measurement  

    

Quantity Rate Unit A ni ou n I 
Non-Schedule Items  

9 P/F Plastic P01)' Pipe Complete. 1-1/4k dia (N.SJ) 
100 nt 100.00 25.00 P.rft 2500 

10 Providing Fixing water pumping set with Diamond moter and pump 1HP I400PRM Single Phase 
220 volts 2"xl/1/2" suction and deilevary 401t head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

I NO. 1.00 18470.00 Each 18470 
Total:- 51741 

CQNTRACTOR 
ExecutiçEngineer 

Education Works Division 
Shaheed Benazir Abad 



U 

g)  

h)  

I) 

j)  

Period of Bid Validity 

Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

Percentage, if any to be deducted from Bills. 

Dead Line for submission of Bids alongwith time 

Venue, Time and Date of Bid Opening 

k)  

I) 

m)  

n)  

Time for completion from written order of Commerce. 

Liquidity damages 

Name of Contractor / Agency (Tender issued) 

Deposit Receipt No. Date amount (in words &Figures) 

EXECUT,NGINEER 
EDUCATION WORKS DIVISION 

SKAHEED SENAZIRABAD 

A.  

B.  

CONTRACTOR  

BIDDING DATA 

Tender Issued to  

Dated Rs. 30001= 

a) Name of Procuring Agency 

b) Brief Description of Work 

c) Procuring Agencys Address 

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY 
SCHOOL BUILDINGS IN TALUKA DAUR 
DISTRICT SHAHEED BENAZIRABAD.  
Packaqe•4  GBPS Khamiso Khan Brohi, GBPS Muhammad Uris 
Brohi. 

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 4.050 Million 

5% Rs. 202500/= 

90 Days 

5% 

3% 

@12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@ 1:00 P.m 

04 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

Call deposit No. 

Amounting to Rs.  

Rates 

dated of the  

4 

DR No. 



SCHEDULE "B" 
Name of Work:- Rehabilitation! Improvement! Renovation of Existing Prima7 School of Taluka Daur Distt: SBA 

Under Special M&R Programme (2016-17) @ GBPS Khamiio Brohi Tal: Daur 
IS.NO Description Measurement IQuantity Rate Unit Amount  

1 Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (Si, NO: 20 P.10) 

723.00 
@ 5445.00 %cft 

Removing cement or lime plaster.(SI, NO: 53 P.14) 

959.00 
@ 121.00 %sft 

Removing door with chowkat. (SINO: 33-A, I'.NO: 12) 
4.0 

@ 142.18 1'.No 
Removing window and sky light ilh chowkats. (B, NO: 34) 

6.00 
© 102.85 P.No 

Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10) 

1176.00 

@ 1285.63 %cft 

Pacca brick work in foundation and plirith in.i:6. (SLNO: 4(I)e. P.21) 

624.00 

© 11948.36 %cft 

Z Cement concrete brick or stone bllast 1½" to 2" gauge.(SI, NO: 4 (c) P. 15) 
Ratio 1:5:10 

426.00 

@ 8694.95 %cf( 

Filling watering and ramming earth under floor with new earth excavated from outside lead 

upto one chain and lift upto 5feet. (SI, NO: 22 l'.4) 

1890.00 

39367 

1160 

569 

617 

15119 

74558 

37040 

@ 3630.00 %0c1t 6861 

Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lilting shuttering curing rendering and finishing the 

exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. SI, NO: 6i P. 17) 

819.00 
@ 337.00 P.cfl 276003 

Q Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using 1'or Bars. (SI, NO: 8 (a) P.17) 

36.56 
@ 5001.70 r'.cwt 182862 

CONTRACTOR 
Execu fl9ineer Education :jcs Oivs 

Shaheed Benazir Abari. 



  

Page NO: 02 

  

- Is N01 1)escription Measurement IQuantityl Rate Unit 

 

Ainount 

11 Providing uid fixing C.! frames / chow khats of size 7" x 2" or 4½" x 3" for door using! 

20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts 

filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 

carriage tools and plants used in making and fixing.SI, NO: 29 P. 93) 

69.00 

@ 228.90 P.rft 15794 

Providing iid fixing G.L frames / chowkhats of size 7" x 2" or 4½" x 3' for Windows using/ 

20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 

with cement sand slurry of tation 1:6 and rep1iring the jambs. The cost also i/c carriage tools 

and plants used in making and fixing.(SI, NO: 28 P. 93) 

71.00 

240.50 P,rft 17076 

Supplying & fixing in position iron / steel grill of 3/411  x ½" size flat iron of approved 

designe including painting 3 coals etc. complete wight not tobe less than 3.7 Lbs/sq loot of 

finished grill.(Sl, NO: 26 l'.93) 

37.00 

© 180.50 P.sft 6679 

.4 Making & fixing steel grated doors with i/16"thick sheeting inclu cling angle iron frame 2"x2" 
3/s" and ¼" square bars 4" centre to centre with locking arrangement.(SI, NO: 24 P. 97) 

18.00 

@ 726.72 P.sft 13081 

Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 

941.00 

© 12674.36 %cft 119266 

1st class deodar wood wrought. Joinery in doors and windows ttc. fixed in position including 

chowkats hold fasts h inges, iron tower bIts. Chocks cleats, handles and coids with hooks, 

etc. Deodar panelled or panelled and glazed or fully glazed. 1t," thick. (SI, NO: 7(b) P.58) 

only shuttrs. 

30.00 

@ 902.93 P.sft 27088 

Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 

height in:i :6. (SI, NO: 7(1 )e P. 22) 

555.00 

@ 12346.65 %cft 68524 

18 Notice board made with cement.(SI, NO: 11'. 95) 

@ 58.11 Psft 3719 

2 Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 

asphltic mixture. (SI, NO: 28 P. 19) 

3" thick 

225.00 

@ 4982.18 'c1t 11210 

Q Borrowpit excavation undressed lead upto loOft. (SI, NO: 3 P. 1) 

Ordinariy soil.  

4420.00 

@ 2117.50 %0cft 9359 

CON Tr CTOR 
Execu,( 'ineer 

Education Divisi,. 
Shaheed FJejr Abac). 



34.00 
27678.86 %sft 
1:2 cement sand 

28253.61 %sft 

1287.44 %sft 

© 

White glazed tie 1/4"  thick daclo jointed in white cment and aid over 

mortar " thick including finishing. SI, NO: 37 P.45) 
84.00 

© 

Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 
2314.00 

© 

Cement plaster 1:4 upto 20" lieight.(c) ~" thick. (SI, NO: 11(c) P. 52) 
644.00 

© 3015.76 %sft 

28 Cement plaster 1:6 upto 20" height.(b) 1/2"  thick. (SI, NO: 13(b) P. 2) 

53 23 .00 
@ 2206.60 %sft 

29 Cement Plaster 1:4 upto 20" height.(a) /8" thick. (SI, NO: 11(a) P. 52) 

5323.00 
@ 2197.52 %sft 

9411 

23733 

29791 

19421 

117457 

116974 

 

Page NO: 03 

S.NO Description I Measurement Quai1tity Rate Unit Amount 

j Laying Earth work compaction in 6' layer leveling & dressing corn ilete.  (SI, NO: 13-A P. 3) 
4420.00 

@ 187.00 %0cft 827 

22 Cement concrete plain including placing compcting, finishing and curing, complete (including 
screening and washing of stone aggregate without shuttering.). (SI, NO: 5 P.18) 
Ratio 1:3:6 

4.00 

@ 12595.00 %cft 504 

23 P/L floor of Verona Marble tiles of Size 12"x2" and 3/4" fine dressed on the surface without 
winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with Slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

899.00 
@ 307.00 P.sft 275993 

24 Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (SI, NO: 16 P. 42) 

2" thick  
1850.00 

3275.50 °slt 60597 

Laying floor of approved with glazed tile '/" thick cement 1:2 over ~" thick cement 

mortar 1:2 cornpete. (SI, NO: 24 P. 43) 

C)NTRACTOR 

 

• Exec:ngineer 
Educato C3rks Divisio, 

Shaheed Benazir Abad. 



S.NO Description 

Page NO: 04 

Measurement IQtia ntity Rate Unit Amount 

Two coats of bitumen laid hot using 34 lbs for %sft over roof atiI blinded with sand at one 

CIt per % SIt. (SI, NO: 13 P.35) 
127.0() 

© 1887.40 %sft 23913 
Extra labour rate for making cement plaster pattas/band around straight or carved opening 
& around the edges of roof slabs the width not less than 6' with line linshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

5'2.00 
@ 19.36 

32 Whit washing.(SI,kO: 26 1'.54) 
Three Coats. 

:[27.0() 
@ 829.95 

Primaiy coat of chalk under distempering.(SLNO: 23 P.54) 
3:31.0() 

— © 442.75 

Distempering Three Coats.. (SI,NO: 24 (C) P.54) 
3231.00 

© 1079.65 
Colour washing Two Coats..(SI,NO: 25 P.54) 

4 697.0() 

- @ 859.90 

7 Painting doors and windows any type.three coats. (SI,NO: 4(c/c) I'. 70) 

"A"  NEW SURFACE 
3 S.0() 

© 2116.41 

i.00 

? 1270.83 %sft 457 

"B" NEW SURFACE 

© 674.60 %sft 810 

Total:- 1715439 

I4 
Executi ' - gineer 

Education Wor 's Division 
Shaheed Benazir Abad 

P.rft 11268 

%sft 10515 

%sft 14305 

%sft 34883 

%sft 40390 

%sft 8423 

Painting Guard bars, gates iron bars gratings, railings inc]udin', standard barces (etc) and 

similar open work. (SLNO: 4(d) P. 69) 
"A" NEW SURFACE 



Part"B"WS&S F 
Nanie ot \Vork:-  Rehabilitation! Improvement/ Renovation of Existing l'rimary School of Taluka Daur Distt: 

SBA Under Special M&R Programme (2016-17) GBI'S Kharniso Brohi Tal: Daur 
S.NO I Description I Measurement IQuantity I Rate  I Unit Amount 

I P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4' dia white glazed earthen ware trap & plastic thumble.(Sl,NO:  1 - B (ii) P.1) 

2 NO. 2.00 4802.60 Each 9605 
2 S/F long BIB - COCK 01 superior quality with C.?. head ½" dia. (SI,NO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 
Providing & fixing handle volveschina) (Sl,NO: 8 P.14) 
3/'I dia 

2 NO. 2.00 271.92 Each 544 

4 l'roviding G.l.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/ the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head ol 200 feet and handling.(Sl,NO: 1 P.11) 

"A" ½" dia 
22 rft 22.00 64.88 P.rft 1427 

"B" 3/i"  dia 
40 rft 40.00 95.79 P.rft 3832 

P/F in position Nloon connections complete with '1/2"dia brass stop cock with pair of brass 
nuts and lining joints to nvloon connection.(Sl,NO: 23 P.6) 

2 NO. 2.00 447.15 Each 894 
6	 Providing R.C.C. pipes with collers class "B" digging the trndies to requird and fixing in 

position i/c cutting fitting and jointing with maxphaltic composition and cement mortor 1:1 
and testing with water pressure to a head of 4" feet above the top of heighst and refilling 
with excavated stalI.(SI,NO.2 P.21) 
4' dia 

10 rft 10.00 146.57 P.rft 1466 
S/If cancealed TEE STOP COCK of sup: quality with crystal head ½" dia.Sl,NO:14(b) P.15) 

2 NO. 2.00 889.46 Each 1779 
Boring for tube veIl in wall bearing nails from ground level upto 100 it.or 30.5 meter depth 

i/c making and with drawing of casing pipe.(SI,NO: I P.36)(Pl-IE) 

hO nt 61).00 160.00 P.rft 9600 
l'roviding Fixing 'ater pumping set with Diamond moter and pump I HP I400PRM Single l'hase 
220 volts 2"xi/ 1/2' suction and deilevary 401t head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

I NO. 1.00 18470.00 Each 18470 

10 P/I:  Plastic Poty Pipe Complete. (N.S.l) 
80 rft  80.00 25.00 P.rft 2000 

Total:- 51836 

CONTt C TOR 
Execu .ngineer 

Education orks Division 
Shaheed Benazir Abad 



SCHEDULE "B" 
Name of Work:- Rehabilitation! Improvement! Renovation of Existing Primary School of Taluka Daur Distt: SBA 

Under Special M&R I'rogramme (2016-17) 0 GB'ti11I3rohi Tal: Daur  

IS.NOI Description  I Measurement IQuantityl Rate Unit Amount 

Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straigFtening the same. (SI, NO: 20 P.10) 

635.00 
0 5445.00 %cft 

Removing cement or lime plaster.SI, NO: 53 P.14) 
959.00 

0 121.00 %sft 
Removing door with chowkat. (SINO: 33-A, P.NO: 12) 

4.0 
0 142.18 P.No 

4 Removing window and sky light with chowkats. (B, NO: 34) 
6.00 

0 102.85 P.No 
Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10)  

876.00 
0 1285.63 %cft 

6 Pacca brick work in foundation and plinth in. 1:6. (Sl,NO: 4(1 )e. P. 21) 
1043.00 

z 

0 
Cement concrete brick or stone bilast 1½" to 2" gauge.(SI, NO: 4 (c) P. 15) 

11948.36 %cft 

Ratio 1:5:10 
709.00 

0 8694.95 %cft 
Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lilt upto Sleet. (SI, NO: 22 P.4) 

3329.00 

34576 

1160 

569 

617 

11262 

124621 

61647 

0 3630.00 %Ocft 12084 
Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (Sl, NO: 6i P. 17) 

731.00 
0 337.00 P.cft 246347 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (a) P.17) 

32.63 
0 5001.70 P.cwt 163205 

fl Providing and fixing G.I frames / chowkhats of size 7" x 2' or 41/f x 3" for door using! 
20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(Sl, NO: 29 P. 93)  

69.00 
228.90 Prft 15794 

CONTRACTOR 



 

Page NO: 02 

 

S.NO Description Measurement IQuantity Rate Unit Amount 

Providing and fixing G.l frames / chowkhats of size 7" x 2' or 4½" x 3" for Windows using! 

20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 

with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 

and plants used in making and fixing.(Sl, NO: 28 P. 93) 

71.00 

© 240.50 P.rft 17076 

Supplying & fixing in position iron! steel grill of ~" x ¼" size flat iron of approved 

designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 

finished grilL(Sl, NO: 26 P.93) 

37.00 

@ 180.50 P.sft 6679 

i Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 

/8" and ~" square bars 4" centre to centre with locking arrangement.(Sl, NO: 24 P. 97) 

18.00 

© 726.72 P.sft 13081 
Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 

284.00 

@ 12674.36 %cft 35995 

1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 

chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 

etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58) 

only shuttrs. 

30.00 

@ 902.93 P.sft 27088 

Pacca brick work in other than building 1/ c strcking of joints on walls upto 20 feet 

height in:1:6. (SI, NO: 7(1 )e P. 22) 

555.00 
© 12346.65 %cft 68524 

17 Notice board made with cement.Sl, NO: I P. 95) 

64.00 

© 58.11 Psft 3719 
Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 

asphltic mixture. (SI, NO: 28 P. 19) 

3" thick 

339.00 

© 4982.18 %cft 16890 

Borrowpit excavation undressed lead upto lOOft. (SI, NO: 3 P. 1) 

Ordinarry soil.  

4420.00 
© 2117.50 %0cft 9359 

Q Laying Earth work compaction in 6" layer leveling & dressing complete. SL NO: 13-A P.3) 

4420.00 

© 187.00 %0c1t 827 

j. Cement concrete plain including placing compcting, finishing and curing, complete (including 

screening and washing of stone aggregate without shuttering.). (SI, NO: 5 P.18) 

Ratio 1:3:6 

4.00 
@ 12595.00 %cft 504 

CONTRACTOR 



Page NO: 03 
S.NO Description I Measurement Quantity Rate Unit Amount 

22 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4 fine dressed on the surface without 
winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

899.00 
© 307.00 P.sft 275993 

Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (SI. NO: 16 p. 42) 

"A" 2" thick 
2608.00 

© 3275.50 %sft 85425 
"B" 3" Thick 

375.00 
© 4411.82 %sft 16544 

Laying floor of approved with glazed tile 1/4'  thick cement 1:2 over ~" thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 

34.00 
© 27678.86 %sft 9411 

White glazed tile /4" thick dado jointed in white cment and laid over 1:2 cement sand 
mortar ~" thick including finishing. (SI, NO: 37 P.45) 

84.00 
© 28253.61 %sit 23733 

26 Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53)  
2314.00  

© 1287.44 %sft 29791 

7 Cement plaster 1:4 upto 20" height.(c) 3/4"  thick. (SI, NO: 11(c) P. 52) 
644.00  

© 3015.76 %sft 19421 

Cement plaster 1:6 upto 20" height.(b) /2" thick. (SI, NO: 13(b) 1'. 52) 
6073.00 

© 2206.60 %sft 134007 
Cement plaster 1:4 upto 20" height.(a) /8"  thick. (SI, NO: 11(a) P. 52) 

6073.00 
@ 2197.52 %sft 133455 

Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
Cit per % Sft. (SI, NO: 13 P.35) 

1267.00 
© 1887.40 %sft 23913 

Extra labour rate for making cement plaster pattas/band around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

582.00 
@ 19.36 P.rft 11268 

Whit washing.SI,NO: 26 P.54) 
Three Coats.  

1267.00 
© 829.95 s1i 10515 

CONTRAqTOR 



 

Page NO: 04 

   

I. 
IsJ0I Description Measurement IQttantityI Rate 

Primary coat of chalk under distempering.(Sl,NO: 23 P.54) 

Unit Amount 

  

3231.00 

  

@ 442.75 !4O5 

4 Distempering Three Coats.. (SI, NO: 24(C)P.54) 

 

   

3231.00 
@ 1079.65 sIt 

Colour washing Two Coats..(SI ,NO: 25 P.54) 

 

   

 

5447.00 

  

@ 859.90 

7 Painting doors and windows any type.three coats. SI,NO: 4(c/c) P. 70) 
"A' NEW SURFACE 

%sft 46839 

 

398.00 

  

    

@ 2116.41 %sft 
Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. Sl,NO: 4(d) P. 69) 

"A" NEW SURFACE 
120.00 

@1 1270.83 %sft 

Total:- 1751075 

CON1 CIOR 
Execu ngineer 

Education ks Division 
Shaheed Benazir Abad 

8423 

1525 



SCHEDULE "B" W S & S F 
Name of Work:- Rehabilitation! Improvement/ Renovation of Existing Primazy School of Taluka Daur Distt: 

SBA Under Special M&R Programme (2016-17) @ GBPS Uris Brohi Tal: Daur 

1 P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.SI,NO: I - B (ii) P.1) 

2 NO. 2.00 4802.60 Each 9605 
S/F long BIB - COCK of superior quality with C.P. head ½" dia. (Sl,NO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 
Providing & fixing handle volves(china) (Sl,NO: 8 P.14) 
~" dia 

2 NO. 2.00 271.92 Each 544 

4 Providing G.l.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(SLNO: 1 P.11) 

"A" 112"  dia 
22 nt 22.00 64.88 P,rft 1427 

"B" 3/4"  dia 
40 rft 40.00 95.79 P.rft 3832 

P/F in position Nyloon connections complete with 1/2"dia brass stop cock with pair of brass 
nuts and lining joints to nyloon connection.(SLNO: 23 P.6) 

2 NO. 2.00 447.15 Each 894 
Providing R.C.C. pipes with collers class "B" digging the trnches to requird and fixing in 
position i/c cutting fitting and jointing with maxphaltic composition and cement mortor 1:1 
and testing with water pressure to a head of 4" feet above the top of heighst and refilling 
with excavated staff.Sl,NO.2 P.21) 
4" dia 

10 rft 10.00 146.57 P.rft 1466 

Z S/F cancealed TEE STOP COCK of sup: quality with crystal head ½" dia.(SLNO:14(b) P.15) 

2 NO. 2.00 889.46 Each 1779 

§	 Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.SLNO: I P.36)(PI-IE) 

60 rft 60.00 160.00 P.rft 9600 

Z Providing Fixing water pumping set with Diamond moter and pump IHP I400PRM Single Phase 
220 volts 2"x1/1/2" suction and deilevary 40ft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

1 NO. 1.00 18470.00 Each 18470 

13 P/F Plastic Poly Pipe Complete. (N.S.l) 
80 nt 80.00 25.00 P.rft 2000 

Total:- 51086 

CON1RACTO R 
e ye Engineer 

Education • rks Division 
Shaheed Benazir Abad 

S.NO I Description  Measurement (Quantity I Rate Unit Amount 



BIDDING DATA 

Tender Issued to  

Dated Rs. 3000I 

5 

DR No. 

a) Name of Procuring Agency 

b) Brief Description of Work 

c) Procuring Agencys Address 

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

h) Percentage, if any to be deducted from Bills. 

i) Dead Une for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY 
SCHOOL BUILDINGS IN TALUKA DAUR 
DISTRICT SHAHEED BENAZIRABAD.  
Packaqe-5  GBPS Muhammad Umar Brohi, GGPS Mitho Khan Brohi. 

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 5.050 Million 

5% Rs. 252500/= 

90 Days 

5% 

3% 

@ 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor I Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures)  

04 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

Call deposit No. dated of the  

Amounting to Rs.  

Rates  

A.  

B.  

 

CONTRACTOR  EXECUENGINEER 
EDUCATION WORKS DIVISION 

SHAHEED BENAZIRABAD 



DETAILED ESTIMATE 
Name of Work:- Rehabilitation / Improvement/ Renovation of Existing 

Primary School of Taluka Daur Distt: SBA Under Special M&R Programme 
(2016-17) @ GBPS Muhammad Umar Brohi Tal: Daur  

Is01 Description Measurement IQuantityl Rate Unit Amount 

1 Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI, NO: 20 P.10) 

868.00 
@ 5445.00 %cft 47263 

Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10)  
1592.00 

© 1285.63 %cft 20467 
Pacca brick work in foundation and plinth in.1:6. SI,NO: 4(1 )e. P. 21) 

979.00 
@ 11948.36 %cft 116974 

4 Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI, NO: 18 (b) P. 4) 

181.00 
© 3176.25 %Ocft 575 

Cement concrete brick or stone bllast 1'/2" to 2" gauge.(SI, NO: 4 (c) P. 15) 
Ratio 1:5:10 

677.00 
© 8694.95 %cft 58865 

Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 51eet. (SI, NO: 22 P.4) 

2366.00 
@ 3630.00 %0c1t 8589 

Z Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphltic mixture. (SI, NO: 28 P. 19) 
3" thick 

314.00 
© 4982.18 %cft 15644 

Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

888.00 
© 337.00 P.cft 299256 

9 Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
iv ing in position making joints and fastenings including cost of binding wire (also includes 

removal of rust from bars.) Using br Bars. (SI, NO: 8 (b) P.17) 
43.600 

@ 5001.70 P.cwt 218074 

CONTRACTOR 
Ec1:cstj LijrkS Oivisjo, 

£ .'.zir Abad. 



V 
Executi''èngjneer 

£th:cation %Works Division 
'Thahoed Benazir Abad. 

Page NO: 02 

IS.NOI Description Measurement IQuanti'I Rate Unit Amount 

10 Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 

20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.Sl, NO: 29 P. 93)  

69.00 
@ 228.90 P.rft 15794 

fl Providing and fixing G.I frames / chowkhats of size 7" x 2" or 4'/2" x 3" for Windows using! 
20 gauge Ci. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.(Sl, NO: 28 P. 93) 

141.00 
© 240.50 P.rft 33911 

i 1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1/4" thick. (SI, NO: 7(b) P.58)only shuttrs. 

171.00 
© 902.93 P.sft 154401 

Supplying & fixing in position iron / steel grill of ~" x ¼" size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(SI, NO: 26 P.93) 

83.00 
© 180.50 P.sft 14982 

j.4 Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 
/8" and ~" square bars 4" centre to centre with locking arrangement.(S!. NO: 24 P. 92) 

60.00 
@ 726.72 P.sft 43603 

Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 
height in:1:6. (SI, NO: 7(1 )e P. 22) 

1260.00 
@ 12346.65 %cft 155568 

Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 
929.00 

@ 12674.36 %cft 117745 

17 Cement plaster 1:6 upto 20" height.(b) '/2"  thick. (Si, NO: 13(b) P. 52)  
6701.00 

@ 2206.60 %sft 147864 
Cement plaster 1:4 upto 20" height.(a) 3/i"  thick. (SI, NO: 11(a) P. 52)  

6701.00 
© 2197.52 %sft 147256 

19 Cement plaster 1:4 upto 20" height.(c) ~' thick. (SI, NO: 11(c) P. 52) 
326.00 

@ 3015.76 %sft 9831 
Extra labour rate for making cement plaster pattas/ band around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
by Engineer lrcharge. (SI, NO: 35 P.55) 

508.00 
© 19.36 P.rft 9835 

1 Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 
1968.00 

@ 1287.44 %st 25337 

CV)NTRACTO R 



V 
Execufingineer 

Education Works Division 
Shaheed Benazir Abad. 

CONTRACTOR 

Page NO: 03 

S.NO I Description  I Measurement IQuantit,I Rate Unit Amount 

Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (SI, NO: 16 P. 42) 

"A" 2" thick 
2392.00 

@ 3275.50 %sft 78350 
"C" 3" Thick 

540.00 
© 4411.82 %sft 23824 

Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
Cit per % Sfi (SI, NO: 13 P.35) 

24 Notice board made with cement.(Sl, NO: 1 P. 95) 

Whit washing.(SI,NO: 26 P.54) 
Three Coats. 

1473.00 
© 829.95 %sft 12225 

Colour washing Two Coats..SI,NO: 25 P.54) 
9177.00 

@ 859.90 %sft 78913 

7 Painting doors and windows any type.three coats. (Sl,NO: 5(c/c) P. 70) 
NEW SURFACE 

398.00 
© 2116.41 %sft 8423 

Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. (Sl,NO: 5(d) P. 70) 
NEW SURFACE 

120.00 
@ 1270.83 %sft 1525 

29 P/L floorof Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 
winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

1175.00 
© 307.00 Psft 360725 

Q Providing and fixing /8' thick marble tiles of approved quality & colour shade size 
8" x 4/6" x 4" in dado skirting & (acing removal / tucking of existing plaster surface etc. 
over ½" thick of cement mortar 1:3 setting mortar base including filling the joints & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.Sl,NO: 68 P.49) 

120.00 
@ 186.04 Psft 22325 

1473.00 
© 1887.40 %sft 27801 

64.00 
© 58.11 Psft 3719 



Page NO: 04 

S.NOJ Description I Measurement Quantity Rate Unit Amount 

, Laying floor of approved with glazed tile /4"  thick cement 1:2 over 3/4"  thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 

75.00 
@ 27678.86 %sft 20759 

White glazed tile ¼" thick dado jointed in white cntent and laid over 1:2 cement sand 
mortar ~" thick including finishing. (SI, NO: 37 P.45) 

260.00 
@ 28253.61 %sft 73459 

Total:- 2373497 

CONTRACTOR 
Exec t ngineer 

Education orks Division 
Shaheed Benazirabad 



Part"B"WS &SF 
Name of Work:- Rehabilitation / improvement/ Renovation of Existing Primary School of 

Taluka Daur Distt: SBA Under Special M&R Programme (2016-17) © GBPS Muhammad Umar 
Brohi Ta!: Daur 

S.NO Description Measurement IQuantity Rate Unit Amount 
P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall pliiith & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(SI,NO: I - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 

2 P/F 6"x2" or 6"x3° C.I.floor trap of the approved self cleaning design with C.I.screw/down 
grating with or without a vent arm complet with and i/c making rquisite number of holes 
in walls plinth & floor for pipe cinnections & making good in CC 1:2:4.(SI,NO: 20 P.06) 

1 NO. 1.00 2042.43 Each 2042 

3 P/F 4" dia bend of the required degree with access door rubber washer 1/8" thick & bolt & 
nuts & extra paiting to match the colour of the building. SI,NO: 9, P.10) 

2 NO. 2.00 599.60 Each 1199 

4 Providing G.I.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(SLNO: 1 P.14) 

"A" 1/2"  dia 
30.00 73.21 P.rft 2196 

oJ3" 3/3U  dia 
50.00 95.79 P.rft 4790 

S/F long BIB - COCK of superior quality with C.P. head ½" dia. (SI,NO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 

P/F in position Nyloon connections complete with 1/2"dia brass stop cock with pair of brass 
nuts and lining joints to nyloon connection.(SI,NO: 23 P.6) 

2 NO. 2.00 447.15 Each 894 

Z S/F cancealed TEE STOP COCK of sup: quality with crystal head ½" dia.(SI,NO:12 (b) P.18) 

2 NO. 2.00 889.46 Each 1779 
Providing & fixing handle volves(china) (SI,NO: 5 P.17) 

"A" 3/4"  dia 

 

INO. 1.00 271.92 272 

"B" 1/2"  dia 

    

     

 

1 NO. 1.00 20042 EaJ 200 

CONTRAcTO 

  

  

xecuthEngineer 
Edutjon Works DIvisio 

Shahoed Beriazfr Abaci. 

30 rft 

50 rft 



 

Page NO: 02 

  

S.NO Description I Measurement IQuantity Rate Unit Amount 
9 Providing, laying UPVC pipes of Class "B" fixing in trenches i/c cutting fitting and jointing with "Z" joints 

with one rubber ring i/C testing with water to head of 122 motor 4Oft (SI NO: 6 (E/I) - P-22) PHE 
4" dia 1x30 30 

© 137.00 P.rIt 4110 
10	 Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 

i/c making and with drawing of casing pipe.(SI,NO: I P.41)(PHE) 

70 nt 70.00 160.00 P.rft 11200 
Total:- 40594 

Non-Schedule Items  
11 P/F Plastic Poly Pipe Complete. (N.S.I) 

1-1/4" dia 70 Rft 70.00 25.00 P.rft 1750 

j Providing Fixing water pumping set with Diamond moter and pump IHP I400PRM Single Phase 
220 volts 2"xl/1/2" suction and deilevary 40ft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

I NO. 1.00 18470.00 Each 18470 
Total:- 20220 

C Total:- 60814 

 

cio 

ExecutIvngineer 
Education Woris Division 

Shaheed Benazir Abad 

S 

 



SCHEDULE t1 B" 

Name Of Work:- Rehabilitation / Improvement! Renovation of Existing Primary School of Taluka 
Daur Distt: SBA Under Special M&R Programme (2016-17) © GPS Mitho Khan Brohi Tal: Daur 

I  S.NO Description I Measurement IQuantityl Rate Unit Amount 

1 Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10) 
2458.00 

© 1285.63 %cft 31601 

Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 

and straightening the same. (SI, NO: 20 P.10) 
829.00 

© 5445.00 %cft 45139 

I'acca brick work in foundation and plinth in.1:6. (SI,NO: 4(1 )e. P. 21) 
630.00 

© 11948.36 %cft 75275 

Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphltic mixture. (SI, NO: 28 (c) p. 19) 

3" thick 

206.00 

@ 4982.18 %cut 10263 
Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 

height in:1:6. (SI, NO: 7(1 )e P.22) 
558.00 

@ 12346.65 %cft 68894 

6	 Reinforced cement concrete work including all labour and material except the cost of steel 

reinforcement nd its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lilting shuttering curing rendering and linishing the 

exposed surfack' (including screening and washing of shingle) 
R.C. work in rof slab, beams columns rafts. Lintels and other structural members laid in 

situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 
913.00 

© 337.00 P.cft 307681 

7 Fabrication of mikl steel reinforcement for cement concrete including cutting bending, 

laying in position making joints and fastenings including cost of binding wire (also includes 

removal of rust from bars.) Using Tor Bars. (SI, NO: 8(b) P.17) 

S Ricca brick n or!. 

5001.70 

5(1 )e P. 21) 

P.cwt 
40.760 

© 

in e,round liner in Cement sand mortar 1:b. (SI, NO: 

1406.00 

© 12674.36 %cft 

9 Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52) 
5658.00 

© 2206.60 %slt 

1Q Cement plaster 1:4 upto 20" height.(a) /" thick. (SI, NO: 11(a) P. 52) 
5658.00 

@ 2197.52 °%sft 

203869 

178202 

124849 

124336 

CONTRACTOR Exe Engineer 
Education Works Divisjo 

Shaheed Benazir Abad. 



Page NO: 02 
S.NO Description Measurement Quantity Rate Unit Amount 

11 Providing and fixing G.l frames / chowkhats of size 7" x 2 or 4½" x 3" for door using! 
using 20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold 
fasts filling with cement sand slurry of tation 1:6 and repairing the jamhs. The cost also i/c 
carriage tools and plants used in making and fixing.SI, NO: 29 P. 93) 

69.00  
© 228.90 P.rft 15794 

17 Providing and fixing G.l frames / chowkhats of size 7" x 2" or 41/2"  x 3" for Windows using! 
using 20 gaug G.l. sheet i/c welded hinges and fixing at site with necessary hold 
fasts filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools abd plants used in making and fixing.Sl, NO: 28 P. 93) 

142.00 
© 240.50 P.rft 34151 

Removing door with chowkat. SINO: 33-A, P.NO: 12) 
2.0  

@ 142.18 P.No 284 

14 Cement pointing struck joints on walls.Ratio 1:2. (Si, NO: 19(a) P. 53) 
1907.00 

@ 1287.44 %sft 24551 

Laying floor of approved with glazed tile ¼" thick cement 1:2 over 3/4"  thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 

60.00 
© 27678.86 %sft 16607 

1 White glazed tile ¼" thick dado jointed in white cment and laid over 1:2 cement sand 
mortar 3/4"  thick including finishing. Si, NO: 37 P.45) 

181.00 
© 28253.61 %sft 51139 

17 Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
51t. In ordinary soil. (SI, NO: 18 (b) P.4) 

256.00 
© 3176.25 %0cft 813 

17 Cement concrete brick or stone bllast 1½" to 2" gauge.(SI, NO: 4 (c) P. 15) 
Ratio 1:5:10  

559.00 
© 8o94.95 %cft 48605 

Cement plaster 1:4 upto 20" height.(c) 3/4"  thick. (SI, NO: 11(c) P. 52) 
264.00 

© 3015.76 %sft 7962 

1 Extra labour rate for making cement plaster pattas/ band around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
b Engineer Incharge. (SI, NO: 35 P.55) 

528.00 
@ 19.36 P.rft 10222 

20 Notice board made with cement.(Sl, NO: I P. 95) 
68.00 

© 58.11 Psft 3951 

CONTRACTOR 
'ngineer fducati, VIorks Divis0,1 hahQ0 kzir 4bad. 



Page NO: 03 

IS.N01 Desäiption  J Measurement IQuantityl Rate Unit Amount 

21 P/ L floor of Verona Marble tiles of Size I 2"x12" and 3/4" fine dressed on the surface without 
winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

893.00 
@ 307.00 Psft 274151 

Providing and laying 1' thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (SI. NO: 16 P. 42) 

"A" 2" thick 
1798.00 

@ 3275.50 %sft 58893 

"B" 3" thick 
444.00 

© 4411.82 %sft 19588 

Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
Cit per % Sft. (SI, NO: 13 P.35) 

1219.00 
© 1887.40 %sft 23007 

Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 
3/s" and ~" square bars 4" centre to centre with locking arrangement.(Sl. NO: 24 P. 92) 

18.00 

© 726.72 P.sft 13081 

1st class deodar wood wrought. Joiner)' in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar pahelled or panelled and glazed or full)' glazed. 1%" thick. (SI, NO: 7(b) I'.58) 

only shuttrs. 
81.00 

© 902.93 P.sft 73137 

Extra labour rate making grooves of 1" x 1/4"  or 3/4"  x 1/4"  plastered surface with true 

edges both vertically & horizontly with uniform depth & with groove base smoothly finished 

etc. complete as per instruction of Engineer Incharge.(Sl,NO: 34 P.55) 
1101.00 

© 7.71 P.rft 8489 

7 Supplying & fixing in position iron / steel grill of ~" x /4" size flat iron of approved 

designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 

finished grill.(Sl, NO: 26 P.93) 
95.00 

@ 180.50 P.sft 

Whit washing.(Sl,NO: 26 P.54) 

Three Coats. 
1252.00 

@ 829.95 %sft 

29 Primary coat of chalk under distempering.SI,NO: 23 P.54) 
2644.00 

© 44275 

17148 

'1039'! 

I I70( 

C TRA. OR Executngineer 
Education Wtrks Division 

Shaheqd Benazir ,4bad. 
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S.NO Description Measurement Quantity Rate Unit Amount 

Distempering Three Coats.. (S1,NO: 24 (C) P.54) 
2644.00 

@ 1079.65 %sft 28546 

31 Colour washing Two Coats..(SI,NO: 25 l'.54) 
3493.00 

c 859.90 %cft 30036 

Painting doors and windows any type.three coats. (SLNO: 5 (c) P. 70) 

"A' NEW  SURFACE 
398.00 

1 2116.41 %sft 8423 

33 Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 

similar open work. (Sl,NO: 5(d) p. 70) 

"A" OLD SURFACE 
120.00 

© 674.60 %sft 810 
"B" NEW SURFACE 

36.00 
© 1270.83 %sft 457 

34 Filling watering and ramming earth under floor with new earth excavated from outside lead 

upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 
1313.00 

© 3630.00 %0c1t 4766 

Total:- 1966820 

Executi ' gineer 
Education orks Division 

Shaheeci Benazirabad 



f 

SCHEDULE "B" W S & S F 

Name Of Work:- Rehabilitation! Improvement! Renovation of Existing Primary School of Taluka Daur 
Distt: SBA Under Special M&R Programme (2016-17) @ GBPS Mitho Khan Brohi Ta!: Daur 

S.NO Description I Measurement IQuantity Rate Unit Amount 

1 P/F equating type white glazed of flushing Cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(SI,NO: 1 - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 
S/F long BIB - COCK of superior quality with C.P. head ½" dia. (SI,NO: 13(a) P.19) 

4 NO. 
Providing & fixing handle volves(china) (SLNO: 5 P.17) 
3/.," dia 

4.00 1109.46 Each 4438 

  

3N0. 3.00 271.92 Each 816 

   

Providing G.I.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(Sl,NO: 1 P.12) 
3/4" dia 

68 rft 68.00 95.79 P.rft 6514 
Providing R.C.C. pipes with collers class "B" digging the trnches to requird and fixing in 
position i/c cutting fitting and jointing with maxphaltic composition and cement mortor 1:1 

and testing with water pressure to a head of 4" feet above the top of heighst and refilling 
with excavated staff.(Sl,NO.2 P.24) 
6" dia 

16 nt 16.00 146.57 P.rft 2345 

Q	 Boring for tube well i wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.(SLNO: I P.41)(PHE) 

60 rft 60.00 160.00 P.rft 9600 

Z Providing Fixing water pumping set with Diamond moter and pump IHP 1400PRM Single Phase 
220 volts 2"xl/1/2" suction and deilevary 40ft head i/c base Plate and also making C:C: 1:3:6 

plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 
1 NO. 1.00 18470.00 Each 18470 

I otal:- 51876 

I' 
C IRACTOR 

Executi ngineer 
Education Works Division 

Shaheed Benazirabad 



BIDDING DATA 

Tender Issued to  

Dated Rs. 3000/= 

a) Name of Procuring Agency Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
b) Brief Description of Work BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED 

BENAZIRABAD AT GBPS Safar Dahri  

c) Procuring Agency's Address Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

d) Estimated Cost Rs. 2.700 Million 

e) Amount of Bid Security (fill in lump sum amount of in %age of 5% Rs. 1350001= 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 90 Days 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 5% 

h) Percentage, if any to be deducted from Bills. 3% 

i) Dead Line for submission of Bids alongwith time @ 12:00 Noon 

j) Venue, Time and Date of Bid Opening Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

k) Time for completion from written order of Commerce. 03 Months. 

I) Liquidity damages (0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

m) Name of Contractor I Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated of the  

Amounting to Rs.  

Rates  

A.  

B.  

CONTRACTOR EXECJdE ENGINEER 
EDUCATION WORKS DIVISION 

SHAHEED BENAZIRABAD 

6 

DR No. 



SCHEDULE "B' 
Name of Work:- Rehabilitation! Improvement! Renovation of Existing Primary School of Taluka Daur 

Distt: SBA Under Special M&R Programme (2016-17) @ GBPS Saffar Dahri Tal: Daur  

LS.NOI Description  I Measurement IQuantityl Rate Unit Amount 

1 Dismantling 2nd class tile roofing. (SLNO: 22 P.11) 
960.00 

@ 378.13 %cft 3630 
Dismantling rolled steel beams, iron rails etc.(SLNO: 42 P.14) 

12.77 
@ 126.04 P.cwt 1610 

Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10) 
1379.00 

© 1285.63 %cft 17729 
4 Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 

and straightening the same. (SI, NO: 20 P.10) 
140.00 

© 5445.00 %cft 7623 

Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI, NO: 18 (b) P. 4) 

350.00 
© 3176.25 %0cft 1112 

Pacca brick work in foundation and plinth in.1:6. (SI,NO: 4(1 )e. P. 21) 
582.00 

© 11948.36 %cft 69539 

Z Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 

1549.00 
© 3630.00 %0c11 5623 

Cement concrete brick or stone bllast 1½" to 2" gauge.Sl, NO: 4 (c) P. 15) 
Ratio 1:5:10 

483.00 
© 8694.95 %cft 41997 

Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 
1379.00 

© 12674.36 %cft 174779 

1Q Reinforced cment concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

644.00 
© 337.00 P.cft 217028 

CONTRACTOR 

 

ExccuLngineer 
Educatioi .:,rks Division 

Shaheed t.3enazir Abaci. 

I 



Page NO: 02 

S.NO I Description Measurement IQuantityl Rate Unit Amount 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (a) P.17) 

31.625 
© 5001.70 P.cwt 158179 

3. Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 
20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jarnbs. The cost also i/c 
carriage tools and plants used in making and fixing.(SI, NO: 29 P. 93) 

36.00 
© 228.90 P.rft 8240 

Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using! 
20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.(SI, NO: 28 P. 93) 

102.00 
© 240.50 P.rft 24531 

Supplying & fixing in position iron / steel grill of ~" x ¼' size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(SI NO: 26 P.93) 

54.00 
© 180.50 P.sft 9747 

15 Notice board made with cement.(SI, NO: I P. 95) 
64.00 

© 58.11 Psft 3719 

1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hqld fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58) 
only shuttrs. 

106.00 
© 902.93 P.sft 95711 

Cement concrete plain including placing compcting, finishing and curing, complete (including 
screening and washing of stone aggregate without shuttering.). (SI, NO: 5 P.18) 
Ratio 1:3:6 

87.00 
© 12595.00 %cft 10958 

Providing and fixing 3/s"  thick marble tiles of approved quality & colour shade size 
8" x 4/6" x 4" in dado skirting & facing removal / tucking of existing plaster surface etc. 
over ½" thick of cement mortar 1:3 setting mortar base including filling the joints & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.Sl,NO: 68 P.49) 

107.00 
@ 186.04 P.sft 19906 

Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (SI. NO: 16 P. 42) 

"A" 2" thick 1581.00 
© 3275.50 %sIt 51786 

"B" 3" thick 480.00 
@ 4411.82 %sIt 21177 

CONTRACTOR ExecIi,ngjneer  
Education Vkg DIvj ion 

Shaheed enazjr Abad. 
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S.NO Description Measurement IQuantityl Rate Unit Amount 

Q Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
Cit per % Sft. (Si, NO: 13 P.35) 

1161.00 
@ 1887.40 %sft 21913 

Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P.52) 
2526.00 

© 2206.60 %sft 55739 
Cement plaster 1:4 upto 20?!  height.(a) /8" thick. SI, NO: 11(a) P. 52)  

2526.00 
© 2197.52 %sft 55509 

Cement plaster 1:4 upto 20" height.(c) 3/4"  thick. (SI, NO: 11(c) P. 52) 
511.00  

© 3015.76 %slt 15411 
24 Extra labour rate for making cement plaster pattas/ band around straight or carved opening 

& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
by Engineer Encharge. (SI, NO: 35 P.55) 

112.00 

Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a)  P. 53) 
715.00 

@ 19.36 P.rft 2168 

@ 1287.44 ostt 9205 

  

Whit washing.(SI,NO: 26 P.54) 
Three Coats. 

1161.00 
@ 829.95 %sIt 9636 

Primary coat of chalk under disteinpering.(S1,NO: 23 P.54) 
2526.00 

© 442.75 %sft. 11184 
Distempering Three Coats.. (SI,NO: 24 (C) P.54) 

2526.00 
© 1079.65 %sft 27272 

Colour washing Two Coats..SI,NO: 25 P.54) 
715.00 

© 859.90 %sft 6148 

Q Painting doors and windows any type.three coats. SLNO: 4(c/c) P. 70) 
"A" NEW SURFACE 

256.00 
© 2116.41 %sft 5418 

31 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 
winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

727.00 
© 307.00 PsIl 223189 

Total:- 1387414 

 

CONTRACTOR 
Execithngineer 

Education Works Division 
Shaheed Benazir Abad 



SCHEDULE "B" 
Name of Work:- Rehabilitation/Improvement/Renovation of Existing Primary School of Taluka Daur 

Distt: SBA Under Special M&R Programme (2016-17) @ GBPS Saffar Dahri Tal: Daur  

IS.NOI Description  I Measurement IQuantit'I Rate Unit Amount  

1 Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI, NO: 18 (b) P. 4) 

1488.00 
'? 3176.25 %OcIt 4726 

Cement concrete brick or stone bllast 1½ to 2" gauge.(Sl, NO: 4 (c) P. 15) 
Ratio 1:5:10 

334.00 
© 8694.95 %cft 29041 

Pacca brick work in foundation and plinth in.1:6. (SI,NO: 4(1 )e. P. 21)  
1377.00 

0 11948.36 %cft 164529 

4 Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

318.00 
© 337.00 P.cft 107166 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using br Bars. (SI, NO: 8 (b) P.17) 

14.196 
© 5001.70 P.cwt 71004 

Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphitic mixture. (SI, NO: 28 P. 19) 
3" thick 

61.00 
0 4982.18 %cft 3039 

Z Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 51eet. (SI, NO: 22 P.4) 

73.00 
0 3630.00 %0clt 265 

Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 
height in:1:6. (SI, NO: 7(1 )e P. 22) 

1197.00 
© 12346.65 %cft 147789 

Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e p. 21) 
302.00 

© 12674.36 %cft 38277 

Q Providing and fixing G.I frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 
using 20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold 
fasts filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(SI, NO: 29 P. 93) 

33.00 
© 228.90 P.rft 7554 

CONTRACTOR 
Exe'uItl Engineer 

Education Works Divis 
Shaheed Benazir Abad. 
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I 40  Description J Measurement IQuaztityI Rate Unit Amount 

11 Supplying & fixing in position iron / steel grill of ~" x ¼" size flat iron of approved 
designe including painting 3 coaLs etc. complete wight not Lobe less than 3.7 Lbs/sq foot of 
finished grilL(Sl, NO: 26 P.93) 

12.00 
180.50 P.sft 2166 

1St class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold lasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. j3/4'  thick. (SI, NO: 7(b) P.58) 

30.00 
@ 902.93 P.sft 27088 

Cement concrete plain including placing compcting, finishing and curing, complete (including 
screening and washing of stone aggregate without shuttering.). (SI, NO: 5 (h) P.16) 
Ratio 1:3:6 

9.00 
© 12595.00 %cft 1134 

Laying floor of approved with glazed tile ¼" thick cement 1:2 over ~" thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 

75.00 
© 27678.86 %sft 20759 

White glazed tile ¼" thick dado jointed in white cment and laid over 1:2 cement sand 
mortar 3/4"  thick including finishing. (SI, NO: 37 P.45) 

124.00 
@ 28253.61 %sIt 35034 

1Z Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2'x2" 
/8"  and 3/4"  square bars 4" centre to centre with locking arrangement.(SI, NO: 24 P. 97) 

48.00 

© 726.72 P.sft 34883 
Providing and laying 1' thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (SI, NO: 16 P. 42) 
2" thick  

107.00 

3275.50 %sft 3505 
Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52) 

2844.00  
© 2206.60 %slt 62756 

Q Cement plaster 1:4 upto 20" height.(a) /8"  thick. (SI, NO: 11(a) P. 52)  
2844.00 

© 2197.52 %sft 62497 

, Cet i1aster  1:4 upto 20" height.(c) 3/4"  thick. (SI, NO: 11(c) P. 52) 
258.00 

© 3015.76 %sft 7781 
Cement pointing struck joints on walls.Ratio 1:2. (Si, NO: 19(a)  P. 53) 

1623.00 
@ 1287.44 %sft 20895 

Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
Cft per % Sit. (SI, NO: 13 P.35) 

107.00 
© 1887.40 %sft 2020 

CONTRACTOR Exectit1flgifleer 
F tucatiofl .rks Division 

LThheeci i.uazir Abad. 
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IN0I Description Measurement (.2uantity Rate Unit Aniount 

Borrowpit excavation undressed lead upto bOlt. (SI, NO: 3 P. 1) 
Ordinarry soil. 

1000.00 
© 2117.50 %Ocft 2118 

Dressing & Leveling of eart work to designed section etc complete (b) ordinary or hard soil(SI, NO: 11-b P. 3) 
1000.00 

© 187.55 %0c1t 188 
z Whit washing.(SI,NO: 26 P.54) 

Three Coats.  
100.00 

@ 829.95 %sft 830 

Colour washing Two Coats..(SI,NO: 25 P.54) 
2296.00 

@ 859.90 %sft 19743 
Primary coatof chalk under distempering.(SI,NO: 23 P.54) 

2086.00 
© 442.75 %slt 9236 

Q Distempering Three Coats.. SI,NO: 24 (C) P.54) 
2086.00 

© 1079.65 %sft 22521 

j Painting doors and windows any tvpe.three coats. Sl,NO: 5(c) P. 70) 
"A" NEW SURFACE 

82.00 
© 2116.41 %sft 1735 

Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. (Sl,NO: 5(d) P. 70) 
NEW SURFACE 

96.00 
@ 1270.83 %sft 1220 

Extra labour rate for making cement plaster pattas/band around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

516.00 
19.36 P.rft 9990 

Total:- 919185 

CONTRACTOR 
Exectftie Engineer 

Education Works Division 
Shaheed Benazir Abad 



I 

Part"BttWS &SF 
Name of Work:- Rehabilitation/improvement/Renovation of Existing Primary School of Taluka Daur 

Distt: SBA Under Special M&R Programme (2016-17) @ GBPS Saffar Dahri Ta!: Daur  

IS.NO I Description Measurement IQuantity J Rate Unit Amount  

] P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(SI,NO: I - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 
P/F 6"x2" or 6'x3" C.1.floor trap of the approved self cleaning design with C.l.screw/down 
grating with or without a vent arm complet with and i/c making rquisite number of holes 
in walls plinth & floor for pipe cinnections & making good in CC 1:2:4.(SLNO: 20 P.06) 

I NO. 1.00 2042.43 Each 2042 

P/F 4" dia bend of the required degree with access door rubber washer 1/8" thick & bolt & 
nuts & extra paiting to match the colour of the building. (Sl,NO: 9, P.10) 

2 NO. 2.00 599.60 Each 1199 

Providing G.l.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(Sl,NO: 1 P.12) 

"A" 1/2"  dia 
30.00 73.21 P.rft 2196 

"B" 3/4"  dia 
50.00 95.79 P.rft 4790 

S/F long BIB - COCK of superior quality with C.P. head ½ dia. SLNO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 

P/F in position Nyloon connections complete with 1/2"dia brass stop cock with pair of brass 
nuts and lining joints to nyloon connection.(SI,NO: 23 P.6) 

2 NO. 2.00 447.15 Each 894 

Z S/F cancealed TEE STOP COCK of sup: quality with crystal head ½" dia.(Sl,NO:12 (b) P.18) 

2 NO. 2.00 889.46 Each 1779 
Providing & fixing handle vo1veschina) Sl,NO: 5 P.17) 

"A" 3/4"  dia 
I NO. 1.00 271.92 Each 272 

JJ" 1/2" dia 
I NO. 1.00 200.42 Each 200 

9 Providing, laying UPVC pipes of Class "B" fixing in trenches i/c cutting fitting and jointing with "Z" joints 
with one rubber ring i/C testing with water to head of 122  motor 40ft (SI NO: 6 (E/I) - P-22) PHE 
4'dia 1x30 30  

@ 137.00 P.rft 4110 

CONTRACTOR Exec .nglneer 
Education Wo'ks Divisio' 

Sahoed E;zir Abad. 

30 rft 

50 nt 
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Is• Description J Measurement Quantity Rate Unit Amount 

12 Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.SI,NO: I P.41)(PHE) 

160.00 P.rft 9600 60.00 
Total:- 38994 

60.00 2500 P.rft 1500 

60 nt 

Non-Schedule Items  
11 P/F Plastic Poly Pipe Complete. (N.S.l) 

1-1/4" dia 60 Rft 

j Providing Fixing water pumping set with Diamond moter and pump IHP I400PRM Single Phase 
220 volts 2"xl/1/2" suction and deilevary 401t head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

I NO. 1.00 18470.00 Each 18470 
Total:- 19970 

C Total:- 58964 

COWTCTOR 
Exe Engineer 

Education Works Division 
Shaheed Benazir Abad 



BIDDING DATA 

Tender Issued to  

Dated Rs. 3000!: 

7 

DR No. 

o) Name of Procuring Agency 

p) Brief Description of Work 

q) Procuring Agency's Address 

r) Estimated Cost 

s) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

t) Period of Bid Validity 

u) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

v) Percentage, if any to be deducted from Bills. 

w) Dead Line for submission of Bids alongwith time 

x) Venue, Time and Date of Bid Opening 

y) Time for completion from written order of Commerce. 

z) Liquidity damages 

aa) Name of Contractor I Agency (Tender issued) 

bb) Deposit Receipt No. Date amount (in words &Figures) 

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED  
BENAZIRABAD AT GBPS Khamiso Brohi  

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 2.700 Million 

5% Rs. 1350001= 

90 Days 

5% 

3% 

@ 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

Call deposit No. dated of the  

Amounting to Rs.  

Rates  

A.  

CONTRACTOR EXECU ' ENGINEER 
EDUCATION WO KS DIVISION 

SF-IAHEED BENAZIRABAD 

B. 



SCHEDULE "B' 
Name of Work:-Rehabilitation/ Improvement! Renovation of Existing Primary School of Taluka 
Daur Distt: SBA Under Special M&R Programme (2016-17) @ GBPS Khamiso Brohi Bucheri Tal: 

Daur 

I N0  I Description 

   

Measurement jQuantityl Rate Unit Amount 

Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI, NO: 20 P.10) 

797.00 
© 5445.00 %cft 43397 

Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10) 
1603.00 

1285.63 %cft 20609 
Removing cement or lime plaster.SI, NO: 53 P.13) 

1397.00  
@ 121.00 %sft 1690 

4 Removing door with chowkat. SINO: 33-A, P.NO: 12) 
4.0 

© 142.18 P.No 569 
Removing window and sky light with chowkats. (SI NO 33-B, P.NO: 12) 

6.00  
© 102.85 P.No 617 

Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
51t. In ordinary soil. (SI, NO: 18 (b) P. 4) 

672.00 
© 3176.25 %0cft 2134 

Z Cement concrete brick or stone bllast 1½" to 2" gauge.(SL NO: 4 (c) P. 15) 
Ratio 1:5:10 

813.00 
@ 8694.95 %cft 70690 

8 Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphitic mixture. (SI, NO: 28 P. 19) 
3" thick 

339.00 

© 4982.18 %cft 16890 

2 Pacca brick work in foundation and plinth in.1:6. Sl,NO: 4(1 )e. P. 21) 
849.00 

@ 11948.36 %cIt 101442 

IQ Pacca brick work in ground floor in Cement sand mortar 1:6. (51, NO: 5(1 )e p. 21) 
1217.00 

© 12674.36 %cft 154247 

Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 
height in:1:6.(Sl, NO: 7(1 )e P. 22) 

1013.00 
@ 12346.65 %cft 125072 

Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 

1020.00 
© 3630.00 %0c1t 3703 

CONTRPTOR Executi*e Engineer 
Education Works Division 

Shaheed Benazir Ab3d. 

'S 

'a 
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S.NO Description  I Measurement IQuantity Rate Unit Amount 

Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surfae (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 61 P. 17) 

853.00 
© 337.00 P.cft 287461 

14 Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. SI, NO: 8 (b) P.17) 

41.888 
© 5001.70 P.cwt 209511 

15 Providing and fixing G.I frames / chowkhats of size 711  x 211  or 4½" x 3" for door using! 
20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(SI, NO: 29 P. 93) 

69.00 
© 228.90 P.rft 15794 

Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using! 
20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.(Sl, NO: 28 P. 93) 

196.00 
© 240.50 P.rft 47138 

j7 1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58) only shuttrs. 

171.00 
@ 902.93 P.sft 154401 

j Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52) 
6525.00 

© 2206.60 %sft 143981 

Cement plaster 1:4 upto 20" height.(a) ~" thick. (SI, NO: 11(a) P. 52) 
6525.00 

© 2197.52 %sft 143388 

Q Cement plaster 1:4 upto 20" height.(c) 3/4"  thick. SI, NO: 11(c) P. 52) 
913.00 

@ 3015.76 %sft 27534 
Cement pointing struck joints on walls. Ratio 1:2. (SI, NO: 19(a)  P. 53) 

2339.00 
© 1287.44 %sft 30113 

Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (SI, NO: 16 P. 42) 

"A" 2" thick 1921.00 
© 3275.50 %sft 62922 

3" thick 720.00 
© 4411.82 %sft 31765 

CONTRACTOR ExecUt Engineer 
Education Works Divisior 

Shaheed Betiazir Abad. 



60.00 

@ 726.72 
Whit washing three coats.(Sl,NO: 26 P.54) 

1504.00 
829.95 

Primary coatof chalk under distempering.SLNO: 23 P.54) 
2694.00 

© 442.75 
Distempering Three Coats.. (Sl,NO: 24 (C) P.54) 

2694.00 
@ 1079.65 

Colour washing Two Coats..(Sl,NO: 25 P.54) 
6128.00 

@ 859.90 

Z 

P.sft 43603 

%sft 12482 

%sft 11928 

%sIt 29086 

%sft 52695 

Page NO: 03 

jS.NO Description Measurement IQuantityl Rate Unit J Amount 
23 Notice board made with cement.SI, NO: 1 P. 95) 

64.00 
' 58.11 Psft 371') 

Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 
/8" and ~" square bars 4" centre to centre with locking arrangernent.SI, NO: 24 P. 97) 

Fainting doors and windows any type.three coats. Sl,NO: 5(c) P. 70) (NEW SURFACE) 
NEW SURFACE 

398.00 
@ 2116.41 %sft 8423 

Q Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. (Sl,NO: 5(d) P. 70) (NEW SURFACE) 

120.00 
© 1270.83 %sft 1525 

31 Extra labour rate for making cement plaster pattas/ band around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with fine uinshing as directed 
by Engineer lrtcharge. (SI, NO: 35 P.55) 

300.00 
19.36 P.rIt 5808 

Supplying & fixing in position iron / steel grill of ~" x ¼" size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished gritl.(Sl, NO: 26 P.93) 

81.00 
© 180.50 P.sft 14621 

Laying floor of approved with glazed tile ¼" thick cement 1:2 over ~" thick cement 
motLir 1:2 complete. SI, NO: 24 P. 43) 

75.00 
© 27678.86 %sft 20759 

White glazed tile ¼" thick dado jointed in white cment and laid over 1:2 cement sand 
mortar ~" thick including finishing. (SI, NO: 37 P.45) 

156.00 
© 28253.61 %slt 44076 

CONTRACTOR E xecutiEnqjneer 
cIuafjon Works Division 

Shaheed Senuzr .Abad. 



Page NO: 04 

S.NO Description Measurement Quantity Rate Unit Amount 

35 F/ L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 
winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

1001.00 
@ 307.00 Psft 307307 

Providing and fixing 3/s"  thick marble tiles of approved quality & colour shade size 
8" x 4/6" x 4 in dado skirting & facing removal / tucking of existing plaster surface etc. 
over ½" thick of cement mortar 1:3 setting mortar base including filling the joints & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(SI,NO: 68 P.49) 

120.00 
@ 186.04 Psft 22325 

37 Applying floating caot of cement 1/32" thick. (S.l NO: 14 P NO: 53) 

I 1397.00 
© 660.00 s 

CONTRACT 0 R 
ExecutiEngineer 

Education Works Division 
Shaheed Benazir Abad 



Part "B"WS &SF 
Name of Work:-Rehabilitation/ Improvement! Renovation of Existing Primary School of 

Taluka 1)aur Distt: SBA Under Special M&R Programme (2016-17) @ GBPS Khamiso Brohi Tal: 

Daur 

S.NO Description Measurement IQuantity I Rate  I Unit Amount  
P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumbIe.SLNO: I - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 
2	 P/F 6"x2" or 6"x3" C.l.floor trap of the approved self cleaning design with C.Lscrew/down 

grating with or without a vent arm complet with and i/c making rquisite number of holes 
in walls plinth & floor for pipe cinnections & making good in C 1:2:4.SLNO: 20 P.06) 

I NO. 1.00 2042.43 Each 2042 

P/F 4" dia bend of the required degree with access door rubber washer 1/8" thick & bolt & 
nuts & extra paiting to match the colour of the building. (Sl,NO: 9, P.10) 

2 NO. 2.00 599.60 Each 1199 

Providing G.I.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with Water to a pressure head of 200 feet and handling.(Sl,NO: 1 P.14) 

"A" 1/2"  dia 
30.00 73.21 P.rft 2196 

'B' ~" dia 
50.00 95.79 P.rft 4790 

S/F long BIB - COCK of superior quality with C.P. head ½" dia. SI,NO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 

P/F in position Nyloon connections complete with 1/2"dia brass stop cock with pair of brass 
nuts and lining joints to nyloon connection.(Sl,NO: 23 P.6) 

2 NO. 2.00 447.15 Each 894 

7 S/F cancealed TEE STOP COCK of sup: quality with crystal head 1/2"  dia.(SI,NO:12 (b) P.18) 

2 NO. 2.00 889.46 Each 1779 
Providing & fixing handle volves(china) (Sl,NO: 5 P.17) 

'A' 3/4" dia 
1 NO. 1.00 271.92 Each 272 

"B" 1/2"  dia 
1 NO. 1.00 200.42 Each 200 

9 Providing, laying UPVC pipes of Class "B" fixing in trenches i/c cutting fitting and jointing with "Z" joints 
with one rubber ring i/c testing with water to head of 122  motor 40ft (SI NO: 6 E/1) - P-22) PI-IE 

"A" 4"dia 1x30 30 
@ 137.00 P.rft 4110 

COiffRACTOR Executi.ng ineer 
Education Works Division 

Shahoed enazir AbacJ. 

30 rft 

50 rft 



otal:- 60814 

Page NO: 02 
S.NO I Description Measurement IQuantity Rate Unit Amount 

Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
- i/c making and with drawing of casing pipe.Sl,NO: 1 P.41)(PHE) 

70 nt 160.00 P.rft 11200 70.00 
Total:- 40594 

Non-Schedule Items 
11 P/F Plastic Pol' Pipe Complete. (N.S.I) 

1-1/4" dia 70 Rft 70.00 25.00 P.rft 1750 

Providing Fixing water pumping set with Diamond moter and pump IHP I400PRM Single Phase 
220 volts 2xl/ 1/2" suction and deilevary 40ft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

1 NO. 1.00 18470.00 Each 18470 
Total:- 20220 

COffp4.iø R 
Executigineer 

Education Works Division 
Shaheed Benazir Abad 



BIDDING DATA 

Tender Issued to  

Dated Rs. 30001= DR No. 

a) Name of Procuring Agency 

b) Brief Description of Work 

c) Procuring Agency's Address 

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

h) Percentage, if any to be deducted from Bills. 

i) Dead Une for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED 
BENAZIRABAD AT GuI Hassan Kerio  

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 2.750 Million 

5% Rs. 137500/= 

90 Days 

5% 

3% 

@ 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

Call deposit No. dated of the  

Amounting to Rs.  

Rates  

A.  

B.  

 

CONTRACTOR  EXECU - ENGINEER 
EDUCATION 'RKS DIVISION 

SHAI-IEED BENAZIRABAD 



It? SCHEDULE 'tB° 65 
Name of Work:- Rehabilitation / Improvement / Renovation of Existing Primary 
School of Taluka Daur Distt: SBA Under Special M&R Programme (2016-17) @ 

GBPS Gui Hassan Keerio Ta!: Daur 
S.NO Description Measurement IQuantityl Rate Unit Amount 

1 Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI, NO: 20 P.10) 

797.00 
@ 5445.00 %cft 43397 

Dismantling brick work in lime or cement mortar. SI, NO: 13 P.10)  
1603.00 

1285.63 %cft 20609 
Removing cement or lime plaster.(St, NO: 53 P.13) 

1397.00 
@ 121.00 %sft 1690 

4 Removing door with chowkat. SINO: 33-A, P.NO: 12) 
4.0  

@ 142.18 P.No 569 
Removing window and sky light with chowkats. (SI NO 33-B, P.NO: 12) 

6.00 
@ 102.85 P.No 617 

Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. En ordinary soil. (SI, NO: 18 (b) P. 4) 

672.00 
© 3176.25 %0c(t 2134 

Z Cement concrete brick or stone bllast 1½" to 2' gauge.S1, NO: 4 (c) P.15) 
Ratio 1:5:10 

813.00 
© 8694.95 %cft 70690 

Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphltic mixture. (SI, NO: 28 P. 19) 
3" thick 

339.00 

4982.18 %cft 16890 
Pacca brick work in foundation and plinth in.1:6. SI,NO: 4(1 )e. P. 21) 

849.00 
@ 11948.36 %cft 101442 

jQ Pacca brick work in ground floor in Cement sand mortar 1:6. iSI, NO: 5(1 )e P. 21) 
1217.00 

© 12674.36 %cft 154247 

fl l'acca brick work in other than building 1/ c strcking of joints on walls upto 20 feet 
height in:1:6. (SI, NO: 7(1 )e P. 22) 

1013.00 
© 12346.65 %cft 125072 

Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 

1020.00 
@ 3630.00 %0clt 3703 

CONTRACTOR 

 

Execué Engineer 
ducation Works Divisicn 

.haheed 8azir Abad. 



CONTRACTOR Execüt1ê Engineer 
Education Works Division 

Snaheed Benazir Abad. 

1 

Page NO: 02 

S.NO Description Measurement IQuantityl Rate Unit Amount 

Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

853.00 
© 337.00 P.cft 287461 

14 Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in poition making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

41.888 
© 5001.70 P.cwt 209511 

Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½' x 3" for door using! 
20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(SI, NO: 29 P. 93) 

69.00 
© 228.90 P.rft 15794 

Providing anirl fixing G.l frames / chowkhats of size 7" x 2' or 41/2"  x 3" for Windows using! 
20 gauge Ci. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.(Sl, NO: 28 P. 93) 

196.00 
© 240.50 P.rft 47138 

17 1st class deodar wood wrought. Joinery in doors and windows etc. fixed in 
chowkats hold fasts h inges, iron tower bIts. Chocks cleats, handles and cords 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, 

position including 
with hooks, 

NO: 7(b) P.58) only shuttrs. 
171.00 

@ 902.93 P.sft 154401 

Th Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52) 
6525.00 

@ 2206.60 %sft 143981 

Cement plaster 1:4 upto 20" height.(a) s/s" thick. (Si, NO: 11(a) P. 52) 
6525.00 

© 2197.52 %sft 143388 

Q Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 
913.00 

© 3015.76 %sft 27534 
Cement pointing stTuck joints on walls.Ratio 1:2. (51, NO: 19(a) P. 53) 

2339.00 
@ 1287.44 %sft 30113 

Providing and laying 1" thick topping cement concrete (1:2:4) including surface 
dividing into panels. (SI, NO: 16 P.42) 

finishing and 

"A" 2" thick 1921.00 
@ 3275.50 %sft 62922 

3" thick 720.00 
© 4411.82 %sft 31765 



I,  

S.NO Description 

Page NO: 03 

Measurement IQuanti'I Rate Unit AmoUnt 

23 Notice board made with cement.(SI, NO: 1 P. 95 
64.00 

@ 58.11 PsI 3719 
24	 Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 

/8" and ~" square bars 4" centre to centre with locking arrangement.(S!, NO: 24 P. 97) 

25 

Z 

60.00 
© 726.72 

Whit washing three coats.(Sl,NO: 26 P.54) 
1504.00 

© 829.95 
Primary coat of chalk under distempering.(SI,NO: 23 P.54) 

2694.00 
© 442.75 

Distempering Three Coats.. (SLNO: 24 (C) P.54) 
2694.00 

@ 1079.65 
Colour washing Two Coats..Sl,NO: 25 P.54) 

6128.00 
© 859.90 

Painting doors and windows any type.three coats. (Sl,NO: 5(c) P. 70) (NEW SURFACE) 
NEW SURFACE 

398.00 
© 2116.41 

P.sft 43603 

%sft 12482 

%sft 11928 

%slt 29086 

%sft 52695 

%sft 8423 

Q Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. (SLNO: 5(d) P. 70) (NEW SURFACE) 

120.00 
© 1270.83 %sft 1525 

Extra labour rate for making cement plaster paths/band around straight or carved opening 
& around the edges of roof slabs the width not less than 6' with fine finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

300.00 
19.36 P.rft 5808 

Supplying & fixing in position iron / steel grill of 3/4"  x ¼' size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(Sl, NO: 26 P.93) 

81.00 
© 180.50 P.sft 14621 

Laying floor of approved with glazed tile ~" thick cement 1:2 over 3/4'  thick cement 

mortar 1:2 complete. S1, NO: 24 P. 43) 
75.00 

© 27678.86 %sft 20759 

4 White glazed tile ¼' thick dado jointed in white cnient and laid over 1:2 cement sand 
mortar ~" thLck including finishing. (SI, NO: 37 P.45) 

156.00 
© 28253.61 %sft 44076 

CONTRACTOR 

 

Executie Engineer 
Education Works Division 

Shaheed Benazir Abad. 



Page NO: 04 

   

Rate Unit Amount S.NO Description Measurement IQuantit' 
35 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 

winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

1001.00 
@ 307.00 Psft 307307 

Providing and fixing ~" thick marble tiles of approved quality & colour shade size 
8" x 4/6" x 4" in dado skirting & facing removal / tucking of existing plaster surface etc. 
over 1/2" thick of cement mortar 1:3 setting mortar base including filling the joins & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(Sl,NO: 68 P.49) 

120.00 
@ 186.04 Psft 22325 

37 Applying floating caot of cement 1/32" thick. (S.l NO: 14 P NO: 53)  
1397.00 

© 660.00 %sft 9220 
Toti : 2282066 

CONTRACTOR 
Execuwi Engineer 

Education Works Division 
Shaheed Benazir Abad 



Part "B" WS &S F 
Name of Work:- Rehabilitation! Improvement/ Renovation of Existing Primary 
School of Taluka Daur Distt: SBA Under Special M&R Programme (2016-17) @ 

GBPS Gui Hassan Keerio Ta!: Daur 
S.NO Description Measurement IQuantity I Rate  J Unit Amount  

P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.Sl,NO: I - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 
P/F 6"x2" or 6"x3" C.I.floor trap of the approved self cleaning design with C.l.screw/down 
grating witF or without a vent arm complet with and i/c making rquisite number of holes 
in walls plinth & floor for pipe cinnections & making good in CC 1:2:4.Sl,NO: 20 P.06) 

1 NO. 1.00 2042.43 Each 2042 

P/F 40  dia bend of the required degree with access door rubber washer 1/8" thick & bolt & 
nuts & extra aiting to match the colour of the building. SLNO: 9, P.10) 

2 NO. 2.00 599.60 Each 1199 

Providing GJ.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(Sl,NO: 1 P.14) 
1/2" dia 

30.00 73.21 P.rft 2196 
"B' ¼"dia 

50.00 95.79 P.rft 4790 

S/F long BIB - COCK of superior quality with C.P. head ½" dia. (SI,NO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 

P/F in position Nyloon connections complete with 1/2"dia brass stop cock with pair of brass 
nuts and lining joints to nyloon connection.(Sl,NO: 23 P.6) 

2 NO. 2.00 44715 Each 894 

Z S/F cancealed TEE STOP COCK of sup: quality with crystal head ½" dia.(SI,NO:12 (b) P.18) 

889.46 Each 2 NO. 2.00 
8 Providing & fixing handle volves(china) SI,NO: 5 P.17) 

"\ 3/U dia 
1 NO. 1.00 271.92 Each 

"II" ½" dia 
1 NO. 1.00 200.42 Each 

9 Providing, laying UPVC pipes of Class "B" fixing in trenches i/c cutting fitting and jointing with "Z" joins 
with one rubber ring i/c testing with water to head of 122  motor 40ft (SI NO: 6 (E/1) - P-22) P1-fE 
4"dia 1x30 30 

137.00 P.rft 4110 

CONTRACTOR
Execngineer 

Education Vv rks Division 
Shaheed Beiazir Abad. 

30 nt 

50 rft 

1779 

272 

200 



CONTRACTOR 

otal:- 60814 

Execütt Engineer 
Education Works Division 

Shaheed Benazir Abad 

Page NO: 02 

* 4S.NO Description I Measurement IQuantity Rate Unit 

Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.SLNO: I P.41)(PHE) 

I i\inount 

70 rft 160.00 P.rft 11200 70.00 
Total:- 40594 

Non-Schedule Items 
11 P/F Plastic ['oly Pipe Complete. (N.S.l) 

1-1/4' dia 70 Rft 70.00 25.00 P.rft 1750 

Providing Fixing water pumping set with Diamond moter and pump IHP I400PRM Single Phase 
220 volts 2"xl/1/2" suction and deilevary 40ft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

I NO. 1.00 18470.00 Each 18470 
Total:- 20220 



BIDDING DATA 

Tender Issued to  

Dated Rs. 3QQQ/ DR No. 

a) Name of Procuring Agency 

b) Brief Description of Work 

c) Procuring Agencys Address 

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

h) Percentage, if any to be deducted from Bills. 

i) Dead Line for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures)  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED  
BENAZIRABAD AT GGPS Haji Budho Khan Jamali.  

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 2.550 Million 

5%Rs. 127500/= 

90 Days 

5% 

3% 

12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

© 1:00 P.m 

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

Call deposit No. dated of the  

Amounting to Rs.  

Rates  

A.  

B.  

CONTRACTOR  EXECIJ NGINEER 
EDUCATI' ''RKS DIVISION 

SHAHEED BENAZIRABAD 

9 



CONTRACTOR 
Exectjti Engineer 

Education Works Division 
Shaheed Benazir Abad. 

SCHEDULE "B" 
Name of Work:- Rehabilitation/Improvement/Renovation of Existing Primary 
School of Taluka Daur Distt: SBA Under Special M&R Programme (2016-17) @ 

+ 'GGPWudha Khan Jamali Tal: Daur 
S.NOI Description Measurement IQuantityl Rate Unit  Amount 

1 Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI, NO: 20 P.10) 

797.00 
© 5445.00 %cft 43397 

Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10) 
1603.00 

@ 1285.63 %cft 20609 

Removing cement or lime plaster.SI, NO: 53 P.13) 
1397.00 

© 121.00 %sft 1690 

Removing door with chowkat. (SINO: 33-A, P.NO: 12) 
4.0 

© 142.18 P.No 569 

Removing window and sky light with chowkats. (SI NO 33-B, P.NO: 12) 
6.00 

© 102.85 P.No 617 

Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI, NO: 18 (b) P. 4) 

672.00 
© 3176.25 %0cft 2134 

Z Cement conqete brick or stone bllast 1W' to 2" gauge.(SI, NO: 4 (c) P. 15) 
Ratio 1:5:10 

813.00 
@ 8694.95 %cft 70690 

Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphitic mixture. (SI, NO: 28 P. 19) 
3" thick 

339.00 
© 4982.18 %cft 16890 

Pacca brick work in foundation and plinth in.1:6. SI,NO: 4(1 )e. p. 21) 
849.00 

© 11948.36 %cft 101442 

Q Pacca brick work in ground floor in Cement sand mortar 1:6. SI, NO: 5(1 )e P. 21) 
1217.00 

© 12674.36 %cft 154247 

U Pacca brick ork in other than building i/ c strcking of joints on walls upto 20 feet 
height in:1:6; (SI, NO: 7(1 )e P. 22) 

1013.00 
© 12346.65 %cft 125072 



Page NO: 02 

IS.t0I Description Measurement IQuantit'I Rate Unit Amount 

Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 

1020.00  
@ 3630.00 %0cft 3703 

Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

853.00 
© 337.00 P.cft 287461 

jj Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

38.080 
@ 5001.70 P.cwt 190465 

i I'roviding and fixing G.l frames / chowkhats of size 7" x 2" or 41/2"  x 3" for door using! 
20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fas 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(Sl, NO: 29 P. 93) 

69.00 
@ 228.90 P.rft 15794 

Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using! 
20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing. (SI, NO: 28 P. 93) 

142.00 
© 240.50 P.r(t 34151 

1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower blts. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58) only shuttrs. 

171.00 
© 902.93 P.sft 154401 

Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52) 
6525.00 

@ 2206.60 %sft 143981 

Cement plaster 1:4 upto 20" height.(a) /" thick. Sl, NO: 11(a) P. 52) 
6525.00 

@ 2197.52 %sf( 143388 

Q Cement plaster 1:4 upto 20" height.(c) 3/4"  thick. SI, NO: 11(c) P. 52) 
913.00 

© 3015.76 %sft 27534 

Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a)  P. 53)  
2339.00 

© 1287.44 %sft 30113 

CONTRACTOR 
Execu ye Engineer 

Education 'orks Division 
Stiaheed enazir Abad. 

7 
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IS.NOJ Description Measurement IQuantituI Rate Unit Amount 

Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (SI, NO: 16 P. 42) 

"A0  2" thick 
1921.00  

@ 3275.50 %sft 62922 
"B" 3" thick 

720.00 
@ 4411.82 %sft 31765 

23 Notice board made with cement.(Sl, NO: I P. 95) 
64.00  

@ 58.11 Psft 3719 
Making & fixing steel grated doors with i/16"thick sheeting including angle iron frame 2"x2" 
~" and ~" square bars 4" centre to centre with locking arrangement.(Sl, NO: 24 P. 97) 

48.00 
@ 726.72 P.sft 34883 

Whit washing three coats.(Sl,NO: 26 P.54) 
1504.00 

@ 829.95 %sft 12482 
Primary coat of chalk under distempering.Sl,NO: 23 P.54) 

2694.00  
@ 442.75 %sft 11928 

Distempering Three Coats.. (Sl,NO: 24 (C) P.54) 
2694.00 

@ 1079.65 %slt 29086 
Colour washing Two Coats..(Sl,NO: 25 P.54) 

6128.00 
@ 859.90 %sft 52695 

Painting doors and windows any type.three coats. (Sl,NO: 5(c) P. 70) (NEW SURFACE) 
NEW SURFACE  

398.00 
@ 2116.41 %sft 8423 

Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. Sl,NO: 5(d) P. 70) (NEW SURFACE) 
M/Gate 1x2x8.0x6.0 96.00 

96.00 
@ 1270.83 %sft 1220 

Extra labour rate for making cement plaster pattas/band around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with line finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

300.00 
19.36 P.rlt 5808 

Supplying & fixing in position iron / steel grill of ~" x ¼" size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(Sl, NO: 26 P.93) 

81.00 
@ 180.50 P.sft 14621 

Laying floor of approved with glazed tile ¼" thick cement 1:2 over ~" thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 

75.00 
@ 27678.86 %sft 20759 

CONTRACTOR Execgineer 
Education Works Division 

ShahecJ 13enaz1r Abad. 
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IS.NO I Description  I Measurement IQuantityl Rate Unit Amount 

4 White glazed tile ~" thick dado jointed in white cment and laid over 1:2 cement sand 
mortar ~" thIck including finishing. (SI, NO: 37 P.45) 

98.00 
@ 28253.61 %sft 27689 

35 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 
winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 
C/ R Floor 2x20.0x16.0 640.00 
Ver: Floor I x41.25x7.0 289.00 

929.00 
© 307.00 Psft 285203 

Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
Cft per % Sit. (SI, NO: 13 P.35) 

1383.00 
© 1887.40 %sft 26103 

37 Applying floating caot of cement 1/32" thick. S.l NO: 14 P NO: 53)  
1379.00 

@ 660.00 %sft 9101 
Providing and fixing ~" thick marble tiles of approved quality & colour shade size 
8" x 4/6" x 4" in dado skirting & facing removal / tucking of existing plaster surface etc. 
over W thick of cement mortar 1:3 setting mortar base including filling the joints & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(Sl,NO: 68 P.49) 

86.00 
© 186.04 P.sft 15999 

Total:- 2222752 

COtTRACTOR 
Exec u t?c Engineer 

Education Works Division 
Shaheed Benazirabad 



I Measurement IQuantity I Rate Description S.NO Unit Aniount 

SCHEDULE "B" W S & S F 
Name of Work:- Rehabilitation/ Improvement! Renovation of Existing Primary 
School of Taluka Daur Distt: SBA Under Special M&R Programme (2016-17) @ 

GGPS Budha Khan Jamali Ta!: Daur 

P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4' dia white glazed earthen ware trap & plastic thumble.SLNO: I - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 
P/F 6"x2" or 6"x3" C.IMoor trap of the approved self cleaning design with CJ.screw/down 
grating with or without a vent arm complet with and i/c making rquisite number of holes 
in walls plinth & floor for pipe cinnections & making good in CC 1:2:4.(SI,NO: 20 P.06) 

I NO. 1.00 2042.43 Each 2042 

3 P/F 4" dia bend of the required degree with access door rubber washer 1/8" thick & bolt & 
nuts & extra paiting to match the colour of the building. (SI,NO: 9, P.10) 

2 NO. 2.00 599.60 Each 1199 

Providing G.l.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and hand ling.(SI,NO: 1 P.14) 

"A" 1/2"  dia 

30.00 73.21 P.rft 2196 
"B" 3/,"  dia 

50.00 95.79 P.rft 4790 

S/F long BIB - COCK of superior quality with C.P. head ½" dia. (SLNO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 

P/F in position Nyloon connections complete with 1/2"dia brass stop cock with pair of brass 
nuts and:l'ining joints to nyloon connection.(SI,NO: 23 P.6) 

2 NO. 2.00 447.15 Each 894 

Z S/F cancealed TEE STOP COCK of sup: quality with crystal head ½" dia.(SI,NO:12 (b) P.18) 

889.46 Each 2 NO. 2.00 
Providing & fixing handle volves(china) (Sl,NO: 5 P.17) 
3/4"  dia 

271.92 Each 1 NO. 1.00 
1/2"  dia 

200.42 Each I NO. 1.00 

9 Providing, laying UPVC pipes of Class "B" fixing in trenches i/c cutting fitting and jointing with "Z" joins 
with one rubber ring i/c testing with water to head of 122  motor 4Oft (SI NO: 6 (E/1) - P-22) PHE 

"A" 4"dia 1x30 30  
@ 137.00 Rrft 4110 

3) 

Executlrv.e Engineer 
Education Works Divisiot 

Shaheed Benazir Abad. 

CONTRACTOR 

"A" 

"B'' 

1779 

272 

200 

30 rft 

50 rft 
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Rate Unit S.NO Amount Quantity Description Measurement 

70 rEt 70.00 160.00 P.rft 11200 

CONtRc TO R 
Executi Engineer 

Education Works Division 
Shaheed Benazirabad 

10 Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.SI,NO: I P.41)(PHE) 

Total:- 40594 
Non-Schedule Items  

11 P/F Plastic Poly Pipe Complete. (N.SJ) 
1-1/4" dia 70 REt 70.00 25.00 P.rft 1750 

Providing Fixing water pumping set with Diamond moter and pump IHP I400PRM Single Phase 
220 volts 2xl/1/2" SUCtiOn and deilevary 4Oft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

I NO. 1.00 18470.00 Each 18470 
Total:- 20220 

G Total:- 60814 



BIDDING DATA 

Tender Issued to  

DR No. Dated Rs.30001 

a) Name of Procuring Agency 

b) Brief Description of Work 

c) Procuring Agency's Address 

Estimated Cost 

Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

Period of Bid Validity 

Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

Percentage, if any to be deducted from Bills. 

Dead Line for submission of Bids alongwilh time 

Venue, Time and Date of Bid Opening  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED 
BENAZIRABAD AT GBPS Ali Nawaz Vistro  

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 1.350 Million 

5% Rs. 67500/= 

90 Days 

5% 

3% 

@ 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor I Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No, dated  

Amounting to Rs.  

Rates 

A. 

B.  

CONTRACTOR  

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

of the  

EXECU1 ENGINEER 
EDUCATION IbRKS DIVISION 

SHAHEED BENAZIRABAD 



CNTRACTOR 
Execu'utng ineer 

Education Works Division 
Shaheed 6enazir Abad. 

SCHEDULE "B" 
Name of Work:- Rehabilitation/ Improvement/ Renovation of Existing 

Primary School of Taluka Daur Distt: SBA Under Special M&R Programme 
(2016-17) @ GBPS Au Nawaz Vistro Ta!: Daur 

I 
S.NO Description J Measurement IQua1fl1tyI Rate Unit 

I Di;ii.mtling cement concrate palain. 1:3:6 Sl, NO:19 (b) P.10) 
125.00 

@ 1306.80 %cft 

2 Removitg cement or lime plaster.(Sl, NO: 53 P.13) 
800.00 

© 121.00 %sft 
Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10) 

476.00 
© 1285.63 %cft 

Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI, NO: 20 P.10) 

32.00 

1634 

968 

6120 

@ 5445.00 %cft 1742 
Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
51t. In ordinary soil. (SI, NO: 18 (b) P. 4) 

242.00 

@ 3176.25 %0cft 769 
Cement concrete brick or stone bllast 1½" to 2" gauge.(Sl, NO: 4 (c) P. 15) 
Ratio 1:5:10 

671.00 
@ 8694.95 %cft 58343 

Z Pacca brick work in foundation and plinth in.1:6. (Sl,NO: 4(1 )e. P.21) 
614.00 

© 11948.36 %cft 73363 
Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 

789.00 
© 3630.00 %0c1t 2864 

Providing and fixing G.I frames / chowkhats of size 7' x 2' or 41/2'  x 3' for door using! 
20 gauge G.1. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(Sl, NO: 29 P. 93) 

69.00 
© 228.90 P.rft 15794 

Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" br Windows using/ 
20 gauge G.l. sheet i/c welded hinges and fixirtg at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.(Sl, NO: 28 P. 93) 

71.00 
© 240.50 P.rft 17076 

Supplying & fixing in position iron / steel grill of 3/4"  x W' size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(51, NO: 26 P.93) 41.00 

© 180.50 P.sft 7401 

Amount 



I 
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S.NO Description Measurement Quantity Rate Unit Amount 
Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 
height in:1:6. (SI, NO: 7(1 )e P. 22) 

1073.00 
@ 12346.65 %cft 132480 

13 Notice board made with cement.(Sl, NO: I P. 95) 
64.00 

© 58.11 Psft 3719 
14 Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 

51.00  
© 12674.36 %cft 6464 

Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (Si, NO: 6i P. 17) 

85.00 
© 337.00 P.cft 28645 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
remova of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

3.790 
© 5001.70 P.cwt 18956 

.7 1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bIts. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58)only shuttrs. 

126.00 
© 902.93 P.sft 113769 

18 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 
winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

678.00 
@ 307.00 Psft 208146 

Providing and fixing ~" thick marble tiles of approved quality & colour shade size 
8" x 4/6" x 4" in dado skirting & facing removal / tucking of existing plaster surface etc. 
over ½" thick of cement mortar 1:3 setting mortar base including filling the joints & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(SI,NO: 68 P.49) 

93.00 
@ 186.04 Psft 17302 

i'roviding and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (SI, NO: 16 P. 42) 

"A" 2" thick 1647.00 
© 3275.50 %sft 53947 

3" thkk 600.00 
© 4411.82 %sft 26471 

Executf Engineer 
Education Vorks Division 

Shaheed enazir Abad. 



© 428.84 %sft 4499 
1049.00 

558.00 
© 442.75 %sft 2471 

2046.00 
© 1079.65 %stt 22090 

2 Whit washing.(SI,NO: 2 P.54) 
Two Coats. 

Primary coat of chalk under distempering.SI,NO: 23 P.54) 

3j. Distempering Three Coats.. (SI,NO: 24 (C) P.54) 

Coloui washing Two Coats..(S1,NO: 25 P.54) 

CONTRACTOR 
Executive ngineer 

Education Wos Divisko 
Shaheed Bwizr Abicl. 

Page NO: 03 

S.NOJ Description I Measurement IQuantityl Rate Unit Amount 

Laying floor of approved with glazed tile ¼" thick cement 1:2 over 3/4"  thick cement 

mortar l:2 complete. (SI, NO: 24 P. 43) 
75.00 

© 27678.86 %sft 20759 
21	 White glazed tile V4" thick dado jointed in white cment and laid over 1:2 cement sand 

mortar 3/4"  thick including finishing. (SI, NO: 37 P.45) 
208.00 

@ 28253.61 %sft 58768 

Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
CII per 4' SIL (51, NO: 13 l'.35) 

1049.00 
© 1887.40 %sft 19799 

Cernentplaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52) 
2503.00 

© 2206.60 %sft 55231 

24 Cement plaster 1:4 upto 20" height.(a) W thick. (SI, NO: 11(a) P. 52) 
2503.00 

@ 2197.52 %sft 55004 

Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 
1187.00 

© 3015.76 %sft 35797 

Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 
1287.00 

@ 1287.44 %sft 16569 

7 Extra labour rate for making cement plaster pattas/band around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

286.00 

19.36 P.rft 5537 

Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 

s/a" and 3/4" square bars 4" centre to centre with locking arrangement.(SI, NO: 24 P. 92) 
15.00 

726.72 P.sft 10901 

3739.00 
© 85q90 32152 

I 
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S.NOI Description Measurement Quantity Rate Unit Amount 

Painting doors and windows an type.three coa. SLNO: 5(c/c) P. 70) 
'A" NEW SURFACE 

390.00 
2116.41 %sft 8254 

"B" OLD SURFACE 
108.00 

© 1160.06 %sft 1253 
Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. (SLNO: 4(d) P. 69) 

'A" NEW SURFACE 

30.00 
@ 1270.83 %sft 381 

"B" OLD SURFACE 

96.00 
© 674.9 %sft 648 

Total:- 1146083 

CONTRkCTOR 
Execu 1 - Engineer 

Education Works Division 
Shaheed Benazir Abad 



I SCHEDULE "B" W S & S F 
Name of Work:- Rehabilitation! Improvement! Renovation of Existing Primary School of Taluka Daur 

Distt: SBA Under Special M&R Programme (2016-17) @ GBPS Au Nawaz Vistro Tal: Daur 
S.NO Description I Measurement IQuantity I Rate Unit Amount  

I P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making gooc in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(SLNO: 1 - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 

S/F long BIB - COCK of superior quality with C.P. head ½" dia. (SI,NO: 13(a) P.19) 

2 NC). 2.00 1109.46 Each 2219 

Providing & fixing handle volves(china) (SI,NO: 5 P.17) 
A 3/4" dia 

2 NO. 2.00 271.92 Each 544 

4 Providing G.I.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(Sl,NO: 1 P.12) 

"A" 1/2"  dia 
22 ift 22.00 73.21 P.rft 1611 

"B 3/i" dia 

35 nt 35.00 95.79 P.rft 3353 

Providing RC.C. pipes with collers class "B" digging the trnches to requird and fixing in 
position i/c cutting fitting and jointing with maxphaltic composition and cement mortor 1:1 
and testing with water pressure to a head of 4" feet above the top of heighst and refilling 
with excavated staff.(SI,NO.2 P.21) 
6" dia 

10 nt 10.00 199.25 P.rft 1993 

Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.(SI,NO: 1 P.41)(PHE) 

50 rft 50.00 160.00 P.rft 8000 
7 Providing, laying UPVC pipes of Class "B" fixing in trenches i/c cutting fitting and jointing with "Z" joints 

with one rubber ring i/c testing with water to head of 122 motor 40ft (SI NO: 6 (E/1) - P-22) PHE 
4" dia 1x20 20.00 

© 137.00 P.rft 2740 
8 Providing Laying UPVC pipes of Class "D" fixing in trenches i/c cutting fitting and jointing with 

solvent cement i/c testing with water to a head of 122 motor 400ft (PHES 6- P-24) 
3/4" dia 1x30 30.00 

© 19.00 P.rft 570 

CThTPA 1"TflP ExecuUEngineer 
Education Works Oivisio;' 

Shaheed Benazir Abad. 
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S.NO I Description Measurement IQuantity Rate Unit Amount 

Non-Schedule Items 
9 P/F Plastic Poly Pipe Complete. l.1/4t  dia (N.S.1) 

25 rft 

  

25.00 25.00 P.rft 

10 Providing Fixing water pumping set with Diamond moter and pump IHP 1400PRM Single Phase 
220 volts 2"xl/1/2" suction and deilevary 40ft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

1 NC). 1.00 18470.00 Each 18470 

   

Total:- 49836 

 

CQNTRAC TO R 
Exec utie Engineer 

Education Works Division 
Shaheed Benazir Abad 



BIDDING DATA 

Tender Issued to  

Dated Rs. 3OOOI 

p. 

DR No. 

a) Name of Procuring Agency 

b) Brief Description of Work 

c) Procuring Agencys Address 

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

h) Percentage, if any to be deducted from Bills. 

I) Dead Line for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening 

k) Time for completion from written order of Commerce. 

I) Uquidity damages 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated  

Amounting to Rs.  

Rates  

A.  

B.  

CONTRACTOR  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED 
BENAZIRABAD AT GBPS Kararo Shah  

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 2.600 Million 

5% Rs. 130000/= 

90 Days 

5% 

3% 

@12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoj 
Garden Nawabshah 

@1:00 P.m 

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

EXECUTIV 'GINEER 
EDUCATION WORKS DIVISION 

SHAHEED BENAZIRABAD 

of the  



SCHEDULE "B" 
Name of Work:- Rehabilitation/ Improvement/ Renovation of Existing 

Primary School of Taluka Daur Distt: SBA Under Special M&R Programme 
(2016-17) @ GBPS Kararo Shah Ta!: Daur 

S.NOI Description Measurement IQt1antityI Rate Unit Aniount 

1 Dismantling 2nd class tile roofing. (SI,NO: 22 P.11) 

   

 

813.00 

  

 

© 378.13 3074 

Disnianling rolled steel beams, iron rails etc.(SI,NO: 42 P.14) 

  

 

17.890 

  

 

© 126.04 Pcwt 

 

Removfng door with chowkat. (SINO: 33-A, P.NO: 12) 

   

 

2.0 

  

    

@ 142.18 P.No 284 
Removing window and sky light with chowkats. (33-B, NO: 34)  

6.00 
© 102.85 P.No 617 

5 Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10) 
1833.00 

© 1285.63 %cft 23566 
6 Excavation in foundation of building bridges and other structures including dagbelling 

dressing refilling around structure with excavated earth watering and ramming lead upto 
51t. In ordinary soil. (SI, NO: 18 (b) P. 4) 

1339.00 
© 3176.25 %0c1t 4253 

z Cement concrete brick or stone bilast 1½" to 2" gauge.(Sl, NO: 4 (c) P. 15) 
Ratio 1:5:10 

928.00 
@ 8694.95 %cft 80689 

Pacca brick work in foundation and plinth in.1:6. (Sl,NO: 4(1 )e. P. 21) 
1810.00 

@ 11948.36 %cft 216265 
Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. tSl, NO: 6i P. 17) 

860.00 
© 337.00 P.cft 289820 

10 Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

38.390 
© 5001.70 P.cwt 192015 

j Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 

2398.00 
© 3630.00 0cft 8705 

S 

CONTRACTOR 
Executi Engineer 

Education Works Divisiot' 
Shaheed enazir Abad. 



Page NO: 02 

LS.NO I Description Measurement Quantity Rate Unit Amount 

Providing and fixing G.I frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 

20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts 

filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 

carriage, tools and plants used in making and fixing.SI, NO: 29 P. 93) 

69.00 

© 228.90 P.rft 15794 

Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using! 

20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 

with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 

and plants used in making and fixing.(Sl, NO: 28 P. 93) 

136.00 

@ 240.50 P.rft 32708 

j Supplying & fixing in position iron / steel grill of 3/4"  x ¼" size flat iron of approved 

designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 

finished grill.(Sl, NO: 26 P.93) 65.00 

© 180.50 P.sft 11733 

Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 
3/s" and 3/4"  square bars 4' centre to centre with locking arrangement.(S!, NO: 24 P. 92) 

48.00 

@ 726.72 P.sft 34SSi 

16 Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 

height iii:1 :6. (SI. NO: 7(1 )e P. 22) 

945.00 

@ 12346.65 %cft 

17 Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 

asphltic mixture. (SI, NO: 28 P. 19) 

316.00 

© 4982.18 %cft 15744 

J Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 

1581.00 

@ 12674.36 %cft 200382 

i Cement concrete plain including placing compcting, finishing and curing, complete (including 

screening and washing of stone aggregate without shuttering.). (SI, NO: 5 P.18) 

Ratio 1:3:6 

9.00 

@ 12595.00 %cft 1134 

Q Providing and laying I" thick topping cement concrete (1:2:4) including surface finishing and 

dividing into panels. (SI, NO: 16 P. 42) 

"A" 2" thick 1507.00 

© 3275.50 %sft 49362 

"C" 3" thick 728.00 

© 4411.82 %sft 32118 

Laying floor of approved with glazed tile ¼" thick cement 1:2 over 3/4"  thick cement 

mortar 1:2 complete. (SI, NO: 24 P. 43) 

75.00 

© 27678.86 %sft 20759 

White glazed tile ¼" thick dado jointed in white cment and laid over 1:2 cement sand 

mortar ~" thick including finishing. (SI, NO: 37 P.45) 

156.00 

@ 28253.61 %sft 44076 

CONTRACTOR Execut eEngineer 
Education Works Division 

Srtaheed 3oiazi; Abaot. 



Page NO: 03 
-4 S.NO Description Measurement I Quantity Rate Unit Amount 

23 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 
winding sot in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey oement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

641.00 
© 307.00 Psft 196787 

24 Notice board made with cement.(Sl, NO: I P. 95) 
64.00 

@ 58.11 Psft 3719 
Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
Cft per j% Sit. (SI, NO: 13 P.35) 

998.00 
© 1887.40 %sft 18836 

1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold lasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1/4" thick. (Si, NO: 7(b) P.58)only shuttrs. 

154.00 
© 902.93 P.sft 139051 

7 Cement pointing struck joints on wails.Ratio 1:2. (SI, NO: 19(a) P. 53) 
1960.00 

© 1287.44 %sft 25234 
Cement plaster 1:6 upto 20' height.(b) ½" thick. (SI, NO: 13(b) P. 52) 

5172.00 
© 2206.60 %sft 114125 

29 Cement plaster 1:4 upto 20" height.(a) 3/s"  thick. (SI, NO: 11(a) 1'. 52) 
5172.00 

© 2197.52 %sft 113656 

Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) p. 52) 
738.00 

© 301 5.76 %sft 22256 

Extra labour rate for making cement plaster pattas/band around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
by Engineer incharge. SI, NO: 35 P.55) 

604.00 
19.36 P.rft 11693 

Whit washing.(SI,NO: 26 P.54) 
Three Coats. 

1015.00 
@ 829.95 %sft 842-I 

Primary coat of chalk under distempering.(SI,NO: 23 P.54) 
2941.00 

© 442.75 %sft 13021 
Distempering Three Coats.. (SI,NO: 24 (C) P.54) 

2941.00 
© 1079.65 %sft 31753 

Colour washing Two Coats..S1,NO: 25 P.54) 
4493.00 

© 859.90 %sft 38635 

(____" ,,._'\' 

CONTRACTOR 
Execu e Engineer 

Education Works Diviso. 
Shaheed enazir Abad, 
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Is.N01 Description Measurement IQuantityl Rate 

Painting doors and windows any type.three coats. (S1,NO: 5(c/c) P. 70) 

"A" NEW SURFACE  

U nit Aniount 

 

360.00 

   

     

© 2116.41 %sft 7619 

Painting Guard bars, gales iron bars gratings, railings including standard barces (etc) and 

similar open work. (Sl,NO: 4(d) P. 69) 

NEW SURFACE 
96.00 

@ 1270.83 %s(t 1220 

Total:- 2142940 

CONTRACTOR 
Executive Engineer 

Education Works Division 
Shaheed Benazir Abad 



SCHEDULE "B" W S & S F 
Name of Work:- Rehabilitation! Improvement/Renovation of Existing I'rimary School of Taluka Daur 

Distt: S13A Under Special M&R Programme (2016-17) @ GBPS Kararo Shah Tal: Daur  

IS.N0 Description I Measurement IQuantity I Rate Unit Amount  

1 P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(SI,NO: I - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 

S/F long BIB - COCK of superior quality with C.P. head ½" dia. (SI,NO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 

Providing & fixing handle volves(china) (Sl,NO: 5 P.17) 
'A" 3/4"  dia 

2 NO. 2.00 271.92 Each 544 

Providing G.Lpipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(SI,NO: 1 P.12) 

"A" 1/2"  dia 
22 rft 22.00 73.21 P.rft 1611 

"B" i/i" dia 
35 rft 3.()() 95.79 P.rft 3353 

Providing R.C.C. pipes with collers class "B" digging the trnches to requird and fixing in 
position i/c cutting fitting and jointing with maxphaltic composition and cement mortor 1:1 
and testing with water pressure to a head of 4" feet above the top of heighst and refilling 
with excavated staff.(SI,NO.2 P.21) 
6" dia 

10 nt 10.00 199.25 P.rft 1993 

Q Boring fom tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 

i/c making and with drawing of casing pipe.(SI,NO: 1 P.41)(PHE) 

50 rft 50.00 160.00 P.rft 8000 
7 Providing, laying UPVC pipes of Class "B" fixing in trenches i/c cutting fitting and jointing with "Z" joints 

with one rubber ring i/c testing with water to head of 122 motor 401t (SI NO: 6 (E/1) - P-22) PHE 
4" dia 1x20 20.00 

@ 137.00 P.rft 2740 
8 Providing Laying UPVC pipes of Class "D" fixing in trenches i/c cutting fitting and jointing with 

solvent cement i/c testing with water to a head of 122 motor 400ft (PHES 6- P-24) 
"A" 3/4" dia 1x30 30.00 

CONTRACTOR 

© 19.00 P.rft 570 

Execu? Eninee 
Education Works Division 

Shaheed Benazir Ahad. 
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S. NO Description Measurement IQuaiitity Rate Unit Amount 

  

Non-Schedule Items  
() P/F Plastic Poly Pipe Complete. 1-1/4" dia (N.S.I) 

25 nt 25.00 25.00 P.rft 625 

10 Providing Fixing water pumping set with Diamond moter and pump IHP 1400PRM Single Phase 
220 volts 2"xi/i/2" suction and deilevary 4Oft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

I NO. 1.00 18470.00 Each 18470 
Total:- 49836 

cTRfiCTOR 
ExecuC Engineer 

Education Works Division 
Shaheed Benazir Abad 



BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 3000/= 

12 

a) Name of Procuring Agency 

b) Brief Description of Work 

c) Procuring Agencys Address 

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

h) Percentage, if any to be deducted from Bills. 

I) Dead Line for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED 
BENAZIRABAD AT GBPS Datar 0mb Rajpur 

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 2.790 Million 

5%Rs. 139500/= 

90 Days 

5% 

3% 

@ 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures)  

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

Call deposit No. dated of the  

Amounting to Rs.  

Rates 

A.  

B.  

 

CONTRACTOR  EXECUTIV8JGtNEER 
EDUCATION WORKS DIVISION 

SHAI-IEED BENAZIRABAD 



SCHEDULE "B" 
Name of Work:- Rehabilitation/Improvement/Renovation of Existing 

l'rimary School of Taluka Daur Distt: SBA Under Special M&R Programme 
(2016-17) @ GBPS Dater Dino Rajpar Ta!: Daur 

ISN0I Description  I Measurement IQuantitI Rate j Unit Amount 

1	 Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI, NO: 20 P.10) 

868.00 
@ 5445.00 %cft 47263 

Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10)  
1592.00  

@ 1285.63 %cft 20467 
Pacca brick work in foundation and plinth in.1:6. Sl,NO: 4(1 )e. P. 21) 

979.00 
© 11948.36 %cft 116974 

Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI, NO: 18 (b) P. 4) 

181.00 
© 3176.25 %Ocft 575 

Cement concrete brick or stone bllast 1½" to 2" gauge.(Sl, NO: 4 (c) P. 15) 
Ratio 1:5:10  

677.00 
@ 8694.95 %cft 58865 

Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 

2366.00 
@ 3630.00 %0cft 8589 

Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphltic mixture. (Si, NO: 28 P. 19) 
3" thick 

314.00 
© 4982.18 %cft 15644 

Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

888.00 
© 337.00 P.cft 299256 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

43.600 
© 5001.70 Pcwt 218074 

CONTRACTOR 
Execub Engineer 

Education Works Division 
Shaheed Benazir Abad. 



Page NO: 02 

I' laNOl Description Measurement IQuatitityl Rate 
Providing and fixing Gi frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 
20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling wiIh cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tbois and plants used in making and fixing.(SI, NO: 29 P. 93)  

69.00 

Unit iinount 

@ 228.90 P.rft 15794 

U Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using/ 
20 gauge Gi. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.Sl, NO: 28 P. 93) 

141.00 
© 240.50 P.rft 33911 

1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (Si, NO: 7(b) P.58)only shuttrs. 

171.00 
@ 902.93 P.sft 154401 

Supplying & fixing in position iron / steel grill of 3/4"  x ¼" size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(SI. NO: 26 P.93) 

83.00 
© 180.50 P.sft 14982 

jj Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 
3/s" and 3/4"  square bars 4" centre to centre with locking arrangement.(Sl, NO: 24 P. 92) 

60.00 

© 726.72 P.sft 43603 
15 Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 

height in:1:6. (SI, NO: 7(1 )e P. 22) 
1260.00 

© 12346.65 %cft 155568 

j. Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 
929.00 

© 12674.36 %cft 117745 

7 Cement plaster 1:6 upto 20" height.(b) /2"  thick. (SI, NO: 13(b) P. 52)  
6701.00 

@ 2206.60 %sft 147864 
Cement plaster 1:4 upto 20" height.(a) ~" thick. (Si, NO: 11(a) P. 52)  

6701.00 
© 2197.52 %sft 147256 

Cement plaster 1:4 upto 20" heighL(c) ~" thick. (SI, NO: 11(c) P. 52) 
326.00  

© 3015.76 %sft 9831 
Extra labour rate for making cement plaster pattas/band around straight or carved opening 
& around the edges of roof slabs the width not less than 6 with fine finshing as directed 
by Engineer Incharge. (SI. NO: 35 P.55) 

508.00 
@ 19.36 P.rft 9835 

21 Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53)  
1968.00 

© 1287.44 %sft 25337 

CONTRACTOR Execut Engineer 
Education V ks Divisio 

Shaheed Benazir Abad. 



Page NO: 03 
[s.rio 

      

Description Measurement Quantity Rate Unit Amount 

Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (SI, NO: 16 P. 42) 

"A" 2" thick  

2392.00 
@ 3275.50 %sft 78350 

c 3" Thick 
540.00 

@ 4411.82 %sft 23824 

23 Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
Cit per % Sit. (SI, NO: 13 P.35) 

24 Notice board made with cement.(SI, NO: I P. 95) 

Whit washing.SI,NO: 26 P.54) 
Three Coats. 

1473.00 
© 829.95 %sft 12225 

Colour washing Two Coats..(Sl,NO: 25 P.54) 
9177.00 

@ 859.90 %sft 78913 

7 Painting doors and windows any type.three coats. Sl,NO: 5(c/c) P. 70) 
NEW SURFACE 

398.00 
@ 2116.41 %sft 8423 

Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. (Sl,NO: 5(d) P. 70) 
NEW SURFACE  

120.00 
@ 1270.83 %sft 1525 

29 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 
winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

1175.00 
© 307.00 Psft 360725 

Providing and fixing ~" thick marble tiles of approved quality & colour shade size 
8" x 4/6" x 4' in dado skirting & facing removal / tucking of existing plaster surface etc. 
over ½" thick of cement niortar 1:3 setting mortar base including filling the joints & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(Sl,NO: 68 P.49) 

120.00 
© 186.04 Psft 22325 

ExecutiEngjneer 
Education Works Divisn 

Shaheed Benazjr Abac. 

1473.00 
© 1887.40 %sft 27801 

64.00 
© 58.11 Psit 3719 



Page NO: 04 

jS.NOI Description I Measurement Quantity  Rate Unit Amount 

Laying floor of approved with glazed tile '/4"  thick cement 1:2 over ~" thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 

75.00 
@ 27678.86 %sft 20759 

White glazed tile ~" thick dado jointed in white cment and laid over 1:2 cement sand 
mortar 3/4"  thick including finishing. (SI, NO: 37 P.45) 

260.UO 

@ 28253.61 %sft 73459 

Total:- 2373497 

CONT,* CIOR 
Executivngineer 

Education Works Division 
Shaheed Benazirabad 



SCHEDULE "B" W S & S F 
Name of Work:- Rehabilitation! Improvement/ Renovation of Existing Primary School of 

Taluka Daur Distt: SBA Under Special M&R Programme (2016-17) © GBPS Dater Dino Rajpar 
Tal: Daur 

S.NO Description I Measurement IQuantity Rate Unit Amount 
P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(SI,NO: 1 - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 
2 P/F 6"x2" or 6"x3" C.I.floor trap of the approved self cleaning design with C.I.screw/down 

grating with or without a vent arm complet with and i/c making rquisite number of holes 
in walls plinth & floor for pipe cinnections & making good in CC 1:2:4.(SI,NO: 20 P.06) 

1 NO. 1.00 2042.43 Each 2042 

P/F 4" dia bend of the required degree with access door rubber washer 1/8" thick & bolt & 
nuts & extra paitmg to match the colour of the building. (SLNO: 9, P.10) 

2 NO. 2.00 599.60 Each 1199 

Providing G.I.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(SI,NO: 1 P.14) 

At 1/2" dia 
30.00 73.21 P.rft 2196 

"B" 3/4"  dia 
50.00 95.79 P.rft 4790 

S/F long BIB - COCK of superior quality with C.P. head ½" dia. (SLNO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 

6 P/F in position Nyloon connections complete with 1/2"dia brass stop cock with pair of brass 
nuts and lining joints to nyloon connection.(SI,NO: 23 P.6) 

2 NO. 2.00 447.15 Each 894 

Z S/F cancealed TEE STOP COCK of sup: quality with crystal head ½" dia.(SI,NO:12 (b) P.18) 

2 NO. 2.00 889.46 Each 1779 
Providing & fixing handle volves(china) (SI,NO: 5 P.17) 

"A" 3/4"  dia 
I NO. 1.00 271.92 Each 272 

NBN 1/2" dia 
1 NO. 1.00 200.42 Each 200 

CO'1TACTOR Execu e Engineer 
Education Wks Divisio:i 

Shaheed Bazir Abad. 

30 rft 

50 rft 
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S.NO Description I Measurement Quantity Rate Unit Amount 
9 Providing, laying UPVC pipes of Class "B" fixing in trenches i/c cutting fitting and jointing with "Z" joints 

with one rubber ring i/c testing with water to head of 122 motor 40ft (SI NO: 6 (E/I) - P-22) PHE 
"A" 4"dia 1x30 30 

© 137.00 P.rft 4110 

1Q	 Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.(SI,NO: I P.41)(Pl-IE) 

70 rft 160.00 P.rft 11200 70.00 
Total:- 40594 

Non-Schedule Items 
11 P/F Plastic Poly Pipe Complete. (N.S.I) 

1-1/4" dia 70 Rft 70.00 25.00 P.rft 1750 

Providing Fixing water pumping set with Diamond moter and pump 1HP I400PRM Single Phase 
220 volts 2"xl/1/2 suction and deilevary 40ft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

1 NO. 1.00 i$I70.0(J Eat.'h 18470 
Total:- 20220 

G Total:- 60814 

CQNrTRACTOR 
Executi Engineer 

Education Works Division 
Shaheed Benazir Abad 



I 
EXECUTI GINEER 

EDUCATION WRKS DIVISION 
SHAHEED BENAZIRABAD 

CONTRACTOR  

BIDDING DATA 

Tender Issued to  

Dated Rs. 30001- 

13 

DR No. 

a) Name of Procuring Agency 

b) Brief Description of Work 

c) Procuring Agencys Address 

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

1) Period of Bid Validity 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

h) Percentage, if any to be deducted from Bills. 

i) Dead Line for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures)  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED 
BENAZIRABAD AT GBPS Mirza Farukh Baiq 

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 2.690 Million 

5% Rs. 134500/= 

90 Days 

5% 

3% 

@ 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

Call deposit No. dated of the  

Amounting to Rs.  

Rates 

A.  

B,  



SCHEDULE "B" 43 
Name of Work:- Rehabilitation! Improvement/ Renovation of Existing Primary 
School of Taluka Daur Distt: SBA Under Special M&R Programme (2016-17) @ 

GBPS Mirza Farukh1: Daur  

IS.No I Description Measurement IQuanti'I Rate Unit A mount 

1 Dismantling cement 
and straightening 

Dismantling brick 

concrete reinforced separating reinforcement from concrete cleaning 
the same. (SI, NO: 20 P.10) 

43397 

20609 

797.00 
@ 5445.00 %cft 

work in lime or cement mortar. (SI, NO: 13 P.10) 
1603.00 

© 1285.63 %cft 

Removing cement or lime plaster.SI, NO: 53 P.13) 
1397.00 

@ 121.00 %sft 1690 

Removing door with chowkat. (SINO: 33-A, P.NO: 12) 
4.0 

@ 142.18 P.No 569 

Removing window and sky light with chowkats. (SI NO 33B, P.NO: 12) 
6.00 

© 102.85 P.No 617 

Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
Sit. In ordinary soil. (SI, NO: 18 (b) P. 4) 

672.00 
@ 3176.25 %Ocft 2134 

z Cement concrete brick or stone bllast 1½" to 2" gauge.SI, NO: 4 (c) P. 15) 
Ratio 1:5:10 

813.00 
@ 8694.95 %cft 70690 

8 Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphltic mixture. (SI, NO: 28 P. 19) 
3" thick 

339.00 
@1 4982.18 %cft 16890 

9 Pacca brick work in foundation and plinth in.1:6. SI,NO: 4(1 )e. P. 21) 
849.00 

© 11948.36 %cft 101442 

Pacca brick work in ground floor in Cement sand mortar 1:6. SI, NO: 5(1 )e P. 21) 
1217.00 

© 12674.36 %cft 154247 
Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 
height in:1:6. (SI, NO: 7(1 )e P. 22) 

1013.00 
© 12346.65 °ci 125072 

CONTRACTOR 
Execu '' Engineer 

Eductjon jorks Division 
Shahoed Benazir Abad. 



.3 Page NO: 02 

 

3.NO Description Measurement IQuantity Rate Unit Amount 

17 Filling watering and ramming earth under floor with new earth excavated from outside lead 
-

upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 
1020.00 

@ 3630.00 %0cft 3703 
j Reinforced cement concrete work including all labour and material except the cost of steel 

reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

853.00 
© 337.00 P.cft 287461 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

38.080 
© 5001.70 P.cwt 190465 

Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 
20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.Sl, NO: 29 P. 93) 

69.00 
© 228.90 P.rlt 15794 

Providing and fixing G.I frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using! 
20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.SI, NO: 28 P. 93) 

71.00 
© 240.50 P.rft 17076 

17 1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1/4' thick. (SI, NO: 7(b) P.58) only shuttrs. 

171.00 
© 902.93 P.sft 154401 

Cement plaster 1:6 upto 20" height.(b) '/z" thick. (SI, NO: 13(b) P. 52) 
6525.00 

@ 2206.60 %sft 143981 

Cement plaster 1:4 upto 20" height.(a) s/s" thick. (SI, NO: 11(a) P. 52) 
6525.00 

© 2197.52 %sft 143388 

Q cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 
913.00 

© 3015.76 %sft 27534 

7, Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a)  P. 53)  
2339.00 

© 1287.44 %sft 30113 

CONTRACTOR ExecU Engineer 
Education WQrks Divisior 

Shahoed Beriazir Abd. 



Page NO: 03 

S.NOI Descriptiqn Measurement IQtiantityI Rate Unit Amount 
Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (SI, NO: 16 P. 42) 

"At' 2" thick 

 

 

1921.00 

  

    

@ 3275.50 %sft 62922 
"B" 3" thick 

720.00 
4411.82 %sft 31765 

23 Notice board made with cement.SI, NO: I P. 95) 
64.00 

© 58.11 Psft 3719 

Making & fiing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 
3/oh' and ~' square bars 4" centre to centre with locking arrangement.(SI, NO: 24 P. 97) 

48.00 
© 726.72 P.sft 34883 

25 Whit washing three coats.cS1,NO: 26 P.54) 

Primary coat of chalk under distempering.(SI,NO: 23 P.54) 

7 Distempering Three Coats.. (Sl,NO: 24 (C) P.54) 

Colour washing Two Coats..(SI,NO: 25 P.54) 

1504.00 
@ 829.95 %sft 12482 

2694.00 

@ 442.75 %sft 11928 

2694.00 

© 1079.65 %sft 29086 

6128.00 
@ 859.90 %sft 52695 

Painting doors and windows any type.three coats. (Sl,NO: 5(c) P. 70) (NEW SURFACE) 
NEW SURFACE 

398.00 
© 2116.41 %sfi 8423 

Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 

similar open work. SI,NO: 5(d) P. 70) (NEW SURFACE) 
96.00 

© 1270.83 %sft 1220 
, Extra labour rate for making cement plaster pattas/band around straight or carved opening 

& around the edges of roof slabs the width not less than 6,' with fine finshing as directed 

by Engineer Incharge. S1, NO: 35 P.55) 
300.00 

19.36 P.rft 5808 
Supplying & fixing in position iron / steel grill of ~" x ¼" size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(Sl, NO: 26 P.93) 

81.00 
© 180.50 P.sft 14621 

Laying floor of approved with glazed tile ~" thick cement 1:2 over ~" thick cement 
mortar 1:2 complete. SI, NO: 24 P. 43) 

75.00 

CONTRACTOR ExecuU(Engjneec 
Education Works Division 

Shaheed Benazir Abad. 



CONTRACTOR 

1 

Executivngineer 
Education Works Division 

Shaheed Benazirabad 

27678.86 %sft 20759 
Page NO: 04 

S.NO Description j Measurement IQualitityl Rate Unit 

i1 White glazed tile ¼' thick dada jointed in white cment and laid over 1:2 cement sand 

mortar ~" thick including finishing. (Si, NO: 37 P.45) 

A niou ut 

 

260.00 

  

    

@ 28253.61 %sft 73459 
35 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 

winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

1093.00 
© 307.00 Psft 335551 

36 Providing and fixing /" thick marble tiles of approved quality & colour shade size 
8" x 4/6" x 4" in dado skirting & facing removal / tucking of existing plaster surface etc. 
over /2" thick of cement mortar 1:3 setting mortar base including filling the joints & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(Sl,NO: 68 P.49) 

120.00 

186.04 Ps1i 22325 
Total:- 2272919 



Part "B" WS &S F 
Name of Work:- Rehabilitation/ Improvement/ Renovation of Existing Primary 
School of Taluka Daur Distt: SBA Under Special M&R Programme (2016-17) @ 

GBPS Mirza Farukial: Daur 
S.NO Description Measurement Quantity Rate Unit Amount 

P/F equatiig type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia v'hite glazed earthen ware trap & plastic thumble.(SI,NO: 1 - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 
P/F 6'x2" or 6"x3" C.l.uloor trap of the approved self cleaning design with C.l.screw/down 
grating with or without a vent arm conplet with and i/c making rquisite number of holes 
in walls plinth & floor for pipe cinnections & niaking good in CC 1:2:4.Sl,NO: 20 P.06) 

I NO. 1.00 2042.43 Each 2042 

P/F 4" dia bend of the required degree with access door rubber washer 1/8" thick & bolt & 
nuts & extra paiting to match the colour of the building. (Sl,NO: 9, P.10) 

2 NO. 2.00 599.60 Each 1199 

Providing G.I.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(Sl,NO: 1 P.14) 

"A" 112"  dia 
30.00 73.21 P.rft 2196 

"B" 3/4"  dia 
50.00 95.79 P.rft 4790 

S/F long BIB - COCK of superior quality with C.P. head ½" dia. (Sl,NO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 

P/F in position Nyloon connections complete with 1/2"dia brass stop cock with pair of brass 
nuts and lining joints to nyloon connection.(Sl,NO: 23 P.6) 

2 NO. 2.00 447.15 Each 894 

Z S/F cancealed TEE STOP COCK of sup: quality with crystal head ½" dia.SLNO:12 (b) P.18) 

2 NO. 2.00 889.46 Each 1779 
Providing & fixing handle volves(china) (Sl,NO: 5 P.17) 

"A" 3,4"  dia 
I NO. 1.00 271.92 Each 272 

"B" 1/2"  dia 
I NO. 1.00 200.42 Each 200 

9 Providing, laying UPVC pipes of Class "B' fixing in trenches i/c cutting fitting and jointing with "Z" joints 
with one rubber ring i/c testing with water to head of 122  motor 401t SI NO: 6 (E/1) - P-22) PHE 

NA" 4" dia 1x30 30  
© 137.00 P.rft 4110 

CONTRACTOR Execu Engineer 
F ducation Nrks Divisiofl 

Shhoed e'uzir Abad. 

30 rft 

50 rft 



Page NO: 02  

IS.NO Description I Measurement IQuantity I Rate  I Unit 
Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.(SI,NO: I P.41)(PHE) 

:\iriouiit 

70 rft 70.00 160.00 P.rft 11200 
Total:- 40594 

Non-Schedule Items  
11 P/F Plastic Poly Pipe Complete. (N.S.l) 

1-1/4" dia 70 Rft 70.00 25.00 P.rft 1750 

Providing Fixing water pumping set with Diamond moter and pump IHP I400PRM Single Phase 
220 volts 2"xl/1/2" suction and deilevary 40ft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

1 NO. 1.00 18470.00 Each 18470 
Total:- 20220 

C Total:- 60814 

CONTRACTOR ExecutiThgineer 
Education Wçks Division 

Shaheed Benazirabad 



BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 30001 

14 

a) Name of Procuring Agency 

b) Brief Description of Work 

c) Procuring Agencys Address 

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

h) Percentage, if any to be deducted from Bills. 

Dead Line for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED  
BENAZIRABAD AT GBPS Pir Mansoor 

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 2.600 Million 

5% Rs. 130000/= 

90 Days 

5% 

3% 

@ 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@ 1:00 P.m 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated  

Amounting to Rs.  

Rates 

A.  

B.  

CONTRACTOR  

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

of the  

EXECUTIVE'GINEER 
EDUCATION WORKS DIVISION 

SHAHEED BENAZIRABAD 



SCHEDULE "B" 
Name of Work:- Rehabilitation/ Improvement/ Renovation of Existing Primary 
School of Taluka Daur Distt: SBA Under Special M&R Programme (2016-17) @ 

GBPS Pir Mansoor Tal: Daur 
S.NO Description Measurement IQuantityl Rate Unit Amount 

1 Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI, NO: 20 P.10) 

797.00 
@ 5445.00 %cit 43397 

Dismantling brick work in lime or cement mortar. SI, NO: 13 P.10)  
1603.00 

@ 1285.63 %cft 20609 
Removing cement or lime plaster.(Sl, NO: 53 P.13) 

1397.00 
121.00 %su 1690 

Removing door with chowkat. (SINO: 33-A, P.NO: 12) 
4.0 

@ 142.18 P.No 569 

Removing window and sky light with chowkats. (SI NO 33-B, P.NO: 12) 
6.00 

@ 102.85 P.No 617 

Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
51t. In ordinary soil. (SI, NO: 18 (b) P. 4) 

672.00 
@ 3176.25 %0cft 2134 

z Cement concrete brick or stone bllast 1½" to 2" gauge.Sl, NO: 4 (c) P. 15) 
Ratio 1:5:10 

813.00 
@ 8694.95 %cft 70690 

Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coa of 
asphltic mixture. (SI, NO: 28 P. 19) 
3" thick 339.00 

@ 4982.18 %cft 16890 
Pacca brick work in foundation and plinth in.1:6. SI,NO: 4(1 )e. P. 21) 

849.00 
© 11948.36 %cft 101442 

10 Pacca brick work in ground floor in Cement sand mortar 1:b. (SI, NO: 5(1 )e P. 21) 
1217.00 

© 12674.36 %cft 154247 

U Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 
height in:1:6. (SI, NO: 7(1 )e P. 22) 

1013.00 
@ 12346.65 %cft 125072 

j. Filling watering and ramming earth under floor with new earth excavated from ouide lead 
upto one chain and lift upto 5leet. (SI, NO: 22 P.4) 

1020.00 
@ 3630.00 %0c1t 3703 

CONTRAcTOR Executtngineer 
Educatloll LrkS Division 

Shaheed Benazir Abad. 



0• 

Page NO: 02 

IsJ0I Description  I Measurement IQuantityl Rate Unit J Amount J 
Reinforced cement concrete work including all labour and material except the cost of steel 

reinforcement and its labour for bending and binding which will be paid separately. This rate 

also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 

exposed surface (including screening and washing of shingle) 

R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 

situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

853.00 

@ 337.00 P.cft 287461 

Fabrication of mild steel reinforcement for cement concrete including cutting bending. 

laying in position making joints and fastenings including cost of binding wire (also includes 

removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

38.080 

© 5001.70 P.cwt 190465 

Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 

20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold lasts 

filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 

carriage tools and plants used in making and fixing.(SL NO: 29 P. 93) 

69.00 

© 228.90 P.rft 15794 

Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½' x 3" for Windows using! 

20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 

with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 

and plants used in making and fixing.Sl, NO: 28 P. 93) 

71.00 

@ 240.50 P.rft 17076 

,7 1st class deodar wood wrought. Joiner)' in doors and windows etc. fixed in position including 

chowkats hold fasts h inges, iron tower bIts. Chocks cleats, handles and cords with hooks, 

i 

etc. Deodar panelled or panelled and glazed or fully glazed. P/i thick. (SI, NO: 7(b) P.58) only shuttrs. 

902.93 P.slt 154401 

2206.60 %sft 143981 

171.00 
© 

Cement plaster 1:6 upto 20 height.(b) /2" thick. SI, NO: 13(b) 1'. 52) 

6525.00 

@ 
Cement plaster 1:4 upto 20" height.(a) /8" thick. (SI, NO: 11(a) P. 52) - 

6525.00 

@ 2197.52 %sft 143388 

Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 

913.00 

@ 3015.76 %sft 27534 

Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 

2339.00 

© 1287.44 %sft 30113 

Providing and laying 1" thick topping cement concrete (1:2:4) including surface 

dividing into panels. (SI, NO: 16 r'. 42) 

finishing and 

"A" 2" thick 1921.00 

@ 3275.50 %sft 62922 

"B" 3" thick 720.00 
© 4411.82 %slt 31765 

23 Notice board imide with cement.(Sl, NO: I P. 95) 

64.00 
@ 58.11 INtL 371) 

CONTRACT OR Executiqjneer 
Education OVISioo 

Snahcecj t3eriazir Ab. 



4 

Page NO: 03 

S.NO Description Measurement Quantity Rate Unit Amount 

Making & fixing 
W' and 34"  square 

steel grated doors with 1/ 16"thick sheeting including angle iron frame 2"x2" 
bars 4" centre to centre with locking arrangement.(Sl, NO: 24 P. 97) 

48.00 

@ 726.72 P.sft 34883 

Whit washing tree coats.(Sl,NO: 26 P.54) 
1504.00 

@ 829.95 %sft 12482 

Primary coat of chalk under distempering.SLNO: 23 P.54) 

2694.00 

442.75 %sft 11928 

27 Distempering Three Coats.. (SLNO: 24 (C) P.54) 

2694.00 
© 1079.65 %sft 29086 

Colour washing Two Coats..(Sl,NO: 25 P.54) 
6128.00 

© 859.90 %sft 52695 

Painting doors and windows any type.three coats. SI,NO: 5(c) P. 70) (NEW SURFACE) 
NEW SURFACE 

398.00 
@ 2116.41 %sft 8423 

Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. (Sl,NO: 5(d) P. 70) (NEW SURFACE) 

96.00 
@ 1270.83 %sft 1220 

Extra labour rate for making cement plaster pattas/ band around straight or carved opening 
& around the edges of roof slabs the width not less than b' with line finshing as directed 
by Engineer Incharge. (SI. NO: 35 ['.55) 

300.00 
19.36 P.rft 5808 

Supplying & fixing in position iron / steel grill of ~" x ¼" size flat iron of approved 

designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 

finished grill.S, NO: 26 P.93) 

81.00 

© 180.50 P.sft 14621 

Laying floor of approved with glazed tile ~" thick cement 1:2 over ~" thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 

75.00 
@ 27678.86 %sft 20759 

4 White glazed tile ¼" thick dado jointed in white cment and laid over 1:2 cement sand 

mortar 3/4"  thick including finishing. S1, NO: 37 P.45) 

156.00 
@ 28253.61 %sft 44076 

CONTRACTO 

 

Execu '..rngineer 
Education Wo ks Division 

Shahecci Ber.azir Abaci. 



S.NOI Description Measurement Quantity Rate Unit Amount 

35 P/L floor of Verona Marble tiles of Size 12'x12" and 3/4" fine dressed on the surface without 

winding set in white cement laid over 3/4' thick bed oil :2 grey cement mortor setting the tiles 

with grey cemet slurry, jointing and washing the tiles with slurry of white cement and pigment 

to match the colour of tiles including curring grinding rubbing and chemical polishing etc 

complete i/c ctAtting tiles to proper prolile. (R.A) 

929.00 

@ 307.00 Psft 285203 

Providing and fixing /8' thick marble tiles of approved quality & colour shade size 

8" x 4/6" x 4" in dado skirting & facing removal / tucking of existing plaster surface etc. 
over½" thick of cement mortar 1:3 setting mortar base including fillingthejoints& 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(Sl,NO: 68 P.49) 

120.00 

@ 186.04 Psft 22325 

37 Two coats of bitumen laid hot using 34 lbs (or %sft over roof and blinded with sand at one 

Cit per % Sft. (SI, NO: 13 P.35) 

1504.00 

@ 1887.40 %sft 28386 
Total:- 2221574 

CONrTRACJOR 
Executi e' ngineer 

Education Works Division 
Shaheed Benazir Abad 



SCHEDULE "B" W S & S F 
Name of Work:- Rehabilitation! Improvement! Renovation of Existing Primary 
School of Taluka Daur Distt: SBA Under Special M&R Programme (2016-17) @ 

GBI'S Pir Mansoor Tal: Daur 
S.NO I Description Measurement IQuantity I Rate  J Unit Amount 

A P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 

with bend making requisite number of holes in wall plinth & floor for pipe connection & 
making godd in cement concrete 1:2:4 
with 4" dia vhite glazed earthen ware trap & plastic thumble.(Sl,NO: I - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 

2	 P/F 6x2' or 6'x3" C.l.floor trap of the approved self cleaning design with C.l.screw/down 

grating with or without a vent arm complet with arid i/c making rquisite number of holes 
in walls plinth & floor for pipe cinnections & making good in CC i:2:4.SLNO: 20 P.06) 

I NO. 1.00 2042.43 Each 2042 

3 P/F 4" dia bend of the required degree with access door rubber washer 1/8" thick & bolt & 
nuts & extra paiting to match the colour of the building. (SI,NO: 9, P.10) 

2 NO. 2.00 599.60 Each 1199 

Providing G.I.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 

testing withwater to a pressure head of 200 feet and hand ling.(Sl,NO: I P.14) 

½" dia 
30 rft 30.00 73.21 P.rft 

3/4"  dia 
50 nt 50.00 95.79 P.rft 

S/F long BIB - COCK of superior quality with C.P. head ½" dia. (Sl,NO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 

P/F in position Nyloon connections complete with 1/2"dia brass stop cock with pair of brass 

nuts and lining joints to nyloon connection.(Sl,NO: 23 P.6) 
2 NO. 2.00 447.15 Each 894 

S/F cancealed TEE STOP COCK of sup: quality with crystal head l/  dia.(Sl,NO:12 (b) P.18) 

2 NO. 2.00 889.46 Each 

Providing & fixing handle volves(china) (SI,NO: 5 P.17) 
3/4" dia 

I NO. 1.00 271.92 Each 

Each 
/z" dia 

1NO. 1.00 200.42 

9 Providing, la'ing UP\'C pipes of Class "B' fixing in trenches i/c cutting fitting and jointing with "Z" joints 
with one rubber ring i/c testing with water to head of 122 motor 401 t (SI NO: 6 (E/1) - P.22) PHE 

"A" 4"dia 1x30 30 
© 137.00 P.rft 4110 

CO TRACTOR EXEC gi ne 
Education works Djvisi', 

Shahood 6211azir Abad. 

"A"  

"B"  

Z 

8 
"A"  

"B"  

2196 

4790 

1779 

272 

200 



I 
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IS.NO J Description I Measurement IQuantity I Rate Unit Afl1()Uflt 

Boring For tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.(SI,NO: I P.41)(PHE) 

70 nt 160.00 P.rft 11200 70.00 
Total:- 40594 

Non-Schedule Items 
11 P/F Plastic Poly Pipe Complete. (N.S.l) 

1-1/4' dia 70 Rft 70.00 25.00 P.rIt 1750 

Providing Fixing water pumping set with Diamond moter and pump 1HP I400PRM Single Phase 
220 volts 2'xl/i /2" suction and deilevary 40ft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and Fixing with nuts & bolts etc. complete in all respects. 

NO. 1.00 18470.00 Each 18470 
Total:- 20220 

G Total:- 60814 

cALk TO R 
ExecuthNngineer 

Education Works Division 
Shaheed Benazir Abad 



BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 30001 

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED 
BENAZIRABAD AT GBPS Rawat Khan  

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 2.790 Million 

5% Rs. 139500/= 

90 Days 

5% 

3% 

© 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

a) Name of Procuring Agency 

b) Brief Description of Work 

c) Procuring Agencys Address 

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

h) Percentage, if any to be deducted from Bills. 

I) Dead Line for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated of the  

Amounting to Rs.  

Rates 

A.  

B.  

CONTRACTOR  EXEC1JThNGINEER 
EDUCATION WORKS DIVISION 

SEIAHEED BENAZIRABAD 



SCHEDULE "B" 

Name 01 Work:- Rehabilitation / Improvement / Renovation of Existing Primary School of Taluka Daur Distt: 
SBA Under Special M&R Programme (2016.17)@ GBPS Rawat Khan Tal: Daur 

S.NO I Description I Measurement IQuantityl Rate Unit Amount 

Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI, NO: 20 riO) 

853.00 
@ 5445.00 %cft 46446 

Dismantling brick work in lime or cement mortar. (SI, NO: 13 p.10)  
2759.00 

@ 1285.63 %cft 35471 
3 l'acca brick work in foundation and plinth tn.l:6. SI,NO: 4(1 )e. P. 21) 

1176.00 
11948.36 %cft 140513 

4 Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
511. In ordinary soil. (SI, NO: 18 (b) P.4) 

181.00 
@ 3176.25 %0cft 575 

Cement concrete brick or stone hllast 1½' to 2" gauge.(Sl, NO: 4 (c) P. 15) 
Ratio 1:5:10 

521.00 
@ 8694.95 %cft 45301 

6 Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5feet. Sl, NO: 22 P.4) 

2366.00 
@ 3630.00 %Ocft 8589 

Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphltic mixture. (SI, NO: 28 P. 19) 

314.00 

@ 4982.18 %cft 15644 
8 Reinforced cement concrete work including all labour and material except the cost of steel 

reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completcd in all respects. 1:2:4. (SI, NO: 6i P. 17) 

1031.00 
© 337.00 P.cft 347447 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17)  

46.020 
© 5001.70 P.cwt 230178 

JQ l'roviding and fixing G.l frames / cho'khats of size 7" x 2" or 4½" x 3" for door using! 
20 gauge .l. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jamhs. The cost also i/c 
carriage tools and plants used in making and fixing.(Sl, NO: 29 P. 93)  

69.00 
@ 228.90 P.rft 15794 

CONTRACTOR 

 

Execut1inglfleT 
Education Vorks Divisiofl 

Shaheed Benazir Abad. 
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S.NO Description Measurement Quantity Rate Unit Amount 

11 Providing and fixing G.l frames / chowkhats of size 7" x 2 or 4½" x 3" for Windows using! 
20 gauge G.i. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.(SI, NO: 28 P. 93) 

141.00 
@ 240.50 P.rft 33911 

12 1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts Ii inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58)only shuttrs. 

171.00 
@ 902.93 P.sft 154401 

j Supplying & fixing in position iron / steel grill of ~" x ~" size flat iron of approved 
designe including painting 3 coats etc. complete wight not tohe less than 3.7 Lbs/sq foot of 
finished grill.(Sl, NO: 26 P.93) 

83.00 
@ 180.50 P.sft 14982 

1! Making & fixing steel grated doors with 1/I 6"thick sheeting including angle iron frame 2'x2' 
/8"  and ~" square bars 4" centre to centre with locking arrangement.(SI, NO: 24 P. 92) 

60.00 

@ 726.72 P.sft 43603 

1 Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 
height in:1 :6. (SI, NO: 7(1 )e p. 22) 

1030.00 
12346.65 %cft 127170 

Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 
2096.00 

© 12674.36 %cft 265655 

.7 Cement plaster 1:6 upto 20" height.(b) ½" thick. (Si, NO: 13(b) P. 52) 
6701.00 

© 2206.60 %sft 147864 
Cement plaster 1:4 upto 20 height.(a) /8' thick. (SI, NO: 11(a) P. 52) 

6701.00 
© 2197.52 %sft 147256 

Cement plaster 1:4 upto 20" heighL(c) ~" thick. (SI, NO: 11(c) P.52) 
326.00 

@ 3015.76 %sft 9831 

Q Extra labour rate for making cement plaster pattas/ band around straight or carved opening 
& around the edges of roof slabs the width not less than 6  with fine finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

508.00 
© 19.36 P.rft 9835 

j, Cement pointing struck joints on walls.Ratio 1:2. (Si, NO: 19(a) P. 53)  
1968.00 

© 1287.44 %sft 25337 
Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (SI, NO: 16 P. 42) 

"A" 2" thick 2392.00 
© 3275.50 %sft 78350 

.thic 380.00 
@ 4411.82 % sIt 16765 

CONTRACTOR 

 

ExecutEngineer 
Education Wbrks Division 

Shaheed 13onazir Abaci 
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S.NO Description Measurement Quantity Rate Unit Amount 

Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded 
Cft per % Sit. (SI, NO: 13 P.35) 

with sand at one 

1887.40 %sft 27801 
1473.00 

@ 
24 Notice board made with cement.(St, NO: 1 P. 95) 

64.00 
@ 58.11 Psft 3719 

Whit washing.(Sl,NO: 26 P.54) 
Three Coats. 

1473.00 
@ 829.95 %sft 12225 

Colour washing Two Coats..(SLNO: 25 P.54) 
6955.00 

@ 859.90 %sft 59806 

.Z Painting doors and windows any type.three coats. Sl,NO: 5(c/c) P. 70) 
NEW SURFACE 

398.00 
© 2116.41 %sft 8423 

Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. (Sl,NO: 5(d) p. 70) 
NEW SURFACE 

120.00 
© 1270.83 %sft 1525 

29 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4" line dressed on the surface without 
winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

947.00 
@ 307.00 Psft 290729 

Providing and fixing /8"  thick marble tiles of approved quality & colour shade size 
8" x 4/6" x 4" in dado skirting & facing removal / tucking of existing plaster surface etc. 
over ½" thick of cement mortar 1:3 setting mortar base including filling the joints & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(SI,NO: 68 l'.49) 

120.00 
@ 186.04 Psft 22325 

Laying floor of approved with glazed tile ¼" thick cement 1:2 over 3/4"  thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 

75.00 
@ 27678.86 %sft 20759 

White glazed tile 1/4'  thick dado jointed in white cment and laid over 1:2 cement sand 
mortar 3/4"  thick including linishing. (SI, NO: 37 P.45) 

124.00 
© 28253.61 %sft 35034 

Total:- 2443294 

 

CONTRACTOR 
Exec u (fSgineer 

Education Works Division 
Shaheed Benazir Abad 



SCHEDULE "B" W S & S F 
Name Of Work:- Rehabilitation / improvement! Renovation of Existing Primary School of Taluka Daur Distti SBA 

Under Special M&R l'rogramme (2016-17) GBPS Rawat Khan Tal: Daur 

jS.NO I Description I Measurement IQuantity Rate Unit I Amount  

1 P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with -i' dia white glazed earthen ware trap & plastic thumble.(SI,NO: I - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 

P/F 6"x2" or 6"x3" C.l.11oor trap of the approved self cleaning design with C.I.screw/down 

grating with or without a vent arm complet with and i/c making rquisite number of holes 
in walls pliiith & floor for pipe cinnections & making good in CC l:2:4.(SI,NO: 20 P.06) 

1 NO. 1.00 2042.43 Each 2042 

3 P/F 4" dia bend of the required degree with access door rubber washer 1/8" thick & bolt & 
nuts & extra paiting to match the colour of the building. (SI,NO: 9, P.10) 

2 NO. 2.00 599.60 Each 1199 

4 Providing G.l.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 

i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with 'hiL zink paint with pigment to match the colour of the building & 

testing with water to a pressure head of 200 feet and handling.(Sl,NO: 1 P.12) 

"A" i/i" dia 
30.00 73.21 P.rft 2196 

"B" 3/4"  dia 

50.00 95.79 P.rft 4790 

S/F long BIB - COCK of superior quality with C.P. head ½" dia. (SI,NO: 13(a) P.19) 

2 NC). 2.00 1109.46 Each 2219 

P/F iii position Nyloon connections complete with 1/2"dia brass stop cock with pair of brass 

nuts and lining joints to nyloon connection.(Sl,NO: 23 P.6) 
2 NC). 2.00 447.15 Each 894 

Z S/F cancealed TEE STOI' COCK of sup: quality with crystal head 1/2 ' dia.SI,NO:12 (b) P.18) 

889.46 Each 2 NO. 2.00 

Providing & fixing handle volves(china) (Sl,NC): 5 P.17) 
3/4"  dia 

271.92 Each 1 NC). 1.00 
1/2"  dia 

200.42 Each 1 NO. 1.00 

CONTRACTOR xecutEnginer 
.dt.tc3tiofl Works Division 

Shahoeci Benazir Abad. 

30 rIt 

50 rft 

"A"  

"B"  

1779 

272 

200 
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S.NO Description Measurement jQuantity Rate Unit Amount 

9 Providing, laying UPVC pipes of Class "Bt' fixing in trenches i/C cutting fitting and jointing with "Z" joints 
with one rubber ring i/C testing with water to head of 122 motor 40ft (SI NO: 6 (ElI)  - P-22) PHE 

"A" 4"dia 1x30 30  
@ 137.00 P.rft 4110 

Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.(SLNO: I P.41)(PHE) 

70 nt 70.00 160.00 P.rft 11200 
Total:- 40594 

Non-Schedule Items  
11 P/F Plastic Poly Pipe Complete. 1-1/4" dia (N.S.I) 

70 rft 70.00 25.00 P.rft 1750 

12 Providing Fixing water pumping set with Diamond moter and pump IHP 1400PRM Single Phase 
220 volts 2"xl/1/2" suction and deilevary 40ft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

I NO. 1.00 18470.00 Each 18470 

Total:- 20220 

otal:- 60814 

C: TRACTOR 
ExecutiQ Engineer 

Education Works Division 
Shaheed Benazir Abad 



BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 3OOOI 

S 

a) Name of Procuring Agency 

b) Brief Description of Work 

c) Procuring Agencys Address 

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/esmated cost equal to 5%) 

f) Period of Bid Validity 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

h) Percentage, if any to be deducted from Bills. 

i) Dead Line for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated  

Amounting to Rs.  

Rates 

A.  

B.  

CONTRACTOR  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED 
BENAZIRABAD AT GBPS Raniho Khan Brohi  

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 2.690 Million 

5% Rs. 134500/= 

90 Days 

5% 

3% 

@12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

EXECUTI\.NGINEER 
EDUCATION WORKS DIVISION 

SHAI-IEED BENAZIR.ABAD 

of the  



I
SCHEDULE "B" 

Name of Work:- Rehabilitation/ Improvement! Renovation of Existing Primary 

School of Taluka Daur Distt: SBA Under Special M&R Programme (2016-17) @ 

GBPS Ranjho Khan Brohi Ta!: Daur 
S.NO Description I Measurement IQuantityl Rate J Unit   L Amount 

1 Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 

and straightening the same. (SI, NO: 20 P.10) 

797.00 

@ 544O() 

Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10) 

1603.00 

1285.63 @ 

Removing cement or lime plaster.(SI, NO: 53 P.13) 

1397.00 

121.00 

Removing door with chowkat. SlNO: 33-A, P.NO: 12) 

4.0 

142.18 @ 

Removing window and sky light with chowkats. (SI NO 33-B, P.NO: 12) 

6.00 

102.85 

%clt 43397 

%cft 20609 

%sIt 1690 

P.No 569 

P.No 617 

Excavation in foundation of building bridges and other structures including dagbelling 

dressing refilling around structure with excavated earth watering and ramming lead upto 

5ft. In ordinary soil. (SI, NO: 18 (b) P.4) 

672.00 

@ 3176.25 %Oc1t 2134 

z Cement concrete brick or stone bllast 1½ to 2" gauge.(Sl, NO: 4 (C) P. 15) 

Ratio 1:5:10 

813.00 

@ 8694.95 %cfi 70690 

Damp proof ourse with cement sand and shingle concrete (1:2:4) including 2 coa of 

asphltic mixture. (SI, NO: 28 P. 19) 

3" thick 339.00 

© 4982.18 %c(t 16890 

Pacca brick work in foundation and plinth in.i:6. SI,NO: 4(1 )e. P. 21) 

849.00 

@ 11948.36 %cft 101442 

Q Pacca brick work fri ground floor in Cement sand mortar 1:6. SI, NO: 5(1 )e P. 21) 

1217.00 

@ 12674.36 %cft 154247 

11 Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 

height in:1:6. (SI, NO: 7(1 )e P. 22) 

1013.00 

© 12346.65 %cft 125072 

Filling watering and ramming earth under floor with new earth excavated from ouide lead 

upto one chain and lift upto 5fee1. (SI, NO: 22 P.4) 

1020.00 

© 3630.00 %0clt 3703 

CONTRACTOR 

 

Execut Engines 
Educition V'o:ks DIvisior 

Shaheeci Benazir Abad. 
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IS.NO Description I Measurement Quantity Rate Unit iinount 

Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work iii roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

853.00 
@ 337.00 P.cft 287461 

14 Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8(b) P.17) 

38.080 
@ 5001.70 P.cwt 190465 

Providing and fixing G.l frames / chow khats of size 7" x 2" or 4½" x 3" for door using! 
20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(Sl, NO: 29 P. 93) 

69.00 
© 228.90 P.rft 15794 

Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" (or Windows using! 
20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.(Si, NO: 28 P. 93) 

71.00 
@ 240.50 P.rft 17076 

1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chow kats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58) only shuttrs. 

19 

171.00 
902.93 

2206.60 

P.sft 

%sft 

154401 

143981 

@ 
Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52) 

6525.00 

c:ement plaster 1:4 upto 20" height.(a) /8" thick. (SI, NO: 11(a) P. 52) 
6525.00 

@ 2197.52 %sft 143388 
Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 

913.00 

j 

@ 
Cement pointing struck joints on walls.Ratio 1:2. (Si, NO: 19(a) P. 53) 

3015.76 %sft 27534 

2339.00 
@ 1287.44 %sft 30113 

Providing and laying 1" thick topping cement concrete (1:2:4) including surface 
dividing into' panels. (SI, NO: 16 P. 42) 

finishing and 

"A" 2" thick 1921.00 
I @ 3275.50 %sft 62922 

B' 3" thick 720.00 
@ 4411.82 %sft 31765 

23 Notice board made with cement.SI, NO: 1 P. 95) 
64.00 

58.11 3719 

CONTRACTOR xedb' ngineer 
Education VIcrks Division 

hand 13enazir Abad. 



Measurement IQtiantityI Rate Unit Description S.NO Amount 

Pag .NO: 03 

II Making & fixing steel grated doors with 1/ 16" thick sheeting including angle iron frame 2"x2" 

'8"  and ~" square bars 4" centre to centre with locking arrangement.(Sl, NO: 24 P. 97) 

48.00 

P.sIl 726.72 
Whit washing three coats.(SI,NO: 26 P.54) 

1504.00 
829.95 %sft 

Primary coat of chalk under disternpering.(Sl,NO: 23 P.54) 

2694.00 
© 442.75 %sft 

Distempering Three Coats.. (Sl,NO: 24 (C) P.54) 

2694.00 
1079.65 %sft 

Colour washing Two Coats..(Sl,NO: 25 P.54) 

6128.00 
@ 859.90 %sft 

Painting doors and windows any type.three coats. SI,NO: 5(c) P. 70) (NEW SURFACE) 
"A" NEW SURFACE 398.00 

@ 2116.41 %sft 

Q Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 

similar open work. (Sl,NO: 5(d) P. 70) (NEW SURFACE) 

96.00 
@ 1270.83 %sft 1220 

Extra labour kate for making cement plaster pattas/band around straight or carved opening 

& around th edges of roof slabs the width not less than 6" with fine finshing as directed 

by Engineer Incharge. (SI, NO: 35 P.55) 

300.00 
19.36 P.rft 5808 

Supplying & fixing in position iron / steel grill of 3/4'  x ¼" size flat iron of approved 

designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 

finished grill.(Sl, NO: 26 P.93) 

81.00 
@ 180.50 P.sft 14621 

Laying floor of approved with glazed tile ¼" thick cement 1:2 over ~" thick cement 

mortar 1:2 cQmplete. (SI, NO: 24 P. 43) 

75.00 
@ 27678.86 %sft 20759 

White glazed tile ¼" thick dado jointed in white cment and laid over 1:2 cement sand 

mortar 3/4"  thick including finishing. (SI, NO: 37 P.45) 

156.00 

28253.61 %sft 44076 

35 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 

winding set in white cement laid over 3/4" thick bed of 1:2 grey cement niortor setting the tiles 

with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 

to match the colour of tiles including curring grinding rubbing and chemical polishing etc 

complete i/c cutting tiles to proper profile. (R.A) 

929.00 
307.00 Pslt 285203 

34883 

12482 

11928 

29086 

52695 

8423 

CONTRACTOR 
Exec t'Engineer 

ErJucat ion Works DIvisio, 
Stiaheed Berjazjr Abad. 

I 



Page NO:  04 

S.NO 1)escripion Measurement Quantity Rate Unit Amount 

Providing and fixing /8" thick marble tiles of approved quality & colour shade size 
8" x 4/6" x 4' in dado skirting & facing removal / 1uck1ng of existing plaster surface etc. 
over ½" thick of cement mortar 1:3 setting mortar base including filling the joints & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(Sl,NO: 68 P.49) 

120.00 
@ 186.04 PsIt 22325 

37 Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
Cit per % Sit. (SI, NO: 13 P.35) 

1504.00 
c 1887.40 %sft 28386 

Total:- 2221574 

CONTRATOR 
Executh Engineer 

Education Works Division 
Shaheed Benazir Abad 



INO. 1.00 271.92 Each 272 

CONTRACT OR xactice Engineer 
Education Works Divisio 

Shahoed Benazir Abad. 

SCHEDULE "B" W S & S F 
Name of Work:- Rehabilitation/Improvement! Renovation of Existing Primary 

School of Taluka Daur Distt: SBA Under Special M&R Programme (2016-17) @ 

GBPS Ranjho Khan Brohi Tal: Daur 
S.NO I Description I Measurement Quantity Rate I Unit Amount  

1 P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(SI,NO: 1 - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 
P/F 6"x2' or 6"x3" C.I.uloor trap of the approved self cleaning design with C.I.screw/down 
grating wih or without a vent arm complet with and i/c making rquisite number of holes 
in walls phnth & floor for pipe cinnections & making good in CC 1:2:4.(Sl,NO: 20 P.06) 

1 NO. 1.00 2042.43 Each 2042 

P/F 4" dia bend of the required degree with access door rubber washer 1/8" thick & bolt & 
nuts & extra paiting to match the colour of the building. Sl,NO: 9, P.10) 

2 NO. 2.00 599.60 Each 1199 

Providing G.l.pipes specials and clamps etc i/C fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(Sl,NO: 1 P.14) 

"A" /2"  dia 
30.00 73.21 P.rft 2196 

"B" 3/i" dia 
50.00 95.79 P.rft 4790 

5 S/F long BIB - COCK of superior quality with C.P. head '/2" dia. (Sl,NO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 

P/F in position Nvloon connections complete with 1/2"dia brass stop cock with pair of brass 
nuts and lining joints to nvtoon connection.Sl,NO: 23 P.6) 

2 NO. 2.00 447.15 Each 894 

Z S/F cancealed TEE STOP COCK of sup: quality with crystal head /2" dia.(SLNO:12 (b) P.18) 

2 NO. 2.00 889.46 Each 1779 
Providing & fixing handle volves(china) (Sl,NO: 5 l'.17) 

"A" 3/i" dia 

"B" 1/," dia 
1 NO. 1.00 200.42 Each 200 

9 Providing., laying UPVC pipes of Class "B" fixing in trenches i/c cutting fitting and jointing with "Z" joints 
with one rubber ring i/c testing with water to head of 122  motor 40ft (SI NO: 6 (E/1) - P-22) PHE 

"A" 4"dia 1x30 30 
137.00 P.rft 4110 

30 rft 

50 rft 



Page NO: 02 

S.NO I Description I Measurement Quantity Rate I Unit Aniount 

Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.SI,NO: 1 P.4'l)(PHE) 

160.00 P.rft 11200 70.00 
Total:- 40594 

70.00 25.00 P.rft 1750 

70 rft 

Non-Schedule Items  
Ii P/F Plastic Po1' Pipe Complete. (N.S.l) 

1-1/4' clia 70 Rft 

Providing Fixing water pumping set with Diamond nioter and pump IHP 1400PRM Single Phase 
220 volts 2'xl/1/2" suction and deilevary 40ft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

1 NO. 1.00 18470.00 Each 18470 
Total:- 20220 

G Total:- 60814 

CONTACTO R 
Exécul Engineer 

Education Works Division 
Shaheed Benazir Abad 



4 

BIDDING DATA 

Tender Issued to 

Dated Rs. 30001= DR No. 

a) Name of Procuring Agency 

b) Brief Description of Work 

c) Procuring Agencys Address 

d) Estimated Cost 

e) Amount of Bid Security (OIl in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

h) Percentage, if any to be deducted from Bills. 

I) Dead Line for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated  

Amounting to Rs.  

Rates 

A.  

B.  

CONTRACTOR  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED 
BENAZIRABAD AT GBPS Ghullam Rasool Brohi  

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 2.680 Million 

5% Rs. 134000/= 

90 Days 

5% 

3% 

@12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

EXEC 3INEER 
EDUCATION KS DIVISION 

SHAHEED BENAZIRABAD 

of the  



SCHEDULE "B" 

Name of Work:- Rehabilitation/Improvement/Renovation of Existing Primary School of 1'aluka 
Datit l)istt: SBA Under Special M&R Programme (2016-17) @ GBPS Ghullam Rasool Brohi Tal: 

Daur 

S.NO J Description Measurement IQuantityl Rate Unit A mount 

1 Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI, NO: 20 P.10) 

797.00 
@ 5445.00 %cft 43397 

Dismantling brick work in lime or cement mortar. (SI, NO: 13 f'.lO) 
1603.00 

@ 1285.63 %ctt 20609 
Removing cement or lime pIaster.Sl, NO: 53 P.13) 

1397.00 
@ 121.00 %sft 1690 

f Removing door with chowkat. (SINO: 33-A, P.NO: 12) 
4.0 

@ 142.18 P.No 569 
Removing window and sky light with chowkats. (SI NO 33-B, l'.NO: 12) 

6.00  
@ 102.85 P.No 617 

6 Excavation in foundation of building bridges and other stiuctures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
51t. In ordinary soil. (SI, NO: 18 (b) p. 4) 

672.00 
@ 3176.25 %0c1t 2134 

Z Cement concrete brick or stone bliastiW' to 2" gauge.Sl, NO: 4 (c) P.15) 
Ratio 1:5:10 813.00 

0 8694.95 %cft 70690 

Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphitic mixture. (SI, NO: 28 P. 19) 

3" thick 339.00 

0 4982.18 %cft 16890 
Pacca brick work in foundation and plinth in.1:6. (Sl,NO: 4(1 )e. p. 21) 

849.00 
0 11948.36 %cft 101442 

1Q Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P.21) 
1217.00 

0 12674.36 %cft 154247 

fl Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 
height in:1:6. SI, NO: 7(1 )e P. 22) 

1013.00 
0 12346.65 %cft 125072 

Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5feet. (SI. NO: 22 P.4) 

1020.00 
0 3630.00 %0c1t 3703 

CONTRACTOR xengifleet 
Education \ftorics DIVIShTh 

hah"d Benazir Abacl.. 



Page NO: 02 

I 0  
Description I Measurement Quantity Rate Unit Amount 

] Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will he paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. Si, NO: 6i P. 17) 

853.00 
@ 337.00 P.cft 287461 

14 Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

38.080 
© 5001.70 P.cwt 190465 

Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 
20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.Sl, NO: 29 P. 93) 

69.00 
© 228.90 P.rft 15794 

Providing and fixing G.l frames / chowkhats of size 7" x 2 r 4 " x 3" for Windows using! 
20 gauge Gi. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.(Sl, NO: 28 P. 93) 

71.00 
@ 240.50 P.rft 17076 

17 1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58) only shuttrs. 

18 

171.00 
902.93 

2206.60 

P.sft 

%sIt 

154401 

143981 

@ 
Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52) 

6525.00 
© 

Cement plaster 1:4 upto 20" heighL.(a) W' thick. (51, NO: 11(a) 1'. 52) 
6525.00 

@ 2197.52 %sft 143388 

Q Cement plaster 1:4 upto 20 height.(c) ~" thick. (SI, NO: 11(c) P.52) 
913.00 

© 3015.76 %sft 27534 

, Cement pointing struck joints on walls. Ratio 1:2. (SI, NO: 19(a) P. 53) 
2339.00 

© 1287.44 %sft 30113 

22 Providing and laying 1" thick topping cement concrete (1:2:4) including surface 
dividing into panels. (SI, NO: 16 P. 42) 

finishing and 

"A" 2" thick 1921.00 
© 3275.50 %sft 62922 

3" thick 720.00 
@ 4411.82 %sIt 31765 

23 Notice boad made with cement.(Sl, NO: 1 P. 95) 
64.00 

© 58.11 Psft 3719 

CONTRACTOR ExecEflgifleer 
Education Works Divisk 

Shahoed Benazir Abad. 



Measurement 1Qttantit' Rate S.NO I Description I Unit Amount 4' 

CONTRACTOR 

@ 107.00 PsI t 285203 

ExeQ( Eigineer 
Education Works Divisio: 

Shaheed enazir Abad. 

Page NO: 03 

.f Making & fixing steel grated doors with 1/I6"thick sheeting including angle iron frame 2x2" 
/" and 3/4U  square bars 4" centre to centre with locking arrangemenL(Sl, NO: 24 P. 97) 

48.00 
726.72 P.sft 

Whit washing three coats.(SI,NO: 2b P.54) 
1504.00 

@ 829.95 %slt 
26 Primary coat of chalk under distempering.(SLNO: 23 P.54) 

2694.00 
@ 442.75 %sft 

Distempering Three Coats.. (SI,NO: 24 (C) P.54) 
2694.00 

@1 1079.65 %sft 
Colour washing Two Coats..(Sl,NO: 25 P.54) 

6128.00 
© 859.90 %sft 

Painting doors and windows any type.three coats. (SI,NO: 5(c) P. 70) (NEW SURFACE) 
NEW SURFACE 

398.00 
2116.41 %sft 8423 

Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. (Sl,NO: 5(d) P. 70) (NEW SURFACE) 

96.00 
1270.83 %sft 1220 

j. Extra labour rate for making cement plaster pattas/band around straight or carved opening 
& around the edges of roof slabs the width not less than 6' with line finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

300.00 
19.36 P.rft 5808 

Supplying & fixing in position iron / steel grill of ~" x ¼" size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(Sl, NO: 26 P.93) 

81.00 
@ 180.50 P.sft 14621 

Laying floor of approved with glazed tile ¼" thick cement 1:2 over 3/4"  thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 

75.00 
@ 27678.86 %sft 20759 

White glazed tile ¼" thick dado jointed in white cment and laid over 1:2 cement sand 
mortar ~" thick including finishing. (SI, NO: 37 P.45) 

156.00 
@ 28253.61 %sft 44076 

35 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 
winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

929.00 

34883 

12482 

11928 

29086 

52695 



Page NO: 04.  

S.NO Description J Measurement IQt1antityI Rate Unit Amount 

3 Providing nd fixing /8" thick marble tiles of approved qw'ilitv & colour shade size 
8' x 4/6" x 4" in dado skirting & facing removal / tucking of existing plaster surface etc. 
over ½" thick of cement mortar 1:3 setting mortar base including filling the joints & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(Sl,NO: 68 P.49) 

120.00 
@ 186.04 Psft 22325 

Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
Cit per % Sit. (Si, NO: 13 P.35) 

1504.00 
@ 1887.40 %sft 28386 

Total:- 2221574 

CONTRACTOR 
Executi(Engineer 

Education Wo)'ks Division 
Shaheed Benazir Abad 



IQuantity I Rate  I Unit Description S.NO Measurement Amount 

CONTRACTOR Exec'ii(Engineer 
ducatiori Works Division 

Shchood Eenazir Abad. 

SCHEDULE "B" W S & S F 
Name of Work:- Rehabilitation/Improvement/Renovation of Existing Primary School of 

Taluka Daur Distt: SBA Under Special M&R l'rogramme (2016-17) @ GBPS Ghullam Rasool 
Brohi Tal: Daur 

P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(Sl,NO: 1 - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 
P/F 6"x2" or 6"x3" C.lJloor trap of the approved self cleaning design with C.I.screw/down 
grating with or without a vent arm complet with and i/c making rquisite number of holes 
in walls plinth & floor for pipe cinnections & making good in CC 1:2:4.(Sl,NO: 20 P.06) 

I NO. 1.00 2042.43 Each 2042 

P/F 4" dia bend of the required degree with access door rubber washer 1/8" thick & bolt & 
nuts & extra paiting to match the colour of the building. (Sl,ZO: 9, P.10) 

2 NO. 2.00 599.60 Each 1199 

Providing G.I.pipes specials and clamps etc i/c fixing cutting and fiUing complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head 01200 feet and handling.(Sl,NO: 1 P.14) 

"A" 1/2'  dia 
30.00 73.21 P.rft 2196 

"B" 3/i"  dia 
50.00 95.79 P.rft 4790 

S/F long BIB - COCK of superior quality with C.P. head ½" dia. (Sl,NO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 

P/F in position Nyloon connections complete with 1/2dia brass stop cock with pair of brass 
nuts and lining joints to nyloon connection.(SLNO: 23 P.6) 

2 NO. 2.00 447.15 Each 894 

Z S/F cancealed TEE STOP COCK of sup: quality with crystal head ½" dia.(Sl,NO:12 (b) P.18) 

2 NO. 2.00 889.46 Each 1779 
Providing & fixing handle volves(china) (Sl,NO: 5 P.17) 

"A" 3/4"  dia 
1 NO. 1.00 271.92 Each 272 

"B" /2" dia 
1 NO. 1.00 200.42 Each 200 

9 Providing, laying UPVC pipes of Class "B" fixing in trenches i/c cutting fitting and jointing with "Z" joints 
with one rubber ring i/c testing with water to head of 122  motor 401t (SI NO: 6 (E/1) - P-22) PHE 

"A" 4"dia 1x30 30 
@ 137.00 P.rft 4110 

30 rft 

50 rft 



otal:- 60814 

ISN0 I Description 

Page NO: 02 

Measurement jQuantity I Rate  I Unit Amount 

1Q Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.SI,NO: 1 l'.41)(PHE) 

70 nt 160.00 P.rft 70.00 
Total:- 

Non-Schedule Items 
P/F Plastic Poly Pipe Complete. (N.S.l) 
1-1/4 dia 70 lUt 70.00 25.00 P.rft 

Providing Fixing water pumping set with Diamond moter and pump 1HP I400PRM Single Phase 
220 volts 2'xl/1/2" suction and deilevary 401t head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

1 NO. 1.00 18470.00 Each 18470 
Total:- 20220 

C:. TACTOR 
Executi t ngineer 

Education Works Division 
Shaheed Benazir Abad 

11200 
40594 

1750 



BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 30001= 

a) Name of Procuring Agency 

b) Brief Description of Woric 

c) Procuring Agency's Address 

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

h) Percentage, if any to be deducted from Bills. 

I) Dead Line for submission of Bids alorigwith time 

j) Venue, Time and Date of Bid Opening  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED  
BENAZIRABAD AT GBPS Abdul Maleed Maqsi 

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 2.580 Million 

5% Rs. 129000/= 

90 Days 

5% 

3% 

@ 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated  

Amounting to Rs.  

Rates 

A.  

B.  

CONTRACTOR  

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

of the  

,] 
EXECU .' NGINEER 

EDUCATION WKS DIVISION 
SI-IAHEED BENAZIRABAD 

1 



SCHEDULE "B" 

Name of Work:-Rehabilitation/ Improvement! Renovation of Existing Primary School of Taluka 
Daur Distt: SBA Under Special M&R Programme (2016-17) © GBPS Abdul Majeed Magsi Tal: 

Daur 

S.NO Description Measurement IQtzantityI Rate Unit A mo unt 

Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. SI, NO: 20 P.10) 

797.00 
( 5445.00 %cft 43397 

Dismantling brick work in lime or cement mortar. (SI. NO: 13 P.10)  
1603.00 

@ 1285.63 %clt 20609 
Removing cement or lime pIaster.Sl, NO: 53 P.13) 

1397.00  
@ 121.00 %sft 1690 

f Removing door with chowkat. SlNO: 33-A, P.NO: 12) 
4.0  

@ 142.18 P.No 569 
Removing window and sky light with chowkats. Sl NO 33-B, P.NO: 12)  

6.00  
@ 102.85 P.No 617 

6 Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
51t. In ordinary soil. (SI, NO: 18 (h) P. 4) 

672.00 
@ 3176.25 %0c1t 2134 

z Cement concrete brick or stone bllast1½" to 2 gauge.(Sl, NO: 4 (c) P. 15) 
Ratio 1:5:10 813.00 

@ 8694.95 %clt 70690 

Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphltic mixture. (SI, NO: 28 P. 19) 

3" thick 339.00 

4982.18 %cft 16890 
Pacca brick work in foundation and plinth in.1:6. Sl,NO: 4(1 )e. P. 21) 

849.00 
© 11948.36 %cft 101442 

Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 
1217.00 

© 12674.36 %clt 154247 

fl Pacca brick work in other than building 1/ c strcking of joints on walls upto 20 feet 
height in:1:6. Sl, NO: 7(1 )e P. 22) 

1013.00 
@ 12346.65 %cft 125072 

Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lilt upto 51ee1. (SE, NO: 22 P.4) 

1020.00 
© 3630.00 3703 

CONTRACTOR 
Exectitte iiçiner 

Education Works Divis10 
Siiaheed fenair Abad. 



S.NO Description Measurement IQuantityl Rate Unit Amount 

13 Reinforced cement concrete work including all labour and material except the cost of steel 

reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

853.00  
@ 337.00 P.cft 287461 

14 Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal ofrust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

38.080 
© 5001.70 P.cwt 190465 

i Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 
20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.Sl, NO: 29 P. 93) 

69.00 
© 228.90 P.rft 15794 

Providing and fixing G.I frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using/ 
20 gauge G.I. sheet i/c welded hinges arid fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jarnbs. The cost also i/c carriage tools 

and plants used in making and fixing.(Sl, NO: 28 P. 93) 
71.00 

@ 240.50 P.rft 17076 

1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~' thick. (SI, NO: 7(b) P.58) only shuttrs. 

171.00 

902.93 

2206.60 

P.sft 

%sft 

154401 

143981 

© 
Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52) 

6525.00 

@ 
Cement plaster 1:4 upto 20" height.(a) ~" thick. (SI, NO: 11(a) P. 52) 

6525.00 

© 2197.52 %sft 143388 

Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 
913.00 

@ 3015.76 %sft 27534 

Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 
2339.00 

© 1287.44 %sft 30113 

Providing and laying 1" thick topping cement concrete (1:2:4) including surface 

dividing into panels. (SI, NO: 16 P. 42) 

finishing and 

"A" 2" thick 1921.00 
@ 3275.50 %sft 62922 

"B" 3" thick 720.00 
@ 4411.82 %sft 31765 

23 Notice board made with cement.(Sl, NO: I P. 95) 
64.00 

© 58.11 Psft 3719 

CtiNTRACTOR Exec&(e Engineer 
Education kWorks DIviio 

Shaheed zir Abad 



Page NO: 03 

S.NO Description I Measurement IQuantityl Rate Unit 
Making & fixing steel grated doors with 1/ 16'Lhick sheeting including angle iron frame 2"x2" 
3/eu' and ~" iquare bars 4" centre to centre with locking crrangement.(SI, NO: 24 P. 97) 

I A mou ut 

48.00 

@ 726.72 P.sft 
Whit washing three coats.(SI,NO: 26 P.54) 

1504.00 
@ 829.95 %sft 

Primary coat of chalk under distempering.(Sl,NO: 23 P.54) 
2694.00 

@ 442.75 %sft 
Distempering Three Coats.. (SLNO: 24 (C) P.54) 

2694.00 
@ 1079.65 %sft 

Colour washing Two Coats..(Sl,NO: 25 P.54) 
6128.00 

@ 859.90 %sft 

29 Painting doors and windows any type.three coats. Sl,NO: 5(c) P. 70) (NEW SURFACE) 
NEW SURFACE 

398.00 
@ 2116.41 %sft 8423 

Q Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. Sl,NO: 5(d) P. 70) (NEW SURFACE) 

96.00 
@ 1270.83 %sft 1220 

Extra labour rate for making cement plaster pattas/ band around straight or carved opening 
& around the edges of roof slabs the width not less than 611  with fine finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

300.00 
19.36 P.rft 5808 

Supplying & fixing in position iron / steel grill of ~" x ¼" size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(Sl, NO: 26 P.93) 

81.00 
' 180.50 P.sft 14621 

Laying floor of approved with glazed tile ¼" thick cement 1:2 over 3/i"  thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 

75.00 
@ 27678.86 %sft 20759 

White glazed tile 14"  thick dado jointed in white cment and laid over 1:2 cement sand 
mortar ~" thick including finishing. (SI, NO: 37 P.45) 

156.00 
@ 28253.61 %sft 44076 

35 P/L floor of Verona Marble tiles ol Size 1 2"xi 2" and 3/4' fine dressed on the surface without 
winding set in white cement laid over 3/4" thick bed of 1:2 gre cement mortor setting the tiles 
with gre cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

929.00 
@ 307.00 Psft 285203 

CONTRACTOR 
Execu eEngineer 

Education Wrks DivIso 
Shaheecj Benazir Abaci. 

34883 

12482 

11928 

29086 

52695 



Page NO: 04 

IS.NOI Description  I Measurement IQuantityl Rate Unit 
Providing and fixing 3/s"  thick marble tiles of approved quality & colour shade size 
8" x 4/6" x 4" in dado skirting & facing removal / tucking of existing plaster surface etc. 
over 1/2'  thick of cement mortar 1:3 setting mortar base including filling the joints & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(Sl,NO: 68 P.49) 

Aniou lit 

 

120.00 

  

    

© 186.04 Psft 22325 
Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
Cf t per % Sft. (SI, NO: 13 P.35) 

1504.00 
© 1887.40 %sft 28386 

Total:- 2221574 

T CIOR 
Execu - Eigineer 

Education s Division 
Shaheed Benazir Abad 



Measurement IQuantity J Rate Unit I Amount Description S.N C) 

30 rft 30.00 73.21 P.rft 2196 

30 i 4" dia 1x30 

CONTRACTOR Execut..imgineer 
Education VVcrks DIvisio 

Shahoed Beriazir Abad. 

SCHEDULE "B" W S & S F 
Name of Work:-Rehabilitation/ hnprovement/ Renovation of Existing Primary School of 

Taluka Daur Distt: SBA Under Special M&R Programme (2016-17) © GBPS Abdul Majeed 
Magsi Tal: Daur 

P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 

making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(Sl.NO: 1 - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 

P/F 6"x2" or 6"x3" C.I.floor trap of the approved self cleaning design with C.Lscrew/down 
grating with or without a vent arm complet with and i/c making rquisite number of holes 

in walls plinth & floor for pipe cinnections & making good in CC 1:2:4.(SI,NO: 20 P.06) 

1 NO. 1.00 2042.43 Each 2042 

P/F 4" dia bend of the required degree with access door rubber washer 1/8" thick & bolt & 
nuts & extra paiting to match the colour of the building. (SI,NO: 9, P.10) 

2 NO. 2.00 599.60 Each 1199 

4 Providing G.l.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(Sl,NO: 1 P.14) 

"A" 1/2"  dia 

"B" 3/411  dia 
50 rft 50.00 95.79 P.rft 4790 

S/F long BIB - COCK of superior quality with C.P. head 2" dia. Sl,NO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 

P/F in position Nyloon connections complete with 1/2"dia brass stop cock with pair of brass 

nuts and lining joints to nyloon connection.(Sl,NO: 23 P.6) 
2 NC). 2.00 447.15 Each 894 

Z S/F cancealed TEE STOP COCK of sup: quality with crystal head ½' dia.Sl,NO:12 (b) P.18) 

2 NO. 2.00 889.46 Each 1779 

Providing & fixing handle volves(china) (SI,NO: 5 P.17) 

"A" 3/i"  dia 
1 NO. 1.00 271.92 Each 272 

"B" 'Iz" dia 
1 NO. 1.00 200.42 Each 200 

9 l'roviding, laying UPVC pipes of Class "B" fixing in trenches i/c cutting fitting and jointing with "Z" joints 
with one rubber ring i/c testing with water to head of 122  motor 4Oft (SI NO: 6 (E/1) - P-22) PHE 

137.00 P.rft 4110 



I NO. 1.00 18470.00 Each 18470 

Total:- 20220 

otal:- 60814 

Executfhgineer 
Educatio iks Division 

Shaheed Benazir Abad 

Page NO: 02 

S.NO Description Measurement IQuantity Rate Unit Amount  

10 Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/C maling and with drawing of casing pipe.(Sl,NO: I P.41)(PHE) 

70 rft 70.00 160.00 P.rft 11200 
Total:- 40594 

Non-Schedule Items  
11 P/F PLstic Poly Pipe Complete. (N.S.l) 

1-1/4' Wa 70 RIt 70.00 25.00 P.rft 1750 

l'roviding Fixing water pumping set with Diamond moter and pump 1HP I400PRM Single Phase 

220 volts 2'xi/1/2" suction and deilevary 401t head i/c base Plate and also making C:C: 1:3:6 

plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

CONT.' CTOR 



BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 30001= 

a) Name of Procuring Agency 

b) Brief Description of Work 

c) Procuring Agency's Address 

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

Period of Bid Validity 

Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

Percentage, if any to be deducted from Bills. 

Dead Line for submission of Bids alongwith time 

Venue, Time and Date of Bid Opening  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED 
BENAZIRABAD AT GBPS Gui Baja Mashori  

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 2.450 Million 

5% Rs. 122500/= 

90 Days 

5% 

3% 

@ 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoj 
Garden Nawabshah 

@1:00 P.m 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor! Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated  

Amounting to Rs.  

Rates 

A,  

B.  

CONTRACTOR 

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

of the  

EXECUTIVE'NGINEER 
EDUCATION WORKS DIVISION 

SHAI-IEED BENAZIR.ABAD 



Rate J Unit Dscri ption S.NO Quantity Measurement Amount 

CONTRACTOR Exec e Engineer 
Education 'Norks Divisior 

Shahed Benazir Abad. 

SCHEDULE "B" 

Name Of Work:- Rehabilitation/Improvement/Renovation of Existing Primary School of Taluka 
Daur Distt: SBA Under Special M&R Programme (2016-17) @ GBPS Gui Biag Mashori Ta!: Daur 

1 Dismaitling brick work in lime or cement mortar. (SI, NO: 13 P.10) 
2458.00 

@ 1285.63 %cft 31601 
Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI, NO: 20 P.10) 

829.00 

@ 5445.00 %cft 45139 

3 Pacca brick work in toundation and p!inth in. lb. (SI,NO: 4(1 )e. P. 21) 
653.00 

@ 11948.36 %cft 78023 

Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphitic mixture. (SI, NO: 28 (c) P. 19) 
3" thick 

316.00 

© 4982.18 %cft 15744 
Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 
height in:1:6. (SI, NO: 7(1 )e P. 22) 

518.00 
12346.65 %cft 63956 

Reinforced cement concrete work including all labour and material except the cost of steel 
reinlorcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

902.00 
337.00 P.cft 303974 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

40.260 
© 5001.70 P.cwt 201368 

8 Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 
1406.00 

© 12674.36 %cft 178202 
Cement plaster 1:6 upto 20" height.(b) 1/2"  thick. (SI, NO: 13(b) P. 52)  

6089.00 
© 2206.60 %sft 134360 

IQ Cement plaster 1:4 upto 20" height.(a) s/s' thick. (SI, NO: 11(a) P. 52)  
6089.00 

© 2197.52 %sft 133807 



-J 
ge NO: 02 

IS.N01 Description Measurement IQuantityl Rate Unit 

II Providing and fixing G.l frames / chowkhats of size 7' x 2" or 4½' x 3" for door using! 
using 20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold 
fasts filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.Sl, NO: 29 P. 93) 

 

Amount 

Providing 
using 20 
fasts filling 
carriage 

69.00 

15794 @ 228.90 P.rft 
and fixing G.l frames / chowkhats of size 7" x 2" or 41/2"  x 3" for Windows using! 

gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 

tools and plants used in making and fixing.(SI, NO: 28 P. 93) 
142.00 

@ 240.50 P.rft 34151 
Removing door with chowkat. (SINO: 33-A, P.NO: 12) 

2.0 

@ 142.18 P.No 284 

Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 
2159.00 

@ 1287.44 %sft 27796 

Laying floor of approved with glazed tile ¼" thick cement 1:2 over ~" thick cement 
mortar 1:2 complete. (SI, NO: 24 P.43) 

60.00 
@ 27678.86 %sft 16607 

White glazed tile ~" thick dado jointed in white cment und laid over 1:2 cement sand 
mortar 3/4"  thick including finishing. (SI, NO: 37 P.45) 

241.00 

@ 28253.61 %sft 68091 

Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 

51t. In ordinary soil. (SI, NO: 18 (b) P. 4) 
256.00 

@ 3176.25 %0cft 813 

7 Cement concrete brick or stone bllast 11/2"  to 2" gauge.(Sl, NO: 4 (c) P. 15) 

Ratio 1:5:10 
559.00 

@ 8694.95 %cft 48605 

Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 
264.00 

@ 3015.76 %sft 7962 

Extra labour rate for making cement plaster pattas/ band around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with fine finshing as directed 

h- Engineer lncharge. SI, NO: 35 P.55) 
528.00 

@ 19.36 P.rft 10222 

20 Notice board made with cement.(SI,NO: I P. 95) 
68.00 

© 58.11 1'slt 3951 

CONTRACTOR 
Execdt(Engneer 

Education Works Division 
Shahed Benazir Abad 



2644.00 

   

 

? 442.75 11706 

r 
Executj Engineec 

Education Works DIvisic 
Shahood Benazir Abed. 

Page NO: 03 

S.NO Description Measurement Quantity Rate Unit Amount 

21 P/ L floor of Verona Marble tiles of Size I 2"x12" and 3/4' fine dressed on the surface without 
winding set iii white cement laid over 3/4" thick bed of 1:2 grey cement niortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

893.00 
@ 307.00 Psft 274151 

22 Providing and laying I" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (Si, NO: 16 P. 42) 

"A" 2'  thick  

1798.00 

@ 3275.50 %sft 58893 
"B" 3" thick 

444.00 
4411.82 %sft 19588 

2 Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
Cit per % Sit. (SI, NO: 13 P.35) 

1219.00 
@ 1887.40 %sft 23007 

Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 
3/s" and 3/4"  square bars 4' centre to centre with locking arrangement.(Sl, NO: 24 P. 92) 

48.00 

@ 726.72 P.sft 34883 

1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bIts. Chocks cleats, handles and cords with hooks, 

etc. Deodar panelled or panelled and glazed or fully glazed. i/4" thick. (SI, NO: 7(b) P.58) 
only shuttrs. 

171.00 
@ 902.93 P.sft 154401 

Extra labour rate making grooves of 1" x ~' or 3/4"  x i4" plastered surface with true 

edges both vertically & horizontly with uniform depth & with groove base smoothly finished 

etc. complete as per instruction of Engineer Incharge.(Sl,NO: 34 P.55) 
1101.00 

@ 7.71 P.rft 8489 

7 Supplying & fixing in position iron / steel grill of ~' x ¼" size flat iron of approved 

designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(Si, NO: 26 P.93) 

95.00 
180.50 P.sft 17148 

Whit washing.(Sl,NO: 26 P.54) 
Three Coats.  

1252.00 
@ 829.95 %sft 10391 

Primary coat of chalk under distempering.(SI,NO: 23 P.54) 

CONTRACTOR 



Page NO: 04 

S.NO Description Measurement Quantity Rate Unit Amount 

Q Distempering Three Coats.. (Sl,NO: 24 (C) P.54) 
2644.00 

Colour 

t? 1079.65 %sft 

ashin Two Coats..(Sl,NO: 25 P.54) 

28546 

6083.00 

Painting 
@ 859.90 %cft 

doors and windows any type.three coats. Sl,NO: 5 (c) P. 70) 

52308 

'A NEW SURFACE 
398.00 

© 2116.41 %sft 8423 

Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. (Sl,NO: 5(d) P. 70) 

"A OLD SURFACE 
96.00 

© 1270.83 %sft 1220 

CONTRACTOR 
Executive Engineer 

Education Works Division 
Shaheed Benazirabad 



SCHEDULE "B" W S & S F 

Name Of Work:- Rehabilitation/Improvement/Renovation of Existing Primary School of Taluka Daur 
Distt: SBA Under Special M&R Programme (2016-17) @ GBPS Gui Biag Mashori Tal: Daur 

[S.NO Description I Measurement Quantity Rate Unit Amount 

1 P/P equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 40  dia white glazed earthen ware trap & plastic thumble.(SLNO: I  - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 
S/F long BIB - COCK of superior quality with C.P. head ½" dia. (SI,NO: 13(a) P.19) 

4 NO. 4.00 1109.46 Each 4438 
Providing & fixing handle volves(china) (SI,NO: 5 P17) 
~° dia 

3 NO. 3.00 271.92 Each 816 

4	 Providing G.I.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handiing.(SI,NO: 1 P.12) 
3/i" dia 

68 rft 68.00 95.79 P.rft 6514 
Providing R.C.C. pipes with collers class "B" digging the trnches to requird and fixing in 
position i/c cutting fitting and jointing with maxphaltic composition and cement mortor 1:1 
and testing with water pressure to a head of 4" feet above the top of heighst and refilling 
with excavated staff.(SI,NO.2 P.24) 
6° dia 

16 rft 16.00 146.57 P.rft 2345 

Boring for tube well in wall bearing nails from ground level upto 100 fior 30.5 meter depth 
i/c making and with drawing of casing pipe.(SI,NO: I P.41)(PHE) 

60 rft 60.00 160.00 P.rft 9600 

Z Providing Fixing water pumping set with Diamond moter and pump I HP I400PRM Single Phase 
220 volts 2"xl/1/2" suction and deilevary 401t head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

1 NO. 1.00 18470.00 Each 18470 
Total:- 51876 

CONTRACTOR 
Executi ..Engineer 

Education Works Division 
Shaheed Benazirabad 



20 

I 

BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 10001= 

a) Name of Procuring Agency 

b) Brief Description of Work 

c) Procuring Agency's Address 

d) Estimated Cost 

e) Amount of Bid Secunty (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

Period of Bid Validity 

Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

Percentage, if any to be deducted from Bills. 

Dead Line for submission of Bids alongwith time 

Venue, Time and Date of Bid Opening  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED  
BENAZIRABAD AT GBPS Mujahid Abdul Wahid Brohi.  

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 0.440 Million 

5% Rs. 22000/= 

90 Days 

5% 

3% 

@ 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor I Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated  

Amounting to Rs.  

Rates  

A.  

B.  

CONTRACTOR  

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

of the  

EXECUTIVE ERJNEER 
EDUCATION WORKS DIVISION 

SHAHEED BENAZIRABAD 



SCHEDULE "B" 
Name of Work:- Rehabilitation! Improvement/ Renovation of Existing Primary School of Taluka 
Daur Distt: SBA Under Special M&R 1'rogramme (2016-17) @ GBPS Mujahid Abdul Wahid Tal: 

Daur  
IS.NOI Description I Measurement IQuantityl Rate Unit  Amount 

1 Removing cement or lime plaster.(SI, NO: 53 P.13) 

620.00 

© 121.00 %s(t 150 

Dismantling cement concrate palain. (SI, NO:19 P.10) 
78.00  

@ 1306.80 %cft 1019 

Cement concrete; brick or stone bllast '1½" to 2" gauge.Sl, NO: 4 (c) P. '15) 

Ratio 1:5:10 

195.00 

© 8694.95 %cft 16955 

Pacca brick work in foundation and plinth in.1:6. (SI,NO: 4(1 )e. P.21) 
96.00 

© 11948.36 %cft 11470 

5 Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 

dividing into panels. (SI, NO: 16 P. 42) 
2" thick 

1054.00 

© 3275.50 %sft 34524 

6 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 

winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 

with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 

to match the colour of tiles including curring grinding rubbing and chemical polishing etc 

complete i/c cutting tiles to proper profile. (R.A) 

497.00 

© 307.00 Psft 152579 

7 l'roviding and fixing /8"  thick marble tiles of approved quality & colour shade size 

S . 4 / x 4' in dado skirting & facing removal / tucking of existing plaster surface etc. 
over 2 thick of cement mortar 1:3 setting mortar base including filling the joints & 

fishing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(Sl,NO: 68 P.49) 

75.00 

© 186.04 P.sft 13953 

'1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 

chowkats hold fasts h inges, iron tower bIts. Chocks cleats, handles and cords with hooks, 

etc. Deodar panelled or panelled and glazed or fulls' glazed. 1~" thick. (SI, NO: 7(b) P.58) only shuttrs. 

70.00 

© 902.93 P.sft 63205 

9 Notice board made with cement.(SI, NO: I P. 95) 

32.00 
@ 58.11 Psft 1Su0 

1 Iwo coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 

Cit per % Sft. (SI, NO: 13 P.35) 
745.00 

   

 

@ 1887.40 ° alt 4L I 

CONTRACTOR ExecurflgineeT 
i/.ducatfofl Works Djvisioi't 

Shaheed Benazir Abad, 



Page  NO: 02 

S.NO Description Measurement IQuantityl Rate Lnit] Amount 

fl Cement plaster 1:4 upto 20' height.(c) 3/4'  thick. (SI, NO: 11(c) P. 52)  
705.00 

@ 3015.76 %sft 21261 

Whit washing.SI,NO: 26 P.54) 

1wo Coats.  
743.00 

425.84 %sft 3164 

Distempering Two Coats.. SI,NO: 24 (C) P.54) 
1579.00 

© 1043.90 %sft 16483 

j Primary coat of chalk under distenipering.(Sl,NO: 23 P.54) 
445.00  

44275 %sft 1970 
Colour washingTwo Coats..(Sl,NO: 25 P.54) 986.00  

© 859.90 %sft 8479 

Painting doors and windows any type.three coats. SI,NO: 5(c)  P. 70) (NEW SURFACE) 
164.00 

© 2116.41 %sft 3471 

7 Supplying & fixing in position iron / steel grill of ~" x ' size flat iron of approved 

designe includiçLg painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 

finished grill.(Sl NO: 26 P.93) 

121.00 
© 180.50 P.sft 21841 

Total:- 387045 

C CTOR 
ExecU'ngineer 

Education works Division 
Shaheed Benazir Abad 



BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 30001 

21 

a) Name of Procuring Agency 

b) Brief Description of Work 

C) Procuring Agency's Address 

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

U Period of Bid Validity 

9) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

h) Percentage, if any to be deducted from Bills. 

i) Dead Line for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED 
BENAZIRABAD AT GBPS Hussain Bux Bhutto 

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 2.650 Million 

5% Rs. 1325O0/ 

90 Days 

5% 

3% 

@ 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

Call deposit No. dated of the  

Amounting to Rs.  

Rates  

A.  

B.  

CONTRACTOR EXECUNGINEER 
EDUCATION WORKS DIVISION 

SHAHEED BENAZIRABAD 



SCHEDULE °B" 
Name of Work:- Rehabilitation! Improvement! Renovation of Existing Primary 
School of Taluka Daur Distt: SBA Under Special M&R Programme (2016-17) @ 

GBPS Hussain Bux Bhutto Ta!: Daur 
fS.NO Description Measurement Quantity Rate Unit Amount 

1 Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 

and straightening the same. (SI, NO: 20 P.10) 
797.00 

@ 5445.00 %cft 43397 

Dismantling brick work in lime or cement mortar. Sl, NO: 13 P.10)  
1603.00 

1285.63 %clt 20609 

Removing cement or lime plaster.(SI. NO: 53 P.13) 
1397.00 

121.00 %su 1690 

Removing door with chowkat. S1NO: 33-A, P.NO: 12) 
4.0 

'? 142.18 P.No 569 

Removing window and sky light with chowkats. (SI NO 33-B, P.NO: 12) 
6.00 

@ 102.85 P.No 617 

Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 

5ft. In ordinary soil. (SI, NO: 18 (b) ['.4) 

672.00 

3176.25 %0cft 2134 

z Cement concrete brick or stone hllast 1½" to 2" gauge.(SI, NO: 4 (c) P. 15) 
Ratio 1:5:10 

813.00 

@ 8694.95 %cft 70690 

I )amp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 

asphltk mixture. (SI. NO: 28 P. 19) 

3" thick 339.00 

@ 4982.18 %cft 16890 
Pacca brick work in foundation and plinth in.1:6. Sl,NO: 4(1 )e. P. 21) 

849.00  

@ 11948.36 %cft 101442 

l'acca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 

1217.00 

© 12674.36 %cft 154247 

Pacca brick work in other than building if c strcking of joints on walls upto 20 feet 

height in:1:6. (SI. NO: 7(1 )e P. 22) 

1013.00 

@ 12346.65 %cft 125072 
12 Filliin watering and ramming earth tinder floor with new earth excavated from outside lead 

u 'n chain and lilt upto Sleet. (SI, NC): 22 P.4) 

1020.00 

@ 3630.00 %Ocft 3703 

CONTRACTOR 
Execu e Engineer 

Education orks Divk;.' 
Shaheed Benazir Abt. 



S.NOJ Description Measurement IQtmantityI Rate Unit A mount 

13 Reinforced cement concrete work including all labour and niterial except the cost of steel 

reinforcement and its labour for bending and binding which will be paid separately. This rate 

also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 

exposed surface (including screening and washing of shingle) 

R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 

situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

853.00 

© 337.00 P.cft 287461 
j Fabrication of mild steel reinforcement for cement concrete including cutting bending, 

laying in position making joints and fastenings including cost of binding wire (also includes 

removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 
38.080 

@ 5001.70 P.cwt 190465 

i5 Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 

20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts 

filling with cement sand slurry of tation 1:6 and repairing the jamhs. The cost also i/c 

carriage tools and plants used in making and fixing.SI, NO: 29 P. 93) 

69.00 

© 228.90 P.rft 15794 
Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using! 

20 gauge G.l. sheet i/c wekled hinges and fixing at site with necessary hold fasts filling 

with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 

and plants used in making and fixing.(Sl, NO: 28 P. 93) 

71.00 

@ 240.50 P.rft 17076 

7 1st class deodar wood wrought. joiner)' in doors and windows etc. fixed in position including 

chowkats hold lasts h inges. iron tower bits. Chocks cleats, handles and cords with hooks, 

etc. Deodar panelled or panelled and glazed or fully glazed. 1/4" thick. (SI, NO: 7(b) P.58) only shuttrs. 

], 

171.00 
902.93 

2206.60 

P.slt 

%sft 

154401 

143981 

© 
Cement plaster 1:6 upto 20" height.(h) 1/2" thick. (SI, NO: 13(b) P. 52) 

6525.00 
@ 

Cement plaster 1:4 upto 20" height.(a) ~" thick. (SI, NO: 11(a) P. 52) 

6525.00 
@ 2197.52 %sIt 143388 

Ceflt plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 

913.00 

@ 3015.76 %sft 27534 

, Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P.53) 

2339.00 

© 1287.44 %sft 30113 

22 l'roviding and laying I' thick topping cement concrete (1:2:4) including surface 

dividing into panels. (SI, NO: lb P. 42) 

finishing and 

2"hicl 1921.00 

© 3275.50 %slt 62922 

"B" 3" thick 720.00 
@ 4411.82 %sft 31765 

23 Notice board made with cement.(Sl. NO: 1 P. 95) 

64.00 

@ 58.11 Psft 3719 

CONTRACTOR 
Executi*(Engineer 

Education Works Division 
Shaheed Benazjr Abad. 



Page NO: 03 

Is.N01 Description I Measurement IQtiatttityl Rate Unit 

24 \laking & fixing steel grated doors with 1/ 16thick sheeting including angle iron frame 2'x2' 
and .i square bars 4 centre to centre with locking arrangemcnt.(Sl, NO: 24 P. 97) 

48.00 

\ mount 

 

© 726.72 P.sft 34883 

Whit washing three coats.(Sl.NO: 26 P.54) 

['rimary coat of chalk under distempering.(Sl,NO: 23 P.54) 

7 Distempering Three Coats.. (Sl,NO: 24 (C) P.54) 

Colour washing Two Coats..(SI,NO: 25 P.54) 

  

151)4.00 

 

@ 829.95 %sft 12482 

2t.94.00 

 

@ 442.75 %sft 11928 

2(94.00 

 

© 1079.65 %sft 29086 

 

6128.00 

 

 

@ 859.90 %sft 52695 

29 l'ainting doors and windows any tvpe.three coats. S1,NO: 5(c) P. 70) (NEW SURFACE) 

NEW SURFACE 

398.00 

© 2116.41 %slt 8423 

Q l'aintiug Guard bars, gates iron bars gratings, railings including standard barces (etc) and 

similar open work. (Sl,NO: 5(d) P. 70) (NEW SURFACE) 
96.00 

© l270.83 %slt 1220 

31 Extra labour rate for making cement plaster pattas/ band around '.:raight or carved opening 

& around the edges of roof slabs the width not less than 6" with tine finshing as directed 

by Engineer Incharge. SI, NO: 35 P.55) 

300.00 
19.36 P.rlt 5808 

Supplying & fixing in position iron / steel grill of 3/i"  x L" size Ilat iron of approved 

designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 

finished grill.S1, NO: 2b P.93) 

81.00 
© 180.50 P.sft 14621 

Laying floor of approved with glazed tile ¼" thick cement 1:2 over ~" thick cement 

moildr :2 complete. (SI, NO: 24 I'. .13) 
75.00 

© 27t78.86 %slt 20759 

34 White glazed tile ¼' thick dido jointed in white cment and Lid over 1:2 cement sand 

mortar ~ thick including linishing. (SI, NO: 37 P.45) 
156.00 

@ 28253.61 %sft 44076 

CONTRACTOR 

 

Education orks Divis 
Skahoed Benjzjr Ahari 



CONTRACTOR 
Executive ilgineer 

Education Works Division 
Shaheed Benazir Abad 

, 

1'age NO: 04 

S.N 0 Description Measurement Quantity Rate Unit Amount 

35 F/I. floor of Verona Marble tiles of Size 12x12 and 3/4" fine dressed on the surface without 

winding set in white cement laid over 3/4" thick bed of 1:2 gre' t.nient mortor setting the tiles 

with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour ol tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

1(149.00 

@ 307.00 Psft 322043 
Providing and fixing " thick marble tiles of approved quality & colour shade size 
8" x 4/6 4 in dado skirting & facing removal / tucking of existing plaster surface etc. 
over thick of cement mortar 1:3 setting mortar base including filling the joints & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(Sl,NO: 68 l'.49) 

120.00 
© 186.04 Psft 22325 

Two coats of bitumen laid hot using 34 lbs for %sit over roof and blinded with sand at one 
CIt per % Sf1. Sl, NO: 13 P.35) 

1504.00 
© 1887.40 stt 28386 

TotiI. - 2221574 



SCHEDULE "B" W S & S F 
Name of Work:- Rehabilitation / Improvement! Renovation of Existing Primary 

School of Taluka Daur Distt: SL3A Under Special M&R Programme (2016-17) @ 

GBPS Hussain Bux Bhutto Tal: Daur 
S.NO I Description Measurement IQuantity I Rate  I Unit Amount  

P/F equatiig type white glazed of flushing cistern with internal litting& flush pipe with 
with bend z making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(Sl,NO: 1 - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 
l'/Fb'x2 or 6'x3' ('l.tloor trap ol the appr'ved self cleaning design with C.l.screw/down 
grating with or without a vent arm complet with and i/c mi)dii, rquisite number of holes 
in walls plinth & floor for pipe cinnections & making good in c i :2:4.Sl,NO: 20 P.06) 

I NO. 1.00 2042.43 Each 2042 

P/F 4" dia bend of the required degree with access door rubber washer 1/8" thick & bolt & 
nuts & extra paiting to match the colour of the building. (Sl,NO: 9, P.10) 

2 NO. 2.00 599.60 Each 1199 

Providing G.l.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint 'ith pigment to match the colour of the building & 

testing with water to a pressure head of 20() feet and handling.(St,NO: 1 P14) 
"A" ½" dia 

30.00 73.21 PrO 2196 

"B" 3/4"  dia 

50.00 95.79 P.rft 4790 

S/F long BIB - COCK of superior quality with C.P. head ½" (ha. Sl,NO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 

6 P/F in position Nyloon connections complete with l/2"dia brass stop cock with pair of brass 
nuts and lining joints to n'Ioon connection,(Sl,NO: 23 P.6) 

2 NO. 2.0(1 447.15 Each 894 

S/F cancealed TF.ii STOP COCK of Sup: quality with crystal head dia.(Sl,NO:12 (b) P.18) 

2 NO. 2.00 889.46 Each 

Providing & fixing handle volves(china) (SL\O: 5 P.17) 
3/4"  dia 

Each I NO. 1(1) 271.92 
1/2"  dia 

Each 1 NO. '1.00 200.42 

9 Providing, laying IJF\ C pipes ol Class "B" lixing in trenches 1/. utting fitting and jointing with "Z" joints 
with one rubber ring i/c testing with water to head of 122  motor .10(t (Si NO: 6 (E/I) - P-22) PHE 

"A" 4" dia lx30 
@ 137.00 P.rft 4110 

CONTRACTOR 
Execu Engineer 

Education irks Divisiofl 
Shaheed Benazir Abad. 

30 nt 

50 nt 

7 

"A"  

"B"  

1779 

272 

200 



Page NO: 02 

I
sj0 I Description Measurement IQuait1ty Rate Unit Amount 

i	Boring for tube well in wall bearing nails Irom ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.SLNO: 1 P.4i)(PHE) 

70 nt 160.00 P.rft 11200 70.0() 
Total:- 40594 

Non-Schedule Items 
11 l'/F l'lastic Poly l'ipeConiplete. (N.S.l) — - 

70.J() 1-1/4 diii 70 Rft 25.00 P.rlt 1750 

Providing Fixing water pumping set with Diamond moter and pump iMP i400PRM Single Phase 
220 volts 2'xl/ 1/2 suction and deilevary 4Oft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

I O. 1.00 18470.00 Each 18470 
Total:- 20220 

C Total:- 60814 

CONTRACTOR 
Execu U '\Engineer 

Education Works Division 
Shaheed Benazir ,\bad 



BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 30001- 

22 

a) Name of Procuring Agency 

b) Brief Description of Work 

c) Procuring Agency's Address 

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age 01 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

h) Percentage, if any to be deducted from Bills. 

i) Dead Line for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED 
BENAZIRABAD AT GBPS Jan Muhammad Jamali 

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 2.200 Million 

5%Rs. 110000/= 

90 Days 

5% 

3% 

@ 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated  

Amounting to Rs.  

Rates 

A.  

B.  

CONTRACTOR  

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

of the  

EXECUT NGINEER 
EDUCATION WKS DIVISION 

SHAHEED BENAZIRABAD 



SCHEDULE "B" 

Name Of Work:- Rehabilitation! Improvement! Renovation of Existing Primary School of Taluka 
Daur Distt: SBA Under Special M&R Programme (2016-17) @ GBPS Jan Muhammad Jamali Tal: Daur 

S.NO I)escription Measurement IQuantity Ratc Unit Amount 

1 Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10) 
2458.00 

@ 1285.63 %cft 31601 
Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI. NO: 20 P.10) 

829.00 
@ 5445.00 %cft 45139 

Pacca brick work in foundation and plinth inJ:6. Sl,NO: 4(1 )e. P. 21) 
630.00  

© 11948.36 %cft 75275 

4 Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphitic mixture. (SI, NO: 28 (c) P. 19) 
3"  thick  

206.00 

@ 4982.18 %cft 10263 
Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 
height in:1:6. (SI, NO: 7(1 )e P. 22) 

558.00 
@ 12346.65 %cIt 68894 

6	 Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i p. 17) 

913.00 
@ 337.00 P.cft 307681 

7 Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8(b) P.17) 

40.760 
© 5001.70 P.cwt 203869 

Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P.21) 
1406.00 

© 12674.36 %cft 178202 
Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52)  

5658.00 
@ 2206.60 %sft 124849 

1Q Cement plaster 1:4 upto 20" height.(a) 3/'  thick. (SI, NO: 11(a) P. 52)  
5658.00 

@ 2197.52 %sft 124336 

CONTRACTOR Exec Engineer 
Education Works Divisi 

Shaheed Benazir Abac. 



Page NO: 02 

S.NO Description Measurement Quantity Rate Unit Amount 

11 Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for door using/ 

using 20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold 
fasts filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(Sl, NO: 29 P. 93) 

69.00 
@ 228.90 P.rft 15794 

Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using/ 
using 20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold 
fasts filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(Sl, NO: 28 P. 93) 

142.00 
@ 240.50 P.rft 34151 

Removing door with chowkat. SINO: 33-A, P.NO: 12) 
2.0 

© 142.18 P.No 284 
j Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53)  

1907.00 
@ 1287.44 %sft 24551 

Laying floor of approved with glazed tile ¼" thick cement 1:2 over ~" thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 

60.00 
© 27678.86 %sft 16607 

White glaed tile ¼" thick dado jointed in white cment and laid over 1:2 cement sand 
mortar ~"

1
thick including finishing. (SI, NO: 37 P.45) 

© 28253.61 %sft 51139 

7 Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (Si, NO: 18 (b) P. 4) 

256.00 
© 3176.25 %0cIt 813 

Cement concrete brick or stone bllast 1'/2" to 2" gauge.Sl, NO: 4 (c) p. 15) 
Ratio 1:5:10 

I 559.00 
© 8694.95 %cft 48605 

Cement plaster 1:4 upto 20" height.(c) 3/4"  thick. (SI, NO: 11(c) P. 52) 
264.00 

@ 3015.76 %sft 7962 

19 Extra labour rate for making cement plaster pattas/ band around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

528.00 
@ 19.36 1'.rft 10222 

20 Notice boar1 made with cenient.(SI, NO: 1 P. 95) 
68.00 

 

© 58.1 l'sft 3951 

CONTRACTOR Execuie Engineer 
Education Works Division 

ShahQod Benazir Abad, 

181.00 



Page NO: 03 

IS.NOI Description Measurement I Quantity Rate Unit Amount 

21 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 
winding set in white cement laid over 3/4' thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

 

893.00 
© 307.00 Psft 

Providing and laying I" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. SI, NO: 16 P. 42) 

"A" 2" thick  

274151 

 

1798.00 

  

    

© 3275.50 %sft 58893 
"B' 3"hick 

444.00 
@ 4411.82 %sft 19588 

Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
Cft per % Sft. (SI, NO: 13 P.35) 

1219.00 
@ 1887.40 %sft 23007 

4 Making & lixing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 
~" and ~" square bars 4" centre to centre with locking arrangement.(Sl, NO: 24 P. 92) 

18.00 
@ 726.72 P.sft 13081 

1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58) 
ouR' shuttr. 

I 81.00 
© 902.93 P.sft 73137 

Extra labour rate making grooves of 1" x ¼" or ~" x ¼" plastered surface with true 
edges both vertically & horizontly with uniform depth & with groove base smoothly finished 
etc. complete as per instruction of Engineer Incharge.(Sl,NO: 34 P.55) 

1101.00 
@ 7.71 P.rft 8489 

Z Supplying & fixing in position iron / steel grill of ~" x ¼" size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grillh(Sl, NO: 26 P.93) 

95.00 
© 180.50 P.sft 

Whit washing.(SLNO: 26 P.54) 
Three Coats. 

1252.00 
© 829.95 %sft 

Primary coat of chalk under distempering.(Sl,NO: 23 P.54) 
2644.00 

© 442.75 I t 

'.,q i, , ; 
i\2t.'i Wit 

Excut Engineer 
F duration Works Division 

Shaheed 3enazjr Abad. 

17148 

10391 

11706 



1 

Page NO: Q4 

S.NO I Description Measurement Quantity Rate Unit Amount 

Q Distempering Three Coats.. (St,NO: 24 (C) P.54) 
2644.00 

@ 1079.b5 %sft 28546 

31 Colour washing Two Coats..Sl,NO: 25 P.54) 
3493.00 

859.90 %cft 3OO6 

32 Painting doors and windows any type.three coats. (Sl,NO: 5 (c) P. 70) 

'A" NEW SURFACE 
398.00 

2116.41 %sft 8423 

33 Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 

similar open work. (Sl,NO: 5(d) P. 70) 

"A" OLD SURFACE 
120.00 

@ 674.60 %sft 810 
"B' NEW SURFACE 

36.00 
@ 1270.83 %sft 457 

34 Filling watering and ramming earth under floor with new earth excavated from outside lead 

upto one chain and hit upto 51eet. (SI, NO: 22 P.4) 
1313.00 

@ 3630.00 %0cft 4766 
Total:- 1966820 

COJtRACToR 
Executiv i gineer 

Education Works Division 
Shaheed Benazirabad 



SCI-IEDULE "B" W S & S F 

Name Of Work:- Rehabilitation / Improvement! Renovation of Existing Primary School of Taluka Daur 
Distt: SBA Under Special M&R I'rogramme (2016-17) @ GBPS Jan Muhammad Jamali Ta!: Daur 

S.NO Description Measurement Quantity Rate Unit Amount 

1 P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(SI,NO: I - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 
S/F long BIB COCK of superior quality with C.P. head ½" dia. (SI,NO: 13(a) P.19) 

4 NO. 4.00 1109.46 Each 4438 
Providing & fixing handle volves(china) (SI,NO: 5 P.17) 
~" dia 

3 NO. 3.00 271.92 Each 816 
4	 Providing G.1.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 

i/C the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(SI,NO: 1 P.12) 
3/4' dia 

68 rft 68.00 95.79 P.rft 6514 

Providing R.C.C. pipes with collers class "B" digging the trnches to requird and fixing in 
position i/c cutting fitting and jointing with maxphaltic composition and cement mortor 1:1 

and testing with water pressure to a head of 4" feet above the top of heighst and refilling 

with excavated staff.(Sl,NO.2 P.24) 

6' dia 
16 nt 16.00 146.57 P.rft 2345 

Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 

i/C making and with drawing of casing pipe.(SI,NO: 1 P.41)(PHE) 

60 rft 60.00 160.00 P.rft 9600 

Z Providing Fixing water pumping set with Diamond moter and pump 1HP 1400PRM Single Phase 
220 volts 2"xl/1/2" suction and deilevary 4Oft head i/c base Plate and also making C:C: 1:3:6 

plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 
I NO. 1.00 18470.00 Each 18470 

Total:- 51876 

cONTRACTOR 
Executngineer 

Education Works Division 
Shaheed Benazirabad 



BIDDING DATA 

Tender Issued to  

Dated Rs. 30001= DR No. 

a) Name of Procuring Agency 

b) Bnef Description of Work 

c) Procuring Agencys Address 

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 

g) Secunty Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

h) Percentage, if any to be deducted from Bills. 

i) Dead Line for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures)  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED 
BENAZIRABAD AT GBPS Kirpal Das. 

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 3.550 Million 

5% Rs. 177500/= 

90 Days 

5% 

3% 

@ 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

Call deposit No. dated of the  

Amounting to Rs.  

Rates  

A.  

B.  

 

CONTRACTOR  EXEC . ENGINEER 
EDUCATION WeRKS DIVISION 

SHAI-IEED BENAZIRABAD 



Unit Rate S.NO Amount Quantity Description Measurement 

CONTRACTOR Exec ) 
Educatlo rks Divisit 

Shaheed Benazjr Abad 

SCHEDULE "B" 

Name Of Work:- Rehabilitation / Improvement / Renovation of Existing Primary School of Taluka 
Daur DisLt: SBA Under Special M&R Programme (2016-17) @ GBI'S Kirpal Das Ta!: Daur 

1 Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. SL NO: 20 P.10) 

853.00 
5445.00 %cft 46446 

2 Dismantling brick work in lime or cement mortar. (SI. NO: 13 P.10) 
3031.00 

@ 1285.63 %cft 38967 
Pacca bri4k work in foundation and plinth in.1:6. (Sl,NO: 4(1 )e. P. 21) 

1823.00 
© 11948.36 %cft 217819 

4 Excavation in foundation of building bridges and other structures including dagbelling 
dressing n.filling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI, NO: 18 (b) P. 4) 

181.00 
© 3176.25 %0cft 575 

Cement concrete brick or stone bllast 1½" to 2" gauge.(Sl, NO: 4 (c) P. 15) 
Ratio 1:5:10 

944.00 
@ 8694.95 %cft 82080 

Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 51eet. (SI, NO: 22 P.4) 

2366.00 
© 3630.00 %0cft 8589 

Z Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphitic mixture. (SI, NO: 28 P. 19) 
3" thick 

452.00 

© 4982.18 %cft 22519 
8	 Reinforced cement concrete work including all labour and material except the cost of steel 

reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. worL in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

1031.00  
I © 337.00 P.c ft 347447 

9 Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal 01 rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

50.629 
© 5001.70 P.c't 253231 



S.NO Description  I Measurement IQttantity Unit Amount Rate 

Execii( Engineer 
Education ::;rks DIvisjoi 

Shaheed nazjr Itbad. 

© 3015.76 °osft 11671 

Page NO: 02 

1Q Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 
20 gauge Cl. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the janibs. The cost also i/c 
carriage tools and plants used in making and fixing.(Sl, NO: 29 P. 93)  

69.00 
© 228.90 P.rft 15794 

U Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using! 
20 gauge Cl. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.Sl, NO: 28 P. 93) 

141.00 
© 240.50 l'.rft 33911 

1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bIts. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58) only shuttrs. 

171.00 
@ 902.93 P.sft 154401 

Supplying & fixing in position iron / steel grill of ~" x ¼" size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(SI, NO: 26 P.93) 

83.00 
© 180.50 P.sft 14982 

14 Making & fixing steel grated doors with 1/16" thick sheeting including angle iron frame 2"x2" 
~" and ~ square bars 4" centre to centre with locking arrangement.(Sl, NO: 24 P. 92) 

60.00 
© 726.72 P.sft 43603 

Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 
height in: 1:6. (SI, NO: 7(1 )e P. 22) 

1442.00 

@ 12346.65 %cft 178039 

Pacca bric work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 
2096.00 

© 12674.36 %cft 265655 

iz Cement plster 1:6 upto 20" height.(b) ½" thick. SI, NO: 13(b) P. 52) 
7668.00 

© 2206.60 %sft 169202 

Cement plaster 1:4 upto 20" height.(a) /8" thick. (SI, NO: 11(a) P. 52) 

7668.00 
@ 2197.52 %sft 168506 

: Cement plster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P.52) 
387.00 



Page NO: 03 

t 0I Description  I Measurement IQuantityl Rate Unit Amount 

Extra labour rate for making cement plaster pattas/ band around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

630.00 
@ 19.36 P.rft 12197 

21 Cement pointing struck joints on walls.Ratio 1:2. (51, NO: 19(a) P. 53)  
2456.00 

@ 1287.44 %sft 31620 

22 Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (SI, NO: 16 P. 42) 

"A" 2" thick 
2392.00 

@ 3275.50 %sft 78350 
"B" 3' thick  

1425.00 
@ 4411.82 %sft 62868 

Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
CIt per % Sit. SI, NO: 13 P.35) 

24 Notice board made with cement.(SI, NO: I P. 95) 
64.00 

58.11 Psft 3719 
Whit washing.(SLNO: 26 P.54) 
Three Coats.  

1473.00 
@ 829.95 %sft 12225 

Colour washing Two Coats..SI,NO: 25 P.54) 

Painting doors and windows any type.three coats. (SI,NO: 5(c/c) P. 70) 
NEW SURFACE 

398.00 
© 2116.41 %sft 8423 

Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. (SI,NO: 5(d) P. 70) 
NEW SURFACE 

120.00 
© 1270.83 %sft 1525 

Primary coat of chalk under distempering.(Sl,NO: 23 P.54) 
3005.00 

© 442.75 %sft 13305 

Distempering Three Coats.. (Sl,NO: 24 (C) P.54) 
3005.00 

@ 1079.o5 %sft 32443 

COWTRACTOR 
Execuikngineei 

ucatjon Works Divjgj0  
hahee Benazir4b.a 

1473.00 
1887.40 %sIt 27801 

7434.00 
© 859.90 %sft 63925 



Unit Rate S.NO Amount Quantity Description Measurement 

Page NO: 04 

29 P/ L floor of Verona Marble tiles of Size 12"x12" and 3/4" line dressed on the surface without 

winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

1521.00 
307.00 Psft 466947 

Q Providing and fixing /8" thick marble tiles of approved quality & colour shade size 
8" x 4/6' x 4" in dado skirting & facing removal / tucking of existing plaster surface etc. 
over ½" thick of cement mortar 1:3 setting mortar base including filling the joints & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(Sl,NO: 68 P.49) 

120.00 
@ 18.04 Psft 22325 

Laying floor of approved with glazed tile ¼" thick cement 1:2 over ~" thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 

75.00 
© 27678.86 %sft 20759 

32 White glazed tile ~" thick dado jointed in white cment and laid over 1:2 cement sand 
mortar ~ thick including finishing. Sl, NO: 37 P.45) 

260.00 
© 28253.61 %sft 73459 

Total:- 2829113 

CQLTaFA C TO R 

/ 

Execu - ngineer 
Education \ 'rks Division 

Shaheed Benazirabad 



Anount 

Name Of Work:- Rehabilitation/Improvement/Renovation of Existing Primary School of Taluka Daur 
Distt: SBA Under Special M&R Programme (2016-17) @ GBPS Kirpal Das Tal: Daur 

IS.NO I Description Measurement IQuantity Rate Unit 

I P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 

making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thurnble.(SLNO: I  - B (ii) P.1) 

1 NO. 1.00 4846.60 Each 4847 

S/F long BIB L  COCK of superior quality with C.P. head WI  dia. (SLNO: 13(a) P.19) 

272 I NO. 1.00 271.92 Each 

Providing G.I.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and hanctling.(SI,NO: 1 P.11) 

"A" /2"  dia 

6 rft 6.00 199.25 P.rft 1196 

Cei CTOR 
'4 

Exec - Engineer 
Education orks Division 

Shaheed Benazirabad 

SCHEDUIE "B" W S & S F 

2 NO. 2.00 1109.46 Each 2219 
Providing & fixing handle volves(china) (SI,NO: 8 P.14) 

~" dia 

20.00 73.21 P.rft 1464 

"B" 3/,"  dia 
30.00 95.79 P.rft 2874 

5 Providing R.C.C. pipes with collers class "B" digging the trnches to requird and fixing in 
position i/c cutting fitting and jointing with maxphaltic composition and cement mortor 1:1 
and testing with water pressure to a head of 4" feet above the top of heighst and refilling 

with excavated staff.(SI,NO.2 P.21) 
6" dia 

6 Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 

i/c making and with drawing o casing pipe.(S!,NO: I P. 41)(PHE) 

30 rft 30.00 160.00 P.rft 4800 

Z Providing Fixing water pumping set with Diamond moter and pump IHP I400PRM Single Phase 

220 volts 2"x1/1/2" suction and deilevary 40ft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

1 NC). 1.00 18170.00 Each 18470 

Total:- 36142 

20 rft 

30 rft 



BIDDING DATA 

Tender issued to  

a) Name of Procuring Agency 

o) Brief Description of Work 

p) Procuring Agency's Address 

DR No. Dated Rs. 30001= 
Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED 
BENAZIRABAD AT GBPS Qurban Au Rind.  

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

1 

q) Estimated Cost Rs. 2.600 Million 

r) Amount of Bid Security (fill in lump sum amount of in %age of 5% Rs. 1300001= 
bid amount/estimated cost equal to 5%) 

s) Period of Bid Validity 90 Days 

t) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 5% 

u) Percentage, if any to be deducted from Bills. 3% 

v) Dead Line for submission of Bids alongwith time @ 12:00 Noon 

w) Venue, Time and Date of Bid Opening Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@ 1:00 P.m 

x) Time for completion from written order of Commerce. 03 Months. 

y) Liquidity damages (0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

z) Name of Contractor / Agency (Tender issued) 

aa) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated of the  

Amounting to Rs.  

Rates  

A.  

B.  

CONTRACTOR EXECU '. NGINEER 
EDUCATION WORKS DIVISION 

SHAHEED BENAZIR.ABAD 



SCHEDULE "B" 
-' Name of Work:- Rehabilitation! Irnprovement/ Renovation of Existing I'rimary 

School of Taluka Daur Distt: SBi Under Special M&R Programme (2016-17) @ 
GBPS Qurban Au Rind Ta!: Daur  

I N01 Description Measuretiieit tQuantit'l Rate Unit Amount 

1 Dismantling .ement concrete reinforced separating reinforcement from concrete cleaning 

and straightening the same. (SI, NO: 20 I'. 10) 
797.00 

@ 5445.00 %cft 43397 

Dismantling brick work in lime or cement mortar. (Si, NO: 13 P.10) 

1603.00 

1285.63 %cu 20609 

Removing cement or lime plaster.(SI, NO: 53 
1397.00 

@? 121.00 %sft 1690 

4 Removing dooi' with chowkat. SINO: 33-\. P.NO: 12) 
1.0 

142.18 P.Nn 569 

Removing window and sky light with chowkats. Si NO 33-B, I'.NO: 12) 
6.00 

@ '102.85 P.No o17 

Excavation in foundation of building bridges and other structures including dagbelling 

dressing refilling around structure with excavated earth watering and ramming lead upto 

51t. in ordinary soil. (SI, NO: 18 (b) p. 4) 
672.00 

@ 3176.25 %0cll 2134 

7 Cvment concrete brick or stone bllast 1½" to 2" gauge.(St, NO: 4 (c) I'. '15) 

Ratio 1:5:10 
813.00 

8694.95 %cft 70690 

Damp proof course with cement sand and sh ;:igle concrete (1:2:4) including 2 coats of 

asphitic mixture. (SI, NO: 28 P. 19) 

3U thick 339.00 

@ 4982.18 %clt 16890 

l'acca brick work in foundation and plinth in.1:6. (Sl,NO: .1(1 )e. P. 21) 
8.1 ).00 

@ 11948.36 %cft 101442 

Q Pacca brick work in ground floor in Cenwnt sat! mortar 1:6. (SI, NO: 5(1)e P. 21) 
1217.00 

@ '12674.36 %ctt 154247 

u l>acca brick work in other than building i/ c strcking of joints on walls npto 20 feet 

height in:1:6. (SI, NO: 7(1 )e P.22) 
1W 3.00 

@ 12346.65 %cft 125072 

Filling watering and ramming earth under floor 1th new earth excavated from outside lead 

upto one chain and lift upto 5feet. (SI, NO: 22 I'.• - 
10.0.O0 

3(30.00 %0clt 3703 

CNTRACTOR 

 

- Executtnqjneer 
Eduratjon Works Divisiof' 

Shihoed Abarl, 



E
.No Description Measurement Quantity Rate Unit 

13 Reinforced cement concrete work including all iabour and material except the cost of steel 

reinforcement and its labour for bending and binding which will be paid separately. This rate 

also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washi.ig of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i 1'. 17) 

853.0() 

Amount 

@1 337.00 P.cft 287461 
4 Fabrication of mild steel reinforcement for cctiient concrete including cutting bending, 

Living in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using br Bars. (SI, NO: 8 (b) P.17) 

38.080 

@ 5001.70 P.cwt 190465 

j Providing and fixing G.I frames / chowkliats o size 7" x 2" or 1' " x 3' for door using! 

20 gauge G.I. sheet i/c welded hinges and fixiii. at site with nec. iry hold fasts 

lilling with cement sand slurry of tation 1:6 inti u'pairing the jamb The cost also i/c 
carriage tools and plants used in making and iixiig.(Sl. NO: 29 P. Li 

69.00 

@ 228.90 P.rlt 15794 

j Providing and fixing G.l frames / chowkhats of size 7" x 2" or l x 3' for Windows using! 

20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hokl fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The c st also i/c carriage tools 
and plants used in making and fixing.(Sl. NO: 2 '.93) 

7.00 

' 240.50 P.rIt 17076 

fl 1st class deodar wood wrought. Joiner)' in doors and windows etc. Iixed in position including 

chowkats hold fasts h inges, iron tower bits. Chocks cleats, hand s and cords with hooks, 

etc. Deodar panelled or panelled and glazed or fulls' glazed. 1Wtiick.(Sl, NO: 7(b) P.58) only shuttrs. 
17L0() 

@ 902.93 P.sft 154401 

cement plaster 1:6 upto 20" height.(b) ½' thick. (: !, NO: 13(b) P.52' 
65. .00 

© 2206.60 %sft 143981 

Cement plaster 1:4 upto 20' height.(a) ~" thick. (1. NO: 11(a) P.52) 
65.5.00 

© 2197.52 %sft 143388 

Q Cement plaster 1:4 upto 2011  height.c) ~" lh:ck. (,NO: 1Ic) P. 52) 
913.00 

@ 3015.76 %sft 27534 

Cmeni pointing struck joints on walls.Ra n' :2. (SI, NO: '19(a) P. 5.) 
2339.00 

© 1287.44 %si't 30113 

Providing and laying 1" thick topping c&'i .u'nt ctu crete (1:2:4) inclu I lug surface finishing and 

dividing into panels. (SI, NO: 16 P. 42)
- 

A" rthick 19:1.00 

23 Notice board made with cement.(Sl, NO: 1 P. 95) 

© 3275.50 
72 u() 

- © 4411.82 

6. LIt) 

© 58.11 

%sft 62922 

%sft 31765 

Psit 3719 

CONTRACTOR 

 

Exec Engineer 
Education Works Divisicr 

Sliahoed Bonazir Abad. 



Page NO:03 

ik cement 1:2 r ~' thick cement 1 aiiig floor a ap: ''cd with glazed 

iiiortar 1:2 cnmpletc. 1, NO: 24 I'. 43) 

CONTRA CIOP, 
ExecutiEngineer 

Education Works Divisio 
Shaheed Benazir Abaci. 

Ls.No E)escdpton '1isi 1Qt  iityj Rate Unit 1 Amount 

24 Making & fi,iiig steel grated do'rs with 6thk- k sheeting includ ig angle iron frame 2'x2" 
" and 3/411 suare bars 4 centre Lu centr' th locking air1ingement. 

I 

SI, NC): 2I P. 97) 

726.72 P.slt 

4' do 

Whit washing three co.its.(SLNO: 26 P.5. 

15 Ut) 

S29.95 %slt 

Primary coat of chaUs tuder distemperin',.(t,NO: 23 P.54) 
2(i UI) 

442.75 %sft 

I)istemperingThiee ats.. (Sl,NO: 24 (1. .H) 
2(, 
- 

.111) 

1079.65 sit 

Colour wash g Coats..(Sl,NO: 25 I' 

(,l .01) 

© 859.90 %sft 

l'c1iflhili doors i.J Juws any tvpe.ti. c s. (Sl.NO: 5(c) P. 7'' (NEW SURFACE) 

NEW SURFA 1 
39 .00 

2116.41 %slt 8423 

a.Q 1'aintuig Gufl. bars, gates iron bars grai: gs. ings including s :idtrd barces (etc) and 

sini111ii open . rk. (SI NO: 5(d) I' 70) (N SUI'FACE) 
9' 0)0) 

- @ 1270.83 %stt 1220 

Extra labour rate for .aking cement pla 'and around st ight or carved opening 

& around the edges roof stabs the w nOt I s than 611  with Ii linshing as directed 

Lw Engineer l,diar ;i, NO: 35 P.55)
- 

3t .00 

19.36 P.rft 5808 

32 Supplviiig & fixing i:. psiIiun iron / sici grill of ~ x 1/411  size 111 iron of approved 

designe including ;''Iing 3 coats etc. cu..'leLe vght not tobe lest Ihai 3.7 Lbs/sq foot of 

finished gi'ill.(Sl, NO: :: I .93) 

$ 

1SO.50 P.stt 14621 

7 III 

27678.86 %sft 20759 

\\ hite  glaivd tile : thick dado jointe .n v cinent anI l L'r 1:2 cement sand 

mortai 3/4'  tl tick inclu. I ig finishing. (SI. ': 37 I 

2S253.61 %stt 44076 

25 

Z 

28 

34583 

12482 

11928 

29086 

52695 



C )  

P.. NO:04 

l
$.NOI Description  1 Mca..nte.. IQu.t'1 Rate Unit Amount 

35 P/I. floor of \1erona \).rhle tiles of Size I. t.. 3/4 fine dres tn the surface without 
winding set n white' .eutent laid over 3/ J oll:2 gre\' cer out inorLor setting the tiles 
with grey ce iient slurry, jointing and the tiles with slurry white cement and pigment 
to match Lhelcolour  ot tiles including cun 1',rinding rubbing and remical polishing etc 
complete i/ cutting tiles to proper profik ...\) 

92 .0)) 

307.00 Psft 285203 
36 Proviiling a id fixing •s" thick marbit ::s LI! proved qualit :oIoui shade size 

8 x .1/6" x 4 in dadu skirting & lacing inoval tucking of exist •g  plaster surface etc. 
over '. thick of ceniint mrtar 1:3 settir ig rio ii base includi', tilling the joints & 
washing the tiles with chite cement slurry, urreiu, finishing clef iig and polishing etc. 
complete.(Sl,NO: 68 I 'I')) 

12 Ut) 

186.04 Psft 22325 

Z Two coats of bitumen laid hot using 34 lbs for : i over roof and 1 d with sand at one 

Cft pir % Sit. (SI. NO: 3 P.35) 

1887.40 %sit 28386 
Total:- 2221574 

CONTRACTOR 
Executi(Engineer 

Education Works Division 
Shaheed Benazir Abad 



SCHEDULE "B" W S S F 
-f Name of %'V!ork:-  Rehabilitation/ Lmprovement/ i.enovation of Existing Primary 

School of Taluka Daur Distt: SBA Under Speciai M&R I'rogramme (2016-17) © 
GUPS Qurban All Rind T1: Daur 

IS.N0  J Description 1 Measurement IQuarity Rate I Unit Amount 
P,/ F equating lv pn white glazed of flushing cistern with interol fitting & flush pipe with 

with bend & making requisite iiuuribei of holes in wall pliuth & loor for pipe connection & 

making good in cement concrete 1:2:4 

with 4" da white glazed eartlwn ware trap & plastic thumble.Sl,NO: I - B (ii) P.1) 

2 NO. 2.'0 4846.60 Each 9693 
2 P/I:  x2' or 6x3 C.l.11oor tra of (1w approve sel1cleaningJ ign with C.l.screw/down 

grating with or without a vent arm oinplet ith and i/c rn. e, rquisitc number of holes 

in walls pliiith & I ioor for pipe cinnections & nking good in Cv I :2:4.(Sl,NO: 20 P.06) 

I NO. 2042.43 Each 2042 

3 P/F 1" dia bend 1 the required degree with access door rubl'. washer 1/8" thick & bolt & 

nuts & e\tra pai(ii'g to match (he colour of the t'uilding. (Sl.N( ', P.10) 

"A"  

2 NO. 599.60 Each 

complete with and 

two coa after 

of the building & 

P.14) 

llc)) 

Providing G.l.pipvs specials and clamps etc i/c fixing cutting ni' 

i/c the cost of breaking through walls and r'nf making good 

cleaning the pipe etc with whit zink paint with 'igment to ma'' 

testing with water to a pressure head of 200 fe. and handling 

½" din 

I fitting 

Ic painting 

' the colour 

,NO: 1 

3(1 rft 1 73.21 P.rft 2196 

"B"  3/,"  di,i 

50 nt 5'. 0 95.79 F.rft 4790 

5 S/F long BIB - COCK of superior quality ,'ith C.P. head dia. (Sl,NO: 13(a) P.19) 

2 NO. 1109.46 Each 2219 

V/I: positiolt N:i..'on conne (ionS coinph?(e ' Rh 1/2"dia hr. 

nuts and lining joints to ivlooi, connection.(Sl, O: 23 P.6) 

lop cock 

— 

with pair of brass 

2 NO. .: ) 447.15 Each 894 

Z S/F cancealed TEE STOI' CoCK of sup: qualit' cub crystal I ½" dia.(Sl,NO:12 (b) P.18) 

2 NC. . 0 889.46 Each 1779 

8 Providing & fixing handk volves(cliina) (Sl,N 5 P.17) — 

"A"  3/"  dia 

I NO. 271.92 Each 272 

"B"  ½" dia 

1 NC). 200.42 Each 200 

9 Providing, lavin' PVC pipes of Clas 'I' iXi in trench:; tt litting and jointing with '7." joints 
y li no rLmhbi.,r ow, i/c testing with water to ad of 122 in 011(51 NO: ( (E/1) - l'-22) Pi-IE 

A' 1 ai 1x30 

? fl700 P.rft 4110 

CONTRACTOR 

 

Execun31Engjneer 
Education Works DivIjr, 

Shaheed Benazjr Abad. 



1'. NC): 02 

  

   

Ls 0  I Description I Mcisunm; it JQ ily Rate j Unit 

10 Boring br tube vtlI iii wi11 bering ntils from round level ii 00 fLor 30.5 meter depth 

Amount 

i/c miking and with drawing of casing pipe.(E.NO: 1 l'.4l)il' 

   

    

70 nt 

 

160.00 P.rft 11200 

   

Total:- 40594 
Non-Schedule Items 

11 1'' F l'Iastic Polv Pp Cukt. (N.S. 

1-1/4 dia 70Rft 25.00 P.rft 1750 

Providing Fixing wutcr pumping set with Di nd moter •i"' mp Il-Il' i400PRM Single Phase 

220 volts 2'xi/l/" suction and deileviry -loft ':ad i/C 1xisi ,and also making C:C: 1:3:6 

plate lorm of reL1urv'd base size and fixing with nuts & bolt' implete in all respects. 

I NO. ll70.00 Each 18470 

Total:- 20220 

C Total:- 60814 

CQNrRACTOR 
Executingineer 

Education Works Division 
Shaheed Benazir Abad 



I 2 

a) Name of Procuring Agency 

b) Brief Description of Work 

C) Procuring Agency's Address 

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

Period of Bid Validity 

Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

h) Percentage, if any to be deducted from Bills. 

i) Dead Line for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening 

f)  

g)  

CONTRACTOR EXECUT ,r  NGINEER 
EDUCATION WORKS DIVISION 

SHAI-IEED BENAZIRABAD 

BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 30001= 

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED  
BENAZIRABAD AT GBPS Ghullam Muhammad Brohi.  

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 2.600 Million 

5% Rs. 130000/= 

90 Days 

5% 

3% 

@ 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor I Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

A.  

B.  

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

Call deposit No. 

Amounting to Rs.  

Rates 

dated of the  



S.NO 

SCHEDULE "B" 
Name of Work:- Rehabilitation/Improvement! Renovation of Existing Primary 
School of Taluka Daur Distt: SBA Under Special M&R Programme (2016-17) @ 

GBPS Ghullam Muhammad Brohi Ta!: Daur 
Description I Measurement IQua1 tity1 Rate Unit j  Amount 

CONTrACTOR 
Execute Engineer 

Education Works Division 
Shaheed Benazir Abad. 

, Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI, NO: 20 P.10) 

797.00 
© 5445.00 %cft 43397 

Dismantling brick work in lime or cement mortar. (SI. NO: 13 P.10) 
1603.00 

@ 1285.63 %cft 20609 

Removing cement or lime plaster.(SI, NO: 53 P.13) 
1397.00 

© 121.00 %sft 1690 
Removing door with chowkat. SlNO: 33-A, P.NO: 12) 

4.0 
@ 142.18 P.No 569 

Removing window and sky light with chowkats. (SI NO 33-B, P.NO: 12) 
6.00 

© 102.85 P.No 617 
Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
51t. In ordinary soil. (SI, NO: 18 (b) P. 4) 

672.00 
© 3176.25 %Ocft 2134 

Z Cement concrete brick or stone bllast 1½" to 2" gauge.(SI, NO: 4 (c) P. 15) 
Ratio 1:5:10  

813.00 
@ 8694.95 %cft 70690 

Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coa of 
asphitic mixture. (SI, NO: 28 P. 19) 
3" thick 339.00 

@ 4982.18 %cft 16890 
Pacca brick work in foundation and plinth in.i:6. Sl,NO: 4(1 )e. P. 21) 

849.00 
© 11948.36 %cft 101442 

Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(I)e P.21) 
1217.00 

© 12674.36 %cft 154247 

il Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 
height in:1:6. (SI, NO: 7(1 )e P. 22) 

1013.00 
© 12346.65 %cft 125072 

2 Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5leet. (SI, NO: 22 P.4) 

1020.00 
© 3630.00 %Ocft 3703 



Page NC): 02 

IS.1 O I Description  I Measurement IQuantiuI Rate 

  

U hit Amount 

Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

853.00 
@ 337.00 P.cft 287461 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

38.080 
@ 5001.70 P.cwt 190465 

Providing and fixing G.I frames / chowkhats of size 7" x 2" or 4½" x 3' for door using! 
20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(SI, NO: 29 P. 93) 

69.00 
@ 22890 P.rft 15794 

Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using! 
20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.(Sl, NO: 28 P. 93) 

71.00 
240.50 P.rft 17076 

7 1st class deodar wood wrought. joinery in doors and windows etc. fixed in position including 
chowkats hold fasts Ii inges, iron tower bits. Chocks cleats, lmndles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58) only shuttrs. 

171.00 
902.93 P.sft 154401 © 

Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52) 
6525.00 

© 2206.60 %sft 143981 

Cement plaster 1:4 upto 20" height.(a) ~" thick. (SI, NO: 11(a) P. 52) 
6525.00 

@ 2197.52 %sft 143388 

Q Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 
913.00 

© 3015.76 %sft 27534 
Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 

2339.00 
© 1287.44 %sft 30113 

22 Providing and laying 1" thick topping cement concrete (1:2:4) including surface 
dividing into panels. (SI, NO: 16 P. 42) 

finishing and 

"A" 2" thick 1921.00 
3275.50 %sft 62922 

"B" 3" thick 720.00 
4HLS2 %sIt 31765 

CONTRACfOR Execje Engineer 
Eucatjoi-  VJorks Diviii 

Shaheed Benazir Ab 



Page N9JJ3. 

1sJ0I Description  I Measurement IQua11tiLy Rate Unit Amount 

23 Notice board made with cement.(Sl, NO: 1 P. 95) 
64.00 

58.11 Psft 3719 

4 Making & fixing steel grated doors with 1/16'thick sheeting including angle iron frame 2"x2" 
~" and ~" square bars 4" centre to centre with locking arrangement.(Sl, NO:  24 P. 97) 

48.00 

© 726.72 P.sft 348S3 

Whit washing three coats.(Sl,NO: 26 l'.54) 
1504.00 

@ 829.95 %sft 12482 

26 l'rimar coat of chalk under distemnpering.(SLNO: 23 P.54) 
2694.00 

@ 442.75 %sft 11928 

ZZ Distempering Three Coats.. (Sl,NO: 24 (C) P.54) 
2694.00 

- @ 1079.65 %sft 29086 

Colour wahing Two Coats..(Sl,NO: 25 P.54) 
6128.00 

@ 859.90 %sIt 52695 
Painting doors and windows ans' tvpe.three coats. (Sl,NO: 5(c) P. 70) (NEW SURFACE) 
NEW SURFACE 

398.00 

@ 2116.41 %sft 8423 

30 Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 

similar open work. (Sl,NO: 5(d) P. 70) (NEW SURFACE) 

96.00 

© 1270.83 %sft 1220 

, Extra labour rate for making cement plaster pattas/ band around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
by Engineer Incharge. SI, NO: 35 P.55) 

300.00 
19.36 P.rft 5808 

Supplying & fixing in position iron / steel grill of 3/4"  x ¼" size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(SI, NO: 26 P.93) 

81.00 
© 180.50 P.sft 14621 

Laying floor of approved with glazed tile ~" thick cement 1:2 over ~" thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 

75.00 

© 27678.86 %sft 20759 
White glazed tile ¼" thick dado jointed in white cment and laid over 1:2 cement sand 
mortar 3/m" thick including finishing. (SI, NO: 37 P.45) 

156.00 
© 28253.61 sit 44076 

CONTRACTOR Execut ngneer 
Education Works Divisk 

Shaheed Bnazir Abed. 



Pagj4O: 04 

S.NO Description Measurement IQuantityl Rate Unit I Amount 

35 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 
winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/cutting tiles to proper profile. (R.A) 

929.00 
@ 307.00 Psft 285203 

36 Providing and fixing /8" thick marble tiles of approved quality & colour shade size 
8" x 4/6' x 4" in dado skirting & facing removal / tucking of existing plaster surface etc. 
over ½' thick of cement mortar 1:3 setting mortar base including filling the joints& 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(SI,NO: 68 P.49) 

120.00 
@ 186.04 Psft 22325 

7 Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
Cft per % Sft. (SI, NO: 13 P.35) 

1504.00 
© 1887.40 %sft 28386 

Total:- 2221571 

Executhl.Engineer 
Education Works Division 

Shaheed Benazir Abad 



S.NO I Description I Measurement Quantity I Rate  J Unit Amount  
P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(SLNO: I - B (ii) P.1) 

1 NO. 1.00 2042.43 Each 2042 

CONTRACTOR Execut"- Engineer 
Education Works Divisk 

hahoed nir Abac& 

Part "B" WS &S F 
Name of Work:- Rehabilitation/ Improvement! Renovation of Existing Primary 
School of Taluka Daur [)istt: SBA Under Special M&R Programme (2016-17) @ 

GBPS Ghullarn Muhammad Brohi Tal: Daur 

2 NO. 2.00 4846.60 Each 9693 
P/F 6"x2" or 6'x3' C.I.floor trap of the approved self cleaning design with C.l.screw/down 
grating with or without a vent arm complet with and i/c making rquisite number of holes 
in walls plinth & floor for pipe cinnections & making good in CC 1:2:4.Sl,NO: 20 P.06) 

P/F 4" dia bend of the required degree with access door rubber washer 1/8" thick & bolt& 
nuts & extra paiting to match the colour of the building. (Sl,NO: 9, P.10) 

2 NO. 2.00 599.60 Each 1199 

Providing G.Lpipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(Sl,NO: 1 P.14) 

"A" 1/2"  dia 
30.00 73.21 P.rft 2196 

"13" ~"dia 
50.00 95.79 P.rft 4790 

S/F long BIB - COCK of superior quality with C.P. head ½" dia. (Sl,NO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 

6 P/F in position Nyloon connections complete with 1/2"dia brass stop cock with pair of brass 
nuts and lining joints to nyloon connection.Sl,NO: 23 P.6) 

2 NO. 2.00 447.15 Each 894 

S/F cancealed TEE STOP COCK of sup: quality with crystal head ½" dia.(Sl,NO:12 (b) P.18) 

2 NO. 2.00 889.46 Each 1779 
Providing & fixing handle volves(china) Sl,NO: 5 P.17) 

"A" 3/4"  dia 
1 NO. 1.00 271.92 Each 272 

"B' 1/2" dia 
I NO. 1.00 200.42 Each 200 

9 Providing, laying UPVC pipes of Class "B" fixing in trenches i/c cutting fitting and jointing with "Z" joints 
with one rubber ring i/c testing with water to head of 122  motor 4oft (SI NO: 6 (E/1) - P-22) PHE 

"A" 4" dia 1x30 30 
( 137.00 P.rft 4110 

30 rft 

50 rft 



60814 G 'Fotal:- 

Page NO: 02 

S.NO I Description 

Boring for tube well in wall bearing nails I roni ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.(SLNO: 1 P.41)(Pl-JE) 

Measurement jQuantity Rate Unit Amount  

70 rft 160.00 Rrft 11200 70.00 
lotal:- 40594 

Non-Schedule Items 
11 l'/F Plastic Poly Pipe Complete. (N.S.l) 

1-1/4" dia 70 Rft 70.00 25.00 P.rft 1750 

Providing Fixing water pumping set with Diamond moter and pump 1 HP I400PRM Single Phase 
220 volts 2'xl/1/2" suction and deilevary 40ft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

I NO. 1.00 18470.00 Each 18470 
Total:- 20220 

COPJTRcTO R 



BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 3000!- 

26 

a) Name of Procunng Agency 

b) Brief Description of Work 

c) Procuring Agency's Address 

Estimated Cost 

Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

Period of Bid Validity 

Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

Percentage, if any to be deducted from Bills. 

Dead Line for submission of Bids alongwith time 

Venue, Time and Date of Bid Opening  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED 
BENAZIRABAD AT GBPS Moula Bux Zardari.  

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 2.800 Million 

5% Rs. 1400001= 

90 Days 

5% 

3% 

@ 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

Time for completion from written order of Commerce. 

Liquidity damages 

m) Name of Contractor / Agency (Tender issued) 

Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated  

Amounting to Rs.  

Rates 

A.  

B.  

CONTRACTOR  

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

of the  

EXECUTI\ENGINEER 
EDUCATION WORKS DIVISION 

SHAHEED BENAZIRABAD 



SCHEDULE "B" 
Name of Work:- Rehabilitation/ Improvement! Renovation of Existing 

1'riniary School of Taluka Daur Distt: SBA Under Special M&R Programme 
(2016-17) @ GBPS Moula Bux Zardari Tat: Daur 

S.NO Description Measurement IQuantitYl Rate Unit 

I Dismantling cement concrete reiji forced separating reinforcement from 
and straightening the same. (SI, NO: 20 P.10) 

concrete cleaning 

853.00 
@ 5445.00 %cft 

2 Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10) 

2759.00 
@ 1285.63 %cft 

3 Pacca brick work in foundation and plinth in.I:6. (SI,NO: 4(1 )e. P.21) 
1176.00 

@ 11948.36 %cft 

Amount 

4b446 

35471 

140513 

Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 

5(1. In ordinary soil. (SI, NO: 18 (b) P. 4) 
181.00 

@ 3176.25 %Ocft 575 

Cement concrete brick or stone bllast 1½" to 2" gauge.S1, NO: 4 (c) P. 15) 
Ratio 1:5:10 

521.00 
@ 8694.95 %cft 45301 

Filling watering and ramming earth under floor with new earth excavated from outside lead 

upto one chain and lift upto Sleet. (SI, NO: 22 P.4) 
2366.00 

@ 3630.00 %0cft 8589 

7 Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 

asphitic mixture. (SI, NO: 28 P. 19) 

3" thick 

314.00 

© 4982.118 %cut 15644 
Reinlorced cement concrete work including all labour and material except the cost of steel 

reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 

exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI. NO: 6i P. 17) 

1031.00 
© 337.00 P.cft 347447 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 

removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 
46.026 

@ 5001.70 P.cwt 230208 

CONTRACTOR Exe)<ve Engineer 
I.cIUcatjcr'./orks  Dlv iS ion 

Shaheed enazjr Ah,,d. 



Page NO: 02 

.3 S.NO Description Measurement Quantity Rate Unit Amount 

LQ Providing and lixing (.I frames / chowkhats of size 7" x 2" or 4" x 3" for door using! 

20 gauge G.l. sheet i/c welded hinges and fixing at site with necessaiy hold lasts 

filling with cement sand slurry of (ation 1:6 and repairing the jambs. The cost also i/c 

carriage tools and plants used in making and uixing.Sl, NO: 29 P. 93)  

69.00 

@ 228.90 P.rft 15794 

11 Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using! 

20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 

with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 

and plan used in making and fixing.(SI, NO: 28 P. 93) 

141.00 

@ 240.50 P.rft 33911 

1st elass deodar wood wrought. Joinery in doors and windows etc. fixed in position including 

chowkats hold fasts h inges, iron tower hltc. Chocks cleats, handles and cords with hooks, 

etc. 1)eodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58) only shuttrs. 

111.00 

© 902.93 P.sft 100225 

13 Supplying & fixing in position iron / steel grill of 3/4"  x ½" size flat iron of approved 

designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 

finished grill.(SI. NC): 26 P.93) 

83.00 

@ 180.50 P.slt 14982 

14 Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2'x2' 

~" and ~" square bars 4" centre to centre with locking arrangement.(Sl, NO: 24 P. 92) 

60.00 

@ 726.72 P.slt 43603 

Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 

height in:1:b. (SI, NC): 7(1 )e P. 22) 

1030.00 

@ 12346.65 %cft 127170 

1 Ptcca brick work in ground floor in Cement sand mortar 1:6. (SI. NO: 5(1 )e P. 21) 

2096.00 

@ 12674.36 %cft 265655 

Cement plaster l:b upto 20 height.(b) ½" thick. (SI, NO: 13(b) 1'. 52) 

6701.00 

@ 2206.60 %sft 147864 

Cement plaster 1:4 upto 20" height.(a) 3/s"  thick. (SI. NO: 11(a) P. 52) 

6701.00 

@ 2197.52 %sft 147256 

Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 

326.00 

@ 3015.76 %su 9831 

COITRAC TOR 

 

ExCcu.neer 
Education ;s Divic'; 

Shahoed Ahad. 



4 
Pge NO: 03 

I 0I Description  I Measurement IQuantityl Rate Unit Amount 

20 Extra labour rate for making cement plaster pattas/ band around straight or carved opening 

& around the edges of rool slabs the width not less than 6" w Lh line finshing as directed 

by Engineer Incharge. (SI. NO: 35 l'.53) 
508.00 

@ 19.36 P.rft 9835 

Cement pointing struck joins on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 
1968.00 

© 1287.44 %sft 25337 

22 Providing an laying I" thick topping cement concrete (1:2:4) including surface finishing and 

dividing into panels. (SI. NO: 16 P. 42) 

"A" 2" thick 
2392.00 

@ 3275.50 %sft 78350 

"0" 3" thick 
350.00 

@ 4411.82 %sft 15441 

Iwo coats of bitumen laid hot using 34 lbs for sft over rool and blinded with sand at one 

Cit per % Sit. (SI, NO: 13 ['.35) 
1473.00 

@ 1887.40 %sft 27801 

24 Notice board made with cement.Sl, NO: I P. 95) 
64.00 

@ 58.11 Psft 3719 

25 \Iiit washing.(Sl.NO: 2o P.54) 

1'hrec' Coats. 
1473.00 

@ 829.95 %sft 12225 

Colour wishing Two Coats..St,NO: 25 P.54) 
9685.00  

@ 859.90 %sft 83281 

7 Painting dors and windows any type.three coats. (SLNO: 5(c/c) P. 70) 

"A" NEW SURFACE 
254.00 

2116.41 %sft 5376 

"B" Ol.D SURFACE 
144.00 

@ 1160.06 %sft 1670 

Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 

iniilar open work. (Sl,NO: 5(d) P. 70) 

NEW SURFACE 
120.00 

1270.83 %slt 1525 

29 P/L floor of Verona Marble tiles of Size 12"x12' and 3/4" fine dressed on the surface without 

winding set in white cement laid over 3/4" thick bed of 1:2 gre\' cement mortor setting the tiles 

with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 

to match the colour of tiles including curring grinding rubbing and chemical polishing etc 

compLete i/c cutting tiles to proler profile. (R.A) 
947.00 

c0 307.00 PsIt 290729 

CONTpCTQ 
Execut" e ngineer 

Education Works Divisioi 
Shaheed Benazir Abad. 



ge NO: 04 

'I 0  
Description I Measurement Quantity Rate Unit Amount 

30 Providing and fixing /8' thick marble tiles of approved quality & colour shade size 
8 \ .1/6" x 4 in dado skirting & lacing removal I tucking of existing plaster surface etc. 
ovcr 1/2'  thick of cement mortar 1:3 setting mortar base including filling the joints & 
wishing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
comp(ete.(SI,NO: 68 P.4')) 

120.00 
@ 186.04 Psft 22325 

Laying floor of approved with glazed tile thick cement 1:2 over 3/4"  thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 

75.00 
© 27678.86 %sft 20759 

34	 White glazed tile " thick dado jointed in white cment and laid over 1:2 cement sand 

mortar ~" thick including finishing. (SI, NO: 37 P.45) 
124.00 

© 28253.61 %sft 35034 

Total:- 2409862 

CONTRACTOR Exeu)i(e'Engineer 
Education Wbrks Division 

Shaheed Benazirabad 



SCHEDULE "B" W S & S F 
Name of Work:- Rehabilitation/ Improvement! Renovation of Existing Primary School of 

Taluka Daur Distt: SBA Under Special M&R Programme (2016-17) © GBPS Moula Bux Zardari 
Ta!: Daur 

S.NO J I)escription I Measuremen IQtiantity Rate Unit Amount  
P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cenjient concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(SLNO: 1 - B (ii) P.1) 

1 NO 1.00 4846.60 Each 4847 
2 S/F long E3IB - COCK of superior quality with C.P. head ½" dia. (SLNO: 13(a) P.19) 

I 2 NO. 2.00 1109.46 Each 2219 
Providing & fixing handle volves(china) SLNO: 6 1'.14) 
3/4" dia 

1 NO. 1.00 271.92 Each 272 

4	 Providing (;.l.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(SI,NO: 1 P.11) 

"A" 1/2"  dia 

20 rft 20.00 73.21 P.rft 1464 

"B" 3/4"  dia 

30 nt 30.00 95.79 P.rft 2874 
Providing R.C.C. pipes with collers class "B" digging the trnches to requird and fixing in 

position i/c cutting fitting and jointing with maxphaltic composition and cement mortor 1:1 
and testing with water pressure to a head of 4" feet above the top of heighst and refilling 
with excavated staff.Sl,NO.2 l'.21) 
6" dia 

6 nt 6.00 199.25 P.rft 1196 

Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.(SI,NO: 1 P. 41)(Pl-IE) 

30 rft 30.00 160.00 P.rft 4800 

Z Providing Fixing water pumping set with Diamond moter and pU1p 1HP 1400PRM Single Phase 
220 volts 2'xl/1/2' suction and deilevary 40ft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base si.'e and fixing with nuts & bolts etc. complete in all respects. 

1 NO. 1.00 18470.00 Each 18470 
Total:- 36142 

ExecuKEngineer 
Education Works Division 

Shaheed Benazirabad 



BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 30001= 

27 

a) Name of Procunng Agency 

b) Brief Description of Work 

c) Procuring Agency's Address 

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

Period of Bid Validity 

Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

Percentage, if any to be deducted from Bills. 

Dead Line for submission of Bids alongwith time 

Venue, Time and Date of Bid Opening  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED  
BENAZIRABAD AT GBPS Khan Muhammad Chutto.  

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 1.750 Million 

5% Rs. 87500/= 

90 Days 

5% 

3% 

@ 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@ 1:00 P.m 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

Call deposit No. dated of the  

Amounting to Rs.  

Rates  

A,  

B.  

 

CONTRACTOR  EXECISV'EENGINEER 
EDUCATION WORKS DIVISION 

Si-IAHEED BENAZIRABAD 



SCHEDULE "W' 
Name of Work:- Rehabilitation/Improvement/Renovation of Existing 

Primary School of Taluka Daur Distt: SBA Under Special M&R Programme 
(2016-17) @ GBPS Khan Muhammad Chtto Ta!: Daur  

IS.N0 Description Measurement IQuantityl Rate Unit J Amount 

%cft 3233 

Pcwt 1610 

cft 7894 

P.No 569 

P.No 617 

%cft 2169 

Z	 Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI, NO: 20 P.10) 

34.00 
@ 5445.00 %cft 1851 

Excavation in foundation of building bridges and other structures including dagbelling 
dressing rfilling around structure with excavated earth watering and ramming lead upto 
5(1. In ordinary soil. (SI, NO: 18(b) P.4) 

350.00 
© 3176.25 %0cft 1112 

Cement concrete brick or stone bllast 1½' to 2' gauge.(Sl, NO: 4 (c) P. 15) 
Ratio 1:5:10 

553.00 
© 8694.95 %cft 43083 

1j) Pacca bricl1 work in foundation and plinth in.i:6. (Sl,NO: 4(1 )e. P. 21) 
676.00  

© 11948.36 %cft 80771 
Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5feet. (Si, NO: 22 P.4) 

735.00 
© 3630.00 %0cft 2668 

12	 Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphitic mixture. (SI, NO: 28 1'. 19) 

1hIci 283.00 
© 4982.18 %cft 14100 

Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 
height in:1:6. (SI, NO: 7(1 )e F. 22) 

898.00 
© 12346.65 °.cft 110873 

CONTRACTOR Exeigineer 
Educatior :orks Division 

Shaheed Eenazir Abad, 

1 Dismantling 2nd class tile roofing. (SI,NO: 22 P.11) 

378.13 

126.04 

855.00 

Dismantling olIed steel beams, iron rails etc.(SLNO: 42 P.14) 
© 

I 12.770 
© 

Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10) 
614.00 

© 1285.63 

4 Removing door with chowkat. (SINO: 33-A, P.NO: 12) 
4.0 

© 142.18 
Removing indow and sky light with chowkats. (33-B, NO: 34) 

6.00 
@ 102.85 

6 Dismantling cement concrate palain. 1:3:6 (SI, NO:19 (b) P.10) 
166.00 

@ 1306.80 



Page NO: 02 

IS.NOI Description Measurement IQuantityl Rate Unit Amount 

14 Pacca brick work in ground floor in Cement sand mortar 1:6. Sl, NO: 5(1 )e P. 21) 
244.00 

@ 12674.36 %cft 30925 
Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surlace (including screening and washing of shingle) 
R.C. work in iooI slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

710.00 
@ 337.00 P.cft 239270 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

31.696 
@ 5001.70 P.cwt 158534 

j7 Providing and fixing G.I frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 
20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(Sl, NO: 29 P. 93) 

69.00 
© 228.90 P.rft 15794 

Providing and fixing G.1 frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using/ 
20 gauge Ci. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.SI, NO: 28 P. 93) 

102.00 
© 240.50 P.rft 24531 

Supplying & fixing in position iron / steel grill of 3/4"  x ¼" size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(Sl, NO: 26 P.93) 54.00 

@ 180.50 P.sft 9747 

Q Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 
/8"  and ~" square bars 4" centre to centre with locking arrangement.(Sl, NO: 24 P. 92) 

48.00 
© 726.72 P.sft 34883 

21 Notice board made with cement.(SI, NO: 1 P. 95) 
64.00 

© 58.11 Psft 3719 

1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58)onlv shuttrs. 

81.00 
@ 902.93 P.sft 73137 

23 Cement concrete plain including placing compcting, finishing and curing, complete (including 
screening nd washing of stone aggregate without shuttering.). (SI, NO: 5 P.18) 
Ratio 1:3:6 

5.00 
© 12595.00 %cft 630 

CONTRACTOR 
Exc Engineer 

Education JVorks Division 
haheed Beriazir Abad. 



Page NO: 03 

S.NOI Description I Measurement IQuantit3u1 Rate Unit Amount 

24 P/L floor of Verona Marble tiles of Size 12x12" and 3/4" fine dressed on the surface without 
winding set in white cement laid over 3/4 thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

665.00 
© 307.00 Psft 204155 

Providing and fixing 3/s"  thick marble tiles of approved quality & colour shade size 
8" x 4/6" x 4" in dado skirting & facing removal / tucking of existing plaster surface etc. 
over '2"  thick of cement mortar 1:3 setting mortar base including filling the joints & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(Sl,NO: 68 P.49) 

99.00 
© 186.04 Psft 18418 

Laying floor of approved with glazed tile ¼" thick cement 1:2 over ~" thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 

40.00 
@ 27678.86 %sft 11072 

Z	 White glazed tile /4"  thick dado jointed in white cment and laid over 1:2 cement sand 
mortar 3/40  thick including finishing. SI, NO: 37 P.45) 

93.00 
@ 28253.61 %sft 26276 

Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. SL NO: 16 P. 42) 

"A" 1599.00 
© 3275.50 %sft 52375 

UC11 3" thick 480.00 
© 4411.82 %sft 21177 

Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
Cft per % Sft. (SI, NO: 13 P.35) 

1075.00 
© 1887.40 %sft 20290 

Cement plaster 1:6 upto 20' height.(b) ½' thick. (SI, NO: 13(b) P. 52)  
5086.00 

© 2206.60 %sft 112228 
j Cement plaster 1:4 upto 20" height.(a) /8"  thick. SI, NO: 11(a) P. 52) 

5086.00 
© 2197.52 %sft 111766 

Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 
557.00 

© 3015.76 %sft 16798 

Extra labour rate for making cement plaster pattas/band around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
by Engineer lricharge. SI, NO: 35 P.55) 

362.00 
19.36 P.rft 7008 

4 Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 
1077.00 

© 1287.44 %sft 13866 

CONWACTOR xecut. engineer 
.rks Division 

r'td eaz:r 4bad. 



Page NO: 04 

Is NOI Description Measurement 

35 Whit washing.Sl,NO: 26 P.54) 

rhree Coats. 

Quantityj Rate Unit Amount 

1075.00 

@ 829.95 %sft 8922 

Primary coat of chalk under disternpering.(SLNO: 23 P.54) 

2238.00  

© 442.75 %sft 9909 

7 Distempering Three Coats.. (SI,NO: 24 (C) P.54) 

2238.00 

@ 1079.65 %sft 24163 

38 Colour washing Two Coats..(S1,NO: 25 P.54) 

2848.00  

© 859.90 %sft 24490 

Painting doors and windows any type.three coats. (SLNO: 5(c/c) P. 70) 

"A" NEW SURFACE  

326.00 

© 2116.41 %sft 6899 

4 Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 

similar open work. (SI,NO: 4(d) P. 69) 

NEW SURFACE  

96.00 

@ 1270.83 %slt 1220 

Total:- 1557749 

CQNT ACTOR 
Exec . e Engineer 

Education orks Division 
Shaheed Benazir Abad 



SCHEDULE "B't W S & S F 
Name of Work:- Rehabilitation! Improvement! Renovation of Existing Primary School of Taluka Daur 

Distt: SBA Under Special M&R Programme (2016-17) @ GBPS Khan Muhammad Chtto Tal: Daur 

S.NO I Description I Measurement IQuantity Rate Unit Amount  

1 P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(SI,NO: I - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 

S/F long BIB - COCK of superior quality with C.P. head ½" dia. (SI,NO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 

Providing & fixing handle volves(china) (SI,NO: 5 P.17) 

"A" 3/4"  dia 

2 NO. 2.00 271.92 Each 544 

Providing G.I.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of Lreaking through walls and roof making good etc painting two coats after 
cleaning the pip etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(SI,NO: 1 P.12) 

"A" 1/2"  dia 
22 rft 22.00 73.21 P.rft 1611 

"B" 3/4"  dia 

35 nt 35.00 95.79 P.nft 3353 

5 Providing R.C.C. pipes with collers class "B" digging the trnches to requird and fixing in 
position i/c cutting fitting and jointing with maxphaltic composition and cement niortor 1:1 
and testing with water pressure to a head of 4" feet above the top of heighst and refilling 

with excavated staff. (SI,NO.2 P.21) 
6" dia 

10 rft 10.00 199.25 P.rft 1993 

6 Boring for tube well in wall bearing nails from ground level upto 100 fLor 30.5 meter depth 
i/c making and with drawing of casing pipe.(SLNO: I P.41)(PHE) 

50 rft 50.00 160.00 P.rft 8000 

7 Providing, laying UPVC pipes of Class "B" fixing in trenches i/c cutting fitting and jointing with "Z" joints 
with one rubber ring i/c testing with water to head of 122 motor 40ft (SI NO: 6 (E/I) - P-22) PHE 
4" dia 1x20 20.00 

© 137.00 P.rft 2740 

8 Providing Laying UPVC pipes of Class "D" fixing in trenches i/c cutting fitting and jointing with 
solvent cement i/c testing with water to a head of 122 motor 400ft (PHES 6- P-24) 

"A" 3/4" dia 1x30 30.00 
© 19.00 Iitt 570 

CONTRACTOR . Engineer 
Education orks DIvjj0 

Shaheed 8enazjy Abad. 



Page NO: 02 
- p S.NO I Description Measurement iQuantity Rate Unit I Amount 

Non-Schedule Items  
9 P/F Plastic Poly Ppe Complete. 1-1/4° dia (N.SJ) 

25 rft 

   

25.00 25.00 P.rlt 625 

    

10 Providing Fixing water pumping set with Diamond moter and pump 1HP I400PRM Single Phase 
220 volts 2"xl/1/2" suction and deilevary 40ft head i/c base Plate and also making C:C: 1:3:6 

plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

INO. 1.00 18470.00 Each 18470 

   

Total:- 49836 

 

cONTRACTOR 
Execu - -, ngineer 

Education orks Division 
Shaheed Benazir Abad 



BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 30001= 

28 

a) Name of Procuring Agency 

b) Brief Descnption of Work 

c) Procuring Agency's Address 

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal 105%) 

I) Period of Bid Validity 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

h) Percentage, if any to be deducted from Bills. 

I) Dead Line for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated  

Amounting to Rs.  

Rates 

A.  

B.  

CONTRACTOR  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED 
BENAZIRABAD AT GBPS Muhammad Hassan Lund 45-Nasrat. 

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 2.800 Million 

5% Rs. 1400001= 

90 Days 

5% 

3% 

@ 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoa 
Garden Nawabshah 

@ 1:00 P.m 

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

EXECUTIENGINEER 
EDUCATION WORKS DIVISION 

SHAHEED BENAZIRABAD 

of the  



Measurement IQuantityl Rate S.NO Description Unit A mount 

CONTRACTOR ExecufW Engineer 
Educatjo Works Division 

Stiahed Bc-nzir Abacj. 

SCHEDULE "B" 

Name Of Work:- Rehabilitation/ Improvement! Renovation of Existing Primary School of Taluka 
Daur Distt: SBA Under Special M&R Programme (2016-17) @ GBPS Muhammad Hassan Lund Tal: 

Daur 

1 Dismantling cement concrete reinforced separating reinforcement from 
and straightening the same. Sl, NO: 20 P.10) 

concrete cleaning 

853.00 
@ 5445.00 %cft 4b446 

Dismantling brick work in lime or cement mortar. Sl, NO: 13 P.10) 
2759.00 

l'acca brick work in foundation and plinth in.1:6. (Sl,NO: 4(1 )e. P. 21) 
1285.63 %cft 35471 

1176.00 
11948.36 %cft 140513 

Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI. NO: 18 (b) P. 4) 

181.00 
3176.25 %0cft 575 

Cement concrete brick or stone bilast 1½" to 2" gauge.(Sl, NO: 4 (c) p. 15) 
Ratio 1:5:10 

521.00 
© 8694.95 %cft 45301 

Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 

2366.00 
© 3630.00 %0cft 8589 

7 Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphltic mixture. (SI, NO: 28 P. 19) 
3" thick 

314.00 

@ 4982.18 %cft 15644 
Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

1031.00 
@ 337.00 1'.cft 347447 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

46.026 
@ 5001.70 P.cwt 230208 



geNO:02 

S.NO Description Measurement Quantity J Rate Unit Amount 

Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 
20 gauge Cl. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(Sl, NO: 29 P. 93) 

69.00 

@ 228.90 P.rft 15794 

II Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using! 
20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.SI, NO: 28 P. 93) 

141.00 
@ 240.50 P.rft 33911 

32 1st class deodar wood wrought. Joiner)' in doors and windows etc. fixed in position including 
chowkats hold fasts h inges. iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58) only shuttrs. 

111.00 
902.93 P.sft 100225 

3 Supplying & fixing in position iron / steel grill of ~" x ¼" size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(SI, NO: 26  P.93) 

83.00 
@ 180.50 P.sft 14982 

Making & fixing steel grated doors with l/16"thick sheeting including angle iron frame 2"x2" 
¼" and ~" square bars 4" centre to centre with locking arrangement.(Sl, NO: 24 P. 92) 

60.00 

@ 726.72 P.sft 43603 

3 Pacca brick work in other than building i/ c strcking of joints on 
height in:1:6. (SI, NO: 7(1 )e P. 22) 

walls upto 20 feet 

12346.65 %cfl 

5(1 )e P. 21) 

127170 
1030.00 

@ 

Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 
2096.00 

12674.36 %cft 265655 

32 Cement plaster 1:6 upto 20" height(b) /2" thick. (SI, NO: 13(b) P. 52) 
6701.00 

@ 2206.60 %sft 147864 

3 Cement plaster 1:4 upto 20" height.(a) ~" thick. (SI, NO: 11(a) p. 52) 
6701.00 

@ 2197.52 %sft 147256 

3 Cement plaster 1:4 upto 20" height.(c) ~" thick. (Si, NO: 11(c) P. 52) 
326.00 

3015.76 %.it 9831 

CONTRACTOR 
Execu: Er.gineer 

Education VJorks Divkio 
Shahoed Benazir Abad. 



Page NO: 03 

IS.NOI Description Measurement IQuantityl Rate Unit Amount 

Extra labour rate for making cement plaster pattas/ band around straight or carved opening 

& around the edges of roof slabs the width not less than 6' with fine finshing as directed 

by Engineer Incharge. (SI, NO: 35 P.55) 

508.00 

@ 19.36 P.rft 9835 
Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53)  

1968.00 

@ 1287.44 %sft 25337 

Providing nd laying 1" thick topping cement concrete (1:2:4) including surface finishing and 

dividing into panels. (SI, NO: 16 p. 42) 

"A" 2" thick 

2392.00 
@ 3275.50 %sft 78350 

"B" 3' thick  
350.00 

4411.82 %sft 15441 

Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 

Cit per % Sft. (SI, NO: 13 P.35) 

1473.00 
@ 1887.40 %sft 27801 

24 Notice board made with cement.(SI, NO: I P. 95) 

64.00 

@ 58.11 Psft 3719 
Whit washing.(Sl,NO: 26 l'.54) 

Three Coats. 

1473.00 

@ 829.95 %sft 12225 

Colour washing Two Coats..(Sl,NO: 25 P.54) 

9685.00 

859.90 %sft 83281 
Painting doors and windows any type.three coats. (Sl.NO: 5(c/c) P. 70) 

"A" NEW SURFACE 
254.00 

© 2116.41 %sft 5376 

"B" OLD SURFACE 
144.00 

@ 1160.06 %sft 1670 

Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 

similar open work. (SI,NO: 5(d) P. 70) 

NEW SURFACE 
120.00 

@ 1270.83 %sft 1525 

29 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 

winding set in white cement laid over 3/4" thick bed of 1:2 gre' cement mortor setting the tiles 

with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 

to match the colour of tiles including curring grinding rubbing and chemical polishing etc 

complete i/c cutting tiles to proper profile. (R.A) 

947.00 

@ 307.00 Psft 290729 

CONTRACTOR 

 

Exe4j~Engineer 
Education Vorks Division 

Shaheed Benazir Abad. 



ótal:- 2409862 

Executie\Engineer 
Education Works Division 

Shaheed Benazirabad 

Is I Description 

Page NO: 04 

 

Measurement IQuantityl Rate Unit Amount 

Q Providing and fixing 3/s"  thick marble tiles of approved quality & colour shade size 

8" x 4/6" x 4" in dado skirting & lacing removal / tucking of ?\isting plaster surface etc. 
over ½" thick of cement mortar 1:3 setting mortar base including filling the joints & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(Sl,NO: 68 P.49) 

120.00 
@ 186.04 Psft 22325 

J, Laying floor of approved with glazed tile ¼" thick cement 1:2 over ~" thick cement 

mortar 1:2 complete. (SI, NO: 24 P. 43) 

75.00 
@ 27678.86 %sft 20759 

.4	 White glazed tile ¼" thick dado jointed in white cment and laid over 1:2 cement sand 

mortar 3/4"  thick including finishing. (SI, NO: 37 P.45) 

124.00 
© 28253.61 %sft 35034 

CONTRACTOR 



SCHEDULE "B" W S & S F 

Name Of Work:- Rehabilitation/ Improvement! Renovation of Existing Primary School of 'Faluka Daur 
Distt: SBA Under Special M&R Programme (2016-17) @ GBPS Muhammad Hassan Lund Ta!: Daur 

IS.NO 1 Description I Measurement Quantity Rate Unit Amount  
P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(SI,NO: I - B (ii) P.1) 

I NO. 1.00 4846.60 Each 4847 
S/F long BIB - COCK of superior quality with C.P. head ½" dia. (SLNO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 
Providing & fixing handle volves(china) (SI,NO: 8 P.14) 
3/4" dia 

1 NO. 1.00 271.92 Each 272 

4	 Providing G.l.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(S!,NO: 1 P.11) 

"A" ½" dia 
20 rf I 20.00 73.21 P.rft 1464 

"B" 3/4w  dia 
30 nt 30.00 95.79 P.rft 2874 

Providing R.C.C. pipes with ollers class "B" digging the trnches to requird and fixing in 
position i/c cutting lilting and jointing with maxphaltic composition and cement mortoi' 1:1 
and testing with water pressure to a head of 4" feet above the top of heighst and refilling 
with excavated staff .(SI,NO.2 P.21) 
6" dia 

6 nt 6.00 199.25 P.rft 1196 

Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.(SI,NO: 1 P. 41)(PHE) 

30 nt 30.00 160.00 P.rft 4800 

Z Providing Fixing water pumping set with Diamond moter and pump IHP 1400PRM Single Phase 
220 volts 2"xl/1/2" suction and deilevary 40f1 head i/c base Plate and also making C:C: 1:3:6 

plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 
1 NO. 1.00 18470.00 Each 18470 

Total:- 36142 

ONTRACTOP, 
Execu &Engineer 

Education Works Division 
Shaheed Benazirabad 



a 

BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 30001 

a) Name of Procuring Agency 

b) Brief Description of Work 

c) Procuring Agencys Address 

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

h) Percentage, if any to be deducted from Bills. 

i) Dead Line for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED  
BENAZIRABAD AT GBPS 98-Nasrat 

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 2.700 Million 

5% Rs. 135000/= 

90 Days 

5% 

3% 

@ 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@ 1:00 P.m 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated -  

Amounting to Rs.  

Rates  

A.  

B.  

CONTRACTOR  

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

of the  

EXECU ENGINEER 
EDUCATION WORKS DIVISION 

SHAI-IEED BENAZIRABAD 



SCHEDULE "B" 
Name of Work:- Rehabilitation/Improvement/Renovation of Existing Primary School of Taluka Daur 

Distt: SBA Under Special M&R Programme (2016-17) @ GBPS 98 Nusrat Ta!: Daur  

I0I Description  I Measurement — IQuantityl Rate Unit 1 Amount 

1 Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI, NO: 20 P.10) 

707.00 
© 5445.00 %cft 38496 

Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10) 
1121.00 

@ 1285.63 %cft 14412 
Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI, NO: 18(b) P.4) 275.00 

@ 3176.25 %0cft 873 

4 Cement concrete brick or stone bllast 1½' to 2" gauge.(SI, NO: 4 (c) P. 15)  
Ratio 1:5:10 426.00 

© 8694.95 %cft 37040 
Pacca brick work in foundation and plinth in.1:6. (SI,NO: 4(1 )e. P. 21) 

637.00  
@ 11948.36 %cft 76111 

Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i ! 17) 

726.00 
© 337.00 P.cft 244662 

Z Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

32.410 
© 5001.70 P.cwt 162105 

Providing and fixing G.I frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 
20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(SI, NO: 29 P. 93) 

36.00 
© 228.90 P.rft 8240 

Providing and fixing G.I frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using! 
20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.(Sl, NO: 28 P. 93) 

142.00 
@ 240.50 P.rft 34151 

Supplying & fixing in position iron / steel grill of 3/4"  x 1/4"  size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(SI, NO: 26 P.93) 

81.00 
© 180.50 P.sft 14621 

CONTRACTOR 
ExecutiEngineer 

Education Works Division 
Shatied L3enazjr Abad. 



Page NO: 02 
Description Measurement IQuantitYl Rate Unit Amount 

3j, Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 
1203.00 

@ 12674.36 %cft 152473 

Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P.52) 
2997.00 

@ 2206.60 %sft 66132 

Cement piasr 1:4 upto 20" height.(a) /8" thick. (SI, NO: 11(a) P. 52)  
2997.00 

@ 2197.52 %sft 65860 

4 Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 
410.00 

- 

© 3015.76 %sft 12365 

Extra labour rate for making cement plaster pattas/band around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
by Engineer Incharge. SI, NO: 35 P.55) 

Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 

256.00 
19.36 P.rft 

19(a) P. 53) 
1055.00 

@ 1287.44 %sft 
17 Notice board made with cement.(SI, NO: I P. 95) 

64.00 
© 58.11 Psft 

1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58) only shuttrs. 

141.00 
@ 902.93 P.sft 127313 

Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (SI, NO: 16 P. 42) 

"A" 2" thick 1350.00 
@ 3275.50 %sft 44219 

"B" 3' thick 450.00 
0 4411.82 %sft 19853 

20 Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
Cft per % Sft. (SI, NO: 13 P.35) 

930.00 
0 1887.40 %sft 17553 

21 Whit washing Three Coats.(SI,NO: 26 P.54) 
930.00 

0 829.95 %sft 7719 

Colour washing Two Coats..(SI,NO: 25 P.54) 
4180.00 

@ S59.90 %sft 35944 

COTRACTOR 

 

ExecC'jngjneer 
Education iorks Division 

Shah eed Benazir Abad. 

4956 

13582 

3719 



Page NO: 03  

INO I Description  J Measurement Quantity 

Painting doors and windows any type.three coats. (SI,NO: 4(c/c) P. 70) 
"A" NEW SURFACE  

328.00 

Rate Unit Amount 

@ 2116.41 %sft 6942 
Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 

1936.00 
@ 3630.00 %Ocft 7028 

25 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 
winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

866.00 
@ 307.00 Psft 265862 

Total:- 1482231 

CTOR 
Execu ( Engineer 

Education Works Division 
Shaheed Benazir Abad 



SCHEDULE "B" 
Name of Work:- Rehabi!itation/ Improvement! Renovation of Existing Primary School of Taluka Daur 

Distt: SBA Under Special M&R Programme  (2016-17) @ GBPS 98 Nusrat Tal: Daur 

S.NO Description  I Measurement IQuantinL Rate Unit Amount 

1 Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI, NO: 18 (b) P.4) 

1488.00 
@ 3176.25 %0cft 4726 

Cement concrete brick or stone bilast 1'/2' to 2 gauge.(SI, NO: 4 (c) P. 15) 
Ratio 1:5:10 

334.00 
@ 8694.95 %cft 29041 

3 Pacca brick work in foundation and plinth in.1:6. SI,NO: 4(1 )e. P. 21) 
1ST STEP 

1377.00 
@ 11948.36 %cft 164529 

Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO:  6i P. 17) 

318.00  
@ 337.00 P.cft 107166 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal ol rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

14.196 
@ 5001.70 P.cwt 71004 

6 Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphltic mixture. (SI, NO: 28 P. 19) 
3" thick 61.00 

@ 4982.18 %cft 3039 
7 Filling watering and ramming earth under floor with new earth excavated from outside lead 

upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 
73.00 

@ 3630.00 %0cft 265 
8 Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 

height in:1:6. (SI, NO: 7(1 )e P. 22) 
1197.00 

@ 12346.65 %cft 147789 
Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 

302.00 
@ 12674.36 %cft 38277 

Si Providing and fixing G.I frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 
using 20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold 
fasts filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(SI, NO: 29 P. 93) 

33.00 
@) 228.90 P.rft 7554 

CONTRACTOR Exe Engineer 
Education iirks Divjs0 

hahoed Benazir Pbad. 



Page NO: 02 

S.NO Description Measurement Quantity Rate Unit Amount 

j Supplying & fixing in position iron / steel grill of ~" x W size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(Si, NO: 26 P.93) 

12.00 
180.50 P.sft 2166 

1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58) 

30.00  
© 902.93 P.sft 27088 

j Cement concrete plain including placing compcting, finishing and curing, complete (including 
screening and washing of stone aggregate without shuttering.). (SI, NO: 5(h) P.16) 
Ratio 1:3:6 

9.00 
© 12595.00 %cft 1134 

Laying floor of approved with glazed tile ½" thick cement 1:2 over 3/41  thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 

75.00 
© 27678.86 %sft 20759 

j. White glazed tile 1/4"  thick dado jointed in white cment and laid over 1:2 cement sand 
mortar ~" thick including finishing. (SI, NO: 37 P.45) 

124.00 
© 28253.61 %sft 35034 

.7 Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 
3/i" and ~" square bars 4" centre to centre with locking arrangement.(SI, NO: 24 P. 97) 
Main Gate 1x8.0x6.0 48.00 

48.00 
© 726.72 P.sft 34883 

18 Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (SI, NO: 16 P. 42) 
2" thick 

107.00 
@ 3275.50 %sft 3505 

j Cement plaster 1:6 upto 20" height.(b) ½" thick. (Si, NO: 13(b) P. 52) 
2844.00 

@ 2206.60 %sft 62756 
Q Cement plaster 1:4 upto 20" height.(a) /8" thick. (SI, NO: 11(a) P. 52)  

2844.00 
@ 2197.52 %sft 62497 

Cement plaster 1:4 upto 20" heighLc) ~" thick. (SI, NO: 11(c) P. 52) 
258.00 

© 3015.76 %sft 7781 
Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a)  P.53)  

1623.00 
@ 1287.44 %sft 20895 

Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
CIt per % Sft. (SI. NO: 13 P.35) 

107.00 
© 1887.40 °sft 2020 

COTFACToR Execu 'Engineer 
Educatjo V rks Division 

Shahaad Benazjr Abad. 
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S.NO Description I Measurement IQuantitnI Rate Unit Amount 

Borrowpit excavation undressed lead upto bOlt. (SI, NO: 3 P.1) 
Ordinarry soil. 

1000.00 
@ 2117.50 %0cft 2118 

Dressing & Leveling of eart work to designed section etc complete (b) ordinary or hard soil(SI, NO: 11-b P. 3) 
1000.00  

@ 187.55 %0cft 188 

z Whit washing.(SI,NO: 26 P.54) 
Three Coats. 

100.00 
@ 829.95 %sft 830 

Colour washing Two Coats..SLNO: 25 P.54) 
2296.00 

© 859.90 %sft 19743 
Primary coat of chalk under distempering.SLNO: 23 P.54) 

2086.00 
@ 442.75 %sft 9236 

3Q Distempering Three Coats.. (Sl,NO: 24 (C) P.54) 
2086.00 

1079.65 %sft 22521 

, Painting doors and windows any type.three coats. (SI,NO: 5(c) P. 70) 
"A" NEW SURFACE 

82.00 
@ 2116.41 %sft 1735 

Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. (SI,NO: 5(d) P. 70) 
NEW SURFACE 

96.00 
© 1270.83 %sft 1220 

Extra labour rate for making cement plaster pattas/band around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

516.00 
19.36 P.rft 9990 

Total:- 919185 

COMTJACTOR 
Executivgineer 

Education Works Division 
Shaheed Benazir Abad 



Part "B" WS &S F 
Name of Work:- Rehabilitation! Improvement! Renovation of Existing Primary School of Taluka Daur 

Distt: SBA Under Special M&R Programme (2016-17) © GBPS 98 Nusrat Tal: Daur  

IS.NO I Description Measurement IQuantity Rate Unit I Amount 

1 P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.Sl,NO: 1 - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 

2	 P/F o 2' or ô'x3" C.I.floor trap of the approved self cleaning design with C.l.screw/down 
grating with or without a vent arm complet with and i/c making rquisite number of holes 
in walls plinth & floor for pipe cinnections & making good in CC 1:2:4.(Sl,NO: 20 P.06) 

1 NO. 1.00 2042.43 Each 2042 

P/F 4" dia bend of the required degree with access door rubber washer 1/8" thick & bolt & 
nuts & extra paiting to match the colour of the building. SLNO: 9, P.10) 

2 NO. 2.00 599.60 Each 1199 

Providing G.l.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.SLNO: 1 P.12) 

"A" /z" dia 
30.00 73.21 P.rft 2196 

"B" 3/1'  dia 
50.00 95.79 P.rft 4790 

S/F long BIB - COCK of superior quality with C.P. head ½" dia. SI,NO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 

P/F in position Nyloon connections complete with 1/2"dia brass stop cock with pair of brass 
nuts and lining joints to nvloon connection.(SI,NO: 23 P.6) 

2 NO. 2.00 447.15 Each 894 

Z S/F cancealed TEE STOP COCK of sup: quality with crystal head ½" dia.(Sl,NO:12 (b) P.18) 

2 NO. 2.00 889.46 Each 1779 
Providing & fixing hand l volves(china) (SI,NO: 5 P.17) 

"A" 3/4"  dia 
I NO. 1.00 271.92 Each 272 

"B" ½" dia 
1 NO. 1.00 200.42 Each 200 

9 Providing, laying UPVC pipes of Class 'B" fixing in trenches i/c cutting fitting and jointing with "Z" joints 
with one rubber ring i/c ttsting with water to head of 122  motor 40ft (SI NO: 6 (E/1) - P-fl) PHE 

"A" 4'dia 1x30 30  
© 137.00 P.rft 4110 

CONTRACTOR Exec' Engineer 
Education rks Divisjo 

SI)aheed Beriazir Abad. 

30 rft 

50 nt 



:- 58964 

IS.NO I Description Measurement jQuantity I Rate  I Unit  I Amount 
Page NO: 02

I 
Q Boring for tube well in wall bearing nails from ground level upto 100 ft,or 30.5 meter depth 

i/c making and with drawing of casing pipe.SI,NO: I P.41)(PHE) 

60 rEt 160.00 P.rft 9600 60.00 
Total:- 38994 

Non-Schedule Items 
P/F Plastic Polv I'ipe Complete. (NI.S.l) 
1-1/4" dia '0 RII 60.00 25.00 P.rft 1500 

Providing Fixing water pimping set with Diamond moter and pump Il-I? I400PRM Single Phase 
220 volts 2"xl/1/2" suction and deilevary 40ft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

1 NO. 1.00 18470.00 Each 18470 
Total:- 19970 

&ACTOR 
Executi gineer 

Education Works Division 
Shaheed Benazir Abad 

11 



g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

j) 

h) Percentage, if any to be deducted from Bills. 

i) Dead Line for submission of Bids alongwith time 

Venue, Time and Date of Bid Opening 

CONTRACTOR 
'I,

EXEC ' ENGINEER 
EDUCATION WIKS DIVISION 

SHAHEEO BENAZIR.ABAD 

BIDDING DATA 

Tender Issued to  

Dated Rs. 30001= 

a) Name of Procuring Agency 

b) Brief Oescnption of Work 

c) Procuring Agency's Address 

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

I) Period of Bid Validity 

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED 
BENAZIRABAD AT GBPS Loung Khan Lund 

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 2.850 Million 

5%Rs. 142500/= 

90 Days 

5% 

3% 

@12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

A.  

B.  

DR No. 

dated of the  Call deposit No. 

Amounting to Rs.  

Rates 

3 

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 



SCHEDULE "B" 

Name Of Work:- Rehabilitation/Improvement! Renovation of Existing Primary School of Taluka 
Daur Distt: SBA Under Special M&R Programme (2016-17) GBPS Loung Khan Lund Tat: Daur 

[S.NO I Description  I Measurement IQuantit'  
1 Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 

and straightening the same. (SI, NO: 20 P.10) 
853.00 

5445.00 %cft 46446 
Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10)  

2759.00  
@ 1285.63 %cft 35471 

3 Pacca brick work in loundation and plinth in.1:6. (SI,NO: 4(1 )e. P.21) 
1176.00 

© 11948.36 %cIt 140513 

Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI, NO: 18 (b) P. 4) 

181.00 
@ 3176.25 %0c1t 575 

Cement concrete brick or stone bliast 1'/2" to 2" gauge.(Sl, NO: 4 (c) P. 15) 
Ratio 1:5:10 

521.00 
© 8694.95 %cft 45301 

6 Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto on chain and lift upto 51ee1. (SI, NO: 22 P.4) 

2366.00 
@ 3630.00 %0c1t 8589 

Z Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphltic mixture. (SI, NO: 28 P. 19) 
3" thick 

314.00 

© 4982.18 °icft 15644 
8	 Reintorced cement concrete work including all labour and material except the cost of steel 

reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

1031.00 
© 337.00 l.cft 347447 

idbriction of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using br Bars. (SI, NO: 8 (b) P.17) 

50.629 
© 5001.70 P.cwt 253231 

CcUTRACTOR Exe ;-' e Engineer 
Educatien' orks Divisior 

Sh,thoud Benazir Abad. 

Rate Unit Amount 



.1 
Rate Unit S.NO Amount Quantity Description Measurement 

CthiTRACTO R Exe eEnqineer 
Education Works DivIsI0 

Shahoed Benazir had. 

Page NO: 02 

j.Q Providing and fixing G.I frames / chowkhats of size 7" x 2' or 4½" x 3" for door using! 

20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts 

filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(Sl, NO: 29 P. 93) 

69.00 
© 228.90 P.rft 15794 

II Providing and iiing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using! 
20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jarnbs. The cost also i/c carriage tools 
and plants used in making and fixing.(SI, NO: 28 P. 93) 

141.00 
@ 240.50 P.rft 33911 

j 1st class deodar wood wrought. Joiner)' in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fulls' glazed. 1/4" thick. (SI, NO: 7(b) P.58) onl' shut-trs. 

171.00 
154401 © 902.93 P.sft 

Supplying & fixing in position iron / steel grill of ~" x ~" size flat iron of approved 

designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(Sl, NO: 26 P.93) 

83.00 
© 180.50 P.sft 14982 

j Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 
3/s" and ~" square bars 4" centre to centre with locking arrangement.S1, NO: 24 P. 92) 

60.00 
@ 726.72 P.sft 43603 

Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 
height in:1:6. (SI, NO: 7(1 )e P. 22) 

1030.00 
@ 12346.65 %cft 127170 

16 Pacca brick work in ground floor in Cement sand mortar 1:6. iSI, NO: 5(1 )e P. 21) 
2096.00 

© 12674.36 %cft 265655 

17 Cement plaster 1:6 upto 20" heighL(b) ½' thick. (SI, NO: 13(b) P. 52) 
6701.00 

© 2206.60 %sft 147864 

18 Cement plaster 1:4 upto 20" height.(a) 3/s"  thick. (SI, NO: 11(a) P. 52) 
6701.00 

© 2197.52 os1t 147256 

19 Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 
326.00 

@ 3015.76 %sft 



Rate Unit S.NO Amount Quantity Description Measurement 

Page NO: 03 

Extra labour rate for making cement plaster pattas/ band around straight or carved opening 
& around the edges of roof slabs the width not less than 6' with fine finshing as directed 

, 

b Engineer 

Cement 

licharge. (SI, NO: 35 P.55) 

9835 

25337 

508.00 
© 19.36 P.rft 

pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P.53) 
1968.00 

@ 1287.44 %slt 

22 Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividingin10 panels. (SI, NO: 16 P. 42) 

"A" 2" thick 
2392.00 

© 3275.50 %sft 78350 

"B" 3" thick 
680.00 

© 4411.82 %sft 30000 

Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
Cit per % Sit. S1, NO: 13 P.35) 

1473.00 
@ 1887.40 %sft 27801 

24 Notice board made with cement.(Sl, NO: I P. 95) 
64.00 

© 58.11 Psft 3719 
Whit wshing.(SLNO: 26 P.54) 
Three Coats. 

1473.00 
© 829.95 %sft 12225 

Colour washing Two Coats..(SLNO: 25 P.54) 
9685.00 

© 859.90 %sft 83281 

27 Painting doors and windows any type.three coats. (SI,NO: 5(c/c) P. 70) 
NEW SURFACE 

398.00 
© 21 16.41 %sft 8423 

Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. (Sl,NO: 5(d) P. 70) 
NEW SURFACE 

120.00 
@ 1270.83 %sft 1525 

29 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 
winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

947.00 
© 307.00 Psft 290729 

.- 

xcu€dngineer 
c1ucatiOfl Vrks Division 

Shhe.ed Benazir Abad. 

COTRACTOR 



Page NO: 04 

S.NO I Desription  I Measurement Quantity Rate Unit Amount 

Providing and fixing /8" thick marble tiles of approved quality & colour shade size 
8" x 4/6' x 4" in dado skirting & lacing removal / tucking of existing plaster surface etc. 
over ½" thick of cement mortar 1:3 setting mortar base including filling the joints & 
washing1 the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(Sl,NO: 68 P.49) 

120.00 
@ 186.04 Psft 22325 

Laying flOor of approved with glazed tile ¼" thick cement 1:2 over ~" thick cement 

mortar 1:2 complete. (SI, NO: 24 P. 43) 
75.00 

@ 27678.86 %sit 20759 

4	 White glazed tile ¼" thick dado jointed in white cment and laid over 1:2 cement sand 

mortar 3/i"  thick including finishing. (SI, NO: 37 P.45) 
124.00 

@ 28253.61 %sft 35034 

2503027 

Executf¼ Engineer 
Education Works Division 

Shaheed Benazirabad 



SCHEDULE "B" W S & S F 
a 

Name Of Work:- Rehabilitation! improvement! Renovation of Existing Primary School of Taluka Daur 
Distt: SBA Under Special M&R Programme (2016-17) @ GBPS Loung Khan Lund Tal: Daur 

S.NO I Description  

1 P/F equaling type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(SI,NO: I - B (ii) P.1) 

1 NO. 1.00 4846.60 Each 4847 
S/F long BIB - COCK of superior quality with C.P. head ½" dia. (SI,NO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 
Providing & fixing handle volves(china) (Sl,NO: 8 P.14) 
~" dia 

I NO. 1.00 271.92 Each 272 
4	 Providing G.l.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 

i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(SI,NO: 1 P.11) 

"A" ½" dia 
20 rft 20.00 73.21 P.rft 1464 

"B /.i"  dia 
30 rft 30.00 95.79 P.rft 2874 

Providing R.C.C. pipes with collers class "B" digging the trnches to requird and fixing in 
position i/c cutting fitting and jointing with inaxphaltic composition and cement mortor 1:1 

and testing with water pressure to a head of 4" feet above the top of heighst and refilling 
with excavated staff.(Sl,NO.2 P.21) 
6" dia 

6 rft 6.00 199.25 P.rft 1196 

Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.(SI,NO: I P. 41)(PHE) 

30 nt 30.00 160.00 P.rft 4800 

Z Providing Fixing water pumping set with Diamond moter and pump I HP 1400PRM Single Phase 
220 volts 2"xl/1/2" suction and deilevary 4oft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

1 NC). 1.00 18470.00 Each 18470 

Total:- 36142 

('(%MT ? ('T() 
I 

Execut Engineer 
Education Works Division 

Shaheed Benazirabad 

Measurement Quantity Rate I Unit Amount 



b) Bnef Description of Work 
REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL  
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED  
BENAZIRABAD AT GBPS Hussain Fakir Lashari Shadi Khan 
Chandio.  

h) Percentage, if any to be deducted from Bills. 

i) Dead Line for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

3% 

@ 12:00 Noon 

CONTRACTOR  
'1 

EXECU' NGINEER 
EDUCATION WIRKS DIVISION 

SHAHEED BENAZIRABAD 

3 

BIDDING DATA 

Tender Issued to  

Dated Rs. 3000fr 

a) Name of Procuring Agency Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

c) Procuring Agencys Address Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

d) Estimated Cost Rs. 2.000 Million 

e) Amount of Bid Security (fill in lump sum amount of in %age of 5% Rs. 100000/= 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 90 Days 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 5% 

@1:00 P.m 

k) Time for completion from written order of Commerce. 03 Months. 

I) Liquidity damages (0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

m) Name of Contractor I Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated of the  

Amounting to Rs.  

Rates 

A.  

B.  

DR No. 



SCHEDULE "B" 
p 

Name of Work:- Rehabilitation! improvement! Renovation of Existing Primary School of Taluka Daur Distt: SBA 

Under Special M&R Programme (2016-17) @ GBI'S Hussain Pakir Lashari @ Shadi Khan Chandio Ta!: Daur 

S.NO  Description Measurement IQuantityl Rate  Unit Amount 

I Dismantling cenient concrete reinforced separating reinforcement from concrete cleaning 

and straightening the same. (Si, NO: 20 P.10) 

723.00 

@ 5445.00 %cft 

Removing cement or lime plaster.(SI, NO: 53 P14) 

959.00 

121.00 %sft 

Removing door with chowkat. (SJNO: 33-A, P.NO: 12) 

4.0 
@ 142.18 P.No 

Removing window and sky light with chowkats. (B, NO: 34) 

6.00 

@ 102.85 P.No 

Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10) 

1176.00 

@ 1285.63 %cft 

Pacca brick work in foundation and plinth in.1:6. (SI,NO: 4(1 )e. P. 21) 

624.00 

? 11948.36 %cft 

Z Cement concrete brick or stone bllast 1½" to 2" gauge.(SI, NO: 4 (c) I'. 15) 

Ratio 1:5:10 

426.00 

@ 8694.95 %ctt 

8 Filling att'ring and ramming earth under floor with new earth excavated from outside lead 

upto one chain and lift upto 5leet. (SI, NO: 22 l'.4) 

1890.00 

39367 

1160 

569 

617 

15119 

74558 

37040 

@ 3630.00 %0c1t 6861 

Reinforced cement concrete work including all labour and material except the cost of steel 

reinforcement and its labour for bending and binding which will be paid separately. This rate 

also includes all kinds of forms moulds. lilting shuttering curing rendering and finishing the 

exposed surface (including screening and washing of shingle) 

R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 

situ or precast laid in position completed in all respec. 1:2:4. SI, NO: 61 P. 17) 

819.00 

@ 337.00 l'.cft 276003 

Fabrication o mild steel reinforcement br cement concrete including cutting bending, 

laying iii position making joints and fastenings including cost of binding wire (also includes 

removal 01 rust from bars.) Lsing lor Bars. (SI, '40: 8 (a) P.17) 

36.56 
i 5001.70 P.cwt 182862 

Co 

 

Execu Engineer 
Education Works Division 

Shah9ed Benazir Abad. 



I Amount 

CONTRACTOR 
Education Wrks Div is lop 

Shaheed Benazir Abad. 

Page NO: 02 

I 'I 
I)cscription I Measurement IQuantityl Rate  Unit 

Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 

20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/C 
carriage tools and plants used in making and fixing.(SL NO: 29 P. 93) 

69.00 
228.90 P.rIt 15794 

Providing and lixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using! 

20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.(SI, NO: 28 P. 93) 

71.00 

© 240.50 P.rfl 17076 

13 Supplying & fixing in position iron / steel grill of 3/40  x 1/4'  size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3,7 Lbs/sq foot of 

finished grill.(Sl, NO: 26 P.93) 
37.00 

© 180.50 P.sft 6679 

4 Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 
~" and ¼" square bars 4" centre to centre 'ith locking arrangement.(Sl. NO: 24 P. 97) 

18.00 

@ 726.72 P.s(L 13081 
Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 

941.00 
© 12674.36 %cft 119266 

1st class deodar wood wrought. Joinery in doors and windows etc. fixd in position including 
chowkats hold lasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 

etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. SI, NO: 7(b) P.58) 
only shuttrs. 

30.00 

@ 902.93 P.sft 27088 
Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 

height in:1:6. (SI, NO: 7(1 )e P. 22) 
555.00 

@ 12346.65 cft 68524 

18 Notice hoard made with cement.(SI, NO: 1 P. 95) 
64.00 

© 58.11 Pstt 3719 

Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 

asphitic mixture. (SI, NO: 28 P. 19) 

3" thick 

225.00 

@ 4982.18 %cft 11210 

Q Borrowpit excavation undressed lead upto lOOft. (SI, NO: 3 P. 1) 
Ordinarry soil.  

4420.00 
© 2117.50 %0clt 9359 



/ 

Execu"e Engineer 
Education Aorks DiVISit 

Shaheed Benazir Abad. 

CONTRACTOR 

I 
Page NO: 03 

S.'NOI i)cscription I Measurement IQt1antit'I Rate Unit Amount 

21 Laying Farth wprk comphtion in 6" layer leveling & dressing complete. (SI, NO: 13-A P. 3) 

4420.00 

@1 187.00 %0c1t 827 

Cement concrete plain including placing compcting, finishing and curing, complete (including 

screening and washing of stone aggregate without shuttering.). (SI, NO: 5 P.18) 

Ratio 1:3:6 

4.00 
@ 12595.00 %cft 504 

23 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 

winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 

with grey cement slurry. jointing and washing the tiles with slurry of white cement and pigment 

to match the colour of tiles including curring grinding rubbing and chemical polishing etc 

complete i/c cutting tiles to proper profile. (R.A) 

899.0() 
@ 307.00 P.sft 275993 

4 Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 

dividing into panels. (Si, NO: 16 P. 42) 

2" thick 

1850.00 
© 3275.50 ' sO 60597 

Laying floor of approved with glazed tile ¼" thick cement 1:2 over ~" thick cement 

mortar 1:2 complete. (SI, NO: 24 P. 43) 

34.00 

1 27678.86 %sft 9411 

White glazed tile ¼" thick dado jointed in white cmenl and laid over 1:2 cement sand 

mortar thick including finishing. (SI, NO: 37 P.45) 
84.0() 

@ 28253.61 %sft 23733 

Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 
2314.00 

i 1287.44 %slt 29791 

Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 

644.00 
eJ 3015.76 %sft 19421 

Cement plaster 1:6 upto 20' height.(b) ½" thick. (SI, NO: 13(b) P. 52) 

5323.00 

@ 2206.60 %sft 117457 

Cement plaster 1:4 upto 20" height.(a) ~" thick. (SI, NO: 11(a) P. 52) 

5323.00 
@ 2197.52 °osft 116974 



Page NO: 04 

I'I Description I Measurement IQuantityt Rate Unit Amount 

30 1 we coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 

C(t per o Sit. (SI, NO: 13 P.35) 
'1267.0() 

@ 1887.40 °osft 23913 
Extra labour rate for making cement plaster pattas/band around straight or carved opening 
& around the edges of roof slabs the width not less than 6' with flue uinshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

582.00 
@ 19.36 P.rft 11268 

32 Whit washing.(Sl,NO: 26 P.54) 
Three Coats.  

1267.00 

829.95 %sft 10515 

Primary coat of chalk under distempering.(SI,NO: 23 P.54) 
3231.00 

442.75 %sft 14305 

Distemper ing Three Coats.. (Sl,NO: 24 (C) P.54) 
3231.(K) 

1079.65 %sft 34883 
Colour washing Two Coats..(SI,NO: 25 P.54) 

4697.00 
859.90 %sft 40390 

Painting dOors and windows any type.three coats. (SLNO: 4(c/c) P. 70) 

"A" NEW  SLRFACE 
398.0() 

@ 2116.41 %sft 8423 

Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 

similar open work. SI,NO: 4(d) P. 69) 
NEW SURFACE 

36.0() 
@ 1270.83 °. 457 

"B" NEW SURFACE 
120.00 

674.60 %slt 810 

Total:- 1715439 

('mrr 
Exec '' e Engineer 

Education •rks Division 
Shaheed Benazir Abad 



p 

Part "B" WS &S F 
Name of Work:- Rehabilitation / Improvement / Renovation of Exi sting Primary School of Taluka Daur Distt: 

SBA Under Special M&l( I'rogramme (2016-17) @  GBPS  Hussain Fakir Lashari @ Shadi Khan Chandio Tal: Daur 
Measurement IQuantity I Rate j Unit Amount I 

I P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4' dia white glazed earthen ware trap & plastic thumble.(Sl,NO: I - B (ii) P.1) 

2 NO. 2.00 4802.60 Each 9605 
2 S/F long llB - COCK ol superior quality with C.?. head ½" dia. (Sl,NO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 
3 Providing & fixing handle volves(china) (Sl,NO: 8 P.14) 

¼" dia 
2 NO. 2.00 271.92 Each 544 

Providing G.l.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(S1,NO: 1 P.11) 

"A" ½" dia 
22 nt 22.00 64.88 P.rft 1427 

"B" 3/" dia 
40 nt 40.00 95.79 P.rft 3832 

P/F in position Nvloon connections complete with 1/2"dia brass stop cock with pair of brass 
nuts and lining joints to nyloon connection.(Sl,NO: 23 P.6) 

2 NO. 2.00 447.15 Each 894 
6	 l'roviding R.C.C. pipes with collers class "B" digging the truches to rcquird and fixing in 

position i/c cutting fitting and jointing with maxphaltic composition and cement mortor 1:1 
and testing with water pressure to a head of 4" feet above the top of heighst and refilling 
with excavated stall.(Sl,NO.2 P.21) 
4" dia 

10 rft 10.00 146.57 P.rft 1466 
S/ F cancealed FEE STOP COCK of sup: quality with crystal head ½" dia.Sl,NO:14(b) P.15) 

2 NO. 2.00 889.46 Each 1779 
l3oung for tube vell in wall bearing nails from ground level upto 100 ILor 30.5 meter depth 
i/c making and with drawing of casing pipe.(SI,NO: I P.36)(PI lii) 

60 nt 60.00 160.00 P.rft 9600 
Providing Fixing water pumping set with Diamond moter and pump 1HP 1400PRM Single Phase 
220 volts 2xl /1/2 suction and deilevars' 401t head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

I NO. 1.00 18470.00 Each 18470 

10 P/F Plastic Poty Pipe Complete. (N.S.l) 
80 rft 

  

80.00 25.00 P.rft 2000 
Total:- 51836 

CONIRACTO R Executi Engineer 
Education Works Division 

Shaheed Benazir Abad 

S.NO I Description 



BIDDING DATA 

Tender Issued to  

Dated Rs. 3000!- DR No. 

a) Name of Procuring Agency 

b) Brief Description of Work 

c) Procuring Agency's Address 

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

ii) Percentage, if any to be deducted from Bills. 

i) Dead Line for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED 
BENAZIRABAD AT GBPS Muhammad Juman Solanqi.  

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 2.450 Million 

5% Rs. 122500/= 

90 Days 

5% 

3% 

@ 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoj 
Garden Nawabshah 

@1:00 P.m 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

Call deposit No. dated of the  

Amounting to Rs.  

Rates 

A.  

B.  

CONTRACTOR  EXEC ENGINEER 
EDUCATlI RKS DIVISION 

SNAHEED BENAZIRABAD 



SCHEDULE "B" 
Name of Work:- Rehabilitation/ Improvement/ Renovation of Existing 

l'rimary School of Taluka Daur Distt: SBA Under Special M&R Programme 
(2016-17) @ GBPS Muhammad Juman Solangi Tal: Daur 

IS.N0 I I)escription I Measurement IQ 1antityl Rate Unit Amount 

1. Dismantling 2nd class tile roofing. (SLNO: 22 P.11) 

378.13 
1087.00 

Dismantling rolled steel beams, iron rails etc.(SI,NO: 42 P.14) 

© 

23.710 
126.04 @ 

Removing door with chowkat. SINO: 33-A, P.NO: 12) 
2.0 

© 142.18 
Removing window and sky light with chowkats. (33-B, NO: 34) 

6.00 
© 102.85 

Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10) 
2614.00 

@ 1285.63 

351.00 
@ 3176.25 %Ocft 1115 

z Cement concrete brick or stone bllast 1½" to 2 gauge.(Sl, NO: 4 (c) P. 15) 
Ratio 1:5:10 

656.00 
@ 8694.95 %cft 57039 

Pacca brick work in foundation and plinth in.i:6. (Sl,NO: 4(1 )e. P. 21) 
867.00 

@ 11948.36 %cft 103592 
Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
Situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

1000.00 
@ 337.00 P.cft 337000 

Pabriation of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

44.640 
@ 5001.70 P.cwt 223276 

II Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto uric chain and lift upto 5feet. (SI, NO: 22 P.4) 

1510.00 

CONTRACTOR 

© 3630.00 %Ocft 5481 

Exec I - Engineer 
education Works Divisic 

&hahed Benazir Ahd 

%cft 4110 

Pcwt 2988 

P.No 284 

P.No 617 

%cft 33606 

Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
Sit. In ordinary soil. (SI, NO: 18 (b) P. 4) 



Page NO: 02 

S.NO I Description Measurement Quantity Rate Unit Amount 

17 Providing and fixing C.! frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 
20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(SI, NO: 29 P. 93)  

69.00 
@ 228.90 P.rft 15794 

Providing and fixing G.l frames / chowkhats of size 7" x 2' or 4½" x 3" for Windows using! 
20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.SE, NO: 28 P. 93) 

136.00 
@ 240.50 P.rft 32708 

j4 Supplying & fixing in position iron / steel grill of ~" x ¼' size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq loot of 
finished grill.(Sl, NO: 26 P.93) 65.00 

@ 180.50 P.sft 11733 
Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 
3/s" and ~" square bars 4" centre to centre with locking arrangenient.(SI, NO: 24 P. 92) 

48.00 

© 726.72 P.sft 34883 
Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 
height in:1:6. (SI, NO: 7(1 )e P. 22) 

675.00 
@ 12346.65 %cft 83340 

17 Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphitic mixture. (SI, NO: 28 P. 19) 
3" thick 226.00 

© 4982.18 %cft 11260 
Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(I)e P.21) 

1862.00 
© 12674.36 %clt 235997 

i Cement concrete plain including placing compcting, finishing and curing, complete (including 
screening and washing of stone aggregate without shuttering.). (SI, NO: 5 P.18) 
Ratio 1:3:6 

9.00 
@ [2595.00 %cft 1134 

Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. SI, NO: 16 P. 42) 

"A" 2" thick 1920.00 
@ 3275.50 %sft 62890 

3"Jl 617.00 
© 4411.82 %sft 27221 

La'.'ing floor of approved with glazed tile ¼" thick cement 1:2 over 3/4"  thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 

75.00 
© 27678.86 %sft 20759 

17 White glazed tile ~" thick dado jointed in white cment and laid over 1:2 cement sand 
mortrr ~" thick including finishing. (SI, NO: 37 P.45) 

156.00 
@ 28253.61 %sft 44076 

CONTh CIOR Execu fl9ifleer 
Education Wks Divj5 0  

Shaheed Benazjr Abad 



Page NO: 03 

S.NO Description Measurement IQuantityl Rate Unit An'tount 

23 P/ L floor ei Verona Marble tiles of Size 12"x 12' and 3/4" fine dressed on the surlace without 

winding set in white cement laid over 3/4" thick bed ol 1:2 grey cement mortor setting the tiles 

with gre\' cement slurry, jointing and washing the tiles with slurry of white cement and pigment 

to match the colour of tiles including curring grinding rubbing and chemical polishing etc 

complete i/c cutting tiles to proper profile. (R.A) 

 

 

844.00 

  

I © 307.00 Pslt 

Providing and fixing 3/s"  thick marble tiles of approved quality & colour shade size 

8' x 4/6" x 4" in dado skirting & facing removal / tucking of existing plaster surface etc. 

over /2"  thick of cement mortar 1:3 setting mortar base including filling the joints & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(SI,NO: 68 P.49) 

259108 

 

83.00 

  

    

@1 186.04 Psft 15441 

Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 

Cit per % Sft. (SI, NO: 13 l'.35) 

1304.00 
© 1887.40 %sft 24612 

'1st class deodar wood wrought. joiner)' in doors and windows etc. fixed in position including 

chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 

etc. Deodar panelled or panelled and glazed or fully glazed. 1~' thick. (SI, NO: 7(b) P.58)only shuttrs. 

103.00 

@ 902.93 P.slt 93002 

Z Borrowpit excavation undressed lead upto lOOft. (SI, NO: 3 P. 1) 

Ordinarry soil.  

2340.00 

© 2117.50 %0cft 4955 

Laying Earth work compaction in 6" layer leveling & dressing complete. (SI, NO: 13-A P. 3) 

2340.00 

© 187.55 %Ocft 439 

Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 

1770.00 

© 1287.44 %sft 22788 

Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52) 

4833.00 

© 2206.60 %sft 106645 

3j Cement plaster 1:4 upto 20" height.(a) W thick. (Si, NO: 11(a) P. 52) 

4833.00 

© 2197.52 %sft 106206 

Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 

953.00  

© 3015.76 %sft 28740 

Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 

734.00 

@ 1287.44 %sft 9450 

4 Extra labour rate for making cement plaster pattas/band around straight or carved opening 

& around the edges of roof slabs the width not less than 6" with fine finshing as directed 

by Engineer Incharge. (Si, NO: 35 P.55) 

734.00 

19.36 P.rft 14210 

- 

igineer 
E.clucatjon 3rks Dlvjsjo;' 

Shahooj 3enzjr Abad. 



Page NO: 04 

S.NO Description Measurement Quantity Rate Unit A niou nt 

Whit washing.(SLNO: 26 P.54) 
Three Coats. 

1257.00 
@ 829.95 %slt 10432 

Primary coat of chalk under distempering.Sl,NO: 23 P.54) 
3185.00 

@ 442.75 %sft 14102 
Distempering Three Coats.. (SLNO: 24 (C) P.54) 

3185.00 
© 1079.65 %sft 34387 

38 Colour washing Two Coats..(Sl,NO: 25 P.54) 
2015.00 

© 859.90 %sft 17327 
Painting doors and windows any type.three coats. (SI,NO: 5(c/c) P. 70) 

A" NEW SURFACE 
262.00 

@ 2116.41 %sft 5545 
"B" OLD SURFACE 

112.00 
© 1160.06 %sft 1299 

40 Notice board made with cement.(SI, NO: I P. 95) 
64.00 

© 58.11 Psft 3719 

4 Painting Guard bars, gates iron bais gratings, railings including standard barces (etc) and 
similar open work. (Sl,NO: 4(d) P. 69) 
NEW SURFACE 

96.00 
@ 1270.83 %sft 1220 

Total:- 2124529 

ccwAcToR 

ExecGe'Engineer 
Education'Wrks Division 

Shaheed Benazir Abad 



SCHEDULE "B" W S & S F 
Name of Work:- Rehabilitation! Improvement! Renovation of Existing Primary School of Taluka Daur 

Distt: SBA Under Special M&R Programme  (2016-17) @ GBPS Muhammad Juman So1ani Tal: Daur 
S.NO I Description I Measurement IQuantity I Rate Unit Amount  

1 P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plioth & floor for pipe connection & 
making good n cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(SI,NO: I - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 

S/F long BIB - COCK of superior quality with CF. head ½" dia. (Sl,NO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 

Providing & fixing handle volves(china) (SI,NO: 5 P.17) 
"A" 3/4"  dia 

2 NO. 2.00 271.92 Each 544 

Providing G.Lpipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(SI,NO: 1 P.12) 

"A" 1/2"  dia 
22 rft 22.00 73.21 P.rft 1611 

"B" 3/'T dia 

35 rft 35.00 95.79 P.rft 3353 

Providing R.C.C. pipes with collers class "B" digging the trnches to requird and fixing in 
position i/c cutting fitting and jointing with maxphaltic composition and cement mortor 1:1 

and testing with water pressure to a head of 4" feet above the top of heighst and refilling 
with excavated staff.(Sl,NO.2 P.21) 
6" dia 

10 rft 10.00 199.25 P.rft 19)3 

Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.(SI,NO: 1 P.41)(PHE) 

50 rft 50.00 160.00 P.rft 8000 
7 Providing, laying UPVC pipes of Class "B" fixing in trenches i/c cutting fitting and jointing with "Z" joints 

with one rubber ring i/c testing with water to head of 122 motor 401t (SI NO: 6 (E/I) - P-22) PHE 
4" dia 1x20 20.00 

© 137.00 P.rft 2740 
8 Providing Laying UPVC pipes of Class "D" fixing in trenches i/c cutting fitting and jointing with 

solvent cement i/c testing with water to a head of 122 motor 400ft (PHES 6- P-24) 
"A" 3/4" dia 1x30 30.00 

© 19.00 1'rtt 570 

EXecLlçJ Engineer 
ducatic t/VOrks Diviso 

I nazjj- Abacj. 



Page NO: 02 
S.NO Description 

 

Measuremeiit IQuantity Rate Unit Amount 
Non-Schedule Items  

9 P/F Plastic Poly Pipe Complete. 1-1/4" dia (N.S.I) 
25 rft 25.00 25.00 l'.rtt 625 

10 Providing Fixirg water pumping set with Diamond moter and pump 1HP I400PRM Single Phase 
220 volts 2"xl/1/2" suction and deilevary 4Oft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

1 NO. 1.00 18470.00 Each 18470 
Total:- 49836 

CONTRACTOR 
Execu Engineer 

Education Works Division 
Shaheed Benazir Abad 



)

33 

BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 30001= 

a) Name of Procuring Agency 

b) Brief Description of Work 

c) Procuring Agency's Address 

d) Estimated Cost 

e) Amount of Bid Secuty (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

h) Percentage, if any to be deducted from Bills. 

Dead Line for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED 
BENAZIRABAD AT GBPS Ghullam Muhammad Shar.  

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 2.850 Million 

5% Rs. 142500/= 

90 Days 

5% 

3% 

@ 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@ 1:00 P.m 

k) Time for completion from wtten order of Commerce. 

I) Liquidity damages 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated  

Amounting to Rs.  

Rates 

A.  

B,  

CONTRACTOR  

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

of the  

EXECUT1NGINEER 
EDUCATIOfI WRKS DIVISION 

SHAHEED BENAZIRABAD 



I SCHEDULE "B" 
Name of Work:- Rehabilitation/Improvement! Renovation of Existing 

1'rimary School of Taluka Daur Distt: SBA Under Special M&R Programme 
(2016-17) @ GBPS Ghullam Muhammad Shar Tal: Daur 

S.NO I)escription Measurement IQuantityl Rate Unit Amount 
Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI, NO: 20 P.10) 

I 
853.00 

@ 5445.00 %cft 
2 Dismantling Irick work in lime or cement mortar. (SI, NO: 13 P.10) 

2759.00 
© 1285.63 %cft 

3 Pacca brick work in foundation and plinth in.1:6. (Sl,NO: 4(1 )e. P. 21) 
1176.00 

© 11948.36 %cft 
4 Excavation in foundation of building bridges and other structures including dagbelling 

dressing refilling around structure with excavated earth watering and ramming lead upto 
51t. In ordinary soil. (SI, NO: 18 (b) P. 4) 

181.00 

46446 

35471 

140513 

© 3176.25 %0cft 575 
Cement concrete brick or stone bllast 1½" to 2" gauge.(SI, NO: 4 (c) P. 15) 
Ratio 1:5:10  

521.00 
© 8694.95 %cft 45301 

Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 

2366.00 
© 3630.00 %0cft 8589 

Z Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphltic mixture. (SI, NO: 28 P. 19) 
3"  thick 314.00 

© 4982.18 %cft 15644 
8	 Reinforced cement concrete work including all labour and material except the cost of steel 

reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

1031.00 
© 337.00 P.cft 347447 

9 Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. SI, NO: 8(b) P.17) 

46.020 
© 5001.70 Pcwt 230178 

10 Providing and fixing G.l frames / chowkhats of size 7" x 2' or 4½" x 3" for door using! 
20 gauge G.1. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(SI. NO: 29 P. 93)  

69.00 
© 228.90 Pr 15794 

CONTRACTOR Execi1?$ngineer 
Education Works Division 

Shahec.d Benazir Abad. 



Page NO: 02 

IS.NOI Description Measurement IQuantityl Rate Unit Amount 

U Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4Y2" x 3" for Windows using! 
20 gauge GI. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/C carriage tools 
and plants used in making and uixing.SI, NO: 28 P. 93) 

  

141.00  
@ 240.50 P.rft 33911 

 

1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bIts. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1/4" thick. (SI, NO: 7(b) P.58)only shuttrs. 

  

171.00 

 

@ 902.93 P.sft 154401 
i3 Supplying & fixing in position iron / steel grill of 3/4"  x ¼" size flat iron of approved 

designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(Sl, NO: 26 P.93) 

83.00 
@ 180.50 P.sft 14982 

Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 
~' and ~" square bars 4" centre to centre with locking arrangement.(Sl, NO: 24 P. 92) 

18.00 

© 726.72 P.sft 13081 
15 Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 

height in:1:6. (SI, NO: 7(1 )e P. 22) 
1030.00 

© 12346.65 %cft 127170 
16 Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 

2096.00 
© 12674.36 %cft 265655 

fl Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52)  
6701.00  

© 2206.60 %sft 147864 
Cement plaster 1:4 upto 20" height.(a) ~" thick. (SI, NO: 11(a) P. 52) 

6701.00 
© 2197.52 %slt 147256 

Cement plaster 1:4 upto 20" height.(c) 3/4"  thick. (SI, NO: 11(c) P. 52) 
326.00  

© 3015.76 %sft 9831 

Q Extra labour rate for making cement plaster pattas/band around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
by Engineer1 Incharge. SI, NO: 35 l'.55) 

508.00 
© 19.36 F.rIt 9835 

, Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53)  
1968.00 

© 1287.44 %sft 25337 
Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (SI, NO: 16 P. 42) 

flfl 2392.00 
© 3275.50 %sft 78350 

"C" 3" thick 900.00 
© 4411.82 %sft 39706 

CøT'ACTOR Execb€ Engineer 
Education V\rks Divisioi 

Shaheed beuiazir Abad. 



. 

I'age NO:  03 
Is0I Description Measurement IQuantityl Rate Unit Amount 

Two coats of bitunwn laid hot using 34 lbs for %sft over roof and blinded with sand at one 
Cit per % Sft. (SI, NO: 13 P.35) 

1473.00 
1887.40 %sft © 

24 Notice board made with cement.(Sl, NO: I P. 95) 
64.00 

© 58.11 Psft 
25 Whit washing.(SLNO: 26 P.54) 

Three Coats. 
1473.00 

@ 829.95 %sft 
26 Colour washing Two Coats..Sl,NO: 25 P.54) 

9685.00 
@ 859.90 %slt 

7 Painting doors and windows any type.three coats. (S1,NO: 5(c/c) P. 70) 
NEW SURFACE 

398.00 
© 2116.41 %sft 

Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. (Sl,NO: 5(d) P. 70) 

"A" NEW SURFACE 36.00 
© 1270.83 %sft 457 

"B" OLD SURFACE 120.00 
© 674.36 %sft 809 

29 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 
iriding set in white cement laid over 3/411  thick bed of 1:2 grey cement mortor setting the tiles 

v1h grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

927.00 
51 307.00 Psft 284589 

Providing and fixing 3/s"  thick marble tiles of approved quality & colour shade size 
8" x 4/6" x 4  in dado skirting & facing removal / tucking of existing plaster surface etc. 
over ½" thick of cement mortar 1:3 setting mortar base including filling the joints & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(Sl,NO: 68 P.49) 72.00 

© 186.04 Psft 13395 
Laying floor of approved with glazed tile ¼" thick cement 1:2 over ~" thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 75.00  

© 27678.86 %sft 20759 
White glazed tile ~11  thick dado jointed in white cment and laid over 1:2 cement sand 
mortar 3/411  thick including finishing. (SI, NO: 37 P.45) 

124.00 
@1 28253.61 %sit 35034 

Total:- 2443829 

C&RACTOR 
Exe(u''Engineer 

Education Works Division 
Shaheed Benazir Abad 

27801 

3719 

12225 

83281 

8423 



SCHEDULE "B" W S & S F 
Name of Work:- Rehabilitation/ improvement! Renovation of Existing Primary School of Taluka Daur 

Distt: SBA Under Special M&R Programme (2016-17) @ GBPS Ghullam Muhammad Shar Tal: Daur 

S.NO I Description I Measurement IQuantity Rate Unit Amount  

1 P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(SLNO: I - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 

P/F 6"x2" or 6"x3" C.I.floor trap of the approved self cleaning design with C.I.screw/down 
grating with or without a vent arm complet with and i/c making rquisite number of holes 
in walls plinth & floor for pipe cinnections & making good in CC 1:2:4.(SI,NO: 20 P.06) 

I NO. 1.00 2042.43 Each 2042 

P/F 4" dia bend of the required degree with access door rubber washer 1/8" thick & bolt & 

nuts & extra paiting to match the colour of the building. SLNO: 9, P.10) 

2 NO. 2.00 599.60 Each 1199 

Providing G.I.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(SI,NO: 1 P.12) 

"A" 1/,"  dia 
30.00 73.21 P.rft 2196 

"B" 3/i"  dia 
50.00 95.79 P.rft 4790 

5 S/F long BIB - COCK of superior quality with C.P. head ½" dia. (SI,NO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 

6 P/F in position Nlyloon connections complete with 1/2"dia brass stop cock with pair of brass 

nuts and lining joints to nyloon connection.(SI,NO: 23 P.6) 
2 NO. 2.00 447.15 Each 894 

Z S/F cancea led TEE STOP COCK of sup: quality with crystal head ½" dia.(Sl,NO:12 (b) P.18) 

2 NO. 2.00 889.46 Each 1779 

Providing & fixing handle volves(china) (SI,NO: 5 P.17) 

"A" s/i" dia 
1 NO. 1.00 271.92 Each 272 

"B" 1/2"  dia 
1 NO. 1.00 20042 Each 200 

CONT RACTOR Executii(n qineer 
Education Woks Divisio 

Shaheed Benazr Abad. 

30 nt 

50 nt 



 

Page NO: 02 
S. C) Description I Measurement IQuantity Rate Unit j Amount 

Providing, laying Ul'VC pipes of Class "B" fixing in trenches i/C cutting fitting and jointing with "Z" joints 
with one rubber ring i/c testing with water to head of 122 motor 40ft (SI NO: 6 (E/I) - P-22) PHE 

"A" 4" dia 1x30 30 
© 137.00 P.rft 4110 

.Q Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.(SLNO: 1 P.41)(PHE) 

70 rft 160.00 P.rft 11200 70.00 
Total:- 40594 

Non-Schedule Items 
P/F Plastic Poly Pipe Complete. 1-1/4" dia (N.S.I) 

70 nt 25.00 P.rft 1750 70.00 

12 Providing Fixing water pumping set with Diamond moter and pump IHP I400PRM Single Phase 

220 volts 2"xl/1/2' suction and deilevary 4oft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

I NO. 1.00 18470.00 Each 18470 
Total:- 20220 

C: lotal:- 60814 

CQJJRjCT R 
Execu i .' ngineer 

Education W. ks Division 
Shaheed Benazir Abad 

11 



BIDDING DATA 

Tender Issued to  

Dated Rs. 30001= 

34 

DR No. 

a) Name of Procuring Agency 

b) Brief Description of Work 

c) Procuring Agency's Address 

Estimated Cost 

Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

Period of Bid Validity 

Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

Percentage, if any to be deducted from Bills. 

Dead Line for submission of Bids alongwith time 

Venue, Time and Date of Bid Opening  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED  
BENAZIRABAD AT GBPS Abdul Karim Brohi.  

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 2.750 Million 

5% Rs. 137500/= 

90 Days 

5% 

3% 

© 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@ 1:00 P.m 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated  

Amounting to Rs.  

Rates  

A.  

B.  

CONTRACTOR 

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

of the  

EXE U ' ENGINEER 
EDUCATION WI - KS DIVISION 

SHAHEED BENAZIR.ABAD 



SCHEDULE "B" 
Name of Work:- Rehabilitation/Improvement! Renovation of Existing 

Primary School of Taluka Daur Distt: SBA Under Special M&R Programme 
(2016-17) @ GBPS Abdul Karim Brohi Ta!: Daur 

Description J Measurement IQuantityl Rate Unit Amount 
I  

Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI, NO: 20 P.10) 

853.00 
© 5445.00 %cft 46446 

Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10)  
2759.00 

@ 1285.63 %cft 35471 
3 Pacca brick work in foundation and plinth in.1:6. SI,NO: 4(1 )e. P. 21) 

896.00 
© 11948.36 %cft 107057 

Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI, NO: 18 (b) P. 4) 

181.00 
© 3176.25 %0cft 575 

Cement concrete brick or stone bllast 1½" to 2" gauge.(SI, NO: 4 (c) P. 15) 
Ratio 1:5:10 

521.00 
© 8694.95 %cft 45301 

Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 

2366.00 
@ 3630.00 %0cft 8589 

Z Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphitic mixture. (SI, NO: 28 P. 19) 
3" thick 

314.00 
© 4982.18 %cft 15644 

Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

1031.00 
© 337.00 P.cft 347447 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

46.026 
© 5001.70 P.cw 23O2O 

CONTRACTOR 

 

- Engineer 
Educatjo,, . ,,rks Divjsjo 

Shaheed Benaz,r Abad. 

S.NO 

I 



Page NO: 02 

JS.NOI Description Measurement IQt1antitYI Rate Unit Amount 

1Q Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for door using/ 
20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/C 
carriage tools and plants used in making and fixing.SI, NO: 29 P. 93)  

69.00 
© 228.90 P.rft 15794 

U Providing and fixing Gi frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using! 
20 gauge G.i. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.(SI, NO: 28 P. 93) 

141.00 
@ 240.50 P.rft 33911 

1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts Ii inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1/4" thick. (Si, NO: 7(b) P.58) only shuttrs. 

171.00 
© 902.93 P.sft 154401 

Supplying & fixing in position iron / steel grill of ~" x ~" size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grili.Sl. NO: 26 P.93) 

83.00 
© 180.50 P.sft 14982 

if Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 
~" and ~" square bars 4" centre to centre with locking arrangement.(SI, NO: 24 P. 92) 

48.00 

© 726.72 P.sft 34883 
Pacca brick work in other than building it c strcking of joints on walls upto 20 feet 
height in:1:6. (SI, NO: 7(1 )e P. 22) 

1030.00 
© 12346.65 %cft 127170 

Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 
2096.00 

© 12674.36 %cft 265655 

.7 Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52) 
6701.00 

© 2206.60 %sft 147864 

Th Cement plaster 1:4 upto 20" height.(a) /8"  thick. (SI, NO: 11(a) P. 52) 
6701.00 

@ 2197.52 %sft 147256 

i Cement plaster 1:4 upto 20" heighl(c) ~" thick. (SI, NO: 11(c) P. 52) 
326.00 

 

© 3015.76 %sft °31 

Cfl!T CTh R Execut gineer 
E'iucatior-ks Divion 

hat,ei Abad. 



Page NO: 03 

S.NO Description Measurement IQuantity Rate Unit Amount 

Q Extra labour rate for making cement plaster pattas/band around straight or carved opening 
& around the edges of roof slabs the width not less than 6' with fine finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

508.00 
© 19.36 P.rft 9835 

Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 
I 1968.00 
I © 1287.44 %sft 25337 

Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. SI, NO: 16 P. 42) 

'A' 2" thick 
2392.00 

© 3275.50 %sft 78350 

Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
Cit per % Sft. (SI, NO: 13 P.35) 

1473.00 
@ 1887.40 %sft 27801 

24 Notice board made with cement.(Sl, NO: I P. 95) 
64.00 

@ 58.11 Psft 3719 
Whit washing.(SLNO: 26 P.54) 
Three Coats.  

1473.00 
@ 829.95 %sft 12225 

Colour washing Two Coats..SI,NO: 25 P.54) 
9685.00 

@ 859.90 %sft 83281 

Z Painting doors and windows any type.three coats. Sl,NO: 5(c/c) P. 70) 
NEW SURFACE 

398.00 
@ 2116.41 %sft 8423 

Painting Guard bars, gates iron bars gratings. railings including standard barces etc) and 
similar open work. SI,NO: 5(d) p. 70) 
NEW SURFACE 

96.00 
© 1270.83 %sft 1220 

29 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 
winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

947.00 
© 307.00 l'sft 290729 

COTRA,CTOR Exec.'FI1gifleet 
Eductio 's Dvisicm 

hOd 3:uz:r Ahad. 



otal:- 2407523 

Execu 4ngineer 
Education Works Division 

Shaheed Benazirabad 

Page NO: 04 

S. NO I Description I  Measurement IQuantit3'I Rate Unit Amount 

Q Providing and fixing 3/8?  thick marble tiles of approved quality & colour shade size 
8" x 4/6" x 4' in dado skirting & facing removal / tucking of existing plaster surface etc. 
over ½' thick of cement mortar 1:3 setting mortar base including filling the joints & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
cornplete.(Sl,Nc: 68 P.49) 

120.00 
186.04 Pslt 22325 

3J Laying floor of approved with glazed tile ¼" thick cement 1:2 over ~" thick cement 
mortar 1:2 complete. SI, NO: 24 P. 43) 

75.00 
© 27678.86 %sft 20759 

White glazed tile ¼" thick dado jointed in white cment and laid over 1:2 cement sand 
mortar 3/4"  thick including finishing. (SI, NO: 37 P.45) 

124.00 
© 28253.61 %sft 35034 

C e. TRACTOR 



SCHEDULE "B" W S & S F 
Name of Work:- Rehabilitation! Improvement! Renovation of Existing Primary School of 

Taluka Daur Distt: SBA Under Special M&R Programme (2016-17) @ GBPS Abdul Karirn Brohi 

Tal: Daur  

IS.NO I Description I Measurement IQuantity Rate I Unit Amount 

1 P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(SI,NO: 1  - B (ii) P.1) 

I NO. 1.00 4846.60 Each 4847 
S/F long BIB - COCK of superior quality with C.P. head ½" dia. (SI,NO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 
Providing & fixing handle volves(china) (SI,NO: 8 P.14) 
~" dia 

I NO. 1.00 271.92 Each 272 

4	 Providing G.I.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/C the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handli.ng.(SI,NO: 1 P.11) 

"A" liz" dia 
20 rft 20.00 73.21 P.rft 1464 

"B" 3/a" dia 

30 rft 30.00 95.79 P.rft 2874 
Providing R.C.C. pipes with collers class "B" digging the trnches to requird and fixing in 
position i/c cutting fitting and jointing with maxphaltic composition and cement mortor 1:1 
and testing with water pressure to a head of 4" feet above the top of heighst and refilling 
with excavated staff.(Sl,NO.2 P.21) 
6" dia 

6 rft 6.00 199.25 P.rft 1196 

Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.(SI,NO: 1 P. 41)(Pl-IE) 

30 rft 30.00 160.00 P.rft 4800 

Z Providing Fixing water pumping set with Diamond moter and pump IHP I400PRM Single Phase 
220 volts 2"xl/1/2" suction and deilevary 40ft head i/c base Plate and also making C:C: 1:3:6 

plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 
1 NO. 1.00 18470.00 Each 18470 

Total:- 36142 

cONTRACTOR 
ExecueEngtheer 

Education Works Division 
Shaheed Benazirabad 



of the  

EXECUE ENGINEER 
EDUCATION WORKS DIVISION 

SHAHEED BENAZIRABAD 

BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 30001= 

35 

a) Name of Procuring Agency 

b) Brief Description of Work 

c) Procuring Agency's Address 

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

t) Period of Bid Validity 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

h) Percentage, if any to be deducted from Bills. 

i) Dead Line for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor / Agency (Tender issued)  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED 
BENAZIRABAD AT GBPS MuIla Khawasti Brohi.  

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 2.550 Million 

5% Rs. 127500/= 

90 Days 

5% 

3% 

@ 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated  

Amounting to Rs.  

Rates 

A.  

B.  

CONTRACTOR  



@ 5445.00 %cft 43397 
Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10) 

1603.00 
@ 1285.63 %cit 20609 

Removing cement or lime plaster.(Sl, NO: 53 P.13) 
1397.00 

@ 121.00 %sft 1690 

f Removing door with chowkat. SINO: 33-A, P.NO: 12) 
4.0  

© 142.18 P.No 569 
Removing window and sky light with chowkats. (SI NO 33-B, P.NO: 12)  

6.00 
© 102.85 P.No 617 

Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
51t. In ordinary soil. (SI, NO: 18 (b) P. 4) 

672.00 
@ 3176.25 %0c1t 2134 

Z Cement concrete brick or stone bllast 1½" to 2" gauge.(SI, NO: 4 (c) P. 15) 
Ratio 1:5:10 

813.00 
@1 8694.95 %cft 70690 

Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphitic mixture. (SI, NO: 28 P. 19) 
3" thick 339.00 

@ 4982.18 %cft 16890 
Pacca brick work in foundation and plinth in.1:6. (Sl,NO: 4(1 )e. P. 21) 

849.00 
@ 11948.36 %clt 101442 

10 Pacca brick work in ground floor in Cement sand mortar 1:6. Sl, NO: 5(1 )e P. 21) 
1217.00 

@ 12674.36 %cft 154247 

fl Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 
height in:1:6. (SI, NO: 7(1 )e P. 22) 

1013.00 
@ 12346.65 %cft 125072 

Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 

1020.00 
© 3630.00 %ocft 3703 

COTACTOR Exec . ye Engineec 
Education Vworks Div isio, 

Shaheed Benazjr Abad. 

SCHEDULE "B" 
Name of Work:- Rehabilitation/Improvement/Renovation of Existing Primary 
School of Taluka Daur Distt: SBA Under Special M&R Programme (2016-17) @ 

GBPS Mullan Khawasti Ta!: Daur 
S.NO Description I Measurement Quantity Rate Unit Amount 

1 Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI, NO: 20 P.10) 

797.00 



Page NO: 02 
r S.NO Descripion I Measurement Quantity Rate Unit Amount 

Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

853.00 
@ 337.00 P.clt 287461 

4 Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

38.080 
@ 5001.70 P.cwt 190465 

Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 
20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(SI, NO: 29 P. 93) 

69.00 
© 228.90 P.rft 15794 

Providing and fixing G.I frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using! 
20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.(SI, NO: 28 P. 93) 

71.00 
© 240.50 P.rft 17076 

1Z 1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bIts. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58) only shuttrs. 

171.00 
0? 902.93 P.sIt 154401 

Cement plaster 1:6 upto 20 height(b) ½" thick. (SI, NO: 13(b) P. 52) 
6525.00 

© 2206.60 %sft 143981 
j. Cement plaster 1:4 upto 20" height.(a) /8" thick. (SI, NO: 11(a) P. 52)  

6525.00 
0? 2197.52 %sft 143388 

Q Cement plaster 1:4 upto 20' height.(c) ~ thick. SI, NO: 11(c) P. 52) 
913.00 

0? 3015.76 %sft 27534 
Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a)  P. 53)  

2339.00 
0? 1287.44 %sft 30113 

Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (SI, NO: 16 P. 42) 

"A" 2" thick 1921.00 
0? 3275.50 %sft 62922 

:: 3" thick 720.00 

 

23 Notice board made with cement.SI, NO: 1 P. 95) 
0? 4411.82 %sft 31765 

 

64.00 

 

CONTRACTOR 

0? 58.11 Psft 3719 

Exec Engineer 
Ethtcatjol rks Divisic 

Shaheed er.zir Abac4., 



48.00 
726.72 @ 

Whit washing three coats.(SLNO: 26 P.54) 
1504.00 

@ 829.95 

Primary coat of chalk under distempering.Sl,NO: 23 P.54) 
2694.00 

@ 442.75 

Distempering Three Coats.. (SI,NO: 24 (C) P.54) 
2694,00 

1079.65 

Colour wasliing Two Coats..(Sl,NO: 25 P.54) 
6128.00 

@ 859.90 

7 

28 

P.sft 34883 

%sft 12482 

%sft 11928 

%sft 29086 

%sft 52695 

CONTRACTO R 7 
Executy engineer 

ducatior r! Oivis io 
£ha'r,oeci ilma Abad. 

Page NO: 03 

'ISO Description I Measurement IQuantityl Rate Unit Amount 

Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 
s/s" and ~" square bars 4" centre to centre with locking arrangement.(Sl, NO: 24 P. 97) 

29 Painting doors and windows any type.three coats. (Sl,NO: 5(c) P. 70) (NEW SURFACE) 
NEW SURFACE 

398.00 
@ 2116.41 %sft 8423 

Q Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. (Sl,NO: 5(d) P. 70) (NEW SURFACE) 

96.00 
@ 1270.83 %sft 1220 

Extra labour rate for making cement plaster pattas/ band around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

300.00 
19.36 P.rft 5808 

32 Supplying & fixing in position iron / steel grill of ~" x ¼" size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(Sl, NO: 26 P.93) 

81.00 
@ 180.50 P.sft 14621 

Laying floor of approved with glazed tile ¼" thick cement 1:2 over ~" thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 

75.00 
@ 27678.86 %slt 20759 

4 White glazed tile ¼" thick dado jointed in white cment and laid over 1:2 cement sand 
mortar ~ thick including finishing. (SI, NO: 37 P.45) 

@ 28253.61 %sft 44076 
156.00 



Page NO: 04 

S.N 0 Description Measurement IQuantityl Rate Unit Amount 

35 P/L floor of \'erona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 
winding set in white cement laid over 3/4" thick bed of 1:2 grey cement niortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cenient and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

929.00 
@ 307.00 Psft 285203 

Providing and fixing s/s" thick marble tiles of approved quality & colour shade size 
8" x 4/6" x 4" in dado skirting & facing removal / tucking of existing plaster surface etc. 
over /2" thick of cement mortar 1:3 setting mortar base including filling the joints & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(SI,NO: 68 P.49) 

120.00 
@ 186.04 Psft 22325 

Total:- 2193188 

CONTRAcToR 
ExecuAe Engineer 

Education Wbrks Division 
Shaheed Benazir Abad 



Part "B" WS &S F 
Name of Work:- Rehabilitation/Improvement/Renovation of Existing Primary 

School of Taluka I)aur Distt: SBA Under Special M&R Programme (2016-17) @ 

GBPS Mullan Khawasti Tal: Daur 
S.NO I Description Measurement IQuantity J Rate Unit Amount 

P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(Sl,NO: I - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 
P/F 6"x2" or 6"x3° C.l.floor trap of the approved self cleaning design with C.I.screw/down 
grating with or without a vent arm complet with and i/c making rquisite number of holes 
in walls plinth & floor for pipe cinnections & making good in CC 1:2:4.(SLNO: 20 P.06) 

I NO. 1.00 2042.43 Each 2042 

P/F 4" dia bend of the required degree with access door rubber washer 1/8" thick & bolt & 
nuts & extra paiting to match the colour of the building. SLNO: 9, P.10) 

2 NO. 2.00 599.60 Each 1199 

Providing G.I.pipes specials and clamps etc i/C fixing cutting and fitting complete with and 
i/C the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(Sl,NO: 1 P.14) 

"A" 1/2"  dia 
30.00 73.21 P.rft 2196 

"B" 3/is  dia 
50.00 95.79 P.rft 4790 

S/F long BIB - COCK of superior quality with C.P. head ½" dia. (Sl,NO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 

6 I'/ F in position Nvloon connections complete with 1/2"dia brass stop cock with pair of brass 
nuts and lining joints to nyloon connection.(SI,NO: 23 P.6) 

2 NO. 2.00 447.15 Each 894 

Z S/F cancea led TEE STOP COCK of sup: quality with crystal head ½" dia.SI,NO:12 (b) P.18) 

2 NO. 2.00 889.46 Each 1779 

Providing & fixing handle volves(china) SI,NO: 5 P17) 
"A' 3/4" dia 

1 No. i.00 271.92 Each 272 

B 1/," dia 
I NO. 1.00 200.42 Each 200 

9 Providing, laying UPVC pipes of Class "B" fixing in trenches i/c cutting fitting and jointing with "Z" joints 
with one rubber ring i/C testing with water to head of 122  motor 40ft (SI NO: 6 (E/I) - P.22) PHE 

"A" 4"dia 1x30 30 
137.00 P.rft 4110 

COiTACTOR Execuc.' Engineer 
Education Vorks Division 

Shaheed Bnazir Abad. 

30 rft 

50 nt 



S.NO Description Measurement Quantity I Rate  I Unit 

rrrr Executivngineer 
Education Works Division 

Shaheed Benazir Abad 

Page NO: 02 

1Q Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.SI,NO: 1 P.41)(PHE) 

p Amount 

70 rft 160.00 P.rft 11200 70.00 
Total:- 40594 

Non-Schedule Items 
11 P/F Plastic Poly Pipe Complete. (N.S.l) 

1-1/4" dia 70 Rft 70.00 25.00 P.rft 1750 

Providing Fixing water pumping set with Diamond moter and pump IHP I400PRM Single Phase 
220 volts 2'xl/1/2" suction and deilevary 40ft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

I NO. 1.00 18470.00 Each 18470 
Total:- 20220 

G Total:- 60814 



BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 30001= 

a) Name of Procuring Agency 

b) Brief Description of Work 

c) Procuring Agency's Address 

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED  
BENAZIRABAD AT GBPS Khalilullah Dahri  

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

d) Estimated Cost Rs. 2.800 Million 

e) Amount of Bid Security (fill in lump sum amount of in %age of 5% Rs. 140000/= 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 90 Days 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 5% 

h) Percentage, if any to be deducted from Bills. 

i) Dead Line for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening  

3% 

© 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated  

Amounting to Rs.  

Rates 

A.  

B.  

CONTRACTOR  

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

of the  

EXECUT ENGINEER 
EDUCATION WORKS DIVISION 

SHAHEED BENAZIRABAD 

36 



SCHEDULE "B" 
Name of Work:- Rehabilitation/ Improvement! Renovation of Existing 

Primary School of Taluka Daur Distt: SBA Under Special M&R Programme 
(2016-17) @ GBPS Khalillullah Dahri Ta!: Daur 

IS.N01 DescriptiOn  I Measurement IQuantityl Rate Unit Amount 

. Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI, NO: 20 P.10) 

853.00 
@ 5445.00 %cft 46446 

Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10) 
2759.00 

@ 1285.63 %cft 35471 
3 'acca brick work in foundation and plinth ii.i:6. (Sl,NO: 4(1 )e. P. 21) 

1176.00 
@ 11948.36 %cft 140513 

Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
Sit. In ordinary soil. (SI, NO: 18 (b) P. 4) 

181.00 
@ 3176.25 %0cft 575 

Cement concrete brick or stone bllast 1½" to 2" gauge.(SI, NC): 4 (c) P. 15) 
Ratio 1:5:10 

521.00 
@ 8694.95 %cft 45301 

Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5feet. S1, NO: 22 P.4) 

2366.00 
© 3630.00 %0cft 8589 

Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphitic mixture. (SI, NO: 28 P. 19) 
3fl thick 314.00 

@ 4982.18 %cft 15644 
Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

1031.00 
@ 337.00 P.cft 347447 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

50.629 
@ 5001.70 P.cwt 253231 

Providing and fixing G.l frames / chowkhats of size 7' x 2' or 4½" x 3" for door using! 
20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.Sl, NO: 29 P. 93) 

69.00 
228.90 P.rft 15794 

CONTRACTOR ExectItP\ Engineer 
Educatjor rks Divisjo 

Shaheed Benazir Abad. 



Page NO: 02 

 

J
S.NO Description J Measurement IQuantityl Rate Unit i 1110 U nt 

fl Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using! 
20 gauge G.i. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.SI, NO: 28 P. 93) 

141.00 
240.50 P.rft 33911 

17 1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats ho1l fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fulls' glazed. 1/4" thick. (Si, NO: 7(b) P.58) only shuttrs. 

171.00 
@ 902.93 P.sft 154401 

j. Supplying & fixing in position iron / steel grill of 3/4"  x ~" size flat iron of approved 
designe including painting 3 coats etc. complete wight not Lobe less than 3.7 Lbs/sq foot of 
finished grill.(SI, NO: 26 P.93) 

83.00 
180.50 P.sft 14982 

Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 
~" and ~" square bars 4" centre to centre with locking arrangement.(Sl, NO: 24 P. 92) 

60.00 

@ 726.72 P.sft 43603 

1 Pacca brick work in other than building 1/ c strcking of joints on walls upto 20 feet 
height in:1 :6. (SI, NO: 7(1 )e P. 22) 

1030.00 

:i Pacca brick work in ground 

17 Cement plaster 1:6 upto 20" 

Cement plaster 1:4 upto 20" 

Cement plaster 1:4 upto 20" 

@ 12346.65 %cft 127170 
floor in Cement sand mortar 1:6. (Si, NO: 5(1 )e P. 21) 

2096.00 
' 12674.36 %cft 265655 

height.(b) ½" thick. (SI, NO: 13(b) P. 52) 
6701.00 

© 2206.60 %sft 147864 
heighL(a) /8"  thick. (SI, NO: 11(a) 1'. 52) 

6701.00 
© 2197.52 %sft 147256 

height.(c) 3/4"  thick. (SI, NO: 11(c) P. 52) 
326.00 

@ 3015.76 %sft 9831 

Q Extra labour rate for making cement plaster pattas/bancl around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
by Engineer !ncharge. (SI, NO: 35 P.55) 

508.00 
© 19.36 P.rft 9835 

Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53)  
1968.00 

© 1287.44 %sft 25337 

77 Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (SI, NO: 16 P. 42) 

"A" 2" thick 
2392.00 

© 3275.50 % s It 78350 

COffRACTOR 

 

Exec.i ('Cngineer 
Educatjoi :Jr{S Di'iIsIp 

Shai-ieed l3enazir Ab,d. 



Page NO: 03 

ISNI Description  I Measurement IQuantityl Rate Unit Amount 

Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 

Cit per % Sit. (SI, NO: 13 P.35) 
1473.00 

@ 1887.40 %sft 
24 Notice board made with cement.(Sl, NO: 1 P. 95) 

64.00 
@ 58.11 Psft 

25 Whit washing (Sl,NO: 26 P.54) 

Three Coats. 1473.00 
829.95 %sft 

Colour washing Two Coats..(Sl,NO: 25 P.54) 

9685.00 

© 859.90 %sft 

7 Painting doors and windows any type.three coats. SI,NO: 5(c/c) P. 70) 
NEW SURFACE 398.00 

© 21 16.41 %sft 

Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 

similar open work. (Sl,NO: 5(d) P. 70) 

NEW SURFACE 120.00 
© 1270.83 %sft 1525 

29 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4*  fine dressed on the surface without 
winding  set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting  the tiles 
with grey cement slurry, jointing and washing the tiles with ilurry of white cement and pigment 

to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/ccutting tiles to proper profile. (R.A) 

947.00 

© 307.00 Psft 290729 

Q Providing and fixing ½" thick marble tiles of approved quality & colour shade size 

8" x 4/6" x 4" in dado skirting & facing removal / tucking of existing plaster surface etc. 
over ½" thick of cement mortar 1:3 setting mortar base including filling the joints & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 

complete.(Sl,NO: 68 P.49) 
120.00 

© 186.04 Psft 22325 

j,	 Laying floor of approved with glazed tile ¼' thick cement 1:2 over ~" thick cement 
mortar 1:2 complete. (SI, NO: 24 P.43) 

75.00 
© 27678.86 %sft 20759 

White glazed tile ¼" thick dado jointed in white cmen( cid laid over 1:2 cement sand 

mortar 3/4"  thick including finishing. (SI, NO: 37 P.45) 

124.00 

© 28253.61 %sft 35034 

Total:- 2461499 

CONTRACTOR 
ExecuLfç,Engineer 

Education Works Division 
Shaheed Benazir Abad 

27801 

3719 

12225 

83281 

8423 



Part "B" WS &S F 
Naxe of Work:- Rehabilitation/ Improvement! Renovation of Existing Primary School of Taluka Daur 

l)istt: SBA Under Special M&R Programme (2016-17) @ GBI'S Khalillullah Dahri Tal: Daur 
S.NO Description I Measurement IQuantity Rate Unit Amount 

P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(SLNO: I - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 

P/F 6"x2" or 6"x3" C.I.floor trap of the approved self cleaning design with C.I.screw/ down 
grating with or without a vent arm complet with and i/c making rquisite number of holes 
in walls plirith & floor for pipe cinnections & making good in CC 1:2:4.SLNO: 20 P.06) 

1 NO. 1.00 2042.43 Each 2042 

P/F 4" dia bend of the required degree with access door rubber washer 1/8" thick & bolt & 
nuts & extra paiting to match the colour of the building. SI,NO: 9, P.10) 

2 NO. 2.00 599.60 Each 1199 

Providing G.l.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 

i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(SI,NO: 1 P.12) 
½" dia 

30.00 73.21 P.rft 2196 
"B" 3/4"  dia 

50.00 95.79 P.rft 4790 

S/F long BIB - COCK of superior quality with C.P. head ½" dia. (SLNO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 

P/F in position Nyloon connections complete with 1/2"dia brass stop cock with pair of brass 
nuts and lining joints to nyloon connection.(SI,NO: 23 P.6) 

2 NO. 2.00 447.15 Each 894 

Z S/F cancealed TEE STOP COCK of sup: quality with crystal head ½" dia.(SI,NO:12 (b) P.18) 

2 NO. 2.00 889.46 Each 1779 

Providing & fixing handle volves(china) (Sl,NO: 5 P.17) 
A" 3/."  dia 

1 NO. 1.00 271.92 Each 272 

"B" 1/2"  dia 
I NO. 1.00 200.42 Each 200 

T Execut!K :ngineer 
Education;; DIVjj 

Shaheed benazjr Abacj. 

I 

30 nt 

50 rft 



Page NO: 02 

S.NO I Description I Measurement Quantity I Rate Unit Amount  

9 Providing, laying UPVC pipes of Class "B" fixing in trenches i/c cutting fitting and jointing with °Z" joints 
with one rubber ring i/c testing with water to head of 122 motor 401t (SI NO: 6 (E/i) - P-22) PHE 

"A" 4" dia 1x30 30 
© 137.00 P.rft 4110 

Q Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.(SI,NO: 1 P.41)(PHE) 

70 nt 70.00 160.00 P.rft 11200 
Total:- 40594 

Non-Schedule Items  

11 P/F Plastic Poly Pipe Complete. 1-1/4" dia (N.S.I) 
70 nIt 70.00 25.00 P.rft 1750 

12 Providing Fixing water pumping set with Diamond moter and pump iHP I400PRM Single Phase 
220 volts 2"xl/i/2" suction and deilevary 40ft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

1 NO. 1.00 18470.00 Each 18470 
Total:- 20220 

C: Total:- 60814 

COMTRACTO R 
Execuh&gineer 

Education Works Division 
Shaheed Benazir Abad 



f)  

g)  

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

Period of Bid Validity 

Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

h) Percentage, if any to be deducted from Bills. 

i) Dead Line for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening 

k)  

I) 

m)  

n)  

Time for completion from written order of Commerce. 

Liquidity damages 

Name of Contractor / Agency (Tender issued) 

Deposit Receipt No. Date amount (in words &Figures) 

CONTRACTOR EXECIJTI NGINEER 
EDUCATION WORKS DIVISION 

SI-1AHEED BENAZIRABAD 

BIDDING DATA 

Tender Issued to  

Dated Rs. 3000fr 

a) Name of Procuring Agency 

b) Brief Description of Work 

c) Procuring Agencys Address 

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAH EED  
BENAZIRABAD AT GBPS Choudhry Nazir Ahmed.  

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 2.690 Million 

5% Rs. 134500/= 

90 Days 

5% 

3% 

@ 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

A.  

B.  

DR No. 

Call deposit No. 

Amounting to Rs.  

Rates 

dated of the  



SCHEDULE "B' 
Name of Work:- Rehabilitation/Improvement/Renovation of Existing Primary 
School of Taluka Daur Distt: SBA Under SpeciaM&R Programme (2016-17) @ 

GBPS Choudhary Nazir Tal: Daur 
S.NO Description Measurement Quantity Rate Unit Amount 

1 Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI, NO: 20 P.10) 

797.00 
5445.00 %cft 43397 

Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10)  
1603.00  

@ 1285.63 %cft 20609 
Removing cement or lime plaster.(Sl, NO: 53 P.13) 

1397.00 
@ 121.00 %sft 1690 

4 Removing door with chowkat. (SlNO: 33-A, P.NO: 12) 
4.0 

@ 142.18 P.No 569 

Removing window and sky light with chowkats. SI NO 33-B, P.NO: 12)  

6.00  
@ 102.85 P.No 617 

Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI, NO: 18 (b) P. 4) 

672.00 
0 3176.25 %0cft 2134 

Z Cement concrete brick or stone bllast 1½" to 2" gauge.(Sl, NO: 4 (c) P.15) 
Ratio 1:5:10 

813.00 
0 8694.95 %cft 70690 

8 Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphltic mixture. (SI, NO: 28 P. 19) 

3t thick 339.00 

0 4982.18 %cft 16890 
Pacca brick work in foundation and plinth in.1:6. Sl,NO: 4(1 )e. P. 21) 

849.00 
0 11948.36 %cft 101442 

Pacca brick work in ground floor in Cement sand mortar 1:6. SI, NO: 5(1  )e P. 21) 
1217.00 - 

0 12674.36 %cft 154247 
Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 
height in:] :6. (SI, NO: 7(1 )e P. 22) 

1013.00 
12346.65 %cft 125072 

Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 

1020.00 
0 3630.00 0clt 3703 

Cfl9TCTp 
Exec' :igineer 

EdecatiO .'ks DivSlOfl 
Shnheed onazJr Abad. 



I'age NO: 02 
S.NO Description  I Measurement IQuantity Rate Unit 

j. Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

853.00 

A mount 

@ 337.00 P.cft 287461 

4 Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

38.080 
© 5001.70 P.cwt 190465 

j Providing and fixing G.l frames / chowkhats of size 7" x 2" or 41/2"  x 3" for door using! 
20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(Sl, NO: 29 p. 93) 

69.00 
© 228.90 P.rft 15794 

Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using! 
20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.(SI, NO: 28 P. 93) 

71.00 
© 240.50 P.rft 17076 

1Z 1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58) only shuttrs. 

171.00 
902.93 

2206.60 

P.sft 

%sft 

154401 

143981 

© 
Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52) 

6525.00 
@ 

12 Cement plaster 1:4 upto 20" height.(a) /8"  thick. (SI, NO: 11(a) P. 52) 
6525.00 

@ 2197.52 %sft 143388 

Q Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 
913.00 

© 3015.76 %sft 27534 
Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 

2339.00 
© 1287.44 %sft 30113 

Providing and laying 1" thick topping cement concrete (1:2:4) including surface 
dividing into panels. (SI, NO: 16 P. 42) 

finishing and 

"A" 2" thick 1921.00 
© 3275.50 %sft 62922 

"B" 3" thick 720.00 
@ 4411.82 %sft 31765 

23 Notice board trade with cenient.(Sl, NO: 1 P. 95) 
64.00 

© 58.11 Psft 3719 

CONTRACrbR 
Executrieer 

Educatior rks DIVISIO1) 
ShahejcJ bnazir Aba ci 



  

Page NO: 03 

Measurement IQuantit'I Rate Unit Amount S.NO Description 

4 Making & fixing steel grated doors with 1/16'thick sheeting including angle iron frame 2'x2° 
Ya" and ~" square bars 4" centre to centre with locking arrangement.(Sl, NO: 24 P. 97) 

48.00 
@ 726.72 P.sft 34883 

Whit washing three coats.(Sl.NO: 26 l'.54) 
1504.00 

@ 829.95 %sft 12482 

26 Primary coat of chalk under distempering.SI,NO: 23 P.54) 

Z Distempering Three Coats.. (Sl,NO: 24 (C) P.54) 

Colour washing Two Coats..(Sl,NO: 25 P.54) 

  

2694.00 

 

@ 442.75 %sft 11928 

2694.00 

 

@ 1079.65 %sft 29086 

 

6128.00 

 

  

859.90 %stt 52695 

Painting doors and windows any type.three coats. (Sl,NO: 5(c) P. 70) (NEW SURFACE) 
NEW SURFACE 

398.00 
2116.41 %sft 8423 

Q Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. (Sl,NO: 5(d) F. 70) (NEW SURFACE) 

96.00 
@ 1270.83 %sft 1220 

Extra labour rate for making cement plaster pattas/ band around straight or carved opening 
& around the edges of roof slabs the width not less than 6' with fine finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

300.00 
19.36 P.rft 5808 

Supplying & fixing in position iron / steel grill of ~' x ¼ size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(Sl, NO: 26 P.93) 

81.00 
@ 180.50 P.sft 14621 

Laying floor of approved with glazed tile 14  thick cement 1:2 over 3/4'  thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 

75.00 
@ 27678.86 %sft 20759 

White glazed tile ¼" thick dado jointed in white cment and laid over 1:2 cement sand 
mortar ~" thick including finishing. (SI, NO: 37 P.45) 

156.00 
28253.61 st 44076 

CONTRACTOR 
Execut1Engineer 

Eth'cation Works Division 
Sahoet 3IrI3zir Abad. 



Page NO: 04 

S.NO Description Measurement Quantity Rate Unit Amount 

35 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4' fine dressed on the surface without 
winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

1097.00 
@ 307.00 Psft 336779 

Providing and fixing W thick marble tiles of approved quality & colour shade size 
8" x 4/6" x 4"1 in dado skirting & facing removal / tucking of existing plaster surface etc. 
over /2' thi4 of cement mortar 1:3 setting mortar base including filling the joins & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(SI,NO: 68 P.49) 

120.00 
@ 186.04 Psft 22325 

7 Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
Cft per % Sft. (SI, NO: 13 P.35) 

1504.00 
@ 1887.40 %sft 28386 

Total:- 2273150 

CQNIRIACTO R Execu ...'. Engineer 
Education Works Division 

Shaheed Benazir Abad 



SCHEDULE "B" W S & S F 
Name of Work:- Rehabilitation/ Improvement/ Renovation of Existing Primary 

School of Taluka Daur Distt: SBA Under Special M&R Programme (2016-17) @ 

GBPS Choudhary Nazir Tal: Daur 
S.NO I Description Measurement jQuantity I Rate  I Unit  j Amount 

P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall pliiith & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(Sl,NO: 1 - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 
P/F 6"x2" or 6'x3" C.l.floor trap of the approved self cleaning design with C.l.screw/down 
grating with or without a vent arm coniplet with and i/c making rquisite number of holes 
in walls plinth & floor for pipe cinnections & making good in CC 1:2:4.SI,NO: 20 P.06) 

I NO. 1.00 2042.43 Each 2042 

P/F 4" dia bend of the required degree with access door rubber washer 1/8" thick & bolt & 
nuts & extra paiting to match the colour of the building. Sl,NO: 9, P.10) 

2 NO. 2.00 599.60 Each 1199 

Providing G.l.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through alls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(Sl,NO: 1 P.14) 

"A" 1/2"  dia 
30.00 73.21 P.rft 2196 

"B" 3/a"  dia 
50.00 95.79 P.rft 4790 

S/F long BIB - COCK of superior quality with C.P. head ½" dia. (SI,NO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 

P/F in position Nyloon connections complete with 1/2"dia brass stop cock with pair of brass 
nuts and lining joints to nyloon connection.Sl,NO: 23 P.6) 

2 NO. 2.00 447.15 Each 894 

Z S/F cancealed TEE STOP COCK of sup: quality with crystal head ½' dia.(SE,NO:12 (b) P.18) 

2 NO. 2.00 889.46 Each 1779 

Providing & fixing handle volves(china) Sl,NO: 5 P.17) 
"A" 3/4"  dia 

1 NO. 1.00 271.92 Each 272 
"B" 1/2"  dia 

1 NO. 1.00 200.42 Each 200 

9 Providing, laying UPVC pipes of Class "B" fixing in trenches i/c cutting fitting and jointing with "Z" joints 
with one rubber ring i/c testing with water to head of 122 motor 401 (SI NO: 6 (E/I) - P-22) PHE 
4"dia 1x30 30 

137.00 P.rft 4110 

CONTRACTOR dvcatjon Works Divisi 
Shho Beflazjr Abacj. 

30 rft 

50 rft 



t
S 0  I Description  

Page NO: 02 
Measurement iQuantity I Rate j Unit I Amount 

jQ Boring for tube well in wall bearing nails front ground level upto 100 ft.or 30.5 meter depth 
i/c makingand with drawing of casing pipe.SLNO: 1 P.41)(PHE) 

70 nt 160.00 P.rft 11200 70.00 
Total:- 40594 

Non-Schedule Items 
P/F Plastic Poly Pipe Complete. (N.S.l) 
1-1/4 dia 70 Rft 70.00 25.00 P.rft 1750 

Providing Fixing water pumping set with Diamond moter and pump lI-IP 1400PRM Single Phase 
220 volts 2Hx1/1/2  suction and deilevary 40ft head i/c base Plate and also making C:C: 1:3:6 
1,late form of required base size and fixing with nuts & bolts etc. complete in all respects. 

I NO. 1.00 18470.00 Each 18470 
Total:- 20220 

G Total:- 60814 

CQNIMCTOR 
ExeEngineer 

Educatief'Wbrks Division 
Shaheed Benazir Abad 

Ii 



BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 30001= 

a) Name of Procuring Agency Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

b) Brief Description of Work 
REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED  
BENAZIRABAD AT Wasni Bhitt.  

c) Procuring Agency's Address Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

d) Estimated Cost Rs. 1.850 Million 

e) Amount of Bid Security (fill in lump sum amount of in %age of 5% Rs. 925001= 
bid amountlestimated cost equal to 5%) 

1) Penod of Bid Validity 90 Days 

g) Security Deposit (i/c Bid Secunty) (in %age of Bid 
amount/Estimated Cost equal to 5%) 5% 

h) Percentage, if any to be deducted from Bills. 3% 

I) Dead Line for submission of Bids a!ongwith time @ 12:00 Noon 

j) Venue, Time and Date of Bid Opening Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@ 1:00 P.m 

k) Time for completion from written order of Commerce. 03 Months. 

I) Liquidity damages (0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

m) Name of Contractor! Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated -  of the  

Amounting to Rs.  

Rates  

A.  

B.  

CONTRACTOR  EXECUT1 ENGINEER 
EDUCATIONr WoRKS DIVISION 

SHAHEED BENAZIRABAD 



SCHEDULE "B" 
Name of Work;- Rehabilitation/ Improvement! Renovation of Existing Primary School of Taluka Daur 

Distt: SBA Under Special M&R Programme (2016-17) @ GBPS Wasni Bhit Tal: Daur  

IS.NOI Description  I Measurement IQuantityl Rate Unit Amount 

1 Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI, NO: 20 P.10) 364.00  

@ 5445.00 %cft 19820 
Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10) 

747.00 
@ 1285.63 %cft 9604 

Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI, NO: 18 (b) P. 4) 101.00  

@1 3176.25 %0cft 321 
4 Cement concrete brick or stone bllast 1½ to 2" gauge.(SI, NO: 4 (c) P. 15) 

Ratio 1:5:10 440.00 
© 8694.95 %cft 38258 

Pacca brick work in foundation and plirtth in.1:6. (S1,NO: 4(1 )e. P. 21) 
499.00 

© 11948.36 %cft 59622 
Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

426.00 
© 337.00 P.cft 143562 

7 Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using br Bars. (SI, NO: 8 (b) P.17) 

19.020 
@ 5001.70 P.cwt 95132 

Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 

1686.00 
© 3630.00 %Ocft 6120 

2 Supplying and filling sand under floor and plugging in wall.(Sl,NO:29 P.31) 
218.00 

@1 1141.25 %cft 2488 
10 l'acca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 

747.00 
© 12674.36 %cft 94677 

U Providing and fixing G.l frames / chowkhats of size 7 x 2 or 4½" x 3 for door using/ 
20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sdnd slurry of tation l: and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.Sl, NO: 29 P. 93) 

18.00 
© 228.90 P.rft 4120 

CONTRACTOR 

 

Exeu?K Engineer 
Education J'iUIkS Division 

Shaheed enazir Abad. 



Page NO: 02 

Description Measurement Quantity Rate Unit 

Providing nd fixing G.l frames / chowkhats of size 7" x 2' or 4½" x 3" for Windows using! 
20 gauge GJ. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.(SL NO: 28 P. 93) 

71.00 

.4.
1N0  Amount 

@ 240.50 P.rft 17076 
Supplying & fixing in position iron / steel grill of ~" x ¼' size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grili(Sl, NO: 26 P.93) 

158.00 
@) 180.50 P.sft 28519 

1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~' thick. (SI, NO: 7(b) P.58) 

70.00 
@ 90293 P.sft 63205 

Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P.52) 
1572.00 

@ 2206.60 %sft 34688 

i Cement plaster 1:4 upto 20" height.(a) /8" thick. (SI, NO: 11(a) P. 52) 
1572.00 

© 2197.52 %sft 34545 

.7 Cement plaster 1:4 upto 20" height.(c) ~" thick. SI, NO: 11(c) P. 52) 
250.00 

© 3015.76 %sft 7539 
18 Extra labour rate for making cement plaster pattas/band around straight or carved opening 

& around the edges of roof slabs the width not less than 6.' with fine finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

260.00 
19.36 P.rft 5034 

Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a)  P. 53)  
1100.00 

© 1287.44 %sft 14162 
Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (SI, NO: 16 P. 42) 

"A" 2" thick 692.00 
@ 3275.50 %sft 22666 

"5" 3" thick 720.00 
© 4411.82 %sft 31765 

20 P/L floor of Verona Marble tiles of Size 12"x12" and 3/411  fine dressed on the surface without 
winding set in white cement laid over 3/411  thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing md washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 460.00 

@ 307.00 P.sft 141220 
21 Providing and fixing /8"  thick marble tiles of approved quality & colour shade size 

8" x 4/6" x 4" in dado skirting & facing removal / tucking of existing plaster surface etc. 
over ½" thick ol cement mortar 1:3 setting mortar base including filling the joints & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(Sl,NO: 68 P.49) 63.00 

@2 186.04 Psll 11721 

C TOR Execi Engineer 
uctci Irks Division 
Sitaliee Berazir Abad. 



ig NO:03 

IS.NOI I)escription Measurement IQuantityl Rate Unit Amount 
22 Notice boad made with cement.(Sl, NO: 1 P. 95) 

32.00 
© 58.11 Psft 1860 

23 Whit washing Three Coats.(SI,NO: 26 P.54) 
692.00 

: 829.95 %sft 5743 

7 Colour washing Two Coats..(Sl,NO: 25 P.54) 
1117.00 

© 859.90 %sft 9605 
Primary coat of chalk under disternpering.(SI,NO: 23 P.54) 

1572.00 
@ 442.75 %sft 6960 

Distempering Three Coats.. Sl,NO: 24 (C) P.54) 
1572.00 

© 1079.65 %sft 16972 
7 l'ainting doors and windows any type.three coats. S1,NO: 5(c) P. 70) 

NEW SURFACE 
164.00 

© 2116.41 %sft 3471 
Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
Cit per % SIt. (SI, NO: 13 P.35) 

692.00 
© 1887.40 %sft 13061 

Total:- 943535 

ff9 Execu hngineer 
Education W ks Division 

Shaheed Benazir Abad 



Part "B" WS &S F 
Name 01  Work:- Rehabilitation/Improvement/Renovation of Existing Primary School of Taluka Daur 

30 rft 

50 rft 

"A" 

"13" 

1779 

272 

200 

Distt: SBA Under Special M&R Programme (2016-17) © GBI'S Wasni Bhit Tal: Daur 

IS.N0  I Description Measurement IQuantity I Rate  I Unit  I Amount  
P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(Sl,NO: 1 - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9693 
P/F 6"x2" r 6"x3" C.l.floor trap of the approved self cleaning design with C.l.screw/down 

grating with or without a vent arm complet with and i/c making rquisite number of holes 
in walls pliñth & floor for pipe cinnections & making good in CC 1:2:4.(SLNO: 20 P.06) 

I NO. 1.00 2042.43 Each 2042 

P/F 4" dia bend of the required degree with access door rubber washer 1/8" thick & bolt & 
nuts & extra paiting to match the colour of the building. Sl,NO: 9, P.10) 

2 NO. 2.00 599.60 Each 1199 

Providing G.l.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 

testing with water toa pressure head of 200 feet and handling.(Sl,NO: I P.12) 
"A" ½" dia 

30.00 73.21 P.rft 2196 
"B" ~" dia 

50.00 95.79 P.rft 4790 

S/F long BIB - COCK of superior quality with C.P. head ½" dia. (Sl,NO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 

P/F in position Nyloon connections complete with 1/2"dia brass stop cock with pair of brass 
nuts and lining joints to nyloon connection.(Sl,NO: 23 P.6) 

2 NO. 2.00 447.15 Each 894 

7 SI F cancealed TEE STOP COCK of sup: quality with crystal head ½" dia.(Sl,NO:12 (b) P.18) 

889.46 Each 2 NO. 2.00 
Providing & fixing handle volves(china) (Sl,NO: 5 P.17) 
3/4"  dia 

271.92 Each I NO. 1.00 
Y2"  dia 

200.42 Each 1 NO. 1.00 

9 Providing, laying UPVC pipes of Class "B" fixing in trenches i/c cutting fitting and jointing with 'Z" joints 
with one rubber ring i/c testing with water to head of 122  motor 40ft (SI NO: 6 (Eu) - P-22) PHE 

"A" 4'dia 1x30 30 
@ 137.00 P.rft 4110 

COThACTOR EXCUngineer 
Education Divisjo1 

Shahuoci flenazjr Abad, 



CQNIIRACTOR 

'otal:- 58964 

Execu I - ngineer 
Education Wo $ Division 

Shaheed Benazir Abad 

'S 

Page NO: 02 

S.NO I Description I Measurement IQuantity Rate Unit I Amount 

10 Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.SLNO: I P.41)(Pl-IE) 

60 nt 160.00 P.rft 60.00 
Total:- 

Non-Schedule Items 
P/F Plasti Poly Pipe Complete. (N.S.l) 
1-1/4" dia 60 Rft 60.00 25.00 P.rft 

12 Providing Fixing water pumping set with Diamond moter and pump il-IF I400PRM Single Phase 
220 volts 2xl/1 /2" suction and deilevary 40ft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

I NO. 1.00 18470.00 Each 18470 
Total:- 19970 

9600 
38994 

1500 



BIDDING DATA 

Tender Issued to  

Dated Rs. 30001= 

39 

DR No. 

a) Name of Procuring Agency 

b) Brief Description of Work 

c) Procuring Agency's Address 

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

h) Percentage, if any to be deducted from Bills. 

i) Dead Line for submission of Bids alongwilh time 

j) Venue, Time and Date of Bid Opening  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED 
BENAZIRABAD AT GBPS Ranjho Khan Rind.  

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 3.250 Million 

5% Rs. 162500/= 

90 Days 

5% 

3% 

© 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

k) Time for completion from written order of Commerce. 

I) Uquidily damages 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated  

Amounting to Rs.  

Rates 

A.  

B.  

CONTRACTOR  

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

ofthe  

EXECU 'ENGlNEER 
EDUCATIO' WbRKS DIVISION 

SHAHEED BENAZIRABAD 



SCHEDULE "B" 

Name Of Work:- Rehabilitation! Improvement! Renovation of Existing Primary School of Taluka 
Daur Distt: SBA Under Special M&R Programme (2016-17) © CUPS Ranjho Khan Rind Tal: Daur 

S.NO Description Measurement Quantity Rate Unit Amount 

Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI, NO: 20 P.10) 

853.00 
© 5445.00 %cft 46446 

Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10)  
3031.00 

@ 1285.63 %cft 38967 
Pacca brick work in foundation and plinth in.1:6. Sl,NO: 4(1 )e. p. 21) 

1823.00 
@ 11948.36 %cft 217819 

Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI, NO: 18 (b) P. 4) 

181.00 
© 3176.25 %0cft 575 

Cement concrete brick or stone bllast 1½" to 2" gauge.(Sl, NO: 4 (c) p. 15) 
Ratio 1:5:10 

944.00 
© 8694.95 %cft 82080 

6 Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 51eet. (SI, NO: 22 P.4) 

2366.00 
© 3630.00 %Ocft 8589 

Z Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphltic mixture. (Si, NO: 28 P. 19) 
3"  thick 

452.00 

© 4982.18 %cIt 22519 
8	 Reinforced cement concrete work including all labour and material except the cost of steel 

reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

1031.00 
© 337.00 P.cft 347447 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

50.629 
@ 5001.70 P.cvt 253231 

  

  

CONTRACTOR Execu Engineer 
Educatjorl Wcrks Divisior 

Shaheeci aonazir Abad. 

  

   



i Page NO: 02 

S.NOI Description Measurement Quantity Rate Unit Amount 

Q Providing and fixing GJ frames / chowkhats of size 7' x 2' or 4½ x 3" for door using! 
20 gauge C.!. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with 9ement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(SI, NO: 29 P. 93) 

69.00 
@ 228.90 P.rft 15794 

fl Providing and fixing G.l frames / chowkhats of size 7" x 2' or 4½" x 3" (or Windows using! 
20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.(Sl, NO: 28 P. 93) 

141.00 
© 240.50 P.rft 33911 

1st class deodar wood wrought. Joiner' in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58) only shuttrs. 

171.00 
© 902.93 P.sft 154401 

1 Supplying & fixing in position iron / steel grill of ~" x '/i" size flat iron of approved 
designe including painting 3 coats etc. complete wight not Lobe less than 3.7 Lbs/sq foot of 
finished grill.(Sl, NO: 26 P.93) 

83.00 
@ 180.50 P.sft 14982 

Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 
~" and ~" square bars 4" centre to centre with locking arrangement.(Sl, NO: 24 P. 92) 

60.00 
© 726.72 P.sft 43603 

Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 
height in:1:6. (SI, NO: 7(1 )e 1'. 22) 

1442.00 
© 12346.65 %cft 178039 

i Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 
2096.00 

@ 12674.36 %c(t 265655 

11 Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52) 
7668.00 

© 2206.60 %sft 169202 

Cement plaster 1:4 upto 20" height.(a) /&' thick. (SI, NO: 11(a) P. 52) 
7668.00 

© 2197.52 %sft 168506 

Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 
387.00 

© 3015.76 % 11671 

CONTRACTOR Exec'igjneer 
Education cs DIVSiO 

Shahed £azjr Ahad. 



Page NO: 03 

S.NO Description Measurement Quantity Rate Unit Amount 

j. 

Extra labour 

& around the 

by Engineer 

Cement pointing 

rate for making cement plaster pattas/band around straight or carved opening 

edges of roof slabs the width not less than 6 with fine Iinshing as directed 

Incharge. (SI, NO: 35 P.55) 

12197 

31620 

630.00 

© 19.36 P.rft 

struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 

2456.00 

@ 1287.44 %sft 

Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 

dividing into panels. (SI, NO: 16 P. 42) 

"A"  2' thick 

2392.00 

© 3275.50 %sft 78350 

"B"  3" thick 

1425.00 

@ 4411.82 %sft 62868 

Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 

Cit per % Sft. (SI, NO: 13 P.35) 

1473.00 

© 1887.40 %sft 27801 

24 Notice board made with cement.(Sl, NO: I P. 95) 

64.00 

© 58.11 Psft 3719 

25 Whit washing.(SI,NO: 26 P.54) 

Three Coats. 

1473.00 

@ 829.95 %sft 12225 

Colour washing Two Coats..(SI,NO: 25 P.54) 

7434.00 

@ 859.90 %sit 63925 

Painting doors and windows any type.three coats. Sl,NO: 5(c/c) P. 70) 

NEW SURFACE 

398.00 

© 2116.41 %sft 8423 

28 Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 

similar open work. (Sl,NO: 5(d) P.70) 

NEW SURFACE 

120.00 

@ 1270.83 %sft 1525 

3_3 Primary coat of chalk under distempering.SLNO: 23 P.54) 

3005.00 

© 442.75 °sft 13305 

Distempering Three Coats.. (SLNO: 24 (C) P.54) 

3005.00 

© 1079.65 32443 

CONTRACTOR 

 

Exect Engineer 
Educatior W>rs Division 

Shand Benazir Abad, 
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IS.N01 Description  I Measurement IQuantityl Rate Unit Amount 

29 P/L floor of Verona Marble tiles of Size 125<12" and 3/4" fine dressed on the surface without 
winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 

to match the colour of tiles including curring grinding rubbing and chemical polishing etc 

complete i/c cutting tiles to proper profile. (R.A) 
947.00 

@ 307.00 Psft 290729 

Providing and fixing /8' thick marble tiles of approved quality & colour shade size 
8" x 4/6" x 4" in dado skirting & facing removal / tucking of existing plaster surface etc. 
over 1/2"  thick of cement mortar 1:3 setting mortar base including filling the joints & 
washing the Liles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(SLNO: 68 P.49) 

120.00 
@ 186.04 Psft 22325 

31 Laying floor of approved with glazed tile ¼" thick cement 1:2 over 3/'  thick cement 

mortar 1:2 complete. (SI, NO: 24 P. 43) 
75.00 

© 27678.86 %sft 20759 

32	 White glazed tile 1/4"  thick dado jointed in white cment and laid over 1:2 cement sand 

mortar ~" thick including finishing. (SI, NO: 37 P.45) 
260.00 

@ 28253.61 %sft 73459 

Total:- 2829113 

 

CONTRACTOR 
Execd(esEngineer  

Education \ks Division 
Shaheed Benazirabad 



pa 

Shaheed Benazirabad 

Exe. ii 
Education 

Engineer 
ks Division 

SCHEDULE "B" W S & S F 

Name Of Work:- Rehabilitation/ Improvement! Renovation of Existing I'rimary School of I'aIuka Daur 
Distt: SBA Under Special M&R Programme (2016-17) @ GBPS Ranjho Khan Rind Tal: Daur 

S.NO I Description I Measurement IQuantity I Rate  

1 P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" din white glazed earthen ware trap & plastic thumble,(SI,NO: 1 - B (ii) P.1) 

1 NO. 1.00 4846.60 Each 4847 
S/F long BIB - COCK of superior quality with C.P. head Y2" dia. (SI,NO: 13(a) P.19) 

2 NO. 2.00 1109.46 Each 2219 
Providing & fixing handle volves(china) (SLNO: 8 P.14) 
3/4" dia 

1 NO. 1.00 271.92 Each 272 
4	 Providing G.I.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 

i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(SI,NO: 1 P.11) 

"A" 1/f dia 

20 rft 20.00 73.21 P.rft 1464 

"B" 3/4"  dia 
30 rft 30.00 95.79 P.rft 2874 

Providing R.C.C. pipes with collers class "B" digging the trnches to requird and fixing in 
position i/c cutting fitting and jointing with maxphaltic composition and cement mortor 11 
and testing with water pressure to a head of 4" feet above the top of heighst and refilling 
with excavated staff.(SI,NO.2 P.21) 
6" dia 

6 rft 6.00 199.25 P.rft 1196 

6 Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.(SI,NO: I P. 41)(PHE) 

30 nt 30.00 160.00 P.rft 4800 

Z Providing Fixing water pumping set with Diamond moter and pump Il-IP I400PRM Single Phase 

220 volts 2"xl/1/2" suction and deilevary 401t head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

I NO. 1.00 18470.00 Each 18470 
Total:- 36142 

Unit Aniount 



BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 30001 

40 

a) Name of Procuring Agency 

b) Brief Description of Work 

c) Procuring Agency's Address 

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

h) Percentage, if any to be deducted from Bills. 

i) Dead Line for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor! Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated  

Amounting to Rs.  

Rates 

A.  

B.  

CONTRACTOR  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION AND M&R OF EXISTING PRIMARY SCHOOL 
BUILDINGS IN TALUKA DAUR DISTRICT SHAHEED  
BENAZIRABAD AT GBPS Au Jan Brohi. 

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 2.450 Million 

5% Rs. 122500!= 

90 Days 

5% 

3% 

@ 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

EXECU1ENGINEER 
EDUCATION WORKS DIVISION 

SHAHEED BENAZIRABAD 

of the  



SCHEDULE "B" jig 

Name Of Work:- Rehabilitation! Improvement! Renovation of Existing Primary School of Taluka 
Daur Distt: SBA Under Special M&R Programme (2016-17) © GBPS Au Jan Brohi Tal: Daur 

S.NO Description Measurement Quantity Rate Unit Amount 

•1 Dismantling brick work in lime or cement mortar. (SI, NO: 13 PlO)  
2458.00 

@ 1285.63 %cft 31601 
2 Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 

and straightening the same. (SI, NO: 20 P.10) 
829.00 

© 5445.00 %cft 45139 

3 Pacca brick work in foundation arid plinlh in.i:6. (SI,NO: 4(1 )e. P. 21) 
653.00 

© 11948.36 %cft 78023 

Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphitic mixture. (SI, NO: 28 (c) P. 19) 
3" thick 

316.00 

@ 4982.18 %cft 15744 
5 Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 

height in:1:6. (Si, NO: 7(1 )e P. 22) 
518.00 

© 12346.65 %cft 63956 
6	 Reinforced cement concrete work including all labour and material except the cost of steel 

reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

902.00 
© 337.00 P.cft 303974 

Z Fabricatin of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

40.260 
@1 5001.70 P.cwt 201368 

Pacca biick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 
1406.00 

© 
Cement plaster 1:6 upto 20 height.(b) /2' thick. (SI, NO: 13(b) P. 52) 

6089.00 
© 

1 Cement plaster 1:4 upto 20" height.(a) 3/'  thick. (SI, NO: 11(a) P.52) 
6089.00 

CCTRACTO R 

12674.36 %cft 178202 

2206.60 %sft 134360 

133807 

Exe U' Engfleer. 
}: ducatiOn orks DiviSlot 

shaheed Benaz%r Abad. 

© 2197.52 



- ge NO: 02 

S.NO Description Measurement Quantity Rate Unit Amount 

11 Providing and fixing G.I frames! chowkhats of size 71?  x 2?  or 4½" x 3" for door using! 
using 20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold 
fasts lilling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(SJ, NO: 29 P. 93) 

69.00 
@ 228.90 P.rIt 15794 

j Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4W' x 3" for Windows using! 
using 20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold 
fasts filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(SI, NO: 28 P. 93) 

142.00 
@ 240.50 P.rft 34151 

Removing door with chowkat. (SINO: 33-A, P.NO: 12) 
2.0 

@ 142.18 P.No 284 

i Cement pointing struck joints on walls.Ratio 1:2. Sl, NO: 19(a) P. 53)  
2159.00 

© 1287.44 %sft 27796 

j Laying floor of approved with glazed tile ¼' thick cement 1:2 over 3/4"  thick cement 
mortar 12 complete. (SI, NO: 24 P. 43) 

60.00 
@ 27678.86 %sft 16607 

White glazed tile ¼" thick dado jointed in white cment and laid over 1:2 cement sand 
mortar ~' thick including finishing. (SI, NO: 37 P.45) 

241.00 
@ 28253.61 %sft 68091 

Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI, NO: 18 (b) P. 4) 

256.00 
© 3176.25 %0cft 813 

7 Cement concrete brick or stone bllast 1½" to 2" gauge.SI, NO: 4 (c) P. 15) 
Ratio 1:5:10 

559.00 
© 8694.95 %cft 48605 

Cement plster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 
264.00 

© 3015.76 %sft 7962 

Extra labour rate for making cement plaster pattas/ band around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

528.00 
© 19.36 P.rft 10222 

20 Notice board made with cernent.(Sl, NO: I P. 95) 
68.00 

© 58.11 Psft 3951 

COTRACTOR Ex iqineer 
Education . vorks Division 

Shaheoci l3cnazir Abad. 



Page NO: 03 

S.NO Description Measurement Quantity Rate Unit Amount 

21 P/  L floor of Verona \larble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 
winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with gre)' cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curling grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

893.00 
@ 307.00 Psft 274151 

Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panelS. (SI, NO: 16 P. 42) 

"A" 2" thick 

1798.00 
3275.50 %sft 58893 

"13" 3" thick 

444.00 

@ 4411.82 %sft 19588 
23 Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 

Cft per % Sft. (SI, NO: 13 P.35) 

1219.00 
@ 1887.40 %sft 23007 

Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 
3/s" and ~" square bars 4" centre to centre with locking arrangen1ent.(Sl, NO: 24 P. 92) 

48.00 

© 726.72 P.sft 34883 

1st class deodar wood wrought. Joiner)' in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 

etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58) 
only shuttrs. 

171.00 
© 902.93 P.sft 154401 

Extra labour rate making grooves of 1" x ¼' or 3/4"  x ¼" plastered surface with true 

edges both vertically & horizontly with uniform depth & with groove base smoothly finished 

etc. complete as per instruction of Engineer Incharge.(SI,NO: 34 P.55)  

1101.00 

© 7.71 P.rft 8489 

27 Supplvin & fixing in position iron / steel grill of ~" x Ia" size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(SI, NO: 26 P.93) 

95.00 
@ 180.50 P.sft 17148 

Whit washing.(Sl,NO: 26 P.54) 

Three Coats. 

1252.00 
@ 829.95 %sft 10391 

Primary coat of chalk under distempering.Sl,NO: 23 P.54) 
2644.00 

@ 442.75 11706 

R'.
cxc. c1eer !

EducatR; Dvisio; 
Shaheecj Benazir Aoad. 



Page NO: 04 

ISOI Description  I Measurement IQuantityl Rate Unit Amount 

Distempering Three Coats.. (Sl,NO: 24 (C) P.54) 
I •1 2644.00 

@ 1079.65 %sft 254 

, Colour waslting Two Coats..Sl,NO: 25 P.54) 
6083.00 

© 859.90 %cft 52308 
32 Painting doors and windows any type.three coats. SI,NO: 5 (c) P. 70) 

"A" NEW SURFACE 
398.00 

© 2116.41 %sft 8423 
Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. Sl,NO: 5(d) P. 70) 

"A" OLD SURFACE 
96.00 

@ 1270.83 %sft 1220 
Total:- 2123604 

  

CTOR C i ItiLt 

Execu i - Engineer 
Education Works Division 

Shaheed Benazirabad 



SCHEDULE "B W S & S F 

Name Of Work:- Rehabilitation/Improvement/Renovation of Existing Primary School of Taluka Daur 
Distt: SBA Under Special M&R Programme (2016-17) @ GBPS Au Jan Brohi Tal: Daur 

Is• Description I Measurement IQuantity Rate Unit Ant o un t 

1 P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(SLNO: 1 - B (ii) P.1) 

2 NO. 2.00 4846.60 Each 9b93 

2 S/F long BIB - COCK of superior quality with C.P. head ½" dia. (SLNO: 13(a) P.19) 

4 NO. 4.00 1109.46 Each 4438 
Providing & fixing handle volves(china) (Sl,NO: 5 P.17) 
3/4U dia 

3 NO. 3.00 271.92 Each 816 
Providing G.I.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(SLNO: 1 P.12) 
3/3" dia 

68 rft 68.00 95.79 P.rft 6514 

Providing R.CC. pipes with coilers class "B" digging the trriches to requird and fixing in 
position i/c cutting fitting and jointing with maxphaltic composition and cement mortor 1:1 

and testing with water pressure to a head of 4" feet above the top of heighst and refilling 

with excavated staif.(SLNO.2 P.24) 
6" dia 

16 rft 16.00 146.57 P,rft 2345 

Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.(SI,NO: I P.4l)(PHE) 

60 rft 60.00 160.00 P.rft 9600 

Z Providing Fixing water pumping set with Diamond moter and pump IHP I400PRM Single Phase 
220 volts 2"xl/1/2" suction and deilevary 40ft head i/c base Plate and also making C:C: 1:3:6 

plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

1 NO. 1.00 18470.00 Each 18470 

Total:- 51876 

CONT CTOR 
Execwfl Engineer 

Education Wrks Division 
Shaheed Benazirabad 



BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 30001 

a) Name of Procuring Agency Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

UPGRADATION OF PRIMARY SCHOOLS TO ELEMENTARY 
b) Brief Description of Work SCHOOLS (5-UNITS) DISTRICT SHAHEED BENAZIRABAD  

ADP-251 OF 2017-18  

At GBPS Nabi Bux Zardan Taluka Nawabshah. 

c) Procuring Agency's Address Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

d) Estimated Cost Rs. 8.360 Million 

e) Amount of Bid Security (fill in lump sum amount of in %age of 5% Rs. 418000/= 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 90 Days 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 5% 

h) Percentage, if any to be deducted from Bills. 3% 

i) Dead Line for submission of Bids alongwith time @ 12:00 Noon 

j) Venue, Time and Date of Bid Opening Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

k) Time for completion from written order of Commerce. 15 Months. 

I) Liquidity damages (0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated of the  

Amounting to Rs.  

Rates 

A.  

B.  

CONTRACTOR EXECU11VE'?NGINEER 
EDUCATION WORKS DIVISION 

SHAHEED BENAZIRABAD 

41 



© 3176.25 %0clt 

Cement concrete brick or stone bllast P/2" to 2" gauge.SI, NO: 4 (c)P. 15) 
Ratio 1:5:10 

3098.00 
© 8694.95 %cft 

Pacca brick work in foundation and plinth in.! :6. (Sl,NO: 4(1 )e. P. 21) 
4184.00 

@ 11948.36 %cft 

4 Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in,  
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

2933.00 
@ 337.00 P.cft 

5 Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using br Bars. (SI, NO: 8 (b) P. 17) 

144.031 
© 5001.97 P.cwt 

Filling watering and ramming earth in floor with surplus earth from foundation lead upto one 
chain and lift upto 5feet. (SI, NO: 21 P.4) ' . 

2573.00 
© 1512.50 %0cft 

Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 

6199.00 
@ 3630.00 %Ocft 

Supplying and filling sand under floor and plugging in wall.(SI,NO:29 P.26) 
1257.00 

@ 1141.25 %cft 
Pacca brick work in ground floor in Cement sand mortar 1:6. SI, NO: 5(1 )e P. 21) 

4696.00 
© 12674.36 %cft 

Providing and fixing G.I frames / chowkhats of size 7" x 2" or 4½" x 3" for dOor using! 
20 gauge Gd. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(SI, NO: 29 P. 93) 

191.00 

14373 

269370 

988421 

72040,0. 

389Z 

22502 

.14346 

595188 

SCHEDULE. "B" 
Name of Work:- Tip-Gradation of Primary Schools to Elementary Schools (05 Units) District Slaheed 

Beriazirabad Division (ADP-NO: 251 of 2017-18 Programme) © GBPS Nabi Bux Zardari Tal: Nawabshah Distt: 
SBA 

S.NO Description Measurement IQuantityl Rate Unit I Amount. 

1 Excavation in foundation of building bridges and other structures including dagbelling. 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI, NO: 18 (b) P. 4) 

 

4525.00 

  

V 

© 228.90 P.rft 43720 

v,,. 

Exec . Engineer 
Education orks Olision 

Shaheed Benazir Abad. 



IS.NO I Description  I 
Page NO: 02 

 

Measurement IQuantityl Rate I Unit Amount 

j, Providing and fixing G.I frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using! 
20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.(SI, NO: 28 P. 93) 

426.00 
@ 240.50 P.rft 102453 

j. Supplying & fixing in position iron / steel grill of ~" x ¼" size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(SI,NO: 26 P.93) 

258.00 
@ 180.50 P.sft 46569 

1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including• 
chowkats hold fasts h inges, iron tower blts. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58)Only..hutters- 

501.00 
@ 902.93 P.sft 452368 

14 Notice board made with cement.(SI, NO: 1 P. 95) 
160.00 

© 58.11 P.sft 
Cement plaster 1:6 upto 20 height.(b) ½" thick. (SI, NO: 13(b) P.52)  

11385.00 
@ 2206.60 %sft 

Cement plaster 1:4 upto 20" height.(a) s/a" thick. (SI, NO: 11(a) P. 52)  
11385.00 

© 2197.52 %sft 

7 Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 
341.00 

@ 3015.76 %sft 
Extra labour rate for making cement plaster pattas/band around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

682.00 
@ 19.36 P.rft 13204 

19 Cement pointing struck joints on walls.Ratio 1:2. SI, NO: 19(a) P. 53)  
1503.00  

@ 1287.44 %sft 

Q Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (SI, NO: 16 P. 42) 

"A" 2" thick 5616.00 

9298 

251221 

:250188 - 

10284 

@ 3275.50 %sft 
3" thick 1120.00 

© 4411.82 %sft 
Laying floor of approved with glazed tile ~" thick cement 1:2 over ~" thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 

87.00 
© 27678.86 %sft 

22	 White glazed tile ¼" thick dado jointed in white cment and laid over 1:2 cement sand 
mortar ~" thick including finishing. (SI, NO: 37 P.45) 

190.00 
© 28253.61 %sft 

•19350 

183952 

49412 

24081 

53682 

1•)V 'CIOR EXeC1i;?T::; grter 
EC1LICáti'm Dvskn 

Sha;..z.i B:.3zi Aba'J. 



Page NO: 03 

IS.N01 Description  I Measurement IQuantityl Rate I Unit  I  
23	 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 

winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigmeni 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

2644.00 
© 307.00 %sft 

Providing and fixing /8" thick marble tiles of approved quality & colour shade size 
8" x 4/6" x 4" in dado skirting & facing removal / tucking of. existing plaster surface etc. 
over ½" thick of cement mortar 1:3. setting mortar base including filling the joiiits & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(SI,NO: 68 P.49) 

25 

344.00 
186.04 P.sft 

with sand at one 

1887.40 %sft 

© 
Two coats, of bitumen laid hot using 34 lbs for %sft over roof and blinded 
Cft per % Sift. (SI, NO: 13 P.35) 

3772.00 
© 

Whit wasMng.(SI,NO: 26 P.54) 
Three Coats. 3772.00 

© 829.95 %sft 

7 Primary coat of chalk under distempering.(SI,NO: 23 P.54) 
9242.00 

© 442.75 . %sft 
Distempering. (SI,NO: 24 P.54) 
Three Coats. 9242.00 

© 1079.65 %sft 
Colour washing.(SI,NO: 25 P.54) 
Two Coats. 3264.00 

© 859.90 %sft 

Q Painting doors and windows any type.three coats. (SI,NO: 5 (c) P. 76) 
NEW SURFACE 1166.00 

© 2116.41 %sft 
31 Bitumen coating to plastered or cement concrete surface. (SI,NO: 9 P.71) 

817.00 
© 778.09' . %sft 

32 Borrowpit excavation undressed lead upto lOOft. (SI, NO: 3-A P. 1)' 
Ordinarry soil. . 16753.00 

© 2117.50 %0cft 
Dressing & Leveling of earth work to desigen section etc complete (b) ordinary or hard soilSl, NO: 11-b P. 3), 

16753.00 
@ 187.55 ' %0cff 3142 

Total:- 5854814 

'1 
Executi 4 ngin4r 

Education Works Di'vjision 
Shaheed Benazir A,a'd' 

35474 

Amount 

811706 

63998 

71193 

31306 

40919 

9.9781 

28067 

24677 

6357 



SCHEDULE "B" 
Name of Work:- UpGradation of Primary Schools to Elementary Schools (05 Units) District Shaheed 

Benazirabad Division (ADP-NO: 251 of 2017-18 Programme) © GBPS Nabi Bux Zardari Tal: Nawabshah Distt: 
SBA  

IS.N01 Description  I Measurement IQuantityl Rate I Unit 
. 

Amount 
1 Excavation in foundation of building bridges and other structures including dagbellmg 

dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI, NO: 18 (b) P. 4) 

2415.00 
© 3176.25 %0cft 

Cement concretebrick or stone bllast 1½" to 28  gauge.SI, NO: 4 (c) P. 15) 
Ratio 1:5:10 

601.00 
© 8694.95 %cft 52257 

3 Pacca brick work in foundation and plinth in.1:6. (SI,NO: 4(I)e. P.21) 
865.00 

@ 1194.36 %cft 
Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

1906.00 
© 337.00 P.cft 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b)P.17) 

93.598 

103353 

64232 

© 5001.70 P.cwt 468149 
Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 
height in:1:6. (SI, NO: 7(1 )e P. 22) 

2180.00 
@ 12346.65 %cft 269157 

Z Making & fixing steel grated doors with1/16"thick sheeting including angleiron frame 2"x2" 
/" and ~' square bars 4" centre to centre with locking arrangement.(SI, NO: 24 P. 92) 

60.00 
© 726.72 P.sft 43603 

8 Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52) 
5700.00 

© 2206.60 %sft 
Cement plaster 1:4 upto 20" height.(a) /8"  thick. (SI, NO: 11(a) P. 52)  

5700.00 

125776 

@ 2197.52 %sft 125259 

P Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 
300.00 

© 3015.76 ?sft 9047 
fl cement pointing  struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 

2710.00 
@ 1287.44 %slt 

(
% q : 

Execueij.gfleer 
Education Works DMs 

Shahe cnajj: Aba ci 



Page NO: 02 

IN0I Description I Measurement Quantityj Rate j Unit j nio tint 

Extra labour rate for making cement plaster pattas/band around straight or carved opening 
& around tIie edges of roof slabs the width not less than 61t  with fine finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

600.00 
19.36 P.rft 11616 

Colour washing Two Coats..(SLNO: 25 P.54) 
871 0.00 

@ 859.90 %sft 74897 

Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. SI,NO: 5(d) P. 70) 
OLD SURFACE 

120.00 
© 1270.83 %sft 1525 

Total:- 1969522 

CTciCTOR 
ExecutiEnginer 

Education W'rks Di'(ision 
Shaheed Benazir Abád 



SCHEDULE "B" 
Name of Work:- Up-Gradation of Primary Schools to Elementary Schools (05 Units) District Shaheed 

Benazirabad Division (ADP-NO: 251 of 2017-18 Programme) @ GBPS Nabi Bux Zardari Tal: Nawabshah Distt: 
SBA 

S.NO I Description  I Measurement IQuantity I Rate Unit Amount 

1 Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI, NO: 18(b) P. 4) 

1800.00 
@ 3176.25 %0cft 5717 

Cement concrete brick or stone bllast 1½" to 2" gauge.SI, NO: 4 (c) P. 15) 
Ratio 1:5:10 

420.00 
@ 8694.95 %cft 36519 

Pacca brick work in foundation and plinth in. 1:6. (SI,NO: 4(1 )e. P. 21) 
565.00 

@ 11948.36 %cft 67508 
Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respecls. 1:2:4. (SI, NO: 6i P. 17) 

1326.00 
© 337.00 P.cft 446862 

5 Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

65.110  
© 5001.70 P.cwt 325661 

Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 
height in:1:6. (SI, NO: 7(1 )e P. 22) 

1429.00 
© 12346.65 %cft 176434 

Z Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 
~" and 3/4"  square bars 4" centre to centre with locking arrangement.(SI, NO: 24 P. 92) 

60.00 
© 726.72 P.sft 43603 

Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52) 
3800.00 

© 2206.60 %sft 83851 
Cement plaster 1:4 upto 20 height.(a) 3/  thick. (SI, NO: 11(a) P. 52)  

3800.00  
© 2197.52 %sft 83506 

Q Cement plaster 1:4 upto 20" height.(c) 3/4"  thick. (SI, NO: 11(c) P. 52) 
200.00 

© 3015.76 %sft 6032 

fl Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53)  
1800.00 

© 1287.44 sft 23174 

E:.iç. ..igineer 
iducitk Wor'. 131vis10:' 

Abad. 



Page NO: 02 

S.NO I Description  J Measurement IQuantity I Rate Unit Amount 
12 Extra labour rate for making cement plaster pattas/ band around straight or carved opening 

& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

400.00 
19.36 P.rft 7744 

Colour washing Two Coats..(SI,NO: 25 P.54) 

5800.00 
© 859.90 %sft 49874 

4 Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. (SI,NO: 5(d) P. 70) 
OLD SURFACE 

120.00 

© 1270.83 %sft 1525 
Total:- 1358009 

ExecutiEngineer 
Education Wo'ks Division 

Shaheed Benazir Abad 
OR 



BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 3000! 

42 

a) Name of Procuring Agency 

b) Brief Description of Work 

c) Procuring Agencys Address 

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

1) Period of Bid Validity 

9) Security Deposit (i!c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

h) Percentage, if any to be deducted from Bills. 

I) Dead Line for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor! Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated  

Amounting to Rs.  

Rates  

A.  

B.  

CONTRACTOR  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

UPGRADATION OF PRIMARY SCHOOLS TO ELEMENTARY 
SCHOOLS (5-UNITS) DISTRICT SHAHEED BENAZIRABAD 
ADP-251 OF 2017-18  

At GBPS Soomar Khan Lashari Taluka Daur 

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 8.360 Million 

5% Rs. 418000/= 

90 Days 

5% 

3% 

@ 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

15 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

EXECUT1( ENGINEER 
EDUCATIOF(WbRKS DIVISION 

SHAHEED BENAZIRABAD 

of the  



SCHEDULE "B't 
Name of Work:- Up-Gradation of Primary Schools to Elementary Schools (05 Units) District Si' aheed. 

Benazirabad Division (ADP-NO: 251 of 2017-18 Programme) @ GBPS Soomar Khan Lashan Tal: t)aur Distt: 
SBA 

IS.No I Description . Measurement IQuantityl Rate Unit I  Amount 

, Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI, NO: 18 (b) P.4) 

4525.00 
© 3176.25 %0cft 

Cement concrete brick or stone bllast 1½" to 2" gauge.(SL NO: 4 (c)P. 15) 
Ratio 1:5:10 

3098.00 
© 8694.95 %cft 

3 Pacca brick work in foundation and plinth in.1:6. (SI,NO: 4(1 )e. P. 21) 
4184.00 

@ 11948.36 %cft 499919 

Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and. other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

2933.00 
@ 337.00 P.cft 988421 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P. 17) 

144.031 
© 5001.97 P.cwt 72040() 

Filling watering and ramming earth in floor with surplus earth from foundation lead upto one 
chain and lift upto 5feet. (SI, NO: 21 P.4) 

2573.00 
© 1512.50 %0c1t 

Z Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 

6199.00 
© 3630.00 %0cft 

Supplying and fithng sand under floor and plugging in walL(Sl,NO:29 P.26) 
1257.00 

@ 1141.25 %cft l.134b 
Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P.. 21) 

4696.00 
@ 12674.36 %cft 595188 

1Q	 Providing and fixing G.I frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 
20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts 
fifing with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(SI, NO: 29 P. 93) 

191.00 
© 228.90 P.rft 

3892 

22502 

43720 

CONTRACTOR Exec 
Education :tkS Division 

Stiaheed eiazir Abad. 



Amount 

102453 - 

46569 

Shutters 

452368 

9298 

251221 

Page NO: 02 

IS.NOL Description  I Measurement IQuantityl Rate Unit J  
, Providing and fixing G.I frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using! 

20 gauge G.I. sheet i/c welded hinges and fixingat site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.(SI, NO: 28 P. 93) 

426.00 
@ 240.50 P.rft 

j Supplying & fixing in position iron / steel grill of ~" x ¼" size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(SI, NO: 26 P.93) 

258.00 
@ 180.50 P.sft 

i	1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooksi, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1/4" thick. (SI, NO: 7(b) P.58)Only 

501.00 
@ 902.93 P.sft 

14 Notice board made with cement.(Sl, NO: I P. 95) 
160.00 

© 58.11 P.sft 
Cement plaster 1:6 upto 20" height.(b) 1/2"  thick. (SI, NO: 13(b) P.52)  

11385.00 
© 2206.60 %sft 

j Cement plaster 1:4 upto 20" height.(a) ~" thick. (SI, NO: 11(a) P. 52)  
11385.00 

0 2197.52 

Z Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 
341.00 

© 3015.76 %sft 
Extra labour rate for making cement plaster pattas/band around straight or.carved opening 
& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

682.00 
© 19.36 P.rlt 

Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53)  
1503.00 

13204 

%sft 250188 

10284 

0 1287.44 %sft 19350 

Q Providing and laying 1" thick toppingcement concrete (1:2:4) including surface finishing and 
dividing into panels. SI, NO: 16 P. 42) 

"A" 2" thick 5616.00 
© 3275.50 %sft l8395 

"B" 3" thick 1120.00 
© 4411.82 %sft 49412 

Laying floor of approved with glazed tile ~" thick cement 1:2 over ~" thickcement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 

87.00 
0 27678.86 %sft 

White glazed tile 1/4"  thick dado jointed in white cment and laid over 1:2 cement sand 
mortar ~" thick including finishing. (SI, NO: 37 P.45) 

190.00 
© 28253.61 %sft 

CGTR!.iOR Exe ;neer 
Educaon Oivisn 

Shhocf l3ii,..zr Abad. 

24081 

53682 



Page NO: 03 

IS.NOI Description  I Measurement IQuantityl Rate Unit I Amount 
23 I'lL floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 

winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

2644.00 
@ 307.00 %sft 811708 

Providing and fixing /8" thick marble tiles of approved quality & colour shade size 
8" x 4/6" x 4" in dado skirting & facing removal / tucking of existing plaster surface etc. 
over ½" thick of cement mortar 1:3 setting mortar base including filling the joints & 
washing the tiles, with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(Sl,NO: 68 P.49) 

344.00 
@ I 86.04 P.sft 63998 

Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
Cft per % Sft. (SI, NO: 13 P.35) - 

3772.00 
© 1887.40 %sft 71193 

Whit washing.(SI,NO: 26 P.54) 
Three Coats. 3772.00 

@ 829.95 %sft 

7 Primary coat of chalk under distempering.(SI,NO: 23 P.54) 
9242.00 

© 442.75 '%sft ' 40919 
Distempering. (SI,NO: 24 P.54) 
Three Coats. 9242.00 

 

@ 1079.65 %sft 99781 
Colour washing.(SI,NO: 25 P.54) 
Two Coats. 3264.00 

  

    

@ 859.90 %sft 28067 

Q Painting doors and windows any type.three coats. (SI,NO: 5 (c) P. 76) 
NEW SURFACE 1166.00 

@ 2116.41 %sft 
31 Bitumen coating to plastered or cement concrete surface. (Sl,NO: 9 P.71) 

817.00 
@ 778.09 %sft 

Borrowpit excavation undressed lead upto lOOft. (SI, NO: 3-A P.1) 
Ordinarry soil. 16753.00 

© 2117.50 %0cft 35474, 
3 Dressing & Leveling of earth work to desigen section etc complete (b) ordinary or hard soil(Sl, ?O: 11-b P.3) 

16753.00 
© 187.55 %0cft 3142 

3l30 

24677 

6357 

Total:- 5854814 

 

6 

UI' 
• Execui))hgincer 

Education Wos Division 
Shaheed Benazir A,ad 



SCHEDULE "B" 
Name of Work:- Up-Gradation of Primary Schools to Elementary Schools (05 Units) District Shaheed 

Benazirabad Division (ADP-NO: 251 of 2017-18 Progranune) @ GBPS Soomar Khan Lashari Tal: Daur Distt: 
SBA 

IS.NOI Description  I Measurement IQuantityl Rate J Unit  I 
1 Excavation in foundation of building bridges and other structures including dagbelling 

dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI, NO: 18 (b) P. 4) 

2415.00  
@ 3176.25 %Ocft 

Cement concrete brick or stone bilast 1½" to 2" gauge.(Sl, NO: 4 (c) P. 15) 
Ratio 1:5:10 

601.00 
@ 8694.95 %cft 52257 

3 Pacca brick work in foundation and plinth in.1:6. (Sl,NO: 4(1 )e. p. 21) 
865.00 

@ 11948.36 %cft 
Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 61 P. 17) 

1906.00 
@ 337.00 P.cft 

5 Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

93.598  
@ 5001.70 P.cwt 

Pacca brick work in other than building i/ c strcking o joints on walls upto' 20 feet 
height in:1:6. (SI, NO: 7(1 )e P. 22) 

2180.00 
@ 12346.65 %cft 

Z Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 
/8"  and 3/4ft  square bars 4" centre to centre with locking arrangement. (SI, NO: 24 P. 92) 

- 60.00 

726.72 P.sft @ 

Cement plaster 1:6 upto 20tt  height.(b) ½" thick. (SI, NO: 13(b) P. 52) 
5700.00 

@ 2206.60 %sft 

2 Cement plaster 1:4 upto 20" height.(a) /8"  thick. (SI, NO: 11(a) P. 52) 
5700.00 

@ 2197.52. %sft 

1Q Cement plaster 1:4 upto 20" height.(c) 3/4"  thick. (SI, NO: 11(c) P. 52) 
300.00 

fl 
@ 

Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 
3015.76 %sft 

2710.00 
1287.44 %sft 

103353 

642322 

468149 

26'9157 

43603 

125776 

125259 

9047 

34890 

ur 

EX€c cijneer 
tdtjcat ion Works Divisio, 

hat:..'d BQnazir Abad. 



Page NO: 02 
U nit S.NO I Description I  Measurement Quantity Rate Am 0 Ufl 

Extra labour rate for making cement plaster pattas/ band around straight or carved opening 
& around the edges of roof slabs the width not less than6" with fine finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

600.00 
19.36 P.rft 

Colour washing Two CoaSI,NO: 25 P.54) 
8710.00 

@ 859.90 %sft 

Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. (SI,NO: 5(d) P. 70) 
OLD SURFACE 

120.00 
@ 1270.83 %sft 

11616 

74897 

1525 
Total:- 1969522 

Executi ngineer 
Education Works Division 

Shaheed Benazir Abad 



SCHEDULE "B" 
Name of Work:- Up-Gradation of Primary Schools to Elementary Schools (05 Units) District Shaheed 

Benazirabad Division (ADP-NO: 251 of 2017-18 Programme) © GBPS Soomar Khan Lashari Tal: Daur Distt: 
SBA 

S.NO I Description Measurement IQuantityl Rate Unit Amount 

1 Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI, NO: 18 (b) p. 4) 

1800.00 
© 3176.25 %0c1t 5717 

Cement concrete brick or stone bllast 11/2  to 2 gauge.(SI, NO: 4 (c) p. 15) 
Ratio 1:5:10 

420.00 
© 8694.95 %cft 36519 

Pacca brick work in foundation and plinth in.1:6. (Sl,NO: 4(1 )e. P. 21) 
565.00 

© 11948.36 %cft 67508 
Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

1326.00 
© 337.00 P.cft 446862 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

65.110 
© 5001.70 P.cwt 325661 

Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 
height in:1:6. (SI, NO: 7(1 )e p. 22) 

1429.00 
© 12346.65 %cft 176434 

Z Making & fixing steel grated doors with 1/16'thick sheeting including angle iron frame 2"x2" 
/8" and 3/4'  square bars 4 centre to centre with locking arrangernent.(SI, NO: 24 P. 92) 

60.00 
@ 726.72 P.sft 43603 

Cement plaster 1:6 upto 20' height.(b) 1/2"  thick. (SI, NO: 13(b) P. 52) 
3800.00 

@ 2206.60 %sft 83851 
Cement plaster 1:4 upto 20' height.(a) /8" thick. (SI, NO: 11(a) P. 52) 

3800.00 
@ 2197.52 %sft 83506 

1P Cement plaster 1:4 upto 20" height.(c) 3/4"  thick. (SI, NO: 11(c) P. 52) 
200.00 

@ 3015.76 %sft 6032 

U Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 
1800.00 

© 1287.44 %sft 23174 

C 
'3 I3c" 

 

xeC1 ngifleer 

Education jvrkS Divisofl 
hhQQd Benazir Abad. 



Page NO: 02 

S.NO I Description  I Measurement IQuantity Rate I Unit Amount 

12 Extra labour rate for making cement plaster pattas/ band around straight or carved opening 
& around the edges of roof slabs the width not less than 6' with fine finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

400.00 
19.36 P.rft 7744 

Colour washing Two Coats..(SI,NO: 25 P.54) 
5800.00 

@ 859.90 %sft 49874 

Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. (SI,NO: 5(d) P. 70) 
OLD SURFACE 

120.00 
@ 1270.83 %sft 1525 

Total:- 1358009 

Executi Engineer 
Education Works Division 

Shaheed Benazir Abad 



BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 30001= 

a) Name of Procuring Agency Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

b) Brief Description of Work 
UPGRADATION OF PRIMARY SCHOOLS TO ELEMENTARY 
SCHOOLS (5•UNITS) DISTRICT SHAHEED BENAZIRABAD  
ADP-251 OF 2017.18 

At GBPS Fram abad Taluka Daur. 

c) Procuring Agency's Address Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

d) Estimated Cost Rs. 8.360 Million 

e) Amount of Bid Security (fill in lump sum amount of in %age of 5% Rs. 418000/= 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 90 Days 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 5% 

h) Percentage, if any to be deducted from Bills. 3% 

i) Dead Line for submission of Bids alongwith time @ 12:00 Noon 

j) Venue, Time and Date of Bid Opening Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

k) Time for completion from written order of Commerce. 15 Months. 

I) Liquidity damages (0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated of the  

Amounting to Rs.  

Rates 

A.  

B.  

CONTRACTOR 
'up
EXEC ENGINEER 

EDUCATII' tRKS DIVISION 
SHAHEED BENAZIRABAD 



9884Z[ 

3892 

22502 

14346 

SCHEDULE "B" 
Name of Work:- Up-Gradation of Primary Schools to Elementary Schools (05 Units) District Slaheed 

Benazirabad Division (ADP-NO: 251 of 2017-18 Programme) @ GBPS Fram  abad Tal: Daur Di SBA 
S.NO I Description  I Measurement IQuantityl Rate I Unit  I Amount 

1 Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming. lead upto 
5ft. In ordinary soil. (SI, NO: 18 (b) P.4) 

4525.00 
© 3176.25 %Ocft 

Cement concrete brick or stone bllast 1½" to 2" gauge.(SI, NO:4 (c)P. 15) 
Ratio 1:5:10 

3098.00 

14373 

269370 

499919 

© 8694.95 %cft 

3 Pacca brick work in foundation and plinth in.1:6. (Sl,NO: 4(1 )e. P. 21) 
4184.00 

© 11948.36 %cft 

Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

2933.00 
© 337.00 P.cft 

5 Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P. 17) 

144.031 
@ 5001.97 P.cwt 

Filling watering and ramming earth in floor with surplus earth from foundationlead upto one 
chain and lift upto 5feet. (SI, NO: 21 P.4) 

2573.00 
© 1512.50 %Ocft 

Z	 Filling watering and ramming earth.under floor with new earth excavated from outside lead 
upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 

6199.00 
© 3630.00 %0cft 

Supplying and filling sand under floor and plugging in wall.(SI,NO:29 P.26) 
1257.00 

© 1141.25 %cft 
9 Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 

4696.00  
@ 12674.36 %cft 

jQ Providing and fixing G.I frames / chowkhats of size 7' x 2" or 4½" x 3" for door using! 
20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(SI, NO: 29 P. 93) 

191.00 

595188 

© 228.90 'rft 43720 

CONTRACTOR Education orks Dtvision 
Shahed Benazir Abad. 



Page NO: 02 

IS.NOI Description  I Measurement IQuantityl Rate I Unit Atriount 
11 Providing and fixing G.I frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using! 

20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.(SI, NO: 28 P. 93) 

426.00 
© 240.50 P.rft 102453 

i Supplying & fixing hi position iron / steel grill of ~" x /4"  size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grili.(SI, NO: 26 P.93) 

258.00 

© 180.50 P.sft 46569 
j.. 1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 

chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1/4" thick. (SI, NO: 7(b) P.58)nly Shutters 

501.00 
© 902.93 P.sft 452368 

14 Notice board made withcement.(SI, NO: 1 P. 95) 
160.00 

© 58.11 P.sft 9298 
Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52) 

11385.00 
© 2206.60 %sft 251221 

Cement plaster 1:4 upto 20" height.(a) /8"  thick. (SI, NO: 11(a) P. 52) 
11385.00 

© 2197.52 %sft 250188 
7 Cement plaster 1:4 upto 20" height.(c) 3/4"  thick. (SI, NO: 11(c) P. 52) 

341.00 
© 3015.76 %sft 

Extra labour rate for making cement plaster pattas/ band around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

682.00 
© 19.36 P.rft 

19 Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 
1503.00 

© 1287.44 %sft 
Q Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 

dividing into panels. (SI, NO: 16 P. 42) 
"A" 2" thick 5616.00 

© 3275.50 %sft 
"B' 3" thick 1120.00 

© 4411.82 %sft 
i,	 Laying floor of approved with glazed tile ~' thick cement 1:2 over ~" thick cement 

mortar 1:2 complete. (SI, NO: 24 P. 43) 
87.00 

© 27678.86 %sft 
White glazed tile 1/4"  thick dado jointed in white cment and laid over 1:2 cement sand 
mortar ~' thick including finishing. (SI, NO: 37 P.45) 

190.00 
© 28253.61 %sf I 

10284 

13204 

1935 

183952. 

49412 

24081. 

53682 

  

CONTRACTOR 

 

jeer 
Educion t)ivison 
Sd . Jth.'4. 



1 Amount IS.NOI Description Measurement IQuantityl Rate Unit 

5854814 Total:- 

Exedlc ngineer 
Education Vrks Division 

Shaheed Benazir Abad 

Page NO: 03 

' 23 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 
winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

811708 

344.00 
186.04 P.sft 

withsand at one 
63998 @ 

Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded 
Cft per % Sft. (SI, NO: 13 P.35) 

3772.00 
© 1887.40 %sft 7119 

Whit washing.(SLNO: 26 P.54) 
Three Coats. 3772.00 

0 829.95 %sft 31 306 

Primary coat of chalk under distempering.(SI,NO: 23 P.54) 
9242.00 

0 442.75 %sft 40919 
Distempering. (SI,NO: 24 P.54) 
Three Coats. .. 9242.00 

0 1079.65 %sft 99781 
Colour washing.(Sl,NO: 25 P.54) 
Two Coats. 3264.00 

0 859.90 %sft 28067 
Painting doors and windows any type.three coats. (SLNO: 5 (c) P. 76) 
NEW SURFACE 1166.00 

© 2116.41 %sft •24677 
31 Bitumen coating to plastered or cement concrete surface. (5I,NO: 9 P.71) 

817.00 
© 778.09 %sft 6357 

Borrowpit excavation undressed lead upto 100ff. (SI, NO: 3-A P. 1) 
Ordinarry soil. 16753.00 

0 2117.50 %0cft 35474 
Dressing & Leveling of earth work to desigen section etc complete (b) ordinary, or hard soilSI, 1\ 0: 11-b 

16753.00 
0 187.55 %Ocft 3142 

2644.00 
@ 307.00 %sft 

Providing and fixing /8" thick marble tiles of approved quality & colour shade size 
8" x 4/6" x 4" in dado skirting & facing removal / tucking of existing plaster surface etc. 
over ½" thick of cement mortar 1:3 setting mortar base including filling the joints & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(Sl,NO: 68 P.49) 



SCHEDULE "B" 
Name of Work:- Up-Gradation of Primary Schools to Elementary Schools (05 Units) District Sha1eed 

Benazirabad Division (ADP-NO: 251 of 2017-18 Programme) @ GBPS Fram aba4 Tal: Daur Ditt: SEA  
S.NO I Description  I Measurement IQuantityl Rate I Unit  I Amount  

1 Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI, NO: 18 (b) P. 4) 

2415.00 
© 3176.25 %0cft 7671. 

Cement concrete brick or stone bllast 1½" to 2" gauge.(SI, NO: 4 (c) P. 15) 
Ratio 1:5:10 

601.00 
© 8694.95 %cft 

3 Pacca brick work in foundation and plinth in.1:6. (SI,NO: 4(1 )e. P. 21) 
865.00 

© 11948.36 %cft 
Reinforced cement concrete work including all labour and material except thecost of steel 
reinforcement and its labour for bending and binding which will be paid separately; This rate 
also includes all kinds of forms moulds. Lifting shuttering.curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

1906.00  
@ 337.00 P.cft 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

93.598 
© 5001.70 P.cwt 

Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 
height in:1:6. (SI, NO: 7(1 )e P. 22) 

2180.00 
© 12346.65 %cft 

Z Making & fixing steel grated doors with 1/16"thick sheetilig including angle iron, frame 2"x2' 
/8"  and ~" square bars 4" centre to centre with locking arrangement. (SI, NO: 24 P. 92) 

60.00 
© 726.72 P.sft 

Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52) 
5700.00 

@ 2206.60 %sft 
Cement plaster 1:4 upto 20" height.(a) 3/'  thick. (SI. NO: 11(a) P.52) 

5700.00 
© 2197.52 %sft 

Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 
300.00 

@ 3015.76 %sft 
Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 

2710.00 
@ 1287.44 sIt 

52257 

103353 

642322 

468149 

269157 

43603 

'125776 

125259 

9047. 

34890 

CON1RCTOR • Exe
,
' iglneer 

Education .aksivisiou 
Shahed erzr Abad. 



120.00 
© 1270.83 %sft 

Execu e nginer 
Education Works Dhjision 

Shaheed Benazir A,ad 

Page NO: 02 
Anount IS.NO I Desiption  I Measurement IQuantity I Rate• Unit  

Extra labour rate for making cement plaster pattas/ band around straight or carved opening 
& around the edges of roof slabs the width not less 
by Engineer Incharge. (SI, NO: 35 P.55) 

than 6" with fine finshing as directed 

600.00 
19.36 P.rft 11616 

Colour washing Two Coata..S1,NO: 25 P.54) 
8710.00 

@ 859.90 - %sft 74897 

j Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. (SI,NO: 5(d) P. 70) 
OLD SURFACE 

C 'PiCTOR 



SCHEDULE "B" 
Name of Work:- Up-Gradation of Primary Schools to Elementary Schools (05 Units) District Shaheed 

Benazirabad Division (ADP-NO: 251 of 2017-18 Programme) @ GBPS Fram abad Tal: Daur Distt: SBA 

IS.NO Description I Measurement IQuantityl Rate Unit Amount 

1 Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI, NO: 18 (b) P. 4) 

1800.00 
@ 3176.25 %0cft 5717 

2 Cement concrete brick or stone bllast 1½' to 2" gauge.(SI, NO: 4 (c) P. 15) 
Ratio 1:5:10 

420.00 
@ 8694.95 %cft 36519 

3 Pacca brick work in foundation and plinth in.1:6. (SI,NO: 4(1 )e. P. 21) 
565.00 

@ 11948.36 %cft 67508 
Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

1326.00 
@ 337.00 P.cft 446862 

5 Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

65.110 
5001.70 P.cwt 325661 

6 Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 
height in:1:6. (SI, NO: 7(1 )e P. 22) 

1429.00 
@ 12346.65 %cft 176434 

Z Making & fixing steel grated doors with 1/16" thick sheeting including angle iron frame 2"x2" 
/8"  and ~" square bars 4" centre to centre with locking arrangement. (SI, NO: 24 P. 92) 

60.00 
@ 726.72 P.sft 43603 

8 Cement plaster 1:6 upto 20" height.(b) 1/2"  thick. (SI, NO: 13(b) P. 52) 
3800.00 

@ 2206.60 %sft 83851 
Cement plaster 1:4 upto 20" height.(a) ½' thick. (SI, NO: 11(a) P. 52) 

3800.00 
@ 2197.52 %sft 83506 

Cement plaster 1:4 upto 20" height. (c) ~" thick. (SI, NO: 11(c) P. 52) 
200.00 

@ 3015.76 %sft 6032 

. Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53)  
1800.00 

@ 1287.44 %sft 23174 

(Ti 
ijjcJ 

ExecU'Thgineer 
Education rks Division 

Shahuod Benzir ,Abad. 



IS.NO I Description 

Page NO: 02 

  

Measurement Quantity Rate Unit Amount 

Extra labour rate for making cement plaster pattas/ band around straight or carved opening 
& around the edges of roof slabs the width not less than 6 with fine finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

400.00 
19.36 P.rft 7744 

Colour washing Two Coats..(SI,NO: 25 P.54) 

5800.00 
@ 859.90 %sft 49874 

Painting Guard bars, gates iron bars gratings. railings including standard barces (etc) and 
similar open work. (SI,NO: 5(d) P. 70) 
OLD SURFACE 

120.00 

@ 1270.83 %sft 1525 
Total:- 1358009 

Executl?(Engineer 

Education Works Division 
Shaheed Benazir Abad 



BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 30001= 

a) Name of Procuring Agency Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

b) Brief Description of Work 
UPGRADATION OF PRIMARY SCHOOLS TO ELEMENTARY 
SCHOOLS (5-UNITS) DISTRICT SHAHEED BENAZIRABAD  
ADP-251 OF 2017-18  

At GBPS Usman Jamali Taluka Sakrand 

c) Procuring Agency's Address Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

d) Estimated Cost Rs. 8.360 Million 

e) Amount of Bid Security (fill in lump sum amount of in %age of 5% Rs. 418000/= 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 90 Days 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 5% 

h) Percentage, if any to be deducted from Bills. 3% 

i) Dead Line for submission of Bids alongwith time @12:00 Noon 

j) Venue, Time and Date of Bid Opening Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

k) Time for completion from written order of Commerce. 15 Months. 

I) Liquidity damages (0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated of the  

Amounting to Rs.  

Rates 

A.  

B.  

CONTRACTOR  EXECUT1VEJGINEER 
EDUCATION WORKS DIVISION 

SHAHEED BENAZIRABAD 

I 



SCHEDULE "B" 4 'ç 
Name of Work:- Up-Gradation of Primary Schools to Elementary Schools (05 Units) District Shaheed 

Benazirabad Division (ADP-NO: 251 of 2017-18 Programme) © GBPS Usman Jamali Ta!: Sakrand Distt: SBA  

IS.NOI Description  I Measurement IQuantityl Rate j Unit I Amount 

, Excavation in foundation of building bridges and other structures including dagbelling 
dressing, refilling around structure with excavated earth watering and ramming lead upto 
511 In ordinary soil. (51, NO: 18 (b) P. 4) 

4525.00 
© 3176.25 %0cft 14373 

Cement concrete brick or stone bllast 1½" to 2" gauge.Sl, NO: 4 (c)P. 15) 
Ratio 1:5:10 

3098.00 
© 8694.95 %cft 269370 

3 Pacca brick work in foundation and plinth in.1:6. (SI,NO: 4(1 )e. P. 21) 
4184.00 

© 11948.36 %cft 499919 

4 Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. 'ork in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

2933.00 
@ 337.00 P.cft 988421 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P. 17) 

144.031 
© 5001.97 P.cwt 720400 

Filling watering and ramming earth in floor with surplus earth from foundation lead upto one 
chain and lift upto 5feet. (SI, NO: 21 P.4) 

2573.00 
© 1512.50 %Ocft 3892 

Z Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lilt upto 5feet. (SI, NO: 22 P.4) 

6199.00 
© 3630.00 %0cft 22502 

Supplying and filling sand under floor and plugging in wall.(Sl,NO:29 P.26) 
1257.00 

© 1141.25 %cft 14346 
9 l'acca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 

4696.00 
© 12674.36 %cft 595188 

Providing and fixing G.I frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 
20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling 'ith cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(Sl, NO: 29 P. 93) 

191.00 
@ 228.90 .rf1 43720 

CTOR ExecutEtflfleer 
Educati011 Works DiVISIOn 

Shahed ,4bad. 



Page NO: 0  

IS.10I Description  I Measurement IQuantityl Rate Unit 

' 11 Providing and fixing G.l frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using! 

20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.(Sl, NO: 28 P. 93) 

426.00 
© 240.50 P.rft 102453 

Supplyiig & fixing in position iron / steel grill of ~" x V4" size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(SI, NO: 26 P.93) 

258.00 
@ 180.50 P.sft 46569 

1st classdeodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. j3/4"  thick. (SI, NO: 7(b) P.58)Only Shutters 

501.00 
@ 902.93 P.sft 452368 

14 Notice board made with cement.SI, NO: 1 P. 95) 
160.00 

@ 58.11 P.sft 9298 
1 Cement plaster 1:6 upto 20" height.(b) /2" thick. (SI, NO: 13(b) P.52) 

11385.00 
© 2206.60 %sft 251221 

1 Cement plaster 1:4 upto 20' height.(a) /8"  thick. (SI, NO: 11(a) P. 52)  
11385.00  

@ 2197.52 %sft 250188 
17 Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 

341.00 
© 3015.76 %sft 10284 

18 Extra labour rate for making cement plaster pattas/band around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

682.00 
© 19.36 P.rft 13204 

Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 
1503.00 

@ 1287.44 %sft 19350 
Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (SI, NO: 16 P. 42) 

"A" 2" thick 5616.00 
© 3275.50 %sft 183952 

"B" 3" thick 1120.00 
© 4411.82 %sft 49412 

Laying floor of approved with glazed tile ¼' thick cement 1:2 over ~' thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 

87.00 
@ 27678.86 %sft 24081 

White glazed tile ~' thick dado jointed in white cment and laid over 1:2 cement sand 
mortar ~" thick including finishing. (SI, NO: 37 P.45) 

190.00 
© 28253.61 %sft 53682 

1T'ACTOR Exec "K tjrteer 
Education Vorks Division 

ahrd Curir Abari. 

Aniou nt 



I Description Unit I Amount 

Page NO: 03 

Measurement IQuantity! Rate 

boniactoj .' 

ExecutiVngineer 
Education Works Division 

Shaheed Benazir Abad 

23 P/ L floor of Verona Marble tiles of Size 12t1 x12' and 3/4" fine dressed on the surface without 
winding set in white cement laid over 3/411  thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

2644.00 
© 307.00 %sft 811708 

4 Providing and fixing /8' thick marble tiles of approved quality & colour shade size 
8' x 4/6" x 4" in dado skirting & facing removal / tucking of existing plaster surface etc. 
over ½" thick of cement mortar 1:3 setting mortar base including filling the joints & 
washing the tiles with white cement slurry, current, finishing cleamng and polishing etc. 
coniplete.(SI,NO: 68 P.49) 

344.00 
186.04 P.sft 

with sand at one 

1887.40 %sft 

© 
Two coats of bit-umen laid hot using 34 lbs for %sft over roof and blinded 
Cft per % Sit. (SI. NO: 13 P.35) 

3772.00 
© 

Whit washing. Sl,NO: 26 P.54) 
Three Coats. 3772.00 

@ 829.95 %sft 

Primary coat of chalk under distempering.(Sl,NO: 23 P.54) 
9242.00 

@ 442.75 %sft 
Distempering. (Sl,NO: 24 P.54) 
Three Coats. 9242.00 

© 1079.65 %sft 

2 Colour washing.(SLNO: 25 P.54) 
Two Coats. 3264.00 

© 859.90 %sft 
Painting doors and windows any type.three coats. (SI,NO: 5 (c) P. 76) 
NEW SURFACE 1166.00 

© 2116.41 %sft 
31 Bitumen coating to plastered or cement concrete surface. (SI,NO: 9 P.71) 

817.00 
© 778.09 %sft 

Borrowpit excavation undressed lead upto bolt. (SI, NO: 3-A 1'. 1) 
Ordinarry soil. 16753.00 

© 2117.50 %0cft 

© 187.55 %0cft 3142 
Total:- 5854814 

35474 
Dressing & Leveling of earth work to desigen section etc complete (b) ordinary or hard soilS1, NO: 11-b P. 3) 

16753.00 

63998 

71193 

31306 

40919 

99781 

28067 

24677 

6357 



SCHEDULE "B" 
Name of Work:- Up-Gradation of Primary Schools to Elementary Schools (05 Units) District Shaheed 

Benazirabad Division (ADP-NO: 251 of 2017-18 Programme) 0 GBPS Usman jamali Ta!: Sakrand Distt: SBA 
Measurement IQuantityl Rate I Unit Amount  IS.N0  I Description I 

1 Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
51t. In ordinary soil. (SI, NO: 18 (b) p. 4) 

1800.00 
@ 3176.25 %Ocft 5717 

Cementconcrete brick or stone bllasti½ to 2" gauge.(Sl, NO: 4(c) P.15) 
Ratio 1:5:10 

420.00 
© 8694.95 %cft 36519 

Pacca brick work in foundation and plinth in.1:6. (SLNO: 4(1 )e. p. 21) 
565.00 

© 11948.36 %cft 67508 
Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

1326.00 
@ 337.00 P.cft 446862 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

65.110 
0 5001.70 P.cwt 325661 

Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 
height iri:i :6. (SI, NO: 7(1 )e P. 22) 

1429.00 
© 12346.65 %cft 176434 

Z Making & fixing steel grated doors with 1/16'thick sheeting including angle iron frame 2"x2' 
/8' and 3/4'  square bars 4" centre to centre with locking arrangement.(Sl, NO: 24 P. 92) 

60.00 

0 726.72 P.sft 43603 

Cement plaster 1:6 upto 20" height.(b) ½' thick. (SI, NO: 13(b) P.52) 
3800.00 

0 2206.60 %sft 83851 
Cement plaster 1:4 upto 20" height.(a) 3/h1  thick. (SI, NO: 11(a) P. 52) 

3800.00  
0 2197.52 %sft 83506 

Q Cement plaster 1:4 upto 20" height.(c) ~' thick. (SI, NO: 11(c) P. 52) 
200.00 

© 3015.76 %sft 6032 
Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53)  

1800.00  
0 1287.44 %sft 23174 

COTfiTOR Execufng ineer 
Education Works Division 

Shahoad Genozir Abad. 



Page NO: 02 

ps.NoI Description I Measurement IQ1antityI Rate Unit Amount 

Extra labour rate for making cement plaster pattas/ band around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

400.00 
19.36 P.rft 7744 

1 Colour vashing Two Coats..(SI,NO: 25 P.54) 
5800.00 

@ 859.90 %sft 49874 

14 Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. (Sl,NO: 5(d) P. 70) 
OLD SURFACE 

120.00 
© 1270.83 %sft 1525 

Total:- 1358009 

C.QTOR 
Executivé"Ingineer 

Education Works Division 
Shaheed Benazir Abad 



Rate Unit S.NO Amount Quantity Description Measurement 

60 rft 60.00 73.21 P.rft 4393 

100 rft 

i7U To .'.., ' 

100.00 95.79 P.rft 9579 

Execu, ngirieer 
Education 4rrks Division 

Shahei .i..:r Abad. 

SCHEDULE "B" W/S & S/F 
Name of Work: Up-Gradation of Primary Schools to Elementary Schools (05 Units) District Shaheed Benazirabad 

Division (ADP-NO: 251 of 2017-18 Programme) @? GBPS Usman Jamali Tal: Sakrand Distt: SBA 

j P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(Sl,NO: 1 - B (ii) P.1) 

4 NO. 4.00 4846.60 Each 19386 
Providing & Fixing 22"x16" lavatory basin in white cement glazed earthen ware complete with 
& i/c the cost of W.l. or C.!. cantilever brackets 6" inches built into walls painted white in two 
coats after a primary coat of red lead paint a pair of ½" dia chorme plated piler traps.1½" dia 
rubber plug and chrome platted puller taps. 1½' dia rubber plug and chrome brass waster of 
approved pattern.l'/4" dia malloable iron c.p. brass unions making and making traps, malloable 
iron & floor for pipe connection & making good in cement concrete 1:2:4 (Standard 
Pattern).(SINO.10 P.3) 

1N0: I 
4928.00 Each 4928 

Add: extra for labour for providing and fixing of earthen ware pedestal white or coloured 
glazed (Foreign or equivalent) (Sl,NO:11 P.3) 

iNO. I 
© 2533.47. Each 2533 

S/F Sawan typ piller cock of superior quality single C.P. head /2" dia.(SJ,NO: 16 (a) P.19) 
1NO: 1  

© 795.30 Each 795 

5 P/F in position Nyloon connections complete with 1/2"dia brass stop cock with pair of brass 
nuts and lining joints to nyloon connection.Sl,NO: 23 P.6) 

5 NO. 5.00 
© 447.15 Each 2236 

S/F cancealed TEE STOP COCK of sup: quality with crystal head 1/f dia.(Sl,NO:12 (b) P.18) 
5 No 5.00 

© 889.46 Each 4447 

Z S/F long BIB - COCK of superior quality with C.P, head ½" dia. SI,NO: 13 (a) P.19) 

8 NO. 8.00 1109.46 Each 8876 
P/F 6'x2" or 6"x3" C.l.floor trap of the approved self cleaning design with C.l.screw/down 
grating with oi without a vent arm complet with and i/C making rquisite number of holes 
in walls plinth & floor for pipe cinnections & making good in CC 1:2:4.(Sl,NO: 20 P.06) 

5 NO. 5.00 2042.43 Each 10212 

Providing & fixing handle volveschina) (Sl,NO: 5 P.17) 
3/i dia 

3 NO. 3.00 271.92 Each 816 
Providing G.l.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(SI,NO: 1 P.12) 

"A" /z"  dia 

"B" 3/.h1  dia 

p 



Page No: 02 

ISb0  I Description 
I. 

Quantity Rate I Unit Amount Measurement 

fl Providing and Laying and jointing IJPVC pressure Pipes of Class "B" (equivalent Make) fixing 
in trenches i/c cutting fitting and jointing with "Z" joints with one rubber ring i/c testing 
with water to head of 61 motor 200ft (PHES E-i, b, d P-22) 

P.rft 2740 
P.rft 20960 

Boring çor tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c maling and with drawing of casing pipe.(SI,NO: I P.41)(PHE) 

60 rft 60.00 160.00 P.rft 9600 
P/F Plastic poly pipe complete. (NSI). 
1-1/4' dia 

300 Prft 300.00 25.00 P.rft 7500 

j Providing Fixing water pumping set with diamond moter and pump IHP 1400PRM Single Phase 
220 volts 2"xl/1/2" suction and deilevary 40ft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

I NO. 1.00 18470.00 Each 18470 
Total:- 122231 

GQNRACTOR 
Exec i Engineer 

Education Works Division 
Shaheed l3enazir Abad 

"A"  4" Dia 1x20 20.00 137.00 
"B"  6" Dia 1x80 80.00 262.00 



BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 3000/= 

a) Name of Procuring Agency Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

UPGRADATION OF PRIMARY SCHOOLS TO ELEMENTARY 
b) Brief Description of Work SCHOOLS (5-UNITS) DISTRICT SHAHEED BENAZIRABAD 

ADP-251 OF 2017-18  

At GBPS Allah Bux Kubar Taluka Qazi Ahmed. 

c) Procuring Agency's Address Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

d) Estimated Cost Rs. 8.360 Million 

e) Amount of Bid Security (fill in lump sum amount of in %age oi 5% Rs. 418000/= 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 90 Days 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 5% 

h) Percentage, if any to be deducted from Bills, 3% 

i) Dead Line for submission of Bids alongwith time @ 12:00 Noon 

j) Venue, Time and Date of Bid Opening Office of the Executive Engineer, Education Works Division situated at Khoj 
Garden Nawabshah 

@1:00 P.m 

k) Time for completion from written order of Commerce. 15 Months. 

I) Liquidity damages (0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

m) Name of Contractor I Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated of the  

Amounting to Rs.  

Rates 

A.  

B.  

CONTRACTOR  EXECUTI " NGINEER 
EDUCATION WOKS DIVISION 

SHAHEED BENAZIR.A8AD 



SCHEDULE "B" 
Name of Work:- Up-Gradation of Primary Schools to Elementary Schools (05 Units) District Shaheed 

Benazirabad l)ivision (ADP-NO: 251 of 2017-18 Programme) @ GBPS Allah Bux Kubar Tal: Qazi Ahmed Distt: 
SBA 

S.NOJ Description Measurement Quantity Rate Unit Amount 

Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. SI, NO: 18 (b) P. 4) 

4525.00 
© 3176.25 %0cft 14373 

Cement concrete brick or stone bllast 1½" to 2" gauge.Sl, NO: 4 (c)P. 15) 
Ratio 1:5:10 

3098.00 
© 8694.95 %cft 269370 

Pacca brick work in foundation and plinth in.1:6. SI,NO: 4(1 )e. P. 21) 
4184.00 

© 11948.36 %cft 499919 

Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

2933.00 
@ 337.00 P.cft 988421 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P. 17) 

144.031  
© 5001.97 P.cwt 720400 

Filling watering and ramming earth in floor with surplus earth from foundation lead upto one 
chain and lift upto 5feet. (SI, NO: 21 P.4) 

2573.00 
@ 1512.50 %0cft 3892 

Z Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 

6199.00 
© 3630.00 %0clt 22502 

Supplying and filling sand under floor and plugging in wall.(SL,NO:29 P.26) 
1257.00 

© 1141.25 %cft 14346 
Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 

4696.00  
@ 12674.36 %cft 595188 

Providing and fixing G.1 frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 
20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(SI, NO: 29 P. 93) 

191.00 

 

© 228.90 P.rft 43720 

7Jt' fl:j4j ExL.t ingineer 
Education Works Division 

Shahooci Bonazir Abad 



Page NO: 02 

S.NO Description I Measurement IQuantity Rate Unit Amount 

fl Providing and fixing G.l frames / chowkhats of size 7" x 2' or 4½" x 3 for \\indows  using! 

20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 

with cement sand slurry of tation 1:6 and repairing the janibs. The cost also i/c carriage tools 

and plants used in making and fixing.(S1, NO: 28 P. 93) 

426.00 

© 240.50 P.rft 102453 

j. Supplying & fixing in position iron / steel grill of 3/4"  x ¼" size flat iron of approved 

designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 

finished grill.(Sl, NO: 26 P.93) 

258.00 

@ 180.50 P.sft 4&5ô9 

1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 

chowkats hold fasts h inges, iron tower bIts. Chocks cleats, handles and cords with hooks, 

etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58)Only Shutters 

501.00 

14 Notice board made with cement.(Sl, NO: I P. 95) 

160.00 

@ 902.93 P.sft 452368 

© 58.11 P.sft 9298 

  

Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52)  

11385.00  

@ 2206.60 %sft 25122t 

1 Cementplaster 1:4 upto 20" height.(a) /8" thick. (SI, NO: 11(a) P.52)  

11385.00  

© 2197.52 %sft 25OlS? 

17 Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 

341.00  

© 3015.76 %sft 10284 

Extra labour rate for making cement plaster pattas/ band around straight or carved opening 

& around the edges of roof slabs the width not less than 6" with fine finshing as directed 

by Engineer lncharge. (Si, NO: 35 P.55) 

682.00 
@ 19.36 P.rft 13204 

Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P.53)  
1503.00  

@ 1287.44 %sft 19350 

Q Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 

dividing into panels. (SI, NO: 16 P. 42) 

"A" 2" thick 5616.00 

"13" 3" thick 

© 3275.50 %sft 183952 

1120.00 
@ 4411.82 %sft 49412 

2! Laying floor of approved with glazed tile ~" thick cement 1:2 over 3/4"  thick cement 

mortar 1:2 complete. (SI, NO: 24 P. 43) 

87.00 

@ 27678.86 %sft 24081 

White glazed tile ¼" thick dado jointed in white cment and laid over 1:2 cement sand 

mortar ~" thick including finishing. (51, NO: 37 P.45) 

190.00 

@ 28253.61 %sft 53682 

CCsNTACTQR Exccu qirteer 
EcIicctio . •; Division 

Snahej j.,.iJr Abad. 



Measurement IQuantityl Rate Unit S.NO Description Amount  

3772.00 
26 Vhit 'ashing.(Sl,NO: 26 P.54) 

Three Coats. 

C' 1ACTOR 
Exec45tngineer 

Education %orks Division 
Shaheed Benazir Abad 

Page NO: 03 

23 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 
winding set in white cement laid over 3/4' thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

2644.00 
@ 307.00 %sft 811708 

Providing and fixing /8" thick marble tiles of approved quality & colour shade size 
8" x 4/6" x 4" in dado skirting & facing removal / tucking of existing plaster surface etc. 
over 1,2'  thick of cement mortar 1:3 setting mortar base including filling the joints & 
washing the tiles with white cement slurry, current, finishing cleaning and polishing etc. 
complete.(Sl,NO: 68 P.49) 

344.00 
@ 186.04 P.sft 63998 

Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
Cft per % Sft. (SI, NO: 13 P.35) 

3772.00 
0 1887.40 %sft 71193 

0 829.95 %sft 31306 

7 Primary coat of chalk under distempering.(SI,NO: 23 P54) 
9242.00 

© 442.75 %sft 40919 
Distempering. (Sl,NO: 24 P.54) 
Three Coats. 9242.00 

© 1079.65 %sft 99781 
Colour washing.(Sl,NO: 25 P.54) 
Two Coats. 3264.00 

© 859.90 %sft 28067 

Q Painting doors and windows any type.three coats. (SLNO: 5 (c) P. 76) 
NEW SURFACE 1166.00  

0 2116.41 %sft 24677 

31 Bitumen coating to plastered or cement concrete surface. (Sl,NO: 9 P.71) 
817.00 

0 778.09 %sft 6357 
Borrowpit excavation undressed lead upto lOOft. (SI, NO: 3-A P. 1) 
Ordinarry soil. 16753.00 

0 2117.50 %0cft 35474 
Dressing & Leveling of earth work to desigen section etc complete (b) ordinary or hard soil(Sl, NO: 11-b P. 3) 

16753.00 
0 187.55 %0cft 3142 

Total:- 5854814 

.1 



p 

SCHEDULE "B" 
Name of Work:- Up-Gradation of Primary Schools to Elementary Schools (05 Units) District Shaheed 

Benazirabad Division (ADP-NO: 251 of 2017-18 Programme) @ GBPS Allah Bux Kubar Tal: Qazi Ahmed Distt: 
SBA 

S.NO Description Measurement Quantity Rate Unit Amount 
Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI, NO: 18 (b) P. 4) 

1800.00 
@ 3176.25 %0cft 5717 

Cement concrete brick or stone bllast 1½" to 2" gauge.(SI, NO: 4 (c) P. 15) 
Ratio 1:5:10 

420.00 
© 8694.95 %cft 3•,519 

Pacca brick work in foundation and plinth in.1:6. (SI,NO: 4(1 )e. P. 21) 
565.00  

© 11948.36 %cft 67508 

4 Reinforceq cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

1326.00 
© 337.00 P.cft 446862 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using br Bars. (SI, NO: 8 (b) P.17) 

65.110 
© 5001.70 P.cwt 325661 

Pacca rick work in other than building i/ c strcking of joints on walls upto 20 feet 
height in:I:6. SI, NO: 7(1 )e P. 22) 

1429.00 
© 12346.65 %cft 176434 

Z Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2"x2" 
~" and 3/4"  square bars 4" centre to centre with locking arrangement.(SI, NO: 24 P. 92) 

60.00 

© 726.72 P.sft 

Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52) 
3800.00 

@ 2206.60 %sft 
Cement plaster 1:4 upto 20" height.(a) ~' thick. (SI, NO: 11(a) P.52) 

3800.00 
© 2197.52 %sft 

Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 
200.00 

© 3015.76 %sft 

II Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 
1800.00 

© 1287.44 it 

fOR Ex... . EngiTIee.r 
Educatian V rks Divisa 

Shaheod knJr Ab. 

43O3 

83851 

835Oo 

6032 

23174 



Page NO: 02 
S.NOJ Description I Measurement IQuantityl Rate Unit Amount 

Extra labour rate for making cement plaster pattas/ band around straight or carved opening 
& around the edges of roof slabs the width not less than 6" with fine uinshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

400.00 
19.36 P.rft 7744 

Colour washing Two Coats..(Sl,NO: 25 P.54) 
5800.00 

@ 859.90 %sft 49874 

Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. Sl,NO: 5(d) P. 70) 
OLD SURFACE 

120.00 
© 1270.83 %sft 1525 

Total:- 1358009 

.' ' Execu i . ineer 

fOR Education Wo S Division 
Shaheed Benazir Abad 



SCHEDULE 'tB" W/S & S/F 
Name of Work:- Up-Gradation of Primary Schools to Elementary Schools (05 Units) District Shaheed Benazirabad 

Division (ADP-NO: 251 of 2017-18 Programme) © GBPS Allah Bux Kubar Tal: Qazi Ahmed Distt: SBA 

S.NO Description Measurement IQuantity Rate I Unit Amount 
J. P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 

with bend & making requisite number of holes in wall pliiith & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(Sl,NO: 1 - B (ii) P.1) 

Providing 
4 NO. 4.00 4846.60 Each 19386 

& Fixing 22"xló' lavatory basin in white cement glazed earthen ware complete with 
& i/c the cost of W.l. or C.!. cantilever brackets 6" inches built into walls painted white in two 
coats after a primary coat of red lead paint a pair of ½" dia chorine plated piler traps.1½" dia 
rubber plug and chrome platted piller taps. 1'/2" dia rubber plug and chrome brass waster of 
approved pattern.1½" dia malloable iron c.p. brass unions making and making traps, malloable 
iron & floor for pipe connection & making good in cement concrete 1:2:4 (Standard 
Pa ttern).Sl NO. 10 P.3) 

INO: I 
@ 4928.00 Each 4928 

Add: extra for labour for providing and fixing of earthen ware pedestal white or coloured 
glazed (Foreign or equivalent) (Sl,NO:11 P.3) 

INO. I 
@ 2533.47 Each 2533 

S/F Sawan typ piller cock of superior quality single C.P. head ½" dia.(Sl,NIO: 16 (a) P.19) 
1NO: I 

© 795.30 Each 795 
P/F in 
nuts and 

position Nyloon connections complete with I/2"dia brass stop cock with pair of brass 
lining joints to nyloon connection.Sl,NO: 23 P.6) 

5 NO. 5.00 
© 447.15 Each 2236 

S/F cancealed TEE STOP COCK of sup: quality with crystal head ½" dia.(Sl,NO:12 (b) P.18) 
5 No 5.00 

© 889.46 Each 4447 

Z S/F long BIB - COCK of superior quality with C.P. head ½" dia. (SI,NO: 13 (a) P.19) 

8 NO. 8.00 1109.46 Each 8876 
8 P/F 6",q2" 

grating 
in walls 

or 6"x3" C.l.floor trap of the approved self cleaning design with C.I.screw/down 
with or without a vent arm complet with and i/c making rquisite number of holes 
plinth & floor for pipe cinnections & making good in CC 1:2:4.(SI,NO: 20 P.06) 

5 NO. 5.00 2042.43 Each 10212 

Providing & fixing handle volves(china) (SI,NO: 5 P.17) 
3/4? dia 

3 NO. 3.00 271.92 Each 816 
jQ Providing G.l.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 

i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(SLNO: 1 P.12) 

"A" 1/2"  dia 
60 rft 60.00 73.21 P.rft 4393 

"B" ~" dia 
100 rft 100.00 95.79 P.rft 9579 

 

Execungineei 
Education Vorks Diviso 

Shaliced Benazir Abaci. 



Page No; 02 

S.NO Description I Measurement Quantity Rate Unit Amount 

Providing and Laying and jointing UPVC pressure Pipes of Class "B" (equivalent Make) fixing 
in trenches i/c cutting fitting and jointing with "Z" joints with one rubber ring i/c testing 
with water to head of 61 motor 2001t (PHES E-1, b, d P-22) 

P.rft 2740 
P.rft 20960 

Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.Sl,NO: 1 P.41)(PHE) 

60 nt 60.00 160.00 P.rft 9600 
P/F l'!astic poly pipe complete. (NSI). 
1-1/4 dia 

300 Prft 300.00 25.00 P.rft 7500 

   

14 Providing Fixing water pumping set with diamond moter and pump IHP I400PRM Single Phase 
220 volts 2"xl/1/2" suction and deilevary 40ft head i/c base Plate and also making C:C: 1:3:6 
plate lorm of required base size and fixing with nuts & bolts etc. complete in all respects. 

1 NO. 1.00 18470.00 Each 18470 
Total:- 122231 

cc:o R 
Exeu.fngineer 

Education Wrks Division 
Shaheed Benazir Abad 

ii 

"A"  
"B"  

4" Dia 1x20 20.00 137.00 
6" Dia 1x80 80.00 262.00 



BIDDING DATA 

Tender Issued to  

Dated Rs. 3OOOI- 

a) Name of Procuring Agency Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

b) Brief Description of Work 
REHABILITATIONICONSTRUCTION OF CAMPUS SCHOOL. 
KHAIRSHAH NIAZI KHAN SIYAL H.M KHOJA D.0 HIGH SCHOO 
NO. I AND GGHS SOCIETY NAWABSHAH ADP.416 OF 2017-18  

At GBHS Syed Khairshah Taluka Nawabshah 

c) Procuring Agency's Address Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

d) Estimated Cost Rs. 5.400 Million 

e) Amount of Bid Security (fill in lump sum amount of in %age of 5% Rs. 270000/= 
bid amount/estimated cost equal to 5%) 

I) Period of Bid Validity 90 Days 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 5% 

DR No. 

h) Percentage, if any to be deducted from Bills. 

i) Dead Line for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor / Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. —  dated  

Amounting to Rs.  

Rates  

A.  

B.  

CONTRACTOR 

3% 

@ 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@1:00 P.m 

15 Months. 

(0.05 of Estimated cost of Bid cost per dy of delay, but total not exceeding 
10%) 

EXECU ENGINEER 
EDUCATION "RKS DIVISION 

SHAHEED BENAZIR.ABAD 

of the 



a 

SCHEDULE "B" 
Name of Work:- Rehabilitation/ Construction of Campus School Khair Shah, Niazi Khan Sial, H.M 9 Khoja D.0 High School No.1 and GGHS Society Nawabshah (ADP-NO: 416 2017-18 Programme) @ 

Rehabilitation of GBHS Syed Khair Shah Tal: Nawabshah 

I oI Description  J Measurement Quantity Rate Unit .\mount 

1 Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI, NO: 20 P.10) 

1947.00 
@ 5445.00 %cft 106014 

2 Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10) 
1457.00 

@ 1285.63 %cft 18732 
3 Removing cement or lime plaster.(SI, NO: 53 P.13) 

3406.00 
0 121.00 %sft 4121 

Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
5ft. In ordinary soil. (SI, NO: 18 (b) p.4) 

218.00 
© 3176.25 %0cft 692 

Cement concrete brick or stone bilast 1½" to 2" gauge.(SI, NO: 4 (c) p. 15) 
Ratio 1:5:10 

2519.00 
0 8694.95 %cft 219026 

Filling watering and ramming earth under floor with new earth excavated from outside lead 
upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 

11040.00  
0 3630.00 %0cft 40075 

7 Pacca brick work in foundation and plinth in.1:6. (SLNO: 4(1 )e. P. 21) 
602.00 

© 11948.36 %cft 71929 
Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which wifi be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P. 17) 

2147.00 
© 337.00 P.cft 723539 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

95.840 
0 5001.70 P.cwt 479363 

10 Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e p. 21) 
1903.00 

0 12674.36 %cft 241193 
fl Providing and fixing G.I frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 

20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts 
filling with cement sand slurry of teflon 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(SI, NO: 29 p. 93) 

158.00 
© 228.90 36166 

CONTRACTOR P r'qeer 
Education ''s DiVision 

Sriahed zir Ahad. 



Page NO: 02 
S.NO I Description  I Measurement JQuantity Rate I Unit  I Amount 

Providing and fixing G.I frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using! 
20 gauge G.l. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.(Sl, NO: 28 P. 93) 

350.00 
240.50 

2206.60 

P.rft 

%sft 

84175 

194004 

© 
Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P.52) 

8792.00 
© 

Cement plaster 1:4 upto 20" height.a) /8"  thick. (SI, NO: 11(a) P.52) 
8792.00 

© 2197.52 %sft 193206 
Cement plaster 1:4 upto 20" height.c) ~" thick. (SI, NO: 11(c) P. 52) 

108.00 
@ 3015.76 %sft 3257 

Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 
1345.00 

© 1287.44 %sft 17316 
17 Notice board made with cement.(SI, NO: 1 P. 95) 

160.00 
© 58.11 Psft 9298 

1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position, including 
chowkats hold fasts h inges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58) only shuttrs. 

422.00 
© 902.93 P.sft 381036 

Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (SI, NO: 16 P. 42) 
2" thick 

4862.00 
@ 3275.50 %sft 159255 

20 P/L floor of Verona Marble tiles of Sue 12"x12" and 3/4" fine dressed on the surface without 
winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

2867.00 
@ 307.00 Psft 880169 

Laying floor of approved with glazed tile ¼" thick cement 1:2 over 3/4"  thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 

99.00 
@ 27678.86 %sft 27402 

White glazed tile ~" thick dado jointed in white cment and laid over 1:2 cement sand 
mortar ~' thick including finishing. (SI, NO: 37 P.45) 

374.00 
© 28253.61 %sft 105669 

Whit washing.(SI,NO: 26 P.54) 
Three Coats. 

3808.00 
© 829,'-)5 sIt 31604 

CONTRACTOR ExCctI 'girueer 
Education tfn Division 

Stmhed Gth Abad. 



Page NO: 03 

IS.N01 Description  I Measurement IQuantityI Rate Unit Amount 
Primary coat of chalk under distempering.(SI,NQ: 23 P.54) 

7785.00 
@ 442.75 %sft 3448 

Distempering Three Coats.. (SI,NO: 24 (C) P.54) 
7785.00 

1079.65 %sft 84051 

Colour washing Two Coals..(SI,NO: 25 P.54) 
2315.00 

@ 859.90 %sft 19907 

Z Painng doors and windows any type.three coats. (SI,NO: 5(c/c) P. 70) 
NEW SURFACE 

844.00 
@ 2116.41 %sft 17863 

Cement concrete plain including placing compcting, finishing and curing, complete (including 
screening and washing of stone aggregate without shuttering.). (SI, NO: 5 P.18) 
Ratio 1:3:6 

12.00 
12.00 

@ 12595.00 %cft 1511 
P/F cement paving blocks flooring having size of 197x97x60 (mm) of city / quddra / cobble 
shape with natural colours, having strength b/w 5000 psi to 8500 psi i/c filling the joints 
with bill sand aiid laying in specified manner / pattern & design etc. complete. 
(SI,NO: 71,72 P. 49) 

"A" Natural Colour 3354x60% 2012.00 
© 199.77 P.sft 401937 

Pigment Colour 3354x40% 1342.00 

  

 

© 223.97 P.sft 300568 

   

Total:- 4883946 

Ct4WCTOR Executiv / ngineer 
Education Wor Division 

Shaheed Benazirabad 



SCHEDULE "B" W/S & S/F 
Name of work:- Rehabilitation/ Construction of Campus School Khair Shah, Niazi Khan Sial, H.M 
Khoja D.0 High School No.1 and GGHS Society Nawabshah (ADP-NO: 416 2017-18 Programme) © 

Rehabilitation of GBHS Syed Khair Shah Tal: Nawabshah 
S.NO I Description I Measurement IQuantityl Rate I Unit  J Amount 

P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thurnble.(SLNO: 1 - B (ii) P.1) 

4 NO. 4.00 4846.60 Each 19386 
Providing & Fixing 22"x16" lavatory basin in white cement glazed earthen ware complete with 
& i/c the cost of W.I. or C.!. cantilever brackets 6' inches built into walls painted white in two 
coats after a primary coat of red lead paint a pair of 1/2"  dia chorme plated piler traps.1½" dia 
rubber plug and chrome platted piller taps. 1½" dia rubber plug and chrome brass waster of 
approved pattern.11/4" dia malloable iron c.p. brass unions making and making traps, malloable 
iron & floor for pipe connection & making good in cement concrete 1:2:4 (Standard 
Pattern).(SINO.10 P.3) 

INO: I 
I @ 4928.00 Each 4928 

Add: extra for labour for providing and fixing of earthen ware pedestal white or coloured 
glazed (Foreign or equivalent) (SI,NO:11 P.3) 

1N0. I 
@ 2533.47 Each 2533 

S/F Sawan typ piller cock of superior quality single C.P. head ½" dia.(SI,NO: 16 (a) P.19) 
INO: 1  

© 795.30 Each 795 
P/F in position Nyloon connections complete with i/2"dia brass stop cock with pair of brass 
nuts and lining joints to nyloon connection.(SI,NO: 23 P.6) 

5 NO. 5.00 
© 447.15 Each 2236 

S/F cancealed TEE STOP COCK of sup: quality with crystal head ½" dia.(SI,NO:12 (b) P.18) 
5 No 5.00 

© 889.46 Each 4447 
Z S/F long BIB - COCK of superior quality with C.P. head ½" dia. (SI,NO: 13 (a) P.19) 

8 NO. 8.00 1109.46 Each 8876 

P/F 6"x2" or 6"x3" C.I.floor trap of the approved self cleaning design with C.l.screw/ down 
grating with or without a vent arm complet with and i/c making rquisite number of holes 
in walls plinth & floor for pipe cinnections & making good in CC 1:2:4.(Sl,NO: 20 P.06) 

5 NO. 5.00 2042.43 Each 10212 
Providing & fixing handle volves(china) (Sl,NO: 5 P.17) 
3/4'? dia 

3 NO. 3.00 271.92 Each 816 

Providing G.I.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(SI,NO: 1 P.12) 

"A." 1/2"  dia 
60rft 60.00 73.21 P.rft 4393 

"B" 3/4??  dia 
100 rft 100.00 95.79 P.th 9579 

   

COTMCTOi ExeCuV ' -eer 
Educatkcn )IVSI 

Shahoed i,ad. 



C Page NO: 02 

   

S.NO Description Measurement IQuantityl Rate I Unit  I Amount 

U Providing and Laying and jointing IJPVC pressure Pipes of Class "B" (equivalent Make) fixing 
in trenches i/c cutting fitting and jointing with "Z" joints with one rubber ring i/c testing 
with water to head of 61 motor 200ft (PHES E-1, b, d P-22) 

'A 4" Dia 
6" Dia 

1x20 20.00 137.00 P.rft 2740 
1x80 80.00 262.00 P.rft 20960 

Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with drawing of casing pipe.(SI,NO: I P.41)(PHE) 

60 rft 60.00 160.00 P.rft 9600 
P/F Plastic poly pipe complete. (NSI). 
1-1/4" dia -  

300 Prft 300.00 25.00 P.rft 7500 

14 Providing Fixing water pumping set with diamond moter and pump 1HP I400PRM Single Phase 
220 volts 2*1/1/2" suction and deilevary 401 t head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects.(N.S.I) 

1 NO. 1.00 18470.00 Each 18470 
Total:- 127471 

COt'fiACTOR ExeVe Engineer 
Education"Warks Division 

Shaheed Benazirabad 



p 47 

BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 30001= 

a) Name of Procuring Agency Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

REHABILITATION!CONSTRUCTION OF CAMPUS SCHOOL, 
b) Brief Description of Work KHAIRSHAH, NIAZI KHAN SIYAL, H.M KHOJA D.0 HIGH SCHOOL 

NO. I AND GGHS SOCIETY NAWABSHAH ADP-416 OF 2017-18 

At GBHS Niazi Khan Siyal Taluka Nawabshah 

c) Procuring Agency's Address Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

d) Estimated Cost Rs. 8.800 Million 

e) Amount of Bid Security (fill in lump sum amount of in %age of 5% Rs. 440000/= 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 90 Days 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 5% 

h) Percentage, if any to be deducted from Bills. 3% 

i) Dead Line for submission of Bids alongwith time @ 12:00 Noon 

j) Venue, Time and Date of Bid Opening Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@ 1:00 P.m 

k) Time for completion from written order of Commerce. 

I) Liquidity damages 

m) Name of Contractor I Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures) 

Call deposit No. dated  

Amounting to Rs.  

Rates  

A.  

B.  

CONTRACTOR  

15 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

of the  

EXECUTIVNGJEER 
EDUCATION WORKS DIVISION 

SHAHEED BENAZIRABAD 



SCHEDULE "B" 
Name of Work Rehabilitation/ Construction of Campus School Khair Shah, Niazi Khan Sial, L17 

H.M Khoja D.0 High School No. 1 and GGHS Society Nawabshah (ADP-NO: 416 2017-18 Programme) 
@ Rehabilitation of GBHS Niazi Khan Siyal Tal: Nawabshah 

[S.NO Description Measurement IQuantityl Rate Unit Amount 

1 Dismantling cement concrete reinforced separating reinforcement from concrete cleaning 
and straightening the same. (SI, NO: 20 P.10) 

935.00 

@ 5445.00 %cft 50911 

Dismantling brick work in lime or cement mortar. (SI, NO: 13 P.10)  
2767.00 

@ 1285.63 %cft 35573 
3 Dismantling cement concrete plain. Ratio 1:3:6 (SI, NO:19 (b) P.10) 

186.00 
@ 1306.80 %cft 2431 

4 Removing cement or lime plaster.(SI, NO: 53 P13) 

9187.00 
121.00 %sft 11116 

Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
51t. In ordinary soil. (SI, NO: 18 (b) P. 4) 

3034.00 
@ 3176.25 %Ocft 9637 

Cement concrete brick or stone bllast 1½" to 2" gauge.(Sl, NO: 4 (c) P. 15) 

Ratio 1:5:10 
1675.00 

@ 8694.95 %cft 145640 

7 Pacca brick work in foundation and plinth in.1:6. (Sl,NO: 4(1 )e. P. 21) 

1847.00 
? 11948.36 %cft 220686 

Filling watering and ramming earth under floor with new earth excavated from outside lead 

upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 
4752.00 

@ 3630.00 %0cft 17250 
Reinforced cement concrete work including all labour and material except the cost of steel 
reinforcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 

exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 
situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 61 P. 17) 

2301.00 
@ 337.00 P.cft 775437 

Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

112.990 
@ 5001.70 P.cwt 565142 

II Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 
3114.00 

@ 12674.36 %clt 394680 

ExecitWCnciinecr 
Education Wks Division 

Shahoud Benzir Abad. 



Page No: 02 
ISNOI Description Measurement IQuantityl Rate I Unit Amount 

I Pacca brick work in other than building 1/ c strcking of joints on walls upto 20 feet 
height in:1:6. (SI, NO: 7(1 )e P. 22) 

991.00 

© 12346.65 %cft 122355 

1 Making & fixing steel grated doors with 1/16"thick sheeting including angle iron frame 2x2" 
/8"  and ~" square bars 4  centre to centre with locking arrangement. (SI, NO: 24 P. 92) 

72.00 
@ 726.72 P.sft 52324 

Providing and fixing G.I frames / chowkhats of size 7" x 2" or 4½" x 3" for door using! 
20 gauge G.I. sheet i/c welded binges and fixing at site with necessary hold fasts 
filling with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c 
carriage tools and plants used in making and fixing.(SI, NO: 29 p. 93) 

329.00 
@ 228.90 P.rft 75308 

Providing and fixing G.I frames / chowkhats of size 7" x 2" or 4½" x 3" for Windows using! 
20 gauge G.I. sheet i/c welded hinges and fixing at site with necessary hold fasts filling 
with cement sand slurry of tation 1:6 and repairing the jambs. The cost also i/c carriage tools 
and plants used in making and fixing.(SI, NO: 28 P. 93) 

257.00 
@ 240.50 P.rft 61809 

i Supplying & fixing in position iron / steel grill of ~" x ¼" size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(SI, NO: 26 P.93) 

1124.00 
© 180.50 P.sft 202882 

17 Providing & Fixing iron steel grill door with angle iron framme of 1½" x 1½" x~" and flat 
iron of ~" x ~" with approvd design and locking arrangement embeded in masonary as per 
instruction of Engineer Incharge. (SI,NO: 31 P.94) 

391.00 
@ 231.60 Psft 90556 

1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts hinges, iron tower bits. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1~" thick. (SI, NO: 7(b) P.58) only shuttrs. 

549.00 
@ 902.93 P.sft 495709 

Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (SI, NO: 16 P. 42) 
2" thick 

11143.00 
@ 3275.50 %sft 364989 

Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52) 
11275.00  

@ 2206.60 %sft 248794 

21 Cement plaster 1:4 upto 20 height.(a) ~" thick. (SI, NO: 11(a) P. 52) 
11275.00 

© 2197.52 %sfl 247770 
Cement plaster 1:4 upto 20" height.(c) ~" thick. (SI, NO: 11(c) P. 52) 

1277.00 
© 3015.76 °sft 38511 

CONTRc3 CTO R 

 

Educatkn V'JL ' L)ivision 
Shatwc3 Ben..zir Abad. 



4' 
Exec&t ingncer 

Educitjo Wris Division 
Shahed Ber.zzw Abad. 

CO9TRACTOR 

Page No: 03 
S.\O Description I Measurement IQuantityl Rate Unit Amount 

23 Cement pointing struck joints on walls.Ratio 1:2. (SI, NO: 19(a) P. 53) 
2056.00 

© 1287.44 %sft 26470 
24 Notice board made with cement(SI, NO: I p. 95) 

64.00 
© 58.11 Psft 3719 

Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
Cft per % Sft. (SI, NO: 13 P.35) 

10844.00 
© 1887.40 %sft 204670 

26 P/L floor of Verona Marble tiles of Size 12"x12" and 3/4" fine dressed on the surface without 
winding set in white cement laid over 3/4" thick bed of 1:2 grey cement mortor setting the tiles 
with grey cement slurry, jointing and washing the tiles with slurry of white cement and pigment 
to match the colour of tiles including curring grinding rubbing and chemical polishing etc 
complete i/c cutting tiles to proper profile. (R.A) 

1580.00 
@ 307.00 Psft 485060 z Extra labour rate for making cement plaster pattas/ band around straight or carved opening 

& around the edges of roof slabs the width not less than 6" with fine finshing as directed 
by Engineer Incharge. (SI, NO: 35 P.55) 

112.00 
@ 19.36 P.rft 2168 

Laying floor of approved with glazed tile ¼" thick cement 1:2 over ~" thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 43) 

293.00 
@ 27678.86 %sft 81099 

White glazed tile /4"  thick dado jointed in white cment and laid over 1:2 cement sand 
mortar ~" thick including finishing. (SI, NO: 37 P.45) 

1303.00 
@ 28253.61 %sft 368145 

30 Providing & fixing angle iron vertical posts for barbed wire fencing of size 2" x 2" x 1/4" 
embeded in R.C.C.Masonry pillars i/c making cuts/noles © 12" i/c fixing in pillars by chseling 
& filling the with cement sand mortar repairing & finishing the surface.(SI,NO: 8 P.95) 

188.00 
© 169.18 P.rft 31806 

31 Providing & fixing barbed wire fencing with 12 gauge -4 points © 6" apart barbed wire i/c 
straightening & fixing in angle iron vertical posts. (SI,NO: 9 P.96) 

2916.00 
@ 8.38 P.rft 24436 

32 Applying floating caot of cement 1/32" thick. (S.! NO: 14 P NO: 53)  
9187.00 

© 660.00 %sft 60634 
P/F cement paving blocks flooring having size of 197x97x60 (mm) of city / quddra / cobble 
shape with natural colours, having strength b/w 5000 psi to 8500 psi i/c filling the joints 
with hill sand and laying in specified manner / pattern & design etc. complete. 
(SI,NO: 71,72 P. 49) 

"A"  5232.00 

 

 

© 199.77 P.sft 1045197 

 

"B"  3488.00 

 

 

@ 223.97 P.sft 781207 
Primary coat of chalk under distempering.SLNO: 23 P.54) 

10844.00 
© 442.75 %sft 48012 



Page No: 04 

S.NO I Description  I Measurement 
Distempering Two Coats.. (SI,NO: 24 (C) P.54) 

     

 

Quantity Rate Unit Amount 

      

9234.00 
@ 1043.90 %sft 963u4 

Preparing the surface & painting with matt finish i/c rubbing the surface with Bathy 
(silicon carbide rubbing brick) filling the voids with zink / chalk/plaster of parise mixture. 
Applying frist coat premix making the surface smooth & then painting 3 coats with matt 
finish of approved make etc.complete.(New Surface) (SI,NO: 36 P.55) 

3555.00 
@ 3444.38 %sft 122448 

7 Cement concrete plain including placing compctirmg, finishing and curing, complete (including 
screening and washing of stone aggregate without shuttering.). (SI, NO: 5 (g) P.16) 
Ratio 1:3:6 

37.00 
© 12595.00 %cft 4660 

Distempering Three Coats.. (SI,NO: 24 (C) P.54) 
1610.00 

@ 1079.65 %sft 17382 

39 Preparing the surface & painting with matt finish paint of approved make to old matt 
finish surface 2nd & subsequent Coat. (S.I NO: 37-A P.NO: 55)  

22215.00 
© 1772.38 %sft 393734 

40 Preparing the surface & painting with weather caot i/c rubbing in surface to old weather caot 
surface.( Old surface) 2nd & subsquent coat. (SI,NO: 39 P.56) 

18245.00 
© 1498.48 %sft 

4j Painting doors and windows any type.three coats. (SI,NO: 4(b/c) P. 70) 
"A"  NEW SURFACE 

1098.00 
© 2116.41 %sft 

"B"  OLD SURFACE 
1636.00 

© 1160.06 %sft 

4 Painting Guard bars, gates iron bars gratings, railings including standard barces (etc) and 
similar open work. (SI,NO: 5(d) P. 70) 

"A" NEW SURFACE 
144.00 

273398 

23238 

18979 

© 1270.83 %sft 1830 
"B" OLD SURFACE 

490.00 
© 674.60 %sft 3306 

Borrowpit execavatin undressed lead upto lOOft (SI NO: 3 P.NO. 1) 
Ordinarry soil.  

32918.00 
© 2117.50 %0cft 69704 

M Dressing & Leveling of earth work to designed section etc complete (b) ordinary or hard soil(SI, NO: 3 P. 1) 
(SLNO: 13(b) P.4) 

32918.00 
© 187.55 %Ocft 6174 

COITRAGTOR 
Executinge 

ducatjon I': DivjSion 
Shaheed Bmr 'bad. 



J 

Page No: 05 
fS.NO I Description  I Measurement IQuantityl Rate Unit Amount  

4 Preparing the surface & painting with weather caot i/c running the surface with rubbing 
brick /sand paper filling the voids with chalk/plaster of paris & then painting with weather 
coat of approved make.(New Surface).2three coat.(SI,NO:  38 P. 56)  

2204.00 
© 2567.95 %.sft 56598 

Trufing slops of banks or lawns with grass sods including ploughing laying setting & 
watering truf got from within a distance of 5 miles & maintenance for 15 days. 
(SI,NO: 27 P.5) 

13167.00 
@ 1210.00 %sft 159321 

7 Supplying Manrture. (S.I NO: 44 P.NO: 104) 
100.00 

@ 298.12 Each 29812 

Supply of clean screened (River or Pit) sand within 5 chains including removal of top crust 
of earth or over burden & royalty to the Government or cost to the private owner. 
(SI,NO: 36 P.6) 

13167.00 
@ 420.00 %cft 55301 

Total:- 8724412 

CQ ;uR ExecutiVEngineer 
Education Works Division 

Shaheed Benazirabad 



SCHEDULE "B" W/S & S/F  
Name of work:- Rehabilitation! Construction of Campus School Khair Shah, Niazi Khan Sial, H.M 
Khoja D.0 High School No.1 and GGHS Society Nawabshah (ADP-NO: 416 2017-18 Programme) @ 

Rehabilitation of GBHS Niazi Khan Siyal Tal: Nawabshah 
Description I Measurement IQuantityl Rate I Unit Amount 

P/F equating type white glazed of flushing cistern with internal fitting & flush pipe with 
with bend & making requisite number of holes in wall plinth & floor for pipe connection & 
making good in cement concrete 1:2:4 
with 4" dia white glazed earthen ware trap & plastic thumble.(SI,NO: I - B (ii) P.1) 

5 NO 5.00 4846.60 Each 24233 

S/F long BIB - COCK of superior quality with C.P. head ½" dia. (SI,NO: 13(a) P.19) 

5 NO 5.00 1109.46 Each 5547 
Providing & fixing handle volves(china) (SI,NO: 5 P.17) 
3/4" dia 

2 NO 2.00 271.92 Each 544 

Providing G.I.pipes specials and clamps etc i/c fixing cutting and fitting complete with and 
i/c the cost of breaking through walls and roof making good etc painting two coats after 
cleaning the pipe etc with whit zink paint with pigment to match the colour of the building & 
testing with water to a pressure head of 200 feet and handling.(SLNO: 1 P.12) 

"A" ½" dia 
1x50 50.00 73.21 P.rft 

3/4N  dia 
1x25 25.00 95.79 P.rft 

P/F in position Nyloon connections complete with 1/2"dia brass stop cock with pair of brass 
nuts and lining joints to nyloon connection.(SI,NO: 23 P.6) 

Ix5 5.00 
@ 447.15 Each 2236 

Providing R.C.C. pipes with collers class "B" digging the trnches to requird and fixing in 
position i/c cutting fitting and jointing with maxphaltic composition and cement mortor 1:1 
and testing with water pressure to a head of 22.5 meter on 75ft (Sl,NO.2 P.24) 
6" dia 

1x20 20.00 199.25 P.rft 3985 

Z Providing & Fixing 22"x16" lavatory basin in white cement glazed earthen ware complete with 
& i/c the cost of W.I. or C.I. cantilever brackets 6" inches built into walls painted white in two 
coats after a primary coat of red lead paint a pair of ½" dia chorme plated piler traps.1½" dia 
rubber plug and chrome platted piller taps. 1½" dia rubber plug and chrome brass waster of 
approved pattern.1¼" dia malleable iron c.p. brass unions making and making traps. malloable 
iron & floor for pipe connection & making good in cement concrete 1:2:4 (Standard 
Pattern).(SINO.10 P.3) 

3 NO 3.00 
@ 4928.00 Each 14784 

Add: extra for labour for providing and fixing of earthen ware pedestal white or coloured 
glazed (Foreign or equivalent) (SI,NO:11 P.3) 

3 NO 3.00 

 

@ 2533.47 Each 7600 

COTRT;iOR Execut5v Engineer 
Education Works Divisio' 

Shaheed Bendzir Abad. 

S.NO 

"B" 
3661 

2395 



Page No: 02 
S.NO I Description  I Measurement IQuantity Rate I Unit  I Amount  

S/F Sawan typ piller cock of superior quality single C.P. head ½" dia.(SLI'JO: 16(a) P.19) 

4N0 4 
@ 795.30 Each 3181 

S/F cancealed TEE STOP COCK of sup: quality with crystal head ½" dia.(SI,NO:12(b) P.18) 
5N0 5 

© 889.46 Each 4447 

fl Boring for tube well in wall bearing nails from ground level upto 100 ft.or 30.5 meter depth 
i/c making and with thawing of casing pipe.(SI,NO: I P.41)(PHE) 

1x50 50.00 160.00 P.rft 8000 

12 Providing Fixing water pumping set with Diamond moter and pump IHP I400PRM Single Phase 
220 volts 2"xl/ 1/2" suction and deilevary 40ft head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

I NO 1.00 18470.00 P.rft 18470 
13 Providing and Laying and jointing UPVC pressure Pipes of Class "B" (equivalent Make) fixing 

in trenches i/c rutting fitting and jointing with "Z" joints with one rubber ring i/c testing 
with water a head 61 meter or 200 ft (SI NO: E-b,d F- NO: 22) 

"A" 4" dia 
26.00 137.00 P.rft 3562 

"B" 6" dia 
50.00 262.00 P.rft 13100 

13 Providing Laying UPVC pipes of Class 'D" fixing in trenches i/c cutting fitting and jointing with 
solvent cement i/c testing with water to a head of 122 motor 400ft (PHES 6- P-24) 
3/4" dia 

30 rft 30.00 19.00 P.rft 570 
Total:- 116315 

CIOR 
Executi€ ffieer  

Education Wks Division 
Shaheed Benazirabad 

26 rft 

50 rft 
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BIDDING DATA 

Tender Issued to  

DR No. Dated Rs. 30001 

a) Name of Procuring Agency 

b) Brief Description of Work 

c) Procuring Agency's Address 

d) Estimated Cost 

e) Amount of Bid Security (fill in lump sum amount of in %age of 
bid amount/estimated cost equal to 5%) 

f) Period of Bid Validity 

g) Security Deposit (i/c Bid Security) (in %age of Bid 
amount/Estimated Cost equal to 5%) 

h) Percentage, if any to be deducted from Bills. 

i) Dead Line for submission of Bids alongwith time 

j) Venue, Time and Date of Bid Opening 

k) Time for completion from written order of Commerce. 

I) Uquidity damages 

m) Name of Contractor I Agency (Tender issued) 

n) Deposit Receipt No. Date amount (in words &Figures)  

Executive Engineer, Education Works Division, 
Shaheed Benazirabad. 

ESTABLISHMENT OF BAKHTAWAR CADET COLLEGE FOR 
GIRLS SHAHEED BENAZIRABAD ADP.525 

Category-Il Bungalow for Hostel Warden Taluka Nawabshah. 

Executive Engineer, Education Works Division At Khoja Garden Nawabshah 
District Shaheed Benazirabad. 

Rs. 10.000 Million 

5% Rs. 500000/= 

90 Days 

5% 

3% 

© 12:00 Noon 

Office of the Executive Engineer, Education Works Division situated at Khoja 
Garden Nawabshah 

@ 1:00 P.m 

03 Months. 

(0.05 of Estimated cost of Bid cost per day of delay, but total not exceeding 
10%) 

Call deposit No. dated of the  

Amounting to Rs.  

Rates 

A.  

B.  

 

CONTRACTOR EXECUT '- ENGINEER 
EDUCATION WKS DIVISION 

SHAHEED BENAZIRABAD 



SCHEDULE "B" 
tJame of Work:-Establishrnent of Bakhtawar Cadet College for Girls @ Nawabshah Distt: SBA (Construction of Category-

H Bungalow for Hostel Warden) Tal: Nawabshah L)ist: SBA 

S.NO I Description Measurement IQuantity I Rate Unit Amount 

1 Excavation in foundation of building bridges and other structures including dagbelling 
dressing refilling around structure with excavated earth watering and ramming lead upto 
51t. In ordinary soil. (SI, NO: 18 (b) P. 4) 

8289.00 
@ 3176.25 %Ocft 26328 

Providing Anti-termniite treatment by spraying / sprinkling / spreading Neptachiar 
0.5% Emulsion as an over all pre-construction treatment in slab type construction Treatment inslab 
Type construction along external foundation trenches of the building over complete perimeter 
of the foundation trenches etc as per direction of the Engineer, of SI, NO: 91 l'.109) 

676.00 
@ 40.10 P.rft 27108 

Providing Anti-termiiite treatment by spraying / sprinkling / spreading Neptachlar 
0.5% Emulsion as an over all pre-construction treatment in slab type construction under the 
base slab and along attache perches or entrances etc complete as per direction of Engineer (SI, NO: 92 P.102) 

2098.00 
@ 9.74 P.rft 20435 

Providing and laying single per layer of polythene sheet 0.13 mm thick for water proffing 
asper specification & instructions of Engineer lncharge. (Si, NO: 38 P.38) 

1565.00 
@ 10.70 P.Sft 16746 

Reinforced cement concrete work including all labour and material except the cost of steel 
reinlorcement and its labour for bending and binding which will be paid separately. This rate 
also includes all kinds of forms moulds. Lifting shuttering curing rendering and finishing the 
exposed surface (including screening and washing of shingle) 
R.C. work in roof slab, beams columns rafts. Lintels and other structural members laid in 

situ or precast laid in position completed in all respects. 1:2:4. (SI, NO: 6i P.  17)  
3317.00 

© 337.00 P.cft 1117829 

6 Fabrication of mild steel reinforcement for cement concrete including cutting bending, 
laying in position making joints and fastenings including cost of binding wire (also includes 
removal of rust from bars.) Using Tor Bars. (SI, NO: 8 (b) P.17) 

Z 

177.690 
5001.70 

outside lead 
P.cwt @ 

Filling watering and ramming earth under floor with new earth excavated from 
upto one chain and lift upto 5feet. (SI, NO: 22 P.4) 

4662.00 
© 3630.00 %0cft 

S Cement concrete brick or stone bllast 1½" to 2" gauge.Sl, NO: 4 P. 15) 

"A"  Ratio 1:4:8 
1791.00 

© 9416.28 %cft 

"B"  Ratio 1:5:10 I  
1358.00 

@ 8694.95 %cft 

Damp proof course with cement sand and shingle concrete (1:2:4) including 2 coats of 
asphltic mixture. (SI, NO: 28 P. 19) 
2" thick 

725.00 

888752 

16923 

168646 

118077 

© 3912.85 %sft 28368 



I
S.NO I Description 

Bitumen coating to plastered or cement concrete surface. SLNO: 9 P.71) 
Measurement lQuantity Rate Unit J Amount 

Page NO: 02 

U 

5357.00 
°osft 41632 @ 778.09 

Pacca brick work in foundation and plinth in.l:6. (Sl,NO: 4(1 )e. P. 25) 
4725.00 

© 11948.36 %cft 564560 
12 Pacca brick work in other than building i/ c strcking of joints on walls upto 20 feet 

height in:1:6. (SI, NO: 7(1 )e P. 22) 

1626.00 
© 12346.65 %cft 200757 

Pacca brick work in ground floor in Cement sand mortar 1:6. (SI, NO: 5(1 )e P. 21) 
"A"  GROUND FLOOR 3393.00  

© 12674.36 %cft 430041 
"B"  FIRST FLOOR 

245.00 

i 

© 13112.99 
Cement plaster 1:6 upto 20" height.(b) ½" thick. (SI, NO: 13(b) P. 52) 

%cft 32127 

13295.00 
© 2206.60 %sft 293367 

Cement plaster 1:4 upto 20' height.(a) ~" thick. (Si, NO: 11(a) P.52) 
13295.00 

@ 2197.52 %sft 292160 
Extra labour rate making grooves of 1" x ¼" or ~" x ¼" plastered surface with true 
edges both vertically & horizontly with uniform depth & with groove base smoothly finished 
etc. complete as per instruction of Engineer lncharge.(SI,NO: 34 P.55) 

2210.00 

iZ 

© 7.71 

Laying floor of apptoved with glazed tile ¼" thick cement 1:2 over 3/4"  thick cement 
mortar 1:2 complete. (SI, NO: 24 P. 48) 

P.rft 17039 

173.00 
@ 27678.86 %sft 47884 

White glazed tile '" thick dado jointed in white cment and laid over 1:2 cement sand 
mortar ~" thick including finishing. (SI, NO: 37 P.50) 

736.00 
© 28299.30 %sft 208283 

Providing and laying 1" thick topping cement concrete (1:2:4) including surface finishing and 
dividing into panels. (SI, NO: 16 P. 42) 
2" thick 

3214.00 
© 3275.50 %sft 105275 

Q Two coats of bitumen laid hot using 34 lbs for %sft over roof and blinded with sand at one 
Cit per % Sit. (SI, NO: 13 P.41) 

3214.00 
@ 1887.40 %sft 60661 

, 1st class deodar wood wrought. Joinery in doors and windows etc. fixed in position including 
chowkats hold fasts h inges, iron tower bIts. Chocks cleats, handles and cords with hooks, 
etc. Deodar panelled or panelled and glazed or fully glazed. 1/4" thick. (SI, NO: 7(b) P.65) 

387.00 
© 1273.76 Psft 492945 



I;. 

tS.NO Description Measurement IQuantity j Rate I Unit  J Amount  
22 First Class Deoder wood wrought joinery work in wire gauze door and windows with 22 S.W.G 

Galvanized wire gauze 144 mesh per squre inch iron fitting complete. (S.! NO: 14 (b) Page: 59) 
61.00 

@ 562.98 P.sft 34342 
23 Providing & Fixing Aluminium sheet on door pasted with glue as per requirment.(SI NO: 61 PNO: 66) 

35.00 

© 63.77 Prft 2232 
24 Providing and fixing with sunk iron screws wooden architrave approved design / Shaape 

thaving width not less han 2-1/2 incheses. (SI 60 P No. 66) 

242.00 

@ 49.97 Prft 12093 
Making & fixing steel grated doors with i/16'thick sheeting including angle iron frame 2"x2" 
3/s" and 3/4"  square bars 4" centre to centre with locking arrangemeni(Sl, NO: 24 P. 97) 

84.00 
@ 726.72 P.sft 61044 

Supplying & fixing in position iron / steel grill of ~" x ~" size flat iron of approved 
designe including painting 3 coats etc. complete wight not tobe less than 3.7 Lbs/sq foot of 
finished grill.(SI, NO: 26 P.93) 

346.00 
© 180.50 P.sft 62453 

7 S/F in position Aluminium chanels framming for windows & vetilators of Alcop made with 
5 mm thick tinted glass glazing (belgium) & fly screen i/c handles stopprs & locking 
arranement etc. coniplete.(Sl,NO: 84-b P. 108) 

346.00 

@ 1647.69 Psft 570101 
Supplying and filling sand under floor and plugging in wall.(SLNO:29 P.31)  

6078.00 
© 1141.25 %cft 69365 

Providing & laying tiles glazed 6"x 6"x '/4"  on floor or wall facing in required colour & 
pattern of STILE specification jointed in white cement & pigment over a base of 1:2 grey 
cement mortar ~" thick including washing & filling of joints with slaurry of white cement 
& pigment in desired shape with finishing cleaning & cost of wax polish etc. complete 
including cutting tiles to proper profile.(Sl,NO: 60 P.53) 

1481.00 
@ 30509.77 %sft 451850 

Q	 Providing and Laying 3/8' Tiles 6"x36" on floor or wall facing the required colour or pattern jointed 
with high bond adhesive lik i/c washing & filling in the joints to desire shape with finishing cleaning 
i/c cost of wax polish etc complete as per direction of Engineer incharge.(R.A) 

1075.00  
@ 450.00 Psft 483750 

31 P/F cement paving blocks flooring having size of 197x97x80 (mm) of city / quddra / cobble 
shape with natural colours, having strength b/w 5000 psi to 8500 psi i/c filling the joints 

Page NO: 03 

with hill sand and laying in specified manner / pattern 
(Sl,NO: 71, 72 P. 49) 

& design etc. complete. 

Coloured 1086.00 
@ 223.97 P.sft 

." Grey 1630.00 
© 199.77 P.sft 

Primary coat of chalk under distempering.(SLNO: 23 P.54) 
2098.00 

© 442.75 %sft 

243231 

325625 

9289 



IS.NO J Description Measurement IQuantity I Rate  I Unit Amount  
Distempering Three;  Coats.. (SLNO: 24 (C) P.54) 

Page NO: 04 

2098.00 
@ 1079.65 %sft 22651 

Painting doors and windows any type.three coats. (SI,NO: 4(b/c) P. 70) 
NEW SURFACE 

774.00 
© 2116.41 %sft 16381 

Preparing the surface & painting with rnatt finish i/c rubbing the surface with Bathy 
(silicon carbide rubbing brick) filling the voids with zink / chalk/plaster of parise mixture. 
Applying fiist coat premix making the surface smooth & then painting 3 coats with matt 
finish of approved make etc.complete.(New Surface) (SI,NO: 36 P.55) 

3570.00 
@ 3444.38 %sft 122964 

Preparing the surface & painting with Weather coat i/c rubbing the surface with rubbing brick 
/sand paper, filling the voids with chalk / plaster of paris and then painting with weather 
coat of approved make. (New Surface). (S.INO. 38a 38a+b)(38a+b) P.NO 56 & 42) 

7969.00 
© 2567.95 %sft 

Providing and fixing;approved quality mertice lock. (SI NO. 21 p NO. 60) 
12.00 

© 1786.13 Each 
Providing and fixing brass spring hinges to wire gauzed doors (S.l NO: 18 P.NO: 60) 

2.00 

© 801.35 Each 

Providing & Fixing Lamination Wardrobe with fram 1-1/2" xl-1/2" ist class deoder wood 

framme or 3/4"thick lamination sheet 3/4" 1-1/4"x2' Height 7' sheet size 3/4" thick in back 

shelves, drawer as shutter i/c brass fitting such as hinjes, handles lacking arregment, hanger 

round bar rod and shoe box etc complete as per direction of site incharge (R.A) 

205.00 

204640 

21434 

1603 

@ 1585.00 Each 324925 
Making & fixing Kitchen wooden cabinet Ammerican / Italian style with shetters of lassani wood sheet 3/4" 
thick framme work class deoder wood 2" xl" pasted with classic formica & 18" deep including necessary 
cost also including necessary tools & plants to be used in making etc complete directed by the engineer 
incharge etc complete (R.A) 

. Borrowpit excavatio 
Ordinarry soil.  

41.00 
(i 1025.00 P.sft 42025 

und 

29700.00 
@ 2117.50 %0cft 62890 

Laying Earth work compaction (soft, ordinary or hard soil) (SI, NO: 13 P. 3)  
29700.00 

© 263.00 %Ocft 7811 
Total:- 8368691 

Contractor Executive Engineer 
Education Works Division 

Shaheed Benazirabad 



SCHEDULE "B" 
Name of Work:-Establishment of Bakhtawar Cadet College for Girls © Nawabshah Distt: SBA (Construction of 

Category-Il Bungalow for Hostel Warden) Tal: Nawabshah Dist: SBA 

S.NO Description Measurement
J Quantity Rate Unit Amount 

1 Making the connection with existing G.l pipe 2" dia i/c cutting the pipe & providing and 
fixing neccesary fitting (5.1 No 10 Page No. 18) 

1E 
399.96 Each Rs. 400 

Supplying & Fixing Soap Tray Eat wire C.P screws etc Complete (S.I No: 05 Page : 08) 
1E 

497.20 Each Rs. 497 
P/F 24" x 18' bevelled edge mirror of belgium glass complete with 1/8"thick hard board and 
C.P screws fixed to wooden plate.(SLNO:3, P.7)Superior Pattern  

1E 
2376.00 Each Rs. 2376 

Supplying & fixing Bath Room accessories set (7 piece) i/c towel rod, brush holder soap 
tray, shelf of approved desing i/c cost of screws, nuts etc complete. (Master Brand). 
(SI,NO: 25, P.16) 

4E 
10322.40 Each Rs. 41290 

5 Earth were glazed guly trape 6'x6"x4" with c.I cover frame. (SI No. P. No. 
4E 
© 1429.67 Each Rs. 5719 

Providing R.C.C. pipes with collers class "B" digging the tmches to requird and fixing in 
position i/c cttting fitting and jointing with maxphaltic composition and cement mortor 1:1 
and testing with water pressure to a head of 4" feet above the top of heighst and refilling 
with excavated staff.(Sl,NO.2 P.21) 

°A" 9" dia 200 Rft 
© 250.60 P.rft Rs. 50120 

6" dia 100 Rft 
© 199.25 P.rft Rs. 19925 

Consturution of Main Hole of inspection chamber for the required dia of circular sewer 
and 3'x6' (1067mm) depth with walls of B.B. in cement mortor 1:3 i/2"thick in side of walls 
and 1" (25mn) thick over bending and channels i/c fixing C.I. main hole cover with frame of 
clear opening 1½" x 1½" (457 x 457mm) of 1.75 cwt (88.9 kg) embedded in plain C.C/ 1:2:4 
& fixing 1" (25mm) M.S/ steps 6" (150mm) wide projecting 4" (102mm) from the face of wall 
at 12" (305mn) C/C duty painted ctc: complete as per specification & drawing No.D.P/1 of 
Public l-lealth Circular southern zone (SlNO.1 P.31)  

3N 
© 14748.00 Each Rs. 44244 

164570 

Non-Schedule Item  
Providing nad Fixing UPVC trap 4"x4' dia grade (AGM)+equaivalnt i/c cutting with collers clamps 
and rubber the rate i/c making holds in walls plinth floor and roof for fixing pipe and good in 
C: C 1:2:4 testin presure head 20feet (R.A) 

8E 
© 1340.00 Each Rs. 10720 

2 Providing & fixing UPVC brach 4"x4" dia wuth acess door grade-I (AGM) equaivalnt i/c Cutting 
(R.A) 

4E 
1199.00 Each Rs. 4796 

3 Suppling & fixing Gate Volve (Brass) Wheele thrated type suproior quality 
3N 

625.00 Each Rs. 1875 



Page No: 02 

S.NO Description I Measurement 
J 
 Quantity Rate Unit Amount 

p 4 P/F UPVC pipe 4' dia (PAK ARAB) SCH -40 on surface by using clips / saddler socket / 
Reducer / Bush / Tea wtc.which will be paid speartely or recessed in rnasonary, C.C. or R.C.C. 
upto 60 feet height & making good with C.C. i/c curing, finishing etc. Complete as per 
instructions of the Engineer Incharge, specifications of the material should meet the 
requirements of class 12454-B in accordance with the ASTM-D-1978 type I Grade Rate i/c 
all cost of labour, materials, carriage, scaffolding / laders,etc. complete.(R.A) 

200 Rft 
290.00 P.Rft Rs. 58000 

5 P/F PLUG TEE 4' dia (PAK ARAB) SCH -40 make of approved quality design of various sizes 
fixed to UPVC pipe / fiiting paid separtely, using approved adhesive compound upto 20 feet 
hight as per instructions of the Engineer Incharge specifications of the materials should 
meet the requirements of class 12454-B in accordance with the ASTM D 1784 type I grade 
I Rate i/c all cost of labour,materials,cartage,scaffolding laders etc con1plete(R.A) 

8 E 774.00 Each Rs. 6192 
6 P/F UPVC BEND (LONG) 4" of ( PAK ARAB) make of approved quality i/c making joints by 

using pests / solution AGNI make asper instructions of the Engineer Incharge Rate i/c all 
cost of labour, materials, carriage, scaffolding etc cpmplete(N.S.l) 

8E 
1021.00 Each Rs. 8168 

7 P/F 4' dia UPVC socket ( PAK ARAB) make of approved quality i/c making joints by using 
pests / solution AGM make asper instructions of the Engineer Incharge Rate i/c all cost of 
labour, materials, carriage, scaffolding etc. cpmplete(R.A) 

8E 
© 306.00 Each Rs. 2448 

8 P/F 4' dia UPVC Cowel/Terminal Guard/Endcap of ( PAK ARAB) make of approved quality i/c 
making joints by using pests/solution AGM mak as per instruction of the Engineer Incharge 
Rate i/c all cost of labour, materials, carriage scaffolding etc cpmplete(R.A) 

4E 
306.00 Each Rs. 1224 

9 P/F 4" din UPVC P-Trap (PAK ARAB) make of approved quality i/c making joints by using 
pests / solution ACM make asper instructions of the Engineer lncharge Rate i/c all cost of 
labour, materials, carriage, scaffolding etc. cpmplete(R.A) 

4E 
674.00 Each Rs. 2696 

10 Providing & fixing UP\'C WC CONNECTOR 4" of ARAB make of approved quality including making 
joints by using pest/solution AGM make as per instruction of the Engineer Incharge. 
Rate i/c all cost of labour,materials,cartage,scaffolding laders etc complete(N.S.I) 

4E 
© 416.00 Each Rs. 1664 

11 P/F Squating type white coloured W.0 Pan size 585 x 435 mm (PORTA) (USA) with i/c the cost 
of hang type flushing cistern with internal fitting and flush copper pipe with bend & making 
requisite number of holes in walls plinth & floor for pipe connection & making good in cement 
concrete 1:2:4 i/c flushing tank (PORTA) with 4" earthern ware trap and C.I thumble etc as 
entire satisfacation of Engineer Inchange. (R.A) 

3No 
14331.63 Each Rs. 42995 

12 P/F wash down (Commode) size 685 x 645 mm (PORTA) (USA) one piece with i/C the cost of 
flushing cistern 6 litre fixing with back to wall hydraulic seat cover & making requisite No: of 
holes in walls Floor for pipe connection & making i/c earthenware s-trap etc: complete as entire 
satisfacation of Engineer Incharge. (R.A) 

1 No 
18405.75 Each Rs. 18406 



Page No: 03 

S.NO Description Measurement Quantity Rate Unit Amount 

13 P/F Wash Basin with padestal size 635 x 510 mm PORTA) (USA) with i/c the cost of Bolts. 
Nuts and washer & making requisite number of holes in walls for pipe connection etc as 
entire satisfaction of Engineer Incharge. (R.A) 

4 No 
14331.63 Each Rs. 57327 

14 Providing PPR Pipe and specials and clamps etc including cutting threading end point and fitting 
with and i/c the cost of breaking walls floor and roofs. This rate also including wrapping 
bitumen tap around pipe etc. complete as entire satisfaction of Engineer Incharge. (R.A) 

"A" l/2'dia 75  Rft 
© 87.81 P.Rft Rs. 6586 

"B" 3/4"dia 

"C" 1"dia 

© 161.40 P.Rft Rs. 28245 
15 Providing and fixing in position 1/2" dia T-Cock (SONEX) with c.p head etc. satisfaction of Engineer 

Inchaege. (R.A) 
7 No 

© 1757.94 P.No Rs. 12306 
16 Providing and Fixing in Position 1/2" dia Double Bib Cock i/c Muslim Shower with pipe waste 

etc c.p heicl etc.as entire satisfaction of Engineer Incharge. (R.A) 
4 No 
© 8302.94 P.No Rs. 33212 

17 Providing and fixing in position 1/2" dia Basin Mixture (SONEX) with c.p head etc. 
as entire satisfaction of Engineer Lncharge. (R.A) 

4No 
7752.94 P.No Rs. 31012 

18 Providing and fixing in Position General Bib Cock SONEX) with c.p head etc. as entire 
satisfaction of Engineer lnchaege. (R.A) 

4 No 
2032.94 P.No Rs. 8132 

19 Providing Fixing water pumping set with Diamond moter and pump Il-IP I400PRM Single Phase 
220 volts 2"xl/1/2" suction and deilevary 401t head i/c base Plate and also making C:C: 1:3:6 
plate form of required base size and fixing with nuts & bolts etc. complete in all respects. 

1 No 
18470.00 P.No Rs. 18470 

20 P/F Fifro Glass shower trap aproprate size 3'x3"x6" poarctia enamul i/s o/s desire colour 
complete with cost of shower trap with rubber pully providing for pipe connection etc 
complete as per direction of Engineer Incharge. 

3 No 
17500.00 P.No Rs. 52500 

N.S Items Rs. 425627 

S. Items Rs. 164570 

G. Total:- Rs. 590197 

Contractor 
Executive Engineer 

Education Works Division 
Shaheed Benazirabad 

150 Rft 
© 124.37 P.Rft Rs. 18656 

175 RIL 
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