BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance of
the Bidding Documents).

(a). Name of Procuring Agency:- Executive Engineer (Education Works)
Division Shikarpur.

b). Brief Description of Works:- REHABLITATION OF POLLING STATIONS OF
DISTRICT SHIKARPUR REHABLITATION OF WASH
ROOMS & SANITARY WORKS
(PACKAGE NO:1)
GBPS Amin Shah Chusti, GBPS Kiri Nawab Jkhan,
GBPS Kila Qafila, GBPS Dawan Shah Muhala

(c).Procuring Agency’s address:- Executive Engineer (Education Works) Division Shikarpur
Near GBHS No.ll Shikarpur.

(d). Estimated Cost:-_0.525 ( Millions).

(e). Amount of Bid Security:- 5% (Fill in lump sum
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 90 Days {Not more than sixty days).

(g).Security Deposit:-(including bid security):- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Pércentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :- As Per NIT

(i). Venue, Time, and Date of Bid Opening:- Near GBHS 1l (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 1 Month
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost per
day of delay, but total not exceeding 10%).

(m). Deposit Receipt No: Date: Amount:Rs:

Bank _ ,

(n) D.R.NO: DATED:- . Amoun{ 1000 /-(Rupees: One Thousand only).
(0). Tender issued to Mr. / M/s . . Govt: Contractor.

XECUTIVE ENGINEER
ATION WORKS DIVISION
r, SHIKARPUR




BILL OF QUANTITY

NAME-OF WORK REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GBP3 Amin Shah Chusti
SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK}
Excavation in foundation of building bridges & other structure with
1 158 |excavated lead upto one chain and liff upto Sfeel [n ordinary Soil| 3176.25 %0cft 501.85
{S.1.No:18{bj-P/14}
Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1.5:10. o
2 44 (5. No:4@-P/21) 8694.95 %.Cit 3,825.78
3 104 Pacca .bnck work in Foundation and plinth in cement sand mortor 1:6 1194836 o Sft 23176.82
{5.1.No:4-P/20}
4 25 PDI’OVIdII'.\g Hard Murrum poderly fine base dressing watering feveling & 183475 % Sit 458.59
compecting etc complete.
Reinforced cement congrete werk including all labour and material except
5 16 th.e cost of‘ steel Remforcemgnt and its Iat?our for bendlrjg and binding which 237 Peit 5,302.00
will be paid separately. This rates also includes all kind of forms moulds
liting shuttering curring ratio (1:2:4:)
6 % Filling watgrlng and ramming earih und.er floor thh New Surface excavated 3630 o0 Cit" 166.98
from out side lead upto one chain and lift upto 5' feet.
Pacca brick werk in ground floor with (1:6) ratio in cement sand o P
7 116 mortar (5.0 NO:5 &P NO21) 12674.36 % Cit: 14,702.26
8 0.65 {Supplying and Fixing Tears at Site 3575 P.Cwt; 2,323.75
Erection rofled steel beams cr old rails in roofs etc erection and fixing in ,
8 0.65 oostion(S.LNO.6 . PNC.91) 186.34 P.Cwt: 121.12
Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 172" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
10 | 4208 |coating sand biinded, provided over cne layer of 12" x 6°x2" tiles laid in 1:6| 7607.26 | % Sft: 3,201.13
cement mortar inciuding 1:2 cement pointing under neath of tiles complete
including curing ete, (S.LNG.2 P.NO.3N
Providing and laying single per layer of polythene sheet 0.13 mm thick for
1 42 |water prefing as per specification and instructions of Enginser incharge. 10.7 P. Sit: 449,40
{S.NO.38.P.NO.38}
PIF G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet i/c welded hings and and fixing and fixing at site with
12 17 inecessary hold fasts, filing with cement sand slurry of ratio 1:6 and| 2289 P.cit: 3,891.30
repairing repairing the jambs, The cost also ifc all carriage, tools and plants
used in making and fixing, {S.1.NC.28.P.NQ,33)
B/F Gl frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
13 18 |necessary hold fasts, filing with cement sand slurry of rafio 16 ang| 2405 P.Rit: 4,329.00
repairing repairing the jambs, The cost also i/ all carriage, tools and plants
used in making and fixina.{S.LNC 28 P.NO.93)
Supplying & Fixing in position [ron/ steel grili of 3/4 x 1/4" size flat iron of
14 5 approved design including: painying 3 coats etc complete {weight not to be| 1805 P.5f 902 50
less than 3.7 Lbs/ sq feet of finishing grill {S.| No:.26 P.No:93)
15 503 |Cement plaster {1:6} ratio upto 20" height 1/2" thick.(S.|.NO:13,P.NO:52}. 2206.6 %St 11,099.20
16 503 [Cement plaster 1:4 upto 20' ft, height ground floor 3/8" thick. 2197.52 %St 11,053.53
Providing and laying 1" thick Topping cement concrete (1:2:4} including 4411 oSt 193531
7] B |surface finshing and panels (S.1NO 15 P.NO 42) & ’ o
Providing and laying 1" thick Topping cement concrete (1:2:4} including S
i 1 3275.5 %St 49133
8 § surface finishing and panels (3.1 NOQ 18 P.NO 42 ’
First class deodar wood wrought joinary in deors and windows efc fixed in
19 14 position ifc chowka?s hold fasts hinges, iron towers bolts,chocks cleats 851 P Sht 11,914.00
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully glazed (b} 1-3/4" {S.| No:7 P. No: 58]
20 50 White washing Three Coats (5./.NQ:26 P.NO:54) §29.95 % Sit 414,98
2 365 |Colour washing Two Coats (8.1.NO:25,P.NO:54) 859.9 % Sit 3,138.64
59 70 Painting to doors and windows any type Three Coats (S.LNO:4{ C 2115.41 9, St 148149
},P.NOC:68)
Painting Guard bars, gates iron bars, grating ,railings including standard 170,83 % Sft 203.33
& 16 braces etc) and similar open work {S.1.NO:4{ d).P.NO:69) {Three Coats). ' ’ '
Fabrication of Tar steel reinforcement for cement concrete including cutting
24 0.714  |bending and laying in position making joints and fastening including the cost] ~ 5001.7 P.Cwt 357121
of binding wire also includes removal of rust from bars. (S.1.No:8(b)-P/16)
TOTAL 108,049




) WATER SUPPLY & SANITARY WORK
PART-B : PLUMBING WORKS
SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear cpening between flusing rims
and 3 gailons flushing tank with 4" dia Cl frap and CI thumble. 4,80260| Each 4,803
1
2 Providing and fixing 4'x4"x4" dia C.| branch of the required degree
1 iwith access doors rubber washer 1/8" thick and builts and nuts and 27080 | Each 271
exfra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in french i/c cutting,
fitting and jointing with sclvent cement ifc testing with water to 2 head
of 61 meter or 200 ft. S.I.No. 2 P.No. 23 PH.D
- {80 mm {3'dia) 90.00 | P/Rft ]
9 {100 mm (4"dia) 136.00 | P/Rft 1224
- 1125 mm (5"dia) 185.00 | P/Rft 0
- 1150 mm (6"dia) 259.00 [ P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall ihickness as specified i/c cost of nuts bolls and fixing in
1qp {Plateform of cement concrete 1:3:6 and making connection for in-let 87 95 Per 8795
out-let and over flow in-lat out-let flow pipes ’ Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C piate form,
60 |a). Filter + Boaring 7700 P/Rit 4620
1 |b) Hand Machine 4500 | Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and i/c the cost of breaking through walls and
rcof making good efc painting two coats after cleaning the pipe elfc
with white zink paint with pigment to match t
- |i). 172" dia pipe 73.21 P/Rft
- |iy. 3/4" dia pipe 95.78 PRft -
10 [ii). 1" dia pipe 128.55 P/RAt 1286
ii). 1-1/4" dia pipe 15319 P/Rit -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cemant ifc testing with water to a head
of 122 meter or 400 ft. 8.1. No. 6 P.No. 24 PH.D
15 (13 mm (1/2" dia) 12.00 P/Rift 180
25|12 mm ({3/4" dia) 19.00 P/Rit 475
- |25 mm (1" dia} 27.00 PiRit
26 mm (1 1/4" dia) 33.00 P/Rft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
!lpatiem S.1No. 1 P.No. 16 34892 | No 349
9 Providing and fixing baal valve (with unscidered copper ball ) made to
118BS 1212 (S.1.No. 6 P.No. 18 1l 344" dia 29084 | Mo 291
10 ) Providing and fixing electric motor 1/2" horse power ifc pumping set 14901 No 14201
made 1 H.P elc.
Total : 40994

Amount Total (CSR})

Part"A"

Part"B"

% Above / Below ____

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF PCLLING STATIONS OF DISTRICT SHIKARPUR

. GBPS Kiri Nawab Jkhan
SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with excavated o i
! 216 lead upto one chain and lift upto 5'feet. [n ordinary Scil. (S.1.No:18{b)-F/14) 317625 7h0ch 686.07
Cement Concrete brick ¢r stone ballast 11/2" to 2" guage Ratio 1:5:10. s
. . 4.7
2 64 (3. NG AG-PI21) 8694.95 %.Cft 5564.768
3 271 Pacca brick work in Foundation and plinth in cement sand mortor 1:6 11948.36 % St 32380.0556 3
{S..No:4-P/2%y '
4 44 Porgviding Hard Murrum poderly fine base dressing watering leveling & 1834.75 %. 5t 807.29
Reinforced cement concrete work including all labour and material except
5 15 the cost of steel Reinforcement and its labour for bending and binding which 337 Beit 5392

will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring rafio {1:2:4:}

Fabrication of Tar steel reinforcement for cement concrete including cutting
6 .714  ibending and laying in pesition making jeints and fastening including the cost]  5001.7 P.Cwi 3571.2138
of binding wire alse includes removal of rust from bars. (S.1.Nc:8(k)-P/16)

7 o Filling wat‘enng and ramming egnh unc.!er floor }NI[h New Surface excavated 3620 %o O 12396 I
from out side lead upte one chain and lift upto § feet,
Pacca brick work in ground floor with {1:6) ratio in cement sand .
8 204 12674. % Cft: 25855.6944
0 mortar.{S.I.NO:5 e,P.NO:21) 67436 % Cit 3 i
9 1.3 Supplying and Fixing Tears at Site 3575 P.Cwt: 4847.5 K
10 13 Erection rolled steel beams or cld rafls in roofs etc erection and fixing in 186.34 P Cwt 949 242

positien.(S.ILNO.S . P.NG 91

Second class tiles rocfing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
11 80  icoating sand blinded, provided over cne layer of 12" x 6'x2" tiles laid in 1:5| 7607.25 | % Sft: 6085.8
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing ete. (SLNO.2 P.NO.33)

Providing and laying single per layer of polythene sheet 0.13 mm thick for
12 80 water profing as per specification and instructions ¢f Engineer incharge. 10.7 P. Sit: 856
{5.NO.38.P.NO.38)

P/F G| frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet iflc welded hings and and fixing and fixing at site with
13 32 Inecessary hold fasts, filing with cement sand siurry of ratio 1:6 and repairing] ~ 228.9 P.cft 73248

repairing the jambs, The cost also ifc aii carriage, tools and plants used in ‘
making and fixing {S.1LNC29,P NG 93)

P/F G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
14 24 |necessary hold fasts, filling with cement sand siurry of ratio 1:6 and repairing] ~ 240.5 P.Rit: 5772
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making and fixing {S.L.NC.28 P NC 93}

Supplying & Fixing in positicn Iron/ steel grill of 3/4 x 1/4" size flat iron of;

15 12 [approved design including: painying 3 coats etc complete {weight not to bey ~ 180.5 P.Sft 2166
less than 3.7 Lbs/ sq feet of finishing arill {S.1 No:.26 P.No:93)
16 112 tCement plaster (1:6) ratio upto 20" height 1/2" thick.(S.| NO:13,P.NO:52). 2206.6 %St 2471,392
17 804  |Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick. 2197.62 %St 17668.0608
Cement Concrete Plain compacting finishing curring et and washing o
1 1442925 %.cft 7936.0875
¢ 5 aggreqate without shuttering (S.1.No:5-P/15) i
Providing and laying 1" thick Topping cement concrete (1:2:4) including o
1 32755 %St 589.59
s 18 surface finishing and panels {S.| NO 16 P.NO 42) i
First class deodar wood wrought joinary in doors and windows ets fixed in
20 97.08 position ifs chowka?s hold fasts hinges, iron towers boits,chocks cieats 851 P.sit 99045.08
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully glazed {b} 1-3/4" {S.| No;7 P. No: 58]
31 70 Painting to doors and windows any type Three Coats (S.INO4( C 2116.41 o Sit 1481 487
LP.NO:58)
Painting Guard bars, gates iron bars, grating railings including standard 1270.83 o Sft 419.373%
& 33 braces elc) and similar open work (S..NO:4{ d).P.NO:69) (Three Coats). ' ’ '
TOTAL 155,296




WATER SUPPLY & SANITARY WORK
PART-B : PLUMBING WORKS
SON QANTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening betwsen flusing rims and
3 gallons flushing tank with 4" dia Cl trap and CI thumble. 4,802.60| Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.! branch of the required degree
1|with access doors rubber washer 1/8" thick and builts and nuts and 270.60{ Each 27
extra painting to match the colour of the building.
3 Providing Laying UPYC pipes of Class "B" fixing in trench ifc cuiting,
fitting and jointing with solvent cement ifc lesiing with water to a head
of 81 meter or 200 ft. S.I.No, 2P.No. 23 P.H.D
- |80 mm {3"dia) 90.00 | P/Rft 0
9100 mm {4"dia} 136.00 | P/Rft 1224
- 125 mm {5'dia} 185.00 | P/Rft 0
- | 150 mm {6"dia} 259.00 | P/Rit
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 plateform of cement.concrete 1:36 aqd making connaction for in-let 87.95 Per 8795
out-let and over flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine ifc bearing with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00( P/Rft 4620
1 |b} Hand Machine 4,500 Each 4500
6 Providing Gi pipes spectals and clamps etc including fixing cutting and
fittings complete with and i/c the cost of breaking through walls and
roof making good etc painting two coals after cleaning the pipe elc
with white zink paint with pigment to match t
- |i). 1/2" dia pipe 73.21 PIRft
- [ii). 3/4" dia pipe 95.79 PIRft
10 [ii). 1" dia pipe 128.55 PiRft 1286
- i), 1-1/4" dia pipe 153.19 PIRf -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement i/c testing with water to a head
of 122 meter or 400 fi. S.1. No. 6 P.No. 24 PHD
1513 mm (1/2" dia) 12.00 PIRft 180
2519 mm (3/4" dia) 19.00 PiRit 475
- (25 mm {1" dia) 27.00 P/Rft
- 26 mm (1 1/4" dia) 33.00 P/Rft
8 Supplying and fixing in posiion brass bib cocks 3/4" dia standard
" |pattern S.1.No. 1 P No. 16 34892 4 Mo 49
9 Providing and fixing baal valve {with unsoldered copper ball } made to
"|BBS 1212 (S..No. 6 P-No. 18 I /4" dia 29084 | Mo 21
idi ixi i 1/2" h if i t
10 ; Providing and fixing electric motor orse power ife pumping se 14201 No 14701
made 1 H.P efc.
Total : 40894
Amount Total (CSR)
Part "A" % Above /Below Total Amount
Part"B" Y% Above /Below Total Amount
Total "A+B"
CONTRACTOR




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GBPS Kila Qafila

I

QNTY DESCRIPTION RATE UNIT

AMOUNT

PART-A (CIVIL WORK)

Excavation in foundaticn of building bricges & other structure with excavated

S.N
O:
A

! lead upto one chain and lift upto 5'feet, In ordinary Soil, {5.1.No:18(h)-P/14)

216 3176.25 %alcft

686.07

5 64 Cement Concrete brick or stone ballast 11/2" to 2" guage Ratic 1:5:10.

Q
(S| No:A@-P/21) 869495 | %.Cht

5564.768

Pacca brick work in Foundation and plinth in cement sand mortor 1:6

3 2 (S.].Np:4-P/20)

11948.36 | “%.Sit

32380.0556

4 44 Poroviding Hard Murrum poderly fine base dressing watering leveling & 183475 %.Sft

807.29

Reinforced cement concrete work including all labour and material except
5 16 the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates alsc includes all kind cf forms moulds
lifting shuttering ¢urrina rafio (1:2:4;)

337 Peft

5392

Fabrication of Tar steel reinforcement for cement congrete ingluding cutting
8 0.714  |bending and laying in position making joints and fastening including the cost|  5001.7 P.Cwt
of binding wire also includes removal of rust from bars. {S.1.No:8{b)-P/18)

3571.2138

Filling watering and ramming earth under floor with New Surface excavated

%o Cft"
from out side lead uplo one chain and iift upto &' feet. 3630 i

333.96

Pacca brick work in ground floor with {1:8) ratio in cement sand o ~a-
204 74. % Cit:
8 M morar (5.NOS e PNO.2Y) 1267436 | %

258555944

9 1.3 |Supplying and Fixing Tears at Site 3575 P.Cwt

4647.5

Erection rolled steel beams or old rails in roofs etc erection and fixing in
1 13 186.34 P.Cwt:
C pogition.(S.LNO.6 . P.NO.91) 863

242.242

Second class ties rocfing consisting of 4" earth and 1" mud plaster with
Gobri legping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
" 80 |coating sand blinded, provided over one layer of 12" x 6'x2" tiles laid in 1:6]  7607.25 % Stt:
cement mortar including 1:2 cement peinting under neath of files complete
including curing ete. (SLNQ.2 P.NO 33

6085.8

Providing and laying single per layer of polythene sheet 0,93 mm thick for
12 80  |water profing as per specification and instructions of Engineer incharge. 10.7 P. Sft:
{SNO.38.P.NO.38)

856

PIF G| frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
13 32 |necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing| ~ 228.9 P.cft:
repairing the jambs, The cost also i/c ali carrlage, tools and plants used in
making and fixing (S| NQ 29.P NO 93}

7324.8

PIF G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ific welded hings and and fixing and fixing at site with
14 24 necessary hold fasts, filing with cement sand slurry of ratio 1:6 and repairing{ ~ 240.5 PRt
repairing the jambs, The cost also ifc all carriage, tools and plants used in
makirg and fixing, (S.LNO.28 P.NO,93}

5772

Supplying & Fixing in position lron/ steel grill of 3/4 x 1/4" size flat iron of
15 12 |approved design including: painying 3 coats etc complete (weight not to be| ~ 180.5 P.Sft
less than 3.7 Lbs/ sq feet of finishina arill (5.1 No:.26 P.No:93)

2166

16 112 |{Cement plaster (1:6) rafic upto 20" height 1/2" thick.{S.|.NO:13,P.NO:52). 2206.6 %St

2471.392

17 804  |Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick. 2157.52 %St

17668.0608

18 55 Cement Concrete Plal'n. compacting finishing curring et and washing 14429 95 %.oft
aggregate without shuttering (S.I.No:5-P/15)

7936.0875

Providing and laying 1" thick Topping cement concrete (1:2:4) including

15 18 surface finishing and panels {S.I NO 16 P.NC 42}

3275.5 %5ft

589.58

First class deodar wood wrought joinary in doors and windows etc fixed in
position ic chowkats held fasts hinges, iron towers bolts,chocks cleats 851 P Stt
handles and cords with hooks, eic. Decdar panelled or panelled and glazed,
o fully glazed (b) 1-3/4" (S.1 No:7 P. No: 58

20 27.08

23045.08

Painting to doors and windows any type Three Coafs (SINO4( C

2116.41 % Sft
P.NO:68}

21 70

1481.487

Painting Guard bars, gates iron bars, grating .railings including standard

1270.83 % Sft
braces etc) and similar cpen work (S.1.NO:4{ d).P.NO:69) (Three Coats). :

22 33

419,3739

TOTAL

155,296




; ' WATER SUPPLY & SANITARY WORK

) PART-B :PLUMBING WORKS
SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia C! trap and Cl thumble. 4.80250| Each 4,303
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builis and nuts and 270.60 [ Each 27
exlra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutling,
fitting and jointing with sclvent cement i/c testing with water to a head
of 61 meter or 200 ft. S.1.No. 2P.No. 23P H.D
- [80 mm {3"dia) 80.00| PIRft 0
9100 mm (4"dia) 136.00} PIRft 1224
- [125 mm (5"dia) 185.00| P/Rft 0
- [150 mm (6"dia) 250001 PRt
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified i/c cost of nuis boits and fixing in
1pp [Plateform of cement_concrete 1:36 aqd making connection for in-let| g7 g5 Per a795
sut-let and over flow in-let out-let flow pipes Gallon
_: 5 Providing installing hand pump machine i/c boaring with wocden sheo
1 and C.C plate form.
B0 |a). Fikter + Boaring 77.00 | PIRft 4620
1 |b) Hand Machine 4500 | Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cutfing and
fittings complete with and ifc the cost of breaking threugh walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment 1o match t
- |i}. 1/2" dia pipe 73.21 P/Rft -
- [il). 3/4" dia pipe 95.79 P/Rft -
10 [i). 1" dia pipe 128.55 P/RIt 12886
ii). 1-1/4" dia pipe 153.19 PIRM -
7 Providing Laying UPVC pipes of Class D" fixing in trench i/c cutling,
fitting and jointing with solvenl cement ifc testing with water to a head
of 122 meter or 400 ft. 3.1. No. 6 P.No. 24 PHD
15113 mm (1/2" dig) 12.00 PiRit 180
25119 mm (3/4" dia) 19.00 P/Rit 475
- 125 mm {1" dia) 27.00 PIRf
26 mm {1 1/4" dia) 33.00 PIRf
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1 pattern S.1.No. 1 P.No. 16 348.92 No 349
9 Providing and fixing baal valve (with unsoldered copper ball ) made to
1|BBS 1212 (S.1.No. 6 P.No. 18 Il 34" dia 20084 1 MNo 21
10 1 Providing and fixing electric motor 1/2" horse power i/c pumping set 14901 No 44901
made 1 H.P etc.
Total : 40994
Amount Total (CSR)
Part "A" % Above / Below Total Amount
Part "B" % Above / Below . Total Amount
Total "A+B"

CONTRACTOR




NAME OF WORK : - REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GBPS Dawan Shah Muhala
S.NG 1ITEM OF WORK | QTy: | RATE l UNIT AMOUNT
1 Dismantling cement concrete plain 1:2:4 {S.No.19 C P-10) 10.0 3327.50 %Cft 333/=
2 Removing cement or lime plaster {S..NO.53 P.NO.13) 124.0 121.00 %Cft: Rs 150/=
3 Dismantling brick werk in lime or cement mortar {8.1.NO.13 P.NO.10) 21.0 1285.65 % Cfi: Rs 270/=

4 Excavation in foundation of building bridges and other structure I'c
dagbelling dressing refiling around the excavated earth watering 88.0 3176.25 %0Cft Rs 280/=
ramming lead upte one chain and iift upto &' feet.

5§ Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 8694.95 %CH Rs: 609/=
cement sand mortar.

Ratio 1:5:10
6 Pacca brick work in Foundation and Plinth 1.5 .(S.LNO:4 E,P.NO:21})  92.0 1194836 %Cft Rs:  10992/=

7 Reinforced cement concrete work including all labour and material 7.0 337.00 Pcft Rs: 2359/=
except the cost of steel Reinforcement and its labour for bending and
binding which will be paid separately. This rates also includes all kind
of forms moulds lifting shuttering curring ratio {1,2;4;)

8 Fabrication of mild steel reinforcement for cement concrete including 0.3 5001.70 P.Cwi: Rs: 1561/=
cutting bending binding and laying in position making joints fastening
including the cost of steel binding wire {also includes removal of rust
from bars} (S.1.NO:8(A),P.NO:17).

9 Pacca brick work in ground floor with {1:8) ratio in cement sand 7.0 12674.368 % Cft: Rs: 887/=
mortar.{S.1LNO:5 e, P.NQ:21}

10 Applying floating coat of Cement 1/32" thick. (5.NO.14.P.NO.53) 124.0 660.00 %.Sft. Rs: 818/=

1

s

Cement plaster {1:6) ratio upto 20" height 1/2" 298 2206.60 %Sft Rs: 6577/=
thick.(S 1.NO:13,P.NO:52),

12 Cement plaster 1:4 upto 20" ft; height ground flocr 3/8" thick. 174 2197.52 %Sft Rs: 3824/=

13 Cement concret plain including placing compecting , finishing & 8.0 14429.25 %Sft Rs: 1154/=
curing, cemplete (l/c screening & washing of stone aggregate
without shuttering (S.No: 5 (a) P.No: 18) RATIO 1:2:4

14 Laying floor of approved with glazed tile 1/4" thick in white cement 47.05  2767B.86 % S5ft Rs: 13023/=
1:2 over 3/4' thick cement mortor 1:2 complete (S.1.No:24 P Nog: 43)

15 White glazed tiles 1/4" thick dado jointed in white cement and laid 36.00 28253.861 % Sft Rs: 10171/=
over 1:2 cement sand mortar 3/4" thick including finishing. (S.NO.38
P.NO.45)

16 Providing and laying 1" thick Topping cement concrete (1:2:4) 15.00 327550 %Sft Rs: 491/=

. Including surface finishing and panels {S. NO 16 P.NO 42)

17 First class deodar wood wrought joinary in doors and windows 3.00 85100 PSR Rs: 2553/=
etc fixed in position ifc chowkats hold fasts hinges, iron towers
holts,chocks cleats handles and cords with hooks, etc. Deodar
panelled or panelled and glazed, or fully glazed (b} 1-3/4" (5.1
No:7 P. No: 58)

1

[=-]

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flatiron 3.00 180.50 P.Sft Rs: 542/=
of approved design including: painying 3 coats etc complete (weight

not to be less than 3.7 L.bs/ sq feet of finishing grill (8.1 No:.26

P.No:g3)

[  TOTAL = 56594/=




: WATER SUPPLY & SANITARY WORK
' PART-B : PLUMBING WORKS
SON QNTY ) DESCRIPTION RATE UNIT AMOUNT
| 1 B. WC pan of not less than 19" clear opening between flusing rims
2 and 3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 4.802.60 | Each 9,505
2 Providing and fixing 4"x4"x4" dia C.I branch of the required degree
2 |with access doors rubber washer 1/8" thick and builts and nuts and 27080 Each 541
exira painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutling,
fitting and joinfing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. 5.1 No. 2 P.No. 2Z3PH.D
- [80 mm (3"dia) 80.00| P/RAt 0
8 100 mm (4"dia} 136.00§ PRt 1088
125 mm (5'dia} 185001 P/Rf 0
150 mm (6"dia) 259.0C0 | P/Rft
4 Supplying and fixing in posilion brass bib cocks 3/4" dia standard
2 | pattem S..No. 1 P.No. 16 3892 | Mo 698
9 Providing and fixing baal valve (with unsolderad copper ball ) made to 82
2 |BBS 1212 (S.1 No. & P.No. 18 Il 3/4" dia 29084 | No 5
10 Providing and fixing electric motor 1/2" horse power i/c pumping set
T made 1 HP etc. 14201 No 14201
5 Providing installing hand pump machine i/c boaring with woaden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00| P/Rit 4620
1 |b) Hand Machine 4500| Each 4500
7 Providing Laying UPVC pipas of Class "D" fixing in trench ifc cutting,

fitting and jointing with solvent cement ifc testing with water te a head
of 122 meter or 400 fi. 8.1. No. 6 P.No. 24 P.H.D

20 [13 mm (172" dia) 1200 | PRit 240
40 [19 mm (34" dia) 1900 | PiRit 760
25 mm (1" dia) 2700 | PRt -
26 mm {1 1/4" dia) 3300 | PRit
Total : 36835

Amount Total {CSR)

Part"A" % Above / Below Total Amcunt
Part"B" % Above / Below __ Total Amount
Total "A+B"

CONTRACTOR




. BIDDING DATA

»

(This section should be filled in by the Engineer/Procuring Agency before issuance of
the Bidding Documents).

(a). Name of Procuring Agency:-  Executive Engineer (Education Works)
Division Shikarpur.

b). Brief Description of Works:- REHABLITATION OF POLLING STATIONS OF
DISTRICT SHIKARPUR REHABLITATION OF WASH
ROOMS & SANITARY WORKS
(PACKAGE NO:2)
GBPS Pir Bux Luhar, Kakepota, GBPS Gindal Buriro, GMS
Muhammad Murad, GPS Haiji Khan Brohi, GPS Miral Katto,
GPS Rarhi Rahooja

(c).Procuring Agency’s address:-Executive Engineer (Education Works) Division Shikarpur
Near GBHS No.|l Shikarpur.

id). Estimated Cost:-_ 0.850 ( Millions).

(e). Amount of Bid Security:- 5% (Fill in lump sum
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 90 Days (Not more than sixty days).

(g).Security Deposit:-(including bid security):- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :- As Per NIT

(). Venue, Time, and Date of Bid Opening:- Near GBHS |l (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 1 Month
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost per
day of delay, but total not exceeding 10%).

(m). Deposit Receipt No: Date: Amount:Rs: -
Bank

(n) D.R.NO: DATED:- . Amount 1000 /-(Rupees: One Thousand only).

(0). Tender issued to Mr. / M/s Govt: Contractor.

/

W

XECUTIVE ENGINEER
ATION WORKS DIVISION
SHIKARPUR




BILL OF QUANTITY

NAME OF WORK ; - REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GBPS Pir Bux Luhar
S.NO ITEM OF WORK QTy: RATE I UNIT AMOUNT
1 Dismantling cement concrete plain 1:2:4 (S.No.19 C P-10) 10.0 3327.50 %Cft 333/=
2 Removing cement or lime plaster (S.1.NC.53 P.NO.13) 124.0 121.00 % Cft: Rs 150/=
3 Dismantling brick work in lime or cement mortar {S.I.NO.13 P.NO.10) 21.0 128565 % Cft: Rs 270/=
4 Excavation in foundation of building bridges and cther struciure I/c
dagbelling dressing reflling around the excavated earth watering 88.0 3176.25 %0Cft Rs 280/=
ramming lead upto ane chain and lift upto 5' feet.
5 Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 8694.95 %Cft Rs: 609/=
cement sand mortar.
Ratio 1:5:10
6 Pacca brick work in Foundation and Plinth 1.6 .(S.LNQ:4 E,P.NO:21) 92.0 11948.36 %CH Rs: 10992/=
7 Reinforced cement concrete work including afl labour and material 7.0 337.00 Pcft Rs: 2359/=
except the cost of steel Reinforcement and its labour for bending and
binding which will be paid separately. This rates also inciudes ail kind
of forms moulds lifting shuttering curring ratio (1,2,4;)
8 Fabrication of mild steel reinforcement for cement concrete including 0.3 5001.70 P.Cwt: Rs: 1561/=
cutling bending binding and laying in position making joints fastening
including the cost of steel binding wire (also includes removal of rust
from bars) (S.1.NO:8(A),P.NO:17}.
9 Pacca brick work in ground floor with (1:6) ratio in cement sand 7.0 1267436 % CH: Rs: 887/=
mortar.(S.).NO:5 e P.NO:21)
10 Applying floating coat of Cement /32" thick. (S.NO.14.P.NO.53) 124.0 660.00 %.Sft. Rs: 818/=
11 Cement plaster (1:6} ratio upto 20" height 1/2" 298 2206.60 %Sft Rs: 6577/=
thick.(S.1.NO:13,P.NO:52).
12 Cement plaster 1:4 upto 20' {t; height ground floor 3/8" thick. 174 2197.52 %Sft Rs: 3824/=
13 Cement concret plain including placing compecting , finishing & 3.0 14429.25 %Sft Rs: 1154/=
curing, complete (/¢ screening & washing of stone aggregate
without shuttering (S.No: 5 (a) P.No: 18) RATIO 1:2:4
14 Laying floor of approved with glazed tite 1/4" thick in while cement 47.05 27678.836 % Sft Rs: 13023/=
1.2 over 3/4' thick cement mertor 1:2 complete (S.1.N0:24 P No: 43)
15 White glazed tiles 1/4" thick dadg jointed in white cement and laid 36.00 2825361 %5ft Rs: 101711=
over 1:2 cement sand martar 3/4" thick including finishing. (5.NO .38
P.NC.45)
16 Providing and laying 1" thick Topping cement concrete (1:2:4) 15.00 327550 %Sft Rs: 491/=
_including surface finishing and panels (5.1 NO 16 P.NO 42)
17 First class decdar wood wrought joinary in doors and windows 3.00 851.00 P.Sft Rs: 2553/=
etc fixed in position i/lc chowkats hold fasts hinges, iron towers
bolts,chocks cleats handles and cords with hoeks, etc. Deodar
panelled or panelled and glazed, or fully glazed (b) 1-3/4" (S.1
No:7 P. No: 58)
18 Suppiying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flatiron 3.00 180.50 P.Sft Rs: 542/=
of approved design including: painying 3 coats etc complete (weight
not to be less than 3.7 Lbs/ sq feet of finishing grill (8.1 No:.26
P.No:93)
|  TOTAL =  56594/= |




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

?)N QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 18" clear opening between flusing rims
o and 3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 480260| Each 9,605
2 Providing and fixing 4"x4"x4" dia C.I branch of the required degree
2 |with access doors rubber washer 1/8" thick and builts and nuts and 270.60 | Each 54
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.I.No. 2P.Nc. 23PHD
- [80 mm (3'dia} 80.00 ] PRt 0
8 100 mm (4"dia) 1356.00 | P/Rft 1088
125 mm (5"dia) 185.00 | PRt 0
150 mm (6"dia) 259.00 | PIRft
4 Supplying and fixing in position brass bib cocks 34" dia standard 8
2 | pattern .4 No. 1 P-No. 16 34892 | Mo 69
9 Providing and fixing baal valve (with unsoldered capper ball ) made to
21385 1242 (S.1No. 6 P.No. 1811 3/4" dia 29084 | No 582
10 Providing and fixing electric motor 1/2" herse power ¥c pumping set
T lmade 1 H.P etc. 14201 No 14201
5 Providing installing hand pump machine ifc bearing with wocden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00| PRit 4620
1 |b) Hand Machine 4,500 Each 4500
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water te a head
of 122 meter or 400 ff. S.1. No. 6 P.No. 24 PHD
20 |13 mm (172" dia) 12.00 P/RA 240
40 [19 mm {3/4" dia) 19.00 P/Rft 760
25 mm (1" dia} 27.00 P/RA
26 mm {1 1/4" dia) 33.00 P/Rft
Total : 36835

Amount Total
Part "A"

Part "B"

(CSR)
% Above / Below

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount




r

BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

Kakepota

8.N

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

A

PART-A (CIVIL WORK)

1

158

Excavation in foundation of building bridges & other structure with
excavated lead upto one chain and lift upto S'feet. In ordinary Soil.
{S.LNo:18{b)-P/14}

3176.25

%e0cft

501.85

44

Cement Concrete brick or stone ballast 11/2" 1o 2" guage Ratio 1:5:10.
{S.LNo:4@-P/21}

8694.95

%.Cft

382578

154

Pacca brick work in Foundation and plinth in cement sand mortor 1:6
(S.1.No:4-P/20)

11948.36

%.Sft

23,179.82

25

Poroviding Hard Murrum poderly fine base dressing watering leveling &
compecting etc complete.

1834.75

%.5ft

458.69

Reinferced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates also includes all kind of forms moulds
lifting shutlering curring ratio (1:2:4:1

37

Pctt

5,352.00

Filling watering and ramming garth under floor with New Surface excavated
from out side lead upto one chain and liff upto 5' feet.

3630

%o Cft"

166.98

Pacca brick work in ground floor with (1:6) ratio in cement sand
mertar.(S..NO:5 e, P.NO:21}

12674.36

% Cft:

14,702.26

0.65

Supplying and Fixing Tears at Site

3575

P.Cwt:

2,323.75

0.65

Erection rofied steel beams or old rails in roofs etc erection and fixing in
positicn.(S.L.NC.6 . P.NO.91}

186.34

P.Cwt:

12112

4208

Second class llles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 172" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x 6'x2" iles laid in 1.6
cement mertar including 1:2 cement pointing under neath of tiles complete
ingluding curing et¢, (SINGQ.2 P.NO.33)

7607.25

% Sft:

3,201.13

42

Providing and laying single per layer of polythene sheet 0.13 mm thick fer
water profing as per specification and instructions of Engineer incharge.
(S.NO.38.P.NO.38)

10.7

P. Sft:

44340

PiF G.I frame ! Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G. sheet iic welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand siurry of ratio 1:6 and
repairing repaliring the jambs, The cost also i’ all carriage, tools and plants
used in making and fixina.{S.LNQ.29.P.NO.93)

2289

P.cit:

3,891.30

PiF G.l frame / Choukats of size 7° x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet i/c welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and
repairing repairing the jambs, The cost also i/c all carriage, fccls and plants
used in makina and fixipe (S |.NQ,28.2 NQ.93)

240.5

P.Rit:

4,320.00

Supplying & Fixing in position lron/ steel grill of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats efc completa {weight not to be
less than 3.7 Lbs/ sq feet of finishing grill {S.| No: 26 P.No:33)

180.5

P.Sit

902.50

15

503

Cement plaster (1:6) ratio upto 20' height 1/2" thick.[S..LNC:13 P.N(:52).

2206.6

%51t

11,099.20

16

503

Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick.

2197.52

YoSit

11,053.53

17

28

Providing and laying 1" thick Topping cement concrete {1:2:4) including
surface finishing and panels (5.1 NO 16 P.NO 42)

4411.82

%St

1,235.31

18

Providing and laying 1" thick Topping cement concrete {1:2:4) including
surface finighing 2nd panels (8.1 NQ 16 P.NO 42)

3275.5

%5it

491.33

19

First class deodar wood wrought joinary in doors and windows et¢ fixed in
position ifc chowkats hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully glazed {b) 1-3/4" {S.[ No:7 P. No: 58)

851

P.Sft

11,914.00

20

50

White washing Three Coats (S.1.NC:26,FP.NC:54)

§20.95

% Sft

414.98

Al

365

Colour washing Two Coais (S.1.NO:25 P.NO;54)

859.9

% Sft

3.138.64

22

70

Painting to doors and windows any type Three Coats (SINO4( C
),.P.NO:68)

2116.41

% Sft

1,481.49

23

Painting Guard bars, gates iron bars, grating railings including standard
braces etc} and similar open work (S.I.NO:4( d).P.NC:68) (Three Coats).

1270.83

% Sft

203.33

24

0714

Fabrication of Tar steel reinfercement for cement cencrete including cutting
bending and laying in position making joints and fastening including the cost
of binding wire also includes removal of rust from bars. {S.1.No:8(b)-P/16}

5001.7

P.Cwt

357121

TOTAL

108,049




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
and 3 gallons flushing tank with 4" dia Cl trap and C! thumble. 480280 | Each 4503
1
2 Providing and fixing 4"x4"x4" dia C.I branch of the required degree
1 |with access docrs rubber washer 1/8" thick and builis and nuts and 27080 Each 271
exira painiing to maich the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutling,
fitting and jointing with solvent cement ifc testing with water to a head
cf 61 meter or 200 ft. S.I.No. 2P.No. 22 PH.D
- |80 mm (3'dia) 50.00 | P/Rft 0
9 (100 mm {4"dia) 136.00 | P/RR 1224
- 125 mm (5"dia) 185.00 | P/Rft 0
- [150 mm {6"dia) 2569.00 | P/Rit
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuis bolis and fixing in
100 plateferm of cement .concrete 136 aqd making connection for in-let 87.95 Per 8795
out-let and over flow in-let out-let flow pipes Gallen
5 Providing installing hand pump machine i/c boaring with wooden sheo
and C.C plate form,
60 |a). Filter + Boaring 77.00 | PRit 4520
1 |b) Hand Machine 4500 ( Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and i/c the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment te match t
- |i). 1/2" dia pipe 73.21 PIRft
- [ii}. 3/4" dia pipe 95.79 P/Rit
10 [ii). 1" dia pipe 128.55 PIRft 1286
ii}. 1-1/4" dia pipe 153.1% PIRit
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 P.HD
1513 mm (1/2" dia) 12.00 PiRit 180
25119 mm (3/4" dia) 19.00 PIRft 475
- |25 mm (1" dig) 27.00 PRt
26 mm (1 1/4" dia} 33.00 PIRit
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
Vpatiem S.1No. 1 P.No. 16 3892 | No 49
9 Providing and fixing baal valve (with unsoldered copper ball ) made to
" |BBS 1212 (S..No. 6 P.No. 18 11 34 dia 20084 | No 21
idi fixing alectri 172" h if ing set
10 1 E’qr;);gi;nlg_‘ ;nslcrxmg electric motor orse power i/c pumping 14201 No 14901
Total : 40994

Amount Total (CSR)

Part "A"

Part "B"

% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




I

BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GBPS Gindal Buriro

S.N

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

0:
A

PART-A (CIVIL WORK)

1

158

Excavation in foundation of building bridges & other structure with
excavated lead upto cne chain and lift upto 5fest. In ordinary Soil.
{5.1.No:18(b}-P/14)

3176.25

%0cft

501.85

44

Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
{S.|.Ne:4€-P/21)

8694.95

%.Cft

3,825.78

194

Pacca brick work in Foundation and plinth in cement sand mortor 1:6
(S.1.Nc:4-P/20)

11948.36

%. St

23,179.82

25

Poroviding Hard Murrum poderly fine base dressing watering leveling &
compecting efc complete.

1834.75

%. 5t

458.69

Reinforced cement concrete work including &l labour and material except
the cost of stee! Reinforcement and its labour for bending and binding which
will be paid separately, This rates also includes all kind of forms moulds
lifting shuttering curring ratic (1;2:4:}

337

Pcft

5,392.00

46

Filling watering and ramming earth under floor with New Surface excavaled
from out side lead upto one chain and lift upto 5" feet.

3630

%o Cft"

166.98

118

Pacca brick work in ground floor with (1:6) ratio in cement sand
mortar.(S.I.NG:5 e, P.NO:21)

12674.36

% Ctt:

14,702.26

0.65

Supplying and Fixing Tears at Site

3575

P.Cwt;

2,323.75

0.65

Erection rolied steel beams or old rails in roofs etc srection and fixing in
positicn.(S.L.NO.6 . P.NC.91)

186.34

P.Cwt:

121.12

42.08

Second class liles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over cne layer of 12" x 6"x2" tiles laid in 1:6
cement mortar including 1:2 cement pointing under neath of tiles complete
ingluding curing ete, (SING.2 P.NO.33)

7607.25

% Sft:

320113

42

Providing and laying single per layer of polythene sheet 0.13 mm thick for
waler profing as per specification and instructions of Engineer incharge.
{S.NOC.38.P.NO.38)

10.7

P. 5ft:

449.40

17

PiF Gl frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.I sheet ifc weided hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratic 1:6 and
repairing repairing the jambs, The cost also ifc all carriage, tools and plants
used in making and fixina (S.[.NG.29.P. NO 93

2289

P.cft:

3,891.30

18

P/F G.I frame / Choukats of size 7* x 2" or 4 172" x3' for windows using 20
guage G.i sheet ifc welded hings and and fixing and fixing &t site with
necessary hold fasts, filling with cement sand slurry of ratic 1.6 and
repaiving repairing the jambs, The cost also ifc all carriage, tools and plants
used in making and fixina {S.1.NO.28.P NO.93}

240.5

P.Rft:

4,328.00

14

Supplying & Fixing in positicn Iron/ steel grill of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats etc complete (weight not to be
less than 3.7 Lbs/ sq feet of finishing arill (3,1 No.. 26 P No:83)

180.5

P.Sft

902.50

15

503

Cement plaster (1:6) ratic upto 20" height 1/2" thick.{S.I.NO:13 P.NO:52).

2206.6

%St

11.089.20

16

503

Cement plaster 1:4 upto 20' ft: height ground flocr 3/8" thick.

2197.52

%St

11,053,583

17

28

Providing and laying 1" thick Topping cement concrete (1:2:4} including
surface finishing and panels (S.| NO 16 P.NC 42)

4411.82

%aSHt

1,235.31

18

Providing and faying 1" thick Topping cement concrete (1:2:4) including
surface finishing and panels (S.| NO 16 P.NG 42

32755

%Sft

481.33

19

First class deodar wood wrought jeinary in doors and windows el fixed in
position ifc chowkats held fasts hinges, ircn towers bolts,chocks cleats
handles and cords with hooks, ets. Deodar panelled or panalled and glazed,
or fully glazed (b} 1-3/4" (S.1 No:7 P._No: 58

851

P.Sit

11,914.00

20

50

White washing Three Coats (8.1.NC:26,P.NO:54)

829,95

% Sft

414.98

21

365

Colour washing Two Coats (5..NO:25,P.NO:54)

858.9

% Sft

3,138.64

22

70

Painting fo doors and windows any type Three Coats (S.INO4( C
).P.NO:E8)

2116.41

% St

1,481.48

23

Painting Guard bars, gates iron bars, grating railings including standard
braces etc} and similar open work (S.I.NO:4( d).P.NC:69} (Three Coats).

1270.83

% Sft

203.33

24

0.714

Fabrication of Tar steel reinforcement for cement concrete including cutting
bending and laying in position making joints and fastening including the cast
of binding wire also includes removal of rust from bars. {5.1.No:8{b)-P/16)

5001.7

P.Cwt

3,571.21

TOTAL

108,049




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

56’_4 QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 18" clear opening between flusing rims
and 3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 480260 Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 jwith access doors rubber washer 1/8" thick and builts and nuts and 27060 ( Each 27
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cemant ifc testing with water to a head
of 61 meter or 200 ft. S..No. 2 P.No. 23 P.H.D
- (80 mm {3"dia) 90.00| PRA 0
g [100 mm (4"dia) 136.00 | P/RA 1224
- 125 mm (5"dia} 185,001 P/Rfl 0
- [150 mm (6"dia} 25900 P/Rft
4 Supplyging and fixing fiore glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 plateform of cement.concrete 1:3:6 an'd making connection for in-let 87.95 Per 8795
out-let and over flow in-let out-let flow pipes Gallon
5 Praviding installing hand purnp machine ifc boaring with wooden sheo
and C.C plate form.
B0 [a). Filter + Boaring 77.00| P/Rit 4620
1 ib} Hand Machine 4500| Each 4500
8 Providing G! pipes speciais and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to match t
- |i). 1/2" dia pipe 73.21 P/Rft -
- |ii}. 3/4" dia pipe 95.79 P/Rft -
10 [ii}. 1" dia pipe 128.55 P/RIt 1286
iiy. 1-1/4" dia pipe 183.19 PiRft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutling,
filting and joinling with solvent cement il testing with water to a head
of 122 meter or 400 ft, S.1. No. § P.No. 24 P.H.D
1513 mm {1/2" dia) 12.00 P/Rft 180
25|19 mm (3/4" dia) 19.00 PiRft 475
- [25 mm (1" dig) 27.00 P/Rit
26 mm (1 1/4" dia) 33.00 PRt
8 Supplying and fixing in posiion brass bib cocks 3/4" dia standard
! pattern S.E.No. 1 P.No. 16 348.92 No 349
9 Providing and fixing baal valve (with unsoldered copper ball ) made to
1|BBS 1212 (S.LNo. 6 P.No. 18 Il 314" dia 20084 | No 21
10 ) Providing and fixing electric motor 1/2" herse power ifc pumping set 14201 No 1490"
made 1 H.P efc.
Total : 40994

Amount Total
Part"A"

Part"B"

(CSR)
% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




Co BILL OF QUANTITY

NAME OF WORK : - REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPLUR
GMS Muhammad Murad
5.NO ITEM OF WORK QTy: RATE | UNIT AMOUNT
1 Dismantling cement concrete plain 1:2:4 (S.No.15 C P-10) 10.0 3327.50 %Cit 333/=
2 Removing cement or lime plaster (5.1.NO.53 P.NO.13) 124.0 121.00 %Cft: Rs 150/=
3 Dismantling brick work in lime or cement mortar (5..NO.13 P.NO.10) 21.0 128565 % Cft: Rs 270/=

4 Excavation in foundation of building bridges and other structure Ifc
dagbelling dressing reflling around the excavated earth watering 88.0 3176.25 %OCft Rs 280/=
ramming lead upta one chain and lift upto 5' feet.

5 Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 B694.95 %Cft Rs: 609/=
cement sand mortar.

R_ati.o-115:10 -
6 Pacca brick work in Foundation and Plinth 1.6 .(S.LNC:4 E,P.NC:21) 92.0 11948.36 %Cft Rs: 10992/=

7 Reinforced cement concrete work including all labour and material 7.0 337.00 Pcft Rs: 2359/=
except the cost of steel Reinforcement and its labour for bending and
binding which will be paid separately. This rates alsc includes all kind
l of forms moulds lifting shuttering curring ratio {1;2;4:)

g Fabrication of mild stee! reinforcement for cement concrete including 0.3 5001.70 P.Cwt: Rs: 1561/=
cutting bending binding and laying in positicn making jeints fastening
including the cost of steel binding wire (also includes remaval of rust
from bars) (S..NC:8(A),P.NO:17}.

9 Pacca brick work in ground floor with (1:6) ratio in ceament sand 7.0 12674.36 % Cft: Rs: 887i=
martar. (S NQO:5 e P.NO:21}

10 Applying floating coat of Cement 1/32" thick. {S.NO.14.P.NQ.53} 124.0 660.00 %.Sft. Rs: 318/=

11 Cement plaster (1:8) ratio upto 20" height 1/2" 298 2206.60 %Sft Rs: 6577/=
thick.(S.L.NO:13,P.NO:52).

12 Cement plaster 1:4 upto 20’ ft; height ground floor 3/8" thick. 174 2197.52 %Sft Rs: 3824/=

13 Cement concret plain including placing compecting , finishing & 8.0 14429.25 %Sit Rs: 1154/=
curing, complete (I/c screening & washing of stone aggregate
without shuttering (S.No: 5 (a) P.No: 16) RATIO 1:2:4

14 Laying floor of approved with glazed tile 1/4" thick in white cement 47.05 27678.86 % Sft Rs: 13023/=
1:2 over 3/4' thick cement mortor 1:2 complete (S.1.No:24 P.No: 43)

15 White glazed tiles 1/4" thick dado jointed in white cement and laid 36.00 28253.61 % Sft Rs: 10171/=
over 1:2 cement sand mortar 3/4" thick including finishing. (5.NO.38
P.NO 45}

16 Providing and laying 1" thick Topping cement concrete (1:2:4) 15.00 327550 %Sft Rs: 491/=

_including surface finishing and panels (5.1 NO 16 P.NO 42}

17 First class decdar wood wrought joinary in deors and windews 3.00 851.00 P.Sft Rs: 2553/=
eic fixed in position i/c chowkats hold fasts hinges, iron towers
holts,chocks cleats handles and cords with hooks, etc. Deodar
panelled or panelled and glazed, or fuily glazed (b) 1-3/4" (5.1
No:7 P. No: 58}

1

(=]

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron 3.00 180.50 P.Sit Rs: 542/=
of approved design including: painying 3 coats etc complete (weight

not to be iess than 3.7 Lbs/ sq feet of finishing grill (S.1 No:.26

P.N2:g3)

__ TOTAL = 56594/=




WATER SUPPLY & SANITARY WORK

+

PART-B : PLUMBING WORKS

Sé'_" QNTY DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
o and 3 gallons flushing tank with 4" dia Cl trap and CI thumble. 4,80280| Each 9,605
Z Providing and fixing 4"x4"x4" dia C.| branch of the required degree
2 |with access doors rubber washer 1/8" thick and builts and nuts and 27060 | Each 541
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ilc testing with water to a head
of 61 meter or 200 ft, S.1.No. 2 P.No. 23 PH.D
80 mm ({3"dia) 90.00( P/Rft 0
8 {100 mm (4"dia) 136.00 | PIR#t 1088
125 mm (5"dia) 185.00| P/Rit 0
150 mm (6"dia) 258,00 P/Rf
4 Supplying and fixing in position brass bib cocks 3/4" dia standard
2 | pattern 8.1 No. 1 P.No. 18 3BIZ | No 698
9 Providing and fixing baal valve {with unsoldered copper ball } made to
2 |BBS 1212 (S.1No. 6 P.No. 1811 314" dia 20084 | Mo 562
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
1 made 1 H P efc. 14201 Ne 14201
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Bearing 77.00| P/Rft 4620
1 |b} Hand Machine 4500| Each 4500
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cuiting,
fitling and jointing with sclvent cement /¢ testing with water to a head
of 122 meter or 400 ft. $.1. No. 6 P.No. 24 PH.D
20 113 mm (112" dia) 12.00 PIRft 240
40 119 mm {3/4" dia) 19.00 PIRft 760
25 mm (1" dia) 27.00 PiRft
26 mm (1 1/4" dia) 33.00 P/Rft
Total : 36835
Amount Total {CSR)
Part"A" % Above/Below Total Amount
Part"B" % Above / Below Total Amount
Total "A+B"

CONTRACTOR




BILL OF QUANTITY

NAME QF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Haji Khan Brohi
8.
O'f" QNTY DESCRIPTION RATE | UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of builkding bridges & other structure with
1 158 |excavated lead upto one chain and lift upte SYeet In ordinary Scil| 3176.25 Yelcft 501.85
{S.1.No: 18({h)-P/14)
Cement Concrete brick or stone ballast 11/2" to 2' guage Ratio 1:5:10. N
2 44 (5 L No:4@.P21) 8694.95 %.Cit 3,825.78
3 104 rg(lzcl:\jaoii:;rzg;ork in Foundation and plinth in cement sand mericr 1:6 11948.36 % St 23.179.82
4 25 Porowdlr?g Hard Murrum poderly fine base dressing watering leveling & 1834.75 o Sit 458,69
compecting efc complete,
Reinforced cement concrete work including all labour and material except
5 o th'e cost of. steel Remforcen'!ent and its Iapour for bendlljg and binding which 337 Peft 539200
will be paid separately. This rates alsc includes all kind of forms moulds
liftina shuttering curring ratio {1;2:4:)
6 4% Filling watgrmg and ramming ea?rth un@er floor tmlh New Surface excavated 3630 %0 Gt 166.98
from out side lead upto one chain and lift upto 5' feet.
Pacca brick wark in ground floor with {1:6) ratio in cement sand —
7 16 moriar (SINGS & P.NO21) 12674.36 | % Cft: 14,702.26
8 0.65  |Supplying and Fixing Tears at Site 3575 P.Cwt: 2323.75
Erecticn rolled steel beams or old rails in roofs etc erection and fixing in
. Cwt: 11
) 0.85 posifion.(S..NC.6 . P.NC.91} 186.34 PCwt 12612
Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping cver 172" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
10 [ 4208 icoating sand blinded, provided over one layer of 12" x 6"x2" tiles laid in 1:6{ 7607.25 | % Sit: 3,201.13
cement mortar inciuding 1:2 cement pointing under neath of tiles complete
including curing etg, (SN2 P.NO.33
Providing and laying single per layer of polythene sheet 0.13 mm thick for
1 42 water profing as per specification and instructions of Engineer incharge. 10.7 p. Sft: 449 40
{5.NO.38.P.NO.38)
P/F G.I frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing &t site with
12 17 |necessary hold fasts, filing with cement sand slurry of ratio 1:6 and|  228.9 P.cft 3,891.30
repalring repairing the jambs, The cost alsa ifc all carriage, tools and plants
ysed in making and fixina(3.LNO,29,P.NO.93}
PIF G.| frame / Choukats of size 7" x 2" or 4 1/2” x3' for windows using 20
guage G. sheet ifc welded hings and and fixing and fixing at site with
13 18 Inecessary hold fasts, filing with cement sand slury of ratio 1:6 and|  240.5 PRIt 4,329.00
repairing repairing the jambs, The cosi also ifc all carriage, tools and plants
used in making and fixing (S.|.NO.28,P.NO.93)
Supplying & Fixing in position Iron{ steel grill of 3/4 x 174" size flat iron of
14 5 approved dasign including: painying 3 coais efc complete (weight not to be| ~ 180.5 P.Sit 502.50
less than 3.7 Lbs/ sq feet of finishing arill {S.| No:.26 P.No:93)
15 503 [Cement plaster (1:6} ratio upto 20" height 1/2" thick.[S.|.NC:13,P.NC:52). 2206.5 %St 11,089.20
18 503 |Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick. 2197.52 %Sit 11,053.53
Providing and laying 1" thick Topping cement concrete (1:2:4} including 441,82 %St 193531
" 28 surface finishing and panels (5.l NQ 16 P.NO 42) ne i .
Providing and laying 1" thick Topping cement concrete {1:2:4) including %S
. t 491.33
18 15 surface finishing and panels (3. NO 16 P.NO 42 32155 %
First class deodar wooed wrought joinary in deors and windows el fixed in
19 14 position i/c chowkats hold fasts hinges, iron towers bolis,chocks cleais 851 P.Sit 11.914.00
handles and cords with hcoks, etc. Deodar panelled or panelled and glazed, T
or fully glazed {b) 1-3/4" (S.| No:7 P. No: 58}
20 50 \White washing Three Coats {S.1.N0O:26,P.NO:54) 828.95 % St 414.58
21 365  [Colour washing Two Coats (S.1.NO:25,P.NC:54) 859.9 % Sit 3,138.64
22 70 ;?‘;ir;jicr;%gt)o doors and windows any type Three Coeats (S.I.NO:4{ C 2116.41 % St 1481.49
Painting Guard bars, gates iron bars, grating railings including standard 127083 o St 90333
2 15 braces efc) and similar open work (S.1.NO:4{ d).P.NO:59] (Three Coats). ’ ? '
Fabrication of Tar steel reinforcement for cement concrete including cutting
24 0.714  |bending and laying in position making joints and fastening including the cost| ~ 5001.7 P.Cwt 357121
of binding wire also includes removal of rust from bars. {S.1.No:8{b)-P/16)
TOTAL 108,049




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOQUNT
1 B. WC pan of not less than 19" clear cpening between flusing rims
and 3 gallens flushing tank with 4" dia Cl trap and Cl thumble. 480280| Each 4803
1
2 Providing and fixing 4'x4"x4" dia C.| branch of the required degree
1 jwith access doors rubber washer 1/8" thick and builts and nuts and 270.60 | Each 271
extra painting te match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.I.No. 2P.Ne. 23P.HD
- {80 mm (3"dia) 90.00( P/RIt 0
9100 mm (4"dia) 136.00 | PIRft 1224
- 1125 mm (5'dia) 185.00 | P/Rft 0
- 1150 mm (6"dia} 25900 P/Rt
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ilc cost of nuts bolts and fixing in
100 |Plateform of cement concrete 1:3:6 and making connection for in-let| g7 g5 Per 8795
out-let and over flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 [a). Filter + Boaring 7700 PRA 4620
1 |b) Hand Machine 45001 Each 4500
6 Praviding Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to match t
- |i%. 1/2" dia pipe 73.21 PIRft
- [ii). 344" dia pipe 95.79 P/Rit -
10 |ii}. 1" dia pipe 12855 P/Rft 1286
ii}. 1-1/4" dia pipe 16318 PIRft
7 Providing Laying UPVC pipes of Class “D" fixing in trench ifc cutting,
fitting and jointing with solvent cement i/ testing with water ta a head
of 122 meter or 400 fi. S.1. No. 6 P.No. 24 P.H.D
15113 mm (1/2" dia) 12.00 PIRft 180
25 [19 mm (3/4" dia} 19.00 PIRft 475
- |25 mm {1" dia} 27.00 P/Rit -
26 mm {1 1/4" dia) 33.00 PIRIt
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1 pattern S.1.No. 1 P.No. 16 348.62 No 349
9 Providing and fixing baal valve (with unsoldered copper ball ) made 1o
118RS 1212 (S.LNo. 6 P.No. 18 1l 314" dia 20084 | No 29
10 1 Providing and fixing electric motor 1/2" horse power ifc pumping set 14201 No 14201
made 1 H.P etc.
Total : 40994
Amount Total (CSR)
Part "A" % Above / Below . Total Amount
Part "B" % Above /Below __ Total Amount

Total "A+B"




’ BILL OF QUANTITY

NAME OF WORK : - REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GPS Miral Katto
S.NO ITEM OF WORK I QTy: RATE _L UNIT AMOUNT
1 Dismantling cement concrete plain 1:2:4 (S.No. 19 C P-10) 10.0 3327.50 °CHt 333/=
2 Remgving cement or lime plaster {S.1 NO.53 P.NO.13) 124.0 121.00 % Cft: Rs 150/=
3 Dismantiing brick work in lime or cement mortar {$.1.NC.43 P.NO.10) 21.0 1285.65 % Cft: Rs 270/=

4 Excavation in foundation of building bridges and other structure Vo
dagbelling dressing reflling around the excavated earlh watering 83.0 3176.25 %0Cft Rs 280/=
ramming ‘ead upto one chain and Iift upto 5 feet.

5 Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 8694.95 %Cft Rs: 609/=
cement sand mortar.

Ratio 1:5:10
6 Pacca brick work in Foundation and Plinth 1.6 (S..LNO:4 E,P.NC:21) 92.0 11948.36 %Cft Rs: 10992/=

7 Reinforced cement concrete work including all labour and material 7.0 337.00 Pcft Rs: 2359/=
except the cost of steel Reinfarcement and its |abour for bending and
binding which will be paid separately. This rates also includes all kind
of forms meulds lifting shuttering curring ratio (1,2;4;)

8 Fabrication of mild steel reinforcement for cement conerete including 0.3 5001.70 P.Cwt: Rs: 1561/=
cutting bending binding and laying in pesition making joints fastening
including the cost of steel binding wire {(also includes removal of rust
from bars} (S.L.NO:8(A),P.NO:17).

g Pacca brick work in ground floor with (1:6) ratio in cement sand 7.0 12674.36 % Cft: Rs: 887/=
mortar {S..NO:5 e,P.NO:21)

10 Applying floating coat of Cement 1/32" thick. (S.NO.14 P.NO.53) 124.0 660.00 %.Sft. Rs: 818/=

11 Cement plaster (1:6) ratic upto 20" height 172" 298 2206.60 %Sft Rs: 6577/=
thick.(S.1.NC:13,P.NO:52),

12 Cement plaster 1:4 upto 20' fi; height ground floor 3/8" thick. 174 2197.52 %5Sft Rs: 3824/=

13 Cement concret plain including placing compecting , finishing & 8.0 14429.25 %Sft Rs: 1154/=
curing, complete (/c screening & washing of stone aggregate
without shuttering {S.No: 5 {a) P.Na: 18) RATIO 1:2:4

14 Laying floor of approved wilh glazed tile 1/4" thick in white cement 47.05 27678.86 9% Sft Rs: 13023/=
1:2 over 3/4’ thick cement mortor 1:2 complete {S.1.No:24 P.No: 43)

15 White glazed tiles 1/4" thick dado jointed in white cement and laid 36.00 28253.61 %Sit Rs: 10171/=
i over 1:2 cement sand mortar 3/4" thick including finishing. (5.NO.38
P.NQ.45)
16 Providing and laying 1" thick Topping cement concrete (1:2:4} 15.00 3275.50 %Sft Rs: 491/=

_including surface finishing and panels (S.1 NO 16 P.NO 42)

17 First class deodar wood wrought joinary in doors and windows 3.00 851.00 P.S5ft Rs: 2553/=
etc fixed in position ifc chowkats hold fasts hinges, iron towers
bolts,chocks cleats handles and cords with hooks, etc. Deodar
panelled or panelied and glazed, or fully glazed (b) 1-3/4" {S.I
No;7 P. No: £8)

18 Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat ircn 3.00 180.50 P.Sft Rs: 542/=
of approved design including: painying 3 coats etc complete (weight
not to be less than 3.7 Lbst sq feet of finishing grill (S.1 No:.28
P.No:&83)

[ TOTAL = 56594/= |




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

_Sdl,\l QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear apening between flusing rims
2 and 3 galions flushing tank with 4" dia Cl trap and CI thumble. 480250 Each 9,605
2 Providing and fixing 4"x4"x4" dia C. branch of the required degree
2 \with access doors rubber washer 1/8" thick and builts and nuts and 27080 | Each 541
exira painiing to maich the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench i cutting,
fitting and jointing with sclvent cement ifc testing with water fo a head
of 61 meter or 200 ft. S.1.No. 2 P.Ng. 23 PH.D
80 mm (3"dia) 80.00| PR
§ [100 mm (4'dia) 136.00 | PIRf 1088
125 mm {5"dia) 185.00 | P/Rft
- |150 mm {6"dia} 25900 | P/Rft
4 Supplying and fixing in position brass bib cocks 3/4" dia slandard
2 | atiem 5.1 No. 1 P.No. 16 34892 | Mo 698
9 Providing and fixing baal valve {with unscldered copper ball ) made to
2 1885 1212 (8.1 No. 6 P.No. 18 Il 3/4" dia 2084 1 No 582
10 Providing and fixing electric metor 1/2" horse power ifc pumping set
T |made 1 HP ete. 14201 No 14201
5 Providing installing hand pump machine ifc boaring with wooden shee
and C.C plate form.
60 |a). Fiiter + Boaring 7700 PRi 4620
1 |b} Hand Machine 4500 | Each 4500
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fiting and jointing with solvent cement i/ testing with water to a head
of 122 mater or 400 ft. S.1. No. 6 P.No. 24 PH.D
20 |13 mm (1/2° dia) 12.00 P/Rft 240
40 {18 mm (3/4" dia) 18.00 PIRft 760
25 mm (1" dia) 27.00 P/Rit -
26 mm {1 1/4" dia) 33.00 PiRft
Total : 36835
Amount Total (CSR)

Part "A"

Part "B"

% Above / Below ___

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




*

BILL OF QUANTITY

NAME DF WORK:- REHABLITATION OF POLLING STATICNS OF DISTRICT SHIKARPUR

GPS Rarhi Rahooja
'aON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK}
Excavation in foundation of building bridges & other structure with
1 168 |excavated lead upto one chain and Iift upto Sfeel In ordinary Soil| 3176.25 %0cft 501.85
(5. No:18(b)-Pi14)
Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10. o
2 44 (S.LNo:4®-P/21) 8694.95 %.Cft 3,825.78
3 194 Pacca .br\ck work in Foundation and plinth in cement sand mertor 1:5 11548.35 % Sht 23,179.82
(5.1.No:4-P/20)
4 o5 Porowdmg Hard Murrum poderly fine base dressing watering leveling & 183475 o Sit 458,69
compecting etc complete,
Reinforced cement concrete work including all labour and material except
5 1 th‘e cost of steel Reinforcerr!ent and its Iat?our for bendipg and binding which 337 Pait 5,392.00
will be paid separately. This rates also includes alf kind of forms moulds
lifting shuttering curring ratio (1:2:4;)
5 % Filling watgr|ng and ramming ee.lrth und'er floor \Imlh New Surface excavated 3630 %0 Cff" 166.98
from out side lead uptc one chain and lift upto 5' fest.
Pacca brick work in ground floor with (1:6) ratic in cement sand o
7 116 mortar {S.LNOI &.£.NO21) 12674.36 % Cit: 14,702.25
8 0.65  |Supplying and Fixing Tears at Site 3575 P.Cwt: 2323.75
Erection rolled steel beams or ¢id rails in roofs efc erection and fixing in .
9 0.65 position. (5.1 NO.6 . P.NO.81) 186.34 P.Cwt: 12112
Second class files roofing consisting of 4" earth and 1" mud plaster with
Gebri leeping over 1/2" thick cement plaster 1:5 with 34 Lbs. of hot bitumen
16 | 4208 )coaling sand blinded, provided over one layer of 12" x 6'x2" files laid in 1:6] 760725 | % Sft: 3,201.13
cement mortar including 1:2 cement pointing under neath of tiles complete
includina curing efe, (S.LNO.2 P NO,33)
Providing and faying single per layer of polythene sheet 0.13 mm thick for
1 42 |water profing as per specification and instructions of Engineer incharge. 107 P. Sit: 449 40
(5.NO.38.P.NO.38)
PIF Gl frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
12 17 |necessary hold fasts, filing with cement sand slury of ratio 1:6 and| 228.9 P.cft 3,891.30
repairing repairing the jambs, The cost also i/ all carriage, tools and plants
used in making and fixing.(S.LNO,29.P NO 93}
P/F G.l frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet i/c welded hings and and fixing and fixing at site with
13 18 |necessary hold fasts, filing with cement sand slurry of ratio 1:6 and| 2405 P.Rft: 4,329.00
repairing repairing the jambs, The cost also ifc all carriage, tools and plants
used in making and fixina (5. NOQ.28 P.NO 93}
Supplying & Fixing in position Iron/ steef grill of 3/4 x 1/4" size flat iron of
14 5 approved design including: painying 3 coats etc complele (weight nof to be|  180.5 P.Sit 802.50
less than 3.7 Lbs/ sq feet of finishing arf# (S.1 No:.28 P.No:G3}
15 503 |Cement plaster (1:6) ratic upto 20" height 1/2" thick.{S.1.NO:13 P.NO:52). 2206.6 %St 11,099.20
16 503 |Cement plaster 1:4 upto 20' ft; height ground flogr 3/8" thick, 2197.52 %St 11,063.53
Providing and laying 1" thick Topping cement concrete {1:2:4} including o
7 2 surface finishing and panels ($.1 NO 16 P.NQ 42) 4n.e2 toSit 1.235.31
Providing and laying 1" thick Topping cement concrete {1:2:4} incfuding
1 1 32755 %Sft 491.33
8 > surface finishing and pane!s (5.1 NO 16 P.NO 42) i
First class deodar wood wrought joinary in doors and windows etc fixed in
18 14 position ifc chowkats hold fasts hinges, iron towers bolts,chocks cleats 851 P Sh 11.914.00
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully alazed (b} 1-3/4" (S.| No:7 P. No: 58)
20 50 White washing Three Coats {S.1.NO:26,P.NO:54) §20.95 % St 414.98
21 365  |Colour washing Two Coats (S.1.NO:25 P.NO:54) 859.9 % St 3,138.64
2 70 Painfing to doors and windows any type Three Coats (S.INO4{ C 2116.41 % St 1481.49
L,P.NO:68)
Painting Guard bars, gates iron bars, grating .railings including standard o
3 16 braces etc) and similar open work (S.1.NC:4{ d).P.N0O:69) (Three Ceats). 127083 % St 203.33
Fabrication of Tar steel reinforcement for cement concrete including cutting
24 0.714  |bending and laying in position making joints and fastening including the cost|  5001.7 P.Cwt 3,571.21
of binding wire also includes removal of rust from bars. (S.1.No:8{b)-P/16)
TOTAL 108,049




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WQRKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
and 3 gallons flushing tank with 4" dia Cl trap and Cl thumbie. 480260| Each 4803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 [with access doors rubber washer 1/8" thick and builts and nuts and 27060 | Each 271
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ilc testing with water to a head
of 61 meter or 200 ft. S.1.No. 2P.No. 23 P.HD
- |80 mm (3"dia} 90.00| PIRft 0
9{100 mm (4"dia) 136.00 | PIRft 1224
- |125 mm (5"dia) 185.00 | P/Rft 0
- {1580 mm (6"dia) 25900 [ P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 plateform of cement_concrete 1:36 anld making connection for in-let 8795 Per 8795
out-let and over flow in-let cut-let flow pipes Gallon
5 Providing installing hand pump machine ifc bearing with wooden sheo
and C.C plate form.
80 |a). Filter + Boaring 77.00| PIRf 4620
1 |b) Hand Machine 4500 | Each 4500
) Providing Gi pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good elc painting two coats after cleaning the pipe efc
with white zink paint with pigmenf to match {
- |i}. 142" dia pipe 73.21 PIRft -
- |if). 3/4" dia pipe 9579 P/Rfi -
10 [it). 1" dia pipe 128.55 P/Rit 1286
i). 1-1/4" dia pipe 153.19 P/Rft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cufting,
fiting and jointing with solvent cement i/ testing with water to a head
of 122 meter or 400 ft. $.1. No. 6 P.No. 24 PH.D
15 (13 mm {1/2" dia) 12.00 PIRft 180
25|19 mm {3/4" dia) 19.00 PIRft 475
- |25 mm (1" dia) 27.00 PIRft
26 mm {1 1/4" dia) 33.00 P/Rit
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
!lpatiern S I.No. 1 P.No, 16 34882 | No 349
g Providing and fixing baat valve (with unsoldered copper ball } made to
" |BBS 1212 (S.1No. & P No. 18 | 34" dia 2084 | No 201
10 Providing and fixing electric motor 1/2" horse power ilc pumping set
1 made 1 H.P efc. 14201 No 14201
Total : 40934
Amount Total (CSR)
Part "A" % Above / Below Total Amount
Part "B" % Above /Below __ Totat Amount
Total "A+B"




BIDDING DATA

?

\T‘his section shculd be filled in by the Engineer/Procuring Agency before issuance of
the Bidding Documents).

(a). Name of Procuring Agency:- Executive Engineer (Education Works)
Division Shikarput.

b). Brief Description of Works:-  REHABLITATION OF POLLING STATIONS OF
DISTRICT SHIKARPUR REHABLITATION OF WASH
ROOMS & SANITARY WORKS
(PACKAGE NO:3)
GPS Fatehpur, GPS Allah Abad, GPS Abdul Latif Bhayo,
GPS Muhammad Aslam Brohi, GPS Jahan Wah, GPS
Mushtague Marfani, Budo Veesar, GMS Kudan, GPS
Kudan, GPS Allahabad @ Satrampur, GMS Dia

(c).Procuring Agency’s address:-Executive Engineer (Education Works) Division Shikarpur
Near GBHS No.ll Shikarpur.

id). Estimated Cost:-_ 1.000 ( Miliions).

(e). Amount of Bid Security:- 5% (Fill in jlump sum
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 20 Days (Not more than sixty days).

(g).Security Deposit:-(including bid security):- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :-_As Per NIT

(j)- Venue, Time, and Date of Bid Opening:- Near GBHS Il (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 1 Month
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost per
day of delay, but total not exceeding 10%).

(m). Deposit Receipt No: Date: Amount:Rs:

Bank —

(n) D.R.NO: DATED:- . Amount 1000 /(Rupees: One Thousand only).
(0). Tender issued to Mr. / M/s ) /Govt: Contractor.

Ky,

-
XECUTIVE ENGINEER
CATION WORKS DIVISION

SHIKARPUR




NAME OF WORI'(:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

[y

1.

BILL OF QUANTITY

' ’ GPS Fatehpur

SN
O

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

A

PART-A (CIVIL WORK)

158

Excavation in foundation of building bridues & other structure with
excavated lead upto one chain and It upto S'feet In ordinary Soil
{S.1.No:18{b)-P/14)

3176.25

%0cft

501.85

44

Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
{S.1.No:4@-P/21)

8694.95

%.CHt

3,825.78

194

Pacca brick work in Foundation and plinth in cement sand mortor 1:6
{5.|.No:A-Pf20Y

11948.36

%.5ft

23,179.82

25

Porcviding Hard Murrum pederly fine base dressing watering leveling &
compecting etc complete,

1834.75

%.Sft

458.69

16

Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately, This rates also includes all kind of forms moulds
lifiing shuttering curring ratio {1:2:4:}

45

337

Pcft

5/392.00

Filling wataring and ramming earth under flocr with New Surface excavated
from out side lead upto one chain and lift upto 5' feet.

3630

1%0 Cﬁ“

166.98

116

Pacca brick work in ground floor with (1:8) ratic in cement sand
mortar.(S.LNO:5 e P.NG:21)

12674.36

% Cft:

14,702.26

0.65

Supplying and Fixing Tears at Site

3575

P.Cwt:

2,323.75

065

Erection rolled stee! beams or old rails in roofs efc erection and fixing in
position.{S.1.NO.§ . P.NO.81)

186.34

P.Cwt:

12112

42.08

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x 62" tiles laid in 1:6
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing efc. (S1NG 2 P NO.33)

7607.25

% Sit:

320113

1

42

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Enginzer incharge.
{S.NO.28.P.NO.38)

10.7

P. Sfi:

449.40

12

PiF Gl frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings ang and fixing and fixing &t site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and
repairing repairing the jambs, The cost also ifc all carriage, tools and plants
used in making ang fixing.(3. L NG,29.P.NO.93)

228.9

P.cft:

3,891.30

13

18

PIF G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ifc welded hings and and fixing and fixing ai site with
necessary hold fasts, filing with cement sand slurry of ratic 1:6 and
repairing repairing the jambs, The cost also i'c all carriage, tools and plants
ysed in making and fixing (S NG, 28 P NO.9J

240.5

P.Rft:

4,329.00

14

Supplying & Fixing in position ron/ steel grill of 344 x /4" size flat ircn of
approved design including: painying 3 coats etc complete {weight not to be
less than 3.7 Lbs/ sq feet of finishing grill {S.1 Ng:.26 P.N¢:S3)

15

503

180.5

P.Sft

902.50

Cement plaster {1:6) ratio upto 20" height 1/2" thick,(5.1.NO:13.P.NC:52).

2208.6

%St

11,009.20

16

503

Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick.

2197.52

%St

11,053,853

17

28

Providing and laying 1" thick Topping cement concrete (1:2:4) including
surtace finishing and panels (S NO 16 P.NO 42)

4411.82

%St

1,235.31

15

Providing and laying 1" thick Topping cement concrete (1:2:4) including
surface finishing and panels {S.| NO 16 P.NO 42}

32755

%St

491,33

14

First class deodar wood wrought joinary in doors and windows etc fixed in
position ifc chowkats hold fasts hinges, lron towers bolis.chocks cleats
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully alazed (b} 1-3/4" (S| No:7 P. No: 58)

851

P.Sft

11,914.00

20

a0

White washing Three Coats {8.1.NO;26,P.NO:54)

829.95

% Sft

414.98

21

365

Colour washing Two Coats (S,NO:25 P.NO:54)

859.9

% Sft

3,138.64

22

70

Painting to doors and windows any type Three Coats {SINC4{ C
1, P.NO.68Y

21168.41

% Sit

1,481.49

23

Painting Guard bars, gates iron bars, grating .railings including standard
braces etc) and similar open work (S.1.NC:4( d).P.NO:69) (Three Coats}.

[

1270.83

% st

203.33

24

0714

Fabrication of Tar steel reinforcement for cement concrete including cutting
bending and laying in position making joints and fastening including the cost

of binding wire also includes removal of rust irom bars. {5.1.No:8(t}-P/16)

50017

P.Cwt

3,571.21

TOTAL

108,043




] - WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 8. WC pan of not less than 19" clear opening between flusing rims
and 3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 480260 Each 4803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270.60 | Each 271
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B’ fixing in trench ifc cutting,
fiting and jointing with solvent cement iic testing with water to a head
of 61 meter or 200 ft. 5.I.No. 2 P.No, 23 P.H.D
- 180 mm (3'dia) 90.00| P/Rft 0
91100 mm {4'dia) 136.00 | P/Rft 1224
- 1125 mm (5"dia) 185.00 P/Rf 0
- |150 mm (6"dia) 258.00 | P/RR
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ilc cost of nuts boits and fixing in
100 |Plateform of cement.concrele 1:3:6 aqd making connecticn for in-let 87.95 Per 8795
cut-let and over flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
80 {a). Filter + Boaring 77.00| P/Rft 4620
4 |b) Hand Machine 4500| Each 4500
6 Providing Gl pipes specials and clamps ete incluging fixing cutting and
fitings complete with and ifc the cost of breaking through walis and
roof making gocd ete painting two coats after cleaning the pipe etc
with white zink paint with pigment to match ¢
- 1i). 172" dia pipe 73.21 PiRft -
- |ii}. 3/4" dia pipe 95.79 PRt -
4G L), 1" dia pipe 128.55 P/Rft 1286
R ii). 1-1/4" dia pipe 153,19 PiRft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cuiting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.I. No. 8 P.No. 24 PH.D
15 [13 mm (1/2" dia) 12.00 PiRft 180
25118 mm (3/4" dia) | 18.00 PiRst 475
- (25 mm (1" dia) 27.00 PiRft -
- |26mm (114" dia) 33.00 PIR#t
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
" |pattern S.LNo. 1 P No. 16 34892 | No 349
9 Froviding and fixing baal valve {with unsoldered copper ball ) made to
11885 1212 (S.1.No. 6 P.No, 18 Il 3/4* dia 2608 | No 291
10 | Froviding ang fixing electric moter 1/2" horse pawer ifc pumping set 14201 No 14201
made 1 H.P etc.
Total : 40994
Amount Total {CSR)
Part "A" % Above /Below __ Total Amount
Part "B" % Above /Below __ Total Amount

Total "A+B"




BILL OF QUANTITY
MAME OF WORK REHABLITATION OF POLLING STATIONS QF DISTRICT SHIKARPUR

: . ' GPS Allah Abad
sdr.q QNTY DESCRIPTION RATE | UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with
1 188 |excavated lead uptc one chain and lift upto 5fest. In ordinary Soil] 317625 %0cft 501.85
{S.[No:18(b}-Pi14)
Cement Concrete brick or stone ballast 11/2" 1o 2" guage Ratio 1:5:10. o
2 44 5.1.Na4-PI21) 8694.95 %.Cft 382578
5 194 Fsalciiao.iig:;(}\:ork in Foundation and plinth in cement sand mortor 1:6 194836 | % Sit 23.479.82
4 o5 Pormfwdir)g Hard Murrum poderly fine base dressing watering leveling & 1834.75 o Sft 458,69
compecting etc complete,
Reinforced cement concrete work including all iabour and material except
5 16 th.e cost of_ sieel Reinforcem_ent and its Iai?our for bendipg and binding which 337 Peit 5.392.00
will be paid separately. This raies also includes all kind of forms moulds
iifting shuttering curring ratio {1;2:4;)
6 s Filling watgrmg and ramming eaﬁh und.er floor vlmth New Surface excavated 3630 %o Cit 166,98
from out side lead upto one chain apd lift upto 5' feet.
Pacca brick work in ground floor with {1:6) ratic in cement sand I
7 116 morar (SLNO'S & PNC21) 12674.36 | % Cft: 14,702.26
8 0.65  |Supplying and Fixing Tears at Site 3575 P.Cwt: _ 2,323.75
g 065 Erection rolled steel beams or old ralls in roofs etc erection and fixing in 126.34 P Cul: 19112

osition.{S.1.NO.§ . P.NO.91)

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri lseping over 1/2° thick cement plaster 1:6 with 34 Lbs. of hot bitumen
10 42.08 |coating sand blinded, provided over one layer of 12° x 5"x2" files %aid in 1:6|  7607.25 % Sft: 3,201.13
cement morar including 1:2 cement peinting under neath of tiles complete
including curing ete. (S.NO,2 P.NO,33

Providing and laying single per layer of polythena sheet 0.13 mm thick for
1 42 |water profing as per specification and instructions ¢f Engineer incharge. 107 P. Sit: 449.40
{$.NO.38.P.NG 38

P/F G.I frame f Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
12 17 Inecessary hold fasts, filing with cement sand slurry of ratic 1.6 and{ 2289 P.cit 3,891.30
repairing repairing the jambs, The cost also ¢ all carriage, tocls and plants
used in making and fixing (S.L.NO.29.P NO.93)

P/F G.I frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using Z0
guage G.l sheet ifc welded hings and and fixing and fixing at site with
13 18 inecessary hold fasts, filing with cement sand slurry of ratio 1.6 and|  240.5 P.Rit; 4,329.00
repairing repairing the jambs, The cost also i all carriage, tools and plants
used in making and fixing, (S.LNC.28 PNO 93)

Supplying & Fixing in position iron/ steel grili of 3/4 x 1/4" size flat iron of

14 5 approved design including: painying 3 coats etc complete (weight nct fo bej ~ 180.5 P.Sft 502.50
less than 3.7 Lbs/ sq feet of finishing grill (S.1 No:.26 P.N0:93)

15 503 [Cement plaster (1:6) ratio upto 20" height 1/2" thick.{S.L.NO:13,P.NC:52). 2208.6 %St 11,099.20

16 503 _ |Cement plaster 1:4 upto 20" ft; height ground floor 3/8" thick. 2197.52 %St 11,053.53
Praviding and laying 1" thick Topping cement concrete (1:2:4} including 401182 oSt 1935.31

v 2 surface finishing and panels {S.| NO 16 P.NO 42} 8 & T

18 15 Providing and laying 1° thick Topping cement concrete (1:2:4) including 12755 oSt 40133

surface finishing and panels (S NO 16 P.NC 42)

First class deodar wood wrought joinary in doors and windows etc fixed in
19 14 posilion ifc chowkats hold fasts hinges, iren towers bolis chocks cleats 851 P SH 11.614.00
handles and cords with hooks, etc, Deodar panelled or panelled and glazed,
or fully glazed (b} 1-3/4" (5.1 No:7 P. No: 581

20 50 |White washing Three Coats {5.1.NQ:26,P.NO:54) 829.95 % St 414.98

21 365  |Colour washing Two Coats (S.1.NO;25,P.NO:54} 859.8 % Sft 3,138.64
Painting to doors and windows any type Three Coats {S..NC:4{ C 2116.41 % St 1481.49

22 70 \P.NC:68) X o 481,

Painting Guard bars, gates iron bars, grating railings including standard

.83 % Sft 203.33
braces etc) and similar open work (S.LNO:4{ d).P.NO:63) (Three Coats). 1270 ’

23 16

Fabrication of Tar steel reinforcement for cement concrete including cutting
24 0.714  |bending and laying in position making joints and fastening including the cost|  5001.7 P.Cwt 3571.21
of binding wire also includes removal of rust from bars. {S.1.No:8{5}-P/16)

TOTAL 108,048




+_WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

SON QNTY DESCRIPTICN RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
and 3 gallons flushing tank with 4" dia Cl frap and C! thumble. 480280 | Each 4803
1
2 Providing and fixing 4"x4"x4" dia C.I branch of the required degree
1 iwith access doors rubber washer 1/8" thick and builts and nuts and 270.60 | Each 271
extra painting to maich the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fiting and jointing with solvent cement ifc testing with water to a head
of 81 meter or 200 ft. S.1.No. 2 P.No. 23P.H.D
- |8C mm (3"dia} G000 PIRH 0
g 100 mm (4"dia} 136,00 P/Rfi 1224
- 1125 mm (5"dia) 185.00 | P/RR 0
- 1150 mm (6"dia} 25000 ) PR#t
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 |Plateform of cement concrete 1:3:6 and making connection for in-let| g7 g5 Per 8795
out-let and over flow in-let out-et flow pipes Gallon
5 Providing installing hand pump machine i/c bearing with wooden shec
and C.C plate form.
60 |a). Filter + Boaring 77.00 | P/RR 4520
1 |b) Hand Machine 4500 Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and ic the cost of breaking through walls and
roof making good etc painting two ceats afier cleaning the pipe ete
with white zink paint with pigment to match t
- 1), 112" dia pipe 7321 PIRft -
- |ii). 3/4" dia pipe 95.79 PIRft
10 Jii). 1" dia pipe 128.55 P/Rf 1286
i). 1-1/4" dia pipe 153.19 P/Rf
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 R H.D
15|13 mm {1/2" dia) 12.00 P/Rft 180
25|19 mm (3/4" dia) 19.00 P/Rit 475
- 125 mm (1" dig) 27.00 PIRA
- |26 mm {1 1/4" dia) 33.00 P/Rft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
! |pattem S.4.No. 1 P.No. 16 34852 | No 349
9 Providing and fixing baal valve {with unscldered copper ball ) made to
11388 1212 (5.1 No. 6 P.No. 18 Il 314" dia 20084 ) Mo 291
— — - - - v~
10 | Providing and fixing electric motor 1/2" horse power ifc pumping se 14901 No 14201
made 1 H.P efc.
Total : 40994
Amount Total (CSR)
Part "A" % Above f Below __ | Total Amount
Part "B" % Above /Below Total Amount

Total "A+BY




, BILL OF QUANTITY

NAME OF WORK : - REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GPS Abdul Latif Bhavo
|§.N0 ITEM OF WORK QTy: RATE UNIT AMOUNT J
1 Dismantiing cement concrete plain 1:2:4 (S.No.19 € P-10) 10.0 3327.50 %Cft 333=
2 Removing cement or lime plaster (S.1.NO.53 P.NO.13} 124.0 121.00 %Cft: Rs 150/=
3 Dismantling brick work in lime or cement morar {$.1.NO.13 P.NO.10) 21.0 128565 % Cft: Rs 270/=
4 Excavation in foundation of building bridges and other strugture Vg
dagbelling dressing reflling around the excavated earth watering 88.0 3176.25 %0Cft Rs 280/=
ramming lead upto one chain ang lift upto 5 feet,
5 Cement congrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 8694.95 %Cft Rs: 609/=
cement sand mortar.
Ratio 1:5:10
& Pacca brick work in Foundation and Plinth 4.6 (S..NC:4 E,P.NO:21) 92,0 11948.36 %Cft Rs: 10992/=
7 Reinforced cement concrete work including all labour and material 7.0 337.00 Peft Rs: 2359/=
axcept the cost of stee! Reinforcement and its labour for bending and
binding which wiil be paid separately. This rates afso includes all kind
of forms mouids lifting shuttering curring ratio (1,2;4;)
8 Fabrication of mild steel reinforcement for cement concrete incluging 0.3 5001.70 P.Cwt: Rs: 1561/=
cutling bending binding and laying in position making joints fastening
inciuding the cost of steel binding wire (also includes removal of rust
from bars} {S.LNO-8(A),P. NO:17).
@ Pacca brick work in ground floor with (1:6) ratic in cement sand 7.0 1287436 % Cft: Rs: 887/=
mortar.(S.1.NO:5 € P.NO:21)
10 Applying floating coat of Cement 1/32" thick. (8.NO.14.P NO.53) 124.0 660.00 %.Sft. Rs: 818/=
11 Cement plaster (1:6) ratio upto 20" height 1/2" 298 2206.60 %Sft Rs: 6577/=
thick.(S..NC:13,P.NO:52).
12 Cement plaster 1.4 upte 20' ft; height ground floor 3/8" thick. 174 2197.52 %Sft Rs: 3824/=
13 Cement concret plain including placing compecting , finishing & 8.0 14429.25 °%Sft Rs: 1154/=
curing, complete (I/c screening & washing of stone aggregate
without shuttering (S.No: 5 (a) P.No: 16} RATIO 1:2:4
14 Laying floor of approved with glazed tile 1/4" thick in white cement 47.05 27678.86 % Sft Rs: 13023/=
1:2 aver 3/4' thick cement morter 1:2 complete {S.1.No:24 P.No: 43)
15 White glazed tiles 1/4" thick dado jointed in white cement and laid 36.00 2825361 % Sft Rs: 10171/=
over 1:2 cement sand moriar 3/4" thick including finishing. (5.NO.38
P.NO.45)
16 Providing and laying 1" thick Topping cement concrete (1:2:4) 15.00  3275.50 °Sft Rs: 49/=
. including surface finishing and panels (S.! NO 16 P.NO 42)
17 First class deodar wood wrought joinary in doors and windows 3.00 851.00 P.S5ft Rs: 2553/=
etc fixed in position ifc chowkats hoid fasts hinges, iron towers
bolts,chocks cleats handies and cords with hooks, etc. Deodar
panelled or panelled and glazed, or fully glazed (b} 1-3/4" (S.1
No:7 P. No: 58)
18 Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flatircn 3.00 180.50 P.5ft Rs: 542(=
of approved design including: painying 3 coats etc complete (weight
not 1o be less than 3.7 Lbs/ sq feet of finishing grill (5.1 No:.26
£ No:S3)
[ TOTAL = 56594/=




‘ WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

SN anty DESCRIPTION RATE | UNIT |  AMOUNT
( B. WC pan of not less than 19" clear apening between flusing rims
o and 3 gallons fiushing tank with 4" dia Cl trap and Cl thumble. 480260| Each 8 605
2 Providing and fixing 4*x4"x4" dia C.| branch of the required degree
2 |with access doors rubber washer 1/8" thick and builis and nuts and 270.601 Each 541
exira painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in french ilc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 81 meter or 200 ft. S.1.No. 2 P.No. 23 P.H.D
80 mm (3"dia} 90.00( PR 0
8 1100 mm (4"dia) 136.00] PRl 1088
125 mm (8"dia) 185.00 | P/Rfi 0
- [150 mm (6"dia) 259.00 | P/RR
4 Supplying angd fixing in position brass bib cocks 3/4" dia standard
2 |oatiem S.LNo. 1 P.No. 16 34852 | No 698
g Providing and fixing baal valve (with unsoldered copper ball } made to
21885 1242 (S..No. 6 P.No. 18 Il 3/4" dia 285084 | No 582
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
1 lmade 1H.P el 14201 No 14201
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 |a). Fiter + Boaring 77.00( PIRft 4620
1 |b) Hand Machine 4500 Each 4500
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fiting and jointing with solvent cemeant i/ testing with water to a head
of 122 meter or 400 ft. S.|. No. 6 P.No. 24 P.H.D
20 113 mm {1/2" dia) 12.00 PIRft 240
40 [19 mm (3/4" dia) 19.00 PIRft 760
25 mm (1" dia} 27.00 PIRft
B 26 mm (1 1/4" dia) 33.00 P/Rft
Total : 36835

Amount Tetal (CSR)

Part "A"

Part "B"

% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




BILL OF QUANTITY

NAME OF WORK - - RENABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GPS Muhammad Aslam Brohi
S.NO ITEM OF WORK QTY: RATE I UNIT AMOUNT
1 Dismantling cement concrete plain 1:2:4 (8.No.19 C P-10) 10.0 3327.50 %CH 333/=
2 Removing cement or lime plaster (S.1.N0O.53 P.NO 13) 124.0 121.00 %Cft: Rs 150/=
3 Dismantling brick work in ime or cement mertar (S.1.NO.13 P.NO.1C) 21.0 1285.65 % Cft: Rs 270/=
4 Excavation in foundation of buiiding bridges and other structure Ific
dagbelling dressing reflling around the excavated earth watering 88.0 3176.25 %0CH Rs 280/=
ramming lead upto ene chain and lift upto 5' feet,
§ Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 8694.95 %Cft Rs; 609/=
cement sand mortar.
Ratio 1:5:10
& Pacca brick work in Foundation and Plinth 1.6 (S| NO4 E,P.NC:21} 92.0 11948.36 %Cft Rs: 10992/=
7 Reinforced cement concrete work including ail labour and material 7.0 337.00 Pcft Rs: 2359/=
except the cost of steel Reinforcement and its labour for hending and
binding which will be paid separately. This rates alsc inciudes al kind
of forms moulds lifting shultering curring ratio {1:2:4;)
8 Fabrication of mild steel reinforcement for cement concrete including 0.3 5001.70 P.Cwt: Rs: 1561/=
cutting bending binding and laying in position making joints fastening
including the cost of steel binding wire (also includes remeval of rust
from bars) {S.1.NO:8{A},P.NO:17).
9 Pacca brick work in ground floor with (1:6) ratio in cement sand 7.0 12674.36 % Cft: Rs: 887/=
mortar.{S.1.NO:5 e, P.NC:21)
10 Applying floating coat of Cement 1/32" thick. {S.NO.14.P.NC.53) 124.0 660.00 %.Sft. Rs: 318/=
11 Cement plaster {1:6) ratio upto 20" height 1/2" 298 2206.60 %Sft Rs: 6577/=
thick (S.1.NO:13,P.NO:52).
12 Cement plaster 1:4 upto 20' fi; height ground floor 3/8" thick. 174 2197.52 %Sft Rs: 3824/=
13 Cement concret plain including placing compecting , finishing & 8.0 14429.25 %S5ft Rs: 1154/=
curing, complete (e screening & washing of stone aggregate
without shuttering (8. No: & {g) P.No: 16} RATIO 1:2:4
14 Laying floor of approved with glazed tile 1/4" thick in white cement 4705 27675.86 % Sft Rs: 13023/=
1:2 aver 3/4' thick cement mortor 1:2 complete {S.1.No:24 P.No: 43)
15 White glazed tiles 1/4" thick dado jointed in white cement and laid 36.00 28253.61 % Sft Rs: 10171/=
over 1:2 cement sand mortar 3/4" thick including finishing. (5 NO.38
P.NO.45)
16 Providing and laying 1" thick Topping cement concrete {1:2:4) 1500 327550 %Sft Rs: 491/=
_including surface finishing and panels (3.1 NO 16 P.NO 42}
17 First class deodar wood wrought jeinary in doors and windows 3.00 851.00 P.Sft Rs: 2553/=
elc fixed in position ifc chowkats hold fasts hinges, iron towers
bolts,chocks cleats handles and cords with hooks, etc. Deodar
panelied or panelled and glazed, or fully glazed (b} 1-3/4" (5.
No:7 P. No: 58}
18 Supplying & Fixing in position Iron/ stee! grill of 3/4 x 1/4" size flat iron 3.00 180.50 P.Sft Rs: 542/=

of approved design including: painying 3 coats etc compiete (weight
not to be less than 3.7 Lbs/ sq feet of finishing grill (S.1 No:.26
P.N0:93}

56594/= |

[ TOTAL




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening beiween flusing rims
2 and 3 gallons flushing tank with 4" dia Ci trap and C| thumble. 480260 | Each 9605
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
2 with access doors rubber washer 1/8" thick and builts and nuts and 270.80] Each 541
extra painting to match the coleur of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in tranch i/c cutling,
fiting and jointing with soivent cement ¢ testing with water 10 a head
of 61 meter or 200 ft. S.L.No. 2 P.Ne. 23P.H.D
- |80 mm (3"dia) 90.00 | P/Rft 0
8 {100 mm (4"dia) 136.00 | PIRft 1088
125 mm {5"dia) 185.00| P/RA 0
150 mm (6"dia) 253,00 PIRR
4 Supplying and fixing in position brass bib cocks 3/4" dia standard
2 |pattern 8.1.No. 1 PNo. 16 832 | Mo 628
g Providing and fixing baal valve (with unsoldered copper ball ) made to )
2 1BBS 1212 (S.L.No. 6 P-No. 18 11 34" dia 29084 1 Mo 5%
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
1 |made 1 K.P etc. 14201 No 14201
5 Providing installing hand pump machine i*c boaring with wooden sheo
and C.C plate form.
80 ja). Filter + Boaring 7700 PRt 4820
1 |b) Hand Machine 4500 Each 4500
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement i/c testing with water lo a head
of 122 meter or 40C ft. 8.1. No. 6 P.Ng. 24 PH.D
20 |13 mm (1/2" dia} 12.00 PIRit 240
40 119 mm (3/4" dia) 19.00 P/RA 760
25 mm {1" dia} 27.00 PIRit -
26 mm (1 1/4" dia) 33.00 PIRft
Total : 36835

Auncunt Total
Part"A"

Part "B"

(CSR)
% Above / Below

% Above / Below ____

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




BILL OF QUANTITY
NAME OF WORK REHABLITAT!ON OF POLLING STATIONS OF DISTRICT SHIKARPUR

‘ GPS Jahan Wah
SON QNTY BESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & cther structure with
1 158 lexcavated lead upto one chain and Iifi upto 5feet In ordinary Soil| 3176.25 %0cft 501.85

{S.1. No; 18(b}-P/14)

Cement Concrete brick or stone ballast 11/2" fo 2" guage Ratio 1:5:10.

. %.Cil 382578
2 M {5.1 No:4©-P/21) 8694 .95 %.Cit 25
Pacca brick work in Foundation and plinth in cement sand morior 1:6 o
3 19 {5.I.Ng:4-P12%h 11948.36 %. St 23,179.82
4 25 Poroviding Hard Murrum poderly fine base dressing watering leveling & 183475 % St 458,60

compecting etc complete.

Reinforced cement concrete work including all labour and material except
5 16 the cost of steel Reinforcement and its labour for bending and binding which 337 Peft

,392.00
will be paid separately. This rates also includes all kind of forms moulds 5,392
liting shuttering curring ratio (1:2:4:
6 46 Filling watgnng and ramming egrlh un@er floor }mth New Surface excavated 3630 %0 Cft 165.98
from out side lead upto one chain and lift upto &' feet.
Pacca brick work in ground floor with (1:6) ratio in cement sand
7 . % Cft: 14,702.26
16 mertar.(S.I.NO;5 e.P NO:21} 1267436 b Ch 0
8 0.65 |Supplying and Fixing Tears at Site 3575 P.Cwt: 2,32375
9 065 Erection rolled steel beams or old rails in roofs etc erection and fixing in 186.34 P Cwt: 121,12

position.{S..NO.6 . P.NO.84

Second class fikes roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of het bitumen
16 | 42.08 lcoating sand blinded, provided over one layer of 12" x 6'x2" tles laid in 1:5)  7607.25 | % Sft: 3,201.13
cement mortar including 1:2 cement pointing under neath of tiles complete
includina curing efe, (SING.2 PNQ.33

Providing and laying single per layer of polythene sheet 0.13 mm thick for
11 42 \water profing as per specification and instructions of Engineer incharge. 10.7 P. Sft: 449,40
(5.NO.38.P.NO.38)

PIF G.1 frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet Vo welded hings and and fixing and fixing at site with
12 17 |necessary hold fasts, filing with cement sand slurry of ratio 1:6 and| 2289 P.cft 3,891.30
repairing repairing the jambs, The cost also ifc all carriage, tocls and plants,
used in making and fixing.(S.L.NO,29.P.NO.S3}

PiF G.l frame / Choukats of size 7* x 2 or 4 1/2" x3' for windows using 20
guage G.| shest ic welded hings and and fixing and fixing at site with
13 18 necessary hokd fasts, filing with cement sand slurry of ratio 1:6 and)  240.5 P.Rit. 4,329.00
repairing repairing the jambs, The cost aiso i'c all carriage, tools and plants
used in makina and fixina. (S IMNQ28 P.NO.93)

Supplying & Fixing in position Ironf steel grill of 3/4 x 1/4" size flat iron of

14 5 approved design inciuding: painying 3 ccats etc complete {weight not to be 180.5 P.sit 902.50
less than 3.7 Lbs/ sq feet of finishing grif (S.1 No:. 26 P.No:93}

15 503 |Cement plaster {1:6) ratio upto 20" height 1/2" thick.(S.1.NO:13 P.NO:57} 2206.6 %Sit 11,089.20

16 503 [Cement plaster 1:4 upto 20’ ft; height ground floor 3/8" thick, 2197.52 %SH 11,053.53
Providing and laying 1" thick Topping cement concrete (1:2:4} including o%

17 2 surface finishing and panels (S.1 NO 16 P.NQ 42) 4an b st | 123531

18 15 Providing and laying 1" thick Topping cement concrete (1:2:4) including 39755 %St 491.33

surface finishing and panels (S.INC 16 P.NO42)

First class decdar wood wrought joinary in doors and windows efc fixed in
19 14 position ¥c chowkats hold fasts hinges, iron towers bolts chocks cleats 851 PSH 11.914.00
handles and cords with hocks, etc. Deodar panelfed or panelled and glazed,
or fully alazed {b) 1-3/4" (5. No:7 P. No: 58)

20 50  }While washing Three Coats (S.I.NO:28,P.NO:54) 829.95 % Sft 414.88
1 365  |Colour washing Two Coais {S.I.NO:25 P.NO:54} 859.9 % Sit 3,138.64
99 70 Pgr':ugg(iat)o doors and windows any type Three Coats (S.INC4{ C 3115.41 % St 148149

Painting Guard bars, gates iron bars, grating ,raffings including standard

23 18 braces etc) and similar open work {S.|.NO:4{ d}.P.NO:69} (Three Coats).

1270.83 % Sft 203.33

Fabrication cf Tar sieel reinforcemeant for cement concrete including cutting
24 0.714  |bending and laying in position making joints and fastening including the cost] ~ 5001.7 P.Cwt 357121
of binding wire also includes removal of rust from bars. (5.1 No:8(b}-P/16)

TOTAL 108,049




Amount Total
Part "A"

Part "B"

(CSR)
% Above / Below

% Above / Below

Total "A+B"

WATER SUPPLY & SANITARY WORK
PART-B :PLUMBING WORKS
SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not iess than 19" clear opening between flusing rims
and 3 gailons flushing tank with 4" dia Cl trap and Ci thumble. 480260 Each 4,803
1
2 Providing and fixing 4"xd"x4" dia C.} branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 27080 [ Each 271
exira painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc culting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 fi. 8.1 No. 2 P.No. 23P.H.D
- 180 mm (3"dia} 9000 PRt 0
91100 mm (4"dia} 136.00| P/Rfi 224
- [125 mm {5"dia} 185.00| P/Rit 0
- 1150 mm (&"dia) 259.00) P/Rft
4 Supplyging and fixing fibre glass tank of approved qualily and design
and wall thickness as specified i/c cost of nuts bolts and fixing in
400 Plateform of cement.concmte 1:3:6 an.d making connection for in-lef] g2 g- Per 8795
out-let and cver flow in-lt out-let flow pipes Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
80 |a). Filter + Boaring 77.00 | PIRft 4620
1{b} Hand Machine 4500( Each 4500
g8 Providing Gl pipes specials and clamps etc including fixing cutling and
fitlings complete with and ilc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to match t
- [it. 1/2" dia pipe 73.24 P/Rft -
- [1). 34" dia pipe 95.79 PiRft -
101ii). 1" dia pipe 128,55 PiRft 1288
ii). 1-1/4" dia pipe 153.19 P/RA -
7 Providing Laying UPVC pipes of Class "D" fixing in french ifc cutling,
fitting and jointing with solvent cement ifc testing with water o a head
of 122 meter or 400 ft. 5.1. No. 8 P.No. 24 PH.D
1513 mm (1/2" dia) 12.00 PiRft 180
25 [19 mm (314" dia} 1900 | PRt | 475
- |25 mm (1" dia) 27.00 PIRft
26 mm {1 1/4" dia) 33.00 PiRit
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
E " patiem S.1No. 1 P.No. 16 34692 | Mo 39
9 Providing and fixing baal valve (with unsoldered copper ball ) made to
!|BBS 1212 (S.1Ne. 6 P.No. 18 1l 314" dia 29084 | No 21
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
made 1 H.P etc. 14201 No 14201
Total: 40994

Total Amount

Total Amount




BILL. OF QUANTITY

NAME OF WORK:- REHABLITATION OF PO

LLING STATIONS OF DISTRICT SHIKARPUR

GPS Mushtagque Marfani
S.N
o: QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with excavated
2 o,
! %5 iead uplo one chain and liftupto 'feet In ordinary Soil (5. LNo:18(b)-Prtd) |~ 02> | 0ot 686.07
Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
6 o,
2 4 (5. No4@-PI21) 8694.95 %.Cft 5564,768
3 274 Pacca brick work in Foundation and piinth in cement sand mortor 1:6 11943.36 % Sh 12380,0556
(S.1.No:A-P20Y
4 44 Poroviding Hard Murrum poderly fine base dressing watering leveling & 1834.75 %. St 807.29
Reinforced cement concrete work including aft labour and material except
5 18 th_e cost of_steel Reinforcemgnt and its Iab.ourfor bendlr.ig and binding which 337 Peit 5392
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering cyrring ratio (1:2:4:)
Fabrication of Tar steel reinforcement for cement concrete including cutting
8 1,714  {bending and laying in position making joints and fastening including the costt 50017 P.Cwt 3571,2138
of binding wire also includes removal of rust from bars. (S.1.No:8(b}-F/16)
Filling watering and ramming earth under floor with New Surface excavated o «
C 333,
! %2 from out side lead upto one chain and liftupte 5' feet. 3630 oo Gt 33.96
Pacca brick work in ground floor with (1:6) ratic in cement sand
4 . % Cft: )
§ 2 mortar.{(8..NO:5 ¢ P.NO:21) 12674.36  Cit 25855.6944
9 1.3 [Supplying and Fixing Tears at Site 3575 P.Cwt 46475
Erection rolled steel beams or old rails in roofs etc erection and fixing in )
10 13 osition.(S.LNO6 . P.NO.9%) 186.34 P.Cwt. 242242
Second class tiles roofing consisting of 4 earth and 1" mud plaster with
Gabri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
1 80  |coating sand blinded, provided over one iayer of 12" x 6"x2" tlles laid in 1:6 7607.25 | % Sft 6085.8
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing et (SINQ2 PNO.JJ)
Providing and 1aying singie per layer of polythene sheet 0.13 mm thick for
12 80  |water prefing as per specification and instructions of Engineer incharge. 107 p. St 856
5.NO.38.P.NO.38}
P/F G.| frame / Choukats of size 7" x 2 or 4 112" x3' for doors using 20
quage G.l sheet ¥c weided hings and and fixing and fixing at site with
13 32 |necessary hold fasts, filling with cemeni sand slurry of ratio 1:6 and repairing] ~ 228.9 P.cft: 7324.8
repairing the jambs, The cost also ifc all carriage, tools and plants used in
aking ang fixing (S.J,NG.29.P NC 93]
PiF G.| frame ! Choukats of size 7" x 2" or 4 1/2" xJ for windows using 20
guage G. sheet iic welded hings and and fixing and fixing at site with
14 24 |necessary ho'd fasts, fiiling with cement sand slurry of ratio 1:6 and repairing] 2405 PRft 5772
repairing the jambs, The cost also iic all carriage, tools and plants used in
mzking and fixing (S.[NO.28 P NQ.931
Supplying & Fixing in position Iron/ stee! grill of 344 x 1/4" size flat iron of
15 12 |approved design including: painying 3 coats etz complete (weight not to be| 1805 P.Sit 2166
iess than 3,7 Lbg/ eq feet of finishing grill (8.1 No:.28 P.No.93)
16 112 |Cement plaster (1:6) ratio upto 20' height 1/2" thick.(S..NC:13,P.NO:52). 2208.6 %St 2471.382
17 804 [Cement plasier 1:4 upto 20' ft: height ground floor 3/8" thick. 2197.52 %St 17668.0608
Cement Concrete Plain compacting finishing cumring etc and washing .
1 14429.25 %.cft 7938.0875
i % agaregate without shuitering (S.1.No:5-P/5) ot
Providing and laying 1" thick Topping cement concrete (1:2:4} including o
1 3275.5 % St 588.59
¢ 18 surface finishing and paneis {(S.| NO 16 P.NO 42)
First class decdar wood wrought joinary in doors and windows efc fixed in
20 97.08 position ifc chowka.ts hold fasts hinges, iron towers bolts,chocks cleats 851 P S 2304508
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
of fully alazed (b} 1-3/4" {S.| No:7 P, No: 58}
21 70 f;ir;}lon%;)o doors and windows any fype Three Coats (SINC4( C 914541 o, St 1481.487
Painting Guard bars, gates iron bars, grating ,railings including standard o, Sit 419.3739
2 3 braces etc) and similar open work (S.1.NO:4{ d).P.NO:ES) (Three Coats). 127083 % '
TOTAL 155,286




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

SON E:lNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 4,802.60| Each 4,803
1
2 Providing and fixing 4'x4"x4" dia C.| branch of the required degree
1 Jwith access doors rubber washer 1/8" thick and bullts and nuts and 270.60 ! Each 271
extra painting to maich the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with salvent cement ifc testing with water to a head
of 61 meter or 200 fi. S.INo. 2 P.No. 23 P HD
- |80 mm (3"dia) 90.00 | P/Rit 0
9100 mm (4'dia) 136.00 ] P/Rft 1224
- [125 mm {5"dia) 185.00 | P/Rit 0
- ]150 mm (6"dia) 259.00 | P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
400 |Plateform of cementlconcrete 1:3:8 an.d making connection for in-let|  g- gs Per 8795
out-let and over flow in-let out-let low pipes Galion
5 Praviding installing hand pump machine ifc boaring with wooden shec
and C.C plate form.
60| a). Filter + Boaring 7700} P/Rft 4620
1 |b) Hand Machine 4,500 Each 4500
& Providing Gl pipes specials and clamps etc including fixing cutting and
fitings complete with and ifc the cost of breaking through walls and
roof making goed etc painting two coats after cieaning ihe pipe etc
with white zink paint with pigment to match t
- [i}. 172" dia pipe 73.21 PIRit
- |iiy. 3/4" dia pipe 95.79 P/Rft -
107ii). 1" dia pipe 128.55 P/Rit 1286
- iiy. 1-1/4" dia pipe 153.19 P/Rft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with sclvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.1. No, § P.Ng. 24 PH.D
15 {13 mm (172" dia) 12.00 P/RIt 180
25 |19 mm (3/4" dia) 18.00 P/Rft 475
- |25 mm (1" dia) 27.00 PIRft
26 mm (1 1/4" dia) 33.00 P/R#t
8 Supplying and fixing in position brass bib cocks 34" dia standard
1 patiern S.1No. 1 P.No. 16 3892 | No 349
9 Providing and fixing baal valve (with unsoldered copper ball ) made 1o
118BS 1212 (S 1. No. 6 P.No. 18 11 314" dia 2084 | No 29
10 Providing and fixing electric motor 1/2" horse power i/c pumping set
T made 1 H.P etc. 14201 No 14201
Total : 40934
Amount Total {CSR)
Part "A" % Above / Below Total Amount
Part "B" % Above / Below Total Amount
Total "A+B"

CONTRACTOR




NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

BILL OF QUANTITY

Budo Veesar

SNI anty DESCRIPTION RATE | UNIT | AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other struciure with
1 158 |excavated lead uplo cme chain and lift upto Sfeet. In ordinary Soil| 3176.25 Yalcit 501.85
{S.1.No:18(k)-P/14}
Cement Concrete brick or stone baftast 11/2" to 2" guage Ratio 1:5:10.
694, %.Cft 3,825.78
2 44 S LNoAD-PI1) 8694,95 .0 8
Pacca brick work in Foundation and plinth in cement sand mortor 1:6 o
. Y. 8
3 194 (5.1 No:4-P/20) 11948.36 b.Sft 23,179.82
4 25 POI’OVldII'.Ig Hard Murrum poderly fine base dressing watering leveling & 183475 o, Sft 458,69
compecting eic complete.
Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
16 337 Pcft 5,392.00
5 will be paid separately. This rates also includes all kind of forms moulds, ¢
lifting shuttering curring ratio (1:2:4:}
6 % Filling watgnng and ramming egnh under floor ‘.Mth New Surface excavated 330 %0 CH" 166.98
from out side lead upic one chain and lift upto 5’ feet.
Pacca brick work in ground fioor with {1:6) ratio in cement sand 9, Cit
7 116 morlar (SLNOS e PNG2T, 12674.36 b Cft: 14,702.26
8 0.65  [Supplying and Fixing Tears at Site 3575 P.Cwt: 2,323.75
Erection rolled steel beams or old rails in roofs eic erection and fixing in .
9 085 o0sition. (S LNO.B . PNO.9T) 186.34 P.Cwt; 121.12
Second class tiles roofing consisting of 4* earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
10 | 4208 icoating sand blinded, provided over one layer of 12" x 6"x2" tiles laid in 1:6] 7607.25 | % Sft: 320113
cement mortar including 1:2 cement pointing under neath of tiles complete
inclyding guring et (SING.2 P.NO.33)
Providing and laying sing'e per layer of polythene sheet 0.13 mm thick for
1" 42 |waler profing as per specification and instructions of Engineer incharge. 10.7 P. Sit: 449.40
{S.N0.38 P.NO.38)
PiF G.l frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.I sheet i'c welded hings and and fixing and fixing at site with
12 17 [necessary hold fasts, filing with cement sand slurry of ralio 1,6 and| 226.9 P.cft: 3,881.30
repairing repairing the iambs, The cost alse /¢ all carriage, tools and plants
used in making.and fixing (S .LNC.29.B NC 93}
PIF G.l frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet i/c welded hings and and fixing and fixing at site with
13 18 |necessary hold fasts, filing with cement sand slurry of ratic 1:6 and]  240.5 P.Rit: 4,329.00
repairing repairing the jambs, The cost also ifc all carriage, tooks and plants
used in making ang fixing (S LNO.28 PNO .93
Supplying & Fixing in position lron/ steel grill of 3/4 x 114" size flat iron of
14 5 approved design including: painying 3 coats efc complete (weight not to be| ~ 180.5 P.Sit 902.50
less than 3.7 Lbs/ sq feet of finishing grill {S.| Ne:.26 P.No:93)
15 503 |Cement plaster (1:6) ratio upto 20" height 1/2" thick.{3.I.NO:13,P.NO:52). 2206.6 %Sit 11,089.20
16 503 |Cement plaster 1:4 upto 20' ft: height ground floor 3/8" thick. 2197.52 %Sft 14,053.53
Providing and laying 1" thick Topping cement concrete (1:2:4) including
28 4411.82 %5ft 1,235.11
i surface finishing and panels (8.1 NO 16 P.NO 42} i
Providing and laying 1" thick Topping cement concrete (1:2:4) incliding
75.5 %5t 491.33
® 11 |surface finishing and panels (5.1 NQ 15 P.NO 42) % °
First class deodar wood wrought joinary in doors and windows efc fixed in
19 14 positien ifc chowkafs hold fasts hinges, iron towers bolts,chocks cleats 851 oS 11.914.00
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
of fully ajared (b 1-3/4" (S.| Ne:7 P. No: 58)
20 50 |White washing Three Coats {S.I.N0O:26 P.NO:54) 820.95 % St 414,98
21 365  |Colour washing Twa Coats (S.1.NC:25 F.NC:54) 859.9 % Sft 3,138.64
9 70 Painting to doors and windows any type Three Coats (S.INOA{ C 211641 o, Sit 148149
[P.NC:68)
Painting Guard bars, gates iron bars, grating railings including standard 8 o, Sit 203
2 16 braces etc) and similar open work (S.1.NC:4{ d).P.NO:63) (Three Coats). 1270.83 % 33
Fabrication of Tar steei reinforcement for cement conerete including cutting
24 0.714 |bending and laying in position making joints and fastening including the cost|  5001.7 P.Cwt 3,571.21
of binding wire also includes removal of rust from bars. (5.1 No:8{b}-P/16)
TOTAL 108,049




’ WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

%N QNTY DESCRIPTION RATE UNIT AMOUNT
ﬁ B. WC pan of not less than 19" clear opening between flusing rims
and 3 gallons flushing tank with 4* dia Cl trap and Cl thumble. 480260| Each 4803
1
2 Providing and fixing 4"x4"x4" dia C.I branch of the required degree
1 jwith access docrs rubber washer 1/8" thick and builts and nuts and 27060 Each M
extra painting to mateh the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ife cutling,
fitting and joiniing with solvent cement i‘c testing with waier {o a head
of 61 meter or 200 ft. S.I.Ne. 2 P.No. 23PH.D
- 180 mm (3'dia) 80.00| P/Rft 0
9 (100 mm (4"dia) 136.00 | P/Rft 1224
- 125 mm (5"dia) 185.00 | PRt 0
- 1150 mm (6"dia) 259.00) P/Rit
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
400 [Plateform of oement.concrete 1:3.6 an_d making connecticn for in-let]  g- g5 Per 8795
out-let and over flow in-let oui-let flow pipes Gallon
5 Providing installing hand pump machine ilc boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 7700 PRf 4620
1 |b) Hand Machine 4500 | Each 4500
4] Providing Gl pipes specials and clamps eic inciuding fixing cutting and
fittings complete with and ilc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to maich t
- ). 172" dia pipe 73.24 P/RA -
- ). 3/4" dia pipe 95.79 P/Rft
10 [ii). 1" dia pipe 128.55 P/Rft 1286
ii). 1-1/4" dia pipe 183.18 PiRft
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water fo a head
of 122 meter or 400 ft. S.1. No.  P.No, 24 PHD
15 [13 mm {1/2" dia) 12.00 PIRft 180
2519 mm (3/4" dia) 19.00 PIRit 475
- [25 mm (1" dia) 27.00 PIRft
26 mm (1 1/4" dia) 33.00 PIRA
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
pattern S.LNo. 1 P.No. 16 4892 | No 349
9 Providing and fixing baal valve {with unsoldered copper ball } made to
1|BBS 1212 (S.1.No. 5 P.No. 18 it 3/4" dia 22084 | No 291
idi ixing electri tar 1/2" h er if ing set
L10 ! Er;;;d;ng{ ingt:xnng electric motor Qrse power ifc pumping s 14201 No 16201
Total : 40994
Amount Total (CSR)
Part "A" % Above / Below _ Total Amount
Part "B" % Above /Below Total Amount

Total "A+B"




’ ‘ : BILL OF QUANTITY

NAME OF WORK : - REIABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GMS Kudan_
LS.NO ITEM OF WORK r QTY: LRATE | uNIT AMOUNT _]
1 Dismantling cement concrete plain 1:2:4 {S.No.19 C P-10) 10.0 3327.50 %Cft 333/=
2 Removing cement or lime plaster (S.1.NO.53 P.NO.13) 124.0 121.00 %Cft: Rs 150/=
3 Dismantling brick work in lime or cement mortar (S..NO.43 P.NO.10) 21.0 1285.65 %Cft: Rs 270/=

4 Excavation in foundation of building bridges and other structure V¢
dagbelling dressing reflling around the excavated earth watering 88.0 3176.25 %0Cft Rs 280/=
ramming lead upte one chain and iift upto 5' Teet.

5 Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 869485 %Cft Rs: 609/=
cement sand mortar.

Ratio 1:5:10
& Pacea brick work in Foundation and Plinth 1.6 (SNG4 E,P.NC:21) 92.0 11948.36 °%Cft Rs: 10992/=

7 Reinforced cament concrate work including all labour and material 7.0 337.00 Pcft Rs: 2359/=
except the cost of steel Reinforcement and its labour for bending and
binding which will be paid separately. This rates also includes all kind
of forms moulds lifting shuttering curring ratio (1,2,4;)

8 Fabrication of mild steel reinforcement for cement concrete including 0.3 5001.70 P.Cwt: Rs: 1561/=
cutting bending binding and laying in position making jeints fastening
including the cost of steei binding wire (alse includes removal of rust
from bars) (S.1. NO:8(A).P.NO:17).

9 Pacca brick work in ground floor with {1:6) ratio in cement sand 7.0 12674.36 % Cft: Rs: 887/=
mortar.(S.1.NO:5 e, P.NCG:21)

10 Appiying fioating coat of Cement 1/32" thick. (5 NO.14.P.NO.53) 124.0 660.00 %.Sft. Rs: 818/=

Cement plaster {1:6) ratio upto 20' height 1/2" 298 2206.60 %Sft Rs: 6577I=
thick.(S.1.ND:13,P.NO:52).

1

ry

12 Cement plaster 1:4 upto 20' ft, height ground floor 2/8" thick. 174 2197.52 %Sfit Rs: 3824/=

13 Cement concret plain including placing compecting , finishing & 8.0 14429.25 %St Rs: 1154/=
curing, complete (l/c screening & washing of stone aggregate
without shuttering (S.No: 5 (a} P.No: 18) RATIO 1:2:4

14 Laying floor of approved with glazed tilte 1/4" thick in white cement 47.05  27678.86 % Sft Rs: 13023/=
1:2 over 3/4' thick cement mortor 1:2 compiete {S.1.No:24 P.N¢: 43)
15 White glazed tiles 1/4" thick dado jointed in white cement and laid 36.00 28253.61 % Sft Rs: 101714=
over 1:2 cement sand mortar 3/4" thick including finishing. (S.NO.38
P NO.45)
I
3 16 Providing and laying 1" thick Topping cement concrete (1:2:4) 15.00 327550 %Sft Rs: 491f=

_including surface finishing and panels (5.1 NO 16 P.NO 42}

17 First class deodar wood wrought joinary in doors and windows 3.00 851.00 P.Sft Rs: 2553/=
efc fixed in position i/c chowkats hold fasts hinges, iron towers

I bolts.chocks cleats handles and cords with hooks, etc. Deodar

| panelled or panelled and glazed, or fully glazed (b} 1-3/4" (S.)

i No:7 P. No: 58)

Supplying & Fixing in position lron/ steel grill of 3/4 x 1/4" size flat iron 3.00 180.50 P.Sft Rs: 542i=
of approved design including: painying 3 coats etc complete {weight

! not to be less than 3.7 Lbs! sq feet of finishing grill (5.1 No:.26

! P.No:93)

' 1

-]

[ TOTAL = 56504/=




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

Amount Total {CSR)

Part"A"

Part "B"

% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"

o | QNTY DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
2 and 3 galions flushing tank with 4" dia Ci trap and C! thumble. 480250 Each 9,605
2 Providing and fixing 4"xd"x4" dia C.I branch of the regquired degree
2 lwith access doors rubber washer 1/8" thick and buils and nuts and 27060 | Each 544
extra painting to maich the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc culting,
fitting and jainting with sclvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.1.No. 2 P.No. 23 PH.D
80 mm (3"dia) 90.00) P/R#t 0
& (100 mm (4"dia} 136.00| P/Rfi 1088
- 125 mm {5'dia) 185.00 | P/Rft 0
150 mm (8"dia) 25000 P/Rit
4 Supplying and fixing in position brass bib cocks 3/4" dia standard
2 pattern S.1.No. 1 P.No. 16 346.92 No 698
9 Providing and fixing baal valve {with unsoldered copper ball ) mada to
2 |8B3 1212 (.1 No. 6 P.No. 18 Il 314" dia | s ) Mo 582
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
T | made 1 H.P elc. 14201 No 14201
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
80 |a}. Filer + Boaring 7700 PRIt 4620
1 b} Hand Machine 4,500} Each 4500
7 Providing Laying UFVC pipes of Class "D" fixing in trench ifc cutiing,
filting and jointing with solvent cement i/c testing with water to a head
of 122 meter or 400 ft. $.1. No. 6 P.No. 24 PH.D
20 |13 mm (1/2" dia} 12.00 PIRft 240
40 119 mm (3/4" dia) 19.00 PiRft 760
25 mm (1" dia} 27.00 P/Rft
26 mm (1 1/4" dia} 33.00 PiRft
Total : 35835




BILL OF QUANTITY
NAME OF WORK:- REI:IABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Kudan
SO"_\' QNTY DESCRIPTION RATE | UNIT AMOUNT
A PART-A (CVIL WORK)
Excavation in foundation of building bridges & other structure with
1 158  |excavated ‘ead upto one chain and lift upto Sfeet. In ordinary Soil] 3176.25 %0cft 501.85

{S.|.No:18(0)-Pi14)

5 m Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.

0,
(5. No:4E-P121) 8694.95 %.Cft 3,825.78
3 194 fsa::cr::ao‘lz:;:}(m\;fork in Foundation and plinth in cement sand mortor 1:6 1194836 | %.Sit 23,179.82
4 9% Porowdm Hard Murrum poderly fine base dressing watering leveling & 1834.75 o Sft 458,69
compecting etc compiete.
Reinforced cement congrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
5 16 . ! . ! 37 Peit ,392.00
will be paid separately. This rates also includes all kind of forms moulds 3 ¢ 5,392
lifting shuttering curring ratio (1;2:4:)
6 o Filling watgnng and ramming egrlh undgr floor ?mth New Surface excavated 3630 %0 Cit" 466,98
from out side 'ead upto one chain and lift upto &' feel.
Pacca brick work in ground floor with {1:6) ralic in cemeni sand o
7 116 otz (S..NO:5 6P NO21) 12674.36 | % Cit: 14,702.26
8 0.65  |Supplying and Fixing Tears at Site 3575 P.Cwi: _2,323.75
Erection rolled steel beams or old rails in roofs etc erection and fixing in
. . . Cwt: 2
P % esion(SINOS . PNOSY) | 183 | Pow 1211

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
10 | 4208 |coating sand blinded, provided over one layer of 12" x 6'x2" tiles laid in 1:6) 7607.25 | % Sft 3,201.13
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing etc, (S LNO.2 PNO33)

Providing and laying single per layer of polythene sheet 0.13 mm thick for
1 42 jwater profing as per specification and instructions of Engineer incharge. 10.7 P. Sft: 449,40
5.NO.38 P.NC.38)

P{F G.l frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
quage G.| sheet ¥c welded hings and and fixing and fixing at site with
12 17 |necessary hold fasis, filling with cement sand slurry of ratio 1:6 and| 228.9 P eft; 3,891.30
repairing repairing the jambs, The cost also i'c all carriage, tools and plants
used in making and fixing, (5 1.NO .29 P.NQ.93}

P/F G.I frame / Choukats of size 7" x 2* or 4 1/2" x3' for windows using 20
guage G| sheet ilc welded hings and and fixing and fixing at site with
13 18 |necessary hold fasts, filing with cement sand slumy of ralic 1:6 and)  240.5 P.Rit: 4,329.00
repairing repairing the jambs, The cost also ifc all carriage, teols and plants
used in.making and fixing (S.1.NOQ.28 P NO 83

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron of

14 5 approved design including: painying 3 coats etc complete (weight not to be| 1805 P.Sft 902.50
less than 3.7 Lbs/ sq feet of finishina arill (3.1 No:.26 P.No.93)

15 503 |Cement plaster (1:6) ratio upio 20’ height 1/2" thick.(S.1.NO:13,P.NC:52). 2208.6 %SH 11,099.20

16 503  |Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick, 2197 52 %St 11,053.53

Providing and laying 1" thick Topping cement concrete (1:2:4) including

i 2 surface finishing and panels (3.\ NQ 16 P.NO 42)

4411.82 %St 1,235.31

Providing and laying 1" thick Topping cement concrete (1:2:4) including

18 5 surface finishing and panels (S.INQ 16 P.NO 42}

3275.5 %St 491.33

First class deodar wood wrought joinary in doors and windows etc fixed in
1 1 position i/c chowkats hold fasts hinges, iron towers bolts,chocks cleats 251 P.Sh 11.914.00
handles and cords with hooks, etc. Deodar panelied or panelled and glazed,
or fully glazed {b) 1-3/4" {S.1 No7 P. Ng: 58}

20 50  |White washing Three Coats {S.I.NC:26,P.NO:54) 829.95 % St 414.98

21 365  |Colour washing Two Coats (S.1.NO:25 P.NO:54} 859.9 % St 3,138.64

99 70 Painting to doors and windows any type Three Coats (S..NQ:4{ C 2116.41 % Sft 1.481.4
VP.NOEB)

Painting Guard bars, gates iron bars, grating ,raifings including standard

1270 % Sft 203.33
braces etc) and similar open work {S.|.NO:4{ d).P.NO:69) {Three Coats). 083 ’

23 16

Fabrication of Tar stee! reinforcement fer cement concrete including cutting
24 0.714 |bending and laying in position making joints and fastening including the costf 50017 P.Cwt 3,571.21
of binding wire also includes removal of rust from bars. (S.1.No:B(b)-P/16)

TOTAL 108,049




' WATER SUPPLY & SANITARY WORK

PART- B : PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear cpening between flusing rims
and 3 galions flushing tank with 4" dia C! trap and Cl thumble. 480260 Each 4,803
4
2 Providing and fixing 4"x4"x4" dia C.1 branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270580 Each n
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jeinting with solvent cement ifc testing with water to a head
of 61 meter or 200ft. S.i.No. 2 P.No. 23 P.H.D
- {80 mm (3"dia} 90,00 | PIRft 0
9100 mm (4"dia) 136.00 | PiRft 1224
- [125 mm (5"dia) 185,00 | P/Ri 0
- 1150 mm {6"dia} 256.00 | P/R#
4 Supplyging and fixing fibre glass tank of approved qualily and design
and wall thickness as specified ifc cosi of nuts bolts and fixing in
400 |Plateform of cement concrete 1:3:6 and making connection for in-let] g7 g5 Per 8795
out-let and over flow in-let oui-let flow pipes Gailon
5 Providing instaling hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Bearing 77.007 P/Rft 4620
1 [b) Hand Machine 4500 Each 4500
& Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making gocd etc painting two coats after cleaning the pipe etc
with white Zink paint with pigment to match t
- |i}. 1/2" dia pipe 7321 P/Rft
- 1ii). 34" dia pipe 95,79 P/RA -
| 10jii). 1" dia pipe 128.55 P/Rft 1286
- ii). 1-1/4" dia pipe 153.19 PiRft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench iic cutting,
fitting and jointing with solvent cement ifc testing with waler to a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 PH.D
15 (13 mm {1/2" dia) 12.00 PRt 180
25|19 mm {3/4" dia) 18.00 PIRft 475
- |25 mm (1" dia} 27.00 PR
i 26 mm (1 1/4" dia) 3300 | PRIt
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1 pattern S.1.No. 1 P.Ng. 16 348.02 No 349
9 Providing and fixing baal valve (with unsoldered copper ball } made to
' 18BS 1212 (S.1No. 6 P.No. 18 11 34" dia 29084 | MNo 29
10 ’ Providing and fixing eleciric motor 1/2" horse power i/c pumping set 1401 No 44201
made 1 H.Pefc.
Total : 40994
Amount Total {CSR)
Part "A" % Above / Below Total Amount
Part "B" % Above /Below Total Amount

Total "A+B"




NAME OF WORK : -

BILL OF QUANTITY

REUABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Allahabad (@ Satrampur
S.NO ITEM OF WORK QTyY: RATE _l_ UNIT AMOUNT
1 Dismantliing cement concrete plain 1:2:4 (S.No.13 C P-10) 10.0 3327.50 %CH 333/=
2 Removing cement or lime plaster (S.!.NO 53 P.NO .13} 124.0 121.00 %Cft: Rs 150/=
3 Dismantling brick work in lime or cement mortar (8..NO.13 P.NQ.10) 21.0 1285.65 % Cft: Rs 270/=
4 Excavation in foundation of building bridges and other structure lfc
dagbelling dressing refiling around the excavated earth watering 88.0 3176.25 %OCft Rs 280/=
ramming lead upto one chain and lift upto 5’ feet.
5§ Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 8694.85 %Cft Rs: 609/=
cement sand mortar.
Ratio 1:5:10
6 Pacca brick work in Foundation and Plinth 1.8 {S..NC:4 E,P.NO:21) 92.0 11948.36 %Cft Rs: 10992/=
7 Reinforced cement concrete work including &l labour and material 7.0 337.00 Pcft Rs: 2359/=
except the cost of steel Reinforcement and its labour for bending and
binding which will be paid separately. This rates also inciudes all kind
of forms moulds lifting shuttering curring ratio {1,2;4:)
g Fabrication of milg stee! reinforcement for cement concrete including 0.3 5001.70 P.Cwt: Rs: 1561/=
cufting bending binding and iaying in position making jeints fastening
including the cost of stee! binding wire (also includes removal of rust
from bars) (S.1.NQ:B{A),P.NO:17).
9 Pacca brick work in ground floor with (1:8) ratio in cement sand 7.0 12674.36 % Cft: Rs: 887/=
mortar ($.1.NC:5 e, P.NC:21)
10 Applying floating coat of Cement 1/32" thick. (S.N0.14.P.NQ 53) 124.0 660,00 %.Sft. Rs: 818i=
11 Cement plaster (1:8) ratio upte 20" height 1/2" 298 2206.60 °%5ft Rs: 6577 /=
thick.(S.1.NO:13,P.NO:52).
12 Cement plaster 1.4 uplo 20" ft; height ground floor 3/8" thick. 174 2197.52 %Sft Rs: 3824/=
13 Cement concret plain incluging placing compecting , finishing & 8.0 14429.25 %Sft Rs: 1154/=
curing, complete (/o screening & washing of stone aggregate
without shuttering (S.Na: 5 (a) P.No: 16) RATIC 1:2:4
14 Laying floor of approved with glazed tile 1/4" thick in white cement 47.05 27678.86 % Sft Rs: 13023/=
1:2 over 314’ thick cement mertor 1:2 complete (S.|.No:24 P.No: 43)
15 White glazed tiles 1/4" thick dado jointed in white cement and laid 36,00 28253.61 %Sft Rs: 10171/=
over 1:2 cement sand mortar 3/4" thick inciuding fnishing. (8 NO.38
P.NO.45)
16 Providing and laying 1" thick Topping cement concrete (1:2:4) 15.00 3275.50 %Sft Rs: 491/=
. including surface finishing and panels (8.1 NO 16 P.NO 42)
47 First class deodar wood wrought joinary in doors and windows 3.00 851.00 P.Sft Rs: 2553/=
etc fixed in position ifc chowkats hold fasts hinges, iron towers
bolts,chocks cleats handles and cords with hooks, etc. Deodar
panelled or panelled and glazed, or fully glazed (b) 1-3/4" (S.I
No;7 P. No: 58)
18 Supplying & Fixing in position lron/ steel grill of 3/4 x 1/4" size flat iron 3.00 180.50 P.Sft Rs: 5421=
of approved design including. painying 3 coats etc complete {(weight
not to be less than 3.7 Lbs/ sq feet of finishing grill {S.1 No..26
P.No:93)
| TOTAL =  56594/= |




WATER SUPPLY & SANITARY WORK

v

PART- B : PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
2 and 3 gallons flushing tank with 4° dia Cl trap and CI thumble. 4802.60| Each 9,605
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
2 |with access doors rubber washer 1/8" thick and builts and nuts and 27060 | Each 541
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B fixing in french ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.\.No. 2 P.No. 23 P.H.D
- 80 mm (3"dia) 90.00 | P/Rft 0
8 |100 mm (4"dia} 136.00| P/Rit 1088
125 mm (5"dia) 185.00 | P/Rft 0
150 mm (8"dia) 259.00 | P/Rft
4 Supplying and fixing in position brass bib cocks 3/4" dia standard
2 patiern S.I.No. 1 P.No. 16 348.92 No 6%
9 Providing and fixing baal valve {with unscldered copper bali ) made to
2 |BBS 1212 (S.i No. & P.No. 18 It 3/4' dia 280.84 | No 562
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
1| made 1 H.P elc, 14201 No 14201
5 Providing installing hand pump maching i‘c boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 7700 P/Rft 4620
1 |b) Hand Machine 4500§ Each 4500
7 Providing Laying UPVC pipes of Class "D" fixing in irench ifc cutting,
fitting and jcinting with solvent cement ic testing with water to a head
of 122 meter or 400 ft. 5.1 No. 6 P.Ng. 24 PH.G
20 113 mm {1/2" dia) 12.00 PIRft 240
40 [19 mm (3/4" dia} 19.00 P/Rft 760
25 mm (1" dia) 27.00 P/RR -
26 mm (1 1/4" dia} 33.00 PIRft
Total : 36835

Amoeunt Total

Part"A"

Part "B"

(CSR)
% Above / Below _

% Above / Below _

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




BILL OF QUANTITY

NAME OF WORK : - REUABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GMS Dia
S.NO ITEM OF WORK QTY: | RATE UNIT AMOUNT —I
1 Dismantling cement concrete plain 1:2:4 (S.No.19 C P-10) 10.0 3327.50 °%Cft 3331=
2 Remaoving cement or lime plaster (S.1.NO.53 P.NO 13} 124.0 121.00 % Cft: Rs 150/=
3 Dismantling brick work in lime or cement mortar {S..LNO.12 P.NO.10) 21.0 128565 % Cft: Rs 270/=
4 Excavation in foundation cf building bridges and other structure l/'c
dagbelling dressing reflling around the excavated earth watering 83.0 3176.25 %0OCft Rs 280/=
ramming lead upto one chain and fift upto 5' feet.
5 Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 8694.95 %Cft Rs: 609/=
cement sand mortar.
Ratio 1:5:10
6 Pacca brick work in Foundation and Plinth 1.6 .(S..NO.4 E,P.NO:21} 92.0 11948.36 %Cft Rs: 10992/=
7 Reinforced cemant concrete work including all labour and material 7.0 337.00 Pcft Rs: 2359/=
except the cost of steel Reinforcement and its labour for bending and
binding which will be paid separately. This rates also includes all kind
of forms moulds lifting shuttering curring ratio (1,2;4;)
8 Fabrication of mild steel reinfarcement for cement concrete including 0.3 5001.70 P.Cwt: Rs: 1561/=
cutting bending binding and laying in position making jeoints fastening
including the cost of steel binding wire (also includes removal of rust
from bars} {S.L.NO:8(A),P.NO:17).
a Pacca brick work in ground floor with (1:6) ratio in cement sand 7.0 12674.36 % Cft: Rs: 887/=
mortar.(S.1.NC:5 e P.NO:21)
10 Applying floating coat of Cement 1/32" thick. (S.NO.14.P.NO.53) 124.0 660.00 %.Sft. Rs: 818/=
11 Cement plaster (1:6) ratio upto 20" height 1/2" 293 2206.60 %Sft Rs: 6577/=
thick {5 |.LNO:13,P.NO:52).
12 Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick. 174 2197.52 %Sft Rs: 3824/=
13 Cement concret plain including placing compecting , finishing & 8.0 14429.25 %Sft Rs: 1154/=
curing, complete (l/c screening & washing of stone aggregate
without shuttering (S.No: 5 (a) P.No: 18) RATIO 1:2:4
14 Laying fioor of approved with glazed tile 1/4" thick in white cement 47.05 27678.86 % Sft Rs: 13023/=
1:2 over 3/4' thick cement mortor 1:2 complete (S.1.No:24 P No: 43)
15 White glazed tiles 1/4" thick dado jointed in while cement and laid 36.00 2825361 %Sft Rs:  10171/=
over 1:2 cement sand mortar 3/4" thick including finishing. {S.NQ.38
P.NO.45)
16 Providing and laying 1" thick Topping cement concrete (1:2:4} 15.00 327550 %Sft Rs: 491/=
_including surface finishing and panels (5.1 NO 16 P.NO 42)
17 First class deodar wood wrought joinary in doors and windows 3.00 851,00 P.Sft Rs: 2553/=
ete fixed in positicn i/c chowkats hold fasts hinges, iron towers
bolts,chocks cleats handles and cords with hooks, etc. Deodar
panelled or panelted and glazed, or fully glazed (b) 1-3/4" (S.1
No:7 P. No: 58)
18 Supplying & Fixing in position Iron/ steel gril! of 3/4 x 1/4" size flat iron 3.00 180.50 P.5ft Rs: 542/=
of approved design including: painying 3 coats elc complete (weight
not to be less than 3.7 Lbs/ sq feet of finishing grill (5.1 No:. 26
P.No:83)
[ TOTAL = 56594/= |




WATER SUPPLY & SANITARY WORK

L

PART- B : PLUMBING WORKS

Amount Total
Part"A"

Part"B"

{CSR}
% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"

SON QNTY DESCRIPTION RATE | UNIT | AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
2 and 3 gallons flushing tank with 4" dia Ci trap and Cl thumble. 480260 Each 9,605
Z Providing and fixing 4"x4"x4" dia C.I branch of the required degree
2 |with access doors rubber washer 1/8" thick and builts and nuts and 27060 | Each 544
extra painting to match the colour of the building.
3 Previding Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement i/c testing with water to a head
of 61 meter or 200 ft. 8.1.Nv. 2 P.No. 22 PH.D
80 mm {3"dia) 80.00§ P/RA 0
8 1100 mm (4"dia) 136.00 | P/Rft 1088
125 mm (5"dia) 185.00| P/RA ¢
150 mm (6"dia} 250.001 P/RA
4 Supplying and fixing in position brass bib cocks 3/4" dia standard
2 |pattern S.1No. 1 P-No. 16 34882 | No 698
9 Providing and fixing bazal valve (with unsoldered copper ball } made fo 5
2 1BBS 1212 (S.1.No. 6 P.No. 18 Il 3/4" dia 2084 | No 58
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
1 imade 1 H.P stc. 14201 No 14201
5 Providing installing hand pump machine i/c boaring with woaden sheo
and C.C plate form.
80 |a). Filter + Boaring 77.00| PRt 4620
1 |b) Hand Machine 4500( Each 4500
7 Providing Laying UPVC pipes of Class "D” fixing in trench ifc cutting,
fitting and jointing with sclvent cemeni ifc testing with water to a head
of 122 meter or 400 #, 3.1 No, 6 P.No. 24 PH.D
20 (13 mm {1/2" dig) 1200 PiRft 240
40 119 mm (3/4" dia) 19.00 PiRft 760
25 mm (1" dia) 27.00 PiRft
26 mm (1 1/4" dia} 33.00 PRIt
Total : 36835




BIDDING DATA

(‘"his section should be filled in by the Engineer/Procuring Agency before issuance of
the Bidding Documents).

(a). Name of Procuring Agency:- Executive Engineer (Education Works)
Division Shikarpur.

b). Brief Description of Works:- REHABLITATION OF POLLING STATIONS OF
DISTRICT SHIKARPUR REHABLITATION OF WASH
ROOMS & SANITARY WORKS
(PACKAGE NO:4)
GBPS Loung Labano, GBPS Maka, GPS Haji Abdul
Karim Mahar, GBPS Angan Khan Mahar

(c).Procuring Agency’s address:-Executive Engineer (Education Works) Division Shikarpur
Near GBHS No.ll Shikarpur.

(d). Estimated Cost:-_0.600 ( Millions).

(e). Amount of Bid Security:- 5% (Fill in lump sum
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 90 Days (Not more than sixty days).

(g).Security Deposit:-(including bid security):- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bilis:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time ;- As Per NIT

(j)- Venue, Time, and Date of Bid Opening:- Near GBHS || (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 1 Month
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost per
day of delay, but total not exceeding 10%).

(m). Deposit Receipt No: Date: Amount:Rs:
Bank

(n) D.R.NO: DATED:- . Amount }O{TO /-(Rupees One Thousand only).

(o). Tender issued to Mr. / M/s ‘. /Govt Contractor.

ECUTIVE ENGINEER
EPLICATION WORKS DIVISION
vi- SHIKARPUR




NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

BILL OF QUANTITY

‘ GBPS Loung Labano

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

SN
0:
A

PART-A (CIVIL WORK)

1

158

Excavaticn in foundation of building bridges & other structure with
excavaled lead upto one chain and lift upto S'feet. In ordinary Soil
(S.1.No:18(0)-P/14)

3176.25

%0cft

501.85

44

Cement Concrete brick or stene ballast 11/2" to 2" guage Ratio 1:5:10.
(5.1 No:4@-P/21)

8694.95

%.Cft

3,825.78

194

Pacca brick work in Foundation and plinth in cement sand mortor 1:6
(S.1.No.4-P/20)

11948.36

%.5ft

23,179.82

25

Poroviding Hard Murrum poderly fine base dressing watering leveling &
compecting efc complete.

1834.75

%. Sft

458.69

Reinforced cement concrete work including all labour and materiai except
the cosl of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates also includes all kind of forms moulds
iifting shuttering curring ratio {1:2:4:1

337

Pt

5,392.00

46

Filling watering and ramming earth under flocr with New Surface excavated
from cut side lead upic gne chain and ift upto 5' feet,

3630

%o Cft"

166.98

116

Pacca brick work in ground floor with (1.6) ratio in cement sand
mortar.(S.1.NQ:5 e,P.NO:21)

12674.36

% Cit:

14,702.26

0.65

Supplying and Fixing Tears at Site

3575

P.Cwt:

2323.75

065

Erection rolled stee! beams or old rails in roofs efc erection and fixing in
position.(S.L.NO.6 . P.NO.91)

188.34

P.Cwt:

121.12

10

4208

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:5 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x 6'x2" tiles laid in 1:6
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing efe. (SA.NQ.2 P.NO.33}

7607.25

% Sft:

3,201.13

"

42

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
(S.NO.38.P.NO.38)

10.7

P. Sit:

445.40

12

17

PiF G.I frame / Choukats of size 7" x 2" or 4 172" x3' for doors using 20
guage G, sheet ilc welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1,6 and
repairing repairing the jambs, The cost alse i'c all carriage, tools and plants
used in making and fixing (S.|.NG.29 P NO,93}

2289

P.cft:

3,891.30

13

18

PIF G.I frame { Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.l sheet ifc welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and
repairing repairing the jambs, The cost also ifc all carriage, tocls and plants
used in making and fixina.{S.|.HO.28 P NQ.93}

2405

P Rft:

4,329.00

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats etc complete {weight not to be
less than 3.7 Lbs/ sq feet of finishing arill {S.1 No:.26 P.No:93)

180.5

P.5f

802.50

503

Cement plaster {1:6) ratio upto 20' height 1/2" thick.{S..NO:13,P.NC:52).

2206.6

%Sit

_11,089.20

503

Cement plaster 1:4 upto 20' ft: height ground floor 3/8" thick.

2167.52

%St

11,053.53

28

Providing and laying 1" thick Topping cement concrete (1:2:4) including
surface finishing and panels (S.I NO 16 P.NO 42)

4411.82

%Sf

1,235.31

Providing and laying 1" thick Topping cement concrete {1:2.4) including
surface finishing and panels (S NO 16 P.NO 42}

3275.5

%St

491.33

14

First class deodar wood wrought joinary in doors and windows etc fixed in
posiiicn ifc chowkats hold fasts hinges, iron towers bolts,chacks cleats
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully glazed (b} 1-3/4” {S.1 No:¥ P. No: 58]

851

P.Sit

11,914.00

20

50

White washing Three Coats {S.1.NO:26,P.NC:54)

629.95

% St

414.98

21

365

Caolour washing Two Coats (S.1.NC;25,P.NO:54}

859.9

% St

_3,138.64

22

70

Painting to doors and windows any type Three Ceats (S..NO:4{ C
),P.NO:68)

2116.41

% Sft

1,481.49

23

16

Painting Guard bars, gates ircn bars, grating ,railings including standard
braces etc) and similar open work (S.L.NO:4{ d).P.NO:69) {Three Coats).

1270.83

% Sft

203.33

24

0714

Fabrication of Tar steel reinforcement for cement concrete including cutting
bending and laying in position making joints and fastening including the cost
of binding wire also includes removal of rust from bars. {S.1.No:8(b)-P/16}

5001.7

P.Cwt

3,571.21

TOTAL

108,049




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

SN anry DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 18" clear opening between flusing rims
and 3 gallons flushing tank with 4" dia Cl trap and CI thumble. 480260 | Each 4,803
1
2 Providing and fixing 4'x4"x4" dia C.I branch of the reguired degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 27060 Each 271
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutling,
fiting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.INo. 2 P.No. 23 PH.D
- |80 mm (3"dia) 80.00| PIR#t 0
9 (100 mm {4"dia) 136.00 | PRIt 1224
- |125 mm (5"dia) 185.00 | PiRft 0
- {180 mm (6"dia) 250.00| P/Rft
4 Supplyging and fixing fibre glass tank of approved guality and design
and wall thickness as specified ¥c cost of nuts bolts and fixing in
100 plateform of cement.concrete 1:38 aqd making cennection for in-let| g o5 Per 8795
out-let and over flow in-tet out-let flow pipes Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
&0 |a). Filter + Boaring 77.00( PIRft 4820
1 |b) Hand Machine 4500| Each 4500
6 Providing Gl pipes specials and ciamps efc including fixing cutting and
fitings complete with and i’c the cost of breaking through walls and
roof making gocd etc painting twa coats after cleaning the pipe efc
with white zink paint with pigment to match t
- ). 112" dia pipe 73.21 PIRft -
- |ii). 3/4" dia pipe 95.79 PRft -
10 [ii}. 1" dia pipe 128.55 PiRft 1286
- ii), 1-1/4" dia pipe 183.19 PiRft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutling,
fitting and jointing with solvent cement ifc testing with water lo a head
of 122 meter or 400 ft. S.1. No, 6 P.No. 24 P.H.D
15 [13 mm (1/2" dia) 12.00 PIRit 180
25|19 mm (3/4" dia) 19.00 P/Rit 475
- 125 mm (1" dia) 27.00 PiRft -
. 26 mm (1 1/4" dia) 33.00 P/Rit
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1loattern $.1No. 1 P.No. 1 4892 | Ne 348
9 Providing and fixing baal valve {with unsoldered copper ball ) made to
11BBS 1212 (5.1 No. 6 P.No. 18 11 3/4" dia 29084 | No 291
10 1 Providing and fixing electric motor 1/2" horse pawer ifc pumping set 14901 No 14201
made 1 H.P efc.
Total : 40934
Amount Total (CSR}
Part "A" % Above / Below Total Amount
Part "B" % Above fBelow ___ Total Amount

Total "A+B"




CONTRACTOR

]

NAME OF WORK : -

BILL OF QUANTITY

REINABLITATION OF POLLING STATIONS OF RISTRICT SHIKARPUR

GBPS Maka
I;.NO ITEM OF WORK , QTY: RATE J UNIT AMOUNT J
1 Dismantling cement concrete plain 1:2:4 ($.N0.19 C P10} 10.0 3327.50 %Cit 333/=
2 Remaving cement gr lime plaster (S |.NQ .53 P.NO 13) 124.0 12100 %Cft: Rs 150/=
3 Dismaniling brick work in lime or cement mortar (S.1.NO.13 P.NO.10) 21.0 1285.65 % CH: Rs 270/=
4 Excavation in foundation of building bridges and cther structure i/c
dagbeliing dressing reflling around the excavated earth watering 83.0 3176.25 %0CfHt Rs 280/=
ramming lead upto one chain and fift upto 5' feet.
5 Cemaent concrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 8694.95 %Cft Rs: 609/=
cement sand mortar.
Ratio 1:5:10
6 Pacca brick work in Foundation and Plinth 1.6 .(S.|.NO:4 E,P.NO:21) 92.0 11948.36 %Cft Rs: 10992/=
7 Reinforced cemant concrete work including all labour and material 7.0 337.00 Pcft Rs: 2359/=
except the cost of steel Reinforcement and its labour for bending and
binding which will be paid separately. This rates algo includes all kind
of forms moulds lifting shuttering curring ratio (1,2,4;)
8 Fabrication of mild steel reinfercement for cement concrete including 0.3 5001.70 P.Cwt: Rs: 1561/=
cutting bending binding and laying in position making joints fastening
inciuding the cost of steel binding wire (also includes removal of rust
from bars) {S.1.NO:8(A),P.NO:1T).
9 Pacca brick work in ground floor with {1:6} ratio in cement sand 7.0 12674.36 % Cft: Rs: B87/=
mortar.{S.1.NO:5 g,P.ND:21)
10 Applying floating ceat of Cement 1/32" thick. (S.NO,14.P.NO.53) 124.0 660.00 %.5ft. Rs: 818/=
11 Cemenl plaster (1:6) ratic upto 20" height 1/2" 298 2206.60 %5ft Rs: 6577/=
thick.(S.L.NO:13,P.NO:52).
12 Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick. 174 2197.52 %Sft Rs: 3824f=
13 Cement concret plain including placing compecting , finishing & 8.0 14429.25 %5ft Rs: 1154/=
curing, complete (I/c screening & washing of stone aggregate
without shuttering (S.No: 5 {a) P.No: 16) RATIO 1:2:4
14 Laying flocr of approved with glazed tile 1/4" thick in white cement 47.05 27678.836 % Sft Rs: 13023/=
1:2 aver 3/4' thick cement mortor 1:2 complete (5.1.Np:24 P.No: 43)
15 White glazed tiles 1/4" thick dado jointed in white cement and laid 36.00 2825381 % Sft Rs: 10171/=
over 1:2 cement sang mortar 3/4" thick inciuding finishing. (S.NO.38
P.NO.45)
16 Providing and laying 1" thick Topping cement concrete {1:2:4) 15.00 3275.50 %Sft Rs: 491/=
. including surface finishing and panels (S.1 NO 16 P.NO 42)
17 First class decdar wood wrought jeinary in doors and windows 3.00 851,00 P.Sft Rs: 25531=
etc fixed in position ifc chowkats hoid fasts hinges, iron towers
bolts,chocks cleats handles and cords with hooks, etc. Deodar
panelled or panelled and glazed, or fully glazed {b) 1-3/4" (S.]
No:7 P. Na: 58)
18 Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron 3.00 180,50 P.Sft Rs: 542/=
of approved design including: painying 3 coats ete complete (weight
not to be less than 3.7 Lbs/ sq feet of finishing grill {S.) No:.26
P.N0:93)
|  TOTAL = 56594/= |




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
5 and 3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 480260 | Each 9,605
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
2 |with access doors rubber washer 1/8" thick and builts and nuis and 27060 | Each 541
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench i/c cutfing,
fiting nd jointing with sclvent cement ifc testing with water fo a head
of 61 meter or 200 ft. S.LNo. 2 P.No. 23 PH.D
- 180 mm (3"dia) 80.00 | P/Rft 0
8 |100 mm {4"dia) 136.00 | PRt 1088
125 mm (5'dia) 185.00 | PRIt 0
- (150 mm (6"dia) 259.00( PRft
4 Supplying and fixing in position brass bib cocks /4" dia standard
2 | pattern S..No. 1 P.No. 16 3692 | No 698
9 Providing and fixing baal valve (with unsoidered cepper ball ) made to
28BS 1212 (S.1No. 6 P.No. 18 |1 3/4" dia 2084 | No 582
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
1| made 1 4P etc. 14201 No 14201
5 Providing installing hand pump machine ifc boaring with wocden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00 | P/Rft 4620
1 |b) Hand Machine 4500 | Each 4500
7 Providing Laying UPYC pipes of Class "D" fixing in trench i/c cutfing,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter ¢r 400 ft. S.. No. 6 P.No. 24 PH.D
20 |13 mm (1/2" dia) 12.00 PiRft 240
40 |19 mm (3/4" dia) 15.00 PIRft 760
25 mm (1" dia) 27.00 P/Rft
26 mm {1 1/4" dia) 33.00 PIRft
Total : 36835

Amount Total {CSR)

Part"A"

Part"B"

% Above / Below _

% Above / Below __

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




NAME OF WORK : -

BILL OF QUANTITY

REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Haji Abdul Karim Mahar
S.NO ITEM OF WORK QTY: RATE I UNIT AMOUNT J
1 Dismantling cement concrete plain 1:2:4 (S.No.19 C P-10) 10.0 3327.50 %CH 333/=
2 Removing cement or lime plaster (S.1.NO.53 P.NO.13) 124.0 121.00 %Cft: Rs 150/=
3 Dismantling brick werk in lime or cement mortar {S.1.NO.13 P.NQ.10) 21.0 1285.65 % Cft: Rs 270/=
4 Excavation in foundation of building bridges and other structure lic
dagbelling dressing reflling around the excavated earth watering 88.0 3176.25 %0Cft Rs 280/=
ramming tead upto one chain and ift upto & feet.
5 Cement concrete brick or stone ballast 1-1/2" fo 2" guage ratio in 7.0 8694.95 %Cft Rs: 60%9/=
cement sand mortar.
Ratio 1:5:10
6 Pacea brick work in Foundation and Plinth 1.6 (S.1.NO:4 E.£#.NO:21) 92.0 11948.36 %Cft Rs: 10992/=
7 Reinforced cement concrete work including all labour and material 7.0 337.00 Pcft Rs: 2359/=
except the cost of steel Rainforcement and its labour for bending and
binding which will be paid separately. This rates also includes all kind
of forms maeulds lifting shuttering curring ratio {1,2:4;)
8 Fabrication of mild steel reinforcement for cement concrete inclugding 0.3 5001.70 P.Cwt: Rs: 1561/=
cutting bending binding and laying in position making joints fastening
including the cost of steel binding wire (also includes removal of rust
from bars) {S.1.NO:8{A)},P.NO:17}.
9 Pacca brick work in ground floor with (1:6) ratio in cement sand 7.0 12674.36 % Cft: Rs: B87i=
mortar.(S.1.NO:5 e, P.NC:21)
10 Appiying floating coat of Cement /32" thick. {S.NO.14.P.NO.53} 124.0 660.00 ©%.5ft. Rs: 818/=
11 Cement plaster {1:6) ratio upto 20’ height 1/2" 298 2206.60 %Sft Rs: 6577/=
thick {5 | NQ:13,P.NC:52)
12 Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick. 174 2197.52 %Sft Rs: 3824=
13 Cement concret plain including placing compecting , finishing & 8.0 14429.25 %Sft Rs: 1154/=
curing, complete (lfc screening & washing of stone aggregate
without shuttering (S.No: 5 (a} P.No: 18) RATIO 1:2:4
14 Laying floor of approved with glazed tile 1/4" thick in white cement 47.05 27678.86 %Sft Rs: 13023/=
1:2 over 3/4' thick cement mortor 1:2 complete (S.1. No:24 P.No: 43)
15 White glazed tiles 1/4" thick dado jointed in white cement and laid 36.00 28253681 %Sft Rs: 10171/=
over 1:2 cement sand mortar 3/4" thick inchuding finishing. (S.NC.38
P.NO.45)
16 Providing and laying 1" thick Topping cement concrete (1:2:4) 15.00 327550 %Sft Rs: 491/=
. including surface finishing and panels (5. NO 16 P.NO 42)
17 First class deodar wood wrought joinary in deors and windows 3.00 851.00 P.Sft Rs: 2553/=
etc fixed in position ifc chowkats hold fasts hinges, iron towers
bolts,chocks cleats handles and cerds with hooks, etc. Deodar
panelled or panelled and glazed, or fully glazed (b) 1-3/4" {S.1
No:7 P. No: 58)
18 Supplying & Fixing in position iron/ steel grill of 3/4 x 1/4" size flat iron 3.00 180.50 P.Sft Rs: 542i=
of approved design including: painying 3 coats etc complete (weight
not 1o be less than 3.7 Lbs/ sg feet of finishing grill (3.1 No:.26
P .No:93)
[ TOTAL = 56594/=




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

SN anTv DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
2 and 3 gallons flushing tank with 4" dia Cl trap and CI thumble. £80260| Each 9.505
2 Providing and fixing 4"x4"x4" dia C.I branch of the required degree
2 |with access doors rubber washer 1/8" thick and builts and nuts and 27050} Each 541
exira painting to match the celour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S..No. 2P.No. 22 P HD
- 180 mm {3"dia} 4000} P/Rit 0
8 | 100 mm (4"dia) 136.00| P/Rit 1088
125 mm (5"dia) 185.00 | PRft ]
150 mm (6"dia) 259.00| PIRft
4 Supplying and fixing in position brass bib cocks 3/4" dia standard
2 | satter S..No. 1 P.No. 16 3488z | Mo 638
g9 Providing and fixing baal valve (with unsoldered copper ball ) made to &
28BS 1212 (5..No. & P.No. 18 i 34" dia 20084 1 Mo 5
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
1 \made 1 B etc. 14201 No 14201
5 Providing installing hand pump machine i/c boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00| P/Rit 4620
1 |b) Hand Machine 4,500 | Each 4500
7 Providing Laying UPVC pipes of Class "D” fixing in french ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.1. Ne. 6 P.Ne. 24 PH.D
20 |13 mm (1/2" dia) 12.00 P/Rft 240
40 119 mm (374" dia) 19.00 PiRft 760
- |25 mm (1" dig) 27.00 PIRft -
26 mm (1 1/4" dia) 33.00 PiRf
Total : 36835

Amount Total
Part "A"

Part "B"

{CSR)
% Above / Below

% Above / Below __

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




' BILL OF QUANTITY

.

NAME OF WORK : - RENABLITATION OF POLLING STATIONS OF DISTRICT SIIIKARPUR
GBPS Anpan Khan Mahar
ENO ITEM OF WORK QTY: RATE | UNIT AMOUNT
1 Dismanting cement concrete plain 1:2:4 (S.Ne.19 € P-10) 10.0 3327.50 %Cft 333/=
2 Removing cement or lime plaster (S.1.NC.53 P.NO.13) 124.0 121.00 %Cft: Rs 150/=
3 Dismantling brick work in lime or cement mortar (S.1NO .13 P.NO.10} 21.0 128585 % CH: Rs 270/=

4 Excavation in foundation of building bridges and other structure lic
dagbelling dressing reflling around the excavated earth watering 88.0 3178.25 %0Cft Rs 280/=
ramming iead upto one chain and Iift upto 5 feet.

5 Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 8694.95 %Cft Rs: 609/=

cement sand mortar.

Ratio 1:5:10
& Pacca brick work in Foundation and Piinth 1.6 .(S.LNO:4 E,P.NO:21) 92.0 11948.36 %Cft Rs: 10992/= E
7 Reinforced cement concrete work including all labour and materiai 7.0 337.00 Pcft  Rs: 2359/=

except the cost of steel Reinfercemant and its labour for bending and
binding which will be paid separately. This rates also includes all kind
of forms moulds lifting shuttering curring ratio (1;2;4;)

8 Fabrication of mild steel reinforcement for cement concrete including 0.3 5001.70 P.Cwt: Rs: 1561/=
cutting bending binding and laying in position making joints fastening
including the cost of steel binding wire (also includes removal of rust
from bars) (5.1 NO:B{A), P.NC:17).

9 Pacca brick work in ground floor with (1:6) ratio in cement sand 7.0 12674.36 % Cft: Rs: 887i=
modtar.(S..NQ:5 e,P.NC:21)

16 Applying floating coat of Cement 1/32" thick. (S.NO.14.P.NO.53) 124.0 660.00 9%.Sft. Rs: 818/=

11 Cement plaster (1:6) ratio upto 20' height 1/2" 298 2206.60 %Sft Rs: 6577/=
thick.(S..NC:13 P.NO:52).

12 Cement plaster 1:4 upto 20' ft; height ground floor 3/8” thick. 174 2197.52 %Sft Rs: 3824/=

13 Cement concret plain including placing compecting , finishing & 8.0 14429.25 %Sft Rs: 1154/=
curing, complete (I/c screening & washing of stone aggregate
without shutlering (S.No: 5 (a) P.No: 168) RATIO 1:2:4

14 Laying flocr of approved with glazed tile 1/4" thick in white cement 47.05 27678.86 % Sft Rs: 13023/=
1:2 over 3/4' thick cement mortor 1:2 complete (S.L.No24 P.Nop: 43}

15 White glazed tiles 1/4" thick dado jointed in white cement and laid 36.00 28253.61 % Sft Rs: 10171/=
over 1.2 cement sand mortar 3/4" thick including finishing. (5.N0.38
P.NQ.45)

16 Froviding and laying 1" thick Tepping cement concrete (1:2:4) 15.00 327550 %Sft Rs: 491/=

. including surface finishing and panels (S.| NO 16 P.NO 42)

17 First class deodar wood wrought joinary in doors and windows 3.00 851.00 P.5ft Rs: 2553/=
etc fixed in position ifc chowkats hold fasts hinges, iron towers
bolts,chocks cleats handles and cords with hooks, etc. Deodar
panelled or panelled and glazed, or fully glazed (b) 1-3/4" (S.I
No:7 P, No; 58)

18 Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron 3.00 180.50 P.Sft Rs: 542(=
of approved design inciuding: painying 3 coats gtc complete (weight
not to be less than 3.7 Lbs/ sg feet of finishing grill (3.1 No:.26
P.Ng:93)

| TOTAL = 56594/= |




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
2 and 3 gatlons flushing tank with 4" dia Cl trap and CI thumble. 480250 Each 9,605
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
2 |with access doors rubber washer 1/8" thick and builts and nuts and 27060 | Each 541
exfra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutfing,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.L.No. 2 P.No. 23 P.H.D
- |80 mm (3"dia} 90.00| P/Rit 0
8§ (100 mm (4"dia) 136.00| P/Rft 1088
- |125 mm (5"dia) 185.00| P/R#t 1]
- 150 mm (§"dia) 259.00( P/Rit
4 Supplying and fixing in position brass bib cocks 3/4" dia standard
2 |pattern S..No. 1 P.No, 16 3832 | Mo 698
9 Providing and fixing baal valve (with unsoldered copper ball } made 1o
2 |BaS 1212 (3. No. 6 P.No. 18 1l 314" dia 20084 4 Mo 582
10 Providing and fixing electric motor 1/2" horse power if'c pumping set
" Inade 1 HP efc 14201 No 14201
5 Providing installing hand pump machine ifc boaring with wooden shec
and C.C plate form.
60 [a). Filter + Boaring 77.00| P/Rit 4620
1 |b) Hand Machine 4,500| Each 4500
7 Providing Laying UPVC pipes of Class "D" fixing in trench ic cutting,
fitting and jointing with solvent cement i/c testing with water to a head
of 122 meter or 400 f. S.1. No. 6 P.No. 24 PH.D
20 113 mm (1/2" dia) 12.00 P/Rft 240
40 |19 mm (3/4" dia) 19.00 P/Rft 760
- |25 mm (1" dia) 27.00 P/Rft -
- 26 mm (1 1/4" dia) 33.00 P/Rft
Total 36835

Amonnt Total
Part"A"

Part "B"

(CSR)
% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance of
the Bidding Documents).

(a). Name of Procuring Agency:-  Executive Engineer (Education Works)
Division Shikarpur.,

b). Brief Description of Works:- REHABLITATION OF POLLING STATIONS OF
DISTRICT SHIKARPUR REHABLITATION OF WASH
ROOMS & SANITARY WORKS
(PACKAGE NO:5)
GBPS Malhi (Improvised), GGPS Beechanji,
GBPS Napar, GGPS Nimoro, GBPS Khahi, GBPS Abdul
Ghafoor Chachar

(c).Procuring Agency’s address:-Executive Engineer (Education Works) Division Shikarpur
Near GBHS No.ll Shikarpur.

(d). Estimated Cost:-_0.700 ( Millions).

(e). Amount of Bid Security:- 5% (Fill in lump sum
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 90 Days (Not more than sixty days).

(g).Security Deposit:-(including bid security):- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :- As Per NIT

(). Venue, Time, and Date of Bid Opening:- Near GBHS |l (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 1 Month
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost per
day of delay, but total not exceeding 10%).

(m). Deposit Receipt No: Date: Amount:Rs:

Bank

(n) D.R.NO: DATED:- . Amount 10#}0 /-(Rupees One Thousand only).

(0). Tender issued to Mr. / M/s Govt Contractor.

XECUTIYE ENGINEER
JCATION WORKS DIVISION
SHIKARPUR




. BILL OF QUANTITY
NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GBPS Malhi {Improvised)
Sé'f’ QNTY DESCRIPTION RATE | UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other siructure with
1 168 |excavated lead upto one chain and lift upto 5feet. In ordinary Soit| 317625 | %0cft 501.85
(S.1.No:18(b}-P/14)
Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10. N
2 44 (5.1 No:4©-P21) 8694.95 %.Cft 3,825.78
Pacca brick work in Foundation and plinth in cement sand mertor 1:6 °
3 194 (S LNo:4-P/20) 11948.36 %.5tt 23,179.82
4 25 Porowd\rjg Hard Murrum poderly fine base dressing watering leveling & 1834 75 % Sit 455.69
compecting etc complete.
Reinforced cement concrete work including alf fabour and material except
the cost of steel Reinforcement and its labour for bending and Linding which
5 16 7 P .
will be paid separately. This rates aiso includes all kind of forms moulds 3 ot 539200
liting shutlzring curring ratio {1:2:4:) :
5 45 Filling watfenng and ramming E§ﬂh und.er floor \‘mlh New Surface excavated 3630 %0 Cft" 166.98
from out side lead upte one chain and lift upto 5' feet.
Pacca brick work in ground floor with (1:6) ratio in cement sand o P
7 116 mortar (5.1 NO:S e, P NO:21) 1267436 | % Cft: 14,702.26
8 0.65  |Supplying and Fixing Tears at Site 3575 P.Cwt: 2,323.75
g 065 Erection rolled steel beams or old rails in roofs efc erection and fixing in 186.34 P Cut 12112

position.{S.I.NO.6 . P.NO.91}

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:5 with 34 Lbs. of hot bitumen
10 | 4208 |coating sand biinded, provided over one layer of 12" x 6"x2" files laid in 1:5] 7607.25 | % Sft: 3.201.13
cement mortar including 1:2 cement pointing under neath of tiles complete
includina curing ete, (8. LNQ.2 P.NO.33)

Providing and laying single per layer of polythene sheet 0.13 mm thick for
1 472 |water profing as per specification and instructions of Engineer incharge. 107 P. Sft: 449.40
(S.NC.38.P.NO.38)

PiF G.l frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ils welded hings and and fixing and fixing at site with
12 17 [necessary hold fasts, filing with cement sand slurry of ratic 1:6 and| 228.9 P.cft 3,801.30
repairing repairing the jambs, The cost also ifc all carriage, tools and plants
used in making and fixina (S 1NG 20 P NG 93}

PiF G.i frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ilc welded hings and and fixing and fixing at site with
13 18 |necessary hold fasts, filing with cement sand slurry of ratio 1:6 and| 2405 P.Rft: 4,329.00
repairing repairing the jambs, The cost also i‘c all carriage, tools and plants
used in making and fixina.(S.L.NO.28.P.NC.93)

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron of

14 ] approved design including: painying 3 coats elc complete (weight not to be|  180.5 P.Sft 902.50
less than 3.7 Lbs/ sq feet of finishing grill {S.1 No:.26 P.N0:93)

15 503 |Cement plaster {1:5) ratio upto 20" height 1/2" thick.(S.L.NO:13 P.NO:52). 2206.6 %St 11,098.20

16 503 [Cement plaster 1:4 upto 20" ft; height ground floor 3/8" thick. 2197.52 oSt 11,053.53

Providing and laying 1" thick Topping cement concrete (1:2:4) including

17 28
surface finishing and panels (S.I NO 16 P.NO 42)

4411.82 %St 1,235.31

Providing and laying 1" thick Topping cement concrete (1:2:4) including

18 5 surface finishing and panels (S.| NO 16 P.NO 42)

3275.5 %Sft 491.33

First class deodar woocd wrought joinary in doors and windows elc fixed in
19 14 position ¢ chowkats hold fasts hinges, iron fowers bolts,chocks cleats 851 P SH 11.914.00
handles and cords with hooks, etc. Deodar panelled or panelled and glazed, '
or fully glazed (b) 1-3/4" {S.| Ng:7 P. No: 58}

20 50 White washing Three Coats (8.L.NO:25,P.NO:54} 829.95 % Sft 414.98
2 365 [Colour washing Two Coats (S.1.NG:25P.NC:54) §58.9 % Sft 313864
92 70 ;’;ir;ji(ggegt)o doors and windows any type Three Coals {S.LNO4( C 2116.41 o Sit 148149

Painting Guard bars, gates iron bars, grating ,raifings including standard

braces elG) and similar open work {S.L.NC:4({ d).P.NO:69) {Three Coats}. 1270.83 7 i 20333

23 16

Fabrication of Tar steel reinforcement for cement concrete including cutting
24 0.714  |bending and laying in position making joints and fastening including the cost|  5001.7 P.Cwt KETAWA|
of binding wirg also incfudes removal of rust from bars. (S.1.No:8(b})-P/16}

TOTAL 108,049




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between fiusing rims
and 3 gallons flushing tank with 4" dia Cl trap and CI thumble. 480260 | Each 4,803
1
2 Froviding and fixing 4"x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts ang nuts and 270.80 | Each 271
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench i/¢ cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 fi, $..No. 2 P.No. 23 P.H.D
- |80 mm {3"dia) 90.00 | PR C
9100 mm i4'dia} 136.00| P/RA 1224
- 1125 mm {5"dia} 185.00 | P/Rft 0
- 1150 mm {&"dia) 259.00 | P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified i/c cost of nuts bolts and fixing in
1ap |Plateform of cement_concrete 1:3:6 an'd making connection for in-let| g7 g5 Per 8795
out-let and ovar flow in-let cut-tet flow pipes Gallon
5 Providing installing hand purnp machine ifc boaring with wooden sheo
and C.C plate form.
60 |a}. Filter + Bearing 77.00 | P/Rft 4620
1 |} Hand Machine 4500 Each 4500
) Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to match t
- |1). 142" dia pipe 73.24 PiRf -
- [ii). 34" dia pipe 95.79 PiRfl
10 1ii). 1" diz pipe 128.55 PIRft 1286
- if). 1-1/4" dia pipe 163.19 PiRft
7 Providing Laying JPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement i/c testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 PH.D
15|43 mm (1/2" dia) 12.00 PIRft 180
25|19 mm {3/4" dia) 19.00 P/Rft 475
- |25 mm (1" dia} 27.00 PiRft -
26 mm (1 1/4" dia) 33.00 PIRA
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1 pattern S.LNo. 1 P.No. 16 348.82 No 349
9 Providing and fixing bazl valve {wilh unsoldered copper ball } made to
" 188S 1242 (S.LNo. 6 P.No. 18 1 344" dia 26084 | No 291
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
imade 1 H.P etc. 14201 No 14201
Total : 40994
Amount Total (CSR)
Part "A" % Above / Below _ Total Amount
Part "B" % Above f Below ___ Total Amount

Total "A+B"




BILL OF QUANTITY

.

, NAME OF WORK:- REHABLITATION CF P

GGPS Beechanji

OLLING STATIONS OF DISTRICT SHIKARPUR

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

216

Exgavation in foundation of building bridges & other structure with excavated
lead uplo one chain and lift upio §'feet. In ordinary Soil. {S.1.No:18{b)-P/14}

3176.25

%0ctt

§86.07

64

Cement Concrete brick or stone baltast 11/2" to 2" guage Ratio 1:5:10.
(S.1.No:40-Pf21}

8694 95

%.Cft

5564.768

271

Pacca brick work in Foundation and plinth in cement sand mortor 1:6
(S.|.No:4-P20)

11948.36

%. St

32380.0556

44

Poraviding Hard Murrum poderly fina base dressing watering leveling &

1834.75

%.Sft

807.29

Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates also incluces all king of forms moulds
lifting shuttering currina ratio {1:2:4:)

0714

337

Peft

£392

Fabrication of Tar steel reinforcement for cement concrete including cutting
bending and laying in position making joints and fastening including the cost
of binding wire also includes removal of rust from bars. {S.1.No:8(b)-P/18)

5001.7

P.Cwt

3571.2138

92

Filling watering and ramming earth under floor with New Surface excavated
from out side lead upte one chain and lift upto 5 feet.

3630

%0 Cft’

333.96

204

Pacca brick work in ground floor with (1:6) ratio in cement sand
mortar.{S..NO:5 e, P.NO:21)

12674.36

% Cft

25855.6944

1.3

Supplying and Fixing Tears at Site

3575

P.Cwt

4647.5

10

1.3

Erecticn rolled steel beams or old rails in roofs etc erection and fixing in
position.(S.L.ND.6 . P.NO.91}

186.34

P.Cwt:

242.242

1"

80

Second class tiles rocfing consisting of 4° earth and 1" mud plasier with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over cne layer of 12" x §"x2" tiles laid in 1.5
cement mortar including 1:2 cement peinting under neath of fles complete
includipa curing etg. (S1NQ.2 B NO .33

7607.25

% St

5085.8

12

80

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
{S.NO.38.P.NO.38)

10.7

P. Sit:

856

13

32

P/F G.l frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cest also ifc alt carriage, tools and plants used in
making and fixina (S.|.NO 29.P NO 93}

228.9

P.cit:

73248

14

24

PIF G.| frame / Choukats of size 7" x 2" or 4 112" x3' for windows using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making and fixing (S.I.NQ 28 P NO.93

240.5

P.Rit:

5772

12

Supplying & Fixing in position lron/ steel grill of 3/4 x 1/4" size flat iren of
approved design including: painying 3 coats etc complete (weight not to be
less than 3.7 Lbs/ sq feet of finishing grill (5.1 No:.26 P.No:93)

180.5

P.Sft

2166

112

Cement plaster (1:6) ratic upto 20" height 1/2" thick.{S..NO:13,P.NO:52).

2206.8

FeSit

2471.392

804

Cement plaster 1:4 upto 20" fi; height ground floor 3/8" thick,

2197.52

%Sft

17668.0608

i5]

Cement Concrete Plain compacting finishing curring etc and washing
aggregate without shuttering (S.1.Ne:5-PH5)

14429.25

%.cft

7936.0875

18

Providing and laying 1" thick Topping cement concrete (1:2:4} including
surface finishing 2nd panels (S.1 NO 16 P.NQ 42)

32755

%St

589.59

20

27.08

First class deodar wood wrought joinary in deors and windows etc fixed in
position ic chowkats hold fasts hinges, iron towers bolts,chocks cleafs
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully glazed (b} 1-3/4" {S.| No:7 P. No: 58)

851

P.Sft

23045.08

2

70

Painting to doors and windows any type Three Coats (S.LNO:4( C
J,P.NO:68)

2116.41

% St

1481.487

22

33

Painting Guard bars, gates iron bars, grating raffings including standard

braces etc) and similar open work {S..NO:4( d) P.NO:69) (Three Coats).

1270.83

% Sft

418.3739

TOTAL

155,296




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and CI thumble. 4,80250| Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270.60 | Each 2N
exlra painting to match the coleur of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutling,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.1.No. 2 P.No. 23 P.H.D
- |80 mm (3"dia) 9000 PIRft 0
91100 mm (4'dia) 136.00 | PIRft 1224
- 128 mm (5'dia) 185001 P/Rft 0
- 150 mm (5"dia) 259.00 | P/RA
4 Supplyging and fixing fibre glass tank of approved quélity and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
1g0 |Fateform of cemem.concrete 1:386 aqd making connection for in-let] 47 g5 Per 8795
out-let and over flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine ifz boaring with wooden sheo
and C.C plate form.
80 |a). Filter + Boaring 77.00| P/RRt 4620
1 |b) Hand Machine 4500 | Each 4500
B Providing G pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making goed etc painting two coats after cleaning the pipe eic
with white zink paint with pigment to match t
- 1)) 142" dia pipe 73.21 P/RIt -
- [ii). 3/4" dia pipe 95.79 PIRft
10 3ii). 1" dia pipe 128.55 P/Rit 1286
i) 1-1/4" dia pipe 153.19 P/Rit -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.1 No. 6 P.No, 24 PHD
15 [13 mm {1/2" dia) 12.00 PiRft 180
2519 mm (3/4" dia} 19.00 PIRft 475
- (25 mm {1" dig) 27.00 PiRft
26 mm {1 1/4" dia) 33.00 P/Rit
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
! pattern S.LNg. 1 P.No, 16 348.92 No 49
9 Providing and fixing baal valve (with unsoldered copper ball ) made to
11885 1212 (S..No. 6 P.No. 8 Il 34" dia 29084 1 MNo 21
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
Tmade 1 HF ete. 14201 No 14201
Total : 409894
Amouni Total {CSR)
Part"A" % Above / Below Total Amount
Part"B" % Above /Below Total Amount

CONTRACTOR

Total "A+B"




NAME OF WORK : -

BILL OF QUANTITY

GBPS Napar
S.NOQ ITEM OF WORK aTy: RATE | UNIT AMOUNT J
1 Dismaniling cement concrete glain 1:2:4 (8.No.18 C P-10) 10.0 3327.50 %Cit 333/=
2 Removing cement or lime plaster {S..NQ.53 P.NO.13} 124.0 121.00 %Cft: Rs 150/=
3 Dismantling brick work in lime or cement mortar {(S.1.NO.13 P.NO.10) 21.0 1285.65 % Cft: Rs 270/=
4 Excavation in foundation of building bridges and other structure Ifc
dagbeliing dressing reflling around the excavated sarth watering 88.0 3176.25 %0Cft Rs 280/=
ramming lead upte one chain and iift upto 5' feet.
5 Cement concrete brick or stone ballast 1-1/2" fo 2" guage ratio in 7.0 869495 %Cft Rs: 609/=
cement sand mortar.
Ratio 1:5:10
§ Pacca brick work in Foundation and Plinth 1.6 (3.1.NO:4 E,P.NO:21) 920  11948.36 %Cft Rs: 10992/=
7 Reinforced cement concrete work including all labour and material 7.0 337.00 Pcft Rs: 2359/=
except the cost of sleel Reinforcement and its labour for bending and
binding which will be paid separately. This rates also includes all kind
of forms moulds lifting shuttering curring ratio {1;2;4;)
g8 Fabrication of mild steel reinforcement for cement concrete including 0.3 500170 P.Cwt: Rs: 1561/=
cutting bending binding and faying in position making joints fastening
including the cost of steel binding wire {also includes removal cf rust
from bars) {S..NO:8(A),P.NO:17).
a Pacca brick work in ground floor with {1:5) ratic in cement sand 7.0 12674.36 % Cft: Rs: 887/=
mortar.{S.1.NO:5 e,P.NO:21)
10 Applying floating coat of Cement 1/32" thick. (S.NO.14.P.NQ.53) 124.0 660.00 %.Sft. Rs: 818/=
11 Cemenl plaster {1:8) ratic upto 20" height 1/2" 298 2206.60 %Sft Rs: 6577/=
thick.(S.1.NO:13 P.NO:52).
12 Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick. 174 2197.52 %5ft Rs: 3824/=
13 Cement congret plain including placing compecting | finishing & 8.0 14429.25 %Sft Rs: 1154/=
curing, complete {I/c screening & washing of stone aggregate
without shuttering (S.No: 5 (a) P.No: 16) RATIO 1:2:4
14 Laying floor of approved with glazed tile 1/4" thick in white cement 47.05 27678.86 % Sft Rs: 13023/=
1:2 over 3/4' thick cement mortor 1:2 complete {S.1.No:24 P No: 43)
15 White glazed tiles 1/4" thick dado jointed in white cement and laid 36.00 28253.61 % Sft Rs: 10171/=
over 1:2 cement sand mortar 3/4" thick including finishing. (S.NO.38
P.NO.45)
16 Providing and laying 1" thick Topping cement concrete (1:2:4) 15.00  3275.50 %Sft Rs: 491/=
_including surface finishing and panels (S.I NQ 16 P.NC 42)
17 First class deodar wood wrought joinary in doors and windows 3.00 851.00 P.5ft Rs: 2553/=
etc fixed in position ifc chowkats hold fasts hinges, iron towers
bolts,chocks cleats handles and cords with hooks, ete. Deodar
panelled or panelled and glazed, or fully glazed (b) 1-3/4" (S.1
No:7 P. No: 58)
18 Supplying & Fixing in pesition lron/ steel grill of 3/4 x 1/4" size flatiron 3.00 180.50 P.Sft Rs: 542/=
of approved design including: painying 3 coats etc complete (weight
not to be less than 3.7 Lbs/ sq feet of finishing grill (S.| No:.26
P.Nc.g3)
[ TOTAL = 56594/= |




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

%N QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear cpening between flusing rims
2 and 3 gallons flushing tank with 4" dia C! trap and CI thumble. 4,802.80| Each 9,605
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
2 |with access doors rubber washer 1/8" thick and builts and nuts and 27060 Each 541
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B fixing in trench ifc cutting,
fitting and jointing with solvent cement If¢ testing with water to a head
of 61 meter or 200 ft. S..No. 2 P.No. 23 P.H.D
- {80 mm (3"dia) 90.00 [ P/Rft 0
8 (100 mm (4"dia) 136.00 | P/Rit 1088
- 125 mm (5"dia) 185.00| P/Rft 0
- {150 mm (G"dia} 259.00 P/Rft
4 Supplying and fixing in position brass bib cocks 3/4" dia standard
2 | pattern §.1.No. 1 P.No. 15 3892 | No 638
9 Providing and fixing baal valve (with unsoldered copper ball ) made to
2 |BBS 1212 (S..No. § P.No. 18 1 314" dia 29084 | No 582
10 Providing and fixing elsctric motor 1/2" horse power ifc pumping set
1 made 1 H.P etc. 14201 No 14201
5 Providing installing hand pump machine ifc boaring with wooden shec
and C.C plate form.
50 |a). Filter + Boaring 77.00| P/Rft 4620
1 {b) Hand Machine 45001 Each 4500
7 Providing Laying UPVC pipes of Class "D" fixing in french ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.Nc. 24 PH.D
20 (13 mm (172" dia) 12.00 PRIt 240
40 |19 mm [3/4" dia) 19.00 PIRf 760
- |25 mm (1" dia) 27.00 PiRft
26 mm (1 1/4" dia) 33.00 PiRft
Total : 36835

Amount Teta
Part "A"

Part "B”

1 (CSR)
% Above / Below _

% Above / Below __

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




NAME OF WORK . -

BILL OF QUANTITY

REITABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GGPS Nimoro

S.ND ITEM OF WORK [ QTyY:

RATE | UNIT

AMOUNT
1 Dismantling cement concrete plain 1:2:4 ($.No.19 C P-10) 10.0 3327.50 %CHt 333/=
2 Remaoving cement or lime plaster (S.1.NO.53 P.NOC.13) 124.0 121.00 %Cft: Rs 150/=
3 Dismantling brick work in lime or cement mertar (S.1.NO.13 P.NO.10) 21.0 128565 % Cfi: Rs 270/=
4 Excavation in foundation of building bridges and other structure lic
dagbelling dressing reflling arcund the excavated earth watering 88.0 3176.25 %O0CH Rs 280/=
ramming lead upto one chain and lift upto 5' feet.
5§ Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 869495 %Cft Rs: 609/=
cement sand mortar,
Ratio 1:5:10
& Pacca brick work in Foundation ang Plinth 1.6 (S..NQ:4 E,P.NO;21) 920  11948.36 %Cft Rs: 10992/=
7 Reinforced cement concrete work including all labour and material 7.0 337.00 Pcft Rs: 2359/=
except the cost of steel Reinforcement and its iabour for bending and
binding which will be paid separately. This rates also includes all kind
of forms moulds lifting shuttering curring ratio (1;2;4;)
g Fabrication of mild steel reinforcement for cement concrete including 0.3 5001.70 P.Cwt: Rs: 1561/=
cutting bending bingding and laying in pesition making joints fastening
including the cost of steel binding wire (also includes removal of rust
from bars) (S.LNQ:B(A),P.NO:1T).
9 Pacca brick work in ground floor with {1:6) ratio in cement sand 7.0 12674.36 % Cft: Rs: 887/=
mortar. (5 1LNO:5 e P NO:21)
10 Applying floating coat of Cement 1/32" thick. (8.NO.14.P.NO.53) 124.0 660.00 %.Sft. Rs: 818/=
11 Cement plaster (1:6) ratio upto 20 height 1/2" 298 2206.60 %Sft Rs: 6577i=
thick (S.LNO:13,P.NC:52).
12 Cement plaster 1:4 upto 20" ft; height ground fioor 3/8" thick. 174 2197.52 %Sft Rs: 3824/=
13 Cement coneret piain including placing compecting |, finishing & 80 14429.25 %Sft Rs: 1154/=
curing, complete (/¢ screening & washing of stone aggregate
without shuttering {S.No: 5 (a) P.No: 16) RATIO 1:2:4
14 Laying floor of approved with glazed tile 1/4" thick in white cement 47.05 2767386 % Sft Rs: 13023/=
1:2 over 3/4' thick cement morter 1:2 complete (S..No:24 P.Ne: 43)
15 White glazed tiles 1/4" thick dado jointed in white cement and laid 36.00 2825361 %Sft Rs: 10171/=
over 1:2 cemant sand mortar 3/4" thick including finishing. {(S.NO.38
P.NO 45)
16 Providing and laying 1" thick Topping cement concrete (1:2:4) 15.00 327550 %Sft Rs: 491/=
_including surface finishing and panels (S.I NO 16 P.NO 42)
17 First class deodar wood wrought joinary in doors and windows 3.00 851.00 P.Sft Rs: 2553/=
elc fixed in positicn i/c chowkats hold fasts hinges, iron towers
bolts,chocks cleats handles and cords with hooks, etc. Deodar
panelled or panelled and gtazed, or fully glazed (b) 1-3/4" (5.1
No:7 P. No: 58)
18 Supplying & Fixing in positicn Iron/ steel grill of 3/4 x 1/4" size fiat iron 3.00 180,50 P.Sft Rs: 542/=
of approved design including: painying 3 coats etc complete {weight
not to be less than 3.7 Lbs/ sq feet of finishing grill (5.1 Na:.26
P.No:93)
[ TOTAL = 56594/=




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
2 and 3 gallons flushing fank with: 4" dia G! trap and CI thumble. 4,802.60| Each 9,605
2 Providing and fixing 4'x4"x4" dia C.| branch of the required degree
2 lwith access docrs rubber washer 1/8" thick and builts and nuts and 270.60( Each 541
extra painting to match the coleur of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with sclvent cement ifc testing with water to a head
of 61 meter or 200 ft. 5. No, 2 P.No. 23 P.H.D
80 mm (3"dia) 80.00| PRft 0
£ 1100 mm (4"dia} 136.00§ P/Rf 1088
125 mm (5"dia) 185.00 | P/Rft 0
150 rnm (6"dia) 259.00| P/Rft
4 Supplying and fixing in positicn brass bib cocks 3/4" dia standard
2 pattern 5.).No. 1 P.No. 16 34892 No 698
g Providing and fixing baal valve {with unsoldered copper ball ) made to
2\BBS 1212 (S.1.No. 6 P.No. 18 Il 314" dia 20084} No 582
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
1 made 1 H.P etc. 14201 No 14201
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 la). Filter + Boaring 77.00| PIRft 4620
1 |b} Hand Machine 4500] Each 4500
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with waler to a head
of 122 meter or 400 ft. 8.1. No. 6 P.No. 24 PH.D
20 |13 mm (1/2" dia) 12.00 PIRft 240
40 19 mm (3/4" dia) 1900 | PRt 760
25 mm (1" dia) 27.00 P/Rit -
26 mm (1 1/4" dia) 33.00 PIRft
Total : 36835

Amount Total {C5R)

Part "A"

Part "B"

% Above / Below

% Above / Below __

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




. BILL OF QUANTITY
NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GBPS Khahi
@N QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with
i 158  |excavated lead upto one chain and it upto Sfeet In ordinary Soil| 3176.25 %0ctt 501.85

(S.1.No:18({b)-P/14)

9 a4 Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.

[}
(S LNG.AE-P/21) 8694.95 %.Ct 3,825.78
3 194 rsalc(;qao.itg:;;;;mrk in Foundation and plinth in cement sand mortor 1.6 11943.36 o Sft 2317587
4 25 Porovid‘\r.wg Hard Murrum poderly fine base dressing watering leveling & 1834 76 o Sit 458,60
compecting eic complete.
Reinforced cament concrete work including all labour and material except
5 15 th.e cost of_ steel Reinforcen‘!enl and its \al?our for bendir}g and binding which 337 Peit 5,392.00
will be paid separately. This rates also includes all kind ef forms moulds
liftina shuttering curring ratio (1:2:4;)
5 46 Filling watgnng and ramming egrth un@er floor fmth New Surface excavated 630 %0 Cit* 166.98
from out side lead upto one ¢hain and lit upte &' feet.
Pacca brick work in ground floor with (1:6) ratio in cement sand o
7 116 mertar (S.NG:5 e.P NO21) 12674.36 % Gt 14,702.26
8 0.65  [Supplying and Fixing Tears at Site 3575 P.Cwt 2,323.75
9 0.65 Erection rolled steel beams or old rails in roofs etc erection and fixing in 185,34 B owt 19112

position.{8..NO.6 . P.NO.91)

Second class tles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cemant plaster 1:6 with 34 Lbs. of hot bitumen
10 | 4208 [coating sand blinded, provided over one layer of 12" x 6"x2" tiles laid in 1:6| 760725 | % Sft 3.201.13
cement mortar including 1:2 cement pointing under neath of tiles complete
Including curipg e, {SINQ.2 P NG 33

Providing and laying single per layer of polythene sheet 0.13 mm thick for
1 42 |water profing as per specification and instructions of Engineer incharge. 10.7 P. Sit: 449,40
{S.NO.38.P.NO.38)

PIF G. frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ilc welded hings and and fixing and fixing at site with
12 17 |necessary hoid fasts, filing with cement sand sluy of ratio 1.6 and| 2289 P.cit 3,891.30
repairing repairing the jambs, The cost also ifc all carriage, teols and plants
usad in making and fixing (S.LNO,29,P NG 93}

PIF G.l frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
13 18 [necessary hold fasts, filing with cement sand slurry of ratio 1:6 and] 2405 P.Rft 4,329.00
repairing repairing the jambs, The cost also if¢ all carriage, tools and plants
used in making ang fixina (S NO.28 P NOC 03

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron of

14 5 approved design including: painying 3 coats et complete (weight not o be|  180.5 P.Sft 902.50
less than 3.7 Lbs/ sq feet of finishing qrill {S.! No:.26 P.No:93]

15 503 [Cement plaster {1:6] ratic upte 20" height 1/2" thick {S.1.NO;13,P.NO:52). 2206.8 %5it 11,099,20

16 503 |Cement plaster 1:4 upto 20" t: height ground floor 3/8" thick. 2157.52 %St 11,053.53

Providing and laying 1" thick Topping cement concrete (1:2:4) including

4411, %St ,235.
i 28 surface finishing and panels (S.1 NO 16 P.NO 4 182 ° 123531
Providing and laying 1" thick Topping cement concrete (1:2:4) including 3 %St 4913
18 15 surfase finishing and panels (S.INO 16 P.NO 42) 2755 ’ 3
First class deodar wood wrought joinary in doors and windows etc fixed in
18 14 position V¢ chowkats hoid fasts hinges, iron towers bolts,chocks cleals 851 P SH 11.914.00
handles and cords with hooks, etc, Deodar panelled or panelled and glazed, ' e
o fully glazed (b} 1-3/4" {S.| No:7 P. No: 58)
20 50 White washing Three Coats (5.LNO:26,P.NO:54) £29.95 % Sft 414,68
21 365 |Colour washing Two Coats {S.|.NO:25,P.NO:54) 856.9 % St 3,138.64
99 70 Painting to doors and windows any type Three Coats [S..NO:4{ C 2116.41 o St 14814
},P.NO:68)
23 16 Painting Guard bars, gates iron bars, grating raifings including standard 1970.83 o Sit 203.33

braces etc) and similar open werk (S.I.NC:4( d).P.NO:69) (Three Coats).

Fabrication of Tar steel reinforcement for cement concrete including cutting
24 0.714 |bending and laying in position making joints and fastening including the cosi|  5001.7 P.Cwt 357121
of binding wire also includes removal of rust from bars. (S.1.No:8(k)-P/16)

TOTAL 108,049




' WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

ir QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
and 3 gallons flushing tank with 4" dia Clirap and CI thumble, 480260 | Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.! branch of ihe required degres
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270,80 [ Each 271
extra painfing to match the colour cf the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench iic cutting,
fitting and jointing with sclvent cement I/c tesfing with water to a head
of 61 meter or 200 ft. 5.1.No. 2P.No. 23PHD
- |80 mm (3"dia) 90.00| P/Rft 0
91100 mm (4"dia) 136.00| PIRft 1224
- |125 mm (5"dia) 18500 | PIR#t 0
- [150 mm (6"dia) 259.00 | PIRft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 |Plateform of cement'concrete 1:36 an.d making connection for inlet| g2 oo Per 8795
out-let and over flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
80 |a). Filter + Bearing 77.00 | P/Rft 4620
1 |b} Hand Machine 4500 Each 4500
G Providing Gi pipes specials and clamps ete including fixing cutting and
fittings complete with and i/c the cost of breaking through walls and
roof making good efc painting two coals after cleaning the pipe ete
with white zink paint with pigment to match t
- [i}. 1/2" dia pipe 73.21 P/Rft
- [H). 344" dia pipe 95.79 PRt -
10 {ii}. 1" dia pipe 128.55 P/Rft 1286
- ii). 1-1/4" dia pipe 153.19 PIRft
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with scivent cement i/ testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 PH.D
1513 mm (142" dia) 12.00 PRt 180
25119 mm {3/4" dia) 19.00 PiRft 475
- 125 mm (1" dia} 27.00 P/Rft -
26 mm (1 1/4" dia) 33.00 PRft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
! |pattem 5.L.No. 1 P.No. 15 4892 | Mo 349
9 Providing and fixing baal valve {with unsoldered copper ball } made to
11385 1212 (5.1 No. 6 P.No. 18 Il 314" dia 084 | No 291
idi ixi i 172" ife ing sel
10 Providing and fixing electric motor 1/2" horse power i’c pumping 14201 No 14901
made 1 H.P efc.
Total : 40994
Amount Total (CSR}
Part "A" % Above / Below Total Amount
Part "B" % Above /Below ___ Total Amount
Total "A+B"

CONTRACTOR




: BILL OF QUANTITY
NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GBPS Abdul Ghafoor Chachar

QNTY DESCRIPTION RATE

UNIT

AMOUNT

S.N
[oH
A PART-A (CIVIL WORK)

Excavation in foundation of building bridges & other structure with
1 158 |excavated lead upto one chain and lift upto 5feet. In ordinary Soil| 3176.25
{S.).N:18(b1-P/14)

%0cft

501.85

5 n Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.

(5.1 No:4©-Fi21) 8694.95

%.Cft

3,825.78

3 194 Pacca brick work in Foundation and plinth in cement sand mortor 1:6

(5.L.No:4-P/20) 11948.38

%.Sft

23,179.82

Poroviding Hard Murrum poderly fine base dressing watering levelng &

) 1834.75
compecting etc complete.

%.5ft

458,69

Reinforced cement concrete work including all labour and material except
5 o the cost of steel Reinforcement and its labour for bending and binding which
wili be paid separately. This rates also includes all kind of forms moulds
lifting_shuitering curring ratio (1:2:4:)

37

Pcft

£,392.00

6 45 Filing watering and ramming earth under floor with New Surface excavated

frem out side lead upto one chain and lift upic 5' feet. 3630

%o Cit'

166.98

Pacca brick work in ground floor with {1:6) raiic in cement sand
7 116 12674,
mortar.{S.|.NO:5 e,P.NO:21) %

% Cft:

14,702.26

8 0.65  |Supplying and Fixing Tears at Site 3575

P.Cwt:

2.323.75

Erection rolled steel beams or old rails in roofs efc erection and fixing in
d 083 pesition.(S.L.NO.G . P.NO.91) 86.34

P.Cwi:

12112

Second class files roofing consisting of 4° earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1.6 with 34 Lbs. of hot bitumen
10 ] 4208 |coating sand blinded, provided over one layer of 12" x 6"x2" tiles laid in 1:6] 7607.25
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing ste, (S ILNO.2 P NQ 33)

% Sft:

320143

Providing and laying single per layer of polythene sheet 0.13 mm thick for
" 42 |water profing as per specification and instructions of Engineer incharge. 107
{S.NO.38. P.ND.38}

P. 5ft:

445.4Q

P/F G.l frame / Choukats of size 7" x 2" or 4 172" x3' for doors using 20
guage G.| sheet ilc welded hings and and fixing and fixing at site with
12 17 |necessary hold fasts, filing with cement sand slurry of raio 1:6 and| 2289
repairing repairing the jambs, The cost also ifc all carriage, tools and plants
used in making and fixing {S.| NO,29 P.NQ.93!

P.cft:

3,891.30

PIF G| frame { Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
quage G.| sheet i/c welded hings and and fixing and fixing at site with
13 18 |necessary hoid fasts, filing with cement sand slurry of ratio 1:6 and| 240.5
repairing repairing the jambs, The cost aiso ifc alt carriage, tools and plants
used in making and fixing.(S,|.NO,28.P.NO,93}

P.Rit:

4,329.00

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron of
14 5 lapproved design including: painying 3 coats et complete {weight not to be| ~ 180.5
less than 3.7 Lbs/ sq feet of finishing grill {S.1 No:. 26 P.No:93}

P.Sit

902.50

15 503 |Cement plaster {1:6) ratic upto 20' height 1/2" thick.{S.|.NO:13,P NO:52). 2206.6

%St

11,099.20

16 503 |Cement plaster 1:4 upto 20’ ft; height ground ficor 3/8" thick. 2197 52

%5ft

11,053.63

17 28 Providing and laying 1" thick Topping cement concrete {1:2:4) including 441182
surface finishing and panels (5.1 NO 16 P.NO 42) )

%St

1,235.31

Providing and laying 1" thick Topping cement concrete (1:2:4) including

18 19 surface finishing and panels {$.I NO 16 P.NO 42)

3275.5

%St

491.33

First ¢lass deodar wood wrought joinary in doors and windows efc fixed in
position ifc chowkats hold fasts hinges, iron towers bolts,chocks cleats 851
handles and cords with hooks, etc. Decdar panelled or panelled and glazed,
or fully glazed (b} 1-3/4” {S.1 No:7 P. No: 58}

19 4

P.Sft

11,914.00

20 50 White washing Three Coats {S.1.NO;26,P.NC:54) 825.95

% Sft

414.98

21 365  {Colour washing Two Coats (8.|.NO:25,P.NO;54} 859.9

% Sft

3,138.64

29 70 Painting to doors and windows any type Three Coats (S.INO:4( C 2116.41
),P.NO:68)

% Sit

1,481.49

Painting Guard bars, gates ircn bars, grating ,railings including standard

1270.
braces etc) and similar open work {S.1.NO:4{ d).P.NO:6} {Three Coals). 8

V] 16

% Sft

203.33

Fabrication of Tar steel reinforcement for cement concrete including cutting
24 0.714  jbending and laying in position making joints and fastening including the cost|  5001.7
of binding wire also includes removal of rust from bars. {S.1.No:8{b)-P/16)

P.Cwt

3.571.21

TOTAL

108,049




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

E::)N QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
and 3 gallens flushing tank with 4" dia Cl trap and C1 thumble. 480260 | Each 4803
1
roviding and fixing 4"x4"x4" dia C.| branch of the required degree
Z Provid d fixing 4"x4"x4" dia C.| branch of ired deg
1 |with access doors rubber washer 1/8" thick and builis and nuts and 27060| Each 271
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.1.No. 2 P.No. 23P.H.D
- |80 mm {3'dia) 90.00} P/Rf 0
g 100 mm (4'dia} 136.001 P/Rf 1224
- |125 mm (5"dia) 185.00 | P/Rft 0
- {150 mm {6"dia) 259.00 [ P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 {Plateform of cement corcrete 1:3:6 and making connecticn for in-let| g2 g5 Per 8795
out-lel and over flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine i/c boaring with woaden sheo
and C.C plate form.
60 [a). Filter + Bearing 7700 PR 4620
1 |b) Hand Machine 4,500 | Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to match t
- |i). 1/2" dia pipe 73.21 PRIt -
- |ii). 314" dia pipe 95.79 PiRft
10 i), 1" dia pipe 128.55 P/Rft 1286
ii). 1-1/4" dia pipe 153.19 PiRft
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement il testing with water to a head
of 122 meler or 400 ft. S.1. No. 6 P.No. 24 PH.D
15|13 mm (1/2" dia} 12.00 PIRft 180
25|19 mm (3/4" dia) 19.00 PIRft 475
- |25 mm (1" dia} 27.00 P/Rit -
26 mm {1 1/4" dia) 33.00 P/Rft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
! patter S.LNo. 4 P.No. 16 usgz | No 349
9 Providing and fixing baal valve (with unscldered copper ball ) made to
BBS 1212(S.INo. 6 P-No. 18 11 /4" dia 20084 | No 291
10 Providing and fixing electric motor 1/2* horse power ifc pumping set
1 made 1 HP etc. 14201 No 14201
Total : 40994

Amount Total {CSR)

Part "A" % Above / Below
Part "B" % Above / Below
CONTRACTOR

Total Amount

Total Amount

Total "A+B"




’ BIDDING DATA

-

(This section should be filled in by the Engineer/Procuring Agency before issuance of
the Bidding Documents).

(a). Name of Procuring Agency:- Executive Engineer (Education Works)
Division Shikarpur.

b). Brief Description of Works:- REHABLITATION OF POLLING STATIONS OF
DISTRICT SHIKARPUR REHABLITATION OF WASH
ROOMS & SANITARY WORKS
(PACKAGE NO:6)
GBPS Bajlo, GBPS Sikandar Mahar, GBPS Mehmocd
Shaikh, GPS (B) Amail, GPS (B) Dharani, GBPS
Andlani, GPMS Ghazi Khan Mahar, GGPS Amil Goth

(c).Procuring Agency’s address:-Executive Engineer (Education Works) Division Shikarpur
Near GBHS No.ll Shikarpur.

(d). Estimated Cost:-__1.000 ( Millions).

(e)- Amount of Bid Security:- 5% (Fill in lump sum
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 90 Days (Not more than sixty days).

(g).Security Deposit:-(including bid security):- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time ;-_As Per NIT

(j). Venue, Time, and Date of Bid Opening:- Near GBHS |l (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 1 Month
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost per
day of delay, but total not exceeding 10%).

{m). Deposit Receipt No: Date: Amount:Rs:

Bank ‘

(n) D.R.NO: DATED:- . Amount @0 /-(Rupees: One Thousand only).
(0). Tender issued to Mr. / M/s “ Govt: Contractor.

r

Ecuzv\E ENGINEER
eBLATION WORKS DIVISION
SHIKARPUR




L BILL OF QUANTITY
NAME OF WQRK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GBPS Bajlo
SON QNTY BESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other siructure with
1 158 |excavated lead uplc one chain and lift upto 5feet In ordinary Soil{ 3176.25 | %0cft 501.85
{5.1.No:18(b)-P/14)
Cement Concrete brick or sione ballast 112" to 2" guage Ratio 1:5:10. a
2 44 (5.1 Nor46-Pi24 8654.85 %.Cft 3.825.78
37 194 Pacca brick work in Foundation and plinth in cement sand mortor 1:6 11948.36 % Sfi 23.479.82
{S.1.No:4-P/20)
4 25 Porowdmg Hard Murrum poderly fine base dressing watering leveling & 183475 % Sft 458.60
compecting etc complete.
Reinforced cement concrete work inciuding all labour and malerial except
5 6 lh_e cost of_ steel Reinforcemenl and its lal?our for bendiljg and binding which 337 Peit 5.392.00
will be paid separately. This rates also includes all kind of forms moulds
lifing shuttering curring ratio {1:2:4:)
6 4% Filling watgnng and ramming ee?rth und..er floor \'mth New Surface excavated 3630 Yo CH" 166.98
from out side lead upto one chain and !ift upto 5' feet.
Pacca brick work in ground floor with (1:6) rafio in cement sand
" 74, % Cit: 14,702.25
! 5 | morariSINOS 6P NO21) 1267436 | % Ct
8 0.85  )Supplying and Fixing Tears at Site 3575 P.Cwt: 2,323.75
g 0.65 Ereclion rolled steel beams or old rails in roofs efc erection and fixing in 186.34 P.Cut: 12112

position.(S.1.NC.6 . P.NO.91}

Second class tiles roofing consisting of 4 earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
10 | 4208 |coating sand biinded, provided over one layer of 12* x 6°x2" tiles laid in 1:6] 7607.25 | % Sit: 3,20113
cement mortar including 1:2 cement pointing under neath of files complete
inciuding curing etc, (S.LNO.2 P NO 33}

Providing and taying single per layer of polythene sheet 0.13 mm thick for
M 42 |water profing as per specification and instructions of Engineer incharge. 10.7 P. sft: 449.40
{S.ND.38.P.NO.38)

PIF G.i frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.l shest iic welded hings and and fixing and fixing at site with
12 17 inecessary hold fasts, filing with cement sand siurry of ratio 16 and] 2289 P.cit 3,891.30
repairing repairing the jambs, The cost aiso ifc all carriage, tools and plants
ing and fixing (S | NO.29 P NO.93)

P/F Gl frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| shest iic welded hings and and fixing and fixing at site with
13 18 Inecessary hold fasts, filing with cement sand slurry of ratio 1:6 and|  240.5 PRIt 4,329.00
repairing repairing the jambs, The cost also iic all carriage, tools and plants
used in making and fixing (S.(.NO.28 P NO.93}

Supplying & Fixing in position lron/ steel grill of 3/4 x /4" size flat iron of

14 5 approved design including: painying 3 coals etc complete (weight not fo be]  180.5 P.Sft 902.50
less than 3.7 Lbs/ s feet of finishing grill {S.] No:. 26 P.No:93}
15 503 [Cement plaster {1:6) ratic upio 20' height 1/2" thick.{S.|.NO:13,P.NO:52). 22066 %St 11,099.20
16 503  |Cement plaster 1:4 upto 20" ft; height ground floor 3/8" thick. 2197.52 %St 11,053.53
- Providing and laying 1" thick Topping cement concrete (1:2:4) including o
K 2 surface finishing and panels (S.I NG 16 P.NO 42) 1411.82 kSt 1.235.31
Providing and laying 1" thick Topping cement concrete (1:2:4} inciuding
1 9 1
18 > surface finishing and panels (5.1 NO 1§ P.NQ 42} 32785 oSt 49133
First class deodar wood wrought jeinary in doors and windows efc fixed in
1 4q  |position ifc chowkais hoid fasts hinges, iron towers bolts,chocks cleats a5 P Sit 1914,
: nandles and cords with hooks, etc. Deodar panelled or panelled and glazed, 1 1191400
or fully alazed (b} 1-3/4" (S| No:7 P, No: 58}
20 50  |White washing Three Coats (5..NC:26,P.NO:54) 829.95 % St 414.98
21 365 {Celour washing Two Coeats {5.1.NC.25 P.NO:54) 859.9 % Sft 3,138.64
Painting to doors and windows any type Three Coals (S.1NC:4{ C 1 o 1.481
2 70 | PNOBE) 2116.41 % Sft ,481.49
21 18 Painting Guard bars, gates iron bars, grating raflings including standard 1270.83 o Sit 203.33

braces etc) and similar open work (S.1.NO:4{ d).P.NO:59) (Three Ceals),

Fabrication of Tar steel reinforcement for cement concrete including cutting
24 0.714  |bending and laying in position making joints and fastening including the cost]  3001.7 P.Cwt 3,57M.21
of binding wire also includes removal of rust from bars, (S.1.No:8{b)-P/16)

TOTAL 108,049




WATER SUPPLY & SANITARY WORK
(] L]
PART-8 :PLUMBING WORKS
%’_“ QNTY DESCRIPTION RATE | UNIT AMOUNT
i B. WC pan of not less than 19" clear opening hetween flusing rims
and 3 gallons flushing tank with 4" dia Cl trap and CI thumble. 480260 Each 4,803
1
2 TProdeing and fixing 4"x4"x4" dia C.I branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270.60| Each 271
extra painting to maich the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement i/ testing with water to a head
of 61 meter or 200 ft. S..No. 2 P No. 23 P.H.D
- 180 mm (3'dia) 90001 P/Rft 0
91100 mm (4'dia) 136.00 P/Rft 1224
- 1125 mm {5"dia) 185.00 | P/Rft 0
- {150 mm {&"dia} 259.00 | P/RA
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified i/c cost of nuts bolts and fixing in
4qp |Plateform of cement concrete 1:3:6 anld making connection for in-let| 47 g5 Per 8795
out-let and over flow in-lef out-let flow pipes Gallon
5 Providing installing hand pump machine ifc boaring with weoden sheo
and C.C plate form.
60 [a). Filter + Boaring 77.00( PRt 4620
1 (b} Hand Machine 4500 Each 4500
B Providing Gl pipes specials and clamps elc including fixing cutting and
fitings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe efc
with white zink paint with pigment to maich t
- |i¥. 1/2" dia pipe 73.21 PiRft -
- |}, 34" dia pipe 9579 PIRft
10 |ii). 1" dia pipe 12855 | PRt 1286
- ii}. 1-1/4" dia pipe 15319 PiRit -
7 Proviging Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement i/ testing with water to a head
of 122 meter or 400 fi. S.1. No. 6 P.Nc, 24 P.H.D
1513 mm (1/2" dia} 12.00 P/Rft 180
25 119 mm (3/4" dia) 19.00 PIRA 475
- |25 mm (1" dia) 27.00 PiRft -
26 mm (1 1/4" dia) 33.00 PIRft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
! |pattem S.1L.No. 1 P.No. 16 34882 | No 349
g Providing and fixing baal valve (with unsoldered copper ball ) made to
" 18BS 1212 (S.1.No. 6 P.No. 18 11 314" dia 29084 ) No 21
10 Providing and fixing electric motor 1/2" horse power ilc pumping set
1Jﬂade 1 UP et 14200 | No 14201
Total : 40994
Amount Total (CSR)
Part"A" % Above / Below Total Amount
Part "B" % Above / Below . Total Amount

CONTRACTOR

Total "A+B"




- ’ BILL OF QUANTITY

NAME OF WORK : - REUABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GBPS Sikandar Mahar

ENO ITEM OF WORK QTY: RATE UNIT AMOUNT

1 Dismantling cement concrete plain 1:2:4 (S.Na.19 C P-10) 10.0 3327.50 %Cft 333/=
2 Removing cement or lime plaster {S.LNC.53 P.NO.13} 124.0 1421.00 %Cft: Rs 150/=
3 Dismantiing brick work in lime or cement mortar (3.LNO.13 P.NC.50) 21,0 128565 % Cft: Rs 270/=

4 Excavation in foundation of building bridges and other structure l/c
dagbelling dressing reflling around the excavated earth watering 88.0 3176.25 %O0CH Rs 280/=
ramming lead upte one chain and lift upte 5' feet.

5 Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 8694.95 %Cft Rs: 609/=
cement sand mortar.

Ratio 1:5:10

& Pacca brick work in Foundation and Plinth 1.6 (S..NO:4 E,P.NO:21) 920  11948.38 %CH Rs: 10992/=

7 Reinforced cement concrete work including all labour and material 7.0 337.00 Pcft Rs: 2359/=
except the cost of steel Reinforcement and its labour for bending and
binding which wiil be paid separately. This rates afso includes all kind
of forms moulds lifting shuttering curring ratio (1,2;4;)

8 Fabrication of mild steel reinforcement for cement concrete including 0.3 5001.70 P.Cwt: Rs: 1561/=
cutting bending binding and laying in position making joints fastening
including the cost of steel binding wire {also includes removal of rust
from bars) (8.1 NC:B(A) P.NO:17).

9 Pacca brick work in ground floor with {1:6) ratic in cement sang 7.0 12674.36 % Cft: Rs: 887/=
mortar.(8.1.NQ:5 e, P.NO:21)

10 Applying floating coat of Cement 1/32" thick. (S.NO.14.P.NO.53) 124.0 660.00 %.Sft. Rs: 818/=

11 Cement plaster {1:6) ratio upto 20" height 1/2" 298 2206.60 9%Sft Rs: 85771=
thick.(S.LNQO:13, P.NO:52).

12 Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick. 174 2197.52 %5ft Rs: 3824/=

13 Cement coneret plain including placing compecting , finishing & 8.0 1442025 %Sft Rs: 1154/=
curing, complete (l/c screening & washing of stone aggregate
without shuttering (3. No: 5 {a) P.No: 168} RATIO 1:2:4

14 Laying fioor of approved with glazed tile 1/4" thick in white cement 47.05  27678.86 % Sft Rs: 13023/=
1:2 over 3/4' thick cement mortor 1:2 compiete (S.1.No:24 P.Na: 43)

15 White glazed tiles 1/4" thick dado jeinted in white cement and laid 36.00 2825381 %Sft Rs: 101714/=
over 1:2 cement sand mortar 3/4" thick including finishing. (S.NO.38
P.NO.45)

18 Providing and laying 1" thick Tepping cement concrele {1:2:4) 1500 327550 %S5ft Rs: 491/=

_including surface finishing and panels (S.1 NO 16 P.NC 42)

17 First class deodar wood wrought joinary in doors and windows 3.00 851.00 P.Sft Rs: 2553/=
etc fixed in position ifc chowkats hold fasts hinges, iron towers
bolts chocks cleats handles and cords with hooks, etc. Deodar
panelled or paneiled and glazed, or fully glazed (b} 1-3/4" (3.
No:7 P. No: 58)

18 Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flatiron 3.00 180.50 P.Sft Rs: 542/=
of approved design including: painying 3 coats etc complete (weight
not to be less than 3.7 Lbs/ sq feet of finishing grill (5.1 Nc:.26
P No:93)

[ TOTAL = 56594/= i




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

-

SON QNTY DESCRIPTION RATE UNIT AMOUNT ]
1 B. WC pan of not less than 13" clear opening between flusing rims
2 and 3 gallons flushing tank with 4" dia C! trap and CI thumble. 4802.60| Each 9,605
2 Providing and fixing 4"x4'x4" dia C.! branch of the required degree
2 |with access doors rubber washer 1/8" thick and builts and nuts and 270601 Each 541
exira painting to match the celour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement if; testing with water to a head
of 61 meter or 200 ft. 8.1.No. 2 P.No. 22 P.H.D
- |80 mm (3"dia) 90.00| P/Rft 0
§ 1100 mm (4"dia) 136.00{ PiRit 1088
125 mm {5"dia) 185.00| P/Rft 0
- |150 mm (6"<a) 259.00| PIRR
4 Supplying and fixing in pesition brass bib cocks 3/4" dia standard
2 | sattern S.1.No. 1 P.No. 16 34892 | Ne 6o
9 Providing and fixing baal valve (wiih unscldered copper ball ) made to
21BBS 1212 (S.1.No. 6 P.No. 18 I 314" dia 20084 | No 582
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
1 made 1 H.P efc. 14201 Mo 14201
5 Providing installing hand pump machine ifc boaring with woeden sheo
ang C.C plate form.
60 |a). Filter + Boaring 77.00| PIRft 4520
1 (b} Hand Machine 4500 Each 4500
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and iointing with solvent cement i/c testing with water to a head
of 122 meter or 400 {t, S.1. No. 6 P.No. 24 P.H.D
20 {13 mm {1/2" dia) 12.00 PIRft 240
40 |19 mm {3/4" dia) 19.00 | P/Rit 760
25 mm (1" dia) 27.00 PIRft -
26 mm {1 1/4" dia} 32.00 PiRft
Total : 36835

Amount Total (CSR)
Part "A"

Part"B"

% Above / Below _

% Abeve / Below _

CONTRACTOR

Total "A+B"

Total Amount

Total Amount




‘ BILL OF QUANTITY

. NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GBPS Mehmood Shaikh

QNTY DESCRIPTION RATE UNIT

AMOUNT

PART-A (CIVIL WORK)

Excavation in foundation of building bridges & other structure with excavated
lead upto one chain and lift upto 5'feet. In ordinary Soil. {S..No:18(b)-P/14)

w
- [P

216 3176.25 %0cft

686.07

Cement Concrate brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.

%.Cft
{S..No:AO-P/21) 8694.95 %.C

5564.768

Pacca brick work in Foundafion and plinth in cement sand mortor 1:6
48. %.
{S.1.No:4-B/20) 1194836 | %.Sft

32380.0556

4 44 Poroviding Hard Murrum poderly fine base dressing watering leveling & 1834.75 %.Sit

807.29

Reinforced cement concrete work including all labour and material except
{he cost of steel Reinforcement and its labour for bending and hinding which
will be paid separately. This rates also includes all kind of forms moulds
fifting shuttering curring ratio {1:2:4:)

337 Peft

5392

Fabrication of Tar steel reinforcement for cement concrete including cutting
6 0.714 |bending and laying in position making joints and fastening including the cost|  5001.7 P.Cwt
of binding wire also includes removal of rust from pars. (8.1.No:8{b)-PH16)

3571.2138

Filling watering and ramming earth under floor with New Surface excavated

) %o Ct"
from out side lead upto one chain and liit upto 5’ feel. 3630 o CAl

333.96

Pacca brick work in ground floor with (1:6) ratio in cement sand
4 . % Cit:
20 mortar.(S.1.NO:5 e,P.NO:21) 12674.36 % Ch

25855.6944

9 13 Supplying and Fixing Tears at Site 3575 P.Cwt;

4647.5

Erection rolled steel beams or oid rails in roofs etc erection and fixing in
. . 186.34 Cwt:
0 13 posifion.(S..NO.6 . P.NC.91) b P

242,242

Second class fies roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement piaster 1:6 with 34 Lbs. of hot bitumen
11 80  |coating sand biinded, provided over one layer of 12" x 6"x2° tlles laid in 1:6] 7607.26 7 % Sit
cement mortar including 1:2 cement pointing under neath of tles complete
including curing etc. (SINQ.2 PNO.33)

60858

Providing and laying single per layer of polythene sheet (.13 mm thick for
12 80  |water profing as per specification and instructions of Engineer incharge, 0.7 P. 8t
(5.NQ,38.P NO.38)

856

P/F G.I rame / Choukats of size 7" x 2" or 4 172" x3' for doors using 20

guage G.l sheet iic welded hings and and fixing and fixing at site wilh

13 32 |necessary hoid fasts, filing with cement sand sturry of ratic 1:6 and repairing] ~ 228.9 P.cit

repairing the jambs, The cost aise ifc all camiage, fools and plants used in
ing and fixing (S 1LNQ.29.P.NO 93}

7324 8

PIF G frame / Choukats of size 7" x 2" or 4 4/2" x3' for windows using 20
guage G.! sheet i/c welded hings and and fixing and fixing at site with
14 24 \necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing| ~ 240.5 P.Rft
repairing the jambs, The cost also ilc ali carriage, tools and plants used in
making and fixing.(3.[NG 28.P . NO.93]

5772

Supplying & Fixing in position Iron/ steel grilt of 374 x 1/4" size flat iron of
5 12 |approved design including: painying 3 coals efc complete (weight not to bgy 1805 PS5t
less than 3.7 Lbsi sq feet of finishing grill (8.1 No:.26 P.No:93)

2166

16 112 |Cement plaster (1:6) ratio upto 20" height 1/2" thick.(S.L.NO:13,P.NG:52). 22066 St

2471.392

17 804  1Cement plaster 1:4 upto 20 ft: height ground floor 3/8" thick. 2197.52 %Sh

17668.0608

Cement Concrete Plain compacting finishing curring etc and washing
18 14429, %.
5 aggreqate without shuftering {S.1.No:5-8/15) 2925 o cft

7936.0875

Providing and laying 1* thick Topping cement concrete {1:2:4} including

18
19 surface finishing and panels {S.1 NC 16 P.NO 42}

32755 %S

589.59

First class deodar wood wrought joinary in doors and windows etc fixed in
position ifc chowkats hold fasts hinges, iren towers belis.chocks cleats
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully alazed (b) 1-3/4" {S| No:7 P. No: 58)

20 27.08 851 P.Sft

23045.08

Painting to doors and windows any type Three Coats {S.LNO:4( C

21 " 1.P.NO:68}

2116.41 % Sft

1481.487

Painting Guard bars, gates iron bars, grating raliings including standard

2 3 braces ete) and similar open work (S..NO:4( d).P.NO:69) (Three Coats).

1270.83 % Sft

4193739

TOTAL

155,296




WATER SUPPLY & SANITARY WORK
, PART-B :PLUMBING WORKS
Sc.)r.\l QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 galions flushing tank with 4" dia Cl trap and Cl thumble. 480260) Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 with access doors rubber washer 1/8" thick and builts and nuts and 270.60 | Each n
extra painting io match the colour of the building.
3 Providing Laying UPYC pipes of Class "B" fixing in trench i/c cutiing,
fitting and jointing with soivent cement ifc testing with water to a head
of 61 meter or 200 ft. S.L.No. 2 P.No. 23 P HD
- |80 mm (3"dia) 90.00| PIRit 0
91100 mm (4"dia) 136.001 PIRit 1224
- 125 mm (5"dia) 185.00| PIRR 0
- (150 mm (5"dia) 258.00 (| PRE
4 Supplyging and fixing fibre glass tank of approved quality and design
ang wall thickness as specified ¢ cost of nuts bolts and fixing in
190 plateform of cement concrete 1:3:6 and making connection for in-let 8765 Per 8705
out-let and over flow in-lat out-let flow pipas ' Gallon
b Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00( PIRft 4620
1|b) Hand Machine 4,500 Each A500
6 Providing Gl pipes specials and clamps eic including fixing cutting and
fittings complate with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe elc
with white zink paint with pigment to match t
- Liy. 172" dia pipe 73.21 P/Rft -
- (i), 314" dia pipe 95.79 PiRit -
10 [ii}. 1" dia pipe 128.55 PIRft 1286
- ii). 1-1/4" dia pipe 153.19 PiRft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with sclvent cement Ifc testing with water to a head
of 122 meter or 400 ft. S.1. No. 6§ P.No. 24 PH.D
15113 mm (1/2" dia) 12.00 P/Rft 180
25119 mm (3/4" dia) 19.00 P/Rft 475
- 125 mm (1" dia) 27.00 PiRft -
26 mm {1 1/4" dia) 33.00 P/RA
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
Hattern S.1.No. 1 P.No. 16 34892 | No H9
9 Providing ang fixing baal valve (with unsoldered copper ball ) made to
"|BBS 1212 (S.1.No. 6 P.No. 18 1| /4" dia 20084 | No 291
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
imade 1 H.P etc. 14201 No 14201
Total : 40994
Amount Total (TSR}
Part "A" % Above /Below __ Total Amount
Part "B" % Above f Below Total Amount
Total "A+B"

CONTRACTOR




’

) BILL OF QUANTITY
. NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

- GPS (B) Amail
SON QNTY DESCRIPTION RATE4 UNIT AMOUNT
A PART-A (CIVIL WORK}
Excavaiicn in foundation of building bridges & other structure with
i 158  |excavated lead upto one chain and Iiff upto Sfeet In ordinary Soil| 3176.25 %0cft 501.85
(S.I.No:18(b}-P/14}
Cement Concrete brick or stene ballast 11/2" to 2" guage Ratio 1:5:10, o
. 7
2 a4 (5.1 No4-PI21) 859495 %.Cit 382578
3 194 I(Dgafifogtgrg(;;mrk in Foundation and plinth in cement sand mortor 1:6 11948.36 o, Sft 23.479.82
4 95 Porovidiqg Hard Murrum poderiy fine base dressing watering leveling & 1834.75 o, Gft 458,66
compecting efc complete.
Reinforced cement concrete work including all labour and malerial except
the cost of steel Reinforcement and its labour for banding and binding which
5 16 7 f 82.0
will be paid separately. This rates also includes all kind of forms moulds 3 Pt 5,392.00
lifting shuttering curring ratio {1:2:4.)
Filiing watering and ramming earth under floor with New Surface excavated 3 o "
6 4 from out side lead upto one chain and lift upto &' feet 630 o Ct 166.98
Pacca brick work in ground floor with {1:6) ratic in cement sand o . 2
7 116 mortar.(S.LNO:5 &, NO:21) 12674.36 %6 Cfty 14,702.26
8 0.65  [Supplying and Fixing Tears at Site 3575 P.Cwt, 2,323.75
9 0.66 Erection rolled sieel beams or old rails in roofs etc erection and fixing in 186,34 P Cwl: 12112

position.{S.I.NO.6 . P.NC .91}

Second class tiles roofing consisting ¢f 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
10 | 4208 Jceating sand blinded, provided over one layer of 12* x 6'x2" tiles laid in 16| 7607.25 ) % Sft 3,201.13
cement mertar including 1:2 cement pointing under neath of tles complete
inchuding curing ete, (SING.2 P.NG.33)

Providing and laying single per layer of polythene sheet 0.13 mm thick for
" 42 |water prcfing as per specification and instructions of Engineer incharge. 10.7 P. Sft; 44840
{8.NO.38.P.NO.38)

PIF G| frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20)
guage G.| sheet ilc welded hings and and fixing and fixing at site with
12 17 |necessary hold fasts, filing with cement sand slurry of ratio 1:6 and] 2289 P.cft 3,891.30
repairing repairing the jambs, The cost also i'c all carriage, tools and plants
used in making and fixing.(5.1NQ.29.P NO.93}

P/F G.I frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20

guage G.| sheet ifc welded hings and and fixing and fixing ai site with

13 18 |necessary hold fasts, filing with cement sand slurry of ratio 1:6 and| 240.5 P.Rft: 4,328.00

repairing repairing the jambs, The cost also Vc ali carriage, fools and plants
(.in making and fixing (S| NO,28.P NG, 93}

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron of

14 5 approved design including: painying 3 coats etc complete {weight not to be| 1805 P.Sit 902.50
less {han 3.7 Lbs/ sq feet of finishing qrifl (S.] No:.26 P.No:93)

15 503 Cement plaster {1:6) ratio upto 20' height 1/2" thick.(S.1NO:13 P.NO:52). 2206.6 %St 11,099.20

16 503 |Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick. 2197.52 %St 14,083.53

Providing and laying 1" thick Topping cement concrete (1:2:4) including

i 28 surface finishing and panels {5.1 NO 16 P.NC 42}

441182 %St 1,235.31

Providing and laying 1" thick Topping cement concrete (1.2:4) including

. 9 1.
surface finishing and panels {5.1 NO 16 P.NQ 42) 32755 oSt 49133

First class deodar wood wrought joinary in doors and windows etc fixed in
iion ¢ chowkats hold fasts hinges, iron towers bolts,chocks cleats

19 1 g4 |position i ges, ' 851 P.Sft 11,914.00

handles and cords with hooks, etc. Deodar panelled or panelled and glazed,

or fully alazed (b} 1-3/4" (S| No:7 P. No; 58

20 50 |White washing Three Coais {S.1.NO:26,P.NO:54) 826.95 % St 414.98
21 365  |Colour washing Twe Coats (S.1.NO:25,P.NO:54) 859.9 % Sit 3,138.64
29 0 P;:r;:ggegf doors and windows any type Three Coats (S.INO:4{ C 2116.41 o, St 1481.49

Painting Guard bars, gates iron bars, grating railings incliding standard

23 16 hraces &tc) and similar open work (S..NO:4{ d).P.NC:69) (Three Coats).

1270.83 % St 203.33

Fabricafion of Tar steel reinforcement for cement concrete including cutting
24 0.714  |bending and laying in pesition making joinis and fastening including the cost|  5001.7 P.Cwi 357121
of binding wirg also includes removal of rust from bars. (S.1.No:8(b}-P/16}

TOTAL 108,049




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
4 B. WC pan of not less than 19" clear opening between flusing rims
and 3 galions flushing tank with 4" dia Cl trap and Cl thumble, 480260| Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuis and 27080) Each 271
extra painting to match the celour of the building,
3 Providing Laying UPVC pipes of Class "B" fixing in trench iic cutfing,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.I.No. 2P.Ne. 22 PHD
- 180 mm (3"dia) 20.00| PIRt 0
9100 mm (4"dia) 138.00( P/R# 1224
- |125 mm {5'dia) 185.00| P/RA 0
- [150 mm (6"dia) 259.00| PRt
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolis and fixing in
100 plateform of cement‘concrete 1:3:6 an.d making connaction for in-let 87.95 Par 8795
out-let and over flow in-let cut-let flow pipes Gallon
3 Providing installing hand pump machine ifc boaring with wocden sheo
and C.C plate form.
60 |a). Filter + Boaring 7700 | P/Rft 4620
1 {b} Hand Machine 45001 Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and i/c the cost of breaking through walls and
roof making gocd etc painting two coats after cleaning the pipe elc
with white zink paint with pigment to match t
- |i}. 1/2" dia pipe 73.21 P/Rft
- lii). 3/4" dia pipe 95.79 PIR# -
10 [ii). 1" dia pipe 128.55 PIRft 1286
fi). 1-1/4" dia pipe 153.19 P/Rf
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cuiting,
fitting and jointing with solvent cement i/ testing with water to a head
of 122 meter or 400 ft. S.|. No. 6 P.No. 24 PH.D
15 [13 mm (1/2" dia) 12.00 P/Rft 180
25 {18 mm (3/4" dia) 19.00 PRt 475
- |25 mm (1" dia) 27.00 PIRft
26 mm (1 1/4" dia) 33.00 PIRft
8 Supplying and fixing in posilion brass bib cocks 3/4" dia standard
1 oatiern S.1No. 1 P.No. 18 N S
9 Providing and fixing baal valve (with unsoldered copper ball ) made to
11885 1212 (5.1.No. 6 P.No. 18 11 374" dia 20084 1 No B
10 ; Providing and fixing electric motor 1/2" horse power ifc pumping set 4201 No 14201
made 1 H.P elc.
Total ; 40994
Amount Total (CSR)
Part "A" % Above / Below Total Amount
Part"8" % Above /Below Total Amount
Total "A+B"

CONTRACTOR




' BILL OF QUANTITY

NAME OF WORK : - REUABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
- GPS {B) Dharani
|;NO ITEM OF WORK QTyY: RATE TUNIT AMOUNT
1 Dismantling cement concrete plain 1:2:4 {S.No.19 C P-10) 100 3327.50 %Cft 333=
2 Removing cement or lime plaster {$..NO.53 P.NO.13) 124.0 121.00 Cft: Rs 150/=
3 Dismantling brick work in lime or cement mortar {S.1.NO.13 P.NO.10) 21.0 1285.65 % Cft: Rs 270/=

4 Excavation in foundation of building bridges and other structurs lfic
dagbelling dressing reflling around the excavated earth watering 88.0 3176.25 %0Cft Rs 280/=
ramming fead upto one chain and lift upto 5' feet.

5 Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 8694.95 %Cft Rs: 609/=
cemeni sand moriar,

Ratio 1:5:10
§ Pacca brick work in Foundation and Plinth 1.6 .(S.I.NO:4 E P.NO:21) 92.0 11848.36 %CfH Rs: 10992/=

7 Reinforced cement concrete work including all labour and material 7.0 33700 Pcft Rs: 2359/=
except the cost of steel Reinforcement and its labour for bending and
binding which will be paid separately. This rates also includes all kind
of forms moulds lifting shuttering curring ratio (1,2;4;)

8 Fabrication of mild steel reinforcement for cement concrete including 0.3 5001.70 P.Cwt: Rs: 1561/=
cutting bending binding and laying in position making joints fastening
including the cost of steel binding wire (also includes removal of rust
from bars) (S.L.NO:B{A),P.NO:17).

9 Pacca brick work in ground floor with (1:6) ratio in cement sand 7.0 12674.36 % Cft: Rs: 8g7/=
mortar.(S..NO:5 g, P.NO:21)

10 Applying floating coat of Cement 1/32" thick. (S.NO.14.P.NO.53} 124.0 660.00 %.Sft. Rs: 818/=

11 Cement plaster {1.6) ratic upto 20' height 1/2" 288 2206.60 °%Sft Rs: B6577/=
thick (S.1.NO:13,P.NO:52).

12 Cement plaster 1:4 upto 20' ft; height greund floor 3/8" thick. 174 2197.52 %Sft Rs: 3824/=

i 13 Cement congret plain including placing compecting , finishing & 8.0 14429.25 %Sft Rs: 1154/=
curing, complete (l/c screening & washing of stone aggregate
without shutiering (S.No: 5 (a) P.No: 16} RATIO 1:2:4

|‘ 14 Laying floor of approved with glazed tile 1/4" thick in white cemant 47.05 27678.86 % Sft Rs: 13023/=
! 4:2 over 34" thick cement mortor 1:2 complete (S.1.No:24 P No: 43)

! 15 White glazed tiles 1/4" thick dado jointed in white cement and laid 36.00 2825361 %Sft Rs: 10171/=
I

i over 1:2 cement sand mortar 3/4" thick including finishing. (S.NO.38

! P.ND.45)

\ 16 Providing and iaying 1" thick Topping cement concrete (1:2:4) 15.00 327550 %Sft Rs: 491/=

_including surface finishing and panels (5. NO 16 P.NO 42)

! 17 First class deodar wood wrought jeinary in doors and windows 3.00 851.00 P.5ft Rs: 2553/=
etc fixed in position if/c chowkats hold fasts hinges, iron towers

bolts,chocks cleats handles and cords with hooks, etc. Deodar

panelled or panelled and glazed, or fully glazed (b) 1-3/4" (8.1

1 No:7 P. No: 58)

; 18 Supplying & Fixing in position lron/ steel grili of 3/4 x 1/4" size flatiron 3.00 180.5¢ P.Sft Rs: 542/=
i of approved design including: painying 3 coats etc complete (weight

not to be less than 3.7 Lbs/ sq feet of finishing grill (S.3 No:.26

P.No:93)

| TOTAL = 5p594/= |




WATER SUPPLY & SANITARY WORK

PART- B : PLUMBING WORKS

sc','_" QNTY DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
2 and 3 gallons fushing tank with 4" dia C! trap and Cl thumble. 4502.60| Each 9,605
Z Providing and fixing 4"x4"x4" dia C.I branch cf the required degree
2 |with access deors rubber washer 1/8" thick and builts and nuts and 27060 Each 541
exira painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in french ifc cutting,
fitting and jointing with soivent cement ifc testing with waier to a head
of 61 meter or 200 ft. S.1.No. 2 P.No. 22 PH.D
- |80 mm {3"dia} 90.00] PIRft 0
& [100 mm {4"dia) 136.00 P/Rft 1088
- 1125 mm (5"dia) 185.00] P/Rit a
150 mm {5"dia) 259.00( PRIRt
4 Supplying and fixing in position brass bib cocks 3/4" dia standard
2 pattern 5.1.No. 1 P.No. 16 348.92 No 568
9 Providing and fixing baal valve {with unsoldered copper ball } made o
21885 1212 (S.1.No. 6 P.No. 18 Il 314" dia 20084 | No 582
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
1 made 14H.P etc. 14201 No 14201
5 Providing installing hand pump machine ifc boaring with woeden sheo
and C.C plate form.
60 [a). Fitier + Boaring 77.00| PRit AG20
1 {b) Hand Machine 4,500 Each 4500
7 Providing Laying UPVGC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement if¢ testing with water ic a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 PHD
20 {13 mm {1/2" dia) 12.00 PiRft 240
40 |19 mm (3/4" dia} 18.00 PiRft 760
25 mm (1" dia) 27.00 PRt -
- 26 mm {1 1/4" dia} 33.00 PiRft
Total 36835

Amount Total {CSR)

Part"A"

Part "B"

% Above / Below

% Above / Below ___

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GBPS Andlani

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

w
- J‘-'.C?'z

216

Excavation in foundation of building bridges & other structure with excavated
lead upto one chain and lift upto 5feet. In ordinary Soil. {S..No:18(b)-Pi14)

3176.25

%0cft

686.07

64

Cement Concrete brick or stone ballast 11/2" to 2" quage Rafio 1:5:10.
(S.1.No:4@-PI21}

8694.95

%.Cft

5564.768

27

Pacca brick work in Foundation and plinth in cement sand mortor 1:6
(S.1.No:4-Pi20}

11948.36

%.Sft

32380.0556

44

Poroviding Hard Murrum poderly fine base dressing watering leveling &

183475

%. 51t

807.29

16

Reinforced cement concrete work including at! labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates also includes all kind of forms moulds
lifing shuttering curring ratio {1:2:4:)

337

Peit

5352

0.714

Fabrication of Tar stee! reinforcement for cement concrete including cutting
bending and laying in position making joints and fastening including the cost
of binding wire also includes removal of rust from bars. {3.1.No:8(b)-P/16)

50017

P.Cwt

3571.2138

92

Filing watering and ramming earth under floor with New Surface excavated
from out side lead upto one chain and lift upto 5' feet.

3630

%0 CH’

333.96

204

Pacca brick work in ground fioor with {1:6) ratio in cement sand
mortar.{S.INO:5 e P.NO:21)

12674.36

% Cft:

25855.6944

1.3

Supplying and Fixing Tears at Site

3575

£.Cwi:

4647.5

10

13

Erection rolled steet beams or old rails in roofs etc erection and fixing in
position.(S..LNO.6 . P.NO 81)

186.34

P.Cwt

242242

1

80

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blindec, provided over cne layer of 12" x 6"x2" tiles laid in 1:6
cement mortar including 1:2 cement pointing under neath of ties complete
including curing et (SLNQ.2 .P.NG 33)

80

7607.25

% Sft:

5085.8

Providing and laying single per layer of polythene sheet 0,13 mm thick for
water profing as per specification and instructions of Engineer incharge.
{S.NO.38.P.NO.38}

10.7

P. 5t

856

13

32

PIF G.| frame | Choukats of size 7* x 2" or 4 12" x3' for doors using 20
guage G.l sheet ilc welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand sturry of ratio 1:6 and repairing
repairing the jambs, The cost alsc ifc all carmiage, tools and plants used in
making and fiing.(S.LNQ,29.P.NO.931

2289

P cft:

73248

24

PiF G.| frame / Choukats of size 7" x 2° or 4 1/2" x3' for windews using 20
guage G.| sheet ¢ welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratic 1:6 and repalring
repairing the jambs, The cost also ifc all caniage, tools and plants used in
making and fixing{S.LNO.28.P.NG.93)

2405

P.RIi:

5772

15

Supplying & Fixing in pasition Iron/ stesl grill of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats etc complefe {weight not to be
less than 2.7 Lbs/ sq feet of finishing grill {S.! No:.26 P.No;93)

18

12

180.5

pP.Sit

2166

Cement plaster {1:6) ratio upto 20" height 1/2" thick {S.L.NO:13,P.NO:52}.

22086

%St

2471382

17

804

Cement plaster 1:4 upto 20' % height ground floor 3/8" thick,

2197.52

%St

17668.0608

55

Cement Concrete Plain compacting finishing curring etc and washing
agqreqate without shuttering {S.1.No:5-Pi15)

14429.25

%.cft

7935.0875

18

Providing and laying 1" thick Topping cement concrete (1:2:4) inciuding
surface finishing and panels (S.1NG 16 P.NC 42)

3275.5

%St

58059

20

27.08

First class deodar wood wrought joinary in doors and windows efc fixed in
position ifc chowkats hold fasts hinges, fron towers boits.chocks cleats
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully glazed (b] 1-3/4" (S No:7 P, No: 58

851

P.S#t

2304508

21

70

Painting to doors and windows any type Three Coats (SINO#4( C
P.NQ:68)

2116.41

% Sft

1481.487

22

33

Painting Guard bars, gates iron bars, grating railings including standard

braces ets) and similar open work (S.I.NO:4({ d).P NO:69) (Three Coats).

1270.83

% Sft

419.3739

TOTAL

155,296




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

c')_ QNTY DESCRIPTION RATE UNIT AMOUNT
1 B, WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Cltrap and C! thumble. 4802.60| Each 4303
1
2 Providing and fixing 4"'x4"x4" dia C.| branch of the required degree
1 |with access docrs rubber washer 1/8" thick and builts and nuts and 27080 ! Each 271
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement i/c testing with water to a head
of 61 meter or 200 ft. S.1.No. 2P.No. 23 P.H.D
- 180 mm (3"dia) 90.00 P/Rft ¢
9 {100 mm (4"dia) 136.00 | PRt 1224
- 1125 mm {5'dia) 185.00 ] PIRft 0
- |150 mm (6"dia) 259.00 | P/RE
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
400 plateform of cement_concrete 1:3:6 aqd making connection for in-let| 47 o5 Per 8795
out-let and over flow in-let oui-lat flow pipes Gallon
5 Providing installing hand pump machine i‘c hoaring with wooden shec
and C.C plate form.
B0 [a). Filter + Boaring 77.00| PiRR 4620
1 1b} Hand Machine 45007 Each 4500
6 Praviding Gl pipes specials and clamps efc including fixing cutting and
fittings complete with and i the cost of breaking through walls and
rocf making good etc painting two coals after cleaning the pipe efc
with white zink paint with pigment to maich t
- ). 112" dia pipe 73.21 PiRft
- |ii). 3/4" dia pipas 95.7% P/RA
10 |if). 1" dia pipe 128.56 P/RIt 1286
ily. 1-1/4" dia pipe 153.19 P/Rft
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cuiting,
fitting and jointing with solvent cement i/c testing with water to a head
of 122 meter or 400 4. S.I. No. 6 P.No. 24 PH.D
15|13 mm (1/2" dia) 12.00 PIRft 180
25319 mm (3/4" dia) 19.00 PRIt 475
- |25 mm (1" dia} 27.00 PiRit -
26 mm (1 1/4" dia) 33.00 PIRf
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1|pattern S.1.No. 1 P.No. 16 34892 | No 349
9 Providing and fixing baal valve (with unsoldered copper ball ) made to
1|BBS 1212 (S.L.No. & P.No. 18 11 314" dia 2084 | No 291
10 Providing and fixing electric motor 1/2" horse power iic pumgping set
1lmade 1 HP etc. 14201 No 14201
Total : 40994
Amount Total (CSR)
Part "A" % Above /Below Total Amount
Part "B" % Above /Below Total Amount
Total "A+B"

CONTRACTOR




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPMS Ghazi Khan Mahar

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

w
~ >

216

Excavation in foundation of building bridges & other struciure with excavated
lead upto one chain and lift upto S'feet. In ordinary Scil. {S..N0:18(b)-P/14)

317825

%0cft

686.07

64

Cement Congrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:1C.
(5..Ng:4@-Pi21}

8694.95

%.Cht

5564.768

271

Pacca brick work in Foundation and plinth in cement sand mortor 1:6
(S.I.No:4-P/20}

11948.36

%.5ft

32380.0556

44

Poroviding Hard Murrum poderly fine base dressing watering laveling &

1834.75

%.5ft

807.29

18

Reinforced cement concrete work including all labour and material except
the cost of siee! Reinforcement and its labour for bending and binding which
will be paid separately, This rates also includes all kind of forms moulds
litting shuttering curring ratio (1;2;4:}

337

Pcft

5392

0.714

Fabrication of Tar steel reinforcement for cement consrete including cutting
bending and laying in position making joints and fastening including the cost
of binding wire also Includes removal of rust from bars. {S..No:8{b}-P/16)

5001.7

P.Cwt

3571.2138

92

Filling watering and ramming earth under floor with New Surface excavated
from out side lead upto one chain and lift upto 5' feet.

3630

%o Cit'

333.96

204

Pacca brick work in ground floor with (1:6) ratio in cement sand
mortar.{S..NG:5 e, P.NC:21})

12674.36

% Cft:

258556544

13

Supplying and Fixing Tears at Site

3575

P.Cwt:

4647.5

10

13

Erecticn rolled steel beams or old rails in roofs etc erection and fixing in
positicn.(S.LNO.6 . P.NO.91}

186,34

P.Cwt:

242242

"

80

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 172" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x 6"x2" tiles laid in 1:6
cement mortar including 1:2 cement pointing under neath of tiles complete

including curing etc, (S.LNOQ.2 P NC 33)

12

80

7607.25

% Sft;

6085.8

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
(S.NO.38 P.NO.38)

10.7

P. Sft

856

13

32

PiF G.I frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ilc welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand siurry of ratio 1:6 and repairing
repairing the fambs, The cost also ifc all carriage, tools and plants used in
making and fixing (S LNO 29 P NO 83}

2289

P.cft:

732438

24

P/F G.J frame / Choukats of size 7" x 2" or 4 142" x3' for windows using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost alsc ifc all carriage, tools and plants used in
making and fixing (S INOQ.28.P.NO,93)

2405

P Rft:

5772

12

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats efc compiete (weight not to be
less than 3.7 Lbs/ sq feet of finishing grill {S.] No:.26 P.No:93)

180.5

p.sft

2166

16

112

Cement plaster [1:6) ratic upto 20" height 1/2" thick{S.|.NO:13,P.NQ:52}.

22066

%St

2471.392

17

804

Cement plaster 1:4 upto 2¢' ft. height ground floor 3/8" thick.

2197.52

%St

17668.0608

18

55

Cement Concrete Plaln compacting finishing curring etc and washing
aggregate without shuttering (S.1.No:5-P/15)

1442925

%.cft

7936.0875

Providing and laying 1" thick Tcpping cement concrete (1:2:4) including
surface finishing and panels {S.1 NC 16 P.NC 42)

32755

%St

585.59

20

27.08

First class deodar wood wrought joinary [n doors and windows etc fixed in
position ifc chowkats hold fasts hinges, iron towers bolts.chocks cleats
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully glazed (t) 1-3/4" {S.| Ng:7 P. No: 58)

851

P.sft

23045.08

2

70

Painting to doors and windows any type Three Coats (S..NC#4( C
1LP.NO:B8)

2116.41

% Sft

1481.487

22

33

Painiing Guard bars, gates iron bars, grating rallings including standard

braces efc) and similar open work (S..NO:4( d),P.NO:69) (Three Coals).

1270.83

% Sit

418.3739

TOTAL

155,296




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

o QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening beiween flusing rims and
3 gallons flushing tank with 4" dia Cl trap and CI thumble. 4802.60| Each 4,803
1
2 Providing and fixing 4"x4°x4" dia C.| branch of the required degree
1 |wilh access doors rubber washer 1/8" thick and builts and nuts and 27060 | Each 271
extra painting to match the celour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in french i/c cutting,
fitting and jointing with solvent cement ¥ testing with water to & head
of 61 meter or 200 ft. S..No. 2 P.No. 23 P.H.D
- |80 mm (3"dia} 90.00 | P/Rit 0
3 {100 mm (4'dia) 136.00 [ PIRft 1224
- 125 mm (5"dia) 185.00 | P/Rft 0
- 1150 mm (6"dia) 25900 | P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as spacified ifc cost of nuts bolts and fixing in
100 plateform of cement-concreie 1:3:6 aqd making connection for in-let 87.95 Per 8795
sut-let and over fiow in-let out-let flow pipes Gallon
3 Providing installing hand pump machine i/c boaring with wooden sheo
and C.C plate form.
80 |a). Filter + Boaring 77.00| PIRft 4620
1 |b) Hand Machine 4500 Each 4500
] Providing Gl pipes specials and clamps etc including fixing cuiting and
fittings complete with and i‘c the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to match t
- |i). 1/2" dia pipe 73.21 P/Rit -
- |i). 3/4" dia pipe 95.79 P/Rft -
10 [ii). 1" dia pipe 128.55 PIRft 1286
ii}. 1-1/4" dia pipe 153.19 PIRR -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutling,
fitling and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 fi. S.l. No. 6 P.No. 24 PHD
1513 mm {1/2" dia} 12.00 PiRft 180
26119 mm {3/4" dia) 19.00 P/Rft 475
- |25 mm {1" dia) 27.00 PIRit -
26 mm (1 1/4" dia) 33.00 PiRft
& Supplying and fixing in position brass bib cocks 3/4" dia standard
1 pattern S1No. 1 P.No. 15 34892 | No 9
g9 Providing and fixing baal valve (with unsoldered copper ball ) made to 291
11885 1212 (S.L.No. 5 P.No. 18 11 314" dia 20084 | No
10 Providing and fixing electric mator 1/2" horse power ifc pumping set
1 |made 1 H.P etc. 14201 No 14201
Total : 409%4
Amount Total (CSR)
Part "A" % Above /Below _____ Total Amount
Part "8" % Above / Below ____ Total Amount
Total "A+B"

CONTRACTOR




. BILL OF QUANTITY
NAME OF WORK : - REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
i GGPS Amil Goth
5.NO ITEM OF WORK | QTy: | RATE ] UNIT AMOUNT
1 Dismantling cement concrete plain 1:2:4 ($.N0.1¢ C P-10) 10.0 3327.50 %Cft 333/=
2 Remaving cement or lime plaster (S.I.NO.53 P.NO.13) 1240 121.00 % Cft: Rs 150/=
3 Dismantling brick wark in lime or cement morar (S LND 13 P.NO.10) 21.0 128565 % Cft: Rs 270/=

4 Excavation in foundation of building bridges and other structure lic
dagbelling dressing refiling around the excavated earth watering 83.0 3176.25 %DCft Rs 280/=
ramming lead upto cne chain and fift upto 5' feat.

5 Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 B694.95 %Cft Rs: 609/=
cement sand mortar.

Ratio 1:5:10
6 Pacca brick work in Foundation and Plinth 1.8 .(S..NO:4 E,P.NO:21) 92,0 11948.36 %Cft Rs: 10992/=

7 Reinforced cement concrete work including all labour and material 7.0 337.00 Pcft Rs: 2359/=
except the cost of steel Reinforcement and its labour for bending and
binding which will be paid separately. This rates also includes all kind
of forms moulds lifting shuttering curring ratio (1;2;4;)

8 Fabrication of mild steel reinforcement for cement concrete including 0.3 5001.70 P.Cwt: Rs: 1561/=
cutting bending binding and laying in position making joints fastening
including the cost of steel binding wire (also includes removal of rust
from bars) {S..NO:B(A},P.NO:17).

9 Pacca brick work in ground floor with (1:6) ratio in cement sand 7.0 12674.36 % Cft: Rs: 887/=
mortar.{S.I.NO:5 e, P.NO:21)

10 Applying floating coat of Cement 1/32" thick. {S.NC.14.P.NQ.53}) 124.0 660.00 %.Sft. Rs: 818/=

11 Cement plaster {1:6) ratio upto 20" height 1/2" 298 2206.60 %Sft Rs: 6577/=
thick.(S.1. NO:13,P.NO:52).

12 Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick. 174 2197.52 %Sft Rs: 3824/=

13 Cement concret plain including placing compecling , finishing & 8.0 14429.25 %SH Rs: 1154/=
curing, complete (¥c screening & washing of stone aggregate
without shuttering (S.No: 5 (a) P.No: 18) RATIO 1.2:4

14 Laying flocr of approved with glazed tile 1/4" thick in white cement 47.05 27678.86 % Sft Rs: 13023/=
1:2 over 3/4' thick cement moertor 1:2 complete {5.1.No:24 P.No: 43)

15 White glazed tiles 1/4" thick dado jointed in white cement and laid 36.00 28253.61 % Sft Rs: 10171/=
over 1:2 cement sand mortar 3/4" thick including finishing. {S.NC.38
P.NO.45)

16 Providing and laying 1" thick Topping cement concrete (1:2:4) 15.00 3275.50 %Sft Rs: 491/=

_including surface finishing and panels {S.I NO 16 P.NO 42}

17 First class deodar wood wrought joinary in doors and windows 3.00 851.00 P.S5ft Rs: 2553/=
etc fixed in position ifc ¢howkats hold fasts hinges, iron towers
bolts,chocks cleats handies and cords with hooks, etc. Deodar
panelled or panelled and glazed, or fully glazed (b) 1-3/4" (S.1
No:7 P. No: 58)

Supplying & Fixing in position Iron/ steel griil of 3/4 x 1/4" size flat iron 3.00 180.60 P.Sft Rs: 542/=
of approved design including: gainying 3 coats etc complete (weight

not to be less than 3.7 Lbs/ sq feet of finishing grill (8.1 No:.26

P.Ne:93)

1

[=:]

[ TOTAL = 56594/=




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

| anty DESCRIPTION RATE | UNIT | AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
2 and 3 gallons flushing tank with 4" dia Cl trap and CI thumble. 480260 | Each 9,605
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
2 |with access doors rubber washer 1/8" thick and builts and nuts and 270.60| Each 541
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cuting,
fitting and jointing with solvent cement ifc testing with water fo a head
of 61 meter or 200 ft. S.1.No. 2 P.No. 23P.H.D
80 mm (3"dia} 90.00| PRIt
8 | 100 mm {4"dia) 136.00| P/Rft 1088
125 mm {5"dia) 185.00| P/Rft
150 mm {8"dia) 269.00( P/Rft
4 Supplying and fixing in position brass bib cocks 3/4" dia standard
2 |pattem S..No. 1 P.No. 15 34892 | No 658
g Providing and fixing baal valve {with unsoldered copper ball ) made fo
2 |8BS 1212 (S..No. 6 P.No. 18 Il 34" dia 20084 | No 582
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
" made 1 HP ete. 14201 No 14201
5 Providing installing hand pump machine ilc boaring with woaden sheo
and C.C plate form.
60 {a). Filter + Boaring 77.00| P/Rit 4620
1 |b) Hand Machine 4,500 | Each 4500
7 Providing Laying UPVC pipes of Class "D" fixing in french ¥c cutting,
fitting and jointing with solvent cement ifc testing with water to a head
¢f 122 meter or 400 ft. S.1. No. 6 P.No. 24 P H.D
20 |13 mm {1/2" dia} 12.00 PIRft 240
40 |19 mm {3/4" dia} 19.00 PIRft 780
25 mm {1" dia) 27.00 PIRft
26 mm {1 1/4" dig) 33.00 PIRf
Total : 36835

Amount Total (CSR}

Part "A" % Above / Below
Part "B" % Above / Below
CONTRACTOR

Total Amount

Total Amount

Total "A+B"




BIDDING DATA

{This section should be filled in by the Engineer/Procuring Agency before issuance of
the Bidding Documents).

(a). Name of Procuring Agency:- Executive Engineer (Education Works)
Division Shikarpur.

b). Brief Description of Works:- REHABLITATION OF POLLING STATIONS OF
DISTRICT SHIKARPUR REHABLITATION OF WASH
ROOMS & SANITARY WORKS
(PACKAGE NO:7)
GMS Garhi Dakho, GPS Palyo Brohi, GPS Khair
Muhammad, GPS Ghulam Hussain Shar, GPS Village
New Zarkhail

(c).Procuring Agency’s address:-Executive Engineer (Education Works) Division Shikarpur
Near GBHS No.Il Shikarpur.

(d). Estimated Cost:- 0.950 ( Millions).

(e). Amount of Bid Security:- 5% (Fill in lump sum
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 90 Days (Not more than sixty days).

(g).Security Deposit:-(including bid security):- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h}). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time ;- As Per NIT

{j)- Venue, Time, and Date of Bid Opening:- Near GBHS 1l (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 1 Month
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost per
day of delay, but total not exceeding 10%).

(m). Deposit Receipt No: Date: Amount:Rs:

Bank BN

(n) D.R.NO: DATED:- . Amount 1966 (Rupees: One Thousand only),
(0). Tender issued to Mr. / M/s Govt: Contractor.

CuU IVE ENGINEER
TION WORKS DIVISION
SHIKARPUR




BILL OF QUANTITY

NﬁME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GMS Garhi Dakho

S.N
9]

Y1 QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

A

PART-A (CIVIL WORK)}

1

216

Excavation in foundaticn of building bridges & other structure with excavated
lead upte one chain and lift upto 5'feet. In ordinary Soil. (S.LNo:18(b}-Pi14)

3176.25

%0ctt

686.07

64

Cement Ceoncrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
(S.1.No:4©-P121)

8694.95

%.Cft

5564768

271

Pacca brick werk in Foundation and plinth in cement sand mortor 1:6
{5.1.No:4-P/20}

11948.36

%.Sft

32380.0556

44

Poroviding Hard Murrum poderly fine base dressing watering leveling &

183475

%.5ft

807.29

Reinforced cement concrete work inciuding all labour and material except
the cost of steel Reinforcement and its labour fer bending and binding which
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring ratio {1,2;4:)

0.714

337

Pcft

5392

Fabrication of Tar steel reinforcement for cement concrete including cutting
bending and laying in pesition making joinis and fastening including the cost
of binding wire alsa includes removal of rust from bars. (S..No:8{b)-P/16)

5001.7

P.Cwt

3571.2138

92

Filling watering and ramming earth under floor with New Surface excavated
from out side lead uptc one chain and lift upto &' feet.

3630

%0 Cft"

333.96

204

Pacca brick work in ground floor with (1:6) ratio in cement sand
morar.(S..NO:5 e P.NC:21)

12674.36

% Cft:

25855.6044

13

Supplying and Fixing Tears at Site

3575

P.Cwt:

4647.5

13

Erection roled steel beams or old rails in roofs etc erection and fixing in
position.{S..NQ.6 . P.NO.91}

186.34

P.Cwt:

242,242

a¢

Second class tiles rocfing consisting of 4" earth and 1" mud plaster with
Gohbri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand biinded, provided over one layer of 127 x §"x2" tiles laid in 1:6
cement mertar including 1:2 cement pointing under neath of tiles complete,
including curing etc (SINO2 PNO 331

7607.25

% St

6085.8

80

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
{8.NO.38.P.NC.38}

10.7

P, 5ft:

856

13

32

PIF Gl frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratic 1:6 and repairing
repairing the jambs, The ¢ost also ilc all carriage, tools and plants used in
making and fixing (S.|.NO29.P NO 93

2289

P.oft:

7324.8

14

24

PIF G.I frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet /¢ welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also ifc all carriage, tocls and plants used in
making and fixing (S.INQ 28.P NO 93}

2405

P.Rit:

5772

15

12

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flai iron of
approved design including: painying 3 ccats etc complete {weight not to e
less than 3.7 Lbs/ sq feet of finishing grill (S.| No:.26 P.Ng:93)

180.5

P.Sft

2166

16

12

Cement plaster (1:6) ratio upto 20" height 1/2" thick (8.1.NC:13 P.NO:52).

2208.6

TSt

2471.392

17

804

Cement plaster 1:4 upfo 20" ft; height ground flogr 3/8" thick.

2197.52

%St

17668.0608

18

55

Cement Concrete Plain compacting finishing curring etc and washing
aggregate without shuitering {S.1.No:5-P/15)

14429.25

%.cft

7936.0875

19

18

Providing and laying 1° thick Topping cement concrete (1:2:4) including
surface finishing and panels (.1 NO 16 P.NO 42}

32755

%St

589.59

20

27.08

First class deodar wood wrought joinary in doors and windows efc fixed in
position i/c chowkats hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with hooks, etc, Deodar panefled or panelled and glazed,
or fully glazed (p) 1-3/4" (S No:7 P, No: 58)

851

P.Sft

23045.08

21

70

Painting to doors and windows any type Three Coats (S.INO4{ C
},P.NO68)

2116.41

% Sft

1481.487

22

33

Painting Guard bars, gates iron bars, grating ,raiings inciuding standard
braces efc) and similar open work (S.L.NO:4( d).P.NO:6S} (Three Coats),

1270.83

% Sft

419.3739

TOTAL

155,296




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

Sd‘f' QNTY DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Cl irap and Cl thumble. 4802.60| Each 4,803
1
2 Providing and fixing 4'x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 27080 | Each 271
exira painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing With soivent cement ifc testing with water to a head
of 61 meter or 200 ft. S.I.No. 2 P.No. 23 P.HD
- |80 mm (3"dia) 90.00 | PIRft 0
9 {100 mm {4"dia) 136.00 | P/Rit 1224
- 1125 mm (5'dia) 185.00 | P/Rft 0
- {150 mm (8'dia) 259.00| P/Rit
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified i'c cost of nuts bolts and fixing in
100 plateform of cement‘concrete 1.3 aqd making connection for in-lel| g7 g5 Per 8795
out-let and over fiow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form,
60 |a). Filter + Boaring 77.00 | PRIt 4620
1 |b) Hand Machine 4500 Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and i/c the cost of breaking through walls and
roof making good el painting two coats after cleaning the pipe etc
with white zink paint with pigment to match {
- liy, 112" dia pipe 73.21 PiRit
- [ii). 344" dia pipe 95.79 P/Rft -
10 [ii). 1" dia pipe 128.55 PiRfl 1286
ii}. 1-1/4" dia pipe 153,19 PIRft -
7 Providing Laying UPVC pipes ¢f Class "D" fixing in trench i/c cutting,
fitling and jointing with solyent cement ifc testing with water to a head
of 122 meter or 400 ft, 5.1 No. 6 P.No. 24 P.H.D
15 [13 mm {1/2" dia) 12.00 PIRft 180
25 [19 mm (314" dia) 19.00 PR 475
- |25 mm (1" dia) 27.00 PIRft -
26 mm (1 1/4" dia) 33.00 PiRft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
L pattern S.l.Ng. 1 P.No. 18 348.92 No 349
9 Providing and fixing baai valve {with unsoldered copper ball ) made to
" |8BS 1212 (5..No. 6 P.No. 18 Il 3/4" dia 29084 | Mo 1
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
L made 1 H.P efc. 14201 No 4201
Total : 40994
Ameount Total (CSR)
Part "A" % Above fBelow__ Total Amount
Part "B" % Above fBelow Total Amount
Total "A+B"

CONTRACTOR




BILL OF QUANTITY

NAME OF WORK ; - REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GPS Pajvo Brohi
E.NO ITEM OF WORK QaTy: RATE l UNIT AMOUNT J
1 Dismantling cement concrete plain 1:2:4 (S.No.19 C P-10) 10.0 3327.50 %Cft 333/=
2 Removing cement or lime plaster (S.1.NO.53 P.NO.13) 124.0 121.00 %Cft: Rs 150/=
3 Dismantling brick work in Ime or cement mortar (S.I.NO.13 P.NQ.10} 21.0 128565 9%CH: Rs 270/=

4 Excavation in foundation of building bridges and other structure lic
daghelling dressing reflling around the excavated earth watering 88.0 3176.25 %0Cft Rs 280/=
ramming lead upto one chain and lift upto 5' feel.

5 Cement concrete brick or stone ballast 1-1/2" fo 2" guage ratio in 7.0 8694.95 %Cft Rs: 609/=
cement sand mortar.

Ratio 1:5:10
& Pacca brick work in Foundation and Flinth 1.6 .(S.LNO:4 E,P.NO:21) 92.0 11948.36 %Cft Rs: 10992/=

7 Reinforced cement concrete work including all fabour and material 7.0 337.00 Pcft Rs: 2359/=
except the cost of steel Reinforcement and its labour for bending and
binding which will be paid separately. This rates also inciudes all kind
of forms moulds lifting shuttering curring ratio (1,2;4;}

8 Fabrication of mild steel reinforcement for cement concrete including 0.3 5001.70 P.Cwt: Rs: 1561/=
cutting bending binding and laying in position making joints fastening
including the cost of steel binding wire {(also includes removal of rust
from bars) (5.1NO:8{A},P.NO:17).

9 Pacca orick work in ground floor with (1:6) ratio in cement sand 7.0 12674.36 % Cft: Rs: 887/=
mortar.(S.1.NO:5 ¢,P.NO:21})

10 Applying fleating coat of Cement 1/32" thick. {S.NC.14.P.NQ.53} 124.0 660.00 %.Sft. Rs: 818/=

11 Cement plaster (1:6) ratic upto 20" height 1/2" 298 2206.60 %Sft Rs: 6577/=
thick.(S.INQ:13,P.NO:52).

12 Cement plaster 1:4 upto 20" ft; height greund floor 3/8" thick. 174 2197.52 %Sft Rs: 3824/=
13 Cement coneret plain including placing compecting . finishing & 8.0 14429.25 %Sft Rs: 1154i=
curing, complete (/e screening & washing of stone aggregate

without shutiering (S No: 5 (a) P.No: 16} RATIO 1:2:4

14 Laying ficor of approved with glazed tile 1/4" thick in white cement 47.05 27678.86 % Sft Rs: 13023/=
1:2 over 3/4' thick cement mortor 1:2 complete (S.1.No:24 P.No: 43)

15 White glazed tiles 1/4" thick dado jointed in white cement and laid 36.00 28253.61 % Sft Rs: 10171/=
over 1:2 cement sand mortar 3/4" thick including finishing. (S.NO 38
P.NO.45)

16 Providing and laying 1" thick Topping cement concrete {1:2:4) 15.00 327550 %Sft Rs: 491/=

_including surface finishing and panels (S.1 NO 16 P.NO 42}

17 First class deodar wood wrought joinary in doors and windows 3.00 851.00 P.Sft Rs: 2553/=
etc fixed in position i/c chowkats hold fasts hinges, iron towers
bolts.chocks cleats handles and cords with hooks, etc. Deodar
panelled or panelled and glazed, or fully glazed (b) 1-3/4" (5.1
No:7 P. No: 58)

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron 3.00 180.50 P.Sft Rs: 542/=
of approved design including. painying 3 coats etc complete (weight

not to be less than 3.7 Lbs/ sq feet of finishing grill (8.1 No:.26

P.No83)

1

=]

| TOTAL = 56594/= |




WATER SUPPLY & SANITARY WORK

. PART-B :PLUMBING WORKS
SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
2 and 3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 480260 | Each 9,605
Z Praviding and fixing 4"x4"x4" dia C.| branch of the required degree
2 lwith access doors rubber washer 1/8" thick and builts and nuis and 27060 | Each 541
extra painting to match the celour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S..No. ZP.No. 23FPHD
80 mm (3"dia) 90.00 | P/Rft 0
8 |100 mm {4"dia) 136.00 [ P/Rft 1088
125 mm (5"dia) 185.00] P/Rit 0
150 mm (6"dia) 259.001 P/Rit
4 Supplying and fixing in position brass bit cocks 3/4" dia standard
2 pattern 3.1.No. 1 P.No. 16 348.92 No 698
5 Providing and fixing baal valve {with unscldered copper ball ) made to 8
2|BBS 1212 (S..No. 6 P.No. 18 Il /4" diz 20084 | Mo 582
8 Providing and fixing electric metar 1/2" horse power ifs pumping set
¥ |mace 1 H.P etc. 14201 | No 14201
7 Providing installing hand pump machine if¢ boaring with wocden sheo
and C.C plate form.
g0 |a). Filter + Boaring 7700 PIRA 4620
1 1b) Hand Machine 4500] Each 4500
8 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 PH.D
20 [13 mm (1/2" dig) 12.00 PiRft 240
40 {19 mm (34" dia) 18.00 PiRft 760
256 mm {1" dia) 27.00 PiRft -
26 mm (1 1/4" dia) 33.00 PRf
Total : 36835

Amount Total (TSR}

Part "A"

Part "B"

% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Khair Muhammad

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

»
- | >|Q =

218

Excavation in foundation of building bridges & other structure with excavated
lead upto cne chain and lift upto &'feet, In ordinary Soil, {S.1.No:18(b)-P{14)

3176.25

%0ctt

686.07

64

Cement Concrete brick or stone ballast 11/2" to 2" guage Rafic 1:5:10.
(5.1.No:4G@-P/21)

8694.95

%.Cft

£564.768

27

Pacca brick work in Foundation and piinth in cement sand mortor 1:6
(8.1.No:4-Pi20}

11948.35

%.Sft

32380.0556

44

Poraviding Hard Murrum poderiy fine base dressing watering leveling &

1834.75

%.Sft

807.29

16

Reinforced cement concrete work including all labour and material except
the cost of stee! Reinforcement ard ils fabour for bending and binding which
will be paid separateiy. This rates also includes all kind of forms moulds
lifing shuttering curring ratio (1,2:4:)

337

Pcit

5392

0714

Fabrication of Tar steel reinforcement for cement concrate including cutting
bending and laying in position making jeints and fastening including the cost
of binding wire also includes removal of rust from bars. {3.1.No:3{b)-P/18)

5001.7

P.Cwt

3571.2138

92

Filling watering and ramming earth under floor with New Surface excavated
from out side lead upto one chaln and lift upto 5' feet.

3630

%0 Cﬂ“

333.96

204

Pacca biick work in ground floor with (1:6) ratio in cement sand
mortar(S..NO:5 e P.NQ:21}

12674.36

% Cft:

25855.6944

1.3

Supplying and Fixing Tears at Site

3575

P.Cwt:

4647.5

10

1.3

Erection rolled steel beams or old rails in roofs efc erection and fixing in
position.(S.LNQ.6 . P.NC.91)

186.34

P.Cwt:

242.242

11

80

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x 6"2" tiles laid in 1.6
cement mortar including 1:2 cement peinting under neath of tiles complete
including curing ete, {S.INO.2 P.NO 33}

7607.25

% Sft:

6085.8

80

Providing and laying single per 'ayer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
(SNG.38 P.NO.38)

107

P. Sft

856

32

PIF G.) frame / Choukats of size 7" x 2" or 4 1/2* x3' for doors using 20
guage G.l sheet ic welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also ifc all carriage, tocls and plants used in
makina and fixing (S | NCQ 29.P NO 93}

2289

P.cft:

7324.8

24

PIF G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ilc welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratic 1:6 and repairing
repairing the jambs, The ccst also ifc all carage, tools and plants used in
making and fxina (S [NQ.28 P.NO 83

2405

P.Rft:

5772

Supplying & Fixing in position Ircn/ steel grill of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats etc complete (weight not to be
less than 3.7 Lbs/ sq feet of finishing grill (5.1 No:.26 P.Ng:93)

180.5

P.Sft

2166

18

Cement plaster {1:6) ratio upto 20" height 1/2" thick.(S..NO:13,P.NO:52).

2206.6

“Sit

2471.392

7

Cement plaster 1:4 upto 20' it height ground floor 3/8" thick.

2197.52

%St

17668.0508

18

Cement Concrete Plain compacting finishing curring et¢ and washing
aggreqate without shuttering (S | No:5-P/15)

14429.25

%.cft

7936.0875

19

18

Providing and laying 1" thick Topping cement concrete (1:2:4) including
surface finishing and panels {S.|NO 16 P.NO 42)

3275.5

%St

589.59

20

27.08

First class deodar wood wrought joinary in doors and windows etc fixed in
position ifc chowkats hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully glazed (b} 1-3/4" (S.1 No:7 P. No: 58)

851

P.Sit

23045.08

21

70

Palnting to doors and windows any type Three Coats (S.INO:4( C
),P.NO:68)

2116.41

% Sft

1481.487

22

33

Painting Guard bars, gaies iron bars, grating ,railings including standard
braces etc) and similar open work {S.L.NO:4(d).P.NC:89) {Three Coats).

1270.83

% Sft

449.3739

TOTAL

155,286




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia C| trap and Cl thumble, 4802.60| Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 |with access dcors rubber washer 1/8" thick and builis and nuts and 270.60 | Each an
exira painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ife cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.I1.No. 2 P.No. 23 PH.D
- 180 mm (3"dia) 90.00| P/RIit 0
§[100 mm (4"dia) 136.00| PR 1224
- 11256 mm ({5'dia} 185001 PIRf ¢
- |180 mm (6"dia) 258.00 | PIRft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuis bolts and fixing in
100 plateform of cement‘concrete 136 aqd making connection for in-let 87.95 Per 8795
cut-let and over flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
80 1a). Filter + Boaring 77.00] P/Rft 4620
1|b} Hand Machine 4500 | Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cieaning the pipe elc
with white zink paint with pigment to match t
- 7). 1/2" dia pipe 73.21 P/Rft -
- |ii). 3/4" dia pipe 95.79 P/Rt
10 [1i}. 1" dia pipe 128.55 P/Rft 1286
ii). 1-1/4" dia pipe 153.19 PIRft
7 Praviding Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water 10 a head
of 122 meter or 400 ft. S.1. No. 6 P.Ne. 24 PHD
15(13 mm (1/2" dia) 12.00 P/Rft 180
25119 mm {3/4" dia) 19.00 PiRft 475
- [25 mm (1" dia) 27.00 PiRfl
28 mm (1 1/4" dia) 33.00 PiRft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1\ oatten S..No. 1 P.No. 16 34892 ) Mo 349
9 Providing and fixing baal valve (with unsoldered copper ball ) made to
1\8BS 1212 (S.1.No. 6 P-No. 18 Il 314" dia 29084 | No 291
10 ) Providing and fixing electric motor 1/2" horse powar ifc pumping set 14201 No 14201
made 1 H.P etc.
Total : 40994
Amount Total (CSR)
Part "A" % Above / Below __ Total Amount
Part "B" % Above / Below _ o Total Amount
Total "A+B"

CONTRACTOR




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Ghulam Hussain Shar

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

216

Excavation in foundation of building bridges & other structure with excavated
lead upto one chain and lifi upto 5'feet. In ordinary Scil. (S.1.No:18{b)-P/14)

3176.25

%0cft

€86.07

64

Cement Concrete brick or stone ballast 11/2" to 2" guage Ratic 1:5:10.
(8.1.No:A®-PI21)

8694.95

%.Ct

5564.768

271

Pacca brick work in Foundation and plinth in cement sand mortor 1:6
{5.1.Ne:4-P/20)

11948.36

%.5ft

32380.0556

44

Pargviding Hard Murrum poderly fine base dressing watering leveling &

183475

%. 51t

807.29

16

Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately, This rates also includes all kind of forms moulds
lifting shuttering curring ratio (1;7:4:)

337

Pcit

5392

0714

Fabrication of Tar steel reinfercement for cement concrete including cutting
bending and laying in position making joints and fastening including the cost
of binding wire also inciudes removal of rust from bars. (S.1.No:8{k)-F/16)

5001.7

P.Cwi

3571.2138

92

Filling watering and ramming earth under floor with New Surface excavaied
from qut side lead upto cne chain and lift upto 5' feet.

3630

%o Cit’

333.96

204

Pacca brick work in ground floor with (18} ratio in cement sand
mortar.{S.I.NO:5 g P.NC:21)

12674.36

% Cft;

25855.6044

1.3

Supplying and Fixing Tears at Site

3875

P.Cwt

4647 5

1.3

Erection rolled steel beams or old rails in roofs etc erection and fixing in
position,{S..NO.6 . P.NO.91)

186.34

P.Cwt;

242242

"

80

Second class files roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 172" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
ceating sand blinded, provided over one layer of 12" x 8"x2" tiles laid in 1:6
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing etc, (S LNQ.2 P.NO 33

7607.25

% Sft

6085.8

12

80

Providing and 'aying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
(S.NO.38.P.NO.38]

10.7

P. Sft:

856

13

32

P/F G.| frame { Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet Uc welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also ¥c all carriage, tools and plants used in
making and fixina (S, NG 29.P.NC 93)

2289

P.cit:

73248

24

P/F G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20

guage G.| sheet ic welded hings and and fixing and fixing at site with

necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing

repairing the jambs, The cost also ifc all carriage, tools and plants used in
d fixing. (S LNO,28.P NO 93}

240.5

P.Rft:

5772

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats etc complete {weight not to be
less than 3.7 Lbs/ sg fest of finishing grill {$.1 No:.26 P.No:93}

180.5

P.Sft

2166

16

112

Cement plaster {1:6) ratic upto 20' height 1/2" thick.{S..NO:13,P.NO:52).

2206.6

%St

2471.392

17

804

Cement plaster 1:4 upto 20' ft, height ground floor 3/8" thick.

2197.52

%Sit

17668.0608

18

55

Cement Concrete Plain compacling finishing curing etc and washing
aggreqate without shuttering {S).No:5-P158)

14429.25

%.cft

7936.0875

19

Praviding and laying 1" thick Topping cement concrete (1:2:4) including
surface finishing and panels {S.1NO 16 P.NO 42)

3275.5

%St

58959

20

27.08

First class decdar wood wrought joinary in doors and windows sfc fixed in
position i/c chowkats hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with hooks, efc. Deodar pang'ied or panelled and glazed,
or fully glazed (b} 1-3/4" {S.1 No;7 P. Ng; 58)

851

P.Stt

23045.08

21

70

Painting fo doors and windows any type Three Coats (SINO4( C
}PNC6G

211641

% Sft

1481487

22

33

Painting Guard bars, gates iron bars, grating ,railings including standard
braces etc) and similar open work {S..NO:4({ d).P.NO:63) (Three Coats).

127083

% Sft

419.3739

TOTAL

155,296




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

iﬁ QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of nat less than 19" clear gpening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and Gl thumble. 480260! Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.i branch of the required degree
1 |with access doors rubber washer 1/8" thick and builis and nuls and 270.60 [ Each 271
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter cr 200 #t, S.1.N¢. 2 P.No. 23 PH.D
- 180 mm (3'diz) 90.00| P/RR 0
9 {100 mm {4"dia) 136.00 | P/RMt 1224
- |125 mm {5"dia) 185.00 | P/Rft ]
- 150 mm (6"dia) 259.00 | P/R#
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolis and fixing in
100 [Plateform of cement‘concrete 1:3:8 aqd making connection for in-let] g7 g5 Per 8795
out-let and over flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine iic boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00 | PRt 4620
1 |b) Hand Machine 4500 | Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and i/c the cost of breaking through walls and
roof making good efc painting twe ceats after cleaning the pipe efc
with white zink paint with pigment to match t
- |i}. 1/2" dia pipe 73.21 PRt
- [ii). 3/4" dia pipe 85.79 PRIt
103ii). 1" dia pipe 128.55 P/Rf 1286
ii). 1-1/4" dia pipe 153.19 FiRft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with sclvent cement ifc testing with water o a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 PH.D
15 {13 mm (1/2" dia) 12.00 P/Rit 180
2519 mm (34" dia) 19.00 P/Rit 475
- [25 mm (1" dia) 27.00 PIRft -
- 26 mm {1 1/4" dia} 33.00 PIRft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1 pattern $.1.No. 1 P.No. 16 48.92 No 349
9 Providing and fixing baal valve (with unsoldered copper ball } made to 291
1|BBS 1212 (S..No. 6 P.No. 18 Il 34" dia 29084 | No
10 Providing and fixing electric motor 1/2" horse power i/ pumping set
made 1 H.F etc. 14201 No 14201
Total : 40954
Amount Total (CSR}
Part"A" % Above f Below Total Amount
Part "B" % Above /Below Total Amount
Total "A+B"

CONTRACTOR




NAME bF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

BILL OF QUANTITY

GPS Village New Zarkhail

SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with
1 1568 |excavaied lead upto one chain and lit upto Sfeet. In ordinary Scil| 3176.25 %0cft 501.85
{$.1.No:18(b}-P/14)
Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10. o
2 44 (S L No26-P/21) 8694.95 %.Cft 3,825.78
2 194 Pacca brick work in Foundation and plinth in cement sand mortor 1.6 1194836 | . 23.479.82
{5.l.No:4-P/20}
4 2 Porowdlqg Hard Murrum poderly fine base dressing watering leveling & 1834.75 % Sf 458,69
compecting etc complete.
Reinforced cement concrete work including all labour and material except
5 16 th-e cost of steel Reinforceljent and its Iat?our for bendiqg and binding which 337 Peft 5.392.00
will be paid separately. This rates also includes all kind of forms moulds
lifing shuttering curring ratio {1:2:4:}
5 % Filling watfanng and ramming egdh und.er floor Ymh New Surface excavated 2630 %0 CHt 166.98
from ot side lead upio one chain and lift upto &' feet.
Pacca brick work in ground floor with (1:6) ratio in cement sand o o
7 116 mortar. (S.LNO:S e,P.NO21) 1267436 | % Cft 14,702.26
8 0.65  |Supplying and Fixing Tears at Site 3575 P.Cwt. 2,323.75
Erecion rolled steel beams or old rails in roofs etc erection and fixing in
. » . P.Cwt: 1.12
Y1 loosition(SINOE. PNOO1) 1863 | Pom 12
Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gabri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
10 | 4208 |coating sand blinded, provided over cne layer of 12" x 6°x2" tiles laid in 1:6| 7607.25 | % Sft 3,201.13
sement morar including 1:2 cement pointing under neath of tiles complete
inciuding curing ete. (S.LNO.2 P NQ,33}
Providing and laying single per layer of polythens sheet 0.13 mm thick for
" 42 \water profing as per specification and instructions of Engineer incharge. 10.7 P. Sft: 449.40
{S.NO.38.P.NO.38)
PiF G.| frame / Choukats of size 7" x 2 or 4 1/2" x3' for doors using 20
guage G. sheet ¢ welded hings and and fixing and fixing at site with
12 17 |necessary hold fasts, filing with cement sand slurry of ratio 1:6 and| 228.9 P.cft: 3,891.30
repairing repairing the jambs, The cost also ifc alf carriage, tools and plants
ysed in making and fixing (S NO,29 P.NO .93}
PIF G.| frame / Choukats of size 7* x 2" or 4 112" x3' for windows using 20
guage G.| sheet ¥ic welded hings and and fixing and fixing at site with
13 18 lnecessary hold fasts, filing with cement sand slurry of ratio 1:6 and|  240.5 P.Rit: 4,329.00
repairing repairing the jambs, The cost also i‘c all carriage, tools and plants
‘ d fixing (S INC 28 P.NC 93}
Supplying & Fixing in positicn Iron/ steel grill of 3/4 x 1/4" size flat iron of
14 5 approved design including: painying 3 coats etc complete (weight not to be]  180.5 P.Sf 902.50
less than 3.7 Lbs/ sq feet of finishing grill (3.1 No: 26 P.No:83)
15 503  [Cement plaster {1:6) ratio upto 20" height 1/2" thick.(S..NO:13,P.NO:52). 2206.6 %St 11,089,20
16 503 [Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick. 2197.52 %St 11,0563.53
Providing and laying 1" thick Topping cement concrete (1:2:4} including 441182 %SH 1235.31
"7 | | uriace finishing and panels (S NO 16 P.NO 42) : ’ -
Providing and laying 1" thick Topping cement concrete (1:2:4) including 7 %S 49133
18 1 surface finishing and panels {S.1NQ 16 P.NG 42} 32753 oSt )
First class deodar wood wrought joinary in doors and windows efc fixed in
19 14 position ¢ chowka’gs hold fasts hinges, iron towers bolts,chocks cleats 851 P Sit 11,914.00
handles and cords with hooks, ete. Deodar panelled or panelied and glazed,
or fully glazed (b} 1-3/4" (S I No:7 P. No: 58)
20 50 White washing Three Coals {5.1.N0:26 P.NO.54) 829.95 % Sit 414.98
21 365 |Colour washing Two Coats (S.I.NO:25,P.NQ:54} 859.9 % Sft J,138.64
92 70 )P:\rlw\}ggsgt;n doors and windows any type Three Coals (S.INO4{ C 911641 % Sit 148149
Painting Guard bars, gales iron bars, grating railings including standard 127 o Sf 203,33
& 16 braces etc) and similar open work (S.I.NO:4({ d).P.NC:68) (Three Coats). 083 ’ '
Fabrication of Tar steel reinforcement for cement concrete including cutting
24 0.714  |bending and laying in position making joints and fastening including the cost| ~ 5001.7 P.Cwt 35721
of binding wire also includes remaoval of rust from bars. (S.1.No:8(b)-P/16}
TOTAL 108,048




WATER SUPPLY & SANITARY WORK

*
’ PART-B :PLUMBING WORKS
SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
and 3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 4,80260| Each 4,803
1
2 Providing and fixing 4'x4"x4" dia C.! branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 27060 | Each 271
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 81 meler or 200 ft. S.1.Ne. 2 P.No. 23 PH.D
- |80 mm {3"dia) 90.00 [ PRt 0
9100 mm (4 dia} 136.00| PRIt 1224
- |125 mm (5"dia) 185.00 | PRt 0
- 1150 mm (6"dia) 25900} P/RR
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 [Plateform of cement‘concrete 1.3:8 an.d making connection for in-let] - ¢ Per 8795
cut-let and over flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine i/c boaring with woeden sheo
and C.C plate form.
60 |2). Filter + Boaring 77.00| PIRf 4620
1 |b) Hand Machine 45001 Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cutting and
fitings complete with and i/c the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to match t
- [i}. 172" dia pipe 73.24 PiRft -
- |ii). 34" dia pipe 95.79 PR -
10 ii). 1" dia pipe 128.55 P/Rft 1285
ii). 1-1/4" dia pipe 153.19 PIRf
7 Providing Laying UPVC pipes of Class "D" fixing in trench i‘c cutfing,
fitting and jointing with solvent cement ifc testing with water fo a head
of 122 meter or 400 ft. 5.l No. 6 P.No. 24 P.H.D
15 [13 mm (142" dia) 12.00 P/Rft 180
25118 mm (3/4" dia) 19.00 PIRA 475
- |25 mm (1" dia) 27.00 P/Rit -
26 mm (1 1/4" dia) 33.00 PRt
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
! |pattern S.L.No. 1 PNo. 16 34892 | Mo 349
9 Providing and fixing baal valve {with unsoldered copper ball ) made to
11885 1212 (5.LNo. 6 P.No. 18 Il 314" dia 29084 | Mo 29
10 Providing and fixing electric molor 1/2" harse power i/c pumping set
1| made 1 HP etc. 14201 No 14201
Total : 40994

Amount Total
Part "A"

Part "B"

(CSR)
% Above / Below

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount




s BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance of
the Bidding Documents).

{(a). Name of Procuring Agency:- Executive Engineer (Education Works)
Division Shikarpur.

b). Brief Description of Works:-  REHABLITATION OF POLLING STATIONS OF
DISTRICT SHIKARPUR REHABLITATION OF WASH
ROOMS & SANITARY WORKS
(PACKAGE NO:8)
GPS Dilo Daro, GMS Haji Jangi Khan Brohi , GHS Garhi
Syed , GPS Qutib Katto, GP3 Napar Goth.

{(c).Procuring Agency’s address:-Executive Engineer (Education Works) Division Shikarpur
Near GBHS No.ll Shikarpur.

(d). Estimated Cost:-_ 1.000 ( Millions).

(e). Amount of Bid Security:- 5% (Fill in lump sum
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 90 Days (Not more than sixty days).

(g).Security Deposit:-(including bid security):- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :- As Per NIT

(J).- Venue, Time, and Date of Bid Opening:- Near GBHS Il (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 1 Month
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost per
day of delay, but total not exceeding 10%).
(m). Deposit Receipt No: Date: Amount:Rs:
Bank .
(n) D.R.NO: DATED:- . Amount 1000 /-(Rupees: One Thousand only).
(0). Tender issued to Mr. / M/s | ‘flGovt: Contractor.

N

XECUTIVEENGINEER
CATION WORKS DIVISION
SHIKARPUR




_ BILL OF QUANTITY
NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

. GPS Dilo Daro
SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with
1 158 |excavated lead upto one chain and lift upto 5feet. In ordinary Soil| 3176.25 %0cft 501.85
{5.1.No: 18(b}-P/14)
Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10. o 825
2 44 (S.LNo4@-L1) 8694.95 %.Cit 3,825.78
3 194 Pagca brick work in Foundation and plinth in cement sand mortor 1.6 1194836 | .5t 23.179.82
(S.1.Ne:4-P/20}
4 2% Poroviding Hard Murrum paderly fine base dressing watering leveling & 1834.75 o, Sft 45869

compecting etc complete.

Reinforced cement concrete work including all labour and material except

5 16 th.e cost of steel Re[nforcement andits labour for bendipg and binding which 337 ocit 5.392.00
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring ratio {1:2;4:}
6 % Filling watgnng and ramming ea‘ﬁh und.er floor \Imth New Surface excavated 3630 %0 CHt" 166.98
from out side lead upto one chain and lift upto 5' feet.
Pacca brick work in ground floor with {1.6) ratic in cement sand 4 o Cit 1470
. : .26
! 116 mortar,(S..NO:5 e P.NC:21} 12674.36 % Cit 702
8 0.65  |Supplying and Fixing Tears &t Site 3575 P.Cwt: 2323.75
9 0.65 Erection rolled steel beams or old rails in roofs efc erection and fixing in 186.34 P Cut 17112

position, (3.1.NO.6 . P.NO.91)

Second class tiles rocfing consisting ¢of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bilumen
10 4208 |coaling sand blinded, provided over one layer of 12" x 6™2" tiles laid in 1:6] 7607.25 % Sft 3,201.13
cement mortar including 1:2 ¢ement pointing under neath of tiles complete
including curing etg, {S,LNQ.2 B.NC.33)

Providing and laying single per layer of polythene sheet .13 mm thick for

1 42 water profing as per specification and instructions of Engineer incharge. 10.7 P. Sft 449,40
{S.NO.38.P.NC.38}
PIF G.| frame / Choukats of size 7" x 2" or 4 1/2° x3' for doors using 20
guage G.| sheet i/c welded hings and and fixing and fixing at site with
h 12 17 |necessary hold fasts, filing with cement sand shurry of rato 1:6 and] 2289 P.oft 3,851.30

repairing repairing the jambs, The cost also V¢ ali carriage, focls and plants
used in making and fixing (S.L.NC.29.P NQ 83}

PiF G| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20

guage G.| sheet i/c welded hings and and fixing and fixing at site with

13 18 necessary hold fasts, filing with cement sand slurry of ratio 1:6 and| 2405 P.Rt: 4,32%.00

repairing repairing the jambs, The cost also i‘c all carriage, teols and plants
in making and fixing (S.].NQ.28.P.NC 93

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron of

14 5 approved design including: painying 3 coats etc complete {weight not to be|  180.5 p.St 902.50
less than 3.7 Lbs/ sq feet of finishing arifl (S.] No:.26 P No:93}

15 503 |Cement plaster (1:6) ratio upto 20' height 172" thick.{S.|.NO:13,P.NO;52). 2206.6 %Sft 11,098.20

16 503 [Cemeni plaster 1:4 upto 20' f height ground floor 3/8" thick. 2197.52 %St 11,053.53

17 22 Providing and laying 1" thick Topping cement concrete (1:2:4} including

surface finishing and panels (S NC 16 P.NC 42) e teSt 1,235.31

Providing and laying 1" thick Topping cement congrete {1:2:4) including

0,
surface finishing and panels {S5.1 NO 16 P.NC 42) 32753 oSH 49133

First class deodar wood wroughi joinary in doors and windows etc fixed in
19 14 position ifc chowkats hold fasts hinges, iren towers bolts,chocks cleats 851

P.Sft 11,914.00
handles and cords with hooks, etc. Decdar panelled or panelled and glazed,
or fully glazed (b} 1-3/4" {S.| No:7 P. No: 58)
20 50 White washing_Three Coals {S..NO:26 P.NC:54) 820.95 % St 414.98
21 365  [Colour washing Two Coats (S.1.NO:25,P.NO:54) 859.9 % Sft 3,138.64
99 70 Painting 1o doors and windows any lype Three Coats (SINO:4( C 211641 o Sf 148149
),P.NC:68}
93 1% Painting Guard bars, gates iron bars, grating railings including standard 127023 o, S 20332

braces etc) and similar open work {S..NO:4{ d).P.NG:69} (Three Coats).

. Fabricaticn of Tar steel reinforcement for cement conerete including cutiing
i 24 0,714  jbending and laying in position making joints and fastening including the cost|  5001.7 P.Cwt 3571.21
of binding wire also includes removal of rust from bars. (S.I.No:8{b)-P/16)

i TOTAL 108,049




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

S(';‘ QNTY DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
and 3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 480280| Each 4,803
1
2 Providing and fixing 4'x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and buits and nuts and 27060 | Each 271
extra painting to match the colour of the building.
3 Providing Laying UPYC pipes of Class "B" fixing in trench i/c cutling,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.1.No. 2 P.No. 23PH.D
- (80 mm {3'dia) 90.00§ P/Ri 0
91100 mm (4"dia) 136.00{ P/Rit 1224
- 1125 mm (5"dia} 185.00 | P/Rft 0
- 150 mm {&"dia) 259.00 | P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified iflc cost of nuts bolts and fixing in
100 plateform of cement .concrete 1:3:6 an.d making connection for in-let 87 95 Per 8795
out-let and cver flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine i/c boaring with wooden sheo
and C.C plate form.
80 |a}. Filter + Boaring 77.00( PRIt 4620
1 |b) Hand Machine 4500| Each 4500
6 Providing G! pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe efc
with while zink paint with pigment to match t
- |i). 1/2" dia pipe 73.21 PiRft
- fii). 3/4" dia pipe 95.79 P/Rft
10 |if). 1" ¢ia pipe 128.55 PiRft 1285
if). 1-1/4" dia pipe 153.19 P/R#t
7 Providing Laying UPVC pipes of Class "D" fixing in french ife cutling,
fitting and joinfing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft, S.1. No. 6 P.No. 24 P.H.D
15 [13 mm (1/2" dia) 12.00 PIRft 180
25|18 mm (3/4" dia) 19.00 PIRft 475
- {25 mm (1" dia) 27.00 P/Rft -
26 mm (1 1/4" dia} 33.00 P/Rft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
! |pattem S..No. 1 P.No. 15 892 | No 349
9 Providing and fixing baal valve {with unsoldered copper ball } made to
11885 1212 (S..No. 6 P.No. 18 Il 3/4" dia 290.84 | No 291
10 Providing and fixing electric motar 1/2" horse power i/c pumping set
Mimade 1 HP etc. 14201 No 14201
Total : 40994

Amount Total
Part"A"

Part "B"

(CSR)
% Above / Below

% Above / Below _

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




BILL OF QUANTITY

* NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

.

GMS Haji Jangi Khan Brohi

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

216

Excavation in foundation of bullding bridges & other structure with excavated
lead upto ane chain and lift uplo 5'feet. In ordinary Soil. {S.1.No:18{b)-P/14)

3176.25

%0cft

686.07

84

Cement Concrele brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
(8..No:4@-P/21}

8594.95

%.Cft

5564,768

2

Pacca brick work in Foundation and plinth in cement sand mortor 1:6
(5.1.No:4-P/20)

11948.36

%.51

32380.0556

44

Porgviding Hard Murrum poderly fine base dressing watering leveling &

1834.75

%.5ft

807.29

Reinferced cemant concrete work including all fabour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring ratio {1;2:4;)

337

Pcit

5392

0.714

Fabrication of Tar steel reinforcement for cement conerete including cutfing
bending and laying in position making joints and fastening including the ceost
of binding wire also includes removal of rust from bars. {S.|.No:8{b}-P/16)

5001.7

P.Cwt

3571.2138

92

Filling watering and ramming earth under floor with New Surface excavated
from out side lead upio one chain and lift upto 5' feet.

3630

%0 Cft*

33388

204

Pacca brick work in ground floor with {:6) ratio in cement sand
mortar{S.LNO:5 g P.NG:21)

12674.36

% Cft:

25855.6944

1.3

Supplying and Fixing Tears at Site

3575

P.Cwt:

4647.5

10

1.3

Erection rolled steel beams or old rails in roofs etc erection and fixing in
position.(S.LNO.6 . P.NO.91)

186.34

P.Cwt:

242.242

1

80

Second class files roofing consisfing of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over cne layer of 12" x £"x2" tiles laid in 1:6
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing etg. (SINQ.2 P NO.33)

7607.25

% Sft:

6085.8

12

80

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
{S.NG.38 P.NO.38)

107

P. Sft:

856

13

32

PiF G.l frame / Choukats of size 7" x 2" or 4 1/2" x3' for dcors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also ifc all carriage, tools and planis used in
makino and fixing. (S.LNQ.29 P.NO.93}

2289

P.cit:

73248

14

24

PIF G.I frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.i sheset ifc welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand sluiry of ratio 1:6 and repairing
rapairing the jambs, The cost also i/c all carriage, tools and plants used in
making and fixing (S| NC 28 P NG 93)

2405

P.Rft;

5772

12

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats etc complate (weight not to be
less than 3.7 Lbs/ 5q feet of finishing grill (S.1 No:.26 P.Ng:33)

180.5

P.5ft

2166

112

Cement plaster {1:6) ratio upte 20" helght 1/2" thick {S.|.NO:13,P.NO:52}.

2206.6

%St

2471.392

804

Cement plaster 1:4 upto 2¢' fi: height ground floor 3/8" thick.

2197.52

TSt

17668.0608

55

Cement Concrele Plain compactng finishing curming etc and washing
aggregate without shuttering {S.1.No:5-P/15)

14429.25

%.cft

7936.0875

18

Providing and laying 1" thick Topping cement concrete (1:2:4} including
surface finishing and panels (5.i NC 16 P.NO 42}

32755

%St

589,59

20

27.08

First class deodar wood wrought joinary in doors and windows efc fixed in
position iflc chowkats hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully glazed {b) 1-3/4" {S.i No:7 P. No: 58)

851

P St

23045.08

21

70

Painting to doors and windows any type Three Coats (S.LNO#4( C
1,P.NO:68}

2116.41

% Sft

1481487

22

33

Painting Guard bars, gates iron bars, grating raflings including standard

braces fc) and similar open work {S..NC:4( d).P.NC:69) (Three Coats),

1270.83

% Sft

419.3739

TOTAL

155,286




WATER SUPPLY & SANITARY WORK
) PART-B :PLUMBING WORKS
Sd'_" "QNTY DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 19" clear cpening between flusing rims and
3 gallons flushing tank with 4" dia C1 trap and Cl thumble. 4,802.60| Each 4,803
1
Z Providing and fixing 4'x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270.60 | Each 271
exira painting to maich the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.1.Ne. 2P.Na. 23 P.H.D
- |80 mm (3"dia) 90.00 | P/Rit 0
91100 mm (4'dia} 136.00 | P/Rit 1224
- 1126 mm (5"dia) 185.00 [ PRft 0
- [150 mm (6dia) 250.00 | PRft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts belts and fixing in
100 plateform of cement‘concrele 1:3:6 and making connection for in-let| a7 g5 Per 8795
out-let and over flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine i/c boaring with wooden sheo
and C.C plate form.
60 |a). Filier + Boaring 77.00 | PIRft 4620
1 |b) Hand Machine 4500 Each 4500
6 Providing Gl pipes specials and clamps ete including fixing cutting and
fittings complate with and ifc the cost of breaking through walls and
roof making good etc painting twe ceats afier cleaning the pipe efc
with white zink paint with pigment to match t
- |1). 172" dia pipe 73.21 PIRft -
- [ii). 3/4" dia pipe 95.79 P/RA -
10 [ii). 1" dia pipe 128.55 PIRft 1286
ii). 1-1/4" dia pipe 153.19 PIRft
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement i/c testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.Ng. 24 PHD
15 (13 mm {1/2" dia) 12.00 P/Rft 180
25 (19 mm (314" dia) 19.00 P/R#t 475
- |25 mm (1" dia} 27.00 P/Rf -
- 26 mm (1 144" dia} 33.00 P/RA
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
! |patterm S.1.No. 1 P.No. 16 34892 | No 349
9 Providing and fixing baal valve {with unsoldered copper ball } made to 591
1188S 1712 ($.1.No. 6 P.No. 18 Il 3/4" dia 29084 | No
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
T made 1 HP etc. 14201 No 14201
Total : 40994

Amount Total
Part"A"

Part "B"

(CSR)
% Above / Below

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

3

GHS Garhi Syed

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

wn
- |=|Q 5

216

Excavation in foundation of building bridges & other structure with excavated
lead upto one chain and lift upio 5'fest. In ordinary Soil. (S..No:18{b)-P/14)

3176.25

%0cft

686.07

64

Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
(S..No:4®-P121)

8694.95

%.Ct

5564.768

21

Pacca brick work in Foundation and piinth in cement sand mortor 1:6
S. No:4-P/20)

11948.36

%o.5ft

32380.0556

44

Poroviding Hard Murrum poderly fine base dressing watering leveling &

1834.75

%.Sft

807.29

Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcemant and its labour for bending and binding which
will be paid separately. This rates alse includes all kind of forms moulds
lifting shuttering curring ratio {1;2:4:)

337

Peft

5392

0.714

Fabrication of Tar steel reinforcement for cement concrete insluding cutting
bending and laying in position making joints and fastening including the cost
of binding wire also includes removal of rust from bars. {S.|.No:8(b)-P/16)

5001.7

P.Cwt

3571.2138

92

Filling watering and ramming earth under floor with New Surface excavated
from out side lead upte one chain and lift upto &' feet.

3630

%o Cit*

333.96

204

Pacca brick work in ground floor with {1:6) ratio in cement sand
mortar.(S..NC:5 e PNG:21)

12674.36

% Cft:

25855.6944

1.3

Supplying and Fixing Tears ai Site

3575

P.Cwt

4647.5

10

1.3

Erection rolled steel beams or old rails in roofs etc erection and fixing in
position.{S.LNO.6 . P.NO.91)

186.34

P.Cwt:

242.242

1"

80

Second class tiles rocfing consisting of 4" earh and 1" mud plaster with
Gobri leeping over 1/2" thick cement pfaster 1:6 with 34 Lbs. of het bitumen
soating sand blinded, provided over one layer of 12" x 8'x2" tiles laid in 1:5
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing etc. {SINQG.2 P NQ.33}

7607.25

% Sit:

5085.8

12

80

Providing and faying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
{S.NO.38.P.NO.38)

10.7

P. Sft:

856

3z

P/IF G.I frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost alse ifc all carriage, tools and plants used in
making and fixing (S.L.NQ.29.P NO.93}

228.9

P.cft;

7324.8

24

PIF G.I frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.I sheet iic welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sané slurry of ratio 1:6 and repairing
repairing the jambs, The cost alsc ilc all carriage, tools and plants used in
making and fixinafS.L.NO 28.P NO.93

2405

F.Rt:

5772

15

Supplying & Fixing in position iron/ steel grill of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats etc complete (weight nof to be
less than 3.7 Lbs/ sq feet of finishing grill (S| No:.25 P.N¢:83)

180.5

P.Stt

2166

16

112

Cement plaster {1:6) ratio upto 20" height 1/2" thick.(S.|.NC:13,P.NO:52).

2206.6

%St

2471.392

17

804

Cement plaster 1:4 upto 20' #: height ground floor 3/8" thick.

2197.52

GoSit

17688.0608

55

Cement Concrete Plain compacting finishing curring etc and washing
aggregate without shuttering (S..No:5-Pi15}

14429.25

%.cft

7936.0875

18

Providing and laying 1" thick Topping cement concrete (1:2:4) including
surface finishing and panels (S.INO 16 P.NO 42)

32755

%St

589.59

20

27.08

First class decdar wood wrought joinary in doors and windows efc fixed in
position ifc chowkats hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with hooks, efc. Deodar panelled or panelled and glazed,
or fully glazed {b) 1-3/4" {S.I No:7 P. No; 58}

851

P.Sft

23045.08

pal

70

Painting to doors and windows any type Three Coats (S.INOW4{ C
}P.NC:68)

2116.41

% Sft

1481.487

22

33

Painting Guard bars, gates iron bars, grating ,railings including stancard

braces etc) and similar open work {S..NO:4( d).P.NQ:69) {Three Ceats).

1270.83

% Sft

419.3739

TOTAL

155,296




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

Scf' "QNTY DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening betwaen fiusing rims and
3 gallons flushing tark with 4" dia Cl trap and CI thumble. 480260 Each 4,803
1
2 Providing and fixing 4'x4"x4" dia C.! branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts ang 270.80 | Each 271
extra painting to match the calour of the building.
3 Praviding Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement I/c testing with water to & head
of 61 meter or 200 ft. 8.1.No. 2 P.No. 23 P.HD
- |80 mm (3dia) 90.00| PIRR 0
9 (100 mm (4"dia) 136.00 [ P/Rft 1224
- [125 mm {5"dia} 185.00 | P/Rft 0
- 1150 mm {6"dia} 259.00 | P/R#
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts boxs and fixing in
100 |Plateform of cement.concrete 1:386 aqd making connection for in-let| g~ 92 Per 8795
out-let and over flow in-lat out-let flow pipes Gallen
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
80! a). Filter + Boaring 77.00] PIRft 4620
1 |b} Hand Machine 4,500 | Each 4500
6 Providing Gl pipes specials and clamps efc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making goed etc painting two coats after cieaning the pipe etc
with white zink paint with pigment to match
- |i). 1/2" dia pipe 73.21 PiRft -
- [iiy. 3/4" dia pipe 95.79 P/Rft
10 [ii). 1" dia pipe 128.55 P/Rft 1285
i). 1-1/4" dia pipe 153.1¢ P/Rft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ilc cutting,
fitting and jeinting with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 PH.D
1513 mm (1/2" dia) 12.00 P/Rft 180
25|19 mm (3/4" dia} 19.00 PIRft 475
- 25 mm (1" dia) 27.00 P/Rft
26 mm {1 1/4" dia) 33.00 P/Rit
8 Supplying and fixing in position brass bib cocks 34" dia standard
pattern S.[.No. 1 P.No. 16 3892 No U9
9 Providing and fixing baal valve {with unsoldered copper ball ) made to
!|BBS 1212 (S..No. 6 P-No. 18 Il 314" dia 20084 | No 291
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
made 1 H.P et. 14201 Ne 14201
Total : 40994

Amount Total
Part"A"

Part "B"

(CSR)
% Above / Below

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount




L]

BILL OF QUANTITY

« NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

r

GPS Qutik Katto

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

216

Excavation in foundaticn of buiiding bridges & other struclure with excavated
lead upto one chain and lift upto 5'feet. In ordinary Soil. {S.1.No:18(b)-P/14)

3176.25

%0cft

686.07

64

Cement Concrete brick of stone ballast 11/2" to 2" guage Ratio 1:5:10.
(S..No:4®-P/121)

8694 .85

%.Cft

5564.768

271

Pacca brick work in Foundation and plinth in cement sand mortor 1:6
{S.i.Ng:4-P/20)

11948.36

%.Sft

32380.0556

44

Poroviding Hard Murrum poderly fing base dressing watering leveling &

1834.75

%. St

807.29

16

Reinforced cement concrete work including all iabour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates also includes all kind of forms moulds
lifting shutfering curring ratio (1:2:4:}

0714

337

Peit

5392

Fabrication of Tar steel reinforcement for cement concrete including cutting
bending and laying in position making icints and fastening including the cost
of binding wire also includes remova! of rust from bars. (S.1.No:8(k)-P/16)

5001.7

P.Cwt

3571.2138

82

Fitiing watering and ramming earth under floor with New Surface excavated
from gut side lead upto one chain and lift upto 5' feet

3630

%o Cft"

333.96

204

Pacca brick work in ground floor with (1:6) ratio in cement sand
mortar{S.1NC:5 e P.NO:21)

12674.36

% Cft:

25855.6044

13

Supplying and Fixing Tears at Sile

3575

P.Cwi:

4647.5

1.3

Erection rolled steel beams or old rails in rocfs efc erection and fixing in
position{S.INO.B . P.NC.91)

186.34

P.Cwt:

242242

80

Secend class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 172" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one fayer of 12" x 6°x2" tiles lald in 1.6
cement mertar inciuding 1:2 cement pointing under neath of tiles complete
including curing ete, {S.ENO.2 P.NC.IJY

7607.25

% Stt;

6085.8

12

80

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
{S.NO.38.P NQ.38)

10.7

P. Sft:

856

13

32

PiF G.| frame f Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.l sheet ilc welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratic 1:6 and repairing
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making and fixing (S LNO,29.P NQ 93}

2289

P.cft

73248

14

24

P/F G.i frame / Choukats of size 7" x 2" or 4 172" x3' for windows using 20
guage G.} sheet ifc weided hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand siurry of ratio 1:6 and repairing
repairing the jambs, The cost also ic all carriage, tools and plants used in
making and fixina (S LNQ 28.2 NO 931

240.5

P.Rit:

5772

12

Supplying & Fixing in position Iron! steel grill of 3/4 x 1/4" size fiat ircn of
approved design including: painying 3 coats etc complete (weight not to be
less than 3.7 Lbs/ sq fest of finishing grill (8. No: 26 P.No:93)

180.5

P.Sft

2166

16

112

Cement plaster {1:6) ratic upto 20' height 172" thick.(S.I.NO:13 P NO:52).

2206.6

%5ft

2471.392

17

804

Cement plaster 1:4 uple 20 fi hsight ground floor 3/8" thick,

2197.52

%Sft

17668.0608

18

55

Cement Concrete Plain compacting finishing cuming eic and washing
aggregate without shuttering (S.1.No:5-P/15)

14429.25

%.cft

7936.0875

18

Providing and laying 1" thick Topping cement cencrete (1:2:4) including
surface finishing and panels {S.| NO 16 P.NQ 42)

32755

%St

589.59

20

27.08

First class decdar wood wrought joinary in doors and windows etc fixed in
position il; chowkats hoki fasts hinges, iron towers bolts,chocks cleats
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully glazed {b) 1-3/47 {S.| No.7 P, No: 58)

851

p.5ft

23045.08

2

70

Painting to doors and windows any type Three Coals (S.INO:4A( C
P.NO:68)

2116.41

% Sft

1481.487

22

33

Painting Guard bars, gates iron bars, grating rafings including standard
braces etc} and similar open work (S..NC:4( d}.P.NC:69) (Three Coats).

1270.83

% Sft

418.3739

TOTAL

155,286




WATER SUPPLY & SANITARY WORK
' PART-B :PLUMBING WORKS
%’_\' anTY DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening batween flusing rims and
3 gallons flushing tank with 4" dia Cl trap and CI thumble. 4,802.60| Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.I branch of the required degree
1 |with access doors rubber washer 1/8" thick and builis and nuts and 270.60 | Each 21
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with sclvent cement ilc testing with water to 2 head
of 61 meter or 200 ft. S.1.No. 2 P.No. 23 P.H.D
- [80 mm (3"dia} 90.00| P/Rit Y
9 (100 mm {4"dia) 136.00 | PRf 1224
- {125 mm (5"dia) 185,00 P/Rit 0
- [180 mm (6"dia) 258.00 | P/RR
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ilc cost of nuts balts and fixing in
40g |Plateform of cement_concrele 1:36 an.d making connegtion for in-let] g7 o5 Per 8795
out-let and over flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine ifc boaring with wooden shec
and C.C plate form.
60 {a). Filter + Boaring 77.001 P/Rit 4620
1|b) Hand Machine 4500 | Each 4500
8 Providing G! pipes specials and clamps stc including fixing cutting and
fittings complete with and ifc the cost of braaking through walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to match t
- {i). 12" dia pipe 73.21 P/Rft
- [ii). 3/4" dia pipe 95.79 P/RA -
10 [i§). 1" dia pipe 128.55 P/Rit 1285
ii). 1-1/4" dia pipe 153.19 PIRft
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement i/c lesting with water to a head
of 122 meter or 400 ft. S.1. No. § P.No. 24 PH.D
15 [13 mm (1/2" dia) 12.00 P/Ri 180
25119 mm (3/4" dia) 18.00 PiRft 475
- 125 mm (1" dia) 27.00 P/Rft
- 26 mm {1 114" dia) 33.00 PIRf
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
"l cattern S.1.No. 1 P No. 18 34892 | No 49
9 Providing and fixing baal valve {with unsoldered copper ball ) made to
1 |BBS 1212 (S.1.No. 6 P-No. 18 11 3/4" dia 20084 ) MNo 2
10 Providing and fixing electric motor 1/2° horse power ifc pumping set
1lmade 1 HP etc. 14201 No 14201
Total : 40994
Amount Total {CSR)
Part"A" % Above /Below Total Amount
Part "B" % Above fBelow Total Amount
Total "A+B"

CONTRACTOR




B

NAME OF WORK:- REHABLITATION OF PO

BILL OF QUANTITY

LLING STATIONS OF DISTRICT SHIKARPUR

’ GPS Napar Goth
SN anty DESCRIPTION RATE | UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with
1 158 |excavated lead upto one chain and Iift upto 5feel In ordinary Soil| 3178.26 Ye0cft 501.85
S.1.No:18(b)-P/14) »
Cement Concrete brick or stone ballast 11/2" to 2' guage Ratio 1:5:10. o
2 44 S N 4O P 8694.95 %.Cft 382578
3 194 Pacca .bnck work in Foundation and plinth in cement sand mortor 1:6 11648.35 o Sit 23 179,82
(5.1.No:4-P/20)
4 2% Porowdurﬁg Hard Murrum poderly fine base dressing watering leveling & 1834.75 % St 45868
compecting etc complete.
Reinforced cement concrete work including all labour and material except
the cost of steel Reinfercement and its labour far bending and binding which
5 16 ft :
will be paid separately. This rates also includes all kind of forms moukis 337 Pe 5,392.00
lifting shuttering curring ratic {1:2:4))
6 4% Filling walfenng and ramming eaﬁh undgr floor \‘Nﬂh New Surface excavated 1630 %o Cft* 166.98
from out side lead upto gne chain and lift upto 5' feet.
Pacca brick work in ground floor with (1:6} ratio in cement sand o .
7 116 mortar (S.LNG'S e.P.NO21) 12674.36 | % Cit: 14,702.26
8 0.65  [Supplying and Fixing Tears at Site 3575 P.Cwt: 2,323.75
Erection rolled steel beams or old rails in roofs efc erection and fixing in
g . .Cwt: .
0.5 psition.(3.LNO.6 . PNO.I1) 186.34 P.owt 121.12
Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leaping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
10 42.08 coating sand blinded, provided over one layer of 12" x 62" tiles laid in 1:6) 7607.28 % Sit: 3,201.13
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing etg, (S.LNGQ.2 PNO3Y
Providing and laying single per layer of polythene sheet 0.13 mm thick for
1 42 |water profing as per specification and instructions of Enginger incharge. 107 P. 5it: 449.40
(S.NC.38.P.NO.38)
PIF G.) frame / Choukats of size 7" % 2" or 4 1/2° x3' for doors using 20
guage G.| sheet ilc welded hings and and fixing and fixing at site with
12 17 |necessary hold fasts, filing with cement sand shury of ratio 1.6 and] 2289 P.cft 3,891.30
repairing repairing the jambs, The cost alse ifc all carriage, tools and plants
in making and fixing(3.L.NO 29.P,NC.93}
PiF G.l frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet i/c welded hings and and fixing and fixing at site with
13 18 [necessary hold fasts, filing with cement sand slurry of ratio 1:8 and|  240.5 P.Rit 4,329.00
repairing repairing the jambs, The cost also ifc all carriage, tools and plants
used in making and fixina (SINO.28 P NO93)_
Supplying & Fixing in position Iron/ steel grill of 314 x 1/4" size flat iron of
14 5 approved design including: painying 3 coats etc complete (weight not to bey ~ 180.5 P.Sft 802.50
less than 3.7 Lbs/ sq feet of finishina grift {S.! No:. 26 P.N0:93}
15 503 [Cement plaster {1:6) ratic upto 20" height 1/2" thick.(S.1.NO:13,P NO:53). 2206.6 %Sit 11,089.20
16 503 |Cement plaster 1:4 upto 20' f; height ground floor 3/8" thick. 21987.52 %Sfi 11,053.53
17 28 Providing gn(_:i laying 1" thick Topping cement concrete {1:2:4) including 441187 o%SH 123531
surface finishing and panels {3.| NO 16 P.NO 42}
Providing and laying 1" thick Topping cement concrete (1:2:4) inciuding 175 oSt 491,33
18 15 surface finishing and panels (5.1 NO 16 B.NO 42 5 ° '
First class deadar wood wrought joinary in doors and windows etc fixed in
19 1 positicn ifc chowka?s hold fasts hinges, iron towers bolts,chocks cleats 851 P st 11.914.00
nandies and cords with hooks, eic. Deodar panelled or panelled and glazed,
or fully glazed {b) 1-3/4" (S.| No:7 P. Mo: 58}
20 50  |White washing Three Coats (S.1.NO:26,P.NO:54) 829.95 % St 414,98
21 365  |Colour washing Two Coats {S.1.NO:25 P.NO:54} 8599 % Sit 3,138.64
22 70 Painting to doors and windows any type Three Coats (S.LNC:4{ C 2116.41 % Sft 1,481.49
1,P.NC: 68}
Painting Guard bars, gates iron bars, grating railings including standard 270,83 % St 903,33
3 1 braces etc) and similar opan work (S4.NO:4( d}.P.NO:G9) (Three Coats). 1270, '
Fabrication of Tar steel reinforcement for cement concrete including cutting
24 0.714 'bending and laying in position making joints and fastening including the cost|  5004.7 P.Cwt 3,571.21
of binding wire also includes removal of rust from bars. (S.1.No:8(b)-P/16)
TOTAL 108,049




WATER SUPPLY & SANITARY WORK

) PART-B : PLUMBING WORKS
SDN QNTY DESCRIPTION RATE UNIT ANMOUNT
1 B. WC pan of not less than 18" clear opening between flusing rims
and 3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 480250 Each 4803
1
2 Providing and fixing 4"x4"x4" dia C.! branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270.60| Each 2
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.1.No. 2 P.No. 23P H.D
- |80 mm (3"dia) 90.00| P/Rft 4
9 {100 mm {4"dia) 136.00 | PiRft 1224
- 1125 mm (5"dia) 185.001 P/Rft 0
- 1150 mm (6"dia} 258.00| P/Rft
4 Suppiyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 plateform of cement concrete 1:3:6 and making connection for in-let| g7 g5 Per 8795
out-let and over flow in-let out-lt flow pipes Gallon
5 Providing installing hand pump machine ifc bearing with wooden sheo
and C.C plate form.
80 [a). Filter + Boaring 77.00| PR 4520
1 |b) Hand Machine 4500 Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making gocd elc painting two coats after cleaning the pipe etc
with white zink paint with pigment {o match {
- 1i). 1/2" dia pipe 73.21 PiRft -
- |ii}. 34" dia pipe 95.79 P/Rft
10 |ii). 1" dia pipe 128.55 P/RA 1286
i). 1-1/4" dia pipe 153.19 PIRft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench Uc cutting,
fiiting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. $.1. No. 6 P.No. 24 P.HD
1513 mm (1/2" dia) 12.00 PIRft 180
25 [19 mm (3/4" dia} 19.00 P/RA 475
- |25 mm (1" dia) 27.00 P/RR
26 mm (1 1/4" dia) 33.00 PIRR
8 Supplying and fixing In position brass bib cocks 3/4" dia standard
1| pattern S..No. 1 P.Na. 16 34892 1 No 349
9 Providing and fixing baal valve {with unsoldered copger ball ) made to
" |BBS 1212 (S.LNo. & P.No. 18 1 3/4" dia 29084 ) No 291
10 ’ Providing and fixing electric moter 1/2" horse power ifc pumping set 14901 No 14901
made 1 H.P efc.
Total : 40994

Amount Total
Part"A"

Part "B’

{CSR)
% Above / Below

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount




BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance of
the Bidding Documents).

(a). Name of Procuring Agency:- Executive Engineer (Education Works)
Division Shikarpur.

b). Brief Description of Works:- REHABLITATION OF POLLING STATIONS OF
DISTRICT SHIKARPUR REHABLITATION OF WASH
ROOMS & SANITARY WORKS
(PACKAGE NO:9)
GHS Noor Muhammad Shujrah, GPS Awal Sanjrani,
GMS Kot Shahoo, GPS Abdul Karim Kosh, GMS Sobdar
Jatoi, GHS Pir Bux Shujrah, GPS Sahib Khan Badani.

(c).Procuring Agency’s address:-Executive Engineer (Education Works) Division Shikarpur
Near GBHS No.ll Shikarpur.

(d). Estimated Cost:-_0.900 ( Millions).

(e). Amount of Bid Security:- 5% (Fill in lump sum
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 90 Days (Not more than sixty days).

(g)-Security Deposit:-(including bid security):- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

{i). Deadline for Submission of Bids along with time :- As Per NIT

(j). Venue, Time, and Date of Bid Opening:- Near GBHS Il (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 1 Month
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost per
day of delay, but total not exceeding 10%).
(m). Deposit Receipt No: Date: Amount:Rs:
Bank | _
(n) D.R.NO: DATED:- . Amount 1000 /-(Rupees: One Thousand only).
(o). Tender issued to Mr. / M/s Govt: Contractor.

N

B

S

ATION WORKS DIVISION

ECUTIVE ENGINEER
E
} SHIKARPUR




‘ BILL OF QUANTITY

NAME OF WORK : - REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GHS Noor Muhammad Shujrab
S.NO ITEM OF WORK l QTY: l RATE ] UNIT AMOUNT _J
1 Dismantling cement concrete plain 1:2:4 ($3.N0o.19 G P-10) 10.0 3327.50 %Cft 3331=
2 Removing cement or lime plaster (S..NO.53 P.NO.13) 124.0 121.00 %Cft: Rs 150/=
3 Dismantling brick work in lime or cement mortar (3.1.N0.13 P.NO.10) 21.0 1285.65 % Cft: Rs 270/=

4 Excavation in foundation of building bridges and other structure /¢
dagbelling dressing refiling arcund the excavated earth watering 88.0 3176.25 %0Cft Rs 280/=
ramming lead uplo one chain and It upte 5' feet

5 Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 8694.95 %Cft Rs: 609/=
cement sand mortar.

Ratio 1:5:10

6 Pacca brick work in Foundation and Plinth 1.6 .{S..NO:4 E,P.NO:21) 92.0 11948.36 %Cft Rs: 10992/=

7 Reinforced cement concrete work including all labour and material 7.0 337.00 Pcft Rs: 2359/=
except the cast of steel Reinforcement and its labour for bending and
binding which will be paid separately. This rates also includes all kind
of forms moulds lifting shuttering curring ratio (1,2;4;)

8 Fabrication of mild stee! reinforcement for cement conerete including 0.3 §001.70 P.Cwt: Rs: 1561/=
cutting bending binding and laying in position making joirts fastening
including the cost of steel binding wire (also includes removal of rust
from bars) (S.LNO:8(A),P.NC:17).

9 Pacca brick work in ground floor with (1:6) ratio in cement sand 7.0 12674.36 % Cft: Rs: 887/=
mortar.{(S..NO:5 e, P.NC:21)

10 Applying floating coat of Cement 1/32" thick. (5.NO.14.P.NO.53) 124.0 660.00 %.Sft. Rs: 818/=

11 Cement plaster (1:6) ratio upto 20' height 1/2" 298 2206.60 %Sft Rs: 6577/=
thick.(S..NO:13 P.NC:52).

12 Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick. 174 2197.52 %Sft Rs: 3824/=

13 Cement concret plain inciuding placing compecting , finishing & 8.0 14429.25 %Sft Rs: 1154/=
curing, complete (l/c screening & washing of stone aggregate
without shuttering (S.No: 5 {a) P No: 16) RATIO 1:2:4

14 Laying floor of approved with glazed tile 1/4” thick in white cement 47.05 27678.86 % Sft Rs: 13023/=
1:2 over 3/4' thick cement mertor 1:2 complete (S.1.No:24 P.No: 43)

White glazed tiles 1/4" thick dado jointed in white cement and laid 36.00 28253.61 %Sft Rs: 10171/=
over 1:2 cement sand mortar 3/4" thick inciuding finishing. (S.NO.38
P.NO.45)

1

cth

Providing and laying 1" thick Topping cement concrete (1:2:4) 15.00 327550 %Sft Rs: 491/=
. including surface finishing and panels (S.| NO 16 P.NO 42)

1

o

17 First class deodar wood wrought joinary in doors and windows 3.00 851.00 P.Sft Rs: 2553/=
etc fixed in position ifc chowkats hold fasis hinges, iron towers
bolts,chogcks cleats handles and cords with hooks, etc. Deodar
panelled or panelled and glazed, or fuily glazed (b) 1-3/4" (S.I
No:7 P. No: 58)

Supplying & Fixing in position iron/ steel grill of 3/4 x 1/4" size flat iron 3.00 180.50 P.Sft Rs: 542i=
of approved design including: painying 3 coats eic complete {waight

not to be less than 3.7 Lbs/ sq feet of finishing grill (5.1 No:.26

P.N0:93}

1

-]

TOTAL = 56594/= |
L




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

%N QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
2 and 3 gallons flushing tank with 4" dia Cl trap and C! thumble. 4,802.60 | Each 9,605
2 Providing and fixing 4'x4"x4" dia C.I branch of the required degree
2 |with access doors rubber washer 1/8" thick and builts and nuts and 27060 Each 541
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement i/c festing with water to a head
of 61 meter or 200 ft. S..Na. 2 P.No. 23 PH.D
80 mm (3"dia) 90.00| P/RA ]
& 100 mm (4'dia) 136.00 | PRt 1088
- 1125 mm (5"dia) 185.00| P/Rfi 0
150 m (6"dia) 250.00| P/Rit
4 Supplying and fixing in positicn brass bib cocks 3/4" dia standard
2 paftern S.1.Nc. 1 P.No. 16 48,92 No 698
5 Praviding and fixing baal valve {with unscldered cepper ball ) made to
2 |BBS 1212 {S..No. § P.No, 18 11 34" dia 26084 | No 582
6 Providing and fixing eleciric motor 1/2" horse power ifc pumping set
1 |made 1 HP etc. 14201 No 14201
7 Providing installing hand pump machine i/c boaring with wooden sheo
and C,C plate form.
60 |a). Filler + Boaring 77.00| PRIt 4620
1 [b) Hand Machine 4,500 Each 4500
8 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water {0 a head
of 122 meter or 400 f. S.I. No. 6 P.No. 24 PH.D
20 13 mm (1/2" dia) 12.00 PiRft 240
40 {18 mm {3/4" dia) 18.00 P/Rit 760
- |26 mm (1" dia) 2700 | PRR
26 mm {1 1/4" dia) 33.00 PiRft
Total : 36835

Amount Total (CSR)

Pari"A"

Part"B"

% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




. BILL OF QUANTITY

; NAME OF WORK : - REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GPS Awal Sanjrani
5.NO JTEM OF WORK l QTY: L RATE UNIT AMOUNT
1 Dismantiing cemant concrete plain 1:2:4 {S.No.18 C P-10) 10.0 3327.50 %Cft 333/=
2 Removing cement or lime plaster (S..NC.53 P.NC.13) 124.0 12100 % Cf: Rs 150/=
3 Dismantling brick work in lime or cement mortar {S.[.NG.13 P.NO.10) 21.0 1285.65 9%Cft: Rs 270/=

4 Excavation in foundation of building bridges and other structure lic
dagbelling dressing reflling around the excavated earth watering 88.0 3176.25 %0Cft Rs 280/=
ramming lead uptoc one chain and fift upte &' faet.

5 Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 8694.95 ¢%Cft Rs: 609/=
cement sand mortar.

Ratio 1:5:10
& Pacca brick work in Foundation and Plinth 1.6 .{S.LNO:4 E,P.NO:21) 92.0 14948.36 %Cft Rs: 10992/=

7 Reinforced cement concrete work including all iabour and material 7.0 337.00 Pcft Rs: 2359/=
except the cost of steel Reinforcement and its labour for bending and
binding which will be paid separately. This rates alsc ingludes all kind
of forms moulds lifting shuitering curring ratio {1;2;4;)

8 Fabrication of mild steel reinforcement for cement concrete including 0.3 5001.70 P.Cwt: Rs: 1561/=
cutting bending binding and laying in position making jeints fastening
including the cost of steel binding wire (also includes removal of rust
from bars) (S..NO:8{A),P.NO:17),

9 Pacca brick work in ground floor with {1:6) ratio in cement sand 7.0 12674.36 % Cft: Rs: 887/=
mortar(S.1.NO:5 e, P.NC:21)

10 Applying floating coat of Cement 1/32" thick. (S.NO.14.P.NO.53) 124.0 660.00 %.Sf. Rs: 818/=

11 Cement plaster (1:8) raiio upto 20" height 1/2" 298 2206.60 %Sft Rs: 6577/=
thick.(S.1.NO:13,P.NO:52).

12 Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick. 174 2197.52 %Sft Rs: 3824/=
13 Cement concret plain including placing compecting , finishing & 8.0 14429.25 %S5t Rs: 1154/=
curing, complete (e screening & washing of stone aggregate

without shuttering (S.No: 5 (a) P.No: 16) RATIO 1:2:4

14 Laying floor of approved with glazed tile 1/4" thick in white cement 47.05 27678.86 ° Sft Rs: 13023/=
1:2 over 3/4' thick cement mortor 1:2 complete (S.|.Nc:24 P.No: 43)

15 White glazed tiles 1/4" thick dado jointed in white cement and laid 36,00 28253.61 % Sft Rs: 10174/=
over 1:2 cement sand mortar 3/4" thick including finishing. (§.NO.38
P.ND.45)

16 Providing and laying 1" thick Topping cement concrete (1:2:4) 15.00 327550 %Sft Rs: 491/=

. including surface finishing and panels (S.I NO 16 P.NO 42)

17 First class deodar wood wrought joinary in doors and windows 3.00 851.00 P.Sf Rs: 2553/=
etc fixed in pesition ifc chowkats hold fasts hinges, iron towers
bolts,chocks cleats handles and cords with nooks, etc. Deodar
panelled or panelled and glazed, or fully glazed (b) 1-3/4" (8.1
No:7 P. No: 58)

Supplying & Fixing in position Iron/ stee) grill of 3/4 x 1/4" size fiat iron 3.00 180.50 P.Sft Rs: 542/=
of approved design including: painying 3 coats etc complete (weight

not to be less than 3.7 Lbs/ sq feet of finishing grill (S.I No: .26

P.No:83)

1

(=]

[  TOTAL = 56594i= |




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

SN anry DESCRIPTION RATE | UNIT AMOUNT
1 B. WG pan of not less than 19" clear opening between flusing rims
2 and 3 gallons fiushing tank with 4" dia Cl trap and Cf thumbe. 480260 | Each 9,605
2 Providing and fixing 4"x4"x4" dia C.| branch cf the required degree
2 |with access doors rubber washer 1/8" thick and builts and nuts and 270.60| Each 541
extra painting to match the colour of the building,
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutling,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft, S.1.No. 2 P.Ne. 23 P.H.D
- 180 mm {3"dia) 80.00] P/Rit
8 | 100 mm {4"dia) 135.00 [ PiRft 1088
- 125 mm (5"dia) 185.00| PR 0
150 mm {6"dia) 259.00] PRIt
4 Supplying and fixing in position brass bib cocks 3/4" dia standard
2| pattern S..No. 4 P.No. 16 4892 | No 698
5 Providing and fixing baal valve (with unsoldered copper bafl ) made to
2 |BBS 1212 (S No. § P.No. 18 I 34" dia 260.84 | No 582
B Providing and fixing elactric motor 1/2" horse power ifc pumping set
1} vade 1 HP efc. 14201 No 14201
7 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 7700 | P/Rft 4620
1 b} Hand Machine 4,500 Each 4500
8 Providing Laying UPVC pipes of Class "D" fixing in trench ¥c cutting,
fitting and jointing with salvent cement ifc testing with walter to a head
of 122 meter or 400 ft. 8.1. No. 6 P.No. 24 P.H.D
20 [13 mm (172" dia) 12.00 P/Rft 240
40 |19 mm (3/4" dia) 19.00 P/Rft 760
- |25 mm (1" dia) 27.00 PIRft -
26 mm {1 1/4" dia) 33.00 P/Rit
Total : 36835

Amount Total
Part "A"

Part "B"

(CSR)
% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GMS Kot Shahoo
SON QNTY DESCRIPTICN RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with excavated o
. 07
! 218 lead upto one chain and iift upto 5'feet. In ordinary Soil. (8..No:18(b)-P/14) 3176.25 o0cht 686
Cement Concrete brick or stone ballast 11/2" o 2" guage Ratio 1:5:10. o 5564 768
2 64 S L NoAG-PI2Y) 8694 .95 %.Cft 564.
3 974 f;TcNao.Zr::c:;(Q g;rork in Foundation and plinth in cement sand mortor 1.6 1194836 o St 32380.0556
4 44 Poroviding Hard Murrum poderly fine base dressing watering leveling & 1834.75 %5t 807.28
Reinforced cement concrete work including all labour and material except
5 16 thp cost of‘ steel Relnforcem_ent and its Iapour for bend|r_|g and binding which 1337 Peft 5392
wiil be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring ratio (1:2;4;}
Fabrication of Tar steel reinforcement for cement concrete including cuiting
8 0.714 [bending and laying in position making joints and fastening including the cost|  5001.7 P.Cwt 3571.2138
of binding wire alsc includes remeoval of rust from bars. (S.1.Na:8(b}-P/16}
7 2 Filling wat.enng and ramming egrth un§er floor lWith New Surface excavated 3630 %o Ch 333.96
from out sige lead upto one chain and lift upto 5' feet.
Pacca brick work in ground floor with (1:6) ratio in cement sand o it
. : 25855.6844
8 204 mortar.{S1NO:5 e F.NO:21} 1267436  Ci 8558
g 1.3 |Supplying and Fixing Tears at Site 3575 P.Cwi: 4647.5
Erecfion rolled steel beams or old rails in roofs etc erection and fixing in
10 1. . .Cwt; 242
3 |position{S..NO.6 . PNOSY) 18634 | P.Cut 2422
Second class files roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 172" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
1 80 coating sand blinded, provided over one layer of 12" x 6"x2" tiles lald in 1:6| 75607.25 % Sit; 6085.8
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing efg, (S.LNQ.2 P.NO 33
Providing and laying single per layer of polythene sheet 0.13 mm thick for|
12 80 |water profing as per specification and instructions of Engineer incharge. 107 P, Sft 856
{8.NO.38.P.NOC.38}
PIF G.I frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.l sheet i/c welded hings and and fixing and fixing at site with
13 32 |necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing| 2289 P.cft; 73248
repairing the jambs, The cost also Ve all carriage, tools and plants used in
making and fixjing (S NO.23,P NO.93)
PIF G.I frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet i/ic welded hings and and fixing and fixing at site with
14 24 |necessary hold fasts, filing with cement sand slurry of ratio 1:6 and repairing| 2405 PRt 5772
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making and fixing (S.LNC 28 P.NQ.93)
Supplying & Fixing In position [ron/ steel grill of 34 x 1/4" size flat iron cf
15 12 |approved design including: painying 3 coats elc complete (weight nof to be[ 1805 P.sft 2166
less than 3.7 Lbs/ sq feet of finishing qrill {S.| No:. 26 P.No:93)
16 112 |Cement plaster {1:6) ratio upto 20" height 172" thick (S.|.NO:13,P.NC:52). 2206.6 %St 2471.392
17 804  |Cement plaster 1:4 upto 20' ft; height ground flopr 3/8" thick. 2187 .52 %Sit 17668.0608
18 55 Cement Co_ncrele Plaln’ compacting finishing curring etc and washing 14429.75 o Gt 79760875
aggregaie witheut shuttering (8.1.No:5-P/15)
19 18 Providing gn§ laying 1" thick Topping cement concrete (1:2:4) including 39755 st 589,59
surface finishing and paneis {S.| NO 16 P.NO 42}
First class deodar wood wrought joinary in docrs and windows et fixed in
20 97 08 position ifc chowka‘ts hold fasts hinges, iron towers bols,chocks cleats 851 P Stt 2304508
handles and cords with hooks, etc. Daodar panelled or panelled and glazed,
of fully glazed () 1-3/4" (S No:7 P. No: 58)
91 70 :’:1;&8%50 doors and windows any type Three Ceats (S.LNO:4( C 2116.41 o St 1481.487
Painting Guard bars, gates iron bars, grating ,railings including standard 1270.83 o St 419.3739
2 B braces etc) and similar open work (S.L.NO:4{ d).P.NO:6%} {Three Coats). ' ? ’
TOTAL 155,296




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

]

56_ QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" cia Cl trap and CI thumbla, 480260 Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 27060 Each M
extra painting to match the caolour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in french ilc cutting,
fitting and jointing with salvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.1.No. 2 P.No. 23 P.H.D
- |80 mm (3'dia) 90.00 | P/RHt 0
9 (100 mm (4"dia) 136.00 | P/Rft 1224
- 1125 mm (5"dia) 18500 P/Rit 0
- 150 mm (6"dia) 259.00 | P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuis boits and fixing in
100 plateform of cement concrete 1:3:6 aqd making connection for in-let 8795 Per 8795
out-let and over fiow in-let out-let flow pipes Gallon
5 Providing installing hand pump maching ifc boaring with wooden sheo
and C.C plate form,
60 |a). Filter + Boaring 77.00 | P/RHt 4620
1 |b) Hand Machine 4500| Each 4500
) Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and i/c the cost of breaking through walls and
roof making good etc painting twe coals after cleaning the pipe etc
with white zink paint with pigment to match ¢
- . 142" dia pipe 73.21 P/Rft -
- [ii). 344" dia pipe 85.79 PIRit
10 (ii). 1" dia pipe 128.55 PRIt 1286
- ii). 1-1/4* dia pipe 153.19 PIRft
7 Providing Laying UPVC pipes of Class "D” fixing in trench ifc cutting,
fitting and jointing with solvent cement i/c testing with water to a head
of 122 meter or 400 ft. 8.). No. 6 P.No. 24 PHD
15 (13 mm (1/2" dia} 12.00 PR 180
25119 mm {3/4" dia) 19.00 P/Rft 475
- (25 mm (1" dia) 27.00 P/Rit
26 mm (1 1/4" diag) 33.00 P/Rit
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1 pattern S.L.No. 1 P.No. 16 348.92 No 349
9 Providing and fixing baal valve (with unsoldered copper ball } made to
11885 1212 (S.1.No. 6 P.No. 18 1i 314" dia 20084 | MNo #1
idi ixing electric motor 1/2" horse power ifc pumping set
10 ; Providing and fixing electric motor se power ¢ pumping 14201 No 14904
made 1 H.P etc.
Total : 40994

Amount Total
Part"A"

Part "B"

(CSR)
% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

. GPS Ahdul Karim Kosh
N
. i QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with
1 188 lexcavated lead upto one chain and [ft upto 5teet. In ordinary Soil| 3176.25 %0t 501.85
{3 .[.No.18{b)-P/14}
Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10. 0
2 44 (S IN04EP21) 8694 .95 %.Cft 3.825.78
3 194 Eﬁo.igzg\;ork in Foundation and piinth in cement sand meror 1:5 11948 36 % Sft 23,179.82
‘ 25 Porowdn?g Hard Murrum poderly fine base dressing watering lgveling & 1834.75 %.Sit 458.60
compesting efc complete.
Reinforced cement concrete work inclucing all fabour and materia! except
the cost of steel Reinforcement and its labour for bending and binding which
16 ‘ ) . 7 ,362.
5 will be paid separately. This rates also includes all kind of forms moulds & Pt 5,382,060
iifting shuttering ctrring ratio {1,2:4;)
6 % Filling watgrmg and ramming egrth und.er floor thh New Surface excavaied 3630 %o Cif" 166.98
from gut side lead upto one chain and Jift upto &' feet,
Pacca brick work in ground floor with (1:6) ratio in cement sand o o
7 116 mortar (S.NO:5 e, P NG21) 12674.36 | % Cit: 14,702.25
8 065 |Supplying and Fixing Tears &t Site 3575 P.Cwt; 232375
Erection rolled steel beams or old rails in roofs etc erection and fixing in .
¥ 065 position.(S.I.NO.6_. P.NO.O1} 186.34 PLwt 121.12
Second class tiles reofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
10| 4208  |coating sand blinded, provided over one layer of 12" x 6"x2" tiles laid in 1:6] 7607.25 | % Sft: 3,201.13
cement merter including 1:2 cement pointing under neath of tiles complete
including curing gle, (SINC.2 P.NO.33)
Providing and laying single per layer of polythene sheet 0.13 mm thick for
" 42 |water profing as per specification and instructions of Engineer incharge. 107 P. Sft: 44940
{S.NC.38.P.NQ.38}
P/F G.! frame / Choukats of size 7' x 2" or 4 1/2" x3' for doors using 20
quage G.I sheet ifc welded hings and and fixing and fixing at site with
12 17 [necessary held fasts, filing with cemeni sand sluiry of ratio 1:6 and| 2289 P.cft: 3,891.30
repalring repairing the jambs, The cost also ifc all camiage, tools and plants
&d in makino and fixing (S.LNO,29.P.NG 93}
P/F Gl frame / Choukats of size 7" x 2" or 4 172" x3' for windows using 20
guage G. sheet ilc welded hings and and fixing and fixing at site with
13 18 [necessary nhold fasts, filing with cement sand slurry of ratio 1:6 and|  240.5 P.Rit: 4,329.00
fepairing repairing the jambs, The cost also ifc all carriage, tools and plants
sed in making and fixipg (S NQ 28 P NO.93)
Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat ron of
14 5 approved design including: painying 3 coats etc complete (weight not to be| ~ 180.5 P.5ft 902.50
less than 3.7 Lbs/ sq_feet of finishing arill {S.| No:.26 P.No:93)
18 503 iCement plaster (1:5) ratio_upto 20" height 1/2" thick (S.1.NO:{3,P NO:52). 22066 %S 11,095.20
16 503 |Cement plaster 1:4 upta 20' ; height ground fioor 3/8" thick. 2197.52 %Sft 11,053.53
Providing and laying 1" thick Topping cement concrete (1:2:4} including 1182 ocf 1235.31
7 % surface finishing and panels (5.1 NO 16 P.NO 42 118 sesit T
Providing and laying 1" thick Topping cement concrete (1:2:4) including 075 ot 461,33
"1 % |Surtace finshing and panels (.1 NO 16 PNQ 42) 32785 S :
First class deodar wood wrought joinary in doors and windows etc fixed in
19 1 position ifc chowka?s hold fasts hinges, iron towers boits,chocks cleats 851 P 5t 11.914.00
handles and cords with hooks, etc. Deodar panelled or panelied and glazed,
or fullv glazed (b} 1-3/4" {S. No:7 P, No: 58}
20 50 White washing Three Coats [S.I.NO.26 P.NO:54) §29.65 % Sit 414.98
21 365 |Colour washing Two Coats (S.1.NO:25,P.NO:54) 85%.9 % Sit 3,138.64
2 70 P;i:}i(;%gﬂo_ doors and windows any type Three Coats (SINO:4( C 2116.21 % Sit 148149
Painting Guard bars, gates iron bars, grating railings inciuding standard 127083 %8 203.33
2 16 braces efc) and similar open work (S..NO:4( d}.P.NO:69) (Three Coats). ' o Sit ’
Fabrication of Tar steel reinforcement for cement concrete including cutting
24 0.714  |bending and laying in positicn making joints and fastening including the cost|  5001.7 P.Cwt 3,571.21
of binding wire also includes removal of rust from bars. {S.| No:8(b)-F/16)
TOTAL 108,049




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

iﬁ QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
anc 3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 480250 | Each 4803
1
2 Providing and fixing 4'x4"x4" dia C.| branch of the required degrae
1 |with access doors rubber washer 1/8" thick and builts and nuts and 27080 | Each M
extra painting to malch the celour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 81 meter or 200 ft. S.1.No. 2 P.No. 23PHD
- 180 mm (3'dia) 90.00| P/Rft 0
9100 mm {4"dia) 136.00 | P/R# 1224
- |125 mm (5"dia} 185.00| P/RA 0
- 1150 mm (6"dia} 250001 P/RH
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuis bolts and fixing in
100 |Plateform of Cement.concrete 1:36 an.d making connection for in-let| g7 g5 Per 8705
outlet and over flow in-let out-iet flow pipes Gallen
5 Providing installing hand pump maching ifc boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00| PiRft 4620
1 [b) Hand Machine 4,500| Each 4500
8 Providing GI pipes specials and clamps eic including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good et painting twe coats after cleaning the pips etc
with white zink paint with pigment to match t
- |i). 112" dia pipe 73.21 PRft -
- |ii). 3/4" dia pipe 95.78 P/Rft -
10 1ii). 1" dia pipe 128.55 P/Rft 1288
if). 1-1/4" dia pipe 153.19 P/Rft
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutling,
fiting and jointing with solvent cemant ifc testing with water {o a head
of 122 meter or 400 #t. S.I. No. € P.No. Z4 PH.D
1513 mm (1/2" dia) 12.00 PIRf 180
25|19 mm (3/4" dia) 19.00 P/Rft 475
- |25 mm (1" dia) 27.00 P/Rft -
26 mm (1 1/4" dia} 33.00 PIR#t
8 Supplying and fixing in pesition brass bib cocks 3/4" dia standard
! |pattern S.1No. 1 P.No. 18 4892 | Mo 348
9 Providing and fixing baal valve (with unsoldered capper ball ) made 1o
1188S 1212 (S.1.No. 6 P.No. 18 11 34" cia 2%084 | No 291
idi ixil i 112" h i¥C pumping set
10 1 Providing and fixing electric motor 1/2" horse power ifc pumping 44201 No 14901
made 1 H.P efc,
Total : 40994
Amount Total {C5SR)
Part "A" % Above f Below Total Amount
Part "B" % Above /Below ___ Total Amount
Total "A+B"

CONTRACTOR




NAME OF WORK:; REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

BILL OF QUANTITY

GMS Sobdar Jatoi

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

158

Excavation in foundation of building bridges & other structure with
excavaled lead upto one chain and Iift upto 5'feet In ordinary Soil.
{S.1.No:18(b}-P/14}

3176.25

%0cft

501.85

a4

Cement Concrete brick or stone baliast 11/2" to 2" guage Ratic 1:5:10.
{5,1.No:4@®-P/21)

8694.95

%.Cft

3,825.78

194

Pacca brick work in Foundation and plinth in cement sand mortor 1:6
(S..No:4-PI20)

11948.36

%. Sft

23,179.82

25

Poroviding Hard Murrum poderly fine base dressing watering leveiing &
compecting etc complete.

1834.75

%.5ft

458.69

Reinforced cement concrete work including all labour and material except
the cost of steel Reinfercement and its lzbour for bending and binding which
will be paid separalely. This rates also includes all kind of forms moulds
lifting shuitering curring ratio (1:2:4:)

337

Peft

5,392.00

46

Filling watering and ramming earth under floor with New Surface excavated
from out side lead upto one chain and iift upto 5' feet.

3630

%o Cft"

166.98

116

Pacca brick work in ground fioor with (1:6) ratio in cement sand
mortar.(8..NC.5 e P.NO:21}

12674.36

% Cit:

14,702.26

0.65

Supplying and Fixing Tears at Site

3575

P.Cwt:

232375

0.85

Erection rolled steel beams or old rails in roofs etc erection and fixing in
positicn.(S.1.NO.6 . P.NO.81)

186.34

P.Cwt:

121.12

10

42.08

Second ¢lass tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand bYinded, provided over one layer of 12" x 6"x2" tiles laid in 1:6
cement mortar including 1:2 cement pointing under neath of tiles complete!
incluging curing ete, (SING.2 PNO 33}

7607.25

% Sit:

320113

11

42

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
{S.NO.38.P.NG. 38}

10.7

P. St

449.40

12

PiF G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and
repairing repairing the jambs, The cost also i all carriage, tools and plants
used in making and fixjna.(S,LNO.28,P. NO.93}

2289

Peft:

3,891.30

13

PIF Gl frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guzge G.l sheet ifc welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and
repairing repairing the jambs, The cost also iic ali carriage, fools and plants
used in gaking and fixing {S.LNO.28 P.NQ O3

2406

P.Rit:

4,329.00

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size fiat iron of
approved design including: painying 3 coats etc complete {weight not to be
less than 3.7 Lbs/ sg feet of finishing grifi {S.1 No:. 26 P.No:93}

180.5

P.Sft

902.50

15

503

Cement plaster (1:6) ratio upto 20' height 1/2" thick.(S..NC:13,P.NO:52).

2206.5

%St

11,099.20

16

503

Cement plaster 1:4 upto 20 ft; height ground floor 3/8" thick.

2197.52

%St

11,053 .53

28

Providing and 'aying 1" thick Topping cement concrete {1:2:4) including
surface finishing and panels {S.1 NO 16 P.NO 42)

4411.82

%St

1,235.41

18

16

Providing and laying 1" thick Topping cement concrete (1:2:4) including
surface finishing and panels {S.1 NG 16 P.NO 42}

3275.5

%eSft

491.33

19

14

First class deodar wood wrought joinary in doors and windows etc fixed in
position ifc chowkats hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with hooks, ete. Degdar panelled or panelled and glazed,
or fuily alazed (k) 1-3/4" (5.1 No:7 P No: 58}

851

P.5it

11,914.00

20

&0

White washing_Three Coais {5..NO:26,P.NO:54)

829.95

% Stt

414.98

365

Colour washing Twc Coats {S.1.NO;:25.P.NO:54)

859.9

% Sft

3,138.64

22

70

Painting to doors and windows any type Three Coats (S.LNO:4{ C
1.P.NO;68)

2116.M

% Sft

1,481.49

23

16

Painting Guard bars, gates ircn bars, grating ,railings including standard
braces etc) and simifar opan work {5.I.NO:4{ d).P.NO:6%} (Three Ceats).

1270.83

o Sft

203.33

24

0.714

Fabrication of Tar steel reinforcement for cement cencrete including cutting
bending and laying in position making joints and fastening including the cost
of binding wire als includes removal of rust from bars. {5.1 No:8(b)-P16)

5001.7

P.Cwt

3,571.21

TOTAL

108,049




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

SON QNTY | DESCRIPTION F\'ATEJ UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between fiusing rims
and 3 gallons flushing fank with 4" dia Cl trap and CI thumble. 480260 Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 27060 | Each 271
exira painting to match the calour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cemant ifc testing with water to a head
of 61 meier or 200 ft. $.1.No. 2 P.No. 23 PH.D
- |80 mm (3'dia) 90.00 P/Rit 0
91100 mm (4"dia) 136.00| PIRit 1224
- [125 mm (5"dia) 185.00 | P/Rft 0
- 1150 mm {6"dia) 250.00) P/Rit
4 Supplyging and fixing fibre glass tank of approved quality and design
anc wall thickness as specified ifc cost of nuts bolts and fixing in
00 plateform of cement concrete 1:3:6 and making connection for in-let 87.95 Per 8795
out-let and over flow in-let out-let flow pipes ' Gallon
5 Providing installing hand pump machine if¢ boaring with wooden sheo
and C.C plate form.
60 la). Filter + Boaring 77.00| P/Rft 4620
1 {b) Hand Machine 4,500 ( Each 4500
5 Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and i/c the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to mateh t
- ). 112" dia pipe 73.21 PIRft -
- |i. 3/4" dia pive 95.79 PRt
10 (i}, 1" dia pipe 128.55 PiRft 1286
- iy 1-1/4" dia pipe 153.19 PIRft
7 Providing Laying UPYC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with salvent cement i/c testing with water to a head
of 122 meter or 409 ft. 8.1. No. 6 P.No. 24 PH.D
15113 mm (1/2" dia) 12.00 PiRft 180
25119 mm {3/4" dia) 19.00 P/Rft 475
- |25 mm (1" dia} 27.00 PiRft
- 26 mm (1 1/4" dia) 33.00 P/Rft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
V| pattern S..No. 1 P.No. 16 348.82 No 348
9 Providing and fixing baal valve (with unsolderad copper ball ) made fo
" 1BBS 1212 (S..No. 6 P.No, 18 11 314" dia 20084 | No 291
10 Providing and fixing eleciric motor 1/2" horse power ifc pumping set
1 made 1 HP etc. 14201 No 14201
Total : 40994
Amount Total {CSR)
Part"A" % Above / Below _ Total Amount
Part"B" % Above / Below __ Total Amount

CONTRACTOR

TOtal ALY




BILL OF QUANTITY

Nﬂ:ME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GHS Pir Bux Shujrah

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

216

Excavation in foundation of buikiing bridges & other structure with excavated
fead upto one chain and lift upto 5'feet. In ordinary Soil. (S.1.No:18{b}-Pi14)

3176.25

%0cft

686.07

64

Cement Congrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
(S..No:4&-P/21}

8694 95

%.Cfi

5564.768

n

Pacca brick work in Foundation and plinth in cement sand mortor 1:6
(5.1.Ng:4-Pi20)

11948.36

%.51t

32380.0556

44

Poroviding Hard Murrum poderly fine base dressing watering leveling &

1834.75

%.Sft

807.29

16

Reinforced cement concrele work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring ratic {1;2:4:)

0.714

337

Pcft

5392

Fabrication of Tar steel reinforcement for cement concrete including cutting
banding and laying in position making joints and fastening including the cost
of binding wire also includes removal of rust from bars, (S.1.No:8(b}-P/16}

5001.7

P.Cwt

3571.2138

92

Filling watering and ramming earth under floor with New Surface excavated
frem out side lead upte one chain and lift upto ' feat

3630

%o Cft’

333.86

204

Pacca brick work in ground floor with (1:6) ratic in cement sand
morar (S| NO:5 e P.NO:21)

12674.36

% Cft

25855.6944

13

Supplying and Fixing Tears at Site

3575

P.Cwt:

46475

10

1.3

Erection rolled stee} beams or old rails in roofs atc erection and fixing in
position.(S.LNO.6 . P.NG.G1)

186.34

P.Cwt:

242.242

1

8¢

Second ciass tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs, of hot bitumen
coating sand blinded, provided over one layer of 12" x 6"x2" tiles laid in 1:6
cemant mortar inclyding 1:2 cement pointing under neath of tiles complete
including curing et (SING.2 P.NC.33

7607.25

% Sft:

6085.6

80

Providing and laying single per layer of polythene sheet G.13 mm thick for
water profing as per specification and instructions of Enginegr incharge.
{§.NQ 38 P.NC.38}

10.7

P. Sft:

856

13

32

PIF G.I frame / Choukats of size 7" x 2" or 4 112" x3' for doors using 20
guage G.l sheet ilc welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratio 1:5 and repairing
repairing the jambs, The cost alse i/c all carriage, focls and plants used in
making ang fixing {3.L.NQ.29.P NO.93)

2289

P.cft

73248

14

24

PiF G.! frame { Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ¥c welded hings and and fixing and fixing at site with
nacessary hold fasts, filling with cement sand slurry of ratic 1.6 and repairing
repairing the jambs, The cost also i/c all carriage, tools and plants used in
making and fixing (SLNQ 28 P ND.O3}

2405

P.Rit:

5772

15

12

Supplying & Fixing in position lron/ steel grill of 314 x 1/4" size flat iron of
approved design including: painying 3 coats etc complete (weight not to be
less than 3.7 Lbsf sa feet of finishing grill (S.1 No: 26 P.Nc:93)

16

112

180.5

P.5ft

2166

Cement plaster (1:6) ratio upto 20" height 142" thick (8.1.NO:13,P.NO:52).

2206.6

%St

2471392

17

804

Cement plaster 1:4 upto 20' ft; helght ground floar 3/8" thick.

2197.52

%Sit

17668.0608

18

55

Cemeni Concrele Plain compaciing finishing curring etc and washing
aggregate without shuttering {S.1.No:&-P/16)

14429.25

%.cft

7936.0875

19

Providing and laying 1" thick Tepping cement concrete (1:2:4) including
surface finishing and panels (S.| NO 16 P.NO 42}

3275.5

%5it

589.59

20

27.08

First class decdar wood wrought jeinary in doors and windows efc fixed in
position ifc chowkats hold fasts hinges, iron towers bolis,chocks cleats
handles and cords with hooks, etc. Deodar panefled or panefied and glazed,
or fully glazed {b) 1-3/4" {S.| No:7 P. No: 58}

851

P.Sft

23045.08

21

70

Painting to doors and windows any type Three Coats {S.LNO:4{ C
},P.NO$68)

2116.44

% Sft

1481487

22

33

Painting Guard bars, gales iron bars, grating ,railings including standard

braces etc) and similar open work (S..NO:4({ d)P.NO:G8) (Three Coats).

1270.83

% Sft

419.3739

TOTAL

155,296




WATER SUPPLY & SANITARY WORK

PART-B : PLUMEING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening beiween fiusing rims and
3 gallons flushing tank with 4" dia Cl trap and C! thumble. 4802.80| Each 4,303
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270.60{ Each 7
exira painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc tesfing with water to a head
of 61 meter or 200 ft. S.I.No. 2 P.No. 23 P.H.D
- |80 mm (3"dia) 90.00| P/Rit 0
9100 mm (4"dia) 136.00 | PRR 1224
- 125 mm {5"dia) 185001 P/Rf 0
- 150 mm (6"dia) 259.00 | P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cosl of nuts bolts and fixing in
100 [Plateform of cement cencreie 1:3:6 and making connection for in-letf g7 oe Per 8795
out-let and over flow in-let out-let flow pipes ' Gallen
5 Providing installing hand pump machine i/c boaring with wooden sheo
and C.C plate form.
B0 |a). Filter + Boaring 77.00( P/Rft 4620
1 |b) Hand Machine 4,500 Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and ife the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to match t
- [i). 1/2" dia pipe 73.21 PIRft -
- |ii). 34" dia pipe 95.79 P/Rit
10 [ii). 1" dia pipe 128.55 PIRft 1286
ii). 1-1/4" dia pipe 153.19 P/Rft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 fi, .. No. 6 P.No. 24 PHD
15 [13 mm (1/2" dia) 12.00 PiRf 180
2519 mm (3/4" dia) 15.00 P/Rft 475
- |25 mm (1" dia) 27.00 P/Rit
- 26 mm (1 1/4" dia} 33.00 P/Rft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1 oatiem S.1.No. 1 P.No. 16 34892 | Mo 349
9 Providing and fixing baal valve {with unsoldered copper ball ) made to 291
118BS 1212 (S.1.N0. 6 P.No. 18 1| 314" dia 29084 | No
10 Providing and fixing electric motor 1/2" horse power ¥C pumping set
Himade 1 Hpetc. 14201 No 14201
Total : 40994
Amcunt Total (CSR)
Part "A" % Abave / Below Total Amount
Part "B" % Above / Below Total Amount

CONTRACTOR

Total "A+B"




: ’ BILL OF QUANTITY

NAME OF WORK : - RENABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GPS Sabib Khan Badani
8.NO ITEM OF WORK QTyY: RATE l UNIT AMOUNT
1 Dismantling cement concrete plain 1:2:4 (S.No.19 C P-10} 10.0 3327.50 %Cft 333/=
2 Removing cement or lime plaster {S.IL.NO.53 P.NC.13) 124.0 121.00 % Cft: Rs 150/=
3 Dismantling brick work in lime or cement mortar {S..NO.13 P.NO.10) 21.0 1285.65 % Cft: Rs 270/=

4 Excavation in foundation of building bridges and aother structure l/c
dagbelling dressing reflling around the excavated earth watering 38.0 3176.25 %0Cft Rs 280/=
ramming lead uptc one chain and lift upto &' feet.

5 Cement concrete brick or stone ballast 1-1/2" fo 2" guage ratio in 7.0 8694.95 %Cft Rs: 609/=
cement sand mortar.

Ratio 1:5:10
& Pacca brick work in Foundation ard Plinth 1.6 .(S.1.NQ:4 E,P.NQ:21} 92.0 11948.36 %Cft Rs: 10992/=

7 Reinforced cement concrete work including all labour and material 7.0 337.00 Pcft Rs: 2359/=
except the cost of steel Reinfercement and its labour for bending and
binding which will be paid separately. This rates also includes all kind
of forms moulds lifting shuttering curring ratio {1;2:4;)

8 Fabrication of mild stee! reinforcement for cement concrete including 0.3 5001.70 P.Cwt: Rs: 1561/=
cutting bending binding and laying in position making jeints fastening
including the cost of steel binding wire {also includes removal of rust
from bars) (S.1.NO:8{A),P.NO:17).

9 Pacca brick work in ground floor with {1:6} ratio in cement sand 7.0 12674.36 % Cft: Rs: 887/=
mortar.(S.1.NO:5 & P.NO:21)

10 Applying floating coat of Cement 1/32" thick. (S.NO.14.P.NO 53) 124.0 660.00 %.SH. Rs: 818/=

11 Gement piaster (1:6) ralic upto 20' height 1/2" 298 2206.60 %Sft Rs: 6577/=
thick.(S.1NO:13 P.NO:52).

12 Cement plaster 1:4 upto 20 ft; height ground floor 3/8" thick. 174 2197.52 %Sft Rs: 3824/=

13 Cement concret plain Including placing compecting , finishing & 8.0 14429.25 %Sft Rs: 1154/=
curing, complete {I/c screening & washing of stone aggregate
without shuttering (S.MNo: 5 {a) P.No: 16) RATIO 1:2:4

14 Laying floor of approved with glazed tile 1/4" thick in white cement 47.05 27678B.86 % Sft Rs: 13023/=
1:2 over 3/4' thick cement martor 1:2 complete (S.1.No:24 P.Na: 43)

15 White glazed tiles 1/4" thick dado jointed in white cement and laid 36.00 2825361 %Sft Rs: 10171/=
over 1:2 cement sand mortar 3/4" thick including finishing. (8.NO.38
P.NG.45)

16 Providing and laying 1" thick Topping cement concreie (1:2:4) 15.00  3275.50 %Sft Rs: 491/=

. including surface finishing and panels (3.1 NO 16 P.NO 42}

17 First class deodar wood wrought joinary in doors and windows 3.00 851.00 P.Sft Rs: 2553/=
etc fixed in position ifc chowkats hold fasts hinges, iron towers
bolts,chocks cleats handles and cords with hooks, etc. Deodar
panelled or panelled and glazed, or fully glazed {b} 1-3/4" (S.1
No:7 P. No: §8)

18 Supplying & Fixing in position fron/ steel grill of 3/4 x 1/4" size fial iron 3.00 180.50 P.5ft Rs: 542/=
of approved design including: painying 3 coats etc complete (weight
not o be less than 3.7 Lbs/ sq feet of finishing grilt (S.1 No: 26
P.No:93)

[ TOTAL = 56594/= |




v WATER SUPPLY & SANITARY WORK

. 4 PART-B :PLUMBING WORKS
Sc')i:'l QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
2 and 3 gallons flushing tank with 4" dia C trap and CI thumble. 4,802.60| Each 9,605
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
2 |with access doors rubber washer 1/8" thick and builts and nuts and 27060 Each 541
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ilc cutting,
fitting and jointing with sclvent cement ifc testing with water fo a head
of 61 meter or 200 ft. 5.1.No. 2 P.No. 23 P.H.D
- |80 mm (3"dia) 90.00 [ P/Rit 0
& |100 mm {4"dia) 136.00| P/Rft 1088
- |125 mm (5"dia} 185.00 | P/Rit 0
- {150 mm (6"dia} 259.00| P/Rit
4 Supplying and fixing in position brass bib cocks 3/4" dia standard
2| gattern S.1.No. 1 P.No. 16 34882 | No 698
5 Providing and fixing baal valve (with unscldered copper ball ) made to
2 |8BS 1212 (S.LNo. 6 P.No. 16 Il /4" dia 29084 | No 582
] Providing and fixing electric moter 1/2" horse power ifec pumping set
T | made 1 H.P ete. 14201 | No 14201
7 Providing installing hand pump machine i/c boaring with wooden sheo
and C.C plate form.
60 |a}. Filter + Boaring 77.00( PIRft 4620
1 |b) Hand Machine 4500 | Each 4500
8 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,

fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 fi. S.1. No. 6 P.No. 24 PH.D

20 {13 mm {1/2" dia} 12.00 P/Rft 240
40 ]18 mm (3/4" dia) 19.00 P/Rft 760
25 mm {1" dia} 27.00 P/R{t
26 mm {1 1/4" dia) 33.00 P/Rft
Total : 36835

Amount Total {(CSR)

Part "A" % Above / Below Total Amount
Part "B" % Above / Below Total Amount
Total "A+B"

CONTRACTOR




BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance of
the Bidding Documents).

(a). Name of Procuring Agency:-  Executive Engineer (Education Works)
Division Shikarpur.

b). Brief Description of Works:- REHABLITATION OF POLLING STATIONS OF
DISTRICT SHIKARPUR REHABLITATION OF WASH
ROOMS & SANITARY WORKS
(PACKAGE NO:10)
GPS Garhi Tegho, GPS Crl: Ismail, GPS Bux Ali Jatoi,
GPS Panah Shujrah, GPS Qadir Bux Pahore

{c).Procuring Agency’s address:-Executive Engineer (Education Works) Division Shikarpur
Near GBHS No.ll Shikarpur.

id). Estimated Cost:-_ 0.850 ( Millions).

(e). Amount of Bid Security:- 5% (Fill in lump sum
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 90 Days (Not more than sixty days).

(g).Security Deposit:-(including bid security):- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :-_As Per NIT

(j). Venue, Time, and Date of Bid Opening:- Near GBHS 1l (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 1 Month
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost per
day of delay, but total not exceeding 10%).

(m). Deposit Receipt No: Date: Amount:Rs:

Bank

(n) D.R.NO: DATED:- . Amount 1000 /-(Rupees: One Thousand only).

I

(o). Tender issued to Mr. / M/s

Govt: Contractor.

Il

ECUTIVE ENGINEER
ATION WORKS DIVISION
SHIKARPUR




NAME OF WORK:- REHABLITATION OF POLLIN

BILL OF QUANTITY

GPS Garhi Tegho

G STATIONS OF DISTRICT SHIKARPUR

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

158

Excavation in foundation of building bridges & other structure with
excavated lead upto one chain and Ift uptc Sieet In ordinary Soil
{5.1.No:18{b}-P/14)

3176.25

Y%0cft

501.85

44

Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1.5:10.
(5..No:4@-PI21)

8694.95

%.Cft

3,825.78

194

Pacca brick work in Foundation and plinth in cement sand merter 1:6
(S.1.No:4-P#20)

11548.36

%.5ft

23,179.82

25

Poraviding Hard Murrum poderly fine base dressing watering leveling &
compecting etc complete.

1834.75

%.5ft

458.69

Reinforced cement concrete work including all labour and material except
the cost of steei Reinforcement and its labour for bending and binding which
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering cutring rafio (1:2:4:)

337

Peft

5,392.00

46

Filling watering and ramming earth under floar with New Surface excavated
from out side lead upto one chain and liff upto 5' feel.

3630

%o Cft"

166.98

116

Pacca brick work in ground floor with (1:6) ratio in cement sand
mortar.{S.I.NO:5 e,P NO:21)

12674.36

% Cit:

14,702.26

0.65

Supplying and Fixing Tears at Site

3575

P.Cwt:

2,323.75

0.65

Erection rolled steel beams or cid rails in roofs g erection and fixing in
position.(S.|.NQ.6 . P.NO.91})

186.34

P.Cwt:

12112

10

42.08

Second ciass files roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1.6 wiih 34 Lbs. of hot bifumen
coating sand blinded, provided cver one layer of 12" x 6'x2" tiles laid in 1:6
cement mortar including 1:2 cement pointing under neath of tiles complete
IngJuding curing efe, (SING.2 P.NQ.3N

7607.25

% Sit:

3,201.13

42

Providing and laying single per layer of polythene sheet 0.13 mm thick for
waler profing as per specification and instructions of Engineer incharge.
{S.NO.38.P.NO.38)

10.7

P. Sft:

449.40

12

17

P/F G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratioc 1:6 and
repairing repairing the jambs, The cost also ifc all carriage, tools and plants
used in making and fixing.(S. L NG.29 P.NO,G3)

228.9

P cft:

3,891.30

13

P/F G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.! sheet ilc welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and
repairing repairing the jambs, The cost also if¢ all carriage, tools and plants
used in making and fixing {S.[.NO.28 P NO,93}

240.5

P.Rit:

4,329.00

Supplying & Fixing in position Iron/ stee! grill of 3/4 x 1/4" size flat iron of
approved design including: painying 3 ceats etc complete {(weight not to be
less than 3.7 Lbs/ sg feet of finishing qrill {S.1 No:. 26 P.Nc:93)

15

503

180.5

P.5ft

902.50

Cement plaster (1:6) ratio upto 20" height 172" thick.(3.L.NO:13,P.NO:52).

2206.6

%5t

11,099.20

16

503

Cement plaster 1:4 upte 20' fi; height ground floor 3/8" thick.

2197.52

%S

11,053.53

28

Providing and laying 1" thick Topping cement concrete (1:2:4} including
surface finishing and panels (8.1 NO 16 P.NO 42)

4411.82

%3f

1,235.31

18

18

Providing and laying 1" thick Tepping cement concrete {1.2:4) including
surfase finishing and panels (S.I NC 16 P.NO 42}

32758

%St

491.33

19

First class deodar wood wrought jeinary in doors and windows efc fixed in
position ifc chowkats hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully glazed (b} 1-3/4" {S.| No:7 P. No: 58)

851

P.5it

11,614.00

20

50

White washing Three Coats (5..NO:26,P.NO:54)

828.95

% St

414.88

21

365

Colour washing Two Coats (S.1.NQ:25,P NO:54)

880.9

% St

3,138.64

22

70

Painting to doors and windows any type Three Coats (SINO:4( C
}P.NO:68)

2116.41

% Sft

1.481.4%

23

16

Painting Guard bars, gates iron bars, grating ,railings including standard
braces etc) and similar open wark {S.L.NO:4{ d).P.NO:69) (Three Coats}.

1270.83

% Sft

203.33

24

0.714

Fabrication of Tar steel reinforcement for cement concrete including cutting
bending and laying in posilicn making joints and fastening including the cost
of binding wire also includes removal of rust from bars. (S.1.Nc:8{k)-P/16)

5001.7

P.Cwt

3,571.21

TOTAL

108,049




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

d QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
and 3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 4,80260! Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuls and 27080 Each 271
extra painting to maich the colour of the building.
K! Providing Laying UPVC pipes of Class "B" fixing in trench iz cutting,
fitting and jointing with solvent cement ifc {esting with water to a head
of 61 meter or 200 ft. S.1.No. 2 P.Ne. 22 PHD
- {80 mm (3'dia} 90.00 | P/Rit 0
9 [100 mm (4"dia) 136.00 | PiRft 1224
- [125 mm {5"dia} 185.00 | P/R#t 0
- 1150 mm (8"dia} 259001 P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 |Plateform of cementﬁconcrete 1.3:6 an.d making connection for in-let| g7 g5 Per 8795
cut-let and over flow in-let aut-let flow pipes Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00( P/Rit 4620
1 |b) Hand Machine 4500 | Each 4500
6 Providing Gl pipes specials and clamps ete including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
reof making good etc painting two coats after cleaning the pipe efc
with white zink paint with pigment 1o match t
- |i}. 1/2" dia pipe 73.21 PIRft
- |ii). 3/4" dia pipe 95.79 PiRft -
10 [ii}. 1" dia pipe 128.55 P/Rit 1286
ii}. 1-4/4" dia pipe 153.19 P/Rft -
7 Providing Laying UPVC pipes of Class “D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.1. No. § P.No. 24 P.H.D
1513 mm (1/2" dia) 12.00 PRt 180
25119 mm (3/4" dia) 19.00 P/Rit 475
- |25 mm {1" dia) 27.00 P/Rit -
26 mm {1 1/4" dia) 33.00 PIRft
8 Supplying and fixing in posilion brass bib cocks 3/4" dia standard
1" pattern S.1.No. 1 P.No. 16 34892 | No 349
g Providing and fixing baal valve (with unsoldered copper ball ) made to
BBS 1212 (S.L.No. 8 P.No. 18 | 3/4' dia 2%084 | No 291
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
T made 1 HP etc. 14201 No 14201
Total : 40994

Amount Total (CSR)
Part " A"

Part "B"

% Above / Below

% Above / Below .

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Crl Ismail

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

o
- |29

216

Excavation in foundation of building bridges & other structure with excavated
lead upto one chain and it upto 5'feet, In ordinary Soil. (5.1 No:18{b}-Pi14)

3176.25

%60cft

685.07

Cement Concrete brick or stone ballast 11/2* to 2" guage Ratio 1:5:10.
{8.L.Nc4©-P/21)

869495

%.Cft

5564.768

Pacca brick work in Foundation and plinth in cement sand mortor 1.6
{S.1.No:4-P/20}

11848.36

%.Stt

32380.0556

Poroviding Hard Murrum poderly fine base dressing watering lsveling &

183475

%St

807.29

Reinforced cement concrele work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates also includes all kind of forms mouids
lifting shuttering curring ratio (1:2:4:}

6 0714

337

Pcft

5392

Fabrication of Tar steel reinforcement for cement concrete including cutting
bending and laying in positicn making joints and fastening including the cost
of binding wire also includes removal of rust from bars. {S.|.No:&(b}-P/16)

5001.7

P.Cwt

3571.2138

7 92

Filling watering and ramming earth under floor with New Surface excavated
from out side lead uptc one chain and lift upto &' feet.

3630

%o Cft'

333.96

8 204

Pacca brick wesk in ground floor with {1:6) ratio in cement sand
mortar.(S.|.NOC:5 g,P NO:21)

12674.36

% Cft:

25855.6944

9 1.3

Supplying and Fixing Tears at Site

3575

P.Cwt:

4647.5

10 13

Erection rolled steel beams or old rails in roofs etc erection and fixing in
posifion.{S.LNG.6 . P.NO.91}

186.34

P.Cwt:

242.242

Second class tiles roofing censisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x §'x2" files faid in 1.6
cement mortar inciuding 1:2 cement pointing under neath of tiles complete
including curing efe, {S.ILNO 2 P NO, 33}

7607.25

% Sft:

6085.8

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
(S.NO.38.P.NC.38)

107

P. Sft:

856

13 32

PIF G.| frame f Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G. sheet ilc weided hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also ifc all carriage, tools and plants used In
making and fixing {S | NC.29,P NO.93)

228.9

P.cft:

7324.8

PiF G.| frame ! Choukats of size 7" x 2" or 4 112" x3' for windows using 20
quage G.| sheet iflc welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making znd fixing (S.LNO.28.P NO.93}

240.5

P.Rift:

5772

Supplying & Fixing in position Iron/ steel grill of 344 x 1/4" size flat ircn of
approved design including: painying 3 coats etc complete (weight not to be
less than 3.7 Lbs/ sq feet of finishing grill {S.1 No:.26 P.No:83)

16 112

180.5

P.Sft

2166

Cement plaster (1:6) ratic upto 20" height 1/2" thick.{S.L.NO:13,P.NO:52).

2206.5

%Sk

2471.392

17 804

Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick,

2197.52

%Sit

17668.0608

Cement Concrete Plain compacting finishing curring etc and washing
aggregate without shuttering (S.1.No:5-PH15}

14429.25

%.cft

7936.0875

19 18

Providing and laying 1" thick Topping cement concrete (1:2:4) Including
surface finishing and panels (S.1 NO 16 P.NO 42)

3275.5

%St

589.59

20 27.08

First class deodar wood wrought jeinary in doors and windows etc fixed In
position ifc chowkats hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with hogks, etc. Deodar panelled or panelled and glazed,
or fully glazed () 1-3/4" {§.1 No:7 P. No: 58)

851

P.Sit

23045.08

21 7¢

Painting to doors and windows any type Three Coats (S.INO4( C
),P.NO:68)

2116.41

% Sit

1481487

22 3

Painting Guard bars, gates iron bars, grating railings including standard

braces ete) and similar open work {S.I.NO:4( d).P.NO:69) {Three Coats),

1270.83

% Sft

419.3739

TOTAL

155,296




CONTRACTOR

Total "A+B"

WATER SUPPLY & SANITARY WORK
PART-B : PLUMBING WORKS
SON QNTY DESCRIPTION RATE UNIT AMCUNT
1 B. WC pan of nct less than 18" clear cpening between flusing rims and
3 gallons flushing tank with 4" dia CI trap and CI thumble. 4,80250] Each 4,803
1
2 Providing and fixing 4"x4°x4" dia C.I branch of the required degres
1 |with access docrs rubber washer 1/8" thick and builts and nuts and 270.60 | Each 271
extra painting to match the celour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ilc testing with water to a head
of 61 meter or 200 ft. S.I.No. 2 P.No. 22 P.H.D
- 180 mm (3"dia} 80.00 | PRt 0
9 {100 mm (4"dia) 136.00 | PR 1224
- 125 mm (5"dia) 185.00 | P/RH 0
- {150 mm {8"dia) 259.00 | PRit
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 |Plateform of cement concrete 1:3:6 anc making connection for in-let| g7 g5 Per 8755
out-let and over flow in-let out-let flow pipes Gallon
1 5 Providing installing hand pump machine ifc boaring with wooden sheo
] and C.C plate form.
B0 |a). Filter + Boaring 77.00| P/Rft 4620
1 |b) Hand Machine 4500| Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to match {
- |i). 1/2" dia pipe 73.21 PiRft -
- |ii). 3/4" dia pipe 95.79 PiRf -
10 |ii}. 1" dia pipe 128.55 P/Rft 1286
i, 1-1/4" dia pipe 153.19 PIRfA -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ilc cutting,
fitting and jcinting with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.I. No. 6 P.No. 24 PH.D
1513 mm (1/2" dia) 12.00 P/Rft 180
25119 mm {3/4" dia) 19.00 P/Rt 475
- 125 mm {1" dia) 27.00 P/Rft
26 mm (1 1/4" dia) 33.00 P/Rit
8 Supplying and fixing in position brass bib cocks 3/4" dia sfandard
1l pattern .L.No. 1 P.No. 16 882 | Mo 9
g Providing and fixing baat valve {with unsoldered copper ball ) made to 291
!|BBS 1212 (5. No. 6 P.No. 18 Il 34" dia 29084 | No
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
made 1 H.P ete. 14201 Mo 14201
Total : 40994
Amount Total (CSR)
Part "A" % Above /Below Total Amount
Part "B" % Above /Below Total Amount




BILL OF QUANTITY

NAME OF WORK : - REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GPS Bux Ali Jatoi
S.NO ITEM OF WORK QTy: RATE | UNIT AMOUNT
1 Dismantting cement concrete plain 1:2:4 {S.No.19 C P-10) 10.0 3327.50 %Cft 333/=
2 Removing cement or lime plaster (3.1.NO.53 P.NO.13) 124.0 121.00 %Cft: Rs 150/=
3 Dismantling brick work in lime or cement mortar {(S.1.NG.13 P.NO.10) 21.0 1285.65 % Cf: Rs 270/=

4 Excavation in foundation of building bridges and other structure: i
dagbelling dressing reflling around the excavated earth watering 88.0 3176.25 %0Cft Rs 280/=
ramming lead upto one chain and lift upto &' feel.

5 Cement concrete brick or stone ballast 1-1/2" te 2" guage ratio in 7.0 8694.95 %Cft Rs: 609/=
cement sand mortar.

Ratio 1:5:10
& Pacca brick work in Foundation and Plinth 1.6 .(S..NO:4 E,P.NC:21) 92.0 11948.36 %Cft Rs: 10992/=

7 Reinforced cement concrete work including all labour and material 7.0 337.00 Pcft Rs: 2359/=
except the cost of steel Reinforcement and its labour for bending and
binding which will be paid separately. This rates also includes all kind
of forms moulds lifting shuttering curring ratio (1;2;4;)

8 Fazbrication of mild steel reinforcement for cement concrete including 0.3 5001.70 FP.Cwi: Rs: 1561/=
cutling bending binding and laying in position making joints fastening
including the cost of steel binding wire {also includes removal of rust
from bars) (S.I.NO:8(A),P.NQ:17).

g9 Pacca brick work in ground floor with (1:6) ratio in cement sand 7.0 12674.36 % Cft: Rs: 887/=
mortar.(S..NG:5 e,P.NO:21)

10 Applying floating coat of Cement 1/32" thick. (S.NC.14 P.NO.53) 1240 660.00 9%.Sft. Rs: 818/=

Cement plaster {1:8) ratio upto 20" height 1/2" 298 2206.60 %Sft Rs: 6577/=
thick {(S.I.NO:13,P.NQ:52),

1

-

t2 Cement plaster 1:4 upto 20’ ft; height ground floor 3/8" thick. 174 2197.52 %Sft Rs: 3824/=

13 Cement concret plain including placing compecting , finishing & 8.0 14429.25 %Sft Rs: 1154f=
curing, complete (/¢ screening & washing of stone aggregate
without shuttering (8.Na: 5 {(a) P.No: 16) RATIO 1:2:4

14 Laying floor of approved with glazed tile 1/4" thick in white cement 47.08 27678.86 % Sft Rs: 13023/=
1:2 over 3/4' thick cement mortor 1:2 complete {(S.1.No:24 P.No: 43)

15 While glazed tiles 1/4" thick dado jointed in white cement and laid 36.00 28253.61 % Sft Rs: 10171/=
over 1.2 cement sand mortar 3/4" thick including finishing. (S.NG.38
P.NO.45)

16 Providing and laying 1" thick Tepping cement concrete (1:2:4) 15.00 3275.50 %Sft Rs: 491/=

. including surface finishing and panels (S.I NO 16 P.NO 42)

17 First class deodar wood wrought joinary in doors and windows 3.00 851.00 P.Sft Rs: 2553/=
etc fixed in position i/c chowkats hold fasts hinges, iron towers
bolts,chocks cleats handles and cords with hooks, efc. Deodar
panelled or panelled and glazed, or fully glazed (b) 1-3/4" (5.1
No:7 P. No: 58)

18 Supplying & Fixing in position lron/ steel grill of 3/4 x 1/4" size flat iron 3.00 180.50 P.Sft Rs: 542/=
of approved design including: painying 3 coats etc complete (weight
not to be less than 2.7 Lbs/ sq feet of finishing grill (3.1 No:.26
P.No:93)

[ TOTAL 56594/= |




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 18" clear opening between flusing rims
2 and 3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 4,802.60| Each 9,605
2 Providing and fixing 4'x4"x4" dia C.| branch of the required degree
2 |with access doors rubber washer 1/8" thick and buiits and nuts and 27060 Each 541
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ic testing with water to a head
of 61 meter or 200 ft. S./.No. 2 P.No. 23 P.H.D
- |80 mm (3 dia} 90.00 | PIRft 0
8 (100 mm (4"dia) 136.00| PiRft 1088
125 mm (5"dia) 185.00| P/Rft 0
- 150 mm (6"dia) 259.00| PIRft
4 Supplying and fixing in position brass bib cocks 3/4" dia standard
2| nattern S.1.No. 1 P.Ne. 16 852 | No 898
5 Providing and fixing baal vaive (with unscldered copper ball ) made to
2|8BS 1212 (5. No. 6 P.No. 18 Il 34" dia 29084 | No 562
6 Providing and fixing electric motor 1/2" horse power ifc pumping set
1 |made 1 H.P ete. 14201 No 14201
7 Providing insialling hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 |a}. Filter + Boaring 77.00( PRt 4620
1 |b) Hand Machine 4,500| Each 4500
8 Providing Laying UPVC pipes of Class "D" fixing in trench i/c cutting,
fitting and jointing with solvent cement i/c testing with water to a head
of 122 meter or 400 i, S.I. No. 6 F.No. 24 PH.D
20 |13 mm {1/2" dia} 12.00 PiRft 240
40 |19 mm (3/4" dia} 19.00 PiRft 760
25 mm (1" dia} 27.00 PiRft -
26 mm {1 1/4" dia) 33.00 PiRft
Total ; 36835

Amount Total {CSR)
Part"A"

Part "B"

% Above / Below

% Above / Below

CONTRACTCR

Total Amount

Total Amount

Total "A+B"




NAME OF WORK:- REHABLITATION OF POLLI

BILL OF QUANTITY

GPS Panah Shujrah

NG STATIONS OF DISTRICT SHIKARPUR

S.N
O

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

A

PART-A (CIVIL WORK)

158

Excavation in foundation of building bridges & other struciure with
excavated lead upto one chain and lift upto S'feet In ordinary Soil.
{S.1.No:18(b}-Pi14)

3176.25

%0ct

501.85

44

Cemeni Concrete brick or stone baliast 11/2" to 2" guage Ratic 1:5:10.
(S.L.No:4@-P/21}

8694.95

%.Cit

3,825.78

194

Pacca brick work in Foundation and plinth in cement sand morfor 1.5
(S.I.No:4-P/20}

11948.36

%.5ft

23,179.82

25

Poroviding Hard Murrum poderly fine base dressing watering leveling &
compecting etc complete.

1834.75

%.Sft

458.69

Reinforced cement concrete work insluding all labour and material except
the cost of steal Reinforcement and its labour for bending and binding which
will be paid separately. This rates alsc includes all kind of forms moulds
lifting shuttering curring ratio (1;2:4:)

337

Pcft

5,392.00

46

Filling watering and ramming earth under floor with New Surface excavated
from out side lead upto one chain and lift upto 5' feet.

3630

%o CHt"

166.98

116

Pacca brick work in ground floor with {1:6) ratio in cement sand
mortar {S.I.NC:5 e P.NO:21}

12674.36

% Cit:

14,702.26

0.65

Supplying and Fixing Tears at Site

3575

P.Cwt:

232375

0.65

Erection roffed steel beams or old rails in roofs etc erection and fixing in
position.(S..NC.6 . P.NC.91)

186.34

P.Cwt:

12112

42.08

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over /2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer ¢f 12° x 6"x2" tiles laid in 1:6
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing ete, (S| NO 2 P NO.33)

7607.25

% Sft:

3,201.13

1

42

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
{S.NC.38.P.NO.38)

10.7

P. Sft

448.40

12

17

PIF G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ilc welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratic 1.6 and
repairing repairing the jambs, The cost alse ic all carriage, tools and plants
used in making and fixing.($,1.NQ.29.P.NO.83)

228.9

P.cft:

3.891.30

13

P{F G.| frame / Choukais of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| shest iic welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and
repairing repairing the jambs, The cost also ifc all carriage, tools and plants
used in making and fixing.(S.LNO,28 P NO,93}

240.5

P.RIt:

4,329.00

Supplying & Fixing in position Iron/ steel grill of 3/4 x 174" size flat iron of
approved design including: painying 3 coals etc complete (weight not to be
less than 3.7 Lbs/ sq feet of finishing crill (S | No:. 26 P Ng:93)

180.5

P.5it

902.50

503

Cement plaster {1:6) ratio upfo 20' height 1/2" thick.(S..NO:13,P.NO:52),

2206.6

%St

11,099.20

503

Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick,

2197.52

%St

11,053.53

28

Providing and laying 1" thick Topping cement concrete (1:2:4} including
surface finishing and panels {S.| NO 16 P.NO 42)

4411.82

%St

1,235.31

15

Providing and laying 1" thick Topping cement concrete {1:2:4) including
surface finishing and panels (S. NO 16 P.NO 42)

32755

%Sft

491.33

19

14

First class deodar wood wrought joinary in doors and windows etc fixed in
position ifc chewkats hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with hooks, etc. Decdar panelled or panelled and glazed,
or fully glazed (0} 1-3/4" (8.1 No:7 P. No: 88)

851

P.Sft

11,914.00

20

50

White washing Three Coals (S.1.NO:26,P.NO:54}

829.85

% Sit

414.98

21

365

Colour washing Two Coats {S.1.NO:25,P.NO:54)

859.9

% Sft

3,138.64

22

70

Painting to doors and windows any type Three Coals (SINO4( C
).P.NO:68)

2116.44

% Sfl

1,481.49

23

16

Painting Guard bars, gates iron bars, grating ,railings including standard
braces etc) and Similar open work (S.I.NO:4{ d}P.NO:65} (Three Coats).

1270.83

% Sft

203.33

24

0.714

Fabrication cf Tar steel reinforcament for cement concrate including cutting
bending and laying in position making joints and fastening including the cost
of binding wire also includes removal of rust from bars. (S.1.No:8(b)-P/16)

5001.7

P.Cwt

3571.21

TOTAL

108,048




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

SON QNTY DESCRIPTICN RATE UNIT AMOUNT
1 B. WC pan of not fess than 19" clear opening between flusing rims
and 3 gallons flushing tank with 4* dia Cl trap and Cl thumble. 480260| Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 [with access doors rubber washer 1/8" thick and builts and nufs and 27060 | Each 271
extra painting to match the celour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench i/c cutting,
fiting and jointing with sclvent cement i/c testing with water to & head
of 61 meter or 200 ft. S.1No. 2 P.No. 23 PH.D
- |80 mm (3"dia) 90.00 | P/Rft 0
91100 mm {4"dia) 136.00 | P/Rft 1224
- 1125 mm {5"dia) 185.00 | P/Rft 0
- 1150 mm {8"dia) 259.00 [ P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuis bolts and fixing in
100 plateform of cement .concrete 1:3:6 an.d making connection for in-let 8795 Per 8795
out-let and over flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine ifc bearing with wooden sheo
and C.C plate form:.
60 {a). Filter + Boaring 77001 PRIt 4520
1 {b) Hand Machine 4,500 | Each 4500
6 Providing Gt pipes specials and clamps elc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to match
- |i). 1/2" dia pipe 73.21 P/RR -
- ). 3/4" dia pipe 95.79 P/Rf -
10 [ii). 1" dia pipe 128 55 PIRfi 1286
- ii). 1-1/4" dia pipe 153.19 P/Rft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cuiting,
fiting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 P.H.D
1513 mm {1/2" dia) 12.00 PiRft 180
25119 mm {3/4" dia) 19.00 P/Rft 475
- |25 mm (1" dia) 27.00 PiRft
26 mm (1 1/4" dia) 33.00 PIRft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1 pattern S.I.No, 1 P.No. 16 348.92 No 349
9 Providing and fixing baal valve (with unsoldered copper ball } made to
" |BBS 1212 (S..No. 6 P.No. 16 Il 314" dia 26084 | No 291
10 1 Providing and fixing electric motor 1/2" horse power ifc pumping set 14201 No 14201
made 1 H.P etc.
Totat : 40994

Amount Tetal (CSR)
Part "A"

Part "B"

% Above / Below ____

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Qadir Bux Pahore

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

215

Excavation in foundation of building bridges & other structure with excavated
lead upio one chain and lift uplo 5'feet. In ordinary Soit. {S.1.No:18(b)-P/14)

3176.25

%0cft

686.07

64

Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
(S.I.No:4@-P/21}

8694.95

%.CH

5564.768

n

Pacca brick work in Foundation and plinth in cement sand morior 1:6
(8.1.No:4-P/20)

11848.36

%. St

32380.0556

44

Poroviding Hard Murrum poderly fine base dressing watering leveling &

1834.75

%St

807.29

16

Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour fer bending and binding which
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring ratio {1:2:4:)

337

Pcft

5392

0.714

Fabrication of Tar steel reinforcement for cement concrete including cutiing
bending and laying in position making joints and fastening including the cost
of binding wire also Includes removal of rust from bars. (8..No:8{b})-P/16)

5017

P.Cwi

3571.2138

92

Filling watering and ramming earth under floor with New Surface excavated
from out side lead upto one chain and lift upto 5' feet.

3630

Yoo CftY

333.96

204

Pacca brick work in ground floor with (1:8) ratio in cement sand
mortar.(S..NO:5 e,P.NO:21}

12674.36

% Cft:

258556944

13

Supplying and Fixing Tears at Site

3575

P.Cwt;

4647.5

10

+3

Erection rolled steei beams or old rails in roofs etc erection and fixing in
position.(S.LNO.6 . P.NO.91})

186,34

P.Cwt:

242,242

1

80

Second class ties rocfing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided cver one layer of 12" x 6'x2" tiles laid in 1:6
cement mortar including 1:2 cement pointing under neath of tiles complete
including guring ete. (SLNQ.2 P.NC.33)

7607.25

% Sft:

6085.8

80

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
{(S.NO.38.P.NO.38}

107

p. St

856

32

PIF G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet iic welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand sturry of ratio 1:€ and repairing
repairing the jambs, The cost alsc ifc all carriage, foals and plants used in
making and fixing (S.L.N0.29.P.NO S

2289

P.cft:

7324.8

24

PIF G.I frame { Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ilc welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratic 1:6 and repairing
repairing the jambs, The cost also i/ all carriage, tools and plants used in
making and fixing (S LNO,28 P.NQ.93}

2405

P Rft:

5772

15

Supplying & Fixing in position lron/ steel grili of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats etc complete (weight not to be
tess than 3.7 Lbs/ sg feet of finishing grill (5.1 No:.26 P.No:83)

180.5

P.Sit

2165

16

112

Cement plaster (1:6) ratio upfo 20' height 1/2" thick.(S.|.NO:13,P.NQ:52).

2206.6

%St

2471.392

17

804

Cement plaster 1:4 upto 20' {t; height ground floor 3/8" thick.

2197.52

%St

17668.0608

18

55

Cement Concrete Plain compacting finishing curring etc and washing
aggregate without shuttering (3.1.N¢:5-P/15)

14429.25

%.cft

7936.0875

18

Providing and laying 1" thick Topping cement concrete (1:2:4) including
surface finishing and panels {S.| NO 16 P.NO 42}

32755

%St

589.58

20

27.08

First class deodar wood wrought joinary in doors and windows etc fixed in
position i/c chowkats hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with hooks, efc. Deodar panefled or panelled and glazed,
or fully olazed {b) 1-3/4" (S.I No;7 P No: 58)

851

P.Sit

23045.08

2

70

Painting to deors and windows any type Three Coats (SINO#4( C
J,P.NC:68)

2116.41

% Sft

1481.487

22

33

Painting Guard bars, gates iron bars, grating railings including standard
braces etc) and similar open work {S.LNO:4( d).P.NC:69) (Three Coats).

1270.83

% Sft

4193739

TOTAL

155,296




Amount Total

(CSR)

Part"A" % Above / Below
Part "B" % Above / Below __
CONTRACTOR

Total "A+B"

Total Amount

Total Amount

WATER SUPPLY & SANITARY WORK
PART-B : PLUMBING WORKS
¥
SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 8. WC pan of net less than 19" clear cpening between flusing fims and
3 galions flushing tank with 4" dia Cl trap and Cl thumbie. 480260| Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builis and nuts and 27060 | Each 271
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutfing,
fitting and jointing with sclvent cement ifc testing with water to a head
of 81 meter or 200 ft. S.L.Nc. 2 P.No. 23 PH.D
- 180 mm {3"dia} 90.00 | P/RAt 0
9 {100 mm (4"dia) 136.00 | P/RH 1224
- [125 mm (5"dia) 185.00 | P/Rit 0
- [150 mm {&"dia) 269.00 | P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified i'c cost of nuts bolts and fixing in
100 plateform of cementlconcrete 1:3:6 an_d making connection for in-lef 87.95 Fer 8795
out-let and over flow in-let out-let flow pipes Gallen
5 Providing installing hand pump maghine ifc boaring with wooden shec
and C.C plate form.
80 |a). Filter + Boaring 77.00| P/Rit 4620
14k} Hand Machine 4,500 | Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good elc painting two coats after cleaning the pipe efc
with white zink paint with pigment to match t
- |i}. 142" dia pipe 73.21 P/Rft -
- |ii). 3/4" dia pipe 95.79 P/Rft -
10 [ii). 1" dia pipe 128.55 P/Rft 1286
ii). 1-1/4" dia pipe 153.19 PiRft
7 Providing Laying UPVG pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.. No. 6 P.No. 24 PR.D
15 (13 mm (1/2" dia) 12.00 PiRft 180
2519 mm (3/4" dia) 18.00 PRt 475
- [25 mm (1" dia) 27.00 P/Rit
26 mm {1 1/4" dig) 33.00 P/Rt
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
L pattern S.1.No. 1 P.No. 16 892 No 349
8 Providing and fixing baal valve {with unsoiderad copper ball ) made to
|B3S 1212 (S.1.No. 6 P.No. 18 Il 314" dia 20084 | No 1
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
lmade 1 H.P elc. 14201 No 14201
Total : 40994




BIDDING DATA

1

(This section should be filled in by the Engineer/Procuring Agency before issuance of
the Bidding Documents).

(a). Name of Procuring Agency:- Executive Engineer (Education Works)
Division Shikarpur,

b). Brief Description of Works:- REHABLITATION OF POLLING STATIONS OF
DISTRICT SHIKARPUR REHABLITATION OF WASH
ROOMS & SANITARY WORKS
(PACKAGE NO:11)
GPS Piyaro Jatoi, GPS Fareed Jatoi, GPS Badar
Badani, GPS Shah lbrahim, GPS Haji Misri.

(c).Procuring Agency’s address:-Executive Engineer (Education Works) Division Shikarpur
Near GBHS No.ll Shikarpur.

(d). Estimated Cost:-_0.800 ( Millions).

(e). Amount of Bid Security:- 5% (Fill in lump sum
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 90 Days (Not more than sixty days).

(g9).Security Deposit:-(including bid security):- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :- As Per NiT

(J). Venue, Time, and Date of Bid Opening:- Near GBHS |l (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 1 Month
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost per
day of delay, but total not exceeding 10%).

(m). Deposit Receipt No: Date: Amount:Rs:

Bank

(n) D.R.NO: DATED:- . Amount f1000 /~(Rupees: One Thousand only).
(0). Tender issued to Mr. / M/s L _Govt: Contractor.

| k /
._M\‘}

ECUTIVE ENGINEER
E ATION WORKS DIVISION
SHIKARPUR




N

BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Piyaro Jatoi

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

)
~ |3lO 5

216

Excavation in foundation of building bridges & other structure with excavated
lead upto one chain and ift upto 5'eet. In ordinary Soil. {S.1.No:18(b)-Pi14)

3176.25

%0cft

686.07

64

Cement Concrete brick or stone ballast 11/2" 1o 2" guage Ratio 1:5:10.
(S.1.N0o:4Q-P/21)

8694.95

%.Cft

5564.768

271

Pacca brick work in Foundation and plinth in cemen{ sand morior 1:6
{8.\.Ng;:4-P/20)

11948.36

%.5it

32380.0556

44

Poroviding Hard Murrum podetly fine base dressing watering leveling &

1834.75

%.5ft

807.29

Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rales also includes all kind of forms moulds
lifting shuttering curring ratio (1.2:4:)

0.714

37

Pcft

5392

Fabrication of Tar stee! reinforcement for cement concrete including cutting
bending and laying in position making joints and fastening including the cost
of binding wire als¢ includes removal of rust from bars. (S.1.N¢:8(b)-P/16)

5001.7

P.Cwt

3571.2138

92

Filling watering and ramming earth under floor with New Surface excavated
from out side lead upto one chain and lift upto 5' feet.

3630

%o Cft"

333.96

204

Patca brick work in ground floor with (1:8) ratic in cement sand
moriar.{S..NO:5 e P.NG:21}

12674.36

% CHt;

258556544

1.3

Supplying and Fixing Tears at Site

3575

P.Cwt:

4647.5

13

Erection rolled steel beams or old rails in roofs etc erection and fixing in
position.(S.1.NO.6 . P.NO.S1)

186.34

F.Cwt

242.242

80

Sevond class fites roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. ¢f hot bitumen
coating sana blinded, provided over one layer of 12" x 6"x2" tiles laid in 1.6
cement mortar including 1:2 cament pointing under neath of files compiete
including curina etg, (S INO.2 P.NQ 33}

7607.25

% Sft:

6085.8

12

80

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
{5.ND.38.P.NC .38}

10.7

P. Sft:

856

13

32

PIF G.! frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet i/c welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand siurry of ratio 1:6 and repairing
repairing the jambs, The cost also iic alt carriage, tools and plants used in
making and fixing.(3,1NC.29.P NO.93)

2289

P.cft:

73248

24

PIF G| frame ! Choukats of size 7* x 2" or 4 172" x3' for windows using 20
guage G.| sheet iic welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost aisc iic all carriage, tools ang plants used in
making and fixing {S, LNC 28 P NO 931

2405

P Rit:

5772

12

Supplying & Fixing in position {ron/ stee! grill of 3/4 x 114" size flat iron of
approved design including: painying 3 coats etc complete (weight not to be
less than 3.7 Lbs/ sq feet of finishing grill (S.1 Mo: 26 P.Nc:83)

112

180.5

P.sft

2166

Cement plaster (1:8) ratic upto 20" height 1/2" thick {S..NO:13,P.NO:52).

22066

%St

2471.392

804

Cement plaster 1:4 upto 20' ftt height ground floor 3/8" thick.

2197.52

%SH

17668.0608

55

Cement Concrete Plain compacting finishing curring etc and washing
aggregate without shuttering (S.1.No:5-P/15)

14428.25

%.cft

7936.0875

Providing and laying 1" thick Topping cement concrete (1:2:4) inciuding
surface finishing and panels {S.| NO 16 P.NO 42}

32755

%Sft

589.58

20

27.08

First class deodar wood wrought joinary in doors and windows etc fixed in
position ifc chowkats hold fasts hinges, iron towers bolis,chocks cleats
handles and cords with hacks, efc. Deodar panelled or panelled and glazed,
o fully glazed (b) 1-3/4" (S.1 No:7 P. No: 581

851

P.Sf

23045.08

21

70

Painting to doors and windows any type Three Coats (S.LNO:4( C
P.NO:68}

2118.41

% Sft

1481.487

22

33

Painting Guard bars, gates iren bars, grating railings including standard

braces ets) and similar open work (8.1.NO:4( d).P NO:6S} (Three Coats).

1270.83

% Sit

419,3739

TOTAL

155,296




WATER SUPPLY & SANITARY WORK

PART-B : PLUMEING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 gallons fiushing tank with 4" dia Ci trap and Cl thumble. 480260 Each 4,803
1
Z Providing and fixing 4"x4"x4" diz C.| branch of the required degree
1 |with access docrs rubber washer 1/8" thick and builts and nuts and 27060 ; Each 271
exira painting to match the colour of the buiiding.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.I.Ne. 2 P.No. 2P H.D
- (80 mm (3"dia) 90.00( PIRft 0
9100 mm (4"dia} 136.001 PIRit 1224
- |125 mm (5"dia) 185.00 | P/Rft 0
- |150 mm (6"dia) 259.00 | PiRft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 plateform of cement‘cencrete 1.3:6 aqd making cennection for in-let 87.95 Per 8745
out-let and over flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine i'c boaring with wocden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00| PIRft 4620
1 {h) Hand Machine 4,500 Each 4500
B Providing G! pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe elc
with white zink paint with pigment to match t
- |I}. 1/2" dia pipe 73.21 PIRf -
- |ii). 3/4" dia pipe 85.79 PIRit
101ii). 1" dia pipe 128.55 PiRf 1286
- [ii). 1-1/4" dia pipe 153.19 PIRft
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutling,
fitting and jointing with solvent cement i/c testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.Ne. 24 PH.D
1513 mm (172" dia} 1200 PIRft 180
25119 mm (374" dia) 19.00 PiRit 475
- |25 mm (1" dia} 27.00 P/Rit -
25 mm (% 1/4" dia) 33.00 P/Rft
8 Supplying and fixing in position brass bib cocks 34" dia standard
Tloattern S LNe. 1 P.No. 16 34892 | No 349
9 Providing and fixing baal valve (with unsoldered copper ball ) made to
11883 1212 (8.1 No. 6 P.No. 18 it 3/4" dia 29084 | Mo 291
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
1| made 1 H.P etc. 14201 No 14201
Total : 40994

Amount Total (CSR)

Part "A"

Part "B"

% Above / Below

% Above / Below __ __

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Fareed Jatoi

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

216

Excavation in foundation of building bridges & other structure with excavated
lead upto one chain and lift upio 5'feet. In ordinary Soil. (S.1.No:18(b}-P/14)

317625

%0cft

686.07

64

Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
{S..No:4€-P/21)

8694.95

%.Cft

5564.768

2n

Pacca brick work in Foundation and plinth in cement sand morter 1:6
{S.1.Np:4-Pi20}

11948.36

%.5it

32360.0556

44

Paroviding Hard Murrum poderly fine base dressing watering leveling &

1834.75

%.Sit

807.29

16

Reinforced cement concrete work including a't labour and material except
the cost of steel Reinforgement and its labour for bending and kinding which
will be paid separately. This rates a'so includes all kind of forms moulds
lifting shuttering curring ratio (1:2:4:)

0.714

337

Paft

5392

Fabrication of Tar steel reinforcement for cement concrete including cutting
bending and laying in position making joints and fastening including the cost
of binding wire also includes removal of rust from bars. (5.1 No:8(b}-P/16)

5001.7

P.Cwt

3571.2138

92

Filling watering and ramming earth under floor with New Sutface excavated
from out side lead upto one chain and lift upto 5' feet.

3630

%0 Cft'

333.96

204

Pacca brick work in ground floor with (1:6) ratic in cement sand
mortar.{S.|NO:5 e P.NO:21}

12674.36

% Cit:

25855.6944

13

Supplying and Fixing Tears at Site

3575

P.Cwt:

4647.5

10

1.3

Erection rolled steel beams or old rails in roofs etc erection and fixing in
position.($..NO.6 . P.NO.91)

186.34

P.Cwt:

242242

1

80

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs, of hot bitumen
coating sand blinded, provided over one layer of 12" x 6"x2" files laid in 1:6
cement mortar including 1:2 cement pointing under neath of tiles complete

including curing efe, (§.LNO.2 P NQ 33)

12

a0

7607.25

% Sft:

6085.8

Providing and laying single per iayer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
{S.NO.38 P.NO 38}

10.7

P. 8ft;

856

13

32

PF G.l frame ! Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
necessary held fasts, filling with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also ifc all carriage, tools and pfants used in
making and fixing {$ | NC.29,8 NG 93

228.9

P.cft:

73248

24

P/F G.t frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
necessary held fasts, filling with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost alsc if¢ all carriage, fools and plants used in
making and fixing.($.[NO,28,P NG 931

240.5

P Rft;

5772

12

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat Iron of
approved design including: painying 3 coats etc complete (weight not to be
less than 3.7 Lbs/ sg feet of finishina grit! {S.1 No:.26 P.No:93)

16

112

180.5

P.Sft

2166

Cement plaster (1:6) ratic upto 20" height 1/2" thick {S.L.NO:13,P.NO:52).

22066

%St

2471.392

17

804

Cement plaster 1:4 upto 20' ft; height ground floer 3/8" thick,

2197.52

%St

17668.0608

55

Cement Concrete Plain compacting finishing curring etc and washing
agaregate without shuttering (S.1.No:5-P/15)

14429.25

%.cft

7936.0875

19

Praviding and laying 1" thick Tepping cement concrete {1:2:4} including
surface finishing and panels (S.! NO 16 P.NQ 42)

3275.5

%St

589.5¢

20

27.08

First class deodar wood wrought joinary in doors and windows etc fixed in
position ilc chowkats hold fasts hinges, iron fowers bolis,chocks cleats
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully alazed (b} 1-3/4" (S| No:7 P. No: 58}

851

P.Si

23045.08

2

70

Painting to doors and windows any type Three Coats (SINO:4( C
),P.NO:68)

2116.41

% Sft

1481.487

22

33

Painting Guard bars, gates iron bars, grating ,railings including standard
braces etc) and similar open work (8. NC:4( d).P NO:68} (Three Coats).

1270.83

% St

419.3739

TOTAL

155,296




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of net less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and C| thumble. 4802.80( Eagh 4,803
1
2 Providing and fixing 4"x4'x4" dia C.} branch of the required degree
1|with access doors rubber washer 1/8" thick and builts and nuts and 270,60 [ Each M
extra painting to maich the colour of the building.
3 Providing Laying UPYC pipes of Class "B" fixing in trench i’c cutfing,
fitting and jointing with solvent cement i/c testing with water to a head
of 61 meter or 200 ft. S.I.Ne. 2P.No. 22 P.HD
- |80 mm (3"dia) 90.00 P/RAt 0
91100 mm (4"dia} 136.00| PIRit 1224
- |125 mm (5"dia) 185.00 | P/Rft 0
- [150 mm {B"dia) 259.00 | P/RA
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 plateform of cement.concrele 1:3:6 aqd making connection for in-let 87.95 Per 8755
out-lel and over flow in-let out-let flow pipes Gallon
5 Providing Installing hand pump machine i‘c boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00| PRt 4620
1 (b) Hand Machine 4,500 Each 4500
6 Providing Gi pipes specials and clamps efc including fixing cutting and
fitlings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe efc
with white zink paint with pigment to match {
- [i}. 1/2" dia pipe 73.21 P/Rft
- [ii). 3/4" dia pipe 95.79 PiRft -
10 {ii}. 1" dia pipe 128.85 PiRft 1286
ii). 1-1/4" dia pipe 153.19 PIRft
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jcinting with solvent cement ifc testing with water to a head
of 122 meter cr 400 ft. S.1. No. 6 P.No. 24 PH.D
15|13 mm (1/2" dia) 12.00 PiRft 180
25|19 mm (3/4" dia) 18.00 P/Rft 475
- |25 mm (1" dia) 27.00 P/Rit
26 mm (1 1/4" dia) 33.00 P/Rft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1 pattern S..No. 1 P.No. 16 348.92 No 8
9 Providing and fixing baal valve {with unscldered copper ball ) made to 291
11835 1212 (3.1No. & P.No. 18 11 344" dia 29084 | No
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
T made 1 HP etc. 14201 No 14201
Total : 40994

Amount Total {(CSR)

Part "A"

Part "B"

% Above / Below _ Total Amount
% Above / Below Total Amount
Total "A+B"

CONTRACTOR




. BILL OF QUANTITY
NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

- GPS Badar Badani
SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & cother structure with
1 158  ‘excavated iead upto one chain and Tift upio 5'feel In ordinary Soil| 317625 %0cft 501.85
{S.I.No:18(b}-P/14)
Cement Concrete brick or stone ballast 11/2" to 2" guage Ratic 1:5:10. o
2 a4 (5. NO40-PI21} 8604.95 %.Cit 382578
3 194 ?Satlzcr\z!aoili;lfz (‘;;ork in Foundation and plinth in cement sand mortor 1:6 11948.36 9% Sft 23.179.82
4 25 Porowdir.]g Hard Murrum poderly fine base dressing watering leveling & 183475 % Sit 458,69
] compacting et complete,
Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which 297 Peft 599200
° 16 will be paid separately. This rates alsc includes ali kind of forms moulds T
lifting shuttering curring ratio {1,2:4:}
Filling watering and ramming earth under floor with New Surface excavated o . 1
i 4 from out side leac uptc one chain and (ift upto 5' feet, 3630 Yoo Cit 66.98
Pacca brick work in ground floor with (1:8) ratio in cement sand o
! 16 martar.(S.).NO:5 & P.NO:21) 1267435 | % Cht 14,702.28
8 0.65  [Supplying and Fixing Tears at Site 3575 P.Cwt: 232375
9 065 Erection rolled steel beams or old rails in roofs etc erection and fixing in 185.34 P.Cut: 12112

position.(8..NC.6 . P.NC.91}

Second class files roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1;6 with 34 Lbs, of hot bitumen
10 | 42.08 |coating sand blinded, provided over one layer of 12" x 6"x2" tiles laid in 1:6] 7607.25 | % Sit: 3,201.13
cement mortar including 1:2 cement pointing under neath of tiles complete
includitig curing ete. {S1NO.2 PNQ 33}

Praviding and laying sing'e per layer of pelythena sheet 0.13 mm thick for
" 42 |water profing as per specification and instructions of Enginesr incharge. 107 P. Sit: 449.40
[S.NC.38.P.NO.38)

P/F G.I frame / Choukats of size 7* x 2" or 4 1/2" x3' for deors using 20

guage G.| sheet ilc welded hings and and fixing and fixing at site with

12 17 |necessary hold fasts, filing with cement sand shurry of ratio 1:5 and| 228.9 P.cft: 3,891.30

repairing repairing the jambs, The cost alsa ifc all carriage, tools and plants
in making and fixing (3.1 NG 29.P NG 03}

PiF G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet i/c welded hings and and fixing and fixing at site with
13 18 [necessary hold fasts, filing with cement sand slurry of ratio 1.6 and| 2405 P.Rit: 4,329.00
repairing repairing the jambs, The cost also ifc all carriage, teols and plants
used in making and fixina (SLNO28 PNO I3

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron of
l 14 5 approved design including: painying 3 coats etc compiete (weight not to be|  180.5 P.Sft 902.50
less than 3.7 Lbs/ sq feet of finishing grill (S.! No:.26 P.Ng:93)
15 503 |Cement plaster (1:6) ratio upto 20" height 142" thick (5. NO:13,P .NO:52), 2208.6 %5ft 11,098.20
16 503 |Cement plaster 1:4 upto 20" ft: height ground floor 3/8" thick. 2197.52 %St 11,053.53

Providing and laying 1" thick Topping cament concrete (1:2:4) including

i 2 surface finishing and panels (S.| NO 16 P.NO 42)

4411.82 %St 1,235.31

Providing and laying 1" thick Topping cement concrete {1:2:4) including

8 5 surface finishing and pane's (S1NQ 16 F.NQ 42)

32755 %St 491.33

First class decdar wood wrought joinary in doors and windows etc fixed in
19 14 position i/c chowkats hold fasts hinges, iron towers bolls,chocks cleats 851 P.Sit

11,914.00
handles and cords with hooks, etc. Deodar panelled cr panelled and glazed,
or fully glazed (b} 1-3/4" (8.1 Ng:7 P, No: 58)
20 50 White washing Three Coats (5.1.NO:26,P . NO:54) 820.85 % Sit 41498
2 365 [Colour washing Twe Coats {S.1.NO:25 P.NO:54) 858.9 % Sft 3,138.64
92 70 Painting to doors and windews any type Three Coats (S..NO4( C 2116.41 % Sit 148148
),P.NQ:68)
93 16 Painting Guard bars, gates iron bars, grating ,railings including standard 197083 % S 20323

braces etc) and similar open work {S.1.NO:4( d).P.NC:6S} (Three Coats).

Fabrication of Tar sleel reinforcement for cement concrete including cutting
24 0.714  |bending and Yaying in positicn making joints and fastening including the cost|  5001.7 P.Cwt 3571.21
of binding wire alsc includes removal of rust from bars. {S.1 No:8{b)-P/16)

TOTAL 108,049




WATER SUPPLY & SANITARY WORK

CONTRACTOR

. PART-B :PLUMBING WORKS
‘56'_" QNTY DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 18" clear opening between fiusing rims
and 3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 4802.80 | Each 4803
1
2 Providing and fixing 4'x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270.60| Each M
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S..No. 2 P.No. 23 P.H.D
- 180 mm (3"dia) 90.00| P/Rft 0
g [100 mm (4" dia} 136.00 [ P/Rft 1224
- 1125 mm (5"dia) 185.00 | P/Rft 0
- 1150 mm {&"dia) 259.00 | P/R#t
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 [Plateform of cementlconcrete 1:3:6 anld making connection for in-let| g ge Per 8795
out-let and over flow in-let out-let flow pipes Gallen
5 Providing installing hand pump machine ilc boaring with wooden sheo
and C.C plate form,
60 |a). Fitter + Boaring 7700 P/Rft 4820
1 |b) Hand Machine 4,500| Each 4500
6 Providing G pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after ¢leaning the pipe etc
with white zink paint with pigment to match
- i), 1/2" dia pipe 73.21 PIRft
- [ii). 34" dia pipe 85.79 P/Rft
10 [ii). 1" dia pipe 128.65 PiRft 1286
- i}, 1-1/4" dia pipe 153.19 P/Rft -
7 Providing Laying UPVC pipes of Class “D" fixing in trench ifc cuiting,
fitting and jcinting with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.1. No. 8 P.No. 24 PH.D
15 {13 mm (1/2" dig) 12.00 PiRft 180
25119 mm (3/4" dia} 19.00 PiRit 475
- |25 mm {1" dia} 27.00 PIRit
26 mm {1 1/4" dia) 33.00 P/Rfi
8 Supplying an¢ fixing in position brass bib cocks 3/4" dia standard
1 pattern S.1.No. 1 P.No. 16 36.92 No 349
9 Providing and fixing baal valve (with unsoldered copper ball ) made to
118BS 1212 (S.1No. 6 P.No. 18 1 314" dia 29084 | No 291
10 Froviding and fixing electric motor 1/2" horse power ifc pumping sel
made 1 H.P efc. 14201 No 14201
Total : 40994
Amount Total (CSR)
Part"A" % Above /Below ___ Total Amount
Part "B" % Above /Below Total Amount
Total "A+B"




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Shah ibrahim
SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with excavated o
! 218 lead uptc one chain and fift uptc 5'feet. In ordinary Soil. {S.1.No:15(b)-P/14) 3176.25 HOctt 686.07
Cement Concrete brick or stone ballast 11/2" to 2* guage Ratio 1:5:10.
4 4 %.Cit 64.768
2] % |sinodern Bo0485 | G 5
3 971 Pacca brick work in Foundation and plinth in cement sand morior 1:6 11948.38 o Sit 32380.0556
(5.1.No:4-P/20)
4 44 Poroviding Hard Murrum poderly fine base dressing watering leveling & 1834.75 % St 807.29
Reinforced cement concrete work including all labour and material except
5 15 th‘e ost of_ steel Reinforcem_ent and its Iapour for bendir?g and binding which 337 Peft 5352
will be paid separalely. This rates also includes all kind of forms moulds
litting shuttering curring ratic (1:2:4:3
Fabrication of Tar steel reinforcement for cement concrefe including cutting
6 0.714 ibending and laying in position making joints and fastening including the cost| ~ 5001.7 P.Cwt 3571.2138
of binding wire also includes removal of rust from bars. {S.1.No:8{b)-P/16)
7 92 Filling wat.enng and ramming ee_anh unqer floor :mth New Surface excavated 3630 %0 Cft" 133.65
from out side lead upto one chain and lift upio 5' feet
Pacca brick work in ground floor with (1:8) ratio in cement sand .
4 . % Cft: 6944
8 20 moriar (S..NO:S e PNG:21) 12674.36 % Cit 25855
9 13 Supplying and Fixing Tears at Site 3575 P.Cwt 46475
Erecticn rolled steel beams or old rails in roofs etc erection and fixing in
10 1.3 186. P.Cwt: 242,
position.(S.LNO.6 . P.NC 91} 34 ¢ 2
Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 172" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
11 80  |coating sand blinded, provided over one layer of 12" x 6'x2" tiles laid in 1:6| 7607.25 | % Sft 6085.8
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing et (S INQ.2 P NO .33
Previding and laying single per layer of polythene sheet 0.13 mm thick for
12 80 fwater profing as per specification and instructions of Engineer incharge. 107 P. Sit: 856
{S.NC.38.P.NO.38)
PF G.| frame { Choukats of size 7" x 2" or 4 12" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
13 32 [necessary held fasts, filling with cement sand slurry of ratio 1:6 and repairing| 22889 P.cft: 7324.8
repairing the jambs, The cost also ifc all carriage, tools and plants used in
kirig and fixing,{S.I.NQ 29 PN G3}
PiF G.| frame { Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ic welded hings and and fixing and fixing at site with
14 24 [necessary held fasts, filling with cement sand slurry of ratio 1:6 and repairing| ~ 240.5 P.Rft: 5772
repairing the jambs, The cost alse fi¢ all carriage, tools and plants used in
i ina {S.INO.28 P NG S3)
Supplying & Fixing in position Iron/ steel grill of 374 x 174" size flat iron of
15 12 |approved design including: painying 3 coats etc complete (weight not to be|  180.5 P.Sft 2166
less than 3.7 Lbs/ sq feet of finishing grill (S.| No:.28 P.No:93)
16 112 |Cement plaster (1:6) ratio upto 20" height 1/2" thick.{S.|.NO:13,P.NO:52). 2206.6 %St 2471.392
17 804 |Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick. 2197.52 %St 17668.0608
18 55 Cement Copcrete Plain_ compacting finishing curring etc and washing 14429 25 o ot 2636 0875
aggreqgate without shuttering {S.|.No:5-P/15)
Providing and laying 1" thick Tcpping cement concrete (1:2:4) including 197 o5 5865
19 "8 |surface finishing and panels (S NO 16 P-NG 42} > 0 '
First class deodar wood wrought joinary in doors and windows elc fixed in
30 27,08 positicn ifc chowka?s hold fasts hinges, iron towers bolts,chocks cleats 851 P.Sh 93045.08
handies and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully glazed {b) 1-3/4" {S.1 No:7 P. No; 58)
2 70 Painting to doors and windows any type Three Coals (SINO#4( C 2116.41 o St 1481487
1P NO:ES)
Painfing Guard bars, gates iron bars, grating railings including siandard 197 9% St 419.3735
2 3 braces eic} and similar open work (S..NC:4{ d).P.NO:69) (Three Coats). 0.83 ° '
TOTAL 155,296




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

Sc')'f' QNTY DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between fiusing rims and
3 gallons flushing tank with 4" dia Cl trap and C/ thumble. 480260/ Each 4,803
1
2 Providing and fixing 4'x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 27060 Each 271
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water ta a head
of 61 meter or 200 ft. S..No. 2 P.No. 23 P.HD
- |80 mm (3'dia} 90.00| PRt 0
91100 mm (4dia) 136.00 | PIRft 1224
- [125 mm {5"dia) 185.00 [ P/Rft 0
- |50 mm (6"dia} 268.00| P/Rft
4 Supplyging and fixing fitre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts belts and fixing in
1ng jPlateform of cement.concrete 1:386 ar?d making connection for in-let] g7 gg Per 8795
out-let and over flow in-let out-let flow pipes Gallon
5 Providing instaling hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 (a). Filier + Boaring 77.00| PiRft 4620
1 |b) Hand Machine 45001 Each 4500
G Providing Gl pipes specials and clamps efc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good efc painting two coats after cleaning the pipe etc
with white zink paint with pigment to match t
- |iy. 172" dia pipe 73.21 PiRft
- |ii). 3/4" dia pipe 95.79 PIR#
10 Jii). 1* dia pipe 128.55 P/Rft 1286
- iiy. 1-1/4" dia pipe 153.19 PiRft
7 Providing Laying UFVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 fi. S.I. No. 6 P.No. 24 PH.D
15{13 mm {1/2" dia) 12.00 PiRft 180
2519 mm (3/4" dia) 19,00 PiRM 475
- (25 mm {1" dia) 27.00 PRt
26 mm {1 1/4" dia) 33.00 P/Rft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1 vattern S.1.No. 1 P.No. 16 34892 | No S
9 Providing and fixing baal valve (with unsoldered copper ball } made to
" |BBS 1212 (S..No.  P-No. 18 Il 34" dia 2084 | No 21
10 Providing and fixing electric mator 1/2" horse power ifc pumping set
Timade 1 H.P etc. 14201 No 14201
Total : 40994
Amount Total (CSR}
Part "A" % Above / Below o Total Amount
Part"B" % Above / Below ___ Total Amount

CONTRACTOR

Total "A+B"




BILL OF QUANTITY

[NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS$ Haji Misti

SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with excavated
1 . Y !
! 216 lead upto one chain and lift upto 5'feet. In ordinary Soil. (S.1.N0:18(b)-P{14) 317825 0ct 686.07
Cement Concrete brick or stone ballast 11/2" to 2' guage Ratio 1:5:10.
64 ) %. 4768
2 (S.LNo:46-P/21) 8694.95 %.Cit 556
2 271 Pacca brick work in Foundation and plinth in cement sand mortor 1:6 11948.36 o St 32380.0556
(S.|.No:d-P/20)
4 44 |Poraviding Hard Murrum poderly fine base dressing watering leveling & 1834.75 %. Sit 807.28
Reinforced cement concrete work including a'l labour and material except
the cost of steel Reinforcement and its iabour for bending and binding which
16 337 5392
3 will be paid separately, This rates also includes all kind of forms moulds Pet
lifing shuttering curring ratio (1;2;4:)
Fabrication of Tar steel reinforcement for cement concrete including cutting
8 0.714  |bending and laying in posiion making joints and fastening inciuding the cost{ ~ 5001.7 P.Cwt 3571.2138
of binding wire also includes removal of rust from bars. {S.|.No:8{b)-P/16)
7 92 Filling wat‘enng angd ramming e{—.\rth um_jer floor‘wnh New Surface excavated 630 %o Cff 133.98
from out side lead upto one chain and lift upto 5' feet.
Pacca brick work in ground floor with (1:6) ratio in cement sand .
4 . % Cft: 69
8 20 morar (S.LNO'S e PNO2) 12674.36 % Cit 25855.6944
g9 1.3 1Supplying and Fixing Tears at Site 3575 P.Cwt: 4647.5
Erection rolled steel beams or old rails in roofs etc erection and fixing in
10 13 o 186.34 P.Cwt 242242
position {S.J,NO.6 . P.NO.91} v
Second class tiles roofing consisfing of 4" earth and 1" mud plaster with
Gobyri leeping over 142" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
11 80  lcoating sand blinded, provided over one layer of 12" x 6'x2" tiles laid in 1:6] 7607.25 | % Sft: 6085.8
cement mortar including 1:2 cement pointing under neath ¢f tiles complete
inclydina curing gte. (SLNO.2 P.NQ 33)
Providing and laying single per fayer of polythene sheet 0.13 mm thick for
12 80 |water profing as per specification and instructions of Engineer incharge. 10.7 P.sft: 856
{8.NO.38P NO.38)
P/ G.l frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G| sheet ilc welded hings and and fixing and fixing at site with
13 32 [necessary hold fasts, filling with cement sand slurry of rafio 1:6 and repairing| ~ 228.8 P cft: 7324.8
repairing the jambs, The cost alsc i/c all carriage, fools and plants used in
making and fixing {S.LNOC.29,P NO.93)
PIF G.| frame / Choukats of size 7" x 2" cr 4 1/2" x3' for windows using 20
guage G. sheet ifc weided hings and and fixing and fixing at site with
14 24 Inecessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing| ~ 240.5 P.Rii: o772
repairing the jambs, The cost also ifc all carriage, fools and plants used in
making and fixing [S.L MO, 28, P.NO.93}
Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron of
15 12 |approved design including; painying 3 coals elc complete (weight not to bej ~ 180.5 pP.Sft 2166
less than 3.7 Lbs/ sq feet of finishing grill (S| No:.26 P.N0:33)
16 112 [Cement plaster (1:6) ratio upte 20‘ height 1/2" thick {S..NO:13,P.NO:52}. 22068 %St 2471.392
17 804  |Cement plaster 1:4 upto 20' fi; height ground floor 3/8" thick. 2197.52 %% Sft 17668.0608
18 55 Cement Co_ncrele PIam» compacting finishing cuming etc and washing 1442925 o ot 7936.0875
agareqate without shuttering (3.1.No;5-P/15)
Providing and laying 1" thick Topping cement congrete (1:2:4) including o
18 32755 %St 589.59
1 surface finishing and panels (3.1 NC 16 P.NC 42) )
First class deodar wood wrought joinary in doors and windows etc fixed in
position ifc chowkats hold fasts hinges, iron towers bolts,chocks cleats 851 P st 93045.08
20| 2708 handles and cords with hooks, etc. Deodar panelled or panelled and glazed, ' ’
or fully glazed (b} 1-3/4" (S| No:7 P, No: 581
21 10 Painting to doors and windows any type Three Coats (SINO:4{ C 2115.41 % St 1481.487
}P.NO:6B)
Painting Guard bars, gales iron bars, grating ,railings including standard N
1270.83 St 419.3739
2 # braces etc) and similar open work (S.1.NO:4{ d).P.NO:6S} (Three Coats). 2708 &
TOTAL 155,296




WATER SUPPLY & SANITARY WORK
’ PART-B :PLUMBING WORKS
SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 18" clear opening between flusing rims and
3 gallens flushing tank with 4" dia Cl trap and CI thumble. 4,802.60] Each 4803
1
2 Providing and fixing 4"x4"x4" dia C.I branch of the required degree
1 twith access doors rubber washer 1/8" thick and builts and nuts and 270.60 | Each 27
exlra painting to match the colour of the building,
3 Providing Laying UPVC pines of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter ¢r 200 ft. S.I.No. 2 P.No. 23 PH.D
- [80 mm (3"dia) 90.00| P/Rft 0
91100 mm {4"dia) 136.00 | PRft 1224
- |125 mm (5"dia) 185.00 [ P/RfA 0
- [150 mm {g"dia) 260.00 | PiRit
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified i/c cost of nuls bolts and fixing in
100 | Plateform of cement concrete 1:3:5 aljd making connection for in-let 87.95 Per 8795
out-let and cver flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine ifc boaring with wooden shec
and C.C plate form.
60 [a). Filter + Boaring 77.00( PR 4620
1 [b) Hand Machine 4,500 | Each 4500
6 Providing Gl pipes specials and clamps efc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good elo painting two coats after cleaning the pipe elc
with white zink paint with pigment to mateh t
- |i). 1/2" dia pipe 73.21 PRt
- |ii). 3/4" dia pipe 95.79 P/Rit -
10 [it). 1" dia pipe 128.55 P/RIt 1286
- iy, 1-1/4" dia pipe 153.19 P/Rf
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with waler to a head
of 122 meter or 400 fi, S.1. No. 6 P.No. 24 PH.D
15113 mm {1/2" diz) 12.00 P/Rft 180
25|19 mm (3/4" dia) 19.00 P/RA 475
- |25 mm {1" dia) 27.00 PIRft
26 mm {1 1/4" dia) 33.00 PIR#
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1 pattern §.1.No, 1 P.No. 16 348.92 No 349
8 Providing and fixing baal valve {with unsoldered copper ball } made to
7|BBS 1212 (S..No. 6 P-No. 18 Il 34" dia 23084 | No 29
10 Providing and fixing eleciric motor 1/2" horse power ifc pumping set
lmade 1 HLP ete. 14201 No 14201
Total : 40994
Amount Tetal {CSR)
Part "A" % Above /Below Total Amount
Part "B" % Above /Below Total Amount
Total "A+B"

CONTRACTOR




BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance of
the Bidding Documents).

(a). Name of Procuring Agency:-  Executive Engineer (Education Works)

Division Shikarpur.

b). Brief Description of Works:- REHABLITATION OF POLLING STATIONS OF
DISTRICT SHIKARPUR REHABLITATION OF WASH
ROOMS & SANITARY WORKS
(PACKAGE NO:12)
GPS Bakir Shah, GPS Haji Khan Detho, GPS Hamid
Jagir, GPS Chutto Odho, GPS Panah Qdho.

(C)F rocuring Agency’s address:- Executive Engineer (Education Works) Division Shikarpur
Near GBHS No.ll Shikarpur.

(d). Estimated Cost:-_0.800 ( Milions).

(e). Amount of Bid Security:- 5% (Fill in lump sum
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 90 Days (Not more than sixty days).

(g).Security Deposit:-(including bid security):- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :- As Per NIT

(j). Venue, Time, and Date of Bid Opening:- Near GBHS Il (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 1 Month
(L).Liquidity damages:- -NiL- (0.05 of Estimated Cost or Bid cost per
day of delay, but total not exceeding 10%).

(m). Deposit Receipt No: Date: Amount:Rs:

Bank

(n) D.R.NO: DATED:- . Amount 1900 /-(Rupees One Thousand only).
(o). Tender issued to Mr. / M/s Govt Contractor.

ATION WORKS DIVISION
SHIKARPUR

@\\
| XECUT(?ENGINEER
Eé\!(:




BILL OF QUANTITY

NAME OF WORK : - REIABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GPS Bakir Shah
S5.NO ITEM OF WORK QTY: RATE | UNIT AMOUNT _|
1 Dismantling cement concrete plain 1:2:4 {8.No.19 C P-10} 10.0 3327.50 %Cft 333/=
2 Removing cement or lime plaster (S.1.NO.53 P.NO.13) 124.0 121.00 %Cft: Rs 150/=
3 Dismantling brick work in lime or cement mortar {S.L.N0O.13 P.NO.10) 21.0 1285.65 % Cft: Rs 270i=
4 Excavation in foundation of building bridges and other structure lic
dagbelling dressing reflling around the excavated earth watering B8.0 3176.25 %0CH Rs 280/=
ramming lead upto one chain and lift upto &' feel.
5 Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 8694.95 %Cft Rs: 609/=
cement sand mortar.
Ratio 1:5:10
& Pacca brick work in Foundation and Plinth 1.6 .(S..NO:4 E,P.NO:21) 92.0 11948.36 %Cft Rs: 10992/=
7 Reinforced cement concrete work including all labour and material 7.0 337.00 Pcft Rs: 2359/=
except the cost of steel Reinforcement and its labour for bending ang
binding which will be pald separately. This rates also includes all kind
of forms moulds lifting shuttering curring ratio (1,2:4;}
8 Fabricaiion of mild steal reinforcement for cement concrete including 0.3 5001.70 P.Cwt: Rs: 1561/=
cutting bending binding and laying in position making joints fastening
including the cost of steel binding wire (also includes removal of rust
from bars) (S..NO:8(A).P.NO:17).
8 Pacca brick work in ground flaor with {1:6) ratic in cement sand 7.0 12674.36 % Cft: Ras: 887/=
mortar.(S..NC:5 e, P.NO:21)
10 Applying floating coat of Cement 1/32" thick. (S.NO.14.P.NQ.53) 124.0 660.00 %.Sft. Rs: B818/=
11 Cement plaster (1:6) ratio upto 20' height 1/2" 298 2206.60 %Sft Rs: 6577/=
thick.(S.I NO:13, P .NG:52).
12 Cement plaster 1:4 uplo 20' ft; height ground floor 3/8" thick. 174 2197.52 %Sft Rs: 3824/=
13 Cement concret plain including placing compecting , finishing & 8.0 14429.25 %Sft Rs: 1154/=
curing, complete (I/c screening & washing of sione aggregate
without shuitering (8.No: 5 (a) P.No: 16) RATIO 1:2:4
14 Laying flocr of approved with glazed tile 1/4" thick in white cement 47.05 27678.86 % Sft Rs: 13023/=
1:2 aver 3/4' thick cement mortor 1:2 complete {S.1.No:24 P.No: 43)
15 White g'azed tiles 1/4" thick dado jointed In white cement and laid 36.00 28253.61 % Sft Rs: 10171i=
over 1:2 cement sand mortar 3/4" thick including finishing. (S.NO.38
P.NC.45)
16 Providing and laying 1" thick Topping cement concrete (1:2:4) 15.00 327550 %Sft Rs: 491/=
_including surface finishing and panels (5.1 NO 16 P.NO 42)
17 First class deodar wood wrought joinary in deors and windows 3.00 §51.00 P.Sft Rs: 2553/=
etc fixed in position i/c chowkats hold fasts hinges, iron towers
bolts,chocks cleats handles and cords with hooks, etc. Deodar
panelled or panelled and glazed, or fully glazed (b) 1-3/4" (S.1
No:7 P. No: 58}
18 Supplying & Fixing in position Iron/ steel grilt of 3/4 x 1/4" size flat iron 3.00 180.50 P.5ft Rs: 542/=
of approved design including: painying 3 coats etc complete (weight
not to be less than 3.7 Lbs/ s feet of finishing grill (8.1 No:.28
P.N0:93)
!l TOTAL = 56594/= |




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

~

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between {lusing rims
2 and 3 gallons flushing tank with 4" dia Ct trap and Cl thumble. 480260 | Each 9,605
2 Providing and fixing 4"x4"x4" dia C.I branch of the required degree
2 |with access doors rubber washer 1/8" thick and builts and nuts and 270.60| Each 541
extra painting to match the colour of the building.
3 Praviding Laying UPVC pipes of Class "B" fixing in trench i cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S..No. ZP.No. Z3F.HD
- |80 mm (3"dia) 80.00| P/Rit
8 |100 mm (4"dia) 136.00 | P/Rft 1088
- [125 mm (5"dia) 185.00 [ P/Rft 0
- |15 mm (6"dia) 259.00| PIRft
4 Supplying and fixing in position brass bib cocks 3/4" dia standard
2| attern S.1.No. 1 PNo. 16 852 | No 698
5 Providing and fixing baal valve (with unsoldered copper ball } made to 4
21885 1212 (S.1.No. 6 P.No. 18 1l 314" dia 20084 | No 5
6 Providing and fixing electric motor 1/2" horse power ifc pumping set
1 made 1 H.P etc. 14201 No 14201
7 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 |a). Fitter + Boaring 77.00] P/Rit 4620
1 |b) Hand Machine 4,500] Each 4500
8 Providing Laying UFVC pipes of Class "D" fixing in irench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.). No. 6 P.No. 24 PH.D
20 |13 mm (1/2" dia) 12.00 PIRf 240
40 [19 mm (3/4" dia) 19,00 P/Rft 760
- |25 mm (1" dia) 27.00 P/Rft
- 26 mm (1 1/4" dia) 33.00 PIRft
Total : 36835

Amount Total (C5R)

Part "A" % Above / Below _ Total Amount
Part"B" % Above / Below Total Amount
Total "A+B"
CONTRACTOR




BILL OF QUANTITY
NARE OF WORK:- REHABLITATION OF POLLING STATIONS CF DISTRICT SHIKARPUR
GPS Haji Khan Detho

SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with
1 158  [excavated lead upic one chain and lift upto 5feet. In ordinary Scil| 3176.25 %0cft 501.85
(5.1.No:18(b}-PF14}
Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10. o 25 78
2 a4 (S.N0:4©-P/21) 8694.95 %.CR 3.825.
3 192 Pacca brick work in Foundation and plinth in cement sand mortor 1:6 11948.35 o% St 23,179.82
(5.1 No:4-P/20}
4 25 Porowdujg Hard Murrum poderly fine base dressing watering leveling & 1834.75 % it 458.68
compecting etc complete.
Reinforced cement concrete work including all labour and material except
5 16 th.e cost of steet Remforcerqent and its Iabpur for bendmg and binding which 337 Peft 5,392.00
will be paid separately. This rates also includes all kind of forms meulds
lifting shuttering curring ratic {1;2:4:]
6 46 Filling watgnng and ramming egrth under floor \‘mth New Surface excavated 3530 %o Cft 166.98
from out side lead upto one chain and It upto 5' feet.
Pacca brick work in ground floor with {1.8) ratio in cement sand P——
7 e morter (S LNO:5 & P.NO21) 12674.36 | % Cit: 14,702.28
8 0.65  |Supplying and Fixing Tears at Site 3575 P.Cwt: 2,323.75
Erecticn rolled steel beams or old rails in roofs etc erection and fixing in
. . .Cwt: 12
° 0.85 position.{S.I.NO.6 . P.NO.91} 185.34 PCat 121
Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gaobri leeping over 172" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
10 | 4208 |coating sand blinded, provided over one layer of 12" x 6"x2" tiles laid in 1:6| 7607.25 | % Sft: 3,201.13
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing ete (SINO.2 P.NO 33}
Providing and laying single per layer of polythene sheet 0.13 mm thick for
" 42 jwater profing as per specification and Instructions of Engineer incharge. 10.7 p. Sit: 449,40
{S.NC.38.P.NO.38)
PiF Gl frame [ Choukats of size 7" x 2" or 4 1/2" x3' for docrs using 20
guage G. sheet ilc welded hings and and fixing and fixing at site with
12 17 [necessary hold fasts, filing with cement sand slurry of ratio 1:6 and| 228.9 P.cit; 3,881.30
repairing repairing the jambs, The cost alsa i/c all carriage, tools and planis
used in making and fixing {S.1.NG.29.P.NO .93}
PiF G.[ frame f Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
13 18 |necessary hold fasts, filing with cement sand slurry of ratio 1:6 and|  240.5 P.Rit: 4329.00
repairing repairing the jambs, The cost also ifc all carriage, tools and plants
used in making and fixina.(S.L.NQ.28, P N0.93)
Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron of
14 5 approved design including: painying 3 coats efc complete (weight not to bef 1805 P.Sit 802.50
less than 3.7 Lbs/ sq feet of finishing grill (S.| No:.26 P.No:93)
15 503 |Cement plaster {1:6) ratic upto 20" height 1/2" thick.{S.L.NO:13,P.NO:52}. 2206.6 %St 11,089.20
16 503 |Cement plaster 1:4 upto 20’ ft; height ground floor 3/8" thick. 2197.52 %SHt 11,053.53
Providing and laying 1" thick Topping cement concrete {1:2:4) including 441182 oSht 1235.31
i 2 surfage finishing and panels (S.1 NO 16 P.NO 42) ) ’ T
Providing and laying 1" thick Topping cement concrete {1:2:4) including oSt 491.33
8 0 surfage finishing and panels (5.1 NG 18 P.NO 42} 32755 i '
First class deodar wood wrought jeinary in deors and windows efc fixed in
19 14 pesition ifc chowkan held fasts hinges, iron towers bolts,chocks cleats 851 P Sft 11.694.00
handles and cords with hooks, etc. Decdar panelled or panelled and glazed,
or fully glazed (b} 1-3/4" (8.1 No7 P. No; 58)
20 50 White washing Three Coats (5..NC:26,P.NO:54) 829.95 % Sft 414 98
21 3685  |Colour washing Two Coats {5.I.NO:25,P.NO:54) 859.9 % St 3,138.64
29 70 ;:‘siﬁggsal)o doors and windows any type Three Coats (S..NO:4{ C 9116.41 % St 1,481.49
Painting Guard bars, gates iron bars, grating ,railings including standard 1270.83 o Sft 203.23
23 16 braces etc) and similar open work (S..NO:4( d}.P.NC:69} (Three Coats). ’ ’ '
Fabrication of Tar steel reinforcement for cement concrete including cutting
24 0.714  lbanding and laying in position making joints and fastening including the cost| ~ 5001.7 P.Cwt 3511
of binding wire also includes remaoval of rust frem bars. {S.1.No:8(b)-P/16)
TOTAL 108,049




WATER SUPPLY & SANITARY WORK

. PART-B :PLUMBING WORKS
iﬁ QNTY . DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
and 3 galions flushing tank with 4" dia Cl frap and Cl thumble. 480260} Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 jwith access doors rubber washer 1/8" thick and builts and nuts and 270.80 | Each 27
exira painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutling,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 #t. S.I.No. 2 F.No. 23 P.H.D
- |80 mm (3'dia) 80.00| PIRft
9 {100 mm (4"dia) 136.00 | P/Rft 1224
- |125 mm (5"dia) 185.00 P/Rft
- |150 mm {6"dia) 259,00 PRIt
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thicknass as specified /¢ cost of nuts bolts and fixing in
1qq |Plateform of cement concrete 1:3:6 and making connection for in-iet|  g= g5 Per 8795
out-let and over flow in-let out-let flow pipes Gallon
5 Providing instaliing hand pump machine ifc boaring with woeden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00| P/Rft 4620
1 [b} Hand Machine 4500 Each 4500
B Providing G pipes specials and clamps etc including fixing cutling and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to match 1
- |i}. 172" dia pipe 73.21 P/Rit
- liiy. 314" dia pipe 95.79 P/Rft
10 |ii}. 1" dia pipe 128 55 PIRft 1286
- i) 1-1/4" dia pipe 153.19 PIRit
7 Praviding Laying UPVC pipes of Class "D" fixing in trench ifc cutling,
fitting and jointing with salvent cement ifc testing with water to a head
of 122 meter or 400 fi. 5.1 No. 6 P.Ng. 24 P.H.C
1513 mm {1/2" dia) 12.00 P/Rft 180
25119 mm {3/4" dia) 19.00 P/Rft 475
- (25 mm (1" dia) 27.00 PiRft -
26 mm (1 1/4" dia) 33.00 PiRft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
L pattern 5.1.No. 1 P.No. 16 348.92 No 349
g Providing and fixing baal valve (with unsolderad copper ball ) made to
! |BBS 1212 (S..No. 6 P.No. 18 1 3/4" dia 29084 | No 291
10 Providing and fixing electric motor 1/2" horse power ilc pumping set
T inade 1 HP etc. 14201 No 14201
Total : 40994
Amount Total (CSR)
Part"A" % Above /fBelow Total Amount
Part"B" % Above /Below Total Amount
Total "A+B"

CONTRACTOR




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Hamid Jagir
S.N
o: QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavaticn in foundation of building bridges & cther structure with excavated o
! 218 lead upto one chain and lift upto Sfeet. In ordinary Soil. (S.1.No:18(k)-P/14) 3176.25 #o0oft 686,07
Cement Concrate brick or stone ballast 11/2" to 2" guage Ratic 1:5:10. o
2 64 (5L No:4®-PI21) 86%4.95 %.Cft 5564.768
3 271 rsafifao‘zrgrzg;rork in Foundation and plinth in cement sand moror 1:6 11048 36 o Sft 29380.0556
4 44 Poraviding Hard Murrum poderly fine base dressing watering leveling & 1834.75 %.Sit 807.29
Reinforced cement concrete work including all labour and material except
5 16 thg cost oflsleel Retnforcem.ent and its Iabpur for bendlpg and binding which 237 Pt 5397
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring ratio (1:2:4:)
Fabrication of Tar steel reinforcement for cement concrete including cutting
5 0.714  |bending and laying In position making joints and fastening including the cost| ~ 5001.7 P.Cwt 3571.2138
of binding wire also includes removal of rust from bars. {S.1.No:8(b})-P/16)
7 ) Filling wat.ering and ramming egnh unc}er floor with New Surface excavated 3630 %o CH' 133.95
from out side lead upto one chain and lift upto §' feet.
Pacca brick work in ground floor with {1:6) ratio in cement sand o 44
8 204 morar (SLNO:5 6.P.NO2 1) 12674.36 % Cit: 25855.69
9 1.3 |Supplving and Fixing Tears at Site 3575 P.Cwt; 4547.5
Erection rolled steel beams or old rails in roofs etc erection and fixing in
1 1. . Cwt: 242 243
0 ® | posion(S.INO.5 . PNC.S1) 18634 1 PLwt
Second class tiles roofing consisting of 4" garth and 1" mud plaster with
Gobil leeping over 1/2" thick cement plaster 1,6 with 34 Lbs, of hot bitumen
1t 80  |coating sand blinded, provided over one layer of 12" x 6'x2" tiles laid in 1:6)  7607.25 % 5t 6085.8
cement mortar including 1:2 cement poinfing under neath of tiles complete
including curing etc. (SINQ.2 P.NQ 33)
Providing and laying single per layer of polythene sheet 0.13 mm thick for
12 80  |water profing as per specification and instructions of Engineer incharge. 10.7 P. St 856
(S.NO.38.P.NO.28)
P/F G.I frame ! Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
13 32 |necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing| 2289 P.cit: 73248
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making and fixing (S.L.NO,29 P NO.93
P/F G.I frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet i'c welded hings and and fixing and fixing at site with
14 24 |necessary hold fasts, filing with cement sand slurry of ratio 1:6 and repairing| ~ 240.5 P.Rit: 5772
repairing the jambs, The cost also fic all carriage, tools and plarts used in
making and fixina (S.INC 28 PNO 93)
Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron of
15 12 |approved design including: painying 3 coats etc complete (weight not to be| ~ 180.5 P.Sft 2166
less than 3.7 Lbs/ sq feet of finishing grill (S.] No:.26 P.No:93)
16 112 |Cement plaster {1:6) ratic upto 20' height 1/2" thick {S.L.LNO:13,P.NO:52). 2206.6 %St 2471.392
17 804  {Cement plaster 1:4 upto 20" fi; height ground floor 3/8" thick. 2197.52 %St 17668.0608
Cement Concrete Plain compacting finishing curring etc and washing o
18 14429.25 %.cft 7936.0875
5 aggregate without shuttering (S.1.Ng:5-P/15) °
19 18 Providing .anq laying 1" thick Tepping cement concrete (1:2:4) inciuding 1975 5 oq 530,50
surface finishing and panels {S.I NO 16 P.NC 42)
First class deodar wood wrought joinary in doors and windows efc fixed in
20 9708 position ifc chowka_ts hold fasts hinges, iron towers boits,chocks cleats 851 P Sft 23045.08
handles and cords with hooks, etc. Decdar panelled or panefied and glazed,
or fully glazed (b) 1-3/4" (S.| No:7 P. No;: 58)
21 70 fgi:}tiggsat)o doors and windows any type Three Coats (SLNC:4{ C 2116.41 o, St 1481.487
2 33 Painting Guard bars, gates iren bars, grating ,railings including standard 1270.83 o, Sit 4193739
braces etc) and similar open work (S.LNO:4( d).P.NO:68) (Three Coats), ' '
TOTAL 155,296




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

S.N
o QNTY DESCRIPTION RATE UNIT AMOUNT
1 8. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" gia C! trap and CI thumble. 480260| Each 4803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270.60 | Each 271
exira painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutling,
fitling and jointing with solvent cement ifc testing with waler to a head
of 61 meter or 200 ft. S.1.No. 2 P.No. 23P H.D
- |80 mm {3"dia) 90.00 | PRt 0
§[100 mm (4'dia) 136.00 | P/Rft 1224
- 1125 mm (&"dia} 185.00 | P/Rft 0
- [150 mm {6"dia) 259.00 | P/R#t
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified i/c cost of nuts bolts and fixing in
100 | Plateform of cement concrete 1:3:6 and making connection for in-let 87.95 Per 8705
out-let and aver flow in-let cut-let flow pipas ' Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
€0 [a). Filter + Boaring 77.00| P/Rft 4620
1 |b) Hand Machine 4,500 Each 4500
6 Providing Gl pipes specials and clamps ste including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good efc painting two coats after cleaning the pipe etc
with white zink paint with pigment to match t
- |i). 142" dia pipe 73.21 P/Rft -
- |ii). 314" dia pipe 95.79 P/Rit -
10 ii). 1" dia pipe 128.55 FiRft 1286
- ii). 1-1/4" dia pipa 153.19 P/Rft
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement iic testing with water {o a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 PH.D
15|13 mm (1/2" dia) 12.00 PIRt 180
2519 mm (3/4" dia) 16.00 P/Rft 475
- |25 mm (1" dia) 27.00 PIRft -
- 26 mm (1 1/4" dia) 33.00 P/Rft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
pattern S.1.No, 1 P.No. 16 348,92 No e
9 Providing and fixing baal valve (with unsolderad copper ball ) made to
11885 1212 (S..Na. 6 P.No. 18 Il 314" dia 20084 | Mo 291
10 Previding and fixing electric motor 1/2" horse power i pumping set
M made 1 H.P ete. 14201 No 14201
Total : 40994
Amount Total {CSR}
Part "4" % Above / Below Total Amount
Part "B" % Above / Below ___ Total Amount
Total "A+B"

CONTRACTOR




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Chutto Odho

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

w
—‘1’9'2,

Excavation in foundation of building bridges & other structure with excavated
lead upto one chain and lifl upto 5'fest. In ordinary Soil, (S.).No:18{b}-P/14)

3176.25

%0ct

686.07

64

Cement Concrete brick or sfone ballast 11/2" to 2" guage Ratio 1:5:10.
(S.|.No:4©-P/21)

8694.95

%.Ctt

5564.768

7

Pacca brick work in Foundation and plinth in cement sand moror 46
{S.].No:4-Pi20)

11948.36

%.Sft

32380.0556

44

Poroviding Hard Murrum poderly fine base dressing watering levaling &

1834.75

%.SHh

807.29

16

Reinforced cement concrete work including alf labour and material except
the cost of steet Reinforcement and its labour for bending and binding which
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring ratio (1:2:4:)

337

Pcft

5392

0714

Fabrication of Tar stael reinforcement for cement concrete including cutting
bending and laying in position making joints and fastening including the cost
of binding wire also includes removal of rust from bars, (S.|.No:8(b)-P{18)

5001.7

P.Cwt

3571.2138

92

Filling watering and ramming earth under floor with New Surface excavated
from out side lead upto one chain and lift upto 5' feet.

3630

%o Cft"

333.96

204

Pacca brick work in ground floor with (1:6) ratio in cement sand
mortar.($.L.NO;5 e, P.NO:21)

12674.36

% Cft:

25855.6944

1.3

Supplying and Fixing Tears at Site

3575

P.Cwi:

4647.5

13

Erection rolled steel beams or old rails in roofs etc erection and fixing in
position.{S..NG.6 . P.NO.91}

186.34

P.Cwt:

242242

80

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobrt leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over cne layer of 12" x 6'x2" tiles laid in 1:6
cement mortar including 1:2 cement pointing under neath of tiles complete

inclyding curing ete, (SLNO.2 RNO.33)

7607.25

% Sit:

6085.8

12

80

Providing and laying single per layer of polythene sheat 0.13 mm thick for
water profing as per specification and instructions of Eagineer incharge.
{S.NQ.38.P.NO.38)

P. Sft:

856

32

P/F G.l frame { Choukals of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| shest ifc welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratic 1:6 and repairing
repairing the jambs, The cost also ic all carriage, tools and plants used in
making and fixing .(S.LNO.29.P NO.93)

2289

P.cft:

73248

24

PiF Gl frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet i/c welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost alsc ifc all carriage, fools and plants used in
making and fixing (S.|.NO.28 P.NO,83)

240.5

P.Rft:

5772

12

Supplying & Fixing in pesition iron/ steel grill of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats etc complete (weight not to be
less than 3.7 Lbs/ sg feet of finishing grill {S.I Ne:.26 P.Ne:93)

1805

P.Sft

2166

112

Cement plaster {1:6) ratio upto 20" height 1/2" thick.(S..NO:13,P.NO:52).

2206.6

%St

2471.392

804

Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick.

2197.52

%St

17668.0608

58

Cement Concrete Plain compacting finishing curing etc and washing
agqgregate without shuttering (S.1.Ng:5-P/15)

1442925

%.cft

7936.0875

18

Providing and laying 1" thick Topping cement concrete {1:2:4) including
surface finishing and panels (S.INO 16 P.NO 42

3275.5

%St

589.59

20

27.08

First class deodar wood wrought joinary in doors and windows etc fixed in
position ifc chewkats hold fasts hinges, iron towers bolts,chocks cleats
handles and cerds with hooks, etc. Deodar panelled or panelled and glazed,
or fully glazed (b) 1-3/4" {S.| No:7 P. No: 58)

851

P.Sit

23045.08

21

70

Painting to doors and windows any type Three Coats (S..NO4{ C
),P.NO:68)

2116.41

% Sft

1481.487

22

33

Painting Guard bars, gates iron bars, grating ,railings including standard

braces etc) and similar open work (S.LNO:4{ d).P.NC:69} (Three Coats).

1270.83

% St

419.3739

TOTAL

155,296




WATER SUPPLY & SANITARY WORK

) . PART-B : PLUMBING WORKS
' SO'N QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 480260 Each 4,803
1
2 Providing and fixing 4"x4'x4" dia C. branch of the required degree
1|with access dcors rubber washer 1/8" thick and builts and nuts and 270.60 | Each 1
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in french ilc cutting,

fitling and jointing with solvent cement /¢ testing with water to a head
of 61 meter or 200 ff. S.1.No. 2 P.No. 23 P.HD

- |80 mm (3'dia) 90.00 | P/Rft 0
g {100 mm (4"dia) 136.00 [ P/Rft 1224
- |125 mm {5"dia) 185.00 [ P/Rft 0
- 150 mm (6"dia) 269.00 | P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 ptateform of cement concrete 1:3:6 and making connection for in-let 87.95 Per 8795
out-let and over flow in-let cut-let flow pipes Gallon
5 Providing installing hand pump machine i/c boaring with wooden sheo
and C.C plate form.
50 |a). Filter + Boaring 77.00 | PRit 4620
1 |b) Hand Machine 4500 Each 4500
6 Providing Gl pipes specials and clamps elc including fixing cutting and

fittings complete with and i/c the cost of breaking through walls and
roof making goed etc painting two coats after cleaning the pipe etc
with while zink paint with pigment to match {

- |i). 1/2" dia pipe 73.21 P/Rft
- [H). 344" dia pipe 95.79 P/Rft
10 [H). 1" dia pipe 128.55 PIRft 1286
- ii). 1-1/4" dia pipe 153.19 P/RIt
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutfing,

fitting and jointing with solvent cement ifc tesling with water to a head
of 122 meter or 400 fi. S.1. No, 6 P.No. 24 P.H.D

1513 mm (1/2" dia} 12.00 PIRft 180
25|18 mm (3/4" dia) 19.00 PIRft 475
- |25 mm (1" dia) 27.00 P/Rft -
26 mm (1 1/4" dia) 33.00 PRt
B Supplying and fixing in position brass bib cocks 3/4" dia standard 349
Vlpatiem S.LNo. 1 P.No. 16 348.92 No
9 Providing and ffxing baal valve {with unsoldered copper ball ) made to 291
118BS 1212 (8.1 No. 6 P.No. 18 Il 34" dia 29084 | No
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
1\ made 4 H.P etc. 14201 | No 14201
Total : 40994
Amount Total (CSR}
Part "A" % Above /Below _____ Total Amount
Part "B" % Above fBelow ______ Total Amount
Total "A+B"

CONTRACTOR




NANE OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

BILL OF QUANTITY

GPS Panah Odho

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

S.N
0:
A

PART-A {CIVIL WORK)

158

Excavation in foundation of building bridges & other structure with
excavaled lead upto one chain and lift upto S'feet In ordinary Soil
{S.1.Ng: 18(b)-P/14)

3176.25

%0cft

501.85

44

Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
(8.1.Ne:4@-P/21}

8694.95

%.Cft

3,825.78

194

Pacca brick work in Foundation and plinth in cement sand mortor 1:6
{8.1.No:4-P/20)

11948.36

%.5ft

23,179.82

25

Poroviding Hard Murrum poderly fine base dressing watering leveling &
compecting ete complete.

1834.75

%.5ft

458.69

16

Reinforced cement concrete work including ail labour and material except,
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates also includes all kind of forms moulds
jifting shuitering curring ratio (1:2:4:)

337

Pcft

5,392.00

48

Filling watering and ramming earth under flcor with New Surface excavated
from out side lead upto one chain and lift upto 5' feet.

3630

%a Cft"

166.98

116

Pacca brick work in ground floor with {1:6) ratio in cement sand
mertar.(S.|.NG:5 e, P.NO:21)

12674.36

% Cft:

14,702.26

0.65

Supplying and Fixing Tears at Site

3675

P.Cwt:

2,323.75

0.65

Erection rolled steel beams or old rails in roofs etc erection and fixing in
position.(S.|.NO.6 . P.NO.91)

186.34

P.Cwt:

12112

42.08

Second class tiles roofing consisting of 4* earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x 6'x2" files faid in 1:6
cement mortar including 1:2 cement peinting under neath of tiles complete
including curing te, (8. [NQ.2 P.NO.33)

7607.25

% Sft:

320113

17

42

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
{S.NO.38.P.NO.38)

10.7

P. Sft:

449,40

PiF G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| shest iic welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratis 1:6 and
repairing repairing the jambs, The cost also il all carriage, tocls and plants
used jn making and fixina. (SN 29 P NO 93)

2288

P.cft:

3,891.30

18

P/F G.l frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet iic welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and
repairing repairing the jambs, The cost also ifc all carrlage, tools and planis
used in making and fixing.(3.J.NQ 28 P NG, 33}

240.5

P.Rft:

4,329.00

Supplying & Fixing in position lron/ steel grill of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats efc complete (weight not {o be
less than 3.7 Lbs/ sq feet of finishing grill {S.1 No:.26 P.No:93)

180.5

P.Sit

902.50

503

Cement plaster {1:6) ratio upto 20" height 1/2" thick.(S..NO:13,P.NO:52).

22066

%Sit

11,099.20

503

Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick,

2197.52

%Sit

11,053.53

28

Providing and laying 1" thick Topping cement concrete (1:2:4) including
surface finjshing and panels (S.] NQ 16 P.NC 42}

4411.82

%St

1,235.31

Providing and laying 1" thick Topping cement concrete (1:2:4) including
surface finishing and panels (5.1 NO 18 P.NQ 42)

3275.5

%St

481.33

14

First class deodar wood wrought joinary in doors and windows etc fixed in
position i/c chowkats hold fasts hinges, fran towers bolts,chocks cleats
handles and cords with hooks, etc. Deodar panelled or panetied and glazed,
or fully glazed {b) 1-3/4" {S.| No:7 P. No: 58}

851

P.Sf

11,914.00

20

50

\White washing Three Coats {S.I.NO:26,P.NO.54)

825.95

% S

414.98

21

365

Colour washing Two Coats (S.1.NO:25,P.NO;54)

859.9

% Sft

3,138.64

22

70

Painting to doors and windows any type Three Coats (S.INO4( O
},P.NO:68}

2116.41

% St

1,481.49

23

Painting Guard bars, gates iron bars, grating ,railings including standard
braces etc} and similar open work (S.L.NO:4({ d).P.NC:69) (Three Coats).

1270.83

% Sft

203.33

24

0.714

Fabrication of Tar steel reinforcersent for cement cencrete including cutting
bending and laying in position making joints and fastening including the cost

of binding wire also includes removal of rust from bars. (S.1.No:8(b}-P/16)

5001.7

P.Cwt

3,571.21

TOTAL

108,042




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

SON QNTY |« DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear apening between flusing rims
and 3 gallons flushing tank with 4" dia Cl frap and CI thumble. 430260 Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.l branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 27060 | Each 27
exira painting 1o match the coleur of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutling,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.1.No. 2 P.No. 23 PHD
- |80 mm (3'dia) 90.00| P/Rft 0
91100 mm {4"dia) 136.00 | P/Rft 1224
- 1125 mm (5"dia) 185.00 | P/Rft 0
- {150 mm (6"dia) 259.00 | P/RA
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 plateferm of cement concrete 1:3:6 and making connection for in-let 87.95 Per 8795
out-let and over flow in-let cut-let flow pipes ' Gatlon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00| P/R# 4820
1 [b) Hand Machine 4500 Each 4500
6 Providing Gi pipes specials and clamps ete including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting iwo coats after cleaning the pipe etc
with white zink paint with pigment to match t
- |i}. 142" dia pipe 73.27 P/Rft -
- |ii). 3/4" dia pipe 95.79 P/Rft -
10 [fi). 1" dia pipe 128.55 PiRft 1285
- ii). 1-1/4" dia pipe 153.19 PiRft
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitling and jointing with sclvent cement i/c testing with water to a head
of 122 meter or 400 ft. 8.1 No. 6 P.No. 24 P.H.D
15113 mm (1/2" dia) 12.00 PRt 180
25 [19 mm (34" dia} 19.00 PiRft 475
- |25 mm (1" dia) 27.00 PiRft -
26 mm (1 1/4" dia) 33.00 P/Rit
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
" pattern S..No. 1 P.No. 16 34892 | No 9
9 Providing and fixing baal valve (with unsoldered capper ball } made 1o
' 18BS 1212 4S.1No. 6 P.No. 18 Il 3/4" dia 29084 | Mo 291
10 Providing ard fixing electric motor 1/2" horse power ifc pumping set
1| made 1 H.P etc. 14201 No 14201
Total : 40994

Amount Total
Part"A"

Part "B"

(CSR)
% Above / Below

% Above / Below __

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance of
the Bidding Documents).

(a). Name of Procuring Agency:-  Executive Engineer (Education Works)
Division Shikarpur.

b). Brief Description of Works:- REHABLITATION OF POLLING STATIONS OF
DISTRICT SHIKARPUR REHABLITATION OF WASH
ROOMS & SANITARY WORKS
(PACKAGE NO:13)
GPS Muhammad Saleh Khakhrani, GPS Dilawar
Marfani, GPS VillageAilah Jewayo Lashari, GPS
Jahangir Khan Thaheem, GMS Ali Murad Seelro, GPS
Imam Bux Mahar.

(c).Procuring Agency’s address:- Executive Engineer (Education Works) Division Shikarpur
Near GBHS No.il Shikarpur.

(d). Estimated Cost:-__1.000 ( Millions).

(e). Amount of Bid Security:- 5% (Fili in lump sum
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 90 Days (Not more than sixty days).

(9).Security Deposit:-(including bid security):-_ 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :- As Per NIT

(j)- Venue, Time, and Date of Bid Opening:- Near GBHS Il (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 1 Month
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost per
day of delay, but total not exceeding 10%).

(m). Deposit Receipt No: Date: Amount:Rs:

Bank

(n) D.R.NO: DATED:- . Amount 1000 /-{Rupees: One Thousand only).
(o). Tender issued to Mr. / M/s ( } Govt: Contractor.

.,
\

XECUTIVE ENGINEER
ATION WORKS DIVISION
V]f SHIKARPUR




NAME CF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

BILL OF QUANTITY

GPS Muhammad Saleh Khakhrani

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

158

Excavation in foundation of building bridges & other siructure with
excavated lead upto one chain and lift upio 5'feel. !n ordinary Soil.
(S.1.No:18(b)-P/14)

3178.25

Y%0cit

501.85

44

Cement Concrete brick or stone ballast 11/2" to 2" guage Ratic 1:5:10.
(5.1.No:4©-P21}

8694.95

%.Cit

3.825.78

194

Pacca brick work in Foundation and plinth in cement sand mortor 1:8
(5.1.No:4-P/20)

11648.36

%, St

23,179.82

25

Poroviding Hard Murrum poderly fine base dressing watering leveling &
compecting etc complate,

1834.75

%.5ft

458,69

16

Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates also includes ail kind of forms moulds
liftina shuttering curring ratio {1:2:4:)

48

337

Pcft

5,392.00

Filling watering and ramming earth under floor with New Surface excavated
from out side lead upto one chain and lift upto 5' feet.

3630

%o Cft"

166.98

118

Pacca brick work in ground floor with (1:6) ratio in cement sand
morlar.(S.1.NG:5 e,P.NO:21)

12674.36

% Cit:

14,702.26

0.85

Supplying and Fixing Tears at Site

3575

P.Cwt:

2,323.75

0.65

Erection rofled steel beams or old rails in roofs etc erection and fixing in
position.(S..NO.6 . P.NO.91)

186.34

P.Cwt:

121.12

42.08

Second class tites roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x 6"x2" tiles laid in 1:6
cement mortar including 1:2 cement pointing under neath of tiles complete
inciuding curing etc, (S.I.NO.2 P.NO.33)

7607.25

% St

3,201.13

11

42

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
{S.NO.38.P.NO.38)

10.7

p. Sft:

449.40

17

PiF G.J frame / Choukats of size 7" x 2" or 4 1/2" x3' for docrs using 20
guage G.I sheet i/c welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry cf ratio 1:6 and
repairing repairing the jambs, The cost also ifc all carriage, tools and plants
used in making ang fixing (S.L.NO,29.P NO 93

2289

P.cft:

3,891.30

13

18

PIF G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ifc welded hings and and fixing and fixing al site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and
repairing repairing the jambs, The cost also i‘c all carriage, tools and plants
used in making ang fixing (5,L.N0.28 P.NG.93)

240.5

P.Rft;

4,329.00

Supplying & Fixing in position Iron/ stee! grill of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats etc complete (weight net to be
less than 3.7 Lbs/ sq feet of finishing arill {S.| Ne:.26 P No:93)

180.5

P.Sit

802.50

503

Cement plaster {1:6) ratio upto 20' haight 1/2" thick.(S.1.NO:13,P.NC:52).

2206.6

%Sit

11,099.20

503

Cement plaster 1:4 upto 20' ft; height ground floor 3/8” thick.

2197.52

%SHt

11,0563.53

28

Providing and laying 1" thick Topping cement concrete (1:2:4) including
surface finishing and panels (8.1 NQ 16 P.NO 42)

4411.82

%St

1,238.31

15

Providing and laying 1" thick Topping cement concrete (1:2:4) including
surface finishing and panels {3.1 NQ 16 P.NC 42)

3275.5

%St

49133

First class decdar wood wrought jeinary in doars and windows el fixed in
position ifc chowkais hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with hooks, eic. Deodar panelied or panelled and glazed,
or fully glazed {b} 1-3/4" {S.| No:7 P. No: 58)

851

p.Sit

11,914.00

20

50

White washing Three Coats (5.1.NO:26,P.NO:54)

829.95

% Sft

414,98

21

365

Colour washing Two Coats (S.1.NC:25,F.NO:54}

859.9

% Sft

3,138.64

22

70

Painting to doors and windows any type Three Coats {S.LNO:4( C
),P.NC-68)

2116.41

% St

1,481.49

23

16

Painting Guard bars, gates ircn bars, grating ,railings including standard
braces etc) and similar open work {S.1.NO:4( d).P.NC:69} (Three Coats).

1270.83

% Sft

203.33

24

0.714

Fabrication of Tar stesl reinforcement for cement concrate including cutting
bending and laying in position making joints and fastening including the cost
of binding wire also inciudes removal of rust from bars. (S.1.No:8(b)-P/18)

0017

P.Cwt

35711

TOTAL

108,049




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not [ess than 19" clear opening between flusing rims
and 3 gallons flushing tank with 4" dia Cl frap and Cl thumble, 4802601 Each 4803
1
2 Providing and fixing 4"x4"x4" dia C.I branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 27060 Each 271
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc tesling with water to a head
of 61 meter or 200 ft. S.1.No. 2 P.No. 23 P.H.D
- |80 mm (3"dia) 90.00| P/RA 0
g 100 mm (4'dia} 136.00 | P/Rft 1224
- {125 mm {5"dia) 185.00 | P/Rft 0
- |150 mm {8"dia) 25900 | PIRMt
4 Supplyging and fixing flbre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 |Plateform of cement concrete 1:3:6 and making connection for in-let|] g7 g Per 8795
out-let and over fiow in-let out-let flow pipes Gallen
5 Providing installing hand pump machine lic boaring with wosden sheo
and C.C p'ate form.
60 |a). Filter + Boaring 77.00| PRt 4620
1 |b) Hand Machine 4500| Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cutfing and
fittings complete with and i/c the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to match t
- |i}. 1/2" dia pipe 73.21 PRt
- |ii). 34" dia pipe 9579 PIRft
19 [ii). 1" dia pipe 128.55 P/Rft 1286
- ii). 1-1/4" dia pipe 16319 P/RAt -
7 Providing Laying UPVC pipes of Class "D" fixing in french ifc cuiting,
fiting and jointing with sclvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 PH.D
15 [13 mm (1/2" dia} 12.00 P/iRft 180
25|19 mm (3/4" dia) 19.00 PiRft 475
- |25 mm (1" dia) 27.00 PiRft
- 26 mm (1 1/4" dia) 33.00 PIR#t
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
!lpatier S.1No. 1 P.No. 16 34892 | No 349
9 Providing and fixing baal valve {with unsoldered copper bail ) made to
118BS 1212 (S..No. 6 P.No. 18 1| 314" dia 290.84 | Mo 291
10 Providing and fixing electric motor 1/2" harse power ifc pumping set
made 1 F.P etc. 14201 No 14201
Total : 40994
Amount Total (CSR)
Part"A" % Above /Below Total Amount
Part"B" % Above /fBelow __ Total Amount
Total "A+B"

CONTRACTOR




BILL OF QUANTITY

NAME OF WORK : - REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GPS Dilawar Marfani
S.NO ITEM OF WORK QTy: RATE ] UNIT AMOUNT
1 Dismantling cement concrete plain 1:2:4 (S.No.19 C P-10) 10.0 3327.50 %Cft 333/=
2 Removing cement or lime plaster (S..NO.53 P.NO.13) 124.0 121.00 %Cft: Rs 150/=
3 Dismaniling brick work in lime or cement mortar (5.1.NO.13 P.NO.10) 21.0 1285.65 % Cft: Rs 270/=
4 Excavation in foundation of building bridges and other structure Iic
dagbelling dressing refling around the excavated earth watering 88.0 3176.25 °0Cft Rs 280/=
ramming lead upto one chain and lift upto &' feet.
5 Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 8694.95 %Cft Rs: 609/=
cement sand mortar.
Ratio 1:5:10
6 Pacca brick work in Foundation and Piinth 1.6 .(S.1.NO:4 EP.NO:21) 92.0 11948.36 %Cft Rs: 10992/=
7 Relnforced cement congcrete work including all labeur and material 7.0 337.00 Pcft Rs: 2359/=
axcept the cosl of stee! Reinforcement and its labour for bending and
binding which will be paid separately. This rates also includes all kind
of forms moulds lifting shuttering curring ratio (1,2.4;}
8 Fabrication of mild steel reinforcement for cement concrete including 0.3 5001.70 P.Cwt: Rs: 1561/=
cutting bending binding and laying in position making joints fastening
including the cost of steel binding wire {also includes removal of rust
from bars) (S.1.NO:8(A).P.NO:17).
9 Pacca brick work in ground floor with {1:6} ratio in cement sand 7.0 12674.36 % Cft: Rs: B&7/=
mortar.(S.I.NO:5 e P.ND:21)
10 Applying floating coat of Cement 1/32" thick. (S.NO.14.P.NQ 53) 124.0 660.00 %.Sft. Rs: 818/=
11 Cement plaster (1:8) ratio upto 20" height 1/2" 298 2206.60 °%Sft Rs: 6577/=
thick.(S.1.NO:13,P.NO:52).
12 Cement plaster 1:4 upto 20’ ft; height ground floor 3/8" thick. 174 2197.52 %Sft Rs: 3824/=
13 Cement concret plain including placing compecting , finishing & 8.0 14429.25 %Sft Rs: 1154/=
curing, complete (If/c screening & washing of stone aggregale
without shuttering (S.No: 5 (a) P.No: 16) RATIO 1:2:4
14 Laying floor of appraved with glazed tile 1/4" thick in white cement 47.05 27678.86 % Sft Rs: 13023/=
1:2 over 3/4' thick cement mortor 1:2 complete (S.1.No:24 P.No: 43)
15 White glazed tiles 1/4" thick dado jointed in white cement and laid 36.00 28253.61 % Sft Rs: 10171/=
over 1:2 cement sand mortar 3/4" thick including finishing. (S.NO.38
P.NO.45)
16 Providing and laying 1" thick Tepping cement concrete (1:2:4) 15.00 3275.50 %Sft Rs: 491/=
. including surface finishing and panels (S.t NO 16 P.NO 42}
17 First class deodar wocd wrought joinary in doors and windows 3.00 851.00 P.Sft Rs: 2553/=
etc fixed in position ifc chowkats hold fasts hinges, iron towers
bolts,chocks cleats handles and cords with hooks, etc. Deodar
paneiled or panelled and glazed, or fully glazed (b) 1-3/4" (5.1
No:7 P. No: 58)
18 Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron 3.00 180.50 P.Sft Rs: 542/=
of approved design including: painying 3 coats etc compleie (weight
not to be less than 3.7 Lbs/ sq feet of finishing grill (S.1 No:.26
P.No:83)
TOTAL = 56504/= |




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

SN anty DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
2 and 3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 480260 | Each 9,605
Z Providing and fixing 4°x4"x4" dia C.I branch of the required degree
2 |with access doors rubber washer 1/8" thick and builts and nuts and 270.60 | Each 541
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S..No. 2 P.No. 23P.H.D
- |80 mm {3"dia) 90.00( P/R#A a
8 |100 mm (4"dia) 136.001 P/Rft 1088
125 mm (5"dia) 185.00{ P/Rft 0
150 mm (6"dia) 259.00 | P/Rit
4 Supplying ard fixing in position brass bib cocks 3/4” dia standard
Z |patter S.1.No. 1 P.No. 16 34892 | No 698
5 Providing and fixing baa' valve {with unscldered copper ball ) made to
Z1BBS 1212 (5. No, 6 P-No. 18 Il 314" dia 2084 | No 582
8 Providing and fixing electric motor 1/2" horse power ifc pumping set
1| made 1 HP etc. 14201 No 14201
7 Providing installing hand pump machine #c boaring with weoden sheo
and C.C plate form.
B0 |a). Filter + Boaring 77.00| PR#t 4620
1 |b) Hand Machine 4,500 | Each 4500
8 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water 1o a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 P.H.D
20 (13 mm {1/2" dia) 12.00 PIRft 240
40 |19 mm (3/4" dia) 18.00 P/Rt 760
25 mm {1" dia} 27.00 P/Rit -
26 mm {1 1/4" dia) 33.00 PiRft
Total : 36835
Amount Total (C5R)
Part "A" % Above / Below Total Amount
Part "B" % Above / Below Total Amount

CONTRACTOR

Total "A+B"




v

BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATICNS OF DISTRICT SHIKARPUR

GPS VillageAllah Jewayo Lashari

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

216

Excavation in foundation of building bridges & other structure with excavated
lead upto one chain and lift upto 5'feet. In crdinary Soil, (S.1.Ne:18(b)-P/14)

3176.25

%0ctt

686.07

64

Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
(8.1.N0:40-P/21)

8654.95

%.Cit

5564.768

271

Pacca brick work in Foundation and plinth in cement sand mortor 1:6
{8.1.No:4-P/20)

11948.36

% .St

323800556

44

Poroviding Hard Murrum poderly fine base dressing watering leveling &

1834.75

%.Sit

807.29

Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rafes also includes all kind of forms moulds
lifting shuttering curring ratio (1:2:4:)

337

Poft

5392

0.714

Fabrication of Tar steel reinforcement for cement concrete including cutting
bending and laying in position making jeinis and fastening including the cost
of binding wire alsc includes removal of rust from bars. (S.1.Ne:8{b)-P/16)

5001.7

P.Cwt

3571.2138

92

Filing watering and ramming earth under floor with New Surface excavated
from out side lead upte one chain and lift upto 5' feet.

3630

%e Cft*

333.96

204

Pacca brick work in ground floor with {1:6) ratio in cement sand
mortar.(S.1.NO:5 e P NO:21)

12674.36

% Cft:

25855.6944

1.3

Supplying and Fixing Tears at Site

3575

P.Cwt:

4647.5

1.3

Erection rolled steel beams or old rails in roofs et erection and fixing in
pesition{S..NC & . P.NG.91}

186.34

P.Cwt;

242.242

80

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 172" thick cement plaster 1.6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x §"x2" files laid in 1:6
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing efe. (SING 2 P NO .33}

7607.25

% Sft:

6085.8

80

Providing and laying single per layer of polythene sheet C.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
(S.NQ.38.P.NO.38)

P. Sft:

856

32

PIF G.t frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratio 1:6 ang repairing
repairing the jambs, The cost alsc ifc all carriage, fools and plants used in
making and fixing (S.|NO.29.P.NO.G3)

2289

P.cft:

73248

24

PIF G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ilc welded hings and and fixing and fixing at site with
necessary hoid fasts, filling with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also i/c all carriage, tools and plants used in
making and fixing (S.|.NO,28.P . NO.93)

240.5

PRt

5772

Supplying & Fixing in positicn iron/ stee! grill of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats etc complete (weighf not to be
less than 3.7 Lbs/ sq fest of finishing grill {S .| No:.26 P.No:93}

180.5

P.Sft

2166

16

112

Cement plaster {1:6) ratio upto 20" height 1/2" thick.(S.1.NO:13,P.NO:52).

22066

%S

2471.382

17

804

Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick.

2197.52

%Sf

17668.06808

18

55

Cement Concrete Plain compacting finishing curring et and washing
agyregate without shuttering {S.1.No:5-PA15)

14429.25

%.cft

7536.0875

18

Providing and laying 1" thick Topping cement concrete (1:2:4) including
surface finishing and panels [S. NQ 16 P.NO 42

32755

%St

588.59

20

27.08

First class deodar wood wrought jeinary in doors and windows etc fixed in
position il chowkats hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with hooks, etc. Deodar panelled or panelled and glazed.
or fully glazed (b} 1-3/4" (8| No:7 P. No: 58}

851

P.Sit

2304508

21

70

Painting to doors and windows any type Three Coats (S..NO:4{ C
) P.NO:68)

2116.41

% St

1481.487

22

33

Painting Guard bars, gates iron bars, grating ,railings including standard
braces etc} and similar open work (S.I.NO:4{ d).P.NO:89) {Three Coats).

1270.83

% Sft

419.3739

TOTAL

155,296




WATER SUPPLY & SANITARY WORK

CONTRACTOR

. PART-B :PLUMBING WORKS
SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 480260] Each 4,803
1
2 Providing and fixing 4'x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 27060 | Each 271
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 mefer or 200 ft. S.I.Ne. 2 P.No. 23 P.HD
- |80 mm (3"dia) 90.00| P/Rit 0
9 {100 mm {4"dia) 136.00 | P/RMt 1224
- [125 mm {5"dia) 185.00 | P/Rft 0
- [ 150 mm {6"dia) 259.00 | P/RA
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified i‘c cost of nuts bolts and fixing in
100 plateform of cement concrete 1:3:6 and making connaction for in-let 87.95 Per 8795
out-let and aver flow in-let out-let flow pipes Gallor
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 |a}. Filter + Boaring 77.00 | P/Rit 4620
1 |b} Hand Machine 4500 | Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cutling and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe efc
with white zink paint with pigment to match t
- |i). 142" dia pipe 73.21 PIRMt -
- |ii). 3r4" dia pipe 95.79 PIRft -
10 [ii}. 1" dia pipe 128.55 P/Rft 1286
- ii). 1-1/4" dia pipe 153,15 PIRft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench i/c cutling,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 fl. S.I. No. 6 P.No. 24 PH.D
15 (13 mm {1/2" dia) 12.00 PIRft 180
25 (19 mm (3/4" dia) 19.00 P/Rft 475
- (25 mm {1" dig) 27.00 P/Rit
26 mm {1 1/4" dia) 33.00 P/Rit
8 Supplying and fixing in pesition brass bib cocks 3/4" dia standard
1 pattern S.1.No. 1 P.No. 16 348.92 No 49
9 Providing and fixing baal valve (with unsoldered copper ball } made to
T|BBS 1212 (S..No. 6 P-No. 18 Il 34" dia 29084 | No 291
10 1 Providing and fixing electric moler 1/2" horse power ifc pumping set 14201 No 14901
made 1 H.P etc.
Total : 40994
Amount Total (CSR)
Part"A" % Above / Below Total Amount
Part "B" % Above fBelow ____ Total Amount
Total "A+B"




~

BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Jahangir Khan Thaheem

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

216

Excavation in foundaticn of building bridges & other structure with excavated
lead upte cne chain and lift upte 5'feet. In ordinary Soil. {8.1.No:18(b)-P/14}

3176.25

%0cft

686.07

64

Cement Concrete brick or stone ballast 11/2" fo 2" guage Ratio 1:5:10.
{S..Ng:4©-P/21)

§694.95

%.Cft

5564.768

2n

Pacea brick work in Foundation and plinth in cement sand morior 4:6
(5. No:A-P/20)

11948.36

%.5ft

32380.0556

44

Poroviding Hard Murrum poderly fine base dressing watering leveling &

1834.75

%.5ft

807.29

Reinforced cement concrete work including all fabour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates also includes all kind of forms moulds
lifing shutlering curring ratio (1;2; 4}

337

Peft

5392

0.714

Fabrication of Tar steel reinforcement for cement concrete including cutfing
bending and faying in position making joints and fastening including the cost
of binding wire a'so includes removal of rust from bars. (S.1.No:8(b}-P/18)

5001.7

P.Cwt

3571.2138

92

Filling watering and ramming earth under floor with New Surface excavated
from out side lead upto cne chain and lift upto 5' feet

3630

%o Cft'

333.96

204

Pacca brick work in ground fioor with (1.6} ratio in ¢ement sand
mortar{S |.NO:5 e P.NO:21)

12674.36

% Cft:

25855.6944

1.3

Supplying and Fixing Tears at Site

3575

P.Cwt:

46475

13

Erection rolied stezl beams or old rails in roofs etc erecfion and fixing in
position.(S.I.NC.6 . P.NO.91)

186.34

P.Cwt:

242242

1

80

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x 6"x2" tiles laid in 1:6
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing ete, {S,LNO.2 P NO, 33}

7607.25

% Sft:

6085.8

80

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
(8.NQ.38.P NO.28}

10.7

P. Sft

856

13

32

PIF G.i frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratic 1:6 and repairing
repairing the jambs, The cost also i/c all carriage, tools and plants used in
making and fixina.{S.I.NC.20.P.NC. 03}

2289

P.cft:

73248

14

24

PiF G. frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.! sheet ifc welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratic 1:5 and repairing
repairing the jambs, The cost also i/c all carriage, tools and plants used in
making and fixina (S, L.NG.28 P NOC .93}

2405

P.Rft:

5772

15

Supplying & Fixing in position lron/ steel grill of 3/4 x 1/4" size flat iron of
approved design ingluding: painying 3 coats etc complete (weight nef to be
less than 3.7 Lbs/ sq feet of finishing arill (S.] No:.26 P.N0:G3)

180.5

P.Sft

2166

16

112

Cement plaster (1:6) ratio upto 20' height 1/2" thick.(S..NO:13,P.NO:52).

2206.6

%St

2471.392

17

804

Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick.

2197.52

%St

17668.0608

55

Cement Concrete Plain compacting finishing curing etc and washing
aggregate without shuttering (S.1.No:5-P/15)

1442925

%.cft

7936.0875

19

18

Providing and laying 1" thick Topping cement concrete (1:2:4) including
surface finishing and panels (S NO 16 P.NQ 42}

32755

%St

589.50

20

27.08

First class deodar wood wrought joinary in doors and windows etc fixed in
position ifc chowkats hold fasts hinges, ircn towers bels,chocks cleats
handles and cords with hooks, etc, Deodar panellad or panelled and glazed,
or fully glazed (b} 1-3/4" (S.] No:7 P, No: 58

851

P.Sft

23045.08

pal

70

Painting to deors and windows any type Three Coats (SINO:#4({ C
),P.NC:68}

2116.41

% Sf

1481.487

22

33

Painting Guarg bars, gates iron bars, grating ,railings including standard
braces efs) and similar open work (S.L.NO:4( d).P NO:69} (Three Coats).

1270.83

% Sft

419,3739

TOTAL

155,296




Amount Total
Part"A"

Part "B"

(CSR)
% Above / Below

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount

WATER SUPPLY & SANITARY WORK
PART-B : PLUMBING WORKS
SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 4,802.60| Each 4,803
1
2 Providing and fixing 4'x4'x4" dia C.! branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270680 | Each M
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutling,
fitling and jointing with solvent cement ifc testing with water t0 a head
of 61 meter or 200 ft. S..No. 2P.No. 23P.HD
- |80 mm {3"dia) 90.00| P/Rft 0
9 {100 mm (4"dia) 136.00 | P/Rft 1224
- [125 mm (5"dia) 185.00 | P/Rf 0
- 1150 mm {8"dia) 259.00 | P/RfL
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 plateform of cement concrete 1:3:6 and making connection for in-let 87.95 Per 8705
out-let and over flow in-let out-let flow pipes ' Galion
5 Providing installing hand pump machine i/c boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 7700} PIRft 4620
1 |b} Hand Machine 45001 Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and ic the cost of breaking through wails and
roof making good eic painting two coats after cleaning the pipe etc
with white zink paint with pigment to maich t
- |i3. 1/2" dia pipe 7N P/Rft
- |i). 3/4" diz pipe 95.79 P/Rit -
10 fii). 1" dia pipe 128.55 P/Rf 1286
ii). 1-1/4" dia pipe 153.18 P/Rft
7 Providing Laying UPVC pipes of Class "D fixing in trench ¥c cutting,
fiting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. 8.1 No. 6 P.No. 24 PH.D
15113 mm {1/2" dia) 12.00 PiRit 180
25|19 mm {3/4" dia) 19.00 PiRft 475
- |25 mm (1" dia} 27.00 P/Rft -
- 26 mm (1 144" dia) 33.00 PIRfA
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1|pattern S..No. 1 P.No. 16 34892 | Mo 349
9 Providing and fixing baal valve {with unsoldered copper ball ) made to
1188S 1212 {S.1.No. 6 P.No. 18 I 3/4" dia 29084 | No 21
10 Providing and fixing electric motor 1/2" horse power i/c pumping set
Tmade 1 H.P etc. 14201 No 14201
Total : 40994




BILL OF QUANTITY

NAME CF WORK:- REHABLITATION OF POLLING STATIONS QF DISTRICT SHIKARPUR
GMS Ali Murad Seelro

SON QNTY DESCRIPTION RATE UNIT AMOUNT

A PART-A {CIVIL WORK)
Excavation in foundation cf building bridges & other structure with excavated N

! 216 lead upto one chain and lift upto S'feet. In ordinary Scil. (S.1.No:18{b)-P/14) 317625 Hh0ct 686.07
Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10. N 4768

2 64 (5. No:4©-P/21) 8694.95 %.Cft 5564.76

3 271 Pacca brick work in Foundation and plinth in cement sand morter 1:8 11948.36 o Sh 39980.0556
{S..No:4-P120}

4 44 Pareviding Hard Murrum poderly fine base dressing watering leveling & 1834.75 %. St 807.29
Reinforced cement concrete work including all labour and material except

5 1§ the cost of steel Reinforcement and its labour for bending and binding which 237 Peit 5302

will be paid separately. This rates alsa includes all kind of forms moulds
lifting shuttering curring ratio (1;2:4:}

Fabrication of Tar steel reinforcement for cement concrete including cutting
6 0.714  |bending and laying in pesition making joints and fastening including the cost]  5001.7 P.Cwi 3571.2138
of binding wire also includes removal of rust from bars. (3.1.No:8(b)-P/16)

Filling watering and ramming earth under floor with New Surface excavated

7 %o Cft" 333.96
% from oui side lead upto one chain and lift upto 5’ feet. 3630 °0
Pacca brick work in ground floor with (1.6) ratio in cement sand .
4 12674. % Cft: 25855.6944
§ X mortar.{S..NO:5 e,P.NO:21) 674.35 % Ch
9 1.3 [Supplying and Fixing Tears at Site 3575 P.Cwt; 4647.5
10 13 Erection rolled steel beams or old rails in roofs efc erection and fixing in 186.34 P Cut: 242 242

position.{S..NO.6 . P.N0O.91)

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
11 80  |coating sand blinded, provided over one layer of 12" x 6"x2" tiles laid in 1:6| 7607.25 | % Sft: B085.8
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing efe. {3 LNG.2 .P.NO.33]

Providing and laying single per layer of polythene sheet 0,13 mm thick for
12 80  |water profing &s per specification and instructions of Engineer incharge. 107 P. Sit: 856
{S.NO.38.P.NO.38)

PIF G.1 frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
13 32 |necessary hold fasts, filing with cement sand slurry of rafio 1:6 and repairing| ~ 228.9 P.cft 73248
repairing the jambs, The cost also ifc all carriage, tools ang plants used in
making and fixina.(S.1.NO.29.P.NO,92}

PIF G.l frame / Choukats of size 7* x 2" or 4 1/2" x3' for windows using 20
guage G. sheet ifc welded hings and and fixing and fixing at site with
14 24 [necessary hold fasts, fling with cement sand slurry of ratio 1:6 and repairing| ~ 240.5 P.Rft: 5772
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making and fixing (S LNQ.28.P.NQ.83

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron of

15 12 |approved design including; painying 3 coals efc complete (weight not to be| 1805 P.Sft 2166
less than 3.7 Lbs/ sq feet of finishing grill (S./ No..26 P.No:83)

16 112 [Cement plaster (1:6) ratio upto 20" height 1/2" thick.(5.|.NO:13,P.NO:52). 2206.6 %St 2471.392

17 804  |Cement plaster 1:4 upto 20' fi; height ground floor 3/8" thick. 2197.52 %St 17668.0608

18 55 Cement Concrete Plain compacting finishing cuming etc and washing 14429 75 % cit 7936.0875

agaregate without shuttering (S.1.No:5-P/15}

Providing and laying 1" thick Topping cement concrete (1:2:4) including

327155 %St 589.59
19 18 surface finishing and panels {S.I NO 16 P.NC 42 i
First class deodar wood wrought joinary in doors and windows elc fixed in
0 97,08 position ifc chowkals held fasts hinges, iron towers bolts,chocks cleats 854 P Sft 2304508
' handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully glazed (b} 1-3/4" (5.1 No:7 P, No: 58}
21 70 Painting to doors and windows any type Three Coafs (SINO4{ C 2115.41 o St 1481.487
1,P.NO:68)
25 33 Painting Guard bars, gates iron bars, grating ,railings including standard 1270.83 o, Sft 4193730

braces etc) and similar open work (S.I.NO:4( d).P.NO:68) (Three Coats).

TOTAL 155,296




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" ¢lear opening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and CI thumble. 4802680| Each 4,803
1
2 Providing and fixing 4'x4"x4" dia C.| branch of the required degree
1 [with access doors rubber washer 1/8" thick and builts and nuts and 27060 | Each 271
extra painting fo match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifs testing with water to a head
of 61 meter or 200 ft. S..No. 2 P.Ng. 23 PH.D
- |80 mm {3"dia) 90.00| PIRft 0
91100 mm (4"dia} 1365.00 | P/Rit 1224
- 125 mm (5"dia) 185.00 | P/Rft
- 1150 mm (6"dia) 258.00 | PRt
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 plateform of cement.concrete 1:3:6 aqd making cannection for in-let 87.95 Per 8795
out-let and over flow in-let out-let flow pipes Gallon
5 Previding installing hand pump machine ifc bearing with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00 | PRA 4620
1|b} Hand Machine 4500 | Each 4500
8 Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and ik the cest of breaking through walls and
roof making good etc painting two coats afier cleaning the pipe etc
with white zink paint with pigment fo maich t
- [ib. 1/2" dia pipe 73.21 P/Rft -
- lif). 3/4" dia pipe 95.79 P/Rit
10 |ii). 1" dia pipe 128.55 P/Rit 1288
ii). 1-1/4" diz pipe 153.18 P/Rft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement i/c testing with water tc a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 PH.D
15|13 mm (1/2" dia) 12.00 P/RIt 180
25 (15 mm (3/4" dia) 19.00 PIRft 475
- |25 mm (1" dia) 27.00 PIRit
- 26 mm {1 1/4" dia) 33.00 P/Rit
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
! |patiem S..No. 1 P.No. 1 892 1 No 349
9 Providing and fixing baa! valve (with unsoidered copper ball ) made to
' |BBS 1212 (3.1.No. 6 P.No. 18 11 34" dia 29084 No 21
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
1 mada 1 H.P etc. 14201 No 14201
Total : 40894
Amount Total (CSR)
Part"A" % Above /Below ___ Total Amount
Part "B" % Above /Below | Total Amount
Total "A+B"

CONTRACTOR




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Imam Bux Mahar

SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with excavated o
! 216 lead upto cne chain and lift upto 5'feet. In ordinary Soil. (S..No:18{b)-P/14) 317625 #%0ct 686.07
Cement Concrete brick or stong ballast 11/2' to 2" guage Ratio 1:5:10.
4 . %o .
2 & (S LNo4B-P121) 8694.95 %.Cit 5564.768
3 971 (Psafifao-gtgrgg;mk in Foundation and plinth in cement sand moror 18| 404028 | o st 3280.0556
4 44 Paroviding Hard Murrum poderly fine base dressing watering leveling & 1834.75 %.Sft 807.29
Reinforced cement concrete work including all labour and material except
5 15 th.e cost of. stesl Remforcemgnt and its Iat?our for bendlqg and binding which 37 Peft 5399
will be paid separately. This rates also includes all kind of forms moulds
liting shuttering curring ratio {1:2:4:)
Fabrication of Tar stee! reinforcement for cement cencrete including cutting
8 0.714 |bending and laying in position making joints and fastening including the cost| ~ 5001.7 P.Cwt 3571.2138
of binding wire also includes removal of rust from bars. (5.1 No:8{b)-F/16)
7 @ Filling wat.ermg and ramming egnh un(.ier fioor with New Surface excavated 2630 %0 Cit 132,96
from out side lead upto one chain and lift upto 5' feet.
Pagca brick work in ground floor with (1:6) ratio in cemant sand o -
: : 6844
s 204 mortar.{$.LNC:5 ¢ P.NC:21) 12674.36 o Git 25635.694
9 1.3 |Supplying and Fixing Tears ai Site 3575 P.Cwt: 4647.5
Erection rolled stee! beams or oid rails in roofs etc erection and fixing in
10 1. 186.3 Cwt: .
3 | position(S.LNO.6 . PNOS) 6.34 | PLut 242242
Second class fles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
11 80 coating sand blinded, provided over one layer of 12" x 6"x2" tiles laid in 1:6 7607.25 % St 6085.8
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing ete. (SINO.2 P NG 33)
Providing and laying single per layer of polythene sheet 0,13 mm thick for
12 80  |water profing as per specification and instructions of Engineer incharge. 0.7 P. 5ft: 855
(S.NO.38.P.NO.38)
PIF G.| frame / Choukats of size 7" x 2" or 4 112" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
13 32 |necessary hold fasts, filing with cement sand slurry of ratio 1:6 and repairing] 2289 P.cft: 7324.8
repairing the jambs, The cost also i/c all camiage, tools and plants used in
making and fixing (S.LNQ.29.P.NO 93}
P/F G.l frame / Choukats of size 7" x 2" or 4 112" x3' for windows using 20
guage G.| sheet i welded hings and and fixing and fixing at site with
14 24 |necessary hold fasts, filing with cement sand sturry of ratio 1:6 and repairing| ~ 240.5 P.Rit: 5772
repairing the jambs, The cost also iic all carriage, tools and plants used in
making and fixing S| NO.28.7 NO.93)
Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron of
15 12 |approved design including: painying 3 coats etc complate (weight not to be| 1805 P.Sft 2166
less than 3.7 Lbs! sq feet of finishing qrill {S.] No:.26 P.Nc:93)
16 112 |Cement piaster {1:6) ratic upto 20' height 1/2" thick.{8.1.NO:13,P.NO:52). 2206.6 % Sit 2471.392
17 804  |Cement plaster 1:4 upto 20 fi; height ground floor 3/8" thick. 2197.52 %St 17668.0608
Cement Concrete Plain compaciing finishing curring etc and washing 14429.95 o
. cft 7936.0875
18 % aggregate without shuttering (S.1.No:5-P/15} "
Providing and laying 1" thick Topping cement concrete {1:2:4) including a
19 32755 %St 589.59
18 surface finishing and panels {S.| NO 16 P.NO 42) ’
First class deodar wood wrought joinary in doors and windows etc fixed in
20 27,08 position ifc chowka?s hold fasts hinges, iron towers bolts,chocks cleats 851 P Sit 23045.08
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully glazed {b) 1-3/4" {S. No:7 P. Ng; 581
2 70 ;D:"r]\}ggesl)o doors and windows any type Three Coats (S..NO:4({ C 211641 % Sft 1481487
Painting Guard bars, gates iron bars, grating raifings including standard o
1270. % Sft 419,3739
2 ¥ brages etc) and similar open work (S.L.NO:4{ d}.P.NC:89) (Three Coats). & '
TOTAL 155,296




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and CI thumble. 4,802.60| Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.i branch of the requirad degree
1 |with access docrs rubber washer 1/8" thick and builts and nuts and 27060 | Each 271
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitling and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.1.No. 2 P.No. 23 P.H.D
- 180 mm {3"dia} $0.00| P/Rf 0
9{100 mm (4"dia) 136.00 [ P/RA 1224
- [125 mm (5"dia) 18500 P/Rit 0
- 1150 mm (8"dia) 259.00 | PRA
4 Supplyging and fixing fibre glass 1ank of approved quality and design
and wall thickness as specified i‘c cost of nuts bolts and fixing in
100 |Plateform of cement'concrete 1:36 aqd making connection for in-let| g7 gz Per 4795
out-let and over flow in-let out-let fiow pines Galon
5 Providing installing hand pump machine ifz boaring with wooden sheo
and C.C plate form.
60 {a). Filter + Boaring 77.00( PIRft 4620
1 1b) Hand Machine 4,500 Each 4500
6 Providing G! pipes specials and clamps efc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to match t
- |iy. 112" dia pige 73.21 PiRit -
- |ii). 3/4" dia pipe 95.79 PIRft
10 [ii). 1" dia pipe 128.55 P/Rit 1286
ii). 1-1/4" dia pipe 15319 P/Rft -
7 Providing Laying UPVC pipes of Class D" fixing in trench i/c cutting,
fitting and jointing with sclvent cement /¢ testing with water to a head
of 122 mater or 400 ft. S.I. No. 6 P.No. 24 P.H.D
15 {13 mm (1/2" dia} 12.00 PIRft 180
25119 mm (3/4" dia) 18,00 P/Rit 475
- |25 mm (1" dia) 27.00 P/Rit -
- 26 mm (1 1/4" dia} 33.00 PIRft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
paltern S.1.No. 1 P.No. 16 3892 | Mo e
8 Providing and fixing baal valve {with unsoldered copper ball ) made to
1838 1212 (S.1.No. 6 P.No. 18 Il 34" dia 2084 1 MNo %1
iding ang fixing electri tor 1/2" horse power ilc pumping set
10 1 Providing and fixing electric motor Se pow pumping 14701 No 14901
made 1 H.P etc.
Total : 40994

Amount Total (CSR)
Part "A"

Part "B"

% Above / Below

% Above / Below —_

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance of
the Bidding Documents).

(a). Name of Procuring Agency:-  Executive Engineer (Education Works)
Division Shikarpur.

b). Brief Description of Works:- REHABLITATION OF POLLING STATIONS OF
DISTRICT SHIKARPUR REHABLITATION OF WASH
ROCOMS & SANITARY WORKS
(PACKAGE NO:14)
GPS Ghulam Nabi Khakhrani, GPS Dodo Detho, GPS
New Allahabad, GPS Sadique Jeho (Improvised), GPS
Kandhar , GPS Orangabad.

(c).Procuring Agency’s address:- Executive Engineer (Education Works) Division Shikarpur
Near GBHS No.ll Shikarpur.

(d). Estimated Cost:-_0.950 ( Millions).

(e). Amount of Bid Security:- 5% (Fill in lump sum
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 90 Days (Not more than sixty days).

(9).Security Deposit:-(including bid security):- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :- As Per NIT

(j)- Venue, Time, and Date of Bid Opening:- Near GBHS Il (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 1 Month
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost per
day of delay, but total not exceeding 10%).

(m). Deposit Receipt No: Date: Amount:Rs:

Bank

(n) D.R.NO: DATED:- . Amount 1000 /-(Rupees: One Thousand only).
(0). Tender issued to Mr. / M/s \ j;Govt: Contractor.

e

XECUTIVE ENGINEER
CATION WORKS DIVISION

SHIKARPUR




BILL OF QUANTITY

L]

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GPS Ghulam Nabi Khakhrani

SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with excavatad o
! 216 lead uptc one chain and lift uptc 5'feet. In ordinary Soil. {5.1.No:18(b)-P/14) 3176.25 *0ct 686.07
Cement Concrete brick or stone ballast 11/2" o 2" guage Ratio 1:5:10.
2 4 . %. .
8 (S.LNOAG-P21} 8694 .95 o.Cft 5564.768
3 971 Pacca brick work in Foundation and plinth in cement sand mortor 16 11948.36 % St 32380.0556
(8.1.No:4-P/20)
4 44 |Poroviding Hard Murrum poderly fine base dressing walering leveling & 1834.75 %. St 807.29
Reinforced cement concrete work including all labour and material except
5 18 the cost of steel Reinforcement and its labour for bending and binding which 337 Pt 5397

will be paid separately. This rates also includes all kind of forms mouids
lifting_shuttering curring rafio {1:2:4:)

Fabrication of Tar steel reinforcement for cement concrefe including cutting
8 0.714  [bending and laying in position making joints and fastening including the cost|  5001.7 P.Cwt 3571.2138
of binding wire also includes remaval of rust from bars. (S.1.No:8{b}-P/16}

92 Filling watering and ramming earth under floor with New Surface excavaied

7 ) o g .
from out side lead upto one chain and lift upto 5' feet. 3630 o Cit 333.96
Pacca brick work in ground fleor with (1:6) ratio in cement sand .
8 204 . % Cft: 654
mortar {S.I.NO:5 e,2.N0:21) 12674.36 % CHt; 25855.6944
9 1.3 Supplying and Fixing Tears at Site 3575 P.Cwt: 4647 .5
10 13 Erection rolled steel beams or old rails in roofs etc erection and fixing in 186,34 P Cwt 949 942

position.(S..LNO.6 . P.NO.81)

Second class tiles roofing conpsisting of 4* earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
" 80  [coating sand blinded, provided over one layer of 12" x 6"%2" tiles laid in 1:6] 7607.25 % Sft: 5085.8
cement morar including 1:2 cement pointing under neath of tiles complete
including guring efc, (S.LNO.2 P NOI

Providing and laying single per layer of polythene sheet 0.13 mm thick for
12 80 |water profing as per specification and instructions of Enginger incharge. 10.7 P. Sft 856
{S.NO.38.P.NC.38)

P/F G.I frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
13 32 |necessary hold fasts, filling with cement sand slurry of ratic 1:6 and repairing| 2289 P.cit 7324.8
repairing the jambs, The cost also ifc all carriage, tocls and plants used in
making and fixing (S |NO 28 P NO G3

P/F G| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet iflc welded hings and and fixing and fixing at site with
14 24 |necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing| 2405 PRt 5772
repairing the jambs, The cost also i all carriage, tocls and plants used in
making and fixina (S LNQ.28 P.ND 93}

Supplying & Fixing in position Iron/ steet grill of 3/4 x 1/4" size flat iron of

15 12 |approved design including: painying 3 coats etc complete {weight not to be{  180.5 P.Sft 2186
less than 3.7 Lbs/ sq feet of finishing qrill (S.| No:.26 P.No:93}
16 112 |Cement plaster (1:6) ratio upto 20" height 1/2” thick.(S.LNO:13 P.NO:52). 2206.6 %St 2471382
17 804 [Cement plaster 1:4 upto 20' fi; height ground floor 3/8" thick. 2187.52 %St 17668.0608
Cement Concrete Plain compacting finishing cuwing etc and washing 144292 o
25 . 7936.0875
18 % aggregate without shuttering (S.1.No:5-Pi15) to.cht
Providing and laying 1" thick Topping cement concrate {1:2:4) including s
1 18 3275. %o 589.59
s surface finishing and panels {S.I NO 16 P.NO 42) 2155 st
First class deodar woed wrought joinary in doors and windows etc fixed in
20 27.08 posifion ifc chowkals hold fasts hinges, iron towers bolts,chocks cleats 3514 P git 93045.08
handles and cords with hooks, etc. Decdar panelled or panglied and glazed,
or fully giazed (b} 1-3/4" (S.1 Ne:7 P, No: 581
21 70 Painting to doors and windows any type Three Coats (5..NO:4{ C 9116.41 o St 1461487
1.P.NO:68)
Painting Guard bars, gates iron bars, grating ,raifings including standard
1270.83 % St 418.3739
2 B3 braces etc) and similar opan work (S.L.NO:4{ d).P.NO:6%} (Three Coats). ’
TOTAL 155,296




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 18" ¢lear opening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 4,862.60| Each 4,803
1
Z Providing and fixing 4*x4"x4* dia C.I branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270.80 | Each 27
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench Ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.I.No. 2 P.No. 23 PH.D
- 180 mm (3"dia) 90.00 | PRt 0
91100 mm (4'dia) 136.00 | P/Rf 1224
- 125 mm {5"dia) 185.00 | PIRft 0
- [150 mm (8"dia) 259.00 | P/Rft
4 Suppiyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 plateform of cement.concrete 1:3:6 and making connection for in-let 87 95 Per 8795
out-let and over flow in-let out-let flow pipes Gallan
5 Providing installing hand pump machine ifc boaring with waoden sheo
and C.C plaie form.
80 |a). Filter + Boaring 77.00| P/Rft 4620
1 |b) Hand Machine 4,500| Each 4500
8 Providing Gi pipes specials and clamps etc including fixing cuting and
fittings complete with and ifc the cost of breaking through walls and
roof making good efc painting two coats after cleaning the pipe elc
with white zink paint with pigment tc match t
- [iy. 172" dia pipe 73.21 P/Rft
- |ii). 3/4" dia pipe 85.79 PiRft
10 [ii). 1" dia pipe 128.55 PiRit 1286
- fi}. 1-1/4" dia pipe 153.19 P/Rft
7 Praviding Laying UPVC pipes of Class *D" fixing in trench ifc cutting,
fitting and jointing with solvent cement i/c testing with water to a head
of 122 meter or 400 ft. S.I. No. 6 P.No. 24 PH.D
15 (13 mm {1/2" dia) 12.00 PIRft 180
25|19 mm (3/4" dia) 19.00 P/R#t 475
- (25 mm {1" dia) 27.00 P/Rft
26 mm {1 1/4" dia) 33.00 P/Rit
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
*|pattern S.LNo. 1 P.No. 16 3892 | No 349
9 Providing and fixing baal valve (with unsoldered copper ball ) mage 1o
11BBS 1212 (S..No. 6 P.No. 18 Il 314" dia 29084 1 No 291
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
1| made 1 HLP ete. 14201 No 14201
Total : 40894

Amount Total
Part"A"

Part"B"

(CSR)
% Above / Below

% Above / Below

CONTRACTOR

Total "A+B"

Tetal Amount

Total Amount




'

‘ _ BILL OF QUANTITY
NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Dodo Detho
Sé'f’ QNTY DESCRIPTION RATE | UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other siructure with
i 158  [excavated lead upic one chain and lift upto 5Sfeet. In ordinary Seil] 3176.25 %0cft 501.85
{S.1.No:18(b)-PH14])
Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10. 0 387578
? a4 (S LN 4G-PI21) £694.95 %.Cft 825,
3 194 F;Tﬁo-gilsrgsyork in Foundation and plinth in cement sand mortor 1:6 11948.36 % Sft 23,179.82
4 25 Porovldiqg Hard Murrum poderly fine base dressing watering leveling & 183475 o, Sft 458,69
compecting etc complete.
Reinforced cement concrete work including all labour and material except
5 16 th_e cost of_ sigel Reinforcement and its Wal?our for bendipg and binding which 337 Peft 5392.00
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring ratic (1:2:4:) :
6 a5 Filling walgrmg and ramming egrth und.er floor thh New Surface excavated 3630 %0 Gt 166.98
from out side lead upto one chain and lift upto &' feet
Pacca brick work in ground floor with (1:6) ratio in cement sand -
7 118 mortar (5..NO'5 e P.NO21) 12674.36 % Cit: 14,702.26
8 0.65 _|Supplying and Fixing Tears at Site 3575 P.Cwt 2,323.75
9 065 Erection rofled stee! beams or old rails in roofs et erection and fixing in 186.3¢ P Cut: 12112

position.{S..NO.6 . P.NO.91)

Second class tites roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
10 | 42.08 |coating sand blinded, provided over one layer of 12" x 6'x2" tiles laid in 1:6) 7607.25 | % Sft 3,201.13
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing etc, {SINO2 P NO.33)

Providing and laying single per layer of polythene shest 0.13 mm thick for
1 42 |water profing as per specification and instructions of Engineer incharge. 10.7 P. Sf: 449 40
{S.NO.38.P.NO.38)

PIF G.l frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20,
guage G.| sheet i/c welded hings and and fixing and fixing at site with
12 17 lnecessary hold fasts, filing with cement sand slurry of ratic 16 and| 2289 Pcft 3,891.30
repairing repairing the jambs, The cost also ifc all carriage, teoks and plants
used in making ang fixing.(S.L.NQ.29.P.N0.93)

PIF G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.) sheet ¢ welded hings and and fixing and fixing at site with
13 18 |necessary hold fasts, filing with cement sand slurry of ratio 16 and| 2405 P Rft 4,328.00
repairing repairing the jambs, The cost also ifc all carriage, tools and plants
used in making and fixing (SINQ.28 P.NO93)

Supplying & Fixing in position Iron/ steel arill of 3/4 x 114" size flat ircn of

14 5 approved dasign including: painying 3 coais efc complete (weight not to bey ~ 180.5 P.Sit 802.50
less than 3.7 Lbs/ sd feet of finishing arill {S.| No:.26 P.No:93)

15 503 [Cement plaster (1:6) ratio upto 20" height 1/2" thick.(S.|.NG:13 P.NC:52). 2206.8 %5H 11,009.20

16 503 {Cement plaster 1:4 upte 20" fi; height ground floor 3/8" thick. 2197.52 %St 11,053.53

17 28 Providing and laying 1" thick Topping cement concrete (1:2:4) including 441182 %SH 123531

surface finishing and panels {S.I NO 16 P.NO 42}

Providing and laying 1" thick Topping cement concrete {1:2:4) including

S 3275.5 %St 491.33
surace finishing and panels (S.| NO 16 P.NO 42}

First class deodar weod wrought joinary in doors and windows el fixed in
19 14 position ifc chowkats hold fasts hinges, iron towers bolts,chocks cleats 85+ b it 11.914.00
hand'es and cords with hcoks, etc. Deodar panalled or panelled and glazed,
or fully glazed {b} 1-3/4" (S} No:7 P. No: 58)

20 50 White washing Three Coats (8..NO:26 P.NO:54} §29.95 % St 414.98

21 365 |Colour washing Two Coats (S.|.NO:25 P.NO;54} 859.9 % St 3,138.64

22 70 Painting o doors and windows any type Three Coats (S.LNO:4( C 2116.41 % Sit 148149
1,P.NC:68)

93 15 Painting Guard bars, gates iron bars, grating railings including standard 1270.83 o Sft 203.33

braces stc) and similar open work (S.1.NO:4{ d).P.NO:69} (Three Coats).

Fabrication of Tar stee! reinforcement for cement concrete including cutting
24 0.714  |bending and laying in position making joints and fastening including the costj ~ 5001.7 P.Cwt 3,571.21
of binding wire also includes removal of rust from bars. {5.1.No:8{b)-PH16)

TOTAL 108,049




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

S| anty DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
and 3 gallons flushing tank with 4" dia Ci frap and Cl thumble. 4802.60| Each 4803
1
2 Providing and fixing 4'x4"x4" dia C.I branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 27080 | Each 271
extra painting to match the colour of the buikding. a
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fiting and jointing with scivent cement i testing with water to a head
of 61 meter or 200 ft. S.1.No. 2P.No. 23 P.H.D
- |80 mm (3"dia) 90.00 | PIRft 0
9 [100 mm (4"dia) 136.00| PRt 1224
- |125 mm {5"dia) 185.00| PIR#t 0
- {150 mm (6"dia) 259.00| PRft
4 Supplyging and fixing fibre glass tank of approved quzlily and design
and wall thickness as specified i/c cost of nuis bolts and fixing in
100 plateform of cement_concrete 1:3:6 aqd making connection for in-let 87.95 Per 8795
out-iet and over flow in-let out-let flow pipes Galion
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 |2). Filter + Boaring 77001 PRft 4620
1 |b) Hand Machine 4,500 | Each 4500
6 Providing Gl pipes specials and clamps efc including fixing cutting and
fitings complete with and ¥fc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe efc
with white zink paint with pigment to match t
- |i). 112" dia pipe 73.21 PIRft
- (i}, 3/4" dia pipe 95.79 P/Rft -
10 |if). 1" dia pipe 128.55 PRt 1285
ii). 1-1/4" dia pipe 16319 P/Rft -
7 Providing Laying UPVC pipes of Class "D" fixing in french i'c cutting,
fiting and jeinting with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.1. No. 8 P.No. 24 P.H.D
15 [13 mm (1/2" dia) 12.00 P/Rift 180
25 |19 mm (3/4" dia} 19.00 PRt 475
- |25 mm (1" dia) 27.00 P/Rt
26 mm (1 1/4" dia) 33.00 PiRit
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
L pattern S.INo. 1 P.No. 16 34892 No 349
9 Providing and fixing baal valve {with unsoldered copper ball ) made to
11BBS 1212 (S.1.No. 6 P.No. 18 | 3/4" dia 2084 | No 2
10 , Providing and fixing electric motor 1/2" horse power ifc pumping set 14201 No 14201
made 1 H.P etc.
Total : 40994

Amount Total (CSR)
Part "A"

Part"B"

% Above / Below

% Above / Below

CONTRACTCR

Total Amount

Total Amount

Total "A+B"




’

) BILL OF QUANTITY
NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

' GPS New Allahabad
de QNTY DESCRIPTION RATE | UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with
1 158  |excavated lead upto one chain and lift upto Sfeet In ordinary Soil| 3%76.25 %0cft 501.85
{5.1.No:18(b)-P/14)
Cement Concrete brick or stone ballast 11/2" to 2" guage Ratic 1:5:10. N
2 44 (S.LNo:4@-PI21) 8694.95 %.Cit 382578
3 194 F;T?qao-zt‘;rgg\)m in Foundation and plinth in cement sand mertor 1:5 1194836 | %St 23.179.82
4 26 Porovidiqg Hard Murrum poderly fine base dressing watering leveling & 183475 % it 458.69
compeciing etc complete.
Reinforced cement concrete work including all labour and material except
5 16 th.e cost of steel Reinforcement and its Iai?our for bendirjg and binding which 337 Peft 5.392.00
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring ratic (1,2:4:}
6 4 Filling waigrmg and ramming eallrth unr%er floor Yﬂth New Surface excavated 2530 %o CH* 166.98
from out side lead upto one chain and lift upto 5' feet,
Pacca brick work in ground floor with (1:6) ratio in cement sand oL (e
7 116 morar (S..NG'5 &P NO21) 12674.36 % Cit: 14,702.26
3 0.65  {Supplying and Fixing Tears at Site 3575 P.Cwt: 232375
9 0.66 Erection rolled steel beams or old rails in roofs ele erection and fixing in 186.34 P Cut: 19112

position.(S..NO.6 . P.NO.91)

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
10 | 4208 |coating sand blinded, provided over one layer of 12" x 6'x2" tiles laid in 1:6] 7607.25 % St 3,201.13
sement mortar including 1:2 cement pointing under neath of tiles complete
including curing etc, (S 1.NQ.2 P.NO,33}

Providing and laying single per layer of polythene shest 0.13 mm thick for
" 42 |water profing as per specification and instructicns of Engineer incharge. 10.7 P. Sft; 44940
{S.NQ.38.P.NO.38)

PiF G.| frame / Choukats of size 7" x 2° or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
12 17 |necessary hold fasts, filing with cement sand slurry of ratio 1:6 and| 228.9 P.cft: 3,891.30
repairing repairing the jambs, The cost also ifc all carriage, tools and plants
ysed in making and fixing {S1.NO,29.P NO 9

P/F G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| shest i¥c welded hings and and fixing and fixing at site with
1 13 18 [necessary hold fasts, filing with cement sand slurry of ratio 1.6 and}  240.5 PRt 4,329.00
repairing repairing the jambs, The cost also ifc all carriage, tocls and plants
used in making and fixina,(S.1.NO.28 P.NQ,93

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4” size flat iron of

14 5 approved design Ingluding: painying 3 coats etc complete {weight not to be| 1805 P.Sit 902.50
less than 3.7 Lbs/ sq {eet of finishing grill (S| No:.26 P.No:93)
15 503 |Cementi plaster {1:6) ratio upto 20' height 1/2" thick.(S.|.NO:13,P.NO:52). 2206.6 %St 11,099.20
16 503  [Cemeni plasier 1:4 upto 20' ft; height ground flocr 3/8" thick. 2197.52 %St 11,053.53
Providing and laying 1" thick Topping cement concrete (1:2:4) including 441182 o5f
. 1 1,235.31
7 2 surface finishing and panels {S.| NO 16 P.NC 42) "8 i
Providing and laying 1" thick Topping cement concrete {1:2:4) including o o
75.5 Yo Sft 491.33
18 15 surface finishing and panels (5.1 NO 16 P.NO 42) S °
First class deodar weod wrought joinary in doars and windows e fixed in
18 14 position ilc chowka_ts hold fasts hinges, iron fowers bolts,chocks cleats 851 P St 11.914.00
handles and cords with hooks, etc. Deadar panelied or panelled and glazed,
or fully alazed (b} 1-3/4" (8.1 No:7 B, No: 583
20 50 White washing Three Coats (S.].NO:26,P.NO:54) 829.95 % Stt 414.98
il 365  |Colour washing Twe Coats {S.I.NO:25 P.NO:54) 859.9 % St 3,138.64
79 70 Painting to doors and windows any type Three Coats (S.INO:#4( C 2116.41 o, Sft 148149
1, P.ND:68)
23 16 Painting Guard bars, gates iron bars, grating railings including standard 1970.83 % Sh 203.33

braces etc) and similar open work (5.I.NO:4{ d).P.NO:68} (Three Coats).

Fabrication of Tar steel reinforcamant for cement concrete including cutfing
24 0.714  |bending and laying in positicn making joints and fastening including the cost 5001.7 P.Cwt 357121
of binding wire also includes removal of rust from bars. {S.1.No:8(b)-F/16)

TOTAL 108,042




CONTRACTOR

WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
and 3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 480260 | Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 27060 Each 271
extra painting to match the celeur of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with sclvent cement ifc testing with water to a head
of 81 meter or 200 ft. S..No. 2 P.No. 23P.H.D
- 180 mm {3"dia) 90.00| P/Rft 0
g [100 mm {4"dia} 136.00 | P/Rit 1224
- 1125 mm {5"dia} 185.00 | P/Rft 0
- 1150 mm (8"dia) 259.00 [ PIRft
4 Suppiyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 |Flateform of cement concrete 1:3:6 and making connection for inlet| g7 o5 Per 8795
cut-iet and over flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine i’z boaring with wooden sheo
and C.C plate form.
B0 |a). Filter + Boaring 7700 PRt 4520
1 {b) Hand Machine 45001 Each 4500
& Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making goed elc painting two coats zfter cleaning the pipe etc
with white zink paint with pigment to match t
- {i). 1/2" dia pipe 7321 P/Rf -
- {ii}. 3/4" dia pipe 95.79 PRt
10 {ii). 1" dia pipe 128 55 PIRit 1286
iiy. 1-1/4" dia pipe 153.19 PRIt
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement i/c testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 PH.D
1513 mm (1/2" dia) 12.00 PiRft 180
25|19 mm (3/4" dia) 19.00 PiRft 475
25 mm {1" dia} 27.00 P/Rft -
26 mm {1 1/4" dia) 33.00 P/Rit
8 Supplying and fixing in poesition brass bib cocks 3/4" dia standard
1 pattern 5.I.No. 1 P.No. 16 348.92 No 349
9 Providing and fixing baal valve {with unscldered copper ball ) made to
" |B8S 1212 (5..No. 6 P.No. 18 I} 34" dia 29084 | Mo 201
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
Mmade 1 HP etc. 14201 No 14201
Total : 40994

Amount Total
Part"A"

Part "B"

{CSR)
% Above / Below ____

% Above [/ Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Sadique Jeho (Improvised)

SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A {CIVIl. WORK)
Excavation in foundaticn of building bridges & other structure with excavated
1 1 . . i ; ) k !
216 lead upto one chain and lift upto 5'feet. In ordinary Soil. {S..No:18(b)-P/14) 317625 talclt 686.07
Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10. o
2 64 (S.INoAG-P/21) 8594.95 %.Cft 5564.768
3 771 rsa\ftr:daogr;gfl(mv;fork in Foundation and plinth in cement sand mortor 1:6 11648 35 % S 32380.0556
4 44 Poroviding Hard Murrum poderly fine base dressing watering leveling & 1834.75 %.5ft 807.29
Rainforced cement concrete work including all labour and material except
5 6 lh.e cost of_ sleel Remforcemgnt and its Lab_our for bend|pg and binding which 337 Peft 5392
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring ratio {1:2:4;)
Fabrication of Tar steel reinforcement for cement concrete including cutting
& 0.714 |bending and laying in position making joints and fastening including the cost| ~ 5001.7 P.Cwt 3571.2138
of binding wire also includes removal of rust from bars. (S.1.No:8{b}-P/16}
7 9 Filling wa‘germg and ramming egnh unqer floor Iwilh New Surface excavated 3630 %0 CH 231.96
from out side lead upto one chain and lift upto 5' feet.
Pacca brick work in ground floor with (1:5) ratic in cement sand .
4 . % Cit: 26855.6944
8 20 mortar.{S.LNG:5 e,P.NO:21) 12674.36 % Ct
9 1.3 Supplying and Fixing Tears at Site 3575 P.Cwt 4647 5
Erection rolled stee! beams or old rails in roofs etc erection and fixing in
10 1.3 186.34 P.Cwt 242242
posifion.{S |.NO.& . P.NO.91) 6 W
Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. ¢f hot bitumen
" 80  |coating sand blinded, provided over one layer of 12° x 6'x2" tiles laid in 1:6| 7607.25 % St: £085.8
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing ete, (S INC.2 P.NO 33
Providing and laying single per layer of polythene sheet 0.13 mm thick for,
12 80  |waler profing as per specification and instructions of Engineer incharge. 10.7 P. Sft: 856
{5.NQ .38 P.NO.38}
PiF G.l frame / Choukats of size 7" x 2" or 4 1/2* x3' for doors using 20
guage G.| sheet i'c welded hings and and fixing and fixing at site with
13 32 inecessary hold fasts, filing wilh cement sand slurry of ratio 1:6 and repairing| ~ 228.9 P.cft 73248
repairing the jambs, The cost also ifc all camiage, tools and plants used in
making and fixing.{S.LNC.29.P NG 93}
PiF G.| frame ! Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet iic welded hings and and fixing and fixing at site with
14 24 |necessary hold fasts, filing with cement sand slurry of ratio 1:6 and repaiing] ~ 240.5 P.Rit 5772
repairing the jambs, The cost also ifc ali carriage, tools and plants used in
making and fixing (S| NO 28,B.NO.93)
Supplying & Fixing in position Tronf steel grill of 3/4 x 1/4" size fiat iron of
15 12 |approved design including: painying 3 coats etc complete (weight not to be|  180.5 P.Sft 2166
less than 3.7 Lbs/ 5q feet of finishing grill {S.| No:.26 P.No:93)
16 112 |Cement plaster {1:6} ratio upto 20" height 1/2" thick.(8..NO:13,P.NO:52). 2206.6 %St 2471.392
17 804  [Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick. 2197.52 %St 17668.0608
Cement Concrete Plain compacting finishing curring etc and washing s
18 ) ) 14425.25 %.cft 7936.0875
5 aggregate without shuttering {S.1.No:5-P/15) ’
18 18 Providing _anq laying 1" thick Topping cement concrete (1:2:4) including 3975 5 oS 589.59
surface finishing and panels (5.] NC 16 P.NO 42)
First class deodar wood wrought joinary in doors and windows efc fixed in
20 97.08 position ifc chowka?s hold fasts hinges, iron towers boits,chocks cleats 851 P St 23045.08
handles and cords with hooks, etc. Deadar panelled or panelled and glazed,
or fully glazed (b} 1-3/4" {S.| No:7 P. No: 58)
91 70 ;j;i"r]qtggsat)o doors and windows any type Three Coats (S.I.NC:4{ C 2116.44 o St 1481.487
Painting Guard bars, gates iron bars, grating ,railings including standard 1270.83 o, St 419,379
2 3 braces etc) and similar epen work (S.LNO:4{ d).P.NO:69) (Three Coats). ' ? '
TOTAL 155,296




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

SON QNTY DESCRIPTICN RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opaning between flusing rims and
3 gallons flushing tank with 4" dia C! trap and C| thumble. 480260| Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.I branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 27060 Each M
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement i/c testing with water to a head
of 61 meter or 200 . S..Np. 2 P.No. 23 P.H.D
- [80 mm (3"dia) 90.00| P/Rit 0
91100 mm {4'dia} 136.00 [ PIRft 1224
- 125 mm (5"dia) 185.00 | PIRft 0
- [150 mm (6"dia) 25000 | PIRft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts balts and fixing in
400 [Plateform of cemenl‘concrete 1:3:6 aqd making connecion for in-let| g7 g5 Per 8705
out-let and over flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00| P/Rft 4620
1 b} Hand Machine 4500 | Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and i/c the cost of breaking through walls and
roof making good efc painfing two coats after cleaning the pipe etc
with white zink paint with pigment to match t
- |i). 12" dia pipe 73.21 PIRfL -
- |ii}. 3/4" dia pipe 95.79 P/Rft
10 [it). 1" dia pipe 128.55 P/Rft 1286
- ii}. 1-1/4" dia pipe 153,19 PIRM -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fiting and jointing with solvent cement if¢ testing with water to a head
of 122 meter or 400 ft. 8.1. No. 6 P.No. 24 P.H.D
15 (13 mm {1/2" dia) 12.00 PiRft 180
25|19 mm {3/4" dia) 19.00 P/Rft 475
- [25mm (1" dia} 27.00 PiRA -
26 mm {1 1/4" dia) 33.00 P/Rft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1| patte S.I.Nc. 1 P.No. 16 3892 | No 349
9 Providing and fixing baal valve {with unsoldered copper ball ) made to
11888 1212 (5.1 No. 6 P-Na. 18 11 3/4" dia 20084 | No 291
id ixing electri tor 1/2" horse power ifc pumping set
10 ’ Providing and fixing electric motor se p pumping 14701 No 14901
made 1 H.P efc.
Total : 40994

Amount Total
Part"A"

Part "B"

{CSR)
% Above / Below

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Kandhar

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

216

Excavation in foundation of building bridges & other structure with excavated
fead upto one chain and lift upto 5'feet. n ordinary Scil. (S.1.No:18({b)}-P/14)

3176.26

%0cft

686.07

64

Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
{S.I.No:4©-P21)

8694.95

%.Cit

5564.768

2

Pacca brick work in Foundation and plinth in cement sand mortor 1:6
(8.1.No:4-P/20)

1194836

%.5ft

32380.0556

44

Poroviding Hard Murrum poderly fine base dressing watering leveling &

1834.75

%.Sft

807.29

16

Reinforcad cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates alse includes all kind of forms moulds
litting shuttering curring ratio (1:2;4:)

337

Pcft

5352

0.714

Fabrication of Tar steg! reinforcement for cement concrete including cutting
bending and laying in position making joints and fastening including the cost
of binding wire also includes removal of rust fram bars. {S..Na:8(b)-P/18)

5001.7

P.Cwt

35712138

92

Filling watering and ramming earth under floor with New Surface excavated
from out side lead upte one chain and lift upto &' feet,

3630

%o Cft"

333.96

204

Pacca brick work in ground floor with {1:6) ratio in cement sand
mortar.(S..NG:5 e P.NO:21)

12674.36

% Cft:

25855.6944

13

Supplying and Fixing Tears at Site

3575

P.Cwt:

4647.5

1.3

Erection rolled steel beams or old rails in roofs etc erection and fixing in
position{S..NO.6 . PNO.91)

186.34

P.Cwt:

242242

80

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping ovar 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x §"'x2" files laid in 1.6
cement mortar including 1:2 cement peinting under neath of tiles complete
including curing efe, (S.INQ.2 P NOQ.33)

7607.25

% Sit:

6085.8

80

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
{S.NO.38.P.NO.38)

10.7

P, 5ft:

856

13

32

PIF G.| frame / Choukats of size 7" x 2" or 4 172" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also i all carriage, tools and plants used in
making and fixina (S| NQ.29.P NG .93)

228.9

P.cft:

7324.8

14

24

PiF G.! frame / Choukats of size 7" x 2" or 4 172" x3' for windows using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making and fixing (S.LNO.28 P NO.93}

240.5

P.Rft;

5772

12

Supplying & Fixing in position ron/ steel grill of 3/4 x 1/4" size fiat iron of
approved design including: painying 3 coats etc complete (weight not to be
less than 3.7 Lbs/ sq feet of finishing grill (S.| No:.26 P.N6:33)

180.5

P.sft

2166

16

112

Cement plaster {1:6) ralic uptc 20" height 1/2" thick.{S..NO:13,P.NO:52).

2206.6

%Sft

2471.392

17

804

Cement_plaster 1:4 upto 20" f; height ground floor 3/8" thick.

2197.62

%St

17668.0608

55

Cement Concrete Plain compacting finishing curring etc and washing
aggregate without shuttering (S.1.N0:5-P/15}

14429.25

%.cft

7936.0875

19

Providing and laying 1" thick Topping cement concrete {1:2:4) including
surface finishing and panels (3.1 NO 16 P.NQ 42)

3275.5

%St

£89.59

20

27.08

First class deadar wood wrought joinary in doors and windows etc fixed in
position ifc chowkats hold fasts hinges, iron towers bolis,chocks cleats
handles and cords with hooks, etc. Deodar panelled o panelled and glazed,
or fulty alazed (b} 1-3/4" {S.| No:7 P. No: 68}

851

pP.ft

23045.08

21

70

Painting to doors and windows any type Three Coats {S.INO#4( C
1,P.NC:68)

2116.41

% Sft

1481.487

22

33

Painting Guard bars, gates iron pars, grating raifings including standard
braces etc) and similar open work {S..NO:4( d}.P.NC:69) (Three Coats),

1270.83

% Sft

418.3739

TOTAL

155,296




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
i B. WC pan of not less than 19" clear apening between fiusing rims and
3 gallons flushing tank with 4" dia C1 trap and CI thumble. 4,30260| Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270.60 | Each n
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement i/c testing with water to a head
of 61 meter or 200 ft. S.1.No. 2 P.No. 23 P.H.D
- |80 mm (3'dia) 9000 P/Rft 0
9 (100 mm {4"dia) 136.00 | P/Rft 1224
- [125 mm (5"dia) 185.00{ P/Rit Y
- {180 mm (6"dia) 259.00 | PR
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified i/c cost of nuts bolts and fixing in
100 piatefarm of cement.concrete 1:36 aqd making connection for in-let §7.95 Per a785
out-let and aver flow in-let cut-let flow pipes Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00| PIRft 4620
1 |) Hand Machine 4500 Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cutting and
fitiings complete with and ifc the cost of breaking through walls and
reof making good efc painting two coats after cleaning the pipe efc
with white zink paint with pigment to match t
- fi). 142" dia pipe 73.21 P/Rft -
- {ii). 3/4" dia pipe 95.79 PiRit -
10 |ii). 1" dia pipe 128.55 P/Rt 1286
- ii). 1-1/4" dia pipe 153.19 PIRft
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 PH.D
15 (13 mm {1/2" dia) 12.00 PiRft 180
2519 mm (3/4" dia) 19.00 P/Rit 475
- |25 mm (1" dia} 27.00 P/Rft -
- 26 mm {1 1/4" dia) 33.00 PIRft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1 pattern $.1.No. 1 P.No. 16 348.92 No 349
9 Providing and fixing baal valve (with unsoldered copper ball ) made to
T18BS 1212 (S.1.No. 6 P-No. 18 11 34" dia 29084 | No 291
10 Providing and fixing electric moter 1/2" horse power ifc pumping set
1 made1 HP efc. 14201 No 14201
Total : 40994
Amount Total (CSR}
Part"A" % Above / Below Total Amount
Part "B" % Above / Below Total Amount

CONTRACTOR

Total "A+B"




BILL OF QUANTITY

* NAi‘uﬂE OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

* GPS Orangabad
SON QNTY DESCRIPTION RATE UNIT AMOUNT

A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structura with excavated 0

! 216 lead upto one chain and lift upto 5'feet. In ordinary Soil. (S.1.Ne:18(b)-P/14) 3176.25 HOcft 686.07
Cement Concrate brick or stone ballast 11/2" to 2" guage Ratic 1:5:10.

4. %. 4,

2 64 (S.LNo4®-Pi21) 8694.95 %.Cit 5564.768

3 274 Pacca brick work in Foundation and plinth in cement sand mortor 1:6 11948 3§ 9% Sit 32380.0556
{8.1.No:4-P20)

4 44 Poroviding Hard Murrum poderly fine base dressing watering leveling & 1834.75 %.5ft 807.29
Reinforced cement concrete work including all labour and material except

5 16 the cost of steel Reinforcement and its labour for bending and binding which a7 it 5392

will be paid separately, This rates also includes all kind of forms moulds
lifting_ghuttering curring ratio {1:2;4:)

Fabrication of Tar steel reinforcement for cement concrete including cutting
6 0.714 |bending and laying in position making joints and fastening including the cost| 50017 P.Cwt 3571.2138
of binding wire also includes removal of rust from bars. (S.1.No:8(b)-P/16)

Filling watering and ramming earth under floor with New Surface excavated

7 36 ki ¥ i
%2 from cut side lead upto one chain and lift upto 5' feet. X %o CA 333.96
Pacca brick work in ground floor with (1:6) ratio in cement sand
12674. % Cft: 25855.694.
5 204 mortar{S..NO:5 g P.NO:21} 2%674.35 o Ct 585 4
g 1.3 Supplying and Fixing Tears at Site 3575 P.Cwt 4647.5
10 13 Erection rolled steel beams cr old rails in rcofs efs erection and fixing in 185.34 P Cwt 249 949

position.(S..LNO.6 . P.NO.81)

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
1 80  |coating sand blinded, provided over one layer of 12" x 6"x2" files laid in 1:6| 7607.25 % Sft: 6085.8
cement mortar including 1:2 cement pointing under neath of tiles complete
Including curing et {S LNOC.2 .P.NO.33)

Providing and laying single per layer of polythene shest 0.13 mm thick for
12 80  |water profing as per specification and Instructions of Engineer incharge. 10.7 P. Sit; 856
{S.NC.38.P.NO.38}

PfF G.| frame ! Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet iic welded hings and and fixing and fixing at site with
13 32 |necessary hold fasts, filling with cement sand siurry of ratio 1:6 and repairing] 2289 P.cft: 7324.8
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making and fixing.(S.LNO.29.P.NO 93

P{F G.| frame / Choukats of size 7* x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
14 24 |necessary hold fasts, filling with cement sand slurry of rafio 1:6 and repairing| ~ 240.5 P.Rft: 5772
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making and fixing (S1NO.28.P.NO.93)

Supplying & Fixing in posilion Iron/ steel grill of 3/4 x 1/4" size flat iron of

15 12 |approved design including: painying 3 coats etz complete {weight not to bej ~ 180.5 P.SH 2166
less than 3.7 Lbs/ sq feet of finishing grilt {S.! No:.26 P.No:93}

16 112 [Cement plaster (1:6) ratio upto 20" height 1/2" thick (S.L.NO:13,P .NO:52]. 2206.6 %St 2471.392

17 804  |Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick. 21497.52 %SHt 17668.0608
Cement Concrete Plain compacting finishing curring efc and washing 1442895 o oft 2936.0875

18 % aggregate without shuftering (S.1.No:5-P/15) : o :

19 18 Providing and laying 1" thick Topping cement cancrete (1:2:4) including 39755 o%Sh 589,50

surface finishing and panels (S.I NO 16 P.NO 42}

First class deodar wood wrought joinary in doors and windows etc fixed in
position i/c chowkats hold fasts hinges, iron fowers bolts,chocks cleats 851 P Sit 23045.08

= 27.08 handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully clazed (b} 1-34" (S.| No:7 P. No: 58)

9 70 Painting to doors and windows any type Three Coats (S.LNO:4( C 2116.41 o St 1481 487
3,P.NO:68

22 33 Painting Guard bars, gates iron bars, grating rallings including standard 1970.83 o st £19.3739

braces stc) and similar open work {S.I.NC:4{ d).P.NC:69) (Three Coats).

TOTAL 155,296




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

o: QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and CI thumble. 4,302.60| Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.I branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270801 Each 27
exfra painting to match the colour of the building.
K] Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 &t. S.I.Ng. 2 P.No. 23 PH.D
- |80 mm (3'dia) 90.00| P/Rit 0
9 [100 mm {4"dia) 136.00 | PiRft 1224
- [125 mm {5"dia) 185.00 | PIRft 0
- 1150 mm {6"dia} 259.00 ] P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 plateform of cement.concrete 1:3:6 aqd making connection for in-let 87.95 Per 8795
out-let and over flow in-let out-let flow pipes Gallen
5 Providing installing hand pump maching ifc boearing with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.001 P/Rit 4620
1 {b) Hand Machine 4,500 | Each 4500
6 Providing G pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good efc painting two coats aiter cleaning the pipe etc
with white zink paint with pigment to match t
- |i}. 1/2" dia pipe 73.21 P/Rft -
- [ii}. 3/4" dia pipe 95.79 PIRft -
10 {1i}. 1 dia pipe 128.55 PIRft 1286
. ii). 1-1/4" dia pipe 153.19 PIRft
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutling,
fitting and jointing with solvent cement i/c testing with water to a head
of 122 meter or 400 ft. $.1. No. 6 P.No. 24 PH.D
15 (13 mm (1/2" dia) 12.00 P/Rit 180
25 (19 mm (3/4" dia) 19.00 P/Rft 475
- |25 mm (1" dia) 27.00 PRt
- 26 mm (1 1/4" dia) 33.00 P/Rft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
L pattern S.1.No. 1 P.No. 16 348.92 No 349
g Providing and fixing baal valve {with unscidered copper ball ) made to
1|BBS 1212 (S.1.No. 6 P.No. 18 11 3/4° dia 29084 1 Mo 21
10 Providing and fixing electric moter 1/2" horse power ifc pumping set
imade 1 H.P etc. 14201 No 14201
Total : 40994

Amount Total
Part"A"

Part "B

(CSR}
% Above / Below

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount




BIDDING DATA

(Tﬁis section should be filled in by the Engineer/Procuring Agency before issuance of
the Bidding Documents).

(a). Name of Procuring Agency:-  Executive Engineer (Education Works)
Division Shikarpur.

b). Brief Description of Works:- REHABLITATION OF POLLING STATIONS OF
DISTRICT SHIKARPUR REHABLITATION OF WASH
ROOMS & SANITARY WORKS
(PACKAGE NO:15)
GPS Phehyari, GMS Qaim Khan Wadhyo, GPS Imam
Bux Gopang, GPS Sultan Shah , GPS Daya.

(c).Procuring Agency’s address:- Executive Engineer (Education Works) Division Shikarpur
9 Ag y
Near GBHS No.ll Shikarpur.

(d). Estimated Cost:-_0.950 ( Millions).

(e). Amount of Bid Security:- 5% (Fill in lump sum
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 90 Days (Not more than sixty days).

(g)-Security Deposit:-(including bid security):- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :-_As Per NIT

(j). Venue, Time, and Date of Bid Opening:- Near GBHS |l (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 1 Month
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost per
day of delay, but total not exceeding 10%).

(m). Deposit Receipt No: Date: Amount:Rs:

Bank

(m) D.R.NO: DATED:- . Amount 1000 /~(Rupees: One Thousand only).
(o). Tender issued to Mr. / M/s ( /J Govt: Contractor.

| XECU'>I<IE ENGINEER

ATION WORKS DIVISION
SHIKARPUR




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Phohyari
SE)N QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with excavated N
! 216 lead upto one chain and lift upto 5'feet. In ordinary Soil. (S.1.No:18{h}-Pi14) 3176.25 we0ct 685.07
Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10. o Oft 5564
. . 768
2 64 (S.LNo:4@-PI1] 8654.95 %.C 56
3 971 Pacca brick work in Foundation and plinth in cement sand morter 1.6 11948.36 % St 32380.0556
S.i.No:4-P/20)
4 44 Poroviding Hard Murrum poderly fing base dressing watering leveling & 1834.75 %.Sft 807.29
Reinforced cement concrete work including all labour and material except
5 16 thg cost of. steel Remforcem.ent and its Iapourfor bendwrjg and binding which 337 Peit 5392
will be paid separately. This rates also includes afl kind of forms moulds
lifting shuttering curring ratio {1:2:4:)
Fabrication of Tar steel reinforcement for cement concrete including cutting
6 0.714  |bending and laying in position making joints and fastening including the cost] ~ 5001.7 P.Cwt 3571.2138
of binding wire also includes removal of rust from bars. (S.1.No:8(b}-P/16}
7 92 Filling watlerlng and ramming ez_arm unc.ier flocr Iwith New Surface excavated 3630 %0 Cft' 333.96
from out side lead upto ¢cne chain and lift upto &' feet.
Pacca brick work in ground floor with (1:6) ratio in cement sand
8 4. % Cft: 25855.6944
204 mortar.(S..NO:5 e,P.NO:21) 12674.36 % ot 5855
9 1.3 |Supplying and Fixing Tears at Site 3575 P.Cwt; 4647.5
Erection Tolled steel beams or old rails in roofs efc erection and fixing in
1 . . LCwt: 242
01 1% |position(S.LNO6 . PNOSY) 18034 | PLut 2422
Second ciass tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitlumen
1 80  |ooating sand blinded, provided over one layer of 12° x 6'x2" files laid in 1:6]  7607.25 % Sft: 6085.8
cement mortar including 1;2 cement pointing under neath of tiles complete
including cyring etg, {S.LNQ.2 P.NO 33
Providing and laying singie per layer of polythene sheei 0.13 mm thick for
12 80 |water profing as per specification and instructions of Engineer incharge. 10.7 P. Sit: 856
S.NO.38.P.NC.38}
P/F G.I frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ilc welded hings and and fixing and fixing at sile with
13 32 |necessary hold fasts, filling with cament sand slurry of ratio 1:6 and repairing| ~ 2288 P.cft: 7324.8
repairing the jambs, The cost also ¥c all carriage, tools and plants used in
making and fixing f5.LNO 29.P.NO.G3)
P/F G.| frame | Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet Vic welded hings and and fixing and fixing at site with
14 24 [necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing| ~ 240.5 P.Rft: 5772
repairing the jambs, The ¢ost also ifc all carriage, tocls and plants used in
making and fixjing (SUNG, 28 P.NOQ 93)
Supplying & Fixing in position Iron/ steel grill of 3/4 x 114" size flat iron of
15 12 |approved design including: painying 3 coats efc complete (weight not to be| 1805 P.Sft 2166
less than 3.7 Lbs/ sq feet of finishing grill (S.1 No:.26 P.No:G3)
16 112 jCement plaster (1:6) ratio upto 20' height 1/2" thick {$..NO:13,P.NC:52). 2206.8 St 2471.392
17 804  |Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick. 219752 %St 17668.0608
Cement Concrete Plain compacting finishing curring etc and washing 14429 5
.25 %. 7936.0875
18 5 aggregate withoui shuttering {(S.1.No:5-P/15) baft S
Providing and laying 1* thick Topping cement concrete (1:2:4) including o
19 18 . 32755 %St 589.59
surface finishing and panels (5.1 NC 16 P.NO 42) !
First class deodar wood wrought joinary in doors and windows efc fixed in
20 2708 position ifc chowka‘ts hold fasts hinges, iron towers bolts,chocks cleats 851 P.Sft 33045.08
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully glazed (b} 1-3/4" (S ] No:7 P. No: 58)
21 70 Painting to doors and windows any type Three Coals (S.LNO:4( C 9116 41 % St 1481.487
J,P.NO:68}
Painting Guard bars, gates iron bars, grating ,railings including standard 12 o
70. 419.3739
2 & braces etc) and simflar open work (S.L.NO:4( d).P.NO:69} (Three Coats), & % 54
TOTAL 155,296




WATER SUPPLY & SANITARY WORK

PART- B : PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear apening between flusing rims and
3 gallons flushing tank with 4" dia Cl frap and CI thumble. 480260| Each 4803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 {with access doors rubber washer 1/8" thick and builts and nuts and 270.60 | Each 21
extra painting to mateh the colour of the bullding.
3 Providing Laying UPVC pipes of Class "8" fixing in french i/c cutting,
fitting and jointing with solvent cement ifc tesiing with water to a head
of 81 meter or 200 ft. S.I.No. 2 P.No. 23 PHD
- |80 mm (3'dia) 90.00 | P/Rft 0
9(100 mm {4"dia) 136.00| P/Rit 1224
- |125 mm (5'dia) 185.00 | P/Rft 0
- {150 mm (6"dia) 250.00| PRft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 |Plateform of cement concrete 1:3:6 and making connection for in-let| g7 g5 Per 8795
cut-let and over flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine i/¢ boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00| PRft 4620
1 |} Hand Machine 4,500 | Each 4500
8 Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through wails and
roof making good efc painting two coats after cleaning the pipe etc
with white zink paint with pigment to mateh t
- liy. 1/2" dia pipe 73.21 PIRft -
- |ii). 3/4" dia pipe 95.79 PIRft -
10 |ii}. 1" dia pipe 128.55 PRt 1286
- iy, 1-1/4" dia pipe 153.19 PiRft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutfing,
fitting and jointing with solvent cement i/c testing with water to a head
of 122 meter or 400 fi. 8.1. No. 6 P.No. 24 PH.D
15 [13 mm {1/2" dia) 12.00 PiRit 180
25 (19 mm (3/4" dia) 19.00 P/Rft 475
- 125 mm {1" dia) 27.00 PiRft
- 26 mm (1 114" dia) 33.00 P/Rfi
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
 |pattemn S.1.Nc. 1 P.No. 16 892 | Mo 349
9 Providing and fixing baal valve (with unsoldered copper ball ) made to
11888 1212 (3.1.No. 6 P.No. 18 1! 3/4" dia 20084 | No 21
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
1 made 1 H.P etc. 14201 No 14201
Total : 40994

Amount Total
Part "A"

Part "B"

{CSR)
% Above / Below

% Above / Below

CONTRACTOR

TOtﬂl nA+Bn

Total Amount

Total Amount




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GMS Qaim Khan Wadhyo

QNTY

DESCRIPTION

RATE

UNIT

AMCUNT

PART-A (CIVIL WORK)

216

Excavation in foundation of bullding bridges & other structure with excavated
lead upto one chain and lift upto 5'feet. In ordinary Soil. (S..No:18(b)-P/14)

3176.25

%0cft

686.07

84

Cement Concrete brick or stone ballast 11/2" to 2' guage Ratio 1:5:1C.
{8.1.Ne:4©-P/21)

8694.95

%.Cft

5564.768

2n

Pacca brick work in Foundation and plinth in cement sand mortor 1:6
(S.1.No:4-Fi20)

11948.36

%.Sft

32380.0556

44

Peroviding Hard Murrum poderly fine base dressing watering leveling &

1834.75

%.5ft

807.29

16

Reinforced cement concrete werk inciuding all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately, This rates also includes alf kind of forms moulds
lifting shuttering curring ratio (1:2:4:)

0.714

337

Peit

5392

Fabrication of Tar steel reinforcement for cement concrete including cutiing
bending and laying in position making joints and fastening including the cost
of binding wire also includes removal of rust from bars. (S.1.Na:8{b)-P/16)

50017

P.Cwt

3571.2138

92

Filling wateting and ramming earth under floor with New Surface excavated
from out side lead upto one chain and lift upto 5' feei.

3630

%a Cit"

333.96

204

Pacca brick work in ground floor with (1.6) ratio in cement sand
mortar.{S..NO:5 e, P.NO:21)

12674.36

% Cft:

25855.6944

1.3

Supplying and Fixing Tears at Site

3575

P.Cwt;

4647.5

13

Erection rolled stee! beams or old rails in roofs et erection and fixing in
position.(S..NO.B . P.NO.91Y

186.34

P.Cwt

242.242

80

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 172" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x 6"x2" tiles laid in 1:6
cement mortar including 1:2 cement pointing under neath of tiles complete
Including curing ete. (S LNG.2 .P.NO.33

12

80

7607.25

% Sft:

60858

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and insiructions of Engineer incharge.
(S.NO.38.P.NC.38)

10.7

P. Sit:

856

13

32

P/F G.l frame { Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
necessary hold fasts, filling wilh cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also ifc all carriage, tools and planis used in
making and fixing (S.LNOQ 29.P NO. 93}

2289

P.cft:

73248

14

2

PIF G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet iic welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also i/c all carriage, tools and plants used in
making and fixina (S.LNC.28 P.NG.83}

240.5

P.Rit:

5772

12

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats efc complete (weight not to be
less than 3.7 Lbs/ sq feet of finishing arill (S.1 No;.26 P.M¢:93)

180.5

P.Sft

2166

112

Cement plaster (1:6) ratio upto 20" height 1/2" thick.{S.|.NO:13,P.NO:52).

2206.6

%St

2471.392

804

Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick.

2197.62

%St

17668.0608

58

Cement Concrete Plain compacting finishing curring etc and washing
aggregate without shuttering {8.1.No:5-P/15)

14429.25

%o.cft

79360875

18

Providing and laying 1" thick Topping cement concrete (1:2:4) including
surface finishing and panels {S. NO 18 P.NO 42}

32755

%Sft

589.59

20

27.08

First class deodar wood wrought joinary in doors and windows etc fixed in
position ifc chowkats hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with haoks, etc. Deadar panelled or panelled and glazed,
or fully alazed {b) 1-3/4" (.1 No:7 . No: 58)

851

P.5f

23045.08

21

70

Painting to doors and windows any type Three Coats (S.INO:4{ C
1P .NO:68)

2116.41

% St

14581.487

22

33

Painting Guard bars, gates iron bars, grating ,railings including standard
braces etc) and similar open work (S..NO:4( d).P.NO:69) (Three Coats).

1270.83

% St

419,3739

TOTAL

155,296




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

o QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and CI thumble. 4802.60{ Each 4803
1
2 Providing and fixing 4"x4'x4" dia C.t branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270.6C | Each 271
extra painting to match the colour of the building,
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc qutting,
fitting and jointing with solvent cement ifc tesling with water to a head
of 61 meter or 200 ft. S.1.No. 2 P.No. 23 PH.D
- 180 mm ({3"dig} 90.00 | P/Rft 0
9100 mm (4"dia) 136.00 | P/Rit 1224
- 1125 mm (5"dia} 185.00 | PIRit 0
- {150 mm (5"dia) 259.00 | P/Rft
4 Supplyging and fixing fibre giass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 plateform of cement.concrete 1:3:6 aqd making connection for in-let| oo oz Per 8795
out-let and over fiow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine i%c boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00| PIRft 4620
1 {b) Hand Machine 45001 Each 4500
6 Providing G pipes specials and clamps etc including fixing cutting and
fitings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe efc
with white zink paint with pigment to match t
- |y 172" dia pipe 73.21 P/Rft -
- |ii). 3/4" dia pipe 95.79 P/Rft -
10 fii}. 1" dia pipe 128.55 P/Rit 1286
ii). 1-1/4" dia pipe 153.19 P/Rit -
7 Providing Laying UPVC pipes of Class "D" fixing in french ilc cutting,
fitting and jointing with solvent cement ifc testing with water te a head
of 122 mater or 400 ft, S.1. No. 8 P.No. 24 PH.D
15 (13 mm (1/2" dia) 12.00 PIRf 180
25 |19 mm (3/4" dia) 18.00 P/R#t 475
- |25 mm (1" dia) 27.00 P/RIt -
26 mm {1 1/4" dia) 33.00 PIR#
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
L pattern S.1.No. 1 P.No. 16 348.92 No 49
9 Providing and fixing baal valve {with unsoldered copper ball } made to 21
11BBS 1212 (S.\.No. 6 P-No. 16 11 34" dia 20084 | No
10 Providing and fixing electric motor 1/2" horse power i/ pumping set
1 made 14.P etc. 14201 No 14201
Total : 40994
Amount Total (CSR)
Part"A" % Above /Below Total Amount
Part "B" % Above /Below Total Amount
Total "A+B"

CONTRACTOR




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS CF DISTRICT SHIKARPUR

GPS Imam Bux Gopang

QNTY

DESCRIPTION

RATE

UNLIT

AMOUNT

PART-A (CIVIL WORK)

216

Excavation in foundation of building bridges & other structure with excavated
lead upto one chain and lift upto 5'feet. In ordinary Sofl. {S.1.No:18(b)-P/14)

3176.25

%0cfi

686.07

64

Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
{S.1.No:4@-Pj21)

8694.95

%.Cft

5564.768

—

2

Pacca brick work in Foundation and plinth in cement sand mortor 1:6
{5.I.No:4-Pi20)

11948.36

%.5ft

32380.0556

44

Poroviding Hard Murrum poderly fine base dressing watering leveling &

1834.75

%.Sft

807.29

Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring ratio {1:2:4:}

0714

337

Pcft

5392

Fabrication of Tar steel reinforcement for cement concrete including cutting
bending and laying in position making joints and fastening including the cost
of binding wire also includes removal of rust from bars. {3..No:8(b)-P/16)

5001.7

P.Cwt

3571.2138

92

Filing watering and ramming earth under floor with New Surface excavated
from out side lead upto one chain and liff upto 5' feet

3630

%o Cft'

333.98

204

Pacca brick work in ground floor with {1:6) ratio in cement sand
mortar.(S.I.NO:5 e P.NO:21)

12674.36

% Cit:

25855.6944

1.3

Supplying and Fixing Tears at Site

3575

P.Cwt:

4647.5

13

Erection rolled steel beams or old ralls in roofs etc erection and fixing in
position.{S..NC B . P.NO.91}

186.34

P.Cwt:

242.242

80

Second class liles roofing consisting of 4" earth and 1" mud plaster with
Gobri keeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x §"x2" tiles laid in 1:8
cement mertar including 1:2 cement pointing under neath of tiles complete
including ciring etg, (SANG.2 P.NO.ITt

7607.25

% Sit;

6085.8

80

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
{5.NO.38 P.NO.38}

107

P. Sft;

856

13

32

PIF G.I frame / Choukats of size 7" x 2" or 4 112 x3' for doors using 20
guage G. sheet ifc welded hings and and fixing and fixing al site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also ifc all carriage, tocls and plants used in
making and fixing (S.LNG 29, P NQ.93)

228.9

P.cft

73248

14

24

PiF G.l frame / Choukats of size 7" x 2" or 4 172" x3' for windows using 20
guage G sheet ic welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also ifc all carriage, toals and plants used in
making and fixing (5, NQ 28 P.NO.O3}

240.5

P.Rft:

5772

12

Suppiying & Fixing in position lron/ steel grill of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats etc compiete (weight not to be
less than 3.7 Lhs! sq feet of finishing arill (3.1 No: 26 P.No:83)

180.5

P.Sft

2166

112

Cement plaster (1:6) ratio uplo 20" height 172" thick.(S..NO:13,P.NQ:52).

2206.6

%St

2471.392

804

Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick.

2197.52

%St

17668.0608

55

Cement Concrete Plain compacting finishing curring etc and washing
aggregate without shuttering (S.1.Ng:5-P/15)

14429.25

%.cft

7936.0875

18

Providing and laying 1" thick Topping cement concrete (1:2:4} including
surface finishing and panels (5.1 NC 16 P.NO 42)

3275.5

%St

589.59

20

27.08

First ciass deodar wood wrought joinary in doors and windows etc fixed in
position ifc chowkats hold fasts hinges, iron towers belis,chocks cleats
handles and cords with hooks, etc. Decdar panelled or panetied and glazed,
or fully glazed (b} 1-3/4" (S.| No:7 P. No: 58}

851

P.Sit

23045.08

2

70

Painting to doors and windows any type Three Coats (S.LNO:4({ C
1,P.NO:68)

2116.41

% Sft

1481.487

22

33

Painting Guard bars, gates iron bars, grating railings inciuding standard

braces etc) and simiar open work (S..NO:4{ d).P.NO:69) (Three Coats).

1270.83

% Bft

419.3739

TOTAL

155,296




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

0: QNTY DESCRIFPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 18" clear cpening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and CI thumble. 480280 Each 4,803
1
2 Providing and fixing 4'x4'x4" dia C.I branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuls and 270.60 | Each 21
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench i cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. 5.L.No. 2 P.No. 23 PH.D
- |80 mm {3"dia) 90.001 PIRit 0
3 [100 mm (4"dia) 136.00 | P/Rft 1224
- [125 mm (5°dia) 185.00| P/Rft 0
- 1150 mm (6"dia) 25900 | PRIt
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 |plateform of cement'concrete 1.36 aqd making connection for in-let| g7 g Per 8795
out-let and over flow in-let out-let fiow pipes Gaflon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 (a). Filter + Boaring 77.00( PIR#t 4620
1 |b) Hand Machine 4500 | Each 4500
g Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats afler cleaning the pipe etc
with white zink paint with pigment to match t
- |i). 1/2* dia pipe 73.21 PiRit -
- [ii}. 3/4" dia pipe 95.79 PIRft
10 Jii}. 1" dia pipe 128.55 P/Rft 1288
if). 1-1/4" dia pipe 153,19 PRIt -
7 Providing Laying UPVC pipes of Class "D" fixing in trench i/c cutting,
fitting and jeinting with solvent cement i/c testing with water to a head
of 122 meter or 400 #. S.1. No. 6 P.No, 24 P.H.D
15113 mm (1/2" dia} 12.00 PIRft 180
25|19 mm (3/4" dia) 18.00 PRt 475
- |25 mm (1" dia) 27.00 P/R#t -
- |26 mm {1 1/4" dia} 33.00 PIRft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1 pattern S.1.No. 1 P.No. 16 345.82 No 343
9 Providing and fixing baai valve {with unsoldered copper ball } made to
" 1BBS 1212 (S.1.No. & P.No. 16 11 3/4" dia 20084 1 No 1
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
made 1 HP stc. 14201 No 14201
Total : 40994
Amount Total (CSR)
Part "A" % Above / Below Total Amount
Part "B" % Above / Below Total Amount

CONTRACTOR

Total uA_i_Bll




BILL OF QUANTITY

GPS Sultan Shah

. ' NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

QNTY

DESCRIPTION

RATE

UNIT

ANIOUNT

PART-A (CIVIL WORK)

216

Excavation in foundation of building bridges & other structure with excavated
lead upto one chain and lift upto 5'feet. In crdinary Soil. (S.1.Ne:18(k)-P/14)

3178.25

%0cft

686.07

64

Cement Concrete brick or stone ballast 14/2" to 2" guage Ratie 1:5:10.
(S..No:4©-Pf21)

8694.95

%.Cft

5564.768

2n

Pacca brick wark in Foundation and plinth in cement sand morter 1:6
(S.1.No:4-Pi20)

11948.36

%. 51t

32360.0556

44

Poroviding Hard Murrum poderly fine base dressing watering leveling &

1834.75

%.Sft

807.29

16

Reinforced cement concrete work including all l2bour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering gurring ratio {1.2;4:}

337

Pct

5392

0.714

Fabrication of Tar steel reinforcement for cement concrete including cutting
bending and laying in position making joints and fastening including the cost
of binding wire also includes removal of rust from bars. (S.1.No:8(b)-P/16)

5004.7

P.Cwi

36712138

92

Filling watering and ramming earth under fioor with New Surface excavated
from out side lead upto one chain and lift upto &' feet.

3630

%0 Cft"

33396

204

Pacca brick work in ground floor with (1:6) rafio in cement sand
mortar.(S.LNO:5 e PNO:21TY

12674.36

% Cft

25855.6944

13

Supplying and Fixing Tears at Site

3575

P.Cwt:

4647.5

1.3

Ergction rolied steel beams or old rails in roofs etc erecion and fixing in
position.(S..NO.6 . P.NO.S1)

186.34

P.Cwt:

242,242

80

Second class files roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x §"x2" tiles lald in 1:6
cement mortar including 1:2 cement pointing under neath of tiles completel
including curing efc, (SING.2 PNQ3H

7607.25

% Sft:

6085.8

12

80

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
S.NO.38.P.NC,38}

10.7

P. 5t

866

13

32

PIF G.l frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G sheet i/c welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand sturry of ratio 1:6 and repairing
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making and fixing (S INO.29.P NG 03)

2289

P.cft:

7324.8

14

24

PIF G.I frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20

guage G.| sheet i'c welded hings and and fixing and fixing at site with

necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing

repairing the jambs, The cost a'so ifc ali cariage, tools and plants used in
aking and fixing.(S..ND.28.B. NG 93

240.5

P.Rit.

5772

15

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size fiat ircn of
approved design including: painying 3 coats elc complete (weight not to be
less than 3.7 Lbsf sq feet of finishing grif! (S.1 No;.26 P.Np:93)

180.5

P.Sit

2166

16

12

Cement plaster {1:6) ratio upto 20' height 1/2" thick (S..NC:13,P.NO:52].

2206.6

%St

2471392

17

804

Cement plaster 1:4 upto 28 ft; height ground flaor 3/8" thick.

2197.52

%5

17668.0608

55

Cement Concrete Plain compacting finishing curing efc and washing
aggregate without shuttering (S.1.No:5-P/I15)

14429.25

%.cft

7936.0875

19

Providing and laying 1" thick Topping cement concrete (1:2:4) including
surface finishing and panels {S.1NO 16 P.NO 42)

32755

%St

589.59

20

27.08

First class decdar wood wrought ioinary in doors and windows ei¢ fixed in
position ifc chowkats hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with hooks, etc. Deodar panelled or panelied and glazed,
or fully glazed (b} 1-3/4" (S | No:7 P. Mo 58}

851

P.Sit

23045.08

al

70

Paining to doors and windows any type Three Coats (SINO#4( C
J,P.NO:68)

2116.41

% Sft

1481487

22

33

Painting Guard bars, gates iron bars, grating rallings including standard
braces etc) and similar open work {S..NQ:4( d).P.NO:68) {Three Coals).

1270.83

% Sft

419.3739

TOTAL

155,296

]




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

6. QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia CI trap and Cl thumble. 480250| Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nufs and 27060 | Each 27
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutling,
fitting and jcinting with solvent cement i/c testing with water to a head
of 81 meter or 200 ft. S.i.No. 2 P.No. 23 PH.D
- |80 mm {3"dia) 90.00| PIRft 0
9100 mm (4"dia) 136.00 ] P/RA 1224
- 11256 mm (5"dia) 185001 P/Rit 0
- 1150 mm {6"dia) 259,00 PIRf
4 Supplyging and fixing fibre glass fank of approved quality and design
and walt thickness as specified ifc cost of nuts bolts and fixing in
100 |Pateform of cement concrete 1:3:8 and making connection for in-let| g7 oz Per 8795
out-let and cver flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine i/c boaring with wocden sheo
and C.C plate ferm.
B0 |a). Filter + Boaring 77.00] PIRRt 4620
1b) Hand Machine 4,500 Each 4500
6 Praviding G| pipes specials and clamps efc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making goed efc painting two coats after cleaning the pipe elc
with white zink paint with pigment to match 1
- liy. 172" dia pipe 73.21 PRt
- [ii}. 344" dia pipe 95.79 PIRfA -
10 [ii}). 1" dia pipe 128.55 P/Rf 1286
if). 1-1/4" dia pipe 153,19 PRt
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a nead
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 PH.D
1513 mm (1/2" dia) 12,00 P/Rft 180
25 (19 mm (34" dia} 19.00 PIRft 475
- |25 mm (1" dia) 27.00 P/Rit -
26 mm {1 1/4" dia) 33.00 PRt 4
8 Supplying and fixing in positicn brass bib cocks 3/4" dia standard 348,92 N 319
Woatiem S.iNo. 1 P.No. 16 : 0
9 Providing and fixing baal valve (with unsoldered copper ball ) made to
11883 1212 (3.1.No. 6 P-No. 18 1l 314* dia 29084 | Mo 291
10 Providing and fixing electric motor 4/2* horse power i/c pumping set
1| made 1 HP efc. 14201 No 14201
Total : 40994
Amount Total (CSR)
Part "A" % Above /Below Total Amount
Part"B" % Above fBelow __ Total Amount
Total H A+B\I

CONTRACTOR




NAME CF WORK:- REHABLITATION OF POLLING 8§

BILL OF QUANTITY

TATIONS OF DISTRICT SHIKARPUR

» GPS Daya
SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with
1 158 lexcavated lead upto one chain and lft upio S'fest In ordinary Soil| 317626 | %Ocft 501.85
(S.1.No: 16(tA-P/14]
Cemeni Concrete brick or stone ballast 11/2" to 2 guage Ratio 1:5:10. o
2 44 (5. No:4®-P121) 8694.95 %.Cft 382578
Pacca brick work in Foundation and plinth in cement sand mortor 1.6 N
\_3 194 (S.1 No:4-P/20) 11948.36 %. St 23,175.82
4 25 Porov1d|qg Hard Murrum pederly fine base dressing watering leveling & 183475 o St 458.60
compecting efc complete.
Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
5 18 37 P .
will be paid separately. This rates also includes all kind of forms moulds 3 cft 539200
lifting shuitering curring ratio {1:2:4:)
Filling watering and ramming earth under floor with New Surface excavated o "
6 4 from out side Jead upto one chain and lifi uplo 5' feet. 3630 #ho Gt 166.98
. Pacca brick work in ground floor with (1:6) ratic in cement sand o e
7 116 mortar (5. LNG'S e P.NO:21) 12674.36 | % Cit: 14,702.26
8 0.65 |Supplying and Fixing Tears at Site 3575 P.Cwt; 1 2,323.75
Erection rolled steel beams or old rails in roofs etc erection and fixing in )
9 0.65 cositioniS.LNOG . P.NO.91) 186.34 P.Cwt: 121.42
Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri lesping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
10 | 4208 |coating sand blinded, provided over one layer of 12" x 6'x2" tiles laid in 1:6{ 7607.25 | % Sft: 3,201.13
cement mortar including 1:2 cement pointing under neath of tiles complete
including guring ete, (SLNG.2 P.NO,33
Providing and laying single per layer of polythene sheet 0.13 mm thick for
11 42 |water profing as per specification and (nstructions of Engineer incharge. 107 P. Sft 449.40
(S.NQ. 38 P.NO.38)
P{F G.I frame { Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing ai site with
12 17 |necessary hold fasts, filing with cement sand slurry of ratio 1:6 and| 2289 P.cft 3,891.30
repaiting repairing the jambs, The cost alse ifc all carriage, tools and plants
i fixing {S,LNO, 29 P.NQ 93}
PIF G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
13 18 lnecessary hold fasts, filing with cement sand slurry of ratio 1:6 and| 240.5 P.Rit: 4,328.00
repairing repairing the jambs, The cost also ifc alt carriage, tools and plants
ysed in making and fixing, (5 | NQ 28 P.NO.G3}
Supplying & Fixing in position Irony steel grill of 3/4 x 1/4" size flat iron of
14 5  lapproved design including: painying 3 coats efc complete {weight not to be| 1805 .5t 902.50
less than 3.7 Lbs/ sg feet of finishing grilt {S.1 No:.26 P.Nor93}
15 502 |Cement plaster (1:6) ratio upto 20' height 1/2" thick.(S.1.NO:13,P.NO:52), 2206.6 %St 11,099.20
16 503 |Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick. 2197.52 %Sf 11,053.53
Providing and laying 1" thick Topping cement concrete (1:24) including 182 aaft 19383
7 28 surface finishing and panels (S.| NO 16 P.NQ 42) ant. b 23531
Providing and laying 1" thick Topping cement concrete (1:2:4} including 9755 %St 491.33
18 15 surface finishing and panels {S.] NO 16 P.NO 42) 3273. © :
First class deodar wood wraught joinary in doors and windows efc fixed in
19 14 position ifc chowkats hald fasts hinges, iron towers bolts,chocks cleats 851 P SH 11.914.00
handles and cords with hooks, etc. Deodar panelled or panelled and glazed, ' '
or fully glazed (b 1-3/4" (S | No:7 P. No: §8)
20 50 White washing Three Coats (S..NC:26,P.NO:54) 829.95 % St 414.98
21 385 |Colour washing Two Coats [5.1.NC;25,P.NO:54) 859.9 % St 3,138.64
9 20 Tgiﬁig:;s&tf doors and windows any type Three Coats (S.INO4{ C 2116.41 %, Sfi 148148
Painting Guard bars, gates iron bars, grating ,railings including standard 127083 o Sht 203.33
2 15 braces etc) and similar open work (5.1.NC:4( d).P NO:69) (Three Coats). ' ‘ '
Fabrication of Tar steel reinforcement for cement concrete including cutting
24 0.714  {vending and laying in position making joints and fastening including the costf ~ 5001.7 P.Cwt 3.571.21
of binding wire also includes removal of rust from bars. (S.1.NC:B(b)-P/16)
TOTAL 108,049




WATER SUPPLY & SANITARY WORK

PART- B :PLUMBING WORKS

Amount Total {(CSR)
Part"A"

Part "B"

% Above / Below

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount

Sc')'_“ QNTY DESCRIPTION RATE | UNIT AMOUNT
[ 1 B. WC pan of not less than 19" clear cpening between fiusing rims
and 3 gallons flushing tank with 4" dia Gl trap and C! thumble. 480260 Each 4803
1
2 Providing and fixing 4'x4"x4" dia C | branch of the required degree
1 Jwith access doors rubber washer 1/8" thick and builts and nuts and 27080 Each 271
extra painting io match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in french ifc cutiing,
fitting and jointing with solvent cement il testing with waier to a head
of 61 meter or 200 ft. S.1.No. 2P.No. 23 P.H.D
- |80 mm (3'dia) 90.00 | P/Rft 0
9100 mm (4'diz) 136.00 | P/Rit 1224
- 1125 mm {5"'dia) 185.00 | PIR# 0
- 150 mm (8"dia) 25%.00 | PIRft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bols and fixing in
400 |Plateform of cement concrete 1:3:6 and making connection for inet| g7 g Per 8795
out-let and aver flow in-let out-let flow pipes ' Gallon
5 Providing installing hand purnp machine if¢ bearing with wooden sheo
and C.C plate form,
60 |a). Filter + Boaring 77.00| PIRft 4620
1 |b) Hand Machine 4500 | Each 4500
6 Providing G pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through wal's and
roof making good etc painting twe coats after cleaning the pipe aic
with white zink paint with pigmenti to match t
- 1it. 172" dia pipe 73.21 P/Rft
- Jii). 3/4" dia pice 95.79 PiRfl
10 ii). 1" dia pipe 128.55 PIRf 1286
L if). 1-1/4" dia pipe 153.19 PiRf
7 Providing Laying UPVC pipes of Class *0" fixing in irench ifc cutting,
fitting and jointing with solvent cement tic testing with water to a head
of 122 meter or 400 #. S.1. No. 8 P.No. 24 PHD
1513 mm {1/2" dia) 12.00 PIRft 180
25119 mm {3/4" dia) 19.00 PIRit 475
- 125 mm (1" dia) 27.00 PIRit
26 mm {1 1/4" dia) 33.00 PIRit
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
pattern S.I.No. 1 P.No. 16 348.92 No 348
9 Providing and fixing baal valve (with unscidered copper ball ) made 1o
' 1385 1212 (5.1 No. 6 P.No, 18 Il 314" dia 29084} No 2
10 Providing and fixing electric motor 1/2* horse power e pumping set
1| made 1 1P el 14201 No 14201
Total : 40994




BIDDING DATA

{This section should be filled in by the Engineer/Procuring Agency before issuance of

the Bidding Documents).

(a). Name of Procuring Agency:- Executive Engineer (Education Works)
Division Shikarpur.

b). Brief Description of Works:- REHABLITATION OF POLLING STATIONS OF
DISTRICT SHIKARPUR REHABLITATION OF WASH
ROOMS & SANITARY WORKS
(PACKAGE NO:16)
GPS Andal Marfani , GPS Photo, GPS Amir Bux Jeho,
GPS Chutti Drib, GPS Nabi Shah Wagan.

(c).Procuring Agency’s address:- Executive Engineer (Education Works) Division Shikarpur
Near GBHS No.ll Shikarpur.

(d). Estimated Cost:-_0.950 ( Miliions).

(e). Amount of Bid Security:- 5% (Fill in lump sum)
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 90 Days (Not more than sixty days).

(g).Security Deposit:-{(including bid security):.- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :- As Per NIT

(j). Venue, Time, and Date of Bid Opening:- Near GBHS Il (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 1 Month
(L).Ligquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost per
day of delay, but total not exceeding 10%).

(m). Deposit Receipt No: Date: Amount:Rs: _
Bank

(n) D.R.NO: DATED:- - Amount 1000 /<(Rupees: One Thousand only).
(0). Tender issued to Mr. / M/s ( } Govt: Contractor.

N

XECUTIVE ENGINEER
ATION WORKS DIVISION
SHIKARPUR




a

"

BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Andal Marfani

QNTY

DESCRIPTION RATE

UNIT

AMOUNT

S.N
O:
A

PART-A (CIVIL WORK)

158

Excavation in foundation of building bridges & other structure with
excavated lead upto one chain and lift upto Sfeet In ordinary Soil] 3176.25
{S.1.No;18(b)-P/14)

%0cit

501.85

44

Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.

594,
{S.1.No:4®-P/21) 8584.95

%.Cft

3.825.78

194

Pacca brick work in Foundation and plinth in cement sand mortor 1:6

1194836
{S.1.No:4-P/20) 48.3

%.5ft

23.179.82

25

Poroviding Hard Murrum poderly fine base dressing watering leveling &

! 183475
compecting etc complete.

%.5t

458.69

16

Reinforced cement concrete work inciuding all labour and malerial except
the cost of steel Reinforcement and its labour for bending and binding which 137
will be paid separately. This rates alsc includes all kind of forms moulds
lifting shuttering urring ratio {1:2:4:}

Pcft

5,392.00

46

Filling watering and ramming earth under floor with New Surface excavaled

3
from out side lead upto one chain and lift upto 5' feet, 630

%o Cft"

166.98

16

Pacca brick work in ground floor with (1:6} ratio in cement sand

mortar.(S.LNO:5 ¢,P.NO:21) 1267456

% Cit:

14,702.26

0.65

Supplying and Fixing Tears at Site 3575

P Cwt:

2,323.75

0.65

Erection rolled steel beams or old rails in roofs etc erection and fixing in 186 34
position{3.1.NO.6 . P.NO.91} ‘

P.Cwt:

12112

42.08

Second class tiles reofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand biinded, provided aver one layer of 12" x 6"x2" files laid in 1:6]  7607.25
cement martar including 1:2 cement poinfing under neath of tiles complete
including curing efe. (§ INO 2 P.NO 33}

% Sft:

3.201.13

i

4z

Providing and laying single per layer of polythene sheet 0,13 mm thick for
water profing &s per specification and instructions of Engineer incharge. 10.7
(8.NO.38.P.NQ.38)

P. Sit:

449.40

12

17

PIF G. frame / Choukats of size 7" x 2* or 4 1/2" x3' for doors using 20
guage G.| sheet i/c welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of rato 1:6 and| 228.9
repairing repairing the jambs, The cost alsc i all carriage, tools and plants
used in making and fixing (S.I.NQ.29,P. NO,93}

P.cft:

3,891.30

13

18

PIF G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20

guage G.l sheet ic welded hings and and fixing and fixing at site with

necessary hold fasts, filing with cement sand slurry of ratio 1,6 and|  240.5

repairing repairing the jambs, The cost also ifc all carriage, tools and plants
in makina and fixing.(S.[NO.28 P NQ.93}

P.Rit:

4,329.00

Supplying & Fixing in position Iren/ steel griff of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats etc complete {weight not to be| 1805
less than 3.7 Lbs/ sq feet of finishing arjll (S.1 No:.26 P.No:93)

P.Sft

802.50

503

Cement plaster {1:6) ratio upto 20' height 1/2" thick.(S.1.NO:13,P.NO:52}. 2206.6

%St

11,099.20

503

Cement plaster 1:4 upto 20" ft; height ground flocr 3/8" thick. 219752

%St

11,063.53

28

Providing and laying 1" thick Topping cement concrete {1:2:4) including 4411.82
surface finishing and pane's (S.1 NO 16 P.NO 42) )

%St

1,235.31

13

Providing and laying 1" thick Topping cement concrete (1:2.4) including

3275,
surface finishing and panels {S.I NO 16 P.NO 42) 2158

%63ft

491.33

19

First class deodar weod wrought joinary in doors and windows efc fixed in
position ifc chowkats hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with hooks, etc. Decdar panelled or panelled and glazed,
or fully glazed (b] 1-3/4" (8.1 No:7 P_No: 58}

851

P.Sft

11,514.00

20

50

White washing Three Coais {5..NO:26 P.NO:54) §26.95

% Sit

414 .98

21

365

Colour washing Two Coats (5.1.NO:25,P.NO:54} 859.9

% Sft

3,138.64

22

70

Painting fc doors and windows any fype Three Coafs (S..NO:4{ C 2116.41
1,P.NO:68) ]

% Sft

1,481.49

23

Painting Guard bars, gates iron bars, grating ,railings including standard

1270.
braces etc) and similar cpen work (S.L.NO:4{ d).P.NG:69) (Three Coats). 270.83

% Sft

20333

24

0.714

Fabrication of Tar steel reinforcement for cement concrete including cutting
bending and laying in position making joints and fastening including the cost|  5001.7
of binding wire alsc includes removal of rust from bars. (S.1.No:8(k)-P/16)

P.Cwt

3,571.21

TOTAL

108,049




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

SN| anty, DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 19" clear cpening between flusing rims
an 3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 480260 | Each 4,803
1
Z Providing and fixing 4°x4"'x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270.80 | Each 2M
extra pzinting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench i/c cutiing,
fiting and jointing with solvent cement i/ testing with water to a head
of §1 mater or 200 fi. 8.L.No. 2 P.No. 2P H.D
- {80 mm (3"dia) 80.00 | P/Rft 0
9 (100 mm (4'dia) 136.00 | P/Rft 1224
- 1125 mm (5"dia} 185.00 | P/Rfl 0
- |150 mm (8"dia) 259,00 [ PIRft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 plateform of cemenl_concrele 1:3:6 and making connaction for in-ief 87.95 Per 8795
out-let and over flow in-let out-let fiow pipes Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Bearing 7700 | PIRft 4620
4 |b) Hand Machine 4500 Each 4500
6 Providing Gl pipes specials and ciamps etc including fixing cutting and
fittings complete with and i/c the cost of breaking through wal's and
roof making good eic painting two coats after cleaning the pipe etc
with white zink paint with pigment to match t
- |). 142" dia pipe 73.21 P/R# -
- {ii}. 3/4" dia pipe 95.79 PRt
10 [ii). 1" dia pipe 128.55 PIRft 1286
iiy. 1-1/4" dia pipe 153.19 PIRft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.No., 24 PH.D
15|13 mm {1/2" dia) 12.00 P/Rit 180
25119 mm {3/4" dia) 19.00 PRIt 475
- 125 mm (1" dia) 27.00 PiRft -
26 mm {1 1/4" dia) 33.00 PRt
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
! pattern S.1.No. 1 P.No. 16 348.92 No 349
9 Providing and fixing baa! valve (with unsoldered copper ball ) made to
' 1BBS 1212 (S..No. 8 P.No. 18 1 314" dia 2084 | No 291
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
1 made 1 HP etc. 14201 No 14201
Total : 40994

Amount Total (CSR)
Part "A"

Part "B"

% Above [/ Below

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount




BILL OF QUANTITY
. NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GPS Photo

QNTY DESCRIPTION RATE

UNIT

AMOUNT

S.N
Q:
A PART-A (CIVIL WORK)

Excavation in foundation of building bridges & ofher structure with
1 158 [excavated lead uplo cne chain and fift upto Sfeet. In ordinary Seit| 3176.25
{5 .1.No:18(p)-P/14)

Y%0cft

501.85

5 m Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.

(5. No:4@-Pi21) 8694.85

%.Cit

3,625.78

Pacca brick work in Foundation and plinth in cement sand mortor 1:6

3 o4 (S.|.No4-P/20)

11948.36

%.5ft

23,179.82

Poraviding Hard Murrum poderly fine base dressing watering leveling &

‘ 1834.75
compecting etc complete.

%.Sft

458.69

Reinforced cement concrete work including all labour and material except
5 16 the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates also inciudes all kind ¢f ferms moulds
lifting shuttering curring ratio (1:2:4:)

337

Peit

5,392.00

Filling watering and ramming earth under floor with New Surface excavated

6 45 from out side lead upto one chain and lift upto 5' feet

3630

%0 Cft”

166.98

Pacca brick work in ground fleor with {1:8) ratic in cement sand
1 12674.
T M8 ortar(S.LNO:5 e P.NO:21) 74.3

% Cft:

14,702.26

8§ 0.65 !Supplying and Fixing Tears at Site 3575

P.Cwt;

_2,323.75

Erection rolled steel beams or old rails in roofs etc erection and fixing in
. 186.
S 0.65 position.{S.1.NO.6 . P.NQ.91) 6.34

P.Cwt:

12112

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs, of hot bitumen
10 | 4208 |coating sand blinded, provided cver one layer of 12° x 6"x2" tiles laid in 1:6|  7607.25
cement mortar including 1:2 cement pointing under neath of tiles complete
inclydino curing efc, (S 1LNG2 P.NO 33)

% Sft:

3,201.13

Providing and laying single per layer of polythene sheet 0.13 mm thick for
11 42 water profing as per specificaticn and instructions ¢f Engineer incharge. 10.7
[S.NO.38.P NO.38)

P. 5t

448,40

P/F G.l frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
12 17 lnecessary hold fasts, filing with cement sand shrry of ratio 1:6 and| 2288
repairing repairing the jambs, The cost also ifc all carriage, tools and plants

used in making and fixina (3,LNG. 29 P NG 93}

P.cit:

3,891.30

P/F G.I frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
13 18 |necessary hold fasts, filing with cement sand slurry of retio 1:6 and|  240.5
repairing repairing the jambs, The cost also i/c &ll carriage, tools and plants
used in making and fixina (3 LNO.28 P.NO.G3)

P.Rit:

4,329.00

Supplying & Fixing in position lron/ sieel grill of 3/4 x 1/4° size flat iron of
14 5 approvad design including: painying 3 coats et¢ complete {weight not to be| ~ 180.5
less than 3.7 Lbs/ sq feet of finishing arill {S.1 No:. 26 P.Na:33)

P.Sit

902.50

15 503 |Cement plaster (1:6) ratio upto 20 height 1/2" thick.(S..NO:13,P.NO:52). 2206.6

oSt

11,089.20

16 503  |Cement plaster 1:4 upto 20' ft: height ground floor 3/8" thick. 2197.52

%St

11,063.53

47 98 Providing and laying 1" thick Topping cement concrete (1:2:4) including 4411.87
surface finishing and panels (5.i NO 16 P.NO 42 '

%St

1,235.31

Providing and laying 1" thick Topping cament concrete (1:2:4) including

surface finshing and panels (S.1 NO 16 P.NC 42) 32755

%Sit

491.33

First class deodar wood wrought joinary in doors and windows et fixed in
19 14 position ifc chowkats hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully alazad (bl 1-3/4" (S.| No:7 P. No: 58}

851

P.Sft

11,914.00

20 50 While washing Three Coals (S..NO:26 P.NC:54) §29.95

% Sft

414.98

21 385  [Colour washing Two Coats (5.1.NG:25 P.NO:54) 850.9

% Sit

3,138.64

Painting to doors and windows any type Three Coats {S..NO:4( C 2116.41
2 "0 1,P.NC:68) )

% Sft

1,481.49

Painting Guard bars, gates iren bars, grating railings including standard

2 6 braces etc) and simiiar open work (S.1LNO:4( d).P.NO:69) (Three Coats}.

1270.83

% Sft

203.33

Fabricalion of Tar steel reinforcement for cement concrete including cutting
24 0.714  |bending and laying in position making joinis and fastening including the costf ~ 5001.7
of binding wire also includes removal of rust from bars. (S. 1. No:8{b}-P/16)

P.Cwt

3.571.21

TOTAL

108,049




WATER SUPPLY & SANITARY WORK
PART-B :PLUMBING WORKS
N anr, DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
and 3 galions flushing tank with 4" dia Cl frap anc Cl thumble. 480280 Each 4,803
1
i Providing and fixing 4°x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builis and nuts and 27060 | Each 271
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing In trench ifc cutting,
fitting and jointing with solvent cement i/c testing with water to a head
of 81 meter or 200 ft. S.1.No. 2P.No. 23PH.D
- 180 mm (3'dia) 90.00 | P/RIt 0
g {100 mm {4"dia) 136.00 | P/Rft 1224
- {125 mm (5"dia) 185.00 | P/Rft 0
- [150 mm (6"dia) 259.00| PIRft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified i/¢ cost of nuts bolts and fixing in
10 |Plateform of cemenl'concrete 1:36 an‘d making connection for in-let| g+ gz Per 8795
out-let and over flow in-lt out-let flow pipes Gallon
3 Providing installing hand pump machine ifc boaring with wooden shec
ang C.C plate form.
50 |a). Filter + Boaring 77.00| P/Rit 4620
1 |b) Hand Machine 4,500 Each 4500
6 Providing G! pipes specials and clamps efc including fixing cutting and
fittings complete with and i‘c the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe aic
with white zink paint with pigment to match t
- |i). 112" dia pipe 73.21 P/Rit
- |ii). 3/4" dia pipe 95,79 PiRft -
10 [ii}. 1" dia pipe 128.55 P/Rft 1286
. ii). 1-1/4" diz pipe 153.19 P/Rft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. 8.1. No. 6 P.No. 24 PH.D
1513 mm {1/2" dia) 12.00 P/Rft 180
25119 mm {3/4" dia) 19.00 P/Rft 475
- 125 mm (1" dig) 27.00 PIRft
26 mm (1 1/4" dia) 33.00 PiRft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
! batter S..No. 1 P.No. 16 34892 | No 349
9 Providing and fixing baal valve (with unsoldered capper ball ) made 1o
11885 1212 (5.1No. 6 P.No. 18 Il 314° dia 29084 | No 291
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
made 1 H.P etc. 14201 No 14201
Total : 40994
Amount Total {C5R})
Part "A" % Above /Below Total Amount
Part "B" % Above fBelow Total Amount
Total "A+B"

CONTRACTOR




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Amir Bux Jeho

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

216

Excavation in foundation of building bridges & other structure with excavated
iead upto one chain and lift upio 5'feet. in ordinary Seil. (S.1.No:18{b}-P/14)

3176.25

%0cft

686.07

64

Cement Concrete brick or stone ballast 11/2" to 2 guage Ratio 1:5:10.
(S.|.No:46-P{21)

8694.95

%.Cft

5564.768

271

Pacca brick work in Foundation and plinth in cement sand morter 1.6
{S.t.No:4-P2%)

11948 .36

%.5ft

32380.0556

44

Poroviding Hard Murrum poderly fine base dressing watering leveling &

1834.75

%.Sft

807.29

Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring ratio {1:2:4:)

337

Pcft

5392

0.714

Fabrication of Tar steei reinforcement for cement concrete including cutting
bending and laying in position making joints and fastening including the cost
of binding wire aisc includes removal of rust from bars. (S.1.No:8(b)-P/16)

5001.7

P.Cwt

3671.2138

92

Filling watering and ramming earth under floor with New Surface excavated
from out side lead upto one ghain and lift upto 5' feet.

3630

%o Cft"

333.96

204

Pacca brick work in ground floor with (1.6) ratic in cement sand
meriar.(S.LNC:5 e, P.NO:21)

12674.36

% Cft:

25855.6944

1.3

Supplying and Fixing Tears at Site

3575

P.Cwt;

4647.5

13

Erection rolled steel beams or old rails in rocfs efc erection and fixing in
position,(S..NO.6 . P.NO.S1)

186.34

P.Cwt

242.242

80

Second class tiles roofing consisting of 4" earth and 1" mud piaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x §"x2" tiles laid in 1:6
cement mertar including 1:2 cement pointing under neath of tiles complete
inclyding curing etc, (S 1ING.2 P.NO 33

7607.25

% Sft:

6085.8

12

80

Providing and laying single per layer of poiythene sheet 0.13 mm thick for
water profing as per specification and Instructions of Engineer incharge.
{S.NO.38.P.NO.38)

10.7

P, it

856

13

32

P/F G.l frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ilc welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1:8 and repairing
repairing the jambs, The cost also ifc all carriage, tools and plants used in
makjng and fixing £S,1L.NO 29.P. NO 931

228.9

P.cft:

7324.8

14

24

PIF G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.t sheet ifc welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making and fixing.(S.NC,28.P.NO.931

2405

P.Rft;

5772

15

Supplying & Fixing in position Iron/ steei grill of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats etc complete (weight not fo be
less than 3.7 Lbs/ sq feet of finishing grill {S.1 No:.26 P.No:83)

1805

P.Sft

2166

16

112

Cement plaster (1:6) ratio upio 20" height 142" thick.(3..NO:13,P.NC:52).

22068

%Sit

2471.392

7

804

Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick.

2197.52

%St

17668.0608

18

55

Cement Concrete Plain compacting finishing curing etc and washing
aggregate without shuttering (S.1.No:5-P/15)

1442925

%.cft

7936.0875

19

18

Providing and laying 1" thick Topping cement concrete (1:2:4) including
surface finishing and paneis (5.1 NO 16 P.NO 42)

32755

%stt

589.659

20

27.08

First class deodar wood wrought joinary in doors and windows etc fixed in
position ifc chowkats hold fasts hinges, iron towers bolis,chocks cleats
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully alazed {b} 1-3/4" {S.| No:7 P. No: 58}

851

P.5ft

23045.08

21

70

Painting to doors and windows any type Three Coats (SINQ4({ C
).P.NO:68}

2116.41

% Sft

1481487

22

33

Painting Guard bars, gates iron bars, grating ,railings Including standard

braces etc) and similar open work (S.I.NO:4{ d).P.NO:63) (Three Coats).

1270.83

% Sft

419.3739

TOTAL

165,296




Amount Total (CSR)

Part "A"

Part"B"

% Above / Below

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount

WATER SUPPLY & SANITARY WORK
PART-B :PLUMBING WORKS
R sd’_“ QNTY DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 18" clear cpening betwsen flusing rims and
3 gallons flushing tank with 4" dia Cl trap and C| thumble. 4,80250| Each 4,803
1
2 Providing and fixing 4"x4'x4" dia C.1 branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270.60 | Each 271
extra painting to match the cclour of the building,
3 Providing Laying UPVC pipes of Class "B" fixing in {rench ifc cutting,
fitling and jointing with sclvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.I.No. 2P.No. 22 P HD
- (80 mm (3"dia) 90.00| P/RA 0
91100 mm (4"dia} 136.00 1 PIRit 1224
- |125 mm (5"dia) 185.00 | P/RAt 0
- [150 mm {g"dia) 250.00 | PIRit
4 Supplyging and fixing fibre glass tank of approved guality and design
and wall thickness as specified iic cost of nuts bolts and fixing in
100 plateform of cement'concrete 1:3:6 an_d making connection for in-let 87.95 Per 8795
out-let and over flow in-let out-let flow pipes Gallen
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form,
50 {a}. Filter + Boaring 77.001 P/Rft 4620
1{b}) Hand Machine 4,500 Each 4500
& Providing G! pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with sigment to match t
- |i). 1/2" dia pipe 73.21 P/Rft
- |ii). 34" dia pipa 95.79 PiRft -
10 {ii). 1" dia pipe 128.55 PIRft 1286
- ii). 1-1/4" dia pipe 153.19 PiRft
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 fi. S.1. No. 6 P.No. 24 PHD
1513 mm (1/2" dia) 12.00 P/Rft 180
2519 mm (3/4" dia) 19.00 PIRft 475
- 125 mm {1" dia) 27.00 PiRit
- 26 mm (1 1/4" dia} 33.00 PiRft
8 Supplying and fixing in pesition brass bit cocks 3/4" dia standard
T oattern S.LNo. 1 P.No. 16 34892 | No 349
9 Providing and fixing baal valve (with unsoldered copper ball ) made to 291
118BS 1212 (8.1 No, 6 P.Na. 18 1| 3/4" dia 29084 | No
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
Tmade 1 K.P etc. 14201 No 14201
Total : 40994




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GPS Chutti Drib

QNTY DESCRIPTION RATE UNIT

AMOUNT

PART-A (CIVIL WORK)

Excavation in foundation of building bridges & other structure with excavated

218 lead upto one chain and lift upto 5'feet, In ordinary Soil, (S.1.No:18(p)-P/14)

3176.25 a0cft

€86.07

2 54 Cement Concrete brick or stone ballast 11/2" to 2 guage Ratio 1:5:10.

[}
(S.L.No:A®-P/21) 863485 | oh

5564.768

Pacca brick work in Foundation and plinth in cement sand moror 16
3 271 11948.36 | %.5ft
(8.L.Na:4-P120) i

32330.0556

4 44 Poroviding Hard Murrum poderly fine base dressing watering leveling & 183475 % Sft

807.25

Reinforced cement concrete work including all labour and material except
5 5 the cost of stee! Reinforcement and its labour for bending and binding which)
will be paid separately. This rates also includes all kind of forms mouids
lifting shuttering curring ratio (1:2:4:)

337 Peft

5392

Fabrication of Tar steel reinforcement for cament concrete including cutting
6 0.714 {bending and laying in position making joints and fastening including the costf  5001.7 P.Cwt
of binding wire also includes removal of rust from bars. {3..N0:8(b)-P/16)

3671.2138

Filling watering and ramming earth under floor with New Surface excavated

7 92 . I
from out side lead upte one chain and lift upto &' feet,

3630 %0 CHt"

333.95

Pacca brick work in ground floor with (1:6) ratio in cement sand .
8 204 1267436 | % Cft;
mortar(S.INO:5 ¢ P.NO:21) ’

25855.6944

9 1.3 Supplying and Fixing Tears at Site 3675 P.Cwt:

4647.5

Erection rolled steel beams or old rails in roofs etc erection and fixing in
1 i i 34 P.Cwt:
0 '3 csifion.{S.INO.6 . P.NO.91) 186.3 Cwt

242,242

Second class tiles roofing censisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
1 80  |coating sand blinded, provided cver one layer of 12" x 6"x2" tiles laid in 1:6] 7607.25 | % Sft
cement mortar including 1:2 cement peinting under neath of tiles complete
inclydina curing elc, {S.LNO.2 P ND.33}

6085.8

Providing and laying single per layer of polythene sheet 0.13 mm thick for
12 80 water profing as per specification and instructions of Engineer incharge. 10.7 P. ft:
{5.NO.38.P.NO.38)

856

PIF G.l frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ic welded hings and and fixing and fixing at sife with
13 32 |necessary hold fasts, filing with cement sand slurry of ratic 1:5 and repairing| 2289 P.cft
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making and fixing.(S.LNO.29,P.NO 83}

7324.8

P/F G| frame / Choukats of size 7" x 2" or 4 1/2° x3' for windows using 20

guage G.! sheet i/c welded hings and and fixing and fixing at site with

14 24 |necessary hold fasts, filing with cement sand slurry of ratio 1:6 and repairing| ~ 240.5 P.Rit:

repairing the jambs, The cost also i/c all carriage, tools and plants used in
ing and fixing (8.L.NG, 28 P.NQ 93}

5772

Supplying & Fixing in position lron/ steel grill of 3/4 x 1/4" size flat iron of
15 12 approved design including: painying 3 coats etc complete {weight net 1o be 1805 P.5it
less than 3.7 Lbs/ sg feet of finishing arill {S.| No; 26 P.No:93}

2166

6 112 [Cement plaster {1:6} ratio uptc 20' height 172" thick.(S..LNO:13,P.NO:52). 2206.6 %St

2471.392

17 804  [Cement plaster 1:4 upto 20' ft height ground floor 3/8" thick 2197.52 %St

17668.0608

Cement Concrete Flain compacting finishing curring etc and washing N
18 55 , 442925 Oh.cft
aggregate without shuttering (8.1.Ng:5-P15) ! 3

79386.0875

Providing and laying 1" thick Topping cement concrefe (1:2:4} including

0,
surfacs finishing and panels (S.i NC 16 P.NO 42) 32755 wSi

589.59

First class deadar wood wrought joinary in doors and windows efc fixed in
position ifc chowkats hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with hooks, etc. Ceodar panefled or panelled and glazed,
or fully glazed (b} 1-3f4" (S.I No:7 P. No: 58}

20 27.08 851 P.Sft

23045.08

Painting to doors and windows any type Three Coats (S..NO4{ C

1
207 | pnoss)

2116.44 % St

1481487

Painting Guard bars, gates iron bars, grating rafings including standard

1270.83 % S
braces etc) and similar open work {S.L.NC:4( d).P.NO:69) (Three Coats). o S

22 33

419.3739

TOTAL

155,206




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

o: QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 4802.80| Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.I branch of the required degree
1 |with accass doors rubber washer 1/8" thick and builts and nuts and 270501 Each 271
exira painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ilc cutting,
fitting and jeinting with solvent cement ifc testing with water to a head
of 61 meter or 200 f. S.1.No. 2 P.No. 23PH.D
- |80 mm (3"dia) 90.00| P/Rft 0
9 [100 mm {4"dia) 136.00 [ P/Rft 1224
- |125 mm (5"dia) 185.00 | P/Rft 0
- |150 mm {8"dia) 259.00 | P/Rft
4 Supplyging and fixing fibre glass tank of approved guality and design
and wall thickness as specified ifc cost of nuts bolis and fixing in
100 |Plateferm of cement.concrele 1:3.6 aqd making connection for in-letf g7 gz Per 8795
out-let and over flow in-let out-let flow pipes Gallon
] Providing installing hand pump machine i/c boaring with wooden sheo
and C.C plate form.
60 ja}. Filter + Boaring 77.00] PRf 4620
1 |b) Hand Machine 4,500| Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and i/c the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to maich {
- [i). 172" dia pipe 73.21 P/Rft
- |if}. 3/4" dia pipe 95.79 P/Rit -
10 |ii}. 1" dia pipe 128.55 P/Rf 1286
if). 1-1/4" dia pipe 153.18 PiRft
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement iic testing with water to & head
of 122 meter or 400 ft. S.1. No. 6 P.Ne. 24 P.H.D
1513 mm {1/2" dig) 12.00 P/Rit 180
25|19 mm (3/4" dia) 19.00 PIRf 475
- 25 mm {1" dia) 27.00 P/Rf -
- 26 mm (1 1/4" dia) 33.00 PIRft
8 Supplying and fixing in position brass bib cocks 34" dia standard
| patten S.1.Ne. 1 P.No. 16 3852 | Mo 349
9 Providing and fixing baal valve (with unsaldered copper ball ) made to
11BBS 1212 (5.1 No. 6 P.No. 18 Il 34" dia 2084 | No 21
10 Providing and fixing eleciric moor 1/2" horse power iic pumping set
T made 1 HP etc. 14201 No 14201
Total : 40994

Amount Total
Part "A"

Part "B"

(CSR}
% Above / Below

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount




_BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Nabi Shah Wagan

SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundaticn of building bridges & other siructure with excavated o
! 216 lead upto one chain and lift upto 5'feet. In ordinary Soil, {$.1.No:18(b)-P{14) 3176.25 oct 686.07
Cement Concrete brick or sione ballast 11/2" to 2' guage Ratio 1:5:10.
4 0,
2 6 (S LN P/21) 8694.95 %.Cit 5564.768
3 971 f’saclztr:\lao.ir:g:az g;fork in Foundation and piinth in cement sand mortor 1:6 11948.36 % Sf 32380.0556
4 44 Poroviding Hard Murrum poderly fine base dressing watering leveling & 1834.75 %.5ft 807.28
Reinforced cement concrete work including aff labour and material except
the cost of steel Reinforcement and its tabour for bending and binding which
5 18 337 92
will be paid separately. This rates also includes all kind of forms moulds! Pef 53
liffing shuttering curring ratio (1:2:4:)
Fabrication of Tar steel reinforcement for cement concrete including cutting
6 0.714  |bending and laying in posifion making joints and fastening including the cost]  5001.7 P.Cwt 3571.2138
of binding wire also includes removal of rust from bars. {S.|.No:8(b}-P/16)
7 92 Filling wat‘enng and ramming e'fmh un(.jer floor with New Surface excavated 3630 %o Cit 133.96
from out side lead upto one chain and lift upto 5' feet.
Pacca brick work in ground floor with (1:6) ratic in cement sand o ra
8 204 morar (S.INOS e PNO:21) 12674.38 % Cft: 25855.6944
9 1.2 1Supplving and Fixing Tears at Site 3575 P.Cwt: 4647.5
Erection rofled steel beams or old rails in roofs etc ereclion and fixing in
13 . Cwt: 242
10 position.(SNO.6 . P.NOS1) 18634 | P.Cwt 2422
Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
" 80 coating sand blinded, provided cver one layer of 12" x §"x2" tiles lald in 1:6|  7607.25 % St 6085.8
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing et (S1NO.2 P.NG 33)
Providing and laying single per layer of polythene sheet 0.13 mm thick for
12 80 |water profing as per specification and instructions of Engineer incharge. 10.7 F. Sft: 856
(S.NO.38.P.NC.38)
P/F G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for doars using 20
guage G.I sheet ifc welded hings and and fixing and fixing at site with
13 32 Inecessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing| ~ 228.9 P.oit 7324.8
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making and fixing.(S.LNQ.29.P.NO.93}
PIF G.l frame / Choukats of size 7* x 2" or 4 1/2" x3' for windows using 20
guage G.l sheet ilc welded hings and and fixing and fixing at site with
14 24 necessary hold fasts, filing with cement sand slurry of ratic 1:5 and repairing| 2405 P.RIt: 5772
repairing the jambs, The cost also ic all carrlage, tools and plants used in
ing and fixing (S.1NO.28 P.NO.83)
Supplying & Fixing in position Iron/ steel grill of 344 x 1/4" size flat iron of
15 12 |approved design including: painying 3 coats efc complete (weight notto be| 1805 P.Sft 2166
less than 3.7 Lbs/ sq feet of finighing grill (5.1 No:.26 P.No:93)
16 112 |Cement plaster (1:6) ratio upto 20" haight 172" thick (5..NO:13,P.NO:52). 2204.6 %St 2471.392
17 804 [Cement plaster 1:4 upte 20' ft; height ground flogr 3/8" thick. 2197 52 %St 17668.0608
18 55 Cement Copcrele P[am‘ compacting finishing curring efc and washing 14429.25 o cft 7936.0875
aggregate withgut shuttering (S.1.Ne.5-PH15)
Providing and laying 1' thick Topping cement concrete (1:2:4} including
18 \ 9 589.59
19 surface finishing and panels (S.INO 16 P.NO 42 32155 wSt
First class deodar wood wrought jeinary in doors and windows etc fixed in
279 posifion ifc chowkats hold fasts hinges, iron towers bolts.chocks cleats 851 p.Sh 93045.08
20 8 handles and cords with hacks, etc. Dendar panelled or panelled and glazed,
or fully glazed (b 1-3/4" {S.1 No:7 P No: 58
21 70 )P;w;}ggﬁst)o doors and windows any type Three Coats (SINO:4( C 2116.41 % SH 1481487
Painting Guard bars, gates iron bars, grating ,railings including standard
83 % 4193739
2 3 braces etc) and similar open work (S.L.NO:4{ d).P.N(:68) (Three Coats). 1270 o St 3
TOTAL 155,296




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

o: QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear cpening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and CI thumble. 4,802.60| Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1|with access doors rubber washer 1/8" thick and builts an¢ nuts and 270.60 | Each n
extra painiing 1o match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cuiting,
fitting and jointing with solvent cement ifc tesfing with water to a head
of 61 meter or 200 ft. S.1.No. 2 P.No. 23 P.H.D
- [80 mm (3"dia) 90.001 P/Rit 0
9100 mm (4"dia} 136.00 | P/Rft 1224
- 125 mm (5"dig) 185.00 | PIRR 0
- 1150 mm (6"dia) 259.00 | PRt
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuis boits and fixing in
400 [Plateform of cemeni.coanete 1:38 ajd making connection for in-lety g7 oz Per 8795
out-let and over flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
B0 |a). Filter + Boaring 77.00| PIRft 4620
1 |b) Hand Machine 4,500 | Each 4500
6 Providing G! pipes specials and clamps etc including fixing cutiing and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats afler cleaning the pipe elc
with white zink paint with pigment fo match t
- [i}. 172" dia pipe 73.21 PIRft -
- |il). 3/4" dia pipe 95.79 P/Rft
10 [ii). 1" dia pipe 128.55 P/Rft 1286
ii). 1-1/4" dia pipe 153.19 P/Rit
7 Providing Laying UPVC pipes of Class "C" fixing in trench ilc cutting,
fiting and jointing with salvent cament ifc testing with water fo a head
of 122 meter or 400 ff. S.1. No. 6 P.No. 24 PH.D
15113 mm {1/2" dia} 12.00 PiRit 180
25119 mm (3/4" dia) 19.00 P/Rft 475
- |25 mm (1" dia} 27.00 PIRft
- 26 mm (1 1/4" dia) 33.00 PRt
8 Supplying and fixing in pesition brass bib cocks 34" dia standard
" pattern S.1.No. 1 P.No. 16 892 | Mo 349
9 Providing and fixing baal valve (with unsoldered copper ball ) made to
11BBS 1242 (S.INo. 8 P.No. 18 Il 32" dia 29084 | No 21
10 Providing and fixing electric motor 1/2" horse power ifc pumping sei
1 imade 1 HP etc. 14201 No 14201
Total : 40994
Amount Total (CSR)
Part "A" % Above fBelow __ Total Amount
Part "B" % Above /Below Total Amount
Total "A+B"

CONTRACTOR




R

o BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance of
the Bidding Documents).

(a). Name of Procuring Agency:-  Executive Engineer (Education Works)
Division Shikarpur.

b). Brief Description of Works:- REHABLITATION OF POLLING STATIONS OF
DISTRICT SHIKARPUR REHABLITATION OF WASH
ROOMS & SANITARY WORKS
(PACKAGE NO:17)
GHS Chatto Mangi , GMS Aachar Sadayo, GPS Jaro
Hajam, GPS Channa Juneja, GPS Pahwar Bhutta.

(c).Procuring Agency’s address:- Executive Engineer (Education Works) Division Shikarpur
Near GBHS No.ll Shikarpur.

(d). Estimated Cost:-_0.900 ( Millions).

(e). Amount of Bid Security:- 5% (Fill in lump sum})
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 20 Days (Not more than sixty days).

(g).Security Deposit:-(including bid security):- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :- As Per NIT

(). Venue, Time, and Date of Bid Opening:- Near GBHS Il {Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 1 Month
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost per
day of delay, but total not exceeding 10%).

(m). Deposit Receipt No: Date: Amount:Rs:

Bank

(n) D.R.NO: DATED:- .Amourjﬂﬁﬂ /.(ippees: One Thousand only).
(0). Tender issued to Mr. / M/s | _Govt: Contractor.

/

/

\\
\&4;[/\5
XECUTIVE ENGINEER

_D(NfuTION WORKS DIVISION

SHIKARPUR




: BILL OF QUANTITY

NAME OF WORK : - REJIABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GHS Chatto M

angi
!ﬂﬂo ITEM OF WORK J Qry: ﬁATE TUNIT AMOUNT —|

1 Dismantling cement concrete plain 1:2:4 (S.No.19 C P-10) 10.0 3327.50 %Cft 333/=
2 Removing cement or lime plaster (S..NO.53 P.NO.13) 124.0 12100 % Cft: Rs 150/=
3 Dismantling brick work in lime or cement mortar (S..NG.13 P.NO.10) 21.0 1285.65 % Cft: Rs 270/=

4 Excavation in foundation of building bridges and other structure I/c
dagbelling dressing reflling around the excavated earth watering 88.0 3176.25 %0Cft Rs 280/=
ramming lead upto one chain and Iift upto &' feet.

5§ Cement concrete brick or stone ballast 1-1/2" fo 2" guage ratio in 7.0 869495 %Cft Rs: 609/=
cement sand monar.

Ratio 1:5:10
6 Pacca brick work in Foundation and Plinth 1.6 .{(S.I|.NO:4 E,P.NO:21) 92.0 11948.36 %Cft Rs: 10992/=

7 Reinforced cement concrete work including all labour and materia! 7.0 337.00 Pcft Rs: 2359/=
except the cost of steel Reinfercement and its labour for bending and
pinding which will be paid separately. This rates also includes all kind
of forms moutds lifting shuttering curring ratio (1,2;4:)

8 Fabrication of mild steel reinforcement for cement concrete including 0.3 5001.70 P.Cwt: Rs: 1561/=
cutting bending binding and laying in position making jeints fastening
including the cost of sieel binding wire (alse includes removal of rusi
from bars) (S.L.NO:8(A),P.NO:17).

9 Pacca brick work in ground floor with (1:8) ratio in cement sand 7.0 12674.36 % Cft: Rs: 887/=
mertar.(S..NO:5 e, P.NC:21)

10 Applying floating coat of Cement 1/32" thick. (S.NO.14.P.NQ.53) 124.0 660.00 %.5ft. Rs: 818/=

11 Cement plaster (1:6} ratio upte 20" height 1/2" 298 2206.60 %Sft Rs: 6577/=
thick. (S.L.NC:13,P.NO:52).

12 Cement plaster 1:4 upto 20' fi; height ground floor 3/8" thick. 174 2497.52 %Sft Rs: 3824/=

13 Cement concret plain including placing compecting |, finishing & 8.0 14429.25 %Sft Rs: 1154/=
curing, complete (I/c screening & washing of stone aggregaie
without shuttering ($.No: 5 {(a) P.No: 16) RATIO 1:2:4

14 Laying floor of approved with glazed tile 1/4" thick in white cement 47.05 27678.86 % Sft Rs: 13023/=
1:2 over 3/4' thick cement mertor 1:2 complete (S.1.No:24 P.No: 43)

15 White glazed tiles 1/4" thick dado jointed in white cementand laid 36.00 2825381 % Sft Rs: 101711=
over 1:2 cement sand mortar 3/4" thick including finishing. (S NG.38
P.NO.45)

16 Providing and laying 1" thick Topping cement concrete {1:2:4} 15.00 327550 %Sft Rs: 491/=

. including surface finishing and panels (S.INO 16 P.NO 42)

17 First class deodar wood wrought joinary in doors and windows 3.00 §51.00 P.Sft Rs: 2553/=
etc fixed in position i/c chowkats hold fasts hinges, iron towers
bolts,chocks cleats handles and cords with hooks, etc. Deodar
panelled or panelled and glazed, or fully glazed {b) 1-3/4" (S.|
No:7 P, No: 58}

18 Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flatiron 3.00 180.5¢ P.Sft Rs: 542/=
of approved design including: painying 3 coats etc complete (weight
not to be less than 3.7 Lbs/ sq feet of finishing grill {S.} No:.26
P.No:93)

[ TOTAL = 56594/= |




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

SDN QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
2 and 3 gallons flushing tank with 4" dia Cl trap and Cl thumble, 4,802.601 Each 8 605
2 Providing and fixing 4°x4"x4" dia C.I branch of the required degres
2 |with access doors rubber washer 1/8" thick and buils and nuts and 270.60| Each 541
extra painting 1o match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench i/c cutting,
fitling and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft, $.1.No, 2 P.Ne, 23PH.D
- |80 mm {3'dia) §0.001 P/Rit 0
8 100 mm (4"dia) 136.00| P/Rit 1088
125 mm (5"dia) 185.00{ P/Rit 0
150 mm (6"dia) 259.00| PRft
4 Supplying and fixing in pesiticn brass bib cocks 3/4" dia standard
2 pattern S.l.No. 1 P.No. 16 348.92 No 638
5 Providing and fixing baal valve (with unsoldered copper ball } made to
21BBS 1212 (S..Nc. 5 P.No. 18 11 314" dia 29084 | No 582
8 Providing and fixing electric motor 1/2" horse power if¢ pumping set
T \made 1 HP efc, 14201 No 14201
7 Providing installing hand pump machine i/c boaring with wooden sheo
and C.C plate form.
80 |a). Filter + Boaring 77.00| PR 4620
1 |b) Hand Machine 4,500 Each 4500
8 Providing Laying UPVC pipes of Class "D" fixing in trench V¢ cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 fL S.1. No. 6 P.No. 24 PHD
20 113 mm {1/2" dia) 12.00 P/Rft 240
40 [19 mm (314" dia) 19.00 P/Rft 760
25 mm {1" dia} 27.00 P/Rit
- 26 mm (1 1/4" dia} 33.00 PIRfi
Total : 36835

Ameunt Total (TSR}

Part"A"

Part "B"

% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

BILL OF QUANTITY

GMS Aachar Sadayo

S.N

QNTY

DESCRIPTICN

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

158

Excavation in foundation of building bridges & other structure with
excavated lead upto one chain and lift upto 5'feet. In ordinary Soil
{5.L.No:18(b}-P/14)

3176.25

Y0cft

501.85

44

Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
{S.1.No:4@-P/21

8694.95

%.Cft

3,825.78

194

Pacca brick work in Foundation and plinth in cememt sand mortor 1.6

{S..No:4-P/20)

11948.36

%.Sft

23,179.82

25

Poreviding Hard Murrum poderly fine base dressing watering leveling &
compecting etc complete,

1834.75

%.5f

458.69

16

Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates alse includes all kind of forms meulds
lifting shuttering curring ratio (1:2:4:}

337

Peft

5,392.00

45

Filling watering and ramming earth under floor with New Surface excavated
from out side kead upto one chain and it upto 5' feet.

3630

%c CAt"

16€.98

116

Pacca brick work in ground floor with (1:6) ratio in cement sand
mortar.{S.L.NO:5 ¢ P.NO:21)

12674.36

% Cit.

14,702.26

0.65

Supplying and Fixing Tears at Site

3575

P.Cwt

2,323.76

.65

Erection rolled steel beams or old rails in roofs etc erection and fixing in
position.{S..NO,6 . P.NO.91)

186.34

P.Cwt:

12112

106

42.08

Second class files roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x 6"x2" tiles laid in 1:5
cement mortar ingluding 1:2 cement painting under neath of tiles complete
including curing etc, {S.LNQ.2 P NOQ.33)

7607.25

% Sft

3,201.13

42

Providing and laying single per layer of polythene sheet .12 mm thick for
water profing as per specification and instructions of Engineer incharge.
{5.ND.28 P.NO.38)

10.7

P. Sft:

449,40

12

P/F G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20,
guage G. sheet ifc welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and
repairing repairing the jamts, The cost also ifc all carriage, tools and plants
used in making and fixing (S LNO 2P NO O3]

2289

P.cft:

3,891.30

13

PiF G.| frama / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and
repamng repairing the jambs, The cost also Vc all carriage, tools and plants
d fixing (SINQ.28 P.NO.O3)

240.5

P.RIt:

4,323.00

Supplying & Fixing in position lron/ steel grill of 3/4 x 174" size fiat iron of
approved design including: painying 3 coats efc complete (weight not to be
less than 3.7 Lbsf sq feet of finishing arill (S.1 No:,26 P.Ng:93)

180.5

P.Sft

802.50

15

503

Cement plaster {1:6) ratio upte 20 height 1/2" thick {S..N0:13,P.NO:52].

2206.6

%oSHt

11,098.20

16

503

Cement plaster 1:4 uptc 20’ ft; height ground floor 3/8" thick,

2197 52

%St

11,053.53

17

28

Providing and laying 1" thick Topping cement concrete {1:2:4) including
surface finishing and panels (5.1 NG 16 P.NC 42)

4411.82

%St

1,236.31

18

15

Providing and laying 1" thick Topping cement concrete {1:Z:4) including
surfage finishing and panels (S.| NO 16 P.NQ 42)

32755

%Stt

491.33

19

First class deodar wood wrought joinary in doors and windows etc fixed in
position ifc chowkats hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with hooks, etc. Decdar panelled or panefled and glazed,
or fully alazed (b} 1-3/4" (S.| No:7 P. Mo: 58j

851

P.Sft

11,944.00

20

50

White washing Three Coats (S.1.NC.26,P.NO:54)

829.96

% St

414.98

21

365

Colour washing Two Coats (S.|.NO:25,P.NO:54)

859.9

% Sft

3.138.64

22

70

Painting to doors and windows any type Three Coats (SING:4{ C
P.NO:68)

2116.41

% Sft

1,481.48

23

16

Painting Guard bars, gates iron bars, grating raflings including standard
braces etc) and similar open work {S.I.NO:4{ d}.P.NO:6%} {Three Coats).

1270.83

% Sft

203.33

24

0.714

Fabrication of Tar steet reinforcement for cement concrete including cutting
bending and laying in posificn making joints and fastening including the cost
of binding wire also includes removal of rust from bars. (8.1.No:8(b)-P/16)

5001.7

P.Cwt

3,571.21

TOTAL

108,049




Amount Total
Part"A"

Part"B"

(CSR)
% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"

’ WATER SUPPLY & SANITARY WORK
PART-B : PLUMBING WORKS
SN| anty DESCRIPTION RATE | UNIT |  AMOUNT
ﬁ B. WC pan of not less than 19" ¢lear opening between flusing rims
and 3 gallons flushing tank with 4" dia Cl trap and Cl thumble, 4802.60| Each 4,803
1
2 Proviging and fixing 4"x4"x4" dia C.| branch ¢f the required degree
1 |with access doors rubber washer 1/8" thick and buitts and nuts and 27060 Each 27
extra painting to match the colour of the building.
3 Froviding Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement i/c testing with water to a head
of 61 meter or 200 ft. S.1.No. 2P.No. 23PH.D
- |80 mm (3"dia} 90.00( P/Rft 0
g (100 mm (4'dia} 136.00| P/Rft 1224
- 125 mm {5"dia) 185.00 | P/Rft 0
- 1150 mm (6"dia} 259.001 P/Rit
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified i/c cost of nuts bolts and fixing in
100 plateform of Cement.concrete 1.3:6 an.d making connection for in-let 87.95 Per 4795
out-let and over flow in-let out-let flow pipes Galton
5 Providing installing hand pump machine i/c boaring with wooden sheo
and C.C plate form.
80 |a). Filter + Boaring 7700 P/Rft 4620
1 |b) Hand Machine 4,500 | Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cutting and
fitlings complete with and ifc the cost of breaking thraugh walls and
raof making good etc painting twe coals after cleaning the pipe etc
with white zink paint with pigment to match t
- [i}. 1/2" dia pipe 73.21 P/Rft
- {ii). 344" dia pipe 95,79 PiRft -
10 |ii). 1" dia pipe 128.55 P/Rft 1285
ii). 1-1/4" dia pipe 153.19 P/Rft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench i/G cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft, .. No. § P.No. 24 PH.D
15 (13 mm (1/2" dia} 12.00 P/Rft 180
25118 mm (3/4" dia) 18.00 PRt 475
- 125 mm {1" dia} 27.00 P/Rft -
26 mm (1 1/4" dia} 33.00 P/R#
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
"ipattern S No. 1 P-No. 16 4892 | Mo 348
9 Froviding and fixing baal valve {with unsoldered copper bail ) made to
1|aBS 1212 (S..No. 6 P.No. 18 1l 3/4" dia 2084 | No 291
idi i i ' ifc pumping set
10 1 Providing and fixing eleciric mator 1/2" horse power ifc pumping 14201 No 14201
made 1 H.P etc.
Total : 40994




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Jaro Hajam

SN
O:

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

A

PART-A (CIVIL WORK)

1

216

Excavation in foundation of building bridges & other structure with excavated
lead upto one chain and lift upto 5'feet. In ordinary Soil. (S.L.No:18(b)-P/14)

3176.25

%0cft

686.07

64

Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
{S.L.Nc:4©-P/21)

8694.95

%.Cft

5564.768

27

Pacca brick work in Foundation and plinth in cement sang mortor 1:6
(8.1, Ne:4-P/20)

11948.36

%.5ft

32380.0556

44

Poroviding Hard Murrum podety fine base dressing watering ieveling &

1834.75

%St

807.29

Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates also includes all kind of forms moulds
liffing Shuttering curring ratic {1:2:4:)

337

Pcft

5392

0.714

Fabrication of Tar steel reinforcement for cement concrete including cutting
bending and laying in position making joints and fastening including the cost
of binding wire also inciudes removal of rust from bars, (S.1.No:8{b}-P/16}

5001.7

P.Cwt

3571.2138

82

Filling watering and ramming earth under floor with New Surface excavated
from out side lead upto one chain and lift upte 5' feet.

3620

%o Cft"

333.96

204

Pacca brick work in ground floor with (1:8) ratio in cement sand
mortar.(S..LNO:5 e, P.NO:21)

12674.36

% Cft:

25855.6944

1.3

Supplying and Fixing Tears at Site

3575

P.Cwt:

4647.5

13

Erection rolled steel beams or cld rails in roofs etc erection and fixing in
position.(S.1.NO.6 , P.NO.S1)

186.34

P.Cwt

242.242

80

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri feeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x 6'x2" tiles laid in 1:6
cement mortar including 1:2 cement pointing under neath of tiles complete
includina curing ete, (S1NG2 P NO I3

7607.25

% Sft

6085.8

12

80

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
{S.NO.38.P.NO.38)

10.7

P. 5t

856

13

32

P/F G.l frame { Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G. sheet ifc welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also ifc all carrfage, tools and plants used in
making and fixing (SINC.29 P NO .93}

2289

P.ctt:

73248

14

24

PiF 3.1 frame { Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet iic welded hings and and fixing and fixing at site with
nacessary hold fasts, filing with cement sand slurry of rafio 1:6 and repairing
repaiting the jambs, The cost also ifc all carriage, tools and plants used in
making and fixing (S| NO,28 P NO.93)

2405

P.Rit:

5772

15

12

Supplying & Fixing in position Iron/ steel grill of 3/4 x 114" size flat iron of
approved design including: painying 3 ccats efc complete {weight not to be
less than 3.7 Lbs/ sg feet of finishing grill {S.1 Ne:.26 P.N¢:83)

16

12

180.5

P.Sit

2166

Cement plaster {1:6) ratio upto 20" helght 1/2" thick {S.|.NO:13,P.NO:52).

2206.6

%5t

2471.392

17

804

Cement plaster 1:4 upto 20' ft; heightground floor 3/8" thick.

2197.52

%St

17668.0608

55

Cement Concrete Plain compacting finishing curring etc and washing
agqregale without shutiering (S.].No:5-P#H 5}

1442925

%.cft

7936.0875

19

Providing and laying 1" thick Topping cement concrete {1:2:4) including
surface finishing and panels (S.INO 16 P.NO 42}

3275.5

%St

589.59

20

27.08

First class deodar wood wrought joinary in doors and windows efc fixed in
position ifc chowkais hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully glazed (b) 1-3/4" (S| No:7 P. No: 58)

851

P.5t

23045.08

21

70

Painting to doors and windows any type Three Coats (SLNO4( C
},P.NO:68}

2116.41

% Sit

1481.487

22

33

Painting Guard bars, gates iren bars, grating railings including standard
braces etc) and similar open work {S.1.NO:4( d).P.NO:6S} (Three Coats).

1270.83

% St

418.3739

TOTAL

155,296




WATER SUPPLY & SANITARY WORK
) PART-B :PLUMBING WORKS
SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between fiusing rims and
3 gallens flushing tank with 4" dia C! trap and Cl thumble. 4,802.60] Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270.60 | Each 271
| extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench i cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S..No. 2 P.No. 23 P.H.D
- 180 mm (3'dia) 90,00 | P/RH 0
8 (100 mm (4'dia) 136.00 | P/Rft 1224
- {125 mm (5"dia) 185.00| P/Rit 0
- [150 mm {6"dia} 258.00 | P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts belts and fixing in
1q0 | Plateform of cement concrete 1:3:6 and making connection forinet|  g7g5 Per 8795
out-let and over flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
B0 [a). Filter + Boaring 77.00( P/Rft 4620
11b) Hand Machine 4,500 | Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cuiting and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to match t
- [ib. 1/2" dia pipe 73.21 P/Rft -
- {il). 3/4" dia pipe 95.79 PIRft -
10 [ii). 1" dia pipe 128.55 PIRft 1286
- fi). 1-1/4" dia pipe 153.19 P/Rit -
7 Providing Laying UPVC pipes of Class "D" fixing in trench if¢ cutting,
fitting and jointing with solvent cement i/c testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 PH.D
15113 mm (1/2" dia) 12.00 PIRft 180
25118 mm (3/4" dia) 19.00 PIRit 475
- 25 mm (1" dia) 27.00 P/Rft
26 mm (1 1/4" dia) 33.00 PRA
§ Suppiying and fixing in position trass bib cocks 3/4" dia standard
Hoatern S.LNo. 1 P.No. 16 34892 | No 9
9 Providing and fixing baal valve (with unsoldered copper ball ) made to
1|BBS 1212 (8.1 No. & P.No. 18 1l 34" dia 20084 | No 21
10 ’ Providing and fixing electric motor 1/2" horse power ifc pumping set 14201 No 14901
made 1 H.P etc,
Total : 40994

Amount Total
Part "A"

Part "B"

(CSR)
% Above / Below

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Channa Juneja
S.N
o QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other struciure with excavated
1 1 7 % .07
215 lead upto cne chain and Tift upto 5'feet. In ordinary Soil. (S.1.Nc:18(b)-Pi14) 3176.25 A0cft 686.0
Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
? 64 8694, %.Cft 5564.768
(5. No:A©-PI21) ® |
3 271 Pacca brick work in Foundation and plinth in cement sand mortor 1:6 11948 35 v, St 32380.0556
{8..No:4-P/20)
4 44 Poroviding Hard Murrum poderly fine base dressing watering leveling & 1834.75 %.5ft 807.29
Reinforced cement concrete work including all labour and material except
5 16 the cost of steel Relnforcement and its labour for bending and binding which 337 Peft 5392

will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring ratio {1:2:4:}

Fabrication of Tar steel reinforcement for cement concrete including cutting
6 0.714  [bending and laying in position making jeints and fastening including the cost|  5001.7 P.Cwt 3571.2138
of binding wire alse includes removal of rust from bars. (S.|.No:&(k)-P/16)

7 92 Filling wat_enng and ramming egrth un(.ier floor with New Surface excavated 3630 %0 Cf" 333.96
from out side lead uptc one ¢hain and Jift upto &' feet.
Pacca brick work in ground floor with (1:6) ratio in cement sand .
8 204 12674, % Cit: 855.6944
0 mortar{3.L.NO:5 &, NO:21) 67436 | " Ch % 4
9 1.3 Supplying and Fixing Tears &t Site 3575 P.Cwt: 4647.5
10 13 Erection roffed steel beams or old rails in roofs etc eraction and fixing in 185.34 P Cut: 942947

position {S..NO.6 . P.NO.91T)

Secend class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
1 80  [coating sand blinded, provided over one layer of 12" x 6"'x2" tiles laid in 1.6 760725 | % Sft: 6085.8
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing et (SLNO.2 P NQ.33)

Providing and laying single per layer of polythene sheet .13 mm thick for
12 80 |water profing as per specification and instructicns of Enginear incharge. 107 P. sft 856
{S.NO.38.P.NO.38)

P/F G| frame ! Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet i/c welded hings and and fixing and fixing at site with
13 32 [necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing] ~ 228.9 P.oft: 73248
repairing the jambs, The cost alsc i all carriage, tocls and plants used in
migking and fixing (S.LNO.29.P.NO.I3}

PIF G.I frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20

guage G.| sheet ifc welded hings and and fixing and fixing at site with

14 24 [necessaty hold fasts, filing with cement sand slurry of ratio 1:6 and repairing| 2405 P.Rft: 5772

repairing the jambs, The cost alsc ic all carriage, tocls and plants used in
ing and fixing. (S LNQ.28 P.NO,93)

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron of

15 12 |approved design including: painying 3 coats elc complete (weight not to be| ~ 180.5 P.Sft 2166
less than 3.7 Lbs/ sg feet of finishing qrill (5.1 No:.26 P.No:93}
16 112 [Cement plaster (1:6) ratio upto 20" height 1/2" thick (S.1.NC:13 P.NO:52), 2206.6 %St 2471.392
17 804  1Cement plaster 1:4 upto 20" ft: height ground floor 3/8" thick. 2197.52 %St 17668.0608
18 55 Cement Copcrete Pla‘:n_compacting finishing curring etc and washing 14479 95 o cit 7636.0875
aggregate without shuttering (S.1.No:5-P/15)
Providing and laying 1" thick Topping cement concrete (1:2:4} including 32765 oSt 589.59
91 ™ |sutace finishing and panels (5.1 NO 16 P.NO £2) ' i
First class decdar wood wrought joinary in doors and windows etc fixed in
20 27.08 position ifc chowkats hold fasts hinges, iron towers bolts,chocks cleats 851 P 5it 29045 08
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully glazed (b} 1-3/4" (5. No:7 P. Mo: 58}
91 70 Painiing to doors and windows any type Three Coats {SILNO#( C 211641 o it 1481.487
),P.NO:68)
92 3 Painting Guard bars, gates iron bars, grafing railings including standard 1270.83 5 S 419.3739

braces etc) and similar open work (S..NOC:4{ d) P.NO:69) {Three Ceats),

TOTAL 155,296




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WQORKS

%'_“ QNTY DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of net less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and €1 thumble. 480266| Each 4,803
1
2 Providing and fixing 4"x4'x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 27060 | Each 2n
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in french ifc cutling,
fitling and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.I.Ng. 2 P.No, 23 P.HD
- |80 mm (3"dia) 90.00| P/Rft 0
91100 mm {4*dia) 136.00) P/Rt 1224
- 1125 mm (5"dia) 185.00 ] P/RA 0
- 180 mm (6"dia) 259.00 | P/Rit
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 Plateferm of cement.concrete 1:36 ar}d making connegtion for invleti g7 gz Per 4795
out-let and over fiow In-let out-let flow pipes Gallon
5 Providing installing hand pump machine i/c boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00| PIRft 4620
1 |b) Hand Machine 4500| Each 4500
6 Providing Gl pipes specials and ¢lamps efc including fixing cutting and
fittings complete with and i/c the ccst of breaking through walls and
roof making good efc painting two coats after cleaning the pipe etc
with white zink paint with pigment toc match t
- |i}. 1/2" dia pipe 73.21 P/Rft -
- [ii). 3/4" dia pipe 85.79 PIRft
10 }if). 1" dia pipe 128.55 P/Rf 1286
- |y 1-1/4" dia pipe 153.19 PIRft
7 Providing Laying UPYC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft, S.1. No. 6 P.No. 24 PH.D
15 (13 mm {1/2" dia} 12.00 P/RIt 180
25|19 mm (3/4" dia) 18.00 PiRft 475
- [25 mm (1" dia) 27.00 PiRft
26 mm (1 144" dia) 33.00 PIRRt
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1| pattern S..No. 1 P.No. 16 3892 | No 9
9 Providing and fixing baal valve {with unsoldered copper ball ) made to
"|8BS 1212 (S..No. 6 P.No. 18 Il 34" dia 29084 | No 29
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
1 inade 1 H.P elc. 14201 No 1421
Total : 40994
Amount Total (TSR}
Part "A" % Above / Below Total Amount
Part "B" % Above / Below Total Amount

CONTRACTOR

Total "A+B"




BILL OF QUANTITY

+  NAME OF WORK:- REHABLITATION OF POLLI

GPS Pahwar Bhutta

NG STATIONS QF DISTRICT SHIKARPUR

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

218

Excavation in foundation of buiiding bridges & other structure with excavated
lead upto one chain and lift uptc 5'feet. In ordinary Soil. {S.1.No:18(b)-P/14)

3176.25

“lctt

686.07

64

Cement Concrete brick or stone ballast 11/2" 1o 2" guags Ratio 1:5:10.
(S.1.No:4©-Pf21)

8694.95

%.Cft

5564.768

271

Pacca brick work in Foundation and plinth in cement sand morior 1.6
{5.1.No:4-P/20)

11948.35

%St

32380.0556

44

Poroviding Hard Murrum poderly fine base dressing watering leveling &

1834.75

%.Sft

807.29

Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates also includes all kind of ferms moulds
lifting shuttering curring ratio {1:2:4;}

0714

337

Pcft

5392

Fabrication of Tar steel reinforcement for cement concrete including cutting
kending and laying in position making joints and fastening including the cost
of binding wire also includes removal of rust from bars. {S.].No:8(b)-P/186)

50017

P.Cwt

3571.2138

92

Filling watering and ramming earth under floor with New Surface excavated
from out side lead upte one chain and lift upto 5' feet

3630

%o Cft'

333.95

204

Pacca brick work in ground floor with (1:8) ratic in cement sand
merar.(S.L.NO:5 e P.NO:21)

12674.36

% Cft:

25855.6944

1.3

Supplying and Fixing Tears at Site

3575

P.Cwt:

4647.5

10

13

Erection rolled steel beams or old rails in roofs etc erection and fixing in
position.(5.L.NO.§ . PNG.91}

186.34

P.Cwt:

242242

"

80

Second class tiles roofing consisting of 4" earth and 1° mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over cne layer of 12" x 6"x2" tiles laid in 1:6
cement mortar including 1:2 cement peinting under neath of tles complete
including curing et (SINO2Z P NO I3

7607.25

% Sit:

6085.8

80

Providing and laying single per layer of pelythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
{S.NO.38.P.NO.36)

10.7

P. Sit

856

32

PiF G.! frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet iic welded hings and and fixing and fixing at site with
ne¢essary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making and fixing (S.LNQ.29.P.NO 93}

2289

P.cft:

73248

24

P/F G.I frame 7 Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ifc welded hings and and fiking and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratic 1:6 and repairing
repairing the jambs, The cest also ifc all carriage, tools and plants used in
making and fixing (S.LNQ 28 P.NQ 93}

2405

P.Rft:

5772

Supplying & Fixing in pasition Iron/ steel grill of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats etc complete (weight not to be
less than 3.7 Lbs/ sq feet of finishing grill (S.1 No:.26 P.N0:83)

180.5

P.Stt

2165

16

112

Cement plaster (1:6) ratio upto 20' height 1/2" thick.(S..NO:13 P.NO:52).

2206.6

%51t

2471.392

17

804

Cement plaster 1:4 upto 2C' ft. height ground floor 3/8" thick.

2197.52

%St

17668.0608

55

Cement Concrete Plain compacting finishing curring etc and washing
aggregate withgut shuttering (S.|.No:5-P/15)

1442925

%.Cft

7936.0875

18

Providing and laying 1" thick Topping cement concrete (1:2:4) including
surfage finishing and panels (S.|NO 16 P.NO 42}

32755

%St

589.59

20

27.08

First class deodar wood wrought joinary in doors and windows etc fixed in
position i/c chowkats hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with hocks, etc. Decdar panelled or panelled and glazed,
or fully glazed {p) 1-3/4" (5.1 No:7 P. No: 58)

851

P.Sft

23045.08

21

70

Painting 1o doors and windows any type Three Coats (S.LNO:4{ C
),P.NC:68)

2116.41

% Sft

1481.487

22

33

Painting Guard bars, gates lron bars, grating ,railings including standard
braces etc) and similar open work (S.LNO:4{ d).P.NO:69) (Three Coats).

1270.83

% Sft

419.3739

TOTAL

155,296




WATER SUPPLY & SANITARY WORK

PART-B :PLUMEING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia C) trap and Cl thumble. 4.80260| Each 4803
1
Z Providing and fixing 4"'x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 27080} Each 271
exira painting to maich the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 . S.I.Np. 2P.Na. 23 P.HD
- |80 mm (3'dia) 90.00| P/Rft 0
9 (100 mm {4'dia) 136001 P/Rft 1224
- [125 mm {5"dia) 185.00 | P/Rft 0
- 150 mm (6"dia} 259.00 | P/RAl
4 Supplyging and fixing fibre glass tank of approved guality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
10p |Plateform of cement‘concrete 1:3:6 aqd making connegtion for in-let|  av oe Per 8795
out-let and over flow in-let out-let flow pipes Gallon
5 Providing installing hand pump maching /¢ boaring with wocden sheg
and C.C plate form.
60 |a). Filter + Boaring 77.00| P/Rit 4520
1 |b) Hand Machine 4500| Each 4500
) Providing G pipes spectals and clamps et¢ including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning ihe pipe etc
with whitg zink paint with pigment to mateh t
- [i). 142" dia pipe 73.21 P/Rft
- |1i). 3/4" dia pipe 95.79 P/Rit
10 [ii). 1" dia pipe 128,55 P/Rft 1286
ii). 1-1/4" dia pipe 153.19 PIRft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fiting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.Noc. 24 PHD
15 [13 mm {1/2" dia) 12.00 PIRft 180
25|19 mm (34" dia) 19.00 P/Rft 475
- |25 mm (1" dia) 2700 P/Rft -
26 mm (1 1/4" dia) 33.00 PIRft
& Supplying and fixing in position brass bib cocks 3/4" dia standard
L pattern S.L.No. 1 P.No. 16 348.92 No 9
9 Providing and fixing baal valve (with unscldered cepper ball ) made to
11BBS 1212 (S..Ne. 6 P.No. 18 Il 314" dia 20084} No &1
10 1 Providing and fixing electric motor 1/2" horse power ifc pumping set 14901 No 14201
made 1 H.P elc.
Total : 40994

Amount Total
Part "A"

Part"B"

(CSR)
% Above [/ Below

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount




BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance of
the Bidding Documents).

(a). Name of Procuring Agency:- Executive Engineer (Education Works)
Division Shikarpur.

b). Brief Description of Works:- REHABLITATION OF POLLING STATIONS OF
DISTRICT SHIKARPUR REHABLITATION OF WASH
ROOMS & SANITARY WORKS
(PACKAGE NO:18)
GPS Tajo Daro, GPS Chango Rahooja, GPS Dakrai
Jeha, GFS Allah Dadani, GPS Maroon Kakepota.

(c).Procuring Agency’s address:- Executive Engineer (Education Works) Division Shikarpur
Near GBHS No.ll Shikarpur.

id). Estimated Cost:-__0.850 ( Millions).

(e). Amount of Bid Security:- 5% (Fill in lump sum}
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 20 Days (Not more than sixty days).

(g).Security Deposit:-(including bid security):- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time ;- As Per NIT

(j)- Venue, Time, and Date of Bid Opening:- Near GBHS |l (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 1 Month
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost per
day of delay, but total not exceeding 10%).
(m). Deposit Receipt No: Date: Amount:Rs:
Bank
—
(n) D.R.NO: DATED:- . Amount, 1600 /-(Rupees: One Thousand only).
- \ ‘
(0). Tender issued to Mr. / M/s ; Govt: Contractor.
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Bll.L OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Tajo Daro

SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & cther structure with excavated
1 1 . g I
216 lead upto one chain and Tift upto 5'feet. In ordinary Soil. (S..No:18{b)-P/14) 3176.25 70l 686.07
Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
2 64 4, %. .
(S.LNo:40-P/Z1) 8694.95 %.Cft 5564.768
3 971 Pacca brick work in Foundation and plinth in cement sand morior 1:6 1194836 | %t 39380.0556
(S.|.No:4-Pi20}
4 44 Poroviding Hard Murrum poderly fine base dressing watering leveling & 1834.75 % St 807.29
Reinforced cemant concrete work including all labour and material except
5 16 th{e cost of_ steel Remforcemgnt and its Iabpur for bendlqg and binding which 337 Peft 5392
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring rafio {1:2:4:)
Fabrication of Tar steel reinforcement for cement concrete including culting
8 0.714  [bending and laying in position making joints and fastening including the cost|  5001.7 P.Cwt 3571.2138
of binding wire also includes remaval of rust from bars. (S 1 No:8{b)-Pi16)
7 92 Filling wat.ermg and ramming egnh unqer floor Iwnh New Surface excavated 1630 Yo CH 313,96
from out side lead upto one chain and lift upto 5' feet.
Pacca brick work in ground floor with (1:6) ratio in cement sand o P
8 204 mortar{S..NO'S e, NO:21) 12674.36 % Cft: 25855.6944
] 1.3 [Supplying and Fixing Tears at Site 3575 P.Cwt: 4647.5
Erection rolled steel beams or old rails in roofs efc erection and fixing in
10 1. . Cwt: )
3 position.(S..NO.6 . P.ND.91) 18634 P.Cut 42242
Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
" 80 |coating sand blinded, provided over one layer of 12" x 6"x2" tiles laid in 1:6] 7607.25 % Sft 6085.8
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing efe, {3 LNG.2 P NO 33}
Providing and laying single per layer of polythene sheet 0.13 mm thick for
12 80 |water profing as per specification and instructions of Enginear incharge. 107 P. St 856
{5.NQ.38.P.NO.38)
PIF G.! frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
13 32 |necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing| ~ 228.9 P.cft: 73248
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making and fixing (S.LNO.29.P.NO 93}
P/F G.I frame / Choukats of slze 7" x 2" or 4 1/2" x3 for windows using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
14 24 [necessary hold fasts, filing with cement sand slurry of rafio 1.6 and repairing| ~ 240.5 P.Rit: 5772
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making and fixing.(S.LNO.28,P NO.93)
Supplying & Fixing in position lron/ steel grill of 3/4 x 1/4" size flat iron of
15 12 |approved design including: painying 3 coats etc complete (weight not to be| 1805 P.Sft 2166
less than 3.7 Lbs/ sq feet of finishing grill (S.1 No:.26 P.Ne:83)
16 112 |Cement plaster {1:6) rafio uptc 20" height 1/2" thick.(S..NO:13,P.NO:52), 22066 %St 2471.392
17 804  |Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick. 2197.52 %St 17668.0608
Cement Concrete Plain compacting finishing curring etc and washing
1 14429.25 %.cft 7935.0875
8 % aggregate without shuttering {S.1.N;5-P/15) o
Providing and laying 1* thick Topping cement concrete (1:2:4) including
1 1 3275.5 %St 588.59
° ; susface finishing and panels {S.| NO 16 P.NO 42) ’
First class deodar wood wrought joinary in doors and windows efc fixed in
20 97 08 position ifc chcwka_ts hold fasts hinges, ircn towers bolts,chocks cleats 851 P.Sft 33045.08
handles and cords with hooks, etc. Deodar panelied or panelled and glazed,
or fully glazed {b) 1-3/4" {S.I No:7 P. No: 58}
21 70 Painting to doors and windows any type Three Coats (S.NO4( C 2116.41 v of 1481.487
).P.NO:68)
Painting Guard bars, gates iron bars, grating ,railings including standard 12 o
70.83 % Sft 419.3738
22 3 braces eic) and similar open work (S..NO:4{ d) P.NO:69) (Three Coats). ’
TOTAL 155,296




WATER SUPPLY & SANITARY WORK
PART-B :PLUMBING WORKS
. iﬁ JANTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 galions flushing tank with 4" dia Cl trap and Cl thumble. 4802.60] Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 lwith access doors rubber washer 1/8" thick and builts and nuts and 27060 | Each 27
exira painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jeinting with solvent cement i/ testing with water to a head
of 61 meter or 200 ft. S.I.No. 2 P.No. 23 PHD
- 180 mm (3"dia) 90.00| P/Rit 0
9 {100 mm (4"dia) 136.00 | P/Rft 1224
- 1125 mm (5"dia) 185.00 | P/Rit
- 1150 mm {6"dia) 259.00 | P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
1qq |Plateform of cement.concrete 1:38 aqd making connection for in-let] g o5 Per 8795
out-let and over flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 7700 PIRR 4620
1 |b) Hand Machine 4,500 Each 4500
B Providing Gl pipes specials and clamps etc including fixing cutting and
fittings compleie with and if/c the cost of breaking through walls and
roof making good etc painting twe coats after cleaning the pipe elc
with white zink paint with pigment to match t
- |I}. 1/2" dia pipe 73.21 PiRft
- |ii). 3/4* dia pipe 95.79 P/Rit
10 |li}). 1" dia pipe 128.55 P/Rft 1286
- iiy. 1-114" dia pipe 15319 | PRIt
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 fl. S.|. No. 6 P.No. 24 PH.D
1513 mm {1/2" dia) 12.00 P/Rit 180
25 (19 mm {3/4" dia) 19.00 P/Rit 475
- (25 mm {1" dia) 27.00 PiRf#t -
. 26 mm {1 1/4" dia) 33.00 P/RM
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1 pattern 8.1.No. 1 P.No. 16 348.82 No 349
9 Providing and fixing baal valve (with unsoldered copper ball ) made to 260,04 N 291
11BBS 1212 (S..No. 6 P.Ng. 18 Il 34" dia : 0
10 Providing and fixing electric moter 1/2" horse power ifc pumping set
T |made 1 H.P etc. 14201 No 14201
Total : 40994
Amount Total (CSR)
Part "A" % Above /Below Total Amount
Part "B" % Above /Below Total Amount
Total "A+B"

CONTRACTOR




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Chango Rahooja

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

w
- =93

218

Excavation in foundation of building bridges & other structure with excavated
lead upto one chain and lift upto &'feet In ordinary Soil. (S.1.No:18{b)-P/14)

3176.25

%0cft

686.07

54

Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
(8.|.Nc:4€-P/21)

8694.95

%.Cft

5564.768

271

Pacca brick work in Foundation and plinth in cement sand mortor 1:6
{8.1.Nc:4-P/20)

11948.36

%.5tt

32380.0556

44

Poroviding Hard Murrum poderly fine base dressing watering leveling &

1834.75

%.5ft

807.29

16

Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates also includes aff kind of forms moulds
lifting_shuttering curring ratie (1;2:4:)

0.714

337

Pcft

5392

Fabrication of Tar steel reinforcement for cement concrete including cutting
bending and laying in position making joints and fastening including the cost
of binding wire also includes remavai of rust from bars, (S.1.No:8{b}-P/16)

5001.7

P.Cwt

3571.2138

92

Filling watering and ramming earth under floor with New Surface excavated
from out side lead upto one chain and lift upto 5' feef.

3630

%o Cit"

333.96

204

Pacca brick work in ground floor with (1:6) ratic in cement sand
moartar.(S..NC:5 e P.NG:21)

12674.36

% Cit:

25855.6944

1.3

Supplying and Fixing Tears at Site

3575

P.Cwt:

4647.5

10

13

Erection rolled stee! beams or old rails in roofs etc erection and fixing in
position.{S..NO.B . P.NO.91)

186.34

P.Cwt:

242.242

"

80

Second class tiles roofing consisting of 4" earth and 1" mud plasier with
Gobri leaping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided aver cne layer of 12" x 6'x2" tiles laid in 1:6
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing etc, (S INO.2 P NG 33)

12

80

7607.25

% Sft:

6085.8

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Enginger incharge.
{S.NO.38.P.NO.38)

107

P. Sit:

855

13

32

PiF G.| frame { Choukats of size 7" x 2" or 4 1/2* x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratio 1.6 and repairing
repairing the jambs, The cost also iic all carriage, tools and plants used in
making and fixing (5,|.NQ.29 P.NO.S3)

228.9

P.cft:

73248

24

PIF G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratic 1:6 and repairing
repairing the jambs, The cost also ifc all carriage, tocls and plants used in
making and fixing.($.LNO.28.P NO.93)

240.5

PRIt

5772

15

Supplying & Fixing in position iron/ steel gril of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats etc complete {weight not to be
less than 3.7 Lbs/ sq feet of finishing arill (3.1 No:.25 P.N0:83)

16

12

180.5

P.5#

2166

Cement plaster (1:6) ratio upto 20' height 1/2" thick,(S.L.NO:13,P.NQ:52).

2206.6

%St

2471392

17

804

Cement plaster 1:4 upto 20" #t; height ground floor 3/8" thick.

2197.52

%St

17668.0608

18

55

Cement Concrete Plain compacting finishing curring etc and washing
aggreqate without shuttering (8.1.No:5-P/15)

14429.25

%.cft

7936.0875

19

18

Providing and laying 1" thick Topping cemeni concrete (1:2:4} including
surface finishing and panels (S.| NQ 16 P.NO 42}

32755

%St

589.59

20

27.08

First class deodar wood wrought joinary in doors and windows etc fixed in
position ifc chowkats hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fuily glazed (b} 1-3/4" {S.1 No:7 P. No: 58)

851

P.Sft

23045.08

21

70

Painting to doors and windows any type Three Coats (S.LNC:4( C
)P NO:68)

2116.41

% Sit

1481.487

22

33

Painting Guard bars, gates iron bars, grating ,railings including standard
braces etc) and similar open work (S.LNC:4( d).P.NO:69) (Three Coats).

1270.83

% S

419.3739

TOTAL

155,236




WATER SUPPLY & SANITARY WORK

PART- B : PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOQUNT
1 B. WC pan of not less than 18" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and C! thumble, 4.80260| Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 |with access deors rubber washer 1/8" thick and builts and nuts and 27060 Each 271
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with waler 1o a head
of 61 meter or 200 ft, 3.1.No. 2 P.Ng, 23 P.H.D
- |80 mm (3"dia} 90.00| PIRft 0
9 (100 mm (4"dia} 136.00 | P/Rft 1224
- |125 mm (5"dia) 185.00 | PIRMt 0
- |150 mm (6"dia) 259.00( P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 plateform of cement concrete 1:3:6 and making connection for in-let 87.95 Per 8795
out-let and over flow in-ist out-let flow pipes Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00] P/Rit 4620
1|b) Hand Machine 4,500] Each 4500
5] Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and iic the cost of breaking through walls and
roof making good etc painting two coals after cleaning the pipe etc
with white zink paint with pigment to match 1
- [i}. 172" dia pipe 73.21 FiRit -
- |ii). 3/4" dia pipe 95,79 P/Rf -
10 [ii). 1" dia pipe 128.55 P/RA 1286
ii). 1-1/4" dia pipe 153.19 P/Rit -
7 Providing Laying UPYC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. 5.1, No. 6 P.N¢. 24 P.H.D
15113 mm (1/2" dia) 12.00 P/RfA 180
2519 mm (374" dia) 19.00 P/Rft 475
- |25 mm {1" dia) 27.00 P/Rf
26 mm (1 1/4" dia) 33.00 P/RfA
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1 pattern S.[.No. 1 F.No. 16 348.92 No 348
9 Providing and fixing baal valve (with unscldered copper ball ) made to 200 84 N 591
11BBS 1212 (S.LNo. & P.No, 18 1| 3/4° dia 08 0
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
1 mada 1 H.P etc. 14201 Na 14201
Total : 40994

Amount Total (CSR)

Part "A"

Part "B"

% Above / Below

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount




NAME OF WORK . -

BILL OF QUANTITY

REUABLITATION OF POLLING STATIONS OF DISTRICT SIHKARPUR

GPS Dakrai Jeha
S.NO ITEM OF WORK QTyY: RATE l UNIT AMOUNT
1 Dismantling cement concrete plain 1:2:4 (S .No.19 C P-10} 10.0 3327.50 %Cft 333=
2 Removing cement or lime plaster (S..NO.53 P.NO,13} 124.0 12100 %Cft: Rs 150/=
3 Dismantling brick work in lime or cement mortar (S.1.NO.13 P.N0O.10) 21.0 1285865 % Cft: Rs 270/=
4 Excavation in foundation of building bridges and other structure l'c
dagbelling dressing refliing around the excavated earth watering 88.0 3176.25 %0Cft Rs 280/=
ramming lead upto ene chain and lift upte 5' feet.
5 Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 B8694.95 %Cft Rs: 609/=
cement sand mortar.
Ratio 1:5:110
6 Pacca brick work in Foundation and Plinth 1.6 {S.1.NO:4 E,P.NC:21} 92.0 11948.36 %Cft Rs: 10992/=
7 Reinforced cement concrete work including all labour and materiat 7.0 337.00 Pcft Rs: 2359/=
except the cost of steel Reinforcement and its labour for bending and
binding which will be paid separately. This rates also includes all kind
of forms moulds Iifting shuttering curring ratio {1,2:4;)
8 Fabrication of mild steel reinfoercement for cement concrete including 0.3 5001.70 P.Cwt: Rs: 1561/=
cutting bending binding and laying in position making joints fastening
including the cost of steel binding wire (also includes removal of rust
from bars) (S.I NO:B{A),P.NO:17).
9 Pacca brick work in ground floor with (1:6) ratio in cement sand 7.0 12674,36 % Cft: Rs: 887/=
mortar.{S1.NO:5 e, P.NO:21)
10 Applying floating coat of Cement 1/32" thick. (S.NO.14.P.NO.53) 124.0 660.00 %.Sft. Rs: 818/=
11 Cement plaster {1:6) ratio upio 20" height 1/2" 298 2206.60 %Sft Rs: 6577/=
thick.{S 1.NO:13,P.NO:52).
12 Cement plaster 1:4 upto 20' ft; height ground fioor 3/8" thick. 174 2197.52 %Sft Rs: 3824/=
13 Cement concret plain including placing compecting , finishing & 8.0 14429.25 %Sft Rs: 1154/=
curing, complete {/c screening & washing of stone agaregate
without shuttering {S No: 5 {a} P.Na: 18) RATIO 1:2:4
14 Laying floor of approved with glazed tile 1/4" thick in white cement 47.05  27678.86 % Sft Rs: 13023/=
1:2 over 3/4' thick cement moror 1:2 complete (S.1.No:24 P.No: 43)
15 White glazed tiles 1/4" thick dado jointed in white cement and laid 36.00 2825361 % Sft Rs: 10171/=
over 1:2 cement sand mortar 3/4" thick including finishing. (8.NO.38
P.NO.45)
16 Providing and laying 1" thick Topping cement concrete {1:2:4) 15.00 3275.50 %Sft Rs: 491/=
_including surface finishing and panals (S.I NG 16 P.NO 42)
17 First class deodar wood wrought joinary in doors and windows 3.00 851.00 PSft Rs: 2553/=
ele fixed in position i/c chowkats hold fasts hinges, iron towers
bolts,chocks cleats handles and cords with hooks, etc. Deodar
panelled or panelled and glazed, or fully glazed (b) 1-3/4" (S.l
No:7 P. No: 58)
18 Supplying & Fixing In position lron/ steel grill of 3/4 x 1/4” size flat iron 3.00 180.50 P.Sft Rs: 542/=
of approved design including: painying 3 coats etc complete (weight
not to be less than 3.7 Lbs/ sq feet of finishing grill (5.1 No..26
P.No:83)
[ TOTAL = 56504/= |




WATER SUPPLY & SANITARY WORK
PART-B :PLUMBING WORKS
SO'N QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
2 and 3 gallons flushing tank with 4" dia Cl trap and CI thumble. 4802.60| Each 9,605
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
2 |with access doors rubber washer 1/8° thick and builis and nuts and 27060 Each 541
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.I.No. 2 P.No. 23 P.H.D
80 mm (3"dia) 90.00 | FiRR 0
8 (100 mm (4"dia) 136.00| P/Rft 1088
125 mm (5"dia) 185.00 ( P/Rft ¢
150 mm (6"dia} 250.00 | PRIt
4 Supplying and fixing in positicn brass bib cocks 3/4" dia standard
2 {pattern S.LNo. 1 P.No. 16 34892 | MNo 696
5 Providing and fixing baal valve (with unsoldered copper ball ) made to
2 |BBS 1212 (S..Nc. § P.No. 18 Il 314" dia 290.84 | No 582
6 Providing and fixing eleclric motor 1/2" horse power ifc pumping set
1 made 1 K.P elc. 14201 No 14201
7 Providing installing hand pump machine i‘c boaring with wooden sheo
and C.C plate form.
60 |a}. Filter + Boaring 77.00| PRt 4620
1 |b) Hand Machine 4500( Each 4500
8 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc festing with water to a head
of 122 meter or 400 ft. S.|. No. 6 P.No. 24 P.H.D
20 [13 mm (1/2" dia) 12.00 P/Rft 240
40 [19 mm (3/4" dia) 19.00 PRt 760
25 mm (1" dia) 27.00 P/Rft -
26 mm {1 1/4" dia) 33.00 P/Rft
Total : 36835

Amount Total (CSR)

Part "A"

Part "B"

% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATICNS OF DISTRICT SHIKARPUR

GPS Allah Dadani

SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with excavated o
! 216 lead upto one chain and lift upto 5'feet. In ordinary Soil. (S.1.No:18{b}-Pi14) 375.25 #a0ct 686.07
Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10. o 17
2 64 (S.LNGABPI1) 8604 .95 *%.Ct 5564.768
3 974 (Psa;:i]ao'l:r:;::;g;rork in Foundation and plinth in cement sand mortor 1:6 11948 36 o, Sit 32380.0556
4 44 Pgroviding Hard Murrum poderly fine base dressing watering leveling & 1834.75 %.5ft 807.29
Reinforced cement concrete work including alf labour and material except
5 16 1h‘e cost Of. steel Re|nf0rcem§nt and its Iab‘our for bendlqg and binding which 217 Peft 5307
will be paid separately. This rates also includes all kind of forms moulds
iifting shuttering curring ratio {1.2:4:}
Fabrication of Tar steel reinforcement for cement concrete including cutting
6 0.714  1bending and laying in pesition making ioints and fastening Including the cost|  5001.7 P.Cwt 3571.2138
of binding wire also includes removal of rust frem bars. (S.1.No:8{k)-P/16)
7 92 Filling watgring and ramming e;dh unr_jer floor Iwnh New Surface excavated 3630 %o Gt 332.96
from oui side lead upto cne chain and lift upto 5' feet.
Pacca brick work in ground flocr with (1:6) ratio in cement sand
8 . Y% Cft: 6944
204 mortar.(S..NO:5 e P.NO:21) 12674.35 o Gl 2585569
9 1.3 Supplying and Fixing Tears at Site 3575 P.Cwt: 4647.5
Erection rolled steel beams cr old rails in roofs efc erection and fixing in
i . . Cwt: 242242
0 13 position.(S..NG.6 . P.NO.91) 18634 P.Curt
Second class tiles roofing censisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bifumen
1 80 |coating sand blinded, provided over one layer of 12" x 82" tles laid in 1:6| 7607.25 % St 6085.8
cement mortar including 1:2 cement poirting under neath of tiles complete
including curing efe, {S.ING.2 P NO,33}
Providing and laying single per layer of polythene sheet 0.13 mm thick for
12 80 |water profing as per specification and instructicns of Engineer incharge. 10.7 P, Sft: 856
(S.NO.38.P.NO.38)
PIF G.l frame / Choukats of size 7" x 2* or 4 1/2" x3' for doors using 20
guage G.| sheet ilc welded hings and and fixing and fixing at siie with
13 32 inecessary hold fasts, filing with cement sand slurry of ratic 1:6 and repairing| ~ 228.9 P.cft: 7324.8
repairing the jambs, The cost also i/ all carriage, locls and plants used in
making and fixing (S INO.29.P.NO 93}
P/F G. frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 2¢
guage G.| sheet i/c welded hings and and fixing and fixing at site with
14 24 |necessary hold fasts, filling with cement sand slurry of ratic 1:6 and repairing| ~ 240.5 P.Rit: 5772
repairing the jambs, The cost also ifc all carriage, tocls and plants used in
making and fixing (8.1.NO,28.P.NO.93)
Supplying & Fixing in position iron/ steel grill of 3/4 x 1/4" size flat iron of
15 12 |approved design including: painying 3 coats etc complete (weight not to be| ~ 180.5 P.Sit 2166
less than 3.7 L bs/ sq fest of finishing grill (5.1 No:.26 P.No:83)
16 112 |Cement plaster (1:6) ratio upto 20' height 1/2" thick.(S.I.NC:13,P.ND:52). 2206.6 %St 2471.392
17 804 |Cement plaster 1:4 upto 20' ft height ground floor 3/8" thick. 2197.52 %St 17668.0608
Cement Concrete Plain compacting finishing curring efc and washing 14429.2 o
.25 %.clt 7936.0875
18 3 aggregate without shuttering (S.1.No:5-P{15) i
Providing and laying 1" thick Topping cement concrete (1:2:4) including
19 18 32755 %S 589.59
surface finishing and panels (S.] NO 16 P.NO 42) i
First class decdar wood wrought jeinary in doors and windows efc fixed in
20 27,08 position ifc chowka.ts hold fasts hinges, iron towers bolts,chocks cleats 851 P 5t 93045.08
handles and cords with hooks, ete. Deodar panelled or panelled and glazed,
or fully glazed (b) 1-3/4" (8.1 No:7 P. No: 58)
71 70 rslnNncr;%Bt)o doors and windows any type Three Coats {SINOH4( C 2116.41 5, Sft 1481.487
Painting Guard bars, gates iron bars, grating railings including stancard 1270 83 % Sft 4193739
2 = braces eic} and similar open work (S..NO:4{ d).P.NO:69) (Three Ccats). ' ’ '
TOTAL 155,296




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

o: . QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 gaflons flushing tank with 4" dia Cl trap and Ci thumble. 4.802.60| Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1|with access doors rubber washer 1/8" thick and builts and nuts and 27060 | Each M
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in irench ifc cutting,
fitting and jointing with solvent cement /¢ testing with water to a head
of 61 meter or 200 ft. S.I.No. 2 P.No. 23 P.H.D
- |80 mm (3"dia) 90.0¢ | P/RIt 0
9 {100 mm {4"dia} 136.00 | P/Rft 1224
- | 125 mm {&"dia} 185.00 | P/Rft 0
- | 150 mm {B"dia} 259.00 | PRt
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 plateform of cement.concrete 1.36 an_d making connection for in-lef 87.95 Per 8795
out-let and aver flow in-let out-let flow pipes Gallen
5 Providing installing hand pump machine i/c boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 7700 PIRft 4620
1 |b} Hand Machine 4,500 Each 4500
B Providing Gl pipes specials and clamps etc including fixing cutting and
fitings complete with and i/c the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe efc
with white zink paint with pigment to match t
- |1). 172" dia pipe 73.21 P/Rit
- |ii). 3/4" dia pipe 95.79 PIRft
10 [ii}. 1" dia pipe 128.55 P/Rft 1286
ii}. 1-1/4" dia pipe 153.19 P/Rft
7 Praviding Laying UPYC pipes of Ciass "D" fixing in trench i/ cutting,
fitting and jointing with sclvent cement i/c testing with water to a head
of 122 meter or 400 ft, 5.1, No. G P.No. 24 PH.D
15 (13 mm {1/2" dia} 12.00 PiRIt 180
25|19 mm (3/4" dia) 19.00 PiRft 475
- (25 mm {1" dia) 27.00 PIRft -
26 mm (1 1/4" dia) 33.00 PiRft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1 pattern S.1.No. 1 P.No. 16 348.92 No 349
9 Providing and fixing baal valve (with unsoldered copper ball ) made fo
"1BBS 1212 (S..No. 6 P-No. 18 Il /4" dia 29084 | No 291
1¢ Providing and fixing electric moter 1/2" horse power ilc pumping set
Timade 1 H.P ete. 14201 No 14201
Total : 40994

Amount Total
Part "A"

Part "B"

(CSR)
% Above / Below

% Above / Below

CONTRACTOR

Tatal Amount

Toetal Amount

Total "A+B"




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Maroon Kakepota

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

216

Excavation in foundation of bullding bridges & other structure with excavated
lead upto one chain and lift upto 5'feel. In ordinary Soil. {S.1.No:18(b)-P/14}

3176.25

%0cft

686.07

64

Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
(S.I.No:4@-Fi21)

8694.95

%.Cft

5564.768

271

Pacca brick work in Foundation and plinth in cement sand mortor 1:6
(8.1 No:4-P/20)

11948.36

%.5ft

32380.0556

44

Poroviding Hard Murrum poderly fine base dressing watering leveling &

1834.75

%.Sft

807.28

Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering eurring ratio (1:2:4:)

337

Pcht

5392

0.714

Fabrication of Tar steel reinforcement for cement concrete including cutting
bending and laying in positicn making joints and fastening including the cost
of binding wire also includes removal of rust from bars. (S.1.No:8(b}-P/16)

5001.7

P.Cwt

3571.2138

g2

Filling walering and ramming earth under floer with New Surface excavated
from out side lead upic one chain and lift upto 5' fest.

3630

‘o0 Ct"

33396

204

Pacca brick work in ground floor with (1,6) ratio in cement sand
mortar.(S..NO;5 e,P.NO:21)

12674.36

% Cft:

25855.6944

1.3

Supplying and Fixing Tears at Site

3575

P.Cwt:

4647.5

1.3

Eraction rolled steel beams or old rails in roofs etc erection and fixing in
position{S.I.NC.6 . P.NO.91)

186.34

P.Cwt:

242.242

80

Second class tiles roofing censisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x §"x2" tiles laid in 1:6
cement mortar ingluding 1:2 cement pointing under neath of tiles complete
includina curing etc, (S1NG.2 P.NO 33

7607.25

% Sft:

6085.8

80

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
{S.NO.38.P.NC.38)

10.7

P. Sft

856

13

32

PiF G.I frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.J sheet ifc welded hings and and fixing and fixing at site with
nacessary hold fasts, filing with cement sand slurry of raic 1:6 and repairing
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making and fixing (S ING.29.F NC 93}

2289

P.cft

73248

14

2

P/F G.I frame / Choukals of size 7" x 2" or 4 172" x3' for windows using 20
guage G.| sheet i/c welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also ifc all carriage, tools and planis used in
making and fixing (S | NG 28.P NG 93)

240.5

P Rit:

5772

12

Supplying & Fixing in position {ron/ steel grill of 3/4 x 1/4” size flat iron of
approved design including: painying 3 coats et complete (weight not to be
less than 3.7 Lbs/ sq feet of finishing grill {S./ No:.26 P.N¢:83)

180.5

P.Sft

2166

112

Cement plaster {1:6} ratio upto 20' height 1/2" thick.{(3.1.NG:13,P.NO:52}.

2206.6

%St

2471.392

804

Cement plaster 1:4 upto 20' ft; height greund floor 3/8" thick.

2197.52

%St

17668.0608

55

Cement Congrete Plain compacting finishing curring etc and washing
aggregate without shutiering {S.1.No:5-P#15)

14429.25

%.cft

7936.0875

18

Providing and laying 1" thick Topping cement concrete (1:2:4) including
surface finishing and panels (. NO 16 P.NO 42)

3275.5

%SH

580.59

20

27.08

First class deodar wood wrought joinary in doors and windows efc fixed in
position i/c chowkats hold fasts hinges, iron towers boits,chocks cleats
handles and cords with hooks, etc. Decdar panelled or panelled and glazed,
or fully glazed (k) 1-3/4" (3.1 No;7 P. No: 58]

851

P.Sit

23045.08

21

70

Painting to doors and windows any type Three Coals (SINO4( C
).P.NO:68)

2116.41

% St

1451.487

22

33

Painting Guard bars, gates iron bars, grating railings including standard
braces efc) and similar open work (S.L.NO:4( d).P NO:68} {Three Coats).

1270.83

% St

419,3739

TOTAL

155,296




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

SON » QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening batween flusing rims and
3 gallons flushing tank with 4" dia C trap and Cl thumble. 4,802.60| Each 4803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270680 § Each M
extra painting to match the cclour of the building.
3 Praviding Laylng UPVC pipes of Class "B" fixing in trench /¢ cutting,
fitting and jointing with solvent cement i/c testing with water to a head
of 61 meter or 200 ft. S..No. 2 P.No. 23 PH.D
- [80 mm (3"dia) 80.00 | P/Rit 0
9100 mm (4"dia} 136.00 | P/Rft 1224
- 1125 mm (5'dia) 185.00 [ P/Rft 0
- |150 mm (6"dia) 259.00 | P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified i/c cost of nuts bolts and fixing in
100 ptateform of cemenl.concrete 1:36 an‘d making connecticn for in-let 8795 Per 8795
out-let and aver flow in-let cut-let flow pipes Gallon
5 Providing installing hand pump machine i/c boaring with woeden sheo
and C.C plate form.
60 |a). Filier + Boaring 77.00| PRit 4620
1 |b) Hand Machine 4,500 | Each 4500
6 Providing Gl pipes specials and clamps et including fixing cutiing and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to match t
- [i}. 1/2" dia pipe 73.21 P/Rft
- |ii). 3/4" dia pipe 95.79 P/Rf
10 [il). 1" dia pipe 128.55 PIRft 1286
i) 1-1/4" dia pipe 153.19 PIRft
7 Providing Laying UPVC pipes of Class "D" fixing in trench ife cutting,
fitting and jointing with solvent cement ifc {esting with water to a head
of 122 meter or 400 ft. S.1. No, 6 P.No. 24 PH.D
15 (13 mm (1/2" dia} 12.00 P/Rit 180
2519 mm (3/4" dia) 19.00 P/Rit 475
- (25 mm (1" dia) 27.00 PiRf -
26 mm {1 1/4" dia) 33.00 P/RA
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1 pattern S.1.No. 1 P.No. 16 348.92 No 348
9 Providing and fixing baal valve (with unsoldered copper ball ) mace to
"1BBS 1212 (S.L.No. 6 P.No. 18 Il 3/4" dia 23084 1 No 2
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
1 {made 1 H.P etc. 14201 No 14201
Total : 40994
Amount Total {CSR)
Part"A" Y% Above /Below Total Amount
Part "B" % Above f Below ___ Total Amount
Total "A+B"

CONTRACTOR




BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance of
the Bidding Documents).

(a). Name of Procuring Agency:- Executive Engineer (Education Works)
Division Shikarpur.

b). Brief Description of Works:- REHABLITATION OF POLLING STATIONS OF
DISTRICT SHIKARPUR REHABLITATION OF WASH
ROOMS & SANITARY WORKS
(PACKAGE NOC:19)
GPS Sher Muhammad Ji Wand, GPS Munam Abad,
GPS Unnar, GPS Village Drigpur.

(C).P rocuring Agency’s address:- Executive Er 1gi||eer ;Education WO[’kS! Division Shikarpur
g y
Near GBHS No.l Sllikarpur.

(d). Estimated Cost:-__0.800 ( Millions).

{e). Amount of Bid Security:- 5% (Fill in lump sum)
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 90 Days (Not more than sixty days).

(g).Security Deposit:-(including bid security):- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :- As Per NIT

(j)- Venue, Time, and Date of Bid Opening:- Near GBHS Il (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 1 Month
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost per
day of delay, but total not exceeding 10%).

(m). Deposit Receipt No: Date: Amount:Rs:

Bank o

(n) D.R.NO: DATED:- . Amount ﬁoo /-(Rupees: One Thousand only).
(0). Tender issued to Mr. / M/s ; Govt: Contractor.

ECUTIVE ENGINEER
EDUCATION WORKS DIVISION
SHIKARPUR




NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

S

ILL OF QUANTITY

GPS Sher Muhammad Ji Wand

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

158

Excavation in foundation of building bridges & other struclure with
excavated lead upto one chain and lift upto S'feet. In ordinary Soil
{8 1.No:18(b}-F/14)

3176.25

%0cft

501.85

44

Cement Concrete brick or stone bafiast 11/2" to 2' guage Rafic 1:5:10.
{S.1.No:4©-P/21})

8694.95

%.Cft

3,825.78

194

Pacca brick work in Foundation and plinth in cement sand morior 1:6
{5.1.No:4-P/20)

11648.36

%.5ft

23179.82

25

Poroviding Hard Murrum poderly fine base dressing watering leveling &
compesting efc complete.

1834.75

%.Sft

458.6%

Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring ratic (1;2:4:}

337

Pcft

5,392.00

46

Filling watering and ramming earth under flocr with New Surface excavated
from out side lead upto one chain and lift upto &' feef.

3630

%o Cft"

166.98

116

Pacca brick work in ground floor with (1:6) ratio in cement sand
mertar.(S.LNG:5 e, P.NO:21)

12674.36

% Cit:

14,702.26

065

Supplying and Fixing Tears at Siie

3575

P.Cwt:

232375

0.65

Erection rolled steel beams or old rails in roofs etc erection and fixing in
position.{S..NQ.6 . P.NO.91)

186.34

P.Cwt:

121.12

10

42.08

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:5 with 34 Lbs. of het bitumen
coating sand blinded, provided over one layer of 12" x 6"x2" tiles laid in 1:6
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing efe. (§.LNO.2 .P.NQ.33)

7607.25

% Sft:

320113

1

42

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
{S.NO.38.P.NO.38)

07

P. 5tt:

44840

12

P/F G.I frame / Choukats of size 7" x 2" or 4 1/2" x' for doors using 20
guage G.| sheet i/c welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1:5 and
repairing repairing the jambs, The cost also ifc all carriage, tocls and plants
used in making and fixing (S, [NO,29.P NO.83)

2289

3.891.30

18

PiF Gl frame / Choukats of size 7* % 2" or 4 1/2" x3' for windows using 20
quage G.| sheet ifc welded hings and and fixing and fixing at sife with
necessary hold fasts, filling with cement sand slurry cf rafio 1.6 and
repairing repairing the jambs, The cost also ifc all carriage, teols and plants
used in making and fixing (S.1.NC 28 P.NO 93

240.5

P.Rit:

4,329.00

Supplying & Fixing in positicn lron/ steel grill of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats etc compleie (weight not 1o be
less than 3.7 Lbs/ sq feet of finishing grifl (8. No:.26 P.No:§3}

180.5

P.Sft

902.50

15

503

Cement plaster {1:6) ratic upto 20" height 1/2" thick.{S.|.NO:13,P.NO:52).

2206.6

%Sft

11,088.20

16

503

Cement plaster 1:4 upto 20 {t; height ground floor 3/8" thick.

2197.52

%St

11,053.53

17

28

Providing and Yaying 1" thick Topping cement ccncrete {1:2:4) including
surface finishing_and panels {S.I NC 16 P.NO 42}

4411.82

%St

1,235.31

18

Providing and laying 1" thick Topping cement ccncrete {1:2:4) including
surface finishing and panels (S.1 NC 16 P.NC 42)

32755

%Sft

491.33

19

First class deodar wood wrought jcinary in dcors and windows ele fixed in
position ifc chowkats hold fasts hinges, iron towers bolts chocks cleats
handles and cords with hooks, etc. Deodar panelled or panefled and glazed,
or fully glazed {b) 1-3/4" (S.1 No:7 P. No: 58)

851

P.Sit

11,914.00

20

50

White washing Three Coats (S.1.NC:26,P.NO:54)

829.95

% St

414.98

3658

Colour washing Twe Coats {5.I.NO:25,P.NO:54)

859.9

% St

3,138.64

22

70

Painting 1o doors and windows any type Three Coats (SINO.4( C
).P.NO:68)

2116.41

% Sft

1,481.49

23

Painting Guard bars, gates iron bars, grating ralings including standard
bracas etc) and similar open work {S.1.NO:4( d}.P.NC:68} (Three Coats).

1270.83

% Sft

203.33

24

0.714

Fabrication of Tar sieel reinforcement for cement concrete including cutting
bending and laying in position making joints and fastening including the cost
of binding wire also includes removal of rust from bars. (S.1.No:8(b)-P/16}

5001.7

P.Cwt

3,571.21

TOTAL

108,049




WATER SUPPLY & SANITARY WORK
PART-B :PLUMBING WORKS
SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
and 3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 480260 Each 4,803
1
2 Providing and fixing 4'x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270.60 | Each 27
extra painting to malch the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc culting,
fitting and jeinting with solvent cement i testing with water fo a head
of 81 mater or 200 ft. S.1.No. 2 P.No. 23 PH.D
- |80 mm (3'dia) 90.00 | P/Rft 0
9 [100 mm {4"dia) 136.00 | PiRf# 1224
- 1125 mm (5"dia) 185.00 | P/Rft 0
- |150 mm (6"dia) 259.00) P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
1gq |Plateferm of cement _concrete 1:3:6 an‘d making connection fer in-letl g7 oz Per 8795
out-let and over flow in-tet out-let flow pipes Gallon
5 Providing installing hand pump machine i/c boaring with wooden sheo
and C.C plate form.
80 |&). Filter + Boaring 77.00| PRf 4620
1 Ib) Hand Machine 4500 | Each 4500
6 Providing G pipes specials and clamps elc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
rcof making good etc painting two coats after cleaning the pipe efc
with white zink paint with pigment to match t
- ). 1i2" dia pipe 73.21 PiRft
- |ii). 3/4" dia pipe 95.79 PIRft
10 |ii). 1" dia pipe 128.55 P/RIt 1286
- ii}. 1-1/4" dia pipe 18319 P/Rft
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. 5.1 No. 6 P.No. 24 PH.D
15113 mm (1/2" dia) 12.00 PIRft 180
25 118 mm (3/4" dia) 19.00 PIRft 475
- 125 mm (1" dia) 27.00 P/Rft
- 26 mm (1 1/4" dia) 33.00 PIRt
8 Supplying and fixing in pesition brass bib cocks 3/4" dia standard
1 pattern S.1.No. 1 P.No. 18 348.92 No 349
9 Providing and fixing baal valve {with unsoldered copper ball ) made to
1BBS 1212 (5.1.No. 6 P.No. 18 Il 3/4" dia 29084 1 No 1
10 ; Providing and fixing electric motor 1/2" horse power ifc pumping set 14201 No 14901
made 1 H.P etc.
Total : 40994
Amount Total (CSR)
Part A" % Above / Below Total Amount
Part "B" % Above /Below ___ Total Amount
Total "A+B"
CONTRACTOR
| 3




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Munam Abad

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

w
- |>|Q %

216

Excavation in foundation of building bridges & other struciure with excavated
lead upto one chain and lift upio 5'feet. In ordinary Soil. (S.).N¢:18(b)-P/14)

3176.25

%0cft

666.07

64

Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
(S..No:4&-P/21)

8694.95

%.Cft

5564.768

n

Pacca brick work in Foundation and piinth in cement sand mortor 1.6
(5.1.No:4-Pi20)

11948.36

%.5ft

32380.0556

44

Poraviding Hard Murrum poderly fine base dressing watering leveling &

1834.75

%. Sft

807.2%

16

Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates alsc includes all kind of forms moulds
lifting_shuttering curring ratjo {1:2:4:)

0714

337

Pcft

5392

Fabrication of Tar steel reinforcement for cement concrete including cutting
bending and laying in position making joints and fastening including the cost
of binding wire also includes removal of rust from bars. (S..No:8(b)-P/16)

5001.7

P.Cwt

3571.2138

82

Filling watering and ramming earth under floor with New Surface excavated
from out side lead upto one chain and lift upto 5' feet,

3630

%o CHt*

333.96

204

Pacca brick work in ground floor with (1:6) ratio in cement sand
mortar.{S...NO5 e, P.NC:21)

12674.36

% Cft:

25855.6944

1.3

Supplying and Fixing Tears ai Site

3575

P.Cwt:

4647.5

13

Erecfion rolled stee! beams or old rails in roofs etc erection and fixing in
position.{S..NC.6 . P.NO.91}

186.34

P.Cwt

242.242

80

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x 6"x2" tiles laid in 1:6
cement mertar inciuding 1.2 cement pointing under neath of tiles complete
including curing etc, (SINO.2 P NO.33

7607.25

% Sft:

6085.8

80

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
(S.NO.38.P.NQ.38)

10.7

pP. Sft:

556

13

32

P/F G.l frame { Choukats of size 7" x 2" or 4 1/2" x3' for doars using 20
guage G.l sheet ifc welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratic 1:6 and repairing
repairing the jambs, The cost also ilc all carriage, tools and plants used in
making and fixing (S i NC.29 B NG 93}

228.9

P.cft:

73248

24

P/F G.t frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
nacessary hold fasts, filling with cement sand slurry of ratio 1.6 and repairing
repairing the jambs, The cost also ifc all carrlage, tools and plants used in
making gnd fixing (S NC 28 P NO 931

2405

P.Rit:

5772

15

12

Supplying & Fixing in position Iron/ stesl grill of 3/4 x 1/4" size flat iron cf
approved design including: painying 3 coals etc complete (weight not to be
less than 3.7 Lbs/ sq feet of finishing grill {S.| No:. 26 P.Nc:93)

180.5

P .St

2166

16

112

Cement plaster (1:6) ratio upto 20' height 1/2" fhick.(S.|.NC:13,P.NO:52).

2206.6

%St

2471.392

17

804

Cement plaster 1:4 upte 20' # height ground floor 3/8” thick,

2197.52

%51t

17668.0608

18

55

Cement Concrete Plain compacting finishing curring etc and washing
aggreqate without shuttering (S,1.No:5-P/16)

14429.25

%.cft

7936.0875

19

18

Providing and laying 1" thick Topping cement concrete (1:2:4) including
surface finishing and panels (S.I NO 16 P.NO 47}

3275.5

%St

589.59

20

27.08

First class deodar wood wreught joinary in doors and windows etc fixed in
position ifc chowkats hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully glazed () 1-3/4" {S.| No:7 P. No: 58)

851

P.5ft

23045.08

21

70

Painting to doors and windows any type Three Coats (SINO4( C
),P.NO:E8)

211641

% St

1481.487

22

33

Painting Guard bars, gates iron bars, grating raifings including standard

braces etc) and similar open work {S..NO:4( d)P.NC:69) {Three Coats).

1270.83

% Sft

419.3739

TOTAL

155,296




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

S()N QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and CI thumble. 4802.60| Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.! branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270.60 | Each 271
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutling,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.1No. 2P.No. 23PHD
- |80 mm {3"dia} 90.00 | P/Rft 0
8 (100 mm (4"dia) 136.00 [ PIRft 1224
- 125 mm (5°dia) 185.00{ P/Rit 0
- [150 mm (6"dia) 259.00 | P/Rit
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
4g0 |Plateform of cement.concrete 1:3:6 anld making connection for in-let 87.95 Per 4795
out-et and over flow in-let out-let flow pipas Gallon
5 Providing installing hand pump machine ifc boaring with wocden sheo
and C.C plate form.
80 |a). Filter + Boaring 77.00| P/Rft 4620
1|b) Hand Machine 4500| Each 4500
6 Providing Gl pipes spectals and clamps efc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good ete painting two coats after cleaning the pipe efc
with white zink paint with pigment fo match t
- {i). 12" dia pipe 73.21 PIRft
- [iiy. 3/4" dia pipe 85.79 PIRft
10 [1i). 1" dia pipe 128.55 PiRit 1286
- ii). 1-1/4" dia pipe 153.19 PIRft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement i festing with water 1o a head
of 122 meter or 40C ft. 8.1. No. 6 P.No. 24 PH.D
15113 mm (1/2" dia) 12.00 P/Rft 180
25119 mm {3/4" dia) 19.00 P/Rft 475
- |25 mm {1" dia) 27.00 PIRft
- 26 mm (1 1/4" dia) 33.00 P/Rft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
! |pattern S..No. 1 P.No. 16 34892 | No 49
9 Providing and fixing baal valve (with unsoldered copper ball } made to
" |BBS 1212 (S.1.No. 6 P.No. 18 11 3/4" dia 2084 | No 291
10 Providing and fixing electric motor 112" horse power ifc pumping set
1 made 1 H.P etc. 14201 No 14201
Total : 40994
Amount Total (CSR)
Part"A" % Above / Below Total Amount
Part "B" % Above / Below Total Amount

CONTRACTOR

Total "A+B"




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Unnar

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

216

Excavation in foundation of building bridges & other structure with excavated
lead upto one chain and lift upto 5'feet. In ordinary Soil. (S.1.No:18{b)-P/14)

3176.25

%0cft

686.07

64

Cement Congcrete brick or stone ballast 11/2" fo 2" guage Ratio 1:5:10.
{8.LNe:4©-P/21)

8694.95

%.Cft

5564.768

27

Pacca brick work in Foundation and plinth in cement sand morior 1:6
{S..Ng;4-Pi20}

11948.36

%. St

32380.0556

4

Poroviding Hard Murrum poderly fing base dressing watering leveling &

1834.75

%.Sit

807.29

16

Reinforced cement congrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates alsc includes all kind of forms moulds
lifting shuttering curring ratio {1:2:4:)

337

Pcft

5382

0.714

Fabrication of Tar steel reinforcement for cement concrete including cutling
bending and laying in position making joints and fastening including the cost
of binding wire also includes removal of rust from bars. (S.|.No:8(b)-P/15)

5001.7

P.Cwt

3571.2138

92

Filling watering and ramming earth under floor with New Surface excavated
from out side lead upto one chain and lift upio 5' feet.

3630

%o Cft'

333.96

204

Pacca brick work in ground floor with {1:6) ratio in cement sand
mortar.(S..NC:5 e P NO:21)

12674.36

% Cft:

25855.5944

13

Supplying and Fixing Tears at Site

3575

P.Cwt:

4647.5

1.3

Erection rolled steel beams or old rails in roofs et erection and fixing in
position.{S..NC.6 . P.NO.91}

186.34

P.Cwt:

242.242

80

Second class files roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x 6'x2" tiles laid in 1:6
cement mortar including 1:2 cement pointing under reath of files complete
ingluding curing ete, (SLNO.2 PNO.33)

7607.25

% Sft:

6085.8

12

80

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
(S.NC.38 P.NO.38)

10.7

P. Sit:

856

13

32

P/F G.| frame / Choukats of size 7" x 2" or 4 112" x3' for doors using 20
guage G.| sheet ¥c welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repalting
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making and fixing.(S.LNO.28 P.NO.93}

2289

P.cit:

7324.8

24

P/F G.| frame / Choukats of size 7 x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet iic welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost alsc ifc all carrage, fools and plants used in
making and fixing {S.I.NQ.28.P.NO 93

240.5

P.Rit:

5772

Supplying & Fixing in position Iron/ steel gritt of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats etc complete (weight not to be
less than 3.7 Lbs/ sq feet of finishing grill (5.1 No:.26 P.No:§3)

180.5

P.Sit

2166

16

112

Cement plaster {1:6) ratio upto 20° height 1/2" fhick.(S.1.NC:13,P.NO:52).

2206.6

%Sit

2471.392

17

804

Cement plaster 1:4 upte 20' #t, heighi ground floor 3/8" thick.

2197.52

TSkt

17668.0608

18

55

Cement Concrete Plain compacting finishing curring etc and washing
aggreqate without shuttering (S .1.No:5-P/15)

14429.25

%.cft

7936.0875

19

18

Providing and laying 1" thick Topping cement concrete (1:2:4) including
surface finishing and panels (S.I NO 16 P.NO 42}

32755

%St

589.59

20

27.08

First class decdar wood wrought joinary in doors and windows etc fixed in
pasition i/c chowkats hold fasts hinges, ircn towers balts,chocks cleats
handles and cords with hooks, elc. Deodar panelled or panelled and glazed,

851

P .St

23045.08

21

70

or fully glazed (b} 1-3/4" (S| No:7 P, Ne: 58}
Painting to doors and windows any type Three Coats (S.LNO:4( C
),P.NO:68}

2116.41

% St

1481.487

22

33

Painting Guard bars, gates iron bars, grating ,railings including standard
braces etc) and similar open work (S..NC:4{ d).P NQ:6%) (Three Coats).

1270.83

% St

419.3739

TOTAL

165,296




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

Sc')',\' QNTY DESCRIPTION RATE | UNIT AMOUNT
1 8. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and C| thumble. 4802.60| Each 4,803
1
2 Providing and fixing 4'x4"x4" dia C.| branch of the required degree
1 lwith access doors rubber washer 1/8" thick and builts and nuts and 270.60 | Each yr
exira painting to match the colour of the building.
3 Praviding Laying UPVC pipes of Class "B" fixing in trench i/ cutting,
fitting and jointing with solvent cement i/c testing with water to a head
of 61 meter or 200 fl. S.L.No. 2P.No. 23P.HD
- |80 mm (3'dia) 90.00 | P/Rft 0
5 (100 mm (4'dia) 136.00| P/Rft 1224
- [125 mm {5"dia) 185.00] P/Rit 0
- [150 mm (6"dia} 259.00 | P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 plateform of cement.concrete 1:3:6 aqd making connection for in-let 87.95 Per 4795
out-et and over flow in-let cut-let flow pipes Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00| P/Rit 4620
1 [b) Hand Machine 4,500 | Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and i/c the cost of breaking through walls and
roof making good efc painting two coats after cleaning the pipe ete
with white zink paint with pigment to match t
- {i}, 1/2" dia pipe 73.21 P/Rft -
- |il). 3/4" dia pipe 95.79 PIRft -
10 [iiy. 1" dia pipe 128.55 PIRft 1286
i), 1-1/4" dia pipe 153.19 P/Rft
7 Providing Laying UPVC pipes of Ciass "D" fixing in trench ifc cutting,
fiting and jointing with solvent cement i/ testing with water to a head
of 122 meter or 400 ft. S.1. No. 6§ P.No. 24 PHD
15113 mm {1/2" dia) 12.00 PR 180
2519 mm (3/4" dia) 15.00 P/Rft 475
- |25 mm (1" dia) 27.00 P/Rft
- 26 mm (1 1/4" dia) 33.00 PIRIt
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
" \patten 5.1 No. 1 P.No. 1 UBs2 | No 349
8 Providing and fixing baal valve (with unscldered copper ball ) made to
1|B8S 1212 (S.1.No. 6 P-No. 18 11 34" dia 20084 | No 1
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
1 nade 1 H P elc. 14201 No 14201
Total : 40594

Amount Total {CSR)

Part "A"

Part "B"

% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Village Drigpur
SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with excavated o
! 218 lead upto one chain and lift upto 5'feet. In ordinary Sail. (S..No:18(b}-P/14) 317625 70 686.07
Cement Concrete brick cr stone ballast 11/2" to 2" guage Ratio 1:5:10.
2 64 8694.95 %.Cft 4,768
{S4Ne:4e-P/21) ’ >%8
3 971 ;’Sa?ﬁlo.grgégyork in Foundaticn and plinth in cement sand mortor 1:6 11948.36 v St 39380.0556
4 44 Porgviding Hard Murrum poderly fine base dressing watering leveling & 1834.75 %.5ft §07.29
Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
5 16 7 P 5392
wil be paid separately. This rates also includes all kind of forms moulds 33 cft
lifting shuttering curring ratio {1:2:4:}
Fabrication of Tar steel reinforcement for cement concrete including cutting
6 0.714  |bending and laying in position making joints and fastening including the cost|  5001.7 P.Cwt 3571.2138
of binding wire also includes removal of rust from bars. (S.1.No:8(b)-P/16)
7 a2 Filling wallenng and ramming e.?mh unclﬁer floor ‘with New Surface excavated 2630 %o Cft' 333.96
from out side lead upto one chain and lift upto &' feet.
Pacca brick work in ground floor with (16} ratio in cement sand
8 . % Cft; .
204 morar (S.LNO'5 &P NO:21) 12674.36 % Cit 25855.6544
8 1.3 Supplying and Fixing Tears at Site 3575 B.Cwt: 48475
Erection rolled steel beams or old rails in roofs et erection and fixing in
1 1. . Cwt. .
: 3 osition.{S.|.NO.6 . P.NO.91) 186.34 P.Cut 242,242
Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping cver 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
11 80 |coating sand blinded, provided over one layer of 12° x 6'x2" files laid in 1:6| 7607.25 % Sft: 6085.8
cement mertar including 1:2 cement pointing under neath of tiles complete
including curing efe, (SINQ.2 P.NO33
Providing and laying single per layer of polythene sheet 0.13 mm thick for
12 80 |water profing as per specification and instructions of Engineer incharge. 10.7 P. St 856
(3.NO.38.P.NC .38
BIF G| frame / Choukats of size 7° x 2" or 4 1/2" x3' for doors using 20
guage G.l sheet i/c welded hings and and fixing and fixing at site with
13 32 |necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing| ~ 228.8 P.oft; 73248
repairing the jambs, The cost also ifc all carriage, tools and plants used in
makina and fixing (S.LNG 29 P NQ 33}
PIF G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet i/ic welded hings and and fixing and flxing at site with
14 24 |necessary hold fasts, filing with cement sand sluiry of ratio 1:6 and repairing] ~ 240.5 P.Rft: 5772
repairing the jambs, The cost also ifc all camiage, tools and plants used in
making and fixing (S LN 28.P.NO 931
Suppiving & Fixing in position lron/ steel grill of 3/4 x 1/4" size flat iron of
15 12 lapproved design including: painying 3 coals etc complete (weight not to be|  180.5 P.Sft 2166
less than 3.7 Lbs! sq feef of finishing qrill {S.] No:.26 P.Na:93)
16 112 [Cement plaster (1:6) ratio upto 20" height 1/2" thick.(S...NO:13,P.NO:52). 2206.6 %St 2471.392
17 804  |Cement plaster 1:4 upto 20' ft: height ground floor 3/8" thick. 2197.52 SaSit 17668.0608
Cement Concrete Plain compacting finishing curring ete and washing 1442 o) cft 7036.0875
'8 5 agqgregate without shuttering {S.1.No;5-P/15) %25 h- ]
Providing and laying 1" thick Topping cement concrete (1:2:4} including
i 1 3275.5 %Sf 589.59
? 8 surface finishing and panels (5.} NG 16 P.NO 42} §
First class deodar wood wrought joinary in doors and windows elc fixed in
20 2708 position ifc chowka_ts hold fasts hinges, iron towers bolfs,chocks cleats 851 P SHt 23045.08
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
of fully glazed (b) 1-3/M" {S | No:7 P. No: 58}
99 70 )P;lrrl[tg%St)o doors and windows any type Three Coats (S.INO:#4( C 9116.41 % S 1481.487
Painting Guard bars, gates iron bars, grating ,railings including standard 1 0
270 419.373%
2 33 braces etc) and similar open work (S.L.NO:4{ d).P.NO:8S} (Three Coats). 0.83 * St
TOTAL 155,296




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

0: QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing fims and
3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 480280 Each 4,803
1
2 Providing and fixing 4'x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builis and nuts and 270.60 | Etach 21
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jainting with solvent cement ifc testing with water to a head
of 61 meter or 200 ft, S.1.No. 2 P.No. 2P HD
- 180 mm (3'dia) 90.00 | P/Rit 0
91100 mm {4"dia) 136.0C [ P/RA 1224
- |125 mm {5"dia} 185.00 | P/Rft 0
- |150 mm (6"dia) 259.00 [ PIRft
4 Supplyging and fixing fibre glass lank of approved quality and design
and wall thickness as specified ifc cost of nuts belts and fixing in
100 plateform of cement cancrete 1:3:6 and making connestion for in-let 87.95 Per 8795
out-let and over flow in-let out-let flow pipes ) Gallon
5 Providing installing hand pump machine i/c boaring with wooden sheo
and C.C plate forr.
B0 |a). Filter + Boaring 77.00| PRft 4620
1 {b) Hand Machine 4500| Each 4500
6 Providing G! pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good efc painting two coats after cleaning the pipe efc
with white zink paint with pigment to match t
- |i). 1/2" dia pipe 73 P/Rft -
- |ii}. 34" dia pipe 95.7% P/Rit -
10 |ii). 1" dia plpe 128.55 P/Rit 1286
if). 1-1/4" dia pipa 153.19 PIRft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench i/c cutting,
fiting and joirting with solvent cement i/c testing with water to a head
of 122 meter or 400 ft. S.J. No. 6 P.No. 24 PHD
15113 mm (1/2" dia) 12.00 P/Rf 180
2519 mm (344" dia) 19.00 PiRft 475
- |25 mm (1" dig} 27.00 P/Rft -
26 mm (1 1/4" dia) 33.00 P/Rit
8 Supplying and fixing in position brass bib cocks 3/4* dia standard
1 pattern S.1.No. 1 P.No. 16 48.92 No 349
8 Providing and fixing baa! valve {with unsoldered copper ball } made to
11B8S 1212 (S.1.No. 6 P-No. 18 11 34" dia 29084 | No 291
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
" made 1 H.P etc. f4201 | MNe 14201
Total : 40994

Amount Total
Part "A"

Part "B"

(CSR)
% Above / Below

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount




W

BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance of
the Bidding Documents).

(a). Name of Procuring Agency:- Executive Engineer (Education Works)
Division Shikarpur.

b). Brief Description of Works:- REHABLITATION OF POLLING STATIONS OF
DISTRICT SHIKARPUR REHABLITATION OF WASH
ROOMS & SANITARY WORKS
(PACKAGE NO:20)
GPS Mahar Mangi, GGPS Shah Nawaz Odho, GPS
Misri Wahan, GPS Qabalo, GPS Dodo Detho, GPS Pir
Jo Goth, GBPS Nim, GMS Nasharo Abro, GPS Nasharo
Abro.

(c).Procuring Agency’s address:- Executive Engineer (Education Works) Division Shikarpur
Near GBHS No.ll Shikarpur.

(d). Estimated Cost:-_0.900 ( Milions).

(e). Amount of Bid Security:- 5% (Fill in lump sum)
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 90 Days (Not more than sixty days).

(g).Security Deposit:-(including bid security):- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i}). Deadline for Submission of Bids along with time :- As Per NIT

(j)- Venue, Time, and Date of Bid Opening:- Near GBHS |I (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 1 Month
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost per
day of delay, but total not exceeding 10%).

{m). Deposit Receipt No: Date: Amount:Rs:
Bank ]

(n) D.R.NO: DATED:- . Amount 1000 /-(Rupecs: One Thousand only).
(0). Tender issued to Mr. / M/s . l/’ Govt: Contractor.

XECUTIVE ENGINEER
CATION WORKS DIVISION

SHIKARPUR




BILL OF QUANTITY

NAME OF WORK : - REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GPS Mahar Mangi
S.NC ITEM OF WORK QTY: RATE I UNIT AMOUNT —|
1 Dismantling cement concrete piain 1:2:4 (5.N0.19 ¢ P-10) 10.0 3327.50 %Cft 333/=
2 Removing cement or lime plaster {S.INO.53 P.NO.13) 1240 121.00 %Cft: Rs 150/=
3 Dismantling brick work in time or cement mortar {(S.LNO.13 P.NO.10) 21.0 128565 % Cft: Rs 270/=
4 Excavation in foundation of building bridges and other structure l/c
dagbelling dressing reflling around the excavated earth watering 88.0 3176.25 %0Cft Rs 280/=
ramming lead upto one chain and lift upto &' feet.
§ Cement concrete brick or stene bailast 1-1/2" 1o 2" guage ratio in 7.0 8694.95 %Cft Rs: 609/=
cement sand mortar.
Ratio 1:5:10
& Pacca brick work in Foundation and Plinth 1.6 (S.I.NO:4 E,P.NC:21} g2.0 11948.36 %Cft Rs: 10992/=
7 Reinforced cement concrete woark including all labour and material 7.0 337.00 Pecft Rs: 2359/=
except the cost of steel Reinforcement and its labour for bending and
binding which will be paid separately. This rates also includes all kind
of forms moulds lifting shuttering curring ratio {1;2;4;)
g Fabrication of mild steel reinforcement for cement concrele including 0.3 5001.70 P.Cwt: Rs: 1561/=
cutting bending binding and laying in position making jeints fastening
including the cost of steel binding wire (also includes removal of rust
from bars) (3.1.NC:8(A),P.NO:17),
9 Pacca brick work in ground floor with (1:6) ratio in cement sand 7.0 12674.36 % Cft: Rs: 887/=
mortar.(S8.L.NC:5 e P.NO:21)
10 Applying floating coat of Cement 1/32" thick. (S.NO.14.P.NOQ.53) 124.0 660.00 %.5ft. Rs: 818/=
11 Cement plaster (1:6) ratio upto 20" height 1/2" 293 2206.60 %5ft Rs: 6577/=
thick.(S.LNO:13,P.NC:52).
12 Cement plaster 1:4 upte 20’ ft; height ground floor 3/8" thick. 174 21987.52 %Sft Rs: 3824/=
13 Cement concret plain including placing compecting , finishing & 8.0 14429.25 %Sft Rs: 1154/=
curing, complete (/o screening & washing of stone aggregate
without shuttering (S.No: 5 {a) P.No: 16) RATIC 1:2:4
14 Laying flocr of approved with glazed tile 1/4" thick in white cemerit 47.05  27678.88 % S5ft Rs: 13023/=
1:2 over 3/4' thick cement mertor 1:2 complete (S.1.No:24 P.No. 43)
15 White glazed tiles 1/4" thick dade jointed in white cement and laid 36.00 28253.61 % Sft Rs: 10171/=
over 1:2 cement sand mortar 3/4" thick including finishing. (S.NO.38
P.NO.45}
16 Providing and laying 1" thick Topping cement concrete (1:2:4) 1500 327550 %Sft Rs: 491/=
_including surface finishing and panels (S.1 NO 16 P.NO 42}
17 First class deodar wood wrought joinary in doors and windows 3.00 851.00 P.5ft Rs: 2553/=
elc fixed in position ifc chowkats hold fasts hinges, iron towers
bolts,chocks cleats handles and cords with hooks, etc, Deodar
panelled or panelled and glazed, or fully glazed (b) 1-3/4" (S.1
No:7 P. No: 58}
18 Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flatiron 3.00 180.50 P.5ft Rs: 542/=
of approved design including: painying 3 coats etc complete (weight
not 1o be less than 3.7 Lbs/ sq feet of finishing grill (S.1 No:.26
P.No:83)
[ TOTAL = 56594/=




WATER SUPPLY & SANITARY WORK
PART-B : PLUMBING WORKS
| anry DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between fiusing rims
2 and 3 gallons flushing tank with 4" dia Cl trap and C! thumble. 4,802.50| Each 9,605
Z Praviding and fixing 4"x4"x4" dia C.| branch of the required degree
2 |with access doors rubber washer 1/8" thick and builts and nuts and 27080 | Each 541
axtra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.1.No. 2 P.No. 23 P.HD
- 180 mm (3"dia) 90.00| PRft 0
g (100 mm (4"dia) 136.00| PRIt 1088
- |125 mm (5"dia} 185.00| P/Rft 0
- |150 mm (6"dia} 259.00 PRft
4 Supplying and fixing in position brass bib cocks 3/4" dia standard
2 pattern S..No. 1 P.No. 16 892 | No 698
5 Providing and fixing baal valve (with unsoldered copper ball ) made to
2 |BBS 1242 (S.1.No. 6 P.No. 18 Ii 314" dia 20084 | No 582
6 Providing and fixing electric motor 1/2" horse power ifc pumping set
1 made 1 HP ete. 14201 No 14201
7 Providing instafling hand pump machine ife boaring with weoden sheo
and C.C plate form.
80 |a). Filter + Boaring 77.00( P/Rft 4620
1 |b) Hand Machine 4,500 | Each 4500
8 Praviding Laying UPYC pipes of Class "D" fixing in trench ilc cutting,
fitting and jointing with solvent cement ifc testing with water fo a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 PH.D
20 {13 mm (1/2" dia) 12.00 PRIt 240
40 [19 mm (3/4" dia) 19.00 PIRft 760
- |25 mm (1" dia) 27.00 PRIt -
- 26 mm (1 1/4" dia) 33.00 PRt
Total : 36835

Amount Total (CSR})

Part "A"

Part "B"

% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




‘_ BILL OF QUANTITY
NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

. GGPS Shah Nawaz Odho
SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with
1 158 |excavated lead upto one chain and lift uptc 5feet. In ordinary Scil| 317625 [ %O0cft 501.85

(8.1.No:13(b)-P/14)

Cement Concrete brick or stone ballast 11/2" fo 2" guage Ratio 1:5:10.

4 4, %.Cft 3,82578
2 M lisinosepoty Bod%s | %
3 194 (P;rizcrjaol;il;;;(;a;ork in Foundation and plinth in cement sand mortor 1.6 11948.35 o Sh 23,179.82
4 9% Porovidiqg Hard Murrum poderly fine base dressing watering leveling & 1834.75 o, St 458,69
compecting etc complete.
Reinforced cement concrete work including all fabour and material except
5 16 th_e cost of_ steel Remforcempnt and ifs Iapour for bendmg and binding which 337 Peft 5.392.00
will be paid separately. This rates also includes all kind of forms moulds
lifting shutterina curring ratio (1;2;4:)
6 2 Filling watgrmg and ramming egrth und.er floor \.Mth New Surface excavated 3630 90 Cff* 166.98
from out side lead upto one chain and lift upto 5' feet.
Pacca brick work in ground floor with (1:6) ratio in cement sand o P
. : ,702.2
! 18 mortar.(S..NO:5 e, P.NO:21) 1267436 7 Cit 14.702.26
8 0.65 |Supplying and Fixing Tears at Site 3575 P.Cwt: 2,323.75
9 0.65 Erection rofled steel beams or old rails in roofs etc erection and fixing in 185.34 P Cut: 19112

position.($.1.NO.6 . P.NO.G1)

Second class tiles roofing censisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
10 [ 4208 |coating sand biinded, provided over one layer of 12" x 6'x2" files laid in 1:6] 7607.26 % Sft 3,201.13
cement mortar including 1:2 cement painting under neath of files complete
including curing etc, (S LNGQ.2 P.NO 33}

Providing and laying single per layer of polythens sheet 0.13 mm thick for
" 42 |water profing as per specification and instructions of Engineer incharge. 107 P. Stt 449.40
{S.NO.38.P.NO.38)

PIF G.l frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
12 17 |necessary hold fasts, filing with cement sand slurry of ralic 1.6 and| 228.9 P.cft: 3,891.30
repairing repairing the jambs, The cost also ifc all carriage, tools and plants
used in making and fixing.(S.1.NO.29.P NO 93}

P/F G.l frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ilc welded hings and and fixing and fixing at site with
13 18 [necessary hold fasts, filing with cement sand slurry of ratic 1:6 and| 2405 P Rft 4,329.00
repairing repairing the jambs, The cost also /¢ all carriage, tools and plants
used in makina and fixing.(S..NO.28.P NC .33}

Supplying & Fixing in positicn Iron/ steel grill of 3/4 x 1/4" size flat iron of

14 5 approved design including: painying 3 coats etc complete (weight notto be|  180.5 P.Stt 902.50
less than 3.7 Lbs/ sq feet of finishing grill (S.1 No:.26 P.No:83)

15 503  [Cement plaster (1:6) ratic upto 20' height 1/2" thick.(S.|.NO:13,P.NO:52). 2206.6 %Sit 11,089.20

16 503 |Cement plaster 1:4 upto 20' ft; height ground flcor 3/8" thick. 2197.52 %St 11,053.53
Providing and laying 1" thick Topping cement concrete {1:2:4) including o 1 j

7 2 surface finishing and panels (S.} NG 16 P.NO 42} .82 oSt 2353

12 15 Providing and laying 1" thick Topping cement cencrete (1:2:4) including 39755 oLt 49133

surface finishing and panels (5.] NO 16 P.NO 42}

First class deodar weod wrought joinary in doors and windows et fixed in
19 oy position ifc chowkats hold fasts hinges, iren towers bolts,chacks cleats 851 P Sh

11,814.00
handles and cords with hooks, etc. Decdar panelled or panelled and glazed,
or fully glazed (b} 1-3/4" (S.} No:7 P. No: 58)
20 50 White washing Three Coats {S..NO:26 P.NC,54) §29.85 % Sit 414.98
21 365 |Colour washing Two Coats (8..NO:25 P.NO:54) 859.9 % St 3,138.64
29 70 Painting to docrs and windows any type Three Coats (S.INO4( C 9116.41 o Sit 148149
1L.P.NO:68}
9 i Painting Guard bars, gates iron bars, grating ,railings including standard 1970.83 % St 202.33

braces sfc) and similar cpen work (S..NO:4( d).P.NO:69) (Three Coats).

Fabrication of Tar steel reinforcement for cement concrete including cutiing
24 0.714 |bending and laying in pasition making joints and fastening including the cost| ~ 5001.7 P.Cwt 357121
of binding wire also includes removal of rust from bars. (S.|.No:8(b)-P/16)

TOTAL 108,049




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
and 3 gallons flushing tank with 4" dia Cl trap and CI thumble. 4580260 Each 4,803
1
2 Providing and fixing 4'x4"x4" dia C.| branch of the reguired degree
1 [with access doors rubber washer 1/8" thick and builts and nuts and 270,60t Each 271
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class *B" fixing in trench ifc cufting,
fitting and jointing with sclvent cement ifc testing with water to a head
of 61 meter or 200 ft. S..No. 2 P.No. 23PH.D
- |80 mm {3"dia) 90.00 | P/Rft 0
g [100 mm {4"dia) 136.00 | P/Rft 1224
- 1125 mm {5"dia) 185.00 | P/Rft 0
- {150 mm {8"dia) 259.00 [ P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified i/c cost of nuts bolts and fixing in
1qp |Prateform of cemenlvconcrete 1:36 an_d making connection for in-let| g7 oo Per 8705
cut-let and over flow in-let out-let flow pipes Gallon
5 Providing installing hand pump maching ¢ boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00| PRft 4620
1 |b) Hand Machine 4,500 Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making geod etc painting two coats after cleaning the pipe ele
with white zink paint with pigment to match t
- i). 1/2" dia pipe 7321 PIRft -
- |ii}. 3/4" dia pipe 95.79 PIRft
10 lii}. 1" dia pipe 128.55 P/Rit 1286
ii}. 1-1/4" dia pipe 16319 P/Rft -
7 Providing Laying UPVYC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ic testing with water to a head
of 122 meter or 400 ft. 3.1. No. 8 P.No. 24 PHD
15|13 mm (1/2" dia) 12.00 PIRft 180
25 18 mm (3/4" dia) 18.00 PIRft 475
- |28 mm (1" dia) 27.00 PIRft -
26 mm (1 1/4" dia} 33.00 PIRft
8 Supplying and fixing in position brass bib cccks 344" dia standard
1l patiem S..No. 1 P.No. 16 34892 | Mo 349
9 Providing and fixing baal valve (with unsoldered cepper ball ) made to
11885 1212 (8.1 No. 6 P.No. 18 11 314" dia 29084 | No 291
10 Providing and fixing electric motor 1/2" horse power ic pumping set
Total : 40994

Amount Total {CSR)
Part"A"

Part "B"

% Above / Below

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS QF DISTRICT SHIKARPUR
GPS Misri Wahan

QNTY DESCRIPTION RATE UNIT

AMOUNT

PART-A (CIVIL WORK)

Excavation in foundation of building bridges & cther structure with excavated
lead upto one chain and lift upto 5'feet. In ordinary Scil, {S.1.No:18{b)-P14)

w
= |=[Q =

218 3176.25 %0cft

586.07

2 B4 Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:1C.

(S.1.No:4®-P{21) 869495 o CHt

5564.768

Pacca brick work in Foundation and plinth in cement sand mortor 1:6 o
(S| Noid-P120) 11948.36 %. St

32380.0556

4 44 Poroviding Hard Murrum poderly fine hase dressing watering laveling & 1834.75 9%.5ft

807.29

Reinforced cement concrete work including all labour and material except
5 16 tha cost of steel Reinforcement and its labour for bending and binding which
will be pai¢ separately. This rates also includes all kind of forms moulds
liting shuttering curring ratio {1:2:4:)

337 Pcft

5382

Fabrication of Tar steel reinforcement for cement concrete including cutting
8 0.714 |bending and laying in position making joints and fastening including the cost| ~ 5001.7 P.Cwt
of binding wire also includes removal of rust from bars. (S.1.No:8(b)-F/16}

3571.2138

7 9 Filling watering and ramming earth under floor with New Surface excavated

0 o "
from out side lead upto one chain and lift upto 5' feet. 363 Yoo CHt

333.96

Pacca brick work in ground floor with (1:6) ratic in cement sand .
1267436 | %Cft
4 204 mortar.(S..LNO:5 e,P.NO:21) 6 %C

25855.6944

9 1.3 |Supgplying and Fixing Tears af Site 3575 P.Cwt

4547.5

Erection rolled steef beams or old rails in roofs etc erection and fixing in
1 ‘ 186.34 Cwit:
01 "3 |position(SINO6 PNOSY) 8 Pt

242.242

Second class tiles roofing consisting of 4* earth and 1" mud plaster with
Gobri feeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
1" 80 |coating sand blinded, provided over one layer of 12" x 6"x2" tiles laid in 1:6] 7607.25 % Sft
cement mortar including 1:2 cement pointing under neath of tiles complete
Inclyding curing efe, {SING2 P.NQ.33}

6085.8

Providing and laying single per layer of polythene sheet 0.13 mm thick for
12 80  [water profing as per specification and instructions of Engineer incharge. 10.7 P. Sft
{S.NO.38.P.NC.38}

856

PiF G.I frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
13 32 |necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairingj ~ 228.9 P.cft
repairing the jambs, The cost also iic all carriage, tools and plants used in
making and fixing (S| NQ.29.2 NO.93

73248

P{F G.I frame / Choukats of size 7" x 2" or 4 1/2" x¥ for windows using 20
guage G.| shest i/c welded hings and and fixing and fixing at site with
14 24 |necessary hold fasts, filing with cement sand slurry of ratio 1:6 and repairing| ~ 240.5 P.Rit
repairing the jambs, The cost also lfc all carriage, tools and plants used in
making and fix(na {S.|.NO 28 P NC 931

5772

Supplying & Fixing in position iron/ stee! grill of 3/4 x 1/4" size flat iron of
15 12 |approved design including: painying 3 coats etc complete (weight notto be| 1805 p.Sft
less than 3.7 Lbs/ sg feet of finishing grill {S.) No:.26 P.Nc:83)

2166

16 112 _[Cement plaster (1:6) ratio upto 20' height 1/2" thick.(5.1.NC:13 P.NO:52). 2206.6 %05t

2471.392

17 804  jCement plasier 1:4 upto 20' ft: height ground floor 3/8" thick. 2197.52 %St

17668.0608

Cement Concrete Plain compacting finishing curing etc and washing 14429.2 o
25 %.cft
" % laggeqate without shuttering (S.LNoi5-P1S) oe

7936.0875

19 1 Providing and laying 1" thick Topping cement concrete (1:2:4) inciuding

75.5 9
surface finishing and panels (S.1 NO 16 P.NC 42 s2rb #St

589.59

Firsl class deodar wood wrought joinary in doors and windows elc fixed in
0 9708 position ifc chowka_ls hold fasts hinges, iron fowers bolts.chocks cleats 851 P it
handles and cords with hooks, efc. Deodar panelled or panelled and glazed,
or fully glazed (b} 1-3/4" (S.| No:7 P. No: 58}

23045.08

Painting to doors and windows any type Three Coats (S.LNO:4{ C

2 " ) P.NO:68)

2116.41 % Sft

1481.487

Painting Guard bars, gates iren bars, grating ,railings including standard

22 5 braces etc) and similar open werk (S..NO:4( d).P.NO:68} (Three Coats).

1270.83 % Sft

4183739

TOTAL

155,296




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
i B. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and Ci thumble. 4,802.60| Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 27060 | Each M
extra painting o match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement i/c testing with water to a head
of 61 meter or 200 ft. S.|.No. 2P.No. 23FPHD
- |80 mm (3"dia) a0.00 | P/Rft 0
91100 mm (4"dia} 136.00 | PIRft 1224
- 1125 mm (5"dia) 185.00 [ PIRft 0
- 150 mm {(8"dia) 259.00 | P/Rit
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as spacified ifc cost of nuts bolts and fixing in
10g |Plateform of cementlconcrete 1:3:6 and making connection for in-let| g 55 Per 8795
out-let and over flow in-let aut-let flow pipes Gallon
5 Providing installing hand pump machine ifc bearing with wooden sheo
and C.C plate form.
60 §a). Filter + Boaring 77.00] PRt 4620
1 [b) Hand Machine 4500| Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and iic the cost of breaking through walls and
roof making good etc painting two coals after cleaning the pipe efc
with white zink paint with pigment fo match i
- [i). 112" dia pipe 73.21 P/RIt -
- |ii}. 3/4" dia pipe 95.79 PIRft
10 |ii}. 1" dia pipe 128.55 P/Rit 1288
- iiy. 1-1/4" dia pipe 153.19 P/Rft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jcinting with sclvent cement i/c testing with water to & head
of 122 meter or 400 ft. 5.1. No, 6 P.No. 24 PH.D
1513 mm (1/2" dia) 12.00 PIRft 180
25|19 mm (3/4" dia) 18.00 PiRft 475
- |25 mm (1" dia) 27.00 P/Rit -
26 mm {1 1/4" dia} 33.00 PIRf
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1| pattern S.1.No. 1 P.No. 16 34852 | No i
9 Providing and fixing baal valve {with unsoldered copper ball } made to
"1BBS 1212 (S No. 6 P.No. 18 Il 34" dia 28084 | No 21
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
Tmade 1 H.P etc. 14201 No 14201
Total : 40994
Amount Total (CSR)
Part "A" % Above / Below Total Amount
Part "B" % Above f Below Total Amount
Total "A+B"

CONTRACTOR




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Qabalo
SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & cther structure with excavated N
07
! 216 lead upto one chain and lift upto 5'feet. [n ordinary Scil. (S.|.No:18(b)-Pi14) 3176.25 #o0ch 886.0
Cement Concrete brick or stone ballast 11/2" to 2" quage Ratio 1:5:10. o
2 64 (S INo:4E-PI21) 8694.95 %.Cit 5564.768
3 971 Em‘zﬁggﬁlork in Foundation and plinth in cement sand mortor 1:8 11948.36 o, St 39380,0556
4 44 Poroviding Hard Murrum pcderly fine base dressing watering leveling & 1834.75 %.Sft 807.29
Reinforced cement concrete work including all labour and material except
5 15 th‘e cost of. steel Reinforcern.ent and its Iab.ourfor bend'\pg and binding which 137 Peft 5392
will be paid separately. This rates also includes all kind of forms moulds
liffing shuttering curring ratio {1:2:4:}
Fabrication of Tar steel reinforcement for cement concrete including cutting
6 0.714 |bending and laying in position making jeints and {astening including the cost{  5001.7 P.Cwt 3571.2138
of binding wire alsc includes removal of rust from bars. {S.1.No:8{b)-P/16)
7 a2 Filling walgnng and ramming egrth unc_ier floor with New Surface excavated 3630 %o G 333.96
from cut side lead upto one chain and lift upto 5" feet
Pacca brick work in ground floor with {1:6) ratio in cement sand o (i 59
8 204 morar (SN0 eP NO21) 1267436 | % Cft: 25855.6944
9 13 Supplying and Fixing Tears at Site 3575 P.Cwt: 4647.5
Erection rolled steel beams or old rails in roofs etc erection and fixing in
10 . 186. Cwt: 242.24
i3 osition.(S.LNC.6 . P.NO.91)_ 86.34 P.Cut 2
Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri teeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
" 80  |coating sand blinded, provided cver one layer of 12" x 8"x2" tiles laid In 1:6|  7607.25 | % S 6085.8
cement mortar including 1:2 cement peinting under neath of ties cemplete
including curing etc. {S.LNO.2 P.NO.33}
Providing and laying single per layer of polythene sheet 0.13 mm thick for
12 80  |water profing as per specification and instructions of Engineer incharge. 10,7 P. Sit: 856
(S.NO.38.P.NO.28)
PIF G| frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.l sheet ifc welded hings and and fixing and fixing at site with
13 32 |necessary hold fasts, filing with cement sand slurry of ratic 1:6 and repairing| ~ 228.9 Pcft: 7324.8
repairing the jambs, The cost also ifc all carriage, too's and plants used in
makina and fixing (S LNO.2¢.7 NO.93)
P/F G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ilc welded hings and and fixing and fixing at site with
14 24 |necessary hold fasts, filling with cement sand slurry of ratic 1:6 and repairing| 2403 PRIt 5772
repairing the jambs, The cost also ifc all carriage, fools and plants used in
making and fixing (S [ NO 28 P NO 93)
Supplying & Fixing in position Iron! steel grill of 3/4 x 114" size flat iron of
15 12 |approved design including: painying 3 coats elc complete (weight nct to be[  180.5 P.Sft 2166
less than 3.7 Lbs/ sq feet of finishing grill (5. No;.28 P.No:83)
16 112 1Cement plaster (1:6) ratio upto 20' height 1/2" thick.(5..NO:13,P.NO:52). 22068 JoSft 2471.392
17 804 |Cement plaster 1:4 upto 20' fi height ground floor 3/8" thick. 2197.52 %St 17668.0608
18 55 Cement ancrete Plaln. compacting finishing curring etc and washing 1442595 o ct 7936.0875
aggregate without shuttering (S.1.No:5-P/15)
Providing and laying 1" thick Topping cement concrete (1:2:4) including o
18 32755 %St 589.58
9 surface finishing and panels (8.1 NO 16 P.NO 42} ’
First class deodar wood wrought joinary in docrs and windows et fixed in
20 27.08 position ifc chowkan hold fasts hinges, iron towers bolis,chocks cleats 851 P S 23045 08
handles and cords with hooks, etc. Decdar panelled or panelled and glazed,
or fully glazed {b) 1-3/4" (S.INg:7 P. No: 58]
21 70 )P:\‘r;]tggﬁal}o doors and windows any type Three Coats (S.NC:4( C 9116.41 o S 1481.487
Painting Guard bars, gales iron bars, grating ,railings including standard 127 o
0.8 % St 419.3739
22 3 braces etc) and similar open work (S.1.NO:4( d).P.NO:68} (Three Coats). 3 ’
TOTAL 155,296




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

C-J' QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and ClI thumble. 4502.60| Each 4,803
1
2 Providing and fixing 4'x4"x4" dia C.! branch of the required degree
1 [with access doors rubber washer 1/8" thick and builts and nuts and 27060 | Each M
extra painting o match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench i/c cutting,
fitting and jeinting with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.1.No. 2 P.No. 23P.H.D
- [80 mm (3"dia) 90.00| PR 0
91100 mm {4"dia) 136.00 | P/Rit 1224
- [125 mm (5'dia) 185.00 | PIRft 0
- [150 mm {6"dia) 259.00 | P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 |Plateform of cement concrete 1:3:6 and making connection for in-let 87.95 Per 8795
out-let and over flow in-let out-let flow pipes ' Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
50 | a}. Filter + Boaring 77.00] PIRR 4620
1 |b) Hand Machine 4500} Each 4500
) Providing GI pipes specials and clamps efc including fixing cutting and
fittings complete with and i/c the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to maich {
- |i). 172" dia pipe 73.21 P/RR
- |ii}. 3/4" dia pipe 95.79 P/Rft -
103ii). 1" dia pipe 128.85 P/Rft 1286
iiy. 1-1/4" dia pipe 163.19 PiRft
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 PH.D
15 [13 mm (1/2" dia} 12.00 PIRft 180
25119 mm (344" dia) 19.00 PiRft 475
- |25 mm (1" dia) 27.00 P/Rft
26 mm (1 1/4" dia) 33.00 PR
8 Supplying and fixing in position brass bip cocks 3/4" dia standard
"\pattern S.1.No. 1 P.No. 16 4882 1 MNo 49
9 Providing and fixing baal valve (with unsoldered copper ball ) made to
1\BBS 1212 (S.L.No. & P.No. 16 Il 34" dia 29084 | Mo 2
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
imade 1 H.P etc. 14201 No 14201
Total : 40994
Amount Total (CSR)
Part"A" % Above /Below ___ Total Amount
Part "B" % Above / Below___ Total Amount
Total "A+B"

CONTRACTOR




NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

BILL OF QUANTITY

GPS Dodo Detho

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

S.N
O
A

PART-A (CIVIL WORK)

158

Excavation in foundation of building bridges & other structure with
excavated lead upto one chain and it upto Sfeet In ordinary Soil.
{S.1.No:18{b)-P/14)

3176.25

%lcit

501.85

44

Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
(S.1.No:4@-Pi21)

8694,95

%.Cht

3,825.78

194

Pacca brick work in Foundation and plinth in cement sand morfor 1:6
(S.I.No:4-P/20)

11948.36

%.5ft

23,179.82

25

Peroviding Hard Murrum poderly fine base dressing watering leveling &
compecting etc complete,

1834.75

%. 5t

458,69

16

Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring ratio {1:2:4:}

337

Pctt

5,392.00

48

Filing watering and ramming earth under floor with New Surface excavated
from out side lead uple one chain and lift upto &' feet.

3630

%o Cit'

166.98

116

Pacca brick werk in ground floor with {(1:6) rafio in cement sand
motar,(S..LNO:5 e P.NO:21)

12674.36

% CHt:

14,702.26

0.65

Supplying and Fixing Tears at Site

3575

P.Cwi:

2,323.75

0.85

Erection rolied steel beams or old rails in roofs efc erection and fixing in
position.[S..NO.6 . P.NO.91)

186.34

P.Cwt:

12112

10

42.08

Second ciass files roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12 x 6'x2" tiles laid in 1:6
cement mortar including 1:2 cement peinting under neath of tiles complete
including curing efe, (S.LNO.2 P.NO,33)

7607.25

% Sft:

3,201.13

"

42

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
{S.NQ.38.P.NO.38}

10.7

P. 5ft;

44940

12

PIF G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.! sheet i/c weided hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and
repairing repairing the jambs, The cost also ifc all carriage, tools and plants
used in making and fixing {S.NQ.29 P.NO.93)

2289

P.cft:

3,891.30

18

PfF G.I frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20

guage G.| sheet i/c welded hings and and fixing and fixing at site with

necessary hold fasts, filing with cement sand slurry of ratio 1:6 and

repairing repairing the jambs, The cost also ifc all carriage, tools and plants
in making and fixing (S.(NO,28 P NO.93}

2405

P.Rit:

4,329.00

Supplying & Fixing in position Iron/ steel grilt of 3/4 x 1/4" size flat iron of
approved design inciuding: painying 3 coats etc complete (weight not to be
less than 3.7 Lbs/ sq feet of finishing qrill (S.| No:. 26 P.No:G3)

180.5

P.Sft

502.50

503

Cement plaster (1:6) ratio uplo 20" height 1/2" thick.{S.|.N0O:13 P .NO:52).

2208.6

%St

11,088.20

503

Cement piaster 1:4 upto 20" ft; height ground floor 3/8" thick.

2197.52

%Sit

11,063.53

28

Providing and laying 1" thick Topping cement concrete (1:2:4) including
surfage finishing and panels {5.| NC 16 P.NO 42)

4411.82

%5ft

1,235.31

Providing and laying 1" thick Topping cement concrete {1:2:4) including
surface finishing and panels (5.1 NO 16 P.NO 42)

32755

St

491.33

14

First class deodar wood wrought joinary in dcors and windows etc fixed in
position ic chowkats hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with hocks, efc. Deodar panelled or panelled and glazed,
or fully glazed {b) 1-3/4" (S| No:7 P. No: 58}

851

PS5t

11,914.00

20

50

White washing Three Coats (S.I.NC:26,F.NO:54)

829.95

% Skt

414.98

2

365

Colour washing Two Coals {5.1.NO:25 P .NO:54)

859.9

% Sft

3,138.64

22

70

Painting to doors and windows any type Three Coats (SINO4( C
),P.NQ:68)

2116.41

% Sft

1,481.49

23

16

Painting Guard bars, gales iron bars, grating ralings including standard
braces etc) and similar cpen work (S..NO:#4( d).P.NO:69) (Three Ceats).

1270.83

% Sit

203.33

24

0.714

Fabrication of Tar steel reinforcement for cement concrete including cutting
bending and iaying in position making joints and fastening including the cost
of binding wire also includes remeval of rust from bars. (5.1.No:8(b)-P/16)

5001.7

P.Cwt

3.571.21

TOTAL

108,049

—



WATER SUPPLY & SANITARY WORK
PART- B :PLUMBING WORKS
’ Sd'_“ QNTY DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 19" clear cpening between flusing rims
and 3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 480260 Each 4803
1
2 Providing and fixing 4'x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and buits and nuts and 27060 Each 271
extra painting to match the colour of the building.
3 Praviding Laying UPVC pipes of Class "B” fixing in trench ifc cuiting,
i fitling and jointing with sclvent cement /¢ testing with waier to a head
of 61 mater or 200 ft. S.1.No. 2 P.No. 23 P.H.D
- |80 mm {3"dia) 90.00} P/Rit 0
g 100 mm (4"dia) 136.00 | P/RA 1224
- 1125 mm {5"dia) 185.00 | P/Rft 0
- {150 mm (6"dia) 259.00 | PIRft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 plateform of cement concrete 1:3:8 and making cennection for in-let 87.95 Per 8795
out-let and over flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 |a}. Filter +Bearing 77.00| PRt 4620
1 b} Hand Machine 4500| Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and i/c the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe efc
with white zink paini with pigment to match t
- ). 142" dia pipe 73.21 P/Rit -
- |ii). 3/4" dia pipe 95.79 P/Rft
10 ii). 1" dia pipe 128.55 PIRft 1285
if). 1-1/4" dia pipe 153,19 PRt -
7 Providing Laying UPVC pipes of Class D" fixing in trench ifc cuiting,
fiting and jointing with solvant cement i/c testing with water to a head
of 122 meter or 400 ft. S.I. No. 6 P.Ne. 24 P.H.D
15 {13 mm (1/2" dia) 12.00 P/Rft 180
25|19 mm (3/4" dia) 18.00 PIRft 475
- |25 mm (1" dia) 27.00 PiRft
26 mm (1 1/4" dia) 33.00 PIRft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
! |oatier S.LNo. 1 PNo. 18 34892 | Mo 349
9 Providing and fixing baal vatve {with unsoldered copper ball ) made to
11BBS 1212 (S.1.No. 6 P.No, 18 1| 3/4" dia 29084 | No 291
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
1made 1 KP etc. 14201 No 1421
Total : 40994
Amount Total (CSR}
Part "A" % Above / Below Total Amount
Part"B" % Above / Below Total Amount
Total "A+B"
CONTRACTOR




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Pir Jo Goth

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

w
~ |plo®

216

Excavation in foundation of huilding bridges & other structure with excavated
iead upto one chain and lift upto 5'feet. In ordinary Soil, (S.1.No:18(b)-P/14)

3176.25

%0cft

586.07

64

Cement Concrefe brick or stone ballast 11/2" to 2" guage Ratic 1:.5:1C.
{8..No:4©-P/21)

8694.85

%.Ctt

5564.768

27

Pacca brick work in Foundation and plinth in cement sand mortor 1:6
(S.|.Ne:4-P20)

11948.36

%.5ft

32380.0556

44

Paroviding Hard Murrum poderly fine base dressing watering leveling &

1834.75

%St

807.29

16

Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separaiely. This rates also includes all kind of forms moulds
liting shuttering curring ratio (1;2;4:)

0.714

337

Pt

5392

Fabrication of Tar steel reinforcement for cement concrate including cutting
bending and laying in position making joints and fastening including the cost
of binding wire atso includes remaoval of rust from bars. (S.1.No:8(b)-P/16)

5001.7

P.Cwt

3571.2138

92

Filling watering and ramming earth under floor with New Surface excavated
from_out side lead upto one chain and lift upto &' feet.

3630

%o Cft"

333.96

204

Pacca brick work in ground floor with {1:6) ratio in cement sand
mortar.{S.I.NO:5 e,P.NO:21)

12674.36

% Cit:

25855.6944

1.3

Supplying and Fixing Tears at Site

3575

P.Cwt:

4647.5

13

Erection rolled stesl beams or old rails in roofs eic erection and fixing in
position.(S.LNO.6 . P.NO.91)

186.34

P.Cwt:

242.242

80

Second class tiles rocfing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x §"%2" iles laid in 1:6
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing etc. (SINO.2 P.NO 33)

8o

7607.25

% St:

6085.8

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructicns of Engineer incharge.
{S.NO.35.P.NO.38)

10.7

F. Sit:

856

32

PfF G.I frame ! Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guagg G| sheet i'c welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost alsc ifc all carriage, fools and plants used in
making and fixing (S, [ NO 29,° NO 931

2289

P.cft:

73248

24

P/F G.I frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet iic welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratic 1:6 and repairing
repairing the jambs, The cost also ifc all cardage, tools and plants used in
making and fixing (S.LNC.28.P NO.93}

240.5

P Rit:

5772

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats etc complete (weight not to be
less than 3.7 Lbs/ sq feet of finishing arill {S.1 No:.26 P.No:93)

180.5

P.S#t

2168

16

12

Cement plaster (1:6] ratio upto 20' height 172" thick (S.LNO:13,P.NC:52).

2206.6

%St

2471.392

17

804

Cement plaster 1:4 upte 20' ft; height ground flopr 3/8" thick.

2197.52

%St

17658.0608

18

55

Cement Concrete Plain compacting finishing curring efc and washing
aggregate without shuttering (S.1.Ne:5-PI15)

14429.25

%.cft

7936.0875

18

Providing and laying 1" thick Topping cement concrete (1:2:4} including
surface finishing and panels (S.| NO 16 P.NO 42)

3273.5

%St

589.59

20

27.08

First class decdar wood wrought joinary in doors and windows etc fixed in
position e chowkats hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully glazed {b} 1-3/4" {S.| No:7 P. No: 581

851

pP.Sft

23045.08

21

70

Painting fo doors and windows any type Three Coats (SNG4 C
),P.NC:68)

2116.41

% Sft

1481.4587

22

33

Painting Guard bars, gaies iren bars, grating railings including standard
braces etc) and similar open work (S.1.NO:4{ d).P.NO:68) (Three Coats).

1270.83

% St

419.373%

TOTAL

155,295




WATER SUPPLY & SANITARY WORK
PART-B : PLUMBING WORKS
: SH1 anty DESCRIPTION RATE | UNIT AMOUNT
4 B. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and CI thumbie. 4802.50| Each 4803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270.60 | Each 27
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jeinting with solvent cement i/c testing with water to a head
of 61 meter or 200 ft. S..No. 2 P.No. 23 P.H.D
- 180 mm (3"dia) 90.00| PRft 0
91100 mm {4"dia) 136.00 | P/RA 1224
- 1125 mm (5"dia) 185.00| P/Rft 0
- | 150 mm {6"dia) 259.00 [ PRt
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified e cost of nuts bolts and fixing in
100 [Plateform of cement concrete 1:3:6 and making connection forin-letf g7 o Per 795
out-let and over flow in-let out-let flow pipes Gallen
5 Previding installing hand pump machine ifc boaring with wooden sheo
and C.C plate form,
60 | a). Filter + Boaring 77.00| P/Rit 4620
1 (b} Hand Machine 4500 | Each 4500
6 Providing G pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through walis and
roof making goed stc painting two coats after cleaning the pipe etc
with white zink paint with pigment o match t
- 1i). 142" dia pipe 73.21 PIRfl
- |ii}. 3/4" dia pipe 95.78 PRIt -
10 )ii). 1" dia pipe 128.55 P/RIt 1286
ii}. 1-1/4" dia pipe 153.19 P/Rft
7 Providing Laying UPVG pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 P.H.D
15|13 mm (1/2" dia) 12.00 P/RIt 180
2519 mm (3/4" dia) 19.00 PIRft 475
- |25 mm {1" dia) 27.00 P/R#t
26 mm (1 1/4" dia) 33.00 PIRft
) Supplying and fixing in position brass bib cocks 3/4" dia standard
*Ipattern S LNo. 1 P.No. 16 34892 1 No 349
9 Providing and fixing baal valve {with unsoldered copper ball ) made to
"1BBS 1212 (3..No. 6 P.No. 18 11 34" dia 28084 | No 291
10 Providing and fixing electric motor 1/2" horse power i/c pumping set
inade 4 HP etc. 14201 No 14201
Total : 40994

Amount Total
Part"A"

Part "B"

(CSR)
% Above / Below

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GBPS Nim
SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK])
Excavation in foundation of building bridges & other structure with excavated o
f 216 lead upto one chain and lift upto 5'feet. In ordinary Soil. (S.1.No:18(b)-Pi14) 3176.25 bt 686.07
Cement Concrete brick or stene ballast 11/2" to 2" guage Ratio 1:5:10.
2 . %. .
64 (S.INo:AO-P/21) 8694.95 %.Cft 5564.768
3 971 F;f?o-ifgfggym in Foundation and plinth in cement sand morior 1:6 1194835 | %.Sht 39380.0556
4 44 Poroviding Hard Murrum poderly fine base dressing watering leveling & 1834.75 %.5it 807.29
Reinforced cement concrete work including all labour and material except
5 15 lhle cost of_ slteel Remforcem.ent and ifs Iab.-0urfor bend\r_wg and binding which 337 Peit 5292
will be paid separately. This rates also includes all kind of ferms moulds
lifting shuttering curring ratic (1:2:4:)
Fabrication of Tar steel reinforcement for cement concrete including cutting
6 0.714  |bending and laying in position making ioints and fastening including the cost| 50017 P.Cwt 3571.2138
of binding wire also includes removal of rust from bars. {S.!.No:8(b)-P/18)
7 92 Filling wat.erlng and ramming e:_irth unt.ier floor lwnh New Surface excavated 3630 %6 G 333.96
from out side lead upic one chain and lift upto 5' feet.
Pacca brick work in ground floor with (%:6) ratio in cement sand o i
§ 204 morar(S.LNO:5 e pNO21) 12674.35 % Cft: 25855.6944
9 1.3 |Supplying and Fixing Tears at Site 3575 P.Cwt. 46475
Erecticn rolled steel beams or old rails in roofs etc erection and fixing in
10 . 34 Cwt; 2242
"3 oosition(SINOS . PNO.ST 18634 | Pow 24
Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
1 80 coating sand blinded, provided over one layer of 12" x 6"x2" tlles laid in 1:6[  7607.25 % Sft 6085.8
cement mortar including 1:2 cement pointing under neath of tiles complete
ingluding curing ete. (SINO.2 P NO 33)
Providing and laying single per layer of polythene sheet C.13 mm thick for
12 80 water profing as per specification and instructions of Engineer incharge. 10.7 P Sft: 856
{S.ND.38.P.NO. 38}
PiF G.I frame ! Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet i/c welded hings and and fixing and fixing at site with
13 32 [necessary hold fasts, filing with cement sand slurry of ratio 1:6 and repairing| ~ 228.9 P.cft 7324.8
repairing the jambs, The cost alsc ifc all carriage, focls and plants used in
makine and fixing, (S LNO 28,2 NO 93}
P{F G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.I sheet ¥ic welded hings and and fixing ard fixing at site with
14 24 necessary hold fasts, filling with cement sand slurry of ralio 1:6 and repairing] ~ 240.5 P.Rft: 5772
repairing the jambs, The cost also ifc all carriage, tocls and plants used in
making and fixing (S.|.NO 28, P NOQ 93!
Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron of
15 12 appraved design including: painying 3 coats etc complete {weight not to be 180.5 p.sft 2166
less than 3.7 Lbs/ sq feet of finishing grill (S| No:.26 P.No:93}
16 112 |Cement plaster {1:6) ratio upto 20" height 1/2" thick.(S.1.NC:13,P.NO:52). 2206.6 %St 2471.392
17 804 |Cement plaster 1:4 upto 20' f; height ground floor 3/8" thick. 2197.52 %St 17668.0608
18 85 Cement Corwrete Plam. compacting finishing curring etc and washing 14428.25 o cit 7936.0875
aggregate without shuttering (S.1.No:5-P/15)
Providing and laying 1" thick Topping cement concrete (1:2:4) including o
1§ 18 ; 32755 %St 589.59
surface finishing and panels (S.I NO 16 B.NO 42} i
First class deodar wood wrought joinary in doors and windows etc fixed in
20 37.08 positicn ifc chowka?s nold fasts hinges, iron towers bolts,chocks cleafs 851 P Sit 23045.08
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully alazed {b) 1-3/4" (S.1 No:7 P. No: 58
Y 10 )P;”;]tg-gast)o doors and windows any type Three Coats (S.LNO4{ C 9116.41 o Sft 1481.487
Painting Guard bars, gales iron bars, grating ,railings including standard
1270.83 % Sft 418.3739
2 # braces etc) and similar open work {S.1.NO:4( d) P.NQ:69} {Three Coats). %S
TOTAL 155,296




Amount Total {CSR)
Part"A"

Part "B"

% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"

WATER SUPPLY & SANITARY WORK
PART- B : PLUMBING WORKS
SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 8. WC pan of net less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Cl frap and Cl thumble. 4802.50| Each 4,803
1
2 Providing and fixing 4'x4'x4" dia C.| branch of the required degree
1 [with access doors rubber washer 1/8" thick and builts and nuts and 27080 | Each N
extra painting to match the cclour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.1.No. 2P.No. 23 P.H.D
- |80 mm (3"dia) 90.00{ P/Rit 0
9 [100 mm {4"dia) 136.00 | P/Rft 1224
- 125 mm (5"dia) 185.00 | PIRft 0
- |150 mm (6"dia) 259.00 | P/Rit
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 [Plateform of cement concrete 1:3:6 and making connection for in-let| g7 g0 Per 8795
out-let and over flow in-let out-let flow pipes ' Gallon
5 Providing instaliing hand pump machine i/c boaring with wooden shec
and C.C plate form,
60 |a). Filter + Boaring 77.00] PRt 4620
1 |b) Hand Machine 4500 | Each 4500
6 Providing Gl pipes specials and clamps ete including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe eic
with white zink paint with pigment to match t
- [y 142" dia pipe 73.21 PiRit -
- |ii). 3/4" dia pipe 95.79 P/Rf
40 |ii}. 1" dia pipe 128.55 PIRft 1286
ii). 1-1/4" dia pipe 153.19 PiRft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench i/c cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 FH.D
1513 mm (1/2" dig) 12.00 P/Rft 180
25|19 mm (3/4" dia) 19.00 P/Rft 475
- |25 mm (1" dia) 27.00 P/RIt -
26 mm {1 1/4" dia) 33.00 PRIt
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1| sattem S..No. 1 P.No. 16 34892 | Mo 349
9 Providing and fixing baal vaive {with unsoldered copper ball } made to
118BS 1212 (S.1.No. 6 P.No. 18 I} 3/4" dia 20084 | No 2
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
1 made 1 H.P efc. 14201 No 14201
Total : 40994




BILL OF QUANTITY
NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GMS Nasharo Abro
56'_" QNTY DESCRIPTION RATE | UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with
1 158  |excavated lead upto one chain and lift uplo Sfeet. In ordinary Soil| 3176.25 %0cit 501.85
{S.1.No:18(b)-PH14)
Cement Concreie brick or stone ballast 11/2" to 2" guage Ratio 1:5:10. o
2 44 (S.LNo:A©-P/21) 8694.95 %.Cft 3,825.78
7 194 {P;?r;uaol;il;:‘(zg\)fork in Foundation and plinth in cement sand mortor 1€ 4 0i0 a0 | o gt 2317882
4 2% Porovidipg Hard Murrum poderly fine base dressing walering leveling & 183475 o, Sf 458,60
compecting etc complete,
Reinforced cement concrete work including all labour and material except
5 16 thg cost of steel Reinforcement and its Iat_aour for bendir_1g and binding which 217 Peit 5,392.00
will be paid separately. This rates also includes all kind of forms moulds
lifting shutiering curring ratio (1;2;4:)
6 46 Filling watgrmg and ramming eaﬁh unQer floor \.Mth New Surface excavated 2630 %0 CH" 166.98
from oui side lead upto one chain and lift upto 5' feet.
Pacca brick work in ground floor with (1:6) ratio in cement sand o
. : 14,702,
! 118 mertar,(S.1.NC:5 g.P.NO:21} 12674.36 % Ch 0226
8 0.65 |Supplying and Fixing Tears al Site 3575 P.Cwt: 2,323.75
9 0.65 Erection rolled steel beams or old rails in roofs etc erection and fixing in 186.24 P Cut: 12112

positicn.(3..NC.6 . P.NO.91}

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1.6 with 34 Lbs. of hot bitumen
10 | 4208 Jcoating sand blinded, provided over one layer of 12" x §"x2" tiles laid in 1:6] 760725 | % Sft 320113
cement mortar including 1:2 cement pointing under neath of tiles complete
inchuding curing ete, (SLNO.2 P NO,33}

Providing and laying single per layer of polythene sheet 0.13 mm thick for
1 42 |water profing as per specification and insfructions of Engineer incharge. 10.7 P. Sft: 44340
{S.NO.38.P.NO.38]

P/F G| frame / Choukats of size 7" x 2" or 4 1/2° x3' for doors using 20
guage G.| sheet ilc welded hings and and fixing and fixing &t site with
12 17 |necessary hold fasts, filing with cement sand slurry of ratio 1:5 and| 2289 Pcft: 3,891.30
repairing repairing the jambs, The cost also ifc all carriage, tools and plants
used in making and fixing (S LNQ.29.P.NO 93}

PIF G.| frame / Choukals of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| shest iic welded hings and and fixing and fixing at site with
13 18 |necessary hold fasts, filing with cement sand slurry of ratio 1:6 and|  240.5 P.Rit 4,329.00
repairing repairing the jambs, The cost also ifc all carriage, tools and plants

used in makina and fixina.(S |.NO.28 P.NO.93}

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron of

14 5 approved design including: painying 3 coats etc complete (weight not to be] ~ 180.5 P.Sfi 902,50
less than 3.7 Lbs/ sq feet of finishing grill (5.1 No:.26 P.No:93)

15 503 |Cement plaster {1:6) ratio upto 20 height 1/2" thick {S.|.NO:13,P.NO:52). 2206.6 %St 11,099.20

18 503 |Cement plaster 1:4 upto 20’ ft: height ground floor 3/8" thick. 2197.52 %S 11,053.53

17 28 Providing gm_:l laying 1" thick Topping cement concrete (1:2:4) including 4411.82 oS 123531
surface finishing and panels {5.I NO 16 P.NO 42

18 15 Providing and laying 1" thick Topping cement cencrete {1:2:4) including 37755 oSt 4913

surface finishing and panels (S.| NO 16 PNO42)

First class deqdar wood wrought joinary in doors and windows etc fixed in
19 14 position ifc chowkats hold fasts hinges, iron towers bolis,chocks cleats 851 P SHt 11.914.00
handles and cords with hooks, etc. Decdar panelled or panefled and glazed,
or fully glazed (b} 1-3/4" {S.| No:7 P. No: 58)

20 50 1White washing Three Coats {S..NO:26,P.NO:54 829.95 % Sit 414,98
21 365 |Colour washing Two Coats {S.1.NO;25,P.NC:54) 859.9 % Sft 3,138.64
2 70 Pgir:‘icn)gsat)o doors and windows any type Three Coats (SINC:4{ C 2116.41 o St 1481.49

Painting Guard bars, gates iron bars, grating ,railings including standard

1270.83 % Sft 20333
braces etc) and similar open work {S.|.NQ:4{ d).P.NO:69) {Three Coats}. °

23 16

Fabrication of Tar steel reinforcement for cement concrete including cutting
24 0.794  |bending and laying in position making joints and fastening including the cost| ~ 500%.7 P.Cwt 3571.21
of binding wire also includes removal of fust from bars. (S.1.No:8(b)-P/16)

TOTAL 108,049




WATER SUPPLY & SANITARY WORK

PART- B : PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
and 3 gallons fiushing tank with 4" dia C! frap and Cl thumble, 4802.60| Each 4803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270680 ] Each 21
exira painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with scivent cement i/c testing with water to a head
of 61 meter or 200 ft. S.1No. 2 P.No. 23 P.H.D
- |80 mm {3"dia) 90.00| P/Rft 0
g 1100 mm (4"dia) 136.00 | P/Rft 1224
- 1125 mm {5"dia) 185.00 ] P/Rit 0
- |15G mm (8"dia} 259.00| P/Rft
4 Supplyging and fixing fibre glass tank of approved quaiity and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
40 (Plateform of cement concrete 1:3:6 and making connection for in-let 87.95 Per 8795
out-let and over flow in-let out-let flow pipes ' Gallon
5 Providing installing hand pump machine i/c boaring with wooden sheo
and C.C plate form.
60 |2). Filter + Boaring 77.00| PIRft 4620
1 |b) Hand Machine 4500| Each 4500
6 Providing Gi pipes specials and clamps etc including fixing cutting and
fittings complete with and i/c the cost of breaking through walls and
roof making good efc painting two coats after cleaning the pipe etc
with white zink paint with pigment to match 1
- |i). 1/2" dia pipe 73.21 P/Rft -
- |ii). 3/4" dia pipe 95.79 PIRft
10 {ii). 1" dia pipe 128.55 PiRft 1286
ii). 1-1/4" dia pipe 153.19 P/RR
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement il testing with water to a head
of 122 meter or 400 fi. S.1. No, 6 P.Ng. 24 PH.D
15|13 mm (1/2" dia) 12.00 PIRft 180
25119 mm (3/4" dia) 19.00 PIRft 475
- |25 mm {1* dia) 27.00 P/R{t -
25 mm (1 1/4" dia) 33.00 PIRft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1 pattern S.1.No. 1 P.No. 16 348.92 No 349
9 Providing and fixing baal valve (with unsoldered copper ball ) made to
11BBS 1212 (S.L.No. 6 P.No. 18 1 3/4* dia 20084 | No 291
10 Providing and fixing electric motor 1/2" horse power il pumping set
1iade * HPetc. 14201 No 14201
Total : 40934
Amount Total (CSR)
Part "A" % Above / Below Total Amount
Part "B" % Above / Below Total Amount

CONTRACTOR

Total "A+B"




BILL OF QUANTITY
NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Nasharo Abro
SON QNTY DESCRIPTION RATE UNIT AMOUNT
L O:
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with
i 158  |excavated lead upto one chain and lift uplo 5'feet In owdinary Soil| 3176.25 %Qcft 501.85
{S.1.No:18{b)-P/14)
Cement Concrete brick or sloene ballast 11/2" te 2" guage Ratio 1:5:10.
44 %, ,
2 5. No:AG-PI21) 8624.95 %.Cft 3,825.78
3 104 Pacca brick work in Foundation and plinth in cement sand mortor 1:6 11928.36 o Sft 23.179.82
(S.I.Nc:4-B/20)
. 95 Porow’dir?g Hard Murrum poderly fine base dressing watering leveling & 1834.75 o St 458,69
compecting elc complete.
Reinforced cement concrete work including all labour and material except
5 15 lh_e cost Of. stesl Re[nforcerqent and ifs Iat?our for bendipg and binding which 337 Poft 539200
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring ratig {1;2:4:]
6 46 Filling watgnng and ramming earth unc!er floor jmth New Surface excavated 3530 %o Cft' 165.98
from out side lead upto one chain and ift upto 5' feet.
Pacca brick work in ground floor with (1:6) ratio in cement sand
11 . Y : 702
! 5 |morer(5.N0:5 e pO2A) 1267436 | % Ch 1470228
8 0.65 |Supplying and Fixing Tzars at Site 3575 P.Cwt; 232375
Erection rolled steel beams or old rails in roofs etc erection and fixing in
.65 . .Cwt: .
| %% loosiion SINOG . PNDSY) 18634 ] P.Cut 12112
Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leaping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
10 | 4208 |coating sand biinded, provided over one layer of 12" x 6'x2" tiles laid in 1:5| 7607.26 | % Sft 320113
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing ete, (S.L.NQ.2 P.NG.33)
Providing and laying single per layer of polythene sheet 0.13 mm thick for
N 42 |water profing as per specification and instructions of Engineer incharge. 10.7 P. Sft: 449.40
(S.NO.38. P.NO.38)
PIF G.| frame / Choukats of size 7" x 2" or 4 4/2" x3' for doors using 20
guage G.| sheet i/c welded hings and and fixing and fixing at site with
12 17 [necessary hold fasts, filing with cement sand slurry of ratio 1:6 and} 2289 P.cft: 3,891.30
repairing repairing the jambs, The cost also i‘c all carriage, tools and plants
ysed in making and fixina.(S.LNG,29.P.NO.93)
PIF G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
13 18 |necessary hold fasts, filing with cement sand slurry of ratic 1:6 and|  240.5 P.Rit: 4,329.00
repalring repairing the jambs, The cost also i%c all carriage, tools and plants
used in making and fixina (S.1.NQ 28, P NQ,93}
Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iren of
14 5 approved design including: painying 3 coats etc complete (weight not to be| ~ 180.8 P.sft 902.50
less than 3.7 Lbs{ sa feet of finishing grill (S.1 No:.26 P.Ne:93)
15 503  |Cement plaster {1:6) ratio upto 20" height 1/2" thick.(S.I.NO:13,P NO:52). 2206.6 %St 11,099.20
18 503  |Cement plaster 1:4 upto 20' ft: height ground floor 3/8" thick. 2197.52 %SH 11,053.53
Providing ang laying 1" thick Topping cement concrete (1:2:4) including 441182 %St 123631
V7 28 surface finishing and panels {S.1 NO 16 P.NC 42) ' ’ L
12 15 Providing jansl laying 1" thick Tepping cement concrete (1:2:4) including 39755 %5t 49133
surface finishing and panels [S.| NC 16 P.NO 42)
First class deodar wood wrought jeinary in doors and windows etc fixed in
19 14 position if¢ chowka?s hold fasts hinges, iren towers boits,chocks cleats; 851 P Sh 11.914.00
handles and cords with hooks, etc, Deodar panefled or panelled and glazed,
or fully glazed (b} 1-3/4" (S.1 No:7 P. No: 58}
20 50 White washing Three Coats {5.1.NC:26,P.NC:54) 829.95 % St 414.98
21 365 |Colour washing Two Coats (S.1.NO:25 P.NG:54) 859.% % S 3,138.64
Painting to doors and windows any type Three Coats (S.INC:4( C e
7 2116.41 % St 1,481.49
2  LpNoss) :
Painting Guard bars, gates iron bars, grating ,raflings including standard 1970.83 % S 203.33
2 1 braces etc) and similar open work (S.I.NO:4( d).P.NC:69) (Three Coats). ' ° '
Fabrication of Tar steel reinforcement for cement concrate including cutting
24 0.714 {bending and laying in position making joints and fastening including the costf  5001.7 P.Cwt 357121
of binding wire also includes removal of rust from bars. (S.1.No:8{b)-P/16)
TOTAL 108,049




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

6_ QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 18" clear opening between flusing rims
and 3 gallons flushing tank with 4" dia Ci trap and CI thumble. 4,802.60 | Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.I branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 27060 | Each Zn
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft, S.1.No. 2P.No. 23 P.H.D
- |80 mm (3"dia} 90.00| PRIt ¢
9 {100 mm {4"dia) 136.00 | P/Rft 1224
- 125 mm (5'dia) 185.00 | P/Rft 0
- [150 mm (6"dia) 259.00 | P/Rit
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified i/c cost of nuts bolts and fixing in
100 plateform of cement concrete 1:3:6 and making connection for in-let 87.95 Per 8795
out-let and over flow in-let cui-let flow pipes Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
&0 |a). Filter + Boaring 7700 P/Rit 4620
1 |b) Hand Machine 4500 Each 4500
6 Providing G pipes specials and clamps ete including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making goed etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to match {
- |i). 1/2" dia pipe 73.21 PIRf
- i) 314" dia pipe 95.79 PRt -
10 |ii). 1" dia pipe 128,55 P/Rft 1288
i), 1-1/4" dia pipe 153.18 PIRft -
7 Providing Laying UPVC pipes of Class "D" fixing in french ife cutling,
fitting and jainting with solvent cement ifc testing with water 1o a head
of 122 meter or 400 ft. S.I. No. 6 P.No. 24 PH.D
15 [13 mm (172" dia) 12.00 PIRit 180
25|19 mm (3/4" dia) 19.00 PiRf 475
- |25 mm (1" dia) 27.00 PIRA
26 mm (1 1/4" dia) 33.00 PiRft
8 Supplying and fixing in positicn brass bib cocks 3/4" dia standard
1 pattern S..No. 1 P.No. 16 348.92 No e
9 Providing and fixing baal vaive (with unsoldered copper ball ) made to
BBS 1212 (S No. 6 PNo. 18 Il 314" dia 29084 ) No 291
— — ‘ . y : N
10 ] Providing and fixing eleciric motor 1/2" horse power ifc pumping se 14201 No 14301
made 1 H.P etc.
Total : 40994

Amount Total {CSR}
Part"A"

Part "B"

% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




‘ BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance of
the Bidding Documents).

(a). Name of Procuring Agency:-  Executive Engineer (Education Works)
Division Shikarpur.

b). Brief Description of Works:-  REHABLITATION OF POLLING STATIONS OF

DISTRICT SHIKARPUR REHABLITATION OF WASH
ROOMS & SANITARY WORKS

(PACKAGE NO:21)

GPS Ishaque Daro, GMS New Amrote, GPS Qalandar
Bux Bhatti, GGMS Pir Chandam, GGPS Pir Chandam,
GMS Tarai, GPS Shango Rahooja, GGPS Arain, GPS
Chaneeh Ji Wand.

(c).Procuring Agency’s address:- Executive Engineer (Education Works) Division Shikarpur
Near GBHS No.ll Shikarpur.

id). Estimated Cost:-_ 0.900 ( Millions).

(e). Amount of Bid Security:- 5% (Fill in lump sum)
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 90 Days (Not more than sixty days).

(g).Security Deposit:-(including bid security):- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time ;- As Per NIT

(i). Venue, Time, and Date of Bid Opening:- Near GBHS | (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 1 Month
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost per
day of delay, but total not exceeding 10%).

(m). Deposit Receipt No: Date: Amount:Rs:

Bank _ 3

(n) D.R.NO: DATED:- . Amounit 1000 /-(Rupees: One Thousand only).
(0). Tender issued to Mr. / M/s . Govt: Contractor.

, /
/

 EXECUTIVE ENGINEER
%Aﬂou WORKS DIVISION
, SHIKARPUR




-

BILL OF QUANTITY
NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GPS Ishaque Daro

QNTY DESCRIPTION RATE

UNIT

AMOUNT

SN
O:
A PART-A (CIVIL WORK)

Excavation in foundation of building bridges & other structure with
1 158 |excavated lead upto one chain and lift uplo S'feet In ordinary Soil| 3176.25
(S.|.No:18{b}-P/14)

%0cft

501.85

5 " Cement Concrete brick or sione ballast 11/2" to 2" guage Ratio 1:5:10.

{5.1.N0:4@-P/21) 8694 .95

%.Cft

3,825.78

3 194 Pacca brick work in Foundation and plinth in cement sand mortor 1:6

(S.1.No:4-P/20) 11948.36

%. Sft

23,179.82

4 95 Peroviding Hard Murrum poderiy fine base dressing watering leveling &

. 1834.75
compecting elc complete.

%.Sft

458.69

Reinforced cement concrete work including all labour and material except
5 16 the cost of steel Reinforcement and its iabour for bending and binding which
will be paid separately. This rates also includes all kind of forms moulds
lifting shuitering curring ratio (1;2:4:)

337

Pcit

5,392.00

5 45 Filling watering and ramming earth under floor with New Surface excavated

from out side lead upto one chain and lift upic 5" feet. 3630

%o Cft"

166.98

Pacca brick work in ground floor with {1:6) ratio in cement sand
116
! mortar.(S.I.NO:5 &,P.NO:21) 12674.36

% Cft:

14,702.26

8 0.85  |Supplying and Fixing Tears at Site 3575

P.Cwt:

2.323.75

Erection rolled steel beams or cld ralls in roofs etc erection ang fixing in
9 065 position.{S..NO.6 . P.NO.91) 186.34

P.Cwt

121.12

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
10 | 42.08 |coating sand blinded, provided over one layer of 12" x 6"x2" lilss laid in 1:6| 7607.25
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing etc, (SINO.2 P NG 33}

% Sft:

3.201.13

Praviding and laying single per layer of polythene sheet 0.13 mm thick for
" 42 |water profing as per specification and instructions of Engineer incharge. 107
{S.NC.38 P.NO.38)

P. St

449.40

P/F G.I frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet i/c welded hings and and fixing and fixing at site with
12 17 |necessary hold fasts, filing with cement sand sturry of ratic 1:5 and| 2289
repairing repairing the jambs, The cost also i/c all carriage, too!s and plants
used in making and fixing (S.|.NQ 29 P NQ 83}

P.cft:

3,891.30

PiF G.! frame { Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20

guage G.| sheet ifc welded hings and and fixing and fixing at sile with

13 18 [necessary hold fasts, filing with cement sand slurry of raio 1:6 and|  240.5

repairing repairing the jambs, The cost also ic all carriage, tools and plants
ed in making and fixing (S.L.NQ.28,P NC 93}

P.Rft:

4,329.00

Supplying & Fixing in position Iron/ stee! grill of 3/4 x 1/4" size flat iron of
14 5 approved design including: painying 3 coats etc complete (weight not to be| 1805
less than 3.7 Lbs/ sq feet of finishing arill (5.1 No:.26 P No:93)

P.Sft

902.50

15 503 |Cement plaster {1:6) ratio upto 20" height 1/2" thick {S.I NC:13,P NG:52). 2206.6

%Sf

11,099.20

16 503 |Cement plaster 1:4 upto 20’ ft: height ground floor 3/8" thick. 2197.52

%oSHt

11,053.53

17 28 Providing and aying 1" thick Topping cement concrete (1:2:4} including 4411.82
surface finishing and panels (S.1 NO 16 P.NO 42} )

%St

1,235.31

Providing and laying 1" thick Topping cement concrete (1:2:4) including

32755
surface finishing and panels {S.| NO 16 P.NC 42)

%St

491.33

First class decdar wood wrought joinary in doors and windows etc fixed in
position if¢ chowkats hold fasts hinges, iron towers bolts,.chocks cleats 851
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully glazed {b) 1-3/4" (5.1 No:7 P. Mo: 58}

P.Sft

11,814.00

20 50 |White washing Three Coats {S.|.NO:26,P.NC-54) 829.85

% Sft

414.98

4l 365  |Colour washing Twe Coats {S.1.N0:25 P.NO:54) 859.9

% Sit

3,138,684

2 5o |Painting to doors and windows any type Tnree Coats (SLNOA( Cf 540 49
), P.NO:68Y

% Sft

1,481.49

Painting Guard bars, gates iron bars, grating .railings including standard 197083

2 16 braces etc) and similar open work (S.1.NO:4{ d).P.NC:69) (Three Coals).

% Sft

20333

Fabrication of Tar steel reinforcement for cement concrete including cutting
24 0.714 |bending and laying in position making joints and fastening including the cost|  5001.7
of binding wire also includes removal of rust from bars. (S.1.No:8(b)-P/16)

P.Cwi

3,571.21

TOTAL

108,049




WATER SUPPLY & SANITARY WORK
PART-B : PLUMBING WORKS
Sé’,‘ QNTY DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 18" clear cpening between flusing rims
and 3 gallons flushing tank with 4" dia Cl trap and CI thumble. 480260| Each 4 803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuis and 27060 ] Each 271
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with sclvent cement ic testing with water to a head
of 61 meter or 200 ft. S.L.No. 2 P.No. 23 P.H.D
- (80 mm {3"dig) 90.00{ P/Rfi 0
91100 mm {4'dia) 136.00 | P/Rit 1224
- 1125 mm {5"dia) 185.00 ] P/Rft 0
- 1150 mm (6"dia) 259.00 [ P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 | plateform of oement.concrete 1:3:6 an_d making connegtion for in-lety  g» oo Per 8795
cut-let and over flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00( PiRft 4820
1 |b} Hand Machine 4500 Each 4500
8 Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and i/c the cost of breaking through walls and
roof making goed etc painting two coats after cleaning the pipe etc
with while zink paint with pigment to match 1
- [i). 142" dia pipe 73.21 PIR# -
- |ii}. 34" dia pipe 95.79 PIRA
10 [ii). 1" dia pips 128.55 PIR% 1286
ii). 1-1/4" dia pipe 153.19 PRt -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ic cutting,
fitting and jointing with solvent cement i/ testing with water to a head
of 122 meter or 400 fi. $.1. No. 6 P.Nc. 24 PH.D
1513 mm (1/2" dia} 12.00 P/Rft 180
2519 mm (3/4" dia) 19.00 PIRft 475
- 125 mm (1" dig) 27.00 P/Rft
26 mm (1 1/4" dia) 33.00 PIRf
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
11 oattern S LNo. 1 P.No. 18 3892 1 No 349
9 Providing and fixing baal valve (with unseldered copper ball ) made to
1|B8S 1212 (S.1.Ne. 6 P.Nc. 18 Il 314" dia 2084 | No 29
10 ’ Providing and fixing electric moler 1/2" horse pawer i/c pumping set 14901 No 14201
made 1 H.P etc.
Totai : 40994
Amount Total (CSR)
Part"A" % Above / Below Total Amount
Part "B" % Above / Below Total Amount

CONTRACTOR

Total "A+B"




BILL OF QUANTITY
NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GMS New Amrote
SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other stucture with
1 158 |excavaied lead upto one chain and 'ift upto 5'est. 'n ordnary Soil[ 3176.25 %0cft 501.85
(S.I.Nc:18(b}-P/14)
Cement Concrete brick or stone ballast 11/2" 1o 2" guage Ratio 1:5:10. 0
2 44 (5.1 No: 40.P121) 8694.95 %.Cft 3,825.78
3 194 P;Trﬁo.zigzg\;ork in Foundation and plinth in cement sand mortor 1:6 11948.36 % St 23.179.82
4 25 Porowdlqg Hard Murrum poderly fine base dressing watering leveling & 183475 o Sft 458,60
compecting etc complete.
Reinforced cement concrete work including all labour and material except
5 16 lh_e cost of‘ steel Reinforcem_ent and its Iab_our for bendiljg and binding which 337 Peft 5.382.00
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring ratio {1:2:4:)
5 6 Filling watgrmg and ramming ea.xrth undgr ficor \Imth New Surface excavated 3630 %0 Cft' 166.98
from out side lead upto one chain and lift upto 5 feet.
Pacca brick work in ground floor with (1:8) ralio in cement sand o
7 116 moar (.. NOS & P.NG:21 12674.3% % Ct: 14,702.26
g (.65 |Supplying and Fixing Tears at Site 3575 P.Cwt: 232375
g 0,65 Erection rolled steel heams or old rails in roofs efc erection and fixing in 186.34 P Cut: 121.12

position.(S..NO.6 . P.NO.91)

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
10 | 4208 |coating sand blinded, provided over one layer of 12" x 8"x2" tiles laid in 1:6] 7607.25 | % Sft 3,20113
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing etg, (SINQ.2 P.NG 3

Providing and laying single per layer of polythene sheet 0.13 mm thick for
" 42 |water profing as per specification and instructions of Engineer incharge. 10.7 P. Sft: 448.40
{S.N0.38.P.NO.38)

P/F G.I frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ¥c welded hings and and fixing and fixing at site with
12 17 |necessary hold fasts, filing with cement sand slumy of ratio 1:6 and| 2289 P.cit 3,891.20
repairing repairing the jambs, The cost also ifc ali carriage, tools and plants
used in making and fixina (5.1.NO .28 P.NO.OH

PiF G.I frame f Choukats of size 7 x 2" or 4 1/2" x3' for windows using 20
guage G.! sheet i/c welded hings and and fixing and fixing at site with
13 18 |necessary hald fasts, filing with cement sand slumry of ratio 1:6 and|  240.5 P.Rit: 4,329.00
repamng repairing the jambs, The cost also ifc all carriage, tools and plants
d fixing (S LNC.28 P.NQ,O3)

Supplying & Fixing in positien Iron/ steel grill of 3/4 x 1/4" size flat iron of

14 5 approved design including: painying 3 coats etc complete (weight noi to be| ~ 180.5 P.Sft 902.50
less than 3.7 Lbs/ sq feet of finishing grilt (S.1 No:.26 P.No:93}

15 503 [Cement plaster (1:6) ratio upto 20" height 1/2" thick.(S.],NO:13,P.NO:52). 2206.6 %5t 11,089.20

16 503 [Cement plaster 1:4 upto 20" ft; height ground floor 3/8" thick. 2197.52 %5 11,053.53

Providing and laying 1" thick Topping cement concrete (1:2:4) inchiding

4411, %St 1,235.31
7 2 surface finishing 2nd panels (S| NO 16 P.NO 42} 182 o3
18 15 Providing and laying 1" thick Topping cement concrete (1:2:4) including 4975 5 it 491.33

surface finishing and panels {5.I NQ 16 P.NO 42)

First class deodar wood wrought joinary in doors and windows etc fixed in
19 14 position ifc chowkats hold fasts hinges, iron towers bolts,chocks cleals 851 P S 11,914.00
handles and cords with hocks, etc. Deodar panelled or panelled and glazed,
or fully glazed {b) 1-3/4" {$.1 No:7 P, Ma: 58)

20 50  |White washing Three Coats (S.INO;26 P.NO:54) 829.95 % Sft 414.98
21 365 |Colour washing Two Coats (5.1.NG;25,P.NO:54) 853.9 % St 3,138.64
7 70 )P:u;}ggs;)o docrs and windows any type Three Coats [S.INO4{ C 2116.41 % Sit 148149

Painting Guard bars, gates iron bars, grating ,railings including standard

1270. % St 203.33
braces etc) and similar open work (3.1.NO:4( d).P.NC:69) (Three Coats), 21083 %3

23 16

Fabrication of Tar steel reinforcement for cement concrete including cutling
24 [ 0.714  jbending and laying in position making joints and fastening including the cost|  5001.7 P.Cwt 3,571.21

of binding wira also includes removal of rust from bars. (S.1.No:8(b)-P/16}

TOTAL 108,049




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
and 3 gallons flushing tank with 4" dia Cl trap and C! thumble. 480260 | Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 27060 | Each 27
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutling,
fitting and jointing with solvent cement i/c testing with water to a head
of 61 meter or 200 ft. S.iNo. 2 P.No. 23P.H.D
- |80 mm {3"dia) 90.00 | P/Rft 0
9 |100 mm {4"dia) 136.00 | P/Rft 1224
- |125 mm (5'dia) 185.00 | P/Rdt 0
- |150 mm {6"dia) 259.00 [ P/Rit
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified i/c cost of nuts bolis and fixing in
100 plateferm of cement .concrete 136 an'd making connection for in-let 87.95 Per 8795
out-let and over flow in-let out-let flow pipes Gallen
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
B0 {a). Filter + Boaring 77.00| P/Rf 4620
1 |b) Hand Machine 4500| Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cuiting and
fitings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats afier cleaning the pipe elc
with white zink paint with pigment to match t
- |iy. 112" dig pipe 73.21 PiRit -
- lii}. 3/4" dia pipe 95.79 PIRft
10 [}, 1" dia pipe 128.55 PIRft 1288
). 1-1/4" dia pipe 183.18 PIRft
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 #. S.1. No. 6 P.No. 24 PHD
15113 mm (1/2" dia) 12.00 PIRft 180
2519 mm {3/4" dia) 19.00 P/Rft 475
- |25 mm (1" dia) 27.00 PiRft -
26 mm {1 1/4" dia) 33.00 P/Rft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
! pattern S.1.No. 1 P.No. 16 4892 | Mo 349
8 Providing and fixing baal valve (with unsaldered copper ball ) made to
' BRS 1212 (S.L.No. 6 P.No. 18 Il 314" dia 26084 | Mo 291
idfi fixi i 1/2" horse i’c pumping set
10 ’ Providing and fixing electric motor orse power ¢ pumping se 14901 No 14201
made 1 H.P eic.
Total . 40994
Amount Total {CSR)
Part"A" % Above / Below Total Amount
Part"B" % Above / Below Total Amount

CONTRACTOR

Tatal "A+B"




NAME OF WORK : -

BILL OF QUANTITY

alandar Bux Bhatti

REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS
|guo ITEM OF WORK QTy: T RATE J;um-r

AMOUNT —|

1

10

11

12

13

14

16

16

Dismantling cement congrete plain 1:2:4 (5 No.19 C P-10)
Remaving cement or lime plaster (S..NO.53 P.NC.13)

Dismantling brick work in lime or cemeni mertar ($.L.NO.13 P.NO.10)

Excavation in foundation of building bridges and other structure lic
dagbelling dressing reflling around the excavated earth watering
ramming lead upto one chain and lift upto 5' feet.

Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio in
cement sand mortar.

Ratio 1:5:0
Pacca brick work in Foundation and Plinth 1.8 .(S..NO:4 E,P.NO:21)

Reinforced cement concrete work including all labour and material
except the cost of steel Reinforcement and its labour for bending and
binding which will be paid separately. This rates also includes all kind
of forms moulds lifting shuttering curring ratio {1,2;4;)

Fabrication of mild steel reinforcement for cement concrete including
cutting bending binding and laying in position making joints fastening
including the cost of steel binding wire {also includes remaval of rust
from bars) (5.1.NO:B{A) P.NO:1T7).

Pacca brick work in ground floor with {1:6) ratio in cement sand
mortar {S.L.NO.5 e, P.NO:21)}

Applying floating coat of Cement 1/32" thick. {S.NC.14 P.NQ.53)

Cement plaster (1:6) ratic upto 20' height 1/2"
thick.(S.1.NO:13,P NO:52).

Cement plaster 1:4 upto 20 ft; height ground floor 3/8” thick.
Cement concret plain including placing compecting , finishing &
curing, complete {I/c screening & washing of stona aggregate

without shuttering {(S.No: 5 (a) P.No: 16} RATIO 1:2:4

Laying floor of approved with glazed tile 1/4" thick in white cement
1:2 over 3/4' thick cement moror 1:2 complete (S.1.No:24 P.No: 43)

White glazed tiles 1/4" thick dado jointed in white cement and laid
over 1:2 cement sand moriar 3/4" thick including finishing. (S.NO.38
P.NO.45)

Providing and laying 1" thick Topping cement concrete (1:2:4}

_including surface finishing and panels (S.I NO 16 P.NO 42)

17

18

First class deodar wood wrought joinary in doors and windows
etc fixed in position ifc chowkats hold fasts hinges, iron towers
bolts,chocks cleats handles and cords with hooks, etc. Deodar
panglled or panelled and glazed, or fully glazed (b) 1-3/4" (5.l
No:7 P. No; 58)

Supplying & Fixing in position lren/ steal grill of 3/4 x 1/4" size flat iron
of approved design including: painying 3 coats etc complete (weight
not to be less than 3.7 Lbs/ sq feet of finishing grill (S.| No:.26

P .No:93)

10.0

124.0

21.0

B8.0

7.0

92.0

7.0

0.3

7.0

1240

298

174

47.05

36.00

15.00

3.00

3.00

3327.50 %Cft 333=
12100 %CH: Rs 150/=
128565 % Cft: Rs 270/=
3176.25 %OCH Rs 280/=
8694,95 %Cft Rs: 609/=
11948.36 %Cft Rs: 10992/=
33700 Pcft Rs: 2359/=
500170 P.Cwt: Rs: 1561/=
12674.36 % Cft: Rs: 887i=
660.00 %.Sft. Rs: 818/=
2206.60 %5ft Rs: 6577/=
2197.52 %Sft Rs: 3824/=
14429.25 %Sft Rs: 1154/=
27678.86 % Sft Rs: 13023/=
28253.61 % Sft Rs: 10171/=
3275.50 %Sft Rs: 491/=
851.00 P.Sft Rs: 2553/=
180.50 P.Sft Rs: 5421=
[ ToTAL = 56504/=_|




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
2 and 3 gallons flushing tank with 4" dia Cl trap and G thumble. 480260 | Each 9,605
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
2 lwith access doors rubber washer 1/8” thick and buits and nuts and 270.60] Each 541
exira painting to match the celour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench i/c cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 mater or 200 {t. S.1.No. ZP.No. 23 P HD
80 mm {3"dia) 90.0C| P/Rft
8 (100 mm (4"dia) 136.001 P/Rit 1088
125 mm (5"dia} 185.00 | P/RR 0
150 mm (6"dia) 250.00{ PIRft
4 Supplying and fixing in position brass bib cocks 3/4" dia standard
2 pattern S.1.No. 1 P.No, 16 348.92 No 598
5 Providing and fixing baal valve {with unscldered copper ball ) made to 8
21885 1212 {S..No. 6 P.No. 18 I} 314" dia 290.84 ) No 5
6 Providing and fixing electric motor 1/2° horse power ¢ pumping set
! made 1 H.P ete. 14201 | Mo 14201
7 Providing installing hand pump machine e boaring with wocden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00| PIRA 4620
1 |b) Hand Machine 45001 Each 4500
8 Providing Laying UPVC pipes of Class "D" fixing in french ifc cutting,
fitting and jointing with solvent cement i/c testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 P.H.D
20 13 mm (12" dia) 12.00 PIRft 240
40 119 mm (374" dia) 19.00 P/Rft 760
25 mm (1" dia) 27.00 P/Rft -
- 26 mm (1 1/4" dia) 33.00 PRIt
Total 36835

Amount Total (CSR)

Part "A"

Part "B"

% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GGMS Pir Chandam

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

216

Excavation in foundation of building bridges & other structure with excavated
lead upto one chain and lift upto 5'feet. In ordinary Soil. {S.1.N0:18(b)-P/14)

3176.25

%0cft

686.07

64

Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
(S.).No:4G-P121}

8694.95

%.Cft

5564.768

271

Pacca brick werk in Foundation and plinth in cement sand morior 1:6
(S .1.No:4-P/20)

11848.36

%.Sft

32380.0556

44

Poroviding Hard Murrum poderly fine base dressing watering leveling &

1834.75

% .St

807.29

Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labeur for bending and binding which
wili be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring ratio (1:2:4:)

0.714

337

Peft

5392

Fabrication of Tar steel reinforcement for cement concrete including cutfing
bending and laying in position making joints and fastening including the cost
of binding wire also includes removal of rust from bars. (S..N0:8(b)-P/16)

5001.7

P.Cwt

3571.2138

82

Filling watering and ramming earth under floor with New Surface excavated
from out side lead upto one chain and fift upto 5' feet

3630

%a Cft"

333.96

204

Pacca brick werk in ground floor with {1:6) ratio in cement sand
mortar.{S.I.NC:5 e, P.NC:21)

12674.36

% Cit

25855.6944

1.3

Supplving and Fixing Tears af Site

3575

P.Cwt

4647.5

1.3

Erection rolled steel beams or old rails in roofs etc erection and fixing in
position.(S.I.NO.6 . P.NO.91)

186.34

P.Cwt

242.242

80

Second class tiles rocfing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 172" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x §"x2" files faid in 1.6
cement mortar including 1:2 cement pointing under neath of tiles complete
ingluding curing efc, (S.LNO.2 P.NO.33}

7607.25

% Sit:

6085.8

12

80

Praviding and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
(S.NO.38.P.NO.38}

10.7

P. Sft:

856

32

P{F G.l frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.l sheet iic welded hings and and fixing and fixing af site with
necessary hold fasts, filling with cement sand slurry of ratic 1:6 and repairing
repairing the jambs, The cost also i/c all carriage, fools and plants used in
making and fixing (S.LNOG,29.P NO 93)

228.9

P.cft:

7324.8

24

PiF G.l frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
quage G.| sheet ilc welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also ifc all carriage, fools and plants used in
making ang fixing (SINC 28 P NG .93

240.5

P.Rit:

5772

15

12

Supplying & Fixing in position Iron/ steel grill of 344 x 1/4" size flat iron cf
approved design including: painying 3 coats etc complete (weight not to be
less than 3.7 Lbs/ sq feet of finishing grill (S.| No:.26 P.N:93)

180.5

P.Sft

2166

18

112

Cemant plaster {1:6) ratio upto 20" height 1/2" thick {S..NO:13,P.NO:52},

2206.6

%St

2471.392

17

504

Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick.

2197.562

%St

17668.0608

18

55

Cement Concrete Plain compacting finishing curring etc and washing
aggregate without shuttzring (S.1.No:5-P/15)

14429.25

%.cft

7536.0875

19

18

Providing and !aying 1" thick Topping cement concrete (1:2:4} including
surface finishing and panels (5. NO 16 P.NO 42)

3275.6

%St

589.59

20

2708

First class deodar wood wrought joinary in doors and windows et fixed in
position i chowkats hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with hooks, etc. Decdar panelled or panelied and glazed,
or fully glazed (b} 1-3/4" (S.INo:7 P. No: 581

851

P.sft

23045.08

21

70

Painting to doors and windows any type Three Coats {SINO4{ C
},P.NO:68}

2116.41

% St

1481487

22

33

Painting Guard bars, gates iren bars, grating ,railings including standard

braces etc) and similar open work (S.I.NO:4( d).P NO:68) (Three Coats).

1270.83

% Sft

419.373%

TOTAL

155,296




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

iﬁ QNTY PESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 480260 Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270.60 | Each 271
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutling,
fiting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.I.No. 2P.No. 23 P.H.D
- {80 mm (3"dia) 80.00 | P/Rft 0
9 [100 mm (4"dia) 136.00 [ P/RA 1224
- 125 mm (5"dia) 185.00 | P/Rft 0
- [150 mm (8"dia) 259.00 | PIRR
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 plateform of cement concrete 1:3:6 and making connection for in-letf a2 g5 Per 8795
out-let and over flow in-let out-let flow pipes ' Gallon
5 Providing installing hand pump machine i/c boaring with weoden sheo
and C.C plate form.
60 | a). Filter + Boaring 77.00 | PiRit 4620
1 |b} Hand Machine 4500 | Each 4500
6 Providing G! pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cast of breaking threugh walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to match {
- ). 1/2" dia pipe 73.2% PIRft
- |ii}. 3/4" dia pipe 95.79 PiRft
10 [ii}. 1" dia pipe 128.55 P/Rit 1286
- ii). 1-1/4" dia pipe 153.19 P/Rit -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement i/ testing with water to a head
of 122 meter or 400 ft. S.1. No. § P.No. 24 PH.D
1513 mm (1/2" dia) 12.00 P/Rf 180
25|19 mm (34" dia) 19.00 P/Rft 475
- |25 mm (1" dia) 27.00 P/RIt -
28 mm {1 1/4" dia) 33.00 P/R#t
8 Supplying and fixing in position brass bit cocks 3/4" dia standard
1| patter 5..No. 1 P.No. 16 4892 | No 89
9 Providing and fixing baal valve {with unsoldered copper ball } made to
1 |BRS 1212 (S.1.No. 6 P.No, 18 1l 3/4" dia 29084 | No 291
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
Tmade 1 HP etc. 14201 No 14201
Total : 40994
Amount Total (CSR)
Part"A" % Above fBelow Total Amount
Part"B" % Above /Below Total Amount
Total " A+B"

CONTRACTOR




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GGPS Pir Chandam
SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with excavated o
8.
! 216 lead upto one chain and lift upto 5'feet. In ordinary Soil. (S. No:18(b}-P/14) 3176.25 o0t 686.07
Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10. o 4768
2 G54 (5. NG4E-PI21) 8694.95 %.Cfi 5564.
3 971 f;(lzcr:jlo.;:rg:;g;!ork in Foundation and plinth in cement sand mertor 1.6 11948 36 o Sh 19380.0556
4 44 Paraviding Hard Murrum poderly fine base dressing watering leveling & 1834.75 %.Sft 807.29
Reinforced cement concreie work including all labour and material excepi;
5 16 thg cost ofsteel Reinforcemgnt and its Iabpurfor bendir}g and binding which 137 Poft 5392
will be paid separately. This rates alsc includes all kind of forms moulds
lifting shuttering curring ratio (1;2:4:}
Fabrication of Tar steel reinforcement for cement concrete including cutting
6 0.714  [bending and laying in positicn making joints and fastening including the cost|  £001.7 P.Cwt 3571.2138
of binding wire also includes removal of rust from bars, (S.1.No:8(b}-P/16)
Filling wateting and ramming earth under floor with New Surface excavated o "
2 [Mi 333.86
! ° from out side 'ead upto one chain and litupto 5' feet 3630 o
Pacca brick work in ground floor with (1:6) ratio In cement sand .
204 12674. % Cft: 25855,
s mortar {S..NO:5 &,P.NO:21) 7436 | % 644
g 1.3 Supplying and Fixing Tears at Site 3575 P.owt 48475
Erection rolled steel beams or cld rails in rocfs etc erection and fixing in
. 186. Cwt 242242
0] " | aosifon(SINO6. PNOST 8634 | PLw
Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping aver 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bilumen
1 80  |coating sand blinded, provided over one layer of 12" x 6"x2" tiles laid in 1:6| 7607.25 | % Sft 6085.8
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing efe, (SLNO.2 P.NO.33}
Providing and laying single per layer cf polythene sheet 0.13 mm thick for
12 80  [water profing as per specification and instructions of Engineer incharge. 10.7 P. St 858
(8.NO.38 P.NO.38}
PIF G.i frame / Choukats of size 7" x 2" or 4 1/2" x¥ for doors using 20
guage G.| sheet iic welded hings and and fixing and fixing at site with
13 32 |necessary hold fasts, filling with cement sand sturry of ratio 1:6 and repairing| ~ 228.9 P.cft 7324.8
repairing the jambs, The cost also ifc all carriage, tools and plants used in
d fixina (SLNG 298 NG .93
PIF G.! frame / Choukats of size 7" x 2" or 4 172" x3' for windows using 20
guage G.| sheet iic welded hings and and fixing and fixing at site with
14 24 |necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing| ~ 240.5 P.Rft: 5772
repairing the jambs, The cost alsc ifc all carriage, tools and plants used in
making and fixing {S..NO.28.P NO 83
Supplying & Fixing in position Iron/ stee! gritt of 3/4 x 1/4" size flat iron of
15 12 |approved design including; painying 3 coats etc complete (weight not to be| ~ 180.5 P.Sit 2166
less than 3.7 Lbs/ sq feet of finishing grill (S.) No:.26 P.No:33)
18 112 [Cement plaster {1:6) rafic upto 20 height 1/2" thick {S.LNO:13,P.NO:52). 2206.6 %5f 2471.392
17 804  |Cement plaster 1:4 upio 20" ft; height ground floor 3/8" thick. 2197.52 %St 17668.0608
18 55 Cement Copcrete Plaln. compacting finishing curfing etc and washing 14428 95 o it 7036.0875
aggregate without shuftering (S.1.No:5-P/15)
19 18 Providing .ansi laying 1" thick Topping cement concrete (1:2:4) including 19755 %St 589,59
surface finishing and panels (S.1 NO 16 P.NC 42)
First class deodar wood wrought joinary in doors and windows etc fixed in
20 3708 position ifc chowka}s hold fasts hinges, iron towers bolts,chocks cleats 851 P Sit 23045.08
handtes and cords with hooks, etc. Deodar panelled or panelled and glazed,
orfully glazed {b) 1-3/4" {S.1 No'7 P. No: 58)
21 70 }Psimggeat)o doors and windows any type Three Coats (S.INO:4( C 2116.41 o S 1481.487
Painting Guard bars, gates iron bars, grating ,railings including standard 1270.83 5, Sit 4193739
2 3 braces etc} and similar open work (S..NC:4{ d).P.NQ:69) (Three Ccats}, 0. 5 ’
TOTAL 155,206




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

SN anty DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and CI thumble. 4.80250| Each 4,803
1
2 Providing and fixing 4'xd'x4" dia C.| branch of the required degree
1 {with access doors rubber washer 1/8" thick and builts and nuts and 270.60§ Each i
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement /¢ testing with water to a head
of 61 mater or 200 ft S.1.No. 2 P.No. 23P.HD
- [80 mm (3"dia) 90.00 | PIRit 0
9 [100 mm (4"dia) 136.00 | P/Rft 1224
- {125 mm (5"dia) 185.00 ] P/Rft 0
- 1150 mm (6"dia) 255.00| P/Rf
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
1qq [Plateform of cement.concrete 1:3:6 arjd making connection for in-lety g7 9o Per 8795
out-let and over flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
80 |a). Filter + Boaring 77.00] P/Rft 4820
1 |b) Hand Machine 4500| Each 4500
6 Providing G pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coals after cleaning the pipe ete
with white zink paint with pigment to match t
- |)). 1/2" dia pipe 7N PiRft
- |ii). 34" dia pipe 95.79 FiRft -
10 [ii}. 1" dia pipe 128.55 P/RA 1286
ii). 1-1/4" dia pipe 153.19 PiRft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement i/e testing with water te a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 PHD
15 [13 mm (1/2" dia) 12.00 PiRft 180
25 (19 mm (3/4" dia) 18.00 PiRft 475
- |25 mm (1" dia) 27.00 PIRft -
26 mmn (1 144" dia} 33.00 P/Rf
8 Supplying and fixing in pesition brass bib cocks 3/4" dia standard
L pattern 8.1.No. 1 P.No. 16 348.92 No 349
9 Providing and fixing baal valve (with unsoldered copper ball } made to
11885 1212 (5.1.No. 6 P.No. 18 I 314" dia 20084 | Mo 291
10 Providing and fixing electric motor 1/2" horse power i/c pumping set
imade 1H.9 elc. 14201 No 14201
Total : 40994
Amount Total (CSR)
Part "A" % Above / Below ___ Total Amount
Part "B" % Above / Below Total Amount
Total "A+B"

CONTRACTOR




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GMS Tarai
SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavafion in foundation of building bridges & other structure with excavated o
! 216 lead upto one chain and lift upto 5'feet. In ordinary Soil, (S.1.No:18(b)-P/14} 3176.25 Yo0ctt 586.07
Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10. o 4,768
2 64 (S LN0ABPIY) 8684 85 %.Ct 5564.76
3 971 fsa:{:c!\‘lac}'lir;:;; (;.;rork in Foundation and plinth in cement sand mortor 1:6 11948.36 % St 12380.0556
4 44 Porgviding Hard Murrum podearly fine base dressing watering leveling & 1834.76 %St 807.28
Reinforced cement concrete work including all labour and material except
5 16 th’e cost of steel Relnforcerqent and its %al?ourfor bendlpg and binding which 337 Peft 5392
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring ratio (1:2:4;}
Fabrication of Tar steel reinforcement for cement concrete including cutting
6 0.714  |bending and laying in position making joints and fastening including the cost|  5001.7 P.Cwt 3571.2138
of binding wire also includes remova! of rust from bars. (S.|.No:8(b)-P/16}
7 a2 Filling wat‘ermg and ramming egnh unc.jer floor with New Surface excavated 2630 %0 Cf" 323,95
from out side lead upto one chain and lift upto 5' feet.
Pacca brick work in ground floor with {1:5) ratic in cement sand
8 204 ' % Cft: 25855,
mortar.(S.|.NO:5 &,P.NO:21) 12674.36 | % Oft 5855,6944
g 1.3 |Supplying and Fixing Tears at Site 3575 P.Cwt: 4647.5
Erection roiled steel beams or old rails in roofs etc erection and fixing in
1 13 . LCwit; .
0 position.(S.LNO6 . P.NO.91) 18634 | PCw 242242
Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 172" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
1 B0 |coating sand blinded, provided over one ‘ayer of 12" x 6'x2" files laid in 1:6| 7607.25 [ % Sft 6085.8
cement morar including 1:2 cement pointing under neath of tiles complete
Including curing efc, {S | NG.2 P NO.331
Providing and laying single per layer of polythene sheet 0.13 mm thick for
12 80  |water profing as per specification and instructions of Engineer incharge. 10.7 P. Sft: 856
{S.NO.38.P.NC.386}
PIF G| frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| shest i/c welded hings and and fixing and fixing at site with
13 32 |necessary hold fasts, filing with cement sand slurry of ratio 1:6 and repairing| ~ 228.9 P.cft 7324.8
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making and fixing {S.LNG 29, P NC.93)
PiF G.i frame ! Choukats of size 7" x 2" or 4 172" x3' for windows using 20
guage G.| sheet ilc welded hings and and fixing and fixing at site with
14 24 |necessary hold fasts, filing with cement sand slurry of ratio 1.6 and repairing| ~ 240.5 P.Rit: 5172
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making and fixing, (S [ NC .28 P NO 931
Suppiying & Fixing in position Iron/ stegl grill of 3/4 x 1/4" size flat iron ¢ff
15 12 |approved design including: painying 3 ccals etc complete (weight not to be|  180.5 P.Sit 2166
less than 3.7 Lbs/ sq feet of finishing grill {S. No:.26 P.N0o:93}
18 112 |Cement plaster (1:6} ratio upto 20" height 1/2" thick (S.L.NO:13,P.NO:52), 2206.6 %St 2471.362
17 804  [Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick. 2197.52 %St 17668.0608
Cement Concrete Plzin compacting finishing curring etc and washing o 0875
18 % agareqale without shuttering {S.1.No:5-P/15) 14420.25 .ol 7936,
Providing and laying 1" thick Topping cement concrete (1:2:4) including o
19 18 . % 589.5%
surface finishing and panels (S.| NO 16 P.NO 42) 32758 oSt
First class deodar wood wrought jeinary in doors and windows ef¢ fixed in
20 97.08 position i chowka_ts hold fasts hinges, iron towers bolts,chocks Cleats 851 P St 23045.08
handles and cords with hooks, etc. Deodar panefled or panelled and glazed,
or fully alazed {b) 1-3/4" (S.| No:7 P. No: 58}
oy 70 ;Dgugltggsat)o doors and windows any type Three Coats (S.INC:4{ C 9116.44 o St 1481.487
Painting Guard bars, gates iron bars, grating ,railings including standard 1270.83 5 419.3738
2 5 braces etc} and similar open work {S..NO:4( d).P.NO:69} {Three Coats). ' b Sf ’
TOTAL 155,296




WATER SUPPLY & SANITARY WORK

PART- B : PLUMBING WORKS

1 anry DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 gallens flushing tank with 4" dia Cl trap and CI thumble. 4802.60| Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 [with access doors rubber washer 1/8" thick and builts and nuts and 270.60 | Each 271
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 f S.1.No. 2P.No. 23 P.HD
- i80 mm {3"dia} 90.00 | P/RA 0
g [100 mm (4"dia) 135.00| P/Rft 1224
- 1125 mm {5"dia) 185.00 ) PIRft 0
- [150 mm (5" dia) 2569.00| P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 | Plateform of cementlconcrete 1:3:6 and making connection for in-letf o ¢ Per 8795
out-let and over flow in-let out-let flow pioes Gallen
5 Providing instaliing hand pump machine i/c boaring with wooden sheo
and C.C plate form.
60 1a). Filter + Boaring 7700 PRt 4620
1 |b) Hand Machine 4500| Each 4500
6 Providing Gl pipes specials and clamps elfc including fixing cutling and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe efc
with white zink paint with pigment to match t
- [i). 1/2" dia pipe 73.21 P/Rft -
- [ii}. 3/4" dia pipe 85.79 PIRft
10 |if). 1" dia pipe 128.55 P/Rft 1286
if). 1-1/4" dia pipe 153.19 P/Rft
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutling,
fitting and jointing with solvent cement i/c testing with water to a head
of 122 meter or 40C ft. 8.1 No. 6 P.No. 24 PH.D
15113 mm (1/2" dia) 12.00 PiRft 180
25|19 mm (3/4" dia) 19.00 PIRf 475
- [25 mm (1" dia) 27.00 PiRft
26 mm (1 1/4" dia) 33.00 P/RfA
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
! |pattern S..No. 1 P.No. 16 4882 | MNo 49
9 Providing and fixing baal valve {with unsoldered copper ball ) made to
11BBS 1212 (S..No. & P-No. 1811 314" dia 20084 | No 21
10 Providing and fixing electric motor 1/2" horse power i/c pumping set
1 made 1 H.P etc, 14201 No 14201
Total : 40994
Amount Total (CSR)
Part"A" % Above /Below Total Amount
Part "B" % Above /Below Total Amount
Total "A+B"

CONTRACTOR




BILL. OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATICNS OF DISTRICT SHIKARPUR

GPS Shango Rahooja

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

)
L S

218

Excavation in foundation of building bridges & other structure with excavated
lead upto one chain and lift upto 5'feet. In ordinary Soil. (S.1.No:18{b)-Pi14)

3176.25

%0cft

6686.07

64

Cement Concrete brick or stone ballast 11/2" to 2° guage Ratio 1:5:10.
(S..No:4@-Pi21)

8694.95

%.Cit

5564.768

271

Pacca brick work in Foundation and plinth in cement sand mortor 1:6
(S.1.No:4-P/20)

11948.36

%. St

32380.0556

44

Poroviding Hard Murrum poderly fine base dressing watering leveling &

1834.75

%.Sft

807.29

Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates also includes all kind of forms moulds
lifting shutiering curring ratio (1:2:4:)

0.714

337

Pcft

5392

Fabrication of Tar steel reinforcement for cement concrete including cutting
bending and laying in position making Joints and fastening including the cost
of binding wire also includes removal of rust from bars. (S.1.No:8(b)-P/16)

5001.7

P.Cwt

3571.2138

92

Filling watering and ramming earth under floor with New Surface excavated
from out side lead upto one chain and lift upto 5' feet.

3630

‘a0 Gt

333.96

204

Pacca brick work in ground fleor with (1:6) ratio in cement sand
martar.(S.|.NO:5 e P.NO.21)

12674.36

% Cft:

25855.6%44

1.3

Supplying and Fixing Tears at Site

3575

P.Cwt:

4647.5

1.3

Erection rolled steel beams or old rails in roofs efc erection and fixing in
position.(S..NO.6 . P.NO.81)

186.34

P.Cwt

242.242

80

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping cver 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x 6'x2" tiles laid in 1:6
cement mertar including 1:2 cement pointing under neath of tiles complete
includira curing efe, (S.LNO.2 P NO.33

7607.25

% Sft;

6085.8

80

Providing and laying single per layer of polythens sheet .13 mm thick for
water profing as per specification and instructions of Engineer incharge.
{S.NQ.38.P NC.38)

10.7

P. 5ft:

856

32

P/F G.I frame / Choukats of size 7 x 2" or 4 1/2" x3 for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing &t site with
necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also i/c all carriage, tools and plants used in
making and fixing {S.LNO.29.P NO.93)

2289

P.cft:

73248

14

24

P/F G.| frame / Choukats of size 7" x 2" or 4 172" x3' for windows using 20
guage G.| sheet i/ic welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also ifc all camiage, tools and plants used in
making ard fixing (S| NC 28,5 NG 93)

240.5

P.Rft:

5772

15

12

Supplying & Fixing in position iron/ steel grill of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats etc complete {weight not te be
less than 3.7 Lbs! sq feet of finishing grill {S.] No:.26 P.No:93}

180.5

P.Sit

2166

16

112

Cement plaster {1:6) ratio upto 20" height 1/2" thick.(S.|.NO:13,P.NC:52).

2206.6

%St

2471.392

7

804

Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick.

2197.52

%St

17668.0608

88

Cement Concrete Plain compacting finishing curring etc and washing
aggreqate without shuttering (S.1.No:5-P/15)

14429.25

%.cft

7936.0875

19

18

Providing and laying 1" thick Topping cement concrete (1:2:4} including
surface finishing and panels (5. NO 16 P.NO 42)

3275.5

%St

589.59

20

27.08

First class deodar wood wrought joinary in doors and windows efc fixed in
position ¥c chowkats hold fasts hingss, iron towers belis,chocks cleats
handles and cords with hocks, etc. Deodar panelled or panelled and glazed,
or fully glazed (b} 1-3/4" {S.1 No:7 P. No: 58)

851

P.Sit

23045.08

21

70

Palnting to doors and windows any fype Three Coats (S.LNOd{ C
LP.NC:68}

2116.41

% Sit

1481.487

22

33

Painting Guard bars, gates iron bars, grating ,railings including standard
braces tc) and similar open work (S.LNC:4( d).P.NO:69) (Three Coals).

1270.83

% Stt

419.3739

TOTAL

155,206




WATER SUPPLY & SANITARY WORK

PART- B : PLUMBING WORKS

Sé'_" QNTY DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 480260} Each 4,803
1
2 Providing and fixing 4"x4'x4" dia C.| branch of the required degree
1 iwith access doors rubber washer 1/8" thick and builts and nuts and 270.60 | Each 27
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench i%c cutting,
fitting and jointing with solvent cement ilc testing with water to a head
of 61 meter or 200 ft. S.1.No. 2 P.No. 23 PH.D
- |80 mm {3'dia) 90.00| P/Rit 0
g 100 mm (4"dia) 13600 [ P/RA 1224
- [125 mm (5"dia) 185.001 PIRit 0
- 1150 mm (8"dia) 258800 | P/RA
4 Supplyging and fixing fivre glass tank of approved quality and design
and wall ihickness as specified ifc cost of nuts boits and fixing in
100 |pateform of cement.concreie 136 aqd making connection for inlet| g7 gz Per 8795
out-let and cver fow in-let out-let flow pipes Gallan
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
80 |a). Filter + Boaring 77.00| PR 4620
1 b} Hand Machine 4500| Each 4500
) Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making goed &te painting two coats after cleaning the pipe efc
with white zink paint with pigment o maich t
- [i). 112" dia pipe 73.21 PiRft
- [ii). 3/4" dia pips 95.79 PiRft
107ii). 1" dia pipe 128.55 P/Rft 1286
ii}. 1-1/4" dia pipe 153.19 P/R#t -
7 Providing Laying UPVC vipes of Class "D" fixing in trench ifc cutting,
fitting and jeinting with solvent cement i/c festing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 PH.D
1513 mm (1/2" dia} 12.00 P/Rit 180
25 [19 mm {3/4" dia) 19.00 P/Rf 475
- |25 mm (1" dia) 27.00 PRt
26 mm {1 1/4" dia) 33.00 P/Rf
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1 pattern S.1.No. 1 P.No. 16 348.92 No 349
9 Providing and fixing baal valve (with unsoldered copper ball ) made to
11BBS 1212 (S.L.No. 6 P.No. 18 1l 3/4" dia 20084 | Mo 291
10 ’ Providing and fixing electric motor 1/2" horse power ifc pumping set 14201 No 14901
made 1 H.P efc.
Total : 40994
Amount Total (CSR)
Part "A" % Above / Below o Total Amount
Part "B" % Above /Below __ Total Amount
Total "A+B"

CONTRACTOR




BILL OF QUANTITY

NAME OF WORK : - REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GGPS Arain
S.NO ITEM OF WORK T QTY: —|_ RATE l UNIT AMOUNT J
1 Dismantling cement concrete plain 1:2:4 {S.Nc.19 C P-10) 10.0 3327.50 %Cft 333=
2 Removing cement or lime plaster (S.1.NC.53 P.NC.13} 124.0 121.00 %Cft: Rs 150/=
3 Dismantling brick work in lime ar cement mortar {S..NO.13 P.NO.10) 21.0 128565 %Cft: Rs 270/=
4 Excavation in foundation of building bridges and other structure lic
dagbelling dressing refling around the excavated earth watering 88.0 3176.25 %0Cft Rs 280/=
ramming lead upto one chain and lift upto &' feet.
5 Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 869495 %Cft Rs: 609/=
cement sand mortar.
Ratio 1:5:10
& Pacca brick work in Foundaticn and Plinth 1.6 .(S.I.NO:4 £ P.NO:21) 92.0 11948.36 %Cft Rs: 10992/=
7 Reinforced cement concrete work including all labour and material 7.0 337.00 Pcft  Rs: 2359/=
except the cost of steel Reinforcement and its labour for bending and
binding which will be paid separately. This rates also includes all kind
of forms moulds lifting shuttering curring ratio (1,2:4;)
g Fabrication of mild steel reinforcement for cement concrete inciuding 0.3 500170 P.Cwt: Rs: 1561/=
cutting bending binding and laying in pesition making joints fastening
including the cost of steel binding wire {aiso includes removal of rust
from bars) (S.1.NO:B(A)P NQ:17).
9 Pacca brick work in ground floor with (1.6} ratio in cement sand 7.0 12674.36 % Cft: Rs: 887/=
monar.(8..NC:5 e P.NO:21T)
10 Applying floating coat of Cement 1/32" thick. (S.NO.14.F.NO.53) 124.0 660.00 %.Sft. Rs: 818/=
11 Cement plaster (1:6) ratio upto 20" height 4/2" 298 2206.60 %Sft Rs: 6577/=
thick.{S |.NO!13,P.N(:52).
12 Cement plaster 1:4 upto 20' #t; height ground floor 3/8" thick. 174 2197.52 %Sft Rs: 3824/=
13 Cement concret plain including placing compecting , finishing & 8.0 1442925 %Sft Rs: 1154/=
curing, complete {l/c screening & washing of stone aggregate
without shuttering {S.No: & (a) P.No: 16) RATIO 1.2:4
14 Laying floor of approved with glazed tile 1/4" thick in white cement 47.05  27678.86 % Sft Rs: 13023/=
1:2 over 3/4' thick cement martor 1:2 complete (S.1.Nc.24 P.Nc: 43)
15 White glazed tiles 1/4" thick dado jointed in white cement and laid 36.00 28253.61 % Sft Rs: 10171/=
over 1:2 cement sand mortar 3/4" thick including finishing. (S.NO.38
P.NO.45)
16 Providing and laying 1" thick Topping cement concrete (1:2:4) 1500  3275.50 %Sft Rs: 491/=
. including surface finishing and panels (5.1 NO 16 P.NO 42}
17 First class deodar wood wrought joinary in doors and windows 3.00 851,00 P.S5ft Rs: 2553/=
eic fixed in position i/c chowkats hold fasts hinges, iron towers
holts,chocks cleats handles and cords with hooks, etc. Deodar
panelled or panelled and glazed, or fully glazed (b) 1-3/4" {S.]
No:7 P. No: 8)
18 Supplying & Fixing in position Iran/ steel grill of 3/4 x 1/4" size flat ircn 3.00 180.50 P.Sft Rs: 542/=
of approved design including: painying 3 coats etc complete (weight
not to be less than 3.7 Lbs/ sq feet of finishing grill (S.1 N¢:.26
P.No:93)
[ TOTAL = 56594/= |




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

SN anry DESCRIPTION RATE | UNIT | AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
2 and 3 gallons flushing tank with 4" dia Cl trap and CI thumble. 480260 | Each 9,605
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
2 |with access doors rubber washer 1/8” thick and builts and nuts and 27060 | Each 541
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in french ifc cutting,
fitting and jointing with solvent cement i'c testing with water to a head
of 61 meter or 200 ft. S.1.Nc. 2 P.No. 23 P.HD
80 mm (3"dia) 90.00} P/Rit 0
8 {100 mm {4"dia) 136.001 P/R#t 1088
126 mm (5"dia} 185.00| P/Rft 0
150 mm {6"dia) 268.00| P/Rft
4 Supplying and fixing in position brass bib cocks 3/4" dia standard
2 pattern $.1.No. 1 P.No, 16 348.92 No 698
5 Providing and fixing baal valve {with unsoldered copper ball ) made to
Z|BBS 1212 (5.LNo. 6 P.No. 18 Il 314" dia 20084 | Mo 582
] Providing and fixing electric motor 1/2" horse power tc pumping set
T (made 1 H.P etc. 14201 No 14201
7 Providing installing hand purmp machine ifc boaring with wooden sheo
and C.C plate form.
60 |a}. Filter + Boaring 77.001 PIRIt 4620
1 | b} Hand Machine 4,500 | Each 4500
8 Providing Laying UPYC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water {o & head
of 122 meter or 400 ft, S.1. No. 6 P.No. 24 PH.D
20 [13 mm (1/2" dia) 12.00 P/Rf 240
40 118 mm (3/4" dia) 19.00 PRR 760
25 mm (1" dia} 27.00 P/Rft
26 mm (1 1/4" dia) 33.00 PRt
Total : 36835

Amount Tetal (CSR)

Part "A"

Part "B"

% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




BILL OF QUANTITY
NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
st GPS Chaneeh Ji Wand

SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK}
Excavation in foundation of buiiding bridges & other struciure with
1 158 |excavated lead upto one chain and fift upte 5'feel In ordinary Soil| 317625 %0cft 501.85
{S.1.No:18{b)-P/14)
Cement Concrete brick or stone ballast 11/2" to 2" guage Ratic 1:5:10. o
2 44 (5.1 No:46-P/21) 8694.95 %.Cft 3.825.78
3 194 (P;::c;o.irl}grgan)fork in Foundation and plinth in cement sand mortor 1:6 1194836 | .St 23.179.82
4 75 Porovidir.ug Hard Murrum poderly fine base dressing watering leveling & 1834.75 % Sft 458,69
compecling efc complete.
Reinforced cement concrete work including all labour and material except
5 16 th.e cost of. steel Reinforcem@t and its Iat?our for bendipg and binding which 337 Peit 5.392.00
will be paid separately. This rates alsc includes all kind of forms maulds
lifting_shuttering curring ratic {1:2:4:}
Filling watering and ramming earth under floor with New Surface excavated "
3 %o Cft 166.98
6 4 from out side lead upto one chain and liff upto 5 feet, 630 °°
Pacca brick work in ground floor with {1:6} ratio in cement sand o
1 . : 702,
7 16 moriar (SINGS e P.NG21) 12674.36 | % Cft 14,702.26
8 0.85 _|Supplying and Fixing Tears at Site 3575 P.Cwt: 232375
g 065 Erection rofled steel beams cr old rails in roofs etc erection and fixing in 186.34 P Cwt 49112

position (S, LNO.6 . P.NO.91}

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
10 | 4208 |coating sand binded, provided over ong layer of 12" x 6'x2" files laid in 1:6) 7607.25 | % Sft 3,201.13
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing efc, (S INO.2 P NO, 33}

Providing and laying single per layer of polythene sheet .13 mm thick for
1 42 |water profing as per specification and instructions of Engineer incharge. 10.7 P. Sft: 449.40
(S.NO.38 P.NO.38)

PIF G.) frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20

guage G.I sheet ifc welded hings and and fixing and fixing at site with

12 17 |necessary hold fasts, filing with cement sand slurry of ratio 1.6 and| 228.9 P.cit: 3.891.30

repairing repairing the jambs, The cost also ifc all carriage, tools and plants
i ing and fixjng {S.I.NO,20 P.NO.93)

PIF G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet i/c welded hings and and fixing and fixing at site with
13 18 |necessary hold fasts, filing with cemeni sand slurry of ratio 1:6 and]  240.5 P.Rit: 4,329.00
repairing repairing the jambs, The cost also iic ali carriage, toofs and plants
used in making and fixing,(S.LNC 28 P NQ 93}

Supplying & Fixing in position Iron/ steel griii of 3/4 x 1/4" size flat iron of

14 5 approved design including: painying 3 coats etc complete (weight not to be| 180, P.Sft 902.50
less than 3.7 Lbs/ sa feet of finishing grill (S.1 No:. 26 P.N0.93)

15 503 |Cement plaster {1:6) ratio upic 20" height 1/2" thick.{8.|.NO:13,P.NO:52). 2208.6 %S 11,099.20

16 503 |Cement plaster 1:4 upto 20' {i; height ground floor 378" thick. 2197.52 %Sit 11,083.53

Providing and Yaying 1" thick Topping cement concrete {1:2:4) including

4411.82 %St 1,235.31
71 # \surface finishing and panels (5.1 NO 16 £.NG 42) R
Providing and laying 1" thick Topping cement concreie (1:2:4) including 39755 oSit 401,33
18 5 surface finishing and panels (S.I NO 16 P.NO 42} ) i '
First class deodar wood wrought jeinary in doors and windows efe fixed in
19 14 position ilc chowkat_s hold fasts hinges, iron towers bolts,chocks cleats 851 PSit 11.914.00
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully glazed {b} 1-3/4" (S.] No.7 P. No: 581
20 50 White washing Three Coats (S.|.NO:26,P.NO:54) 829.95 % Sft 414.88
21 365  |Colour washing Two Coats {S.1.NO:25 P.NO:54) 859.% % Sit 3,138.64
59 70 Painting to doors and windows any type Three Coats (S.I.NO4( C 3115.41 % Sh 148149
' P.NO:68)
23 16 Painting Guard bars, gates iron bars, grating ,railings including standard 1970.83 % Sit 203.33

braces efc) and similar open work {S.|.NO:4( d}.P.NO:69} (Three Coats).

Fabrication of Tar steel reinforcement for cement concrete including cuiting
24 0.714 |bending and laying in position making joints and fastening including the cost| 50017 P.Cwt 3.571.21
of binding wire also includes removal of rust from bars. (S.1.No:8(b)-P/16)

TOTAL 108,049




WATER SUPPLY & SANITARY WORK

PART- B : PLUMBING WORKS

CONTRACTOR

]
Sé’_" QNTY DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
and 3 galions flushing tank with 4" dia Cl trap and Cl thumble. 4802680 | Each 4803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 27080 | Each 271
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B fixing in trench ifc cutting,
fitting and jointing with solvent cement ife testing with water to a head
of 61 meter or 200 f. S.1.No. 2 P.No. 23P.H.D
- 180 mm (3"dia} 90.00| PRit o
9 [100 mm (4"dia) 136.00y P/Rf 1224
- 1125 mm (5'"dia} 185.00 | P/Rft 0
- |150 mm (6"dia) 250001 P/Rft
4 Supplyging and fixing fibre giass iank of approved quality and design
and wall thickness as specified i/c cost of nuis bolts and fixing in
100 plateform of cement concrete 1:3:6 and making connection for in-let 8755 Per 8795
cut-lat and over flow in-let out-let flow pices Gallen
5 Providing installing hand pump machine ic bearing with wooden sheo
and C.C plate form.
80 |a). Filter + Boaring 77.00) PR 4620
1 |b} Hand Machine 4,500 | Each 4500
6 Providing Gl pipes specials and clamps et including fixing cuiting and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to match t
- 4i). 1/2" dia pipe 73.21 PIRft
- fii). 3/4" dia pipe 95.79 PIRt -
10 ii). 1" dia pipe 128.55 P/RH 1286
. iiy. 1-1/4" dia pipe 15319 P/Rf -
7 Providing Laying UPVC pipes of Class 'D" fixing In french ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 PH.D
15 (13 mm (1/2" dia) 12.00 P/Rf 180
25 [19 mm (3/4" dia) 19.00 P/Rft 475
- 125 mm (1" dia) 27.00 P/Rft -
26 mm {1 1/4" dia) 33.00 PIRft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
! |pattern S..No. 1 P.No. 16 34892 ) Mo 349
g Providing and fixing baal vaive (with unsoldered copper ball } made to
" |BBS 122(5.1No. 6 P.No. 18 Il 314" dia 29084 | Mo 291
i ixi i ' i mping set
10 ; Providing and fixing electric motar 1/2" horse power ifc pumping s 14901 No 44901
made 1 H.P etc.
Total : 40994
. Amount Total (CSR)
Part"A" % Above /Below Total Amount
Part "B" % Above / Below o Total Amount
Total "A+B"




BIDDING DATA

(This section should be filled in by the Engineer/Procuring Agency before issuance of
the Bidding Documents).

(a). Name of Procuring Agency:-  Executive Engineer (Education Works)

Division Shikarpur.

b). Brief Description of Works:- REHABLITATION OF POLLING STATIONS OF
DISTRICT SHIKARPUR REHABLITATION OF WASH
ROOMS & SANITARY WORKS
(PACKAGE NO:22)
GPS Sher Kot, GPS Halipota, GMS Diya, GPS Diya,
GPS Hase Ji Mari, GPS Mir Daho, GPS Thaheem Wah,
GPS Imamuddin Brohi, GPS Gul Hasan Mangi.

(c).Procuring Agency’s address:- Executive Engineer (Education Works) Division Shikarpur
Near GBHS No.ll Shikarpur.

(d). Estimated Cost:-_0.900 ( Millions).

(e). Amount of Bid Security:- 5% (Fill in lump sum)
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 90 Days (Not more than sixty days).

(g).Security Deposit:-(including bid security):- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :-_As Per NIT

(j}. Venue, Time, and Date of Bid Opening:- Near GBHS Il (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 1 Month
(L).Liquidity damages:- ~NIL- (0.05 of Estimated Cost or Bid cost per
day of delay, but total not exceeding 10%).

(m). Deposit Receipt No: Date: Amount:Rs:

Bank

(n) D.R.NO: DATED:- . Amount 1000 f.’(i}upees: One Thousand only).
(0). Tender issued to Mr. / M/s ' | _Govt: Contractor.

XECUTIVE ENGINEER
CATION WORKS DIVISION

SHIKARPUR




BILL OF QUANTITY

NAME OF WORK : - REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR l

GPS Sher Ko |

5.NO ITEM OF WORK | QTyY: RATE I UNIT AMOUNT |
1 Dismantling cement concrete piain 1:2:4 (5.No.19 C P-1C) 10.0 3327.50 %CHt 333/=
2 Removing cement or ime plaster (S.1LNO .53 P.NO.13) 124.0 121.00 % Cft: Rs 150/=
3 Dismantling brick work in lime or cement mortar (S.L.NO.13 P.NO.10} 21.0 128566 9% Cft: Rs 270/=

4 Excavation in foundation of building bridges and other structure I/c
dagbelling dressing refling around the excavated earth watering 88.0 3176.26 %0Cft Rs 280/=
ramming lead upto one chain and fift upto &' feet.

5 Cement conerete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 8694.95 %Cft Rs: 609/=
cement sand mortar.

Ratio 1:5:10
& Pacca brick work in Foundation and Plinth 1.6 (S1NO:4 EP.NO:21) 92.0 11948.36 %Cft Rs: 10992/=

7 Reinforced cement concrete work including all labour and material 7.0 337.00 Pcft Rs: 2359/=
except the cost of stee! Reinforcement and its labour for bending and
binding which will be paid separately. This rates also includes al! kind
of forms moulds lifting shuttering curring ratic {1;2;4;)

8 Fabrication of mild steel reinforcement for cement concrete including 0.3 5001.70 P.Cwt: Rs: 1561/=
cutting bending binding and laying in position making joints fastening
including the cost of steel binding wire {also includes removal of rust
from bars) (S..NO:B{A),P.NO:17F).

g Pacca brick work in ground floor with (1:6} ratio in cement sand 7.0 12674.36 % Cft: Rs: 887/=
mortar.{S..NO:5 g P.NO:21)

10 Applying floating coat of Cement 1/32" thick. (S.NO.14.P.NQ.53) 124.0 660.00 %.Sft. Rs: 818/=

11 Cement plaster (1:6) ratio upto 20" height /2" 298 220660 S%Sft Rs: 6577/=
thick (5.1.NC:13,2.NO:52).

12 Cement plaster 1:4 upto 20" fi; height ground floor 3/8" thick. 174 2197.52 %Sft Rs: 3824/=

13 Cement concret plain inciuding placing compecting , finishing & 8.0 14429.25 9%5ft Rs: 1154/=
curing, complete (/e screening & washing of stone aggregate
without shuttering (S.No: 5 (a) P.No: 16) RATIO 1:2:4

14 Laying floor of approved with glazed tile 1/4" thick in white cement 47.05 27678.86 % Sft Rs: 13023/=
1.2 over 3/4' thick cement mertor 1:2 complete {S..No:24 P.No: 43)

15 White glazed tiles 1/4" thick dado jointed in white cement and laid 36.00 28253.61 % Sft Rs: 10171/=
over 1:2 cement sand mortar 3/4" thick including finishing. {S.NC.28
P.NO 45)

16 Providing and laying 1" thick Topping cement concrete (1:2:4) 15.00 327550 %Sft Rs: 491/=

including surface finishing and panels {S.| NO 16 P.NO 42)

1

~1

First class deodar wood wrought joinary in doors and windows 3.00 851.00 P.5ft Rs: 2553/=
efc fixed in position ifc chowkats hold fasts hinges, iron towers

boits,chocks cleats handles and cords with hooks, etc, Deodar

panelled or panelled and glazed, of fully glazed (b) 1-3/4" (S.I

No:7 P. No: 58)

18 Supplying & Fixing in position Irorv steel grill of 3/4 x 1/4" size flat iron 3.00 18050 P.Sft Rs: 542(=
of approved design including: painying 3 coats etc complete (weight
not to be less than 3.7 Lbs/ sq feet of finishing grill {S.1 No:.26
P.No:93)

[ TOTAL = 56594/=




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

%'f' QNTY DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 18" clear opening between flusing rims
2 and 3 gaflons flushing tank with 4" dia Cl trap and CI thumble. 480280 | Each 9,605
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
2 {with access doors rubber washer 1/8" thick and builts and nuts and 270.60| Each 541
extra painting to match the colour of the building,
3 Providing Laying UPVC pipes of Class "B" fixing in trench I/c cutting,
fitting and jointing with solvent cement if festing with water to & nead
of 61 meter or 200 ft. S.I.Ng, 2 P.No. 23PHD
80 mm (3"dia) 80.00] P/Rft 0
8 (100 mm {4"dia) 136.00 [ P/Rift 1088
125 mm (5"dia) 185.00| P/Rft ]
150 mm (6"dia) 259.00 | P/Rit
4 Supplying and fixing in position brass bib cocks 3/4" dia standard
2 pattern S.1.No. 1 P.No. 16 348.92 No 698
5 Providing and fixing baal valve {with unscldered copper ball ) made to
2 |B3S 1212 (S.1.No. 6 P.No. 18 1 314" dia 20084 1 No 582
) Providing and fixing electric motor 1/2" horse power ifc pumping set
1 made 1 HP ete. 14201 No 14201
7 Providing installing hand pump machine i/c boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00( P/Rft 4620
1 [0} Hand Machine 4,500 Each 4500
8 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water i a head
of 122 meter or 400 ft. 5.1 No. 6 P.No. 24 PHD
20 [13 mm {1/2" dia) 12.00 P/Rit 240
40 |19 mm (3/4" dia) 16.00 P/Rit 760
25 mm (1" dia) 27.00 PiRft -
26 mm {1 1/4" dia) 33.00 PiRft
Total : 36835

Amount Tetal (CSR)

Part "A"

Part "B"

% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




BILL OF QUANTITY

NAME OF WORK : - REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GP'S Halipota
S.NO ITEM OF WORK | QrY: | RATE I UNIT AMOUNT
1 Dismantling cement concrete plain 1:2:4 {S.No.19 C P-10) 100 3327.50 %Cft 333/=
' 2 Removing cement or lime plaster (S.LNO.53 P.NO.13) 124.0 121.00 % Cft: Rs 150/=
3 Dismantliing brick wark in lime or cement mortar {S.1.NC.13 P.NO.10) 21.0 1285.65 % Cft: Rs 270/=

4 Excavation in foundation of building bridges and other structure Ific
dagbelling dressing reflling around the excavated earth watering 88.0 3176.25 %0Cft Rs 280/=
ramming lead upte one chain and lift upto 5 feet.

5 Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 8694.95 %Cft Rs: 609/=
cement sand mortar.

! Ratio 1:5:10
§ Pacca brick work in Foundation and Plinth 1.8 .(8.I.NO:4 E,P.NO:21) 82,0 11948.36 %Cft Rs: 10992/=

7 Reinforced cement concrete work including all labeur and material 7.0 337.00 Pcft Rs: 2359/=
except the cost of steel Reinforcement and its labour for bending and
binding which will be paid separately. This rates also Includes all kind
of forms moulds lifting shutiering curring ratio (1;2;4;)

8 Fabrication of mild steel reinforcement for cement concrete including 0.3 5001.70 P.Cwt: Rs: 1561/=
cutting bending binding and 1aying in pesition making joints fastening
including the cost of steel binding wire (also includes removal of rust
from bars) (S 1.NC:8{A},P.NO:17).

9 Pacca brick work in ground floor with (1:6) ratio in cement sand 7.0 1267436 % Cft: Rs: 887/=
mortar.{S.L.NO:5 g, P.NO:21)

10 Applying floating coat of Cement 1/32" thick. {(S.NO.14.P.NO.53) 124.0 660.00 %.Sft. Rs: 818/=

11 Cement plaster (1:6) ratic upto 20" height 1/2" 298 2206.80 %Sft Rs: 65771=
thick.{S..NO:13 P.NO:52).

12 Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick. 174 2197.52 %Sft Rs: 3824/=

13 Cement concret plain Including placing compecting , finishing & 8.0 14429.25 %Sft Rs: 1154/=
curing, complete (/¢ screening & washing of stone aggregate
without shuttering (S.No: 5 (a} P.No: 16) RATIO 1:2:4

14 Laying fioor of approved with glazed tile 1/4" thick in white cement 47.05 27678.86 % Sft Rs: 13023/=
1:2 over 3/4' thick cement mortor 1:2 complete (3.1.N0:24 P.No: 43)

15 White glazed tiles 1/4" thick dado jeinted in white cement and [aid 36.00 2825361 %Sft Rs: 10171/=
aver 1:2 cement sand mortar 3/4" thick including finishing. (S.NC.28
P.NQ.45)

16 Providing and laying 1" thick Topping cement concrete (1:2:4) 15.00 3275.50 %Sft Rs: 491/=

_including surface finishing and panels (S.1 NG 16 P.NG 42)

17 First class deodar weod wrought joinary in doors and windows 3.00 851.00 P.5ft Rs: 2553/=
etc fixed in position ifc chowkats hold fasts hinges, iron towers
bolts,chocks cleats handles and cords with hooks, etc. Deodar
panelled or paneiled and glazed, or fully glazed (b) 1-3/4" (S.I
No:7 P. No: 58)

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4” size flat iron 3.00 180.50 P.5ft Rs: 542/=
of approved design including: painying 3 coats etc complete (weight

not to be less than 3.7 Lbs/ sq feet of finishing grill (S.1 No:.26

P.No:93)

1

-]

[ TOTAL = 56594/=




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
2 and 3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 480260 Each 9,605
2 Providing and fixing 4"x4"x4" dia C.] branch of the required degree
2 |with access doors rubber washer 1/8" thick and builts and nuts and 27060 Each 541
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench /¢ cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.I.No. 2 P.No. 23 PHD
. |80 mm (3"dia) 90.00| PiRft 0
8 |100 mm (4"dia) 136.00] P/Rft 1088
125 mm (5"dia) 185.00 | P/Rft 0
- 150 mm (8"dia} 259.00 [ PIRft
4 Supplying and fixing in pesition brass bib cocks 3/4" dia standard
2 |pattern S.LNo. 1 P.No. 16 832 | No 698
5 Providing and fixing baal valve (with unsoldered copper ball } made to
2 |BBS 1212 (S..No. 6 P.No. 18 I 314" dia 28082 | No 582
6 Providing and fixing electric motor 1/2" horse power ifc pumping set
" Imade 1 HP stc. 14201 | No 14201
7 Providing installing hand pump machine ifc boaring with wooden sheo
angd C.C plate form.
80 |a). Filter + Boaring 77.00 | P/Rft 4620
1 |b) Hand Maghine 4500| Each 4500
8 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with scivent cement ifc testing with water 1o a head
of 122 meter or 400 ft. 5.1. No. 6 P.No. 24 P.H.D
20 |13 mm (1/2" dia) 12.00 P/Rit 240
40 |19 mm (3/4" dia) 18.00 P/R{t 760
- 25 mm (1" dia) 27.00 | PRt -
26 mm {1 1/4" dia) 33.00 PiRft
Total : 36835

Amount Tota
Part "A"

Part "B"

1 {CSR)
% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GMS Diya
SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with excavated o
. 586.0
! 216 lead upto one chain and lift uptc 5'feet. In erdinary Soil. (5..Nc:18(b)-P14) 3176.25 ot i
Cement Concrete brick or stone baliast 11/2" to 2" guage Ratio 1:5:10. N
. . 5564.768
2 84 (S.|.No:4©-P/21) 869485 kot
3 271 Pacca brick work in Foundation and plinth in cement sand morior 1.6 1194836 o, St 32380.0556
{5..No:4-P/20)
4 44 Paoroviding Hard Murrum poderly fine base dressing watering leveling & 1834.75 %.5ft 807.29
Reinforced cement concrete work including all labour and material except
5 16 the cost of steel Reinforcement and its labour for bending and binding which 337 Poft 5392

will be paid separately. This rales also includes all kind of forms moulds
lifting shuttering curring ratio (1:2:4:)

Fabrication of Tar steef reinforcement for cement concrete including cutting
6 0.714 |bending and laying in position making joints and fastening including the cest] 50017 P.Cwt 3571.2138
of binding wire also includes removal of rust from bars. {S.I.No:8(b}-P/16)

Filling watering and ramming earth under floor with New Surface excavated

7 30 9 g .
% from out side lead upto one chain and fift upto &' feet. % o0 Gt 33396
Pacca brick work in ground fioor with {1:6) ratio in cement sand .
1 . % Cft: 25855.6944
s 204 morar.(S..NO:5 e P.NO:21) 2674.36 % Ch ;i
] 1.3 |Supplying and Fixing Tears at Site 3575 P.Cwt: 4647.5
10 13 Erection rolled steel beams or old rails in roofs etc erection and fixing in 185.34 P Cut: 2472 242

position.(S..NO.6 . PNC.91}

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
" 80  |coating sand blinded, provided over one layer of 12" x 6"x2" tiles laid in 1:6| 7607.25 % Sft: 6085.8
cement mortar ingluding 1:2 cement pointing under neath of tiles complete
including curing ete, {S.L.NQ.2 .P.NO.33

Providing and laying single per layer of pofythens sheet 0.13 mm thick for
12 80 water profing as per specification and instructions of Engineer incharge. 10.7 P. Sit 856
{S.NO.38.P.NC.38)

PIF G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for deors using 20
guage G.| sheet ilc welded hings and and fixing and fixing at site with
13 32 |necessary hold fasts, filing with cement sand slurry of ratio 1:6 and repairing| ~ 228.9 Poft 7324.8
repairing the jambs, The cost also ifc all carriage, tools and plants usad in
making and fixing (S [.NG.29.P NO .83}

P/F G.! frame / Choukats of size 7" x 2" or 4 1/2* x3' for windows using 20
guage G.| sheet ic welded hings and and fixing and fixing at site with
14 24 ‘tnecessary hold fasts, filing with cement sand slurry of ratio 1:6 and repairing| ~ 240.5 P.Rit: 5772
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making and fixing. (S.LNO 28,P NO 93)

Supplying & Fixing in position Iron/ stzel grill of 3/4 x 1/4" size flat iren of

15 12 |approved design including: painying 3 coats etc complete (weight not to be| ~ 180.5 P.Sfl 2166
less than 3.7 Lbs/ sq feet of finishing grill (S.1 No:.26 P.No:93)

15 112 [Cement plaster {1:6) ratic upto 20' height 1/2" thick.{S.L.NO:13,P.NO:52). 2206.5 %S 2471.392

17 804  [Cement plaster 1:4 upto 20" ft; height ground floor 3/8" thick. 2187.52 %St 17668.0608

18 55 Cement Concrete Plain compacting finishing curring etc and washing 1442975 o ot 7936.0875

aggregate without shuttering (S.1.No:5-Pi15}

Providing and laying 1" thick Topping cement concrete {1:2:4) including

0,
surface finishing and panels {S.| NO 16 P.NO 42) 3215 oSt 585.59

First class deodar wood wrought joinary in doors and windows etc fixed in
2 27 08 position ifc chowkats hold fasts hinges, iron towers balts,chocks cleats 251 P St

23045.08
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
of fully alazed (b} 1-3/4" (S.1 No:7 P. No: 58}
91 70 Painting to doors and windows any type Three Coats {S..NO#4( C 2116.41 o, of 1481.487
},P.NO:68)
77 33 Painting Guard bars, gates iron bars, grating ,railings including standard 1970.83 % Sft 418.3739

braces etc) and similar open work (S.I.NO:4{ d).P.NO:69) (Three Coats).

TOTAL 155,296




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

SE)N QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opaning between flusing rims and
3 gallons flushing tank with 4" dia Ct trap and Ct thumble. 4,80260] Each 4,803
1
2 Providing and fixing 4'x4"x4" dia C.I branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuls and 27080 | Each 271
extra painting to match the colour of the building.
3 Providing Laying UPYC pipes of Class "B" fixing in trench ifc cutling,
fitting and jointing with sclvent cement i/c festing with water to a head
of 61 meter or 200 ft. S.1.No. 2 P.No. 23 P.H.D
- |80 mm {3"dia) 80.00 | P/RMt 0
91100 mm (4"dia} 136.00 [ P/RA 1224
- 1125 mm (5"dia) 185.00 [ P/Rft 0
- |150 mm (5"dia) 259.00 | PiRft
4 Supplyging and fixing fibre gtass tank of approved quality and design
and wall thickness as specified ifz cost of nuts bolts and fixing in
100 plateform of cement concrete 1:3:6 and making connection for in-let 87.95 Per 8795
out-let and over flow in-let out-let flow pipes Gallon
b Providing installing hand pump machine i/c boaring with wooden sheo
and C.C plate ferm.
60 |a). Filter + Boaring 77.00| PR 4620
1 |b) Hand Machine 4500 | Each 4500
6 Providing Gl pipes specials and clamps efc including fixing cutting and
fittings complete with and /¢ the cost of breaking through walls and
rocf making good etc paining two coals after cleaning the pipe etc
with white zink paint with pigment fo match t
- |i). 172" dia pipe 73.21 PiRft -
- |ii}. 3/4" dia pipe 95.79 P/Rit -
10 |ii}. 1" dia pipe 128.55 PRIt 1286
- ii). 1-1/4" dia pipe 153.1¢ P/Rft
7 Providing Laying UPVG pipes of Class "3" fixing in trench ifc cutting,
fitting and jointing with solvent cement i/ testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 PH.D
15|13 mm (1/2" dia) 12.00 PIRft 180
25|19 mm (3/4" dia) 19.00 PIRft 475
- 125 mm (1" dia} 27.00 P/Rft
26 mm (1 1/4" dia) 33.00 PiRft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
Y pattern $.1.No. 1 P-No. 18 34892 ) No 343
9 Providing and fixing baal valve (with unsoidered copper ball ) made to
11885 1212 (S.1.No. & P.No. 18 11 34" dia 28084 | No 291
10 Providing and fixing electric motor 1/2" horse powar ifc pumping set
U imade 1HP el 14201 Ne 14201
Total : 40994
Amount Total (CSR})
Part "A" % Above /Below Total Amount
Part "B" % Above /Below Total Amount
Total "A+B"
CONTRACTOR




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Diya

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

216

Excavaticn in foundation of bullding bridges & other structure with excavated
lead upto one chain and lift upto 5'feet. In ordinary Soil. (S.1.No:18{b}-P{14)

3176.25

%0cft

686.07

64

Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
{S.I.No:4©-P/21)

8694.95

%.Cht

5564.768

27

Pacca brick work in Foundation and plinth in cement sand mortor 1:6
{S.|.Nc:4-P/20)

11948.36

%.Stt

32380.0556

44

Paroviding Hard Murrum poderly fine base dressing watering leveling &

183475

%. St

807.29

16

Reinforced cement concrete work including all labeur and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring rafio (1,2:4:)

337

Peft

5392

0.714

Fabrication of Tar steel reinforcement for cement concrete including cutting
bending and laying in position making joints and fastening including the cost
of binding wire also includes removal of rust from bars. (S..No:8(b)-P/16)

50017

P.Cwt

35712138

92

Filling watering and ramming earth under floor with New Surface excavated
from out side lead upto one chain and lift upto 5' feet

3630

% Cft"

333.96

204

Pacca brick work in ground floor with (1:6) ratic in cement sand
mortar.{S.LNO:5 e P.NC:21)

12674.36

% Cft:

25855.6944

1.3

Supplying and Fixing Tears at Site

3575

P.Cwt:

4647.5

10

13

Erection rolled steel beams or old rails in roofs etc erection and fixing in
position.(S..NO.6 . P.NCG.91)

186.34

P.Cwt:

242242

"

80

Second class tiles roofing consisting of 4* earth and 1" mud plaster with
Gobri leeping over 112" thick cement plaster 1.6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x 6"x2" tiles laid in 1:6
cement mortar including 1:2 cement pointing under neath of tles complete
including curing et (S.1MN0.2 P NG 33)

7607.25

% Sit;

6085.8

80

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Enginear incharge.
{S.NC.38.P.NO.38}

10.7

P. Sft

B56

32

P/F G.I frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost alsc ifc all carriage, tocls and plants used in
making and fixing {S.LNQ.28.P.NO O3}

228.9

P.cft

737248

14

24

P/E G.i frame / Choukats of size 7" x 2" cr 4 1/2" x3' for windows using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
necessary held fasts, filling with cement sand slurry of ratio 1:6 and repairing
repairing the Jambs, The cost alsc ifc all carriage, tools and plants used in
making and fixing(S.INC.28 P.NOS3

2405

P.Rit:

5772

15

12

Supplying & Fixing in position Iron/ stee! grill of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats etc complete (weight not to be
less than 3.7 Lbs/ sq feet of finishing grill (5.1 No:.26 P.No:33)

16

112

180.5

P.5ft

2166

Cement plaster {1:6) ratic upto 20" height 1/2" thick{S.|.NO:13,P.NO:52).

22066

%St

2471.392

17

804

Cement _plaster 1:4 upto 20" ft; height ground floor 3/8" thick,

218752

%St

17668.0608

55

Cement Concrete Plain compacting finishing curring etc and washing
aggregate without shuttering (3.1 No:5-P/15)

1442825

% cft

7936.0875

19

18

Providing and laying 1" thick Topping cement concrefe (1:2:4) including
surface finishing and panels (S.I NO 16 P.NG 42)

32755

%SH

589.59

20

27.08

First class deodar wood wrought joinary in doors and windows et fixed in
position ilc chowkats held fasts hinges, iron towers bolts,chocks cleats
handles and cords with hooks, etc. Decdar panelled cr panelled and glazed,
or fully glazed (b} 1-3/4" (8.1 No:7 P. No: 58)

851

P.Sit

23045.08

21

70

Painting tc doors and windows any type Three Coats (S..NO:4( C
),P.NO:68}

2116.41

% St

1481.487

22

33

Painting Guard bars, gates iron bars, grating .railings including standard

braces efc) and similar open work (8.1 NO:4{ d).P NO:69} (Three Coats).

1270.83

% Sft

419.373¢

TOTAL

155,296




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

o'_ QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 18" clear opening between flusing rims and
3 galions flushing tank with 4" dia C! trap and CI thumble, 4.802.80| Each 4,803
1
2 Providing and fixing 4'x4"x4" dia C.! branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270.80 ] Each 271
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 fi. S.L.No. 2P.Nc. 23 P.H.D
- |80 mm (3'dia) 90.00] PiRit 0
91100 mm (4'dia) 136.00| P/RRt 1224
- |125 mm (5"dia) 185.00 | P/RA 0
- 1150 mm (8"dia) 259.00] PiR#
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
4qp |Plateform of cement‘concrete 1.3:6 aqd making connection for in-let| g7 g5 Per 8795
out-let and over flow in-tet out-let flow pipes Galion
5 Providing installing hand pump machine i/ boaring with wooden sheo
and C.C plaie form.
60 |a). Filter + Boaring 77.00| PRit 4620
1 |b) Hand Machine 4500| Each 4500
6 Providing G! pipes specials and clamps etc including fixing cutiing and
fittings complete with and iic the cost of breaking through walls and
roof making good ete painting two coats after cleaning the pipe etc
with white zink paint with pigment to match t
- [iy. 172" dia pipe 73.21 PRA -
- 1ii). 3/4" dia pipe 95.79 PIRft
10 [ii). 1" dia pipe 128.55 P/Rit 1286
- iiy. 1-1/4" dia pipe 153,19 P/Rft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jcinting with solvent cement i/c testing with water to & head
of 122 meter or 400 ft. S.1. No. 6 P.N¢. 24 PHD
15 (13 mm (1/2" dia) 12.00 P/Rit 180
25|19 mm (34" dia) 19.00 P/Rft 475
- 125 mm (1" dia) 27.00 PIRf
- 26 mm (1 1/4" dia) 33.00 P/Rit
8 Supplying and fixing in posiion brass bib cocks 3/4" dia standard
1l pattern S.LNo. 1 P.No. 16 892y No 349
9 Providing and fixing baal valve (with unscldered copper ball ) made to
11885 1212 (S.1.No. 6 P.No. 18 I 314" dia 290.84 ] No 291
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
made 1 H.P elc. 14201 No 14201
Total : 40994

Amount Total {CSR)
Part"A"

Part "B"

% Above / Below ____

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GPS Hase Ji Mari

QNTY DESCRIPTION RATE UNIT AMOUNT

PART-A (CIVIL WORK)

Excavation in foundation of building bridges & other structure with excavated

. % 86.
216 lead upto one chain and lift upto 5'feet. In ordinary Soil. (S.1.No:18{b)-Pi14) 3178.25 #o0ch 686.07
Cement Concrete brick or sione ballast 11/2" to 2" guage Ratio 1:5:10.
2 4 8694.95 %.Cft 5564768
% lisiNosepi) ’
3 771 Pacca brick work in Foundation and plinth in cement sand mortor 1:8 11948.35 o Sft 92380.0556
{5.1.No:4-P/20)
4 44 Foroviding Hard Murrum poderly fine base dressing watering leveling & 1834.75 %.Sft 807,28
Reinforced cement concrete work including all labour and material except
5 16 the cost of steel Reinforcement and its labour for bending and binding which 137 Peft 5392

will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring ratic (1;2:4:)

Fabrication of Tar steet reinforcement for cement congrede including cutting
8 0.714  |bending and laying in position making joints and fastening including the cost] ~ 5001.7 P.Cwl 3571.2138
of binding wire alsc includes removal of rust frem bars. {S.1.No:8(t)-P/16)

7 9 Filling watgring and ramming egrth unqer floor Iw:th New Surface excavated 3630 %0 Cit 133,96
from out side lead upto one chain and lift upto 5' feet.
Pacca brick work in ground floor with (1:6) ratio in cement sand .
8 1267436 | %Cft 25855.6944
204 mortar{S.I.NO:5 e P NO:21) 8 to Cit 558
9 1.3 Supplying and Fixing Tears af Site 3575 P.Cwt: 4647.5
10 13 Erection rolled stee! beams or old rails in roofs etc erection and fixing in 186,34 PCwt: 242 242

pesifion.{S.LNC.6 . P.NO.91}

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping cver 1/2" thick cament plaster 1:6 with 34 Lbs, of hot bitumen
11 80 jcoating sand blinded, provided over one layer of 12" x 6"x2" tiles laid in 1:6] 7607.25 % Sft 6085.8
cement moriar including 1:2 cement pointing under neath cf files complete
including curina ete, (SINO2 P.NO.33)

Providing and laying single per layer of polythene sheet 0.13 mm thick for
12 80 |water profing as per specification and instructions of Engineer incharge. 107 P. Sft: 856
(S.NO.38.P.NO.38)

PIF G| frame / Choukats of size 7* x 2* or 4 172" x3' for docrs using 20
guage G.| sheet ilc welded hings and and fixing and fixing at site with
13 32 |necessary hold fasts, filing with cement sand slurry of ratio 1:6 and repairing| ~ 228.9 P.cft: 732438
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making ang fixing (S.LNC 29 P NO 93}

PIF G.I frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ific welded hings and and fixing and fixing at site with
14 24 Inecessary hokd fasts, filing with cement sand slurry of ratio 1:6 and repairing| ~ 240.5 P.Rit: 5772
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making ang fixing (S.L.NO,28.P NG 93

Supplying & Fixing in posifion Iron/ steel grill of 3/4 x 1/4" size flat iron of

15 12 |approved design including: painying 3 coats etc complete (weight not to be|  180.5 p.Sit 2166
less than 3.7 Lbs/ sq feet of finishing qrill (.1 No:. 26 P.No:93}
16 112 |Cement plaster {1:6) ratio upto 20" height 1/2" thick.(S.1.NQ:13,P.NO:52). 2206.6 %St 2471.392
17 804  |Cement plaster 1:4 upte 20' ft; height ground floor 3/8" thick. 2197.52 %St 17668.0608
Cement Concrete Plain compacting finishing curring etc and washing o
18 . 14429.25 %.it 7936.0875
®  |acaregate without shuttering {5 1.No:5-P/15) ’
Providing and laying 1" thick Topping cement ¢oncrete (1:2:4} including o
1 32755 %St £85.59
§ 18 surface finishing and panels {5.] NO 16 P.NO42) i
First class decdar wood wrought joinary in doors and windows efc fixed In
2 97 08 position ifc chowka}s hold fasts hinges, iron towers bolts,chocks cleats 851 P St 23045.08
handles and cords with hooks, etc, Deodar panelled or panelled and glazed,
or fully glazed {b} 1-3/4" {S.[ No:7 P, No: 58}
21 70 Painfing to docrs and windows any type Three Coats {S.LNO:4( C 2116.41 % SH 1481.487
1,P.NO:68)
22 3 Painting Guard bars, gates iron bars, grating ,railings including standard 1276.83 o St 4193739

braces etc) and similar cpen work {S.!.NO:4( d}.P.NC:69) {Three Coats).

TOTAL 155,296




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

Amount Total (CSR)

Part AN

Part"B"

% Above / Below

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount

0’_ QNTY ] DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and Ci thumble, 4,802.60) Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
1 )with access doors rubber washer 1/8" thick and builts and nuts and 27060 Each 271
exira painting to mateh the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ilc cutting,
fitting and jointing with solvent cement if¢ testing with water io a head
of 61 meter or 200 fi. S.1.No. 2 P.No. 23 PHD
- (80 mm {3"dia) 90.00f PIRit 0
9 (100 mm (4'dia) 136.00| PIRit 1224
- [125 mm (5dia) 185.00| P/Rft 0
- 1150 mm (6"dia) 259.00! P/RAt
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolls and fixing in
100 plateform of cement concrete 1:3:6 an_d making connection for in-let 8795 Per 8795
out-let and over fiow in-let aut-let flow pipes Gallon
5 Providing installing hand pump machine i/c hoaring with wooden shec
and C.C plate form.
60 (a). Filter + Boaring 77.00( P/Rf 4620
1|b) Hand Machine 45001 Each 4500
8 Providing G pipes specials and clamps eic including fixing cutting and
fittings complete with and i the cost of breaking through wails and
roof making goed etc painting two coats after cleaning the pipe etc
with white zink paint with cigment to match t
- |i). 1/2" dia pipe 73.21 PIRft -
- [ii}. 3/4" dia pipe 95.79 PiRft
10 }i). 1" dia pipe 128.55 PIRI 1286
ii. 1-1/4" dia pipe 153.19 P/Rit -
7 Providing Laying UPVC pipes of Class "D" fixing in trench Ve cutling,
fiting and jointing with solvent cemeant ifc testing with water 1o a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 P.H.D
15113 mm {1/2" dia) 12.00 P/Rft 180
25|19 mm {3/4" dig) 19.00 PRIt 475
- |25 mm (1" dia) 27.00 P/Rit -
26 mm (1 1/4" dia) 33.00 P/Rft
8 Supplying and fixing in pesition brass bib cocks 3/4" dia standard
! [pattern S..No. 4 P-No. 16 34892 1 No ue
9 Providing and fixing baal valve (with unsoldered copper ball } made to ’
"1BBS 1212 (5.1 No. 6 P-No. 16 Il 3/4" dia 29084 | No 2
10 Providing and fixing electric motor 1/2" horse power /¢ pumping set
L T lmade 4 H.P etc. 14204 No 14201
Total : 40994




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Mir Daho

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

2186

Excavation in foundaticn of building bridges & other structure with excavated
lead upto one chain and lift upto 5'feet. In ordinary Soil. {5.1.No:18(b)-P/14)

3176.25

%0ctt

686.07

64

Cement Concrete brick or stone ballast 11/2" 1o 2" guage Ratio 1:5:10.
(S.I.No:4©-P/21}

8694.95

%.Cft

5564.768

271

Pacca brick work in Foundation and plinth in cement sand morior 1:6
(5.1.No:4-P/20)

11948.36

%.5f

323800556

44

Poroviding Hard Murrum poderly fine hase dressing watering leveling &

1834.75

%.Sft

807.29

16

Reinforced cement congrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates also includes all kind of forms moulds
litting shuttering curring ratio {1;2;4:)

0.714

337

Pcft

5392

Fabrication of Tar steel reinforcement for cement congrete including cutting
bending and laying in positicn making joints and fastening including the cost
of binding wire also includes remaval of rust from bars. (S.1.No:8(b)-P/16}

5001.7

P.Cwt

3571.2138

92

Filling watering and ramming earth under floor with New Surface excavated
from out side lead upto one chain and lift upfo 5' feet.

3630

%a Cft"

333.96

204

Pacca brick work in ground floor with ({1:6) ratio in cement sand
mortar.(S.|.NG:5 e, P.NO:21)

12674.36

% Cit:

25855.6944

13

Supplying and Fixing Tears at Site

3575

P.Cwt:

4647.5

10

13

Erection rolled steel beams or old rails in roofs etc erection and fixing in
position.(S.LNO.6 . P.NC 91}

186.34

P.Cwt:

242.242

11

80

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plasier 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x §°x2" files laid in 1:6
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing etc, {SINQ.2 P NO 331

7607.25

% Sft:

80858

80

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
(S.NQ.38.P.NO.38)

10.7

P. Stt:

856

32

PiF G.I frame / Choukats of size 7* x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at sile with
necessary hold fasts, filling with cement sand slurry of ratic 1:6 and repairing
repairing the jambs, The cost also ifc all carriage, teols and plants used in
making and fixing.(S.LNQ,29.P.NO.93}

228.9

P.cft

73248

14

24

PIF G.| frame { Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet i/c weided hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also i/c all carriage, tools and plants used in
making and fixing {5 LNG 28 P.NG 93)

240.5

P.Rit:

5772

15

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats etc complete {weight not to be
less than 3.7 Lbsf sq feet of finishing grill {S.| No:.26 P.No:93}

16

112

180.5

P.Sit

2166

Cement plaster (1:6) ratio upto 20" height 172" thick (S.1.NO:13,P.NO:52).

2206.6

%St

2471.392

17

804

Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick.

2197.52

%St

17668.0608

18

55

Cement Concrete Plain compacting finishing curring etc and washing
aggregate without shuttering {S.1.No:5-P/15)

14429.25

%.cft

7936.0875

18

Providing and laying 1" thick Topping cemeni concrete (1:2:4) including
surface finishing and panels (§.| NO 16 P.NO 42}

3275.5

%St

589.59

20

27.08

First ¢lass deodar wood wrought joinary in doors and windows efc fixed in
position i chowkats hold fasts hinges, iron towers bolts,chacks cleats
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully glazed (b} 1-3/4" (8.1 Ng.7 P. No: 58)

851

P.Sit

23045.08

21

70

Painting to doors and windows any type Three Coals (SINQ:4{ C
1,P.NO:B8)

2118.41

% Sft

1481.487

22

33

Painting Guard bars, gates iron bars, grating railings including standard

braces etc) and simitar open work (S.1.NO:4( d).P.NO:89) (Three Coats).

1270.83

% Sit

419.3739

TOTAL

155,296




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WCRKS

|

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of nci less than 19 ciear opening between flusing rims and
3 gallons flushing tank with 4" dia CI trap and Cl thumble. 4802.60) Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.! branch of the required degree
1 [with access doors rubber washer 1/8* thick and builts and nuts and 270.601 Each iy
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement i/ testing with water to a head
of 61 meter or 200 ft. S..No. 2 P.No. 23 P.H.D
- |80 mm (3'dia) 90.001 PIRit ¢
9100 mm (4'dia) 136.00| P/Rft 1224
- [128 mm (5"dia) 185.00 | PIRft 0
- 1150 mm (8"dia) 250.00 | PIRft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing In
100 |Plateform of cement concrete 1:3:6 and making connaction forinet|  g7.95 Per 8795
out-let and over flow in-let cut-let flow pipss Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C piate form,
B0 |a). Filter + Boaring 7700 PRIt 4620
1 |b) Hand Machine 45001 Each 4500
6 Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and i/c the cost of breaking through walls and
roof making good etc painting two coats afier cleaning the pipe etc
with white zink paint with pigment to match t
- [iy. 1/2" dia pipe 73.21 PIRA
- [ii}. 3/4" dia pipe 96.79 P/Rit -
10 {ii). 1" dia pipe 128.55 P/RA 1286
- iy, 1-1/4" dia pipe 153.19 PIRft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutling,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 PH.D
15113 mm (1/2" dia) 12.00 P/RA 180
25 19 mm {3/4" dia) 19.00 PiRft 475
- {25 mm (1" dia) 27.00 PiRft -
26 mm (1 1/4" dia) 33.00 PiRft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1l pattern S.1.No. 1 P.No. 16 4892 | No 349
9 Providing and fixing baal valve (with unscldered copper ball ) made to 291
11BBS 1212 (S.1No. 8 P.No. 18 !l 3/4" dia 25084 | No
10 Providing and fixing electric motor 1/2" horse power iic pumping set
1l made 1 HP etc. 14201 No 14201
Total : 40984
Amount Total (CSR)
Part"A" % Above /Below Total Amount
Part "B" % Above / Below Total Amount
Total "A+B"

CONTRACTOR




NAME OF WORK:- REHABLITATION GF POLLING STATIONS OF DISTRICT SHIKARPUR

BILL OF QUANTITY

GPS Thaheem Wah

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

158

Excavation in foundation of building bridges & cther structure with
excavated lead upto one chain and lift uptc 5feet. In ordinary Soil
(8.1 No:18(b)-P/14}

3176.25

%0ctt

501.85

44

Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
{S..No:4©-P21}

8694.95

%.Cft

3,825.78

194

Facca brick work in Foundation and plinth in cement sand mortor 1:6
(S..No:4-P/20)

11948.36

%.Sft

23.179.82

25

Paoroviding Hard Murrum poderly fine base dressing watering leveling &
cempeting ete complete.

1834.75

%. 5ft

458.69

16

Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates also includes ail kind of forms moulds
lifting shuttering curring ratio {(1;2:4;)

46

ke

Pcft

5,392.00

Filing watering and ramming earth under floor with New Surface excavated
from out side lead upto one chain and |ift upto &' feet.

3630

%o Cft"

166.98

116

Pacca brick work in ground floor with (1:6) ratio in cement sand
mortar.(S.[NO:5 ¢ P.NOC.21}

12674.36

% Cit:

14,702.26

0.65

Supplying and Fixing Tears at Site

3575

P.Cwt:

2.323.75

085

Erection rolled stee! beams or old rails in rocfs efc erection and fixing in
position.(S.1.NO.6 . P.NO.91)

186.34

£.Cwt:

121.12

10

42.08

Second class files roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x 6"x2" tiles iaid in 1:6
cement mortar including 1:2 cement pointing under neath of liles complete
including curing efe. (S.1NQ.2 P.NO.33}

11

42

7607.25

% St

3,201.13

Providing and laying single per layer of polythene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
{S.NO.38.P.NC 38}

10.7

P. St

449,40

12

P/F G.l frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.l sheet ifc welded hings and and fixing and fixing at site with
necessary held fasts, filing with cement sand siurry of rafio 1:6 and
repairing repairing the jambs, The cost also ifc all carriage, toofs and plants
used in making and fixing (5.} NO 29 P NO 93}

2289

P.cft:

3,891.30

PiF G.I frame / Choukats of size 7* x 2" or 4 1/2" x3' for windows using 20
guage G. sheet ilc welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1.6 and
repairing repairing the jambs, The cost also ifc all carriage, tools and planis
used in making and fixing (5| NG .28 P.NC 93}

240.5

P.Rft:

4,328.00

Supplying & Fixing in positicn Iron/ steel grill of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats etc compleie (weight not to be
less than 3.7 Lbs/ sq feet of finishing arill (S.1 No;.26 P.No:93}

180.5

P.Sft

902.50

15

503

Cement plaster {1:6) ratic upto 20" height 1/2" thick.{S.|.NO:13,P.NO:52).

2206.6

%St

11,099.20

16

503

Cement plaster 1:4 upto 20 ft: height ground floor 3/8" thick.

2197.52

%Sh

11,053.53

17

28

Providing and laying 1" thick Topping cement cencrete {1:2:4) including
surface finishing and panels (5.1 NC 16 P.NO 42}

4411.82

%St

1,235.31

18

15

Providing and laying 1" thick Topping cement concrete (1:2:4) including
surface finishing and panels (S.I NG 16 P.NO 42)

3275.5

%St

491.33

18

14

First class deodar wood wrought joinary in deoors and windows efc fixed in
position ifc chowkats hold fasis hinges, iron towers bolts chocks cleats
handles and cords with hooks, etc. Decdar panelled or panelled and glazed,
or fully alazed (b} 1-3/4" (S.| No:7 P. No: 58}

851

P.Sit

11,914.00

20

50

White washing Three Coats (5.1.NO:26,P NO:54)

829.95

% St

414.98

21

365

Colour washing Twa Coats {5.1.NO:25,P.NO:54)

859.9

% Sft

3,138.64

22

70

Painting fo doors and windows any type Three Coats (S.LNO:4( C
).P.NO:68)

2116.41

% Sft

1,481.49

23

Painting Guard bars, gates iron bars, grating ,railings including standard
braces etc} and similar open work (S.I.NO:4( d).P.NCG:68) (Three Coats).

1270.83

% Sft

203.33

24

Fabrication of Tar stee! reinforcement for cement concrete including cutting
bending and laying in position making joints and fastening including the cost

of binding wire aiso includes removal of rust frem bars. (S.1.No:8(b)-F/16)

5001.7

P.Cwt

3,571.21

TOTAL

108,049




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
and 3 gallons flushing tank with 4" dia Cl trap and CI thumble. 480260 | Each 4803
4
2 Providing and fixing 4"x4"x4" dia C.I branch of the required degree
1 |with access doors rubber washer 1/8" thick and buills and nuts and 270.60| Each 2"
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.].No. 2 P.No. 2P H.D
- |80 mm {3"dia) 90.001 P/Rft 0
9 (100 mm (4"dia} 136.00 | P/Rft 1224
- 1125 mm (5"dia) 185.00 | P/Rit 0
- {150 mm (8"dia) 259.00 | P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuls bolts and fixing in
100 plateform of cement .concrete 138 an‘d making connection for in-let 87.95 Per 8795
out-let and over flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
B0 (a). Filter + Boaring 77.00) PR# 4620
1 [b) Hand Machine 45001 Each 4500
6 Providing G pipes specials and ¢lamps etc including fixing cuiting and
fittings cemplete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to match {
- |i}. 1/2" dia pipe 73.21 P/Rft
- |il). 3/4" dia pipe 95.79 PiRft
10 [ii). 1" dia pipe 128.55 P/R#t 1286
_ i}, 1-1/4" dia pipe 153.19 PR -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutfing,
fiting and jointing with solvent cement i/c testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 P.H.D
15|13 mm (1/2" dia} 12.00 PiRft 180
25|19 mm (3/4" dia) 19.00 PIRft 475
- |25 mm {1" dia) 27.00 PiRft -
26 mm {1 1/4" dia) 33.00 P/RIt
] Supplying and fixing in position brass bib cocks 3/4" dia standard
1 pattern S..No. 1 P-No. 16 34892 | Mo 349
9 Providing and fixing baal valve (with unscldered copper ball ) made t0
1 1BBS 1212 (S1.No. § P.No. 18 It 314" dia 26084 | No 291
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
1 {made 1 HP etc. 14201 No 14201
Total : 40954

Amount Total
Part"A"

Part "B"

(CSR)
% Above / Below

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Ameunt




BILL OF QUANTITY
NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR i
. GPS Imamuddin Brohi

Sc')'_“ QNTY DESCRIPTION RATE | UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavaticn in foundation of building bridges & other structure with !
1 158 |excavate¢ lead upto one chain and lift upte 5'feet In ordinary Soil.| 3176.25 %0cit 601.85 !
(S.L.No: 18(b}-P/14) ‘I
Cement Concrele brick or stone ballast 11/2" to 2" guage Ratio 1.5:10.
44 . %. .
2 (SN0 48 P 8694.95 %.Cft 382578
3 104 ;Safﬁo-irgg(;?ork in Foundation and plinth in cement sand mortor 1:6 1104836 | %St 23.179.82
p 2 Porowdir?g Hard Murrum poderly fine base dressing watering leveling & 183475 o, Sht 458,69
compecting etc complete.
Reinforced cement concrete work including alt labour and material except
5 16 Lh_e cost Of_ steel Reinforcement andits lat?our for bending and binding which 337 Peft 5.362.00
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering gurrin ratjo {(1:2:4:)
6 45 Filling watgnng and ramming egrth unqer floor ':mlh New Surface excavated 630 %o Cf* 166.98
from out side lead upto one chain and lift upto 5' feet.
Pacca brick work in ground floor with {1:6) ratic in cement sand
1 . % Cit: .
‘ ! 16 mortar.($.L.NC:5 e P.NO:21} 1267436 | %Eh 14,702.26
1 8 0.656 _ |Supplying and Fixing Tears at Site 3575 P.Cwt: 2,323.75
] g 0.65 Ereciicn rolled steel beams or old rails in roofs etc erection and fixing in 186.34 P Cut 121.12

position.(S.I.NO.6 . P.NO.91)

Secend class tiles rocfing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 12" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
10 | 4208 ({coating sand blinded, provided over one layer of 12" x 62" tiles laid in 1:6{  7607.25 | % Sft 320113
cement meriar including 1:2 cement pointing under neath of tiles complete
including curing ete, (SILNG.2 P.NO.33

Providing and laying single per layer of poiythene sheet 0.13 mm thick for
11 42 |waler profing as per specification and instructions of Engineer incharge. 10.7 P. Sft 449.40
{3.NO.38 P.NO.38)

PIF G.I frame | Choukats of size 7" x 2* or 4 1/2" x3' for doors using 20
guage G.| sheet ilc welded hings and and fixing and fixing at site with
12 17 I[necessary hold fasts, filing with cement sand slury of rao 1.6 and]  228.9 P.cht: 3.891.30
repairing repairing the jambs, The cost also ifc all carriage, tools and plants

used jp making and fixing (S.[.NC.29.P NO 931
PIF G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20

guage G.| sheet ifc welded hings and and fixing and fixing at site with
13 18 |necessary hold fasts, filing with cement sand slurry of ratio 1.6 and| 240.5 P Rit 4,329.00
repairing repairing the jambs, The cost als¢ ifc all carriage, tools and plants
used in making and fixina.{S.| NO,28.P.NO 93}

Supplying & Fixing in position Iron/ stee! grill of 3/4 x 1/4" size flat iran of

14 5 approved design including: painying 3 coats efc complete (weight not to be| ~ 180.5 P.5ft 502,50
less than 3.7 Lbsf sq feet of finishing qrill {§.| No:.26 P.No:93}

15 503 |Cement plaster (1.6} ratio upto 20" height 1/2" thick.(5.1.NO:13 P.NO:52}. 2206.6 %St 11,099.20

16 503  (Cement plaster 1:4 upto 20" ft. height ground flocr 3/8" thick. 2197.52 %St 11,053.53

Providing and laying 1" thick Topping cement concrete (1:2:4) including
surface finishing and panels (S.| NQ 16 P.NQ 42}

Providing and laying 1" thick Topping cement concrete (1:2:4) including
surace finishing and panels (5.1 NOQ 16 P.NO 42}

First class deodar wood wrought joinary in doors and windows etc fixed in
19 14 position ifc chowkats hold fasts hinges, iron towers bolts,chocks cleats 851 P SH 11,914.00
handles and cords with hooks, gtc. Deodar panelled or panelled and glazed,
or fully alazed b} 1-3/4" (S| No;7 P. No; 58}

17 28 4411.82 %aSit 1,235.31

18 15 32755 %St 491,33

20 50 White washing Three Coats (S.).ND:25,P.NO:54} 829.95 % St 414.98
21 365 |Colour washing Two Coats (S.1.NO:25,P.NO:54} 859.9 % Sit _3,138.64
92 70 )P;'\r;‘}itn}gsatjo doors and windows any type Three Coats (SINO4{ C 9116.44 o Sft 148149

Painting Guard bars, gates iron bars, grating ,railings including standard

1270.83 % Sft 203.33
braces etc) and similar open work (S.L.NO:4( d).P NQ:69) (Three Coats). oS 33

23 16

Fabrication of Tar steel reinforcement for cement concrete including cutiing
24 0.714  |bending and laying in position making joints and fastening including the cost| ~ 5001.7 P.Cwt 3,571.21
of binding wire also includes removal of rust from bars. (S.1.No:8(b)-P/16)

TOTAL 108,049




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

Sc':l QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 18" clear opening between flusing rims
and 3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 480260 Each 4,803
1
Z Providing and fixing 4"x4"x4" dia C.! branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270,60 | Each 271
extra painting to match the celour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc festing with water to & head
of 61 meter or 200 ft. 5.1.No. 2 P.No. 23 P.H.D
- 180 mm (3'dia) 90.00 | P/Rft 0
91100 mm {4"dia} 136,00 ) PIR#t 1224
- 1125 mm (5"dia) 185,00 | P/R#t 0
- {150 mm (6"dia) 25900 | PIRit
4 Supplyging and fixing fibre glass tank of approved quality and design
and wal' thickness as specified ifc cost of nuts bolis and fixing in
100 plateform of cemem_concrete 1:3:6 and making connection for in-letl g g5 Per 8795
out-let and over flow in-let cut-let flow pipes Gailen
5 Providing installing hand pump machine ilc boaring with wooden sheo
and C.C plate form.
G0 |a). Filter + Boaring 7700 PIRit 4520
1 |b) Hand Machine 4500 | Each 4500
B Providing G pipes specials and clamps efc including fixing culting and
fittings complete with and ifc the cost of breaking through walls and
roct making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to match t
- {i%. 1/2" dia pipe 73.21 P/RA
~|ii). 3/4" dia pipe 95,79 PiRft -
10 |il). 1" dia pipe 128.55 PiRft 1285
ii). 1-1/4" dia pipe 153.19 PiRft .
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cuiting,
fitting and jointing with solvent cement il testing with water to a head
of 122 meter or 400 ft. 5.1, No. 6 P.No. 24 PH.D
15 [13 mm (1/2" dia) 12.0¢ P/Rit 180
25 (19 mm (3/4" dia) 18.00 P/Rit 475
- |25 mm (1" dia) 27.00 P/Rft
26 mm (1 1/4" dia} 33.00 PIRft
8 Supplying and fixing in pesition brass bib cocks 3/4" dia standard
" |pattem S.i.No. 1 P.No. 16 34892 | Mo 349
9 Providing and fixing baal valve {wilh unsoldered copper bali ) made to
118851212 (3.1 No. 6 P.No. 18 11 344" dia 29084 | No 21
10 Providing and fixing electric motor 1/2" horse pawer i/c pumping set
mada 1 H.P etc. 14204 No 14201
Total : 40994

Amount Total
Part "A"

Part "B"

(CSR)
% Above / Below

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount




NAME OF WORK : -

BILL OF QUANTITY

REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Gul Hasan Mangj
S.NO ITEM OF WORK Qry: RATE i UNIT AMOUNT
1 Dismantling cement concrete piain 1:2:4 (8.N0.19 C P-10} 10.0 3327.50 %Cft 333/=
2 Removing cement or lime plaster {S..NO.53 P.NO.13) 124.0 121.00 %Cft: Rs 150/=
3 Dismantling brick work in lime or cement mortar (S.1.NO.13 P.NO.10) 21.0 1285.865 % Cft: Rs 270/=
4 Excavation in foundation of building bridges and other struciure Vo
dagbelling dressing reflling around the excavated earth watering 88.0 3M76.25 %0CHt Rs 280/=
ramming lead upto one chain and lift upte 5' feet.
5 Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 8694.95 %Cft Rs: 609/=
cement sand mortar.
Ratio 1:5:10
8 Pacca brick work in Foundation and Plinth 1.6 .(S.LNO:4 E,P.NO:21) 92.0 11948.36 %Cft Rs: 10992/=
7 Reinforced cement concrete work including all labour and material 7.0 337.00 Pcft Rs: 2359(=
except the cost of steel Reinforcement and its labour for bending and
binding which will be paid separately. This rates also includes all kind
of forms mou'ds lifting shuttering curring ratio {1,2;4:)
8 Fabrication of mild steel reinforcement for cement concrete including 0.3 5001.70 P.Cwt: Rs: 1561/=
cutling bending binding and laying in position making jeints fastening
including the cost of steal binding wire (also includes removal of rust
from bars) (S.|.NO:8(A),P.NO:17).
9 Pacca brick work in ground fleor with {1:8) ratio in cement sand 7.0 12674.36 % Cft: Rs: 887/=
martar.(S.LNO:5 e P.NO:21)
10 Applying fivating coat of Cement 1/32" thick. (3.N0O.14.P.NC 53) 124.0 860.00 %.Sft. Rs: 818/=
11 Cement plaster (1:6) ratio upto 20" height 1/2" 298 2206.60 %Sft Rs: 6577/=
thick.(S.1.NO:13,P.NQ:52),
12 Cement plaster 1.4 upto 20' fi; height ground floor 3/8" thick. 174 2197.52 %Sft Rs: 3824/=
13 Cement concret plain inciuding placing compecting , finishing & 8.0 14429.25 %Sft Rs: 1154/=
curing, complete (/e screening & washing of stone aggregate
without shuttering (S.No: 5 (a) P.No: 18) RATIO 1:2:4
14 Llaying floor of approved with glazed tile 1/4" thick in white cement 47.05  27678.85 % Sft Rs: 13023/=
1:2 over 3/4' thick cement mortcr 1:2 complete (S.1.No:24 P.No: 43)
15 White glazed tiles 1/4" thick dado jointed in white cement 2nd laid 36.00 2825361 %Sft Rs:  10171/=
over 1:2 cement sand martar 3/4° thick including finishing. (S.NO.38
P.NO.45)
16 Providing and laying 1" thick Topping cement concrete (1:2:4) 15.00 327550 %Sft Rs: 491/=
. including surface finishing and paneis (S.1 NO 16 P.NO 42)
17 First class decdar wood wrought joinary in doors and windows 3.00 851.00 P.5ft Rs: 2553/=
etc fixed in position ifc chowkats hold fasts hinges, iron towers
bolts,chocks cieats handles and cords with hooks, etc. Deodar
panelied or panelled and glazed, or fully glazed (b) 1-3/4" (S.}
No:7 P. No: 58)
18 Supplying & Fixing in position lron/ steel grill of 3/4 x 1/4" size flat iron 3.00 180.50 P.Sft Rs: 542/=
of approved design including: painying 3 coats etc complete (weight
nct to be less than 3.7 Lbs/ sq feet of finishing grill (5.1 No'.26
P.N0:93)
[ TOTAL =  56594/= |




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear cpening between fiusing rims
2 and 3 gailons flushing tank with 4" dia Cl trap and CI thumble, 480260 | Each 8,605
Z Providing and fixing 4'x4"x4" dia C.| branch of the required degree
2 |with access deors rubber washer 1/8" thick and builts and nuts and 27060| Each 541
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench /e cutting,
fitting and jointing with solvent cement i'c testing with water to a head
of 81 meter or 200 ft. S.I.No. 2P.No. 2Z3PH.D
- |80 mm (3"dia) 90.00( P/R# 0
& [100 mm {4"dia) 136,00 P/Rft 1088
- 125 mm (5"dia) 185.0¢1 P/R#t 0
- 1150 mm (6"dia) 259.001 PIRHt
4 Supplying and fixing in position brass bib cacks 3/4" dia standard
2\ battern 5..No. 1 P.No. 16 4892 | No 598
5 Providing &nd fixing baal valve (with unscldered copper ball ) made to
21885 1212 (5.1.No. 8 P.No. 1811 3/4 dia 29084 1 No 582
6 Providing and fixing electric motor 1/2" horse power ifc pumping sel
Tlmade 1 HP eic. 14201 No 14201
7 Providing installing hand pump machine ic boaring with wooden sheo
and C.C piate form.
60 |a). Fiter + Boaring 77.001 PRR 4820
1 |b) Hand Machine 45007 Each 4500
8 Praviding Laying UPVC pipes of Class "D fixing in french ifc cutting,
fiting and jolnting with solvent cement i/c testing with water to a head
of 122 meter or 400 ft. 5.1 No. 6 P.No. 24 PH.D
20 [13 mm (172" dia) 12.00 PiRit 240
40 119 mm {3/4" dia) 19.00 PiRit 760
)25 mm (1" dia) 27.00 | PRt
L 26 mm {1 1/4" dia} 33.00 PiRft
Total : 36835
Amount Total {CSR)
Part "A" % Above f Below ___ Total Amount
Part"B" % Above / Below Total Amount

CONTRACTOR

Total "A+B"




BIDDING DATA

A

‘ (This section should be filled in by the Engineer/Procuring Agency before issuance of
! the Bidding Documents).

(a). Name of Procuring Agency:- Executive Engineer (Education Works)

Division Shikarpur.

b). Brief Description of Works:- REHABLITATION OF POLLING STATIONS OF
DISTRICT SHIKARPUR REHABLITATION OF WASH
ROOMS & SANITARY WORKS
(PACKAGE NO:23)
GPS Tillu Pahore, GPS Allah Wadayo Chachar, GMS Ali
Hassan Jafferi, GPS Nooro, GPS Haji Karim Mahar,
GPS Bhirkan, GPS Morani, GPS Hothi, GPS Budh Pur,

(c).Procuring Agency’s address:- Executive Engineer (Education Works) Division Shikarpur
Near GBHS No.ll Shikarpur.

(d). Estimated Cost:-_0.900 ( Milions).

(e). Amount of Bid Security:- 5% (Fill in lump sum)
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 90 Days (Not more than sixty days).

(g).Security Deposit:-(including bid security):- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :- As Per NIT

(j)- Venue, Time, and Date of Bid Opening:- Near GBHS || (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 1 Month
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost per
day of delay, but total not exceeding 10%).

(m). Deposit Receipt No: Date: Amount:Rs:

Bank

(n) D.R.NO: DATED:- . Amount /1000 /-(Rupees: One Thousand only).
(o). Tender issued to Mr. / M/s ‘ : Govt: Contractor.

XECUTIVE ENGINEER

CATION WORKS DIVISION
SHIKARPUR




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Tillu Pahore

SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with excavated o
1 216 lead upto one chain and lift upto 5'feet. In ordinary Soil. (S.1.N0:18(b)-P/14) 317625 talctt 686.07
Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
4, %. .
2 64 (S INo:4E PI21] 859495 %.Cft 5564.768
3 271 Fsaﬁao-gﬂ;;(zov;’mk in Foundation and piinth in cement sand mortor 1:6 11948.36 %, Sit 25380.0555
4 44 Poroviding Harg Murrum pederly fine base dressing watering leveling & 1834.75 %.5ft 807.29
Reinforced cement concrete work including ali labour and material except
5 16 lh.e cost of. steel Remforcemgnt and its Iabpur for bendlr?g and binding which 337 Pt 5397
will be paid separately. This rates also includes all kind of forms moulds
lifting shuftering curring ratio (1:2;4:)
Fabrication of Tar steel reinforcement for cement concrete including cutting
6 0.714  [bending and laying in position making joints and fastening including the cost| ~ 5001.7 P.Cwt 3571.2138
of binding wire also includes removal of rust from bars. (S.1.No:8(b)-P/16)
7 92 Filling wat'enng and ramming egrth un@er floor 'with New Surface excavated 3630 %o Cft 913,96
from out side lead upto one chain and fift upio 5' feet.
Pacca brick work in ground floor with (1:6) ratio in cement sand
8 204 12674.36 | % Cft: 25855.6944
morar.{S..NO:5 e P.NO:21) 743 % CH 588
9 1.3 Supplying and Fixing Tears at Site 3575 P.Cwit: 4847.5
Erection rolled steel beams or old rails in roofs etc erection and fixing in
1, 186.24 Cwt: 242.
10 : position.(S..NO.6 . PNC.IT} P.Cut 22
Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
" 80  |coating sand blinded, provided over one laysr of 12" x 6'x2" files laid in 1:6| 7607.25 % Sft: 6085.8
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing ete, (SINO.2 PINO.33}
Providing and laying single per [ayer of polythena sheet 0.13 mm thick for
12 80 water profing as per specification and instructions of Enginger incharge. 10.7 P. Sit: 856
{S.NO.38.P.NC.38)
P/F G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G. sheet ifc welded hings and and fixing and fixing at site with _
13 32 |necessary hold fasts, filling with cement sand slurry of ratio 1:6 and repairing| ~ 2289 P.cit: 7324.8
repairing the jambs, The cost also ifc all cariage, tools and plants used in
making and fixing (S INC.29.P.NC 93)
P/F G.| frame { Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
quage G.I sheet ic welded hings and and fixing and fixing at site with
14 24 |necessary hold fasts, filing with cement sand siurry of ratio 1:6 and repairing| ~ 240.5 F.Rit: 5772
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making and fixing (S| NO,28. P NO.93)
Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4* size flat iren of
15 12 |approved design including: painying 3 coats etc complete (weight not to be| ~ 180.5 P.Sit 2166
less than 3.7 Lbs/ sq feet of finishing grill (S.1 No:.26 P.No:93)
16 112 |Cement plaster {1:6} ratio upto 20" height 1/2" thick {S..NO:13,P.NO:52). 22066 %St 2471,392
17 804 |Cement plaster 1:4 upto 20' ft: height ground floar 3/8” thick. 2197.52 %SHt 17668.0608
18 55 Cement Copcreie Plam_ compaciing finishing cuming etc and washing 14429 25 o cft 2935.0875
aggregate without shuttering (S.1.No:5-Pi15)
Providing and laying 1" thick Topping cement concrete (1:2:4) including 397 .
55 %St 589.59
19 8 surface finishing and panels {S.| NO 18 P.NO 42) i
First class deodar wood wreught joinary in doors and windows etc fixed in
20 97 08 position ifc chowka.ts held fasts hinges, iron towers bolts,chocks cleats 851 Psft 2304508
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully glazed (b} 1-3/4" (S.I No:7 P. No: 58)
921 70 }F’:]r;qtg%st)o doors and windows any type Three Coats {SINOA4( C 211641 o Sf 1481 487
Painting Guard bars, gates iron bars, grating ,railings including standard 127 9 Sit 419.3739
2 5 braces etc} and similar open work (S.I.NO:4{ d) P.NQ:69) (Thrge Coats). 083 % ’
TOTAL 155,296




X
WATER SUPPLY & SANITARY WORK
PART-B :FPLUMBING WORKS
SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 18" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Ci trap and Ci thumbie. 4,80260| Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.I branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 27060 Each M
extra painting to match the coleur of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutfing,
fitting and jointing with solvent cement i/c festing with water to a head
of 64 meter or 200 ft. S.4.No. 2 P.No. 23 P.H.D
- |80 mm {3"dia) 90.00 | P/RAt 0
9100 mm (4"dia} 136.00 | P/Rft 1224
- 1125 mm (5"dia) 185.00 | P/Rit 0
- 1150 mm (6"dia) 25300 | PiRR
4 Supplyging and fixing fibre giass tank of approved quality and design
and wall thickness as specified ¥fc cost of nuts bolts and fixing in
100 plateform of cement.concrele 1:3:6 aqd making connection for in-let| gz o Per 8795
out-let and aver flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine i/c boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00| PRt 4620
1 |b) Hand Machine 4500 Each 4500
B Providing Gl pipes specials and clamps efc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe ete
with white zink paint with pigment te match t
- [iy. 172" dia pipe 73.21 PIRfl
- [ii). 3/4" dia pipe 95.79 PIRft
10 lii). 1" dia pipe 128.55 P/Rft 1285
ii). 1-1/4" dia pipe 153.19 P/Rft
7 Providing Laying UPVC pipes of Class "D" fixing in french ifc cutting,
fitting and jointing with solvent cement ifc testing with water to & head
of 122 meter or 4G0 ft. S.1. No. 6 P.No. 24 PH.D
15 (13 mm (1/2" dia) 12.00 P/RIt 180
2519 mm (3/4" dia) 19.00 PIRft 475
- [25 mm (1" dia) 27.00 PIRft
- 26 mm (1 1/4" dia) 33.00 PRt
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1 pattern S.1.No. 1 P.No. 16 348.92 No 9
9 Providing and fixing baal valve {with unscidered copper ball } made to
118BS 1212 (S.1.No. 6 P-No. 18 11 3/4" dia 25084 | Mo 291
10 Providing and fixing electric motor 1/2" horse power ifc pumping set
M made 1 H.P etc. 14201 No 14201
Total : 40994
Amount Total (CSR)
Part"A" % Above /Below Total Amount
Part "B" % Above /Below Total Amount
Total "A+B"
CONTRACTOR
S




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION CF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Allah Wadayo Chachar

SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with excavated o
L 216 lead upto one chain and lift upto 5'feet. In ordinary Seil. {S.1.Na:18(b)-P/14) 37825 40cft 686.07
Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10. o
2 64 (5.1 NoAG-PI2Y) 8694.95 %.Cit 5564.768
3 971 E’Satlzcrjogt;g}(mu;fork in Foundation and plinth in cement sand mortor 1:8 11948.35 w, S 39980.0556
4 44 Poroviding Hard Murrum poderly fine base dressing watering leveling & 1834.75 %. St 807.28
Reinforced cement concrete work including all labour and material except
5 15 th‘e cost of_ steel Remforcem}ent and its Ial?our for bendlrllg and binding which 337 Pt 5249
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring rafig (1:2:4:)
Fabrication of Tar stee! reinforcement for cement concrete including cutting
6 0.714  |bending and laying in position making joints and fastening including the cost| ~ 5001.7 P.Cwt 3571.2138
of binding wire also includes removal of rust from bars. (S.1.No:8{b)-P/16)
7 92 Filling wat_ermg and ramming egrfh unqer floor 'w‘\th New Surface excavated 3530 %o O 233,06
from cut side 'ead upto one chain and lift upto 5' feet,
Pacca brick work in ground floor with (1:6) ratio in cement sand
4 y % Cit: 694
8 20 morar (S INO:S e P NO:21) 12674.38 % Cit 25855.6944
9 1.3 |Supplying and Fixing Tears at Site 3575 P.Cwt; 4647.5
Erection rolled steel beams or old rails in roofs el erection and fixing in
1 1.3 34 P.Cwt; 242242
o position.(S.INO.6 . P.NO §1) 1863 Wt
Second class tiles roofing consisting of 4" earh and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
11 80 |coating sand blindad, provided over one layer of 12" x §'x2" files laid in 1:.6| 7607.25 | % Sft 6085.8
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing ete, (SINO2 P.NO.33)
Providing and laying single per Tayer of polythene sheet 0.13 mm thick for
12 80 |water profing as per specificalion and instructions of Engineer incharge. 10.7 p. Sit: 856
(S.NO.38.P.NO.38)
P/F G.I frame / Choukats of size 7" x 2" or 4 1/2* x3' for doors using 20
guage G.! sheet ifc welded hings and and fixing and fixing at site with
13 32 |necessary hold fasts, filing with cement sand slurry of ratio 1:6 and repairing; ~ 228.9 P cit: 73248
repairing the jambs, The cost alsa ifc all carriage, tools and plants used in
making and fixina {S.LNG 29,2 NO.93
P{F Gl frame / Choukats of size 7" x 2" cr 4 1/2" x3' for windows using 20
guage G.| sheet ilc welded hings and and fixing and fixing at site with
14 24 |necessary hold fasts, filing with cement sand slurry of ratio 1:6 and repairing| ~ 240.5 P.Rit: 5772
repairing the jambs, The cost also I all carriage, tools and plants used in
making and fixing {S,L.NG 28 P NG 931
Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron of
15 12 |approved design including: painying 3 coats etc complete (weight not to be| 1805 P.Sft 2166
less than 3.7 Lbs/ sq feet of finishing grill {S.1 Ne:.26 P.Ng:93)
16 112 |Cement plaster {1:6) ratio upto 20' height 1/2" thick.{S..NO:13 P NO:52), 2206.6 %St 2471.392
17 804  |Cement plaster 1:4 upto 20' ft: height ground floor 3/8" thick. 2187.52 %St 17668.0608
Cement Concrele Plain compacting finishing curing etc and washing S
14429.25 %.cft 7936.0875
8 % aggregate without shuttering (S.1.No:5-P/15) i
Providing and laying 1" thick Topping cement concrete (1:2:4) including 9755 %SH 589.50
19 18 surface finishing and panels (S.| NQ 16 P.NC 42} 3218, i '
First class deodar wood wrought joinary in doors and windows etc fixed in
20 27.08 position ifc chowkan hold fasts hinges, iron towers bolts,chocks cleats 851 DSt 2304508
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully glazed (B 1-344" (S.| No.7 P. No: 58)
1 70 ;"slrr:tggsst)o doors and windows any type Three Coats {S.INOC:4{ C 2116.41 % Sft 1481.487
Painting Guard bars, gates iron bars, grating ,railings including standard 270.8 o
83 % St 419.373¢
2 3 braces etc) and similar cpen work (S..NO:4{ d).P NO:63} (Three Coats). ! "
TOTAL 155,296




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4° dia Cl trap and CI thumble, 4,802.80| Each 4,803
1
2 Providing and fixing 4"x4*x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270.60 | Each 271
extra painting to match the colour of the building.
3 Providing Laying UFVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifs testing with water to a head
of 61 meter or 200 ft. S.1.No. 2 P.No. 23 P.H.D
- |80 mm (3'dia) 90.001 P/RE 0
g (100 mm (4'dia) 136.00 | PR 1224
- [125 mm (5"dia) 185.00 | P/Rft 0
- [150 mm (6"dia} 259.00 | P/RA
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified i/c cost of nuts bolts and fixing in
400 |Plateform of cement.concrele 1:3:6 aqd making cennection for infet| g7 g Per 8705
out-let and over flow in-let cut-let flow pipes Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00f P/Rit 4620
1 |b) Hand Maching 45001 Each 4500
6 Providing G pipes specials and clamps etc including fixing cutling and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe efc
with white zink paint with pigment o match t
- |i). 172" dia pipe 73.21 PiRft -
- [ii}. 34" dia pipe 95.79 PIRft
10 [ii). 1" dia pipe 128.55 P/Rft 1286
if), 1-1/4" dia pipe 45319 | PIRH -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. 8.). No. 6 P.No. 24 PHD
1513 mm {1/2" dia) 12.00 PRt 180
25|19 mm (3/4" dia) 18.00 P/Rft 475
- |25 mm (1" dia) 27.00 PiRft -
- 26 mm (1 1/4" dia) 33.00 P/Rft
5 Supplying and fixing in position brass bib cocks 3/4" dia standard
L pattern S.1.No. 1 P.No. 16 348.92 No 349
9 Providing and fixing baal valve {with unsoldered copper ball } made to
1|88 1212 (S.1.No. & P-No. 18 1 /4" dia 2084 | No 291
10 Providing and fixing eleciric moter 1/2* horse power ifc pumping set
T made 1 H.P ete. 14201 No 14201
Total : 40994

Amoeunt Total
Part"A"

Part"B"

(CSR)
% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total "A+B"

Total Amocunt




*

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

BILL OF QUANTITY

GMS Ali Hassan Jafferi

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

S.N
O
A

PART-A (CIVIL WORK)

i

158

Excavation in foundation of building bridges & other structure with
excavated lead upto one chain and ift upto Sfeet In ordinary Soil.
{S.1.No:18(b)-P/14}

3176.25

%0cft

501.85

44

Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
(S.1.No:4@-P/21)

8694.95

%.Clt

3,825.78

Pacca brick wark in Foundation and plinth in cement sand mertor 1:5
[S.1.No:4-P/20}

11948.36

%.51t

23179.82

25

Poroviding Hard Murrum pederly fine base dressing watering leveling &
compecting etc complefe.

1834.75

%.5tt

458.69

18

Reinforced cement concrete work including ali labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separaiely. This rates also includes all kind of forms moulds
lifting shuttering curring ratio {1:2:4:)

337

Pcft

5,392.00

46

Filling watering and ramming earth under floor with New Surface excavated
from out side lead upto one chain and lift upto 5' fest.

3630

%o Cft*

166.98

116

Pacca brick work in ground floor with (1:6) ratic in cement sand
mortar.{S.I.NO:5 g, P.NO:21)

12674.35

% Cft:

14,702.26

0.65

Supplying and Fixing Tears at Site

3575

P.Cwt:

2,323.75

0.65

Erection rolled steel beams or ¢ld rails in roofs etc erection and fixing in
position.{S.1L.NO.6 . P.NO.91}

186,34

P.Cwt;

12112

10

42.08

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot kitumen
coating sand biinded, provided over one layer of 12" x 6"x2" tiles laid in 1.6
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing ete, (S.LNO.2 P.NO.33)

7607.25

% Sft:

3,201.13

Al

42

Providing and laying single per layer of polythene sheet 0.13 mm thick for
waler profing as per specification and instructions of Engineer incharge.
{S.NO.38.P.NO.38)

10.7

P. Sft:

449.40

12

P/F G.I frame / Choukats of size 7' x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet i/c welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and
repairing repairing the jambs, The cost also ifc all carriage, tools and plants
used in making and fixing (S.|.NG.29.P NO.93

228.9

P.cft:

3,891.30

13

PIF G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| shest i/c welded hings and ang fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratio 1:6 and
repairing repairing the jambs, The cost also ifc all carriage, tools and plants
used in making and fixing (S.|.NQ.28.P.NO,93)

240.5

P.Rit:

4,329.00

14

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coals etc complete (weight not to be
less than 3.7 Lbs/ sq feet of finishing grill {S.1 No:.26 P.No:83)

180.5

P.5ft

902.50

15

503

Cement plaster (1:6] ratio upto 20" height 1/2" thick {S.1.NO:13,P.NC:52).

2206.6

%St

11,099.20

16

503

Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick.

2197.52

%St

11,053.53

17

28

Providing and laying 1" thick Topping cement concrete (1:2:4) including
surface finishing and panels {S.i NO 16 P.NO 42}

4411.82

%St

1,235.31

18

Providing and laying 1" thick Topping cement concrete (1:2:4} including
surface finishing and panels (S.] NO 16 P.NO 42}

32755

%St

491.33

19

First class deodar wood wrought joinary in doors and windews etc fixed in
position ifc chowkats hold fasts hinges, iron towers bolts,chocks cleats
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
ot fully alazed (b} 1-3/4" {S.| No:7 P. No: 58)

851

P.Sft

11,914.00

20

50

White washing Three Coats (8.|.NO:26 P.NO:54)

829.95

% Sft

414.98

21

365

Colour washing Two Coats (S.1.NGC:25,P NO:54)

859.9

% Sit

3,138.64

22

70

Painting to doors and windows any type Three Coats {S.INC:4{ C
}1P.NO:68)

2116.41

% Sft

1,481.49

23

16

Painting Guard bars, gates iron bars, grating ,raiings including standard
braces efc) and simifar open work {S..NO:4({ d).P.NO:69) (Three Coats).

1270.83

% St

203.33

24

0.714

Fabrication of Tar steel reinforcement for cement concrete including cutting
bending and laying in position making joints and fastening including the cost
of binding wire also includes removal of rust from bars, (3.1.No:8(b)-P/16)

§001.7

P.Cwt

3,5711.21

TOTAL

108,049




WATER SUPPLY & SANITARY WORK

PART- B : PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear cpening betwesn flusing rims
and 3 gaillons flushing tank with 4" dia Cl trap and CI thumble. 480260 Each 4803
1
2 Providing and fixing 4'x4"x4" dia C.| branch of the required degree
1 iwith access doors rubber washer 1/8" thick and builts and nuts and 270601 Each 2
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ilc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.1.No. 2 P.No. 23 P.H.D
- |80 mm {3"dia} 90.00 | P/Rit 0
8100 mm {4"dia} 136.00 | P/Rft 1224
- ]125 mm {&"dia) 185.00 | PRIt 0
- |150 mm (6"dia} 259.00 | P/Rft
4 Supplyging and fixing fibre giass tank of approved quality and design
and wall thickness as specified ifc cost of nuis bolts and fixing in
100 [Plateform of cement concrete 1:3:6 and making connection for in-letf o= oe Per 8705
out-let and over flow in-let out-let flow pipes ' Gallon
5 Providing installing hand pump machine i boaring with woodsn sheo
and C.C plate form.
80 [a). Filter + Boaring 77.00| P/Rit 4520
1 |b) Hand Machine 4,500 | Each 4500
) Providing Gl pipes specials and clamps etc including fixing cutting and
fittings complete with and ic the cost of breaking through walls and
roof making geod etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to match t
- |i). 112" dia pipe 73.21 P/Rft -
- |ii}. 34" dia pipe 95.79 PiRft
10 [ii}. 1" dia pipe 128.5% PRt 1288
ii}. 1-1/4" dia pipe 153.19 P/Rf -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fiting and jointing with solvent cement i/c festing with water to & head
of 122 meter or 400 %. S.I. No. 6 P.No. 24 P.HD
1513 mm {1/2" dia) 12.00 P/Rft 180
25 [19 mm (314" dia) 19.00 P/Rft 475
- (25 mm {1" dia} 27.00 PiRft -
26 mm (1 1/4" dia) 33.00 P/Rft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
" |pattern S..No. 1 P.No. 18 4892 | Mo 348
8 Providing and fixing baal valve {with unsoldered copper ball } made 1o
" |BBS 1212(8.LNo. 6 P.No. 18 11 34" dia 20084 | No 291
10 ’ Providing and fixing electric motar 1/2" horse power ifc pumping set 14201 No 14201
made 1 H.P ete.
Total : 40994

Amount Total
Part "A"

Part "B"

(CSK)
% Above / Below

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount




BILL OF QUANTITY
NAME OF WORK:- REHABLITATION OF POLLING STATIONS GF DISTRICT SHIKARPUR

GPS Nooro
SO'H QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with
1 158 lexcavated lead upto one chain and lift upto 5Yeel. In ordinary Soil| 3176.25 %0cft 501.85

{5.1.No: 18{b)-P/14)

2 44 Cement Concrete brick or stone ballast 11/2" to 2" guage Ratic 1:5:10.

0,

(5. No:4@-Pi21) 8694.95 %.Cft 3,825.78
3 194 :’Sac!:ﬁo.it:;’lfzg;'ork in Foundation and plinth in cement sand mortor 1:8 11948.35 % St 23.179.82
4 25 Porowdur_ag Hard Murrum poderly fine base dressing watering leveling & 1834.75 % Sft 458 69

compecling eic complete.

Reinforced cement concrete work including all labour and material except
5 16 th‘e cost of steal Reinforcement and ils Iat?our for bend‘\r.lg and binding which 337 Pait 5,392.00

will be paid separately. This rates also includes all kind of forms moulds

lifting shuttering curring ratio (1:2:4:}
6 5 Filling watgnng and ramming e;rth und_er floor \‘mth New Surface excavated 2630 %o Gt 166.08

from out side lead upto one chain and lift upto 5' feet.

Pacca brick work in ground floor with {1:6) ratio in cement sand

1 . % Cft;

7 6 mortar.(S.L.NO:5 & P.NO:21) 12674.36 % Cit; 14,702.26
8 0.65  |Supplying and Fixing Tears at Site 3575 P.Cwt: 2,323.75
g 0.65 Ereclicn rolled steel beams or old rails in roofs et erection and fixing in 186.34 P Cut: 121.19

position.{S.|.NO.6 . P.NO.91}

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gebri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
10 | 4208 |[coating sand blinded, provided over ane layer of 12" x 6'x2" files faid in 1:6] 7607.25 | % Sft: 3,201.13
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing efc, (S..NO.2 P.NO.33)

Providing and laying single per layer of pclythene sheet 0.13 mm thick for
1 42 |water profing as per specification and instructions of Engineer incharge. 10.7 P. Sft: 448.40
{S.NO.38 P.NO.38)

PIF G.| frame / Choukats of size 7" x 2° or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
12 17 |necessary hold fasts, filing with cement sand sturry of ratio 1:6 and|  228.9 P.cit: 3,891.30
repairing repairing the jambs, The cost also ifc all carriage, tools and plants
ysed in makine and fixing, (5. LNQ. 29 P NQ 90

PIF G.| frame ! Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
13 18 |necessary hold fasts, filing with cement sand slurry of ratic 1:6 and| 240.5 P.Rit: 4,329.00
repairing repairing the jambs, The cost also /e all carriage, tools and plants
used in making and fixing, (S.LNC 28 P.NQ 93

Supplying & Fixing in position !ron/ steel grill of 3/4 x 1/4" size flat iron of

14 5  |approved design including: painying 3 coats eic complete (weight not fo be|  180.5 P.Sft 90250
less than 3.7 Lbs/ sq feet of finishing qrill (8.} No:.26 P.No:53}

15 503  |Cement plaster {1:6) ratio upto 20' height 1/2" thick.(S.1.NO;13,P.NQ:52), 2206.6 %St 11,099.20

16 503 |Cement plaster 1:4 upto 20' ft: height ground floor 3/8" thick. 2197.52 %St 11,063.53
Providing and laying 1" thick Topping cement concrete (1:2:4) including o 123531

7 % surface finishing and panels (S.| NO 16 P.NO 42 4z st 2353

18 15 Providing and laying 1" thick Topping cement concrete (1:2:4) including 3975.6 %Sh 491.33

surface finishing and panels (S.1 NO 16 P.NQ 42)

First class deodar wood wrought jeinary in doors and windows elc fixed in
19 14 position ifc chowkats held fasts hinges, iron towers bolts,chocks cleats 851 Pt 11,914.00
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully alazed (b} 1-3/4" {S | No:¥ P. No: 58)

20 50  |White washing Three Coats [S..NO:26,P NO:54) 829.95 % Sft 414.98
21 365  !Colour washing Two Coats (S.1.NC:25,P.NG:54) 859.9 % Sit 3,138.64
99 70 )F’;ir;:icr;gest;a doors and windows any type Three Coals (S.LNO:4{ C 2116.41 o Sit 1,481.49

Painting Guard bars, gates iron bars, grating ,railings including standard

1270.83 % St 203.33
braces etc) and similar open work {S.LNG:4{ d).P.NO:89) {Three Coats). ’

23 16

Fabrication of Tar steel reinforcement for cement concrete including cutting
24 0,714  |bending and laying in position making joints and fastening including the cost| 50017 P.Cwt 357121
of binding wire also includes removal of rust from bars. {S.].No:8(b}-P/16)

TOTAL 108,049




WATER SUPPLY & SANITARY WORK
PART- B : PLUMBING WORKS
130N anry DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
and 3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 4802680} Each 4,803
1
2 Providing and fixing 4'x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270607 Each 2N
extra painting to match the ceiour of the building.
3 Providing Laying UPYC pipes of Class "B" fixing in trench ifc cutting,
fitting and jeinting with solvent cament ifc testing with water fo a head
of 61 meter or 200 ft. S.1.No. 2P.No. 22 PH.D
- 180 mm (3"dia) 90.00 | P/Rft 0
g [100 mm (4"dia) 136.00 | P/Rft 1224
- 125 mm {5"dia) 185.00 | P/Rft 0
- 150 mm (6"dia) 259.00 | PIRit
4 Supplyging and fixing fibre glass tank of approved guality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 |lateform of cement concrete 1:3:6 an‘d making connection for in-let|  g- g5 Per 8795
out-let and over flow in-ist out-let flow pipes Gallon
5 Providing Installing hand pump machine ifc boaring with wooden sheo
and C.C plate form,
60 |a). Filter + Bearing 77.00| P/Rit 4520
1 1b) Hand Machine 4500| Each 4500
6 Providing Gt pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through walis and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment {0 match
- |i}. 12" dia pipe 73.21 PIRft -
- [ii). 3/4" dia pipe 85.79 PIRf -
10 [ii). 1" dia pipe 128.55 P/Rft 1286
ii}. 1-1/4" dia pipe 153.19 P/Rit
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.1. No. 8§ P.No. 24 PH.D
15 {13 mm (1/2" dia) 12.00 F/Rft 180
25|19 mm (3/4" dia) 19.00 P/Rft 475
- |25 mm {1" dia} 27.00 P/Rft -
- 26 mm {1 1/4" dia) 33.00 PiRft
8 Supplying and fixing in position brass bib cecks 3/4" dia standard
L patiern S..No. 1 P.No. 18 348.92 No 342
9 Providing and fixing baal valve {with unsoldered copper ball ) made to
1|88S 1212 (S.1.No. 6 P.No. 18 Il 3/4" dia 20084 1 No 291
Providi d fixing electri tor 1/2" h ifc pumping set
10 roviding and fixing electric motor orse power i/c pumping 14901 No 14201
made 1 H.P etc.
Total : 40994
Amount Total {CSR)
Part"A" % Above / Below Total Amount
Part "B" % Above / Below Total Amount

CONTRACTOR

Total "A+B"




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS$ Haji Karim Mahar

QNTY

DESCRIPTION

RATE

UNIT

AMQUNT

PART-A (CIVIL WORK)

218

Excavation in foundation of building bridges & other structure with excavated
lead upto one chain and lift upto 5'feet. In ordinary Soil. {S..No:18(b)-P/14)

3176.26

%0cft

686.07

64

Cement Concrete brick or stone ballast 11/2" to 2° guage Ratio 1:5:10.
{S..N0:4©-Pi21)

8694.95

%.Cit

5564.768

2n

Pacca brick work in Foundation and piinth in cement sand mortor 1:6
(S..Ng;4-P/20)

11948.36

%.Sft

32380.0556

44

Poroviding Hard Murrum poderly fine base dressing watering leveling &

1834.75

%.5ft

807.29

16

Reinforced cement concrete work including all fabour and material except
the cost of steel Reinfercement and its labeur for bending and binding which
will be paid separately. This rates aiso includes a% kind of forms moulds
lifting shuttering curring ratio (1:2:4:)

0.714

337

Peft

5392

Fabrication of Tar stee! reinforcement for cement concrete including cutting
bending and laying in position making joints and fastening including the cost
of binding wire also includes removal of rust from bars. {3.1.No:8(b})-P/16)

50017

P.Cwt

3571.2138

92

Filling watering and ramming earth under floor with New Surface excavated
from out side lead upto one chain and lift upto &' faet.

3630

%o Cft"

333.96

204

Pacca brick work In ground floor with {1:6) ratio in cement sand
mortar.(8..NO:5 e P.NO:21)

12674.36

% Cit:

25855.6944

1.3

Supplying and Fixing Tears at Site

3575

P.Cwt:

4647.5

13

Erection rolled steel beams or old rails in roofs etc erection and fixing in
position.(S..NO.6 . P.NO.91)

186.34

P.Cwt:

242.242

1"

80

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 172" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x 6"x2" tlles laid in 1:6
cemenl mortar including 1:2 cement pointing under neath of tiles complete
Including curing efe, (S.1NO.2 PNG 33}

7607.25

% Sit;

6085.8

80

Providing and laying single per layer of polythene sheet 0,13 mm thick for
water profing as per specification and instructions of Engineer incharge.
(S.NO.38.P.NC.38}

p. 5ft:

856

13

32

PIF G.| frame / Choukats of size 7" x 2" or 4 1/2" x3 for doors using 20
guage G.| sheet iic welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making and fixing.(S.LN$.29 P.NO 93}

228.9

P.cft;

73248

14

24

PIF G.I frame / Choukats of size 7" % 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ilc welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also i/c all carriage, tools and plants used in
making and fixina (S.LNG 28 P NO 83}

2405

P.Rft:

5772

12

Supplying & Fixing in position Iron/ sieel grill of 3/4 x 1/4" size flat iron of
approved design including: painying 3 coats efc complete (weight not to be
less than 3.7 Lbs/ sq feet of finishing grill (5.1 No:.26 P.No:93}

180.5

P.Sft

2165

112

Cement plaster {1:6) ratio upto 20' height 1/2" thick.(S.I.NO:13,P.NO:52).

22066

%St

2471.392

804

Cement plaster 1:4 upto 20' ft: height ground floor 3/8" thick.

2197.52

%Sft

17668.0608

55

Cement Concrete Plain compacting finishing curring etc and washing
agqregate without shuttering (S.1.No:5-Pi15}

14429.25

%.cft

7936.0875

18

Providing and laying 1" thick Topping cement concrete {1:2:4) including
surface finishing and panels {S.! NO 16 P.NO 42)

32755

%SHt

589.59

20

27.08

First class deodar wood wrought joinary in doors and windows etc fixed in
position ifc chowkats hold fasfs hinges, iron towers bolts,chocks cleats
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully glazed (b) 1-3/4" {§.I No:7 B. No: 58)

851

P.Sit

23045.08

21

70

Painting 1o deors and windows any type Three Coats (S.INO4{ C
1,P.NC:68)

2116.41

% St

1481.487

22

33

Painting Guard bars, gates iron bars, grating ,railings including standard
braces etc} and similar open work (S.1.NC:4(d) P.NQ:63) (Three Ccats),

1270.83

% Sft

418.3739

TOTAL

155,296




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Cl trap and CI thumble. 480260| Each 4803
1
2 Providing and fixing 4"'x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270801 Each 271
extra painting to match the celour of the building.
3 Praviding Laying URPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.1.No. 2 P.No. 23 P.H.D
- |80 mm {3*dia) 80.00| P/Rft 0
9100 mm (4"dia) 136.00 [ PIRft 1224
- 1125 mm (5'dia) 185.00 [ P/RIt 0
- |150 mm (8"dia) 259.00| PIRft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
1no |Pateform of cement_concrete 1:3:6 aqd mzking connection for inlet| g gg Fer 8795
out-let and over flow in-let out-let flow pipas Gallon
5 Providing nstalling hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 1a). Filter + Bearing 7700 PIRft 4620
1 |b} Hand Machine 4500] Each 4500
6 Providing Gl pipes specials and clamps eic including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good efc painting two coats after cleaning the pipe etc
with white zink paint with pigment to match
- [iy. 172" dia pipe 73.21 PiRft
- [ii). 34" dia pipe 95.79 P/Rft
10 Jii). 1" dia pipe 128.55 PiRft 1286
if). 1-1/4" dia plpe 153.19 P/Rit -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jcinting with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.). No. 6 P.No. 24 PH.D
15|13 mm (1/2" dia) 12.00 PIRft 180
25119 mm (3/4" dia) 19.00 P/Rft 475
- 125 mm (1" dia) 27.00 P/Rft -
26 mm (1 1/4" dia) 33.00 PRIt
8 Supplying and fixing in positicn brass bib cocks 3/4" dia standard
T patter S.1.No. 1 P.No. 16 34892 | Mo 349
9 Providing and fixing baal valve (with unsoldered copper ball ) made to
118BS 1212 (S.1.No. 6 P.No. 18 Il 34" dia 29084 | No 21
10 1 Providing and fixing electric moter 1/2" horse power ifc pumping set 14901 No 14201
made 1 H.P etc.
Total : 40994
Amount Total (CSR)
Part"A" % Above /Below ___ Total Amount
Part "B" % Above /Below__ Total Amount
Total "A+B"

CONTRACTOR




BILL. OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS CF DISTRICT SHIKARPUR

GPS Bhirkan
SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of bullding bridges & other struciure with excavated o
1] 2% |icad upto one chain and It upto S'eet. In ordinary Sol. (S.LNo:18(b)Pitd) | o1 020 | %Celt 686,07
Cement Congreta brick or stone ballast 11/2° to 2' guage Ratio 1:5:10.
4 : %, .
2 6 (5. No4@-P1) 8694.95 %.Ct 5564.768
3 271 fsafﬁotir;g;; g\;ork in Foundation and plinth in cement sand morter 1:6| 194836 | %St 32380 0556
4 44 Poroviding Hard Murrum poderly fine base dressing watering leveling & 1834.75 %. Sft 807.29
Reinforced cement concrete work including all labour and material except
5 16 th_e cost of steel Relnforcemgm and its Iat?ourfor bendnjg and binding which 337 Peft 5362
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring rajio {1;2:4:)
Fabrication of Tar steel reinforcement for cement concrete including cuiting
6 0.714 |bending and laying in position making joints and fastening including the cost|  5001.7 P.Cwt 3571.2138
of binding wire also includes remaval of rust from bars. (5.1 Ng:8{b}P/16)
7 92 Filling wat.ering and ramming egnh unc}er floor with New Surface excavated 2630 %o CH 13306
from out side lead upto one chain and lift upto 5' feat,
Pacca brick work in ground floor with (1:6) ratio in cement sand o i a4
8§ 204 nortar(S.LNO5 & P.NO:21) 12674.36 % Cft: 25855.6944
9 1.3 |Supplving and Fixing Tears at Site 3575 P.Cwt: 4647.5
Erection rolled steel beams or old rails in roofs etc erection and fixing in
10 1.3 )  Cwt 242
osition.(S..NO.5 . PNG.91) 186,34 | PCwt 42
Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping ever 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
1 8C¢  |coating sand blinded, provided over one layer of 12" x 6°x2" files laid in 1:6]  7607.25 % St 6085.8
cement mortar including 1:2 cement pointing under neath of tiles complete
inciuding curing ete (SINQ.2 P.NG33)
Providing and laying single per layer of polythene sheet 0.13 mm thick for
12 80 [water profing as per specification and instructions of Engineer incharge. 107 P. sft: 856
(5.NO.38.P.NO.38}
PIF G.l frame / Choukats of size 7" x 2" or 4 1/2" x3' for doeors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
13 32 Inecessary ho'd fasts, filling with cement sand slurry of ratic 1:6 and repairing| ~ 228.9 P.cft 73248
repairing the jambs, The cost also ifc all carriage, tools and plants used in
making and fixing.(SINO 29 P.NOSI
PiF G.| frame ! Choukats of size 7" x 2" or 4 142" x3' for windows using 20
guage G.I sheet iic welded hings and and fiing and fixing at site with
14 24 |necessary hold fasts, filling with cement sznd slurry of ratio 1:6 and repairing| ~ 240.5 P.Rit: 5772
repairing the jambs, The cost alsc ifc all carriage, fools and piants used in
making and fixing (S.LNOQ. 28 P.NO.O3Y
Supplying & Fixing in position Ironf steel grill of 3/4 x 1/4" size flat iron of
15 12 |approved design including: painying 3 coats el complete (weight notto be|  180.5 P.Sit 2166
less than 3.7 Lbs/ sq feet of finishing arill (5.1 No..26 P.N0:93)
16 112 [Cement plaster (1:8) ratio upto 20" height 1/2" thick.(S.I.NO:13 P.NQ:52}. 2206.6 %S 2471.392
17 804  iCement plasier 1:4 upto 20' ft, height ground figor 3/8" thick, 2197.52 %St 17668.0608
12 55 Cement Co!'ncrete P|a|n‘ compacting finishing curing etc and washing 1442995 o cft 7636.0875
aggreqate without shuttering (S.1.No:5-P/15)
19 18 Prowdlng .an_d laying 1" thick Topping cement concrete (1:2:4) including 39755 %Sh 589,59
surface finishing and panels {S.I NO 16 P.NO 42}
First class deodar wood wrought joinary in doors and windows eic fixed in
30 2708 position ifc chowka?s hold fasts hinges, iron towers bolts.chocks cleats 851 P Sft 2304508
handles and cords with hooks, ets. Deodar panelied or panelled and glazed,
o fully glazed {b} 1-3/4" {S.i No:7 P. No: 58)
1 7 ;’:ﬁ:}icn)gﬁgt)o doors and windows any type Three Coats (S.INC:4{ C 2116.41 o, Sit 1481.487
Painting Guard bars, 9ates iron bars, grating railings including standard 1270.83 % Sft 419.3739
2 3 braces etc) and similar open work {S..NO:4{ d).P.NO:6S) (Three Coats). ' ’
TOTAL 155,296




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening batween flusing rims and
3 gallons flushing tank with 4" dia Cl trap and CI thumble. 4.80250| Each 4,803
1
Z Praviding and fixing 4"x4'x4" dia C.! branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 27060 | Each 271
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S..No. 2 P.No. 23PHD
- |80 mm (3"dia) 90.001 P/RIt 0
9100 mm (4"dia) 136.00 | P/Rf 1224
- 1125 mm (5"dia) 185.00 | P/Rft 0
- [150 mm {6"dia} 258.00 | P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified e cost of nuts bolts and fixing in
100 plateform of oement‘concrete 1:3:6 and making connection for in-let 8795 Per 8755
out-let and over flow in-let aut-let flow pipes Gallon
5 Providing instalting hand pump machine i/ boaring with wooden sheo
ang C.C piate form.
B0 |a). Filtter + Boaring 7700} PIRit 4620
1 |b) Hand Machine 4500 ( Each 4500
5 Providing GI pipes specials and clamps etc including fixing cutting and
fittings complete with and i/l the cost of breaking through walis and
roof making good efc painting two coats after cleaning the pipe efc
with white zink paint with pigment o match t
- ). 1/2" dia pipe 73.21 P/Rit
- Lii). 3/4" dia pipe 95.79 P/Rft
10 (i3, 1" dia pipe 128.55 P/RIt 1286
- ii). 1-1/4" dia pipe 153.19 P/Rft
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft, S.1. No. 6 P.No. 24 PH.D
1513 mm {1/2" dia) 12.00 PRt 180
25 |19 mm (34" dia) 19,00 PIRft 475
- 125 mm (1" dia) 27.00 P/Rit -
26 mm {1 1/4" dia) 33.00 P/Rft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
! | pattern S.LNo. 1 P.No. 16 852 | Ne 349
9 Praviding and fixing baal valve (with unsaldered copper ball ) made to
T 1BBS 1212 (S.1.No. 6 P-No. 16 11 314" dia 2084 | No 1
10 Providing and fixing electric metor 1/2" horse power ifc pumping set
L made 1 H.P etc. 14201 No 1420
Total : 40994

Amount Tetal
Part "A"

Part "B"

(CSR)
% Above / Below

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Morani

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

PART-A (CIVIL WORK)

216

Excavation in foundation of building bridges & other structure with excavated
lead upto one chain and liftupto 5'feet In ordinary Soil. {S.1.No:18(b)}-P/14)

3176.25

%a0cft

6686.07

64

Cement Concrete brick or stone ballast 11/2" to 2' quage Rato 1:5:10.
(8.1.No:4G-P/21)

8694.95

%.Cit

5564,765

271

Pacca brick work in Foundation and plinth in cement sand mortor 1:6
{S.1.No:4-P20Y

11948,36

%.5ft

32380.0556

44

Poroviding Hard Murrum poderly fine base dressing watering leveling &

1834.75

%.5ft

807.29

Reinforced cement concrele work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately, This rates also includes alt kind of forms moulds
fifting shuttering curring ratio (12,43

337

Pcft

5392

0.714

Fabrication of Tar steel reinforcement for cement concrete including cutting
bending and laying in position making jeinis and fastening including the cost
of binding wire aisc includes removal of rust from bars. {S.1.No:8{b)-P/1E}

5001.7

P.Cwi

3571.2138

92

Filling watering and ramming earth under floor with New Surface excavated
from out side lead upto one ¢hain and lift upto 5' feet.

3630

%o CHt"

333.96

204

Pacca brick work in ground floor with (1:6) ratio in cement sand
morar(S..NO:5 e P.NO:21}

12674.36

% Cft:

25855.6944

1.3

Supplying and Fixing Tears at Site

3575

P.Cwt:

4647.5

10

13

Erection rolled steel beams or old rails in rocfs eic erection and fixing in
position.{S.LNO.6 . P.NO.S1)

186.34

P.Cwt

242.242

"

80

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12" x 8"x2" iles laid in 1:6
cement mertar including 1°2 cement pointing under neath of tiles complete
including curing etc, (SINQ2 P.NO3IZ}

7607.25

% St

6085.8

12

80

Providing and laying single per layer of polvthene sheet 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
{S.NO,38.P.NC.38}

10.7

P. Sft

856

13

32

P/F G| frame / Choukats of size 7" x 2" or 4 1/2" x¥ for doors using 20
guage G.| sheet ilc welded hings and and fixing and fixing at site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also if; all carriage, tools and plants used in
making_ and fixing {8 INQ.29.P NOO3)

2289

P.cft:

73248

14

24

P/F G.| frame { Choukats of size 7" x 2 or 4 1/2" x3' for windows using 20
guage G.| sheet e welded hings and and fixing and fixing at site with
necessary hoid fasts, filing with cement sand slurry of ratio 1:6 and repairing
repairing the jambs, The cost also iic all carriage, tools and planis used in
making and fixing (S.INQ28.P NO93)

2405

P.Rft:

5772

15

12

Supplying & Fixing in position !ron/ steal grill of 3/4 x 1/4" size flat iron of
aporoved design including: painying 3 coats etc complete (weight not to be
less than 3.7 Lbg/ sq feet of finishing arill (5.1 No:.26 P.No:93)

180.5

P.Sft

2166

16

12

Cement plaster {1:6) ratic upto 20' height 1/2" thick.{S..NO:13,P.NO:52).

2206.6

%Sft

2471.392

17

Cement plaster 1:4 upte 20' ftt height ground flopr 3/8" thick,

2197.52

%St

17668.0608

Cement Concrete Plain compacting finishing curring etc and washing
aggregate without shuttering {S.!.No:5-P/15)

14429.25

%.cft

7936.0875

19

Providing and faying 1" thick Topping cement concrete (1:2:4) including
surface finishing and pane!s (S.I NO 16 P.NO 42}

32755

%St

589,58

20

27.08

First class deodar wood wrought joinary in doors and windows etc fixed in
position ic chowkats hold fasts hinges, iron towers bolts,chocks cleats
handigs and cords with hocks, ete. Deodar panelled or panelled and glazed,
or fuliy alazed (b} 1-3/4" (S.| No:7 P. No: 58

851

P.Sit

23045.08

21

70

Painting to doors and windows any type Three Coats (S.LNO:4( C
J,P.NC68Y

216.41

% St

1481.487

22

3

Painting Guard bars, gates iron bars, grating ,railings including standard
braces etc) and similar cpen wark (S.LNC:4( d).P.NO:69) (Three Coats).

127083

% Sft

419.3739

TOTAL

155,296




Amount Total
Part"A"

Part "B"

(CSR)
% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"

WATER SUPPLY & SANITARY WORK
PART-B : PLUMBING WORKS
SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of nct less than 19" clear opening between flusing rims and
3 gallons flushing tank with 4" dia Ci trap and Cl thumble, 480260| Each 4803
1
2 Praviding and fixing 4'x4"x4" dia C.| branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuls and 27060 | Eacn 27
exira painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.1.No. 2 P.No. 23 P.H.D
- |80 mm (3"dia) 90.00 | PRit
91100 mm (4"dia} 136.00 ] P/RAt 1224
- 1125 mm (5"dia) 185.00 | PIRit
- [150 mm (6"dia} 259.00 | P/Rft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified ifc cost of nuts bolts and fixing in
100 |Plateform of cemenl‘concrete 1:36 ar!d making connection for in-let 97.95 Per 8795
out-let and over flow in-let out-let flow pipes Gailon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form,
B0 |a). Filter + Boaring 7700 P/Rft 4620
1 |b) Hand Machine 4500| Each 4500
] Providing Gl pipes specials and clamps e'c including fixing cutting and
fitlings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe efc
with white zink paint with pigment to match t
- [, 172" dia pipe 73.21 PIRft
- i), 34" dia pipe 95.79 P/Rit -
10 [ii). 1" dia pipe 128,55 P/Rf 1288
ii). 1-1/4" dia pipe 153.19 P/Rft -
7 Providing Laying UPVC pipes of Class "D" fixing in trench i/s cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 PH.D
15 (13 mm (1/2" dia) 12.00 PIRA 180
25119 mm (3/4" dia) 19.00 PIR# 475
- [25 mm (1" dig) 21.00 P/Rft
26 mm (1 1/4" dia) 33.00 P/Rit
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
T|pattern S.1No. 1 P.No. 16 4892 | No 49
9 Providing and fixing baal valve (with unsoldered copper ball } made to
11BBS 1212 (3..No. 6 .No. 18 1l 314" dia 20084 ) No 291
10 Providing and fixing electric motor 1/2* harse power ifc pumping set
1 made 1 H.P etc. 14201 No 14201
Total : 40994




NAME OF WORK : -

BILL OF QUANTITY

REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Hothi
S.NO ITEM OF WORK QTY; RATE i UNIT AMOUNT J
1 Dismantling cement concrete plain 1:2:4 {8.No.196 C P-10) 10.0 3327.50 %Cft 333/=
2 Removing cement or lime plaster (S..NQ.53 P.NO.13} 124.0 121.00 %Cft: Rs 150/=
3 Dismantling brick work in lime or cement mortar (S.1NO.13 P.NO.10} 21.0 1285.65 % Cft: Rs 2701=
4 Excavation in foundation of building bridges and other structure Ific
dagbelling dressing reflling around the excavated earth watering 88.0 3176.25 %O0Cft Rs 280/=
ramming lead upio one chain and lift upto &' feet.
§ Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 8694.95 %Cft Rs: 609/=
cement sand mortar.
Ratio 1:5:10
& Pacca brick work in Foundation and Plinth 1.6 (5.1 NO:4 E,P.NO:21} 92.0 11948.36 %Cft Rs: 10992/=
7 Reinforced cement concrete work including all labour and material 7.0 337.00 Pcft Rs: 2359/=
except the cost of steel Reinfarcement and its labour for bending and
binding which will be paid separately. This rates alsc includes all kind
of forms moulds lifting shuttering curring ratio {1:2:4;)
8 Fabrication of mild stee! reinforcement for cement concrete including 0.3 5001.70 P.Cwt: Rs: 1561/=
cutting bending binding and laying in position making joints fastening
including the cost of steel binding wire (aiso includes removal of rust
from bars) (S.LNC:8(A)},P.NO:17).
9 Pacca brick work in ground fioor with (1:6} ratio in cement sand 7.0 12674.36 % Cft: Rs: 887/=
martar.(3.|.NO:5 e, P.NO:21)
10 Applying floating coat of Cement 1/32" thick. {S.NO.14.P.NO.53) 1240 660.00 %.5ft. Rs: 818/=
11 Cement plaster (1:6) ratio upto 20" height 1/2" 298 2206.60 %Sft Rs: 6577/=
thick.(S.1.NC:13,P.NO:52).
12 Cement plaster 1:4 uplo 20' fi; height ground fleor 3/8" thick. 174 219752 %Sft Rs: 3824/=
13 Cement concret plain including placing compecting , finishing & 8.0 14429.25 9%Sft Rs: 1154/=
curing, complete (¥c screening & washing of sione aggregate
wilhout shuttering (S.No: 5 (a) P.No: 168} RATIO 1:2:4
14 Laying floor of approved with glazad iile 1/4" thick in white cement 4705 27678.86 % Sft Rs: 13023/=
1:2 over 3/4' thick cement mortor 1:2 complete (5.1.No:24 P.No: 43}
15 White glazed tiles 1/4" thick dado jointed in white cement and laid 36,00 2825361 % Sft Rs: 10174/=
over 1:2 cement sand mortar 3/4" thick including finishing. ($.NO.38
P.NO.45)
16 Providing and laying 1" thick Tapping cement concrete (1:2:4) 15.00  3275.50 %Sft Rs: 491/=
. including surface finishing and panels (S.1 NO 16 P.NO 42)
17 First class deodar wood wrought jeinary in doors and windows 3.00 851.00 P.Sft Rs: 2553/=
etc fixed in position e chowkats hold fasts hinges, iron towers
bolts,chocks cleats handles and cords with haoks, etc. Deodar
panelled or panelied and glazed, or fully glazed (b) 1-3/4" (S.|
No:7 P. No: 58)
48 Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flatiron 3.00 180.50 P.Sft Rs: 542/=
of approved design including: painying 3 coats etc complete (weighi
not to be less than 3.7 Lbs/ sg feet of finishing grill {S.| No..26
P.Nc.83)
[ TOTAL = 56594/=




WATER SUPPLY & SANITARY WORK
PART-B : PLUMBING WORKS
SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WG pan of not less than 19" clear apening between flusing rims
2 and 3 galions flushing tank with 4" dia Cl trap and C| thumble, 4802.60( Each 9,605
2 Providing and fixing 4°x4"x4" dia C.| branch of the required degree
2 twith access doors rubber washer 1/8" thick and builts and nuts and 270.60( Each 541
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 81 meler or 200 ft. $.\.No. 2 P.No. Z3P.H.D
80 mm (3"dia) 90.00 [ P/Rft 0
8 1100 mm {4'dia) 136.00| PRit 1088
125 mm (5"dia) 185.00] P/Rit 0
150 mm (G"dia) 250.00 | PIRft
4 Supplying and fixing in position brass bib cocks 3/4" dia standard
2| sattern S LNo. 1 P.No. 18 348.92 No 698
5 Providing and fixing baal valve {with unsoldered copper ball } made fo 5 582
2 |BBS 1212 (S..No. 6 P.No. 18 Il 34" dia %084 | No
6 Providing and fixing electric motor 1/2" horse power if¢ pumping set
1 inade 1 4 P ete. 14201 No 14201
7 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00| PRA 4620
1 tb) Hand Machine 4,500} Each 4500
8 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cuiting,
fitting and jointing with solvent cement i testing with water to a head
of 122 meter or 400 ft. S.I. No. 6 P.No. 24 P.H.D
20 [13 mm (1/2" dia) 12.00 PIRft 240
40 (18 mm {3/4" dia) 19.00 P/Rft 760
25 mm (1" dia) 27.00 P/Rit
26 mm {1 1/4" dia) 33.00 PIRft
Total : 36835

Amount Total (CSR}

Part "A"

Part "B"

% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

BILL OF QUANTITY

GPS Budh Pur

QNTY

DESCRIPTION

RATE

UNIT

AMOUNT

S.N
O:
A

PART-A (CIVIL WORK)

1

Excavation in foundation of building bridges & other structure with
excavated lead upto one chain and (ift upto 5'feet. In ordinary Soil.
(5..No:18(b)-P/14}

3176.25

%0cft

£01.85

44

Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
(S.).No:4©-Pf21)

8694.95

%.Cit

382578

194

Pacca brick work in Foundation and plinth in cement sand mortor 1:6
{S.1.No:4-P/20)

11948.36

%.Sft

23,179.82

25

Poroviding Hard Murrum poderly fine base dressing watering leveling &
compecting etc compleie.

1834.75

%.51t

458.69

16

Reinforced cement concrete work including all labour and material except
the cost of steel Reinforcement and its labour for bending and binding which
will be paid separately. This rates also includes all kind of forms moulds
lifting shuitering curring ratio (1:2:4:)

337

Pcft

5,392.00

45

Filling watering and ramming earth under fleor with New Surface excavated
from out side lead upto one chain and lift upto 5' feet.

3630

%o Cit'

166.98

116

Pacca brick work in ground floor with {1:6) ratio in cement sand
mortar.(S..NO:5 e P.NO:21)

12674.36

% Cft:

14,702.26

0.65

Supplying and Fixing Tears at Site

3575

P.Cwt:

2,323.75

0.65

Erection rolled steel beams or old rails in roofs etc erection and fixing in
position (S.1.NQ.6 . P.NO.91)

186.34

P.Cwt:

121.12

42.08

Second class tiles roofing consisting of 4" earth and 1" mud plaster with
Gobyri leeping over 172" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
coating sand blinded, provided over one layer of 12° x 6"x2" tiles laid in 1:6
cement mortar including 1:2 cement pointing under neath of tiles complete
inctuding curing etg, (S.I.NQ.2 P.NO.33)

7607.25

% Sft.

320113

42

Providing and laying single per layer of polythens shest 0.13 mm thick for
water profing as per specification and instructions of Engineer incharge.
[S.NC.38.P.NO.38})

10.7

F. &ft:

449.40

12

7

PiF G.l frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ilc welded hings and and fixing and fixing al site with
necessary hold fasts, filing with cement sand slurry of ratio 1:6 and
repairing repairing the jambs, The cost alse ifc all carriage, tools and planis
used in making and fixina.(5.1.NOQ,28.P,NO.93}

2289

Pcft:

3,891.30

13

P/F G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet iic welded hings and and fixing and fixing at site with
necessary hold fasts, filling with cement sand slurry of ratio 1:6 and
repairing repairing the jambs, The cost also ifc all carriage, tools and plants
used in making and fixing {S1.NO.28.P NO.93)

240.5

P.Rit:

4,329.00

Supplying & Fixing in position Iron/ steel grill of 3/4 x 174" size flat iron of
approved design including: painying 3 coats etc complete (weight not to be
less than 3.7 Lbs/ sq feet of finishing arill (8.1 No:.26 P.No:93)

180.5

P.Sft

902.50

503

Cement plaster {1:6) ratio upto 20' height 1/2" thick.(S.1.NO:13,P NO:52).

2206.6

%Sit

11,099.20

503

Cement plaster 1:4 upte 20' fi; height ground flocr 3/8" thick.

2197.52

%St

11,083.53

28

Providing and laying 1" thick Topping cement concrete {1:2:4) including
surface finishing and panels {S.| NO 16 P.NO 42)

4411.82

%St

1,235.31

15

Praviding and laying 1" thick Topping cement concrete {1:2:4) including
surface finishing and panels (S.1 NG 16 P.NO 42)

32755

%St

491.33

19

First class deodar wood wrought joinary in doors and windows etc fixed in
pasition ifc chowkats hold fasts hinges, iron towers bolis,chocks cleats
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
or fully alazed (b} 1-3/4" (S.1 No:7 P. No: 58)

851

P.Sft

11,914.00

20

50

White washing Three Coats (S.1.NC:26,2.NO:54)

829.95

% St

414.98

21

365

Colour washing Two Coats {S.LNO;25,P.NO:54)

859.9

% Sft

313864

22

70

Painting to doors and windows any type Three Coats (S.I.NO:A4( C
1P.NO:68]

2116.41

% Sft

1,481.49

23

16

Painting Guard bars, gates iron bars, grating railings including standard
braces eic) and simitar open work (S.1.NQ:4{ d}.P.NO:69) (Three Coats).

1270.83

% Sft

203,33

24

0.714

Fabrication of Tar steel reinforcement for cement concrete including cutting
bending and laying in positicn making joints and fastening including the cost

of binding wire also includes removal of rust from bars. (S.1.No:8(k)-P/16)

5001.7

P.Cwt

3,671.21

TOTAL

108,049




WATER SUPPLY & SANITARY WORK
PART-B :PLUMBING WORKS
SON QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
and 3 gallons flushing tank with 4" dia Cl trap and C1 thumble, 480280 | Each 4,803
1
2 Providing and fixing 4"x4"x4" dia C.I branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 27060 | Each M
exira painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B* fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 fi. S.I.No. 2 P.No. 23 PH.D
- |80 mm (3"dia} 90.00 | P/Rft 0
91100 mm (4"dia) 136.00 | P/Rft 1224
- 1125 mm (5"dia) 185.00 | P/Rft 0
- 1150 mm (5"dia) 25900 PIRft
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified it cost of nuts bolts and fixing in
100 plateform of cement concrete 1:3:6 and making connection for in-let 87.95 Per 8795
out-let and over flow in-let out-let flow pipes ‘ Gallon
5 Providing installing hand pump machine ic boaring with wooden sheo
and C.C plate form.
80 |a). Filter ~ Boaring 77.00 | P/Rft 4520
1 |b) Hand Machine 4500| Each 4500
6 Providing G! pipes spacials and clamps etc including fixing cutting and
fitings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to mateh t
- {i}. 1/2" dia pipe 73.21 P/RHt
- |i). 34" dia pipe 85,79 PIRft -
19 [ii). 1" dia pipe 128.55 PiRft 1286
ii}. 1-1/4" dia pipe 153.19 P/Rft
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jeinting with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 P.H.D
15 (13 mm (1/2" dia) 12.00 P/Rft 180
25 |18 mm (3/4" dia} 19.00 PiRft 475
- |25 mm (1" dia) 27.00 PIRft -
26 mm (1 1/4" dia) 33.00 P/Rit
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1| pattern S.1.No. 1 P-No. 16 34892 | No 49
9 Providing and fixing baal valve (with unscldered copper ball ) made 1o
1 1BBS 1212 (S..No. & P.No. 18 Ii 3/4' dia 20084 | No 291
10 Providing and fixing electric mator 1/2" horse power ifc pumping set
made 1 H.2 ete. 14201 No 14201
Total : 40994

Amount Total
Part"A"

Part "B"

(CSR)
% Above / Below

% Above / Below

CONTRACTOR

Total "A+B"

Total Amount

Total Amount




BIDDING DATA

r

{This section should be filled in by the Engineer/Procuring Agency before issuance of
the Bidding Documents).

(a). Name of Procuring Agency:- Executive Engineer (Education Works)
Division Shikarpur.

b). Brief Description of Works:- REHABLITATION OF POLLING STATIONS OF
DISTRICT SHIKARPUR REHABLITATION OF WASH
ROOMS & SANITARY WORKS
(PACKAGE NO:24)
GGPS Hothi, GPS Shahoo Labano, GBPS Quboo Jami,
GPS Ghawar Khan Luhar, GPS (G) Bekhri, GPS
Sarifuddin Pathan.

(c).Procuring Agency’s address:- Executive Engineer (Education Works) Division Shikarpur
Near GBHS No.ll Shikarpur.

(d). Estimated Cost;-_0.600 ( Millions).

(e). Amount of Bid Security:- 5% (Fill in lump sum)
amount or in % age of bid amount /estimated cost.

(f).Period of Bid Validity (days):- 90 Days (Not more than sixty days).

(g).Security Deposit:-(including bid security):- 10%
(in % age of bid amount /estimated cost equal to 10%)

(h). Percentage, if any, to be deducted from bills:- 7.50% Income tax

(i). Deadline for Submission of Bids along with time :- As Per NIT

(J). Venue, Time, and Date of Bid Opening:- Near GBHS Il (Shikarpur As Per NIT).

(k). Time for Completion from written order of commence: - 1 Month
(L).Liquidity damages:- -NIL- (0.05 of Estimated Cost or Bid cost per
day of delay, but total not exceeding 10%).

(m). Deposit Receipt No: Date: Amount:Rs:

Bank

() D.R.NO: DATED:- .Amouv(ﬂﬁ&()ﬁt‘pupees: One Thousand only).
(o). Tender issued to Mr. / M/s ,J Govt: Contractor.

B

XECUTIVE ENGINEER
ATION WORKS DIVISION
SHIKARPUR

—




BILL OF QUANTITY
NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GGPS Hothi

SON QNTY DESCRIPTION RATE UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other structure with
1 158 lexcavated lead upto one chain and lift upte 5feet. In ordinary Scilj 3176.25 Yelcft 501.85
{5.1.No:18(b)-Pi14}
Cement Concrete brick or stone ballast 11/2" to 2" guage Ratic 1:5:10. o
2 44 (5 LNo:4G-P/21) 8694.95 %.Cft 3,825.78
3 194 E’Satltc;‘?ogig(zg;mrk in Foundation and plinth in cement sand mertor 1:5 1194836 %.Sit 23,179.82
4 2 Porowdn?g Hard Murrum pederly fine base dressing watering leveling & 183475 %St 458,65
compecting etc complete.
Reinforced cement concrete work including all labour and material except
5 15 th.e cost of steel Reinforcemgnl and its Iat?our for bendir.wg and binding which 337 Peft 5,392.00
will be paid separately. This rates also includes all kind of forms moulds
lifting shuttering curring ratio (1:2:4:)
6 4 Filling watfarlng and ramming egrlh unc!er floor ‘wnh New Surface excavated 3620 %a Cit* 166.98
from out side lead upto one chain and lift upls 5 feet,
Pacca brick work in ground fleor with {1:6) ratic in cement sand o .
7 18 mertar.(8.1.NC:5 g,P.NO:21) 12674.36 | % Cit 1470226
3 0.65  [Supplying and Fixing Tears at Site 3575 P.Cwt: 2323.75
9 065 Erection rolled steel beams or old rails in roofs etc erection and fixing in 126.34 P.Cwt: 12112

positicn.(S..NO.6 . PNO.S1H

Second class tiles roofing censisting of 4" earth and 1" mud plaster with
Gobri leeping over 1/2" thick cement plaster 1:6 with 34 Lbs, of hot bitumen
10| 42.08 |coating sand blinded, provided over cne layer of 12" x 6"'x2" files laid in 1:5] 7607.25 | % Sit: 320113
cement mortar including 1:2 cement poining under neath of tiles complete
Including curing ste, (SING.2 P.NQO 33}

Providing and laying single per layer of polythene sheet 0.13 mm thick for
" 42 |water prafing as per specification and instructions of Engineer incharge. 10.7 P. Sft: 449.40
{S.NO.38.P.NO.38}

P/F G.I frame / Choukals of size 7' x 2" or 4 1/2" x3' for doors using 20
quage G.| sheet ifc welded hings and and fixing and fixing at site with
12 17 |necessary hold fasts, filing with cement sand slurry of ratio 1:6 and| 2289 P.cft: 3,891.30
repairing repairing the jambs, The cost also ifc all carriage, tools and plants
used in making and fixing {S,LNO.29.P NO.93)

PIF G.I frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet iic welded hings and and fixing and fixing at site with
13 18 Inecessary hold fasts, filing with cement sand slurry of ratio 1:6 and| 2405 P.Rit: 4,329.00
repairing repairing the jambs, The cost alse ifc all carriage, tocls and plants
used in making and fixing (S| NO.28.P NG, 93}

Supplying & Fixing in position lran! steel grill of 3/4 x 1/4" size flat iron of

14 5 approved design including: painying 3 coats etc complete (weight not to be 180.5 P.5ft 902.50
less than 3.7 Lbs/ sq feet of finishing arill {S.1 No:. 26 P.No:93)

15 503 [Cement plaster (1:6) ratio upto 20' height 1/2" thick.(S.].NO:13,P.NO:52). 2206.6 %St 11,099.20

16 503 |Cement plaster 1:4 upto 20" ft: height ground floor 3/8" thick. 2197.52 %S 11,053.53
Providing and laying 1" thick Topping cement concrete (1:2:4) including o

1 2 surface finishing and panels (S.1 NG 16 P.NO 42} aatng2 St 1.235.31

18 15 Providing and laying 1" thick Topping cement concrete {1:2:4) including 10755 oSt 494.33

surface finishing and panels {S.| NO 16 P.NO 42}

First class deodar wood wrought joinary in docrs and windows etc fixed in
19 14 position ¢ chowkats hold fasts hinges, iron towers bolts,chocks cleats 851 P.Sit 11.914.
handles and cords with hooks, etc. Deodar panelled or panelled and glazed, 91400
or fuily glazed (b) 1-3/4" (S ] No:7 P. No: 58

20 50  |White washing Three Coats (5.L.NO:26 P.NO:54) 828.85 % Stt 414.98
21 365  [Colour washing Two Coats (S.I.NC:25,P.NQ:54) 859.9 % St 3,138.64
2 70 ::u;\ltggﬁst)o doors and windows any type Three Coals {S..INO:4{ C 2116.41 9 Sit 1481.49

Painting Guard bars, gates iron bars, grating ,railings including standard

o
braces efc) and similar open work {S..NO:4{ d).P.NO:69) {Three Coats}. 1270.83 " Sit 203.33

23 16

Fabricaticn of Tar steel reinforcement for cement concrete including cutting
24 0.714  |bending and laying in position making joints and fastening including the cost|  5001.7 P.Cwt 3571.21
of binding wire aisc includes removal of rust from bars. (S.1.No:8(b)-P/16}

TOTAL 108,049




WATER SUPPLY & SANITARY WORK
: PART-B :PLUMBING WORKS
SIS anry DESCRIPTION RATE | UNIT AMOUNT
4 B. WC pan of not less than 19" clear opening between flusing rims
and 3 gallons flushing tank with 4" dia Cl trap and Cl thumble. 480260 | Each 4803
1
Z Providing and fixing 4"x4"x4" dia C.1 branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 27060 | Each 271
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutling,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.1.No. 2 P.No. 23 P H.D
- |80 mm (3"dia) 90.00 | P/Rft 0
9100 mm (4"dia) 136.00 | P/RR 1224
- |125 mm (5"dia} 185.00 | P/Rit 0
- |158 mm (&"dia) 259.00 | P/RR
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickress as specified i/c cost of nuts bolts and fixing in
100 [P'ateform of cement‘concrete 1:3:8 an.d making connesticn for in-let| g2 e Per 8795
out-let and cver flow in-let out-let flow pipes Gallon
5 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
80 |a). Filter + Boaring 7700 PRft 4620
1 {b} Hand Machine 45001 Each 4500
6 Providing G pipes specials and clamps etc including fixing cutting and
fittings complete with and ifc the cost of breaking through walls and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment o match ¢
- |i). 142" dia pipe 73.21 P/Rft
- |fi). 3/4" dia pipe 95.79 PiRft
10 [ii). 1" dia pipe 128.55 P/Rit 1286
ii). 1-1/4" dia pipe 153.18 P/Rit -
7 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jeinfing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. 5.1 No. 6 P.No. 24 PH.D
15 {13 mm (1/2" dia) 12.00 P/Rf 180
25|19 mm (3/4" dia) 19.00 P/RAt 475
- [28 mm (1" dia) 27.00 P/Rft
26 mm (1 1/4" dia} 33.00 P/Rit
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
1l pattem S.INo. 1 P-No. 16 34892 | Mo 49
9 Providing and fixing baal valve {with unsoldered copper ball ) made to
1|BBS 1212 (S.1.No. 6 P.No. 16 Il 3/4" dia 20084 1 No 291
10 Providing and fixing electric moter 1/2" horse power ifc pumping set
T {made 1 H.P etc. 14201 No 14201
Total : 40994

Amount Total {CSR)

Part"A"

Part "B"

% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Teotal Amount

Total "A+B"




BILL OF QUANTITY
NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Shahoo Labano
SC':‘ QNTY DESCRIPTION RATE | UNIT AMOUNT
A PART-A (CIVIL WORK}
Excavation in foundation of building bridges & other structure with
1 158  [excavated lead uptc one chain and lift upto 5Teet. In ordinary Scil| 3176.25 %0cft 501.85
(S.1.No:18(b)-P/14)
Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10.
4 . %. .
2 4 (5.LN0:4E-P21) 8694.95 %.Cft 3.825.78
Pacca brick work in Foundation and plinth in cement sand mortor 1:6 o
. . 2 )
3 194 (5. No:d-P120) 11948.36 %.Sft 3,179.82
4 25 Porowdu?g Hard Murrum poderly fine base dressing watering leveling & 1834.75 % SHt 458,69
compecting efc complete.
Reinforced cement congrete work including all labour and material except
5 16 th.e cost of steel Reinforcerqent and its Wat?our for bendir‘lg and binding which 337 Peft 5392.00
will be paid separately. This raies also includes all kind of forms moulds
liftino shuttering curring_rafic (1:2:4:)
6 46 Filling watfarmg and ramming egrth und.er floor ‘.Mth New Surface excavated 2630 %o Cit” 156.08
from out side lead upto one chain and iiff upto &' feet.
Pacca brick work in ground flocr with (1:6) ratio in cement sand .
11 . % Cft: 14,702,
! 6 mertar.(S..NG:5 e P.NO:21} 1267436 | % Cit 70226
8 0.85  [Supplying and Fixing Tears at Site 3575 P.Cwt: 2,323.75
g 0.65 Erection rolled steel heams or old rails in roofs etc erection and fixing in 186.34 P Cwt 19112

position.(S..NO.6 . P.NO.91)

Second class tiles roofing consisting of 4" earth and 1" miud plaster with
Gobri leeping over 1/2" thick cement plaster 1.6 with 34 Lbs. of het bitumen
10 [ 4208 |coating sand blinded, provided over one layer of 12" x 6"x2" files laid in 1:6]  7607.25 % Sft: 3,201.13
cement mortar including 1:2 cement pointing under neath of tiles complete
including curing ete, (SINO.2 P.NO.33)

Providing and laying single per fayer of polythene sheet 0.13 mm thick for
" 42 |water profing as per specification and instructions of Engineer incharge. 10.7 P. Sit: 449.40
(S.NO.28.P.NO.38)

P/F G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
12 17 Inecessary hold fasts, filing with cement sand slurry of ratio 1:5 and| 2288 P.cft: 3,891.30
repairing repairing the jambs, The cost also i/c all carriage, tools and plants
used in making and fixing.(S.|.NO, 20, P.NO 93}

PIF G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for windows using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
13 18 |necessary hold fasts, filing with cement sand slurry of ratio 1:6 and| 2405 P.Rft: 4,329,00
repairing repairing the jambs, The cost also ifc all carriage, fcols and plants
used ip making and fixing.(S.NO.28.P NQ 93}

Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron of

14 5 approved design including: painying 3 coats etc complete {weight not to be| ~ 180.5 P.Sft 902.50
less than 3.7 Lbs/ sq feet of finishing grill {S.1 No:.26 P.Ng:93}

15 503 [Cement plaster (1:6) ratio upto 20 height 1/2" thick.(S..NQ:13,P.NO:52]. 2206.6 %St 11,099.20

15 503 [Cement plaster 1:4 upte 20" ft; height ground flocr 3/8" thick. 2197.52 %65Sft 11,053.53
Providing and laying 1" thick Topping cement concrete {1:2:4) including o

V7 2 surface finishing and panels {S.| NO 16 P.NO 42) 441182 St 1.235.31

18 15 Providing and laying 1* thick Topping cement concrete {1:2:4) including 39755 %Sh 491.33

surface finishing and panels {S.| NO 16 P.NO 42}

First class deodar wood wrought joinary in docrs and windows efc fixed in
19 14 position i/c chowkats hold fasts hinges, iron fowers bolts,chacks cleats 851 P St 11,614.00
handles and cords with hooks, etc. Deodar panelled or panelled and glazed,
ar fully glazed (k) 1-3/4" {S1 No:7 P. No: 58)

20 50  |White washing Three Coats {S.I.NO:26,P.NO:54) 829.95 % Sit 414.68
21 365 [Colour washing Two Coats (S.1.NO:25 P.NO:54) 858.9 % St 3,138.64
27 70 ;Dgin:‘lii(r)\gﬁst)o doors anc windows any type Thrae Coats (SINO:A( Cf o440 4y o, Sft 148449

Painting Guard bars, gates iron bars, grating ,railings including standard

2 B braces etc) and similar open work (S.1.NO:4{ d).P.NQ:69) (Three Coats).

1270.83 % St 203,33

Fabrication of Tar steel reinforcement for cement concrete including cutting
24 0.714  |bending and laying in position making jcints and fastening including the cost| ~ 5001.7 P.Cwt s
of binding wire also includes removal of rust from bars. {S.1.No:8(b)-P/16)

TOTAL 108,049




WATER SUPPLY & SANITARY WORK
' PART-B :PLUMBING WORKS
) Sd'f' QNTY DESCRIPTION RATE | UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
and 3 gallons flushing tank with 4" dia Cl trap and Gl thumble. 4802600 Each 4803
1
2 Providing and fixing 4"x4"x4" dia C.I branch of the required degree
1 |with access doors rubber washer 1/8" thick and builts and nuts and 270.60| Each 271
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing In trench ilc cutling,
fitting and jointing with solvent cement ifc testing with water to a head
of 64 meter or 200 ft. 8.1.No. 2 P.No. 23PH.D
- |80 mm (3"dia) 90.00 | P/Rft 0
9100 mim (4"dia} 136.00 | P/Rft 1224
- |12% mm (5"dia) 185.00 | P/Rft 0
- 1150 mm (g"dia) 259.00 | P/R#t
4 Supplyging and fixing fibre glass tank of approved quality and design
and wall thickness as specified i/c cost of nuts bolts and fixing in
100 |P'ateform of cement concrete 1:3:6 and making connection for in-let| g7 g5 Per 875
oui-lef and over flow in-let sut-let flow pipes ' Gallon
5 Providing installing hand pump machine i/c boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00 | P/Rft 4620
1 |b) Hand Machine 4,500 | Each 4500
6 Providing G pipes specials and clamps etc including fixing cutling and
fitings complete with and #c the cost of breaking through walis and
roof making good etc painting two coats after cleaning the pipe etc
with white zink paint with pigment to maten t
- |i). 112" dia pipe 73.21 P/Rft
- liiy. 34" dia pipe 95.79 P/Rft
10 [ii). 1" dia pipe 128.55 PiRft 1288
i) 1-1/4" dia pipe 153.19 PIRft -
7 Providing Laying UPVC pipes of Class "C" fixing in trench ifc cutling,
fitting and jointing with sclvent cement ifc festing with water 1o a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 P.H.D
15113 mm (1/2" dia} 12.00 PRt 180
25 [19 mm (3/4" dia) 18.00 PIRf 475
- |25 mm (1" dia) 27.00 P/Rft
- |26 mm (% 1/4" dia) 33.00 P/Rft
8 Supplying and fixing in position brass bib cocks 3/4" dia standard
" |pattem .LNo. 1 P.No. 16 4892 | Mo 349
9 Providing and fixing baal valve {with unscldered copper ball ) made tc
11885 1212 (S..No. 6 P.No. 18 It 314" dia 29084 | MNo 291
10 Providing and fixing electric motor 4/2" horse power ifc pumping set
1imade 1 HP elc. 14201 No 14201
Total : 40994

Amount Total
Part"A"

Part "B"

(CSR)
% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




BILL OF QUANTITY

NAME OF WORK : - REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR
GBPS Quboo Jami
S.NO ITEM OF WORK QTy: RATE | UNIT AMOUNT
1 Dismantiing cement concrete plain 1:2:4 (8.Ng.18 C P-10) 10.0 3327.50 %Cft 333/=
2 Removing cement or lime plaster (S..NO.53 F.NO.13) 124.0 121.00 %Cft: Rs 150/=
3 Dismantling brick work in lime or cement mortar (S.I.NG.13 P.NO.10) 21.0 1285.65 % Cft: Rs 270/=
4 Excavation in foundation of building bridges and other structure lic
dagbelling dressing reflling arsund the excavated earth watering 88.0 3176.25 %0Cft Rs 280/=
ramming lead upto one chain and lift upto 5' feet.
5 Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 8694.95 %Cft Rs: 609/=
cement sand martar.
Ratio 1:5:10
§ Pacca brick work in Foundation and Plinth 1.6 .(S..LNC:4 E,P.NO:21) 92.0 11948.36 %Cft Rs: 10992/=
7 Reinforced cement concrete work including all labour and material 7.0 337.00 Pcft Rs: 2359/=
except the cost of steel Reinforcement and its labour for bending and
binding which will be paid separately. This rates alsc includes all kind
of forms moulds lifting shuttering curring ratio {1,2;4))
8 Fabrication of mild steel reinforcement for cement concrete including 0.3 5001.70 P.Cwt: Rs: 1561/=
cutting bending binding and laying in position making joints fastening
including the cost of steel binding wire (alsc inciudes removal of rust
from bars) (S.1.NO:8(A)P.NO:17).
9 Pacca brick work in ground floor with {1:6) ratio in cement sand 7.0 12674.36 % Cft: Rs: 887/=
mortar.(S.I.NO:5 e P.NO:21)
10 Applying floating coat of Cement 1/32" thick. (5.NO.14.P.NO.53) 124.0 660.00 %.Sft. Rs: 818/=
11 Cement plaster (1:6) ratio upto 20" height 1/2" 298 220660 %Sft Rs: 6577/=
thick.{S.I.LNO:13,P.NO:52).
12 Cement plaster 1:4 upto 20’ ft; height ground floor 3/8" thick. 174 2197.52 %Sft Rs: 3824/=
13 GCement concret plain including placing cempecting , finishing & 8.0 14429.25 %Sft Rs: 1154/=
curing, complete {l/ic screening & washing of stone aggregate
without shuttering {S.No: 5 (a) P.No: 16) RATIC 1:2:4
14 Laying floor of approved with glazed tile 1/4” thick in white cement 47.05  27678.86 % Sft Rs: 13023/=
1:2 over 3/4' thick cement mortor 1:2 complete {S.1.No:24 P.No: 43)
15 White glazed tiles 1/4" thick daclc jointed in white cement and lzid 36.00 2825361 % Sft Rs: 10171/=
over 1:2 cement sand mortar 3/4" thick including finishing. (S.NO.38
P.NO.45)
16 Providing and laying 1" thick Topping cement concrete (1:2:4) 15.00 3275.50 %Sft Rs: 491/=
_ including surface finishing and panels (S.I NO 16 P.NQ 42)
17 First class decdar waod wrought joinary in doors and windows 3.00 851.00 P.5ft Rs: 2553/=
etc fixed in position i/c chowkats hold fasts hinges, iron towers
bolts,chocks cleats handles and cords with hooks, etc. Decdar
panelled or panelled and glazed, or fully glazed (b) 1-3/4" (S.1
No:7 P. No: 58)
18 Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flatiron 3.00 180.50 P.Sft Rs: 542/=
of approved design including: painying 3 coats etc complete (weight
not to be less than 3.7 Lbs/ sq feet of finishing grili {S.1 No:.26
P.N0:93)
[ TOTAL = 56594/=




WATER SUPPLY & SANITARY WORK

PART-B : PLUMBING WORKS

6_ QNTY DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19" clear opening between flusing rims
2 and 3 gallons flushing tank with 4" dia C! trap and Cl thumble, 4802.60| Each 9,605
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
2 lwith access doors rubber washer 1/8" thick and builts and nuts and 270.60( Each 541
extra painting to match the colour of the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.1.No. 2P.No. 23 P.HD
- |80 mm {3"dia) 90.00 [ PIRft 0
8 1100 mm (4"dia) 136.00| PRt 1088
125 mm (5"dia) 185.00| P/Rft o
150 mm (6"dia) 259.00| PIRft
4 Supplying and fixing in position brass bib cocks 3/4" dia standard
2 pattern S..No. 1 P.Nc, 16 348.92 No 698
5 Providing and fixing baal valve (with unsoldered copper ball ) made to
2 \BBS 1212 (S.LNe. 5 P.No. 18 Il 314" dia 20.84 | Mo 582
6 Providing and fixing electric motor 1/2" horse power ifc pumping set
1 made 1 HP efc. 14201 No 14201
7 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 |a). Filter + Boaring 77.00| PIRft 4620
1 |b} Hand Machine 4500 Each 4500
8 Providing Laying UPVC pipes of Class "D" fixing in trench i/t cuiting,
fitting and jointing with solvent cement ifc testing with water 10 a head
of 122 meter or 400 ft. S.1. No. 6 P.Nc. 24 P.H.D
20 [13 mm (1/2" dia) 12.00 PRt 240
40 119 mm (3/4" dia) 19.00 PRt 760
- 125 mm (1" dia) 27.00 PIRft
- 26 mm (1 1/4" dia} 33.00 PIRft
Total : 36835

Amount Tota
Part "A"

Part "B"

L {CSR)
% Above / Below

% Above [/ Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




BILL OF QUANTITY

NAME OF WORK : - REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPLR
GPS Ghawar Khan Luhar
S5.NO ITEM OF WORK QTY: I RATE | UNIT AMOUNT
1 Dismantling cement concrete plain 1:2:4 (S No.18 C P-10) 10.0 3327.50 %CHt 333/=
2 Removing cement or lime plaster (S..NO.63 P.NO.13) 124.0 121.00 %Cft: Rs 150/=
3 Dismantling brick work in lime or cement mortar (S..NO.13 P.NO.10) 21.0 12B5.65 % Cft: Rs 270/=

4 Excavation in foundation of building bridges and other structure Ific
dagbelling drassing reflling around the excavated earth watering 88.0 3176.25 %0Cft Rs 280/=
ramming lead upto one chain and lift upto 5' feet.

5 Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 8694.95 %Cft Rs: 609/=
cement sand mortar.

Ratio 1:5:10
8 Pacca brick work in Foundation and Plinth 1.8 .{S.I NO:4 E,P.NO:21) 92.0 11948.36 %Cft Rs: 10992/=

7 Reinforced cement cencrete work including all labour and materiat 7.0 337.00 Pcft Rs: 2359/=
except the cost of steel Reinforcement and its labeour for bending and
binding which will be paid separately. This rates also includes all kind
of forms moulds lifting shuitering curring ratio (1;2;4;)

8 Fabrication of mild steel reinforcement for cement concrete including 0.3 5001,70 P.Cwt: Rs: 1561/=
cutting bending binding and laying in position making joints fastening
including the cost of steel binding wire (alsc inciudes removal of rust
fram bars) (S.LNO:8(A) P.NO:17).

9 Pacea brick work in ground floor with {1:6) ratio in cement sand 7.0 12674.36 % Cft: Rs: B87/=
mertar.{S.1.NO:5 e, P.NO:21)

10 Applying floating coat of Cement 1/32" thick. (S.NO.14.P.NO.53) 124.0 660.00 %.5ft. Rs: 818/=

11 Cement plaster {1:6) ratio upto 20’ height 1/2" 298 2206.60 %Sft Rs: 6577/=
thick (S.1.NO:13,P.NO:52).

12 Cement plaster 1.4 upto 20' ft; height ground flocr 3/8" thick. 174 2197.52 %Sft Rs: 3824/=
13 Cement concret plain including placing compecting , finishing & 8.0 1442925 %Sft Rs: 1154/=
curing, complete {l/c screening & washing of stone aggregate

without shuttering (S No: 5 (a) P.No: 16) RATIO 1:2:4

14 Laying floor of approved with glazed tile 1/4" thick in white cement 47.05 27578.86 % Sft Rs: 13023/=
1:2 over 3/4' thick cement mortor 1:2 complete (S.1.No:24 P.No: 43)

15 White glazed tiles 1/4" thick dado jointed in white cement and laid 36.00 28253.61 % Sft Rs: 10171/=
aver 1:2 cement sand mortar 3/4" thick including finishing. (S.NO.38
P.NQ.45)

16 Providing and laying 1" thick Topping cement concrete (1:2:4) 1500 327550 %Sft Rs: 491/=

including surface finishing and panels {S.t NO 16 P.NO 42)

17 First class deodar wood wrought joinary in doors and windows 3.00 851.00 P.Sft Rs: 2553/=
elc fixed in position ifc chowkats hold fasts hinges, iron towers
bolts,chocks cleats handles and cords with hooks, ete. Deodar
panelled or panelled and glazed, or fully glazed {b) 1-3/4" (S.|
No:7 P. No: 58)

18 Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron 3.00 180.50 P.Sft Rs: 542f=
of approved design including: painying 3 coats etc complete (weight
not fo be less than 3.7 Lbs/ sq feet of finishing grill (.1 No:.26
P.No0:93)

[ TOTAL = 56594/=




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

SC’N DESCRIPTION RATE UNIT AMOUNT
1 B. WC pan of not less than 19 clear opening between flusing rims
2 and 3 gallons flushing tank with 4" dia Cl irap and CI thumble, 4,80260( Fach 0,605
2 Providing and fixing 4"x4"x4" dia C.| branch of the required degree
2 |with access doors rubber washer 1/8" thick and builts and nuts and 270601 Each 541
extra painting to malch the colour ¢f the building.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and jointing with sclvent cement ifc testing with water to a head
of 61 meter or 200 ft. S..No. 2 P.No. 2P.H.D
80 mm (3"dia) 90.00 | PIRft 0
8 1100 mm (4"dia} 136.00 P/Rft 1088
125 mm (5"dia) 185.00| P/Rit 0
150 mm (6"dia) 259.00 | PIRf
4 Supplying and fixing in position brass bib cocks 3/4" dia standard
2 pattern S.1.No. 1 P.No. 18 348.92 No 698
5 Providing and fixing baal valve {with unscldered copper ball } made to
2 |BBS 1212 (S.L.No. 6 P.No. 1811 3/4" dia 2084 | No 582
6 Providing and fixing electric moter 1/2" horse power ifc pumping set
1 |made 1 HP etc, 14201 No 14201
7 Providing installing hand pump machine ifc boaring with wooden sheo
and C.C plate form.
60 |a}. Filter + Boaring 77.00| PRIt 4620
1 {b) Hand Machine 4500 Each 4500
8 Providing Laying UPVC pipes of Class "D" fixing in trench ifc cutting,
fitting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. S.1. No. 6 P.No. 24 PH.D
20 |13 mm {1/2" dia) 12.00 PIRft 240
40 (19 mm {3/4" dia) 19.00 PIRft 760
25 mm {1" dia} 27.00 PRt
26 mm (1 1/4" dia) 33.00 PIRft
Total : 36835

Amount Total (CSR)

Part"A"

Part "B"

% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




NAME OF WORK : -

BILL OF QUANTITY

REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS (G) Bekhri

@0 ITEM OF WORK QTy: RATE I UNIT AMOUNT
1 Dismantling cement concrete plain 1:2:4 (S.Ng.19 C P-10) 10.0 3327.50 %Cft 333/=
2 Removing cement or lime plaster (S..NC.53 P.NO.13) 124.0 121.00 %Cft: Rs 150/=
3 Dismantling brick work in lime or cement mortar (S..NO.13 P.NG.10) 21.0 1285.65 % Cft: Rs 270/=
4 Excavation in foundation of building bridges and other structure lfc
dagbelling dressing reflling around the excavated earth watering 83.0 3176.25 %0Cft Rs 280/=
ramming lead upto one chain and 1ift upto 5' feel.
5 Cement concrete brick or stone ballast 1-1/2" to 2" guage ratio in 7.0 8694.95 %Cft Rs: 609/=
cement sand moriar.
Ratio 1:5:10
6 Pacca brick work in Foundaticn and Plinth 1.6 (S.1.NO:4 E,P.NO:21) 92.0 11848.36 %Cft Rs: 10992/=
7 Reinforced cement concrete work including aill labour and material 7.0 337.00 Pcft Rs: 2359/=
except the cost of steel Reinforcement and its labour for bending and
pinding which will be paid separately. This rates also Includes ali kind
af forms moulds lifting shuttering curring ratio (1;2;4;)
8 Fabrication of mild steel reinforcement for cement concrete including 0.3 5001.70 P.Cwt: Rs: 1561/=
cutting bending binding and laying in pesilion making joints fastening
including the cost of steel binding wire (also includes removal of rust
from bars) (S..NO:8(A),P.NC:17),
8 Pacea brick work in ground floor with (1:6) ratio in cement sand 7.0 1267436 % Cft: Rs: 887/=
mortar.(S LNO:5 e P.NO:21)
10 Applying floating coat of Cement 1/32" thick. (8.NO.14.P.NO.53) 1240 660.00 %.5ft. Rs: 818/=
11 Cement plaster (1:8) ratio upto 20" height 1/2" 298 2206.60 %Sft Rs: 6577)=
1hick.(S.1.NC:13.P.NO:52),
12 Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick. 174 2197.52 %Sft  Rs: 3824/=
13 Cement concret plain including placing compecting , finishing & 8.0 14429.25 %Sft Rs: 1154i=
curing, complete (l/c screening & washing of stone aggregate
without shuitering (S8.No: 5 (a) P.No: 186} RATIO 1:2:4
14 Laying floor of approved with glazed tile 1/4" thick in white cement 47.05 27678.86 % Sft Rs: 13023/=
1:2 over 3/4' thick cement mortor 1:2 complete (S.1.No:24 P.No: 43)
15 White glazed tiles 1/4" thick dado jointad in white cement and laid 36.00 2825361 % Sft Rs: 10171/=
over 1:2 cement sand martar 3/4" thick including finishing. (S.NQ.38
P.NG.45)
16 Providing and laying 1" thick Topping cement concrete {1:2:4) 15.00 327550 %Sft Rs: 491/=
_inciuding surface finishing and panels (5.1 NO 16 P.NC 42)
17 First class deadar wood wrought jeinary in doors and windows 3.00 851.00 P.Sft Rs: 2553/=
etc fixed in position ifc chowkats hold fasts hinges, iran towers
bolis.chocks cleats handles and cords with hocks, etc. Deodar
panelled or panelled and glazed, or fully glazed (b} 1-3/4" (S.I
No:7 P. No: 58}
18 Supplying & Fixing in position Iron/ steel grill of 3/4 x 1/4" size flat iron 3.00 180.50 P.Sft Rs: 542i=

of approved design including: painying 3 coats etc complete (weight
not to be less than 3.7 Lbs/ sq feet of finighing grill (5.1 No.. 26
P.No'83)

[ TOTAL

56594/= |




WATER SUPPLY & SANITARY WORK

PART-B :PLUMBING WORKS

SN anty DESCRIPTION RATE | UNIT | Amount
1 B. WC pan of not less than 19" clear opening between flusing rims
o and 3 galions flushing tank with 4" dia Cl trap and Ci thumble. 480260  Each 9,505
2 Providing and fixing 4"x4"x4" dia C.1 branch of the required degree
2 (with access doors rubber washer 1/8" thick and builts and nuts and 270,60 Each 541
extra painting to match the colour of the buiiding.
3 Providing Laying UPVC pipes of Class "B" fixing in trench ifc cutting,
fitting and iointing with solvent cement ifc testing with water to a head
of 61 meter or 200 ft. S.INe. 2 P.Ne. 23PH.D
- 180 mm (3"dia) 80,00 PRR 0
8 |100 mm (4"dia) 136.00) PIRft 1088
- [125 mm (5*diay 185.00| PRIt 0
- 1150 mm (6"dia) 253001 P/Rit
4 Supplying and fixing in position brass bib cocks 34" dia standard
21 pattern S..No. 1 P.No. 16 892 ) No 658
5 Providing and fixing baal vaive (with unsoldered copper ball ) made to
2 |BBS 1212 (S.LNo. 6 P-No. 18 11 314" dia 20034 1 No 582
B Froviding and fixing electric motor 1/2" horse power ifc pumping set
1 lmade 4 H.P etc. 14201 No 14201
7 Providing installing hand pump machine if¢ boaring with wooden sheo
and C.C plate form.
80 }a). Filter + Boaring 77.00| BIRit 4620
1 |b} Hand Machine 4,500} Each 4500
8 Praviding Laying UPVC pipes of Class "D" fixing in trench ifc cutling,
fitting and jointing with sofvent cement ifc testing with water to a head
of 122 meter or 400 ft, S.1. No. 6 P.No. 24 P.H.D
20 113 mm (1/2" dia) 12.00 P/Rit 240
40 119 mmn (3/4" dia) 16.00 P/Rit 760
- |25 mm (1" gig) 27.00 PIRf -
- 26 mm (1 1/4" dia) 33.00 P/Rit
Total : 36835

Amount Tatal {C5R)

Fart "A"

Part "B"

% Above / Below

% Above / Below

CONTRACTOR

Total Amount

Total Amount

Total "A+B"




BILL OF QUANTITY

NAME OF WORK:- REHABLITATION OF POLLING STATIONS OF DISTRICT SHIKARPUR

GPS Sarifuddin Pathan
Sél-“ QNTY DESCRIPTION RATE | UNIT AMOUNT
A PART-A (CIVIL WORK)
Excavation in foundation of building bridges & other struciure with excavated o
L 216 lead upto one chain and lift upto 5'fest in ordinary Soil, {S.1.Mo:18(p)-P/14) 3176.25 #h0cft 686.07
Cement Concrete brick or stone ballast 11/2" to 2" guage Ratio 1:5:10. N
. Cht 564,768
2 54 (5.1 NO4©-PI21) £694.95 %.C 5564.76
2 971 Fsalc:i:\lao.zrgégork in Foundation and plinth in cement sand mortor 1.6 1194836 | %.Sf 32380.0556
4 44 |Poroviding Hard Murrum poderly fine base drassing watering leveling & 183475 %.SHt 807 29
Reinforced cement concrete work including all labour and material except
5 15 rhfe costof‘ steel Relnforcemgm and its |apour for bendlr.lg and binding which 337 Pcit 5397
will be paid separalely. This rates also includes all kind of forms moulds
liffing shuttering cyrring ratio {1:2:4:)
Fabrication of Tar steel reinforcement for cement concrete including cutfing
6 0.714 [bending and laying in position making ioints and fastening including the cost]  5001.7 P.Cwit 3571.2138
of binding wire aiso includes removal of rust from bars. (S.1.No:8(b)-P16)
7 9 Filling wat?ring and ramming ear‘th um;uer floor with New Surface excavated 3630 % Ci" 33396
from outside lead upto one chain and liftupto 5' feet.
Pacca brick work in ground floor with (1:6) ratic in cement sand .
4 126743 % Cft: 258556944
81 A ran(SINGS e PNOZY) 67435 | %
9 1.3 |Supplying and Fixing Tears at Site 3575 P.Cwt: 46475
Erection rolled stee! beams or old rails in roofs efc erection and fixing in
. . 186.34 P.Cwt: 242,242
10 i3 position.{S..NO.6 . P.ND.91) Cut
Second class files roofing consisting of 4" earth and 1" mud plaster with
Gabri leeping over 172" thick cement plaster 1:6 with 34 Lbs. of hot bitumen
iy 80  [coating sand biinded, provided over one layer of 12" x 6%2" fles laid in 1:6{ 7807.28 | % Sft 6085.8
cement mortar incluging 1:2 ¢cament pointing under neath of tles complete
including curing ete, (SANQ.2 PNGIZ
Providing and laying single per layer of polythene sheet 0.13 mm thick for
12 80 |water profing as per specification and instructions of Engineer incharge, 107 P. Sft: 856
S,NO.38 P.NO.38)
P/F G.| frame / Choukats of size 7" x 2" or 4 1/2" x3' for doors using 20
guage G.| sheet ifc welded hings and and fixing and fixing at site with
13 32 |necessary ho'd fasts, filing with cement sand sumy of ratio 1:6 and repairing] 2289 p.cit 7324.8
repairing the jambs, The cost also ik all carriage, tocls and plants used in
making and fxina {S.LNO.29.P. NG D3]
PIF G.! frame ! Choukats of size 7" x 2" or 4 172" x3' for windows using 20
guage G.) sheet ic welded hings and and fixing and fixing at site with
14 24 Inecessary hald fasts, filing with cement sand slurry of ratio 1:6 and repairing] ~ 240.5 P Rit: 5772
repairing the jambs, The cost also ic all carriage, tools and planis used in
making and fixing {S.LN0O.28.P.NO.93}
Supplying & Fixing n position Iron/ stee! grill of 3/4 x 144" size flat iron of
15 12 |approved design including: painying 3 coats eic complete (weight netto be|  180.5 P.Sft 2166
less than 3.7 Lbs/ sq feet of finishing qrill (S.1 No:. 26 P.No:93}
16 112 |Cement plaster {1:6) ratio upto 20" height 142" thick. [S..NG: 13,2 NO:52). 22086.6 %Sft 2471.392
17 804  |Cement plaster 1:4 upto 20' ft; height ground floor 3/8" thick, 2197.52 %St 176568.0608
Cement Concrete Plain compacting finishing curring etc and washing o
1 14429.2 %.cft 7536.0875
8 5 agqreqate without shuttering (S.1.No:5-P/15} > ;
Froviding and laying 1" thick Topping cement concrete {1:2:4) including 2755 %St 589 59
9| ™ |sudace finishing and pene!s (34N 16P.NO 42) 3275, i '
First class deodar wood wrought joinary in doors and windows etc fixed in
20 27.08 position ifG chowka‘ts held fasts hinges, iron towers belts,chocks cleats; 851 P Stt 93045.08
handles and cords with hooks, etc. Deodar panelied or panelled and glazed,
or fully glazed (b} 1-3/4" {S.1 No:7 P. No: 58)
91 70 )Ps;&ﬂggeat]o doors and windows any type Three Coats (SINC:4( C 211641 o St 1481.487
Painting Guard bars, gates irgn bars, grating Jrailings including standard 570.83 % St 419.3739
2 3 braces etc) and similar open work (S..NO:4( d) P NO:69) (Three Coats). 1270, .
TOTAL 155,296




WATER SUPPLY & SANITARY WORK
PART-B : PLUMBING WORKS
sé’f' QNTY DESCRIPTION RATE | UNIT AMOUNT
1' B. WC pan of nat less than 19" clear opening between flusing rims and
3 galions flushing tank with 4* dia Ci frap and Cl thumble. 4302.80| Each 4,803
1
2 Providing and fiding 4"x4'x4" dia C.i branch of the required dagree
4 Ywith access doors tubber washar 1/8* dhick and builts and nuls and 27060 Each 271
exira painting to match the cofour of the building.
3 Proviging Laying UPVC pipes of Class "B fiing in trench ifc cutling,
fitting and jointing with solvent cement iic festing with water 10 a head
of §1 meter or 200 t. S.1.N0. 2P.No, 23 PH.D
- 180 mm {3"dia} 90.00 | PIRM 0
91100 mm {4"dia) 136.00 | PIRRt 1224
- 1125 mm [5"dia) 185.00 | PiRR 4
- 1150 mm {8"dia) 252001 PIRft
4 Supplyging and fixing fibre glass tank of appraved qualily and design
and wal thickness as specified ifc cost of nuis boits and fixing in
100 piateform of cament concrete 1.3:6 and making connectian for in-leli g9 ¢ Per 8795
out-let and over fiow in-let out-let fiow pipes Gallon
5 Providing instafiing hand pump machine ifc boaring with wooden sheo
and C.C ptate form.
A0 {a). Fitter + Boaring 7700 PRIt 4620
11b) Hand Machine 4500 Bach 4500
& Providing Gt pipes specials and clamps elc including fixing sutting and
fittings complete with and ifc the cost of breaking through watls and
roaf making good efc painting twa coals after cleaning the pipe ele
with white zink paind with pigment to match t
- 1i). 42" dis pipe 73.21 PIRft -
- jil). 3/4" dia pipe 9579 | PIRft -
104ii). " dia pipe 12855 | PRRt 1288
- Jiiy. 114" dia pipe 15318 | P/Rit
7 Providing Laying UPVC pipes of Class "D" fixing in trench ig cutling,
fiting and jointing with solvent cement ifc testing with water to a head
of 122 meter or 400 ft. 5.1 No. 6 P.No, 24 PHD
15 113 mm (12" dia) 12.00 PIRR 180
- {25 mm (1" dia) 27.00 | PRi :
; - Emmlm Ha di%i). 33 (1] I PIRft J
Supplying and fixing in pos -z~ brass hib cocks 34° dia standard
pattern S.1.No. 1 P.No. 16 31 o- No
9 Providing and fixi = A iy
9 and fixing baal vz .5 » *h unsoldered copper ball  made fo

BBS 1212(S.1No. 6 PNg, 13 I4tdia 2084

Praviding and fixing elect
Mmade 1 4P ele

rie msor 42 horse power ¢ pumping set

Amount Tota| (CSRy

P » A o
ATt " A % Above / Below

Part g

% Above / Below - o
Tetal am, H\R\
CDNTRACTOR .
Ters: _h_—_‘&

Lio A+pe
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