
OFFICE OF THE 
INSPECTOR GENERAL OF POLICE 

SINDH KARACHI 
No. 84'3.',8 Misc/Welfare/2018, 

Dated 73 -02-2018 

The Director (Advertisement) 
Public Relation Department, Government of Sindh. 
Block-96, Sindh Secretariat, 
Karachi. 

Subject:- PUBLICATION OF TENDER NOTICE. 

I am directed to enclose herewith Draft of Tender Notice (seven copies) for 

publication in leading Newspapers on 14.02.2018 positively: 

a. Daily Urdu (Jang) 

b. Daily English (Dawn) 

c. Daily Sindhi (Kawish) 

3. - 0ne copy of the Newspaper containing the advertisement in question may 

please be sent to this office for record. 

(Capt ® G uIam Azfar Mahesar)PPM, I'SP, 
AIGP/ Welfare 

For Inspector General of Police, 
Sindh, Karachi 

Copy to: 

1.  The Addi: IGP/Special Branch, Sindh, Karachi. 
2.  The Secretary of Government of Sindh, Information Science & 

Technology I)epartment along-with copy of Tender Notice 
for placing on website of government of Sindh 
www.sindh.gov.pk  

fl 
3.  Dr. Muhammad Amin Yousufzai, PSP, DIGP/Chairman 

Procurement Committee. 
(.d I 

tv-C The Director A&F SPPRA Government of Sindh along-with 
copy of Tender Notice for placing on website of government 
of Sindh. 

5. The Director 1.1'. Sindh Police, CPO, Karachi along-with copy 
of Tender Notice for placing on website of Sindh Police 
www.sindhpolice.govt.pk  



POLICE DEPARTMENT 
GOVERNMENT OF SINDH 

www.sindhpolicc.gov.pk  
TENDER NOTICE 

Sealed tenders are invited in accordance with the Sindh Public Procurement RuIc, 2010 from contractors/contracting firms for 
following services of the Police Department, Government oiSindh Karachi. 

ScopeOf The Work Ii.stimaied (au 
(appro.maic) 

Earnest 
Money 

Tender Fee 
Complelion 

%ork 

Repair/Renovation Works of 6h Floor of 
Block-A, CPO, Karachi. 

. . 
Rs. 12.735 million 

2.5% of 
Total Bid 

Rs.1000/- 03 Months 

2. 

Repair & Renovation & Raising of External 

Boundary wall at Rear gate of CPO and Up- 
. . . 

gradation of Drainage System of Central 
Police Office. Karachi. 

.. 
Rs. 2.874 million 

2.5% of 
.. . 
I otal Bid 

Rs.500/- 45 Days 

TERMS & CONDITIONS: 

Contractors/Contracting Firms should be registered with Pakistan Engineering Council. (FBR) Income Tax. Sales Tax and Sindh 
Revenue Board (NTN arid SIN registration certificates will be required) and Bank Statement for the last 3 year. The turnover will be 
l/3' of the total bid amount — — 

I. Contractors/Contracting Firn-is are advised to quote rates on schedule of rates 2012 Sindh Government on percentage rate, 
above / below. 

2. Payments shall be made' for the works on basis ofjob. unit basis as the case may be on completion of each iten1sevice. on the 
basis olrneasurement & verification in accordance with specification/Schedule "B". 

The work calcttlation/RCE may vary by (+) or  (-) 5%. 

4. The contractors/contracting finns will be required to show evidence of experience, capability in respect of personnel, financial 
position etc (Profile of the Firm. Technical Evaluation). 

5. Contractors/Contracting Finns black listed by Government Deparinucnts or agency will not be allowed to participate in the 
tender/hid (participating contractors/contracting finns will he required to subunit affidavit to the effect that they are not black 
listed), for any Government Depariincnt. 

6 Contractors will be required to provide copy of CNIC and Contracting Firms will also be required to provide Certificate of 
Registration (Category wiso). 

7 Only bids offered on the prescribed Tender Form issued by this department shall he accepted. However, additional sheets ma 
be attached, if required. 

8. The contractor / firm may sLuhmit oilers for one or all or as many locations in Sindh. However, service iii each location should 
he treated as separate and offer be made accordingly. 

9 Conditional tender / application will not be entertained. 

10. Validity of bid/oiler shall be at least 90 days from the date of opening of' tender. 

II. The competent authority reserves the right to reject all or any tender/bid subject to and in accordance with thc relevant 
provisions of the Sindh Public Procurement Rules. 2010 and conditions contained in Tender Documents 

INFORMATION & PROCEI)URE: 

Complete set of bidding documents containing the scope of work and relevant details along-with specification can be obtained 
by the interested Contractors/Contracting Finns from the reception counter of Central Police Office contact Mr. Agha Khan, 
I/C Engineering Cell, CPO. Block-C, Room, NO. C-28 Ground Floor, Cell No 0345-3225503 & Office No.021-99212311, 1.1. 
Chundrtgar Road, Karachi during working hours up to Fiflcen( IS) days of the date of publication of this notice on payment of 

tender lee (non refundable). Method of providing service will be single stage uune envelope. 

2. Tenders/Bids (duly sealed along-with call deposit) shall be dropped in the tender box (placed in Conference Room, 3" floor 
Block-A, CPO, Sindh, Karachi) on cur before (As last date) 10-03-2018 up to 1300 hours. The tenders/bids will be opened by 
Departmental Procurement Committee on tFuëiiie daleat-  1400-  hours in presence t duly authorized representatives 01' 
Contractors/Contracting firms participating in the tender/bid. 

3 Any other information relating to this tender/hid or detail of work or any further claritication can he obtained from the 
Engineering Cell. CPO. Sindh. Karachi at given address during 0111cc hours before opening ol' tender. 

.1 The Contractors/Contracting Firms are advised in their own interest to fully understand the scope of work and 
quality/quantities. They may also visit the site to asses themselves any additional/incidental work (availability of electricity. 
water or any other item) which may come up before or during execution of the service of this tender t'Or the reason that no 
extra cost will borne out by Police Department for such eventualities nor any extension in time will be provided on such 
pretext, 

5 The work will commence after the approval of competent authority and also subject to availability of funds which are in pipe 
line. 

AlCPAVetIare, 
(Secretary Procurement Committee) 

Central Police Office 
Karachi. 

Tel: 02 1-99212693 
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6. Conditlonat tender / applicatIon wIlt not be entertained. 

7. Validity of bid I otter shall be at least 90 days from the dale of 
opening of tender. 

8. The competent authority reserves the right to reject all or any 
fender / bid. subject to and in accordance with Itto relevant 
provisions of the Slndh Public Procurement Rules. 2010 and 
condifiops contained in the tender documents. 

INFflMAI[QN  & PQQEDU 

1. Complete set of bidding documents containing the scope of work 
and relevant details along with specification can be obtained by the 
interested contractors / contracting firms from the Reception Counter 
of Central Police Office. Contact Mr. Agha Khan, I/C Engineering Cell, 
CPO. Block-C, Room, No. C-28. Ground Floor, Cell No.0345-3225503 & 
Office No. 021-99212311, 1.1. Churidrigar Road, Karachi durIng working 
hours tip to Fifteen (15) days of the date of publication of this notice on 
payment of tender fee (non-rofundable). Method of providing service 
will be single-stage ono-envefope. 

2. Tenders / bids (duty sealed along with call deposit) shall 
be dropped in the tender box (placed In Conference Room, 
3' Floor, Block-A, CPO, Sirrdh, Karachi) on or before (as last date) 
10-03-2018 upto 1300 hours. The tenders I bids Will be opened by 
Departmental Procurement Commitlee on the same date at 1400 
hours In presence of duly authorized representatives of contractors / 
contracting firms participating in the tender / bid. 

3. Any other information relating to this lender/bid or detail of work or 
any further clarification can be obtained from the Engineering Cell. 
CPO, Sindh, Karachi at given address during office hours before 
opening of tender. 

4. The contractors / contracting firms are advised In their own 
interest to tuily understand the scope of work and quality / quantities. 
They may also visit the site to asses themselves any additional I 
incidental work (availability of electricity, water or any other item) 
which may come up before or during execution ot the service of this 
tender for the reason that no extra cost wilt be borne out by Police 
Department for such ovontuatities nor any extension in limo will be 
provided on such pretext. 

5. The work will commence after the approval of competent authority 
and 8160 subject to availability of funds which are In pipeline. 

AIGP/Wetfare 
(Secretary Procurement Committee) 

Central Police Office, Karachi 
Tel: 021-99212693 

INF-KRY No. 889/18 

 

Say No to Cocruptlon 

  

DAWN THURSDAY FEBRUARY 15, 2018 

POLIóE DEPARTMENT,GOVERNMENT OF S!NDH 
www.srndhpce v 

Seated tenders are invited In accordance with the Sindh Public 
Procurement flutes, 2010 from contractors/contracting firms br following 
seMees of the Police Department, Government of Sindh, Karachi. 

1. . . Esilasfod Coat 5ar0o31 Tester ctefto x Work (ppicxtnrts) fAj F Pcrlsd 
Repair / ronowtion works of 6th Rs. 12735 25% of fix. 03 
Floor of 91odc-ft. CPO, Karachi MitSon Total Bid 1000.'. Months 
Repair I renovation & raalng of 
external boundary waf at roar 

2. gate of CPO and uprxdxtion 
of drainage system of ConiTal 

Rs. 2.874 
Mu/on 

2.5% of 
Total Bid 

fix. 
500/ 

45 
Days 

Police Office, Karacte 

TERMS &CONOON 
Contractdrs I contracting firms should be registered wtth Pakistan 
Engineering Council, (FBR), Income Tax, Safes Tax and Sindh 
Revenue Board (NTN and STN registration certificates will be 
required) and Bank Statement for the last 3 years. The turnover wIll be 
1/3d of the total bid 'amount. 

1. Contractors / contracting firms are advised to quote their rates on 
schedute of rates 2012 Sindit Government on percentage rate, 
above / below. 

2. Payments shall be made for the works on basis of Job, unit basis. 
asthecase maybe, oncompietlonof each itemlservice,onthebasls 
of measurement & verification in accordance with specification I 
Schedule B. 

3. The work calculation I ACE may vary by (+) or  (-) 5%.. 

4. The contractors / contracting firms will be required to show 
evidonco of experience, capability In respect of personnel. 
financial position etc. (Profile of the Firm. Technical Evaluation). 

5. Contractors I contracting firms blacklisted by Government 
departments or agency will not be allowed to participate In the 
fender / bid (participating contractors I contracting firms wilt be 
required to submit an affidavit to the effect that they are not black-
listed) from any Government department. 

6. Contractors will be required to provide copy of CNIC and 
contracting firms will also he required to provide Certificate of 
Aegist ration (category-wise). 

7. Only bids offered on the prescribed tender form issued by this 
department shalt be accepted. However, additional sheets may be 
attached, if required. 

8. The contractor / firm may submIt offers for one or all or as many 
locations In Sindh. However, service at each focation should be 
treated as separate and offer be made accordngty. 



PREVIOUS NOMINATION 

  

DIOP/Finance. Siiidh. Karachi Procurement Committee 

REPLACE!) WI Ill 

o:;;0 YOt1sUIai,PSP j,- an Procurement Committee 

Deputy I nSpCCLOI General of Poll ee.Sidh 

OFHCE OF i'HFi 
INSPECTOR GENERAL OF POLICE 

SINDH. KARACHI. 

No.G-1/ // 9 /201 g/Karachi 

Dated 3c .01.20I. 

AMMENEDUM  

SUBJECT:- (ONSFI'IUTION OF COMM II rEES FOR RFPAIR & RENOVATION WORK OF 
Cpo BuJLDINc; AD RESIDENCES OF OFFICERS/OFFICIALS POSTED AT 
CPOS KARACHI FOR THE 'EAR 2017-18 

Please refer to this office order No.G-Ifl28/201 dated:18-01-201 regardinu constitution ol' 

Committees (bc Repair & Renovation work oFCPO Building and residences oioliiccrs/otiicials posted at 

CPU Karachi for the year 2O7-18. 

[he following amendment in above order is made:- 

2/- Notitication/Order rcgnrdina ('nnstittnion ol' Committees for Repair & Renovation wwk ot' 

CPO l3uilding for the year 20 I 7-18 vide No.G-I!54!2() 1 7 dated: 16-10-201 7 is hereby cancel led. 

Sd!- 

INSPFC.)R (IENFRAI, OF PoliCE. 

SINDH. KARACHI. 
Copy to following for information:- 

I. Secreiar Home Department, Govt. oiSindh 
2. Secretary Works & Services Depti. Govt. of Sindli 
3. Secrelary Education, Govt. of Sindh 
4. Accountant General Sindh Karachi 
5. MdI.IGP/Crimc Branch Sindh. 
6. Addl.IGP!Special Branch. Sitidh. Karachi. 
7. I)l(IP/Trafflc. Karachi. 
. l)ICiWSpeciaI Branch. Sindh 

9 Director Sintih Fechnical Education & 'ocational 'FraininlL Atnhoritv (STEV1A). Karachi. 
10. A lc;P/i:inance.  CPU. Siiidh. Karachi 
I I . AIGP/Operatioii ('PC) S ndh, Karacli i 
12. AIGP/Adiniii. CPO. Sindh. Karachi 
I). Superintending Engineer Police Works 

Assrt: Engineer CPO. Sindh. Karachi. 
IS. PS to IGP Sindh. 
16. PS to DIGP/Financc Sindh 
I 7. Ps to DIG P/HO Sindh. 

(Sycd Muhammad AIRazPSP 
AI(iP/Logisl ics. 

For Inspector General ol' Police. 

Sitidh Karachi. 

 

it 



G0V1RNN4}NT O1  SINDH 
PC)I.JCE DEPARTMENT 

No. (i-Il /2018/Karachi 

Dated .01.2018. 

ORDER  

SUBJECT:- CONSTITUTION OF COMMITTEES FOR REPAIR & RENOVATION WORK OF 
CPO BUILDING AND RESIDENCES OF OFFICERS/OFFICIALS POSTED AT 
CPOa KARACHI FOR THE YEAR 2017-18 

The following Committees are hereby constituted for Repair & Renovation Work of CP() 

Building and Residences of Officers/Officials posted at CPO, Karachi during current financial year 

2017-18:- 

Procurement Committee 

I. DIGP/Finance, Sindh, Karachi (Chairman) 
2. AIGP/Welfare, CPO, Sindh, Karachi (Secretary) 
3. ASSLI: Engineer CPO, Sindh, Karachi (Member) 
4. Rep. of Home Department Sindh (Member) 
5. Rep. of Works & Services Department. (Member) 

(;ovt. of Sindh, Karachi. 

ii) Inspection Committee  

I. DIGP/Trafflc, Karachi (Chairman) 
2. AIGP/Operation CR0 Sindh. Karachi (Secretary) 
3. Superintending Engineer Police Works (Member) 

iii) Redressal of Grievance & Settlement of Disputes Committee 

I. Addl.IGP/Crime Branch Sindh Karachi (Chairman) 
2. AIGP/Admin. CR0. Sindh, Karachi (Secretary) 
3. AIGP/Logistics, CR0. Sindh, Karachi (Member) 
4. Rep. of Accountant General Sindh (Member) 
S. Rep. of Education Works Department, (Member) 

Govt. of Sindh, Karachi. 
Sd/- 

INSPECTOR GENERAL OF POliCE, 
SINDH, KARACHI. 

Copy to following for information:- 
I. Secretary I lome Department. Govt. of Sindh for nominating the representative. 
2. Secretary Works & Services Depti, Govt. of Sindh for nominating the representative. 
3. Secretary Education. Govt. of Sindh for nominating the representative. 
4. Accountant General Sindh Karachi for nominating the representative. 
S. Addl.IGPfCrime Branch Sindh. 
6. DlGPlrraffic, Karachi. 
7. AlGPfFinancc, CPO, Sindh, Karachi 
8. AIGP/Operation CR0 Sindh, Karachi 
9. AIGP/Adrnin. CPO, Sindh, Karachi 
10. AlGPlWelfare, CR0. Sindh, Karachi 
II. Superintcnding Engineer Police Works 
12. Asstt: Engineer CPO, Sindh. Karachi. 
13. PS to IGP Sindh. 
14. PS to DIGP/Finance Sindh 
IS. PS to DIG P1110 Sindh. 

(Syed Muhammad All Raza)PSP 
AIG P/Logistics, 

For Inspector General of Police, 
Sindh Karachi. 
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Nan 'of work: REPAIR I RENOVATION AND RAISING OF EXTERNAL BOUNDARY WALL AT REAR GATE OF CPO AND 
UPGRADATION OF DRAINAGE SYSTEM OF CENTRAL POLICE OFFICE. KARACHI. 

SCHEDULE BOOK DOCUMENT 

,VORKS SCHEDULE ITEMS PART ( A): 

Descriptions Quantity Rate unit Amount 
Excavation in foundation buildings bridges and other structure in/c dabbling dressing 

refilling around structure with excavated earth watering and ramming lead upto 5t1. (C) 
In hard soil or soft murum. (SI. I 8-c/P-4) 

3910 3554.38 %(,'li 13897.b2S% 

Stone pitching hand packed with surface levelled off to the correct section with 

hammerdressed stoneand voids filled in 1:8 cement mortar in iloor(SI.24 / P-32) 7708.47 ( 48563.3ôI 

Removing door with chowkats.( Sl.33-aIP-12). 142.18 Each 142.18 

Cement concrete plain in/c placing compacting, finishing and curing, complete (in/c 

screening and washing at stone aggregate without shuuering) (h) Ratio 1:3:6 (SI 5-(h) 

P116). 
12595 %('I't 79318.5 

Reinforced cement concrete work including all labour and material except the cost of 

steel reinforcement and its labour for bending and binding which will he paid 

seprately.This rate also includes all kinds for forms moulds: lifting shuttering curing 

rendering and finishing the exposed surface (including screening and washing of 

shingle. )( a ) R.0 work in roof slab. beams columns rails. lintels and other structural 

members laid in situ or precast laid in position complete in all respects. ( I ) Ratio 

1:1:/2:3 ) 90 Lbs. cement 2 Cli sand 4 CII shingle 1/8" to /' gauge. ( Sl.6(a)( I) / P- 19 

' ( $• 

Fabrication of mild steel reinforcement for cement concrete including cutting. bending. 

laying in position. making joints and fastenings including cost of binding wire( also 

includes removal of rust.( b ) Using br bars.( Sl.8(b) /P- 17 

46.6 5001.7 P/Cwt 233(179.22 

P/L 1:3:6 cement concrete solid block masonry wall above 6" in thickness set in 1:6 

cement mortar in ground floor super structure in/c raking out .joints & curing etc 

complete. (Sl.24/P- 19) 

1260 15771 0,l'tl I 98714.726 

Applying floating coat of Cement 1/32" thick.( SI.14/P-53 ). 5600 660 %Sii 36960 

Cement plaster 1:4 upto 12' height (c) 3/4" thick (SI-I l-C/P-52) 5600 3015.76 168882 5 

Cement plaster 1:6 uplo 12" height (b) I/2"thick.(Sl.13-b/P-52) 5600 2206.6 'ft 123569.6 

Filling watering and ramming earth under floor with new earth (Excavated from 

outside) lead upto one chain and lift upto 5' ft (SI No. 2 / P-I) 
840 3630 eti 3049 2 

CementConcrete brick orstone ballast 1-1/2 to 2"guage ratio 1:4:8 ( SI.4-hi P-17) 
140 9416.28 0(j 

13182.792 

Providing and laying I" thick topping cement concrete (1:2:4 ) including Surilice 

finishing and dividing into panels.( d ) 3" thick. ( SI. I6-d I P-42 ). 
. 11.82 I 344.2874 

Preparing the surface and painting with weather coat in/c rubbing the surface with 

rubbing brick / sand paper filling the voids with chalk/plaster of Paris and then painting 

with weather coat of approved make (B) 2nd & subsequent coat. (Sl.38-A+B~B/P-56) 

5600 2567.95 SI) 143805.2 

Supplying & fixing special heavy type steel door. (Sl.27/P-93) 130 930.76 I' 'it 12(1998.8 

P/F angle iron vertical Plats for barbed wire fencing of size 2"x2" Y.s•' embedded in 

RCC I Masonry pillars in/c making cuts / holders @ 12" in/c fixing in pillars by 

chiseling and lilling the with cement sand mortar, spraining & finishing the surhuice ( 8 
P195). 

Rh 189481 6 

P/95) fixing barded wire tricing in/c RCC posts upto 4 horizontal and cross ire 
1120 25283..I %l.11 283173.632 

I nial Amount Part (A): 2034749.284 

rARY WORKS SCHEDULE ITEMS PART ( B): 
Descriptions Quantity Rate unit Amount 

Scarifying the existing road surface (V-lll/part-VI/P.Nol 5/S.no.06) 5939,5 116 %Sfi 6889.82 

Dismantling and removing road metal-ling (V-llllpart-ll/P.Nol 31S.no.5 I) 5939.5 605 %ClI 35933.975 

Excava0on for pipe line in trcnchcs, and pts in all kind 01' soils ol' MLlrom I/c trimming 

and dressing of trenches to correct level and grade cutting ,joint holes and disposal ol' 
surplus earth within a one chain as directed by the engineer incharge. Providing fence 

guards lights. hiags and temporary crossing br non-vehicular traffic where over 

required lifts upto 5 ft (1.52m) and lead upto one chain (30.5m) (V-Ill/part- 

ll/P.NoI3/S.no.51) 

2443 
'' 

465(1 %oChi 

-- 

II 3622 7c 

) 

3 

dvi 

S.NO 

3 

4 

6 

7 

8 
9 
I0 

II 

12 

13 

14 

IS 

16 

17 

SANI' 
S.NO 

2 



- 

Cteing of sewerae line completing restoring original silt 12" dia of pipe line by 

labour and quipment mechanically / electronically driven i/c accessories like buckets. 

rope and dragger sizing from 6" to 18" dia to and from pulling action ( no. of pass 

shall be as many as required ) would be taken in two phase (lirst stream) bringing one 

in second phase from upstream to downstream of entire length ensuring no silt is 

observed in bucket (6" to 18" dia) except only sewerage water and finally passing a 

steel ball of dia 12" lesser that the dia of pipe, but not exceeding 48" dia ball even for 

larger dia pipe to ensure perfect cleaning job. 

2600 80.5 P/Rh 209300 

5 

Cleaning and desalting of manhole inspection chamber i/c cleaning and Roding of 

Connoted sewer( average 50 per manhole removing sewerage and solid waste and 

through from permises limits.(V-1 Il/part-I l/P.No I 3/S.no.6 I) 

474.83 I I i I') 

6 

P/L RCC pipes with (rubber ring joint and fitting i/c cutting. fitting and jointing with 

rubber ring i/c testing with water to specified pressure 8" din (V-I V/part- 

Vl/P.NoI8/S.no.B-02) 
3 206 P/Rfl 7477% 

7 

P/L RCC pipes with (rubber ring joint and fitting i/c cutting, fitting and jointing with 

rubber ring i/c testing with water to specified pressure 15" din (V-lVfpart- 

Vl/P.No 18/S.no.B-02) 

%() 436 l'/Rft 34S%ii 

8 

Making connection with existing manholes i/c her cost of cuning holes in walls making 

them good in cement concrete 1:2:4 and making the required channel etc complete. 

(V-lll/part-V-B/P.No3 i/S.no.03) 
12 180 Each 2 I ñu 

Refilling the excavated stuff in trenches 6" thick layer i/c watering ramming full 

compaction etc complete. (V-lV/part-Vl/P.No77/S.no.24) - 
- 7t() 6744(1.6 

10 
Sand Haro or any other source sand of the same modules of the finences (hill sand) 

(Basic rateslV-ltl/part-IHIP.No04) 
4143 2425 %ct1 10046.775 

II 

Carriage of 100 cft /5 tons of all materials likes stone aggregate. spawl. coal, lime. 

surkhi. etc.B.G rail fastening points nd crossing bridge, girders. pipes. sheets raIl, M.S 

Bars etc. Nos: 1000 nos: titles. 12"x16"x2" or 150cft oftimber or 100 mounds of fuel 

wood by trucks or any other means owned by the contractors. (Basic rates/V-I/pan-

l/P.No02) 

I
- 

Si ii chiin I '061 

12 

Manufacturing and supplying of 21" dia RCC manhole cover cast in 1:2:4 concrete 

ration 3 inch deep at center, reinforced with W' dia br steel bars at 4" c/c welded to 

3/16" thick 2" wide MS plate two hook of 3/8" dia tor bar including compacting i/c 

curing and transportation in 10 miles @21" dia & 24" dia. (V-lll/part-V- 

B/P.No3 l/S.no.01) 

50 913.63 

13 

Repairing sub base by supplying and spreading elI graded pit or pad run grael 

having and liquid limit not greater than 26 and plasticity index not grelare than 6 in 

proper camber and grade including watering, rolling and compacting in layers. 

thickness oe each compacted layer not exceeding 6 inch compacted upto 98-100% 

density as epr modified ASSHO density (rate including all cost of' material to paint 

carriage upto 3 chains) (V-lIl/part-V-B/P.No3l) 

900 3341.71 "(Ii 3(1075.39 

lotal Amount of Part ( B ): 659487.86 

Grand Total amount in Rupees (A+B) 

Grand 1'otal amount in Rupees: 
Or say in Million 

TERMS AND CONDITIONS 

I. Any typographical errors in the Schedule B are subject to the correction with Reference to the Schedule of' rate General 2012 enh'orced 

from 12" July 2012 as Approved by the SRC Sindh, Karachi. 

2. Arbitration clause stands deleted from the agreement. 

3. No premium shall be paid on a Non schedule items. 

4. 100% Well Graded crushed bajri shall be used in items ol'work without any extra pa)mcnt. 

5. All sample of items should be got approved by the Engineer Incharge. 

(HAFIZ SADAR SI1AlkH) 

Assistant Engineer. 

CPO. Sindh. Karachi 

Page 2 



Name of work: REPAIR! RENOVATION WORKS FOR 6111 FLOOR OF 131 ( )( 1- . CPO, KARACHI. 

SCHEDULE BOOK DOCUMENT 

CIVIL WORKS SCHEDULE ITEMS PART ( A): 

S.NO Descriptions Quantity Rate unit Amount 
1 Dismantling glazed or encaustic tiles etc ( Sl.55 / P.13 ). 735.34 786.5 %Sft 5783.4491 
2 Removing door with chowkats.( Sl.33-a/P-12). 12 142.18 Each 1706.16 
3 Removing window and sky light with chowkats (33-b P/12). 10 102.85 p. No. 1028.5 
4 Dismantling cement block masonry. (SI. 14 / P- 10). 898.92 1134.38 %Cft 10197.1687 

Scraping ( b) Ordinary distemper oil bound distemper or Paint 
Walls. Only 70 % allowable ( Sl.54-(b) / P-I 3). 

11861 226.88 %Sft 269 10.2368 

6 
P/L 1:3:6 cement concrete solid block masonry wall above 6" in 
thickness set in 1:6 cement mortar in ground floor super structure in/c 
raking out joints & curing etc complete. (Sl.23/P-19) 

312.59 14621.44 %Cft 45705.1593 

7 Applying floating coat ofCement 1/32' thick.( Sl.14/P-53 ). 1250.36 660 %Sft 8252.376 

S Cement plaster 1:4 upto 12' height (C) 3/4" thick (SI-Il -C/P-52) 3095.36 2197.52 %Sft 68021.15507 

9 Cement plaster 1:6 upto 12" height (b) l/2"lhick.(Sl.13.b/P-52) 3095.36 2206.6 %Sft 68302.21376 

10 Distempering two coats (Sl.24b I P-54) 5317.12 1043.9 °0S1t 55505.41568 

II 
Preparing the surface and painting with matt finish paint of aproved 
make to old man finish surface (B) 2nd & subsequent coat. (Sl.37- 
A+B+B)/P-55) (Two coats) 

11627.8 2499.76 %Sfl 290667.0933 

12 

P/F in position doors windows and ventilators of I class deodar 

wood frames and 1-1/2" thick teak wood ply shutter of 2 class 
deodar wood skeleton (solid) styles and rails core of partal wood and 
teak ply wood (3 ply) on both sides in/c hold fasts hinges iron tower 
bolts handles and cleats with cord etc complete. (SI.57/P-65) 

227 1182.56 P/Sfi 269032.4 

13 
Laying floors of approved coloured glazed tiles Y4" thick laid in 
white cement and pigment on a bed of%" thick cement mortar 1:2 
(SI.25 I P-43) 

343.3 7747.06 %Sft 95263.9811 

14 
White glazed tiles ¼" thick dado jointed in white cement and laid 

over 1:2 cement sand mortar %' thick including finishing. (Sl.37 / P- 
45) 

1121.64 28253.61 316903.7912 

IS 
Tile skirting lain in 1:2 cement mortar over 3h" thick cement mortar 
1:2 including cement washing and filling joints complete. (Sl.35-b/P- 
44) 

305.28 13108.37 %Sfl 4001 7.23) 

16 
Painting old surface: ( C ) painting of doors and windows any type (i 

1st coat (ii) second & subsequent coat (SI-4-c (i+ii)/P-68) 
791 1160.06 %Sft 91 76.074o 

17 

Applying chemical polishing on existing mosaic /Marble flooring / 
dado including cleaning, grinding with carborandum StOflCi sand 
paper and applying chemical polish as per requirement. ( Sl.701P-49 

85(' P/Sft 31329.6 

18 

Cleaning & decontamination of underground I over head water tank 
with chemical in/c dewatering and cleaning the walls with hand 
brush, applying potassium per magnate coat to culminate all 
bacteria's germs and removing the algae and vegetal growth and 
white washing two coats. 
(94/P-109) 

160 7 - 7 P 'Sfi I I 

19 R.C.C. spout including fixing in position 2- I/2x6"x5" (SI. 14/P- 18) 12 261.25 PfNos 3)35 

Total Amount Part (A): 1348100.207 
ELECTRIC WORKS SCHEDULE ITEMS PART ( B): 

S.NO Descriptions Quantity Rate unit Amount 

I 
Wiring for light or fan point with 3/.029 PVC insulated wire in 
20mm ( '4" ) PVC conduit recessed in the wall or column as 
reQuired.( Sl.124/P-15 ). 

ISO 1130 P.Point 169500 

2 
Providing & laying ( MAIN or SUB MAIN ) PVC insulated with size 
2-31.029 copper conductor in ~" dia PVC conduit recessed in the 
wall or column as required.( Sl.8 I P-2). 

1000 173 P.Meter 173000 
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' 

3 
P/L (MAIN or SUB MAIN) PVC insulated & PVC Sheeted with 

single core copper conductor 300/500volts size 2-7/.044) (SI 55 / P- 

7) 

500 213 P \Ieter U6 

P/F circuit breaker 6,10,15,20,30,40,50, & 63 amp DP (TB-5S) on 

prepared board as required. (Sl.203/P-3 I) 
24 916 Each 2 

Providing & Fixing three pin 10 115 Amp Plug & Socket.( Sl.224 / 
84 151 Each 12684 

6 
Providing & Fixing three pin 5 Amp Plug & Socket.( Sl.226 / P-33 72 151 Each 10872 

Providing& fixing three pin 10/15 amp plug& socket flush type.( 

SI.227 / P.33). 
60 62 Each 9720 

8 
P/F ammeters size 96/96mm Direct ISA, 30A,50A,60A, & IOOA as 

required & as per instruction ofEl. (SI.2841P-41) 
I OS.! P/No 4'l6 

9 
Wiring for call bell point with 3/.029 Pvc insulated wire in 20mm 

%" ) PVBC conduit on surface as required.( SI.127 I P-IS ). S I PPOiJit 11040 

10 
P/F holder for 125 watts light as per site requirement & instructiOn 

of Engineer Incharge. (SI.189/P-29) 
60 2o P/ No 12180 

11 S/F energy saverofapproved quality. (Sl.15 / P.33) 84 497 Each 41748 

12 
Providing & fixing one way SP 5-Amp switch surface type.( Sl.2 16 / 

80 34 Each 2720 

13 
Providing & fixing one way SP 5amp switch flush type (33/219) 

60 54 P No. 3240 

14 
P/F voltmeter size 96/96 mm 500 volt as required & as per instruction 

of Engineer lncharge.( Sl.285/P-4 I) 
999 Each 3996 

Total amount of Part ( B ): 583400 

SANITARY WORKS SCHEDULE ITEMS PART ( C): 
S.NO Descriptions Quantity Rate unit Amount 

S/F soap tray of made plastic of superior quality and design with fine 

finlshun2 with CP screws etc complete. 
6 169.4 Each 1016.4 

2 

Providing & fixing chrome lated brass towel rail complete with 

brackets fixing on wooden cleats with I" long c.p brass screws.( l 

Towel rail 30" long. (a) ¼" dia round or square (Standard Pattern). 

(Sl.01-ll+a / P-07). 

1082.95 Each 4331.8 

(a ) S/Fixing long bib-cock of superior quality with c.p head Yf' dia. 

(Sl.13-a/ P-19). 
I 8875.68 

4 

Supplying & fixing Bath room accessories set( 7-piece ) in/c towel 

rod, brush holder soaptray shelf of approved design in/c cost of 

screws, nuts etc complete. ( Master Brand ). ( SI.23 / P-19 ). 

2 10322.4 Each 20644.8 

Providing & fixing European white glazed earthen ware wash down 

W.0 pan complete with and in/c the cost of white/black plastic seat 

Best Quality ) and lid with C.P. brass hinges and buffers.. 3 gallons 

white glazed earthen ware low level flushing cistern with siphon 

fitting 1-1/2" dia white porcelain enameled flush bend ~" dia and 

making requisite number of holes in walls, plinth and floor for Pipe 

connections and making good in cement concrete 1:2:4 ( Foreign 
(htlifv t i ci S / I 

4 11177.1 Fach 45909.6 

(a 

P/L 24"x 18" bevalled edge mirror of Belgium glass complete with 

1/8" thick hard board and CP screws fixed to wooden pleat (b) 

superior quality (S13-b/P-07) 

4 2376 P/No 9501 

7 

Providing & fixing 6"x2" or 6"x3" C.l floor trap of the approved selt 

cleaning design with a C.l screwed down granting with or without a 

vent arm complete with & I/c making requisite number of holes in 

walls, plinth & floor for Pipe connections & making good cement 
concrete I: 2: 4. St.20 / P-06 . 

12 2042.43 Each 24509.16 

8 
Add extra for labour for providing & fixing of earthen ware pedestal 

white or coloured glazed ( Foreign or Equivalent ).( SI. II / P-3 ). 4 2533.47 Each 10133.88 

Supplying & fixing sink mixture cock of superior quality with c.p 

head etc complete. ( SI. 17 / P-19). 
4 2745.6 Each 10982.4 

0 
(b) Supplying / Fixing wash basin mixture of superior quality with 

C.Phead Yz"dia. (Sl.14-b/P-19). 
6 3179 Each 19074 
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(a ) Sipplying & fixing C.P Muslim Shower with double Bib cock & 

ring Pipe etc complete. ( SI. 19( a) / P-I 9). 
'42 Each 13728 

'12 
Supplying and fixing in position brass bib cocks 3/4"  dia brass bib 

cock, Light pattern. ( SI.I-ii-a / P / 16). 
6 33792 Each 2027.52 

13 
Providing & fixing in position nyloon connections complete with 'If' 

dia, brass stop cock with pair of brass nuts and lining joints to nyloon 

connection. ( SI. 23 / 06). 

18 447. 5 Each 8048.7 

14 

Providing & fixing 24" x 18" lavatory basin in white glazed earthen 

ware complete with & in/c the cost of W.l or C.I cantilever brackets 6 

inches built into walls, painted white in two coats after a primary coat 

of red lead paint a pair of '/2" dia rubber plug & chrome plated brass 

chain 1-1/4" dia, malleable iron or brass unions and making requisite 

number of holes in walls, plinth & floor for Pipe connections and 

making good in cement concrete 1:2:4 ( Foreign or Equivalent ).( 
ci in / i_ 

0712 

IS 
Cancelled C.P. fittings of Superior quality for tiles Bath Rooms.( b) 

S/Fixing cancelled stop cock of superior quality with C.P. head '/z" 

dia.( Sl.1 l(b )/ P-18 ). 

1 h211 

16 
P/F CP brass toilet paper holder of stander size with chrome plated 

brass brackets complete (Similar to twyfords design No. 1108) (a) 

standard pattern ( 2-a P17) 

4 572 Each 22'18 

17 

P/F steel sinks stainless local make complete with cast iron or 

wrought iron brackets 6 inches built in wall 1-1/2" C.P. rubber plug 

chrome plated brass chain 1-1/2" C.P. brass waste, with 1-1/2" PVC 

waste pipe & making requisite number of holes in wall & plinth 

&floor for pipe connection & making good in cement concrete 1:2:4. 

(b)Steel sink stainless steel sized 36"x18" local make (standard 
nttern\ (SI I9-hP-M 

2 5162.3 Each. 10324.6 

18 
(a). S/Fixing canceled tee-stop cock of superior quality with C.P 

head '/2" dia. ( SI. 12-al P-I 8). 
6 843.92 Each 5063.52 

19 
(b ) Supplying & Fixing swan type piller cock of Superior quality 

with crystal head. '/2"dia. ( 5L16(b)IP-19). 
6 877.8 I:tcI 5266.8 

20 

S/F fiber glass tank of approved quality & design and wall thickness 

as specified in/c cost of nuts bolts and fixing in plate form of cement 

concrete 1:3:6 and making connection for inlet & outlet & over flow 

pipes etc complete. (Sl.3.a+b+c4-d+f/P-2 I) 500 gallons. 

2 37505.4 Each 75010.8 

21 

Providing & fixing flat back lipped from urinal basin ( of not less 

than 17" in height ) of white glazed earthen ware complete with & I/c 

the cost of I gallon C.l automatic flushing cistern with fittings, a pot 

cock C.l or W.l brackets standard flush Pipe with fitting standard 

waste Pipe ( Enameled iron ) connection complete & making 

requisite number of holes in walls, plinth & floor for Pipe connection 

& making good in cement concrete 1: 2: 4 ( Foreign or Equivalent ). 
ci 07/ P-) 

2 4440.7 8881.4 

Total Amount of Part ( C): 308391.5 
NON-SCHEDULE ITEMS PART ( D): 

S.NO Descriptions Quantity Rate unit Amount 

PIL Porcelain Master granite or nationals tiles or Spanish tiles glazed 

or matt glazed or equivalent. jointed in white cement and laid over 

1:2 grey cement sand mortar 3/4"  thick in/c finishing & filling of.ioinis 

with slurry of white cement or tile grout in desired shape in/c cutting 
of tiles to proper profile (on floor or facing) size 20"x20"x114" 

4973.78 I' SO 

2 

P/F Gypsum board pelmet to be hanged from ceiling in specified 

shape and design as approved by the consultant. This in/c cutting the 

existing Gypsum board false ceiling in proper shape, hanging the 
structure by aluminum angle I 'xl" 3 '-0 apart drilled and screwed 
in RCC slab, making hanging frame by using Aluminum U-channel 

section 1-1/2" wide in I 8"x 18" rafters and fixing Gypsum board 

sheet with chips and screws. Then filling the joints & screws holes 

with plastic mesh and plaster of Paris and making surface smooth as 
directed by the Engineer Incharge 

4973.78 P/Sft 
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• 

S/F LED spot]ight China make with 7 Nos lamps each 6 watts fitted 

on walls, ceiling of approved quality as directed by the Engineer 

lnchare 
220 

4 

• 

Supplying and fixing in position Aluminum channels framing for 

sliding windows & ventilators of Lucky or equivalent made with 

5mm thick tinted glass glazing (Belgium) and aluminum fly screen. 

handles, stoppers and locking arrangement etc complete. (b) Deluxe 

Model (Bronze of ChamDion color) 

1832 P ' I 

5 

P/F fine quality roller type blind with approved design false & in/c 

steel angle fixing with steel screws as per window as required site 

as directed by the Engineer Incharge. 

I P '.It 

6 

P/F marble top 7/8" thick (botesina or teravera or equivalent) having 

size upto 8'-0x2'-0 in/c cutting into proper size, making round gola 

& cutting for fixing vanity basin or sink bowl and filling joints with 

white cement or jelly in/c grinding and chemical polishing etc 
complete as directed by the Engineer Incharge. 

2 P SIt 

Water proofing of roof by means of chemical by using latex solution 

by supplying I" coat of uni bond 2860 adhesive, 2' cost of Aqua 

seal 2010/Il 3 coat of uni-bond+aqua seal mixture then filling the 

cracks with uni-bond then supplying 2/3 coats as per requirement of 

aqua seal to have rubber like surface etc complete as directed by the 

Engineer Incharge. 

8 

P/L 70-mm 600/1000 volts 4-core unarmored PVC/PVC cable C 

make Pakistan cable pioneer AGE) and laying in ground and partly 

fitted on surface and connected to KESC switches & breakers, with 

brass lux to required size in/c excavating trench upto 3.0 depth & 18" 

wide and spreading sand 6' thick and 6" on cable at bottom and then 

laying hard brick tile size l.0x1.0xl/4" on sand. After job, refilling 

excavated earth, compacting, leveling etc complete as directed by the 

Engineer Incharge. 

" R It 

P/L 95-mm 600/1000 volts 4-core unarmored PVC/PVC cable 

make Pakistan cable pioneer AGE) and laying in ground and partly 

fitted on surface and connected to KESC switches & breakers with 
brass lux to required size in/c excavating upto 3.0' depth & 18" wide 

and spreading sand 6" thick on bottom & 6" on cable and then 

laying hard brick tile size I.0x1.0xl/4" on sand. After job. refilling 

excavated earth, compacting, leveling etc complete as directed by the 
Pnoinppr tnrhroe 

401) Rh 

10 

P/F wall bracket fan 18" dia of approved make & quality (Royal/Pak. 

Millat or equivalent) in/c fixing on wall as directed by the Engineer 

Incharge 
C 2 I aI 

11 
P/F ceiling fan 56" sweep Pak/Royal/GFC or equivalent deluxe 

model in/c carriage from shop to site of work, fixing & necessaiy 

lead connection as directed by the Engineer Incharge. 

I 2 1 ah 

- 

P/F fan dimmer of ceiling fan Pak / Royal / GFC of approved quality 

& make as directed by the Engineer Incharge 
- ac 

13 

P/F wooden cabinet with shutter and back shelves by using laminated 

lassani sheet 3/4" thick and frame work of I si class partal wood 

2"xl" with 18" deep box in/c providing & fixing wooden leaping or 

gola around lassani shutter or making gola by router in approved 

design & shape & polishing it. The cost in/c necessary hinges. 

catchers, handles, sliding wheels in draws, nails, screws, draws locks 

etc. The cost also in/c necessary tools and plants to be used in making 

etc complete as directed by the Engineer lncharge. 

, 

14 

Supplying & fixing white or colored glazed earthen ware European 

commode set (ACL make or equivalent) coupled with flush tank of 

3.0-gallon capacity & seat cover complete with internal fittings, 

fixtures, clamps, necessary lead connection and making requisite No 

of holes in wall, plinth or floor for pipe connection & making good 

CC I :2:4as directed by the Engineer lncharge. 

2 Each 
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I 

- 15 

P/F CVC water supply pipe of AGM or Pak Arab or equivalent 
with all necessary fittings like elbow, bend, tee etc. This includes 

fixing on walls with clamps or Jubilee clips upto height of 50'-O in 
vertical or horizontal position using Jhoola or long ladder or 
scaffolding and jointing pipe & fittings with approved solvent / JIG 
solution. The rate includes all cost of labour, material, and cartage. as 
directed by Engineer Incharge 1/2" dia 

l_0 

16 

P/F CPVC water supply pipe of AGM or Pak Arab or equivalent 
with all necessary fittings like elbow, bend, tee etc . This includes 
fixing on walls with clamps or Jubilee clips upto height of 50'-O in 
vertical or horizontal position using Jhoola or long ladder or 
scaffolding and jointing pipe & fittings with approved solvent I JIG 

solution. The rate includes all cost of labour, material, and cartage. as 
directed by Engineer lncharge 3/4" din 

180 I Rtt 

P/F UPVC water supply pipe of AGM or Pak Arab make or 
equivalent without fittings which will be paid separately. This 
includes fixing on walls with clamps or Jubilee clips upto height of 
in vertical or horizontal position using ihoola or long ladder or 
scaffolding and jointing pipe & fittings with approved solvent / JIG 
solution. The rate includes all cost of labour, material, and cartage. as 

directed by Engineer Incharge 2" din 

2..0 I Rtt 

18 

P/F UPVC water supply pipe of AGM or Pak Arab or equivalent with 
all necessary fittings. This includes fixing on walls with clamps or 
Jubilee clips upto height of in vertical or horizontal position using 
ihoola or long ladder or scaffolding and jointing pipe & fittings with 
approved cement solvent / JIG solution. The rate includes all cost of 
labour, material, and cartage, as directed by Engineer lncharge I" dia 

no i' ti 

19 S/F 1.5 ton stlit  air condition of approved quality. I 2 

20 

Removing debries from Building in/c collecting from different floors. 
throwing to stair to ground floor at proper place and then loading on 
truck and throwing out of city government premises, fuel & hire 

charges of truck, loading & unloading etc complete 
10 P6fruck 

Total amount of part (D) 

Grand Total amount in Rupees (A+B+C+D) 
Grand Total amount in Rupees: 

Or say in Million 

TERMS AND CONDITIONS  

I. Any typographical errors in the Schedule B are subject to the correction with RcIrence to the Schedule of rate General 2012 

enforced from 12" July 2012 as Approved by the SRC Sindh. Karachi. 

2. Arbitration clause stands deleted from the agreement. 
3. No premium shall be paid on a Non schedule items. 
4. 100% Well Graded crushed bairi  shall be used in items of work without any extra payment. 
5. All sample of items should be got approved by the Engineer lncharge. 

(HAFIZ SAFAR SUAIKH) 
Assistat Engineer. 

CPO. Sindh. Karachi 
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OFFICE OF THE ASSISTANT INSPECTOR GENERAL OF POLICE 

WELFARE, CPO, SINDH, KARACHI  

ANNUAL PROCUREMENT PLAN 

S Description of 
Procurement 

Quantity 
(where 

applicable) 

Estimated 
Unit cost 
(where 

applicable) 

Estimated 
Total cost 

Funds 
Released 

Source of 
funds 

(ADP/ Non 

ADP) 

Proposed 
procurement 

Method 

Timings of 

Remarks 
Procurements 

1S1 2id 3rd 4th 

Qtr Qtr Qtr Qtr 

Repair/Renovation 
works of 6t1  Floor of 
Block-A, CPO, 
Karachi. 

N/A N/A 
Rs.12.735 
(Million) 

Rs.12.735 

(Million) 
N/A 

Single stage 
one Envelope 

4th 
Qtr 

Repair/Renovation & 
Raising of External 
Boundary wall at 
Rear gate of CPO 
and Up-gradation of 
Drainage System of 
Central Police 
Office, Karachi. 

N/A N/A 
Rs.2.874 
(Million) 

Rs.2.874 
(Million) 

N/A 
Single stage 

one Envelope 

4th 
Qtr 

ASSISTANT INSPECTOR CE RAL OF POLICE, WELFARE 
(Secretary Procurement Committee) 

Central Police Office, 
Karachi.  
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